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Chapter 1 


Introduction 


A few years ago, my computer was a small home computer. When I became 
interested in the IBM PC, I had to learn a lot of new things. I learned about MS- 
DOS and became familiar with 8088 assembly language. I soon reached a point 
where I started developing commercial PC programs in partnership with my friend 
Axel Sellemerten. All of this happened some time ago, but I still clearly 
remember sitting at my desk, looking through dozens of PC books and technical 
manuals, trying to find a critical piece of information. 


These books and manuals were expensive and hard to find. Besides, none of them 
covered all aspects of the PC. Some books tell you about PC hardware or the 
BIOS or DOS. I could never find a book that dealt with the PC as a total system. 


No single book was able to provide me with a complete system overview. 


This book is the result of my experience with all of these references. The three 
main areas of the PC (hardware, the BIOS and DOS) are combined in this book 
from a software developer’s point of view. This book was written to serve as an 
instruction book as well as a reference manual. It is not, and was never intended to 
be, a book for the beginner. The book assumes that you’re familiar with MS-DOS 
and are able to program in one of the four most popular PC programming 
languages (machine language, BASIC, Pascal or C). 


Organization 


The book is divided into five parts. Part 1 (Chapters 1-5) gives an introduction to 
the PC’s internal components. Part 2 (Chapter 6) describes the Disk Operating 
System (DOS) and Part 3 (Chapter 7) describes the Basic Input Output System 
(BIOS). PC hardware that is not part of the central processor is discussed in Part 4 
(Chapters 8-18). Part 5 (Chapter 19) describes the interaction between these 
components and the keyboard. The book concludes with a large reference section 
(Appendices) containing all functions of DOS and the BIOS, among other things. 


To understand the content of this book, you must first know something about the 
different number systems used in computers. Readers unfamiliar with the binary 
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and hexadecimal number systems should read Appendix G (Introduction to Number 
Systems) before continuing. 


Chapters 2 through 5 contain descriptions of PC microprocessors and interrupts. If 
you’re an experienced assembly language programmer you can skip these chapters, 
but you may learn something new by reading them anyway. 


BASIC, Pascal and C programmers should read Chapters 2 and 3 and should work 
through the subsections in Chapter 4 devoted to your preferred language. Chapter 5 
is devoted exclusively to assembly language programming and may be skipped. 


Chapter 2 


The PC's Brain 


While working with the PC, many users have wondered about its ability to solve 
complex problems. Users often attribute these abilities to the software or operating 
system. The fact is, hardware is as important as the software. 


Microprocessor 


Intel’s 


The microprocessor is the brain of the PC. It understands a limited number of 
machine language instructions and processes or executes programs in this machine 
language. These instructions are very simple and can’t be compared to commands 
in high level languages such as BASIC, Pascal or C. Commands in these 
languages must be translated into a large number of machine language instructions 
that the PC’s microprocessor can then execute. For example, displaying text with 
the BASIC PRINT statement requires the equivalent of several hundred machine 
language instructions. 


Machine language instructions differ for each microprocessor used in different 
computers. When you hear someone talk about Z-80, 6502 or 8088 machine 
language, these terms refer to the microprocessor being programmed. 


80xx series 


The PC has its own family of microprocessor chips, all designed by the Intel 
Corporation. The figure on the next page describes the Intel 80xx family tree. 
Your PC may contain an 8086, an 8088 (used in the PC/XT), an 80186, an 80286 
(used in the AT) or even an 80386 microprocessor. The first generation of this 
group (the 8086) was developed in 1978. The successors of the 8086 were different 
from the original chip. The 8088 is actually a step backward since it has the same 
internal structure and instructions of the 8086, but is slower than the 8086. The 
reason is that the 8086 transfers 16 bits (2 bytes) between memory and the 
microprocessor at one time. The 8088 is slower since it transfers only 8 bits (1 
byte) at one time. 
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Multiprocessing 


_ The three other microprocessors of this family are improved versions of the 8086. 
The 80186 offers auxiliary functions. The 80286 has additional registers and 
extended addressing capabilities. The 80286’s biggest advantages over its 
predecessors are its multiprocessing and virtual memory capabilities. 
Multiprocessing allows several programs to execute at the same time, such as 
compiling a program while using a word processor. This capability, which is 
based on the fast switching between the individual programs, can also be 
implemented through software (e.g., Microsoft Windows®), but working directly 
through the processor is more efficient. | 


Virtual memory 


Virtual memory means that a program appears to use much more memory than is 
available in the computer’s RAM. Portions of the programs or data which don’t fit 
into memory are temporarily stored on the mass storage device (floppy or hard 
disk). The computer loads these sections into RAM as needed. The CPU and the 
Operating system share the task of virtual memory management. Earlier versions 
of MS-DOS don’t support the multiprocessing or virtual memory capabilities of 
the 80286, so most AT computers aren’t working to their full potential. 


74 75 76 77 78 79 80 81 8283 84 85 86 8788 89 90 
Year 


The Intel 80xx processor family 


Abacus | | 2. The PC's Brain 


The 80386 represents current state of the art technology. It has a more extensive 
_ instruction set than the 80286, and offers additional memory protection features. 


_ These processors are all upwardly compatible with software. This means that 

__ machine language programs developed for the 8086 can be executed on the other 

processors of this series. On the other hand, a program written for the 80386 may 

not run correctly on the 80286 or the 8088, because instructions available on the 
80386 may not be available in the earlier processors. 


Throughout this book the PC processor is designated as the 8088, even though 
your PC may use a different processor. 


2. The PC's Brain | PC System Programming 


24 8088 Registers 


Registers are memory locations within the processor itself, instead of in RAM. 
These registers can be accessed much faster than RAM. In addition, registers are | 
specialized memory locations. The CPU performs arithmetic and mozcal operations 
using its registers. 


Common Registers Segment Registers 


| DS DATA SEGMENT 
| ES EXTRA SEGMENT 
cs | CODE SEGMENT 


| ss STACK SEGMENT 


Program Counter 


SOURCE INDEX op INSTRUCTION 
STACK POINTER POINTER 


BASER POINTER 


1110 9 8 “ar 


8088 registers 


All registers are 16 bits (2 bytes) in size. If all 16 bits of a register contain a 1, 
this is the largest number that can be represented within 16 bits. This number is 
the decimal number 65535. Therefore, a register can contain any value from 0 to 
65535. 


Register groupings 


As shown in the above figure, registers are divided into four groups: common 
registers, segment registers, the program counter and the flag register. The different 
register assignments are designed to duplicate the way in which a program 
processes data—which is the basic task of a microprocessor. 


The disk operating system and the routines stored in ROM use the common 
registers a great deal, especially the AX, BX, CX and DX registers. The contents 
of these registers tell DOS what tasks it should perform and which data to use for 
execution. 


Abacus — a 2.1 8088 Registers 


These registers are affected mainly by mathematical (addition, subtraction, etc.) and 

input/output instructions. They are assigned a special position within the registers 

of the 8088 because they can be separated into two 8-bit (1-byte) registers. Each 

common register may be thought to consist of three registers: a single 16-bit 
_ register, or two smaller 8-bit registers. 7 


bit 15 bit8 bit 7 bit 0 


bit 15 bit 0 


AX register 


The registers have designators of H (high) and L (low). Thus the 16-bit AX 
register may be divided into an 8-bit AH and an 8-bit AL register. The H and the L 
register designators occur in such a way that the L register contains the lower 8 
bits (bit 0 through 7) of the X register, and the H register the higher 8 bits (bits 8 
through 15) of the X register. The AH register consists of bits 8-15 and the AL 
register of bits 0-7 of the AX register. However, the three registers cannot be 
considered independent of each other. For example, if bit 3 of the AH register is 
changed, then the value of bit 11 of the AX register also changes automatically. 
The values change in both the AH and the AX registers. The value of the AL 
-Tegister remains constant since it is made of bits 0-7 of the AX register (bit 11 of 
the AX register does not belong to it). This connection between the AX, the AH 
and the AL register is also valid for all other common ae and can be 
expressed mathematically. 


You can determine the value of the X register from the values of the H and the L 
registers, and vice versa. To calculate the value of the X register, multiply the 
value of the H register by 256 and add the value of the L register. 


Example: The value of the CH register is 10, the value of the CL register is 
118. The value of the CX register results from CH™256+CL, which 
is 10*256+118 = 2678. 


Specifying register CH or CL, you can read or write an 8-bit data item from or to 
any memory location. Specifying register CX, you can read or write a 16-bit data 
item from or to a memory location. | 
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2.2 


_ Segment and Offset Addressing _ 


One of the design goals of the 8088 was to provide an instruction set that was 


_ Superior to the earlier 8-bit microprocessors (6502, Z80, etc.). A second goal was 
_ to provide easy access to more than 64 kilobytes of memory. This goal was of 


special importance since increasing processor capabilities allow programmers to 
write more complex applications, which in turn require more memory. The 
designers of the 8088 increased the memory capacity or address space of the 
microprocessor by more than 16 times to one megabyte. — 


Address register 


The number of memory locations which a processor can access depends on the 
width of the address register. Since every memory location is accessed by 
specifying a unique number or address, the maximum value contained in the 
address register determines the address space. Earlier microprocessors used a 16-bit 
address register enabling access to addresses from 0 to 65535. This corresponds to 
the 64K memory capacity of these processors. 


To address one megabyte of memory the address register must be at least 20 bits 
wide. At the time the 8088 was developed, it was impossible to use a 20-bit 
address register, so the designers used an alternate way to achieve the 20-bit width: 


nr the contents of two different 16-bit numbers are used to form the 20-bit address. 


Segment register 


One of the numbers is contained in a segment register. The 8088 has four segment 
registers. The second number is contained in another register or in a memory 
location. To form a 20-bit number, the contents of the segment register are shifted 
left by 4 bits (thereby multiplying the value by 16) and the second number is added 
to the first. 


Segment and offset addresses 


These addresses are the segment address and the offset address. The segment address 
is formed by a segment register and indicates the start of a segment of memory. 
During the address formulation, the offset address is added to the segment address. 
The offset address indicates the number of the memory location within the segment 
whose beginning was defined by the segment register. Since the offset address can 
never be larger than 16 bits, a segment can be no larger than 65,535 bytes (64K). 


Segmented address 


The segmented address results from the combined segment and offset addresses. 
This segmented address specifies the exact number of the memory location which 
should be accessed. Unlike the segmented address, the segment and the offset 
addresses are relative addresses or relative offsets. 
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151413 2: 


Logical PTT BEoo address 
address 
LETT 


Offset 


(16 ‘bits 
_ address 


Physical 19181 


(20 bite foot rir 


(20 bits) 


Memory structure using segment and offset addresses 


A segment cannot start at every one of the million or so memory locations. 
Multiplying the segment register by 16 always produces a segment address that is 
divisible by 16. For ame it’s not poses for a segment to begin at memory 
location 22. 


Combining the segment and offset addresses requires special notation to indicate a 
memory location’s address. This notation consists of the segment address in four- 
digit hexadecimal format, followed by a colon, and the offset address i in four-digit 
hexadecimal format. For example, a memory location with a segment address of 
2000H and an offset address of AF3H would appear in this notation as 2000:0AF3.. 

Because of this notation, you can omit the H suffix from hexadecimal numbers. 
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25FFFH = 

25FFEH © 

| © 

3 

ee a 5 

3 

Offset < 

17105H address = 1104H a. 

3 

Offset 

< 

ro’ 

2. 

a o 

Segment o 

address = 1600H > 
Segment and offset address 


The 8088 has four segment registers, which have special roles in the execution of 
an assembly language program. There are four registers to accommodate the basic 
structure of any program. A program consists of a set of instructions (code). There 
are also variables and data items that are processed by the program. A structured 
program keeps the code and data separate from each other while they reside in 
memory. Assigning code and data their own segments conveniently separates 
them. 


Each needs a segment address and a segment register. The CS (Code Segment) 
register uses the IP (Instruction Pointer) register as the offset address. The CS then 
determines the address at which the next assembly language instruction is located. 
The IP is also called the Program Counter. When the processor executes the 
current instruction, the IP register is automatically incremented to point to the 
next assembly language instruction. This ensures the execution of instructions in 
the correct order. 


Like the CS register, the DS (Data Segment) register contains the segment address 
of the data which the program accesses (writing or reading data to or from 
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memory). The offset address is added to the content of the DS register and may be 
contained in another register or may be contained as part of the current instruction. 


The SS (Stack Segment) register specifies the starting address of the stack. The 
Stack acts as temporary storage space by some assembly language programs. It 
allows fast storage and retrieval of data for various instructions. For example, 
when the CALL instruction is executed, the processor places the return address on 
the stack. The SS register and either the SP or BP registers form the address that is 
pushed onto the stack. 


The last segment register is the ES (Extra Segment) register. It is used by some 
assembly language instructions to address more than 64K of data or to transfer data 


between two different segments of memory. 


aciioie i a | 
YY ES FEFF LLZZZZZEE. 
ES: 0000 LLLLLLLL = 


ES:0000 B==eee22e 


CS: FFFF €S:0000 
C$: 0000 
55: FFFF 
SS: FFFF 
55: 0000 DS:FFFF fy 
DS:FFFF WY oS: 0000 
j DS: 0000 F 
Non-overlapping Overlapping 
segments segments 


Overlapping and non-overlapping segments 


As the figure above shows, two segment registers can specify areas of memory 
which overlap, or are completely different from one another. In many cases, a 
program doesn’t require a full 64K segment for storing code or data. You can 
conserve memory by overlapping the segments. For example, you can store data 
immediately following the program code by setting the DS and CS registers 
accordingly. 


11 


2. The PC's Brain — PC System Programming 


12. 


The flag register is of special importance. Various bits in this register indicate or 
signal the special conditions which may occur during execution of an assembly 


___ language instruction. For example, if an arithmetic operation results in a negative 
: number, the processor sets the S (sign) flag to 1 to indicate this change. 


The C (carry) flag is set to 1 if the sum of two 8- bit numbers cannot be 
represented as an 8-bit number. 


As the figure above shows, the processor doesn’t use all 16 bits of this register. 
The unused bits normally contain the value 0. 


This ends our short trip into the PC’s brain. If you didn’t quite follow some of 
these concepts, the sample application programs in the sections on the BIOS and 
DOS functions should help you understand. 
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2.3.1 


2.3.2 


2.3.3 


2.3 The CPU Support Chips 


The CPU Support Chips ~ 


The microprocessor is the computer’ s brain, and i is probably the most intelligent 


component in a computer system. However, it cannot supervise all the computer’s 
functions on its own. For this reason, other components called support chips 
perform many other tasks, leaving the processor to concentrate on its pamary: task 
of executing een language programs. 


These support chins communicate with and control external peripherals such as a 
disk drive or the screen display. 


Some of these support chips can a programmed using the assembly language 
instructions IN and OUT. Since the programming of most support chips is very 
complex, we recommend that you leave this up to DOS, unless you have a 
complete understanding of the structure and operation of these chips. 


The following sections define the most important support chips in the PC. 


The DMA Controller 


This chip gets its name from the acronym DMA which stands for Direct Memory 
Access. This chip can directly write data to or read data from RAM. The DMA 
controller performs disk input/output operations, moving data from RAM to disk 
or from disk to RAM. This relieves the processor of this task and accelerates 
program execution. | 


The Interrupt Controller 


Interrupts are signals from individual components of the system to get the CPU’s 
attention and to initiate certain tasks. Several interrupts or requests for services 
from different system components can be outstanding at one time. These requests 
are initially handled by the interrupt controller, which passes them on to the CPU. 
It assigns priority to every interrupt request according to its source and passes the 
request with the highest priority to the CPU. The interrupt controller in the 
PC/XT can process up to 8 interrupt requests at the same time. ATs require more 
power, so they use two interconnected interrupt controllers which can process up 
to 15 interrupt requests simultaneously. 


The Programmable Peripheral Interface - 


This chip provides a link between the CPU and the peripherals such as the 
keyboard or an audio speaker. However, it only operates as a mediator, addressed by 
the CPU for unit access and transmission of certain signals. You cannot bypass 
the PPI for direct communication between the CPU and peripherals. 
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2.3.5 


2.3.6 


2.3.7 


2.3.8 
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The Clock 


If the microprocessor is the ‘braih of the computer, then the clock could be 
considered the heart of the computer. This heart beats several million times a 
second (about 14.3 megaHertz) and paces the microprocessor and the other chips in 
the system. Since almost none of the chips operate at such high frequencies, each 
support chip modifies the clock frequency to its own requirements. 


The Timer 


The timer chip can be used as a counter and timekeeper. This chip transmits 
constant electrical pulses from one of its output pins. The frequency of these 
pulses can be programmed as needed, and each output pin can have its own 
frequency. Each output pin leads to another component. One line goes to the audio 
speaker and another to the interrupt controller. The line to the interrupt controller 
triggers interrupt 8 at every pulse, which advances the timer count. 


The Screen Controller 


Unlike the chips discussed up until now, the CRT (Cathode Ray Tube) controller 
is separate from the main circuit board of the PC. You’ll find this chip on the 
video board which is mounted in one of the computer’s expansion slots. Even 
though there are many boards that differ widely in their capabilities (monochrome 
display, color display, etc.), all video boards are based on the 6845 CRT controller. 
It produces a display on the monitor connected to the computer. The controller has 
several internal registers which control the output of the display. | 


The Disk Controller 


This chip is also usually located on an expansion board. It is addressed by the 
operating system and controls the functions of the disk drive. It moves the 
read/write head of the disk drive over the disk, reads data from the disk and writes 
data to 0 the disk. 


The Math Coprocessors (8087/80287/80387) 


The 8088, 80286 and the 80386 are not capable of performing floating point 
arithmetic operations directly. There is a socket on the main circuit board of the 
PC for adding a special math coprocessor. The PC/XT uses the 8087, the AT the 
80287 and the new 80386 uses the 80387 coprocessor. 


While floating point arithmetic can be performed using software routines, a math 
coprocessor is up to 100 times faster. The 8087 and the 80287 can perform basic 
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math functions such as addition, subtraction, multiplication and division, as well 
as the trigonometric functions sine, cosine, etc. They can also comme square 
roots of numbers. od , 


In ~ general, only a few application software packages sas the math 
coprocessors. » ad 
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2.4 


The CPU and Memory 


‘While the chips described up until now are intelligent system components, 


memory is a passive element. Data can be stored and later retrieved from memory. 
Each memory location is used to store one byte (8 bits) of data. Memory locations 
are identified by a unique address, starting from zero. 


_ The support chips communicate with memory using a bus or path over which the 


electronic signals travel. 


Address bus 


The address bus carries the number of the memory location to be accessed. The 
signals on the bus represent a binary number whose value indicates the memory 
location for access. Since only those memory locations represented on the address 
bus can be accessed, the number which make up the bus lines determine the 
number of addressable memory locations. 


The PC/XT has a 20-bit address bus and can address a maximum of a (about 1 


million) different memory locations. The AT has a 24-bit address bus and can 
address more than 16 million memory locations. 


Data bus 


Once the bus knows the address of the memory location to be accessed, data can be 
transferred between the individual chips and the memory location over the data bus. 
The number of lines in this circuit determine how many bits are transferred to or 
from memory simultaneously. 


The PC/XT has 8 lines so it can transfer one byte at a time. However, since the 
8088 is a 16-bit processor, 16-bit data must often be transferred. There aren’t 


enough lines to transfer 16-bit data, so the system divides a 16-bit data item into 
- two 8-bit numbers. These two 8-bit data bytes are transferred one after the other 


along the bus. 


The 8086 and 80286 processors can transfer 16 bits simultaneously over their 16- 


 bit-wide data buses. This is one reason why the AT executes programs faster than 


the 8088 processor. The 80386 processor can transfer 32 bits at a time. 


Word ee 


16 


All members of the Intel 80xx processor x family share the same e method lof storing 


words (16-bit data) in memory. The lower numbered memory location contains 


bits 0-7 (the low byte) and the higher numbered memory location contains bits 8- 
15 (the high byte). For example, if you store the word 3F87H starting at address 
0000:0400, memory location 0000:0400 accepts the low byte 87H and memory 
location 0000:0401 accepts the high byte 3FH. 
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Two details were left out of the discussion of memory so far: 


1.) The processor doesn’t care if a memory address is located in a RAM chip 
: or a ROM chip. The main difference between RAM and ROM lies in the 
fact that you can’t write or store new data into ROM (hence its name: 

Read Only Memory). | 


2.) The addressable space of the microprocessor (1 megabyte) is allocated into 
16 storage segments of 64K each. This is an almost universal division 
used on IBM PC/XTs and most compatible machines. 


| 15 [F000:0000-F000:FFFF BIOS ROM 
TT ROOOLOOOOSEOOOSEFEF-TE PROM cartridge -~——~—~C~S~S 
C13 [D000:0000—-DOO0O:FFEF | 


dgeo——iss—s 
-—T3 1C600:0000-COOO:FFFF ladditional BIOS ROM ——*d 
| et IROOO: OOO0-BOOO SFR Pyideo RAM 
~ [10 [A000:0000-A000:FFFF additional video RAM 
NO EEE Ren up to oe ———_—_————_ 
RAM 


a a I: 
FTO OOOURTOOOSFEFE | RAM ee Be 
515000; 0000=S000 FPF [aM up to 446K 
5 §5000:0000-5S000:FRFF LRAM up to 384K. 
| 4 $4000:0000-4000:FFFF RAM Be ey 320K 
| 3 $3000: 0000-3000: FREE | RAM to 

—T-T1000 O000- 1000: FFFF [RAM up to iDeK 


0000:0000-0000:FFFF | RAM up to 64K, CPU vector table, 
DOS & BIOS variables 


_ Memory allocation ie 


Li 


The first 10 memory segments are reserved for the main RAM memory, limiting 
maximum RAM to 640K. A computer’s memory size may differ from one PC 
manufacturer to another but has at least 64K installed in segment 0. If you install 
additional RAM, its first memory address must immediately follow the last 
existing memory address, since no gaps may exist between individual RAM 
memory segments. Memory segment 0 has a special role since it contains 
important data and operating system routines. 


Memory segment A follows the RAM memory. In this case, an EGA (Extended 
Graphics Adapter) is installed. This board uses the ‘memory for the screen es 
in different graphic modes. 


Memory segment B is reserved for a monochrome or color graphics board. They 

share the segment as screen memory. The monochrome board uses the lower 32K 

and the color board uses the upper 32K. Each board uses only as much memory as — 

it needs for the screen display. The monochrome board uses 4K; the color board 
uses 16K because of the additional color capabilities. 3 
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The next memory segment contains ROM beginning at segment C. Some 
computers store the BIOS routines which aren’t part of the original BIOS kernel at 
this location. For example, the XT uses these routines for hard disk support. Since 
this area isn’t fully utilized, it is possible that BIOS routines supporting future 
hardware enhancements will also be placed in this memory range. 


ROM cartridges 


18 


Segments D and E are reserved for ROM cartridges. These cartridges extend the 
computer with certain ROM routines. The PC has rarely used them and the area 
usually remains unused. 


Segment F contains the actual BIOS routines, the system loader and the ROM 
BASIC available on many computers. 


Chapter 3 


Introduction to Interrupts 


This chapter presents a view of interrupts, which are vitally important to the 
operation of the 8088 processor. An interrupt is a signal from a peripheral device 
or a request from a program to perform a specific service. When an interrupt 
occurs, the currently executing program is temporarily suspended and an interrupt 
routine begins execution to handle the condition that caused the interrupt. 


Program Interrupt routine 


Save register contents 


Restore register contents 
IRET 


Program interrupt 


Interrupt 
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=| 
° 
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9) 
3 
© 
> 
© 
° 
c 
=a 
) 
=| 


When a program is suspended, the processor saves the contents of the CS and IP 
registers on the stack, and begins the interrupt routine. After the interrupt routine 
has completed its task, it issues the IRET (Interrupt RETurn) instruction which 
restores the contents of the CS and IP registers from the stack, thus resuming the 


program. | 


The interrupt routine saves and restores contents of the other registers before 
returning to the interrupted program. 
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The Structure of the Interrupt Vector Table 


So far we’ve talked about a single interrupt and a single interrupt routine. In fact, 
the 8088 has 256 possible interrupts numbered from 0 to 255, not just one. 


Each interrupt has an associated interrupt routine to handle the particular condition. 
To organize the 256 interrupts, the starting address of the corresponding interrupt 


routines are arranged in the interrupt vector table. 


_ When an interrupt occurs, the processor automatically retrieves the starting address 


of the interrupt routine from the interrupt vector table. 


The starting address of each interrupt routine is specified in the table in terms of 


. the offset address and segment address. Both addresses are 16 bits (2 bytes) wide. 


Therefore each table entry occupies 4 bytes. The total length of the table is 256*4 
or 1024 bytes (1K). 


Interrupt Purpose 
number: 


0000:003FE 


sei 
0000:003rc | IP 


Free 


0000:000E . 
0000:000C 3 Breakpoint 
~0000:000A 
0000:0008 2 NMI 
0000:0006 
1 Single-step 
0000:0004 
0000:0002 io 
0 Division by 0 
0000:0000 


Interrupt vector table 


The table itself is located in memory from 0H to 3FFH. Since the interrupt’s 
number is the same as the table entry for the corresponding interrupt routine, the 
interrupt routine address for interrupt 0 is the zero table entry in locations OH-3H. 
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Memory locations 4H—7H contain the address for the interrupt routine for 
interrupt 1, etc. The last interrupt, interrupt 255, occupies the end of the table at 
locations 3FCH—3FFH. 


To calculate the starting address of an interrupt, simply multiply the interrupt 
number by four. 


Advantages 


An advantage of using the interrupt vector table is that it’s easy to change an entry 
in the table to the starting address of a user-written interrupt routine. This makes a 
new interrupt routine available to any program which can invoke the routine 
simply by executing the come sponding interrupt instruction. 7 


The next section explains the different types of mvp and how they are used in 
the system. 
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-Interru pt Types 


ay Until now, we haven’t talked about different types of interrupts. There are two 


major types of interrupts—hardware interrupts and software interrupts. 


The figure below shows the different interrupt types. 


Software _ 2s Hardware 
interrupt interrupt 


[System |[User internal] | External, 
interrupts |jinterrupts; = | 


os 


3.2.1 


3.2.2 


2 


Interrupt types 


Software Interrupts 


A software interrupt is an interrupt called by the INT instruction in a machine 
language program. The INT instruction includes the number of the interrupt to be 
signalled. For example, the instruction to call interrupt 5, which sends a hardcopy 
of the current screen to the printer, appears as INT 5. The INT instruction allows 
you to call any one of the 256 interrupts. 


Software interrupts make it possible to use many of the basic operating system 
services from either the assembler (or machine language) level or from many of the 
higher level languages which support interrupt processing. 


Hardware Interrupts 


A hardware device such as a disk drive or keyboard can trigger a hardware interrupt. 
This is a simple and efficient mechanism for handling events which require 
attention. 


One example is the keyboard. When you press or release a key, interrupt 9 (the 
keyboard interrupt) is signalled. The standard DOS interrupt routine responds by 
placing the character value corresponding to the key that was pressed into the 
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keyboard buffer following any value which may have been previously there. If the 
keyboard buffer is full, the routine generates a short beep. As in any other 


interrupt, the original program continues after the. PEDICnOnS of the uitefrupe 


routine. 


Maskable interrupts 


This interrupt is designated as an external hardware interrupt, because it was 
triggered by an external device. For these interrupts, a distinction is also made 
between maskable and non-maskable interrupts. The keyboard interrupt just 
described belongs in the maskable interrupt category. You can mask (disable) this 
interrupt by using the assembler instruction STI (SeT Interrupt flag). If you mask 
interrupt 9H, the keyboard ignores any characters you type. To reverse this 
condition, use the CLI instruction (CLear Interrupt flag) to re-enable the interrupt. 


Non-maskable interrupts — 


In contrast, a non-maskable interrupt cannot be disabled by the STI instruction. 
One example is interrupt 2. This interrupt indicates an error in the PC’s memory. 
It displays a message on the screen that one or more of the RAM chips is defective 
and should be replaced. Fe aetd 


The last interrupt type to be described is the internal hardware interrupt. The 
processors on the main circuit board of the PC trigger this interrupt. One example 
is interrupt 8 which is designated as a timer interrupt. The timer triggers this 
interrupt at a rate of 12.8 times per second. It also disables the disk drive motor if 
no disk access is in progress. a ae : : 
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3.3 Interrupts at a Glance — : 


The tables here show the significance which these interrupts occupy in the control 
and use of the PC. The next few chapters explain these interrupts in more detail. 


CPU: Division by zero vs 
CPU: Single step 
CPU: NMI (Error in RAM Sie. 
CPU: Breakpoint 
CPU: Numeric overflow 
Hardcopy 
Unknown instruction (80286 only) 
reserved 
TRQO: Timer (Call 18.2 PEE/SeGe 
IRQ1: ‘Keyboard 
IRQ2: Second 8259 (AT only) 
IRQ3: Serial interface 2 
IRQ4: Serial interface 1 
IRQ5: Hard disk 
IRQ6: Diskette 
IRQ7: Printer 
BIOS: Video functions 
BIOS: Determine configuration 
BIOS: Determine RAM storage size 
BIOS: Diskette/hard disk functions 
BIOS: Access to serial interface 
BIOS: Cassette/enhanced functions 
BIOS: Keyboard sensing 
BIOS: Access to parallel printer 
Call of ROM-BASIC 
BIOS: System boot (ALT+CTRL+DEL) 
BIOS: Read time/date 
Break key not activated (not CTRL-C) 
called after every INT 08 
Address of the video parameter table 
Address of the disk parameter table 
Address of the character bit pattern 
DOS: Terminate program 
DOS: Call DOS function 
Address of DOS end of program routine 
Address of DOS CTRL-~BREAK routine 
Address of DOS error routine 
DOS: Read diskette/hard disk 
DOS: Write diskette/hard disk 
DOS: End Prg., remain resident 
Reserved for various, non- 
documented DOS functions 
BIOS: diskette functions 
Address of hard disk table 1 
Reserved 


Address of hard disk table 2 
can be used by application programs 
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128 - 12B | Alarm time reached (AT only) 
12¢c.- Can be used by application programs . 

| for any purpose 

Unused mm 


19F 


: ~ 1BE 
ECO..=-1C3 
ic4 - 1C7 
1CB 


IRQO8: Realtime clock (AT only) 
ITRQ09: (AT only) 

IRQ10: (AT only) 

IRQ11: (AT only) 

IRQ12: (AT only) 
IRQ13: 80287 NMI (AT only) 
IRQ14: Hard disk (AT only) 
IRQ15: (AT only) 

Unused a 


Used by the BASIC 
interpreter 
Unused 


General overview—interrupts 
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Using Interrupts from High 
Level Languages 


The assembly language programmer can invoke an interrupt by loading the 
parameters required by the interrupt routine into designated registers and executing 
the INT instruction. Although these capabilities aren’t available in all higher level 
languages, some languages such as Turbo Pascal®, Turbo C® and Microsoft C® 
have built-in functions, procedures or subroutines to call the interrupt. 


A BASIC programmer can call an interrupt using a short assembly language pro- 
gram. You'll find an example of this in Section 4.1. 


This chapter provides information on calling interrupts from Pascal, BASIC and 
C. Each describes how interrupts can be called in the particular language and the 
rules the programmer must observe. Each section concludes with a short 
demonstration program. 


Read through the section devoted to the language with which you feel most 
comfortable. A comparison of the three sample programs could be interesting for 
those of you who wish to compare the similarities and differences in the three 
languages. _ 


_ The programs are only examples. Experiment as much as you want—you won’t 
damage your computer if you change them a little. 
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4.4 


Interrupt | Calls from BASIC 


The two most commonly used BASIC interpreters are BASICA (from IBM) and 


GW-BASIC (from Microsoft). This book refers to GW-BASIC, since it can be 


used on IBM PCs as well as any compatible PC. The command sets of both are 
nearly identical. 


GW-BASIC does not have a function for calling interrupts. However, the CALL 


command can be used to execute a machine language program. You can also use 


the CALL command to pass certain parameters to the called program. The called 
machine language program must be located in the 64K used by GW-BASIC for 
program statements and variable storage. Because of this, the interpreter must be 
told to reserve part of program memory for the machine language routine. 
Otherwise the program or variables may overwrite the machine language routine, 
causing a system crash. You can reserve memory directly when you call BASIC 


from the operating system. Enter the name GWBASIC followed by the /M: 


parameter. After the colon, enter the highest memory location you want used by 
BASIC. For example, since the sample program starts at memory location 60000, 
start the GW-BASIC interpreter as follows: 


gwbasic /m:60000 


_ This reserves the required memory space. Now you can place the machine language 


routine into memory by making it part of the current BASIC program and loading 
it into memory using a suitable subroutine. The current BASIC program must 


— contain the following commands: 


60000 CMH KKK KKK KEKE EKA KE KKK KAKA K KEKE KKEEKKKKEKKKEKEEKKKEKK 
60010 ‘* initialize the routine for the interrupt call ihe 
60020 . .' t+ - ne nnn 8 
60030 ‘* Input: none . = 
60040 ‘'* Output: IA is the Start address of the Interrupt routine sii 
60050 CHR KHKK KKK ERK KEKE KKKKKKKEKKKKKKAKKKEKKKKEEKKKKKKKEKKKEKRKKEKKKKEKKKEEEEK 
60060 ! . . . 
60070 IA=60000! . ‘Start address of the routine in the BASIC segment 
- 60080. DEF SEG .. ‘set BASIC segment . . 


60090 RESTORE 60130 
60100 FOR I% = 0 TO 160 : READ X% : POKE IA+I1%,X% : NEXT ‘poke Routine 
60110 RETURN ‘back to caller 
60120 |! | —— | 
60130 DATA 85,139,236, 30, 6,139,118, 30,139, 4,232,140, 0,139,118 
60140 DATA 12,139, 60,139,118, 8,139, 4, 61,255,255,117, 2,140,216 | 


60150 DATA 142,192,139,118, 28,138, 36,139,118, 26,138, 4,139,118, 24 


60160 DATA 138, 60,139,118, 22,138, 28,139,118, 20,138, 44,139,118, 18 
60170 DATA 138, 12,139,118, 16,138, 52,139,118, 14,138, 20,139,118, 10 
60180 DATA 139, 52, 85,205, 33, 93, 86,156,139,118, 12,137, 60,139,118 
60190 DATA 28,136, 36,139,118, 26,136, 4,139,118, 24,136, 60,139,118 
60200 DATA 22,136, 28,139,118, 20,136, 44,139,118, 18,136, 12,139,118 
60210 DATA 16,136, 52,139,118, 14,136, 20,139,118, 8,140,192,137, 4 


60220. DATA 88,139,118, 6,137, 4, 88,139,118, 10,137, 4, 7, 31, 93° 


60230 -~DATA 202, 26, 0, 91, 46,136, 71, 66, 233,108, 255 
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The DATA statements contain the machine language routine which performs the 
-- interrupt call. The routine is READ and then POKEd into memory. To start this 


routine at another memory location, change the value in line 60070. Remember 
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that the parameters used to start GW-BASIC must also be changed so that the 


routine cannot be overwritten by the variables of the Program. 


To use the machine ishwiage routine to call an interrupt, this saproutine must of 
course be called first. The first line of the user program should therefore be: 


100 GOSUB 60000 


The actual program which calls the interrupt function during its execution can be 


Stored between line numbers 100 and 60000. The following program line 


demonstrates how this can be done: 


200 CALL IA(INTNR%, AH%, AL%, BH%, BL&, CH, CL%, DH%, DL¢, DI%, SI&, ES$, FLAGS) 


The variables within parentheses are the variables passed to the assembly language 
program. All variables must pass true integer variables and not constants. The 
variable names mentioned above may be changed but their order must remain 
unchanged. Within your program they can have other names. 


The first variable in this example, called INTNR%, is the number of the interrupt 
you want to call. Be careful to specify the exact interrupt number. Also, avoid 
passing a variable which has not been initialized. Otherwise, you may call the 
wrong interrupt, which could lead to a system crash. The variables following 
INTNR% are copied into the processor registers of the same names. If a register is 
not used by an interrupt routine, you can pass any integer variable in the 


corresponding register variable. The value of the ES register is treated differently. If 


the value of ES% is -1, the contents of the DS register is poe to the ES 
register. 


Following the completion of the interrupt call, the values are returned in the 
designated register variables. 


This technique works only with half registers (AH, AL, BH...). It may be 
necessary to transform these half registers into a whole register. This can be done 
as follows: ) | 


300 AX$% y= AS * 256 + ALS 
On the other hand, a whole register can be split into two half registers with the 
following commands: 


410 AHS = INT(AX% / 256) 
420 AL% = AX% AND 255 


After calling interrupt functions, the carry flag in the flag register indicates if the 
called functions were executed correctly. In a BASIC program, it may be necessary 


_ to test the carry or zero flags. Since the content of the flag register is in the 
_ variable FLAGS% after the interrupt call, the status of individual flags can be 
inspected through this yates: This is possible with the following program 


Statements: 
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200 IF FLAGS% AND 1=0 THEN PRINT “CARRY-FLAG OFF" ELSE 
PRINT "CARRY-FLAG SET" 

210 IF FLAGS% AND 64=0 THEN PRINT "ZERO-FLAG OFF" ELSE 
PRINT “ZERO-FLAG SET" 


Another problem with interrupt calling is passing variable addresses (e.g., character 
string output). BASIC stores this set of characters as a string. To determine the 
offset address of such a string (the segment address of all variables is constant), use 
the VARPTR function. The LO and HI byte of the offset address can be determined 
with the following two program lines: 


300 LO=PEEK(VARPTR(STRING NAME)+1) | ‘LO-Byte of the Offset address 
310 HI=PEEK (VARPTR (STRING NAME) +2) ‘HI-Byte of the Offset address 


Garbage collection 
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These addresses should be determined at the beginning of a BASIC program as well 
as immediately before each interrupt call, since BASIC frequently performs garbage 
collection (removing unused variables and junk data). Garbage collection frees up 
variable memory, rearranges remaining data in memory and changes addresses. If a 
string address is determined at the beginning of a program, it may change several 
times before the interrupt call is made. 


Remember to include an end marker (“$” or a CHR$(0)) at the end of the string 
(BIOS and DOS functions expect one of these). 


Note: Before copying this subroutine and trying it, we have a small 
suggestion. During your first attempts something will probably go 
wrong. This is perfectly normal, and you can even expect the 
computer to crash a couple of times. Save programs 
frequently...especially before running the program. This way, you 
won’t have to type in the program again from the beginning. 


Here is a short sample program which uses the subroutine described above to 


display text on the screen with function 9 of interrupt 21H. 


LOD PKR RK KARR KKK KEK KK EEK KEKE KEKKKKEKKKEKK KEKE KKHEKEKKEKKKKEKKKKKKKEKKKKK 


120° ee INTDOSB x4 
PO aa Na et tee el ele aa eee xe 
130 '* Assignment > outputs as an example of an Interrupt a 
140 '* a String through a DOS function on #s 
USO ea the display screen . *A 
160 '* Author : MICHAEL TISCHER ~ i | : xe 
170 '* developed : 07/30/87. oe : baa 
180 '* last Update : 04/08/89 ae ok 


190 VKH KKK KKK KKK RK KKK KKK IKK EK KEK KIKI KK HE KKK KKK KKK KK IKI KKKEKEKEKKKKES 
200 ' 

210 CLS : KEY OFF. 

220 PRINT"NOTE: This program can only be started if the GWBASIC was " 
230 PRINT"started from the DOS level with the command " ; & se 
235. PRINT"<GWBASIC /m:60000>." 

240 PRINT : PRINT"If this is not the case, ‘Sieske pee <s> for Stop." - 
250 PRINT“Otherwise press any key..."; 

260 AS = INKEYS : IF AS = “s" THEN END 

270 IF AS = “" THEN 260 

280 PRINT. 

290 GOSUB 60000 - *install function for interrupt call 
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300 TS = CHR$(13) + CHR$(10) + “this text was output through " 


305 T$ = T$ + “Function 9 of Interrupt 21H...$" 
310 INR% = &H21 ‘Number of. interrupt to be called 
320 FKT% = 9 ‘Number of functions to be called 


330 OFSLO% = PEEK (VARPTR (TS) +1) 'LO-Byte Offset address to the String 
340 OFSHI% = PEEK (VARPTR (TS) +2). ‘HI-Byte Offset address to the String 
350 CALL IA(INRS%&, FKTS%, 2%, 2%, 2%, 2%, 2%, OFSHI%, OFSLO$, 2%, 2%, 2%, 2%) 


360 PRINT : PRINT : PRINT ‘output three blank lines. 
370 END : ' 

380 ' 

60000 OHHH KAKI K KKK RK KE KEK KEE KEK EKER KKAEKEEKEEKEKS 

60010 ‘* initialize the routine for the interrupt call mt 

GO020 8 Ramm a a nee ~? 

60030 '* Input : none xs 


60040 ** Output: IA is the Start address of the Interrupt routine we 
60050 CHAKA AK KKK KKK KKK IKI KEKE KKK KKK EKEKKKKEKEK 
60060 ° . 

60070 IA=60000! ‘Start address of the routine in the BASIC segment. 
60080 DEF SEG ‘set BASIC segment 
60090 RESTORE 60130 

60100 FOR I% = 0 TO 160 : READ X%.:. POKE IA+tI%,X% : NEXT ‘poke Routine 

60110 RETURN . Pe ‘back to caller 


~ 60120 * 


60130 DATA 85,139,236, 30, 6,139,118, 30,139, 4,232,140, 0,139,118 
60140 DATA 12,139, 60,139,118, 8,139, 4, 61,255,255,117, 2,140,216 
60150 DATA 142,192,139,118, 28,138, 36,139,118, 26,138, 4,139,118, 24 
60160 DATA 138, 60,139,118, 22,138, 28,139,118, 20,138, 44,139,118, 18 
60170 DATA 138, 12,139,118, 16,138, 52,139,118, 14,138, 20,139,118, 10 
60180 DATA 139, 52, 85,205, 33, 93, 86,156,139,118, 12,137, 60,139,118 
60190 DATA 28,136, 36,139,118, 26,136, 4,139,118, 24,136, 60,139,118 
60200 DATA 22,136, 28,139,118, 20,136, 44,139,118, 18,136, 12,139,118 
60210 DATA 16,136, 52,139,118, 14,136, 20,139,118, 8,140,192,137, 4 
60220 DATA 88,139,118, 6,137, 4, 88,139,118, 10,137, 4, 7, 31, 93 
60230 DATA 202, 26, 0, 91, 46,136, 71, 66,233,108, 255 


How it works 


The program is composed of separate parts. Lines 210-290 call the subroutine to 
initialize the machine language function for the interrupt call. Then the individual 
variables for the interrupt call are loaded. T$ accepts the string to be output. 
CHR$(13) and CHR$(10) print a blank line before the output of the actual text. 
This text ends with the ““$” character because the DOS function which outputs the 
string expects this character as an end marker (it will not display this character). 
INR% and FKT% contain the interrupt number and the function number to be 
called. Besides these two variables, the variables OFSLO% and OFSHI% contain 
the offset address of T$. | 


The CALL command (line 350) calls the interrupt. The first variable passed is 
INR% with the number of the interrupt to be called. Then follows FKT%, which 
transfers to the AH register before the interrupt call and informs interrupt 21H of 
the function number to be called. Several Z% variables follow. These act as 
dummy variables for all registers which have no special significance to the 
function which is called. The content of Z% is unimportant. The content of the 
register into which it is copied is irrelevant for the called function. After the Z% 
variables, which determine the contents of the AL, BH, BL, CH and CL registers, 
follow the variables OFSHI% and OFSLO%, which set the offset address of the 
string in the DX register. The remaining register contents are unimportant for the 
function call and are filled with Z%. 
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To permit the DOS function which is called to output the text, its offset and 
segment address must be known. This address is expected in the DS register and 
will be set automatically by GW-BASIC. | 


To conclude this section, here is the listing of the assembler program that we just 
used to call an interrupt. 


PARKER KKK KKK HK KKK KKK KKK KK KKK KKK KKK KKK KEK KKEKKKEK KKK AK KKK KKKEKKEKKKKKEKK 


7;* BASINT.ASM: This routine offers the capability of * 
7* calling any interrupt from BASICA or . 
7* GWBASIC * 
3* t 
ok in came wins sis cam ran cnn wesc os cs res cnc cals ci ss Sao a wes mls as ents lin Seu ius ucts eb es in wel a cach eas snk ws dn Se we am i os i ak 
;* Call: - 
7* CALL ADR(INTNR%, AH%,AL%, BHt, BL, CH%, CL$, DH%, DL%, DI%, SI%, ES%, FLAGS%) * 
2a Ses as a cl ie Gt hs en el on ns nan en i las nom a min San ln ain es cc sm cs mis iva em en soe sas stb tu lm ‘uu mesa Sn ‘a Si i ses whch ses nS ch cans" ius‘ Sm neni kk 
7* On passing control to the machine language program BASIC * 
;* deposits the variables on the following positions of the stack * 
7* INTNR& = SP+30 AH%. = SP+28 ALS = SP+26 BH% = SP+24 * 
7* BLE = SP+22 CH% = SP+20 CLE = SP+18  DH$% = SP+16 - 
7* DL% = SP+14 DI$% = SP+12 SI% = SP+10 ES$% = SP+8 * 
7* FLAGS& = SP+6 > | : 
FI es eres ss tot aks mer ahs eae ie dn esses aa es hos ems ‘che Gn ‘be cco us nes ces pus sau ems ss ues Saw nk Gb sa tn es el emis Sei Sah casas css es eh en es Gas sas ab “eid esc ‘mb et nb Gem sens nas cl sem kk 

* 


7* for ES the value -1 is passed, then ES is set to DS 


DORI IR IR IK III KK IK RRR KKK IR KKK I RIK KK TKK RIKI KR IK IRR RIK RI IRR RK IKK 
code segment 


assume cs:code, ds: code, es:code, ss:code 


poo Ene Routine. for Interrupt call. SSseneseesses eee Soe eee == 


basint proc far ;GW expected during CALL far procedure 
push bp _3GW base pointer saved 
mov bp,sp 7Send SP to BP 
push ds 7GW dta segment stored 
push es 7;GW extra segment saved 
mov. si, {bp+30] 7;Get address of variable INTNR 
mov ax, {[si] 7Move content of this variable to AX 
call set_intnr 7Store interrupt number 
ad 1 label near ;Address for SET_INTNR 
mov si, [bp+12} 7;Get address of DI% variables 
mov di, {si} *Move content of variables to DI 
mov si, [bp+8] 7;Get address of variable ES% 
mov ax,{[si] sMove content of variable to AX 
cmp ax,-1l ;was -1 passed? 
jne setes s;No --> set ES 
mov ax,ds 7;Set AX to DS and thereby ES = DS 
setes: mov eS,ax ;transfer AX to ES 
mov si, [bp+28] 7;Get address of variable AH% 
mov ah, [si] sMove content of variable to AH 
mov si, [bp+26] 7Get address of variable AL% 
mov al, ({[si] _ 7Move content of variable to AL 
mov. si, [bp+24] 7Get address of variable BH% 
mov bh, [si] 7Move content of variable to BH 
mov si, [bpt22] | ;Get address of variable BL% 
mov bl, [si] ;Move content of variable to BL 
mov si, [bp+20] 7;Get address of variable CH% 
mov ch, [si] 7;Move content of variable to CH 
mov si, [bp+18] 7;Get address of variable CL% 


mov cl, [si] ;Move content of variable to CL 
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ad 2 


basint 


;Get address 
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of variable DH% 


sMove content of variable to DH 


Get address 


of variable DL%& 


Move content of variable to DL 


7Get address 


of variable SI$% 


Move content of variable to SI 
;Store base pointer 


;Address for 


SET INTNR 


7Call interrupt 


;Replace base pointer 


7;Store SI 


;Store flag register 


;Get address 
yMove content. of variable to DI 


7Get address 
;Store AH in 
7Get address 
;Store AL in 
7Get address 
;Store BH in 
7Get address 
;Store BL in 
7;Get. address 
;Store CH in 
;Get address 
;Store CL in 
7;Get. address 
7;Store DH in 
7Get address 
;Store DL in 


;Get address 


;transfer ES 


of variable DI% 


of variable AH% 
this variable 
of variable AL% 
this variable 
of variable BH% 
this variable 
of variable BL% 
this variable 
of variable CH%: 
this variable 
of variable CL% 
this variable’ 
of variable DH% 
this variable 
of variable DL$%. 
this variable 
of variable ES% 
to AX ; 


;Store ES (AX) in this variable 


7;Move flag register from stack to AX 


;Get address 


7 Store. FLAGs 


of variable FLAGS% 
in this variable _ 


7Move DI register from stack to AX 


7Get address 


of variable SI% 


;Store SI (AX) in this variable 


7Get GW extra segment back 


7;Get GW data 


segment back 


;Return GW base pointer 


;Addresses of variables on the stack 
jare no longer needed 


set_intnr 


set_intnr 


cs: [bxtad_2-ad_1+ 


ij yal 


7stores the interrupt number 


mov si, ({bp+16] 
mov dh, [si] 
mov” si, [bp+14] 
mov dl, [si] 
mov si, {bp+10] 
mov. si, [si] 
push bp 

label near 

int 21h 

pop. bp 

push si 

pushf 

mov si, [bp+12]} 
mov {[si],di 
mov si, [bp+28] 
-mov [si],ah 
mov. si, [bp+26] 
mov f[sij],al 
mov si, [bp+24] 
mov [si],bh 
mov si, [bp+22] 
mov [si],bl 
mov. si, [bp+20} 
mov [si],ch 
mov si, {bp+18] 
mov [si],cl 
mov si, [bpt16] 
mov [si],dh 
mov si, [bp+14]} 
mov {[si],dl 
mov si, [bp+8] 
Mov ax,es 

mov [si],ax 
pop ax 

mov si, ([bp+é] 
mov [si],ax 
pop ax 

mov si, [bp+10] 
mov. [si],ax 
pop es 

pop ds 

pop bp 

ret 26 

endp 

proc near 

pop bx 

mov 

jmp adil 

endp. 

ends 

end 


33 


4. Using Interrupts from High Level Languages PC System Programming 


34 


Some brief notes on this program follow for those not familiar with the calling 
and linking of assembly language programs in GW-BASIC: The program first 
pushes the base pointer on the stack since it will be reset by the next instruction. 
During re-entry into GW-BASIC, the base pointer must have the value it had 
during the call of the routine. Then the base pointer is set to the value of the stack 
pointer for access to data on the stack. This is necessary for GW-BASIC to pass 
the BASIC variables named in the CALL command to the stack. In the next step, 


the DS and the ES registers are stored on the stack, because their content may 


change during execution of the routine and must be preserved for return to GW- 
BASIC. 


Now the routine can read in the variables and set the various processor registers. It 
is important to note that the stack does not contain variable contents, but their 
addresses relative to the DS register. Because of this, the address of the variable 
must be loaded first and then the relative value of this address. 


Which addresses contain the addresses of the individual variables stored on the stack 
can be determined from the header of the assembly language routine. First you 
must determine the number of the interrupt to be called. This value must be treated 
in a different manner than the other variables on the stack because it isn’t passed in 
one of the processor registers, but is a part of the INT instruction which calls the 
interrupt. It is indicated as a byte following the code of the INT instruction (CDH). 


To set the interrupt number, the number to be passed must be stored following the 
CDH code of the INT instruction. This creates a small problem since this routine 
can be POKEd by the BASIC program into any memory location. Because of this, 
the address of the INT instruction depends on the current starting address of the 
routine instead of remaining constant. The routine doesn’t know where the INT 
instruction is located. 


A small trick can be used to help here. The routine does not know where it is 
stored, but the processor knows the location of the INT instruction (it has to 
know, otherwise it couldn’t execute the routine). The subroutine SET_INTR is 
called after the interrupt number is loaded into the AX register. The processor, as 
in any CALL instruction, stores the address where the program execution is to 
continue on the stack, before calling any subroutine. This is the instruction which 
precedes the label AD_1. 


Subroutine SET_INTR gets the address of AD_1 from the stack. While the address 
of the INT instruction is still not known, the distance between AD_1 and the INT 
instruction remain constant, the address of the INT instruction can be calculated 
and the interrupt number can be stored following the instruction. The task ends and 
the routine returns to the main program (to the label AD_1). 


The rest of the routine consists of repeating instructions which determine the 
contents of the different variables and pass them to the corresponding processor 
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registers. The value for the ES register is given a special test: if it is equal to -1, 
the value of the DS register is copied to the ES register. © 


After all registers are loaded, the interrupt is called and the contents of the 
processor registers are transferred back to the corresponding BASIC variables. The 
last step is to restore the contents of all registers which had been saved on the 
stack. Finally control returns to GW-BASIC. 
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4.2 Interrupt Calls from Tu rbo Pascal 
Calling interrupts from Turbo Pascal is very easy. Throughout this book we'll be 
using Turbo Pascal Version 4.0. 

INTR 
Turbo Pascal uses the INTR procedure. Since this parameter ¢ can accept any value 
between 0 and 255, all available interrupts can be called. 

MSDOS 


36 


A special form of this INTR procedure is the MSDOS procedure. It is called in a 
manner similar to INTR: 


MsDos( Regs:Registers ); 


The InterruptNumber parameter needed by Turbo Pascal Version 3.0 isn’t required 
in this procedure since it always calls interrupt 21H, through which almost all 
operating system functions can be called. 


In both procedures, the parameter register is a record type which holds the contents 
of the registers to be passed. These are copied into the registers before the interrupt 
call. 


The DOS unit contains the parameters for the type called Registers: 


type Registers = record 
case integer of 
O : (AX, BX, CX, DX, BP, SI, DI, DS, ES, Flags : word); 
1 : (AL, AH, BL, BH, CL, CH, DL, DH : byte); 
end; 


Once the DOS unit has been included in a Turbo Pascal source code, the var 
Statement can be used to define the register variables under the name Regs: 


var Regs : Registers; 


Now Turbo Pascal can easily communicate with the following processor registers: 


Regs .ax, 
Regs .bx, 
Regs.cx, 
Regs.ah, etc. 


You then ‘pass the values to the registers through standard assignments. For 
example: | 


Register.ax := 254; 


The same method is used with all other registers. 
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Unfortunately, the contents of the half registers AH, AL, BL, etc. can’t be defined 
this way. In this case, a trick can be used by defining the half registers as normal 
integer or byte variables and then merging them together into a whole register. 


In the case of the AX register, this could be done as follows: 


var al, 
ah : a Gert 


Register: ax := ah shl 8 + al; 


In this statement, the AX register is assigned value composed of the sum of the 
AH register multiplied by 256 (shifting a variable left by 8 sae is equivalent to 
multiplying it by 256) and the AL register. 


If you must do this repeatedly in a program, it would be useful to define a small 
function for this: 


function WholeRegister (Lo, Hi : integer) : integer; 


begin 
WholeRegister := Lo + Hi shl 8; 
end; 


Instead of the above, the following could be written: 


Register.ax := WholeRegister(al, ah); 


Before calling the interrupt, you must first specify the interrupt value in the 
register. The contents of all other registers are unimportant here. If the called 
interrupt returns values to the calling program through registers, they can be 
examined by looking at the individual components of the variable register. 


Sometimes individual flags pass information from the interrupt to the calling 
_ program. In most cases, the Carry flag serves this purpose. If an error occurs 
during the execution of an interrupt, the flag is set. | , 


To test for a set flag, the following Pascal statements are used. They return TRUE 
or FALSE as a result depending on whether the corresponding flag was set or not. 


carry flag: ienteeee: flags and 1) 
zero flag: (register.flags and 64) 
sign flag: © (register.flags and 128) 


Often the address of a variable (usually a text buffer) must be passed to an 

_ interrupt. In this case the Turbo functions Ofs and Seg are used to obtain the offset 
or segment addresses of a variable. The name of the variable whose address should 
be determined is passed to both functions as the argument: 


ofs (variablename) 
seg (variablename) 


Turbo Pascal uses a different format than DOS and BIOS for string storage, 
especially for text buffers (mostly variables of type string). 
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These formats are illustrated below. 


TURBO PASCAL 


) 2 [epe[ecn! <—-No end of string marker 
a. | 
DOS & BIOS 


nS" 


String length 


BIOS (and often in DOS) 
Dos 


tena of string marker 


No string length parameter 


String storage - Turbo Pascal and BIOS-DOS 


To convert a Turbo Pascal string into DOS or BIOS format, an end character 
(ASCII code 0) or the dollar sign “$” (ASCII code 36) is appended. Which of these 
two characters you should use for indicating the end of the string is described 
during the discussions of individual interrupts. Regardless of which format you 
use, the characters appear as in either of the following commands: 

string := stringt+#0; 

string := stringt#36; 


The address returned by the Ofs function plus 1 must be passed to the interrupt, 
otherwise the byte which indicates the length of the ne is accepted by the 
interrupt as its first character. 


Here is the sample program. Just like the example in Section 4.1, it displays text 
on the screen using function 9 of interrupt 21H: 


III IIIT OIOICI I IOICIOIO IO IUCR OIC TOTO IOI IR ARK } 


t* . INTDOS * I 
{ *----~-—-----~—----- + et ce i a a a a a ee ss ce a es ee es es ee *} 
{* Task : aS an example this interrupt call outputs *} 
i* . a string through a function of DOS on * | 
{* the display . es 
{* a ce ei nce se <u my cats a en wo sm ca ‘nv th cis “cep nun Sci es“ Ss can cs sem mn ign cm sao‘ ‘pus cub css msc Sas ct Sin, See cn em i’ omc ane an us ces *} 
{* Author . : MICHAEL TISCHER : *) 
{* developed : 07/30/87 = 
{* last update : 05/04/89 | 


{MAAR RRR RRR RK RK RRR IRR KK IK AKI R KIKI KIKI KIKI K IIH KK KHAKI KIA AKER ERK KK | 


program INTDOSP; 
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Uses Dos; 
var Regs : Registers; { Register variables for interrupt call} 
Text : string[{128]; { accepts the output text } 


[RRR I I III IR IRR RR KTR IRR RRR RR RI RRR RIK IRR KK IKK RIK HKIK THAI | 
{* MAIN PROGRAM . x} 


{RRR KKK KEK KEK K KKK ER EK KEKE RK KEKE RE KEKE KEK KEKE KER KEK KKK K ER KKK KKK KEK EK EK } 


begin 
Text := #13410'this text was output with Function 9 of DOS-'+ 
‘Interrupt 21H ...'#13#10+'S'; 
Regs.ah := $09; { Function number 9 in the AH-Register } 
Regs.dx := Ofs(Text)+1; { Offset address of the text } 
Regs.ds := Seg(Text); { Segment address of the text } 
MsDos (Regs); { Call DOS-Interrupt 21(h) } 


end. 


The variable TEXT contains the text to be displayed. The sequence “#13#10” 
places the ASCII code 13, followed by ASCII code 10, at the beginning and the 

_ end of the text, creating a blank line before and after the text. The last character is 
the ““$” character which indicates the last character of text to DOS. 


The number of the function being called (9) is copied to the AH register. Since 
Turbo Pascal doesn’t allow access to the AH register alone, the entire AX register 
must be addressed. The value 0 is loaded into the AL register, but any other value 
could be entered into this register since its content has no significance to the called 
function. As a last step, before calling interrupt 21H using the MSDOS procedure, 
the segment address of the string is placed i in the DS register and the offset address 
in the DX et 
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Interrupt Calls from C 


The C language is the language of choice for most developers. Since it was 


- originally designed for operating system development, C has provisions to include 


machine language routines, which is a benefit within the scope of this book. 


The standard libraries of both the Microsoft C and Borland Turbo C compilers have 
a number of functions for calling interrupts. 


The following functions are of interest to us in this book: 


int86 
int86x 
intdos 
intdosx 
segread 


All functions and applicable data structures are declared in the DOS.H library file. 


A program which wants to access one of these functions must therefore link the 
file to the current program using the #include preprocessor command. 


The three structures WORDREGS, BYTEREGS and SEGREGS pass register 


values. WORDREGS contains the whole registers AX, BX, CX, DX, SI, DI and 


the Carry flag. On the other hand, BYTEREGS contains the half registers AH, 
AL, BH, BL, CH, CL, DH and DL, while SEGREGS represents the segment 
registers DS, CS, SS and ES. 


The BYTEREGS and the WORDREGS structures are joined in the union REGS 
which lets the programmer work selectively with either half or whole registers. 


Using a variable of the type REGS (called register here for simplicity’s sake) gives 
us the following: 


union REGS register; 


This allows access to individual registers: 


AX: register.x.ax 
BX: register.x.bx etc. 
AH: register.h.ah 
AL: register.h.al 
BH: register.h.bh etc. 


The carry flag is represented by the variable register.x.cflag. If this variable is equal 


-. to 0, the carry flag remains unset. Any other value sets the carry flag. 
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In the case of the segment register a representative variable can be defined as 
follows: 


struct SREGS SegRegister; 
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The individual components of the variables SegRegister. ds, SegRegister es, etc. 
correspond to the equivalent processor Ss led 


The functions starting with the characters int all serve to. call interrupts. The 


-SEGREAD function reads the current contents of the segment register. 


The functions that call interrupts use different register variables for input to the 
interrupt routine, and output from the interrupt routine. There is an advantage to 
this method over returning information to the same register variable in that the 
input information is not overwritten. pas 


Since the individual functions pass only the address of the variable representing the 
register and not the variable itself, it is possible to combine the input and output 
registers into a single variable. In this case, the address of one variable is provided 
for the variable representing the input and the output eens me) method is used 
in the sample program at the end of this section). | 


Before calling the interrupt, the contents of the input variable are copied to the 


int86 


int86x 


corresponding processor registers. Following the ae call their contents 
become the output variables. oe | 


All interrupt functions return the content of the AX register asa result code after 
the interrupt call. 


Here are the details of the functions and their calls: 


The int86 function is called as follows: 


int86(IntNumber, InRegister, OutRegister) ; 


IntNumber is a variable or constant indicating the number of the interrupt to be 
called. InRegister and OutRegister contain the address of two (or one) variables of 
the REGS type. As the variable name suggests, InRegister contains the register 
contents before the interrupt call, and OutRegister contains s the Re contents 
after the sees call. 


_ The int86x function differs from the int86 function in that it requires an additional 


argument of the SREGS type. Its contents are copied into the segment register 
before calling the interrupt, but are not acne Meese following the call to the 
interrupt routine. | : | ete 


The call of the function is as follows: 


int86x(IntNumber, InRegister, OutRegister, SegRegister); — 
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intcos 


intdosx 
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The intdos and the intdosx functions differ from the two functions described above, 
in that the number of the interrupt to the call is not passed. As the names suggest, 
they call DOS interrupt 21H through which most DOS functions can be accessed. 


Only the addresses of the input and the output variables representing the processor 
registers are passed to the intdos function: 


intdos (InRegister, OutRegister); 


The intdosx function, like the int86x function, has an additional parameter for the 
segment register. The function call is as follows: 


intdosx (InRegister, OutRegister, SegRegister) ; 


So far you’ve seen how to call an interrupt from C and how to set the registers. 
You also have to determine the address of a variable. 


In C, you can easily determine the address of a variable. To do this, use the address 
operator &, which returns the offset address of any desired variable. Use the 
SEGREAD function mentioned above to determine the segment address of a 
variable. The address of a variable of the SREG type is passed to the function 
(using the address operator &) into which the content of the segment register can 
be copied. 


If, for example, the address of the variable SegRegister is passed to the function 
and the variable was previously defined by the command: 


union SREG SegRegister; 


Then the variable SegRegister.ds contains the segment address of the variable 
SegRegister, after calling the SEGREAD function. 


While C supports interrupt calls with numerous functions, the library of the 
Microsoft C compiler library does not have a function to return the contents of a 
memory location. Since such a function could be very valuable in some programs, 
the assembler program below contains the PEEKB and POKEB functions for 
inclusion in programs created with the Microsoft C compiler. PEEK returns the 
contents of a memory location (one byte), while the POKE function writes a one- 
byte value into a memory location. 


Note: If you use the Borland Turbo C compiler, you won’t need to use this 
program since the Turbo C library already contains the PEEK, 
PEEKB, POKE and POKEB functions. Because of this, linking the 
assembler program into the C example programs of this book is 


Abacus 


43 Interrupt Calls from C 


unnecessary. Additional information is presented in the header of each 
program. 7 | 


If you are using the Microsoft C compiler, enter the following program with a text 
editor and save it under the name PEPO.ASM. It can then be assembled with: 


masm pepo; 

Here’s the program: 

FRARARKRKREREKEREKR EK REKE EKER EERE EKK ERE KEKE EKEREKKEKKEEKEEKEKREEKKEKREKKRKKK KKK 
;* P EPO "7 
es ies ham is se Ge sc li Sle: is i ii i": sje We sl ih vc al ae et ies ic th Se ci ig la oie i i esi tc a lt a i ag a ts ss nc sete ws 
iad Task : Makes the PEEKB and POKEB function available for *; 
ae inclusion in a C program «> 
7x sig: es Sa Se i: inh sp ene Se i it i ams ie ln Sc snl ie ese il ee ce i is i op at Sa ih le ence’ i ei ss enc een i signe oes ed si a 
3 Author : MICHAEL TISCHER ie 
3* developed : 08/13/87 xs 
os last Update : 04/08/89 +5 
(I cose aki a ein cen ess cel Gi lbs sh tos dnd chasse es tins’ set ecco cub ceases! ob eh mcs nee si “na Noni ei eb ees Sens ei’ a eis A om mo ess em nis asm ci i a ees ts ke 
" g 
a assemble : MASM PEPO; +5 
PRR KEIR REE KER KEKE KIRKE KK KEKE KKK KEKE EEKRK EK KREKREKKEEKEKREKEKKEKEKEKKEKEREEKE 0 ; 


IGROUP group text ;Grouping of program segments 


DGROUP group const, bss, data ;Grouping of data segments 
assume CS:IGROUP, DS:DGROUP, ES:DGROUP, SS:DGROUP 
public PeekB ;Functions become accessible to 
public PokeB 7other programs 
CONST segment word public 'CONST' ;this segment accepts all constants 
CONST ends ;which are readable 
_BSS = segment word public ‘BSS' ;this segment accepts all non- 
_BSS ends ;initialized static variables 


_DATA segment word public ‘DATA'‘ yall initialized global and 
_DATA ends ;static variables are stored in this 
7; segment 


_TEXT segment byte public ‘CODE' ;the Program segment 


;-~ PEEKB: read a byte from memory -----------------3----------— 
y-- call of C: int = PeekB(int Segment, int Offset) 


_PeekB proc near 


push bp ;store BP on the stack 

mov bp, sp ;transmit SP to BP 
push ds ;store data segment register 
mov ax, [bp]+4 ;get first argument (Segment) 
mov ds,ax ;set as data segment 

mov bx, [bp]+6 zget second argument (Offset) 
mov al, [bx] ;read memory location 

xor ah,ah ;HI-byte of INT to 0 

jmp short fctend ;terminate function 


_PeekB = endp 


;-~ POKEB: write a byte into memory -------------------------- 
7-- Call C: PokeB(int Segment, int Offset, short int Wert) 


_PokeB . proc near 


push bp 7store BP on the stack 
mov bp,sp ;transmit SP to BP 
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push ds — zstore data segment register 

mov ax, [bp]+4 7;Get first argument (Segment) 

mov ds,ax | 7Set as data segment 

- mov bx, [bp]+6 ;Get second argument (Offset) 

mov al, [bp]+8 7Get third argument (Value) 

mov {[bx],al gwrite into memory location 
fctend: pop ds ;Return data segment register 

mov sp,bp - gRestore stack pointer 
pop bp ;Get BP from stack 
ret ;Return to calling C program 


_text ends sEnd of the program segment 
end ;End of the assembler source 


| The example program below uses the two functions described above. This next 
program examines the model identification number or code of the PC and displays 
PC type on the screen using a DOS function: 


[LK RRRKKKEK KIRKE KK II KEK II KKK IKK KEKE KKK EEK KIRKE KKK KEE KEKE EKEKEEEE / 


’ fia “INTDOS */ 
|B wenn x/ 
f* Task : an example of an interrupt call, outputs +7 
{[? a string through a DOS function on S/, 
ds the display screen */ 
/* i a Sa se Sh ess se hos is Ss de cee ee em Sn ns cc Gi Ses te Gl ese es een esos cs ew es de i em CS a/ 
he Aut hor : MICHAEL TISCHER es 
/* developed : 08/30/87 x7 
/* ~° last update : 04/08/89 sb 
/* i Sc ls om is ei or Sn ssn Ss am cn we’ Ss cs esc ‘se sis WG i’ mn Se cas le St ese wc Saas vin ns nei et ey min ski ou sia ss ecco ea is ct ene ite ic «/ 
/* (MICROSOFT C) | | */ 
Yh Creation : MSC INTDOSC ay 4 
{* LINK INTDOSC PEPO; ey 
7* Call : INTDOSC lf 
/* Sp i i ‘sn Sea eh eS ee i ai to hte ch we Wn i ei: he ei oe i ‘ia it ihe wi ci Si ies ot in cis St ce i i si ih si ei ke wii dc x/ 
/* (BORLAND TURBO C v2.0) x] 
Ys Creation : through the RUN command in the menu...or... *7 
| a tec -K intdosc xf 
/* Call : intdosc ys 


[LR RKKRRKHKKRKKEKERKI KK KIKI RIKKI IIA KI IK IKK III KIRKE KIKI KIKI IIIA KKK | 


#include <dos.h> _ /* include header file af 
/* Microsoft C user must uncomment the following line | * 7. 
/* extern short int peekb(); | _/* PEEKB must be linked to */ 
/* Microsoft C object code */ 
JUROR EIR IE III RIOT JIU IOI IIS O IU TOI II IIIA 
ae bey . MAIN PROGRAM . 7 aa] 


[BRAK IKK RIKI KIKI KIRK IIHR IK IIR IK III KIKI IK KIA KIARA AKAIKE K KKK / 
void main () 


{ 
static char AT[] “\r\nthis computer is an AT\r\n$"; 
static char XT{] = “"\r\nthis computer is an XT\r\n$"; 
static char PC[] = "\r\nthis computer is an PC\r\n$"; 


union REGS Register;  . /* Register variable for interrupt call */ 


Register.h.ah = 9; - -/* Function number for output of string */ 
switch (peekb(OxF000, OxFFFE) ) /* detect model of PC */ 
{ ; 
case OxFE : Register.x.dx = (int) XT; /* Address of XT text */ 
break; . 
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case OxFC : Register.x.dx = ane) AT; /* Address of AT text */ 
_ break; 
case OxFF : 
default : Register.x.dx = (int) PC; /* Address of PC text */ 
} - és 
intdos (&Register, &Register); /* Call DOS interrupt 21H */ 


The main function defines three CHAR pointers which point to the text for each 
PC type. Each of them starts and ends with an “\n” character. This creates a blank 
line before and after the text itself. 


In the first instruction of the main program the AH register is loaded with the 
DOS function number for string output on the screen. Then the model 
identification byte is read from memory location FOOO:FFFE using the PEEKB 
function. Depending on the value read, the offset address of the accompanying text 
is transferred to the DX ee where it is beers by the interrupt 21H function. 


In addition to this offset address, the function also requires the segment address of 
the text in the DS register. Since the compiler automatically sets this register, you 
don’t have to be concerned with the segment address. The last instruction of the 
program calls the INTDOS function which in turn calls interrupt 21H with the 
registers which were defined earlier. 


The file header states how it can be executed: If you are using the Microsoft C 

computer, then it is important that you link the file with the previously assembled 

PEPO program so that the new program contains the PEEKB and POKEB 
_ functions. These can then be called from the C program. 


The integrated environment of the Turbo C compiler requires a different procedure. 
Compiler options must be set to default values except for under "code generation." 
You must set "default char type” to "unsigned", then select Run from the menu. 
The options file appears on the disk under the filename INTBSPC.TC. 


A small comment about using Borland Turbo C compiler. Several programs in 
this book include assembly language routines within the programs. Since Turbo C 
differentiates between upper and lowercase characters in function names, you may 
have problems compiling programs as entered from this book. To avoid this, 

select the OPTION command, then the LINKER command in the command line of 
Turbo C before creating a program. The lowest line in the window displays the 
option “Case sensitive link”. Select OFF here to avoid difficulties with upper and 
lowercase letters. | 2 . 
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Chapter 5 


Using Interrupts from 
Assembly Language 


Unlike programmers using any of the higher level languages, the assembly 
language programmer doesn’t have to rely on complicated functions or procedures 
to call an interrupt. The MOV instruction loads the input parameters into the 
registers provided, and the INT instruction calls the interrupt. 


Certain interrupts, or the functions hidden behind these interrupts, are called 
frequently in many programs. An example of this is interrupt 21H function 9, 
which displays text on the screen. You call it by placing function number 9 in the 
AH register and the offset address of the text you want displayed in the DX 
register. This process looks like this in assembly language: 

mov ah, 9 ;load function number 9 


mov dx,offset Text ;load offset address of text 
int 21h 7call DOS interrupt 21h 


Even if you call the function very frequently, it doesn’t pay to write a subroutine 
for it since the address of the text to be displayed must be passed. All that remains 
is to load the value 9 into the AH register and to call the interrupt. You’ ll find the 
three program lines described above included for every function call in a program in 
this chapter. oe 7 | 7 
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5.1 Using Assembler Macro Functions _ 


Macros 
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An alternative to this method are macros which most assemblers support. 


A macro is a “shorthand” way to write a series of assembly language instructions. 
It has a name and may have one or more parameters. During assembly, if the 
macro name is encountered, the series of instructions and parameters replace the 
macro. 


Below is an example of defining and calling a macro using the Microsoft 
Assembler (MASM). See your assembler’s reference manual for information on 
macro handling (and whether your assembler supports macros). Since this macro 
displays text, we’ ve named the macro PRINT: 


print macro string 7Macro header with Name and Parameter 
mov ah,9 zload function 9 
mov dx,offset string ;load offset address of the text 
int 2ih 7;call DOS interrupt 21h 
endm - sthe endm command terminates a macro 


The first line declares the macro name (PRINT). In this case, the macro also has 
one parameter (string). The assembly language instructions follow in successive 
lines until the ENDM instruction terminates the macro. 


Now you can use the macro to display text: 


print Message 


In this example, Message is the name of a variable contair:ing the text to be 
displayed. In the macro declaration, string is a parameter. During assembly, string 
iS replaced by Message and creates the following program lines: 

mov ah,9 


mov dx,offset Message 
int 21h 
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5.2 A Sample Macro — 


The following program demonstrates the macro just described. 


PAAR KKKREKK KEK ERK KEKE KKK KKK EKER KKEKEKEKK KEKE KEKE KKKEKKEKKKEER 8 


:* MACRO as 
aa ca a aI a 9 a *; 
7* Task | : in this Program a Macro is used for output ws 
;* | of a String with Function 9 of Interrupt 21H *;— 
3* cc i em a ee ces es ca ts ais cain esis as ct ms Sn tases ss Sas SS oes eee a as Ss cee en sep es aia ass Sav ube sk als aS ab endian ace an av es ees eae aeons bad 
on Author — : MICHAEL TISCHER *; 
ox developed : 08/30/87 *3 
% last Update : 04/08/89 xs 
0 Fe as sacs es sees ea cons an Sees aes wes “ase a cage acs nce teed een ccs cs ees se ae mes se ee es ee ce es a ws ea as a ea es ee a eee es ee ke 
v v 
7* assembly : MASM MACRO; * 
;* | : LINK MACRO; *: 
e* ‘cin nism in ii “enn ri te i eu eis nn i eis ss ct Gs oi i ce Se oot tea i ces emu ck a es ee in es emma os i sn ns capes ek AS as eon ‘a ts tn ao sn ips Saas is ea: ws 
oe iad Call:. : MACRO ee 
7* *; 


KH KAKI KICK KICK III III IIR III IIH III IKI TI IIIT KIKI IKK ITAA AIK KK I 


Print macro String sthis is the macro 
mov ah, 9 z;load function number 
mov dax,offset String jload offset address of text 
int 21h zcall DOS interrupt 
endm 7;End of macro 
CR equ 13 ;ASCII-Code of carriage return 
LF equ 10  sASCII-Code of linefeed 
TEND * equ."$* zEnd of a character string 


Data segment 
Text .. db CR, LF,"This is how MACROS are used", CR, LF, TEND 


Data ends. 


stack segment STACK 
dw 64 dup (?) 


stack ends 


Program segment 
assume CS:Program, DS: Data, SS:stack 
Start proc far ;program starts here 


mov ax,Data ;set data segment register 
mov, ds,ax . 


Print Text ;Macro inserted here 
mov. ax,4C00h ;Program terminated with call of a 
int 21h 7;DOS function with return of error-code 0 
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Start endp 7End of procedure 


Program ends 
end Start zbegin with START 


After you enter the source program, it can be assembled, linked and executed as 
indicated in the header. 


Most of the lines in this listing have nothing to do with the actual program but 
are definitions and declarations for the assembler. 


The macro and constants are defined in the first part of the program, which helps to 
make the listing more understandable to the reader. The definition of the data 
segment follows, where the string to be displayed is stored as a character string. It 
is preceded and followed by a carriage return and a linefeed to display a blank line 
before and after the actual text. The text ends with the character “$” (the DOS 
function used for text display always looks for this as the last character in a 
string). 


Following the data segment is the stack segment, which controls the stack during 
program execution. Since the program is not very large, the stack can be fairly 
small. The last segment is the code segment which contains the program 
instructions. It consists of only five commands: The first two instructions 
initialize the program. They load the segment address of the data segment into the 
DS register to provide access to the text in this segment. Then the macro PRINT 
is called, and the text is passed to it. 


The following instructions terminate the program by calling a DOS function. 


Note: You may find it useful to group together certain macros into a file or 
library. When one of these macros will be used in a program, the 
library may be linked or included with the assembly language code. 


Chapter 6 


The Disk Operating System 


The following chapter discusses the PC’s operating system, which the PC loads 
from floppy diskette or hard disk. It is commonly referred to as PC-DOS, MS- 
DOS or just DOS. 


What is DOS? 


Most users only know the user interface of DOS, with which you run programs, 
format disks, etc. In the following sections, however, you'll view DOS from an 
angle you may not have known existed. | 


Beneath the surface of DOS many processes takes place. DOS uses a large number 
of different routines (called functions) to accomplish its tasks. These functions are 
available to the user as well as to DOS. The main focus is on how these functions 
can be used in practical applications. 


This chapter includes a historical sketch of the development of DOS, highlighting 
its origins in the CP/M operating system. You’ll learn the differences between 
transient and resident commands, COM and EXE files, and DOS file access. 


The data structures which act as the connecting link between the different DOS 
functions will also be examined in this chapter. These data structures make mass 
storage devices such as floppy disks and a hard disk possible. 


Finally, this chapter discusses each DOS function in detail, and includes a brief 
look at DOS Version 4.0. 
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6.1 A Short History of DOS 


- DOS appeared in 1980, at a time when 8-bit systems and CP/M 80 operating 


systems made up the majority of microcomputers. A few years before, Intel had 
designed the 8086 microprocessor, the first generation of 16-bit microprocessors. 


In April 1980 the CP/M-86 operating system announced by Digital Research for 
use on the 8086 processor was unavailable. A programmer named Tim Paterson 
began developing a new operating system. This ee iS the ancestor of the 


- current MS-DOS. 


At this time a lot of software was available for CP/M-80 systems. The 
development of new software for an 8086 operating system would have required 
enormous expenses and effort. Paterson’s goal was to allow easy conversion of 
existing software from CP/M-80 to the new operating system. He tried to include 
the functions and the most important data structures of the CP/M-80 operating 
system, while removing the weak points of CP/M-80. The finished product was an 


_ Operating system that required only 6K of memory. Programs developed for CP/M- 


80 could also be converted with little effort to the 8086. The new system was 
named 86-DOS. 


Meanwhile IBM was developing a 16-bit microcomputer. Microsoft offered to 
develop an operating system for it. Microsoft obtained a prototype of the new 
computer from IBM, bought the rights to Paterson’s operating system, and made 
some enhancements to the software. Even though Paterson was participating in the 
project, the strict security provisions of IBM prevented him from seeing the 
machine for which he had developed an operating system. Despite this, the 
development work was concluded in August of 1981. The new operating system 
was released for the IBM PC under the name MS-DOS. | 


- Many changes have been made to DOS since 1981. Because these changes are of 


great significance to the DOS programmer, this chapter contains a segment for 
each major version of DOS. Each segment lists changes from preceding versions 
with explanations. Many components of DOS are explained here, which will give 


you some idea of the complexity of an operating system. 


Version 1.0 
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This version represented a compromise for Microsoft. They had relied heavily on 
_ CP/M-80 and needed to transfer existing programs quickly and easily. This can be 


seen in the fact that the file names (eight-character filename, three-character 
extension) was identical with CP/M-80. Also, the designation of the disk drives 


and the internal structure had many similarities to the successful 8-bit operating 
_ en 
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During this time many improvements and enhancements of the hardware occurred, 
such as more RAM and faster disk drives. Microsoft decided to make DOS more 
hardware independent by. reaioving the association between pase file penge and 
logical file length. : 


In CP/M-80 every disk was divided into 128-byte units which could only be 


~ accessed as a whole. This is why you couldn’t access individual bytes on the disk 


(this created a programming problem that shouldn’t have existed in the first place). 
DOS solved this problem by. making the logical and physical data length 
independent of one another. In addition, functions were implemented to permit 
reading or writing of more than one data set of a file on a disk. Treating the input 
and output devices like files achieved hardware independence. These Lip and 
output devices were assigned their own names: : 


| CON (Keyboard ‘and pisciay) 
PRN (Printer) 
_ AUX (serial Interface) 


If you used one of these three names instead of a filename to access a file with a 
DOS routine, then the computer addressed the corresponding device and not the 
disk drive. This also permitted redirecting input and output from the keyboard or 
screen to a file or other device. - | 


Before this time, DOS only supported program files which loaded and executed 


from a fixed location in memory. This proved to be impractical, and so Version 
1.0 introduced a new program file type. This new file type had a file extension of 
-EXE instead of .COM. An EXE file could be stored and executed from almost 


_ any memory Jocation. 


Two changes were made to the “praia prUsets oR the art‘Of: the’ operating 
system which accepts commands from the user and controls the execution of these 
commands. The first change was to store the command processor in a separate file 
named COMMAND.COM. This allowed programmers to develop a customized 
command ue and link it to the system. | 


The second change was to divide the command processor into a residlent and a a 
transient portion. This approach was taken because early PC systems contained 
only a small amount of memory. The resident portion was written to be as small 


_ as possible. Many DOS commands were stored on disk and loaded and run only 
when required, hence the name transient. Examples of transient commands are 


DISKCOPY and FORMAT. 


A major innovation that took MS-DOS Version 1.0 beyond CP/M-80 was the 
introduction of the FAT (file allocation table) on disk. Every entry in this table 
corresponds to a data area of 512 bytes (called a sector) on the disk. The FAT 
indicates whether the sector is allocated to a file or is still available. 
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~. The FAT has special significance in connection with the directory entry which 
~. exists for every file type. Besides the filename and other information, it also 


indicates the number of an entry in the FAT which corresponds with the first 
sector of a file on the disk. This FAT entry points to another FAT entry which 
indicates the next sector which was allocated to the file. The other FAT entries on 


oa a disk perform the same task. 


In conclusion two additional developments should be mentioned which make work 
with the PC easier for the user: 


- The introduction of batch processing offers the user the option of placing several 
~ DOS commands into one file. When you “run” this file (which has a file extension 


of .BAT), DOS executes the individual commands from this file as if you had 
entered the commands from the keyboard, thus saving the user time in entering 
frequently used groups of commands repeatedly. . | 7 


The current date and time follows every filename. DOS includes this data to help 


the user determine the last time a file was modified. 


When IBM introduced a new PC in 1982 which used both sides of a disk for data 
storage, Microsoft released DOS Version 1.1. 


Version 2. 0 


IBM aninonniced a new personal computer in March of 1983, called the PC XT, 
which in addition to the floppy disk drive also had a hard disk (also called a fixed 
disk). The enormous capacity of this hard disk (10 megabytes) allowed the user to 
store several hundred files on one unit, but created some problems for the operating 
system. The largest problem was that DOS could only handle one directory for 
each storage unit. It would be nearly impossible for the hard disk user to maintain 


hundreds of files in a single directory. Microsoft had two options to solve this 
_ problem: They could either borrow an idea from the CP/M-80 operating system, or 


from the UNIX operating system. 


CP/M views a hard disk as several individual disk drives which share the total 


= storage on the hard disk, each with only one directory. 
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UNIX uses a ideraréhivas file system, in which every storage unit has a root 
directory which can contain subdirectories as well as files. Every one of these 


| : ~ subdirectories can have subdirectories within them. This creates a directory tree 
whose trunk is the root directory and whose branches are represented by the | 


individual subdirectories. 


. Mictosoft chose the hierarchical file system, which has since become a popular 
~ component of DOS. This was another step away from CP/M-80 toward an 


efficient 16-bit operating system. With the introduction of an hierarchical file 
system some major changes had to be made in the area of file control by DOS. 
Before this time, file access was conducted through a file control block or FCB. 
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This file control block had been introduced for compatibility with CP/M-80. The 
FCB contained important information about the name, size and location of a file 
on disk. This CP/M would not allow access to a file in another directory. 


The DOS developers standardized file access through DOS functions. The access to 
a file occurs exclusively through the file handles. A handle is a numerical value 
passed to the program as soon as it opens a file through a DOS function. The 
FCBs were not eliminated, but the programmer no longer came in contact with 
them since DOS took over the control block manipulation. 


An important innovation was the introduction of installable device drivers. They 
offer the programmer the capability of easily including different devices in DOS, 
such as an exotic hard disk, a mouse or a tape drive. Version 2.0 introduced the 
display device driver ANSI.SYS which gave the programmer oe in cursor 
positioning and color selection through DOS functions. 


Version 2.0 added the option of formatting the individual tracks of a disk with nine 
sectors instead of eight. This increased the storage capacity of a single-sided disk 
from 160K to 180K, and the capacity of a double-sided disk from 320K to 360K. 


Version 3.0 


Version 3.0, like Version 2.0, was developed for a new PC, the IBM PC AT. It 
was released in August of 1984 and supported the 20 megabyte hard disk of the 
ATs as well as the high capacity 1.2 megabyte floppy disk drive. Many changes 
occurred in DOS’s internal routines. They contributed to faster execution of certain 
operations, but are sia tia to bee programmer. | 


Version 4.0 


DOS 4 0 appeared on the market i in August 1988. Before this, Microsoft released a 


new multiprocessing operating system called OS/2. Before OS/2, muttinocessing 
was unknown to MS-DOS. . 


_ The user can easily see the changes to DOS 4.0 over earlier versions of DOS. In 


place of the line-oriented command line interpreter used by DOS versions 3.3 and 
earlier, DOS 4.0 has a Shell allowing user-defined menus, easy selection of 


applications, files and directories from both mouse and keyboard. 


Most important are the unseen changes made to DOS, particularly in adapting the 
Operating system to the new hardware standards on the market. As the operating 
system has grown in power, it has also grown in complexity and memory use. For 
example, earlier versions of DOS were limited to "only" 640K of RAM and a 32 


_ megabyte hard disk. However, DOS 4.0 handles the Expanded Memory System 


: (EMS) following the LIM standard, normal RAM capacity of up to 8 megabytes, 


_and hard disks up to 2 gigabytes (2048 megabytes) capacity. 
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6.2 Internal Structure of DOS 
Several major components comprise DOS, each with a certain task within the 
system. The three most important components are the DOS-BIOS, the DOS kernel 
and the command processor. Each appear in a separate file. 
DOS- BIOS 
DOS -BIOS is stored in a system file which : appears under various names 
(IBMBIO.COM, IBMIO.SYS or IO.SYS). This file has the file attributes Hidden 
and Sys, which means this system file doesn't appear when the DIR command is 
entered. The DOS-BIOS contains the device drivers for the following units: 
CON (Keyboard and Display) 
PRN (Printer) | 
AUX (Serial Interface) 
CLOCK (Clock) 
Disk drives and/or hard aieks which have the unit 
designations A, B and C 
If DOS wants to communicate with one of these, it accesses a device driver 
contained in this module, which in turn uses the routines of ROM-BIOS. The 
DOS-BIOS (1.e., the connection between individual device drivers and other 
hardware dependent routines) are the most hardware dependent components of the 
operating system, and vary from one computer to another. 
Do not confuse the device drivers in this module with the installable device drivers. 
The DOS-BIOS device drivers cannot be changed by the user. 
DOS kernel 


The DOS kernel in the IBMDOS.COM or MSDOS.SYS file is normally invisible 
to the user. It contains file access routine handles, character input and output, and 
more. The routines operate independent of the hardware and use the device drivers 
of DOS-BIOS for keyboard, screen and disk access. The module can be used by 


different PCs without being limited to one machine. User programs can access 


these functions in the same manner as the ROM-BIOS functions: every function 
can be called with a software interrupt. The processor registers pass the function 
number and the parameters. | 


Command processor _. 
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| Unlike the two modules described above, the command processor is contained in 
_ the file named COMMAND.COM. It displays the “A>” or “C>” prompt on the 
screen, accepts user input. and controls input execution. Many users wrongly think 


that the command processor is actually the operating system. In reality it is only a 


_ Special program which executes under DOS control. 
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6.2 Internal Structure of DOS 


The command processor, also called a shell in programmer's terminology, actually 
consists of three modules: A resident portion, a transient portion and the 
initialization routine. 


The resident portion (the part that always stays in the computer’s memory) 
contains various routines called critical error handlers. These allow the computer to 
react to different events, such as pressing the <Ctrl><C> or <Ctrl><Break> keys 
or errors during communication with external devices (e. g., disk drives and 


printers). The latter cause the message: 


Abort, Retry, Ignore _ 
or 
Abort, Retry, Fail 


_ The transient portion contains code for displaying the (A>) prompt, reading user 


Batch 


input from the keyboard and executing the input. The name of this module is 
derived from the fact that the RAM memory where it is located is unprotected, and 
can be overwritten under certain circumstances. When a program ends, control 
returns to the resident portion of the command processor. It executes a checksum 
program to determine whether the transient portion was overwritten by the applica- 
tion program. If so, the resident portion reloads the transient portion. 


The initialization portion loads during the booting process and initializes DOS. 


This part of the command processor will be examined in detail in the next chapter. 
When its job ends, it is no longer needed and the RAM memory it occupies can be 


_ overwritten by another program. The commands accepted by the transient portion 


of the command processor can be divided into three groups: internal commands, 
external commands and batch files. 


Internal commands lie in the resident portion of the command processor. COPY, 


-RENAME and DIR are internal commands. 


External commands must be loaded into memory from diskette or hard disk as 
needed. FORMAT and CHKDSK are external commands. — 


After execution the command processor releases the memory used by these 
programs. This memory can then be used for other purposes. 


files 


A batch file is a text file containing a series of DOS commands. When a batch file. 
is started, a special interpreter in the transient portion of the command processor 


executes the batch file commands. Execution of batch file commands i is the same 


as if the user entered them from the keyboard. An important batch file is the 
AUTOEXEC. BAT file which executes immediately after yoy: is first loaded. 


Like all commands of a batch file, these comands are checked for internal 
commands, external commands or calls to other batch files. If the first is true, the 
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command executes immediately, since the code is already in memory (in the 
transient part of the command processor). If it is an external command or another 
batch file, the system searches the current directory for the command. If such a file 
doesn’t exist in this directory, all directories specified in the PATH command are 
searched in sequence. During the search, only files with the .COM, .EXE or .BAT 
extensions are examined. 


Since the command processor cannot search for all three extensions at the same 
time, it first searches for files with .COM extensions, then for EXE files and 
finally for .BAT files. If the search is unsuccessful, the screen displays an error 
message and the system waits for new input. 
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Booting DOS 


When a PC is turned on, the program contained in ROM begins executing. This 
ROM program is sometimes called the ROM-BIOS, POST (power-on self test), 
resident diagnostics or bootstrap ROM. It performs several tests on the hardware 
and memory and then starts to load the DOS. 


First the PC checks for a disk in the floppy disk drive. If a disk exists in the 
floppy disk drive, the PC checks the disk for the boot sector. If a disk is not in the 
drive, the PC searches for a hard disk from which to boot DOS. If no hard disk 
exists, the PC displays an error message asking the user to insert a system disk. 


The first sector on a bootable floppy disk or hard disk is called the boot sector. The 
program in the boot sector is read into memory and executes. First it checks for 
the presence of two files: IBMBIO.COM (sometimes called IO.SYS) and 
IBMDOS.COM (sometimes called MSDOS.SYS). A bootable floppy disk or hard 
disk must contain these two files or an error message is displayed. Next these 
program files are loaded into memory. 


The program file IBMBIO.COM consists of two modules. The first contains the 
basic device drivers—keyboard, display and disk. The second contains the 
initialization sequence for DOS. When the IBMBIO.COM program executes it 
continues to initialize the system by moving the DOS kernal (loaded in the 
IBMDOS.COM program file) to the last available memory location. 


The DOS kernal builds several important tables and data areas, and performs 
initialization procedures for individual device drivers which were loaded with the 
IBMBIO.COM program file. 


Next, DOS searches the boot disk for a file named CONFIG.SYS. If found, the 
commands contained in the file are executed. These commands add device drivers to 
DOS, allocate disk buffers and file control blocks for DOS and initialize the 
standard input and output devices. 


Lastly the command processor COMMAND.COM (or other shell specified in the 
CONFIG.SYS file) is loaded and control is passed to it. The booting process ends 
and the initialization routines remain as “garbage” data in memory until 
overwritten by another program. 


59 


6. The Disk Operating S 'ystem PC System Programming 


6.4 


COM and EXE Programs 


DOS recognizes three oes of Program” files: those with file extensions of BAT, 
COM and EXE. 


. This section describes the structure and functions of these last two program types. 


One difference between COM and EXE program files is in the size limitation for 
each type of program. A COM program cannot exceed 64K in size. An EXE 


‘program can n be as large as the memory capacity available to DOS. 


In a COM program, the program code, data and stack are stored in one 64K 
partition. All of the segment registers are set at the start of the program and remain 
fixed for the duration of the program execution. They point to the start of the 64K 
memory segment. The contents of the ES register may be changed however, since 


_ it has no direct effect on program execution. 


EXEC 


In an EXE program, the code, data and stack may be stored in different segments, 
and depending on program size, may be distributed over several segments. 


While a COM program file is stored on disk as an image copy of RAM memory, 
an EXE program file is stored in a special format that will be described shortly. 


Both program types can be loaded and started using the DOS EXEC function. Any 


user can access this, but the command processor uses it for executing external 


commands. Before the EXEC function loads the program into memory, it reserves 


_ the RAM memory to hold the program. At the beginning of this memory the 


60 


EXEC function stores a PSP (program segment prefix) data structure. The program 
is then loaded immediately following the PSP. The segment registers and the stack 
are initialized and the program is given control. Later, when the program ends, the 
mney is released based on the contents of the PSP. 


~Abacus. — 


- 6.4COM and EXE Programs 


Interrupt 20H call 
Segment address of memory . word) 
allocated for a program . 


| 
Ex 


+ O5H Interrupt 21H call (5 bytes) 


(2 words) — 


| Copy of interrupt 
| vector 22H | | 
Copy of interrupt (2 words) 
vector 23H 3 ae oe seal Sy 
Copy of interrupt = = (2 words) 
vector 24H 


[} 16H || reserved. (ae bytes) 


Segment address of — (1 word) 
environment _block__. i le BF aa 


Number of. characters. | 
in command ine... 


- byte) 


Siieine - the PSP 


The PSP itself is always 256 bytes long and contains information important for 


DOS and the program to be executed. 


Memory location 00H of the PSP contains a DOS function call to terminate a 
program. This function releases program memory and returns control to the 


-command processor or the calling program. Memory location 05H of the PSP 


contains a DOS function call to iateos ad 21H. cella, bs these are used by DOS, 
but are leftovers from the a oer | 


Memory location 02H of the PSP contains the segment address to the end of the 
program. Memory location OAH contains the previous contents of the program 
termination interrupt vector. Memory location OEH contains the previous contents 
of the <Ctrl><C> or <Ctrl><Break> interrupt vector. Memory location 12H 
contains the previous contents of the critical error interrupt vector. For each of 
these memory locations, the program changes one of the corresponding vectors 
during execution; DOS can use the original vector in the event that it detects an 
error. 


Location 2CH contains the segment address of the environment block. The 
environment block contains information such as the current search path and the 
directory in which the COMMAND.COM command processor is located on disk. 
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Memory locations 5CH through 6CH contain a file control block. This FCB is 
not often used by DOS since it does not support nea files (paths) and is 
also left over from CP/M. 


The string of parameters that are entered on the command line following the 
program name is called the command tail. The command tail is copied to the 
parameter buffer in the PSP beginning at memory location 81H and its length is 
stored at memory location 80H. Any redirection parameters are eliminated from the 
command tail as it is copied to the parameter buffer. The program can examine the 
parameters in the parameter buffer to direct its execution. 


The parameter buffer is also used by DOS as a disk transfer area (DTA) for 
transmitting data between the disk drive and memory. Most DOS programs do not 
use the DTA contained in the PSP because it is another leftover from CP/M. 


PSP (256 BYTES) 


Code 


SS:0000 


DS: 0000 ES: 0000 
ES:0000 DS:0000 


cS:0000 PSP (256 BYTES) . i 


CS:IP 

Code, data 
and stack in 
one 64K segment 


(Address defined 
by the END 
command in an 
assembler 
program) 


CS:IP 


Stack adjusts 
to the direction 
of data and code]. DS:0000 


SS:SP 


SS:FFFF 
CS:FFFF 
DS? FRFF SS:0000 
ES: FFEF 


A comparison of COM and EXE programs in. memory 


6.4.1 COM Programs 


COM program files are stored on disk as an image copy of memory. Because of 
this, no further processing is required during loading. Therefore COM programs 
load faster and start execution faster than EXE programs. 


A COM program loads immediately following the PSP. Execution then begins at 
the first memory location following the PSP at offset 100H. For this reason, a 
COM program must begin with an executable instruction, even it if is only a 
jump instruction to the actual start of the program. 


62 


Abacus ey - 64COM and EXE Programs 


COM program memory limits 


As described in the previous section, a COM program is limited to 64K (65,536 
bytes) in length. The PSP (256 bytes) and at least 1 word (2 bytes) for the stack 
must be reserved from this total. Even though the length of the COM program can 
never exceed 64K, DOS reserves the entire available RAM for a program. 
Therefore DOS can allocate no further memory, and the COM program cannot call 

- another program using the EXEC function. This limitation can be overcome by 
releasing the unused memory for other uses with a DOS function. 


When control is turned over to the COM program, all segment registers point to 
the beginning of the PSP. Because of this, the beginning of the COM program 

_ (telative to the beginning of the PSP) is always at address 100H. The stack pointer 

- points to the end of the 64K memory segment containing the COM program 
(usually FFFEH). During every subroutine call within the COM program, the 
stack is adjusted by 2 bytes in the direction towards the end of the program. The 
programmer is responsible for preventing the stack from growing and overwriting 
the program, which would cause it to crash. 


There are several ways to end a COM program and return control to DOS or the 
calling program: — : 


If the program runs under DOS Version 1.0, it can be terminated by calling 
interrupt 21H function 0, or by calling interrupt 20H. It can also be terminated by 
using the RET (RETurn) assembler instruction. When this instruction executes, 
the program continues at the address which is at the top of the stack. Since the 
EXEC function stored the value 0 at this location before turning control over to 
the COM program, program execution continues at location CS:0 (the start of the 
PSP). Recall that this location contains the call for interrupt de which 
terminates the program. 3 


Programs that run on versions later than DOS Version 1.0, are terminated using 
interrupt 21H function 4CH. The terminating program can pass a numeric return 
code to the calling program. For example, a value of 0 may indicate that the 
program executed successfully, while a non-zero value indicates an error during 
execution. 


Next we’ll talk about a few of the details that the assembly language programmer 
will have to take care of in developing a COM program. Note that the high level — 
language programmer is usually insulated from these details by the compiler or 
interpreter, SO you may want to skip ahead. , 


A COM program is limited to a 64K size. The code and data for the program must 
_ be contained within a single segment and addressed through NEAR procedures. 
Therefore an assembly language program that is to oe a COM program may 
not contain any FAR procedures. 
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Before calling a COM program, DOS reserves all available memory for the 
program even though it normally uses only one 64K segment and indicates this by 
setting memory location 2 in the PSP. Usually the program terminates and the 
memory is made available to DOS again. 


In some circumstances you may want to write a program which is to remain 
resident after execution. But DOS thinks that there isn’t any memory available. 
This prevents other programs from loading and executing. 


In other circumstances you may want to execute another program from this COM 
program using the EXEC function. Again, since DOS thinks that memory is 
unavailable, it won’t allow the new program to run. 


Both of these problems can be circumvented by freeing up the unused memory. 


There are two approaches in doing this: release only the memory outside of the 
64K COM segment or release memory outside of the 64K COM segment plus any 
unused memory within the 64K COM segment. This creates more memory for 
other programs, but relocates the stack outside the protected COM segment 
memory, leaving it open to be overwritten by other programs. Because of this, the 
stack must be relocated to the end of the code segment before releasing the 
memory. The stack must have a certain limit in size (in most cases 512 bytes will 
be more than enough). | 


The following sample program can serve as an example for developing a COM 


program. A small (init) routine relocates the stack to the end of the code segment 
after the start of the program and releases all remaining memory. Even when this 
program loads another program, it remains resident. This routine can be useful to 
applications, and can be part of any COM program. 


;testcom.asm 
code segment para ‘CODE' ;Definition of CODE-segments 


org 100h ;starts at Address.100H . 
;directly behind the PSP 


assume cs:code, ds:code, es:code, ss:code 


sall segments. point to the CODE 
7; segment 


Start: jmp init ;Call of the Initialization Rout ine 


;-~- Data, Buffers and -------~-- 
r7-~ Variables can be stored here 


prog proc near ;this Procedure is the actual 
;Main program and is executed after 
;the Initialization 
mov ax, 4C00h ;Terminate Program through calling a 
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int 21h . 7DOS function on error code 0 | 
prog _endp : - 5... 3End of the’ PROG procedure 
:-- Initialization Sb 


init: mov ah,4Ah ;Change Function number for memory size 


mov bx,offset endp ;Calculate number of paragraphs (16 byte 
mov cl,4 eaehy: available to the PrOgEam 

shr bx,cl. ‘ 

ine: “bx | | 
int? <21pe ols 7Call function through DOS-Interrupt © 
mov sp,offset endp 7Set new stack-Pointer 

jmp prog 


. init end: label near 


dw (256-((init end-init) shr 1)) dup (2) 


gthe stack has 256 Words, but includes 
;the code of the INIT-Routine which 
jafter its execut ion is no longer needed 


— endp equ this byte © :End of memory used by this 
a 7; program 
Ps —= End SSeS SSS SS SS SS SS LS LS LT SL SlI__LIE_LS_LS ll LS__S__ SSS SS SS SS SS SS ST ES SE SS TS SS SSS 
code | ends End of the CODE-segment 
end start ;End of the Assembler-Program. For 


yexecution use START command 


_ First you must assemble the source program using the assembler. In the following 
example, we are using the Microsoft assembler. Following assembly, you then 
link the object code using the LINK program. When: te execute the LINK 
program, the following message appears: 


Warning: no stack segment 


You can disregard this message. If the program contains no errors, the LINK 
program creates an EXE file. Since you want a COM program and not an EXE 
program developed, you must run the EXE2BIN program as the last step. This 
converts EXE programs into COM programs. Here are the steps for preparing an 
assembly language program using the Microsoft assembler. The program to 
assemble is named TESTCOM.ASM. 


masm pacceon 
link testcom; 
exe2bin testcom.exe ‘testcom. com 


If all steps were carried out conectly, the program TESTCOM.COM can be 
executed from DOS by simply typing TESTCOM. 
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6.4.2 EXE Programs 


EXE programs have an advantage over COM programs because they are not 
limited to a maximum length of 64K for code, data and stack. The disadvantage of 
this is the greater complexity of these files. This means that in addition to the 
program itself, other information must be stored in an EXE file. 


EXE vs. COM 
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EXE programs contain separate segments for code, data and stack which can be 
_ organized in any sequence. Unlike a COM program, an EXE program loads into 


memory from disk and undergoes processing by the EXEC function and then 
finally begins execution. This is necessary because of the limitations already 
described for COM programs. 


EXE programs aren’t limited to loading at a fixed memory location, but to any 
desired location in memory that’s a multiple of 16. Since an EXE program can 
have several segments, this requires the use of FAR machine language 
instructions. For example, a main program can be in one segment and call a 
subroutine in another segment. The segment address must be provided for this 
FAR instruction in addition to the offset for the routine to be called. The problem 
is that the segment address may be different for every execution of the program. 


COM files avoid this problem since the program size is limited to 64K, which 
makes the use of FAR commands unnecessary. EXE programs solve this problem 
in a more complex way: the LINK program places a data structure at the beginning 
of every EXE file which contains the addresses of all segments, among other 
things. It contains the addresses of all memory locations in which the segment 
address of a certain segment is stored during program execution. 


If the EXEC function loads the EXE program, it knows the addresses where the 
various segments should be loaded. It can therefore enter these values into the 
memory locations at the beginning of the EXE file. Because of this, more time 
elapses between the initial program call and when the program actually begins 
execution than for a COM program. The EXE program also occupies more 
memory than a COM program. The following illustration shows the structure of 
the header for an EXE file. 
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EXE file header structure 

Address {Contents 

+00H EXE program identifier (5A4Dh) 

+02H file length MOD 512 | 

+04H file length DIV 512 

+06H Number of segment addresses for passing 
+08H Head size in paragraphs 

+0AH Minimum no. of extra paragraphs needed 
+0EH Maximum no. of extra paragraphs needed 
+10H SP register contents on program start 
+12H Checksum based on EXE file header 

+14H IP register contents on program start 
+16H Start of code segment in EXE file 

+18H Relocation table address in EXE file 
+1AH Overlay number : 

+1CH Buffer memory 

+??H Address of passing segment addresses 
(relocation table) | 

Program code, data and stack segment _ 
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EXE file header construction 


After the segment references within the EXE program have been resolved to the 


current addresses, the EXEC function sets the DS and the ES segment register to 


the beginning of the PSP which also precedes all EXE programs in memory. 


Because of this, the EXE program can access the information contained in the 


_ PSP, such as the address of the environment block and the parameters contained in 


the command line (command tail). The stack address and the contents of the stack 
pointer are stored in the EXE file header and accessed from there. This also applies 
to the code segment address containing the first instructions of the program, and 
the program counter. After the values have been assigned, the program execution 
Starts. 2 


To ensure compatibility with future DOS versions, an EXE program should 
terminate by calling interrupt 21H function 4CH. 


Of course, memory must be available for the EXE program. The EXE loader 
determines the total program size based on the size of the individual segments of 
the EXE program. Then it can allocate this amount of memory and some 
additional memory immediately following the EXE program. The first two fields 
of the EXE program file header contain the minimum and maximum size of 
memory required in paragraphs (1-6 bytes). 


First, the EXE loader tries to reserve the maximum number of paragraphs. If this 
is not possible the loader tries to reserve the remaining memory which may be no 
smaller than the minimum number of paragraphs. These fields are determined by 
the compiler or assembler, not the linker. The minimum is 0 and the maximum 
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allowed is FFFFH. This last number is unrealistic in most cases (it adds up to 1 
megabyte) but reserves the entire memory for the EXE program. 


This brings us back to the same problem as in COM programs. EXE files make 
poor resident programs, but an EXE program may need to call another program 
during execution. This is possible only by first releasing the additional reserved 
memory. The following program below contains a routine which reduces the 
reserved memory to a minimum. 


The program uses separate code, data and stack segments. It can serve as a model 
for other EXE programs that you can write. 


; testexe.asm 
p= stack =sHsssss=ssesssssssssss SSS SSS SSS SSS SSeS Ses esses sss sss ssss= 
stack segment para stack Definition of the stack-segment 

dw 256 dup (?) ;the stack has 256 Words 
stack . ends zEnd of the stack-segment 
p== Data =ssessessessesssssaees Ses sees SSeS SSS Se SSS SSS sa Sess SSS SSS 
data segment para 'DATA' sDefinition of the Data-segment 


;all data, buffers and variables can be stored here 


data ends 7End of the Data segment 
code segment para 'CODE' ;Definition of the CODE-segment 


assume cs:code, ds:data, ss:stack 


7CS defines the Code, DS 
sthe Data and SS the stack 
; segment 


prog proc far zsthis procedure is the actual 
7;Main program and is executed after 
sthe program start 


mov ax,data ;Load segment address of the Data segment into 
mov ds,ax ;the DS-Register 
_ call setfree ;release memory not needed 


;store application program here ------------<---------- 


mov ax,4C00h ;terminate with call of DOS function 


int 21h yon return of error code 0 
;terminate 
prog endp zEnd of PROG Procedure 


SETFREE : release memory storage not occupied  --<---~----------- 
Inputt : ES = Address of PSP 


-- Output : none 
~- Register : AX, BX, CL and FLAGS are changed 
-- Info : Since the stack~segment is always the last segment in an 


EXE file, ES:0000 points to the beginning and SS:SP 
to the end of the program in storage. Because of this the 
length of the program can be calculated. 


ea Be “Ne Be Re Be Bo VWs 
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set free proc near 


mov bx,ss ;subtract the two segment addresses _ 


mov ax,es_ sfrom each other. The result is the 
sub bx,ax | snumber of paragraphs from PSP to 

Pe keeles”, : “sthe beginning of the stack 
mov ax,sp zsince the.stackpointer is a the end 
mov cl,4 ~ gsof the stack segment, its content 
shr.. ax,cl:' -ggives the length of the stacks 
add bx,ax _ : add to the present length 
inc bx j ‘sone more paragraph aS a precaution 
mov ah, 4ah ypass new size to DOS > 
int 21h 


ret | sback to calling program 
setfree endp 


ee 2 ee ee ee ee ee en ee a a ee a Se = 


code ends 7End of the CODE-segment 
end prog ;End of the Assembler program. 
7Start execution with the PROG procedure 


To develop an EXE program, it must be assembled like a normal program with an 
assembler. Then it is linked with the LINK program. If the program contains no 
errors, the LINK program creates an EXE file. 


Here are the individual steps for preparing an EXE program from the assembly 
language source named TESTEXE.ASM. | 


masm testexe; 
link testexe; 


If all these steps were executed correctly, the program TESTEXE.EXE can be 
started from the DOS level by typing TESTEXE. 
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Character Input and Output from DOS . 


When first learning a programming language, many beginners learn the basic input 


and output instructions of the language. In much the same way, programmers get 


6.5.1 
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their experience writing DOS accessible programming by using the functions for 
character input and output. For this reason, this book starts with these input and 
output functions instead of more complex functions. These input and output 
functions can address the keyboard, screen, printer and serial interface. 


The functions can be divided into two types: those carried over from the CP/M 
operating system and those borrowed from the UNIX operating system. While the 
two types of functions can be intermixed, we recommend that you use one type of 
function throughout a program for the sake of consistency. 


The UNIX type functions use a handle as an identifier to a device. Because of 
recent DOS trends to move closer to UNIX, you may want to give the handle 
functions precedence. | | 


Handle Functions 


The handle functions perform file access as well as character input to or output 
from a device. DOS recognizes the difference by examining the name assigned by 
the handle. If the handle is a device name, it addresses the device; otherwise it 
assumes that file access should occur. The device names are as follows: 


CON Keyboard and display 

AUX Serial Interface 

PRN Printer | 

NUL Imaginary device (nothing happens on access) 


Output and input go to and from the AUX, PRN and NUL devices. For the device 
CON, output is sent to the screen and input is read from the keyboard. 


When DOS passes control to a program, five handles are available for access to 
individual devices. These handles have values from 0 to 4 and represent the 
following devices: — . 7 


Standard input (CON) Bae 


Standard output (CON) __ | | 
Standard output for error messages (CON) 
Standard serial interface (AUX) | 


_Standard printer (PRN) ceo oe | 


Here is a short example to help demonstrate the use of this table: 
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Display error message 


If a program wants to accept input from the user, the handle function 0 indicates 
this during the call since the standard input device is addressed. Handle 0 normally 
represents the keyboard, permitting user input from the user to the program. Since 
the user can redirect standard input, you can redirect input to originate from a file 
instead of the keyboard. This redirection remains hidden from the program. 


Before discussing these devices, here are some functions used to access any device. 


Function 40H of interrupt 21H sends data to a device. The function number (40H) 

is passed in the AH register and the handle is passed in the BX register. For 
example, to display an error message, the value 2 indicates the handle for 
displaying the error message (this device cannot be redirected, so handle 2 always 
addresses the console). The number of characters to be in the error message is 

_ passed in the CX register. The characters making up the message are stored 
sequentially in memory whose segment address is stored in the DS register and 
offset address in the DX register. 


Following the call to the function, the carry flag signals any error. If there was no 
error, the carry flag is reset and the AX register contains the number of characters 
that were displayed. If the AX register contains the value 0, then there was no 
more space available on the storage medium for the message. If the carry flag is 
set, the error message was not sent and an error code is indicated in the AX 
register. An error code of 5 indicates that the device was not available. An error 
code of 6 indicates that the handle was not opened. 


Function 3FH of interrupt 21H reads character data from a device and has many 
similarities to the previous function. Both functions have identical register usage. - 
The function number is passed in the AX register and the handle in the BX 
register. The number of characters read is passed in the CX register and the 
memory address of the characters transferred are passed in the DS:DX register pair. 


Following the call to the function, the carry flag also signals any error. Again, any 
error code is passed in the AX register. Error codes 5 and 6 have the same meaning 
as when using function 40H. If the carry flag is reset, then the function executed 
successfully. The AX register then contains the number of characters read into the 
buffer. A value of 0 in the AX register means that the data to be read should have 
come from a file, but that this file contains no more data. Oe 


As we already mentioned, it’s possible to redirect the input or output when 
accessing DOS. For example, a program that normally expects input from the 
keyboard can be made to accept the input from a file. So, to avoid having input or 
output redirected, you can open a new handle to a specific device which insures that 
the transfer of data to or from the desired device takes place instead of to or from a 
redirected device. | 


Use function 3DH of interrupt 21H to open such a device. 
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_ The function number 3DH is passed in the AH register. The AL register contains 0 


to enable reading from the device, 1 to enable writing to the device and 2 for both 
reading and writing to the device. The name of the device is placed in memory 
whose address is passed in the DS:DX register pair. So that the DOS can properly 
identify the device name, the names must be specified in uppercase characters. The 


~ last character of the string must be an end character (ASCII value 0). 


Following the function calls the status is indicated by the carry flag. A reset flag 


~ means that the device was opened successfully and the handle number is passed 
back in the AX register. A set flag indicates an error and the AX register contains 


any error code. 


The handle is closed using function 3EH of interrupt 21H. The function number is 
passed in the AH register and the handle number is passed in the BX register. The 


carry flag again indicates the status of the function call. A set pated flag indicates 


an ciror. 


You can also close the predefined handles 0 through 4 using this function. But if 
you close handle 0 (the standard input device) you'll no longer be able to accept 
input from the keyboard. 


Let’s examine the special characteristics of each device. 


Keyboard 
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The keyboard can perform only read operations. The results of the read operations 
depend on the mode in which the device was addressed. Here DOS differentiates 
between raw and cooked. In the cooked mode DOS checks every character sent to a 
device or received from a device to see if it is a special control character. If DOS 
finds a special control character, it performs a certain action in response to the 
character. In raw mode the individual characters are passed through unchecked and 
unmanipulated. DOS normally operates the device in cooked mode for character 
input and output. However, you can switch to raw mode within a program (see 
below). 


_ The difference between cooked and raw mode can be best explained by an example 


of reading the keyboard. Assume that 30 characters are read from the keyboard in 


cooked mode. As you enter the characters DOS allows you to edit the input using 


several of the control keys. For example <Ctrl><C> and <Ctrl><Break> abort the 
input. <Ctrl><S> temporarily halts the program until another key is pressed. 
<Ctrl><P> directs subsequent data from the screen to the printer (until <Ctrl><P> 


is pressed again). <Backspace> removes the last character from the DOS buffer. If 
the <Enter> key is pressed, the first 30 characters (or all characters input up to 
now if there are less than 30) are copied from the DOS buffer into the input buffer 


of the program without the control characters. 


In raw mode all characters entered (including control characters) are passed to the 
calling program without requiring the user to press the <Enter> key. After exactly 
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30 characters, control passes to the calling program, even if you pressed the 


OM <Enter> key as the second character of the input. 


Screen 


To display characters on the screen, handle 1 is usually addressed as the standard 
output device. Since this device can be redirected, output through this handle can 
pass to devices other than the screen. On the other hand, you cannot redirect the 
standard error output device (handle 2), so error messages that. pass through this 


~ handle always appears on the screen. This handle is. ieemnenes for character 


display on the screen only. 


_. The screen is normally addressed in cooked mode—every character displayed on the 
— screen is tested for the <Ctrl><C> or the <Ctrl><Break> control characters. This 


_test slows down the screen output, so sometimes changing to raw mode decreases 


program execution time. 


Printer. 


Unlike the keyboard and screen, printer output cannot be redirected—at least not 


from the user level. An exception to this rule is redirecting output from a parallel 
printer to a serial printer. Characters ready to print can be sent to a buffer before 
they are sent to the printer. Handle 4 is used to address the standard printer. There 
are three standard printer devices LPT1, LPT2 and LPT3. Device PRN is 


_ synonymous with LPT1. When this handle is ce ae the device name is specified 


as one of the three: LPT, LPT2 or LPT... 


Serial interface 


Much of the information that applies to the printer alse applies. to the serial 


| interface. For example, serial input and output cannot be redirected to another 


‘device (e.g., from a serial printer to a parallel printer). The.programmer can use the 


predefined handle 3 for serial access, through which you can address the Standard 


serial interlace (AUX). 


Handle 3 is used to address the standard serial device. The two are names COM1 


and COM2. A PC can have multiple serial interfaces. Only the first two (COM1 


and COM2) are supported by DOS. Since the system doesn’t know exactly which 


interface to access during AUX device access, you should open a new handle for 


access to the specific device. 


Errors during read operations in DOS mode are returned to the serial interface in 


cooked mode. The number returned to the AX register will not match the number 
__ of characters actually read. We recommend that you operate the serial interface in 


the raw mode, even if this mode ignores control characters such as <Ctrl><C> and 
EOF (end-of-file). 
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6.5.2 Traditional DOS Functions 


The DOS functions for input and output aren’t based on the handle oriented 
functions. If you use these functions you won’t need to specify a handle, since 
each function pertains to a specific device. 


Below are the various input and output devices and the way in which these 
functions work with them. 


Keyboard 
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There are seven DOS functions for addressing the keyboard but they differ in many 
ways. For example, they respond differently to the <Ctrl> <Break> key. Some 
functions echo the characters on the screen; others don’t. 


You can use DOS functions 01H, 06H, 07H and 08H to read a single keyboard 
character. The function number is passed in the AH register. Following the call, 
the character is returned in the AL register. 


For DOS function 01H, DOS waits for a keypress if the keyboard buffer is empty. 
When this happens, the character is echoed on the screen. If the keyboard buffer is 
not empty, a new character is fetched and returned to the calling program. DOS 
function 06H can be used for both character input and output. To input a character 
a value of FFH is loaded into the DL register. This function doesn’t wait for a 
character to be input but returns immediately to the calling program. If the zero 
flag is set, a character was not read. If the zero flag is reset, a character was read and 
returned in the AL register. The character is not echoed on the screen. 


DOS functions 07H and 08H are used to read the keyboard similar to function 1. 
Both either fetch a character from the keyboard buffer or wait for a character to be 
entered at the keyboard. Neither echo the character to the screen. They differ in that 
function 08H responds to <Ctrl><C> and function 07H does not. 


By using function OBH, a program can determine whether one or more characters 
are in the keyboard buffer before calling any functions that read characters. After 
calling this function, the AL register contains 0 if the keyboard buffer is empty, 
and FFH if the keyboard buffer is not empty. 


DOS function OCH is used to clear the keyboard buffer. After it is cleared, the 
function whose number was passed to function OCH in the AL registered is 
automatically called. | 


DOS function OAH is used to read a string of characters. Again this function 
number is passed in the AH register. In addition, the memory address of a buffer 
for the character string is passed in the DS:DX register pair. This buffer is used to 
hold the character string. The first byte of the buffer indicates the maximum 
number of characters that may be contained in the buffer. 
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When this function is called, DOS reads up to the maximum number of characters 
and stores them in the buffer starting at the third byte. It reads until either the 
maximum number of characters is entered or the <Enter> key is pressed. The 
actual number of characters is stored in the second byte of the buffer. Extended key 
codes which occupy two bytes each in the buffer may be entered. The first byte of 
the pair (ASCII value 0) signifies that an extended key code follows. This means, 
for example, that for a maximum buffer size of 10 bytes, only five extended 
characters may be entered. 


The following table illustrates how the various functions respond to <Ctrl><C> 
or <Ctrl><Break>, and provides a quick overview of the individual functions for 


character input. | 
[O1H_ | Character input tes yes 
[O7H_ | Character input 
[OSH | Character input tes 
[OAH | Character string input yes ft 
}OBH | Read input-status tyes 
Reset input-buffer then input 


varies 


Screen output 


There are three DOS functions for character output. 


DOS function 02H outputs a single character to the screen or standard output 
device. The character is passed to the DL register. : 


DOS function 06H which is multi-purpose is also used to output a single 
character. The character is passed in the DL register. You can see that the character 
whose value is 255 cannot be output since this indicates that the function is to 
perform an input operation. Output using this function is faster than using 
function 02H since it doesn’t test for the <Ctrl><C> or <Ctrl><Break> keys. 


DOS function 09H is used for string output. Again, the function number is passed 
in the AH register. The address of the string is passed in the DS:DX register pair. 
The last character of the string is a dollar sign. In addition, the following control 
codes are recognized. | 


Pe "Backspace", erases the preceding character and moves the cursor 
back by one character 


“Line Feed", (LF) moves the cursor one line down | 


“Carriage Return", (CR) moves the cursor to the beginning of the 


current line 
As with function 02H, this function also checks for <Ctrl><C> or 
<Ctrl><Break>. 
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Printer 


DOS pinction 05H i iS used to antpat a aaniie character’ to the wantee If the printer 
is busy, this function waits until it is ready before returning control to the calling 
program. During this time, it will pee to the <Ctrl><C> and <Curl><Break> 


keys. 


: The ance number is passed in the AH register. The character to output is 
- passed in the DL register. The status of the printer is not returned. Most 


programmers will elect to use the BIOS function instead of the DOS function for 


printer output since you can specify the exact printer device and determine the 


printer status using the BIOS version. See Section 7.12 for more detailed 
information. 


Serial interface 


There are two DOS functions for communicating using serial interface—one for 
input and one for output. Both functions respond to <Ctrl><C> and 
<Ctrl><Break>, but they don’t return the status of the serial interface, nor do they 
recognize transmission errors. 


DOS function 03H is used to input data from the serial interface. The character is 
returned in the AL register. Since the data is not buffered, the data can overrun the 
interface if the interface receives data faster than this function can handle it. 


DOS function 04H is used to output data over the serial interface. The character to 
Output is passed in the DL register. If the serial interface is not ready to accept the 
data, this function waits until it is free. 


Again, most programmers prefer to use the BIOS equivalent functions (see Section 
7.9) to perform serial data transmission because of their more complete data 
handling capabilities. 


Demonstration programs 
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Earlier we mentioned that it was possible to switch a device from cooked mode to 
raw mode and back. The BASIC, Pascal and C programs that follow show you 
how to do this. They use the IOCTL functions which permit access to the DOS 
device drivers (see Section 6.11.7 for details on this routine). These are routines 
which serve as interfaces between the DOS input/output functions and the 
hardware. The IOCTL functions in these programs tell the CON device driver 
(responsible for the keyboard and the apie): whether it should operate in the 


—cooked mode or in ~ raw mode. 


To demionsttate fie differently characters respond in the two modes, the programs 
switch the CON driver into raw mode first. Then this driver displays a sample 
string several times. Unlike cooked mode, pressing <Ctrl><C> or <Ctrl><S> in 
raw mode has no effect on stopping program execution or text display. 
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After the program finishes displaying the sample string, the driver switches to the . 
cooked mode. The sample string is displayed again several times. When you press 
<Ctrl><C> the program stops (Turbo Pascal version). For the BASIC and C 
versions, you can press <Ctrl><C> to stop the program, or press <Ctrl><S> to 
pause or continue the display. 


Switching between the raw and the cooked mode does not take place directly 

_ through a function. First the device attribute of the driver is determined. This 

attribute contains certain information which identifies the driver and describes its 

. method of operation. One bit in this word indicates if the driver operates in raw or 
cooked mode. The programs set or reset this bit, depending on the mode you want 

running the driver. 


BASIC listing: RAWCOOK.BAS 


100 
110 
120 
130 
140 
150 
160 
170 
180 
190 
200 
210 
220 
230 
240 
250 
260 
270 
280 
290 
300 
» 310 
320 
330 
335 
340 
345 
350 
360 


365. 


.. 370 
380 
390 
- 400 
410 
~ 420 
425 
430 
440 


CHK KEKE REE EEK K KKK KKK KK KKEKEK KEKE KEKKEEKEKKKKKS 


‘* RAWCOOK as 
DO es a Sa es cs aes as ee a sc wa es cb ce a a cs ec ees ene ed as cs ewes ow ems Gs a i bd een eas eee din oe Ek ane ahem ananen Gnas wt 
‘* Task : make two subroutines available x 
ial to switch the character driver into RAW- or «e 
‘* COOKED mode ‘ol 
'* Author : MICHAEL TISCHER . *S 
'* developed : 07/23/87 “A 
‘* last Update : 04/08/89 «8 


CHAK KAKI AIK IKKE KEK KKKK KKK KEKE EEK KEE KEERKEEEKEKEKEKKEKKKEK 


CLS : KEY OFF 

PRINT"WARNING: This program can only. be started if the GWBASIC was" 
PRINT"started from DOS with the command <GWBASIC /m:60000>." 
PRINT : PRINT"If this is not the case, please input <s> for Stop." 
PRINT"Otherwise press any key..."7 


AS = INKEYS : IF A$ = "s" THEN END 

IF AS = "" THEN 260° 

GOSUB 60000 ‘Install function for interrupt call 
CLS ‘erase display 
HANDLES = 0 ‘handle is connected with console driver 
PRINT"RAWCOOK (c) 1987 by Michael Tischer" : PRINT 


PRINT"The Console driver (Keyboard and Display} is now in RAW-". 


PRINT"Mode so that during input and output no control characters "| 


PRINT"“are recognized." 

PRINT"Because of this not even <CTRL> + <S> can stop the " 
PRINT" following output." 

PRINT"Try it ..." : PRINT 

PRINT “Press any ay to start output ..." 


GOSUB 25000 ‘Clear keyboard buffer 
AS =. INKEY$ : IF AS = "" THEN 370. .- - ‘wait for a key 
GOSUB 52000 © ‘Switch console driver into RAW mode 
GOSUB 50000. ‘Output Test-St ring 
CLS 


PRINT" The Console driver (Keyboard and Display) is now in" 


PRINT"COOKED mode. Control characters will be recognized eee ~ 


PRINT" input/output." — | 
PRINT"The following output can be stopped with <CTRL> + <S>. " 
PRINT'Try it ..." 2: PRINT 
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PRINT “Press any key to start the output..." 


450 

455 GOSUB 25000 ‘Clear the keyboard buffer 
460 AS = INKEYS : IF AS = "" THEN 460 ; ‘wait for a key 
470 GOSUB 51000 ‘change console driver to the COOKED mode 
480 GOSUB 50000 ‘output Test-String 
490 CLS : 

500 END 

510 ! . a 
25000 A$ = INKEYS : IF A$ = "" THEN RETURN ‘Clear the keyboard buffer 


25010 goto 25000 


50000 CR KKK KEKKKEKEKKKEK KEKE KKKEKEKK KKK KEKE KEKKEKKE KKK KEKE KEKEKEKEKKKKKKEKS 


50010 ‘* outputs a Test-String on the Standard output device = 
50020 '*-~---~-~-----~------~------------- + -- - +--+ = +--+ === -------- x 
50030 '* Input : none bois 
50040 '* Output: none lg 
50050 UHR RAKKEKKKKEAKKEAKKEKKKEKKRKEAARKKRKAKKKKAKREKREKAKEEKKKKKKAKKKEAKKEAKKKKEKS 
50060 ! 

90070 TS = “Test.... " ‘Output Test-String 
50080 FOR I = 1 TO 250 ‘250 times 
90090 FCT% = &H40 : FCT1% = 0 ‘Write function number for handle 
50100 INR% = &H21 ‘Call DOS-Interrupt 21H 
50110 ADRLO& = 9 : ADRHI$% = 0 ‘output 9 characters at a time 


50120 OFSLO% 


PEEK (VARPTR(T$)+1) ‘LO-byte of offset address of string 


50130 OFSHI% = PEEK (VARPTR(TS) +2) ‘HI-byte of offset address string 
50140 HANDLO% = 1: HANDHI% = 0 ‘address the standard output device 
50150 CALL IA(INR%, FCT%, FCT1%, HANDHI%, HANDLO%, ADRHI%, ADRLO%, OFSHI%, 
OFSLO%, 2%, 2%, 2%, 2%) | ‘ 
50160 NEXT ‘next run 
50170 PRINT 
50180 RETURN . ‘back to caller 
50190 ! 
51000 CRAKEAR KKK KAKA KKAKAKKKEKEKKEKEKEKKKKEKK 
51010 '* change device driver to COOKED mode iy 
51020 ' *---—---~—-- — + a nn nnn aie 
51030 '* Input : HANDLE% = handle connected with the driver _ me 
51040 ‘* Output: none i 
51050 URKKKKKAKEKEKKAKKKEEKEKHAEKEKEEKRKEKIKEKEEKA KEKE KKKKKEKKAEKKKKKKKEES 
51060 ! 
51070 GOSUB 53000 ‘Get device attribute of driver 
51080 ATTRIB% = ATTRIB% AND 223 'Find COOKED-Bit 
51090 GOSUB 54000 ‘Set device attribute of driver 
51100 RETURN | ‘back to caller 
51110! ; 
52000 CHAKRA KEKKKK KEK KEK KEKE KEKE KEKKEKKKEKKEKKAKKKKEKS 
52010 ‘* change device driver to RAW mode mr 
52020 8 8 enn na a a a nn ene ms 
92030 ** Input : HANDLE% = handle connected to the driver a 
52040 '* Output: none | iy 
52050 ERK KKKEKKKKEKEKEKEKKEKEKKKKEKKEKEKKEKKEREKEKEKKEKEKEKKEKKKKKKEKKKEKEKS 
52060 * - . 
592070 GOSUB 53000 Pa ‘Get device attribute of driver 
52080 ATTRIB& = ATTRIB%S OR 32 —_ . ‘Set RAW-Bit 
52090 GOSUB 54000 "Set device attribute of driver 
52100 RETURN . . ~ "back to caller 
52110 ! Ae 
53000 PHKKKEKEKEKKEKEKEKEEKEKKE KEKE KKKKE KEE KEKKEKK KKK EEKEKKKKKEKEKEKEKKEKERS 
53010 '* Get device attribute of a driver ; me 
93020 ! 8 nnn a a a a a a nnn! 
53030 ** Input : HANDLE% = handle connected with a driver ais 
53040 '* Output: ATTRIB% = Attribute of driver ob 
93050 '* Info : Z% used as Dummy-Variable © =e 
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53060 '* only Bits 0 to 7 of the device attribute ee 
53070 '* determined as 
53080 (III ICICI GIGI ICICI ITI IIIT TOTTI TTI ITI TTI ITI TTA TOT TTT TT TT TA AAA 
53090 ' . oe . ae by ods 
53100 FCT%=&sH44 - ‘Function number for IOCTL . 
53110 FCT1%=0 ‘Read Function number for IOCTL: Read device attribute 
93120 INR%=&H21 ‘Call DOS-Interrupt 21H 
53130 HANDHI% = INT (HANDLE%/256) 'HI-byte of the handle 
53140 HANDLO& = HANDLES AND 255 . _"LO-byte of the handle | 
53150 CALL IA(INR$%, FCT%, FCT1%, HANDHI%, HANDLOS, 2%, 2%, Z%, ATTRIBS%, 2%, 2%, 2%, 2%) 
593160 RETURN ‘back to caller 
53170 ! veoh . 

54000 CHARA HRAAHA RR ERK KERR ERARAA AH RERHRE ERNE KAEAREERRERRERARAAERARRAEAEN 
54010 '* Set device attribute of a driver i 
54020 ' *-----------~-- -- + - - - -- - - - eee we 
54030 ‘* Input : HANDLE% = handle connected to a driver ee 
54040 '* ATTRIB%& = the attribute of the driver * 
54050 ‘* Output: none ms 
54060 ‘* Info : 2% used as Dummy-Variable 7 = 
54070 CHK KAKAKEKKKKEKREKEKEKKEKKKEK EEK KEK KEKE KEKREKKEKKEKKEEKEKEKKEKAKKKAKM 
54080 '! a . 

94090 FCT%=sH44 ‘Function number for IOCTL 
54100 FCT1%=1 ‘Set function number for IOCTL: device attribute 
54110 INR%=&H21 ‘Call DOS-Interrupt 21 (h) 
54120 HANDHI% = INT (HANDLE%/256) A 'HI-byte of the handle 
94130 HANDLO% = HANDLE% AND 255 ‘LO-byte of the handle 
54140 ATHI% = INT (ATTRIBY/256) 'HI-byte of the Attribute 
94150 ATLO% = ATTRIB% AND 255 'LO-byte of the Attribute 
594160 CALL IA(INR$%, FCT%, FCT1%, HANDHI%, HANDLOS, 2%, 2%, ATHI%, ATLO%, 2%, 2%, 2%, Z%) 
54170 RETURN ‘back to caller 
54180 ! 

60000 CHAK K KKK KEK KK KKK EK KEK KKK KEK KEE KKK KKK KKK KKK KEK KKEKKKKAKEKREKKEEKKEKKS 
60010 '* Initialize the Routine for Interrupt Call x 
60020 BIE a aes es en a as eee ss as aw scp een a es Gas wo ccc ces Ss se oe es a es ee ee ee ee we 
60030 '* Input : none aa 


60040 ‘* Output: IA is the Start address of the interrupt - -Routine ail 
GOOSO . EAR KKKKKKKHKKKEKKKAKKRERKKIER EEK KEKKKEEKKKEKREKEKKEKEKKEKKKKKEK 


60060 ' 
60070 IA=60000! ‘Start address of the routine in the BASIC~Segment 
60080 DEF SEG . ‘Set BASIC-Segment 


60090 RESTORE 60130 : . : 
60100 FOR I% = 0 TO 160 : READ X% : POKE IA+I%,X% : NEXT ‘Poke Routine 
60110 RETURN ‘back to caller | 
60120." - phy : 
60130 DATA 85,139,236, 30, 6,139,118, 30,139, 4,232,140, 0,139,118 
60140 DATA 12,139, 60,139,118, 8,139, 4, 61,255,255,117, 2,140,216 
60150 DATA 142,192,139,118, 28,138, 36,139,118, 26,138, 4,139,118, 24 
60160 DATA 138, 60,139,118, 22,138, 28,139,118, 20,138, 44,139,118, 18 
60170 DATA 138, 12,139,118, 16,138, 52,139,118, 14,138, 20,139,118, 10 
60180 DATA 139, 52, 85,205, 33, 93, 86,156,139,118, 12,137, 60,139,118 
60190 DATA 28,136, 36,139,118, 26,136, 4,139,118, 24,136, 60,139,118 
60200 DATA 22,136, 28,139,118, 20,136, 44,139,118, 18,136, 12,139,118 
60210 DATA 16,136, 52,139,118, 14,136, 20,139,118, 8,140,192,137, 4 
60220 DATA 88,139,118, 6,137, 4, 88,139,118, 10,137, 4, 7, 31, 93°. 
60230 DATA 202, 26, 0, 91, 46,136, 71, 66,233,108, 255 | 
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Pascal listing: RAWCOOK.PAS 


{RAR RK IRR IRR RR HARRI KERIKERI KAI AIA HRA KARE EK KEKE ARERR | 


{* RAWCOOK *y 
{* crs cae ee crm sn ee a a cm ee ans we nn et} 
{* Task ‘ provide two functions to switch *} 
12 . a character device driver to the RAW- *} 
{* | or the COOKED mode . *} 
{ *¥----~------~-- +--+ +--+ *} 
{* Author . : MICHAEL TISCHER . *) 
{* developed : 08/16/87 i 
{* last Update : 05/11/89 =} 


[ERI III ICG TO II ICICI CII ITI TOI IOI TIO IIT TTA TATA TATA AAS) 
program RAWCOOKP; 
Uses Crt, Dos; { CRT and DOS units } 


const STANDARDIN = 0; { handle 0 is connected with Standard input } 
STANDARDOUT = 1; { handle 1 is connected with Standard output } 


var Keys : char; { only needed for Demo program } 


{RRR REK RRR KEKE KEK ERK IRR KKK KKK EEK KEK KKK KEE KKK KKK KK KKK KER KKK KEK KEKE |} 


{* GETMODE: read attribute of device driver in *} 
{* Input : the handle passed must be connected to device addressed *} 
{* Output : the device attribute *} 


{ REKRKEKKKARKKEKR KKK EKER KEKE KKEKK KEK KKK KER EK KKK KKK KKK KKK KKKKKKEKKKKKKKKK 


function GetMode (Handle : integer) : integer; 


var Regs : Registers; { register-Variable for Interrupt call } 
begin 

Regs.ah := $44; -{ Function number for IOCTL: Get Mode } 
.Regs.bx := Handle; 

MsDos( Regs );_ { Call DOS-Interrupt 21H } 
GetMode := Regs.dx { Pass device attribute } 
enc; 


[HAKKAR KAKA KAKA KER KK KEKK KKK KKK KKH KKK KKK KKK IKKE RK KKK KKKKKK KKK KKK KKK) 


{* SETRAW : Change a character driver into RAW-Mode _ *} 
{* Input : the handle passed must be connected with *) 
{* addressed device a 
~{* Output : none © *} 


[COGIC O OCI III IC ICICI IIIT TO III IK} 


procedure SetRaw (Handle : integer); 


var Regs : Registers; { register-Variable for Interrupt call } 
begin | 
Regs.ax := $4401; { Function number for IOCTL: Set Mode } 
Regs.bx := Handle; . | rt 
Regs.dx := GetMode (Handle) and 255 or 32; { new device attribute } 
MsDos( Regs ); __ | { Call DOS-Interrupt 21H  } 
end; 


{ HARK KRAKKKKK KEKE KKK KKK KEKE KERKKK KKK KKKKKEKK KKK KKK KKKKKKEKEKEKEE | 


{* SETCOOKED : Change a character driver into the COOKED-Mode =} 
{* Input : the handle passed must be connected with the x} 
{* device addressed *} 
{* Output : none *} 


{ RAR KHKKREKREKEK EK KERR KEK KEK ERK ER ERK KEK KEKE KKK KK KEKREKRK KEKE RERKE EE KEKKKEEKEE } 


procedure SetCooked (Handle : integer); 


var Regs : Registers; { register-Variable for Interrupt call } 
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begin . fe 
Regs.ax := $4401; { Function number for IOCTL: Set Mode } 
Regs.bx := Handle; . . os 
Regs.dx := GetMode (Handle) and 223; { new device attribute } 
MsDos( Regs ); { Call DOS-Interrupt 21H } 
end; 


[RII III ITO III TOIT IIT IOI AIA TT IA IATA IAI IAI IAI HA IA ATA Y 


{* TESTOUTPUT : Output a Test-String 1000 times on the Standard *} 
{* | output device . =] 
{* Input : none _ ; *} 
{* Output : none 4g See x} 


RGEC ICICI OIC IIIT IOI III IIIT ITI TTT T TAA AST A IA) 


procedure TestOutput; 


var Regs : Registers; _ { register-Variable for Interrupt call } 
LoopCnt : integer; { Loop variable } 
Test : string[9]; { The Test-String for output } 
begin 
Test := 'Test.... ‘7 
Regs.bx := STANDARDOUT; { output on the Standard output device } 
Regs.cx := 9> gt { Number of characters } 
Regs.ds := Seg(Test); { Segment address of the text } 
Regs.dx := Ofs(Test)+1; { Offset address of the text } 
for LoopCnt := 1 to 1000 do 
begin 
Regs.ah := $40; { Write function number for handle } 
MsDos( Regs }; -{ Call DOS-Interrupt 21H } 
end; . . 
writeln; 
end; 


RICO GOI III ICICI TIT ICIIO IORITIK IK IR AIREY 


* MAIN PROGRAM | *} 


[ BARRA RIK KERRIER HIRAI IKK KKK ISK KIKI KKK KARE KKK KEK KIKI REREKKSE | 


begin © 
ClrScr; { Clear screen } 
writeln('RAWCOOK (c) 1987 by Michael Tischer' #13410) ; 
writeln('The Console driver is now in RAW-Mode. Control keys such as <Ctrl><c>'); 
writeln('are not recognized during output. Press a key to display a text on 


*#13#10) ; 

writeln('the screen, and try et Opesng the display by pressing <Ctrl><C>'); 
Keys := ReadKey; oe { wait for key } 
Set Raw (STANDARDIN) ; { Console driver in RAW mode } 
TestOutput; { Output Test-String 1000 times } 
ClrScr; { Clear Screen } 
while KeyPressed do a 

Keys := ReadKey; © i ce, { Empty eeybeurd buffer } 


writeln('The Console driver is now in COOKED mode. Control keys such as‘); 
writeln('<CTRL><C> are recognized during output '); 
writeln('Press a key to start, then press <Ctrl><C> to stop the display'); 


Keys := ReadKey;. . { Wait for key } 
Set Cooked (STANDARDIN) ; | ; 
TestOutput; { Output Test-String 1000 times } 
end. . : . 
a 
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[RRR EKER ERK KK REE KKK KEKE HIKE KEK KEKE AK KEE KEKE KEE KRK KEE REKE / 


/* RAWCOOK */ 
I Wii a ic aS a ae ee gh als ea aan a ee al ad a os ete */ 
{* Task : provides two functions for */ 
T= switching a character device driver into the RAW */ 
/* or into the COOKED mode */ 
/* Sci ei ke Si sa ms em Sn wn cass is ines Ss lb as casi ces uke snc aS en sa ees Scan Ses ns kes is nh evs ask eb webs mp ams Se es ew ead cs ss ls es wes xf 
/* Author : MICHAEL TISCHER */ 
/* developed on : 08/16/87 . */ 
/* last Update : 04/08/89 */ 
/* Seneca wee ee ee Se ee ee ee oe eee eee ee es x/ 
/* (MICROSOFT C) */ 
/* Creation : MSC RAWCOOKC; «/ 
/* LINK RAWCOOKC; «/ 
/* Call : RAWCOOKC */ 
/* ini i cs i ese sin ac is Ws es dns. i Ck <n a il eo cs Ss i ‘sissies wap Gets toss vas Ss sts as Get “Se ies ct ei swt i ek ee xf 
/* {BORLAND TURBO C) */ 
/* Creation : through command RUN in the menu */ 


[RARER IKE EEK KEKE AEH KAKI KAKA KAKA KRERKEKEAKKKKE / 


#include <dos.h> /* include Header files */ 
#include <stdio.h> 
#include <conio.h> 


#define STANDARDIN 0 /* nandle O is the Standard input device */ 
#define STANDARDOUT 1 /* handle 1 is the Standard output device */ 


[RRR KKK KIKI KIRKE KIKI KIKI KI KKK III KEKE AIK KEKE KKK KKK EKEKKE / 


/* GETMODE: read the attribute of an device driver */ 
/* Input : the handle must be connected with the addressed device */ 


/* Output : the device attribute */ 
[RRR IKKE KKK ERK KKK KEKE KEKE KIKI KK KKK KKK KKK KAKA KA aK / 


int GetMode (Handle) 


int Handle; /* points to the character driver */ 
{ 

union REGS Register; /* register-Variable for Interrupt call */ 
Register.x.ax = 0x4400; /* Function number for IOCTL: Get Mode */ 
Register.x.bx = Handle; 

intdos (&Register, &Register); /* Call DOS-Interrupt 21H */ 
return (Register.x.dx) ; /* Pass device attribute */ 


} 


[RRR KK EEK KEK KKK KEKE KKK KEKE RE KEKE KEK KKK KKK KEKE KKK KEKE KKK KKKKKKKKKKEK EK / 


/* SETRAW : Change a character driver into RAW mode #7] 
/* Input : the handle passed must be connected with the addressed */ 
[* device */ 
/* Output : none */ 


[RRR EKKK KK KIRKE EK KK KEK IKI KER KK KKK KKK KEKE RE KHEKKEKEKEKKKKKKEKKKKKKK / 


int SetRaw (Handle) ; 
int Handle; . /* points to the character driver */ 


{ 
union REGS Register; _ /* register-Variable for Interrupt call */ 
Register.x.ax = 0x4401; /* Function number for IOCTL: Set Mode */ 


Register.x.bx = Handle; 
Register.x.dx = GetMode (Handle) & 255 | 32; /* new device attribute */ 
intdos («Register, &Register); /* Call DOS-Interrupt 21H */ 
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[RRR IKI TIKI KI IRI IIIA IIIT KE IKI RAT I IKI IIT IRE IIKIHRKIAIKAKEKAKE / 


/* SETCOOKED: Changes a character driver into the COOKED mode */ 
/* Input : the handle passed must be connected with the device */ 
/* addressed */ 
/* Output : none * 


[RRR III IKI II KIKI III KEK KIKI II KKK IKI KEK IA KEK KIKI KEE AK IAKEKREKRIAKKE / 


int SetCooked (Handle) 


int Handle; /* points to the character driver */ 
{ 

union REGS Register; /* register-Variable for Interrupt call */ 
Register.x.ax = 0x4401; /* Function number for IOCTL: Set Mode */ 
Register.x.bx = Handle; 

Register.x.dx = GetMode (Handle) & 223; /* new device attribute */ 
intdos (&Register, &Register) ; /* Call DOS-Interrupt 21H */ 


} 


[BRR KEKRR KEKE RK KEKE KEKE RK KKK REE KEKE KEIR IKKE IKKE KIA KEKKKRKKAK EH / 


/* TESTOUTPUT: outputs a Test-String 1000 times on the Standard xf 
/* output device . */ 
/* Input : none */ 
/* Output : none */ 


[RRR KRERE KKK KKK AIK KEKE KKK EKER KEKE KEKE KEREREE / 
void TestOutput () 


{ 
int i; /* Loop Variable */ 


static char Test[] = "Test.... "3 /* the text for output */ 


printf ("\n"); 

for (i = 07; i < 1000; i++) /* output 1000 times */ 
fputs (Test, stdout); 7/* Output String on the Standard output. */ 

printf ("\n"); 

} 


[BRAK IK ITI TI TOK IK ITOK IK ITOK IIR IK ITI ITOK IORI TK IORI KITT THK KIA K RRA KKK KK IKK / 
| ad MAIN PROGRAM en/ 


[RIK IKK III KIKI KIRKE KKK KKK IKKE KK IKK KKK AEE KARIERRE KEKE KEKKKE | 
void main (} 


{ 
printf ("\nRAWCOOK (c) 1987 by Michael Tischer\n\n"); 


printf ("The Console Driver (Keyboard, Display) is now in "); 

printf (“RAW Mode.\nDuring the following output control characters, \n"); 
printf("such as <CTRL-S> will not be recognized.\n"); 

printf ("Try it.\n\n"); 

printf ("Please press a key to start..."); 


getch(); /* wait for key */ 
Set Raw (STANDARDIN) ; /* Console driver into RAW mode */ 

TestOutput (); 

while (kbhit ()) /* in the meantime remove key codes from */ 
getch (); , /* keyboard buffer */ 


printf ("\nThe console driver is now in COOKED mode. "); 

printf ("Control keys such as\n<CTRL-S> are recognized during "); 
printf (“output and answered accordingly! \n"); 

printf("Please press a key to start ..."); 

getch(}; /* wait for key */ 
Set Cooked (STANDARDIN) ; /* Console driver in the COOKED mode */ 
TestOutput (); 
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File Management in DOS — 


_ The DOS file management functions are among the most basic available to the 


programmer. These functions are used to: 


° Create and delete files 
° Open and close files 
o Read from and write to files 


Operating systems such as DOS provide the programmer with functions for file 
management. For example, DOS provides functions which return special file 
information or functions to rename a file. One peculiarity of DOS is that these 
functions exist in two forms because of the combined CP/M & UNIX 
compatibility. For every UNIX compatible file function, there is also a CP/M 
compatible file function. 


FCB functions 


The CP/M compatible functions are designated as FCB functions since they are 
based on a data structure called the FCB (File Control Block). DOS uses this data 
structure for information storage during file manipulation. The user must reserve 
space for the FCB within this program. The FCB permits access to the FCB 
functions which open, close, read from and write to files. 


Since the FCB functions were developed for compatibility with CP/M's functions, 


.. and since CP/M has no hierarchical file system, FCB functions do not support 


paths. As a result, FCB functions can only access files which are in the current 
directory. 


UNIX handle functions 


6.6.1 


The UNIX compatible handle functions don't have this problem. With these 


functions, a handle is used to identify the file to be accessed. The DOS stores 
information about each open file in an area that is separate from the program. 


Handle Functions 


Tt is easier for the programmer to access a file using the handle functions than to 


| -access a file using the FCB functions. The handle functions do not require a 
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programmer to use a data structure for file access like the FCB functions do. In a 
manner similar to the functions of the UNIX operating system, file access is 


_ performed using a filename. The filename is passed as an ASCII string when the 


file is opened or first created. This must be performed before the first write or read 
operation to the file. In addition to the filename, it may contain a device 
designator, a pathname and a file extension. The ASCII string ends with the end 
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character (ASCII code 0). After the file is opened, a numeric value called the handle 
is returned. Any further operations to this file are performed using this 16-bit 
handle. For a subsequent read or write operation, the handle and not the filename is 
passed to the appropriate function. 4 


For each open file, DOS saves certain information pertaining to that file. If the 
FCB functions are used, DOS saves the information in the FCB table within the 
program's memory block. When the handle functions are used, the information is 
stored in an area outside of the program's memory block in a table that is 
maintained by the DOS. The number of open files is therefore limited by the 
amount of available table space. The amount of table space set aside by DOS is 


- specified by the FILES parameter of the CONFIG.SYS file: 


FILES 


PILES = X 
In DOS Version 3.0, this maximum is 255. If you change the maximum number 


of files in the CONFIG.SYS file, the change will not go into effect until the next 
time that DOS is booted. 


While the FILES parameter specifies the maximum number of open files for the 


entire operating system, DOS limits the number of open files to 20 per program. 


Since five handles are assigned to standard devices such as the keyboard, monitor 
and line printer, only 15 handles are available for the program. For example, if a 
program opens three files, DOS assigns three available handles and reduces the 
number of additional handles available by three. If this program calls another 


program, the three files opened by the original program remain open. If the new 


program opens additional files, the remaining number of handles available is 


reduced even further. 


In addition to the standard read and write functions, there is also a file positioning 


_ function. This lets you specify an exact location within the file for the next data 


access. Knowing both a record number and the length of each data record allows 


you to Specify the position to access a particular data record: 


position = record number * length of record 


_ This function is not used during sequential file access since DOS sets the file 


pointer during opening or creation of a file to the first byte within the file. Each 
subsequent read or write operation moves the file pointer by the number of bytes 
read towards the end of the file so that the next file ACCESS starts where the oo 


one ended. 


= The following table summarizes ‘ane handle functions. For | a more - detailed 


description of these functions, see epee C.. 
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6.6.2 


| Rename file 


operation 
3CH {Create file 
3DH 


Close file 


42H Move file soln er /uacernine file. size 


Read/Write file attribute | 


Here are a few general rules to follow when using these functions: 


Read/Write modifications & date/time of file 


Functions which expect a filename or the address of a filename as an argument 
(e.g., Create File and Open File) expect the segment address of the name in the DS 
register and the offset address in the DX register. If the function successfully 
returns a handle, it is returned in the AX register. 


Functions which expect a handle as an argument expect it in the DX register. After 
the call, the carry flag indicates if an error occurred during execution. If an error 
occurs, the carry flags is set and the error code is returned in the AX register. 


Function 59H of DOS interrupt 21H returns very detailed information concerning 
errors which occur during disk operations. This function is available only in DOS 
Versions 3.0 and higher. 


FCB Functions 


. As discussed earlier, DOS uses an FCB data structure for managing a file. The 
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programmer can use this data structure to obtain information about a file or change 
information about a file. For this reason we shall examine the structure of an FCB 
before discussing the individual FCB functions. 


The FCB is a 37-byte data structure which can be subdivided into different data 
fields. The following figure illustrates these fields. 
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Structure of an FCB 


‘Notice that the name of the file is found beginning at offsets 01H through OBH of 
the FCB. The byte at offset 0 is the device indicator, 0 is the current drive, 1 drive 
_ A, 2 drive B, etc. cages iS Bee, te St 


The filename which begins at offset 1 is an ASCII string. It may not contain a 
pathname since it's limited to 8 characters. For this reason, the FCB functions can 
access only files in the current directory. Filenames shorter than eight characters 
are padded with spaces (ASCII code 32). The file extension, if any, occupies the 
next three bytes of the FCB. 


At offset OCH of the FCB is the current number of the block for sequential file 
access. The two bytes at offset OEH are the record size. The four bytes at offset 
10H are the length of the file. | a re ee 


The date and time of the last modifications to the file are stored beginning at offset 
14H of the FCB in encoded form. 
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15 1413 121110 9 9 bit 


Hour Minute Seconds in | 

: 2-second 
increments (e.g., 

13 means 26) 


1514131211109 8 7 6 5 4 3 2 1 =O bit 


Year (relative to 1980) Month Day of month 


Format of time and date stamps in the FCB 


An eight-byte data area follows and is reserved for DOS (no user modifications 
allowed). The use of this area varies from one version of DOS to another. 


Following this reserved data area is the current record number which is used in 
connection with the current block number to simulate CP/M operations. 


Random files 


The last data field of the FCB is used for a type of access in which the data within 
the file may be retrieved or written in a non-sequential order. This field is four 
bytes long. If a record is equal to or larger than 64 bytes, only the first three bytes 
are used for indicating the current record number. All four bytes of this field are 
used for records smaller than 64 bytes. 


Extended FCB 
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Besides a standard FCB, DOS also supports the extended FCB. Unlike normal 


FCBs, extended FCBs access files with special attributes, such as hidden files or 
system files. Furthermore, they permit access to volume names and subdirectories 


_ (this doesn't mean that you can access files in other directories besides the current 


ance): 


An extended FCB is similar to a standard FCB, but it's seven bytes larger. These 


seven bytes are located at the beginning of the data structure. ie eeu fields 


are therefore a by seven bytes. 
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+ OOH FF (1 byte) 


+ 008 | 
Reserved (0). (5 bytes) 
| File attribute ol) Seda ® ‘1 byte 
Device name (1 byte). 
Filename (8 bytes) 
File extension (3 bytes) 
Current block: number (1 word) 
[+ 15H | File record size (1 word) 
File size es (2 words) 
Modifications-date (1 word) 
: Modifications-time (1 word) 
| Reserved «(8 ~bytes) 
Current data record number (1 byte) 
[+ 28H | Data record number | (2 words) 
Structure of an extended FCB 


The first byte of an extended FCB always contains the value 255 and identifies this 
as an extended FCB. Since this address contains the device number in a normal 
FCB and can therefore not contain the value 255, DOS can tell the difference 
between a normal and an extended FCB. The next five bytes are reserved 
exclusively for the use by DOS. They should not be changed. The seventh byte is 


a file attribute byte. See Section 6.1.2 for the details of the file attribute byte. 


Now that you're familiar with the FCB structures, the next section focuses on 


using FCBs for accessing files. 


FCB and file access ie 


Before accessing a file, an FCB must be built in the program's memory area. The 


area can be reserved within the data segment of the program or by allocating 
additional memory using another DOS function (see Section6.9). 


Although it is possible to write the data directly into the FCB, it is better to use 


one of the appropriate DOS functionstodothis. = = 


: For example, to set the filename in the FCB you can use DOS function 29H. The 


function number is passed in the AH register. The address of the FCB is passed in 
the ES:DI register pair. The address of the filename is passed in the DS:SI register 
pair. The filename is an ASCII string terminated by the end character (ASCII code 
0). The AL register contains flags for converting the filename and are discussed in 


| - more detail in Appendix C. ao 


Open FCB 


After the FCB is properly formatted the file can be opened or created using a DOS 
function. When this happens DOS stores information about that file in the FCB 
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DTA 


such as the file size, date and time of file creation, etc. At this point the FCB is 
considered opened. 


By default, the record length is set to 128 bytes when the FCB is opened. To 
override this record length, store the desired record length at offset OEH of the FCB 
after it is opened. Otherwise the default length will be used. 


For record lengths greater than 128 bytes, the record buffer also known as the 
DTA, or Disk Transfer Area must be moved to accommodate the longer record 
size. Normally, DOS builds the DTA in the PSP (Program Segment Prefix). 
Accessing the file using the default DTA for a record length greater than 128 bytes 
would overwrite some of the other fields in the PSP. 


The most convenient way to select a new DTA is to reserve the space in the 
program's data segment. To change the address of the DTA use DOS function 
1AH. The address of the new DTA is passed in the DS:DX register pair. DOS 
assumes that you have set aside an area large enough to accommodate your largest 
record length so you don't have to specify the new length. 


File access 
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For sequential file access, processing begins at the first record in the file. DOS 
maintains a record pointer in the FCB to keep track of the current record within the 
file. Each time the file is accessed, DOS advances the pointer so that the second, 
third, fourth, etc record is processed in order. 


For random file access, the records can be processed in any order. The position of 
each record relative to the beginning of the file determines its record number. This 
record number is then passed to DOS to access a specific record. The last field of 
the FCB is used to specify the record number to DOS. 


It's also possible to change from sequential access mode to random access mode 
and vice versa since processing depends on a specific DOS function to access the 
file. In effect, there are two sets of independent functions, one for sequential access 
and one for random functions. 


Following is a list of all of the FCB functions of DOS interrupt 21H. A more 
detailed description of the functions is found in Appendix C. | 


Open file 

Close file 
Delete file 
Sequential read 
Sequential write 
Create file 
Rename file 
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Random Read (of record) | 
Random Write (of record) 


Determine file size 


Some basic rules about these functions should be mentioned here: 


Using the FCB functions, you can access several files, each with their own unique 
FCB. To tell DOS which file is to be accessed, pass the address of the file's FCB 
in the DS:DX register pair. 


Most of the functions return an error code in the AL register or the value zero if 
the function was successfully completed. For functions which open, close, create 
or delete a file, a code of 255 is returned if an error occurs. The other functions 
return specific error codes. More detailed information about these errors can be 
determined by calling DOS function 59H but is available only in versions of DOS 
V3.0 or later. 


Handles vs. FCBs 


After the two groups of functions made available by DOS have been presented, the 
advantages and disadvantages of the individual functions should be discussed 
briefly. For those who want to convert a program from the CP/M or UNIX 
operating systems into DOS, the choice will be easy, but for those who want to 
develop a new program under DOS, this discussion can help in your deciding on 
which set of functions to use. 


Handles 


_ There are two main advantages to using handle functions. The first is the 
capability to access a file in any subdirectory of the disk. The second is that the 
handle functions are not limited to the number of FCBs which can be stored in a 
program's memory space. 


There are a number of additional considerations. You can access the name of a disk 
drive only by using an FCB. When the FCB is opened, you can easily determine 
its file size and the date of the last modification. The handle functions 
automatically provide an area large enough to accommodate the records in the file. 


As you can see there are arguments for and against using either the FCB functions 
or the handle functions. For future versions of DOS, the handle functions will play 
a more important role and the importance of the FCB functions will diminish. 
This is reason enough to use the handle functions for your new program 
development. 
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6. 7 "Accessing the DOS Directory 
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There ; are two groups of DOS functions for ola with directories. The first 
group is used to manipulate the subdirectories and the second to search for files on 
the mass storage devices. | 


With DOS Version 2.0 came the introduction of sabdirecones A mass storage 
device could be logically divided into smaller subdirectories which could in turn be 
further subdivided. In effect this organization created a directory tree. 


Main directory 


) |AUTOEXEC.BAT| [COMMAND.COM 
START.BAT | | INSTALL.BAT | 


WKSHT1 WKSHT2 


Directory, subdirectory 


File 


eile 


Directory tree 


‘In this directory tree, the names and numbers of subdirectories are not static. 
_ Therefore there must be a way to add, change and delete entries on the tree. Other 

functions must be available to set the current directory so that a complete 
. pauenes iS ‘not required for all file a accesses. 


At the user level the MD, RD and cD commands can be used to make a discos! 


remove a directory and change a curfent directory. Internally, these commands are 
pomice wal functions 39H, oa and 3BH of DOS uy 21H. 


All three functions use identical calles conventions. | 


: The function: number i is passed i in the AH register. The sates of the path i is passed 
_, in the DS:DX register pair. The path is a string and may be a complete path 
_ designation including a preceding drive letter followed by a colon (a device name) 
-_- and terminated by ASCII code 0. ie the device name is s.omitted, the. current device 
is the default. : | eas 
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Following execution, the carry flag indicates the return code. If the carry flag is 
reset (0), then execution was successful. If the carry flag is set, then an error 


occurred and the error code is passed back 4 in the AX register. 


Function 39H creates or 7 makes anew ees (Make Direetony). ‘The: name for the 
_ New directory is specified as the last element in the path. An error will be returned 


by the functions if one or more of the directories specified in the path do not exist, 


if the new directory name already exists or if the maximum loesiatia of files in the 


root directory is exceeded. 


Function 3AH deletes or removes a directory (Remove Directory). An error will be 
returned by the function if the target directory is not empty or the specified 
directory does not exist in the current pan 


Function 3BH changes the current directory (Change Directory). An error is 


: retumed if the directories named in the path do not really exist. 


| Function OEH sets the default disk drive. Besides the Function siemibier in the AH 


register, only the device code of the new current device must be passed in the DL 
register. Code 0 stands for the device A, 1 for B, 2 for C, etc. 


Directory specification | 


Before specifying the current directory using function 3BH, it is sometimes 


necessary to find the current directory. DOS makes function 47H available to the 
programmer for this purpose. Since it can return the path of the current directory 
for any device, the device number must be passed to the function. If this is the 
current device, the value 0 must be passed in the DL register. For all other devices, 
the value 1 must be passed for drive A, 2 for B,3 forC, etc. _ 


Besides the device code, the function must also have the address of a 64-byte buffer 


within the user program. The DS register contains the segment and the SI register 
holds the offset address of this buffer. After the function call this buffer contains 
the path designation of the current directory, terminated with the end character 


(ASCII code 0). The path designation cannot be preceded by the device name or the 
\ character. If the current directory is the root directory, the buffer contains only the 


end character. If a device code unknown to DOS was passed during the function 


 ¢all, the carry flag is set and the AX register contains the error code OFH. 


Let's consider the Fancuons for searching for one or more files in the current 
directory on the current device. Again the parallel between handle and FCB 
functions appears. Two function groups exist to search for files. The group of 


FCB functions has the disadvantage that they limit the search to files in the current 


directory of a certain device, while handle functions allow searching for files in any 


- directories of any devices. The term "handle" functions doesn't really fit these 
functions since they are not addressed with a handle. This designation originated 


with the introduction of subdirectories (and therefore the handle functions) in DOS 
Version 2.0. Version 1.0 offered only the FCB functions. 


93 


6. The Disk Operating System PC System Programming 


6.7.1 Searching for Files using FCB Functions 
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This method of file search uses functions 11H and 12H. Using them you can 


search for files with a fixed name or files with a filename extension. Function 11H 
finds the first file in the current directory. Function 12H finds all other additional 
files. The FCBs play a significant role since they mediate between the calling 
program and the two functions. Let's see how we can search for files in a directory: 


First the program must reserve space for two FCBs. This is done either by 
reserving memory in the data area of the program, or by requesting memory from 
DOS using function 48H. The programmer can use either normal or extended 
FCBs. Extended FCBs offer the advantage of being able to search for files with 
special attributes (system or hidden), volume names and subdirectories. The 
filename for which the search will be made is specified in one of the FCBs. DOS 
places the name of the file(s) that it finds in the other FCB. To differentiate 
between the two FCBs, they are designated with the names Search FCB and Found 
FCB. 


The address of the Found FCB must be passed to DOS using function 1AH. The 
Found FCB becomes the new data transmission area (DTA) when this function call 
occurs. This area is important for these two functions as well as all other functions 
which transfer data between computer and disks. For this reason function 2FH 
should determine the address of the current DTA before activating the new DTA. 
When the file search ends, the DTA can be restored to its original state using 
function 1AH. 


After the DTA is set to the Found FCB, the next step is to place the name of the 
file you are looking for into the-Search FCB. For a more general search, the 
wildcards * and ? may be used. You can transfer the filename directly or transfer it 
using function 29H. If you want to search through all files, use the filename *.*. 
If an extended FCB is used, you may insert an additional value into the attribute 
field of the Search FCB to limit the search to files with certain attributes only (see 
Section 6.12 for more information on the various attributes). 


This concludes the preliminary work. The file search can begin with the current 
directory. For this purpose, function 11H is called with the function number in the 
AH register, the segment address of the Search FCB in DS and the offset address in 
the DX register. If the system finds a file with the indicated name, the AL register 
contains the value 0 after the function call. If the filename wasn't found, the AL 
register contains a value of 255. The found filename and its attributes (if extended 
FCBs are used) can be read from the Found FCB. For additional searches, function 
12H (not function 11H) is called. Function 12H's register contents during call and 
return are similar to function 11H. If it returns the value 255 in the AL register 
during one of the calls, the search has ended. © 
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6.7.2 Searching for Files using Handle Functions 


Working with handle functions is easier than working with the FCB functions. 
There are functions for searching for the first file (the 4EH function) and 
subsequent files (the 4FH function). Both functions return the information to the 
DTA. For this reason the DTA should be moved into an area accessible to the 
current program before calling either of these functions. This area must have at 
least 43 bytes available. As mentioned in connection with the FCB functions, the 
DTA should be restored to its original address after the search ends. 


During the call of the 4EH function, the function number is passed in the AH 
register, the attribute in the CX register and the address of the file to be found in 
the DS:DX register pair. The filename is a series of ASCII characters, terminated 
_ with an end character (ASCII code 0). In addition to a device name, you may adda 
complete path designation and the wildcard characters * and ?. If a path is not 
specified, DOS assumes that the search should be made in the current directory of 
the indicated device. If a device is not specified, the search proceeds on the current 
device. After the function call, the carry flag indicates whether a file was found. If 
the file couldn't be found, the carry flag is set, and the AX register contains an 
error code. An error code of 2H is returned if the indicated path does not exist. If no 
file could be found, an error code of 12H is returned. If the carry flag is reset, the 
DTA contains the information about the file found. It has the following structure: 


d 
L+15H [Attribute of file found dL byte 


low word of file size ae 7 
high word of file size een 


_ Function 4FH executes any further searches. The function number is passed in the 
_AH register, and no other parameters are required. The carry flag indicates if there 
are additional files in the current directory to which the search may be applicable. 
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Demonstration programs 


The three programs below read directory entries and display them on the screen 
using one of the handle functions. You'll find the display more user friendly than 
the DOS DIR command: the files appear in a window, and the filename display 
stops as soon as the window is filled with filenames. This permits easy reading of 
filenames. By pressing any key, the program displays any additional pages of 
filenames. 


All three programs are designed on the same basic principle: first the main 
program determines the search path. It contains the names of the directories in 
which the search should be made for the files, the names of the files and the device 
where the directory is located. This name can contain wildcards (* and ?) to search 
for several files at the same time. If the user does not indicate a search path, the 
program defaults to the search path "*.*". This displays all files in the current 
directory of the current device, as well as the hidden attribute files. 


~ 


After the program determines the search path, a routine coordinates the loading and 
display of individual directory entries. First a routine creates the display window on 
the screen for individual entry output. Then a search proceeds for the first entry 
using DOS function 4EH. If an entry is found, the screen displays the entry. 
Function 4FH searches for all subsequent entries and displays them in the window. 


The bottom line of the display window moves up one line with each new line 
displayed. Once the entire window fills with data, any further display of entries 
stops until the user presses a key. After all entries in the selected directory have 
been displayed, the number of files is displayed and the program ends. 


BASIC listing: DIRB.BAS 
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LOD ERR KKK KKK KEK KEK IKKE EKER KEE KEEKEKEKEKKKEKEKEEKEES 


110 '* DIR-B oh 
120 (Ki Se weew Sees See eee Shee eek owe meen ee a ee eee ees xt 
130 '* Task ' : display all files in a directory oe er 
140 '* in a window on the display Rn 
160 '* Author : MICHAEL TISCHER — facie 
170 ‘* developed : 07/23/87 | | a? 
180 ‘* last Update : 04/08/89 *t 
190 RR KKE KEK KKK KEKE KK IKE KKK KEKE KEKE EK KKK KEK KEK KEE KKEK KEKE KEKKEKKKEKKKEKKEKKKE | 
200 ! 


210 CLS : KEY OFF 

220 PRINT“WARNING: This program can be run only if GWBASIC was started" 
225 PRINT" from the " . 

230 PRINT"DOS level with the <GWBASIC /m:60000> command." : PRINT 

240 PRINT“"If this is not the case, please enter <s> for Stop." 

250 PRINT : PRINT"Otherwise press any key ..."; | 
260 AS = INKEYS : IF A$ ='“s" THEN END 

270 IF AS = “" THEN 260 


\ 


280 GOSUB 60000 . ‘Install function for calling interrupt 
290 CLS 

300 PRINT "DIR (c) 1987 By Michael Tischer" 

310 PRINT 


320 PRINT“Please input the search path for the file." - 
330 PRINT“Example: If all files with the extension .BAT in the Root" | 
340 PRINT* directory of the disk in drive A should be displayed,’ = 
350 PRINT" then please input A:\*.BAT." | . 

360 PRINT"With a blank input, all files in the current directory * 
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370 PRINT“are displayed." : PRINT 
380 INPUT “Search Path: “,DIRS$ ‘Input Search Path 


390 IF DIRS = "" THEN DIRS = "*.*" ‘search in current directory 
400 ENTRY% = 14 '14 Display entries in window 
410 GOSUB 50000 ‘Input Directory and output 
420 END ; . cs . . 

430 ' + get 

50000 PERE Se CONNORS AR EE OR ERE ROO ROS ee an Cee e eee a een eee ek 
50010 '* Input one Directory and display — sie 
SOO DO 2 tem mm a a a a nn ee a a ee ee eee ee ee ene a) 
50030 '* Input: DIR$ = the search path bale 
50040 '* ENTRY% = Number of entries in the window *e 
50050 ** Output: none ~~ 5° 
50060 OHHH KK HII KIKI IKKE KEK HER IKKE KKK KEKE KEKE EKEKEKEEKEEK 
50070 ! . _ . — . 

50080 DIM MONTHS[11] . : a _ ‘accepts names of months 


50090 RESTORE 50600 eg fe oe 

50100 FOR I% = 0 TO 11 : READ MONTHS[I%] : NEXT 

50110 INR& = &H21 : oa | ~*Call DOS-Interrupt 21H 
50120 FCT% = &H2F i -.*Get function number for DTA 
90130 CALL IA(INR$&, FCTS, 2%, OFSHI%, OFSLOS%, 2%, 2%, 2%, 2%, 2%, 2%, DTASEGS, 2%) 
50140 DTAOFS%S = OFSLO%$ + OFSHI% * 256 

50150 CLS . : oe 
50160 OFFSET% = INT((20 - eras) / 2) +1 ‘Start line of window 
50170 LOCATE OFFSET%, 14 


50180 PRINT TAB(14) “I —7— a 
50190 PRINT TAB(14)"| Filename | Size |. Date | Time — |RHSVD|" 
30200 PRINT TAB (4) *| eee {* 
50210 FOR I% = 1 TO ENTRY% ‘output a line for every entry a 
50220 PRINT TAB(14)"| i Lo fl of Pps 
50230 NEXT . —- fgutput next line 
50240 PRINT TAB (14) *|—————— J 
50250 NUMWIND%S = -1 -. 'Number of entries in window 
50260 NUMFND$% = 0. ‘Number of entries found up to now 
50270 ATTRIBUTES = 255 ee eeeen for files with any Attribute 
50280 GOSUB 51000 . ‘search for first entry 
590290 IF NOT(FOUNDIT%) THEN 50500 ~~. ‘no entry found --> finished 
50300 NUMFND% = NUMFND% + 1 ‘Increase number of entries. found 
50310 NUMWIND$ = NUMWINDS + 1 ‘Increase number of entries in window 
50320 IF NUMWIND% <> ENTRY% THEN 50410 . ‘window full? 
50330 LOCATE OFFSET%+ENTRY%+4, 14 ‘Set Cursor to line under window 
50340 COLOR 0,7 ‘switch on inverse character display 
50350 PRINT" Please press. any. key , TF 

50360 AS = INKEYS : IF AS= "" THEN 50360 ‘wait for a key 
90370 LOCATE ,14 . . ‘Cursor in line under window 
90380 COLOR 7,0 . ‘switch on normal character color 
90390 PRINT STRINGS$(51,"_"); wees, 

50400 NUMWIND$ = -1 ‘the next entry is the first in the window 


90410 NUMBER% = 1 : COLOURS = 7 Porta 

50420 ULR& = OFFSET% + 2 : LRR& = OFFSETS+ENTRY% + 1 

590430 ULC% = 14 : LRC& = 62. ad ae 

50440 GOSUB 54000 ‘scroll window up 


50450 LOCATE OFFSETS+ENTRY%+2,15 ‘Set Cursor to last window line 
50460 PRINT " | far. | ; Hoa se aeted 

590470 GOSUB 53000 ‘Output entry 
50480 GOSUB 52000. 7 / ‘Get next entry 
50490 IF FOUNDIT% THEN 50300 r ‘continue if no entry is available 
90500 LOCATE OFFSETS+ENTRY$+4,14 | ‘Cursor in line under the window 
590510 COLOR 0,7 ‘switch on inverse character atepiay 
50520 PRINT STRINGS(51," “)> 

50530 LOCATE ,14 -. "Cursor in line under window 


90540 IF NUMFND% QO THEN PRINT" no file found"; : GOTO 50570 

50550 IF NUMFND% = 1 THEN PRINT" found one file"; : GOTO 50570 

50560 PRINT NUMFND%$;"files found"; . 
50570 COLOR 7,0 : ‘switch on normal character color 
50580 RETURN : 

50590 * — 

50600 DATA "JAN", “FEB", “MAR", “APR", "MAY", “JUN, “JUL", “AUG", "“SEP* 

590610 DATA “OCT", "NOV", "DEC" 


tou 
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50620 ! : 

51000 CMH HH KKK KKK KEK IKK KKK IKK KKK KK KKK KKEKKKEKKEKKEKKEKEKKKEK 
51010 ‘* Search for first entry in a Directory sali 
51020 8 Baw a a a a rr rn rrr *" 
51030 ** Inputs DIRS = Search path sal 
51040 '* ATTRIBUTES = Attribute of file . xe 
51050 '* Output: FOUND IT = -1 if entry found, otherwise 0 xs 
51060 ‘* Info : the Directory entry is entered into Variable DTA% = 
51070 ‘* sofas 
51080 '* Z% is a Dummy-Variable si 
51090 CHKKKKKKKEKKKKEKEKEKKEKEKEKEKEKKEKKKEKEKEKKKKKEKEKKKEKKKEEEKEKKEKKKKEK 
51100 ' 

51110 DIR$ = DIRS + CHR$(0) ‘Put End character on search path 
51120 FCT% = &H4E ‘Search function number for first entry 
51130 INR%& = &H21 ‘Call DOS-Interrupt 21H 
591140 ATLO& = ATTRIBUTE% AND 255 'LO-Byte of Attribute 
51150 ATHI% = INT(ATTRIBUTES / 256) ‘HI-Byte of Attribute 
591160 OFSLO% = PEEK (VARPTR(DIR$) +1) 'LO-Byte of Offset address 
51170 OFSHI% = PEEK (VARPTR (DIRS) +2) 'HI-Byte of Offset address 
51180 CALL IA(INR%, FCTS%, 2%, 2%, 2%, ATHI%, ATLO%, OFSHI%, OFSLOS&, 2%, 2%, 2%, FLAGS$) 
51190 FOUNDIT% = ((FLAGS% AND 1) = 0) ‘Test Carry-Flag 
51200 RETURN ‘return to calling program 
51210 ' 

52000 CHAK KKKKKKEKKKKKKEKAKKKREEEKKAERKEKKAKKEKKEKEEKKKEKEKKKEKEKEKKKKEKKKEKRE 
592010 '* find next entry in Directory si 
52020 8 8m en a eee =! 
52030 '* Input : DIRS = Search path ai 
52040 '* ATTRIBUTE% = Attribute of file ~s 
52050 '* Output: FOUNDIT&’ = -1 if file found, otherwise 0 =) 
592060 '* Info : the Directory entry is read into Variable DTA% “8 
52070 '* ns 
52080 '* 2% is a Dummy-Variable - 
52090 THK KKK KKK KKK KKK KKK KEKE KKK KK KKEKKKKKKKKKEKKEKKKEKKKEKKEKKKKKKKEKKKEK 
52100 ! 

52110 FCT% = &H4F ‘Find function number for next entry 
52120 INR% = &H21 ‘Call DOS-Interrupt 21H 
52130 CALL IA(INR&, FCTS, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, Z&, FLAGSS) 

52140 FOUNDIT%S = ((FLAGS% AND 1) = 0) ‘test Carry-Flag 
52150 RETURN ‘back to calling program 
52160 ' 

53000 CRAM KKKKEKKKKKEKKKKKEEKKKKKKEKKKKKKKKKKKKKKKKKKKKKKKKKKK KKK KKKKKKEK 
53010 '* Output a Directory entry from the DTA to the display mA 
53020 ' *----------------~—----- - -- + -- - -- - - + - ine 
53030 '* Input: OFFSET% = first line of the Directory window = 
53040 '* ENTRY%$ = Number of entries in the Directory window *' 
93050 '* DTAOFS% = Offset address of the DTA si 
53060 '* MONTHS = contains the names of months ls 
53070 '* Output: none | ms 
53080 KKK KKK KKK KEKE KEKE EK KEK KEK KEKE KK KEKE KKK KKEKAEKKEKKEKKKKKES 
53090 ' 

53100 DEF FNDTA(X) = PEEK(DTAOFS% + X) 

53110 DEF SEG = DTASEG% ‘Set Segment address of the DTA 
53120 LOCATE OFFSET$+ENTRY%$+2,15 ‘Output in the last line of the window 
53130 I% = 30 ‘Offset address in DTA for file names 
53140 WHILE FNDTA(I%) <> 0 ‘the END character terminates the name 
53150 PRINT CHRS (FNDTA (I%)); ‘output a character of the file name 
53160 I% = 1% + 1 ‘next character 
53170 WEND . ‘End of Loop 
93180 LOCATE OFFSET%+ENTRY%+2, 28 ‘Set Cursor to column 28 


53190 PRINT USING "#4######"; FNDTA(26) + FNDTA(27) * 256! + FNDTA(28) * 
4096! + FNDTA(29) * 65536!; . 


593200 DATE = FNDTA(24) + FNDTA(25) * 256 ‘Get Date 
53210 LOCATE OFFSETS+ENTRY%+2, 36 ‘Set Cursor to Column 36 
93220 PRINT MONTHS[ (INT(DATE / 32) AND 15) - 1]; ‘Output name of month 
53230 PRINT"/";:PRINT USING "##":DATE AND 31; ‘Output day of month 
593240 PRINT USING "/####";INT(DATE / 512) + 1980; ‘Output year 
53250 LOCATE OFFSET%+ENTRY%+2, 49 ‘Set Cursor to column 49 
53260 FTIME = FNDTA(22) + FNDTA(23) * 256 ‘Get time. 
593270 PRINT USING "##";INT(FTIME / 2048); ‘Output hour 


593280 PRINT ":"; 
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53290 PRINT USING "“##";INT(FTIME / 32) AND 63; ‘Output Minute 
53300 LOCATE OFFSETS+ENTRY%+2, 59 ‘Set Cursor to column 59 
53310 FOR I% = 0 TO 4 ‘test Bits 0 to 4 of file attribute 
53320 IF (FNDTA(21) AND (2*I%)) <> O THEN PRINT"X"; ELSE PRINT" “; 
53330 NEXT I% ‘test next Bit 
53340 DEF SEG : RETURN ‘back to calling program 
53350 ! 
54000 eS eete eee eeceeeceeeeeeeeeeeeeeeeee eee eec ee eee cee cee ee ee eee eee ee es ee 
294010 '* Scroll current display page up or erase ~ 
54020 8 Ram a a re rrr = 
54030 ** Input : NUMBER% = how many lines scrolled ‘ns 
54040 '* ULCS% = column upper left = 
54050 '* ULRS = line upper left a 
54060 ‘* LRC%& = column lower right * 
54070 '* _ LRRS& = line lower right a 
54080 '* COLOR% = color of erased line a 
54090 ** Output: none sad 
54100. '* Info : If 0 is given for NUMBERS, the screen area . m 
54110 '* indicated is erased = 
54120 ** the Variable 2% is a Dummy x 


FQL3D PARKER KKK ERK KEKE KK IKKE RK EK KEK KEKE KKK KEK KKEKKKKEKKEKKKEKK 


54140 * ... 
54150 FCT%=6 "Function number for scrolling up 


54160 INR%=6&H10 ‘Call BIOS-Video-Interrupt 16H 
54170 CALL IA (INR$%, FCT%, NUMBER%, COLOURS, 2%, ULR%, ULC%, LRR%&, LRC%&, 2%, 2%, 2%, 2%) 
54180 RETURN ‘back to calling program 
54190 ! 

60000 Pte eco he 2S te eeeeee eee eee ec eeeeeeeeceecec eee cee eee See ES ee eS See ee Se 
60010 ‘* Initialize Routine for Interrupt call a 
60020 !*-~~~------~------—----- +--+ - -- - -- - - - - - - + - + xe 
60030 ** Input : none ia 


60040 ‘* Output: IA is the Start address of the Interrupt-—Routine we 
60050 CHK KEK KKKKKKKKHKEK KEKE KEKE KKKEKKEKEKEKKKEKKKKKKEKKKKKKKKEKS 
60060 ' 

60070 IA=60000! ‘Start address of the Routine in the BASIC-Segment 
60080 DEF SEG ‘Set BASIC-Segment 
60090 RESTORE 60130 

60100 FOR I% = 0 TO 160 : READ X% : POKE IA+I%,X% : NEXT ‘Poke Routine 
60110 RETURN ‘back to calling program 
60120 ! 
60130 DATA 85,139,236, 30, 6,139,118, 30,139, 4,232,140, 0,139,118 
60140 DATA 12,139, 60,139,118, 8,139, 4, 61,255,255,117, 2,140,216 
60150 DATA 142,192,139,118, 28,138, 36,139,118, 26,138, 4,139,118, 24 
60160 DATA 138, 60,139,118, 22,138, 28,139,118, 20,138, 44,139,118, 18 
60170 DATA 138, 12,139,118, 16,138, 52,139,118, 14,138, 20,139,118, 10 
60180 DATA 139, 52, 85,205, 33, 93, 86,156,139,118, 12,137, 60,139,118 
60190 DATA 28,136, 36,139,118, 26,136, 4,139,118, 24,136, 60,139,118 
60200 DATA 22,136, 28,139,118, 20,136, 44,139,118, 18,136, 12,139,118 
60210 DATA 16,136, 52,139,118, 14,136, 20,139,118, 8,140,192,137, 4 
60220 DATA 88,139,118, 6,137, 4, 88,139,118, 10,137, 4, 7, 31, 93 
60230 DATA 202, 26, 0, 91, 46,136, 71, 66,233,108, 255 


One problem in the BASIC version of the directory listing occurs during the 
directory output. Functions 4EH and 4FH read the entry into the DTA. It would 
make more sense to move the DTA to a variable within the program (an integer 
array would be best) to make it easier for the routine which outputs the entry to 
access the data. BASIC's garbage collection feature makes this difficult. The 
integer array containing the DTA moves periodically in storage and the address of 
the DTA, stored internally in DOS, no longer corresponds with the address of this 
integer array. 


For this reason, the DOS function 2FH determines the DTA address. As the entries 
are displayed, this address accesses the DTA to determine the file information. 
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Pascal listing: DIRP.PAS 


{ BAA KHHRK KEKE EKER KKK KKK RIK KKK ERK KKK KKK REKKKKRKE KEKE EEE KEKE EEKREKEKKEKKKEE | 


{* DIRP *} 
{ *----—----——~----—-—------~------ --- ---------- eas con Seca hak ecpmiew vow enon Seater tS *} 
{* Task : Display all files of any Directory, 2 *} 
{* including Subdirectories and a 
{* Volume Names : *} 
[ Fenner n *} 
{* Author : MICHAEL TISCHER 1a | 
{* developed on : 7.8.87 =} 
{* last Update 2 9.21.87 my 


{ RAR RAK KK KKK KKK KEK KEK KRK KEK KERR RK KEKE KKK KKK REE KIRKE KEK KKK KEK KKEKKKKKK KK | 


program DIRP; 


Uses {Turbo 4.0 Units} 
Crt, 
Dos; 
const ENTRY = 14; { Number of entries visible } 
type RegTyp = record 


ax, bx, cx, dx, bp, 
di, si, ds, es, flags : integer; 
{! Turbo 4.0 owners should use the Registers type from the DOS unit. } 
end; 


{** this is the format of a Directory entry *****} 

{** as returned by the functions 4EH and 4FH } 

DirBufTyp = record ; 
Reservebuf . 


: array [1..21] of char; 
Attribut : byte; 
ztime : integer; 
zdate : integer; 
Datgrlo : integer; 
Datgrhi : integer; 
DatName : array [1..13] of char 
end; 
Path = string[65]; 
var DirBuf : DirBufTyp; { accepts a Directory entry } 
DatName : Path; { Files to be found } 


[OGG ICI CIC IIOICIICIC CIC ICICICIOIC ICICI IR KKK} 


{* GETFIRST: read in the first Directory entry ss 
{* Input : none ie 
{* Output : true or false, depending if an entry was found *] 
Be 7 . | *} 
{* Info : the entry is stored in Variable DIRBUF . *} 


[FOI III ICICI UCI ICI IIIT ICICI KI I KY 


function GetFirst (DateiName : Path; { files to be found } 
Attribute : integer) : boolean; { search Attribute } 


var Register : regtyp; { Register-Variable for call .of Interrupt } 
begin 
DateiName := DateiName + #0; { terminate filename with NUL } 
Register.ax := $4E shl 8; { Function number for search of first } 
Register.cx := Attribute; { Attribute, for which search is performed } 
Register.ds := seg(DateiName) ; { Segment address of filename } 
Register.dx := succ(ofs (DateiName) }; { Offset address of filename } 


msdos (Dos.Registers (Register));{ Call DOS Interrupt 21H (Turbo 4.0) } 
{NOTE:Turbo 3.0 users should change previous line to read msdos (Register) ;} 
{ defined in DOS unit.} 
if (Register.flags and 1) = 0 { Test Carry-Flag } 
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then GetFirst := true { Equal to 0 : file found } 
else GetFirst := false; {no file found }- 
end; 


{ERA KKK KHER EKER KEKE KEKE KEE KEKE IKKE KKK KEKE KEKE EKER KEKEKEKEKEKKKEKKE | 


- {* GETNEXT : read in the following Directory entry | 
{* Input : none *} 
{* Output : true or false, depending if another entry was found a 
i* fg te *} 
{* Info : this function can only be called after a successful *} 
{* call of the function GETFIRST : * } 
{* the entry is stored in the Variable DIRBUF : *} 


{ RE RAKKKRK KKK ARE KEKE REE KHIR EK REE ER ERK AKK AKER ERE EKER KEEKEKEKEKKER | 


function GetNext : boolean; 


var Register : regtyp; { Register-Variable for interrupt call } 


begin 
Register.ax := S$4F shl 8; { Function number for next search } 
msdos (Dos.Registers (Register) ); { Call DOS Interrupt 21H V 4.0} 


{NOTE: Turbo 3.0 users should change the previous} 
{line to read msdos (Register); } 


if (Register. flags and 1) = 0 { Test Carry-Flag } 

then GetNext := true { Equal to 0 : File found } 

else GetNext := false; { otherwise no file found } 
end; 


{EAA RKK RK KEK KKK KKK KKK KEK KEK KKK KKK KKK KK KKK EKER EK KKK KEK KEK KERR EKK KEKE KE | 


{* PRINTDATA: Output information on an entry *} 
{* Input : none *)} 
{* Output : none *} 
{* Info : the information about the entry are taken by this  *} 
i” procedures from Variable DIRBUF =) 


{ ERR RK KKK KKK KERR KEK EK KER KKK KKK KEE KKKKEKKKKRERKEKKKEKKEEKRKKEKKKKKEE | 


procedure PrintData; 


var Counter : byte; 
DataLenghtl1, { both Variables are used } 
DataLenght2 : real; { to calculate file length } 
begin 
writeln; . { the window is scrolled up by one line } 
Counter := 1; { begins with the first character of the name } 
while (DirBuf.DatName[Counter]<>#0) do { repeat up to NUL } 
begin 
write (DirBuf.DatName[Counter]); { output characters of name } 
Counter := succ (Counter) { process next character } 
end; 
‘gotoxy (13, ENTRY); . 
DataLenght1 := DirBuf.Datgrhi; { determine file length } — 


if DataLenght1 < 0 then DataLenght1 := 65536. 0 + DataLenghtl; 
DataLenght2 := DirBuf.Datgrlo; 

if DataLenght2 < 0 then DataLenght 2 == 65536.0 + DataLenght2; 
write(‘|', DataLenghtl * 65536.0 + DataLenght2:7:0); 

gotoxy (21, ENTRY); . 

write('|')}; 

case (DirBuf.Zdate shr 5 and 15) of { determine month 
write ('Jan'); | ot 
write ('Feb'); 

write ('Mar'); 

write ('Apr'); 

write ('"May')?; 

write ('Jun'); 

write ('dul'): — 

write (‘Aug'); 

write ('Sep'); 

write ("Oct"); 

write ('Nov');. 

write ('Dec'): 


— 


z 
2 
3 
4 
5 
6 
7 
8 
9 
10 
11 
12 
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end; . ; 

write('/',DirBuf.Zdate and 31:2,'/'); { determine day } 

write (DirBuf.Zdate shr 9 + 1980:4); { determine year } 

gotoxy (34, ENTRY); 

write("|*, DirBuf.Ztime shr 11:2, ‘:')?: { determine hour } 

write (DirBuf.Ztime shr 5 and 63:3); { determine minutes } 

gotoxy (44, ENTRY); { evaluate file attribute } 

write('|'); { separator to preceding field } 

if (DirBuf.Attribut and 1)<>0 then write('X') { Read-only? } 

else write(' '); 

if (DirBuf.Attribut and 2)<>0 then write('xX') { hidden? } 
else write(' ‘'); 

if (DirBuf.Attribut and 4)<>0 then write('X') | { system? } 
else write(' ‘')?; 

if (DirBuf.Attribut and 8)<>0 then write('X') { Volume-Label? } 
else write(' ‘'); 

if (DirBuf.Attribut and 16)<>0 then write('X') { Directory? } 

else write(' ')}; 
write('f'); { right border of window frame } 
end; : 


{ BRAK HERA KKKKK KKK KEK REE KKK KER KEK KKK KEIR KEKE KEK EKKKEKEK EK KEKKEKEKKEEEKEKE EE | 


{* SETDTA : set Address of DTA =} 
{* Input : see above =} 
{* Output : none i | 


{ EH HARH RAKE AK KKK KR KKEKKRRKKKKKE KEKE KER KERR KKK EKER KERR KEK KKK KEKKKKKEEEE | 


wr 


procedure SetDTA (Segment, { new Segment address of the DTA 
Offset : integer); { new Offset address of the DTA 


—_ ee 


var Register : regtyp; { Register-Variable for call of the Interrupt 


begin 
Register.ax := S1A shl 8; { Set Function number for DTA } 
Register.ds := Segment; { Segment address into DS register } 
Register.dx := Offset; { Offset address into DX register } 
msdos (Dos.Registers (Register) ); { Call DOS-Interrupt 21H } 
{NOTE: Turbo 3.0 users should change the previous} 
{line to read msdos (Register) ;} 
end; 


{ RAKE KRAKEKKE EKER EK ERKHRK KKK KER KKK RKEKKRKEKRKKEKKKEKEKKEKKEKKKKKEKRKKKKEKEKE EK | 


{* BUILDSCREENDISPLAY: prepares the display for output of the i | 
{* Directory *} 
{* Input : none *} 
{* Output <: none | 


{ RARER AEK ARKH KEK RIKER KEK KKK KKK RRR EKER KKK EKRER KEK KEK KEKKKEKE KEKE EKKERE EK } 


procedure BuildScreenDisplay; 


var Counter : integer; 


begin a 
clrscr;. { clear display } 
window (14, (20-ENTRY) shr 1+1,64, (20-ENTRY) shr 1 +5+ENTRY); 
gotoxy (1,1); { Cursor to left upper corner of window } 
write (‘| ———————_,-—_____,-—______,- —_____,-_—__); 
write('| Filename | Size | Date | Time |RHSVD|'); 
write (' |—————_____+-—-—-___+ —_ twr———_ + — 1")? 
for Counter := 1 to ENTRY do 

write('| | | | | I"); 

write (*|————————— 1. }.§ —_____—_ | - —____1___]'); 
window (15, (20-ENTRY) shr 1+4,66, (20-ENTRY) shr 1 +3+ENTRY); 

gotoxy (1, ENTRY); { Cursor to upper left corner of window } 
end; . 


[FIO II TO IOI ICI IORI TO IIIT IIIT IT TAI II III ISI III III IIIA IIIA IIIB AR 


{* DIR: controls the input and output of Directories *} 
{* Input =: none *} 
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{* Output : none 


*} 


{ BRK KKEKEKE KERIKERI EKRE RE EK EKER ERE KKK KEKE KEEKKKEKKE | 


procedure Dir; 


var NumEntries, 


{ Total number of entries found } 


Numwind -  ¢ integer; { Number of entries in window } 
KeyPress : char; { wait for key activation } 
begin . 
SetDTA (Seg (DirBuf), Ofs (DirBuf)); { DirBuf is the new DTA } 
_celrscr; { clear display } 


writeln(*DIR (c) 1987 by Michael Tischer '#13#10) ; 

writeln('Please indicate search path for files +): 
writeln('Example: if all files with the extension .BAT in the root '); 
writeln('directory of the disk drive should be displayed please input '); 


writeln('  As*. BAT. '); : 
writeln('. If no search path is indicated, all files in the current'); 
writeln(' directory are displayed. '#13#10); 


write (‘Which files are to be displayed: '); 


readln (DatName)} ; 


if DatName = *' then DatName := '*,*'; { search for all files 


BuildScreenDisplay; 
Numwind := -1; 
NumEntries := 0; 


if GetFirst (DatName, 255) then { search for first entry 
{ Attribute does not matter 
repeat 
NumEntries := succ(NumEntries) ; { found another entry 


Numwind := succ (Numwind) ; 
if Numwind = ENTRY then 


begin 


{ read in filenames 


{ Construct display for output 
{ no entry in window yet 
{ no entry found 


{ one more entry into window 
{ window full ? 
{ Yes 


window(14, (20-ENTRY) shr 1 +5+ENTRY, 66, (20-ENTRY) shr 1 +6+ENTRY); 


gotoxy(1, 1); 

text background (7); 
textcolor (0); 
write (' 


gotoxy(1, 1): { Cursor to the upper left corner of the window 


text background (0); 
textcolor (15); 
write (' 


{ Cursor to last line of window: } 
{ white background } 
{ black characters} 


Please press a key ‘)? 
repeat until keypressed; 
{read(kbd, KeyPress) ; } 


{ wait for key press 
{ read key code 
{ otherwise it remains in the buffer 


{ black background 
{ white characters 


‘)? 


i wed ye et et yet ee 


window (15, (20-ENTRY) shr 1+4,65, (20-ENTRY) shr 1 +3+ENTRY) ; 


gotoxy(1, ENTRY); 
Numwind := 0; 
end; 
PrintData; 
until not (GetNext); 


{ return Cursor to old position } 
{ start count with 0 again } 


{ output data of entry } 
{ does another entry exist ? } 


window(14, (20-ENTRY) shr 1 +5+ENTRY,65, (20-ENTRY) shr 1 +6+ENTRY); 


gotoxy(1, 1); 
textbackground (7) ; 
textcolor (0); 
write (' 

gotoxy(2, 1); 

case NumEntries of 


{ Cursor to the upper left corner of window } 


{ white background } 
{ black characters } 
ee. 


0 : write('no file found '); 


1 : write('found a file ‘); 


else write (NumEntries,' files found ‘) 


end; 
window(1, 1, 80, 25); 
end; 


{ set whole display as window } 


{RRR RIK IR IK RRR HIRI HRI KIKI RIKKI KIRK IEIK HIKARI KERRIER KEKE REE | 


{** 


MAIN PROGRAMM — ee) 


{ARAKI RIK HIRI KR KK KR KH IK RIK KHER KEK KEK ERE KE KEKE KEK KEK KKK KKK KY 


begin 
Dir; 


{ Load Directory and display } 
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end. 


In the above Pascal program and in the following C program, accessing the DTA 
is much easier than in the BASIC version of the same program. RECORD or 
STRUCT defines the structure of the directory entry into the DTA, and the 
programs implement a variable of this type. DOS function 1AH then transfers the 
DTA to this variable. All the information in a directory entry can be easily 
accessed. With Turbo Pascal, the display design is particularly easy. Turbo Pascal 
also has a procedure to define any display area as a window. However, the C 
language program uses the scroll function of the BIOS interrupt 10H to scroll the 


directory window one line upward. 


C listing: DIRC.C 


J RRKKK KKK EK KKK RIKER KK KKK IKE RIKER KIRKE KEKE KKK EKER KEKE EKER KEKKEKKKKKK / 


7® DIRC 

/* ey Sw ces ae cass ws cs cn ass aw oes ns Sau ces Secs css tee ms Ges Sis ms as aes Seed “also me Si ase daw ss ofa ese le an es oe sv ee 
f* Task : Displays all files in any Directory, 

7% including Sub-Directories and volume names 

{% on the screen. 

J Baie we see teee eee ee eee Se eee ane ee 
{* Author : MICHAEL TISCHER ~ 


7* developed on : 08/15/87 


_/* ~ last Update : 04/08/89 
ieee oianiried gaia Ma aan na ana ee scmraclaics 
{* (MICROSOFT C) 
/* Creation : MSC DIRC; 
/* LINK DIRC; 
i* Call : DIRC 
Wiles eee a SS ec ae er ee 
/* (BORLAND TURBO C) 
/* Creation : With the RUN command in the command line 
ii Info Arguments can be passed to the program with © 
[s. the OPTION/ARGS command in the command line 
/* of TURBO C 
i? or 
/* : ; 
as Creation : TCC DIRC 
ie Call : DIRC 


PC System Programming 


a7 
*/ 
*/ 


*} 


[OGIO ICICI ICICI ICI TE II TAI TER TI ICI TAI III TO II TEI TEI I A TO II II TOI II I TOI / 


#include <dos.h> /* include Header files 
#include <io.h> ee ; 
#include <string.h> 


#define 
#define 
#define 
#define 
#define 
#define 
#define 


FALSE O .. . /* Constants make reading of 
TRUE 1 : oe eS /* etl text easier 
byte unsigned char. po 

ENTRY 14 /* this many “directory entries fit on the screen 
EZ (20-ENTRY >> 1) '  -4¢* first line of Directory window 
NRM 0x07 /* white characters on black background 
INV 0x70 /* black characters on white background (inverted) 


/*-- this is the format of a Directory entry returned by =  -------- 
/*-- the functions 4EH and 4FH 
struct DirStruct { 
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byte — - Reservebuf [21]; 
byte Attribute; 
unsigned int Ftime; 

unsigned int Fdate; 

unsigned long Fsize; 

char © Fname(13]; 


dp 


Rf 


*/ 
ae | 


*/ 
a} 
i 4 
*/ 


v7 
*/ 
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[RRR RK REIKI KIKI RIK EKER EEK ERK KEKE KEK IKK KKK KKK KEKE / 


/* GETPAGE : gets the current display page otf 
/* Input : none. . SF 
/* Output : see above . */ 


hocotehekahototoleheketototodekeiehahetetototedhetetetetotedeishetetetodeieheheteteloteledoleeieheieteteieieheieteieteielaheteteteiataiel 


byte GETPAGE () 


{ 


union REGS Register; . /* Regi ster-Variable for Interrupt gall a 
Register.h.ah = 15; . be /* Function number. */ 
int86(0x10, &Register, &Register); | . /* Call Interrupt 10H */ 
return (Register.h.bh); /* Number of current display */ 


} , 


[RRR IRR ARK III IRIKR IKK KI KERIKERI HAKEKK AKI / 


/* SCROLLUP: moves a display area one or more lines */ 
/* upward or erases it gy 4 
/* Input : see above Phe BEE SE. 
/* Output : none */ 
/* Info : if 0 is passed as haitber::: the display area . eee 
aes is filled with blanks ony, 


JRRRETRN RAG ERK AE ARREREEEREDEARES EER EL SHEARER EERE RE RERER EERIE EE) 


void ScrollUp (Number, Color, ColumnUL, LineUL, ColumnLR, LineLR) 


int Number; /* Number of lines to be scrolled */ 
int Color; /* Color or attribute for blanks */ 
int ColumnUL; _/* Column in the upper left corner of display area */ 
int LineUL; /* Line in the upper left corner of the display */ 
int ColumnLR;/* Column in the lower right corner of the display area */ 
int LineLR; /* Line in the lower right corner of the display area */ 
{ : 

union REGS Register; /* Register-Variable for Interrupt call */ 
Register.h.ah = 6; : ge /* Function pianbier */ 
Register.h.al = Number; . Z : --.. /* Number of lines */ 
Register.h.bh = Color; a ME /* Color of blank line(s) */ 
Register.h.ch = LineUL; /* Coordinates of the scroll */ 
Register.h.cl = ColumnUL; /* end or erase */ 
Register.h.dh = LineLR; /* Set display window */ 
Register.h.dl = ColumnLR; Ge es 
int86(0x10, &Register, &Register); /* Call Interrupt 10H */ 


} 


[RRR KKK KERR ERK KERR KKEK KKK KEK K KEK KEKE KEK IK KEK KKK KEK KEKE IER KEK EK / 


/* SETPOS : sets the position of the cursor in current display page, */ 
/* Input : see above */- 
/* Output : none — */ 
/* Info : the position of the blinking display cursor is changed */ 
/* by the call of this function only when the xf 
{* display page indicated is the current display page : */ 
/* ; */ 


[FEC ORIEN III a IEEE TER EER TER RAIL A EER EH EER RAE EERIE / 


void SetPos (Column, Line) ; 
int Column; /* new Cursor column */ 


int Line; pai Pa 4 /* new Cursor line */ 

{ ny : ¢ 

union REGS Register; /* Register-Variable for Interrupt call */ 
Register.h.ah = 2; | /* Function number */ 
Register.h.bh = GETPAGE(); . /* Display page */ 
Register.h.dh = Line; ot _  /* Display line */— 
Register.h.dl = Column; /* Display column */ 


int86(0x10, &Register, &Register); /* Call Interrupt 10H */ 
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[RRR KEK KEKE KKK KKK KEKE KEK IKKE KER EKER EKER KIRKE KEK ERE KER EKER KK ER / 


/* GETPOS : Get the position of the Cursor in current display page */ 
/* Input : none */ 
/* Output : see below wea 4 


[RRR KKIKRKEKKKKKEK IKK KKK KKK IKI KKK KIKI KEK IK IKK EKER KEKE KERR RKKKKEKKKEKKKKK / 


void GetPos(Column, Line) 
int *Column; /* Column where the Cursor is located */ 


int *Line; /* Line where the Cursor is located */ 
{ 

union REGS Register; /* Register-Variable for Interrupt call */ 
Register.h.ah = 3; /* Function number */ 
Register.h.bh = GETPAGE(); /* Display page */ 
int86(0x10, &Register, &Register); /* Call Interrupt 10H */ 
*Column = Register.h.dl; /* Read result of the Function */ 
*Line = Register.h.dh; /* from the Registers */ 


} 


[RRR KEK KEKE KEK KKK KEK KEK KERR KEK ERK KEKE KARE KKK KKK KEKEKKKKKEKKKEEK / 


/* WRITECHAR: writes a character with an attribute to the current */ 


/* cursor position on the current display page */ 
/* Input : see below a 
/* Output : none */ 


[EEK RKKEIEK KEK KKK KEKE KKK KKEKIKREKEK KEE KEKE KEKE KKK KEK KEK KEEKKEKKEKKKKKKKK KE / 


void WriteChar (Character, Color) 


char Character; /* Character for output */ 
int Color; /* its Attribute or color */ 
{ 

union REGS Register; /* Register-Variable for Interrupt call */ 
Register.h.ah = 9; /* Function number */ 
Register.h.al = Character; /* character for output */ 
Register.h.bh = GETPAGE (); /* Display page */ 
Register.h.bl = Color; /* Color of character for output */ 
Register.x.cx = 1; /* output character only once */ 
int86(0x10, &Register, é&Register); /* Call Interrupt 10H */ 


} 


[RRR KEK KKK KKK KKK EK KEKE AK KEK KKK KEK KKK KKK KKK KKK KKK KEKE KK KKK KKEKKKKEKK / 


/* WT : writes a character string with constant color starting */ 
/* at a specified position on the current display page. */ 
/* Input : see below w7 
/* Output : none af f 
/* Info : Text is a Pointer to a character Vector, which contains */ 
/* the text to be output and is terminated with a '\0' */ 
y= character. i 


[ BRAKE KKHKKKKAKIKKKRKEKKIKIKKKKKKAKKKEKKREKKEKEKKKKEKAKKKKKKAKKAKKK KKK AK KKK KK / 


void WT(Column, Line, Text, Color) 


int Column; /* Display column for output */ 
int Line; /* Display line for output */ 
char *Text; /* Text for output */ 
int Color; /* Color/Attribute of the Text */ 
{ | 
union REGS Register; /* Register-Variable for Interrupt call */ 
SetPos (Column, Line); /* Set Cursor */ 
while (*Text) /* Output Text up to '\0' character */ 
{ 
WriteChar(' ‘, Color); . /* Indicate color */ 
Register.h.ah = 14; /* Function number */ 
Register.h.bh = GETPAGE(); _ /* Display page */ _ 
Register.h.al = *Text++; /* of character to be output */ 
int86(0x10, &Register, &Register); /* Call Interrupt */ 
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} 


[RRR K IKE RK KKK IRE KKK KEKE KEKE KEE KKK KEKE KEK KEKE KKK KEKE KEK KEKE EK EK / 


/* CLS : Clear current display and set Cursor into upper left tf 
/* corner */ 
/* Input : none */ 
/* Output : none x/ 
SHEAAE EAA WEAN AEA EEE NA SAE SAEER IAEA II EDT REI ARR ADEE IRENE ESS) 
void Cls() 
{ < 
ScrollUp(0, NRM, 0, 0, 79, 24); /* Clear Screen */ 
SetPos (0, 0); /* Set Cursor */ 


} 


[BRAKE IKK IKK RIK IKK IK EKER EKER KEKE KKK IKK KEKE EE KEKE KEEKKEKEEKEKEKKKE KE / 


/* BUILDSCREENDISPLAY: prepares the display for the output of the */ 


/* Directory. */ 
/* Input : none */ 
/* Output : none */ 


[RRR RIKKI KKK EKER KKK KKK KKK ERK KAKI KKK IKKE KEK EEK EEK KK KK / 
void BuildScreenDisplay () 


{ 


byte i; /* Loop Counter */ 
Cls(): /* Clear Screen */ 
WI (14,82, \{|— pp - ———_7-— I", NoF) ; 
WI (14,EZ+1,"| Filename | Size | Date | Time {| RHSVD |", NOF) ; 
WT (14, E242, © |——_t§ + —______ +______+__ |", NOF) ; 
for (i = EZ+3; i < EZ+3+ENTRY; i++) 

WT (14,1, “| | | | | |",NOF) ¢ 
WT (14, EZ+ENTRY+3, ¢{_——$ $$$ | —___—-- ee | 

NOF) > 


} 


[RRR KEKE KR AEKKKKKRKKKEIKE KKK KKEK KEKE KEK EKRKKAKKE / 


/* PRINTDATA: Output information about an entry *f 
/* Input : see below *7 
/* Output. : none *7 


JL RRKRRARKK RRR AK KIKI KKK AER KKK KEK KEKE KKK KEKE KKK AKAIKE EEK KEKE AK KK / 


void PrintData(DirEntry, Line) 


struct DirStruct *DirEntry; /* a Directory entry */ 
byte Line; /* Display line of entry */ 
{ 
byte i; /* Loop Counter */ 
static char *Month[] = /* Vector with Pointer to name of month */ 


{ : 
tty JAN Lt ; ee FEB" ; "MAR" . "APR" ; "MAY ee 7 ee JUN a _ 
e JUL" 7 "AUG" ; e SEP we ‘ “OCT . "NOV" ; e DEC “e 
“Te 


SetPos (15, Line); /* Set Cursor position for file name */ 
for (i=0; (*DirEntry).Fname[i] && i<15 ; printf("%c", (*DirEntry) .Fname[i++])) 


e 


SetPos (28, Line); /* Set Cursor position for file size */ 
printf ("%7lu", (*DirEntry) .Fsize) ; /* Output file size */ 
SetPos (36, Line); /* Set Cursor position for Date */ 
printf (“%s-%2d-%4d", Month[ ((*DirEntry) .Fdate >> 5 & 15) - 1], 
(*DirEntry).Fdate & 31, ((*DirEntry).Fdate >> 9) + 1980); 


SetPos (49, Line); | /* Set Cursor position for Time */ 
printf ("%2d: $2d", (*DirEntry) . Ftime >> 11, (*DirEntry).Ftime >> 5 & 63); 
SetPos (59, Line); /* Set Cursor position for Attribute */ 


for (i = 1; i <= 167 i <<= 1) 
1f ((*DirEntry).Attribute & i) printf("X"); 
else printf(" ");. 
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} 


[ERK KEKIKRKKEKKE KKK EK EKER EEK KKK KEK KEK KEK EK KEKKEK KEKE KEK KEEKEKEKEKKE / 


/* GETNEXT : read the following Directory entry «/ 
/* Tnput : none . bt 
/* Output : TRUE, when an entry was found, otherwise FALSE *f 
/* Info : the entry is read into DTA rem ; at f 


[RRR EKA KKK KIRK KKK IKK IK KAKA KKK KEI IIIIKI IKI KEK KIKEK KEKE | 
byte GetNext () 

{ 
union REGS Register; /* Register-Variable for Interrupt call */ 


Register.h.ah = Ox4F; /* Function number for Search of next entry */ 
intdos (¢Register, &Register); | /* Call DOS-Intr. 21H */ 
return (!Register.x.cflag); /* Carry-Flag = 0: file found */ 
} 


[ RRR K AKER KKK KEK KKK KKK KEKE KIKI KAKA / 


/* GETFIRST : read the first Directory entry =7 
/* Input : none */ 
/* Output : TRUE, if entry was found, otherwise FALSE ¥/. 
/* Info : Entry is read into the DTA */ 


[RRR KEKE IERIE EK KEKE KEK KEK IEKEK KKK KEE KARE KEKKEKKK / 


byte GetFirst (Sname, Attribute) 


char *Sname; /* file to be found */ 
unsigned int Attribute; /* the Search Attribute */ 
{ 
union REGS Register; /* Register-Variable for Interrupt call */ 
struct SREGS Segmente; /* accepts Segment register */ 
segread (&Segmente) ; /* Read in content of Segment register */ 
Register.h.ah = 0x4E; /* Function number for search of first */ 


Register.x.cx = Attribute; /* Attribute, for which search is made */ 
Register.x.dx = (unsigned int) Sname; /* Offset address search path*/ 
intdosx(&Register, &Register, &Segmente); /* Call DOS-Intr. 21H */ 
return (!Register.x.cflag); /* Carry-Flag = 0: file found */ 
} ; 


[RRR KKK EKER KKK KK KKK KKK KKK KIKI KEK KIKI KEK AK KKK KKK EERE KKKEK KKK KKKKK / 


/* SETDTA : sets the DTA to a Variable in the Data Segment ae! f 
/* Input : see below */ 
/* Output : none ; w/ 


[ RRKKKKKKKEKK KKK KK KKEK KKK KKK KKK KKK KKK KEK KEKE KK KKK KKK KKKEEK KKK KEKE KK KKK KE / 


void SetDTA(Offset) 


unsigned int Offset; /* new Offset address of the DTA */ 
{ ae 
union REGS Register; /* Register-Variable for Interrupt call */ 
struct SREGS Segment; /* accepts the Segment register */ 
segread (&Segment) ; ae ay Read in content of Segment register */ | 
Register.h.ah = OxlA; © /* Set Function number for DTA */ 
Register.x.dx = Offset; /* Offset address into DX-Register */ 


intdosx(&Register, &Register, &Segment); /* Call DOS-Intr. 21H */ 
} : : | 


[RRR RIKKI KICK IKI KIKI KIKI TKI IKI IKK IIH II KIKI KIKI KAKA AKKKAKKKKE AK / 


/* DIR : controls the input and output of Directories */ 
/* Input : see below © ay. 
/* Output +: none ; */ 


[AOI III OTR IO IIR RIOR FIT TR IORI OT O RIOR IIIA II IIA] 


void Dir(Sname, Attribute) 
char *Sname; /* Pointer to Character Vector, containing search path */ 
int Attribute; /* Attribute of file to be found */ 
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int NumEntries, /* Total number of entries found */ 
Numwind; /* Number of entries in display */ 
struct DirStruct DirEntry; /* a Directory entry */ 
SetDTA (éDirEntry) ; /* DIRENTRY is the new DTA */ 
BuildScreenDisplay(); /* Construct display for new Directory output */ 
Numwind = NumEntries = 0; /* no entry displayed in the window */- 
/* no entry found */ 
if (GetFirst (Sname, Attribute) ) /* search for first entry */ 
{ 
do 
{ - 
PrintData(&DirEntry, EZ+ENTRY+2) ; /* output entry */ 
if (++Numwind == ENTRY ) /* Window full ? */ 
{ 
Numwind = 0; /* fill a window */ 
WI (14, EZ+4+ENTRY, aes , 
. Please press a key “, INV); 
getch(); /* wait. for key */ 
WT (14, EZ+4+ENTRY, 
se iid 7 NRM) . 


Mey x 
ScrollUp(1, NRM, 15, EZ+3, 63, EZ+2+ENTRY) ; 
WT (15, EZ+2+ENTRY, 
“ | | | | “,NOF); 
++NumEntries; 
} 
while (GetNext (})?; 
} . ; 
SetPos (14, EZ+4+ENTRY) ;- 
switch (NumEntries) 
{ 
case 0 : print e(@no anes found "ye 
s break; 
case 1 : printf ("one file found: “)p 
break; 
default : printf("%d files found ", NumEntries) ; 
} 
} 


[RII KK IK IIR IIR KIRK IKK IK KK RK IKI KK KEE REE KK KIRKE ERIK RK KKK KK KK KKK / 


ire MAIN PROGRAM abel 


[RRR KKK RRR KKK KERR ERK KIRKE KKK IKK IK HK KK EK IKKE ERK K IKK ERK EKKK KE / 


void main(Number, Argument) © f~ 


int Number; fe Number of Arguments + 1 passed */ 
char *Argument[]; /* Vector with pointer to Arguments */. 
{ 
switch (Number) NS ox “ly /* react according to */ 
{ a i : /* Arguments passed */ 
case 1: Dir("*.*", -~0); a | ss Display all files in current */ 
break; /* Directory */ 
case 2: Dix (Argument [1], ~O); aa Display all files in indicated */ 
break; | /* Directory */ 


default : printf ("Invalid number of Parameters\n") ; 


} 
} 
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6. o The EXEC Function: 


The EXEC function has been mentioned briefly several times before i in relation to 


the command processor. We’ll examine the EXEC function more fully here and 
describe its operation. 


Parent/child 


The EXEC function is one of the many DOS functions which can be called with 
interrupt 21H (function 4BH). Generally speaking, this function lets a parent 
program (main program) call a child program (secondary program). The child 
program is loaded from a mass storage device into memory and then executes. If 
this child program doesn’t become resident, the memory occupied by the child is 
released following program execution. The child program can also call another 
program which works with the parent program. This creates a type of program 
chaining limited only by the amount of available RAM. 


One example of the EXEC function is the command processor. Using the EXEC 
function, the command processor executes user-specified programs and becomes the 
parent program. Some programs (such as Microsoft Word®) permit the user to 
execute DOS commands from the main program using this function. 


The parent program can pass parameters to the child program in the command line 
and can also pass parameters using the environment block. It can also transfer 
information to the child program within the PSP. Since the child program, like all 
executable programs, has a PSP preceding it, information can be entered into the 
two FCBs within this PSP and made accessible to the child program. 


Child program 
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After transferring control to the child p program, it can access all files and devices 
previously opened by the parent program (or one of the parent programs) with a 
handle function. This allows the child program to read information from a file or 
write information to a file whose handle is known (the child program doesn’t need 
to know the filename). This is only possible if the handle was passed by the parent 
program in one of the three methods described, or if the child program refers to one 
of the five handles which are always open. These file accesses affect the file 
pointer. Since values are not reset, these file accesses become “visible” to the 
parent program when control returns to the parent program. 


After execution of the child program, control returns to the parent program and 


execution continues. To pass information (@.g., an error that occurred during the 

~ execution of the child program), the child program can pass a numeric value at the 

_ end of its execution. This can be done using DOS function 4CH, which terminates 
a program and returns a code to the parent program. 


\ 


The communication between parent and child program functions only if both 


programs agree on this return value. After control returns to the parent program, it 
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6.8 The EXEC Function 


can determine the code using function 4DH of interrupt 21H. To use function 4DH 
only the function number is passed in the AH register. The code passed by the 
child program is returned to the calling (parent) program in the AL aes: 


Ending the child program 


In addition, the contents of the AH register indicate how the child program 
terminated. The value 0 indicates a normal termination, while 1 shows that the 
child program terminated when the user pressed <Control><C> or 
<Control><Break>. If an error during access to a mass storage device forced the 


_ child program to terminate, a code of 2 is passed in the AH register. Finally the 


value 3 indicates that the child program terminated from a call to function 31H, or 
interrupt 27H; the child program then becomes resident in memory. 


As mentioned previously, the EXEC function can only load the child program if 


enough memory is available. While DOS can estimate the memory needed for 
EXE programs fairly accurately, it cannot do the same for COM programs. For 


COM programs DOS reserves all unused memory. Because of this, a COM 


EXEC 


program cannot call another program with the EXEC function, since DOS reserves 
no extra memory. The same is true for many EXE programs. If a call to a child 
program is necessary, the required memory space must be released from the calling 
program before calling the EXEC function (see Sections 6.4.1 and 6.4.2 for 


explanations on how this is done). 


If the EXEC function is called, the various parameters are loaded into the registers 
before calling interrupt 21H. Function number 4BH is passed in the AH register. 
A value of 0 or 3 is passed in the AL register. A value of 0 indicates that the 
EXEC function is to load and execute the program while a value of 3 indicates that 
the program is loaded as an overlay (without executing it). The address of the name 
of the program to be loaded or executed is passed in the DS:DX register pair. And 
the address of the parameter block is passed in the ES:BX regisics pair. 


The program name is specified as an ASCII string and ended with a null character 


(ASCII code 0). The program name can include the device name and a complete 


path description. Its last element is the program name which, besides the name 


itself, must. have the extension .COM or .EXE. If the device name or path 


designation are omitted, the system searches for the program in the current 
directory of the current device. Since the EXEC function cannot execute a batch 
file directly, the program name passed cannot contain the extension .BAT. 


Batch child | 


If a batch file is to be executed, the COMMAND.COM (command processor) file 
must be invoked first. To indicate that a batch file should be executed, the 


‘parameter /c followed by the name of the batch file to be executed is included on 


the command line. Besides the ability to execute a batch file, calling the command 
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__. processor with the /c parameter offers the option of calling any other program, and 
- even internal DOS commands such as DIR. 


Besides calling a program directly, it’s possible to specify program names without 
file extensions during a command processor call. The command processor searches 
for an EXE file; then a COM file; and finally a BAT file. If none of these files 


- exist in the current directory, it searches all directories specified in the PATH 


command. This chain of events is not followed during a direct program call 
without the addition of the command processor. 


_ The directory which contains the command processor should be specified. If not 


specified, it will be loaded from the path indicated by the COMSPEC environment 
string of the SET command. 


Parameter blocks 


Parameters can be passed to the command processor in the parameter block 
following the program name. These parameters are identical to the parameters 
entered from the keyboard when the program is called. How these parameters affect 
the EXEC function will be seen shortly, but first take a look at the parameter 
block’s structure when the AL register contains the value 0. This block’s address is 
passed to the EXEC function in the register pair ES:BX. 


[0-1 | Segment _address of the environment block 
[2-3 | Offset_address of the command parameter 
[4-5 ___ | Segment _address of the command parameter 
18-9 _| Segment _address of the first FCB 
112-13 | Segment address of the second FCB 


Field 1 indicates the segment address of the child program’s environment block. 


_ This block doesn’t require an offset address since it always starts at a location 


divisible by 16, and therefore its offset address is always to0. _ 


Environment block 
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The command processor and other programs obtain information from the 
environment block. The environment block is a series of ASCII character strings. 
This information can include paths for file searches. Each string has the following 
syntax, terminated by a null character aga cade oF 


Name = Parameter 


| _ The individual strings follow each other sequentially (i.e., the null character of one 
_ String is immediately followed by the beginning character of the next string). The 
~ environment block ends with a null character. Any environment block has a 


maximum length of 32K. 
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The environment block can be changed or modified by the user using the DOS 
SET and PATH commands. Programs which remain resident after execution are 
unaffected by any changes made to the environment block through these two DOS 
commands once made resident. . | 


If the parent program wants to pass information to the child program using the 
environment block, it can either construct a new environment block or supplement 
its Own environment block with this information. In the first case, the segment 
address of the new environment block is specified in the first field of the parameter 
block. If the child program should have access to the environment block of the 
parent program, specify a value of 0 in this field. Before turning over control to 
the child program, the EXEC function stores the segment address of the 
environment block in the memory location at address 2CH of the child program's 
PSP. 


If the child program is to use a new environment block, it should contain at least 3 
strings which are normally part of the environment block of the parent program, 
and are important to the command processor: 

‘COMSPEC = Parameter 


PATH = Parameter 
PROMPT = Parameter 


If a child program modifies its environment block, the parent program’s 
environment block remains unchanged after the child program sompletes its 
execution. 


Fields 2 and 3 indicate the command parameters’ address which is passed to the 
PSP of the program starting at address 80H. They must have the same structure in 
memory as expected by DOS in the PSP. The first byte indicates the number of 
command characters minus 1, then follows the command characters as normal 
ASCII codes. The command parameters terminate with a carriage return (ASCII 
code 13) which is not included in the character count. The first character in the 
string should be a space for compatibility with COMMAND.COM. 


To call a batch program (called DO.BAT) using the command processor, the 
following command parameters must be eee as a string in memory: 


DB 10, " /C DO.BAT", 13 


The EXEC function’ copies the command parameters ina controlled fashion into 
the PSP of the program to be executed. It removes all parameters which would 
redirect the input or output, since a redirection of the standard input/output can 
only be performed by the parent program. The child program can still use 
_ input/output redirection if the standard input/output handles have been redirected by 
_ the parent program (see Section 6. 10 for more detailed information and an example 

_ of this process). | 
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_ Fields 6, 7, 10 and 11 indicate two FCBs installed in the PSP at address SCH or 


6CH. If this is not required, specify -1 (FFFFH) in these two fields. If program 
execution requires it, enter the first two command parameters in the two FCBs 
with DOS function 29H. Before passing control to the child program, the EXEC 
function copies these two FCBs into the PSP of the child program. — 


Even though all registers and the parameter block now have the required values, the 
EXEC function cannot be called yet. Since it destroys the contents of all registers 
up to the CS and IP registers during execution, the contents of all registers must 
be placed on the stack before it is invoked. Then the contents of the SS and SP 
registers must be stored within the code segment. Only then can interrupt 21H 
function 4BH be called to activate the EXEC function. After the EXEC function 
ends, the carry flag signals if the function executed normally. Before program 
execution can continue, the value of the SS and SP registers must be restored, 
from the code segment. Then the contents of the other register can be restored 
again from the stack. 


The EXEC function serves a different purpose when a value of 3 appears in the AL 
register. In this case, it loads a COM program or an EXE program into memory 
without executing. After the target program is loaded, control immediately returns 
to the calling program. In contrast with sub-function 0, the program loads to a 
memory address indicated by the calling program instead of loading to any non- 
specific location. Since no parameters are passed to the loaded program, the 
parameter block has a different structure during the call of sub-function 3 than 
during the call of sub-function 0: 


Segment address where overlay is loaded 


Before the function is called, the segment address to which the program should be 
loaded is specified in the first field of the parameter block. If the calling program 
doesn’t have enough memory available for loading the external program, it should 
request additional memory with one of the DOS memory management functions. 
The loaded program loads directly to the segment address indicated with the offset 
address 0 since no PSP precedes the program. 


Relocation 
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The relocation factor adjusts the segment address of the called program. Since this 
factor applies only to EXE programs (COM programs cannot have specific 
segment assignments), the relocation factor for COM programs should always be 
equal to 0. The relocation factor for EXE programs should indicate the segment 
address where the program will be loaded to confirm to the program’s segment 
assignments. 


_ After the program is loaded, its routines are ready to be accessed. The routines of 


the loaded program should always be treated as subroutines; and therefore, called 
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with the machine language CALL instruction. It must always be a FAR type 
instruction even though the loaded program may be located immediately following 
the calling program, but can never have the same segment address. The offset 
address for CALL is always 100H for a COM program, since execution always 
starts immediately following the PSP at address 100H. This creates a problem. 
Sub-function 3 prevents the PSP from loading. Therefore the code segment of the 
COM program starts at address 0, not at the offset address 100H (relative to the 
load segment). Since all jump instructions and accesses to data within the COM 
program are relative to address 100H and not address 0, you cannot execute a FAR 
CALL instruction with the address of the load segment as the segment address, and 
address 0 as the offset address. The segment address for the FAR CALL must 
indicate the address of the load segment minus 10H and the address 100H as the 
_ offset address. 


If the COM program specifically acts as an overlay for another program, entry 
addresses other than address 100H are possible. In such a case, only the offset 
address for the FAR CALL instruction changes. The segment address must remain 
10H smaller than the address of the load segment. | 


EXEC and memory 


The problem is different for EXE programs. If they are loaded for execution using 
sub-function 0, the EXEC function sets the code segment and the instruction 
pointer to the instruction which was declared as the first instruction in the 
assembler source. This address, however, is unknown to the program which loaded 
the EXE program as an overlay. This can easily be remedied by placing the first 
executable instruction in the EXE program at the beginning of the EXE program. 
This makes its offset address 0. The EXE program source must not be in the 
normal sequence with the stack first. In this case, the code segment must be the 
first segment in the source to ensure that it begins the EXE program. 


The FAR CALL uses the address of the load segment as the segment address, and 
address 0) as the offset address. 


While BASIC, Pascal and C have commands or procedures to call a program from 
another program, assembly language routines must use DOS function 4BH. To 
help you further understand this function, here is an example program. 


The framework of the EXE program listed in Section 6.4.2 acts as the basis for 
this program. The EXEPRG procedure performs the actual dirty work in this 
program. It calls the new program using function 4BH. Two strings which contain 
the name of the program to be called and the necessary parameters are passed to it. 
Both strings end with the null character (ASCII code 0). All variables required by 
EXEPRG for execution can be found in the code segment. This offers the 
advantage that the lines from the code segment only must be copied into one of the 
_ application programs to use this routine. After calling EXEPRG, the carry flag 
signals if an error occurred. If true (carry flag=1), the AX register contains the error 
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code as returned by the EXEC function of DOS. If the called program executed 
correctly, the carry flag is reset (0) and the termination code of the called program, 
as returned by DOS function 4DH, is returned by the AX register. 


Within this program, EXEPRG displays the current directory using the command 
processor. The command processor defaults to the current directory of the current 
device. 


HRA REE IK IKI AIEEE ERIKA ARERAKREKAREEEREEAEREEKKEEEKE 2 
rs : 


: ; 
; EXEC ae 
ax cc ts il: i ci ew Ses ec ce cs i a in ee i ah i'm ssc ea ec ss minis‘ ams mm ‘imo wi is co Gk as tsi: um’ ca acm cmp Gu Gap cc uu Suh ld eo Saws *: 
* Task : Calls a program with the help of the La 
3* EXEC function of DOS. In this example *e 
7* program the content of the current *s 
;* Directory of the current device is displayed. *; 
; a ceca ee mat cn sa ni ee es te em ts cons as cs ms ces Ca es ew es a ‘aie ce ats eS es Sas fs ewe ta ne esc ath Sw nea mcs eh ewe es oe a emo ea om wears *s 
hal Author : MICHAEL TISCHER "s 
:* developed on : 08/01/87 *; 
;* last Update : 04/08/89 ~; 
ee Sinus ious cs wins asm ese wins eae pb ts cs cas i Ness ub ase mais ils Ve Ges em ans an Gis aks Tots wai Gls Sci tb SAD, ile uk Wasp is Ws Nc ts cians a ca sie es is i hte ei Cas seo te i mes te we 
:* assembly : MASM EXEC; a 
3% LINK EXEC; bir 
3% es cai ts i sn csc cm lum sei a iste smi co ee cise cam cms nse as mn en Ge mia ns lon ei ihm Vm ‘msc’ ams Si tency cmp cu a coun n'a SC mesa ce uO cab i we *3 
;* Call : EXEC . *; 
FERRE KEK KEKE KEKE KEK KIRKE ERE KEK KK KEKE IK KEKE KKK EKER HERR KE KEK EEE KEKEKKKKKEKKKE EK 9 
, == data SSS SSS SSS SVS SSS SS LS SS VS SS SSS SS SSS SS SS SSS SSS SS SSS SSS SSS SS SS LS SS SS SSS SS 
data segment para 'DATA' ;Definition of the data-segment 
prgname db “\command.com", 0 Name of the program to be called 
prgpara db "/c dir",0 ;Parameters passed to program 
data ends zend of data-segment 
code segment para ‘'CODE' ;Definition of the CODE-segment 

assume cs:code, ds:data, ss:stack 
exec proc far 

mov ax, data ;Load segment address of the data segment 

mov ds,ax zinto the DS-register 

call setfree . ;release unused memory 

mov dx,offset prgname ;offset address of program name 

mov si,offset prgpara ;offset address of command line 

call exeprg 7;Call program . 

mov ax, 4C0O0h end program with call of a DOS function 

int 2ih . yon return of error-code 0 
exec endp | _ 


~- SETFREE: Release memory not used ----------~----- of 


-- Input : ES = address of PSP 

-~- Output  : none | 

-~ Register : AX, BX, CL and FLAGS are changed a 

-- Info : Since the stack-segment is always the last segment in an 


EXE-file, ES:0000 points to the beginning and SS:SP 
to the end of the program in memory. Through this the 
length of the program can be calculated 


=e “Me “se Ve “Ns Be Vs Me 
| 
I 


set free proc near 
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bx, Ss : -_ first subtract the two segment addresses 


mov 
mov ax,es  —_—:~-- from each other. The result is 
sub bx,ax-. | - gnumber of paragraphs from PSP 
~ é sto the beginning of the stack 
mov ax,sp zsince the stackpointer is at the end of 
mov cl,4 => - - sthe stack segment, its content indicates 
shr ax,cl . . gthe length of the stack 
add bx,ax ~-- -  sadd to current length 
inc bx fas precaution add another paragraph - 
mov _ ah, 4ah. 7Ppass new length to DOS 
int 2ih 
ret jback to caller 
set free endp 
;-- EXEPRG: call another program ------------------------------ 
77-~- Input : DS:DX = address of the Program Name 
j-- DS:SI = address of the Command Line 
7-—- Output : carry flag = 1: Error (AX = Error-code) 
7-- Register : only AX and FLAGS are changed ; 
;-~- Info : Program name and Command Line must be ASCII-String 
i-- and terminated with ASCII-code 0 
exeprg proc near 
;Transmit Command Line into own buffer -- 

_zand count characters —— 
push bx ;Store all registers which are 
push cx ;destroyed by the call to the 
push dx _ DOS EXEC function 
push di 
push si 
push bp 
push ds 
push es 
mov di,offset comlinet+tl ;address of chars in Command Line. 
push cs | . 7CS to stack 
pop es 7back as ES a 
xor bl,bl ;Set character count to 0 

copypara: lodsb ;read a character 
or al,al jis it a NUL-code (end) 
je copyend _ 7Yes --> copied enough | 
stosb ;store in new buffer 
inc bl zincrement character count 
cmp b1,126 ;Maximum reached? 
jne copypara ;No --> continue 

copyend: mov cs:comline,bl ;store number of characters | 
mov byte ptr es:(diJ],13 ;finish command line 
mov cs:merkss,ss | 7SS. and SP must be stored in- 
mov cs:merksp,sp _ zsvariables in code segment 
mov bx,offset parblock ;ES:BX points to parameter block 
mov ax, 4B00h ;function number for EXEC function 
int 21h . :Call DOS-function . . 
cli 7;Set interrupts for a moment from 
mov ss,cs:merkss ;stack segment and stackpointer to 
mov sp,cs:merksp. ;their old values 
sti . a 7;Switch interrupt on again 
pop es . 7Get all Registers from stack again 
pop ds Jj 
pop bp 
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pop si 

pop di 

pop dx 

pop cx 

pop bx 

jc exeend sErrors? YES --> end . 

mov ah, 4dh 7no errors, sense end-code of the 

int 21h_ ;program which was executed 
exeend: ret pback to caller 


7-~ Variables of this routine only addressable through CS -- 


merkss dw (?) gaccepts SS during program call 
merksp dw (?) yaccepts SP during program call 
parblock equ this word ;Parameter block for EXEC function 
dw 0 y;environment block 
dw offset comline ;offset and segment address of. 
dw seg code smodified Command Line 
. ad 0 z;no data in PSP #1 
dd 0. 7no data in PSP #2 
comline db 128 dup (?) zaccepts modified Command Line 
exeprg endp 
“stack segment para stack ;Definition of the stack-segment 
dw 256 dup (?) zthe stack has 256 Words 
stack ends ;End of the stack-segment 
code © ends 7End of the CODE-segment 


end exec ;for execution start with EXEC 
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Memory Allocation from DOS 


DOS subdivides the maximum 640K of memory into roughly two areas. The first _ 
area is designated as the operating system area. It begins at memory location 
0000:0000 and contains the interrupt vector table, some internal tables, buffers, 
variable memory and the operating system code. This code retains the resident 
portion of the command processor and the resident and installable device drivers. 
The size of this area varies with the version of DOS in use, the sizes of the device 
drivers installed, and other factors such as the number of disk buffers available. 


The second area is designated as the TPA (Transient Program Area). It contains 
programs and their environment blocks for execution. The TPA starts after the end 
of the operating system area. Depending on the memory requirements of the 
individual programs, DOS assigns them different amounts of memory administered 
through a special data block preceding every memory range and connected with the 
data block of the next memory range. This also applies to memory not assigned to 


a program. 


This data block, called a memory control block (or MCB) is a 16-byte block 
containing a variety of information. An MCB begins at one of the addresses 
divisible by 16, and controls memory allocation. DOS looks for the segment 
address of the allocated memory range, and is helped in this task through the MCB. 
The following table shows the structure of an MCB in memory: 


pe 
ID ("Z"=last MCB, "M"=another MCB follows) 


As the table above illustrates, the MCB contains three fields. The first field 
indicates whether any MCBs follow the current MCB under analysis. The letters 
"M" (more MCBs to follow) and "Z" (last MCB) are the initials of one of the 
creators of MS-DOS, Mark Zbikowski. aoe 


The second field specifies the segment address of the corresponding program's PSP. 


_ This only applies when memory allocation becomes a part of the environment of 


the program being handled, in which case the PSP is indicated by the contents of 
this field. In most cases, this field simply points to the memory range needed by 
theprogram. its ne ee | 


The third field of the MCB specifies the size of the corresponding memory range in 
paragraphs. Next follows the memory range itself, then any further MCBs after 
that (provided that the first field contains an "M" ID letter). MCBs can be linked 
together to create a group, as shown in the figure below: | 
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Start of memory 
(0000:0000) 


Start of TPA 


Controlled by Memory Contre. Block il 


Memory Control Block Pa =P 


Controlled by Memory Control Block 2 
Memory Control Block 3 


Controlled by Memory Control Block 3 


Memory Control Block 4 Cisse HC) 


Controlled by Memory Control Block 4 


_Endof TPA 
End of memory 


; Newmbiy allocation 


If the DOS EXEC loader loads and executes a program, this function immediately 
requests two data areas through another DOS function. The first of these two areas 
stores the environment block, while the second accepts the current program and the 
program's PSP. The size of the area made available to a program is difficult to 
estimate from the EXEC loader. This is even more difficult for COM programs 
than for EXE programs since COM programs are copies of memory contents and 
have no information preceding them. DOS therefore defaults to the maximum and 
reserves the total available memory for a COM program. 


This method worked well in the early days of DOS, but has created other 
problems. While only one program could exist in memory at a time in the early 
days of DOS, now it’s common for one program to load and run a second program, 
or even make one of the programs permanently resident in memory. This can’t be 
done if no memory exists, as would be the case after loading a COM program. 
This is why a COM program should always release the memory it ee needs 
after it starts (see Section 6.4.1 for details on how this happens), 


A COM program can only load when a memory range large ‘endligh to 
accommodate the COM program exists (plus 256 bytes for the PSP and at least 2 
bytes for the stack). The COM program ensures that enough memory is available. 
Under the minimum conditions presented above, the program probaly» won’t run 
without errors, since few programs can operate with oaly a 2-byte stack. 


+. EXE program files have a set of information created by the linker. The EXEC 


loader can determine the amount of memory required for code segment, data and 


‘stack from this information. The start of the EXE program itself contains 


additional information about the amount of memory needed for the program. This 
amount defines an upper and lower limit of the additional memory, rather than a 
specific number of bytes. The EXEC loader tries to reserve the upper limit of 
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memory if it can. If this is not possible, the EXEC loader uses the lower limit or 


reserves the remainder of memory. If the lower limit of memory cannot be 


allocated, the loading process aborts and control returns to the program which 
called the EXEC loader (in most cases, the command processor). 


The same occurs after program execution when the EXEC loader releases the 


reserved memory space for further use, unless prevented by function 31H of 
interrupt 21H, called from the program. 


Now that you know some of the theoretical aspects of DOS memory management, 


_ here are descriptions of the most important of these DOS functions. Functions 


48H, 49H and 4AH are all called trough interrupt 21H. The function number is 
passed in the AH register. 


~ Function 48H allocates memory. The function number is passed in the AH register 


and the number of paragraphs to be reserved (16 bytes per paragraph) is passed in 
the BX register. If the requested number of paragraphs can be reserved, the function 
returns with the carry flag clear. The AX register indicates the segment address of 
the reserved memory. Therefore, it starts at address AX:0000. If the program 


_ required more memory than was available, the carry flag is set following the call to 


the function and the AX register contains an error code. The BX register contains 


the maximum memory available in paragraphs. 


- Function 49H performs the reverse of function 48H. This function releases 


' memory previously reserved through function 48H. The segment address of the 
- memory area to be released is passed in the ES register. This segment address was 


originally passed in the AX register when function 48H was called. Normally 
function 49H should execute without errors and the carry flag should be reset after 
the function call. If this is not the case, it could be caused by either a destroyed 
data block (placed ahead of a memory area by DOS), or a segment address passed in 


Bs the ES ee which doesn’ t match a reserved memory area. 


A third function changes the size of memory area which had been previously 
reserved. The memory area can be either enlarged or reduced by using function 
4AH. The segment address of the area to be modified is passed in the ES register. 
The BX register reserves the number of paragraphs (16-byte units) which the 


- memory area should contain. The register contents follows the call to the 


| function are identical to those of function 48H. 


Since calling DOS functions i is relatively easy as far as memory management is 
concemed and no special tricks are required, the following program is dedicated to a 
different topic, which also relates to DOS memory management. We're talking 
about a program that pokes around the system and checks all allocated memory as 
well as its contents. The program is intelligent enough to differentiate between 


“storage areas that contain Lede environment of a program, a PSP, or other 
information. — | | 
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The assignment of this program is to go through the memory from MCB to MCB 
and examine the allocated storage areas. In order to move to the next MCB each 
time, it uses the third field within an MCB, which helps it point to the next 
MCB. This sets up a loop which will run until the last MCB is discovered, which 
will have the letter "Z" in its ID field. 


But in order to move through the chain of MCBs, the address of the first link, that 
is the first MCB, must be known. DOS lists this within an internal structure 
called DIB (DOS Information Block), which is not normally accessible to 
application programs, i.e. this represents an undocumented DOS feature (see also 
Section 6.15). However, we can find out the address of this structure with the help 
of function 52H, which will output the address to the ES:BX register pair when 
called. 


Curiously, this address points to the second field in the MCB rather than the first. 
But since it's the first field that contains the address of the first MCB, the 
information we're looking for is behind the pointer. Since the pointer on the first 
MCB consists of an offset address and a segment address, it is four bytes long and 
can therefore be found at the address ES:(BX-4). But be careful with the address 
Statement, because it makes it seem as though all you have to do is subtract 4 
from the contents of the BX register in order to get the effective address of the 
desired information in the ES:BX register pair. This will only be successful if the 
offset address in the BX register is greater than or equal to 4. But if it is less than 
4, the consequences are disastrous, because this leaves a negative number. There is 
no such thing as a negative memory address. Let's use an example to make this 
clear: | 


If the value 0 is returned to the BX register as the offset address of the DIB, the 
subtraction would give the value OFFFCH. With arithmetic operations, this is 
interpreted quite correctly as -4. However, during memory access, this will not 
point to the address -4, but rather right to OFFFCH, and therefore to the end rather 
than the beginning of the accompanying segment. Of course, you won't find what 
youre looking for there. 


The program will help you here, first of all by decrementing the delivered segment 
address by 1. This reduces the effective address, which you get by appending the 
segment address and the offset address, by 16. Finally, by adding 12 to the offset 
address, the effective address is reduced by only 4 and points to the desired memory 
location. The address of the first MCB can then be taken from this memory 
location without any problems. 


The loop which runs through all MCBs and analyzes them begins with this 
address. First, some status information on the MCB and the memory it controls is 
given. This includes: - 


o- the MCB number 
° its address in memory 
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° the address of the memory it controls 

o the contents of the ID field ("M" or "Z") 

° the address of the accompanying PSP (independent of whether it 
even exists) 

° the size of the accompanying storage area in paragraphs and bytes 


Next, the contents of the storage area that belongs to it are examined. We get its 
address by incrementing the segment address of the MCB by 1. The first thing 
we'll determine is whether we're dealing with an environment block in this storage 
area. We'll know for sure if we find the string COMSPEC= at the beginning of the 
area. This string starts every environment block. If this string is found, the 
program proceeds as though this were indeed an environment block, and it lists the 
individual environment strings. In front of these, it lists the name of the program 
the environment block belongs to, which is located at the end of the environment 
block for DOS version 3.0 and higher. 


If the storage area cannot be identified as an environment block, we could possibly 
be dealing with a PSP, and therefore a transient or resident program. The program 
will start from here if it finds the machine language command INT 20H (code 
OCDH, 020H) in the first two positions of the memory range. This command 
starts every PSP. 


If the program also does not run into this, it can't tell if the memory range 
contains program code, data, or whatever. In this case, the program will send the 
first 80 bytes of the storage area to the screen as a hex and ASCII dump, in order 
to give you a chance to figure it out for yourself. 


After this, the user is prompted to strike any key. When the keystroke is received, 
the next MCB is examined, and the program will finally end when the last MCB 
has been handled. 


The following programs in Pascal and C produce the MCB dump. A BASIC 

version could not be implemented here because this program works its way 
through the entire memory, and BASIC offers only the DEF, SEG and PEEK 

commands for this purpose. The use of these commands is too awkward in this 
case and would detract from the real task of the program. 


Since both programs are very similar in terms of the logic, function calls, and 
variables used, they are described together in the following section. 


Both access memory with FAR pointers, since the storage areas to be addressed are 
outside of their data segments. While Turbo Pascal automatically uses FAR 
pointers, C requires selection of the appropriate memory configuration through 
Compact, Huge, Large or with the help of Cast operations, each of. which 
explicitly defines the task with a FAR pointer. This program goes the latter way, 
so that it may also be compiled in a memory configuration that works with NEAR 
pointers by default (Tiny, Small, Medium). 


123 


6. The Disk Operating System | PC System Programming 


Pascal 


124 


Converting separately retrieved offset and segment addresses to one FAR pointer 
presents a problem in both languages. This can be done in C with a macro, which 
is already defined in the Include file DOS.H in Turbo C, but is missing in 
Microsoft C. For this reason, the macro is defined within the C program, in case it 
hasn't been previously defined. In Pascal, the address conversions happen with the 
help of a small inline procedure, that enters both addresses directly into the 
memory locations that form the pointer. 


Beyond these brief remarks, the listings should be able to speak for themselves, 
since they are fully documented. 

listing: MEMP.PAS 

ERGO G GIS IE IGE IO IOI HIGHS IIE TICE ISO TOTO III TO IOI IIIT III TOTTI T AAG 

{* | MEMP ot 

{ *----~~~------------------------- ----------- == --- === += === === *} 


{* Description : displays the memory blocks allocated by DOS. =} 
aa a a aa aa laa | 


{* Author _ : MICHAEL TISCHER | *} 
{* developed on : 08/22/1988 +) 
{* - last update : 08/22/1988 =} 


{ERK KARE KEKE KK RR K RRR K KKK KEKE KKK KKK KEKE KERR ERE KREKREKKHEKKEKE | 
program MEMP; 


uses DOS, CRT; . { bind in the DOS and CRT units } 


type BytePtr = “byte; { pointer to a byte } 
- Range = array[0..1000] of byte; { an area, anywhere in RAM } 
RngPtr = “Range; . { pointer to an area } 

MCB = record tae { a memory control block } 
IdCode : char; { "M" = a block follows, "Z" = end } 

PSP : word; { segment address of the PSP } 

Distance : word; { number of paragraphs - 1 } 

end; | 

MCBPtr = “MCB; { pointer to an MCB } 
MCBPtr2 = “MCBPtr; i { pointer to an MCBPtr } 
HexStr = string[4]7_ { stores a four-digit hex string } 

var CvHStr : HexStr; { stores the converted hex string } 


[ASCII III GIGI IO III IOI CITI ICICI III IOI IOI SICA ITA I III III TTI TIA} 
{* GetDosVer: determines the DOS version . ae | 
{* Input : none *} 
{* Output : the DOS version number (30 for DOS 3.0, 33 for 3.3 etc.) *} 


{ RRR RR RRR RK RR RR IR RIK KR IRKIRKRIKIIK EKKI KR EK EK KEKE KK EKK KKK KKK } 


function GetDosVer : byte; 


var Regs : Registers; , { stores the processor registers } 
begin | 
Regs.ah := $30; ~ -{ function no. for "Get Dos Version" } - 
MsDos( Regs ); { call DOS interrupt $21 } 
GetDosVer >= Regs.al * 10 + Regs.ah; { get version number } 
end; 


[FRR IIRC TOI ICICI ICICI ICICI IOI TO TOTO TOTO TTR IIT ATTA ITA RIK 


{* MK FP: creates a byte pointer out of the segment and offset te 
{* _ addresses passed. *}. 
{* Input : - Seg = segment to which the point should point *} 
i - Ofs = offset address to which the pointer should point *} 


{* Output +: the pointer © *} 
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{* Info : The pointer returned can be cast to any type pointer | *} 
{ FERRER K KEKE RK KEKE IEEE IK KIKI IKKE IKKE IKK KAKA KER EEE EKER KEE KEREKKEEKKKEKE } 


{SF+} { This routine is intended for the FAR model andis } 
| { also suited for binding into a unit. | } 


function MK FP( Seg, Ofs : word ) : BytePtr; 


inline ( $8B / $46 / $08 / { mov ax, [bp+8] (get segment address) } 
$89 / $46 / SFE / { mov [bp-2],ax (and put in pointer) } 

$8B / $46 / $06 / { mov ax, [bp+6] (get offset address) } 

$89 / $46 / SFC); { mov [bp-4],ax (and put in pointer) © } 
end; a 


{$F-} { NEAR routines possible again } 


[RII IIR ITI IT TOTTI IK TIO RTT TIT I IIT IATA IIASA AIA AAI AAA TK KK | 


{* HexString: Cepatee aay otre hex string out of the number passed. *} 
{* Input : - HexVal = the number to be converted *} 


{* Output =: the hex string *} 
Eatalalatalclatelalalahalelatetetatekotatetotohokotohetotototetototototototetototedotetetonenetetetototototoietotoletoleleleleleleideleielal) 


function HexString( HexVal : word yor HexStr; 


var Counter, { loop counter } 
Nibble : byte; ... .{-the lowest nibble of the word } 
begin 
CvHStr := 'xxxx'; { initialize the string } 
for Counter:=4 downto 1 do { run through the 4 digits of the string } 
begin 
Nibble := HexVal and S$000f; { leave just the lower 4 bits } 
if ( Nibble > 9 ) then { convert to a letter? } 
. CvHStr[{ Counter ] := chr (Nibble | - 10 + ord(' At ))  { yes }- 
else . { convert to a number } 
CvHStr[ Counter ] := chr(Nibble + ord(‘0')); 
HexVal := HexVa1 shr 4; { shift HexVal 4 bits to the right } 
end; 
HexString := CvHStr; { return the created string } 
end; 


[FASO OIIOI IOC ISI OCICS CTOOIICTOC TOCCOA TOA TIS AIA IIA 


{* FirstMCB: Returns a pointer to the first MCB. a 
{* Input : none : *} 
{* Output : pointer to the firs MCB a 


{ REA AK RARER RK EEK HE KKK KIRK KEK KKK KKK KKK KKK KKK KERR KEK KEKKE EK KKEKEKK KK | 


function FirstMCB : MCBPtr; 


var Regs : Registers; n= | { stores the processor registers } 

begin a . 
Regs.ah := $52; { ftn. no.: get address of the DOS info block } 
MsDos( Regs }; _ ’ 7 es { call DOS interrupt $21 } 
{*-- ES: (BX-4) points to the first MCB, create pointer ------------- *) 


FirstMCB := MCBPtr2 ( MK _FP( Regs.ES-1, Regs.BX+12 ) )*; 
end; 


[ORI ICRI ICICI IR IT TOI ITT TOI ITT EIR TT KIRKE RR IRI RRR IR KEE RIK Y 


{* Dump: outputs hex and ASCII dump of a memory block. *} 
{* Input : - DPtr = pointer to the memory block to be dumped .*) 
{* - Num = number of lines to dump (16 bytes each) ®} 
{* Output : none *} 


FEES IE IEICE ICSI IC IICIIITI IOI CISC CII III IIE ISITE TOC TOTTI TAIT EA T) 


procedure Dump( DPtr : RngPtr; Num{Num} : byte) ; 
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type HBStr = string[2]; { stores 
var Offset, { offset 
vA : integer; : 
HexStr : HBStr; { stores a hex 
procedure HexByte( HByte : byte ); 
begin 
HexStr[1] := chr( (HByte shr 4) + ord('0') ); 
if HexStr[1] > '9' then { 
HexStr[1] := chr( ord(HexStr[1]) + 7 ); 
HexStr[2}] := chr( (HByte and 15) + ord('0') }; 


if HexStr[{2] > '9' then 


| { 
= chr( ord(HexStr[(2]) + 7); 


HexStr [2] 
end; 
begin 
HexStr s= ‘2z'; 
writeln; 


write (*DUMP | 0123456789ABCDEF 
writeln(' 09 OA OB OC OD OE OF'); 


write ('----- fm nn er re rn ner er rsa 


writeln (! ---------- = Be ers 
Offset := 0; 
while Num0 do 
begin 
write (HexString(Offset), ' | '); 
for 2:=0 to 15 do 
if (Dptr*(Offset+Z] >= 32) then 
write( chr(Dptr“*(Offset+Z]) } 
else ; 
write(' ")3 
write(' ‘}e 
for Z:=0 to 15 do 
begin 
HexByte( Dptr*[Offset+Z] ); { 
write (HexStr, ' '); 
end; 
writeln; 
Offset := Offset + 16; 
Dec({ Num ); 
end; 
writeln; 
end; 


PC System Programming 


2-digit hex numbers 


in the memory block 
{ loop Counter 
number for hex dump 


{ first digit 
convert to letters? 
{ yes 

{ second digit 
convert to letters? 
{ yes 


{ initialize the hex string 


00 01 02 03 04 05 06 07 08'); 


{ start with the first byte in the block 
{ run through the loop ANZ times 


{ process 15 bytes 


{ valid ASCII character? 
{ yes, output character 


{ no 


{ output space instead of character 
{ set cursor to the hex portion 


{ process 15 bytes 


convert byte to hex 
{ output hex string 


{ set offset in the next line 
{ decrement number of remaining lines 


eyed Sree get tet et tet eget 


{ RRR RK RRR KERRIER KKK KKK KEKE KEKE KEK ERK KEK KEKE KKK EK KEKK KEKE KK KEKKEEKEEKRKEKKEKEKE | 


{* TraceMCB: runs through the list of MCB's. 
{* Input : none 
{* Output : none 


{ RHR RK KEKE RRR KERR EKER ERK KEK KER KKK EKER KEKE KKK KEK KEK KEKE KKEKKEEKKEEREKEKEK 


procedure TraceMCB; 


const ComSpec : array[0..7] of char = 'COMSPEC='; 
var CurMCB{CurMCB} : MCBPtr; 

Done s boolean; 

Key : char; 

NYrMCB, 

Z : integer; 

MemPtr : RngPtr; 

DosVer : byte; 
begin 


DosVer := GetDosVer; 
Done := false; 
NrMCB := 1; 

CurMCB := FirstMCB; 
repeat 


{ number of current MCB 


{ loop counter 


{ DOS version number 


{ get DOS version 


{ the first MCB is number 1 
{ get pointer to the first MCB 
{ follow the MCB chain 


*} 
*) 
* 
KKKKKKK | 


eget tet tye 
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if CurMCB*.IdCode = 'Z' then { last MCB reached? } 
Done := true; { yes } 
writeln('MCB number = ', NYMCB); 
writeln('MCB address = ', HexString (seg (CurMCB*)), ‘:', 
mea HexString (ofs (CurMCB*)) )7 
writeln(‘Memory addr. = ', HexString(succ(seg(CurMCB%))), ‘:', 
HexString (ofs (CurMCB*)) )}; 
writeln('ID = ', CurMCB* .IdCode) ; 
writeln('PSP address = ', HexString (CurMCB*.PSP), ‘':0000'); 
writeln('Size = ', CurMCB’*.Distance, ‘ paragraphs ', 
"( ', longint (CurMCB*.Distance)} shl 4, ‘ bytes }'); 
write ('Contents = ')e : 
{*-- is it an environment? ---------------------------------------*} 
Z := 0; { start the comparison at the first byte } 


MemPtr := RngPtr(MK FP (succ (Seg(CurMCB*)), 0));7 { pointer in RAM } 
while ( (Z<=7) and (ord (ComSpec[Z}]} = MemPtr*[Z]) }) do 


Inc (Z) 3 . { set Z to the nest character } 
if 2>7 then . { was the string found? } 
begin { yes, this is an environment } 


' writeln(tenvironment'); 
MemPtr := RngPtr (MK_FP (succ (Seg (CurMCB%)), 0))7 


if DosVer>= 30 then { DOS Version 3.0 or higher? } 
begin { yes, get program name } 
write('Program name = ');? 
Ag OF { start with the first byte } 
while not ( (MemPtr*[Z]=0) and (MemPtr*[Z+1]=0) ) do 
Ine( 2-}7.— . { search for empty string } 
Zos= Z2°+ 4; { set Z to the start of the prog name } 
if MemPtr*(Z]<>0 then { is there a prog. name here? } 
begin 
repeat _ { run through the program name } 
write( chr (MemPtr*[Z2]) )}; { output characters } 
Inc( 2); { process the next character } 
until MemPtr*[Z]=0; { to the end of the string } 
writeln; 
end 
else { program name not found } 
writeln('unknown') ; 
end; 
{*=< output’ the environment strings <<---<+<<<-=s=--=--—-<<<<= *} 


writeln(#13,#10, ‘Environment strings'); 


2. 203 { start with the first byte in the allocated block } 
while MemPtr*[Z]<>0 do { repeat until empty string } 
begin 
write (' ae I . . 
repeat | | | | { output a string } 
write( chr(MemPtr*[Z2]} }3 { print a character } 
Inc( 2); { process the next character } 
until MemPtr*[Z]=0; { to the end of the string } . 
Inc( 2); { set to the start of the next string } 
writeln; { end line } 
end 
end 
else . { no envrionment } 
begin” Sahat Re | 
{*-- is it a PSP? --------------~----~~-~-=-------+------ == +--+ *} 
{*-- (starts with command INT 20 (code=$SCD $20)) ------------- x} 


MemPtr z= RngPtr (MK_FP (succ(seg(CurMCB*)), 0)); { set pointer } 
if ( (MemPtr*[(0]=SCD) and (MemPtr*[1]=$20) ) then 


begin , . { it's a PSP } 
writeln('PSP (with program following) '); 
eed on cane 
else 0 eer e, { the command INT 20 was not found } 
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begin 
writeln('unidentifiable (program or data) '); 
Dump ( MemPtr, 5); { dump the first 5x16 bytes } 
end; 
end; 
Write ('s===s=esss==ssse=eesessesseeeeezassseas=='); 


if ( not Done ) then 


begin { set pointer to the next MCB } 
CurMCB := MCBPtr (MK FP(seg(CurMCB*) + CurMCB*.Distance + 1, 0)); 
Inc (NrMCB) ; . { increment the number of the MCB } 
Key := ReadKey; 

end; 


until ( Done ) { repeat until the last MCB is processed } 
end; 


{ AAR AK RHR IKK HEIKKI KEKE KKK K AKI ERE KEKE HEKIKEREKRKKKEEKHKEKKKKKKKE } 


ae MAIN. PROGRAM ade 


{ RRR KERRIER KERIKERI KKK HERRERA KEK EK KKK KEE KEKE KRKEKKKKEKKKEKEKEEKE | 


begin 
ClrScr; { clear the screen } 
TraceMCB; { run through the MCBs } 
end. 


C listing: MEMC.C 


[RRR KEKE KEE KK KIRK KEKE KEE KEKE KKK EEK KEK KEK EK KEKE KEE KEKE KKEKKEKEKEKKEK / 


/* MEMC =] 
| Brn nn rr nn rn rn rrr rrr nna -------- */ 
/* Description : Displays the memory blocks allocated by DOS */ 
/* mn ik cs i hw sc ene Se mms, Stn cy ems’ aos a mo Sis ca cs ma sn wes is hl en sa cau et snd sn as eel Ss br Sa ca me Se ps SG Se */ 
{% Author : MICHAEL TISCHER i 4 
i developed on : 08/23/1988 */ 
/* last update : 05/12/1989 */ 
/* i ai cs an nS cs a kd Ss bas sas an a ds a an a a a ta or a a a a es es ee om com aw x/ 
/* (MICROSOFT C) */ 
/* creation : CL /AS /Zp memc.c 1 d 
;* call : MEMC “/ 
| *------~---------- - -- - -- - -- - + + + ne ee et / 
/* (BORLAND TURBO C) */ 
{f creation : via the Compile-Make command | | 1) ae 
f* (no project file) */ 


[RRR I KIKI RK IKK II KIKI KK IKK IIH RR IKK KKK KIKI KR KEKE KEIK IKKE KEKE KEIR / 


#include <dos.h> 
#include <stdlib.h> 


typedef unsigned char byte; /* build ourselves a byte */ 

typedef unsigned segadr; /* a segment address */ 

typedef byte boolean; — . 

typedef byte far *FB; /* FAR pointer to a byte */ 

#define TRUE 1 /* needed for working with boolean */ 

#define FALSE 0 

struct MCB { /* describes an MCB in memory */ 
byte id_code; /* 'M' = a block follows, 'Z' = end */ 
segadr psp; /* segment address of the PSP */ 
unsigned distance; _ /* number of paragraphs reserved */ 
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}? 


typedef struct MCB far *MCBPtr; /* FAR pointer to an MCB */ 
#ifndef MK FP : /* was MK FP defined already? */ 


#define MK FP(seg, ofs) ((void far *) ((unsigned long) (seg) <<16| (ofs))) 
#endif : aa 


[ECHO OO IORI O ASOD IIIT IO III IIIT IIIT II III ITI ATI III III II IIE 


kak . 

* Function ; FI R ST MCB 7 
Ce Ree SNE rs ee AE OE ORES EAS, Gem Senate eh OG gee eR I ea ed EE er eA aes hh 
* Description : Returns a pointer to the first MCB. 

* Input parameters : none . 

* Return value : Pointer to the first MCB Se 


HAH IKI IK IIIA III AIK IIT III IK III III IIIA HII TKI ARK 
kkk] 


MCBPtr first_mcb() 
{ 3 


union REGS regs; /* stores the processor registers */ 


struct SREGS sregs; /* stores the segment registers */ 
regs.h.ah = 0x52; /* ftn. no.: get address of the DOS info block */ 
intdosx( &regs, &regs, &sregs ); /* call DOS interrupt 0x21 */ 
/*-- ES: (BX-4) points to the firs MCB, create pointer --------------- */ 


return( *((MCBPtr far *) MK FP( sregs.es-1, regs.x.bx+12 )) ); 
} 


[RRR KERR KEK KEK KEKE ERK KKK KEKE KKK KEKE KKK KEKE EK KKK KEKE EKER KKK K 


* Function © : DUMP ~ 
TOK cs as sete ss ea a ea tae eae wt Gd cs ses aes is we ds ss es me a eae ea oe einen ee ak 
* Description Outputs hex and ASCII dump of a memory range. ‘a 


pointer to a memory area * 
number of dump lines (each 16 bytes) * 


* 


* Input parameters : - bptr 
= - num 


* Return value s none 
WRK KKK AK KKK KIKI IKK IKKE IKK KERIKERI IKI KK IK KKK IKK KEK EK IEK KIRKE ERE KEEK / 


void dump( FB bptr, byte num) 
{ 


FB lptr; /* running pointer for printing a dump line */ 
unsigned offset; /* offset address relative to BPTR */ 
byte i; /* loop counter */ 
printf ("\nDUMP | 0123456789ABCDEF 00 01 02 03 04 05 06 07 08"); 
printf (" 09 OA OB OC OD OF OF\n"); 

printf ("----- free nnn ee ") | 
print f ("-----------------\n") ; . 


for (offset=0; num-— ; offset += 16, bptr += 16) 


{ | /* run through the loop NUM times */— 


printf ("%04x | ", offset); 


for (lptr=bptr, i=16; i-- ; ++lptr) /* print character as ASCII =f. 


printf ("%c", (*lptr<32) ?.' '. 3. *lptr); 
printf (" ob I 
for (lptr=bptr, i=16; i--; ) | /* output character as hex */ 
printf ("%02X ", *lptrt+t); | 
printf ("\n"); /* move to the next line */ 


 Aatakakekehchetetetetototekshsioioetolotelatatsiotottelototakahaiehedctototetataiatabotootetehahaisioioototetaiataioiptoiotataiiote 


* Function : TRACE _MCB | | a 2 
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* Description : Traces the chain of MCB's. = 
* Input parameters : none is 
* Return value : none e 


FHI II III II HK KIKI KT KICK II KIKI KKK IKK KKK IKE KKK KEKE KEKE KEK KEKE KEEKEKKEKE / 


void trace_mcb() 
{ 
static char fenv{] = { /* first environment string */ 
“Ct, rs ‘M', ‘S', ‘Pp’, sg) ha “Ce, is | 


MCBPtr cur_mcb; /* pointer to the current MCB */ 
boolean done; /* TRUE if the last MCB was found */ 
byte nr_mcb, /* number of the current MCB */ 
ie /* loop variable */ 
FB lptr; /* running pointer in the environment */ 
done = FALSE; /* now we get going */ 
nr_mcb = 1; /* the first MCB is number 1 */ 
cur_mcb = first _mcb(); /* get pointer to the first MCB */ 
do /* process-the individual MCB's */ 
{ 
if ( cur_mcb->id_ code == 'Z' ) /* last MCB reached? */ 
done = TRUE; /* yes */ 
printf ("MCB number = $d\n", nr _mcbt+); 
printf ("MCB address = $Fp\n", cur_mcb); 
printf (“Memory addr. = %Np:0000\n", FP_SEG(cur_mcb)+1); 
printf ("ID = tc\n", cur_mcb->id_ code) ; 
printf("PSP address = $Fp\n", (FB) MK_FP(cur_mcb->psp, 0) ); 
printf ("Size = %$u paragraphs ( %lu bytes )\n", 
cur_mcb->distance, (unsigned long) cur_mcb->distance << 4); 
printf ("Contents =.) 5 
/*-- is it an environment? ------------~---------------<----------=-- */ 


for (i=0, lptr=(FB)cur_mcb+16;/* compare first ENV string with FENV */ 
( i<sizeof fenv ) && ( *(lptr++) == fenv[i++] ) ; ) 


, 
if ( i == sizeof fenv ) /* was a string found? */ 
{ : /* yes, it's an environment */ 
printf (“environment \n") ; 


if ( _osmajor >= 3 ) /* DOS version 3.0 or higher? */ 
{ /* yes, get program name */ 
printf ("Program name = "); 
for ( 7; ! (* (lptr++)==0 && *lptr==0) ; ) 
; /* find last ENV string */ 
if ( *(lptr += 3) } /* is there a program name here? */ 
{ /* yes */ 
for (7 *lptr ; ) /* run through the program name */ 
printf( "tc", *(lptrt++) ); /* output a character */ 
} 
else /* no program name was found */ 
printf ("unknown") ; 
printf ("\n"); /* move to the next line */ 
} 
/*-- output the environment strings ------------------------------ =] 


printf ("Environment strings\n"); 
for (lptr=(FB) cur_mcb +16; *lptr ; ++lptr) 


{ /* output a string */ 
printf (" ab 
for ( ; *lptr ; ) /* run through the string to a NUL character */ 
printf( “tc", *(lptrt+t+) ); /* output a character */ 
printf ("\n"); /* move to the next line */ 
} 
} 
else /* no envrionment */ 
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/*— 18 Lt a PSP? qeeen nen n nnn nnn rn rrr rn rn nn ne enna */ 
/*-- (introduced with the command INT 20 (Code=OxCD 0x20)) -------*/ 


if (*((unsigned far *) MK FP( cur_mcb->psp, 0 )) == 0x20cd) 
printf ("PSP (with subsequent program) \n"); /* yes */ 
else /* the command INT 0x20 was not found */ 


{ 
printf("unidentifiable (program or data) \n"); 


dump( (FB) cur_mcb + 16, 5); _ /* dump the first 5x16 bytes */ 
} 
} 
pri nt f { “NSS eee eS eS SS ee = 3 ; 
printf ("=============== Please press a key ===\n"); 
if ( !done ) | /* another MCB? */ 
{ : /* yes, set pointer to the next MCB */ 


cur_mcb = (MCBPtr) 
MK FP( FP_SEG(cur_mcb) + cur_mcb->distance + 1, 0 ); 
getch (); /* wait for a key */ 
} 
} 
while ( !done }); /* repeat until the last MCB has been processed */ 


} 


[RIKER IKK KIRKE KEKE KEKE KEK IRE REIKI KKK KAKI KIKI KEKE KKK EEE KEKE / 


iss MAIN PROGRAM ax/ 


[RRR ERE KEE KKK KEKE KEKE HEE KEK KEE KKK KKK KKK KKK KE KEK KEKIKREEKKKKKKKE / 


void main () 


{ 
printf ("\nMEMC (c) 1988 by Michael Tischer\n\n"); 
trace _mcb(); /* trace the chain of MCB's */ 


} 
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6.10 


SORT 
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DOS Filters 


Filters are programs, routines or utilities which accept input and modify the data 
for output. Filters do the same on the operating system level: characters are passed 
to these filters as input, the filters modify the characters then send the modified 
characters as output. This manipulation takes many forms. Filters can sort data, 
replace certain data with other data, encode data or decode data. 


DOS has three basic filters available: 

FIND _ searches input for a specified set of characters 
SORT arranges text or data in order 

MORE formats text display 


These filters perform simple redirection of standard input/output. They read 
characters from the standard input device, manipulate the characters as needed, then 
display them on the standard output device. The standard input device under DOS is 
the keyboard, and the standard output device is the monitor. DOS versions of 2.0 
and higher allow the user to redirect the standard input/output to files. Therefore, a 
filter can read characters from the keyboard or from a file, depending on the standard 
input device selected. This is possible by using a filter in conjunction with one of 
the DOS handle functions for reading and writing. DOS offers five handles: 


10. ~=—Fs sd. Standard input CON (Keyboard) 


Standard output CON (Screen) | 
Standard error output CON (Screen) 


Standard serial interface AUX 
4 Standard printer PRN 


If the user calls a program from the DOS level, the < character redirects input and 
the > character redirects output. In the following example, the input comes from 
the file IN.TXT instead of the keyboard. The output is written to the file 
OUT.TXT instead of the screen: | 


sort <in.txt >out.txt 


After the user enters the above command, DOS recognizes that a program named 
SORT should be called. Then it encounters the expression <IN.TXT which 
redirects the standard input. This occurs by assigning the handle 0 (standard input, 
which formerly pointed to the keyboard) to the file IN.TXT. The expression 
>OUT.TXT resets handle 1 to the OUT.TXT file instead of the screen. The affected 
handle is first closed, and then the redirected file is opened. 


Abacus | | 6.10 DOS Filters 


Once the command processor finishes with the command line it calls the SORT 
program using the EXEC function (DOS function 4BH). Since the program called 
with the EXEC function has all the handles of the calling program available, the 
SORT program can input/output characters to handles 0 and 1. Where the 
characters originate is unimportant to the program. 


After the SORT program completes its work, it returns control to the command 
processor. The command processor resets the redirection and waits for further input 
from the user. _ 


Pipes 


The filter principle as supported by DOS becomes especially powerful through 
pipes. This expression comes from the idea of a pipeline used for transporting oil 
or gas. DOS pipes have a similar function: they carry characters from one program 
to another and permit the connection of various programs with each other. 


When this happens, characters output from one program to the standard output 
device can be read by another program from the standard input device. As in the 
redirection of the standard input/output, the two programs do not notice the 
pipelines. The difference between the two procedures is that under redirection of the 
standard input/output devices, data can be redirected only to one device or file, 
while the use of pipes allows data transfer to another program. | 


Combined filters 


_ Pipes allow the user to connect multiple filters. The pipe character | is inserted 
between the programs to be connected. An example should make this more 
understandable: A text file named DEMO.TXT is sorted and then displayed on the 
screen in page format. Even though this task appears to be very complicated at 
first, it can be performed easily using two DOS filters: SORT and MORE. SORT 

_ Sorts the file and MORE displays the file on the screen in page format. 


The question is, how can you tell the command processor to do these things? First 
SORT is used. This filter is told to sort the file DEMO.TXT. The redirection of 
Standard input can be used as illustrated at the beginning of the chapter: 


SORT <DEMO.TXT 


After the user enters this command, SORT sorts the file DEMO.TXT then 
displays the file on the screen. This display would be much easier to read in page 
format. Formatted output can be implemented by redirecting the output from 
SORT to a file (for example TEMP.TXT) and displaying this file using the 
MORE command. The following sequence of commands do this: _ 


SORT <DEMO.TXT >TEMP.TXT 
MORE <TEMP.TXT 
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You can use a pipe to connect the SORT filter and the MORE filter, saving the 
user typing time. The following command line sends the output from SORT 
directly to MORE and immediately displays the sorted file in page format: 


SORT <DEMO.TXT | MORE 


Any number of filters can be connected using pipes. DOS always executes these 
pipelined filters from left to right. It sends the output from the first program as 
input to the second program, the second program's output as input to the third 
program, etc. The last program can again force the redirection of the output with 
the > character so that the final result of the whole program or filter chain travels 
to a file or other device instead of the screen. 


Note: DOS cannot send data from one filter directly to another because it 
would have to execute both filters simultaneously, and the current 
version of DOS doesn't have multiprocessing capabilities. Instead, 
the following method is used. The input calls the first filter and 
redirects its output to a pipe file. After the first filter ends its 
processing, it calls the second filter but redirects its input to the pipe 
file to read in the output from the first filter. This principle applies 
to all filters. The pipe file is stored in the current working directory. 


The word "dump" is a computer buzzword for a way to display the contents of a 
file in ASCII characters and/or hexadecimal numbers. The DUMP programs below 
performs this task as a filter. As the contents are displayed in ASCII format, 
DUMP differentiates between normal ASCII characters (letters, numbers, etc.) and 
control characters such as carriage return, linefeed, etc. These control characters are 
displayed in mnemonic form (e.g., <CR> for carriage return and <LF> for 


 linefeed). This DUMP filter is fairly simple in structure, yet it can be very useful 


to quickly examine a file's contents. 


The structure of the DUMP program is typical for a filter. Since DUMP displays a 
maximum of nine ASCII characters and/or héxadecimal codes per line, it asks for 
nine characters by using the read function from the standard input device. If not 
enough characters are available, it reads what characters are available. DUMP 
places these characters in a buffer, then converts the characters into ASCII 
characters and hex codes. This buffer will accept a complete line of 78 characters. 
When the buffer processing finishes, the filter uses the handle to write to the 
standard output device. This process is repeated until no more characters can be read 
from the standard input device. | 


The following programs are written in Pascal, C and assembly language. Note that 
there isn't a BASIC version. The reason is that BASIC, as an interpreted language, 
is unsuitable for developing a filter which can be called from the DOS level. A 
BASIC compiler would be required for this task. 
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Pascal listing: DUMPP.PAS 


{ RHKKKKH EKER RK KER REKE KEKE RK KIRKE KERR K KEKE ERE RE EKKEKRAKKKEKEKEKE | 


7 , DUMPP _ | *} 
{* nm wim is cine isi Gems TS eh us ah cam ecm ms nas is an iio ima em css sna i ni cops ims ec ns smu oun’ cs in gs nh cum ews cls mt ni isu is ia Si i ec Ci Seman mc *} 
{* Task : a Filter, which reads in characters from the *} 
{* Standard input device and outputs them *} 
{* . as Hex and ASCII dump on *} 
{* the Standard output device ie *} 
[Beene -------------------- Pa ae NN ee AE RI eM NIE IL Oe Ny ee EEE = een *} 
{* Author : MICHAEL TISCHER | | *} 
{* developed on : 08/08/87 *} 
. {* last Update ; 05/04/89 *} 
{* ta ci cs ws Ses ae sein Sn pi aim i Gis hr su in wee th GSS ces Gio sks aes ss i Cee Ss eS sa Se es Gs ees ines wes sts css chs ese ws nb i Sth cae mits eee ms *} 
eat Info - $ This program can only be called from the *} 
{* DOS level after compiling to an EXE file *} 
{* with TURBO *} 


{ BARRIER ERE RR KEKE ER EKER KK KKK RERER ERE KEKE | 


program DUMP; 


Uses Dos; | . { Add DOS unit } 
{$V-} { suppress length test on strings } 


const NUL = 0; ASCII-Code NUL-character 


{ } 

BEL = 73 { ASCII-Code Bell character } 

BS = 8; { ASCII-Code Backspace } 

TAB = 9s { ASCII-Code Tab } 

LF = 10; { ASCII-Code Linefeed } 

CR = 13; { ASCII-Code Carriage Return } 

EOF = 26; { ASCII-Code End of File } 

ESC = 27; { ASCII-Code Escape } 

type SZText = string[3]; { passes the name of a special character } 
DumpBf = array[1..80] of char; { accepts the output Dump } 
[DIIGO ICCC ITT IIIT IIR IIIS III IIIA II AT) 
{* SZ : writes the name of a control character into a Buffer *} 
{* Input : see below *} 
{* Output : none *} 
{* Info : after the call of this procedure the pointer *} 
1% which was passed, points behind the last character of *} 
{* the control character name in the Dump-Buffer *} 


[ERRKKKKARHAKKKARKEK EKER HK KHK EER KEKE KEE KKK IKK RERERK AERA EKRKKEK ERE | 


DumpBf; { Text entered here } 


procedure SZ(var Buffer : 
Text § : SZText; { Text to be entered }. 
var Pointer : integer); — { addr. of text in buffer } 
var Counter : integer; 
begin 
Buffer [Pointer] ain ed aes {leads control character } 
for Counter := 1 to length (Text) do . { transfer Text to Buffer } 
Buffer[Pointer + Counter] := Text [Counter]; 
Buffer[Pointer + Counter + 1] := '>'; { terminates control char } 
Pointer := Pointer + Counter + 2; { Pointer to next character } 
end; 


{ RHAKRAKKKRAKK KEKE REKIERKHRKKKE REE EKR EHR IKK KKK KKEK KKK KKKEKEKKKEKRKK KKK | 


{* DODUMP : reads characters in and outputs them as Dump 8 
{* Input : none *} 
{* Output : none meg . *} 


IGG III ICI ISI I IOI I ITSO II III OI TI III ITT IIIT AIA 


procedure DoDump; 
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Ende := false; 


PC System Programming 


{ not the End 


{ Function number for reading handle 
{ the Standard input device is handle 0 


{ Segment address of the buffer 


repeat 

Regs.ah := $3F; 

Regs.bx := 0; 

Regs.cx := 9; { read in 9 characters 
Regs.ds := seg (NewByte) > 


Regs.dx := ofs (NewByte); 
MsDos( Regs ); 
if (Regs.ax = 0) then Endc := true; 
if not (Endc) then 
begin . 
for Counter := 1 to 30 
do DumpBuf [Counter] := '' 
DumpBuf[31] := #219; { 
NextA := 32; 
for Counter := 1 to Regs.ax do 
begin 
HexChr := ord(NewByte[Counter]}]) shr 4 + 48; 
if (HexChr > 57) then HexChr := HexChr + 7; 
DumpBuf [Counter * 3 - 2] := chr (HexChr); 
HexChr := ord (NewByte[Counter]) and 15 + 48; 
if (HexChr > 57) then HexChr := HexChr + 7; 
DumpBuf [Counter * 3 - 1] := chr (HexChr); 
case ord (NewByte[Counter]) of 


ts 
’ 


NUL : SZ(DumpBuf, 'NUL', NextA); 
BEL : SZ(DumpBuf, 'BEL', NextA); 
BS : SZ(DumpBuf, 'BS' , NextA); 
TAB : SZ(DumpBuf, ‘TAB', NextA); 
LF : SZ(DumpBuf, 'LF* , NextA); 
CR : SZ(DumpBuf, ‘'CR' , NextA); 
EOF : SZ(DumpBuf, ‘EOF', NextA); 
ESC : SZ(DumpBuf, ‘ESC', NextA); 
else 

begin 


{ Offset address of the buffer 
{ Call DOS-Interrupt 21H 
{ no character read? 


{ NO 


{ Fill buffer with blanks 


Place Separator between Hex and ASCII 
{ ASCII~-characters follow separator 
{ start processing characters 


{ read in 

{ Hex top 4 bits 
{ convert char 

{ store in buffer 
{ Hex bot. 4 bits 
{ convert number 


{ store in buffer 


{ test ASCII-Code 
{ NUL-character 

{ Bell character 
{ Backspace 

{ Tab 

{ Linefeed 

{ Carriage Return 
{ End of File 

{ Escape 


{ normal character 


DumpBuf [NextA] := NewByte[Counter]; { Store ASCII-character 


NextA := succ (NextA) 


end 
end; 
end; 
DumpBuf [NextA] := #219; 
DumpBuf [NextA+1] := chr(CR); 


DumpBuf [NextA+2] := chr(LF); 
Regs.ah := $40; 

Regs.bx := 1; 

Regs.cx := NextAt+2; 

Regs.ds := seg (DumpBuf) ; 
Regs.dx := ofs (DumpBuf); 
MsDos( Regs ); 

end; 

until Endc; 
end; 


{ Set pointer to next character 


{ Set End character 
{ Carriage-Return followed by Line- 
{ feed to buffer end 
{ Function number for writing handle 
{ Standard output device is handle 1 
— { Number of characters 
{ Segment address of the buffer 
{ Offset address of the buffer 

{ Call DOS-Interrupt 21H 


{ repeat until no more characters are available 


Reenter et tet te yet tee 


St ee 


ee ee eee eee tee ee ee et et ee et es ee es 


ee ee ee ee eed 


Seed 


[ORI ICICIOCI IC IOIOIOIOI TO OTOI TOI IIT TCR TTI TIA ITO TATA IK } 


") 


} 


1% . MAIN PROGRAM 
{ FHKE KEKERKEKKKEKKKAKKKKKKKKKRKKKEKKEKKEKKEKKKEKEKKKEKEEKRKEKKKKKKKKKEKKKKKKKKE | 
begin 
DoDump; 
end. 


{ Output Dump 
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C listing: DUMPC.C. 


[RRR KKK RIKKI KEKE KARR KKK KKK REE KERRIER REIKI HERE / 


{* | DUMPC | | */ 
[| k-------- ast ett te nnn TR RP REE */ 
/* Task : a Filter which reads in characters from the */ 
/* . Standard input and outputs them as */ 
7* Hex and ASCII-Dump on */ 
Vos the Standard output device */ 
/* ees es ui sc a in Geese cs Se hs se sci tsb cas see cis hs es es en sce tes is Se ns ma es i emp mi i as vcs wa em es ems an i ase as es x/ 
/* Author | : MICHAEL TISCHER a ia Aa 
/* developed on : 08/14/87  *f 
/* last Update : 04/08/89 eke af 
| Rew nn ne - -- e  - e - == x / 
/* (MICROSOFT C) — Seay */ 
ris Creation : MSC DUMPC; se 
/* _ LINK DUMPC; | oe Sage antl 
/* Call : DUMPC [<Input] [>Output] Tere Me: 
| Benen ee ee ee re en en a en eee ene */ 
he (BORLAND TURBO C) | : Rh 
/* Creation ' : tee dumpc . ei le, 3 
/* Call -: DUMPC [<Input] [>output ] . */ 


Vctakotelehetotohohototohototehototolihetoleahetothetototehetotehototohelatetiekototoietaheteiehetololaieioteheletekstoteleialoieiohel 


#include <stdio.h> 2 _ /* include Header-filés af 
#include <dos.h> | cs | 


#define byte unsigned char 


-/* Code of NUL-character */ 


#define NUL 0 ) 

#define BEL 7 | : _ /* Code of Bell. */ 
#define BS 8 . _/* Code of Backspace-key */ 
#define TAB 9 : . /* Code of Tab-key */ 
#define LF 10 -s f* Code of Linefeed = */ 
#define CR $13 © . —. /* Code of Return-key _ */ 
#define ESC 27 . /* Code of Escape-key */ 


#define tohex(c) ( ((c)<10) ? ({c) | 48) : ((c) + 'At - 10) } 


VAotatokotatakotolehotalohotalohotetekotolotototoholokohaietoioloheiotoietohehoteheteheiokeheiohotaehotatoheiaiateietototaletoiohehaiital 
/* GETSTDIN: reads a certain number of characters from the Standard */ 


[* input device into a Buffer . */ 
/* Input : see below */ 
/* Output : Number of characters read wh A 


[JAI IIIA III IIR III TOTTI IIIT III IIIT IIIT II IIIT IIIA IIIA 


unsigned int Get Stdin (Buffer, MaxChar) 


char *Buffer; /* Pointer in Character-Vector, which accepts data t/ 
unsigned int MaxChar; _ /* maximum of characters to be read in */ 
{ 
union REGS Register; _., /* Register-Variable for Interrupt-Call */ 
struct SREGS Segment; /* accepts. the Segment register */ 
segread (&Segment) ; /* mead content of. segment register e/- 
Register.h.ah = 0x3F; /* Function number for */ 
Register.x.bx = 0; /* the Standard input device is handle 0 */ 
Register.x.cx = MaxChar; /* Number of Bytes to be read */ 
Register.x.dx = (unsigned int) Buffer; /* Offset address of Buffer */ 
intdosx(&Register, &Register, &Segment); /* Call Interrupt 21H */ 
return (Register.x.ax)?; /* Number of Bytes read to caller */ 


} 


[ RRKREKKKKEKKKKEKKKKEKK KKK KKK KEKE KKK KEK EKER ERK KEE KKK KEKE KEKE KKEKKKKKE / 


/* STRAP : Attach character to string sa 
/* Input : see below 7 xf 
/* Output : Pointer behind the last added character */ 


[RRR RRR KHER KIKI RHEE RAKE KAI KKK KARRI EAE ERK | 
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{ 


char *Strap(String, Textpointer) 


char *String, 
*Textpointer; 


*Stringt+ = 
return (String); 


} 


while (*Textpointer) 
*Textpointert+; 


PC System Programming 


. /* the source string */ 
/* Pointer to the text to be attached */ 


/* repeat until '\O' detected */ 


/* transmit character */ 


/* Pass Pointer to calling function */ 


[BREE KKK RIKKI K EKER EKEEKEKKE KKK EK / 


/* DODUMP 3: 
/* Input : 
/* Output : 


none 
none 


reads the characters in and outputs them as Dump 


af 
a} 
ad 


[BRAKE IKKE KEKE KARA K KERR KKK EK EKER KEK AKEKREREAKEKIEREEKEKKKEE / 


void DoDump () 


{ 

char NewByte[9], 
DumpBuf [80], 
*NextAscii; 

byte i, 
Readbytes; 


DumpBuf [30] = 219; 


while ( (Readmytes 


{ 


for (i = 0; i < 30; DumpBuf[i++] = ‘ 


NextAscii = 
for (i = 


{ 


= GetStdIn (NewByte, 


&DumpBuf [31]; 
O; i < Readbytes; i++) 


/*Accepts the characters read */ 

/* accepts a line of DUMP */ 
/* points to next ASCII-character in the buffer */ 
/* Loop counter */ 
/* Number of bytes read in */ 


/* Set separator between Hex and ASCII */ 


9)) 


l= Q) 


/* as long as characters are available */ 


‘)? 


/* Fill buffer with spaces */ 
/* ASCII-characters start here */ 


/* process all characters read in */ 


DumpBuf[i*3] = tohex({ (byte) NewByte[i] >> 4); 
/* convert Code in Hex */ 
DumpBuf [i*3+1] = tohex( (byte) NewByte[i] & 15); 
/* evaluate ASCII-Code */ 


switch 
{ 


case NUL : 


case BEL : 
case BS : 
case TAB : 
case LF : 
case CR : 
case ESC : 
case EOF ;: 


default : 
} 
} 


*NextAscii = 219; 


* (NextAscii+1) 
* (NextAscii+2) 
puts (DumpBuf); 
} 
} 


(NewByte [i] ) 


NextAscii = Strap (NextAscii, 
break; 

NextAscii = Strap (NextAscii, 
break; 

NextAscii = Strap(NextAscii, 
break; 

NextAscii = Strap (NextAscii, 
break; 

NextAscii = Strap(NextAscii, 
break; 

NextAscii = Strap(NextAscii, 
break; 

NextAscii = Strap (NextAscii, 
break; | . 
NextAscii = Strap (NextAscli, 
break; 

*NextAscii++ = NewByte[i]; 


a NS 
ay '\O': 


“<NUL>") ; 
“<BEL>") ; 
“<BS>"); 
“<TAB>") ; 
"<LF>") ; 
"<CR>"); 
"“<ESC>") ; 


"<EOF>") 3 


/* End character for ASCII representation */ 


/* Carriage-Return to End of buffer */ 
/* NUL converted to LF on output */ 
/* Write String on Standard output device */ 


[BRR RK RR KI KK IKK RIK RK IK KKK IKI EKER KK KKK KK KKK KEKE KEKKKE / 


MAIN PROGRAM 


[BRIT KK TRIKE R KIKI KIRK KIKI KIKI IRE RE KKK REA KEK / 


[** 


am / 
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void main () 
{ 


DoDump (} 7 /* Character input/output */ 
} 


Assembler listing: DUMP.ASM 


DKKKKKKK KEK KKK KKK EK KEKE KEK KEK KKKKKKKKE KKK KEKE KKKKKKEKKKEKKKEEKKEKEKKEKKKEK 


’ a 
oh DUMP * 
sk sw sis a em spas ig cs as msm aac tna esa can wn vcs tmx an cms ac ss sen eds Sass "sea iss ais Ve a Toma's Ses cs ca ses us ce nna es Sle eis ave Maw eas ces ses ain Sain cies coisa ms as 
dias Task : A Filter which reads characters from the Standard input *; 
x and outputs them as Hex- and ASCII-Dump on * 
7. the Standard output device *; 
ak 0 EE ES ED GED OE GE END OTD ED GD cmt ES GED GARE GEES GED EE CED ht Eitbe CANES GET TD GT EEE Mid Gin can GED CEU MIND ENDED Ant SAID GAEED CEIEED Citin CHNED TRAY GEN UND (emi EAD HEED ELD CED SNES ENED SHED HbR AED GERAD GUTH GANS ERED ITE GED GAME GEED GND GOR GENE TEED ED GANS GED ke 
s as 
had Author : MICHAEL TISCHER a 
-* developed on : 08/01/87 as 
7. last Update : 04/08/89 = 
0 We seis sons Ses aes ew ese cea, es Set secs ss an Kas eis es ms wie see me ci aa Sasa ec sks emi snes ci ects Sas cs “a a ce a a i act as cans tems Sao des es cue ough ems es ee te te tas hn cain ke 
’ A e 
;* assemble : MASM DUMPA; *s 
asl LINK DUMPA; we 
;* (important)... EXE2BIN DUMPA DUMP.COM gh 
sacs se a es sa es esc ee as cs ced ec a eis es a ee a ere ee ts ks Sew cs ch Cee eee hee eS ke 
¢ f 
3* Call : DUMP [<Input] [>Output] te 
RR III IK RIKI TK IRI RI RRR KIRK IIT III KIKI TK KIKI TIKI KKK KIKI KI IK KK 0 


NUL equ 0 ;ASCII-Code NUL-Character 
BEL equ 7 ;ASCII-Code Bell 

BS equ 8 7;ASCII-Code Backspace 

TAB equ 9 7ASCII-Code Tabulator 

LF equ 10 ;ASCII-Code Linefeed 

CR equ 13 ;ASCII-Code Carriage Return 
EOF equ 26 ;ASCII-Code End of File 

ESC equ 27 ;ASCII-Code Escape 


code segment para 'CODE' ;Definition of CODE-Segments 

org 100h 

assume cS:code, ds:code, es:code, ss:code 
= Start YOUCLNC qn nr rn rn rrr een 
dump label near 


7-- Read in 9 Bytes from Standard input device -------------- 


xor bx,bx ;Standard input has the handle 0 
mov cx,9 ;read in 93 characters 
mov dx,offset newbyte ;Address of the buffer 
mov ah,3Fh 7;Function code for handle reading 
int 21h 7Call DOS-Function 
or ax,ax ;characters read in? 
jne dodump 7YES --> process line 
jmp dumpend 7;NO --> DUMPEND 
dodump: mov dx,ax | ;record number of characters read 


;-- Fill output buffer with Spaces -----------------------—-- 


mov cx,15 715 Words (30 Bytes) 

mov ax,2020h ;ASCII-Code of “ " to AH and AL 
mov di,offset dumpbuf ;the Address of the output buffer 
cld zincrement on String commands 

rep stosw 7Fill buffer with Spaces 
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e-—- Construct Output Buffer <-4-<--<--<-—ses seme e ee 


mov cx,dx | ;Get number of characters read in 
mov di,offset dumpbuf+31 ;Position Ascii-Codes in the buffer 
mov bx,offset newbyte ;Pointer to input buffer 

mov si,offset dumpbuf ;Position for Hex-Codes in Buffer 


bytein: mov ah, [bx] ;Read in Byte 
push si ;store SI on the Stack 
mov si,offset sotab Address of special character table 
mov dx,offset sotext-6 ;Address of special character text 
sotest: add dx,6 ynext entry in special text 
lodsb ;Load code from special char table 
cmp al,255 ;Reached end of table? 
je  noso 7;YES --> no special character 
cmp ah,al 7;do codes agree? 
jne sotest 7NO --> test next table element 
7-- Code was a special character -----------<----------- - 
push cx eStore Counter 
mov si,dx scopy DX to SI 
lodsb sread number of char control codes 
mov cl,al ;transfer number of characters to CL 
rep movsb scopy designation into buffer 
pop cx 7;get counter 
pop si -greturn SI from Stack 
mov al,ah ;copy character to AL 
jmp short hex ;calculate Hex-Code 
noso: . pop si jreturn SI from Stack 
mov al,ah ;copy character to AL 
stosb ;store in buffer 
hex: mov al,ah ;Code of character to AL 
and ah,1111lb | mask upper 4 Bit in AH 
shr al,l ;shift AL right 4 Bits 
shr al,l 
Shr al,l 
shr al,l 
or ax, 3030h ;convert AH and AL into ASCII-Codes 
cmp al,"9" jis AL a letter ? 
jbe nobal 7;NO --> no correction 
add al,"A"-"1"-9 ;correct AL 
nobal: cmp ah,"9" zis AH a letter ? 
jbe hexout sNO --> no correction 
add. ah, “A"-"1"~9 ;correct AH 
hexout : mov {[{si],ax - ~ - -gtore Hex-Code in buffer 
add si,3 ;point to next Position 
inc bx ;set pointer to next Byte 
loop bytein ;process next Byte 
mov al,219 ;set separator 
stosb * <3 


mov ax,LF shl 8 + CR ;CR and LF terminate buffer 
stosw jwrite in buffer 


;-- Send Dump to the Standard output device ----~------------ 


mov bx,1 ;Standard output is handle 1 

mov cx,di ;determine number of characters to be 
sub cx,offset dumpbuf ;transmitted 

mov dx,offset dumpbuf ;Address of buffer | 


mov ah,40h ;Function code for handle 
int 21h , :call DOS~function 


jmp . dump . ;read in next 9 Bytes” 
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dumpend 


newbyte 
dumpbuf 


sotab 


sotext 


db 
db 
_ db 
db 4,"<LF> a 
db 
db 


label near 


mov ax, 4C00h 
int 21h. 


db 9 dup (?) 
db 30 dup (?), 219 
db 49 dup (?) 


db NUL,BEL,BS,TAB | 


db LF,CR,EOF,ESC _ 
db 255 


equ this byte 

db 5, "<NUL>" 
5, "<BEL>" 
4 ’ I] <BS> iy 
25 "“<TAB>" 


4, "“<CR> Ty 
3; “<FOF>" 
db 5, "<ESC>" 


7;Function number for ending program 
yend program with End code 


SSS SSS SSS SS SS SS SSS SL LS SS SS SS SS SS SS SS SS SS ST SS 


sthe 9 Bytes read in 
;the output buffer 


rTable of control characters 


Text of special characters 
_ @NUL 


7Bell 

7; Backspace 
;Tabulator 

; Linefeed 
;Carriage-Return 


7End of File 


7; ESCape 


SSS SS SL LS LS LS SS SS SS SS SS SS LS SSS SS SS LS SS SS SS LS SS SS LS LS SS TS SS SSS LVS SS SS SS SS SS SS SS SS SS 


;End of CODE-Segment 
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6.11 <Ctrl><Break> and Critical Error Interrupts 


DOS offers two ways of stopping a program during execution. These situations 
occur when the user hits <Ctrl><Break> (<Ctrl><C>), or when a critical error 
occurs during access to an external device (i.e., printer, hard disk, disk drive, etc.). 
Although the key combination varies with the PC configuration, we'll use 
<Ctrl><Break> consistently in this section. 


<Ctrl><Break> 


Pressing <Ctrl><Break> to stop a program during execution can have some 
serious consequences. After the user presses this key combination, DOS abruptly 
takes control from the program without allowing the program to perform any 
"housekeeping" that may be needed. Files are not closed properly, diverted interrupt 
vectors are not reset, and allocated memory is not released. The final result can 
range from a loss of data to a system crash. 


In order to prevent this, DOS calls interrupt 23H. This interrupt is also known as 
the <Ctrl><Break> interrupt. When a program is started, this interrupt points to a 
routine which brings about the end of the program. But a program is free to select 
a routine of its own, thus maintaining control of what occurs when the user 
presses <Ctrl><Break>. 


However, the interrupt routine doesn't execute immediately. The break flag 

- controls when the interrupt routine occurs. This flag can be set at the DOS prompt 
using the BREAK (ON/OFF) command from DOS, or with the help of DOS 
function 33H, sub-function 1. If the break flag is on, every time a function of 
DOS interrupt 21H is called, the keyboard buffer will be checked to see if either 
<Ctrl><Break> or <Ctrl><C> has been pressed. If the break flag is off, this check 
will be made only when calling the DOS functions that access the standard input 
and output devices. nD 2 


If this test finds the appropriate key combination, the processor registers are loaded 
with the values contained in the DOS function to be executed. Only after this is 
interrupt 23H called. 


If a program directs this interrupt to a routine of its own, there are several ways to 
react. For example, the program could open a window on the screen which asks if 
the user would like to end the program. It can also decide for itself whether or not 
the program should end. 


Maintenance 


If the program chooses to halt execution, some form of clean-up routine should 
follow. A routine of this type closes all open files, resets any changed interrupt 
pointers, and releases any allocated memory. After this, function 4CH can end the 
program without returning control to the interrupt 23H caller. 
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If <Ctri><Break> is to be ignored, then the IRET assembly language instruction 
must return control to DOS. The program must then ensure that all processor 
registers contain the same values they had when interrupt 23H was invoked. 


_ Otherwise, the DOS function that was ssi aed called cannot be completed 


without error. | 


Both ways of handling this situation will be demonstrated in an example at the end 
of this section. 


Critical error interrupt 


Unlike the <Ctrl><Break> interrupt, the critical error interrupt call is rarely a 
reaction to something the user does intentionally. It is usually a reaction to an 
error that occurs when accessing an extemal device, such as a printer, disk drive, or 
hard disk. While the user can correct the error in many cases (e. g., printer not 
turned on), other errors can be caused by hardware failures that require repairs (e.g., 
read error while accessing hard disk). 


To make allowances for the various kinds of errors, the critical error interrupt 
(interrupt 24H) normally points to a DOS routine that displays the following or a 
similar message on the screen and waits for input from the user: 


(A)bort (R)etry (I)gnore (Fyail 


This clears the screen of the program currently under execution. In addition, this 


interrupt doesn't provide a "clean" program end. Like <Ctrl><Break>, the program 


is in a Situation where files are not prope closed, aoa ead is not 
released, etc. 


Installing an interrupt handler i ina program to areplace the DOS handler can help 


here, too. DOS enlists the help of a processor register to pass this handler various 


information when it is called. This helps the interrupt handler locate the source of 
the error. Bit 7 in the AH register indicates either a floppy or hard disk access error 
(bit 7 off), or some other error (bit 7 on). In addition, the BP:SI register pair 


points to the head of the device driver that was being called when the error 


appeared. A detailed error code is contained in the lower 8 bits of the DI register, 
and the contents of the upper 8 bits are undefined. This returns the following error 


_ codes: 


143 


6.. The Disk Operating System PC System Programming 


Error Codes Passed to the Critical Error Handler 


Disk is write protected 
Access to an unknown device 
Drive not ready 

Unknown command 


CRC error 
Wrong data length 


Seek error 

Unknown device eres 
Sector not found 
Printer out of paper 
Write error 

Read error 

General error 


When called, the critical error handler can respond by opening a window on the 
screen that asks the user to decide to ignore the error, retry the access, or abort the 
program. The latter option can only instruct the interrupt to call DOS functions 
01H to OCH. This means that the program ends abruptly, similar to pressing 
<Ctrl><Break>. While it is true that calling other DOS functions within the 
handler causes no errors in itself, the return to DOS causes a system crash. Such 
handlers are also not allowed to end a program through the use of DOS function 
4CH. Instead the handler must return to its caller with the help of the IRET 
command. With that, DOS expects a code in the AL register that will show it how 
to react to the error. It interprets the contents of the AL register as follows: 


Output Codes of a Critical Error Handler 
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Ignore the error 
Retry the operation 


End program with Interrupt 23h 
End function called with an 


The last output code in the above list represents the most sensible reaction to an 
error that can't be fixed by repeating the operation (as in the example where the 
printer needs to be turned on). The receipt of this code invokes the normal ending 
of the function call in which the error occurred. The function then sets the carry 
flag to signal the error. While this makes a "critical" error and a "normal" error 
indistinguishable to the program, it's possible i to tell them apart by setting a flag 
within the critical error ‘handler. 


Aaahaahahahtahelhohelehelotetolotetohotohohotolohetotehelohstelehetohatetotetototelotetehetetototalotetohoteiotoleiohohaiotohatoteialel 


tA ¢ 
he CE HAND i; 
;* ico Si a snaps ns ‘nna “a ss Ls ‘it sf el i nso Seta ss ca "ts see i iin nce ei ea an a te i'd ie pa Doe “eh os en ced in os es *e 
7* Description : Forms the basic structure of an assembler aa 
Phil program, in which the DOS Ctrl-Break and ns 
* Critical Error Interrupt are captured * 
ox i ne ss ei ante cis se se ccm ni Sens coun ais Sem com ‘cy aoe coms euler un cous nes ein immune ap Scns ne Soman Mab at Gams es nines cs is np eis crus ers cas Gs Seve eee ow com news i nin aw em ie 
ae Author — MICHAEL TISCHER *F 
Me developed on : 9/5/1988 ss 
ek ke 
f v 


last update : 4/8/1989 
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z= call : CE HAND | ws 


Rigs (please leave the disk drive open so that a xs 
ae Critical Error occurs.) ms 


SII IIR I IIT TO ITT TI TOK TOTTI IK IIR IT TAI AIA KITT ITI IHK IAI KIARA IR IAIN ° 


7 == constant S = SS SSS SSS SSS SSS SSS FS SS SSS SSS SSS STS SSS SSS SSS STS TS SS SS TS SSS SS SS SS 


g== Stack ======sssssssessassSses SSS SSS SSeS SS SSS SS SSeS SSS SSS SSS SSS SSS SSS 
stack segment para stack ;definition of the stack segment 

GQw 256 dup (?) zthe stack is 256 words 
stack ends rend of the stack segment 
g== data =sesscesssssscssesssssessssessessssesSSsS SSS SSS Se SsSSSeSss==S5 
data segment para ‘DATA' ;definition of the data segment 
cr err db 0 sgoes to 1, if a critical error occurs 


;during access to a peripheral device 
; (floppy, hard disk, or printer) 
cr typ db 0 serror number of the critical error 
cr_mes db “Critical error! (A)bort or (R})etry: $" 
next line db 13,10,"$" 


end mes db "Program ended normally.$"“ 

brk_ mes db "Program aborted.$" 

dat_nam db “A:TEST.DAT",0 sname of the test file 

data ends zend of the data segment 

== code =====s==s=sss=sssasssesesssa sae eassaese see ae sae sae ssseeseassss= 

code segment para ‘CODE' ;definition of the CODE segment 

. assume cs:code, ds:data, ss:stack 

start proc far | 
z-- install both Interrupt Handlers ------------<-------------- 
Bagh cs ;put CS on the stack 
pop ds yand return as DS | 
mov ax, 2523h ;fct.no.: set Ctrl-Break Handler 
mov dx,offset cbreak 7;DS:DX now contains the address of H. 
int 21h 7;call DOS Interrupt 
mov al,24h ;now set Interrupt 24h 
mov dx,offset’ cerror ;DS:DX contains the address of the new. He 
int 21h 7call DOS Interrupt 
mov ax,data ;load segment address of the data segment in 
mov ds,ax tin the DS register 


;7-- you can add your program here -------------- a a ae 


me Se & 


7-- for a demonstration, try to open a file wor nn 
77- On the opened disk drive | mmtetet ee nm 


dat open: mov ah,3dh 7function number: open file 
mov al,O ;file mode: read only 
mov dx,offset dat_nam ;DS:DX = addresse of the filename 
int 21h 7Call DOS Interrupt 21h 
jnc exit 7;no error? NO --> END 
cmp cr_err,0 ;critical error? 
je. exit ~  gNO --> END 
call crit_err va critical error occured 
jmp .dat_open _. CRIT _ERR returns only if the operation 


:should be retried 
7; (IGNORE is not possible) 


g-- the handler must not be re-installed before the end ------ 


;-~ of the. ‘program, since this is done by DOS 6 re 


exit: | mov ah,9 — ;function number: pass string 
mov dx,offset end_mes ;DS:DX = address of the message 
int 21h ;call DOS Interrupt 
mov ax,4C0OOh ;function no.: end program (ERRCODE=0) 
int 21h . ycall DOS Interrupt and end the program 
4 pwith At 
start | endp . 


7;-- CRIT ERR: called within the program after discovery of a ---------- 
eae critical error ae ee 
crit_err proc near — -_ . | 

77— Output message and ask for user input ~------------------- 


ask: mov ah, 9 ;function number: output string 
mov dx,offset cr _mes 7DS:DX = address of the message 
int 2ih . ;call DOS Interrupt 
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mov ah,1 function number: input character 
int 21h zceall DOS Interrupt 
push ax ;note the input 
mov ah,9 sfunction number: output string 
mov dx,offset next _line;DS:DX = address of the message 
int 21h  7eall DOS Interrupt 
z-- interpret the user's input ------------------------------- 
pop ax zretrieve the input 
cmp al,"A" pabort? 
je end_up 7go to “clean-up” procedure 
cmp al,"“a" — zabort? 
je end _up 7go to “clean-up” procedure 
cmp al,"r" ;retry? 
je crend 7go to end of procedure 
cmp al,"“R" ;retry? 
jne ask ;no, ask again 
crend: ret ;return to caller 


crit_err endp 
7-- END UP: executes a "Clean" ending 9 ~~----~~ ere e nnn nnn nen 
end_up proc near 
7-- all opened files can be closed and the system memory ---- 
;-- allocated by the program can be freed here -——— 


; 
r 
’ 
mov ah,9 ;function number: output string 
mov dx,offset brk_ mes ;DS:DX = address of the message 
int 21h 7call DOS Interrupt 
mov ax, 4Cc00Oh yend the program normally with the 
int 21h 74Ch function 
end_up endp 
7~~- CBREAK: the new Ctrl-Break Handler ---------------3---------=-------- 
cbreak proc far 


z-- all registers altered within this routine (excluding ---- 
;-~ the Flag Register) have to be secured on the stack -——— 


push ds 
mov ax,data yload the segment address of the 
mov ds,ax ;data segment in the DS-Register 


;-~ for example, you can open a window here in which the ----- 
;-- user is asked if he really wants to end the program ----- 


Se Ns 


? 
jmp goon 7don't end program 
;-- if the user decides to end the program, a routine with --- 
7-- which the program can be ended can be started here _—— 


jmp end_up ;prepare termination of the program 
;-- the program should not be aborted, continue normal ------ 
a—~ execution a a a 
go_on: pop ds ;restore saved register 
iret ;back to DOS, where the interrupted 
;function is continued normally 
cbreak endp 
7-- CERROR: the new Critical Error Handler -----------~------------------ 
cerror proc far 


7-~ each of the registers (SS, SP, DX, ES, DX, CX und BX) ---- 
;-- that was altered within this routine must be saved ---- 
7-- on the stack Sm 
sti yallow interrupts again 

push ds ‘ 
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mov ax,data zload segment address of the data segment 
mov ds,ax zin the DS-Register 
mov cr _err,1 ypoint to critical error 
mov ax,di - gerror number to AX 
mov cr typ,al ynote error number 
mov al,3 send function call with error 
pop ds ;fetch DS again 
iret 
cerror endp 
7 eS ee EE ee ee ee ee ee ee Oe ee ee ae ae ee ee 
code ends yend of the code segment 
end start ;start program execution with 


7the START procedure 
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6.12 DOS Device Drivers 


A device driver is the part of the operating system responsible for the control of, 
and the communication with, the hardware. It represents the lowest level of an 


Operating system, and permits all other levels to work independent of hardware. 
When adapting an operating system to various computers, this is an advantage. 
The entire operating system doesn't have to be changed, only the various device 
drivers. 


In earlier operating systems, device drivers resided in the operating system code. 
This meant that changes or upgrades of these routines to match new hardware were 
very difficult, if not impossible. DOS Version 2.0 introduced a flexible concept of 
device drivers. This makes it possible for the user to adapt even the most exotic 
PC clone to DOS. 


Custom drivers 


Drivers 


Since communication between DOS and a device driver is based on relatively 
simple function calls and data structures, the assembly language programmer can 
develop a device driver to adapt DOS to any device. Unfortunately, device drivers 
cannot be programmed in a higher level language. 


When developing the code for a driver, the same rules are observed as for 
developing a COM program (no direct segment access). The difference is that a 
device driver starts at offset address OH, and not at 100H. The end of this section 
explains the assembly language implementation in detail. 


During the DOS boot process, the drivers NUL, CON, AUX, PRN and the drivers 
for the disk drives and hard drive (if needed) are loaded and installed. They are 
arranged sequentially in memory and connected to each other. If the user wants to 
install his own driver, he has to inform DOS using the CONFIG.SYS file. This 
text file contains the information which DOS requires for configuring the system. 
Contents of the CONFIG.SYS file are read and evaluated during the boot process 
after linking the standard drivers. If DOS finds the DEVICE= command, it knows 
that a new driver should be included. The name of the driver and perhaps a device 
and path designation are indicated after the equal sign. 


ANSI.SYS 
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The following command sequence includes the ANSI.SYS driver, which is 
_ supplied with DOS. This driver makes enhanced character output and keyboard 
- functions available: 


DEVICE=ANSI.SYS 


ee ee 6.12 DOS Device Drivers 


The new driver is added to the chain immediately following the NUL device driver 
(the first driver in the chain). The ANSI.SYS driver replaces the default CON 
driver. To ensure that all function calls for monitor or keyboard communication 
operate through ANSI.SYS, the ANSI.SYS driver is placed first in the device 
group, and the CON driver is moved farther down the chain of devices. Since the 
operating system moves from link to link during the search, it finds the new CON 
driver (ANSI.SYS) first and uses it. Therefore, the system ABAOISS the old CON 
driver a as seen in the illustration below: 


Before adding , After adding | 
new CON | Data new CON |, Data 
driver 2 NUL NUL 


Data | 
CON 


aniyer Code] 
| Data | 
CON 
| Data | 
-PRN- 
| Data. 
AUX 


| Data | 


CLOCK 
CON 


PRN 
| Data | 
AUX 

>| Data | 

| . 


sesseippe Aiowew BHulseeJou 


The driver chain | 
ASSIGN 


My Not all vers can be scenlaced with new ones. The NUL driver is sivas the first 
driver in the chain. If you add a new NUL driver, the system ignores the new driver 
and continues accessing the original NUL driver. This also applies to the drivers 
for floppy disk drives and hard drives. The reason for this is that disk drives have 
drive specifiers instead of names such as CON (e.g., A:). A new disk drive can be 
added to the system, but since DOS may assign it the name D:, it may not be 
addressed by all programs which want to access device A:. This problem can be 
avoided by redirecting all device accesses using DOS's ASSIGN command. You 
can make the ASSIGN command part of the AUTOEXEC.BAT file. It executes 
after adding drivers and executing the CONFIG.SYS file. To redirect all accesses 
from drive A: (the first disk drive) to device D: (in this case, a new driver for a new 
disk drive), the AUTOEXEC.BAT file must contain the following command 
sequence: 
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ASSIGN A=D 


The drivers for mass storage devices and the drivers such as PRN are handled 


differently. DOS has two kinds of device drivers: 
° Character device drivers 
- Block device drivers _ 


Character device drivers communicate with the keyboard, screen, printer and other 


_ hardware on a character by character (byte by byte) basis. Block device drivers can 


6.12.1 


transmit an entire series of characters during each function call (disks, hard disks, 
etc.). The two driver groups differ somewhat through the ways each supports 
different functions. 


Character Device Drivers 


- Let’ S Start with character device drivers because their structure is simpler than block 


device drivers. Character device drivers transmit one byte for every function call. 


They communicate with devices such as the keyboard, display, printer and modem. 
A device driver can service only one device. Therefore, individual drivers for 
keyboard, display, printer, etc., exist in DOS after booting. 


Character devices can operate in either cooked mode or raw mode. 


Cooked mode 


In cooked mode, the device driver reads characters from the device and performs a 
test for certain control characters. DOS then passes the character to an internal 
buffer. DOS also checks to determine whether any <Enter>, <Ctrl><P>, 


__, <Ctrl><S> or <Ctrl><C> characters exist. If the system detects the <Enter> 
__ character, it ignores any further input from the device driver, even if the specified 


number of characters has not yet been read. Then the characters read are copied from 
the internal buffer to the buffer of the calling program. If characters are output in 
cooked mode, DOS tests for <Ctrl><C> or <Ctrl><Break>. If one of these 
combinations is detected, the currently running program stops. Pressing 
<Ctrl><S> temporarily stops the program until the user presses any other key. 
<Ctrl><P> redirects the Output from the screen to the printer (PRN). Pressing 
<Ctrl><P> a second time redirects the output from the printer back to the screen. 


Raw mode 


In raw mode, the device driver reads all characters without testing. If a program 


: ‘ wants to read in 10 characters, it reads exactly 10 characters, even if the user 
_ presses the <Enter> key as the second character of the string. Raw mode transmits 
the characters direct to the calling program's buffer, instead of using an internal 
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DOS buffer. During character output, raw mode doesn't test for <Ctrl><C> or 
<Ctrl><Break>. 
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6.12.2 


DOS function 44H of interrupt 21H defines the mode of the character device driver 
(see the end of this section for a detailed description of this interrupt). 


Block Device Drivers 


A block device driver normally communicates with mass storage devices such as 
floppy or hard disks, or high speed cassette tapes. For this reason, they 
simultaneously transmit a number of characters which are designated as a block. In 
some cases, a single call to a function transmits several blocks of data. The sizes 
of these blocks can differ from one mass storage device to another, as well as 


within one particular mass storage device. 


How block device drivers work 


Unlike character device drivers, a block device driver can control several devices at 

the same time. You can even divide one device into several logical units. For — 
example, a 40 megabyte hard disk can be divided into two 20 megabyte hard disks 
with the names C and D. These logical devices have single-letter specifiers instead 


of device names or filenames. The device designation depends on its position in the 


chain of device drivers. If a device driver supports several logical devices, single 


_ letters can be used as specifiers in sequential order. This is why the example above 


lists two logical drives named C and D instead of C and F. 


Every one of these devices must have a file allocation table (FAT) and a root 
directory. Block device drivers make no distinction between cooked and raw modes. 
Tey always read and write the exact number of blocks — an error is oa ac 


ACCeSS 
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There are several ways to access a device driver. Character device drivers are 


accessed using the normal FCB or handle functions by simply indicating the name 


of a driver (e.g., CON: instead of a filename). A block device driver is accessed 
using the normal DOS functions (file, directory, etc. ) by using the drive designator 
‘assigned by DOS during the boot process. 


Functions 1H through CH of interrupt 21H invoke read and write operations in a 
device driver. Two other options exist for accessing device drivers. These will be 


discussed shortly. 


Structure of a Device Driver 


Even though the two types of device drivers differ in some important details, they 
do have similar structures. Each has a device header, a strategy routine and an 
interrupt routine (a different kind of interrupt from the ones you ve read about up 


until new) 
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Device header 
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The device header appears at the beginning of each device driver and contains 
information needed by DOS for implementing the driver. 


The first two fields are the link to the next driver (offset and segment address) in 


the chain of device drivers. The memory locations required for these link fields 


must be reserved by the programmer, but DOS fills in when the driver is installed 
in the system. The next field of the device header is the attribute word. The 
attribute word describes the device driver and tells DOS, among other things, if it 
is a block or character device driver. | 


() > gore nex O > A 
Seqment address of next driver 1 word 
Device attribute 1 word 


Offset address of strategy routine (1 word) _ 
Offset address of interrupt routine (1 word) — 
Driver name from character driver (8 bytes) 


or number of devices used by block driver 


Device driver header 
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151413121110 9 876543210 bit , 


LLL EL Dxdxpxdxbpxpd PT 


IE 
‘ 


UE 


ef | 
a 


rH 


fig 
ae 


a 9 


Structure of the device attribute 


Only bits 11 through 15 are used by a block driver. The IOCTL bit tells DOS if 
this driver supports the IOCTL function of DOS. The end of this chapter and the 
descriptions of functions 3 and 12 describe this function in greater detail. Bit 11 
first appears in DOS Version 3 and should be 0 in earlier versions. A block driver 
indicates whether a medium change is recognized on the device supported (e.g., a 
floppy disk drive). If the bit is set, the driver must support a few additional 
functions. 


The next two fields contain the offset address of the strategy routine and interrupt 
routine. The last field contains the name of the device driver if it is a character 
device driver. If the name is less than eight characters in length, blank spaces 
(ASCII code 32) pad the remaining characters. If it is a block device driver, the first 
byte of this field contains the number of logical devices supported by the driver. 
The remaining seven bytes of this field remain unused and contain the value 0. 


Strategy routine 


DOS calls the strategy routine first to initialize the driver, then repeatedly before 


each subsequent I/O request from the driver's interrupt routine. The address of a data 
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Status 
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structure which contains information about the operation to be performed (the 
request header) is passed by DOS to the strategy routine in register pair ES:BX. 
The double word pointer to the data block is stored, and control immediately 
returns to DOS. DOS then calls the interrupt routine of the driver to perform the 
actual operation. 


The request header, whose address is passed to the strategy routine, always contains 
at least 13 bytes and contains information which tells the driver how to perform 
the upcoming operation. Depending on the operations performed, further 
information can be added to the end of the request header which differs depending on 
the operation. 


Data block length in bytes (1 word) 
Device number in communication (1 word) 
Command code (1 word) 


Reserved (8 bytes 


Media descriptor (1 byte) 


0000:0000 


al 


Buffer offset address (1 word) 
+ 10H | Buffer segment address (1 word) 
Number (1 word) 
Starting sector (8 bytes 


Structure of the request header 


DOS calls the interrupt routine immediately after calling the strategy routine. Its 
first task is to save the processor registers that will have their contents changed by 
the various functions of the driver to the stack. Then it obtains the command code 
from field 3 of the request header and calls the appropriate command code routine. 
After executing the routine, it fills in the status field of the request header and 
restores the processor registers from the stack. As a last step it returns control to 
the calling DOS function. 


field 


The value of the status field specifies whether the function executed without error, 
or if an error occurred during execution. For this reason, every driver function must 
set the DONE bit (bit 8) in the status field. This DONE bit must be set even if the 
function is a dummy (non-performing) function. 
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15 14°13 12°11 :10 9 8 7 6 5 4 3 2 1 9 bit 


0=OK 
1=error 


‘Error code when bit 1521: 


O=medium write protected 
1=unknown device 
2=drive not ready 
3=unknown command 
4=read (CRC-) error 
5=parameter data block 
has a false length 
6=search error 
=unknown medium 
=sector not found 
9=printer out of paper 
10=write error 

1isread error 
12=common error 
13=illegai medium change 


1=ready 


1=busy 


Status field error codes 


6.12.4 Device Driver Functions 


Under DOS Version 2, any installable device driver must support 13 functions, 
numbered from 0 to 12, even if their only action consists of setting the DONE 
flag in the status word. DOS Versions 3 and 4 include four additional functions 
which can be supported, but are not required. Some of these functions concern one 
of the two driver types, while others apply to both driver types (e.g., 
initialization). Unused functions must at least set the DONE flag of the status 
word. Let's look at the various functions in detail according to their function 
numbers. 


Request header 


Every function described here receives its arguments from the request header (whose 
address is passed by DOS to the strategy routine) and stores its "results" in the 
request header. For this reason, the offset address to the arguments, relative to the 
beginning of the request header, is passed to the specified function. These 
arguments are later transferred to variables. Besides this offset address, a flag 
indicates whether this information consists of a byte, word or PTR. The PTR data 
type represents a pointer to a buffer and consists of two adjacent words. The first 


word is the offset address of the buffer. The second word is the segment address of 


the buffer. — 
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Function 0: Driver Initialization 


DOS calls this function during the system boot decsine to initialize the device 
driver. This function can involve hardware initialization, setting various internal 
variables to their default values, or the redirection of interrupts. Since the entire 


operating system has not been completely initialized at this point, the 
| initialization routine can only call functions 1 through OCH and 30H of DOS 


interrupt 21H. These functions can be used to determine the DOS version number 


and to display a driver identification message on the screen. Even if the newly 


linked driver is a CON driver, the output to the display occurs through the old 


CON driver, because there are no new drivers linked into the system after 


completion of the initialization routine. 


Initialization and the ‘request header 


The initialization routine can obtain two pieces of information from the request 
header. The first item is the memory address containing the text following the 
equal sign on the line in the CONFIG.SYS file that loaded the driver into the 
system. 


A typical line in a CONFIG.SYS file can look like this: 


DEVICE=ANSI.SYS 


In this case, the device name is ANSI.SYS, which assigns the standard ANSI 


escape sequences for screen control to the PC. The memory address passed to the 


initialization routine points to the character following the equal sign (in this case, 
the A of ANSI.SYS). This makes it possible to store additional information 
following the name of the device driver. This information is ignored by DOS, but 
can be read by other routines. 


Logical device designation 
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_The second item is only available under DOS Version 3.0 and higher, and only if 


the driver is a block device driver. This is the letter designation of the first logical 


device of the driver. ‘The value 0 stands for A, 1 for B, 2 for C, and so on. 


The initialization routine must return four parameters to the calling DOS function. 


The first parameter is the status of the function, i.e., the indication of whether the 
function has executed correctly. For a block device driver, the number of logical 
devices supported must also be passed. This information could also be obtained 
from the device driver's header, but is ignored by DOS. 
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The next parameter that the device driver must pass to DOS is the highest memory 
address which it occupies or uses. This lets DOS know where the next device 
driver can be installed. _ : ge BH8 hy a 
BPB 

If the driver is a block device driver, the last argument passed must be the address 
of an array which contains an entry for every logical device. This array contains the 
addresses of BIOS parameter blocks (BPBs). The address is passed as two words, 
the first word contains the offset, and the second word contains the segment address 
of the array. The first two words within this table are the address for the first 

logical device supported. The next two words indicate the address for the second 
logical device, etc. The BPB, described in detail in Section 6.12, is a data block 
containing information which describes a logical device. If all or some of the 
logical devices have the same format, all entries in the BPB address table can point 
toasingle BPB. = : etatne 7 | 


Reserved sectors (including boot sectors) (1 word) 
Total number of sectors | (1 word) 
Media descriptor (1 byte) 


[+ OBH | Number of sectors per FAT | (1 word) 


BIOS Parameter Block design 


F8H = hard disk . | | 


F9H = 5.25" diskette, double-sided, 15 sectors per track 


diskette, single-sided, 9 sectors per track 


diskette, double-sided, 9 sectors per track 


diskette, single-sided, 8 sectors per track 


diskette, double-sided, 8 sectors per track 


Media descriptor byte 
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Calling parameters of function0: To 


Offset 2 (byte 
Address of character that follows the equal sign after the 
DEVICE command in the CONFIG.SYS file | 

(O=A, 1=B...) (applies to block device drivers from DOS 

Version 3.0 up onl | | 


Returned parameters of function 0: 


Offset 3 (word 


Offset 13 (byte) | Number of devices supported (block devices onl : 


Offset 14 (ptr) | Address of first available memory location following the 
driv | 

Offset 18 (ptr) | Address of array containing the addresses of BPB (block 
devices onl 


Function 1: Media Check 
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This function is used only with a block device driver. A character device driver 
should merely set the DONE flag of the status word and exit. This function is used 
by DOS to determine whether the media (diskette) has changed. It is often used 
when examining a disk directory. If the disk medium was not changed since the 
last access, DOS still has this information in memory, otherwise DOS must reread 
the information from the media which delays the execution of the current task. 


In some cases, as with floppy disks, the answer to the question is fairly 
complicated. For this reason DOS permits function 1 to answer not only with 
"yes" and "no", but also with "don't know.” In any case, the answer affects further 
DOS activity. 


If the media is unchanged, access to the media can take place immediately. If the 
media was changed, however, DOS closes all internal buffers related to the current 
logical device. This causes the loss of all data which should have been transmitted 
to the media. Then it calls function 2 of the current device driver, loads the FAT 
and the root directory. If the media check function answers with "don't know," the 
additional steps taken by DOS depend on the status of the internal buffers related to 
the current logical device. If these internal buffers are empty, DOS assumes that 
the media was changed and acts as if function 1 answered "yes." If the buffers 
contain data which should have been transmitted to the media, DOS assumes that 
the media is intact and writes the data. If the media was indeed changed, the data 
written to a changed media may damage the new diskette's file structure. 


Since subsequent processing depends on the response from the media check 
function, the driver should handle the response carefully. Before enabling the 
mechanism used by the function to respond, the function examines the parameters 
passed to it. If the driver supports several logical devices, the first parameter is the 
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number of devices. Next is a media descriptor code. This code contains information 
about the type of media last used in the current logical device. Only devices which 
can handle several different formats can use this task. For example, AT disk drives 
which can use both 360K and 1.2 megabyte diskette formats. 


If the media check function determines that the medium in a device is non- 
removable (e.g., a fixed disk), it can always respond "not changed”. If, on the other 
hand the device media can be changed (e.g., a disk), the correct response can only 

be determined by fairly complex procedures. If these procedures: are not used, the 
response should be "don' t know". 


For the sake of completeness, here are the three procedures which provide fairly 
accurate results. 


‘Sincé a device with changeable media has an opening and closing mechanism, the 
- function should check to determine whether the media was removed. However, it 
cannot determine if the removed media is identical to the newly inserted medium. 


If the media has a name, the function should read this name to determine whether 
the media was changed. This procedure “_. makes sense if every media has a 
unique name. | 


The disk drive procedure used by DOS hinges on the fact that changing medium 
takes some time. DOS assumes that even a user that can move fast needs about 
two seconds to remove a diskette from a drive and insert a new diskette in the same 
drive. If two consecutive diskette accesses occur less than two seconds apart, DOS 
assumes that no diskette change agli 


A byte in the data block is used to indicaté changes. The value -1 (FFH) means 
"changed", 0 means "don't know" and 1 means "not changed". | 


If the media was changed, the device driver signals a media change (bit 11 in the 
device attribute = 1), the address of a buffer must be passed to DOS Version 3 and 
newer, which contains the volume name of the previous media. This name must 
be stored there as an ASCII string and terminated with an end character ee 
code - | : 


Bp 
: oy 
| 
Offset 13 (b | Media descri ntor b 
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Returned narameters of function 1: 


[Offset 3 (word) | Statusword 
Offset 14 (byte) | Was media changed ? _ 


FFH = yes, OOH = don't know, 01H = no 


Offset 15 (ptr) | Address of buffer containing the previous volume name 
i! only if device indicates a media change | 


Function 2: Build BIOS Parameter Block (BPB) 


This function is used only by block device drivers. A character device driver should 
just set the DONE flag of the status word and exit. DOS calls this function when 
the media check function determines that the media was changed. This function 
returns a pointer to a new BPB for the media. 


As you can see by the layout of the calling parameters, the device number media 
descriptor and a pointer to a buffer are passed to this function by DOS. If the 
device is a standard format (bit 13 of the device attribute =0), then the buffer 
contains the first sector of the FAT. 


Calling parameters of function 2: | 


b Media descriptor byte a | 
Offset 14 (ptr Address of a buffer containing the FAT (see above 


Returned parameters of function 2: _ | | 
[Offset 3 (word) | Statusword 
_ LOffset 18 (ptr) _| Address of the BPB of addressed device 


Function 3: I/O Control Read 


160 


This function passes control information from the character or block device driver 
to the application program. It can only be called through function 44H of interrupt 
21H if the IOCTL bit in the device attribute word in the device driver header is set. 
Different parameters are passed to the function, depending on whether the driver is 
a character or a block device driver. 


A character device driver is passed the number of characters to be transferred and the 
address of a buffer for the transfer of the data. | 


A block device driver is passed the device number, the media descriptor byte, the 
address of the buffer to be used for the data transfer, the pointer to the first sector to 
be read and the number of sectors to be read. 
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Returned parameters of function 3: 
Offset 3 (word 


Offset 18 (word)| Number of sectors read (block device) ee | 
Number of characters read (character device) —__ 


Function A: Read 


This function reads data from the device to a buffer specified in the calling 
parameter. Should an error occur reading the data, the error status must be set. 
Additionally the function must report the number of sectors or bytes read 
successfully. Simply reporting an error is not good enough. 


| 
Number of characters to be read (character device 
First sector to be read (block device onl 


Returned parameters of function 4: 


| Pointer to volume ID on return of error OFH (Version 3.0 


Function 5: Non-destructive Read 


__ This function is used by a character device driver to test for unread characters in the 
input buffer. A block device should set the DONE flag of the status word and exit. 


DOS tests for additional characters using this function. If more characters exist, the 


busy bit must be cleared (set to 0) and the next character passed to DOS. The 
character that is passed remains in the buffer so that a subsequent call to a read 
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function will return this same character. If no additional characters exist, the busy 
bit must be set (set to 1). 


Calling parameter of function 5: | 


Returned parameters of function 5:_ | 
Offset 3 (word) |Stausword 
Offset 13 (byte 


Function 6: Input Status 


This function is used to determine if a character is waiting to be read from the 
input buffer of a character device. A block device driver should set the DONE flag 
of the status word and exit. 


If a character is waiting to be read from the input buffer, the busy bit is cleared (set 
to 0). If a character is not in the input buffer, the busy bit is set (set to 1). 


When a character is waiting to be read, the Input Status function (06H) resets the 
status word busy bit to 0 and returns the character to DOS. The character is not 
removed from the buffer and is therefore non-destructive. This function is 
equivalent to a one-character look ahead. | 


Calling parameter of function 6: 


Returned parameters of function 6: 


Offset 3 (word) | Status word: Characters already in buffer = 0; Read request to 
Dhysical device = 1 


Function 7: Flush Input Buffers 


This function clears the internal input buffers of a character device driver. Any 
characters read but not yet passed to DOS are lost when this function is used. A 
block device driver should set the DONE flag of the status word and exit. 


Calling parameter of function 7: | 
|Offset2 (byte) | Functionnumber(7))———“‘“C;:™*S*CSCS 


Returned parameter of function 7: 


Offset 3 (word 
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Function 8: Write 


This function transfers characters from a buffer to the current device. If an error 
occurs during transmission, the status word is used to indicate this error. Both 
block and character devices use this function. 


The parameters used for this function depend on whether the driver is for a character 
or block device. Both pass a buffer address from which a certain number of 
characters should be transferred. A character device driver is passed the number of 
bytes to be transferred in addition to this information. — 


A block driver is passed the number of sectors to transfer (not the number of 
characters), the number of the device to be addressed, its media descriptor and the 
address of the first sector on the medium. 


Should an error occur writing the data, the error status must be set. Additionally 
the function must report the number of sectors or bytes written successfully. 
Simply reporting an error is not good enough. 


Offset 1 (byte 
Offset 2 (byte 
Offset 13 (byte 


Offset 14 (ptr Address of the buffer containing data 


Offset 18 (word)} Number of sectors to be written (block device) | 
Number of characters to be written (character device) _ 
first sector to be written (block device onl 


Offset 20 (word 


Returned parameters of function 8: | | 
Offset 3 (word 


fset 18 (word)| Number of sectors written (block device) 
| Number of characters written (character device | 
Offset 22 (ptr) | Pointer to volume ID on return of error OFH (Version 3.0 
up 


Function 9: Write with Verify 


This function is similar to function 8, but with the difference that the characters 
written are reread and verified. 


Some devices, especially character devices such as a monitor or a printer, do not 


require verification since either no errors occur during transmission (monitor) or 
the data cannot be verified (printer). | 
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| 
Number of characters to be written (character device 


Returned parameters of function 9; 
Offset3(word) |Statusword  —(is—s—s—“‘(‘s—sS 


Offset 18 (word)| Number of sectors written (block device) 
Number of characters written (character device 

Offset 22 (ptr) | Pointer to volume ID on return of error OFH (Version 3.0 
up 


Function 10: Output Status 


This function indicates whether the last write operation to a character device is 
completed or not. A block device should set the DONE flag in the status word and 
exit. : | 


If the last write operation is complete then the busy bit of the status word is 
cleared; otherwise the busy bit is set to 1. | 


:Calling parameter of function 10: 


‘Offset 2 (byte) | Function number (10 | 


Returned parameter of function 10: | | 
Offset 3 (word) | Status word: The busy bit is 1 if the last character output 


has not been completed 
Function 11: Flush Output Buffers 


This function completely clears the output buffer even if it contains characters 
waiting for output. A block device should set the DONE flag on the status word 


and exit. 


Calling parameter of function 11: 


Offset 2 (byte) | Function number (11) _ , | 


{Returned parameter offunction 11: ee - | 
Offset 3 (word 
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Function 12: /O Control Write 


This function passes control information from the application program to the 
character or block device driver. It can only be called through function 44H of 
interrupt 21H provided the IOCTL bit in the device attribute word in the device 
‘driver header is set. Different parameters are passed to the function, depending on 
whether the driver is a character or a block device driver. 


A character device driver is passed the number of characters to be written and the 
address of the buffer from which these characters are transferred. 


A block device driver is passed the device number (in case the driver services 
logical devices), the media descriptor byte, the address of the buffer from which the 
data is to be written, the number of the first sector to be written and the number of 
sectors to. be written. | 


A character device driver returns the number of bytes written. A block device driver 
returns the number of sectors written. 


(Calling parameters of function12:; 
; Device number (block device only). cl 
_Address of buffer from which data should be read 
Number of characters to be written (character device 


Offset 20 (word)| First sector to be written (block device onl 


Returned parameters of function 12 


Offset 18 (word)| Number of sectors written (block device) | 
| | Number of characters written (character device) 


The following four functions are supported by DOS version 3.0 and higher. 


Function 13: Open 


This function can be used only if the OCR (Open/Close/RM) bit in the device 
attribute word in the device driver header is set. Its task differs, depending whether 
itis a character or block driver. 


A block driver uses this function every time a file is opened. This function 
determines how many open files exist on this device. Use this command carefully, 
since programs which access FCB function calls tend not to close open files. This 
problem can be avoided by assuming during every media change that no files 
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remain open. For devices with non-changeable media (e.g., a hard disk) even this 
procedure may not help. 


Within a character driver, this function can send an initialization string to the 
device before transmitting the data. This is an advantage when used for 
communication with the printer. The initialization string should not be included in © 
the driver, but can be called, for example, with the IOCTL function of interrupt 
21H, which calls function 12 of a driver to transmit it from an application 
program to the driver. The function can also be useful because it can prevent two 
processes (in a network or in multiprocessing) from both accessing the same 
device. 


For the devices CON, PRN and AUX, this function is not called since they are 
always open. 


Calling parameters of function 13: | = 
Device number (block device onl 


Function number (13 | | 


Returned parameter of function 13: | _ 


Offset 3 (word 


Function 14: Device Close 
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This function is the opposite of function 13. This function can only be addressed if 
the OCR bit in the device attribute word of the device driver header is set. Its task 
differs, depending whether it is a character or block driver. 


A block driver calls it after closing a file. This can be used to decrement a count of 
open files. Once all files on a device are closed the driver should flush the buffers 
on removable media devices, because it is likely that the user is about to remove 
the media. | i, 


A character driver can use this function to send some closing control information 
to a device after completing output. For a printer this could be a formfeed. As in 
function 13, the string could be transmitted from an application program using the 
IOCTL function. | 


Calling parameters of function 14: a = = 


[Offset 1 (byte) | Device number (block device onl | 
Function number (14 


Returned parameter of function 14: _ | _ 
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Function 15: Removable Media 


This function indicates if the media in a block device can be changed or not. This 
function is used only if the OCR bit in the device attribute word of the device 
driver is set. A character device driver should set the DONE flag in the status word 
and exit. oe La & | 


If the media can be removed, the busy bit is cleared; otherwise it is set to 1. 


Calling parameters of function 15: | | | 
|Offset 1 (byte) | Device number (block device a 
Function number (15 — . 7 


Returned parameter of function 15: | | 


Offset 3 (word) | Status word: If the media can be removed, the busy bit must 
contain the value 0 | | 


Function 16: Output until Busy 


This function transfers data from a buffer to an output device until the device is 
busy (i.e., can no longer accept more characters). As this function is supported by 
character devices, a block device driver should set the DONE flag on the status 
word and exit. 


This function works particularly well with print spoolers, through which files can 
be sent to a printer as a background activity while a program executes in the 
foreground. It is possible that not all of the characters in the transfer request will 
be sent to a device during this function call. This is usually not an error, it could 
be the result of the device becoming busy. The function is passed the number of 
characters to be transmitted as well as the buffer address. If the output device 
indicates during transmission that it can no longer accept additional characters, it 
indicates the number of characters successfully transferred and retums control to the 
device driver. ee | 


Offset 2 (byte) | Function number (16) 
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6.12.5 


Clock Driver 


Returned pa i : | . | y T. 
Offset 18 (word)| Number of characters written : 


The clock driver is a character device driver whose only function is to pass the date 
and time from DOS to an application. The clock driver can also have a different 
name, since DOS identifies it by the fact that bit 2 in the device attribute word of 
the device driver header is set to 1, instead of by name. Bit 15 must also be set 
since the clock driver is a character device driver. Functions 2AH to 2DH of DOS 
interrupt 21H read the date and time and call the driver. A clock driver must 
support only functions 4, 8 and 0 (initialization). During the call of function 4 
(reading), the date and time pass from the driver to DOS. DOS can set a new date 
and time with function 8. Both functions have the time and date passed in a buffer 
of 6 bytes in length. 


+ OOH Number of days since Jan.1,1980 (1 word) 


+ 02H Minutes (1 byte) 


0000:0000 


Hundredths of seconds _ (1 byte) 
Seconds (1 byte) 


Passing date and time to a clock driver 


The date format is unusual. Instead of passing the month, day and year separately, 


_ DOS passes the number of days elapsed since January 1, 1980 as a 16-bit number. 


Clocks 
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A fairly complex formula converts this number into normal date format, taking 
leap years into account. The clock driver normally uses function 0 and 1 of the 
BIOS interrupt 1AH to read and set the time. : : 


on AT models 


AT and AT-compatible computers have a battery powered realtime clock. 
Functions 0 and 1 of interrupt 1AH use a software controlled time counter and not 
the battery powered realtime clock. When the computer is rebooted, the date and 
time previously set with driver function 8 is cleared. You can use the clock driver 
to access the realtime clock using functions 2 and 5 of interrupt 1AH instead of 
function 0 and 1. 
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6.12.6 Device Driver Calls from pos 


Now that you have some familiarity with the fanotions of the different device 
drivers, you can look toward developing your own personal device driver. Here are 
the steps which take place before and after calling a device driver function. _ 


A chain of events begins when a DOS function which handles input and output is 
called using interrupt 21H. Calling one of these functions can in turn call a series 
_of other functions and corresponding read and write operations. 
ce | | | | 3 4 oe 
One tae of this is when the Open function 3DH i is called to open a file ina 
subdirectory. First of all, before it can be opened, DOS must find the file. This 
may require the searching of a set of directories instead of just reading i in the FAT. 
During each access of interrupt 21H, DOS determines which of the available device 


drivers should be used to read or write characters. When this happens, DOS sets 
aside an area in memory to store the information required by the device driver. 


For files, DOS must convert the number of records to be processed into logical 

sector numbers. DOS then calls the strategy routine of the device driver, to which 

it passes the address of the newly created data block (request header). Then the 

interrupt routine of the driver is called, which stores all registers. It isolates the 

function code of the requested function from the data block and Starts to process the 
- function. | 


If the addressed driver is a character device driver, the function only has to send the 
characters to the hardware or request the characters to be read. 


Block devices 


For a block device (e.g., a mass storage device such as a floppy or hard disk) the 
logical sector number must be converted into a physical address before a read or 

_ write access. The logical sector number 1S s broken: abi into a head, track and 
physical sector number. Ae 


After the read or write operation ends, the driver function must place a result code _ 

in the status field of the request header to be returned to the calling DOS function. 

Next the contents of all registers are restored and control is returned to the calling 

~ DOS function, which, depending on the result of the driver function, sets or resets 

the carry flag and places any error code into the AX register. The ° interrupt function 
then returns sleet to the routine which called interrupt 2 21H. 
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6.12.7 Direct Device Driver Access: IOCTL 


Here we discuss IOCTL in detail, since it offers an alternate method of 


communicating with the device driver. You can only use these functions if the 
IOCTL bit of the device attribute is set. 


The IOCTL function itself is one of many functions addressable from DOS 
interrupt 21H. Its function number is 44H. Three groups of sub-functions are 
accessible: 


° Device configuration 
e Data transmission 
® Driver status 


The number of the desired sub-function is passed to the IOCTL function in the AL 
register. After the function call, the carry flag indicates whether the function 
executed correctly. A set carry flag indicates the occurrence of an error and the error 
code can be found in the AX register. 


Character device driver status 
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The number of the desired sub-function is passed to the IOCTL function in the AL 
register. After the function call, the carry flag indicates whether the function 
executed correctly. A set carry flag indicates the occurrence of an error and the error 
code can be found in the AX register. 


Sub-functions 6 and 7 can determine the status of a character device driver. Sub- 
function 6 can determine if the device is able to receive data. Sub-function 7 can 
determine if the device can send data. The handle of this device is passed in the BX 
register. 


If the device is ready, both functions 6 and 7 return the value FFH in the AL 
register. 


Sub-function 2 reads control data from the character device driver. The handle is 
passed in the BX register and the number of bytes to be read is passed in the CX 
register. In addition, the DS:DX register pair contain the address of the buffer into 
which the data will be read. If the carry flag is clear, then the function was 
successful and the AX register contains the number of characters read. If the carry 
flag is set, then there was an error and the AX register contains the error code. 


Sub-function 3 writes control information from a buffer to the character device 
driver. Again, the handle is passed in the BX register, the number of bytes to be 
written in the CX register and the address of the buffer in the DS:DX register pair. 
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The return codes are the same as for sub-function 2. These two sub-functions are 
used to pass information between the application program and the device driver. 


Block device driver status 


Sub-functions 4 and 5 have the same task as sub-functions 2 and 3. However, they 
are used for block devices and not character devices. Instead of passing the handle in 
register BX, you pass the drive code (0=A, 1=B, etc.) in the BL register. 


Sub-function 0 is used to get device information for a specified handle. The sub- 
function number is passed in the AL register and the handle in the BX register. The 
function returns the device information word in the DX register. 


For block devices: 


bits 8-15 = reserved 
bit 7 = 0 if a block device 
bit 6 7 0 if file has been written 
1 if file has not been written 
bits0-5 = drive code (0=A, B=1, etc.) 


For character devices: 


bit 15 - reserved 

bit 14 = 1 if device supports IOCTL sub-functions 
0 if device does not support IOCTL sub- 
functions 

bits 8-13. = reserved 

bit 7 = if a character device 

bit 6 = 0 if end of file for input device 

bit 5 = 0 if cooked mode 
1 if raw mode 

bit 4 = reserved 

bit 3 = 1 if clock device 

bit 2 = 1 if NUL device 

bit 1 = 1 if standard output device 

bit 0 = 1 if standard input device 


Cooked and raw modes 


Sub-function 1 is used to set device information for a specified handle. This sub- 
function is often used to set the standard input device from cooked mode to raw 
mode or back. 


Two final interrupts are sometimes used by block device drivers. These two 
interrupts, 25H and 26H are used to read from and write to the disk drive. You can 
use these interrupts, for example, to process disks that were formatted using a 
"foreign" operating system. | 
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6.12.8 


6.12.9 
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The device number is passed in the AL register, the number of sectors to be 
transferred is passed in the CX register, the starting sector number to be transferred 
is passed in the DX register and the buffer is passed in the DS:BX register. The 
carry flag is clear if there was no errors. If the carry flag is set, then the error code 
is returned in the AX register. | 


Tips on Developing Device Drivers 


Major headaches in developing a device driver occur because of problems that arise 
during the testing phases of a new driver. First, a device driver must load into a 
memory location assigned to it by DOS, at an address unknown to the 
programmer. Second, a newly developed CON driver can't be tested using the 
DEBUG program, since DEBUG uses this driver for character input and output. 


We recommend that after you write the actual driver, you write a short test 
program that calls the individual functions in the same manner as DOS, but 
without having the driver installed as part of DOS. The advantages to this are that 
everything executes under user control, and the whole process can be corrected with 
a debugger. In any case, a new device driver (especially a block device driver) 
should only be linked into the system after it has been tested completely and has 
been proven to be error-free. 


Note: When working with a hard disk, prepare a floppy system diskette 
before test booting the system from the hard disk with the new driver 
installed for the first time. If a small bug should exist in the new 
driver, and the initialization routine hangs up, the booting process 
will not end and DOS will be out of control. In such a case, the only 
remedy is to reset the system and boot with a DOS diskette in the 
floppy drive. Once DOS loads, you can then access the hard disk and 
remove the new driver. 


Driver Examples 


This section contains a sample device driver for each of the three different types of 
device drivers, to demonstrate the information you've read about so far. 


The first program is a character driver which corresponds exactly to the format of a 
normal console driver. The second program is a block device driver which creates a 
160K RAM disk. The final program is a DOS clock driver to support an AT 
computer realtime clock. 


CII OR IOI IOI IOI OOOO TOTO TOIT TOIT KK tk 


* CONDRV x 
* ete i ee a we ie em i ew ee ee *s 
x Task : : This program represents a normal Console . 
i Driver (Keyboard and Display Monitor). It should *; 
* serve as a framework for a driver in the form of. *; 
* an ANSI.SYS driver. + 
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Kee eee a eee ee ee ee ee ee ee eS i eee a ee a aan ei oases ial 
* Author - : MICHAEL TISCHER * 
* developed on : 8.4.87... Ey 
* last Update | 2 9.21.87 i 


* + 


eS I eee ES ED coe SS EWE ay SUE TE eam ONE Ce AE Ce ee nS OD Gem EEE GEE SEED CUT ERD ETD CIEE wl SEEMED SOUL “SEL GOED LON OOD ERE OH GY ED eta NRO MOE LOND SE GOEY OEE GID HE SD GED ANID GUN AE SS CEES SUT cee SED SE CaS OED SNS em ae 


“2 Se %e Me Re Me Re 
=e “=e “ee “ee “es “eo 


assembly _: MASM CONDRV; * 
* LINK CONDRV; i 
= EXE2BIN CONDRV CONDRV.SYS *F 
| ial aslealententestentestennetetentaiententemneetetentennanedeematenl ee a ee we ee eee ee ce ce ee es et OD LO SD <NODE ci SOND GOT Sa UE SE SO SO OD A a DS ee bes 
-e Call : Copy into Root Directory, copy the command ae 
es DEVICE=CONDRV.SYS into the file CONFIG. Sys a 
7" and then boot the System. *; 
pee RKEKKKKKKKEKEKKKKKEK FORO TCT IOI TOO TOIT IO TOR OTOH TTA RATT IK aks 

code segment : 

assume cs:code, ds:code, es:code, ss:code 

org 0 ;Program has no PSP therefore start 

" 8 poe pent address 0 

emd_ fld equ 2 ;Offset command field in data block 
status equ 3 2Offset status field in data block 
end adr equ 14 ;Offset driver end-adr. in data block 
num db equ 18 ;Offset number in data block 
b adr equ 14 Offset buffer address in data block 
KEY SZ equ 20 ;Size of key board buffer 
num_cmd equ 16 : ;Subfunctions 0-16 are supported 
po: Meader Of DEViCce DiIVer SaSarosaSres eee ee eee 

dw -1,-1 -;Connection to next driver 

dw 1010100000000011b ;Driver attribute 

dw offset strat - Pointer to strategy routine 

dw offset intr Pointer to interrupt routine 

db “CONDRV " ;new Console driver 
;77— Jump: Table. for .functions:---=-- Te cr ne oir 
fkt_ tab > dw offset init le *Funct ion O: Initialization 

dw offset dummy ;Function 1: Media Check 

dw offset dummy ;Function 2: Create BPB 

dw offset no_sup 7Function 3: I/O control read 

dw offset read ;Function 4: Read 

dw offset read_b ;Function 5: Non-dest. Read _ 

dw offset dummy ;Function 6: Input-Status 

dw offset del_inb 7;Function 7: Erase Input-Buffer 

dw offset write | -..#Function 8: Write. 

dw offset write — Function 9: Write & Verify 

dw offset dummy 7Function 10: Output-Status 

dw offset dummy 7Function 11: Erase Output-Buffer 

dw offset no sup _ rFunction 12: I/O control write 

aw offset dummy | 7;Function 13: Open (starting at 3. 0)” 

dw offset dummy | _ 7Function 14: Close 

dw offset dummy | _  7Function 15: changeable Medium 

dw offset write 7Function 16: Output until Busy 
db ptr dw (?), (?) ;Address of data block passed 
key a aw 0 | ;Pointer to next character in KEY SZ 
key e dw 0 ;Pointer to last character in KEY S2 
key bu db KEY SZ dup (?) _ ;internal Keyboard Buffer 
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strat proc far ;Strategy routine 
mov cs:db ptr, bx ;Store address of data block in the 
mov cs:db ptr+2,es Variable DB PTR 
ret sback to caller 


intr proc far gInterrupt routine 


push ax ;Store registers on the stack 


pushf ;store also the flag register 


push cs ;Set data segment register 
pop ds ;Code is identical here with data 


les di,dword ptr db ptr;Address of data block to ES:DI 
mov bl,es:{ditcmd fld} ;Get command-code 


cmp bl,num_cmd jis command-code permitted? 

jle bc_ok 7YES --> be_ok 

mov ax, 8003h ;Code for “unknown Command" 

jmp short intr _end sback to caller 

77~~ Command-Code was o.k. -~-> Execute command ---------------- 
be ok: shl bl,1 ;Calculate pointer in jump table 

xor bh, bh ;erase BH 

call [fkt_tab+bx] 7;Call function 


les di,dword ptr db ptr;Address of the data block to ES:DI 
;-- Execution of the function completed ------~----~-----~--- 
intr_end label near 


or ax,0100h 7;Set finished-bit 
mov es:{ditstatus],ax ;store everything in the status field 


popf ;Restore flag register 
pop es ;Restore other registers 
pop ds 7 
pop bp 
pop si 
pop di 
pop dx 
pop cx 
Pop bx 
pop ax 
ret . _- shack to caller 
intr endp 
dummy proc near ;This routine does nothing 
xOr aXx,ax ;Erase busy-bit | 
ret jback to caller 
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dummy endp 
r ee RD ND te SD OTT aE AL IE AED GERD SEY OED GaN CED AD SUD GED SI Coe QUES SUD GEE OTD RO ND tts EET OD eee 
no sup proc near 
mov ax,8003h 
ret 
no sup endp 
store Cc proc near 
mov [bxt+key bu],al 
inc bl 
cmp bl,KEY SZ 
jne store e 
xor bl,bl 
store e: ret. 
store c endp 
| estate tetentaietentasietententanhennateten aemmetentatenenteretentenaaan 
read proc near 
Mov cx,es:[ditnum db] | 
jcxz read e 
les di,es:(di+b adr] 
cld 
mov si,key a 
mov bx,key e 
read 1: cmp si,bx 
jne. read 3 
read 2: xor ah,ah 
int 16h 
call store _c 
cmp al,0 
jne read 3 
mov al,ah | 
-Call store c 
read_3: mov al, [sitkey_bu] 
stosb 
inc si 
cmp si,KEY SZ 
jne read 4 
xor si,si 
read_4: loop read 1 
mov key a,si 
mov byte ptr key e,bl 
read e: xor ax,ax 
ret 


Oe ae AP SA EAE SD AE ED aS NE ED RS OE SEED MAalO OD SED CNS GEIS ON ED OND OIE: ED SOND OR SUED GUD GED EE GREE GED SUED OAD cD ND CEN GRAD GEE 


;This routine called for all functions 
swhich should really not be called 
;Error: Command not recognized 

gback to caller 


A eA OO CD et a cpr ce ene ems Ne NOY AON cae OUR REE RAY SEED ENE em GED UE ee OS me SS Le He cite Ge orm we Se come 


;stores a character in the internal 
7keyboard buffer 

;Input: AL = character 

. BX = Position of the character 


;store character in internal buffer 
zincrement pointer to End 

zsEnd of buffer reached ? 

;NO --> STORE E 

;new end is the i tac of buffer 


Jack to caller 


LS AD SN AD SAY EE IS GO ENE OE NO GD SIG SP ED ND SRN CD GD OLED MD HE ND GN MeL EN UU StS GRY ND LN GEN GORD IND CRED MUD mENS RED 


pread a certain number of characters 


;from the keyboard to a buffer 


;read number of characters 

;test if equal to 0 

yAddress of character buffer to ES:DI 
7on STOSB count up 

;Pointer to next character in KEY S2 
;Pointer to last character in KEY SZ 


;other characters in keyboard buffer? 
YES. --> READ .3 


7Function number for reading is 0 
;Call BIOS Keyboard-interrupt 

;Store characters in internal buffer 
;test if extended code 

;No ~-> READ 3 


;Extended Code is in AH 

;store 

;read character from Keyboard puffer 
;transmit to buffer of calling funct. 
;Increment pointer to next character 
;End of buffer reached? 

7NO --> READ 4 


;next character is the first character 
zin the keyboard buffer 


;repeat until all characters read 
;Store position of the next character 
sin the key board buffer 

;Store position of the last character 
;in the key board buffer 


7everything ae 
zback to caller 
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read endp 
read _b proc near ;read the next character from the 
skey board but leave in the buffer 

mov ah,1l 7Function number for BIOS-interrupt 
int 16h jcall BIOS Keyboard-interrupt 
je read pl 7no character present --> READ Pl 
mov es: ([(di+13],al zstore character in data block 
xOr ax, ax > zeverything o.k. 
ret jback to caller 


read_pl label near 


mov ax,0100h ;Set busy-bit (no character) 
ret , jback to caller 
read_b endp 
del _in_b proc near ;erase input buffer 
mov ah,1l 7Still characters in the buffer? 
int 16h 7;Call BIOS key board interrupt 
je dele ;no character in the buffer --> END 
xor ah,ah ;Remove character from buffer 
int 16h _;Call BIOS key board interrupt 
jmp short del in b ;Test for additional characters 
dele: xor ax,ax . veverything o.k. 
ret | ;back to caller 


del_in_b endp 


© ce mew cae ene ete ete me ORS See NE cam SONY MOD tee cee SED tne my sD SE SS ey SS NS te ene SD GD See canae S S  cinty OLED D S Semee Y SN GED SD SE SG SED SRY OE MS SD OT EE AU oes SEED SD ES ES SE SE ME cl GL CES Ht ce 


write proc near ;write a specified number of 
;characters on the display screen 


mov cx,es:(ditnum db] ;Number of characters read 


jcxz write e ;test if equal to 0 

lds si,es:(ditb adr} ;Address of character-buffer to DS:SI 

cld os 7on LODSB increment count 

mov ah,3 sread current display page. 

int 16h. 7Call BIOS Video-interrupt 

mov ah,14 — ;Function number for BIOS interrupt 
write 1: lodsb ;read character to be output to AL 
int. 10h. ;call BIOS Video-interrupt 

loop write 1 jrepeat until all characters output 
write e: xoYr ax,ax 7everything o.k. 

ret sback to caller 


write endp 
init proc near ;Initialization routine 


Mov word ptr es:[ditend_adr],offset init ;Set. End-Address of 
mov es: [dit+tend_adr+2],cs .o the driver 
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xor ax,ax ;everything o.k. 

ret sback to caller 
init endp | 
p seccacsesas sees ase ness eens en nesses eee eee eee ee esse se esses eeseeeeeses= 
code ends 


The header of this driver describes a character device driver which handles both the 
standard input device (keyboard) and the standard output device (monitor). After 
linking it into the system, setting the two bits in the device attribute calls this 
driver on all function calls previously handled by the CON driver. Like any other 
driver, this driver has a strategy routine and an interrupt routine. . The former stores 
the address of the datablock in the variable DB_PTR. 


The interrupt routine saves the contents of all registers which will be changed by it 
on the stack and gets the routine number to be called from the data block. It then 
checks whether CONDRV supports this function. If not, it jumps directly to the 
end of the interrupt routine and sets the proper error code in the status field of the 
request header which was passed to the routine. Then it restores the registers which 
were saved on the stack and returns control to the calling DOS function. 


For any of the functions that are supported by the device driver, the offset address 
of a routine to handle a particular function is determined from the table labeled 
FKT_TAB. Notice that the routines named DUMMY and NO_SUP appear several 
times. DUMMY is for all functions which apply only to block device drives and 
therefore are not used in this driver. The DUMMY routine clears the AX register 
and sets the BUSY bit in the status word. The NO_SUP routine handles any 
functions which cannot be used since the drive attribute for CONDRV does not 
support these functions. 


The STORE_C routine can be accessed from the lower level routines in this driver. 
Its purpose is to store a character in the internal keyboard buffer of the driver. The 
driver really shouldn't have this buffer available since BIOS (whose functions are 
used by the driver to read characters from the keyboard) also has such a buffer. The 
problem is that the BIOS always returns two characters when pressing a key with 
extended codes (cursor keys, function keys etc.). If the higher level functions of 
DOS only ask for one character at a time from CONDRYV, the second character 
must not be lost. It should be stored in a buffer and delivered to DOS by the read 
function on the next call. This is STORE_C's task. __ 


Reading characters 


The next routine is the READ function. It obtains the number of characters to be 
read from the request header passed by DOS. If it is 0, the routine is terminated 
immediately. If not, then a loop starts which executes once for every character read. 
It first tests for characters still stored in the internal keyboard buffer. If so, a 
character is passed to the buffer of the calling function. If no additional character 
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exists in the keyboard buffer, function 0 of the BIOS keyboard interrupt 16H 
inputs a character from the keyboard. This character is also passed to the internal 
keyboard buffer. If it's an extended keycode, it is divided into two characters. The 
next step removes a character from the internal keyboard buffer and passes the 
character to the buffer of the calling function. The process repeats until all 
characters requested have been passed to DOS. Then the routine ends. 


The higher level DOS functions also call the function named READ_P. It tests 
whether a character was entered from the keyboard. If not, it sets the BUSY bit in 
the status field of the request header passed by DOS, and returns to the calling 
function. If a character was entered without having been read, the driver reads this 
character and passes it to the calling DOS function in the request header, and resets 
the busy bit. The character remains in the keyboard buffer, and on a subsequent call 
of the read function, it is again passed to DOS. To test the availability of a 
character, the READ_P function uses function 1 of the BIOS keyboard interrupt 
16H. 


The function DEL_IN_B also gets called by the higher level DOS functions. 
DEL_IN_B deletes the contents of the keyboard buffer. It removes characters from 
the buffer using function 0 of the BIOS keyboard interrupt until function 1 
indicates that no more characters are available. This ends the function and it returns 
to the calling function after the busy bit is reset. 


Writing characters 


WRITE takes the number of characters from a buffer passed by DOS and displays 
the characters on the screen. This routine uses function OEH of the BIOS video 
interrupt. Once all characters have been displayed, it sets the BUSY bit in the 
status field and ends the function. This function also executes when the higher 
level DOS functions call the Write and Verify functions. 


Initialization 
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The last function, the initialization routine, is called first by DOS. Since 
CONDRYV does not initialize variables and hardware, the routine simply enters the 
driver's ending address into the passed request header. The routine returns its own 
Starting address since it will never be called again, and is the end of the chain of 
drivers. 


In its current form the driver has little use, since it uses only those functions 
already available to the CON driver of DOS. It would be more practical if an 
enhanced driver like ANSI.SYS were developed, through which screen design could 
be more tightly controlled. For example, it's possible that such a driver would 
have complete windowing capability which could be accessed from ee program, 


in any programming language. 


The following block device driver creates a 160K RAM disk: 
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FRR K RRR K ERK KEKKEKKERKE RRR KAKI K EEK ERK EKER KKK EREKEREREKKE KE © 


v 
:* RAMDISK x 
on iwi ei cs mis em my GCs i kn eee cub i se Sn es was Gn bs msn ss See inn ots i “eS cote ea as seh as los wns ike nin tse cas Te Sims elm ono an wn ends a cas ses a tein cba bi Gots Gms Sims Go se 
;* Task : This Program is a Driver for a 160KB 5 
pe RAM-Disk. *? 
zs sy svt i il mn i es el qe is ei i SS ces ls i aes i i es i aga West cen ws hc le wh cs i Sa le gn: Sip sl ci i in eis i cs Ss ti te 
;* Author : MICHAEL TISCHER 43 
ee developed onm :; 8.4.87 +; 
a last Update : 9.21.87 xs 
oe sc lc its eta i Ste tn leh sth mui co io i ce al sl a ol i a in’ sina i sin une go i icin sl i si nit il i si sb oi a Sai ho’ ln’ i le ee le ane we 
ag assembly : MASM RAMDISK; ‘7 
hg LINK RAMDISK; sl 
:* EXE2BIN RAMDISK RAMDISK.SYS baie 
I ins acs Sond cams ice ss es sins cese Sees de cen GOK mpm nuns Ges seas oes Goes Saas Ses bu cn oes "os Meat ees Geum Geiss ech Seas Goss os Soa Wess obs teas ss Gs an cos 'anan dn ess ces bins obs Ges es mes cas ls es" suid ss cis is le ein a ke 
v s 
al Call : Copy into Root Directory, enter the command so 
.* DEVICE=RAMDISK.SYS into the CONFIG.SYS file *; 
aes and then boot the System. *; 
PRAIRIE HERRERA IK RK HERE HEE KAKA K KKK KEKE KKEKREKKEKAKEEKKEEKKE © 


code segment 
assume cs:code,ds:code,es:code, ss:code 


org 0 ;Program has no PSP therefore begin 
jat the offset address 0 


cmd_fld equ 2 ;Offset command field in data block 
status equ 3 ;Offset status field in data block 
num dev equ 13 ;Offset number of supported devices 
changed equ 14 ;Offset medium changed? 

end adr equ 14 ;Offset driver end-aAdr. in data block 
b adr equ 14 ;Offset buffer address in data block 
num_cmd equ 16 ;the functions 0-16 are supported 
num_db equ 18 ;Offset number in data block 

bpb adr equ 18 ;Offset Address of BPB of the media 
sector equ 20 ;Offset first sector number 

dev_ des equ 22 7;Offset device-description of RAM-Disk 
g== Data =ssessssssesscsnsssssenssesSsssssssSsssSssssessss ss SSSsssseEes 
erst b equ this byte ;this is the first byte of the driver 


s~~ Header of the Device-Driver ~--<-------------- 2-22-22 nnn 


dw -1,-1 ;Connection to next driver 
dw 0100100000000000b ;Driver attribute 
dw offset strat 7Pointer to strategy routine 
dw offset intr ;Pointer to interrupt routine 
db 1 ja device is supported 
db 7 dup (0) ;these bytes give the name 
;-~ Jump Table for the individual functions ------~--------------~----- 
fkt_ tab dw offset init 7Function 0: Initialization 
dw offset med test 7Function 1: Media Test 
dw offset get _bpb ;Function 2: created BPB 
dw offset read ;function 3: direct reading 
dw offset read 7;Function 4: Read 
dw offset dummy ;Function 5: Read, remain in Buffer 
dw offset dummy 7Function 6: Input-Status 
dw offset dummy ;Function 7: Erase Input-Buffer 
dw offset write 7;Function 8: Write 
dw offset write ;Function 9: Write & Verification 
dw offset dummy 7Function 10: Output-Status 
dw offset dummy 7Function 11: Erase Output-Buffer 
dw offset write 7;Function 12: direct Write 
dw offset dummy 7Function 13: Open (after DOS 3.0) 
aw offset dummy ;Function 14: Close 
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dw offset no_rem 
dw offset write 


PC System Programming 


7Function 15: changeable Medium? 
;Function 16: Output until Busy 


db ptr dw (?), (?) rAddress of the data block passed 
rd_seg dw (?) ;RD_SEG:0000 beginning of the RAM-Disk 
bpb ptr dw offset bpb, (?) zAccepts the address of the BPB 
boot_sek db 3 dup (0) ;normally a jump command to the boot 
7;Routine is stored here 
db "MITI 1.0" ;Name of creator & version number 
bpb dw 512 7512 bytes per sector 
db 1 71 Sector per cluster 
dw l 31 reserved sector (boot-sector) 
db 1 31 File-Allocation-Table (FAT) 
dw 64 smaximum 64 entries in root directory 
dw 320 stotal of 320 sectors = 160 KB 
ab OFEh sMedia descriptor (1 Side with 40 
;Tracks of 8 sectors each) 
dw 1 yevery FAT occupies one sector 
;-- the Boot routine not included since a System can not----- 
7-- be booted from a RAM~Disk 
vol_name db “RAMDISK ” the actual volume-name 
db 8 ;Attribute, defines volume-name 
strat proc far ;Strategy routine 
mov cs:db ptr,bx ;Store address of the data block 
mov cs:db ptr+2,es rin the Variable DB PTR 
ret ;back to caller 
strat endp 
intr proc far ;Interrupt routine 
push ax ;Store registers on the stack 
push bx 
push cx 
push dx 
push di 
push si 
push bp 
push ds 
push es 
pushf jalso store flag register 
push cs ;Set data segment register 
..pop ds ;Code identical with data here 
les. di,dword ptr db ptr;Address of data block to ES:DI 
mov bl,es:(dit+tcemd_fld] ;Get command-code 
cmp bl,num_cmd ;is command-code permitted? 
jle bc_ok 7YES -~-> be ok 
MOV ax, 8003h Code for “unknown Command" 
jmp short intr end back to caller 
;-- Command-Code was o.k, --> Execute Command ---~------------- 
be ok:  shl obl,l 7Calculate pointer in jump table 
xor bh,bh 7erase BH 
call {fkt_tab+bx] 


Call. function 
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intr _end 


;-~- Execution. of the function completed --------------------- 
label near 
push cs oe , 7Set data segment register 

pop ds a ;Code is identical with data here 


les di,dword ptr db ptr;Address of the data block to ES:DI 
or ax,0100h ;Set finished-bit 
mov es:(dit+tstatus],ax ;store everything in the status field 


popf “;Restore flag register 


pop es . -srestore other registers 
pop ds 
pop bp 
pop si 
pop di 
pop dx 
pop cx 
pop bx 
pop ax 
ret ore 8 sback to caller 
intr endp ; 
pono ee 
init proc near ;Initialization routine 
;-~- the following code is overwritten after the installation - 
;-- by the RAM-Disk ‘ 
j-- determine Device designation of the RAM-Disk -----~------ 
mov ah,30h 7Sense DOS Version with function 30 (h) 
int 21h 7;of DOS-interrupt 21 (h) 
cmp al,3 gis it Version 3 or higher ? 
jb prinm 7;YES --> PRINM 
mov al,es:[{dit+tdev des] ;Get device designation 
add al,"A" ;convert to letters 
mov im _ger,al ;store in installation message 
prinm: mov dx,offset initm ;Address of installation message 
mov ah,9 ;output function number for string > 
int 21h 7Call DOS~interrupt 


j-- Calculate Address of the first byte after the RAM-Disk -- 
7-- and set as End Address of the Driver 


mov word ptr es:[ditend_adr],offset ramdisk+8000h 


mov ax,cs .. 7;Size of RAM-Disk is 32KB plus 
add ax, 2000h 72 * 64KB 

mov es: {ditend_adr+2],ax “a 

mov byte ptr es:(ditnum_ dev],1 — 71 device supported 
mov word ptr es: [ditbpb adr],offset pee per ;Address of the 
mov es:(ditbpb adr+2], ds ;BPB-Pointer 

MOV ax,cs 7Segment address of RAM-Disk beginning 
mov bpb ptrt+2,ds ;Segment address of BPB in BPB-Pointer 
mov dx,offset Zanes ;calculate to offset address 0 

mov cl,4 ;Divide offset address by 16 and thus 
shr dx,cl ;convert into segment address 

add ax,dx ;add the two segment addresses 

mov rd seg,ax - gand store 

777 Create Boot-Sector -------- en rr rn 
mov eS,ax ;transfer segment address to ES 

xor di,di ;Boots. begins with the 1. byte of RD 
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mov si,offset boot_sek ;Address of the boot-sector in memory 
mov cx,15 ;only the first 15 words are used 
rep movsw - scopy boot-sector into RAM-Disk 
t-- Create FAT ------------------------------------------- 
mov di,512 ;FAT begins with the byte 512 of RD 
mov al,OFEh ;Write media-descriptor into the first 
stosb sbyte of the FAT 
mov ax, OFFFFH ;Store code for bytes 2 and 3 of FAT 
stosw gin FAT 
mov cx, 236 ;remaining 236 words occupied by FAT 
inc ax 7Set AX to 0 
rep stosw 7Set all FAT-entries to unoccupied 
;-- Create Root Directory with Volume-Name --~------~----- 
mov di,1024 ;Root Directory starts in 3rd Sector 
mov si,offset vol name ;Address of volume-name in memory 
mov cx, 6 ;the volume-name is 6 words long 
rep movsw ;Copy volume-name into RD 
mov  cx,1017 ;Fill the rest of the directories in 
XOYr ax,ax ;Sectors 2, 3, 4 and 5 with zeros 
rep stosw 
xOY ax,ax 7everything o.k. 
ret jback to caller 
init endp 
dummy proc near 7This Routine does nothing 
xOYr ax,ax ;Erase busy-bit 
ret jback to caller 
dummy endp 
med test proc near 7;Media of RAM-Disk 
;cannot be changed 
mov byte ptr es: [di+changed],1 
xXxOr ax,ax ;Erase busy-bit 
ret ;back to caller 
med test endp 
7 ee ee etter SY A RS em ENED Meme eat Se EE Smee Gee eee te Sem ee nee SU Ore es es ne ne ete en eit me ees wees en cee me nog Seem ee Gee es me Se me eee ores Se ee ce EU SU RD Me me WE CN AOSD ene LEP MED GoD Sol OED GRAND “ED Got SHOE GND ED came on 
get bpb proc near ;Pass address of BPB to DOS 
mov word ptr es: [ditbpb adr],of fset bpb 
mov word ptr es:{dit+bpb adr+2],ds 
xOY aX,ax | ;Erase busy-bit 
ret ;back to caller 
get_bpb endp 
, Se ee cave came Gee ae ane ee ND OED AD UE SE CE ED ERED SES AE a SENAY AED GE SNS SED SD OY Ge GED Gee ED ete COUN NS GED emD setae SOD GUS UR wate GED ED GORD ES SEES TEND SAD ELD GED GED GED PY SEND GED GU GERD OED SEED GUND GEE GUND GRD CD EE CEP FED cims eeee ane 
no rem proc near ;Media of RAM-Disk cannot be changed 
mov ax, 20 ;Set busy-bit 
ret sback to caller 
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no rem | endp 


write proc near 


xor bp,bp - 3Transmission DOS ~-> RAM-Disk 
jmp short move ;Copy data 


write endp 


read proc near 
mov bp,1 ;Transmission RAM-Disk --> DOS 
read endp 


-- MOVE: Move a certain number of sectors between RD and DOS 

-~- Input : BP = 0 : transmit from DOS to RD (Write) 

-- 1 : transmit from RD to DOS (Read) 

-- Output : none ; 

-- Registers : AX, BX, CX, DX, SI, DI, ES, DS and FLAGS are changed 
-~ Info : Information required (number, first sector) 

is taken from the data block passed by DOS 


"=e “Se So “Ws Se Re Ve 


move proc near 
mov bx,es:[(ditnum_ db] ;Number of sectors read 
mov dx,es:{dit+tSector] ;Number of first sector 
les di,es:[ditb adr} ;Address of buffer to ES:DI 

move 1: or  bx,bx iMore sectors to read ? 
je move e 7;No more sectors --> END 
mov ax, dx ;Sector number to AX 
mov cl,5 ;Calculate number of paragraphs 
shl ax,cl ; (Segment units) by Multiplication 
add ax,cs:rd_seg ;with 32, add to Segment start of RD 
mov ds,ax ;transmit to DS 
xor si,si ;Offset address is 0 
mov ax,bx ;Number of sectors to be read to AX 
cmp ax,128 ;more than 128 sectors to read 
jbe move 2 . 7;NO --> read all sectors 
mov ax,128 7YES --> read 128 sectors (64 KB) 

move 2: sub bx,ax ;subtract number of sectors read 
add dx,ax- jadd to sectorsto be read next 
mov ch,al ;Number sect. to be read * 256 words 
xor cl,cl 7;Set Lo-byte of word-counter to 0 
or  bp,bp 7Should be read ? 
jne move 3 ;NO --> MOVE 3 
MOV ax,es ;Store ES in AX 

- push ds ;Store DS on the stack 

pop es. ;read ES 
mov ds,ax *ES and DS are reversed now 
xchg si,di ;exchange SI and DI 

move 3: rep movsw 7copy data into DOS-buffer 

or . bp, bp . jread ? 
jne move 1 ;NO --> maybe other sectors to copy 
Mov ax,es ;Store ES in AX 
push ds -+Store DS on the stack 
pop es ;read ES 
mov ds,ax 7;ES and DS have been exchanged 
xchg si,di ;exchange SI and DI again 
jmp short move 1 additional sectors to copy 

move e: xOr ax,axX © yeverything o.k. 
ret shack to caller 

move endp 
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;-- RAM-Disk starts here ~----~----------------------- 


if ($-erst_b) mod 16 ‘ymust start on a memory address 
org ($-erst_b) + 16 - (($-erst_b) mod 16) ; divisible by 16 
endif 


ramdisk equ this byte 


~~ dnitm db "**** 160 KB RAMDISK as Device" 
im_ger ap "2" 
db ": installed (c) 1987 by MICHAEL TISCHERS",13,10,10 


This driver is similar to the CONDRV driver. The biggest difference between the 
two lies in the functions which each supports. 


Note: The initialization routine INIT here is more comprehensive than the 
CONDRYV initialization routine, and remains in memory after the end 
of execution even though it is no longer needed. You'll see why this 
is So in the paragraph below entitled "The INIT routine". 


First, this routine finds the DOS version number using function 30H. If the 
version number equals or is greater than 3, the request header passed by DOS 
contains the device designation of the RAM disk. The system reads the 
designation, changes it to a character and places the character into the installation 
message. DOS function 09H is used to display this message on the screen. 


_ Next, the program computes the ending address of the RAM disk. Since the actual 
data area of the RAM disk starts immediately after the last routine of this driver, 
160K is added to the program's ending address. Further, the address of a variable 

_ (BPB_PTR) containing the address of the BIOS parameter block is passed to DOS. 
This variable describes the RAM disk's format. In this case, it tells DOS that the 
RAM disk uses 512 bytes per sector. Each cluster is made up of one sector and 
only one reserved sector (the boot sector) exists. In addition, only one FAT exists. 
Additional information indicates that a maximum of 64 entries can be made in the 
root directory and that the RAM disk has 320 sectors available (160K of memory). 
The FAT occupies a single sector, and the media descriptor byte FEH designates a 
diskette with one side and 40 tracks of 8 sectors each. 


These parameters are then placed into the request header of DOS and the segment 
address of the data area of the RAM disk is calculated (which the driver itself 
requires, DOS does not need this information). | 


The INIT routine 


The RAM disk must now be formatted, to create a boot sector, FAT and a root 
directory. Since these data structures are in the first sectors of the RAM disk, a 
normal INIT routine (which releases its memory to DOS), would overwrite itself 
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with these data structures and would crash the system. This is why the 
initialization routine is not at the end of the last routine of the driver, which would 
place it at the beginning of the RAM disk's data area. 


The boot sector occupies the complete first sector of the RAM disk, but only the 
first 15 words are copied into it since DOS only needs these. The name "boot 
sector" is actually a misnomer here, since it's impossible to boot a en from a 
RAM disk. 


The second sector of the RAM disk contains the FAT. The first two entries are the 
media descriptor byte and 0 in the entries that follow. These zeros indicate 
unoccupied clusters sie empty RAM disk). . 


The last data structure is the root ay, It contains no entries other than the 
volume name. — 


Remaining routines 


This concludes the work of the initialization routine and returns the system to the _ 
calling function. The remaining driver routines are examined in order. 


The DUMMY routine performs the same task as the routine of the same name in 
the CONDRV driver. | 


The MED_TEST routine is found only in block device drivers. This routine 
informs DOS whether or not the medium was changed. 


The next routine, GET_BPB, simply passes the addresses of the variables which 
contain the address of the BPB of the RAM disk to DOS, as the initialization 
_ routine had already done. | 


_NO_REM allows DOS to sense whether the medium (the RAM disk) can be 
changed. You cannot change a RAM disk, so the program sets the BUSY bit in 
the status field. 


, is The twor most important functions of the driver perform read and write operations. 
_ As in CONDRYV, the program calls Write and Verify instead of the normal Write 
_ function, since no data error can occur during RAM access. The routine itself does 
very little; it loads the value 0 into the BP register and jumps to the MOVE 
routine. The READ routine performs in a similar manner, coe that it loads a 1 

a into the BP register. 


MOVE itself is an Cone routine for moving data: The } BP register signals 
whether data is to move from the RAM disk to DOS or in the opposite direction. 
The routine receives all other data (the DOS buffer's address, the number of the 
sectors to be transferred and the first sector to be transferred) from the data block 
passed : DOS. See the comments in the MOVE routine for details of the 
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Changes 


This RAM disk can of course be enhanced. If you have enough unused memory, 
you can extend the size of the RAM disk to 360K. AT owners could make the 
RAM disk resident beyond the 1 ‘megabyte boundary. In this case, the data transfer 
between DOS and the RAM disk would use function 87H of interrupt 15H. 


The clock driver 


This final sample driver directly accesses the battery powered clock of an AT 
computer. It offers the advantage that when the two DOS commands DATE and 
TIME are used, the date and time are passed directly to the battery powered realtime 
clock. Reading the date and time reads the information directly from the memory 


of the AT. 


* 
* 


+ »* 
“=a “eo Se Ne Me Me Me “Ne Ve Ne Ns Re We Be Ye Ve Ve Ve Ve & 


locations of the realtime clock. 

FRR AK REE RE KK ER EKER KERR KKK IKK KKK KKK EK RKEK KKK KKK KEKE EKKEKEEKKKEE 8 
:* ATCLK * 
: ns a a a as cn is Sin a a a nn sas ew Se esc a ass es cee aso tes enero os eee in eee os a Gm ee ee ee ee « 
rhs Task : This program is a clock-driver which can be * 
7" used by DOS for functions which access date * 
7* and time on the battery powered clock * 
ok * 
’ 

yr Author : MICHAEL TISCHER * 
ies developed on : 8.4.87 

- last Update : 9.21.87 

; i Se a case eh as aac cot eas oa ess ces ens ces cms eos as ns es Wis ees ele Sos ma es esa a os lat les an es Sus cle cass ss eye (es as wns sd ms ce ms ms ts os as oes ind ss se * 
os assembly : MASM ATCLK; * 
ai LINK ATCLK; * 
7 EXE2BIN ATCLK ATCLK.SYS * 
: Riven ie eo aa ee ee Se ee Oe eee ee ee ee ae * 
ze -Call : Copy into root directory place the command * 
re DEVICE=ATCLK.SYS in the CONFIG.SYS file > 
ras and then boot the system. * 
FERRARA KER KERIKERI IKEA EKKEEKKKKEEKEKEEKKREKEKAKKKK KKK KKKKK 


code segment 
assume cs:code, ds:code,es:code,ss:code 


org 0 7;Program has no PSP, therefore 
;beginning at offset address 0 


cmd fld equ 2 ;Offset command-field in data block 
status equ 3 ;Offset status field in data block 
end_adr equ 14 ;Offset driver end-adr. in data block 
num_db equ 18 ;Offset number in data block 
b adr equ 14 ;Offset buffer-address in data block 
7 == Data SSS SSS SS SSS SSS SSS ES SSS SSS SS SSS TS SS SSS SSS TSS SS TS SSS TS TS SS SSS SSS SS SS 
z-~ Header of Device-Driver ----- nnn nnn nnn rn rrr nn nnn 
dw -1,-1 7;Connection to next driver 
dw 1000000000001000b ;Driver attribute 
dw offset strat 7;Pointer to strategy routine 
dw offset intr ;Pointer to interrupt routine 
db “SCLOCK " snew clock driver 
db ptr dw (?), (?) zaddress of data block passed 


mon tab db 31 7;Table with number of days in 
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february db 28 


;the months 


db 31,30,31,30, 31,31, 30,31, 30,31 


strat proc far ;Strategy routine 
mov cs:db ptr,bx ;Record address of the data block in 
mov cs:db ptr+2,es the variable DB PTR 
ret zback to caller 
strat 
Pi En ee 
intr proc far ;interrupt routine 
push ax 7Save registers on the stack 
push bx 
push cx 
push dx 
push di 
push si 
push bp 
push ds 
push es 
pushf ;Store the flag register 
cld ;increment for string commands 
push cs ;Set data segment register 
pop ds ;Code is identical with data here 
les di,dword ptr db ptr;Address of data block to ES:DI 
mov bl,es: [dit+tcmd_fld] 7;Get command-code 
cmp bl,4 ;Should Time/Date be read? 
je ck_read 7YES --> CK_READ 
cmp bl1,8 ;Should Time/Date be written? 
je  ck_write iYES --> CK_WRITE 
or bl,bl ;should the driver be initialized ? 
jne unk_fkt ;NO --> unknown function 
jmp init yinitialize driver 
unk _fkt: mov ax,8003h ;Code for “unknown Command" 
;-- Function Execution completed ---------~<----—------ == 


intr_end label near 


or 
mov 


popf 


pop 
pop 


ax, 0100h ;Set finished-bit 
es: (ditstatus],ax ;store everything in status field 


;Restore flag register 
es ;Restore other registers 
ds 
bp 
si 
di 
dx 
cx 
bx 
ax 


;back to caller 


Oc re ae ee ae cree am ee ED em cee ee cee ie See eee ee ee ee Ae Me ae aR ts Se OD OS Mee Ce Me HE GN ME Rtn HN SOFTER OL eS GTN ME StS GS ND ca MANY SCE SAN GES ND RED GD Nh eS ny RED SNES SED SEND. GRD SUNY SED Gum ces ene SEND cous 
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ck _ read proc 


mov 
les 


mov 
int 

call 
stos 


mov 
int 
mov 
call 
stos 
mov 
call 
stos 
xor 
stos 
mov 
call 
stos 


xor 
jmp 


ck_read endp 


ck_write pr 


mov 
les 


Mov 
push 
call 
Mov 
Mov. 
int 


mov 
call 
mov 
mov 
call 
mov 
mov 
call 
mov 
xor 


nodiv: add 


nosomo: mov 


near 


PC System Programming 


;Read Time/Date from the clock 


byte ptr es: idienim. db], 6 76 bytes are passed 


di,es:[ditb adr] 


ah, 4 

1Ah 
date ofs 
wW 


ah, 2 
1Ah 
bl,ch 
bed _ bin 
b 

el, bi 
bed bin 
b 

al,al 

b 

cl,dh 
bed _ bin 
b 


ax,ax 


short intr_end 


oc near 


;ES:DI points to the DOS-buffer 


;Read function number for Date 


7;Call BIOS Time interrupt 
;Change Date after offset to 1.1.1980 
zstore in buffer 


yRead function number for time 


7Call BIOS Time interrupt 


sStore hour in BL 


sconvert minutes 


7;Store in buffer 


;Hour to CL 

7;Convert hour 
7Store in buffer 
;Hundredth second is 0 
7Store in buffer 
7;Seconds to CL 
;Convert seconds 
7;Store in buffer 


yeverything o.k. 
s;back to caller 


;Write Time/Date into clock 


byte ptr es:[{dit+tnum_db],6 ;6 bytes are read 


di,es:[dit+b adr] 


ax,es: [di] 
ax 

ofs date 
ch,19h 
ah,95 

1AH 


al,es:[dit+2] 


bin_bcd 
cl,al 

al,es: [di+5] 
bin bcd 
dh,al 

al,es: [di+3] 
bin bed 
ch,al 

dl,dl 

ah,3 

1AH 


Calculate Day of the Week 


ax, dx 
ax 


- ax,ax 


nodiv 
ax, ax 
Cx, 7 

cx 

dl3 
d1,8 
nosomo | 
dl,cl 
al,6 
70h, al 


7ES:DI points to the DOS buffer 


;Get number of days since 1.1.1980 
;store number 

;convert into a date 

7Year begins with 19.. 

7;Set function number for date 
7;Call BIOS Time interrupt 


7Get minute from buffer 
;convert to BCD 


gbring to CL 


7Get seconds from buffer | 
;convert to BCD 

;bring to DH 

7Get hours from buffer 
7convert to BCD 

;bring.to CH 


‘sno summer time 


7Set function number for time 
7;Call BIOS Time interrupt 


;HI-word for division 

:Get number of days from stack 
zis number 0? 

7Yes --> bypass division 
;HI-word for division 
;week has seven days 

;divide AX by 7 

71.1.80 was a Tuesday (Day 3) 
zis it a Sunday or Monday? 

7;NO --> no correction necessary 


‘ycorrect value 


; Location 6 in RTC is day of week 
;Address to RTC-address register 
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mov 
out 


xOr 
jmp 


al,dl 
Tih,al 


ax, ax 
intr_end 


ck_write endp 


7;-- OFS DATE: Convert number of days since 1.1.1980 into date 


; Input : 
77—- Output ; 


7-- Registers 


zj-~- Info 


s 


ofs date 


ly: 


lyl: 


proc 


mov 
mov 
mov 
test 
jne 
inc 
cmp 
jb 
inc 
sub 
jmp 


MOV 
test 
jne 
inc 


7Day of the week to AL 
;Day of the week to RTC-data register 


geverything o.k. 
zback to caller 


t 


AX = Number of days since 1.1.1980 
CL = Year, DH = Month and DL = Day 
: AX, BX, CX, DX, SI and FLAGS are changed 
: For conversion of Offsets the Array MON_TAB 


is used 
near 


c1,80 
dh, 01 
bx, 365 
C13 
lyl 

bl 

ax, bx 
mo 

ci 

ax, bx 
short ly 


bl, 28 
cl,1llib 
nolp2 
bl 


nolp2: mov’ february,bl 


mol: 


day: 


ret 


si,offset mon_tab 
bh, bh 

bl, [si] 

ax, bx 

day 

ax, bx 

dh 

si 

short mol 


al 

bin_ bed 
dl,al 
al,dh 
bin_bed 
dh,al 
al,ct 
bin_bcd 
~cl,al 


ofs date endp © 


i~~ BIN BCD: Convert Binary-Number to BCD 
;-> Input 


: AL = Binary value 


? Output ;: 
;-- Register 


bin bcd 


proc 


xOor 


Mov 


div 


shl 


AL = 


7Year-1980 

; January 

;Number of days in a normal year 
zis year a leap year? 

7;NO --> lyl 

;Leap Year has one day more 
;another year passed? 


“NO --> Calculate months 


7;YES --> Increment year 
;deduct number of days in this year 
;calculate next year 


;Days in February in a normal year 
zis the year a leap year? 

;NO --> nolp2 

zin leap year February has 29 days 
;store number of days in February 


;Address of months table 

;every month has less than 256 days 
7;Get number of days in month 
;another month passed? — 

7;NO --> calculate day 

7YES --> deduct day of the month 
;increment month 

7SI to next month in the table 
;calculate next month 


;the remainder + 1 is the day 
;Convert day to BCD 

;transmit to DL 

;transmit month to AL 

7;convert to BCD 

7move to DH 

move year to AL 

7;convert to BCD 


;mMove to CL 


;back to caller 


corresponding BCD-value 


: AX, CX and FLAGS are changed 


near 


;prepare 16 bit division 
;work in decimal system 
sdivide AX by 10 - 
;Shift quotient left 4 place 
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bed bin 


shl 
shl - 
shl 
or 
ret 


bin_bed endp 


al,1l 
al,1 
al,l 
al,ah 


PC System Programming 


;OR remainder 


sback to caller 


-~ DATE_OFS: Convert Date in number of days since 1.1.1980 ~---- 
CL = Year, DH = Month and DL = Day 

AX = Number of days since 1.1.1980 

: AX, BX, CX, DX, SI and FLAGS are changed 

: For conversion of date, the Array MON_TAB 


Input ; 

-- Output ; 
Register 

-- Info 


™s Be We Re BRWe VW 
| 
' 


date ofs proc 


call 
mov 
mov 
call 
mov 
mov 
call 
mov 


xor 
mov 
dec 
cmp 
jb 
test 
jne 
inc 
add 
dec 


jmp 


year: 


nolpyr: 


month: mov 
test 
jne 
inc 
MOV 
xor 
mov 
dec 
je 

mov 
add 
inc 


jmp 


nolpyrl: 


monat1: 


add 
dec 
ret 


add_ day: 


is used 
near 


bcd_bin 
bl,al 
cl,dh 
bed_bin 
dh, al 
cl,dl 
bed_ bin 
dl,al 


monat 
bl,11b 
nolpyr 

ax 

ax, 365 

bl 

short year 


bl, 28 
ch,1lib 
nolpyr1 

bl 
february, bl 
ch, ch 
bx,offset mon tab 
dh 

add_day 

cl, {bx] 

ax, CX 

Dx 

short monatl 


ax, dx 
ax 


date ofs endp 


;-~ BCD_BIN: Convert BCD to Binary Number - 
> CL = BCD-Value 
corresponding binary value 


77-7 Input 
;=~ Output -: 
;-- Register 


mov 
shr 
shr 
shr 


AL = 


;Convert year to binary 
stransmit to BL 

stransmit month to CL 
;Convert Month to binary 
jand transmit again to DH 


' transmit day to CL 


;convert day to binary 
jand again transmit to DL 


70 days 

;store year 

;back one year 

;counted back to year 1980 ? 
7YES --> convert month 

jis year a Leap year ? 

7;NO --> NOLPYR 

za leap year has one more day 
;add days of year 

;back one year 

;process next year 


;Days in February in a normal year 
zis current year a Leap Year? 

7NO --> NOLPYR1 

z;in Leap Year February has 29 days 
;store in Month table 

zevery month has less than 256 days 
zAddress of month table 
;decrement number of months 
zall month calculated --> TAG 
7Get number of days in month 
zadd to total-days 

;BX to next month in the table 
7calculate next month 


sadd current day 
;deduct one day (1.1.80 = 0) 


;back to caller 


: AX, CX and FLAGS are changed 


proc near 


al,cl 
al,l 
al,l 
al,1 


7;Convert BCD-value in CL to binary 
jreturn in AL 


;transmit value to AL 
;shift 4 places right 


Abaedsi 6.12 DOS Device Drivers 


shr al,l 

xor ah,ah 7;Set AH to 0 

mov ch,10 ;process in decimal system 
mul ch smultiply AX by 10 

mov ch,cl stransmit CL to CH 

and ch,1111b 7Set Hi-Nibble in CH to 0 
add al,ch ;add AL and CH 

ret sback to caller 


bed_bin  endp 
init proc near pInitialization routine 


z-- the following code can be overwritten by DOS ---------- 
7-~ after installation of the clock 


mov word ptr es:[ditend adr],offset init ;Set end address 


mov es:[ditend_adr+2],cs ;of the driver 
mov ah,9 ;Output installation message 

mov dx,offset initm ;Address of the text 

int 21h 7Call DOS interrupt 

xOY ax,ax reverything o.k. 

jmp intr_end sback to caller 


initm db 13,10,"**** ATCLK-Driver installed. (c) 1987 by" 
db “ MICHAEL TISCHER",13,10,"$" 


init endp 
M4 AR CY re cE CRD ED SES SEES SD SUED OD OT ent GED GETS au ERD MD GED SD OEE ees wa SE Sn ene wets Sik ED em EE ED QUEE ED ena Cele cee cm ED SUS me tee pe GD GD es Ge eS CS ee ee te es se ee ee a ee se ee 
code ends 

end 


The basic structure of this driver differs from the other drivers in that it calls the 
individual functions directly, not through a table of their addresses. Since it only 
supports functions OOH, 04H and 08H, it can test the function numbers passed by 
DOS directly. If any other function occurs, it signals an error. Besides the INIT 
routine, which only sets the ending address of the driver like CONDRV, the driver 
only has the Read Time and Date and Write Time and Date functions. 


Time routine 


The TIME routine is fairly simple. For reading the clock, the routine reads the 
time from the memory locations of the clock, converts the time from BCD to 
binary format and then passes the time to the DOS buffer. For setting the time, 
the reverse occurs: The routine reads the time from the DOS buffer, converts the 
code from binary to BCD format and writes the BCD code into the memory 
locations of the clock. | 


DOS uses the same format for indicating time as the clock: Hour, minute and 
seconds each comprise one byte. 
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Date routine 


The DATE routine is more complicated. While the clock stores day, month and 
year as one byte each, date encoding by DOS is the number of days since January 
1, 1980. This number must be converted into a date in the form of day, month and 
year as DOS writes the time and date. The reverse is true when you call the Read 
function: the clock date must be converted into the number of days. Let's look at 
how this is done. 


The conversion routine starts with the year 1980. January 1, 1980 (called 
NUMDAYS from here on) is equal to the value 0. The routine tests whether this 
year is less than the current year. If so, it adds the number of days in this year to 
NUMDAYS, adding a day to compensate for each leap year. Then it increments the 
year and tests again for a smaller number than the current year. This loop repeats 
until it reaches the current year. The routine then computes the number of days in 
the current year’s month of February, and enters this month into a table which 
contains the number of days for each month. 3 : 


In the next step, for every month less than the current month, the routine adds the 
number of days in this month to NUMDAYS. Once it reaches the current month, 
only the current days of the month are added to NUMDAYS. The end result is 
transferred to the DOS buffer and the routine terminates. 


Conversion to date format 


Converting NUMDAYS into a date operates in reverse. The routine begins with 
the year 1980 and tests whether the number of days in this year is less than or 
equal to NUMDAYS. If this is the case, the year is incremented and the number of 
days in this year is subtracted from NUMDAYS. This loop is repeated until the 
number of days in a year is larger than NUMDAYS. The routine then computes 
the number of days in the current year's month of February, and enters this month 
into the table of the months. 


January starts another loop which tests whether the number of days in the current 
month is less than or equal to NUMDAYS. If this is the case, the month 
increments and the routine subtracts the number of days from NUMDAYS. If the 
number of days in a month is larger than NUMDAYS, the loop ends. NUMDAYS 
must only be incremented enough to give the day of the month and complete the 
date. 


The routine then converts the date to BCD format and enters the date in the 
memory locations of the clock. 


6.12.10 CD-ROMs 


Soon after their introduction into the audio world, the compact disk industry began 
approaching the PC market. A CD-ROM drive and a PC form an interesting 
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combination. The compact disk medium itself is read-only, but 660 megabytes of 
data can be stored in the form of text, graphics, etc. 


Many publications and references are currently available on CD-ROM, such as: 


° Telephone directories 

° Books in Print 

° The Bible in various translations 
= The English translation of Pravda 7 


| : In addition, maps, photographic libraries, public domain program collections and 


medical databases are available in CD-ROM format. New titles are being published 
daily i in this growing market. 


Why CD- ROM? 


The CD-ROM has a clear advantage over the printed medium. Once captured and 
digitized, information can be processed by a computer in whatever form the user 
needs. The possibilities appear to be limitless, ene: how easy it is to read 
and compare information. | . 


Another important consideration is the ease of access for many users. Load the 


_ driver software, press a key or two, and the information is on the screen and ready. 


You can buy a PC- compatible CD-ROM player for $800 to $1, 000 at the time of 
this writing. These players are available as either external or internal devices. 


Interfacing 


The PC's aidvate can be easily interfaced to a CD-ROM step The software 
may encounter some problems, however. This is understandable, since DOS was 
never intended to support these devices. This subsection shows how a CD-ROM 


- drive, using the proper drivers and utility programs, can be accessed like a read- 


only floppy disk drive. This information may not be of immediate use to you. 


~ However, this data will give you a closer look into the world of the device driver 
and operating system organization. 7 : 


This book mentioned earlier that the device drivers act as mediators between the 
disk operating system and the external devices such as monitor, printer, disk drives 
and hard disks. DOS differentiates between block device drivers and character device 
drivers. As a mass storage device capable of reading information in a block mode, a 
CD-ROM drive would normally be added to the rest of the system through a block 


driver. Here's where the problem begins: DOS makes a number of assumptions 


about block devices, and a CD- ROM drive cannot meet the criteria of these 


assumptions. : 
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Memory limitations 


In versions of DOS up to and including Version 3.3, the biggest obstacle to 
interfacing with a block driver was the 32 megabyte limit imposed on every 
volume designated as a block device. The second biggest obstacle is the lack of a 
file allocation table (FAT) on a CD-ROM. Instead of the FAT, the CD-ROM 
contains a form of data table into which the starting addresses of the various 
subdirectories and files are recorded. However, DOS still demands a FAT which it 
can at least read during driver initialization. 


A character driver works better for implementing a CD-ROM driver, since DOS 
makes no assumptions about the structure of the devices connected through 
character drivers. Even character drivers are poorly suited for communication with a 
CD-ROM drive, since they transmit characters one at a time instead of in groups 
of characters. Another disadvantage is the need for a name (e.g., CON) instead of a 
device designation. DOS must first see the CD-ROM driver as a character driver to 
DOS to prevent read accesses to a non-existent FAT. The CONFIG.SYS file 
supplies the name of the device during the system booting process. 


Configuring the CD-ROM 


Driver 
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The manufacturer usually includes CD-ROM driver software with the CD-ROM 
drive package. A driver of this type usually has a name such as SONY.SYS or 
HITACHL.SYS, depending on the manufacturer. 


The CONFIG.SYS sequence which installs this driver can look something like 
this: 


DEVICE=HITACHI.SYS /D:CDR1 
The device driver selects the name CDR1 as the name of the CD-ROM drive. 


After executing the initialization routine from DOS, the CD-ROM is treated as a 
block driver which has been enhanced with a few special functions supporting CD- 
ROMs. However, DOS still views the CD-ROM player as a character driver: DOS 
cannot view the CD-ROM's directory, nor can it directly access the files on the 
CD-ROM. 


software extensions 


To overcome this obstacle, many CD-ROM players come with a TSR (Terminate 
and Stay Resident) program named MSCDEX (Microsoft CD-ROM Extension) in 
addition to the device driver software (see Chapter 8 for information on TSR 
programs). This program must be called from within the AUTOEXEC.BAT file. 
The name of the CD driver can be passed to the program from the DOS prompt, as 
shown in the following example: 


MSCDEX /D:CDR1 
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MSCDEX first opens this driver through the DOS OPEN function and provides it 
a device designation. DOS assumes that MSCDEX is a device on a remote 
network, as supported by DOS in Version 3.1. 


MSCDEX brings us closer to the solution, since DOS handles network devices as 
files containing more than 32 megabytes. These devices are accessed through 
redirection, rather than direct access from DOS. The resident portion of MSCDEX 
interfaces to the redirector, and intercepts all calls to the redirector. If MSCDEX 
receives a Call addressed to the CD-ROM drive, it adapts each instruction to a call 
applicable to the CD-ROM driver. This makes a perfect connection between DOS 
and the CD-ROM drive, while still allowing access to subdirectories and files at 
any time. 


| To network 
@.g., read access Dos redirector Network call 
Application program ot ; MSCDEX Redirector 
rna 


CD-ROM access 


DOS command 
(e «Ge, DIR} Command CD-ROM 
mee salina aiulenes device driver 
o COMMAND . COM 
CD-ROM drive 


CD-ROM access through MSCDEX and its device driver 


Keyboard 
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DOS Mass Storage 


Many tasks performed by DOS are unseen by the user. This is why some users 
underestimate the complexity of DOS. For example, DOS requires many data 
structures for handling a mass storage device, and the user may not realize this. 
This section looks deeper into DOS and reveals the architecture and operation of 
these data structures. | 


From the user's viewpoint, DOS addresses mass storage devices as volumes where 
each individual volume has been assigned a letter. Floppy disk drives are identified 
by the letters A and B, while the letters C or D usually identify a hard disk. A 
mass storage device can have several volumes. This division into several volumes 
or partitions is very practical for hard disks. Partitions on a floppy diskette don't 


work as well due to the limited amount of storage space. A hard disk may be 


divided into additional partitions if UNIX (or XENIX) is used in addition to DOS. 
Each of the two operating systems then has its own volume which is also 


- designated by its own letter. 


Volume 


Sectors 
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Each volume can be assigned a volume name when created, but this volume name 
is not a requirement. The DIR command lists volume names when they are 
available. Each volume has its own root directory, which can contain multiple 
subdirectories and files. These subdirectories and files can be maintained and 
manipulated by using one or more of the interrupt 21H functions. 


DOS subdivides each volume into a series of sectors. These sectors are organized 


sequentially. Each sector contains a specific number of bytes (usually 512) and is 
assigned a consecutive number beginning with sector 0. Since function calls with 
interrupt 21H are directed to files rather than individual sectors, DOS converts 
these file accesses into sector accesses. To do this, DOS uses directories and a data 
structure known as the FAT (file allocation table), which you read about earlier in 
this book. After the desired sector number has been determined, control is passed to 
the device driver which translates this sector number into a physical address. Mass 
storage devices such as floppy and hard disks are divided into individual tracks 
which contain a certain number of sectors. In addition to the physical sector 
number, the driver must also determine the number of the track and the number of 
the read head. | _ 
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Manufacturer's name, device driver, boot routine | 


First file allocation table (FAT) 


Sector | 
number 


One or more copies of FAT 


Root directory with volume names | 
Data register for files and subdirectories 


Mass storage device structure 


As mentioned above, every volume is divided into various areas containing the 
_ various DOS data structures and individual files. Since the size of the individual 
areas can differ depending on the type of mass storage device (and the 
manufacturer), every volume contains a boot sector. The boot sector contains all 
the information required to access to the different areas and data structures. DOS 
creates this sector during disk formatting. Boot sectors always have the same 
structure and are always located in sector 0 so that DOS can find and interpret it 


properly. 


The following illustration shows the layout of the boot sector. 


00(h) {Jump command to boot routine : (3 bytes) 
(E9xxx or EBxx90) 
03(h) [Manufacturer's name and version number (8 bytes) 

| OB (h) Bytes per sector . ae) = (1 word) 
OD(h) }Sectors per cluster : (1 byte) | 
OE(h) [Number of reserved sectors | (1 word) | 
[10(h) [Number of FATs | (1 byte) | 
11(h) iNumber of entries in root director (1 word) 
p13(h) {Number of sectors in volume _ (1. word) 
‘~15(h) [Media descriptor (1 byte) 
6) Number of sectors per Fal. pone OT 
}18(h) {Sectors per track (1 word) | 
1A(h) {Number of read/write heads | 
1C (h) Number of hidden sectors 


_ BOOT ROUTINE 


rPBPB 


po) 
ON 
a 


fay 

rt 

= 7 
| 


11FFE(h) | 


Boot sector layout 
Boot sector 
The name boot sector comes from the fact that DOS boots (i.e., starts) from it. 
DOS is loaded and started from disk—it is not usually stored in permanent PC 
memory (ROM). After you turn the computer on, the BIOS takes over the system 


initialization and loads logical sector 0 of the floppy or hard disk into memory. 
Once it completes its work the BIOS starts execution at address 0. 
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The boot sector always contains an assembly language JUMP instruction at 
address 0. After execution the program continues at a location further into the boot 


- sector. This instruction can be either a normal jump instruction or a "short jump." 


Since the field for this jump instruction is 3 bytes long, but a "short jump" only 
requires 2 bytes, a NOP (No Operation) instruction always follows the "short 
jump" to fill in the extra byte. This NOP does nothing. A series of fields follow 
which contain certain information about the organization of the media. The first 
field is 8 bytes long and contains the manufacturer's name, where this medium was 
formatted, as well as the DOS version number which performed the formatting. 
The next fields contain the physical format of the media (i.e., the number of bytes 
per sector, the number of sectors per track, etc.) and the size of the DOS data 
structures stored on the media. Since the BIOS and DOS-BIOS functions represent 
the lowest level of access to disk drives and hard disks, this area is also designated 
as the BIOS parameter block (BPB). Three additional fields, which can provide 
additional information to the device driver about the media, follow the BPB; these 
three fields aren't used directly by DOS. 


Bootstrap 
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Next comes the bootstrap routine to which the jump instruction branches at the 
beginning of this boot sector. It handles the loading and starting of DOS through 
the individual system components (see Section 6.3). 


Several reserved sectors may follow the boot sector. These reserved sectors can 
contain additional bootstrap code. The numbers of these sectors are recorded in the 
BPB in the field starting at address OEH. It terminates the boot sector and a 1 in 
this field indicates that no additional reserved sectors follow the boot sector (this is 
the case for most PCs). 


In order for DOS to add new files or enlarge existing files, it must know which 
sectors of the media are still available. This information is contained in a data 
structure called the FAT (file allocation table) which is immediately adjacent to the 
media's reserved area. Each entry in the FAT corresponds with a certain number of 
logically contiguous sectors, called clusters, on the media. Location ODH of the 
boot sector specifies the number of sectors per cluster as part of the BIOS 
parameter table. Only multiples of 2 are legal values. On an XT hard disk this 
location contains the value 8 (8 consecutive sectors form a cluster). As the 
following table demonstrates, the number of sectors comprising a cluster depends 
on the storage medium. ote 


Device a _| Sectors per cluster 
Double sided disk drive _ 


AT hard disk 
XT_hard disk 


The reason for joining several sectors into a cluster is derived from the logic used 
by DOS to write files to a media. It disassembles the file to fit the pieces into the 
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sectors which are still available, instead of selecting adjoining sectors for file 
storage. This process slows file access since the read/write head must be 
repositioned after almost every read function. To avoid an excessive disassembly of 
the file, DOS gathers several sequential sectors on the media into a cluster. This 
ensures that at least the sectors of a cluster contain a portion of a file. If DOS 
didn't use clusters, a file of 24 sectors could be stored in many separate sectors, 
which would require the read/write head to be positioned a maximum of 24 times 
to read the entire file. The cluster principle saves a lot of time, since the file is 
stored in 6 clusters and the read/write head only has to be repositioned 6 times. 


There is a problem however. Since a file is assigned at least one cluster, some 
storage space is wasted. Consider AUTOEXEC.BAT which is usually no longer 
than 150 bytes. Normally, a single sector could contain this file (and still waste 
almost 400 bytes), but AUTOEXEC.BAT occupies a cluster of 2048 bytes on an 
AT, which wastes more than 1.5K of hard disk space. 


Now back to the file allocation table: 


The size of individual entries in the FAT under DOS Versions 1 and 2 is 12 bits. 
For DOS Version 3 and later, the size of an entry in the FAT depends on the 
number of clusters: if a volume has more than 4,096 clusters, then each FAT entry 
is 16 bits; otherwise each FAT entry is 12 bits. The number of bits per FAT entry 
must be determined before file access. The information in the BIOS parameter 
block is used for this purpose. The total number of sectors in the volume can be 
found starting at location 13H. Divide this number by the number of sectors per 
Cluster to obtain the number of clusters in the volume. 


The first two entries of the FAT are reserved and have nothing to do with the 
cluster assignment. Depending on the sizes of the individual entries, 24 bits (3 
bytes) or 32 bits (4 bytes) can be available. The first byte contains the media 
descriptor, while the value 255 fill in the other bytes. The media descriptor, which 
is also stored in address 15H of the BPB, indicates the device which the media uses 
(for example a diskette). The following codes are possible: | 


Device . 


Hard disk 


F9H 5.25" disk drive (AT only) 
| 2 sides, 80 tracks, 15 sectors 
RCH. 5.25" disk drive 
| [1 side, 40 tracks, 9 sectors 
FDH 15.25" disk drive 
| | 12 sides, 40 tracks, 9 sectors 
FEH 15.25" disk drive | 
| . | 1 side, 40 tracks, 8 sectors 
FFH 2 5.25" disk drive 


i2 sides, 8 sectors 


40 tracks 


This shows the various diskette formats which DOS supports in 5.25" diskettes. 
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Included in DOS version 1.00 $1.10 [2.00 [2.00 [3.00 | 
dia de nto IPE fer src ep. rg 
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Ces ee ee ee 
[Number of tracks per head | 40 [a0 [40 [400 ___ 
Number of bytes per sector [512 _ [512 
Nunber of sectors per cluster[1 [2 i 2p 
Nanber of reserved sectors [1 Jr) [1 f. +. SCS? 
INumber_of sectors per FAT [1 i [2 [2 J?) 
umber of Fats _——=S—~*idt aide id id ide 
in root director a | 
in root. director 

1320 feso_ 360720 2400 

| 313 fe20 351 708 2371 

1313) 4315351 3 7 

160K 1320K_ [180K __| 

[.156.5K {315K _| 


15K 


ro 


75.5K 


DOS 5.25" diskette formats 


You may have wondered why the individual entries of the FAT are 12 or 16 bits 
wide if all they do is indicate whether a cluster is occupied or not. This could have 
been done with one bit: The bit could contain 1 when the cluster is occupied and 0 
if the cluster is available. The reason is that the entries in the FAT help mark the 
available clusters and identify the individual clusters containing a specific file. The 
directory entry of a file tells DOS which cluster holds the first data of a file. The 


number of this cluster corresponds to the number of the FAT entry belonging to 


it. In this entry is the number of the cluster containing the next sector of file data. 
As the following illustration shows, a chain forms in which the individual clusters 


_ assigned to a file can be located in the proper sequence. 
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Directory entry for 
_ FORMAT.EXE file 


Media descriptor __ 
entry number Al 


6 4.08.8 6.05.0 0 08.6 8 0.2, 


: s ee _ : 


Boece | 
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__ FAT entry and file clusters 


The FAT entry which corresponds to the last cluster of a file must contain a 
special code which tells DOS that the file ends here. The following table shows 
the meanings of the various FAT entries. | be eee ior 


(0) OOOH | Cluster is available 


|_(F)FFOH - (F)FF6H| reserved cluster 
| (F)FF7H | Cluster damaged, not_used 
[txyxxx sd Next file clusters 
Note: The first hexadecimal number in parentheses refers to a FAT whose 
entries are 16 bits wide. 


DOS is designed sO that several identical copies of the FAT on the media may be 
kept. This offers the advantage that in case of damage to one FAT, it can be 
replaced with another, preventing data loss. 


The DOS CHKDSK commanéd tests the various FATs to see if they are identical. 


201 


6. The Disk Operating System PC System Programming 


Directory structure 
Now let's look at the structure of a directory. 


The root directory of a volume immediately follows the last copy of the FAT. 
This root directory (like all subdirectories) consists of 32-byte entries in which 
information can be stored about individual files, subdirectories and volume names. 
The maximum number of entries in the root directory, and therefore its size, is 
stored in the BPB starting at address 11H. The FORMAT command specifies both 
the size number and the BPB. Before considering individual fields of this data 
structure, here's a graphic overview of a directory entry: 


1+ OOH | 

| 
+ 18H 
First cluster of file 1 word 


File size 


+ OOH | Filename (blanks padded w/ spaces 8 bytes 


(2 words) } 


Directory entry layout 


The first 8 bytes normally contain the name of the current file. If the filename is 
shorter than 8 characters, DOS fills the remaining characters with spaces (ASCII 
code 32). If the directory entry does not contain information on a file, but the file 
is used in another manner, the first byte of the filename (therefore the first byte of 
the directory entry) is identified by special code: 
{oH ast directory entry 
First character of filename 
has ASCII code ESH 

2EH File applies to current 

director\ | 


File deleted 


The second field contains the three character filename extension. If the extension is 
less than three characters in length, DOS fills in the extra characters with blank 
spaces (ASCII code 32). The period between filename and extension is displayed by 
the DOS command DIR but is not kept in the directory; DIR displays it just to 
make the names between easier to read. 


Next follows the one-byte attribute field. As shown in the following figure the 
individual bits of this field define certain attributes. The various attributes can be 


combined so that a file (as in the IBMBIOS.COM file) can have the attributes 
READ_ONLY, SYSTEM and HIDDEN. 
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=write-protected | 
O=read/write enabled | 
i=hidden file 
(invisible to DIR) 
t=volume name 


J. 


reserved 


Attribute field in the directory — 


While the significance of bits 0 to 4 is easy to see, the significance of bit 5 needs 
additional explanation. The name archive bit comes from its use in making backup 
copies. Every time a file is created or modified, this bit is set to 1. If a program is 
used to backup this file, (for example the DOS BACKUP command), the archive 
bit is reset to 0. The next time the BACKUP command is used, it can determine 
from the archive bit whether this file has been modified since the last backup. If it 
still contains the value 0, the file doesn't have to be backed up again. If the archive 
bit contains a 1, the file was modified and should be backed up again. 


The attributes volume name and subdirectory will be discussed in more detail 
below. 


A reserved field which DOS requires for internal opetations follows the attribute 
field. 


The time and date fields indicate when the file was last created or modified. Both 
are stored as words (2 bytes), but have special and different formats. 
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15 14 13 12 1110 9 8 QO bit 


TTTTECELLLELLee 
lg ee eer a eae 


Hour Minute Seconds in 
| 2-second | 
increments (e.g.,)t 
(13 means 26) 


15 14 13 12 1110 9 8 7 6 5 4.3 2 1 0 bit 


{~~ > — 
Year (relative to 1980) Month Day of month 


Time/date field formats in directory entry 


The next field indicates the number of the cluster which contains the first data of 
the file. It also indicates the number of the FAT containing the number of the next 
cluster assigned to the file. This field forms the beginning of a chain through 
which all the clusters assigned to a file can be retrieved. 


The file size in bytes is stored in 2 words with the lower word stored first. Using a 
small formula and the two words, the file size can be calculated as follows: 


File size = wordl + word2 * 65,536 


Subdirectory and volume name 
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Both subdirectory and volume name deserve special consideration. The volume 
name can only exist in the root directory and is indicated by bit 3 of the current 
directory entry's attribute field. The filename in a volume entry acts as the volume 
name; the DOS commands DIR, VOL and TREE can be used to Capny the 
volume name. 


If bit 4 of the current directory's attribute field is set, then this entry is for a 
subdirectory. If in addition bit 1 in this field is set, the subdirectory can be 
addressed, but will not be displayed when you execute the DIR command. For 
these entries, the filename and extension field contain the subdirectory name; the 
date and time field contain the time of its creation. The file length field is always 
0. The field which normally indicates the first cluster of the file now indicates the 
Cluster which contains the directory entries of this subdirectory. They have the 
same 32-byte structure as the entries in the root directory. As in a normal file, the 
entry in the FAT, which corresponds with the subdirectory cluster, points to the 
next cluster of the subdirectory, as long as one cluster is enough for the directory 
of the subdirectory. This is not true of the root directory which extends through 
several sectors or clusters, which follow each other logically. Furthermore the 
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individual clusters of the root directory cannot be connected through the FAT, 
because it only refers to the data area of the volume. This is the area which accepts 
files and subdirectories, but not the root directory. | 


The process described above reveals that DOS separates the individual files in a 
storage unit according to their directories. It doesn't store the files of one directory 
in one area, but scatters the files across the storage medium. 


When a subdirectory is created, two files are created with the names '.' and '..' 
which can only be erased when you remove the entire subdirectory. The first of 
these two files points to the current subdirectory, and its cluster field contains the 
number of the first cluster of the current subdirectory. The second entry points to 
the parent directory, which in the directory tree is located ahead of the current 
directory. If the parent directory is the root directory, the cluster field contains the 
value 0. The path to the root directory can be traced back through this entry, since 
as every subdirectory searches for its parent directory it comes closer to the root 
directory. 


Now back to our discussion of mass storage device structures. The file area follows 
the root directory just described. It occupies the remaining storage area of the mass 

storage device. It accepts the individual files and various subdirectories. For every 
cluster in this area there is an entry in the FAT corresponding to this cluster. If a 
file is enlarged, DOS reserves a cluster which is still available to store the 
additional data of the file. The FAT entry of the last cluster which formerly 
indicated the end of file is changed to point to the new cluster which in turn 
contains the new end character. In DOS Versions 1.0 and 2.0, unused clusters are 
searched for from the beginning. In DOS Versions 3.0 and up, a more 
sophisticated search is used to try to select an unused cluster in the vicinity of 
other clusters comprising the file. This reduces the access time to the file as much 
as possible. Conversely, when reducing file size or deleting a file, the FAT is 
updated to indicate that the unused clusters are again available. They can be used 
again when anew file i is created ¢ or expanded. | 
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This book discusses three methods of accessing PC hardware. On the one hand, 
you can access available DOS or BIOS functions. On the other hand, you have the 
option of developing new functions and routines for direct hardware control. While 
this offers no advantage in mass storage device and keyboard access, special 
routines for screen display are often much faster and more efficient than BIOS and 
DOS routines used to do the same job. 


For compatibility, however, DOS functions win hands down. Those of you who 
want to develop programs which can run, without problems, on virtually any DOS 
computer, must observe some rules for DOS function calls. These rules also apply 
to future compatibility. To develop programs under the current DOS versions 
which should execute without problems under future versions of DOS, you should 
follow the suggestions made below. 


° Use only DOS functions for screen and hardware access. Do not use BIOS 
or other hardware dependent functions. 

° Display error messages on the standard error device (handle 2). 

° Use Version 2 UNIX-compatible handle functions for file access. This 


ensures compatibility with future versions of DOS. 


° If you use the old FCB functions for file or directory access (e.g., for 
special attributes), make sure no FCBs are opened which are already open, 
and no FCBs are closed which are already closed. This could cause 
problems in a network. 


° Check the DOS version number at the beginning of the program and end 
the program with an error message if it cannot be executed under this 
version. | 

° _ Store as many constants as needed for program execution (e.g., the paths 


of programs and files to be loaded) within the environment block. Access 
these values from the environment block within the program. 


° Release all memory not required by the program using the DOS functions 
(this is especially important when working with COM programs). 

° If you need additional memory, request it by using the proper DOS 
functions. , 

° Use the available DOS functions for interrupt vectors; do not access 
interrupt vectors directly. 

° To change the contents of various interrupt vectors within a program, 


first save the old contents and restore them before the end of the program. 
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° Call one of the DOS functions (31H or 4CH) before the end of the 
program to pass a value to the calling program to signal whether the 
program was executed correctly. Avoid using the other functions for 
ending a program (interrupt 20H and function 0 of interrupt 21H). 


. Use function 59H of interrupt 21H (available in DOS Versions 3.0 and 
higher) to localize error sources. | ae. | 


In conclusion, here is an overview of the older DOS functions to avoid, and the 
new equivalent functions that can replace them. 


Old 


OOH End program ) 


New 


4CH End Process 
OFH Open file 3DH Open Handle 


10H Close file | 3EH Close handle 


11H Find first entr | | 4EH Find first entr 


MoH Find nexe-cnery  4PH  Kind next entry. 

Ga3H_Erase file | 418 Erase directory entry ___ 
MSH Sequential write [40H Write (through handle) 
Ie created file] 3cR Created handle or 
[ S™S*~*~*t~C~CS*SSA Created temporary file or 
Me Da | SBE UGreated new file, | 
23H Sense file size | 42H Move file pointer 
24H Set _data set number [42H Move file pointer 


28H Random access write 40H Write: (through handle) 


If you follow all these suggestions, your programs will execute on other 
computers and under future DOS versions with little or no modifications. 
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208 


DOS manages the operating storage media (RAM and mass storage) and programs 
which use multiple data structures. Some of these structures are thoroughly 
documented and have already been described in this book. These documented 
structures include: | 


o Program Segment Prefix (PSP), which precedes every program in 
memory 

° File Control Blocks eee) which control file access 

o Memory Control Blocks (MCBs), which control RAM 

° Structures in the header of a device driver 

° Environment blocks, which contain information strings about every 


program in memory 


° The many structures which DOS keeps in mass storage (boot sector, File 
Allocation Table [FAT], root directory, etc.) 


In addition, there are a number of undocumented structures. Until quite recently, 
only a few people knew of the existence of these structures, since most technical 
manuals concerning DOS didn't describe them. The authors of many of these 
technical manuals felt that these structures weren't needed for programming, and 
that their coding would change in future versions of DOS. The fact is that certain 
kinds of programming do depend upon these structures, and that some applications 
couldn't be realized at all without them. 


Floppy disk and hard disk ‘management utilities make intensive use of the 
undocumented structures. If you examine the Norton Utilities® using a debugging 
application, you'd see how much this program accesses these structures. 


A minor change in these structures took place between DOS Version 3.3 and 


Version 4.0, but this is the first change since the introduction of DOS Version 2.0 
in 1983. Therefore, the chances are almost nil of finding altered coding in the 


undocumented structures of subsequent DOS versions. 


Knowing about these structures can be practical data for programming some 
applications. This section lists our findings from viewing the Norton Utilities®. 


~The DOS Info Block (DIB) is the key to accessing the most important DOS 


structures. This block holds pointers to several DOS structures and to other 


a information as well. The knowledge of its existence and construction is useful to a 
_ program only if its address in memory is known. This address is not in a fixed 


memory location, nor can it be obtained with any of the documented functions of 


- DOS interrupt 21H. However, the undocumented function 52H can offer us some 
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assistance in finding that address. Calling function 52H returns the address of the — 
DOS Info Block to the ES:BX register pair. 


As opposed to all other DOS functions that fetch pointers to a structure or data 
area, the contents of the ES:BX register pair point not to the first, but rather to the 
second field within the DIB after the function call. 7 


DOS Info Block (DIB) structure 


Type 
1 ptr 
ES:BX | Pointer to first Drive Parameter Block (DPB) | 1 ptr 
[+04H_ | Pointer to last DOS buffer ——‘—C™C—C—C—~d ns ptr 
1 ptr 
1 ptr 
mass storage devices) 
i pre 
1 ptr 
i sptr 


Length: 1EH (30). bytes 


The first field in the DIB contains a pointer to the Memory Control Block (MCB) 
of the first allocated memory area. You will find detailed information on this 
structure and what it does in Section 6.9 (Memory Allocation from DOS). The 
pointer in the second field of the DIB gives access to a wealth of information that 
could not be had in any other way. It points to the first Drive Parameter Block 
(DPB), a structure which DOS lays out for all mass storage devices (floppy disks, 
hard disks, tape drives, etc.). i oe 


Drive Parameter Block (DPB) structure 


Addis | Contents ys 4 ig bist es 


Number or symbol for corresponding drive 


|} (0 = A, 1 = B, etc.) . 
+01H | Sub-unit of device driver for drive 
+02H 


ee 
© 
oO 
mm 


ord 


= 


rib fre ee 
ox ox oO fo 
he EOD 
ct ct ct 
49) 4) ()) 


Interleave factor 


[+05H | Sectors per cluster oa | | 1 byte 
+06H 
+08H 41] | 1 byte 
+09H 
+0OBH First occupied sector a | 1 word 

1 


+0FH [Sectors per FAT _ | 


| First data sector 


we os 
{2 Tole 
Oo oO. 
RK icin 
m&7O0 1 


| (OFFH=device not \ 
| Pointer to next DPB (xxxx;:FFFF 


plLength: 1CH (28) bytes : | | 


/+02H | 
[+04H | 
+05H 
+06H | 
+08H | 
+09H | 
+OBH | 
Last occupied cluster _ 
+OFH 
[+108 | 
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The first field of the DPB tells us to which device the block belongs. 0 stands for 
drive A, 1 for B, 2 for C, etc. The second field specifies the number of the subunit. 
To understand the meaning of this field, remember that access to the individual 


devices occurs through the device driver. DOS doesn't perform direct access to a 


disk drive or hard disk. This keeps DOS from having to deal with the physical 
Characteristics of a mass storage device. Instead, DOS calls a device driver for this 
purpose, which acts as mediator between DOS and hardware. 


Of course, not every device has a separate device driver, since one device driver can 
support many single devices. For example, the device driver built into DOS 
manages the floppy disk drives and the first available hard disk. DOS configures a 
DPB for each device, so a hard disk system would automatically have 3 DPBs 
available (a DPB is always configured for floppy drive B, even if only one floppy 
drive is actually available). Each device receives a number between 0 and the total 
number of devices minus 1, to help each driver to identify the devices it manages. 
This number is the one found in the subunit field. 


The next field lists the number of bytes per sector. Under DOS this is almost 
always 512. After this comes the interleave factor, which gives the number of 
logical sectors displaced by physical sectors when the medium is formatted (more 
on this in Chapter 7). This value can be 1 for floppy disk drives, 6 for the XT hard 
disk and 3 for the AT hard disk. For floppy disk drives, this field can also have the 
value FEH if no access has been attempted to the disk in the drive. The value FEH 
means that the interleave factor is currently unknown. 


There are a number of other fields related to these two which have already been 
named in connection with the management of mass storage devices through DOS 
(see Section 6.13). Among other things, they describe the status and the size of the 
structures DOS created to manage mass storage devices. A pointer to the header of 
the device driver lies within these fields. DOS uses this pointer when accessing the 
device. More information can be obtained with this pointer since, for example, the 
driver attribute is listed in the header of the device driver. 


Following this field is the media descriptor to which the Used flag is connected. 
As long as no access to the device has occurred, this flag contains the value OFFH. 
After the first access it changes to 0 and remains unchanged until a system reset. 


The DPB ends with a pointer that establishes communication with the next DPB. 
Since every DPB defines its end with such a pointer, a kind of chain is created, 
through which all DPBs can be reached. To signal the end of the chain, the offset 
address of this pointer in the last DPB contains the value OFFFFH..When a 
program needs the information within the DOS, there are many ways to find the 
address of the desired DPB. One method is to follow the chain described above by 


_ first finding out the address of the DIB. This gives you the pointer to the first 


DPB, from which you can follow the chain until you reach the DPB you want. 
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There's a better way, which isn't as susceptible to changes within the DIB, through 
two undocumented DOS functions. This involves the 1FH and 32H functions, 
which have been part of the DOS function repertoire since Version 2.0, although 
not documented by Microsoft. When called, both return a pointer to a DPB to the 
DS:BX register pair. While function 1FH always delivers a pointer to the DPB of 
the current disk drive, the address delivered by function 32H refers to the device . 
whose number is passed to the function in the DL register at the time it's called. (0 
represents the current drive, 1 is drive A, 2 drive B etc.). It's much more flexible 
than function 1FH. 


Access to the various DPBs with the 1FH and 32H functions offers a further 
advantage, because it forces DOS to retrieve other information such as the 
interleave factor and the media descriptor byte, which is ascertained for the disk 

drive only after the first access. If you get to the DPB through the pointer in the 
_DIB block, the various fields may not have been initialized, and could contain the 

wrong values. . 


Besides the pointer to the first DPB, the DIB contains the pointer to the first DOS 
buffer at address 12H. These DOS buffers store individual sectors, so that the 
sectors don't have to be repeatedly loaded from disk. The DOS buffers can be most 
effective when used for storing disk sectors that are frequently needed by the 
currently running program. Besides the FAT, these include the root directory and 
its subdirectories. The number of buffers can be defined by the user in the 
CONFIG.SYS file. If this number exceeds those needed for the FAT, root directory 
and subdirectories, normal sectors can also be temporarily stored here, in the hope 
that they are called to be loaded again in the near future, and can be taken directly 
from the buffer. 


So that DOS can quickly check each buffer for the desired sector with every read 
operation, the individual sectors are linked together. 


DOS buffer structure 


lAddr. | Contents 0 type 
+04H | Drive number (0 = A, 1 = B etc.) 1 byte 
OSH a oe ee ee 
+08H | Reserved 2 bytes 
[+0AH_ | Contents of buffered sector 512 bytes | 


Length: 210H (528) bytes 


As with DPBs, this happens with the help of a pointer which appears at the start 
of every buffer. Also, the last buffer is reached when the offset address of the 
pointer contains the value OFFFFH. After the field linking one buffer to the next 
comes the number of the drive where the buffered sector originates. The value 
would be 0 for drive A, 1 for B, 2 for C, etc. Besides the drive number, the 
identification of a sector requires a sector number. This is located beginning at 
position 06H in the DOS buffer. The last field in the buffer header stores a pointer 


211 


6. The Disk Operating System PC System Programming 


212 


_ to the corresponding DPB, so that DOS can get information on the device which 


loaded the buffered sector. Although this is the last field in the header of the DOS 


- buffer, the buffered sector does not end immediately after this field. There are two 


more bytes which follow. The reason for this is that the DOS code is written in 


machine language, and when it comes to working with memory blocks, it is most 


efficient to have the buffered sector begin with an address that is divisible by 16. 


The header of the DOS buffer is not the last place we run across the DPB. It turns 
up again in the path table, which starts at address 16H in the DIB. This contains 
the current path for each drive as well as a pointer to its DPB. 


0123 4 5 67 8 9 ABC OD E F 

0000: 41 3A 5C 43 41 43 48 45-00 00 00 00 00 00.00 00 A:\CACHE........ 
0010: 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 ....... ee ene 
0020: 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00.1... enn e nnn 
0030: 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 ....... ee en nee 
0040: 00 00 00 00 40 20 74 80-02 27 03 FF FF FF FF 02 ....@ t..'...... 
0050: 00 42 3A 5C 00 00 00 00-00 00 00 00 00 00 00 00 .Bs\......-enene 
0060: 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 ................ 
0070: 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 ........ eee nee 
0080: 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 2... cee cence nnn 
0090: 00 00 00 00 00 40 40 74-80 02 00 00 FF FF FF FF ..... COU Reawsens 
OOAO: 02 00 43 3A 5C 54 43 5C-42 41 55 53 5C 41 53 4D ..C:\TC\BAUS\ASM 
OOBO: 5C 48 45 52 43 4D 4F 4E-4F 00 00 00 00 00 00 00 \HERCMONO....... 
00c0: 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 ..............-. 
00ODO: 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 ...............-. 
OOEO: 00 00 00 00 00 00 40 60-74 80 02 65 05 FF FF FF ....-. Ot... 666 
OOFO: FF 02 00 44 3A SC 4D 53-43 5C 42 49 4E 00 00 00 ...D:\MSC\BIN... 
0100: 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 ...........22eee 
0110: 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 ..............0. 
0120: 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 ................ 
0130: 00 00 00 00 00 00 00 40-00 00 80 0D 17 00 FF FF ....... Bow eccnnes 
0140: FF FF 02 00 


Memory dump of the path table contents 


As long as the LASTDRIVE command is in the system's configuration file, the 
table will have entries for drives A through the one specified by LASTDRIVE. If 
this command is missing, however, the table will only have entries for each device 
supported by the installed device driver. If you change the entries in this table, you 
can divert one drive to another. The JOIN and SUBST DOS commands also take 
advantage of this by manipulating the path table entry of the drive to be diverted. 
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6.16 DOS 4.0 


People were rather surprised when IBM introduced DOS 4.0 instead of DOS 3.4. 
The version number suggests vast improvements to this operating system. 
Version 4.0 does in fact have s some features to offer which clearly set it apart from 


its predecessors: 

° Full-screen system installation 

° Graphic u user interfaces for directory display, file selection and ene 
programs 

° Full mouse Support 

° Support of Extended Memory Specification (EMS) acconting to the LIM 
4.0 specification for buffer storage 

° ~ Hard disk partition (volume) support and support for device capacity larger 
than 32 megabytes 

¢ _ Improved file access through optimization of the system code 


The introduction of these features mean changes in the operating system code. 
Although most of these changes will not affect most application programs, they 
may cause problems in programs that lie within the system, as well as programs 
developed without following rules of compatibility (see Section 6.14). 


Compatibility problems 


First of all, the support of hard disk partitions and files larger than 32 megabytes 
implies definite changes to the DOS file system. These changes don't affect 
programs that manipulate files only through the DOS interrupt 21H functions. 
However, many block device drivers and programs that access the DOS structures 
of the file system directly will have to be adapted to the new file system. This 
_ includes programs like the Norton Utilities®, PC Tools® and all the other 
utilities which perform tasks such as optimizing hard disks and restoring lost files. 
All of these will be of little or no use under DOS Version 4.0. | 


To give you a chance to adapt programs affected by these changes to DOS 4.0, the 
following pages give a description of changes to the file system (see Section 6.13 
for a comprehensive look at the DOS file system). 


In order to best visualize the changes to the file system, let's begin with a picture 
of its fundamental structure, which remains valid under Version 4.0. This 
fundamental structure can be divided into three layers, one on top of the other. 
These range from the logical partitioning of a mass storage device on the top layer 
to a purely physical system on the bottom layer. The top layer forms the function 
interface to user programs. This interface calls individual functions through 
interrupt 21H. No changes are allowed on this level in the switch to DOS 4.0 to 
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~ ensure that all applications that use these functions will continue to run normally. 


File accesses from the first level are converted to device driver function calls on the 
second level. In order to locate each file (i.e., retrieve the sectors which must be 
accessed) this level uses various data structures which are kept in the storage 


| medium. These include: 7 


Pipe x _ The boot sector (including the BIOS parameter block [BPB]) _ 


; _ The root directory and its subdirectories 
_ es. The FAT and its duplicates 


These functions cannot be changed as well, since one of the most important 


demands placed on the new DOS version is the ability to work with partitions that 
were created and formatted under previous versions. This is possible only if the 
structures listed above are not changed. This does not leave many ways to increase 
the capacity of a volume. Since the size of the FAT entry is limited to 16 bits, a 
volume can use no more than 65519 clusters. Therefore, an increase is possible 


‘only by using more sectors in a cluster. 


When DOS 4.0 sets up new partitions, it assigns the following cluster sizes: 
Partition and cluster sizes under DOS 4.0 | 
Cluster size | 2 K Of 4 KO 


2K 4 Kk 
Secs. per cluster |] 4 | 8 


_-- While this procedure minimizes the changes on the second level of the file system, 


Device 


it also has a disadvantage: The bigger the partition, the more memory it wastes. 


- Since the memory in a partition can only be allocated in clusters, some memory is 


always wasted when a cluster is not completely filled. This is true of files that are 
smaller than the cluster size. Memory space is also wasted in the last cluster of a 
larger file, since the size of a file is rarely an integral multiple of the cluster size. 


driver level 


The changes become most noticeable on the third level of the file system, called 
the device driver level. While character drivers remain unaffected by changes in the 
partition size, these changes have a great impact on block drivers that support 
partitions of more than 32 megabytes. | ; 


It's true that changes on this level could be kept to a minimum by increasing the 
sector size from 512 bytes, but this could lead to compatibility problems with 
partitions that were configured under previous versions of DOS. The only 


alternative was to increase the number of sectors per partition. But when a 


partition exceeds the 32-megabyte limit, the 16 bits, which up until_now were 


used to store the logical sector number, are no longer enough. For this reason, 
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DOS 4.0 has introduced a new type of block driver that supports partitions larger 
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than 32 megabytes, and works with 32-bit sector numbers. DOS recognizes these 
drivers with the help of bit 1 in the device attribute. This bit carried a value of 0 in 
previous versions of DOS. ) : ; | 


Starting with Version 4.0, DOS knows that it is dealing with a 32 bit driver if 
this bit is turned on. Increasing the sector number also changed the structure of the 
parameter data block, with which DOS passes information on the functions and 
parameters being called, to the device driver. Since a 16-bit field is no longer large 
enough for the sector number, DOS 4.0 adds a 32-bit field to the end of the block. 
This stores the sector number for a 32-bit driver as a dword (double word). As 
usual, the word with the smaller value is stored before that with the larger value. 
To indicate that the new field is in use, DOS also loads the value -1 (FFFFH) into 
the old field. | _ | 7 


‘Structure of the extended parameter data block when . 
calling a function of a 32-bit driver under DOS 4.0 
Type 
+01H Number of device being addressed 

+02H Number of function being called 

Status word 

| Reserved 

+ODH | Media descriptor 

Address of parameter buffer 

+12H Number of sectors to process 

+14H Number of first sector for 16 bit drivers 
+16H Number of first sector for 32 bit drivers 
(Length: 1AH (26) bytes 
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The following driver functions are affected by the change to 32-bit sector numbers: 


0 initialize driver 
20 set BPB 
3 direct read 
4 ral 

68 nite | 
9 write and encode 
12 direct write 


The structure of the BIOS parameter block (BPB), which the initialize driver 
function must pass to DOS, has also changed. This structure is also part of the 
boot sector of a DOS volume. It has been supplemented by two fields compared to 
the old BPB, and now looks like this: : | | | 
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Extended BIOS parameter block (BPB) structure under DOS 4.0 
Contents | 


PByUess per SectOr Meter 25 rots a ee ed 2 
PSectors.per cluster. <{i 7s cf. itu» way. | kbytes 
1_word 
Number of file allocation tables (FATs) 1 


Number of entries in root director 
+08H Number of sectors in volume 
{ (partitions <= 32 MB only) 
Media descriptor 
Number of sectors per FAT 
Sectors per spur . 
Number of read/write heads 
Distance of volume's first sector from first 
sector on medium (partitions <= 32 MBs only) _ 
Distance of first sector in volume from first 
sector on medium (partitions > 32 MB onl 
Number of sectors in volume 

(partitions > 32 MB only) 
: 1BH (27) bytes 


+OFH 


ay ms ee ee aa La 
Ziz i= i= lo zi<1o'] 
O FO [OO {Oo O FO 
RER TR IR Td HER fect 
BIQAIiQIQAio QF 70 


1 dword 


| ) 


17H 1 dword 


The two new fields in this extended BPB refer to the total number of sectors in the 
volume and the number of sectors between the first sector on the storage medium 
and the first sector of the volume. Even though these fields were already present in 
the old BPB, they were there only as 16-bit values, and had to be appended as 32- 
bit fields. To guarantee maximum compatibility with the drivers of previous DOS 
versions, DOS only needs to use the new BPB when the sector numbers cannot be 
represented as 16-bit values. This happens if the distance from the first sector on 
the storage medium to the first sector in the volume is greater than 32 megabytes. 


The new BPB is installed while formatting a volume, but the old 16 bit fields are 
used to store the number of sectors and the distance from the first sector when the 
conditions mentioned above don't apply. Otherwise, the corresponding values are 
entered in the 32 bit fields and the 16 bit fields are assigned a value of 0. 


Extending the logical sector number to 32 bits also caused a change in the way the 
25H and 26H interrupt functions work. These functions represent the only way for 
an end-user program to directly access the individual sectors of a volume via DOS. 
If the number of the first sector to be processed was passed to the DX register of 
these interrupts by an earlier DOS version, direct sector access is only possible 
under Version 4.0 if the volume to be accessed is smaller than 32 megabytes. To 
access larger volumes in Version 4.0 and higher, the DS:BX register pair of these 
interrupts must receive a pointer to the data block pictured on the next page: 


Abacus | | 6.16 DOS 4.0 


Structure of data block used in calling interrupts 
25H and 26H under DOS 4.0 


Length: OAH (10) bytes 


At the same time a value of -1 (FFFFH) must be passed to the CX register, so 

that DOS knows that the parameter transfer will not be following the old scheme. 

In conclusion, there is one more little innovation to mention. While this has no 

impact on program development under DOS 4.0, it does show that the 80386 has 

truly come of age. For example, 80386 PCs can use a particular trick to speed up 

file access and corresponding buffer and cache operations. DOS uses the 

- Capabilities of the 80386 very skillfully by running string instructions using 

bytes, words and dwords (double words). When copying and pushing memory 

- blocks within the IO.SYS and MSDOS.SYS modules, the following code 
sequence is used to process the transcription in dwords: va 


MOV CX, NUMBER sload number of words to move 

SHR CX, 1. ;cut number of words to move in half 
DB 66h ; adword prefix for string command 

REP MOVSW ;copy memory block a 


Since neither the 8088 nor the 80286 processors can perform dword operations, the 
SHR CX,1 and the DB 66H instructions are simply replaced with NOP 
instructions when installing the module, if the PC is equipped with a processor 
other than an 80386. sy 7 pe | | 
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The BIOS 


BIOS is the abbreviation for Basic Input/Output System. The name indicates that 
the BIOS provides basic input and output routines for communicating between 
software and the hardware peripherals such as keyboard, screen and disk drive. 


Why the BIOS is important 


About 


Since these routine calls are standardized, this saves the programmer the trouble of 
fitting programs to one particular PC hardware configuration. This means you can 
develop a program on one PC or compatible, and run it on another compatible PC 
without errors, even though neither the hardware nor the individual BIOS routines 
are completely compatible. This hardware independent concept contributed much to 
the popularity of the PC. It offers the computer manufacturers the ability to 
develop PCs which aren't quite identical to a true IBM PC, yet can run popular 
software. 


BIOS functions 


BIOS functions occur through the individual routines contained in the BJOS 
interrupts 10H to 17H and 1AH. The processor registers, whose usage is also 
standardized, transfer data from the calling program to the interrupt and from the 
interrupt to the calling program. 


SESS ECE TED ase era aa ne ee ae ee 
[ioH | Bros display function call 
[11H | Testing the configuration 
Testing RAM 


BIOS disk functions | 


= | Functions for asynchronous communication 


Cassette functions 


Reading the keyboard 
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BIOS architecture 
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The BIOS itself is located in PC ROM, making it resident even after the computer 


has been turned off. It is stored very high in the processor's address space 


beginning at address FO00:E000. It extends to address FOOO:FFFF, the last — 


location addressable on the Intel 8088 microprocessor. The BIOS routines must 


create, store and modify variables, much like any other routine. Since this is 
impossible in the BIOS area itself, BIOS stores these variables in the lower part of 
memory starting at address 0040:0000. 


_ This chapter begins with a description of the bootstrap, followed by descriptions of 


each BIOS function, call and application. 
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7.1 Booting the System 


_ Section 6.3 described the booting process of DOS. The examination began at the 
point where the first sector of a diskette or hard disk loads into memory. From the 
time you switch on the computer to the booting process, a series of events occur. 

_This section describes those interim events, 


Initialization 


Program execution in a computer based on the Intel 8088 (or one of its successors) 
starts after the computer is turned on at memory location F000:FFFO. This 
memory location is part of the ROM-BIOS and contains a jump command to a 
BIOS routine which takes over system initialization. The location of this routine 
may differ from one computer to another (actually from BIOS to BIOS) because 
the BIOS changes internally with each manufacturer. The task this routine 
performs remains identical for nearly all PCs, however. 


System check 


First the BIOS tests individual functions of the processor, its registers and some 
instructions. If an error occurs during this test, the system stops without 
displaying an error message (this is impossible with a defective processor). If the 
CPU passes the test, a checksum is computed from each of the ROM's contents 
and compared with the various ROMs to determine whether a defect exists there. 
Each chip on the main circuit board (such as the 8259 interrupt, the 8237 DMA 
controller, and the RAM chips) goes through tests and initialization. 


Peripheral testing 


After determining the functionality of the main Circuit board, the computer tests 
the peripherals (keyboard, disk drive, etc.). In addition to these hardware related 
tasks, the BIOS variables and the interrupt vector table must be initialized. 


The bootstrap loader 


Note that no mention has been made of the operating system so far. It hasn't been 
loaded into the computer from diskette or hard disk yet. Interrupt 19H, known as 
the bootstrap loader, performs this task on startup or on system reset (when you 
press the <Alt><Ctrl><Delete> key combination). This routine tries to load some 
form of the basic operating system from a predetermined place on the diskette. 


Reasons for failure | 
This bootstrap process may fail for a number of reasons: 
° There is no disk in the disk drive. 
° There is a disk in the drive, but the disk isn't bootable (the DOS files are 


not available on the diskette). If this occurs, the bootstrap routine 
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attempts to find the routine on the other disk drives connected to the PC, 
or on a predetermined location on an existing hard disk. 


If the system still cannot find the bootable system disk, there are two other reasons 
that may be causing a problem: 


° Some older systems switch to ROM BASIC. This is a small BASIC 
interpreter stored in PC ROM directly beneath the BIOS starting at 
memory location F000:6000. New PCs display a message on the screen 
requesting that the user insert a diskette containing the operating system 
into the drive. 


az BIOS doesn't care what operating system it loads, so it may attempt to 


load a non-DOS operating system if one exists on the disk. This makes it 
possible to load other operating systems such as XENIX. 
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7.2 Determining BIOS Version 


Determining BIOS Version © 


The previous section described memory location F000:FFFO in conjunction with 
the system startup. Usually a 5-byte-long jump instruction can be found at this 
location. After this instruction, an additional 11 bytes are available (to 
F000:FFFF), which are normally used to store the release date of the BIOS 


version. — » as 


You can examine the contents of these memory locations to determine which 
BIOS version your PC uses. Call the DEBUG program from the DOS prompt: 


debug 
Enter the following line to display the bytes at the end of the ROM-BIOS: 


d f000:fff0 1 10 


The next line displays the contents of this memory location as a hexadecimal 
number; the characters to the right of the hex display are the corresponding ASCII 
codes. Day, month and year appear as two digits separated by "/" characters. 


C>debug 
~d f£000:fff0 1 10 ‘ 
FOOO:FFFO EA 5B EO 00 FO 30.32 2F-30 36 2F 38 36 00 FC 00 [.. 02/06/86... 


-q 
C>_ 


BIOS date display in DEBUG 
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7.3 


Access 
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Determining the PC Type 


Usage of certain BIOS functions are more for model identification than for BIOS 
version identification. They indicate the type of PC in use. They also indicate 
when the BIOS has additional functions (e.g., AT BIOS is better equipped than the 
PC and XT BIOS). These extra functions essentially handle string output on the 
screen, realtime clock access (standard on the AT) and additional RAM beyond the 
1 megabyte memory limit (also standard on the AT). 


A program which calls these functions must first ensure that the computer in use 
is in fact an AT, and that the functions addressed are available. The programmer 
can use the model identification byte located in the last memory location of the 
ROM-BIOS at address FO00:FFFE. This byte can contain the following codes: 


252 or FCH: AT 
254 or FEH: XT and portable PC 
255 or FFH: PC 
Note: These values aren't entirely accurate. Many PC/XT compatibles 


indicate completely different values in the model identification byte. 
The following rule of thumb may be used: A model identification 
byte of 252 identifies an AT; any other number indicates a PC/XT. 


Only IBM computers have guaranteed reliable model identification numbers at 
memory location FOOO:FFFE. This may not be the case for compatible 
computers. Use the DOS program DEBUG to obtain the model identification byte. 
Call DEBUG with 


debug 


Enter the following command sequence: 


d f£000:fffe 11 
The model identification appears as a hexadecimal number on the screen. 
to the model identification byte from programs | 


The model identification can be obtained directly from a program. Here's a short 
assembler program to perform that task: 


IDSeg segment at f000h 
org Offfeh 
PcID db (?) 
IDSeg ends 


push ds ;store data segment 
mov ax, IDSeg 
mov ds,ax . ;set Data segment to BIOS 
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cmp PcID, 252 stest if AT-Code 
pop ds ;restore Data segment > 
je IstAT 


sDevice is a PC/XT 


IstAT label near 


Higher level languages can also find the identification byte. The following BASIC 
program uses the PEEK statement for reading the model identification. 


10 def seg = &hFO00 | 
20 if peek (&hFFFE) = 252 then print “AT* else print “PC/xT™ 


Turbo Pascal uses the mem array to read the model identification: 


begin 
if mem($FO00 : SFFFE] = 252 then writeln('AT') 
else writeln('PC/XT'); 
end; 


How the model identification is used ina program will be demonstrated in the 
programs later in this chapter. 
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7.4 


BIOS Screen Output Functions 


The BIOS contains a series of routines which display data on the screen and 
maintain other display functions. In addition to the video mode, BIOS manages 
cursor positioning, text output and graphic display routines. Interrupt 10H calls all 
these routines. The processor registers transfer the data between the application 
program and the BIOS interrupt routine. 


Under DOS versions 1.0 and 1.1, these BIOS routines were the only options for 
cursor positioning and color choice. DOS Versions 2.0 and up make these 
functions available under DOS as well. 


More about compatibility 


The BIOS routines execute faster than their corresponding DOS routines. Those 
concerned about compatibility and output device redirection may be better off using 
DOS routines. In any case, the application itself should dictate which routines will 
be used. 


The BIOS routines, like the DOS routines, offer the programmer the advantage of 
independence from a particular video card (IBM monochrome, IBM color, Hercules, 
etc.), since they can be adapted to various cards. Because these cards have different 
features supported by BIOS, let's look at the capabilities of these cards before 
examining the routines of interrupt 10H. Programs demonstrating the function 
calls are listed in BASIC, Turbo Pascal, C and assembly language later in this 
chapter. 


Monochrome display adapter 
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This card displays a page of 25 lines and 80 columns. Column 0 and line 0 are in 
the upper left hand corner of the display. The numbering continues to the right and 
down from column 0, line 0. 
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ROWS , 7 COLUMNS 


Line and column numbering—monochrome display 


Each of the 2000 (80*25) positions on the screen is represented by a character from 
a set of 256 characters (IBM PC standard character set) and an attribute character, 
also called an attribute byte. Both characters require one byte apiece, so 2000*2 
(4000 bytes) of video RAM must be available to display the entire screen. This 
video RAM exists on the video display card. Since video RAM is not part of the 
normal RAM, the starting address remains constant at address BO00:0000 for the 
monochrome card. 


While the PC systems have standard character sets for all the video cards described 
here, the attribute bytes change from card to card. 


As the figure below shows, bits 0 to 2 and 4 to 6 of the attribute byte defines the 
foreground and background color of the displayed character. 
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Character color 


Character intensity 
0 = normal,1 = high 


Background color 


Blinking © 
0 = off,1 = on 


Attribute byte color structure—monochrome display adapter 


Bit 3 of the attribute byte indicates the intensity of the foreground color. If it 
contains a 1, the character appears in high intensity. Bit 8 indicates whether the 
character on the screen should blink (a 1 in this bit causes the character to blink). 
While these bits can be set in any manner, only bit combinations which "look 
good" should be used for foreground and background color. 


ye Ae SR SO ER SY 2 


No characters 
(black on black) 


Underlined characters 


Normal characters 
(white on black) 


Inverse characters 
(black on white) 


White character field 
(white on white) 


Colors and attribute byte—monochrome display adapter 


Color graphics adapter (CGA) 
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This card offers text display of the IBM PC standard character set and various 
graphic modes. Text mode works with a resolution of either 80x25 or 40x25 
characters. 40x25 resolution displays characters in double width. This mode allows 


the management of up to eight different video pages (80x25 mode allows up to 


Abacus 7.4 BIOS Screen Output Functions 


four different pages). The line and column number assignment is similar to the 
monochrome display card. | es 


CGA attribute. bytes 


The attribute byte used on this card mainly selects foreground and background 
colors of the characters. A total of 16 colors is available. The first eight of these 
_ may be used as background colors. 


agenta 


és Brown (dark ellow on some monitors) 


/11_ | Light Turquoise 7 
; 7 : , 


Yellow (also light yellow) 


As the figure below shows, bits 0 to 3 of the attribute bytes represent the 
foreground color, while bits 4 to 6 indicate the background color. Bit 7 means the 
same as in the monochrome display card: it decides whether the character should 
blink. 


Character color 


Background color 


Blinking 
= Off,1 = on 


; 


Attribute byte structure—color graphic adapter 
This card can emulate a monochrome display card (see above) in which the 


attribute character has the same meaning as in the monochrome card, with the 
exception that no underlined characters can be produced. a 
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Graphic modes and the CGA 


~ Graphic modes can have either a resolution of 640x200 dots with 2 colors or 


320x200 dots with 4 colors. In both modes the upper left corner of the screen has 
the coordinates 0/0. 


No attribute byte exists in this mode since every dot on the display is either 
illuminated with a color or not, and not composed of standard characters from a 
character set. To display characters from the standard character set in this mode, 
they must be drawn on the screen with pixels (dots). 


In 320x200 resolution, one of the 16 available colors can be defined as a 
background color. The foreground color must be one of three colors in a palette 
predetermined by the graphic card. Two palettes are normally available: One 
contains the colors cyan, magenta and white, while the other offers the colors 
green, red and yellow. 


The video RAM of this card starts at location B800:0000 (unlike the monochrome 
display card which starts at BO00:0000). This ensures that the video RAMs of the 
two cards do not overlap. They can be used in parallel with each displaying data on 
its Own monitor. 


Hercules graphic cards 
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The Hercules graphic card has the same text mode as the IBM monochrome display 
adapter, and can display two video pages of text at a time. A Hercules card also 
offers a graphic mode in which two video pages can be displayed with a resolution 
of 720x348 pixels. Unfortunately, the BIOS cannot access either the two video 
pages or the graphic mode. BIOS treats this card like a normal monochrome card, 
which can only display one text page of 80x25 characters. 


Now that you have some general knowledge ad graphic adapters, here are the 
functions called from interrupt ra 


| Meaning 


l Sense cursor position 


Cae ee | | Write character 5 attribute at cursor sosition 
MO. * “AH: | | Write character at cursor position 
ae pucterne corer pesctrS acks graphic mode 


ae aa Sense displa point in graphic mode 
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[Decimal | Hex [Meaning 
[EH Character output (like a terminal) 
is Fa Determine video mode = 


119s 13H |Write character string (only available on AT) | 


As always, the processor registers pass the function arguments. Some common 
rules define which registers accept which arguments: 


The AH register indicates the number of the function to be called with interrupt 
10H. If character should be displayed, or a dot placed on the screen in graphic 
mode, its value passes to the AL register. 


Hercules functions 


If the function expects display coordinates for text mode, the X-coordinate 
(column) must be loaded into the DL and the Y-coordinate (line) into the DH 
register. In graphic mode the CX register accepts the X-coordinate and the DX 
register the Y-coordinate. The number of the display page (if required) should be 
contained in the BH register. 


It is important for assembler programmers that the contents of the BX, CX, DX 
and the contents of the segment registers remain the same before and after the 
interrupt call. The contents of all other registers may change. 


Function OH: Set video mode 


_ Before sending output to the screen, the video mode must be selected. The current 
video mode in use might not be the one you desire. Function 0 of interrupt 10H 
performs this task and also selects the active video card in case the PC has several 
video cards connected. For a call to this function through interrupt 10H, the AH 
register must contain function number 0 and the AL register must contain the 
number of the video mode to be activated. Of course only those video modes that 
are supported by the video card in the PC can be activated. The following numbers 
correspond to the various video modes (the video card supporting the mode is in 


parentheses): | 7 : | 
‘On 40*25 character monochrome text displa (Color) 
Tae 40*25 character color text displa | (Color) 
ce 80*25 character monochrome text display . | | (Mono) | 
3 | 80*25 character color text displa' (Color) 


| 320*200 pixel graphics with 4 colors | (Color) 
( 


os -320*200 pixel graphics with 4 color | Color) | 
| but shown monochrome _ | Z ? | 
16_| 640*200 pixel graphics with 2 colors ep Color) 


The mode makes no difference on a monochrome card, since only one mode exists 
(80x25); this mode is constantly active. It uses the internal designation number of 
7 : ize : } 


231 


7. The BIOS... PC System Programming 


Function OFH: Get video mode 


The opposite of this function iS function OFH, which determines the current video 


mode. A value of OFH in the AH register during a call to interrupt 10H executes 
this function. It returns the value of the video mode (refer to the table above) in the 
AL register. As mentioned above, a monochrome card always returns the value 7. 
Besides the video mode, the number of columns per display line in this mode (40 
or 80) returns in the AH register and the current display page number in the BH 


: register. 


Function 02H: Set cursor position 


After the video mode initialization, screen output can begin. Function 2 defines the 
cursor position. Calling this function places the blinking cursor in the desired 
location on the screen. This sets the starting position of character display. Prior to 
calling this function the AH register should be loaded with the function number 


_ (2), the DH register with the line location of the cursor, and the DL register with 


the column location of the cursor. The BH register holds the display page onto 
which the cursor should be positioned. Remember that every display page has its 
own cursor for positioning the text output, but only one active or blinking display 
cursor exists. This active cursor always appears on the currently displayed page. 
Function 2 moves the active cursor if the value in the BH register corresponds to 
the current screen page. | 


Function 03H: Read cursor position 
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The counterpart of this function is function 03H. It reads the current cursor 


position of a selected display page and returns the position to the calling program. 
At the call of this function the AL register must contain the function number (3) 
and the BH register the number of the display page whose cursor position is being 
read. | 


Monochrome display cards return a value of 0, since the card can only display one 
page (numbered 0). After the call of interrupt 10H the DH register contains the 
cursor position’s line and the DL register the cursor position's column. In addition, 
two values are returned to the CH and CL registers which have special 
significance. They indicate the starting and ending raster scan (pixel) lines of the 
cursor. These lines ; are dependent of the displayed page. 


To uriderstand this significanc; it is important to iow. that every text mode 
character on color and monochrome cards have heights of 8 and 14 pixels per 


character, respectively. The programmer can choose at which of these pixel lines 
the blinking cursor begins and at which it stops. 
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These values must of course remain within the legal values of the individual video 
cards (i.e., 0 to 7 for a color card and 0 to 13 for a monochrome card), omer 
the blinking text cursor may —— from the screen. 


Function O1H: Define cursor size 


While these values are read with the help of function 3, function 1 is used to set 
these values. The AH register loads with a 1, the CH register with the starting line 
of the cursor, and the CL register with the ending line of the cursor, before calling 
interrupt 10H. The starting line must be smaller than or qual to the ending line, 

or the cursor becomes invisible. : | 


Function OSH: Set active display page 


This book has frequently mentioned the current display page without telling how 
to activate this page. Function 05H of interrupt 10H performs this task. Place a 
value of 5 in the AH register and the number of the page you want activated 
(displayed on the monitor) in the AL register. The number of the page to activate 
depends on how many pages are available in the current video card and video mode. 
Since the monochrome video card offers only one display page, using this function 
with a monochrome card makes no sense at all. The following values are allowed 
for the color card's different video modes: _ | 


0 to 7 (40*25 character text display [Color-card]) 
0 to 3 (80*25 character text display ere) 


After selecting the video mode and moving the cursor to the desired location on the 
_ screen, one or more characters are output on the screen in most cases. BIOS makes 
various functions available which have different abilities in providing character 
display on the screen. One difference between these functions is that they process 
control codes in various ways. These control codes are the ASCII codes 7, 8, 10 
and 13. They represent the following: 


pee produces _a_sound 


mari oe erases preceding character & moves ~ 
cursor back one character: position = _ 


Linececd moves cursor one line down i 
a oleae return moves Cursor to start of. current Line 


Some functions view these codes as normal ASCII sia pndeseculé them 
accordingly. Other functions see them as control codes. For example, code 7 

_ produces a sound with some functions. The choice of which function to use 
depends on which control code processing is desired. 7 | 


Text display in ‘graphic mode 
Text display functions can be used in both text and graphic modes. Text output in 
graphic mode creates different characters since the characters must be drawn on the 
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screen from pixels. The PC uses ASCII codes to set the graphic pixels. While the 
character samples for the ASCII codes 0 to 127 are already stored in the ROM, the 
character patterns for the codes 128 to 255 must be read from a table in RAM. 
This table installs itself in RAM when you execute the DOS GRAFTABL 
command. 


BIOS obtains the address of this table from the memory locations 0000:007C to 
0000:007F, where the table's offset address lies in the lower two bytes and the 
table's segment address in the upper two bytes. These memory locations are inside 
the interrupt vector table but can be used for this purpose since interrupt 1FH 
(whose address normally appears there) remains unused. 


Having this table stored in RAM makes it possible to define your own table, so 
that special characters which are not contained in the standard character set can be 
displayed on the screen. Since every character is comprised of 8 bytes, the first 8 
bytes of the table are reserved for ASCII code 128, the next 8 for the code 129, etc. 
Each byte contains the bit pattern for one of the 8 lines which compose a 
character. Bit 0 represents the dot on the right border of the character matrix, bit 7 
the dot on the left border. If you set a bit to 1, this illuminates the corresponding 
pixel on the screen. 


Function O9H: Write character with attribute 
Function OAH: Write character 


Functions 09H and OAH are available for character output. Function OAH displays 
the character in the color determined oy the attribute corresponding to that 
particular screen position. Function 09H sets the color (attribute) of the character 
to be displayed. Neither function moves the cursor to the next screen position after 
Character display. Character output resumes at the same location on the next 
function call. Function 02H must be called to move the cursor to the next screen 
position for displaying readable text. 


Determining the function. call 
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Both functions 09H and OAH interpret the control codes described above as normal 
characters and display them accordingly. During the call of these functions the 
contents of the AH register depend on whether the user called function 09H and 
OAH. The AL register accepts the ASCII code of the character to be displayed. The 
display page for character display can be found in the BH register. The CX register 
contains a number which indicates how many times the character should be 
displayed. Because of this, it's possible to display a character several times with 


_ Just one interrupt call (this saves time and memory). If you want the character in 


the AL register displayed only once, a 1 must be stored in the CX register during 
the function call. Since function 09H also determines the color of the character to 
be output, the BL register passes the character color. 
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Function OEH: Teletype mode 


A serious disadvantage of these two functions is that the cursor's position does not 
advance after the function call. Function OEH cures this problem. It acts like a 
terminal, hence its name—the TTY (Teletype output) routine. The cursor advances 
to the next screen position after a character is displayed. If the cursor reaches the 
end of the screen line, it moves to the beginning of the following line. If the 
cursor is in the last display screen position (line 24, column 79), the entire screen 
is scrolled one line upward and the top line of the screen disappears from the 
display area. In addition, the function clears line 24 and the cursor moves to the 
beginning of the line. 


Another approach to control codes 


Unlike functions 09H and OAH, function OEH treats control codes according to 
their functions, and not as normal ASCII codes. Like function OAH, characters are 
displayed by function OEH using the character color (attribute) already present at 
that screen location. This is valid for text mode only. In graphic mode, the 
foreground color must be passed in the BL register. 


Prior to the function call, the AH register must be loaded with function number 
OEH, the AL register loaded with the code of the character to be displayed and the 
BH register with the display page intended for character display. 


Function O8H: Read character/attribute 


While functions 09H, OAH and OEH display characters on the screen, function 08H 
makes it possible to read characters from the screen, i.e., to sense the character and 
attribute displayed. Before the call, the value 08 must be loaded into the AH 
register and the number of the display page from which the character should be 
loaded into the BH register. The display position from which the character should 
be read is the current cursor position in the display page indicated by the BH 
register. 


In text mode the character code can be read directly from video RAM. However, 
graphic mode requires a comparison between the bit pattern at the current cursor 
position and every character's bit pattern in the character set. 


After the function call, the AH register contains the attribute (color) and the AL 
register contains the ASCII code of the character read. 


Function O6H: Scroll window up 


Function 06H scrolls the screen up one or more lines, or clears sections of the 
screen by displaying spaces (ASCII code 32). These operations can only be 
performed on the current display page. To call this function, you must load the AH 
register with the function number (6). The AL register is loaded with the number 
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of lines the display should be moved up. A 0 in this register instructs the function 


__ to fill the screen area with spaces instead of scrolling the screen. The BH register 


contains the color (attribute) for the blank line. The CH, CL, DH and DL registers 
define the display page window to be scrolled or cleared. The C register represents 
the upper left corner of the window, while the D register defines the lower right 
comer of the window. The following list illustrates the meaning of each register: 


Reg___| Meaning 


DH i j 
DL 


[DH Line of the lower right corner of the window 


Dies et | Column of the lower right corner of the window 


Function 07H: Scroll window down 
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Function 07H scrolls the screen down one or more lines, or clears sections of the 
screen by displaying spaces (ASCII code 32). These operations can only be 
performed on the current display page. To call this function, you must load the AH 
register with the function number (7). The AL register is loaded with the number 
of lines the display should be moved down. A 0 in this register instructs the func- 
tion to fill the screen area with spaces instead of scrolling the screen. The BH 
register contains the color (attribute) for the blank line. The CH, CL, DH and DL 


registers define the display page window to be scrolled or cleared. The C register 


represents the upper left corner of the window, while the D register defines the 
lower right corner of the window. The following list illustrates the meaning of 


each register: | . 


[Reg | Meaning 
CH? a= 4 Line of the upper left corner of the window — 
DL 


Dis. Column of the lower right corner of the window 
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Graphic functions | 


The following are sion of the functions used in the different en modes. 
They can be used in connection with video cards capable of producing graphics. 


Function 00H: Set video mode 


Function 00H switches on one of the available graphic modes. The border color (or 

color palette) should then be selected for the 320x200 (or text) mode by loading 
function number OAH in the AH register. The BH register dictates the use of the 
border color or the color palette. If during the function call the BH register contains 
a0, the value in the BL register becomes the background and border color for the 
graphic mode. All 16 colors are available, so the BL register can contain a value 
between 0 and 15. This function remains valid for the text mode. However, only 

the border color can be set. The background color for each character is set 
individually by the top 4 bits of the color attribute, and therefore cannot be set for 


everything. 


If the BH register contains a 1, the value in the BL register (0 or 1) selects the 
active color palette. The palettes contain the following colors: 


aaa tose red, ellow 


Function OBH: wat’ cols palette | | 


_ Once the graphic mode initializes and the colors are selected, graphic drawing can 
_ begin. Function OBH writes graphic pixels at specified locations of the screen. The 
pixel coordinates to be addressed are passed in the CX and DX registers. The values 
in these registers depend on the graphic resolution of the current graphic mode. The 
CX register contains the X-coordinate (column coordinate) of the pixel, and the DX 
register the Y-coordinate (line coordinate) of the pixel. The function call must have 
the function number (OBH) passed in the AH register. The color value of the pixel 
to be manipulated is passed in the AL register. The Hercules card and the 640x200 
mode of the color card permit the values 0 and 1 only. In the 320x200 mode of the 
color card, the values 0 to 3 are allowed for the 4 possible colors. The significance 
of these values depends on the active color palette. If a program enables palette 0, 
the values have the following significance: 


Color selected for background with function OBH 


[Em ea Ce 
a Ct a 
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An active palette 1 changes the values slightly: 


Color selected for 
Cyan 


i 
| 
Magenta 


_background with function OBH 


White 


Function ODH: Read pixel 


Function ODH is the equivalent of this function, which determines the color value 


of a pixel. Before the call, the value ODH must be passed in the AH register, the 


X-coordinates of the pixel must be loaded into the CX register, and the Y- 
coordinates into the DX register. The pixel color is returned as a result in the AL 
register. This value corresponds to the rules described in function OBH. 


Function 13H: Write string 
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Interrupt 10H includes another function on AT computers. Function 13H displays 
strings of characters on the screen. During its call a series of arguments must be 
passed, in addition to passing the function number to the AH register. The BH 
register accepts the number of the display page on which the string should be 
displayed (not necessarily the current display page). The starting position of the 
character string on the display is in the DH (line) register and the DL register 
(column). The CX register contains the number of characters in the character 


‘String. 


The AL register's contents define one of the four possible modes in which the 
character string can be displayed. The string format in modes 0 and 1 differ from 
string format in modes 2 and 3. Modes 2 and 3 place attribute bytes after every 
character in the string. In modes 0 and 1, the individual characters of the string 
follow one another in sequence. The attribute byte for all characters depends on the 
contents of the BL register. In modes 2 and 3, 2 bytes are stored in the string for 
every Character displayed. For example, a character string of 4 characters requires 8 
bytes of memory. The number of characters to be displayed (4 characters in this 
example) must be indicated in the CX register. Another difference between modes 0 
and 2 and modes 1 and 3 is in display format. After the string display in modes 1 
and 3, the cursor appears following the last character of the string. The next 
character displayed with one of the BIOS functions then appears at this position on 
the screen. The cursor position does not get updated in modes 0 and 2. 
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Demonstration programs 


The following programs demonstrate the use of BIOS video interrupt functions 
available from higher level languages. In Pascal and C, you'll find that using BIOS 
display functions works much faster than the standard procedures and functions 
provided in these languages, which use the slower DOS functions. BASIC's use of 
BIOS screen functions is minimal, since these functions are even slower than the 
BASIC PRINT statement. 


Advantage 


Accessing BIOS video interrupt functions has an advantage over the use of ‘Gaboard 
graphic commands in mee aie languages: the BIOS Pane HONS can be accessed 
at any time. 


Disadvantage 


There is a serious disadvantage to using BIOS functions for screen output. The 
higher level language display commands can accept numerical variables, which are 
then converted to ASCII characters. These higher level commands can format the 
variables according to decimal places or a certain degree of precision, then display 
these variables. However, if numerical variables are to be displayed using the BIOS 
functions, they must first be converted into a character string which you must 
. transfer to the BIOS et function. This procedure takes time. 


All three programs are identical in function. Each fills the screen with continuous 
characters from the PC character set, then opens two windows in which two arrows 
move up and down. How this was done, and how it will actually appear on the 
screen, should become clear after you take a closer look at the program codes. The 
programs limit their access to one video page, due to incompatibility problems 
that could occur between monochrome and color cards. They also do not present 
subroutines, functions or procedures for calling the BIOS graphic functions. 


Once you understand this section you should be able to easily add the missing 
~ functions and even write a short demo program of your own. Using BIOS video 

interrupt assures that the coment will not crash and that neues major can go 
wrong. — , : : 


BASIC listing: VIDEOB. BAS 


100 pecreertececcececrcrrertcctererccertcrctccel cette crrerteccrccetcsed 


110 '* ae ake Ds B10) BL ee eT 7 BAS (RES 
120 PS cc ces em eas ls ees ann Ss “Sees ds sec ws sk uw ces cans es ‘sy Sec uses te cn ie ln “ew cee et ls a ee as Sw ds a ss cee ew ew ed ws a ce *A 
130 ** Task : Makes some Subroutines available for access *? 
140 ** to the Display using the BIOS-Video-Interrupt *' 
150 *'* “e 
160 ** Author : MICHAEL TISCHER as 
170 ** developed on : 07/18/87 | xs 
180 ‘'* last Update : 05/14/89 “e 


190 PRKEKRKEKEKKKKEKEKKEEE KEE AER KKK KEKE EKER KREKKKEKKKKEKEKREKEKKREKKKKEKKKKES 
200 § 

210 CLS : KEY OFF 

220 PRINT"“WARNING: This Program should only be started if GWBASIC was “ 
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240 


230 
240 
250 


PRINT"“started from the DOS level with 
PRINT ; 
PRINT"Otherwise press any key..."; 


<GWBASIC /m:60000>. "™ 


PRINT"If this was not the case enter <s> for SEOD: " 


260 AS = INKEYS : IF AS = "“s" THEN END 
270 IF AS = “" THEN 260 
280 CLS 
290 GOSUB 60000 ‘Install function for interrupt call 
300 PAGE%=0 ‘Display page for the output is Page 0 
310 COLRR%=7 ‘light characters on dark background 
320 FOR DISPROW%=1 TO 24 ‘process all display lines 
330 FOR DISPCOL%=0 TO 79 ‘process all display columns 
340 ee a eae oP eee nore ee ee AND 255) ‘continuous code 
350 GOSUB 52000 ‘Set cursor position 
360 GOSUB 57000 ‘Output character 
370 NEXT ‘next column 
380 NEXT ‘next line 
390 VALUE%=0 : ‘Erase Window 
400 ULC%=5. : ULR%=8 : LRC%=19 : LLR%=22 ‘Coordinates of the 1. Window 
410 GOSUB 55000 ‘Erase Window 
420 ULC%=60 : ULR$=2 : LRC%=74 : LLR%=16 ‘Coordinates of the 2. Window 
430 GOSUB 55000 ‘Erase Window 
440 COLRR%S=6H70 ‘dark letters on light background (inverse) 
450 DISPCOL%=5 : DISPROW%=8 ‘Coordinates for Text output 
460 TS=" Window 1 ” ‘Text for output 
470 GOSUB 58000 ‘Output Text 
480 DISPCOL%=60 : DISPROW%=2 ‘Coordinates for text output 
490 TS=" Window 2 ” 'Text for output 
500 GOSUB 58000: ; ‘Output Text 
510 DISPROW%=0 : DISPCOL%=0 ; ‘upper left Display corner 
520 TS=STRINGS (23," “) +"Arrow number is being drawn "+STRING$(23," “) 
530 GOSUB 58000 ‘Output Text: 
540 COLRR%$=&HFO ‘dark chars on light background (inverse) blinking 
550 DISPCOL%=24 : DISPROW%$=12 ‘Coordinates for Text output 
560 TS="">>> PC SYSTEM PROGRAMMING <<<" ‘Text for output 
570 GOSUB 58000 ‘Output Text 
_ 580 VALUE$=1 ‘always scroll one line 
590 FOR ARROWS%=4 TO 0 STEP -1 ‘Output total of 10 Arrows 
600 DISPCOL%=35: DISPROW%=0 ‘Position for number of Arrows 
610 COLRR%=&H70 ‘dark characters on light background (inverse) 
620 TS=STRS (ARROWS$) -‘Convert number of Arrows into ASCII-String 
630 GOSUB 58000 ‘Output Text 
640 COLRR%=7 ‘light characters on dark background 
650 FOR COUNTL%=1 TO 8 ‘an Arrow consists of 8 Lines 
660 DISPCOL%=5 : DISPROW%$=9 "Coordinates in first Window 
670 TS=STRINGS (8-COUNTL$," ")+STRINGS (2*COUNTL$-1, "*") +STRINGS (8-COUNTL%," ") 
680 GOSUB 58000 ‘Output Arrow line 
690 ‘-DISPCOL%=60 : DISPROW$=16 ‘Coordinates in second Window 
700 GOSUB 58000 ‘Output arrow line 
710 ULCS=5 : ULR%=9 : LRC%=19: LLR%=22 ‘Coordinates of 1. Window 
720 VALUE%=1 . ‘scroll one DISPROW 
730 GOSUB 56000 ei ‘Scroll Window down 
740 ULC%=60 : ULRt=3 : LRC%=74: LLR%=16 ‘Coordinates of 2.. Window 
750 VALUE$=1 ‘Scroll one Line 
760 GOSUB 55000 ‘Scroll Window up 
770 NEXT ‘next Arrow Line 
780 NEXT ‘next Arrow 
790 CLS 
800 KEY ON 
810 END 
820! 
50000 ERK KK KKK KKK KKK KKK KK KKK KEK KE KKK EKKKKKKRK KEKE EK KKEKEKKKKKKKEKKEKES 
50010 ‘* Sense Video mode and other Parameters ae 
50020 '*~-~-----~-~--~-+----~----~---~----------------------- - +--+! 
50030 '* Input : none ms 
50040 '* Output : VMODE$ = the current Video mode “ . 
50050 '* PAGES = the current Display page i 
50060 '* DISPCOL% = the number of Columns per Line ~ 
50070 '* Info  : the Variable 2% is used as Dummy oe oe 
50080 4 KKK KKH KKK KK KKKA KKK KKK KKK KEK KKK RKKEK KEK ARR IKKK EKER EKKKK KK 4 
50090 ! 
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50100 DISPCOL$=15 ‘Get Function number for Video mode 


50110 INR%=&H10 ‘Call BIOS-Video-Interrupt 16 (h) 
50120 CALL IA(INR%, DISPCOL%, VMODE%, PAGES, 2%, 2%, 2%, 2%, 2%, 2%, 2%, Z%, 2%) 
50130 RETURN "back to caller 
50140 ' 7 | | 
51000 ORK IH HK IKKE KE KEK EKA KIKI KKK ERM EK EI IK EKA KEKE KEE KEKKEKEKKEKKKKS 
51010 '* Define appearance of blinking Text-Cursor . a 
51020 '*-+-----------------------------------------------------------*! 
51030 '* Input : BEGLINS = is the beginning Line of the Text-Cursor *' 
51040 '* ENDL&$ = is the End Line of the Text-Cursor gies 
51050 '* Output: none i 
51060 '* Info : the Variable 2% is used as Dummy = 
51070 EHH MK KEKE KKK KKK KKKKEK KKK KEK KEK KEKE KKKKEKKEKEKEKEKEKEKEKKKEKEKKKKEEKS 
51080 '! 

51090 FKT%=1 — ‘Set Function number for appearance of Cursor 
51100 INR%=&H10 ‘Call BIOS-Video-Interrupt 16 (h) 
51110 CALL IA(INR$&%, FKT%, 2%, Z%, 2%, BEGLIN%, ENDL%, 2%, 2%, 2%, 2%, 2%, 2%) 

51120 RETURN ‘back to caller 
51130 ! 
52000 PKK KK KKK KKK KKKEKK KKK EK EK EKER KKK KKK KK KK AKKEKEKKEKKEKKKKKKEKEKKKEKEKEKS 
52010 '* Set Cursor Position | xs 
$2020 ! henna a en ern rn isd 
52030 '* Input : PAGES = is the Number of the Display page = 
52040 '* DISPCOL% = is the new Column of the Cursor mt 
52050 '* DISPROW% = is the new Row of the Cursor = 
52060 '* Output : none an 
52070 ** Info : The position of the buning Text-Cursor is only *' 
52080 '* influenced by the call of this subroutine if the *!' 
52090 '* Display page indicated is the current Display page *' 
52100 '* : a He mY 
S210: *% the Variable Z% is used as Dummy xe 
52120 CHK KKKKEKKEKEKKEKEEK KEKE AKER REKKKAKKEKEKEKEKREKKREEKAEEEKRKREKAKEKY 
52130 ! . 

52140 FKT$=2 -  *Set Function number for Cursor position 
52150 INR%=&H10 ‘Call BIOS-Video-Interrupt 16 (h) 
52160 CALL IA(INR%, FKT%, 2%, PAGES, 2%, 2%, 2%, DISPROWS, DISPCOL$4, 2%, 2%, 2%, 2%) 
52170 RETURN "back to caller 
52180 ' 

53000 PRK AK KKK KIKI KKK KKK KKK KEK KEKE EEK KK EK KEKE KEK KK AKER EKK KEKE KKEKEK 
53010 '* Read Cursor Position and Beginning and End Row a 
593020 ‘* of the blinking Text-Cursor as 
53030 '*-------~-------~-----~~~---------~++--+-~-------+------ +--+ +t! 
53040 ‘* Input : PAGES = is the Number of the Display page ms 
53050 '* Output: DISPCOL% = Column of the Cursor in the Display page *' 
53060 '* | DISPROW% = Row of the Cursor in the Display page: xe 
53070 '* BEGLIN%’ = beginning Line of the Text-Cursor a 
53080 ‘* ENDL? = is the End Line of the Text-Cursor = 
93090 '* Info : the Variable Z% is used as Dummy ' = 
53100 SRK K AKER ERK KKK KERR KERR KK KKK KARR KK KKK ERK KKK KEKKRKKRKKKKEEKEK 
53110 FKT%=3 és ‘Read Function number for Cursor position 
53120 INR%=&H10 © ‘Call BIOS-Video-Interrupt 16 (h} 
93130 CALL IA({INR$S, FKTS, Z%, PAGES, 2%, BEGLIN%, ENDL, DISPROWS, DISPCOLS$, 2%, 2%, Z%, Z%) 
593140 RETURN fae 3 ; ‘back to caller 
S3150°! . . 

54000 PRK KKKKKKKEKKKKEK KK KKK KEK KKK KKK KKEKKKKKKKKKKKKKKEKKKKKEKKEKKEKKEEES 
54010 '* Set the current display page on the *s 
54020 ‘* screen x 
54030 '*----------—---~--~~---~~------ ------ -- - +--+ + - A 
594040 '* Input : PAGES = is the Number of the Display page x 
54050 '* Output: none eee 
54060 '* Info : the Variable 2% is used as Dummy . ss 
54070 CHAKA KKK EKER KEKE KK KEKE KKK EKER KEKKEKEKKEKKKEEEKEKKKKKEKEKKEKEKKEKKKE 
54080 FKT$=5 -*Set Function number for Display page 
54090 INR%=&H10 ‘Call BIOS-Video-Interrupt 16 (h) 
54100 CALL IA({INR%, FKT%, PAGES, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%) 
94110 RETURN "back to caller 
54120 ! . . 

55000 ER RKKRKREREK KEKE KEKE KEKE KKEEKER EKER RAKE EKEKEREKKKEKEKEKEKKEKEKEKKEEE | 
55010 ‘* Scroll current Display page up or erase . sae 
55020 | % mH ew en a en ne ee oe a we ee ee nen xe 
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55030 '* Input : VALUE% = how many Lines to scroll a 
55040 ** ULC% = Column upper left iolte 
55050 '* ULR% = Row upper left ite 
55060 '* LRC$% = Column lower right = 
55070 '* LLR& = Row lower right x 
55080 ‘* COLRR% = COLRR of erased Lines ie 
55090 '* Output: none xe 
55100 '* Info : If VALUE% 0 is indicated, the ns 
55110 ** Display area is erased ‘ = 
55120 '* the Variable 2% is used as Dummy ee 
55130 UKM HK KK KKK KEKE KKK KEKE KKKK KKK KEKEAKEKEKEKKKKKEKEKKKES 
55140 ! 

55150 FKT%=6 ‘Function number for scrolling up 
55160 INR%$=&H10 ‘Call BIOS-Video-Interrupt 16 (h) 
55170 CALL IA(INR%, FKT%, VALUE%, COLRR%, 2%, ULR%, ULC%, LLR%&, LRC%, 2%, 2%, 2%, 2%) 
55180 RETURN ‘pack to caller 
55190 ! 

56000 VKH HK KKK KKK HH KKH KK KKK KK KK KKK KA KEK HAKKAR K RK KEKKEKKEKKKKKAKAKEKS 
56010 '* Scroll current Display Page down or erase es 
56020 § Rm na a a a ete rr erate i 
96030 '* Input : VALUE% = how many Lines to scroll nS 
56040 '* ULC% = Column upper left o 
56050 '* ULR% = Row upper left ms 
56060 '* LRC% = Column lower right lay 
56070 '* LLR& = Row lower right * 
56080 '* COLRR&® = COLRR of erased Lines ee 
56090 '* Output: none “ 
56100 '* Info : If VALUE% 0 is indicated, the me 
56110 '* Display area is erased ie 
56120 '* The Variable Z% is used as Dummy *' 
56130 PH K KK KK KEKE KKK KEK KKK KKK KK KKK KKK EKKEEKKEKAKKKKKKKKK KKK KKKKKKEKS 
56140 ' 

56150 FKT%=7 ‘Function number for scrolling down 
56160 GOTO 55160 ‘Call is identical with scrolling up 
56170 ! 

57000 SKN AAA RARE A RED HER ER ERA HEADERS A REKEDEREREDARERE bE ER 
27010 ‘* Write a character of a designated COLRR to the current ws 
97020 ‘* Cursor position in the designated Display. Page = 
97030 ' *a---------- -- + -- me 
97040 '* Input : CHARACTERS = the character for output es 
57050- ** COLRR& = COLRR of the character for output = 
57060 '* PAGES% = is the Number of the Display page i 
57070 '* Output: none aie 
97080 '* Info : the Variables 2L%, ZH% and ZE% are Dummies x 
57030 CKKKKEKKKEKKKKEKKKKK KKK KKK KR KK EK KKKEKKKKEKKKKKKKKKKKEKKEKEKKKKKKKKEK 
37100: 

57110 FKT%=9 ‘Output function numbers for character and Attribute 
57120 INR%=&H10 ‘Call BIOS-Video-Interrupt 16 (h) 
57130 ZL%=1 ‘Output character only once (LO-Byte) 
57140 ZH%=0 ‘Output character only once (HI-Byte) 
97150 ZE%=ASC (CHARACTERS) ©. ‘Get ASCII-Code of character to be output 
57160 CALL IA(INR%, FKT%, ZE%, PAGES, COLRR%, ZH%, ZL%, ZL%, ZL%, ZL%, ZL%, ZL%, ZL$) 
57170 RETURN ‘back to caller 
57180 ' 

58000 OKKKKRKKKKEK KK KARR A KKK KAKA KK EKA KKK KERR KK EAR KAKKKAKKKKEKAKAKRKKAKEKS 
598010 ‘* Output a String starting at a certain Position within a we 
58020 '* Display page with a constant Attribute oo 
SON 90) Cktece eee oe Sas le lars inte eh ihe oe ee a A 
98040 '* Input : TS = the String for output “ 
58050 '* COLRRS = COLRR of the String (Attribute) « 
58060 ‘* PAGES = is the number of the Display page mA 
58070 '* DISPCOL% = Column - start of String ie 
58080 ‘* DISPROW% = Row - start of String sie 
98090 ** Output: none | = 
58100 '* Info : the Variables 2C% and ZE% are Dummies a 
58110 CRKKKAEKKKEKRKEKKKKEKKKKKEKKKKKK KKK KKK KKKEKEKKKEKEKKEKK KEK KKKEKKKKKKKKEKEKEK 
58120 ! 

58130 GOSUB 52000 ‘Set Cursor position for Output 
58140 FOR ZC%=1 TO LEN (TS) ‘process all chars or strings individually 
598150 CHARACTERS=" " ‘output a blank first 
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58160 GOSUB 57000 


58170 ZE%=ASC (MIDS (TS, 2C%, 1) ) 'Get a character from the String 
58180 FKTS=14 ‘Function number for Teletype-Output 
58190 CALL IA(INRS$, FKT%, ZE%, PAGES, 2%, 2%, 2%, 2%, 2%, 2%, Z%, 2%, Z%) 

58200 NEXT — "Output next character 
58210 RETURN ‘back to caller 
58220 ' 

60000 CWEEK KKK KEKE KE KKKK EK KKK KEK KEKE KEKKKKEKKKKKKEKEKRKEKEKEKEEKREKEKKEEK 
60010 '* initialize the Routine for the Interrupt call baits 
60020 '*~~---~~—-----~~-~~~~-~—-----—--+-- -- - - - - - - - - - nn “=! 
60030 '* Input : none ~ 


60040 '* Output: IA is the Start address of the Interrupt-Routine me 
60050 TMK KKK KKK KIRKE EK KEKE KKK KKK KEKKEEKEKKKKKKEKKEKEEREKKEEKEK 


60060 ' 
60070 IA=60000! ‘Start address of the Routine in the BASIC~Segment 
60080 DEF SEG ‘Set BASIC Segment 


60090 RESTORE 60130 

60100 FOR I% = 0 TO 160 : READ X% : POKE IA+tI%,X% : NEXT ‘poke Routine 
60110 RETURN ‘back to caller 
60120 ! 

60130 DATA 85,139,236, 30, 6,139,118, 30,139, 4,232,140, 0,139,118 
60140 DATA 12,139, 60,139,118, 8,139, 4, 61,255,255,117, 2,140,216 
60150 DATA 142,192,139,118, 28,138, 36,139,118, 26,138, 4,139,118, 24 
60160 DATA 138, 60,139,118, 22,138, 28,139,118, 20,138, 44,139,118, 18 
60170 DATA 138, 12,139,118, 16,138, 52,139,118, 14,138, 20,139,118, 10 
60180 DATA 139, 52, 85,205, 33, 93, 86,156,139,118, 12,137, 60,139,118 
60190 DATA 28,136, 36,139,118, 26,136, 4,139,118, 24,136, 60,139,118 
60200 DATA 22,136, 28,139,118, 20,136, 44,139,118, 18,136, 12,139,118 
60210 DATA 16,136, 52,139,118, 14,136, 20,139,118, 8,140,192,137, 4 
60220 DATA 88,139,118, 6,137, 4, 88,139,118, 10,137, 4, 7, 31, 93 
60230 DATA 202, 26, 0, 91, 46,136, 71, 66,233,108,255 


The program can be divided into three parts. Lines 100 to 700 represent the 
demonstration program proper, which uses the subroutines in lines 50000 to 
58220. These subroutines call a special function of the BIOS video interrupt and 
access the routine for interrupt calls as described earlier. The program DATA 
begins on line 60000. 


See the header of each subroutine for the variables of each subroutine and what 
each variable does. 


It should be noted that all subroutines receive and return numerical values as 
integer variables. Do not forget the percentage character after a variable. In certain 
cases a real variable of the same name can be initialized, but the subroutine 
expected an integer variable and the wrong parameters will be passed to the BIOS 
function. 


and C implementations 


The individual functions and procedures of the next two programs are fully 
documented and should be self-explanatory. The two programs resemble each other 
strongly, since the procedures, functions and variables have the same names. 
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Pascal listing: VIDEOP.PAS 


[IR IIR IKI IKK RII RIKI RIK IKK II KIRK EHR ARI KEI IAI IKI KIKI RITA K KY) 


{* * VIDEOP PASCAL *} 
{ *----+---- sneak ae eee eee ee ee eS eo oe *} 
{* Task : makes functions available which are x} 
Aaa | based on the BIOS-Video-Interrupt but are not *} 
{* provided by PASCAL *} 
{ *¥---+--- +--+ ee * } 
{* Author : MICHAEL TISCHER *} 
{* developed on : 07/10/87 *} 
{* last Update 2: 05/14/89 *} 


{ RRR KH HK HR HRI KEK KEKE KERR ERK KKK EKER KKK KEK KEKE KEKE KKEKKEKKEKEEEKEKEEKEEE | 


program VIDEOP ; 


Uses Crt, Dos; { Adds DOS and CRT units to Turbo } 
const NORMAL = $07; { Definition of character-attribute } 
BOLD = SOf; { in relation to a monochrome } 
INVERS = $70; __ { Display card } 
UNDERLINE = $01; 
BLINK = $80; 


type TextTyp = string[80]; 


var i, { Loop variable for the Main program } 

Jr 

k, 

1 : integer; 

Istring : string[2]; { accepts number of Arrows } 
[FEI III OIC TOTO TOTTI TTT TTT IRI AA KIT AIR KRACK } 
{* GETVIDEOMODE: Read current Video mode and Parameters *} 
{* Input : none . *} 
{* Output : The Variables listed below get the values after the *} 
{* call of the Procedure > *} 


{ BARR RHR RR RRR KKK EKER RK KKH KKK KKK RRR KERR RK RK KKK KEE RKEKEKKEKEKEKKKKEEKEKE | 


procedure GetVideoMode (var VideoMode, { Number of current Video mode } 
. Number, - { Number of Columns per Line } 
Page : integer); { current display page } 


var Regs : Registers; { Register-Variable for call of Interrupt } 
begin . ; . 
Regs.ah := SOF; _ { Function number } 
intr($10, Regs); - { Call BIOS-Video-Interrupt } 
VideoMode := Regs.al; { Number of Video mode } 
Number := Regs.ah; { Number of characters per line } 
Page := Regs.bh; © - { Number of the current display page } 
end; 


[FERIA IG III ICIICIOTOICICI ICICI TOCCTOTOT OITA TTT TAI AHA AK} 


{* SETCURSORTYPE: defines the appearance of the blinking *} 
{* Display cursor Lo 
{* Input : see below. mM | *} 
{* Output : none oo . . po KJ 
{* Info : for a monochrome display card the parameters =} 
{® 2. can be between 0 and 13, for a color display es | 
‘i card between 0 and 7 . *} 


[RR II IIR IRR IRR RRR RII TIKIT RT IIR ITT TR IKK IIR IATA AII AKI IKK ARIK} 


procedure SetCursorType (Beginline, -{ Beginning line of the cursor } 


Endl : integer); { End line of the cursor } 
var Regs : Registers; _ { Register variable for the interrupt call } 
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begin : she are 
Regs.ah := 1; { Function number } 
Regs.ch := Beginline;. . { Beginning and } 
Regs.cl := Endl; { End line } 
intr($10, Regs); - BO { Call BiQe ideo" per runt } 
end; 


RII III III ICICI IIIT TIC TOIT TIT TOTO TK KIA IAAI IK} 


{* SETCURSORPOS: defines the position of the cursor in the | *} 
{* display page output . a 
{* Input : see below . *} 
{* Output : none *) 
{* Info : The position of the blinking display cursor changes *} 
{* only through the call of this procedure, if the *} 
{* indicated display page is the current display page *} 
[FR IR IT KIRK KI RRR RIKER RIK AIRE K KKK EKER K ERK EKA K HY 
procedure SetCursorPos (Page, . . { display whose Cursor is set } . 
~ Column, { new Column of the Cursor } 
Line : integer); { new Line of the Cursor } 
var Regs : Registers; -  -{ Register variable for the interrupt } 
begin . 
Regs.ah := 2; { Function number } 
Regs.bh := Page; { display page }. 
Regs.dh := Line; { Display coordinates } © 
Regs.dl := Column; 
intr($10, Regs); { Call BIOS-Video-Interrupt } 
end; 


{RRR AR RRR ERK KEK KEK KKK KEK KEK KEKE KEKE KKK HE KKK KKK KEK KEK KEKE REKK KKK KEKKEKEKEKEK KK 


{* GETCURSORPOS: senses the position of the cursor in a display *} 
{* page and its start and end line : eR. 

{* Input : see below | *} 

{* Output : The variables listed below contain the Jets ateee *} 

{* the call of the procedure . *} 

{* Info -¢ the start and end line of the cursor is independent *} 

{* of the indicated display page -) 

ISIS ICICI IIE ICICI ICIOCIOICI IOUT ICICI TIIOICTCI OCI IIOITCI IIIT CTC II TIAA AK} 

procedure GetCursorPos (Page : integer; { the display page } 

var Column, _ { Column of the cursor } 

Line, _ { Line of the cursor } 

Beginline, { Start line of the cursor } 

} 


Endl : integer); { End line of the cursor 


var Regs : Registers; { Register variable for the interrupt } | 

begin a 
Regs.ah := 3;_ , Se | { Function number }. 
Regs.bh := Page; ‘ es . { Display page } 
intr($10, Regs); | | { Call BIOS-Video-Interrupt }- 
Column := Regs.dl; { Result of the Function } 
Line := Regs.dh; _ whe, ate a { read from the Register } 
Beginline := Regs.ch; . 7 { and store in proper } 
Endl := Regs.cl; . . - { Variables } 


end; 


[EB EB ERED IE EBISU DUDE IIIT IRIS I DUDES CORE I IITA TIO III AHI AH 


{* SETDISPLAYPAGE: set the display page ee my 
{* ‘for output on the monitor x} 
{* Input 2 see below ' . ; | = i 
{* Output : none *} 


{ERK RKE RRR KEK EKER KER KERR KKK KEKE KK KEKE KKK HEK KKK EKER KKKKKKKKKEKKKKKEKKKE } 
procedure SetDisplayPage (Page : integer); { the new display page } 


var Regs : Registers; | - { Register variable for the interrupt } 
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begin 
Regs.ah := 5;. { Function number and display page } 
Regs.al := Page; { Screen page } 
eee enOs Regs) ; { Call BIOS-Video-Interrupt } 
end; 


{ ARKH HRA RK RRR KKK HK IKKE KEK KEKE KEK KEK KKK EKER KEKKKKK KK KEKE KEEKKEKEKE SE | 


{* SCROLLUP: scrolls a display area by one or more *} 
Sai lines up or erases it *} 
{* Input : see below Te} 
{* Output : none © x} 
{* Info : If Number 0 is passed, the display area . *} 
{* is filled with blanks *} 
{ BRR RH RAH RRR KEK KKK KKK KHER KKK KK KKK KKK KEK KIRK KEK KEE KEEKRKEKKERKEEREREKEKE } 
Se ScrollUp (Number, { Number of lines to be scrolled } 
COLOR, { Attribute for the blank lines created } 

ColumnuL, { Column in the upper left hand corner } 

LineuL, { line in the upper left corner } 

ColumnLR, { Column in the lower right corner } 

} 


LineLR : integer);{ line in the lower right corner 


var Regs : Registers; { Register variable for calling Interrupt } 
begin 
Regs.ah := 6; { Function number and number } 
Regs.al := Number; 
Regs.bh := COLOR; . { Color of empty line(s) } 
Regs.ch := LineUL; { Upper left } 
Regs.cl := ColumnUL; { coordinates } 
Regs.dh := LineLR; { Lower right } 
Regs.dl := ColumnLR; { coordinates } 
Intr($10, Regs); { Call BIOS-Video-Interrupt } 
end; 


{ AAA K HHH KAKA KKK IHK KKK KKK KKK HK IKK KAKI IKK AKI IK KKK KEK KKK KAKA KEKKKKKE | 


{* SCROLLDOWN: Scrolls a display area by one or more *} 
{* lines down or erases it — a | 
{* Input : see below *} 
{* Output | : none it 
{* Info : If Number 0 is passed, the display area *} 
{* is filled with blanks i 


{ FER AKK ARK HRA KK EEK KERR EEE KKK KEKK KKK KKK KKK EK KEKE KEKE KKK EK KER EKER KEEEKEKE } 


procedure Scrol1Down (Number, { Number of lines to be scrolled } 
COLOR, { Attribute for the blank line(s) created } 

ColumnuUL, { Column in the upper left corner } 

LineUL, { line in the upper left corner } 

-ColumnLR, { Column in the lower right corner } 

} 


LineLR : integer); { Line in lower right corner 


var Regs : Registers; { Register-Variable for call of Interrupt } 

begin : oe 
Regs.ah := 7; { Function nunbee and number } 
Regs.al := Number; 
Regs.bh := COLOR; { Color of blank line (s) } 
Regs.ch := LineUL; - - { upper left } 
Regs.cl := ColumnuUL; - ' { coordinates } 
Regs.dh := LineLR; : . { Lower right } 
Regs.dl := ColumnLR; { coordinates } 
Intr($10, Regs); { Call BIOS-Video-Interrupt } 

end; 


[RRA RHI HRI RR RRR IRR RRR IRR KIRK IRR KIRK K RK IRKKRRK AKIRA IA KK IKK } 


{* GETCHAR: Read a character including Attribute from an indicated *} 


{* . position in a display page | =) 
{* Input .: see below ay 
{* Output : see below a 


{RAK KKRKHKKKK ERK KKK HHH KK KKK KEK KKK KIA IK IKK KK IKK KKK EKA HEKK KEKE EKER | 
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procedure GetChar (Page, . { display page accessed 


} 

Column, _ { Display Column } 

Line : integer; { Display line } 

var Character : char; { the character } 

var COLOR : integer); — { its Attribute } 

var Regs : Registers; -  { Register-Variable for the Interrupt } 

CurColumn, { current display Column } 

CurLine, { current display line } 

CurPage, — { current display page } 

Dummy : integer; { stores Variables which are not needed } 
begin | 

Get VideoMode (Dummy, Sina CurPage) ; { sense current display page } 

GetCursorPos (CurPage, CurColumn, CurLine, { Get. cursor position } 

Dummy, Dummy) ; ‘{ in the current display page } 

} 


SetCursorPos (Page, Column, Line); { cursor on the position indicated 


Regs.ah := 8; { Get Function number for char. and Attribute } 

Regs.bh := Page; { display page } 

Intr ($10, Regs) ; { Invoke DOS registers } 

Character := chr(Regs.al); { ASCII-Code of character } 

COLOR := Regs.ah; { Attribute of the character } 

SetCursorPos (CurPage, CurColumn, CurLine);{ Set cursor old position } 
end; 


{ FHKE KHER KKK RRR KKK RRR RK KKK KKK EKREKREKREKKKKEKKEKKKEKEKKEKKE | 


{* WRITECHAR: Writes a character with indicated color to the *} 
{* current cursor position in the display page *)} 
{* indicated =) 
{* Input : see below *} 
{* Output : none .  *} 
{* Info : during the Output of characters, the control codes *} 
{* such as Carriage-Return are treated as ASCII codes  *} 


{RRR RERRKRRHRRERE RK RRR RRR RR EKER ERK KEK KKK KEKE KKK KR KKK KEKE KKK KKKKEKREKK KY} 


procedure WriteChar (Page : integer; { Display page for writing } 


Character : char; { ASCII-Code of the character } 
COLOR : integer); { its Attribute } 
var Regs : Registers; . { Register variable for the interrupt } 
begin | 
Regs.ah := 9; 
Regs.al := ord(Character) ; { Function number and character code } 
Regs.bh := Page; { Display page } 
Regs.bl := COLOR; { Display color } 
Regs.cx := 1; { output character only once } 
Intr($10, Regs); { Call BIOS-Video-Interrupt } 
end; 


{ RARER ERK RE KER KEKE KER KKK KK KEK KEK KEK KKKKK ERE KEK KEKKKREKKKKKKEK | 


{* WRITETEXT: Writes a String starting at an indicated position in *} 


{* a display page. i 
{* Input : see below th *}: 
{* Output : none : os ey 
{* Info : During output of characters the control characters _®} 
{* such as Carriage-Return are treated as such. so 
{* . If writing continues beyond the End of the display,  *} 
{* -will be scrolled up one line eh, 
[ORCI II RRR ERR RRR RE RARE EER ERE EERE RAREST RERTERA), 
procedure WriteText (Page, { Display page for output } 
: Column, -. {- Column, from which output starts } 

Line, = { Line, from which output starts } 

COLOR : integer; ~  { Color for all characters } 
Text : TextTyp);  . { Text for output } 

var Regs : Registers; - { Register variable for call of Interrupt } 
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Counter : integer; { Loop Counter } 
begin Le 
RSE Eee Eee nae Column, Line); { Set cursor } 
for Seunvak := 1 to eager \text) do { process characters } 
begin { in sequence } 
Hest ecian (Eege, ‘ ', COLOR); ( Gsisx at the current position } 
Regs.ah := 14; 
Regs.al := ord(Text (Counter]); Function number and character } 
Regs.bh := Page; . { Display page } 
Intr ($10, Regs); { Call BIOS-Video-Interrupt } 
end; 


end; 


[RRR III TI RIOT TTI TOR IORI TOIT I TTC IORI I ITO TOTTI TOIT IIA TATA TA 
{=e MAIN PROGRAM ek) 


IBIS IIIS ICICI ISIE III ICICI ICICI ICICI ICICI TOTTI TTEI ICICI CCITT ITI TIC TTA} 


begin : 
clrscr; { Erase display } 
for i := 1 to 24 do { Perform line 1 to 24 } 
for } := 0 to 79 do { do all Columns } 
begin 
SetCursorPos(0, 4, i}; { position cursor } 
WriteChar(0, chr(i*80+j and 255), NORMAL); { Write a character } 
end; . : 
ScrollDown(0, NORMAL, 5, 8, 19, 22); { Erase Window 1 } 
WriteText (0, 5, 8, INVERS, '! Window 1 ty 
ScrollDown(0, NORMAL, 60, 2, 74, 16); { Erase Window 2 } 
WriteText (0, 60, 2, INVERS, ' Window 2 me 
WriteText (0, 24, 12, INVERS Or BLINK, ' >>> PC SYSTEM PROGRAMMING <<< '‘'); 
WriteText (0, 0, 0, INVERS, ' Still have to draw "+ 
‘ arrows on the screen oe 
for i := 49 downto O do { draw a total of 50 Arrows } 
begin 
str(i:2, IString); { convert i in ASCII-String } 
WriteText (0, 37, 0, INVERS, IString); 
ji See { every Arrow consists of 16 lines } 
while j <= 15 do 
begin 
k := 0; 
while k < j do { create a line of the Arrow } 
begin 
SetCursorPos(0, 12-(j3 shr 1)+k, 9); { Arrow Window 1 } 
WriteChar (0, '*', BOLD); 
SetCursorPos(0, 67-(j shr 1)+k, 16); { Arrow Window 2 } 
WriteChar(0, '*', BOLD); 
k := succ(k); 
end; 
ScrollDown(1, NORMAL, 5, 9, 19, 22); { scroll Window 1 } 
ScrollUp(1, NORMAL, 60, 3, 74, 16); { scroll Window 2 } 
. for 1 := 0 to 8000 do ‘{ Wait Loop } 
jy 5 +27 
end; 
end; 
clrscr; { Erase display } 
end. 
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C listing: VIDEOC.C 


[RRR IR RIT RII RII KIT RII II KI IKK IKI IKI ITT KIKI II IR IAA IAA IAI IIIA ISK IA AA HAAK / 


/* ; VIDEOC | | */ 
finanau aac cee eee ae tate ea neu see ane aes eeewe aes */ 
/* Task : makes functions available which are not iets 
/* available from the Library of MICROSOFT and */ 
/* the TURBO C-Compilers a5 
| Rawr nn nn ee ee Sac ab ls see snd in Ss */ 
/* Author : MICHAEL TISCHER : */ 
/* developed: on : 08/13/87 ak Sa 
/* last Update t 05/14/89 ald 
[ Bowe ee ee SS a i ne en's xf 
[* (MICROSOFT C) | | a 
[ Creation : MSC VIDEOCC; in, EF 
/* LINK VIDEOC; asd 
/* Call — : VIDEOC | | 7 ae 
[| Rew w en ee + aao=*/ 
fe (BORLAND TURBO C) */ 
/* Creation : through the RUN command on the menu bar */ - 


[RRR KR II KIT KR IK KK TTI IKK I IKI KIKI III ITT KIKI IIB IK IIT IIIT IKI I KICK KK / 


#include <dos.h> /* include Header-Files */ 
#include <io.h> 


#define NORMAL 0x07 /* Definition of the character Attribute */ 


#define BOLD Ox0OF /* in relation to a monochrome */ 
#define INVERS 0x70 /* Display card */ 
#define UNDERLINE 0x01 

#define BLINK 0x80 

[RRR KKK KKK KIKI KEK IKK KKK KEK IKK KEKE KKK KK KKK ERK KKK KIK KKK KKK KEK KKK K / 
/* GETVIDEOMODE: Read current vides: mode and Parameters a See 
/* Input : none ef 
/* Output : see below xy, 


[RRR RR KKK KKK KKK KK EEK KKK RK KKK KEKE KEKE KK KKK ERK KEKE KEK KKK KEKE RK KERR KE / 


void GetVideoMode (VideoMode, Number, Page) 


int *VideoMode; ~ | /* the Number of the Video mode */ 
int *Number; /* Number of Columns per line */ 
int *Page; /* Number of current display page */ 
{ 

union REGS Register; /* Register variable for Interrupt-Call */ 
Register.h.ah = 15; /* Function number */ 
int86(0x10, &Register, &Register) ; /* Call Interrupt 10(h) */ 
*VideoMode = Register.h.al; /* Number of Video mode */ 
*Number = Register.h.ah; /* Number of Characters per line */ 


*Page = Register.h.bh; /* Number of current display page */ 
} . ‘ - me : : 


[RRR KEK AK K KKK KKK KKK KEKE RE KKKEKRKAKK KARE KKK RK KKK KKK HERE KKKKRKKKEKKAK KK | 


/* SETCURSORTYPE: defines the appearance of the blinking display */ 
[* cursor | Ly A 
/* Input : see below oa a] 
/* Output : none */ 
/* Info : for a monochrome display card the parameters */ 
/* can be between 0 and 13. For a color | a7 
7% display card between 0 and 7 i A 


[FOGG IOS III IIIS IIIT OA IIIA IIIT TCA TIO IASI III AIA III IA] 


void SetCursorType (Beginline, Endl) 


int Beginline; /* Beginning line of the cursor */ 
Tne Bnale «°°: /* End line of the cursor */ 
{ , 

union REGS Register; _ /* Register variable for Interrupt-Call */ 
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Register.h.ah = 1; /* Function number */ 
Register.h.ch = Beginline; /* Beginning line of cursor */ 
Register.h.cl = Endl; /* End line of cursor */ 
int86(0x10, &Register, &Register); /* Call Interrupt 10(h) */ 


} 


[RRR KHER IKK AK KKK KKK KKK AKER KEKE KKK AEE KKKKKAKEK KE / 
/* SETCURSORPOS: defines the position of the cursor in the indicated */ 


7* display page */ 
/* Input : see below */ 
/* Output : none */ 
/* Info : The position of the blinking display cursor changes */ 
{[* only if the call of this function refers to */ 
/* current display page i’ 


[RRR KIEKK KEIR KEK KKK KKK EK KKK KKK KEK KKK KEKE KK KKK KKK IEKKE KK KEKRKKKEKKEK KK / 


void SetCursorPos (Page, Column, Line) 


int Page; /* Display page where the cursor will be set */ 
int Column; /* new cursor Column */ 
int Line; /* new cursor line */ 
{ 

union REGS Register; /* Register variable for Interrupt-Call */ 
Register.h.ah = 2; /* Function number */ 
Register.h.bh = Page; /* Display page */ 
Register.h.dh = Line; /* Display line */ 
Register.h.dl = Column; > /* Display Column */ 
int86(0x10, &Register, &Register); /* Call Interrupt 10(h) */ 


} 


[RRR KKK IK KKK KI KKK KKK KKK KKK KK KEI KKK KKK KKK KKK KK KEKEKRKKKKKKK KKK KK / 


/* GETCURSORPOS: Get the position of the cursor in a certain */ 
/* display page and its start and end line */ 
/* Input : none */ 
/* Output : see below */ 


[RRR EKKRE KEKE KKK KK IKK KEKE KKK KKK KKK KEKE KK KKK RK KKK AK IKK EEK KEKE EE / 


void GetCursorPos (Page, Column, Line, Beginline, Endl) 


int Page; /* Number of display page */ 
int *Column; /* Column, where the cursor is located */ 
int *Line; /* Line, where the cursor is located */ 
int *Beginline; /* Start line of the cursor */ 
int *Endl; /* End line of the cursor */ 
{ 

union REGS Register; /* Register variable for Interrupt-Call */ 
Register.h.ah = 3; /* Function number */ 
Register.h.bh = Page; /* Display page */ 
int86(0x10, &Register, &Register); /* Call Interrupt 10(h) */ 
*Column = Register.h.dl; /* Read result of the Function */ 
*Line = Register.h.dh; /* from the Registers */ 
*Beginline = Register.h.ch; /* and assign to proper */ 


*Endl = Register.h.cl; /* Variables */ 
} 


[RRR IK KHIR RK EIR IRE KIKI IRI K KIKI KI KIKI KKK IK III KEKE AKAIKE EK / 


/* SETDISPLAYPAGE: sets the display Page which is to be represented */ 


(* on the display */ 
/* Input : see below */ 
/* Output : none */ 


[RK KI IKK IK I KIKI IK RIK II KIKI IKI KIKI KAKA KAKA IK AKAIKE KAA KAA KKK AK KR AK KE / 


void SetDisplayPage (Page) 
int Page; /* Number of the new current display page */ 


{ 


union REGS Register; /* Register variable for Interrupt call */ 
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} 


Register.h.ah 
Register.h.al 


= Page; 


int86(0x10, &Register, &Register); 


/* Function number */ 
/* Display page */ 
/* Call Interrupt 10(h) */ 


[BRR K IK HII KIKI KICK KKK K KKK KEKE KEK KKK KKK KK KEKE KEKE KEKE KEKE KEKE EKKE / 


/* SCROLLUP: Scrolls a display area up one or several */ 
Yi lines or erases it ei 4 
/* Input : see below ait é 
/* Output : none */ 
/* Info : If 0 is passed as number, the display ad 
/* area is filled with blanks */ 


[RRA KIKI IKK II KK IK IK IERIE IIA KAIRIE KIKI KAKI KAKI AEE KIKI KKK KKK RAKE / 


void ScrollUp(Number, Color, ColumnUL, LineUL, ColumnLR, LineLR) 


int 
int 
int 
int 
int 
int 


{ 


Number; 
Color; 
ColumnuL; 
LineuUL; 
ColumnLR; 
LineLR; 


union REGS Register; 


Register.h.ah 
Register.h.al 
Register.h.bh 
Register.h.ch 
Register.h.cl 
Register.h.dh 
Register.h.dl 


/* Number of lines to be scrolled */ 

/* Color or Attribute for the blank lines */ 

/* Column in upper left corner of the display area */ 

/* Line in upper left corner of the display area */ 

/* Column in lower right corner of the display area */ 

/* Line in lower right corner of the display area */ 

/* Register variable for Interrupt call */ 

= 6; /* Function number */ 

= Number; /* Number of lines */ 

= Color; /* Color of blank line(s)} */ 

= LineUL; /* Set Coordinates of the */ 

= ColumnUL; /* display Window to be scrolled */ 

= LineLR; /* or erased */ 
= ColumnLR; 


-int86(0x10, &Register, &Register); 


} 


/* Call Interrupt 10(h) */ 


[ REKRKKKEKE RK KKK KERR EK KKK KEK KEKE KK EKER KK KEK KIRK RK KIRK KK RR RK RRR KKK / 


/* 


SCROLLDOWN : 


/* 


Input : 
Output : 
Info : 


Scroll a display area by one or more 


lines down or erase it 
see below 
none 


If 0 is passed as number, the display 


area is filled with blanks 


*/ 


[RRR KKK KKK KEKE KKK KEK KEK EK KKK KKK KEKE KEK KEK ERK KEKE KEK KKK KEK KEKEKKEK / 


void ScrollDown (Number, Color, ColumnUL, LineUL, ColumnLR, LineLR) 


int 
int 
int 
int 
int 
int 


{ 


} 


Number; 
Color; 
ColumnuUL; 
LineUL; 
ColumnLR; 
LineLR; 


union REGS Register; 


Register.h.ah 
Register.h.al 
Register.h.bh 
Register.h.ch 
Register.h.cl 
Register.h.dh 
Register.h.dl 


/* Number of lines to be scrolled 
/* Color or Attribute 


/* Column in upper left 
/* Line in upper left 
/* Column in lower right 
/* Line in lower right 


= 7; 

= Number; 

= Color; 

= LineUL; 

= ColumnuUL; 
= LineLR; 

= ColumnLR; 


int86 (0x10, &Register, &Register) ; 


/* Register variable for Interrupt call 


for the blank lines 
of the display area 
of the display area 
of the display area 
of the display area 


corner 
corner 
corner 
corner 


/* Function number 

/* Number of lines 

/* Color of blank line (s) 
/* Set Coordinates for the 
/* display window to be 

/* scrolled or erased 


/* Call Interrupt 10 (h) 


[ RRRKEKKKK KKK IKK KEKE KKK KEKE KEKE KKK KKK EK KKK KKK EKER KKK KEKE KEKEKKEKEKREKKE / 


/* GETCHAR: Read from a designated display position a A 
7 a character and its Attribute-Byte */ 
/* Input : see below */ 
/* Output : see below */ 


[RRR KKK EKER KEK KEKE KKK KEK KEKE KEKE KEKE KEKE KK KKK AK KKK EKER KKEKKEKKKKEKEKEK / 
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void Buetiae (bage: Column, Line, Character, Color) 


int Page; /* Display page from which the character is to be read */ 
int Column; /* Display column of the character */ 
int Line; /* Display line of the character */ 
char *Character; 3 | /* the character at this position */ 
int *Color; /* its Attribute-Byte (Color) */ 
{ 
union REGS Register; /* Register variable for Interrupt call */ 
int Dummy; /* for Variables which are not required */ 
int CurPage; . /* the current display page */ 
int CurLine; - /* the current display line */ 
int CurColumn; /* the current display Column */ 


Get VideoMode (&Dummy, «Dummy, &CurPage) ; /* Get current display page x/ 
GetCursorPos (&CurPage, &CurColumn, &CurLine, /* Get current cursor */ 


&Dummy, &Dummy); /* position */- 
SetCursorPos (Page, Column, Line); /* Set cursor */ 
Register.h.ah = 8; /* Function number */ 
Register.h.bh = Page; /* display page */ 
int86(0x10, &Register, &Register); /* Call Interrupt 10(h) */ 
*Character = Register.h.al; /* Read results from the Registers */ 
*Color = Register.h.ah; /* and assign */ 


SetCursorPos (CurPage, CurColumn, CurLine);/* cursor to old position */ 


} 


[BRK K EKER KKK KKK KK KKK KKH KEK KK KEK KEE KKK K KKK KK EKKE KEKE / 


/* WRITECHAR: writes a character with an Attribute */ 
/* . at the current cursor position in the page indicated */ 
/* Input : see below */ 
/* Output : none */ 


[RRR IKI RIKKI IKK KIKI KKK KKK AIK IK KEK II KI KKK IKKE KKK KEK EK KKK KE / 
void WriteChar (Page, Character, Color) 


int Page; /* The character appears in this display page */ 
char Character; /* the character to be output */ 
int Color; /* its Attribute or Color */ 
{ 

union REGS Register; /* Register variable for Interrupt call */ 
Register.h.ah = 9; /* Function number */ 
Register.h.al = Character; /* the character to be output */ 
Register.h.bh = Page; /* display page */ 
Register.h.bl = Color; /* Color of character to be output */ 
Register.x.cx = 1; -/* output character only once */ 
int86(0x10, &Register, &Register); /* Call Interrupt 10(h) */ 


} 


[RR KRRKKR HEIKKI KEK RK KEKE KKK EEK KKK KKK IK KKK IKK KKK KKK EK KKEK KAR KKKKKK KK / 


/* WRITETEXT: Writes a character string with constant color nA 
i> starting at a designated position within a display page*/ 
/* Input : see below  — x/ 
/* Output :. none . */ 
/* Info : Text is a pointer to a character vector which contains */ 
f* the text to be output and is terminated */ 
/* 3 with a '\O' character ef 


Vrototahatekotototohetaketotodedatakstetotedahetatstotototed deiahatotototeieistatatotetodoioiekstatototoietaiataletotoielalahaietateietelal 


void WriteText (Page, Column, Line, Color, Text) 


int Page; /* the Text is output in this display page x] 
int Column; . /* display Column for Output */ 
int Line; /* display line for Output */ 
int Color; | /* Color/Attribute of the Text */ 
char *Text; . Pee bea Text for output */ 
{ . . 

union REGS Register; /* Register variable for Interrupt call */ 
SetCursorPos (Page, Column, Line); | /* Set cursor */ 
while (*Text) — /* Output Text up to '\O' character */ 


{ 
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WriteChar (Page, ' ', Color); /* Color for characters */ 
Register.h.ah = 14; /* Function number */ 
Register.h.bh = Page; /* display page */ 
Register.h.al = *Text++; /* the character for output */ 
int86(0x10, &Register, &Register); /* Call Interrupt */ 


} 
} 


[RIKI IRI IKE IIIT TIKI RIK IK RIK IIIT IKK AIK IK KKK AKAIKE AKIRA RII III / 


/* CLEARSCREEN: erase the 80*25 character Text display and set a}, 
f* cursor into the upper left display corner 7 
/* Input : none wf 
/* Output : none */ 


[ERK KEK KEKE KKK KIRKE KKK IK KERR KKK KKK KKK KKH KKK EEK KEKE EK KKK KEKE KK ERE EK / 


void ClearScreen () 


{ 


int CurPage; | . /* current display page */ 
int Dummy; /* Dummy variable */ 
ScrollUp(0, NORMAL, 0, 0, 79, 24); | . /* clear screen */ 
Get VideoMode (Dummy, &Dummy, &CurPage); /* Get current display page */ 


SetCursorPos (CurPage, 0, 0); | /* Set cursor */ 


} 


[RRR RII IKK RIK KKK IK KIKI III IKI KHAKI KI KKK IK HEE KAIRIE KEKE K ARK EKK / 


Y hail MAIN PROGRAM foaay | 


[9 FI IOI III ITI TOT IORI RIOR ITI RIOT I IIIT TIAA III ITA IAI IAI IIIA AI ASNAA A 


void main() 


{ | | te ® 4 | 
ened. 45 Kp. e _ .-/* Loop variables */ 


char Arrows[3]; _ /* accepts number of Arrows as ASCII-String */ 
ClearScreen(}); _ a /* Clear Screen */ 
for (i = 1; i < 25; i++) /* process all lines */ 
for (j = 0; j < 80; j++) /* process all Columns */ 
{ Be vai, aa 
SetCursorPos(0, 3, i); . /* position cursor */ 
WriteChar(0, i1*80+3&255, NORMAL); /* write characters */ 
} ie 
ScrollDown(0, NORMAL, 5, 8, 19, 22); /* erase Window 1 */ 
WriteText (0, 5, 8, INVERS, " Window 1 "); . a 
ScrollDown(0, NORMAL, 60, 2, 74, 16); /* erase Window 2 */ 
WriteText (0, 60, 2, INVERS, " Window 2 "); . 
WriteText (0, 24, 12, INVERS | BLINK, " >>> PC SYSTEM PROGRAMMING <<< "); 
WriteText (0, 0, 0, INVERS, “ There are mys 
WriteText (0, 40, 0, INVERS,“arrows left to draw wal }s 
for (i = 49; 1 >= 0; i--) /* draw 50 Arrows */ 


{ | 7 
sprintf (Arrows, "%2d", i); /* Convert number of Arrows to ASCII */ 


WriteText (0, 37, 0, INVERS, Arrows); /* and output */ 
for (j = 1; j < 16; jt= 2) /* every Arrow consists of 16 lines */ 
{ | 
for (k = 0; k < 4; k++) /* create a line of the Arrow */ 
SetCursorPos (0, 12-(j>>1)+k, 9); /* Arrow Window. 1 */ 
WriteChar(0, ‘'*', BOLD); _ . 
SetCursorPos (0, 67-(j>>1)+k, 16); /* Arrow Window 2: */ 


WriteChar(0, '**, BOLD); 


} 
ScrollDown(1, NORMAL, 5, 9, 19, 22); /* Scroll Window 1 down */ 


ScrollUp(1, NORMAL, 60, 3, 74, 16); /* Scroll Window 2 up */ 
for (1 = 0; 1 < 4000 ; l++) /* Wait Loop */ 
} 
} ; # cite 
ClearScreen (); . /* Clear Screen */- 


} 
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7.4.1 The EGA and VGA BIOS 


The BIOS functions for screen output have been part of ROM-BIOS since the early 
days of the PC. Although they have proven themselves in thousands of 
applications, they don't work with the newer types of graphic cards. EGA and 
VGA cards are becoming more and more common in the PC market. 


-Incompatibilities arise between hardware and software, because these cards have 


little in common with the CGA and MDA cards for which the original BIOS 
functions were intended. 


To make EGA and VGA cards compatible with programs that use BIOS functions 
to do their screen output, the BIOS functions must first be adapted to the new 
hardware standards. The first option would be to replace the ROM-BIOS on the PC 
motherboard with new ROMs. This solution can create other problems, because no 
set standard currently exists for EGA or VGA. Unlike the CGA and MDA cards, 
where the IBM standard took over simply because there were no other alternatives, 
EGA and VGA manufacturers have yet to define a universal standard. Such a 
standard would have to apply to hardware, options a capabilities as offered by 
each manufacturer. 


EGA/VGA ROM-BIOS 
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Since trying to adapt the ROM-BIOS included with the computer to every graphic 
card on the market is impractical, the manufacturers of these systems use the 
opposite approach. They package an independent ROM-BIOS with their video 
cards. There is a small ROM on the video card itself which contains the necessary 
screen Output functions. When the system is booted, the BIOS detects this ROM 
expansion and allows it to redirect the BIOS video interrupt 16H to its own 
routines, replacing the old functions. 


By using these routines, all of the programs which use BIOS functions for output 
can be executed without problems, but the enhanced capabilities of these video 
cards are not used. Since the ROM-BIOS on the motherboard is intended to work 
only with CGA and MDA cards, it supports only the capabilities of these cards. 
So the graphic card manufacturers extend the BIOS in these video cards by 
including new functions or upgrading old functions, so that the enhanced video 
capabilities can be used. ) 


This section is dedicated to these functions. No real standard exists for these BIOS 
extensions, as mentioned previously. We could use this section to describe the 
video functions of the more important EGA and VGA cards (many different cards), 
but even with this information you still wouldn't be able to write programs which 
would be compatible with all of the video cards on the market. Writing a program 
for a specific video card makes sense only when you want the program to run with 
that card only. 


Abacus = 7.4 BIOS Screen Output Functions 


EGA/VGA video modes 


_~ Instead, let's look at the lowest common denominator, the video modes and 

functions supported by virtually all EGA/VGA cards. If you stick to this “low- 

level" standard, you can be fairly sure that your programs will run properly with 

~. all EGA/VGA cards. The basis of this standard is the set of video modes supported 

_ by the original EGA card, introduced by IBM in 1985, or the original VGA card, 

introduced by IBM in 1987. All of the manufacturers of compatible cards have 
included similar functions in their own cards, and added their own features. 


-. All EGA and VGA cards have flexibility in common, which allows them to 
-.. -emulate other video cards, as well as perform other tasks. The type of emulation 
~ depends on the monitor connected, since unlike other cards, EGA/VGA cards can 

by used with different types of monitors. 


Monitors and EGA/VGA 


If you connect a monochrome monitor to an EGA or a VGA card, it assumes the 
- features of an MDA or Hercules graphic card. If you connect a color monitor to an 
EGA or a VGA, it emulates a normal CGA card. However, EGA/VGA cards run 
best when connected to a multisync monitor, which allows color displays at higher 
resolutions than Hercules or CGA. The standard resolutions (640x350 for EGA, 
640x480 for VGA) can be displayed on a multisync monitor with no problem. 
However, multisync monitors. also support the higher resolutions available on 
many EGA and VGA cards. Resolutions of 800x600 pixels and 1024x768 pixels, 
~ are common. These higher resolutions can be used only if the EGA/VGA card has 
enough RAM, since the extended graphics mode requires additional video RAM to 
handle the higher resolutions. The programmer doesn't have to worry much about 
this, because almost all EGA cards come with 256K RAM standard. Very few 
EGA cards come with a mere 64K and must be expanded to 256K. Most VGA 
cards come equipped with 256K of video RAM, as well as a special VGA BIOS. 
This special BIOS may require special drivers to operate in conjunction with 
graphical user interfaces such as GEM® or Microsoft Windows®. | 


In addition, to support the new graphic modes with higher resolutions, EGA cards 
offer a palette of 16 colors chosen from the 64 available colors. In text mode it is 
also possible to set the heights of individual characters, so that up to 43 lines can 
be displayed on the screen at once, instead of the normal 25 lines. 


VGA features 


The VGA card is even more powerful. In text mode, the VGA card can display 25 
lines, 43 lines and even 50 lines of text. In addition, the VGA has even more 
colors available (262,144 colors, as opposed to the EGA's 64- color spectrum). Of 

course, these colors are only effective when displayed on a monitor that has a high 

enough resolution. 
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The rest of this section shows how these extended features can be used and how the 
original BIOS functions have changed. 


As with the normal BIOS, all of the video modes in the EGA/VGA BIOS are set 
with the help of function OOH of the BIOS video interrupt. This function has not 
been changed since the old BIOS, but it has been extended. The number of the 
video mode to be set is passed in the AL register. The following codes are allowed: 


EGA/VGA Card Video Modes 


[Code Mode SSS Mono. _[comR __| EGA/VGA 
OOH Ss. 40x25 characters, —=—'16 colors] | @ | @ | 
fO1H ss. 40x25 characters, __—~_-16 colors| | @ | @ 
02H [80x25 characters, _—=—-.16 colors| | @ | 
[03H «| 80x25 characters, _—=_—-16 coiors| | @ | 3 
[04H ss}. 320x200 graphic pixels, 4 colors} | M@ | @ | 
}O5H___—_—«s|. 320x200 graphic pixels, 4 colors] | @ | @ | 
O6H_ sf 640x200 graphic pixels, 2 colors] | M@ | HF 
Q7H_ _| 80x25 characters, __monochrome| M@ |  —>|_ isd 
ODH_ st. 320x200 graphic. pixels, 16 colors| | | @ 
JOFH —s|. 640x200 graphic pixels, 16 colors] | | M@ | 
OFH | 640x350 graphic pixels, monochrome] M@ | |_| 
10H ss. 640x350 graphic pixels,16 colors**}| | | | 
640x480 graphic pixels 2 colors] | | He | 
[12H _—| 640x480 graphic pixels, 16 colors] | | M™* | 
13H 230x200 graphic pixels, 256 colors} | | @& | 
1* VGA only 


4 colors 


** EGA cards with 64K of added RAM can only displa 


EGA and VGA cards can suppress clearing the video RAM when switching to a 
new video mode. If you want to to do this, bit 7 of the AL register must be set in 
addition to video mode number when the function is called. 


The codes listed above are also valid for the function OFH, which is used to 
determine the current video mode. 


Nothing much has changed in functions 01H to OEH. Slight changes have been 
made to functions 01H and 03H, which define and read the design of the cursor. We 
will discuss these changes later. You can also get exact descriptions of these 
functions from the appendices, where all of the functions of the EGA/VGA BIOS 


Extended functions 
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After function OFH, which also appeared in the old ROM-BIOS, we have three 
new EGA/VGA functions numbered 10H, 11H, and 12H. These new functions are 
dedicated to a specific task and have a number of sub-functions. 


Abacus: | 7.4 BIOS Screen Output Functions 


Function 10H 


Function 10H comprises all of the sub-functions for using the color capabilities of 
the EGA/VGA cards. Before we describe these functions, we should first look at 
the way in which the EGA and VGA cards create colors. 


Unlike the MDA and CGA cards, the two nibbles of the attribute byte of a 
character in text mode do not directly specify the color or attributes of the character 
in the EGA. They comprise an index to one of the 16 palette registers of the EGA 
card, which then contains the actual color. This makes it possible to set the desired 
- colors individually, and allows color changes simply by changing the contents of 
the palette registers. The interpretation of the palette register contents, and the 
number of displayable colors, depend on the type of monitor used. The EGA card 
itself can generate 64 colors, but these can be displayed only on EGA or multisync 
monitors, since these monitors have the six color lines required (2° = 64). There 
are two lines available for each fundamental color (red, green, and blue), where the 
two lines control the intensity level of the color. These six lines correspond 
directly to the lower six bits of a palette register, as the following figure shows. 


Red (less intense) 


EGA palette registers when connected to EGA or multisync monitor 


This color scheme is not available when a normal color monitor is connected. It 
has only four lines for the color representation, three of which are assigned the 
fundamental colors red, green, and blue. The fourth line simply allows the 
resulting color to be displayed at higher intensity. These limited possibilities affect 
the structure of the palette register, which clearly differs from the six-bit structure 
used when an EGA or multisync monitor is connected. A total of only 16 colors 
can be displayed in this mode. 
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EGA palette registers when connected to a color monitor 


The bits of a palette register take on a completely different meaning when the card 
is connected to a monochrome monitor. In this case the monitor cannot display 
different colors, and can only display bright, inverse, and underlined characters. 
When connected to such a monitor, the meanings of the individual bits correspond 
to those of the attribute byte of an MDA card, which we examined earlier in this 
chapter. 


DAC color table 
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The VGA card also uses the most significant and least significant nibbles of the 
attribute byte as an index, pointing to one of 16 palette registers. Unlike the EGA 
card, which only contains the color code, this byte contains a value between 0 and 
255. This number acts as a reference to the DAC (digital analog converter) color 
table. This table allows the VGA card to convert a digitally notated color code into 
an analog video signal. The DAC color table sees each color code as three six-bit 
values, with each value representing the degree of red, green and blue intensity in 
the color. 


As the following figure shows, the color code layout in some registers plays a role - 
which also involves the BIOS. Bit 7 of each value controls the grouping of the 
different registers in the DAC color table, thus controlling the mode control 
register of the video controller. If this bit contains a 0, the index in the DAC color 
table bases its palette register on the contents of bits 0 to 5, and the color select 
register on bits 2 and 3. The consequence is that the DAC color table is divided 
into four groups of 64 consecutive registers. The value in the palette register 
represents the index in this group, whereby the active group itself selects the color 
based on the contents of bits 2 and 3 of the color select register. 


When bit 7 of the mode control register contains a 1, the DAC color table divides 
into 16 groups of 16 consecutive registers. The index of this table is based on bits 
0-3 of the corresponding palette register, and bits 0-3 of the color select register. 


Abacus | 74 BIOS Screen Output Functions 


These registers select the active color group from within the DAC color table, and 
the contents of the palette registers represent the index of this group. 


You can use this form of coding for creating fast and easy color changes when 
characters on the screen must be changed rapidly. This involves storing different 
groups in the DAC color table which specify brighter or darker colors, and quickly 
incrementing the active color grouping through the color select register. 


4 - Bit Attribute 


4 groups of | 16 groups of 
64 entries 16 entries 


Mode-Control-Register Mode-Control-Register 


Color code layout of the VGA card 


To perfectly emulate a CGA or an MDA card, the EGA/VGA BIOS sets the 
individual palette registers (or in the case of the VGA card, the DAC color 
registers) to the same color scheme used by a CGA or an MDA card when the 
corresponding mode is initialized. In the case of CGA emulation (EGA/VGA card 
and a CGA monitor), this means that palette register 0 contains the value 0, 
palette register 1 the value 1, etc. At the same time, the color select register of the 
VGA card must be set to the first of 16 palettes whose color codes correspond to 
those of a CGA card. This also applies to CGA modes 4 and 5 (320x200 pixels, 
four colors), which work with one of two color palettes which can be selected via 
function OBH, sub-function 1. The EGA BIOS simply loads the corresponding 
colors into the lower three palette registers, depending on the palette selected. 


There is normally no need to change the contents of the palette registers in this 
case, since no new colors can be displayed on the screen. Individual colors can 
easily be exchanged with each other. 


Things are different when an EGA/VGA or multisync monitor is connected. The 
EGA/VGA BIOS loads values 0 to 15 into the 16 color registers when the text 
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mode is initialized, but this does not exhaust the color options of the EGA card. 
To make full use of these options, sub-function 00H of function 10H can be used 
to load one of the 16 palette registers. In addition to the function number in the 


AH register and the sub-function number in AL, this function must also be passed 


the number of the palette (0 to 15) in BH and the new color value for this palette 
in the BL register. Since this function does not check the number of the register, it 
can also be used to change the contents of a 17th palette register (screen border and 
background color in the graphics mode), although it is better to use sub-function 
01H of function 10H for this. Besides, it doesn't make much sense to set a 
background color in the text modes, because the text display takes up almost the 
entire screen with only two or three raster lines left over for the output of a border 
color. The contents of this palette register are ignored when a monochrome 
monitor is connected. 


To call the function for accessing this palette register, the AH register must first 
be loaded with the function number 10H and the AL register with the sub-function 
number 01H. The BH register holds the border color, which is then loaded into 
palette register 16 when the function is called. 


Sub-function 02H of function 10H is used when you want to load all of the palette 
registers at the same time, including the register for the border color. In addition to 


the function and sub-function numbers in AH and AL, respectively, the address of 


a table must be passed in the ES:DX register pair. This table contains the values 
for the 17 palette registers. When this function is executed, the contents of this 
table will be copied into the 17 palette registers and will cause all of the colors on 
the screen to change at once. 


The last sub-function of function 10H (for EGA only) defines the meaning of a bit 
in the text modes. As with the CGA and MDA cards, this bit can also be used on 
the EGA card to emphasize a character by either displaying it on a bright 
background color or flashing it, if the bit is set. While the meaning of this bit can 
be changed only by directly programming the video hardware with CGA or MDA 
cards, the EGA/VGA BIOS can perform the same task using sub-function 03H of 
function 10H. 


As with calling the other sub-functions, the function and sub-function numbers 
must be passed in registers AH and AL. The meaning of bit seven of the attribute 


_ byte is determined by the contents of the BL register. The value of zero in this 


register sets the bright background color, while the value one causes all characters 
on the screen, with bit seven of their attribute bytes set, to flash on and off. 


The VGA card has additional functions available for accessing this table. These 


functions are all sub-functions of function 10H, and are only accessible from the 
VGA card. 


The contents of a single DAC color register can be modified using sub-function 
10H. Load the AL register with the sub-function number, the BX register with the 
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number of the corresponding register (0-255) and the CH, CL and DH registers 
with the color code. Then call the function. To help correctly interpret the contents 
of this register, the DAC color table must be coded as an 18-bit value (6 bits for 
red, 6 bits for green and 6 bits for blue). The red components must be loaded into 
the DH register, the green components into the CH register, and the blue 
components into the DL register. 


- You must load the number of the register to be updated into the BX register. The 


registers receive the number of the DAC a to be sie aie when you call sub- 


| function 15H. 


_ Any number of DAC color registers can be loaded at a time using sub-function 


12H. The number of the first DAC color register to be loaded is passed to the BX 
register, and the number of DAC color registers to be loaded is passed to the CX 
register. The new contents of the DAC color registers are loaded into a buffer (the 
address of this buffer is contained in the ES:DX register pair). Each DAC color 
register receives three consecutive bytes from this buffer. These three bytes specify 
the green components, the red components and the blue components of the color 


Reading the DAC color table 


Sub-function 17H reads the contents of a group of DAC color registers. The 
number of the first DAC color register to be read is passed to the BX register, and 
the number of registers is passed to the CX register. The contents of this register 
copies the VGA BIOS to a buffer, whose segment and offset address may be found 
in the ES.DX register pair. The structure is identical to that of sub-function 12H. 
Remember that the registers for each DAC color register consist of three bytes (not 
one), and to allocate a buffer of appropriate size. 


Organizing the DAC color table 


Sub-function 13H allows the organization of the DAC color table and the active 


_ color group, offering two of its own sub-functions. If the BL register contains the 


value 0, then the sub-function copies bit 0 of the BH register into bit 7 of the 
mode control register of the VGA controller. The organization of the DAC color 


table can then be broken down into 4 or 16 groups. However, if the BL register 


contains the value 1 when this sub-function is called, then the sub-function copies 
the contents of the BH register into the color select sna then selects the active 
color BouP: 


The contents of both registers can be — by ge sub-function 1AH. After 
calling this function, the content of bit 7 of the mode control register is passed to 
the BL register, and the contents of the color select register is passed to the BH 
register. 
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Gray scales 


Palette 
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Sub-function OBH converts the color codes within the DAC color table into gray 
scales. Pass the number of the first register to be converted into the BX register, 
and the number of registers to be converted to the CX register. The conversion 
results in a color value between 0 (black) and 1 (white), based on a red intensity of 
30%, a green intensity of 59% and a blue intensity of 11%. 


registers 


The VGA BIOS still has more sub-functions in function 10H for reading the 
palette registers. Sub-function 07H reads the contents of any palette register. When 
the function is passed and the number of the palette register is passed to the BL 
register, the number of the contents is returned in the BH register. This allows read 
access to the contents of the overscan register (the color border on palette register 
16), but this access requires the use of sub-function 08H. Like sub-function 07H, 

the result is loaded into the BH register. 


Sub-function 09H loads the contents of the entire palette table (i.e., all 16 palette 
registers and the overscan registers) into a 17-byte buffer. The segment address of 
this buffer is loaded into the ES register, and the offset address is loaded into the 
DX register. 


Another feature of the EGA and VGA cards are their ability to work with a number 
of different fonts and font sizes. This feature allows the EGA/VGA cards to be used 
with different monitors, in different resolutions. Since the screen resolution is 
determined by the monitor hardware and cannot be changed, the video card must 
adapt to the monitor's resolution. Exceptions to the rule are the more versatile and 
expensive multisync monitors, which get their name from the ability to adapt 
themselves to different synchronizations (resolutions). : 


Of the different monitors which can be used in connection with an EGA or a VGA 
card, the color monitor, normally used in conjunction with a CGA card, has the 
poorest resolution. It only has a resolution of 640 pixels (horizontal direction) by 
200 pixels (vertical direction). If you want to display 25 lines of 80 columns each 
on the screen, you will have to use a character matrix of 8 by 8 pixels so that all 
of the characters fit on the screen. 


Even though the monochrome monitor cannot display different colors, it does offer 
a resolution of 720 by 350 pixels when used with an MDA or Hercules graphics 
card. The individual characters are displayed with a matrix of 9 by 14 pixels. 


EGA and multisync monitors also have a vertical resolution of 350 pixels, but can 
only display 640 pixels horizontally. The resolution of individual characters is 8 x 
14 pixels—only slightly less than that of the monochrome monitors. VGA cards 
and multisync monitors usually support a minimum vertical resolution of 480 
pixels, but some units even support 600 raster lines. VGA cards often permit 
character matrices of 8x16 (text mode) and 9x16 pixels. 
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Character generators 


In order to support the various resolutions, the EGA/VGA cards have their own 
character generators which can display characters in any height between one and 32 
raster lines. The number of text lines per screen depends on the height of the 
displayed characters and the resolution of the monitor. To make the best use of this 
feature, the EGA/VGA cards get the bit patterns of the characters from a section of 
the video RAM instead of from ROM. 


Function 11H 


Normally the character generator is programmed automatically and the appropriate 
character set is loaded when a video mode is initialized, but it is possible for a 
program to control these features with function 11H. You might want to use this 
to display more than the usual 25 text lines on a monochrome, EGA, or multisync | 
monitor. But even if you do want to use 25 lines, these functions offer the ability 
to redefine individual characters of the character set or to install an entirely new 
character set. This can be done with sub-function OOH. Like all of the sub- 
functions of function 11H, the value 11H must be passed in the AH register and 
the sub-function number must be passed in the AL register. A number of other 
parameters must also be passed in the other processor registers. The BH register 
stores the height of the individual characters. Since this function is intended for 
modifying individual characters of the current character set, you must load the 
height of these characters here. As mentioned above, the height of characters on 
monochrome, EGA, or multisync monitors is normally 14 lines (or with the VGA 
card, 16 lines on a VGA or multisync monitor), while on color monitors it is 8 
lines. The BL register stores the number of the character table in which the 
character will be loaded. Theoretically a number 0 through 3 can be given here for 
one of the four different character tables, but you should restrict yourself to 
modifying character table 0, because it is the only table guaranteed to be accessible 
by EGA cards with less than 256K RAM. This character table is also the one into 
which the EGA BIOS loads the character definitions when the video mode is 
initialized with function OOH. Since you may not want to redefine the entire 
character set, the CX register holds the number of characters to be defined 
(maximum of 256). The number of the first character to be defined i is placed in the 
DX register and may not exceed the value 255. — 


The character definitions themselves are stored in a buffer whose address is passed 
in the ES:BP register pair. The bit patterns of the individual characters are placed _ 

_ in this buffer such that the height of each character (BH sa eel also specifies the 
number of bytes per character 1 in the buffer. 


The individual characters are stored sequentially, so the total size of the buffer is 
the number of characters multiplied by the height of the characters. The eight bits 
of each byte reflect the status of the individual pixels in each raster line. If a bit is 
set, the pixel will appear at the corresponding position in the foreground color. If 
the La is cleared, the pixel will appear in the background color. Note that the 


263 


7. The BIOS a | PC System Programming 


character matrix is actually eight pixels wide, even through the characters are 


- displayed with a width of nine pixels on a monochrome screen. In this case the 
ninth bit is not taken from the character definition, the last bit on each line is 


simply duplicated. _ 
Bit 
ES:BP —> @q——— First character 
Line 1 00111000b 
2 00111000b 
3 00010000b 
4 11111110b 
5} | ——- 90010000b 
6 | 00101000b 


01000100b 


a Be 
° BEERRRER <q... Second chavdcees 


Buffer structure after calling function 11H, sub-function OOH 


As long as characters with the appropriate ASCII codes are displayed on the screen, 
the changes will be noticeable immediately after this function is called. 


While sub-function 00H can be used to load user-defined characters into the 
character set, sub-functions 01H and 02H are used to load the two ROM character 
sets contained on the EGA/VGA card. Sub-function 01H loads the entire 8x14 
character set of the EGA/VGA card into one of the four character tables. Sub- 
function 02H loads the 8x8 CGA-compatible character set into one of the four 
character tables. In addition to the function and sub-function numbers, both 
functions are passed the number of the character table in which the character set is 
to be loaded in the BL register. If the character table involved is the one currently 


| _ displayed on the screen, then the changes will be visible immediately after the 
_ function is called. Although these two functions load the character sets, they do 


not set the character generator to the height of the appropriate character set. For 


: _ example, if you load the 8x8 character set into the current character table while the 
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_ characters are being displayed in an 8x14 matrix, you will get a rather strange 
display. Raster lines one to eight will have the bit-map of the 8x8 character set 


while lines nine to 14 will have the remainder of the 8x14 set. 


Sub-function 04H (available to VGA only) serves a similar purpose to sub- 


functions 01H, 02H and 03H. The difference is that calling sub-function O41 loads 


as a ROM character set into one of the four character tables. 
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If you want to work with several character sets in parallel, it is recommended that 
you load the individual character sets into their own character tables and then 
‘Switch between the tables. Sub-function 03H is used to switch to a new character 
table. In addition to the function and sub-function numbers, it must be passed ihe 
number of the character table to be activated in the BL register. 


Sub-functions 10H, 11H, and 12H are almost identical to sub-functions OOH, 01H, 
and 02H. They are also used for loading character sets, but they program the 
character generator at the same time. This has the result that the characters are 
displayed with the proper character height after the function is called. The number 
of text lines on the screen changes automatically. 


Function 10H is used to load and activate nsérdefined Sharacter sets and is called 
exactly like function 00H. The number of text lines which are displayed after the 
call to the function results from the vertical resolution of the monitor divided by 
the height of the individual characters. If this division is not even and there is a 
remainder, the remaining lines will be divided equally between the top and bottom 
borders of the screen. Partial text lines are not displayed. : 


Sub-functions 11H and 12H load and activate entire character sets. If the 8x14 
character set is loaded with sub-function 11H and a monochrome, EGA, or 
multisync monitor is being used, 25 lines (EGA) or 28 lines (VGA) will be 
displayed on the screen. If this is done while a color monitor is connected, which 
has a vertical resolution of oy 200 lines, oaly 14 lines will be displayed on the 
screen. | — 


These changes must also be taken into account when calling function’ 12H, which 

| loads and activates the 8x8 character set. The usual 25 lines will be visible on a 
color monitor, while on the other monitors the screen will consist of 43 text lines 
. (EGA) or 50 text lines (VGA). | 


VGA BIOS has an additional sub-function. When. sub-function 14H is called, it 
loads and activates the 8x16 ROM character Set. Only 25 lines of text will appear 
on the screen. 


Regardless of the niibel of text lines : which result from calling one of these 
functions, the EGA BIOS ensures that the traditional BIOS functions for screen 
output (function numbers 00H to OFH) will still work properly. Even if the screen 
contains 43 lines, you can call the functions for character output, scrolling the 
~ screen, and access the lines outside of the usual 25-line boundary. However, you 
_ Should avoid using multiple screen pages and just use page 0, or you ney run into 
problems with the BIOS versions of various $ manufacturers. ners 


Cursor emulation 


-Cenain EGA cards can have problems with the mechanism sated cursor 
emulation. This involves converting the starting and ending lines of the cursor 
when the height of the character matrix is changed. For example, if the character 
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height decreases from 14 to 8 lines, then the cursor will be invisible if it was in 
the range of raster lines from 9 to 14. To prevent this, the BIOS converts the 
starting and ending lines to the new matrix height. This mechanism must be 
disabled at the beginning of a program. Unfortunately, no function for doing this 
exists in the EGA BIOS; the only way to disable it is to clear a flag in one of the 
BIOS variables (bit 0 in the byte at address 0040:0087). The programs at the end 
of this section demonstrate this in practice. The VGA BIOS does possess such a 
function, as we'll see shortly. 


Function 12H 


266 


All of the functions described so far can only be used in conjunction with an EGA 
card or a VGA card. To determine if an EGA/VGA card is installed, the EGA/VGA 
BIOS offers function 12H, which is not available in the normal ROM-BIOS. It is 
called with the function number in AH and the value 10H in the BL register. If 
this value is still in the BL register after the call, you can assume that no 
EGA/VGA card is available and the normal ROM-BIOS was called, which does not 
support this function. A different value shows that an EGA or a VGA card is 
available. In this case the BH, BL, and CL registers contain configuration 
information about the installed EGA/VGA card. 


The value in BH specifies the video mode that will be activated after the system is 
booted. Since another mode may have been enabled in the meantime, this 
information is of little use. The value in the CL register, which tells you what 
kind of monitor the card is driving, is much more useful. The following values are 
returned for the individual monitor types: 


OBH monochrome monitor 
09H high-resolution (EGA/VGA or multisync) monitor 
08H color monitor 


The contents of the BL register are also useful. They specify the amount of RAM 
installed in the EGA card. The following codes can appear: | 


0 64K 1 128K 
2 192K | 3 256K 


This distinction is important if you want to work with multiple character tables or 
with the high-resolution graphics modes of the EGA/VGA card. For example, 


_ graphics mode number 10H, which offers a resolution of 640x350 pixels, can be 


used only if the EGA/VGA card has at least 128K of RAM. The number of 
character tables available also depends on the size of the RAM. This can be 
determined by the incrementing by 1 the number returned in the BL register. 
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Function 1AH 


Function 1AH, sub-function 00H informs the user of whether an EGA card or a 
VGA card is installed. This function is only available to VGA cards. You must 
pass the function number to the AH register and place the value OOH in the AL 
register. This determines whether a VGA card is installed. If the value 00H 
remains unchanged, there is no VGA card available, while a returned value of 1AH 
indicates a VGA card. The contents of the BL register indicate the active video 
mode: 


| 02H | CGA card / color monitor 


Function 12H, sub-function 20H can be used to install an alternate hardcopy 
routine. This can be used when the screen is displaying more or fewer than 25 
lines. Since the normal hardcopy routine of the BIOS assumes that there are 25 
lines on the screen, it always prints exactly 25 lines, which may omit some lines 

_ from the hardcopy. The alternate hardcopy of the EGA/VGA BIOS always accounts 
for the actual number of lines displayed on the screen, and is therefore preferable to 
the normal hardcopy routine. It is installed by calling the BIOS video interrupt 
10H, whereby the value 12H is passed in the AH register and the value 20H must 
be in the BL register. | 


The VGA BIOS includes six other sub-functions of function 12H, exclusively for 
control of the VGA card. Sub-function 30H helps determine the number of raster 

lines available (not text lines) when a VGA is operating with a VGA or multisync 
monitor. In CGA mode this becomes only 200 lines instead of 400. The sub- 
function number must be loaded into the BL register. The VGA BIOS interprets 
the number it finds in the AL register as the number of raster lines. A value of 0 
in the AL register indicates 200, the value 1 indicates 350 and the value 2 indicates 
400 raster lines. | 


Working in conjunction with color selection as mentioned above, so that EGA and 
VGA cards can load their palettes or DAC registers, the color spectrum of a CGA 
card can be emulated. Sub-function 31H enables or disables this emulation in the 
VGA card after calling function 00H (video mode selection). Calling this sub- 
function signaled by the value 0 in the AL register activates green light, while a 
value of 1 tells the VGA BIOS to avoid loading the corresponding register. 
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Automatic gray ‘Scaling 


_ Sub-function 33H specifies the status of automatic gray scale summing. This 
- Summing instructs BIOS accesses to the DAC color table to automatically convert 
-_ color values into gray scales. The contents of the AL register indicate this status: 


A value of 0 indicates conversion enabled, while a value of 1 indicates no 
conversion. 


Function 12H, sub-function 34H controls the suppression of cursor emulation. A 
value of 0 in the AL register enables cursor emulation, while a value of 1 
Suppresses this emulation. 


Function 13H 
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~ We will mention one last function of the EGA/VGA BIOS. It is not exactly new, 


since it was already in the AT ROM-BIOS, but it was not in the PC or XT BIOS. 
This is function 13H, which displays a string on the screen. There are four 
different output modes available, which differ in how the string is passed to the 
BIOS and whether or not the cursor will be placed at the end of the string when the 
output is done. Also, the functions differ in whether all the characters in the string 
will be given a constant color or provided with individual attributes. In the first 
case, the buffer, the address of which is passed in the ES:BP register pair, need 
only contain the ASCII codes of the characters to be printed. The color for all of 
the characters is taken from the BL register. In the second case, the attribute byte 
for each character follows its ASCII code in the buffer. 


The contents of the AL register determine which mode will be used: 


O= = One color for all of the characters. The cursor position does not 
= change. | | 
|= One color for all of the characters. The cursor will be a after the 
| last character of the string. 
2= The buffer contains the individual attributes. The cursor of position does 
: - not change. . 
<r The buffer contains the individual oe The cursor will be 


placed after the last character of the string. 


The number of the screen page on which the string is to appear can be specified in 
the BH register, but this should always be the current page. Otherwise problems 
will arise with printing control characters (carriage return, linefeed, etc.). The CX 
register holds the length of the string. This refers to the number of characters to be 


z printed (attributes must not be counted in modes 2 and 3). The output position is 


passed to function 13H in registers DH (line) and DL (column). And, finally, we 


shouldn't forget the function number in the AH register. 
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Demonstration programs 


After so many register assignments, function numbers, and the like, it helps to be 
able to see some example programs to put the information into perspective. Many 

of the functions we discussed are found in the programs listed below. Not all of 
them are called by the actual main program but are included to show you how it's 
done. 


The programs have two main tasks. First, they show you how to work with and 
program the color palettes. Second, and even more important, these programs 
show you what possibilities are offered by defining your own character sets. Here 
this is used to display a small graphic in text mode. This could be used when you 
want to display a personal or company logo on the screen, but the characters 
needed are not found in the ASCII character set. In the example program, this is 
demonstrated by displaying the text "PC Internals Michael Tischer" on the screen 
in large, fancy lettering while in text mode. This message was first. drawn with a 
graphics program and then converted to a kind of virtual raster. This corresponds in 
density to the character matrix of 8x14‘pixels in the text mode when an EGA 

- monitor is connected. With the help of this raster we discovered that four rows of 
30 characters each, for a total of 120 characters, were required to display this 
graphic in text mode. The next step was to convert the bit-map of this graphic so 
that it could be loaded into one of the character tables with the help of sub-function 
OOH of function 11H. Each eight consecutive pixels were combined into a byte and 
then 14 of these eight-bit units in a column were combined together. The results 
are the initialized arrays in the program listing. | 


Once these data are created, the most time-consuming part of the whole procedure 
is done, since all we have to do is call the appropriate function in order to load the 

_ Characters into the character table so we are able to display them on the screen. 

This proved to be something of a problem in C because none of the functions for 
interrupt Calls allowed a value to be assigned to the BP register, which is where the 
offset address of the character buffer must be passed. We had to write a small 
assembly language routine which just loads the parameters passed to it into the 
required registers and ice calls the BIOS video interrupt. 


inside the example program : the bit patterns for the miaphic are loaded into the 
character definitions for the ASCII codes 128 to 248 with the help of this function. 
The new characters replace the foreign characters and the border characters, but the 
standard ASCII characters like letters and numbers are retained. You can load the 
bit patterns in Lo parts of the character set as well, if you wish. 


One routine in the program which i is not Said iS Ailet SetLine and aiows the 
number of text lines on the screen to be set (25 or 43). If you use this function to 
put the screen in 43 line mode, you first make certain arrangements regarding 
screen output. Both Pascal and C send their output to the screen using DOS 
functions when printf or writeln is called. Turbo Pascal allows direct access to the 
video RAM under certain conditions, but this doesn't change the problem. Here it 
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depends on whether or not an extended screen driver (ANSLSYS) is installed. If 
such a driver is not installed, the DOS will use BIOS function OEH of interrupt 
16H, which also handles screen scrolling. Since this function is part of the EGA 
BIOS, it will properly recognize that the screen consists of 43 lines and will not 
scroll it until the 44th line is reached. Things are different with most ANSLSYS 
drivers, which perform scrolling themselves. Since many of them assume a 25-line 
screen, they will scroll until the 26th line is reached and the remaining lines will 
be wasted. 


To avoid such problems, the two output routines in the example programs offer 
the ability to output strings directly to the video RAM and avoid the DOS 
functions. 


Pascal listing: EGAP.PAS 


{$V-} { don't check length of strings } 
{ BERK KHKE REE KEKE KEKE ER KKK EKKE AE EKRKEKEEKEREKKEKEEKKEKEKREKE } 
{* EGAP *} 
{* Ss sts es ls“ sw am Siw ws Ses ices eae tas es sas es “ents ws ie i isa es ss es ls ew nw Geis ew tom's ds el ew ee Om ee en en ane en an an Gnat an ace es meter es *} 
{* Description : demonstrates the use of the functions of the *} 
{* EGA/VGA BIOS. *)} 
{* ‘i sin ea cw tos tb nh St abs a outs eats isles Ses ued <n Ses elas eins “Gos ues ose sas te ec cscs eos eas Cop ans el es a So So ie So ew ls Se Ma Ss tee om Gale eau mam Sain Gu os nd ea one *} 
{* Author : MICHAEL TISCHER a 
{* developed on : 08/30/1988 x} 
{* last update : 06/07/1989 *} 


{ RRA KKK IK HIKER IK III KERIKERI IKI IAI KIKI REE AK AAKAREKKA 
program EGAVGAP; 


Uses Dos, CRT; | { bind in the DOS and CRT units 


} 
type BytePtr = “byte; { pointer to a byte } 
VElb = record { describes a screen position as 2 bytes } 
Character : char; -  .{ the ASCII code } 
Attribute : byte; { the attribute } 
end; 
VRam = array[0..4000] of VelB; { describes the video RAM } 
string8 = string(80]; { output string for PrintAt } 
const VIDEO INT = $10; . { BIOS video interrupt } 
LINE25 = 25° | ' . { 25 line screen } 
LINE43 = 43; { 43. line screen } 
MOMO = 0; { constants for GetMonTyp } 
COLOR = 1; | 
EGA = 2; 
Font : array[(1..120, 1..14] of byte = ( 
( 0, 0,255, 62, 28, 28, 28, 28, 28, 28, 28, 28, 28, 31), { E } 
20 Oy: 0,292, T, cty > de de dy. dg dy de tee 774 252)4 { A } 
( 0, O, O, 0O,129,195,195,199,199, 206,206,142, 14, 14), { c } 
( 0, O, 62,193,128,128, 0, O, 0, O, O, O, O, 0), .{ H } 
( 0, O, 16,144,112, 48, 48, 16, 16, 0, 0, 0, O, O), { } 
( 0, O, O,.0,.0, 0, O, 0, O, O,: 9, O,. 0,..0),; { L } 
(°0,. 0, “3, 0,-* 0; O,, 0, .0, 0,. 0, 0,°° 90, .0,.: 0), { I } 
( 0, 0,254, 248,112,112,112,112,112,112,112,112,112,112), { N } 
( 6,0, 0, : 0,:-0,.--0, 0, 0, 0,252, 61, 30, 30, 28), { E } 
{ 0, 0, O, O, O, O, O, O, 0,248, 6, 7, 3, 3), { } 
( 0, 0, O, O, O, O, O, O, O, 7, O, O, 0,128), { Cc } 
( 0, O, 32, 96,224, 224,224,224, 224,254, 224,224,224, 224), { O } 
tC 0,..°0,.- 0, <0, <0,;.-0,° 0,.. -0,-. -0; < dye: 6p 125: :28,..24), { N } 
( 0, O, O, O, O, O, O, O, 0,240, 28, 6, 7, 7), { T } 
(<0, <0,--0, (0;.:-0,. -0,°-0,. +0, 0,63, 1S¢ =-7,- 45. TNS { A } 
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( 0, 0, 0, 0, O, O, 0, O, O, 30, 39, 71,135,128), {I} 
-{ 0, O, 0, 0, O, +O, O, 0, 0,126, 30, 15, 15, 14), {'N} 
( 0, O, O, 0, O, O, O, O, 0,124,131, 3, 1, 1), {5} 
( 0, 0, O, O, O, 0, O, O, O, O, 0,129,131,195),. {  }. 
( 0, 0, 0, O, O, 0,: 0, O, O, O, 62,193,128, 0), {T } 
( 0, O,. 0, 0, .0,.:0, 0,:-:0, 0, 0, :0,192,224,224), { H'} | 
( 0, 0,248,120, 56, 56, 56, 56, 56, 56, 56, 56, 56, 56), {E } 
( 0, O, O, O, O, O, O, O, O, 31, 48, 48, 48, 48), { } 
( 0, O, 0, 0, O, 0, 0, 0,. 0,196, 52, 12, | ’ 4), { B } 
( 0, 0, 0, 0, 0, 0, 0, 0, 0, 0, 0, 0, 0, 0), { I } 
{ 0, O, 0, 0, O,° 0, +O, O, O, O, O, O, O, O), %{T} 
{ 0, 0, 0, 0, 0, 0, 0, 0, 0, 0, 0, 0, 0, 0), { 4} 
( 0, 0, 0, 0, 0, 0, 0, 0, 0, 0, 0, 0, 0, 0), { P } 
( 0, 0, 0, 0, O, O, 0, O, O, O, O, O, O, O), {A} 
( 0, 0, O,. 0, O, O, O, O, O, 0, .0, 0, 0, O), {T} 
( 28, 28, 28, 28, 28, 28, 28, 28, 62,255, 0, 0, 0, 0), {T} 
( 0, O, O, O, O, O, O, O, O,128, 0, O, O, O), {E} 
(14, 14, 14, 7, 7,.3, 3, 1, 0, OO, ©O,. 0, O, 0); € R*) 
( 0, O, O, O, O, 0,128,128,193, 62, 0, O, O, 0), {WN} 
( 0, O, O, O, 16, 16, 32, 64,128, 0, 0, O, O, O), {  } 
( 0, 0, O, O, O, O, O, 0, O, O, O, O, O, 0), { 0} 
( 0, 0, 0, O, O, O, O, O, O, 3, O, O, O, OO), { F} 
(112,112,112,112,112,112,112,112,248,254, 0, 0, 0, O), { } 
( 28, 28, 28, 28, 28, 28, 28, 28, 62,255, 0, 0, 0, 0), {A} 
(-'S5.. S350) Spe Sp 8p Bp | Spc Bye, 77-159). 20, “Oo Oy. SOY 4 } 
(128,128,128,128,128,128,128,128,192,240, 0, 0, 0, O), {Cc} 
(224,224,224,224,224,224, 96,112, 49, 30, 0, 0, O, OO), { H} 
( 56, 63, 56, 56, 56, 24, 92, 76,134, 1, 0, O, O, 0), {A} 
( 7,255, 0, 0, 0, O, 1, 2, 12,240, 0, 0, 0,: 0), {-R} 
(35°95 Wg IGF Ty 20, Tg 15 63;. 20, 0, 0, 0),)° Ad 
(0, 0, 0, O, 0, 0, 0, 0,128,224, 0, 0, 0, 0), { ¢ } 
(14, 14, 14, 14, 14, 14, 14, 14, 31,127, 0, 0, 0, 0), {T} 
(yd dy Tyecdy 4) (dy > 2, 237 20T,: 0,.20,. °0,* 0)y (EY 
(192,192, 192,193,193, 195,195,193,225,248, 0, 0, 0O, O), {R} 
( 0, 7,120,192,192,128,128,192,195,124, 0, 0, 0O, 0), { } 
(224,224, 224,224,224, 224,224,240,112, 29, 0, 0, O, 0), {TI} 
( 56, 56, 56, 56, 56, 56, 56, 56,124,255, 0, O, O, O), {-N} 
( 31, 31, 31, 0, 0, 64, 96, 96,112, 71, 0, 0, 0, O), { } 
( 0,224,248,252, 28, 12, 4, 12, 24,224, 0, O, O, O), {T} 
( 0, 0, O, O, O, O, O, O, O, O, O, O, O, OO), { H} 
( 0, 0, O, O, 0, 0, 0, O, O, O, O, O, O, O}, { E } 
( 0, O, 0, 0, O, O, O, O, O, O, O, O, O, O), { } 
( 0, 0, O, O, O, O, O, O, O, O, 0, 0, +O, O), { A } 
( 0, 0, O, O, O, 0, O, O, O, O, O, O, O, O), { S$ } 
( 0, 0, O, 0, O, O, O, O, O, O, O, O, O, 0), {CC} 
(0, 0,252,°60, 30,.30, 30, 23, 23,°23,°19, 19, 19, 17), {I} 
(0, 0,.° O07. 0,0 0, --0,° 0,.-4,. 1, *1¢130,130,130,196),°. { I} 
( 0, 0,126,120,240,240,240,112,112,112,112,112,112,112), { } 
(0, 0, 28, 28, 28, 0, 0, O, 0,252, 60, 28, 28, 28), {Cc} 
(-:0,: 0,-:0, 0, O, 0, 0, O, O, 1, 6, 12, 28, 24), ~ { H } 
( 0, 0, O, O, O, 0, O, O, 0,240, 12, 2, 7, 7), {A} 
( 0, 0, 63, 15, 7, 7, 7, 7, 7, 7, 7, 7, Ty TV) { R } 
( 0, O, O, O, O, O, O, O, O, 62, 65,129,128, 0), {A} 
( 0, O, O, O, O, O, O, O, O, 0,128,192,192,224), {Cc } 
( 0, 0, O, O, O, O, O, O, O, 63, 64,224,224,224), {T } 
( 0, -0,° 07.0, 0,°-0,°°0, “0, 0, 0,392, 96,112,112), “{ E } 
( 0, 0, O, O, 0, O, O, O, O, 7, 24, 48,112, 96), { R} 
( 0; °. 0, -0,.°°0,°°°.0, -0,.."0,.. 0,.° 0,192,112,°°24, _28,. 28}, [° } 
{ 0, 0,252, 60, 28, 28, 28, 28, 28, 28, 28, 28, 28, 28), {5S } 
( 0, 0, 0, O, 0, 0, 0, 0, 0, 0, 0, 0, 0, 0), { E} 
(0) 0p. .028 0, 0y 0% 720,- 03). 0,0, Op 08 0, -OF, sat } 
( 0, 0,63, 56, 48, 48, 32,32, 32, 0,°0,'0,°0,° 0), {: } 
( 0, 0,255,112,112,112,112,112,112,112,112,112,112,112), { 0} 
(. 0, 0,225,225, 97, 32,32, 32, 32, 15,, 3, 1,-1, 1), ‘“{ F.) 
( 0, 0,192,192,192, 0, 0, 0, 0,192,193,195,195,195), { } 
( 0, 0, 0, O, O, O, 0, O, 0,252, 3, 0, 0, 0), {T} 
( 0, 0,0, 0, °-0,*.0, 0, °0,:°0, 64, 65,195, 71, 70), { H.} 
( 0, 0,0," 0, 0, 0, 0, 0, .0,124,131, 0, 1,0 1), { EV 
(Oy 074152" 3," 4,84 dy. ay 2p iy 0, 129193, 193),%- 4.2 
( 0, 0,192,192,192,192,192,192 { I } 


, 192, 207, 208, 224, 224, 192), 
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( 0, O, O, O, O, O, O, O, O,128, 96,112, 48, 56), { B } 
( 0, O, QO, O, O, OO, O, O, O, 3, 12, 24, 56, 48), { M } 
( 0, O, O, O, O, O, O, O, 0,224, 56, 12, 14, 14), { - } 
( 0, -0,. 0, 0;- -0,. 0, 0, -0,;. 0,126,..30, 14, 15; 15), { P } 
-{ 0, +O, O, O, O, O, O, OO, O, 60, 78,142, 14, 0), { Cc } 
(17, 17, 16, 16, 16, 16, 16, 16, 48,254, 0, O, O, OQ), 
(196,196, 232, 232,232,112,112, 80, 32, 35, 0, 0, O, OO), 
(112,112,112,112,112,112,112,112,248,254, 0, 0, O, O), 
( 28, 28, 28, 28, 28, 28, 28, 28, 62,255, 0, 0, O, OQ), 
( 56, 56, 56, 56, 56, 24, 28, 12, 6,129, 0, O, O, OQ), 
Co Te Oy. (Oe = 0,0 (Oe. “Op: <p. ~ 2 22; 240,-°0,.. 0; O,: 0}, 
C95 Ue. Te: Te Te See Bee | Ty ADS ee BS “OE 105. “07. “OY, 
( 0, 0, 0, 0, O, O, O, OQ, 129,231, 0, O, O, O), 
(224,224, 224, 224,224, 225, 225,224,240,252, 0, OQ, O, QO}, 
( O, 3, 60,224,224,192,192,224,225, 62, 0, 0, O, O), 
(112,240,112,112,112,112,112,120,184, 14, 0, 0, O, O), 
(224,255,224,224,224, 96,112, 48, 24, 7, 0, O, O, O}, 
( 28,252, 0, 0, O, O, 4, 8, 48,192,' 0, 0, O, O), 
( 28, 28, 28, 28, 28, 28, 28, 28, 62,255, 0, 0, 0, O), 
( 0, O, O, O, O, O, O, O, 0,128, 0, 0, O, O), 
( 0, O, O, O, O, O, O, O, O, OO, O, O, O, O}, 
( 0, 0, 0, 0, O, O, O, O, O, 3, O, O, O, O), 
(112,112,112,112,112,112,112,112,248,254, 0, 0, O, O}, 
( 1, 1, 1, 1, 1, 1, 1, 1, 3, 15, O, 0, O, O}), 
(193,193,192,192,192,194,195,195,227,250, 0, 0, O, OQ), 
(240,254,255, 15, 1, 0, O, 0,129,126, 0, O, OQ, OQ), 
( 14, 14,142,206,206,198, 71,195,129, 0, 0, O, O, OQ), 
( dp -O,- -0¢: 40% “0; -0,- <:05- -05232,724,5 (0;. 0; Of. Oy 
(193, 1, 1, 1, 1, 1, 65,129, 3, 15, 0, O, O, O), 
(192,192,192,192,192,192,192,192,224,249, 0, OO, O, OQ}, 
( 56, 56, 56, 56, 56, 56, 56, 56,124,255, 0, O, O, O), 
(122, 127,112,112, 112, “48, 56, 24, 12, 3,- 0, 0; 0; OF, 
(14,254, 0, O, O, O, 2, 4, 24,224, O, O, O, O), 
(14, 14, 14, 14, 14, 14, 14, 14, 31,127, 0, 0, 0, 0), 
(> 0; 0, 0, 0,;° 0, 0,. 0, 6, 0,192, 0, °O, (0, O}}e 
var VLine{VLine}, { stores the current cursor position } 
Vcolumn{VColumn}, 
NumLine{NumLine} : byte; { number of screen lines } 
Mono : boolean; { TRUE, if monochrome monitor } 


[RRR IIR RK RIK RK RR IK RRR IIR KTR TITRA II IK IKARIA RI KKH | 


{* CEmul: Switches the cursor emulation of the EGA card on or off. *} 
{* Input : - DOIT = TRUE : Cursor emulation on. ss 
{* . FALSE: Cursor emulation off. . *} 
{* Out put : the current cursor column . — =} 


{*¥*eaRR RR KKK KEKE RE RE KKK KKK KKK EEK KEKE KKK KKK KEK RK KEK ERK KEK KKK KKK KHER KKK EKE } 


PEOCeGUEe CEmul{ DoIt : boolean Va 


var VioInfoByte : byte absolute $0040:$0087; { BIOS info byte } 
begin 
if DoIt then { turn emulation on? } 
VioInfoByte := VioInfoByte or 1 { yes, set bit 0 } 
else { NO } 
VioInfoByte := VioInfoByte and 254 { mask out bit 0 } 
end; 


{ RHR RRK REAR KKK RRR KHER KERR KKK KERR ARKH K RK EKER KKK KKK KKK KKK EKKEKRKKEKERE } 


{* GetCS: Returns the current output column. sy 
{* Input : none 7 | . a 
{* Output : the current cursor column | a 


{ AERA RAH KKK HHH HK RERER ERE KEKE ER KEK KEKE KK ERK ERK RRR ERK KKK KKKEKKKKK KK) 


function GetCS : byte; 
begin 


GetCS := VColumn; { get column from global variable } 
end; Bhs ae : ; = 
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{FRI RI IR RK KIT RTI IRI IKIIKI KIA IIT IIASA IAI ISIAH IAAI BRERHKIAAE | 


{* GetCZ: Return the current output line. a 
-{* Input : none *} 
{* Output : the current output line i 


[ARES SAEED RIE OSI OSI O IIIT OTTO ITI TIO TI IIIA IIIA 


function GetCZ : byte; 


begin . 4 | 
GetCZ := VLine; { get line from global variable } 
end; 


{RRR K ARKH RR RAKE EKEEKER EEK KEKE EK KER ERK KKK KEE KEK KEK KKK KKK KKKKEK EEK } 


{* CharDef: Defines the bit pattern of an individual character. *} 
{* Input : - ASCII = ASCII code of the first char to be defined *} 
{* . = TABLE = number of the character table ( 0 bis 3 ) x} 
1% - MATRIX = number of lines in the character matrix  *} 
{* ~- NUMBER = number of characters to be defined =} 
te ~- BUFPTR = pointer to the buffer with the character 8: 
{* Output : none *} 


PORE DT PRE EEE ECE EET OT EET COPE Ty EET EC RET EEO /TOOTETE TET ETE 


procedure CharDef( Ascii, Table, Matrix, Number : byte; 
BufPtr : BytePtr ); 


var Regs : Registers; { processor registers for interrupt call } 

begin 
Regs.ax := $1100; { ftn. no.: character generator, subftn. 0 } 
Regs.bh := Matrix; { line height of the matrix } 
Regs.bl := Table; - { number of the character table } 
Regs.cx := Number; { number of the character to be defined } 
Regs.dx := Ascii; { first character to be defined } 
Regs.bp := Ofs( BufPtr% ); { offset address of the buffer } 
Regs.es := Seg( BufPtr* ); {segment address of the buffer } 
intr (VIDEO INT, Regs); { call BIOS video interrupt } 

end; 


{ RHR R RRR RRR K KKK RK KK KEK KKK KHER KKK KKK KKK IKKE KEK HK IKE KEKE EK KKK KEKE EKER | 


{* GetMonTyp: Determines the type of monitor attached. =} 
{* Input  : none . *} 
{* Output : the monitor type: MOMO = monochrome monitor =} 
{ COLOR = color monitor *} 
{* EGA = EGA or Multisync monitor x} 


[FCCC IGG IOI ICICI IIIT IIIT IIR IAA AK 


function GetMonTyp : byte; 


var Regs : Registers; { processor registers for interrupt call } 
begin 
Regs.ah := $12; { ftn. no.: get configuration } 
Regs.bl := $10; { subfunction number } 
intr (VIDEO INT, Regs); { call BIOS video interrupt } 
case Regs.cl of { CL contains the monitor type} 
$OB : GetMonTyp := MOMO; { monochrome monitor } 
$08 : GetMonTyp := COLOR; { color monitor } 
$09 : GetMonTyp := EGA; { EGA monitor } 
end; we. es 
end; 


 Rokolaliehohohehohohololioheheohehehiohehelhehalichehehehohohelehohehotetotehelchetehetohehehelotahetohehetoleheheheheheleleheleiohehsleiclolel Un 


{* SetCur : Sets the blinking cursor and the internal output position *} 


{* Input : - COLUMN = output column (0... 79) *y 
{* - LINE = output line CT sahhey aad *} 
{* Output : none *} 


{ERR ARK HK KKEKKEKKEKKE KEK KEK EKER ERK KEKE ERK EKER KEK KEKE KEKR EKER EKKEKEKRKKKEKKKEK EE | 


procedure SetCur( Column, Line : byte ); 
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var Regs : Registers; { processor registers for interrupt call } 

begin 
Regs.ah := $2; { ftn. no.: set cursor position } 
Regs.bh := 0; { screen page 0 } 
Regs.dh := Line; { set coordinate } 
Regs.dl := Column; 
intr (VIDEO_INT, Regs); { call BIOS video interrupt } 
VLine := Line; _ { save coordinates in internal variables } 
vColumn := Column; 

end; 


{ RRR RK HERE K KKK KKK KKK KKK ERE KEK ERE KEKE KKK ERE KK KEK KKK KKK EKER KKK KEK KKKKK | 
{* SetCol : Defines the contents of one of the 16 color registers in *} 


{* the EGA card. *4 
{* Input : - REGNR = number of the color register *} 
{* - COLOR = color value (0 to 63) *} 
{* Output : none *} 


{ RAHA AHAKKKKKKKKKK KEK KKK KKK KEKKKKEKK RK KKK KKK KKK KK KEK KKK KEKE KKKEKKKKEKKKKEKE | 


procedure SetCol (regnr, color : byte); 


var Regs : Registers; { processor registers for interrupt call } 
begin 
Regs.ah := $10; { ftn. no.: set colors/attributes } 
Regs.al := 0; { subfunction 0 } 
Regs.bl := regnr; { set number of the register } 
Regs.bh := color and 63; { set color value (mask out bits 6 and 7) } 
intr (VIDEO INT, Regs); { call BIOS video interrupt } 
end; 


{ BARRE KKK IKKE RK KHER KEKE KEK KKK ERK ERE KK KEKE KEKE KEK KEKE KKEKEKKEEKEKREKEE | 


{* SetBorder : Defines the border color. xy 
{* Input : -— COLOR = color value (0 to 63} | 
{* Output : none *} 


{ ERR KR RK ERK HHH KKK KKK KKK KKK KEKE RIKER ERR KEKE KKK KEKE EK KEKEKREKEKE | 


procedure SetBorder(color : byte); 


var Regs : Registers; { processor registers for interrupt call } 
begin 
Regs.ah := $10; { ftn. no.: set colors attributes } 
Regs.al := 1; { subfunction 0 } 
Regs.bh := color and 63; { set color value (mask out bits 6 and 7) } 
intr (VIDEO INT, Regs); { call BIOS video interrupt } 
end; 


{ BRAK AK KKH RIKKI E KKK HK KKK KKK HIKE KKK KIKI KIK IKI EEK AKER EKEKE | 


{* SetLines : Sets the number of lines. at 
{* Input : Sub-function of function 11H: a 
Ls $11 : 8x4 character set =) 
{* $12 : 8x8 character set *} 
{* $14 : 8x16 character set *} 
{* Output : none *} 


[ARI ICICI IIIT IO ICICI ICICI ICICI TOTO TOIT TR IK} 


procedure SetLines( Lines : byte); 


var Regs : Registers; { processor registers for interrupt call } 


begin 
Regs.ah := $11; { ftn. no.: character generator } 
Regs.al := Lines; { sub-function of fne. 11h } 
Regs.bl := 0; { use character table 0 } 
intr(VIDEO_INT, Regs); { call BIOS video interrupt } 
end; , 
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{EX ARKEKRKKRKE REE REE RE KEKE ERE ERE EKER KKK ERK KEKKEKKEEKREEKEKKEE KE | 


{* IsEga: Determines if an EGA card is installed and handles the *} 
{* initialization of the global variables. = 
{* Input : none *} 
{* Output : TRUE, if an EGA card is installed, else FALSE. *} 


{RRR ER ERK ER ERE KEKE EHR ERE RHEE ERE KER EK KEK KEKE KEKE EEKEKEKEK EE | 


function IsEga : boolean; 


var Regs : Registers; { processor registers for interrupt call } 
begin 
Regs.ah := $12; { ftn. no.: get video configuration } 
Regs.bl := $10; { subfunction number } 
intr (VIDEO _INT, Regs); { call BIOS video interrupt } 
if Regs.bl <> $10 then { is it an EGA or VGA card? } 
begin { yes } 
{*- create pointer to VRAM depending on the monitor connected -*} 
Mono := Regs.bh = 1; { connected to monochrome monitor? } 
IsEga := TRUE; { an EGA card was discovered } 
end 
else 
IsEga := FALSE; { no EGA card discovered } 
end; 


{ RHA K KKK KAKA KK HHH KEKKK KEKE KK KEKEK KKK KKEKEKKKKKKKEKKKE REE KKEKKEKEEE | 


{* IsVga: Determines whether a VGA card is installed, and initializes *} 


{* the global variables. = 
{* Input : none = 
{* Output : TRUE if a VGA card is installed, otherwise FALSE. * } 
{* Info : Use this function BEFORE calling the ISEGA in your own *} 
i= application, since the TRUE for some EGAs also applies *} 
{* to this routine as well. a 


{ ee Hee he He KKK KKK RK KEKE KIKI KEKE ERIK KEKE KEK KKEKEKKEKKEKKKKKKK KE } 


function IsVga : boolean; 


var Regs : Registers; { processor register for the interrupt call } 
begin 
Regs.ah := S1A; { function no.: Determine video system } 
Regs.al := $00; . 
intr(VIDEO_INT, Regs); { Call BIOS video interrupt } 
if ( Regs.al = $1A ) and (( Regs.bl = 7) or ( Regs.bl = 8 )) then 
begin { VGA card installed and active } 
Mono := FALSE; 
IsVga := TRUE; { definitely a VGA card on board } 
end 
else 
IsVga := FALSE; { no VGA card connected } 


{ FRR RHR RHR ARERR RRR EK KEKE KKK ERK KEK KEK KRKEKEEKKEEKEKEREKKEKEKEKKKKKEKKKKKKE | 


{* PrintAt: Outputs a string at the give screen position with a i | 
{* certain attribute. *)} 
{* Input : - COLUMN = output column (0... 79 ) my 
{* - LINE = output line ( 0 .. NUMLINE-1 ) *} 
{* - COLOR = attribute for the characters to be printed *} 
{-* - OUSTR = the string to be printed “} 
{* Output : none *} 


{ RRR RR RHR RE EK ERK KKK KEKE RK KEKE KEK KKK KKK KKK KEKKEKREKKKKKKKEKKEKKKEKR | 


procedure PrintAt( Column, Line, Color ; 
byte; OutStr : string8); 


var ColorRAM : VRam absolute $B800:0000; { describes physical VRAM } 
MonoRAM : VRam absolute $B000:0000; { describes physical VRAM } 
Index : word; { index into the VRAM array } 
Stren, { length of the string to be printed } 
i : byte; { running pointer to the string } 
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begin 
Stren := length( OutStr ): 


— 


{ get length of the string 


—e 


Index := Line * 80 + Column; 


{ set index in the array 
if Mono then a 


begin { yes } 
for is=1 to Stren do { run through the string } 
begin : 


MonoRAM[ Index ].Character := OutStr[i]; { set character } 
MonoRAM[ Index ].Attribute := Color; { set color } 
inc( Index ); { increment the index } 


end; 
end 
else { output to the color screen } 
begin . 
for i:=1 to Stren do { run through the string } 
begin 
ColorRAM[ Index ].Character := OutStr[i];{ set character } 
ColorRAM[ Index ].Attribute := Color; { set color } 
inc( Index }; { increment the index } 
end; 
end; 
{*-- calculate new cursor poSition ------------9-9- enn enn en *} 


SetCur((VColumn + VLine * 80 + Stren) mod 80, 
'(VColumn + VLine * 80 + Stren) div 80); 
end; 


{ BHAA HK ARK RRR EK KKK KKK KKK HK RE KEK ERE RER EKER ERK EKER ERE KEKE KEKKKEKEKE } 


{* Blinking : Defines the meaning of bit 7 in the attribute of a *} 
{* character in the text modes. i 
{* Input : - DoBlink = TRUE : blinking a 
{* FALSE: intense background color *} 
{* Output : none *} 


[AAR EK KEKE KHER ERK EK KKK KKK RK KKK RE KK KKK EKER RK KKK EEK KKEKEKEKKKEKEKKKKE } 


procedure Blinking( DoBlink : boolean ); 


var Regs : Registers; { processor registers for interrupt call } 
begin 
Regs.ah := $10; 
Regs.al := $3; 
if DoBlink then 
Regs.bl :=1 
else 
Regs.bl := 0; 
intr (VIDEO_INT, 
end; . 


{ ftn. no.: set colors/attributes 

{ subfunction number 

{ blinking? 

{ yes, BL = 1 : blinking 

{ no 

{ yes, BL = 0 : intense background color 
{ call BIOS video interrupt 


Regs) ; 


{ BARAK RARER KR RK RAK RKR HR KKK RE HKKEKEKRKEKKEEKHKKK KKK IKKE KRAKRK EEE KERERKEKIKKEKE } 


{* Cls: Clears the screen, causing the video mode to be reset. ah 
{* The palette registers will also be filled with the default *} 
{* values and the character set will be reset . *) 
{* Input +: none | . a ea 
{* Output : none ~~ | *} 


SSE IGS ISIS CCI IO SSIS C ISIC EI SGI ICE IOC IOC IOC TO OTTO TIO TIT II IIT} 


procedure Cls; 
var Regs : Registers; { processor registers for interrupt call } 


begin 


Regs.ah := $0; 
if Mono then 
Regs.al := 7 
else. 
Regs.al en 3 
intr (VIDEO_INT, Regs); 
end;. 
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{ ftn. now: set video mode 

{ connected to monochrome monitor 

{ yes, 80x25 text display 

. -{ no, color monitor 

{ yes, 80x25 character text display 
{ call BIOS video. interrupt 


eget aye? teynt tget tage tye 


Abacus ~ ae | 74 BIOS Screen Output Functions 


{ RRR RK KEKE KERR RARE KERR RRR ERK KEK KEKE KEK KEKE KKK KKK KEKE KKEKEKEKREKKKKKEKEKE | 
{* EgaVga : Demonstrates how to use the functions of the EGA/VGA BIOS.*} 
{* Input  : TRUE if VGA card installed, otherwise FALSE | el | 


{* Output : none . Se 
{ RAR K RRR RRR ERIE RIKER REI RE KERR ER EKER KKK EKER EKER EKKEKERERKEE | 


procedure EgaVga (VGA : boolean); 


var i, j, k : word; oi oe { loop counter } 
OutStr : string8; { logo output string } 
Regs : Registers; { processor register for the interrupt call } 
begin. 
{*-- Add EGA/VGA hardcopy routine *} 
Regs.ah := $12; { alternate select function } 
Regs.bl := $20; { sub-function: install rtne } 
intr (VIDEO_INT, Regs) ; ; { call interrupt } 
{*-—- prepare screen layout 99-93-9922 or nn rrr rrr a 
SetCur (0,0); 
Cis; { clear the screen } 
Blinking( FALSE ); { ight pene ne instead of nee } 
if ( VGA ) then { Check compatibility in case ahitaewars iiist be } 
begin { redefined, and the characters must be changed } 
Regs.ah := $12; { into 350-line mode (changed back into EGA Ee} 
Regs.bl := $30; { mode). } 
Regs.al := 1; 
intr (VIDEO INT, Regs); { call BIOS video interrupt } 
Set Lines ( *LL :e ' { activate 8x14 character set } 
end; 
CharDef (128, 0, 14, 120, BytePtr(@font)); ~- -- { define character } 
for i:=1 to 250 do { run through the loop 500 times } 
begin { write color bars to the video RAM } 
PrintAt (GetCs, GetCZ, ((i mod 14). + 1) shl 4, ! "); . 
if i <> 250 then { last color bar? } 
PrintAt (GetCs, GetCZ, 0, ' ‘ys { no } 
end; i Bem J 
for i:=10 to 15 do { make room for logo } 
PrinTat (22, i, 0, ' i 3 
~k s= 128; . oe { first character in logo } 
for i:=0 to 3 do { the logo consists of 4 lines } 
begin os 
OutStr s= "3° { empty the string } 
for j:=1 to 30 do { each line consists of 30 characters. } 
begin 
OutStr := OutStr + chr( k ); { append the char to the string } 
inc( k°}; : Vag ttig eh { inerement K q 
end; 
PrintAt (24, i+11, 15, out st) sf output — eine } 
end; . 


PrintAt({1, 1, 15, ‘ The most important characters are ‘'); 
PrintAt (1, 2, 15, * still Present in spite of the logo! '); 
Printat (1, 3, 15, ' ‘ys 
Printat (1, 4, 15, ' "ESE!" ()*4=, 0123456789: ;<=>28 *}: 
Printat (1, 5, 15, ! ABCDEFGHI JKLMNOPQRSTUVXXYZ[\]*_ ‘'); 
Printat (1, 6, 15, ‘ ‘“abcdefghijklmnopqrstuvxyz{|}~ '); 
Printat (33, 21, 15, ' 


= (+8 


§ ® 
, : ¢ 
Printat (33, 22, 15, ' press any key to end the program. ey 
Printat (33, 23, 15, ' ye 
_ SetCur (34, 22); - i 
_{*-- change the colors in the color bars ----------------~-------=--*} 
i := 0; { start value for the color registers } 
while ( not Keubreased ) do { repeat until key is pressed } 
begin 
- ine( i.)?;. te ‘Ancrement the color value for the first yegieter® } 
for j:=1 to 14 do { run through registers 1 to 14 } 
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SetCol (j, a and 63); { write color value in the register } 

end; 
if ( VGA ) then - ' { Switch VGA card back into 400-line mode } 
begin | 

Regs.ah := $12; 

Regs.bl := $30; 

Regs.al := 2; 

intr (VIDEO_INT, Regs) ; { call BIOS video interrupt } 

SetLines( $14 ); { activate 8x16 character set } 

eka: ee 


Cls; . - ~ { clear screen } 
end; | , 7 


[FRI II IIR ITT IRR TR TI RIT RTT RIT RIA OR TI TTR TTR TTT ITOK IT IT ITOK IK KIA KIA KI} 


cate MAIN PROGRAM te} 


[FI RI II RI RI RII RII IK RII KIKI EIR IRR IT RIT KIA TR TITRA IARI RAK IK} 


begin we a 
if IsVga then ' { VGA card installed? } 
EgaVga ( true y { YES, run demo } 
else . 
begin 
if IsEga then , ae EGA card installed? } 
begin { YES } 
if ( GetMonTyp = EGA ) then { EGA monitor attached? } 
EgaVga( false ) { YES, run demo } 
else { NO, wrong monitor } 
begin 
writeln('This program only works with an EGA '); 
writeln('card or VGA card, and a monitor ee 
writeln('supported by one of these cards. “7 
end; 
end 
else 
writeln( ‘No EGA or VGA card installed...'+ 
‘ Program aborted.' )}; 
end; 
end. 


C listing: EGAVGAC.C 
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[RRR KKK KEKE RK IK KERR EK IK IKE KR KEKE KEKE KIKI KEK EKER ERK KEK KEK KE / 


£* . OS EGAVGAC */ 
/* (66s te i sso as ce ces ca es ei etn em es ames Sn si eb stn win im ss ib tn ‘Sep cies ‘ue a nm Siew) uw cae dns us eens eo cas inns som cao us ines Gum Sis is ns ee cass ge tnd Cans Or ced mew es os en ea x/ 
i Task : Demonstration using the functions available 74 
/* 5 in the EGA-/VGA-BIOS =} 
/* se ne es a is es ins es eas eee anos eso scam ew Ss cam es Sus ms ‘nie dah tor ‘sin oben ss Woes» i em ns ss ih do ans eb ees es cas ee Sees dnd ow ew x/ 
/* ~~ Author : MICHAEL TISCHER La 
/* Developed on : 08/30/1988 wy, 
/* Last update : 05/02/1989 a? 4 
/* in i Se ce ci a i en nn eens en Ss sc es a ae css i Ss Ss wie fms eo cus i es tre nl as ln na che es ew wee ee We ow ae x/ 
/* (MICROSOFT C) ay 
/* Creation : CL /AS /c EGAVGAC.C x] 
/* - LINK EGAVGAC EGAVGACA;. ee ee aw 
/* Call : EGAC */ 
[ 8 wen ee an aoe ce ae ee en es fame cee Sime em en ni een Sasso oe em ate conser soe: oe ee xf 
/* (BORLAND TURBO C) oi 
/* Creation > Make a project file containing the ete dina: */ 
I has a ae EGAVGAC */ 
{* EGAVGACA. OBJ */ 
/* pe deci Before compiling, select the opeieas menu */ 
/* and the Compiler option - make sure that the */ 
/* os Small model is active */ 
{* . -Select the Linker option - make sure that the */ 
/* Case-sensitive link is set to Off = 
ft 2 The program will compile with one warning... ey. 


Abacus. i" : 74 BIOS Screen Output Functions 


{* this is okay, it will run correctly x/ 


[RRR II IIIT IIT KTR RII RII RIK RR RIT RRR TR ITI KITT TRI TTR IIA IKE / 


#include <dos.h> 
#include <stdlib.h> 
#include <string.h> 
#include <stdarg.h> 
#include <bios.h> 


typedef unsigned char BYTE; /* Create a byte */ 
typedef unsigned int WORD; 
typedef BYTE BOOL; /* like BOOLEAN in Pascal */. 
typedef struct.velb far * VP; /* VP = FAR pointer to the video RAM */ 


/*== Function definition from the assembler module ===================%/ . 


extern void chardef( BYTE ascii, BYTE table, BYTE lines, 
BYTE amount, BYTE far * buf ); 


struct velb { . /* Describes a two-byte position on the screen */ 
BYTE ascii code, /* ASCII code */ ~ 
attribute; /* Corresponding attribute */ 
}; 
[tas MR EE creates a FAR pointer to an object out of a ----<------- acetal f 
/*-- segment address and an offset address -------- nnn nnn nnn nnn oy 
#ifndef MK FP /* MK FP not defined yet? */ 
#define MK FP(seg, ofs) ((void far *) ((unsigned long) (seg) <<16j (ofs))) 
#endif 
#define VOFS(x,y) (80 * (y) +(x) ) /* Offsetpos. in video RAM +f 
#define VPOS(x,y) (VP) { vptr + VOFS( x, y } ) /* Pointer in VRAM */ 
#define GETCZ () (vline) /* Returns the current cursor line */ 
#define GETCS {) {vcolumn} /* Returns the current cursor column */ 
#define TRUE (1 == 1 ) /* Constants for working with BOOL */ 
#define FALSE (1 == 0 ) 
#define VIDEO INT 0x10 /* BIOS video interrupt */ 
#define MONO 0 /* Monitor types for GETMON */ 
#define COLOR 1 7 
#define EGA 2 
#define PAUSE 100 
/*== Global variables seeaeeee seen esas ease esas SeaeeeseSeseesessssessst / 
VP vptr; /* Pointer to the first character in video RAM */ 
BYTE vline, /* States the current cursor position */ 
vcolumn; ee 3 ghee 
BOOL mono; /* TRUE if a monochrome monitor is connected */ 


[RRR KKK KKK ERK KKK KKK KEK KEK EEK KKK KEKE KEKE KEK KEKE KEK EERE EK KEKKREKEK 


* Function > C E-M-U-L . * 
WEE a ts Lai sac sc cs a a ss i es Sans cs nn Secs case sb Vek le iki, cy tess GS cee Ses ec sk ics Sl shh sms i ed ees “ia to Shun Liat ct cas Cae‘ tis hs" uh sn’ hn han ca ah i el i i’ i kk 

Task : Enables/disables cursor emulation on the * 
* : a EGA card. =. . i * 
* Input parameters : .- DOIT.= TRUE : Emulation on * 
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* FALSE: Emulation off’ | oe * 
* Return values : None . ; * 
KAKA KEKE KEKE KEE KER KKEKEKIAKKRERERK AKER KERR KEK KEK KEKE KEKEKKEKEEKE / 


void cemul( BOOL doit ) 

{ 

/*-- Definition of video info byte at offset address 0x87 within ----*/ 
/*=- the BIOS variable segment --------------------- 9 nn - */ 


#define VIO_INFO BYTE ((BYTE far *} MK_FP(0x40, 0x87)) 


if ( doit ) : /* Cursor emulation enabled? */ 
*VIO INFO BYTE |= 1; /* YES, set bit 0 */ 
else /* NO, */ 


*VIO_ INFO BYTE &= 254; /* clear bit 0 */ 
} . 


[III ITO ITO TTR TO ITO TTR TOTO TOTTI T TT TT TAA I DAI IKI IIIT KIKI RIKKI KERRI K 


* Function >: GETMON . i 
* Task : Determines the type of monitor connected. 
x Input parameters : None 

* Return values : Monitor type 

= MONO = monochrome monitor 

* COLOR= Color monitor 

* EGA = EGA or multisync monitor 


KAKI KEKE EKER EK KKK KEKE KKK KERR KKK KKK KEKE KIK KEKE KKK KEKKKKKKEKKEKKKKKKKKKKK / 


+ + + + HF 


BYTE getmon () 
{ 


union REGS regs; /* Processor register for interrupt call */ 
regs.h.ah = 0x12; /* Function number: Determine configuration */ 
regs.h.bl = 0x10; /* Sub-function number */ 
int86(VIDEO INT, &regs, &regs); /* Call BIOS video interrupt */ 
if ( regs.h.cl == 0x0B ) /* Monochrome monitor? */ 
return( MONO ); —/* YES */ 
if ( regs.h.cl == 0x08 ) /* color monitor? */ 
return ( COLOR ); /* YES */ 
else /* NO, must be EGA */ 


return( EGA ); 
} 


[RIO IOI IO IR TR TO RTI IO TT ITO ITO TO IRI TAIT IO TAI RII AI AI ACK 


 * Function >: SETCUR * 
FEI ee as ws on ee ts as es ws aa te at Sas ee bs ah ees ae ws as es ds i nas es Ges cess ee ees eas ss Ss in ee wes aed se Se fe ee ee es a ss Ode de es kk 
* Task : Sets the screen cursor and the internal . x 
* position of the output. is 
* Input parameters : - COLUMN = the cursor column . x 
* | - LINE = the cursor line } * 
* Return values : None in 


FOCI III III TO IIIT IIT IO III I TI I IIT I IAI III 


void setcur (BYTE column, BYTE line) 
{ 


union REGS regs; /* Processor register for interrupt call */ 


regs.h.ah = 2; . /* Function number */ 
regs.h.bh = 0; /* Use video page zero */ 


regs.h.dh = vline = line; /* Use global variables for coordinates */ 
regs.h.dl = vcolumn = column; 

int86(VIDEO INT, &regs, &regs); /* Call BIOS video interrupt */ 
) ares . . | 


[OIG III III IGI OOOO CCI TO IO II TOI TT IIT III 


* Function .S°E.7P-C.0 L 
* Ree SS a a a a a ie Oa eee ee eee oe oe mene eee oan ee ea KX 
* Task : Defines the contents of one of the 16 EGA * 
* : ; : k 


color registers. 
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* Input parameters : - REGNR = Color register number ; - 
* - COLOR = Color value (0-15) * 
* Return values . None * 


Giawadee fay a sates ca nuw cede wisp Paced ee ages eeaa ean ee ave sy 


void setcol (BYTE regnr, BYTE color) 


{ 


union REGS regs; /* Processor register for the interrupt call */ 
regs.h.ah = 0x10; _ /* Function no.: Set color/attribute */ 
regs.h.al = 0; a /* Sub-function 0 */ 
regs.h.bl = regnr;. /* Set register number */ 
regs.h.bh = color & 63; /* Set color number ( Bits 6 and 7) */ 


int86(VIDEO_INT, &regs, &regs); /* Call BIOS video interrupt */ 
} | | | 


[RRR KKKKK KKK IKK EKK KEK KKK KEK KEK KEKE KKK KKK KEKE AER KKK AKKKKKKEKKKKKKKKKKK 


* Function : SETBORDER i 
GCI cs a i ses es nae a Sc ices ee as nes sls Se ams cues es cae is esa ls es acs cee Sd Ge es cs cs is Se ds nb edn ns 9a ences os Gece coe Sl Snes ke sear ww Se lw ds lo wine ak 
* Task : Sets the border color. és 
* Input parameters: - COLOR = Color value (0-15) ms 
* Return values : None . ie 


FIR II IK RT IK TKR III IK II KIKI KICK IK IKI KIB IKI IA IIH IK IIT KIKI IAHR AIK AKA AK IKK / 


void setborder( BYTE color ) 


{ 


union REGS regs; /* Processor register for the interrupt call */ 
regs.h.ah = 0x10; /* Function no.: Set color/attribute */ 
regs.h.al = 1; | 23 /* Sub-function 1 */ 
regs.h.bh = color & 15; /* Set color value */ 


int86(VIDEO INT, &regs, &regs); -/* Call BIOS video interrupt */ 
} : 


[BRK HK KKK IK IIT IK II KI KIKI TK IIIT II KEI IK IIIA IIA IAAI AKA KK KKK 


* Function 6°. 2S Ef LEN ES = if of 
DOR ee 5 ete ns See a ee a ee 
* Task : Determines the number of lines. * 
* Input parameters: - Sub-function no. for calling Pawetton 11H * 
5 0x11 : 8*14 character set * 
* . Oxl2 : 8*8 character set * 
* 0x14 : 8*16 character set (VGA only) * 
* Return values _.: None Sas 
* 


FOI CII TIO IOI III III IIIT ITO III I TIA I IIIA AIK AK 


void setlines( BYTE lines ) 


{ 


union REGS regs; /* Processor register for the interrupt call */ 
regs.h.ah = 0x11; /* Function no.: Character generator */ 
regs.h.al = lines; /* Sub-function no. */ 
regs.h.bl = 0; /* Use character table 0 */ 
int86(VIDEO_INT, &regs, &regs); /* Call BIOS video interrupt */ 


} 


TOI I III IOI III I III RII II TOR IORI IR TOK TOK 


* Function > IS EGA ” _ 7 
FOW cc ee a ne ik en ot: ou connie ts ais cas cnoecn s n  hc snw,esto Ss‘ ete nb ums ‘as din eh kk 
* Task : Determines whether an EGA card is installed... * 
* Input parameters: None és! 
* Return values TRUE when an EGA or VGA card is installed, and. * 
* false in any other case * 


shalahalatatolatahaladelahetelelatetotelalehedolehehetolalelholodsietelotelaletetedatateloteloaielelotelaleletolsieletelehetelalateielaloiel | 
BOOL is ega() 


union REGS regs; _ /* Processor register for the interrupt call */_ 
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regs.h.ah = 0x12; /* Function number: Determine video configuration */ 


regs.h.bl = 0x10; /* Sub-function number */ 

int86 (VIDEO INT, &regs, &regs); /* Call BIOS video interrupt */ 
if ( regs.h.bl != 0x10 ) /* Is it an EGA or VGA card? */ 
/*-- Set pointer in video RAM for attached monitor ----------------*/ 
vptr = (VP) MK FP( (mono = regs.h.bh) ? Oxb000 : Oxb800, 0); 

return( regs.h.bl != 0x10 ); /* BL != 0x10 --> EGA or VGA */ 


} 


[RRR KEK HEE ERE KKK KKK KER KKK KKK KIKI KKK KIA KEKE IKARIA KEKE IAKKE KEKE KKKKKE 


* Function > IS VGA . 
FOR a ss So he i ee a es ee ee i es Se i a ee es a Ss we gs i as a es es ee re ee ee kk 
* Task : Determines whether a VGA card is installed. * 
* Input parameters: None * 
* Return values : TRUE when a VGA card is installed; * 
is FALSE in any other case. ¥ 
* Info : This function should be called before the * 
* is ega function, because the parameters in the * 
* is ega function also apply to VGA cards (i.e., * 
. TRUE will be returned to is ega for a VGA card. * 
x Call is vga first in your own applications, * 
* * 


then call is ega. 
FIT KKK IKK KKK KE IKKE KKK KICK KEK KEK IKK KEKE KEE KEKE KEKE KE KEKE KKK KKK KEKE KE / 


BOOL is _ vga() 
{ 


union REGS regs; /* Processor register for the interrupt call */ 
regs.h.ah = OxlA; /* Function no.: Determine video configuration */ 
regs.h.al = 0x00; /* Sub-function number */ 
int86(VIDEO INT, &regs, &regs); /* Call BIOS video interrupt */ 
if ( regs.h.al == Ox1A && { regs.h.bl==7 || regs.h.bl==8 )} ) 

{ /* VGA card connected to VGA monitor? */ 

mono = FALSE; 

vptr = (VP) MK FP( Oxb800, 0 ); /* Set pointer in video RAM */ 


return TRUE; 


} 
return FALSE; /* No VGA card installed */ 


} 


[REAR IIT HIKE KKK KIKI KKK KIKI KKK AKITA KKK EKER EKRK KKK K KAKA 


* Function >: PRINTAT i 
FOIE set is ms cas wins an is ine cs we hess ms Va a cain as can ao tres cs ecm Ss als es Sse ess i eM “as a md cs ase ee sow mes we oe en a ee ew kk 
* Task : Displays a string on the screen. 


Input parameters: ~ COLUMN Display column. 


~- LINE = Display line. 
~ CHCOLOR = Character attribute. 
- STRING = Pointer to string. 
Return values : None 
Information : -~ This function does not recognize format specs 


aS supplied by PRINTF. 
-- When the function reaches the end of the 


screen, the screen will not scroll up. 
KEKKKKKKEKK KEKE KEKE RK KKK EKE KEK KEK KERR KKK KKK AKER RRR EKER KKKEKKKEKKEKKKE / 


+ + + + + + + F HF 
+ + + + + + +H + HF + 


void printat (BYTE column, BYTE line, BYTE chcolor, char * string) 


{ 


register VP lptr; | /* Floating pointer to video RAM */ 
register BYTE i; /* points to the number of characters */ 
unsigned newofs; /* Computes new coordinates */ 
lptr = VPOS (column, line); . /* Set pointer in video RAM */ 
for (i=0 ; *string ; ++lptr, ++i) /* execute string */ 

lptr->ascii_ code = *(stringt++); /* Character in video RAM */ 

lptr->attribute = chcolor; /* Set character attribute */ 


} 
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/*-- Compute new cursor coordinates ----- nnn enn rrr “f/f 


vcolumn = (newofs = ((unsigned) line * 80 + column + i)) % 80; 
vline = newofs / 80; 


} 


[RRR I TIT II ITT IR ITT TOR TOR RRO IIR TOTO TOR RRR IIT IIT TOR II IIA IRI IAI 


* Function :PRINTFAT ~ 
TO I ins sis sees cn Tas aia sess eas ca couse ier ess i es eis ni ea es mes asc ls Gea en ews maces es i cs as amniocentesis ns es se ie Sw ews Go Ssh cs as es we sp wk 
* Task : Displays a string on the screen (like PRINTF), is 
* writing the string directly to video RAM. es 
* Input parameters: - COLUMN = Display column. * 
* ~ LINE = Display line. me 
= - CHCOLOR= Character color. * 
= ~- STRING = Pointer to the string. * 
. eae = Additional arguments as needed. - 
* Return values : None * 
* Information : - When the end of the screen is reached, the * 
* screen will not scroll up. * 
% : - string can use the normal format specifier * 
* x 


group as used with PRINTF. 


FRI HHH IH IKI I RIK IH KIKI IK IK IK IK IKI IIH ATI IITA KIA IKKE KAKI KREKEKKAEKKER / 


void printfat (BYTE column, BYTE line, BYTE chcolor, char * string,...) 


{ 
va_list parameter; /* Take parameter list for VA_... Macros from */ 
char output [255]; /* the formatted, displayed string */ 


va_start (parameter, string);/* Get parameters in PARAMETER variable */ 
vsprintf (output, string, parameter); /* Convert string */ 
printat (column, line, chcolor, output); /* Display string */ 
} 


[5 III II FIR T TK RR ITAA TI IA TACK II KEIR IK IAI AAA IAI IR IA IATA RRR IIA AAA KA AAA 


* Function >: BLINKING i 
KX eee hee SS ee os SS Se S ie Sit eo eh es ed ee eee eee ak 
* Task : Defines the meaning of bit 7 of the attribute * 
- byte of a character in text mode. ” 
* Input parameters: DOBLINK = TRUE : Blink. . 
. FALSE : Light background color. * 
* Return values : none = 


KHER KKH KK KKK IKK KKK KR KIKI KKK RK IK IK IKI KEK IK IH I KIKI KEKE KEK KERR KEKEKKKEKK / 


void blinking( BOOL doblink ) 
{ 


union REGS regs; /* Processor register for the interrupt call */ 
regs.h.ah = 0x10; /* Function no.: Set color/attribute */ 
regs.h.al = 0x3; /* Sub-function number */ 
regs.h.bl = doblink ? 1 : 0; /* BL = 1: blinking */ 
int86(VIDEO_INT, &regs, &regs); -/* Call BIOS video interrupt */ 


} 


[RRR HE KIRKE KEKE KKK KEK KKK KEKE KEE KKK AKREKEK AKER KEI KRKE KEKE EKEKEKEKEKEKEKKK 


* Function > CLS 
FE De ew es sk cs ese caps ees cans ere ac eens en sain ces as sem se ses em ie eh sv fuss un ems ie Sb come Sets cach cm ans en sk tn eum can ete up sem enh Sb hp en rin wind coum i> ein ets emis ws, in dm in op ub ceo ps ab aah em kk 
* Task : Clears the screen and resets the video mode. is 
* This reset includes the palette registers, as * 
* well as the character set in use. * 
* Input parameters: none * 
* Return values : none * 


KHKKKKKKKKKEKKEKEKKKE KKK KER K KKK KIKKEKR KKK KEKE KKK EKER KEKE IKKE IEKKKKKKKKEKIKKE 


void cls() 
{ 
union REGS regs; /* Processor register for the interrupt call */ 
regs.h.ah = 0x0; /* Function no.: Set video mode */ 
regs.h.al = 


{ mono }) ? 7: 3; /* 80x25-char text mode */ 
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int86(VIDEO_ INT, &regs, &regs); . “/* Call BIOS video interrupt */ 
} : : 


[RRR III III IOI IIIT IO TOO TOOT RII TIA ATID I ATI AA AK 


* Function — >:NOKEY. i 
ee oe ee mete Se ee ee ee 
* Task | _: Tests for a depressed key. : | : 
* Input parameters: none ri . * 
* Return values : TRUE if a key is depressed, otherwise * 
* FALSE. a x 


HK KIRKE HRI KIKI IKE KAI IKKEKKEKRIKEEREREEKAKAK KK AAR KKK / 
BOOL nokey () 


#ifdef | TURBOC __ _ /* Using TURBO C to compile? */ 


return( bioskey( 1) == 0); | /* YES, read keyboard from BIOS */ 

#else , /* Using Microsoft C to compile... */ 
return( bios keybrd( _KEYBRD READY ) == 0 ); /* Read from BIOS */ 
#fendif os 


} 


[RII III IORI IORI II TTT TIT TO TTT IT AT IA AIDA ID IA IA IA II IRI IAI 


* Function > EGAVGA 7 ig 
Bi Se nn a eee ae a a a LS a a ee ee a ES Se SNL Ya NS Ca eI ee en aE Se EN ey kk 
* Task : Demonstrates the application of EGA/VGA BIOS * 
* functions _ * 
* Input parameters: VGA : TRUE when working with VGA card . * 
- ’ FALSE in any other case * 
* Return values $$: none | 2 


KKK KKK KKK IKI KKK IKKE IK IKKE KKK KEKE KEKE KE KEKE KKEKKEIKKKKKKKKKK / 


void egavga( BOOL VGA ) 


c BYTE font [120] [14] = { /* Character definition for logo */ 


stati . 
{ 0, 0,255, 62, 28, 28, 28, 28, 28, 28, 28, 28, 28, 31}, /* T */ 
f. Oy. “0,252, Ty ys “hye Igy Bg? She Sg ye 7525212 /* nh */ 
{ 0, 0, 0, 0,129,195,195,199,199, 206,206,142, 14, 14}, /* e@ */ 
{ 0, 0, 62,193,128,128, 0, 0, 0, O, O, O, O, OO}, /* s */ 
{ 0, 0, 16,144,112, 48, 48, 16, 16, 0, 0, O, O, O}, /* e */ 
{ 0,. 0, 0, 0, 0, 0, 0, 0, 0, 0, 0, 0, 0, | 0}, /* a7 
{2 205.0}: “BO, Oye. 205: “Die. Oe. OR Oe: 05-50; 10,- 0); /* 1 */ 
{ 0, 0,254,248,112,112,112,112,112,112,112,112,112,112}, /* i */ 
{ 0, 0, 0, 0, 0, 0, O, 0, 0,252, 61, 30, 30, 28}, /* n */ 
{:0,: O; °0,. 0, 20, 20, 0, ::0, ~ 0, 248;. 6, 7, -3, 3); /* e */ 
i sOy Op. Op Oy Op. 0, Og “0p. 0, “Ty Oy Oy 0,128), /* s */ 
{ 0, 0, 32, 96,224,224,224,224,224,254,224, 224,224,224}, /* */ 
{ 0, 0, 0, 0, 0, O, O, 0, O, 1, 6, 12, 28, 24}, ie oad 
C07 0; 0,2 0,2. 0, 0;.0,. 0. 07240,.28,;*. 6,.. -7;. Th; /* o */ 
(0p De Oy 0). 30, 20g 20,5 2072-0, 634. 15,.. = Ty Tyee Thy /*n */ 
(0,20; “0, ..°0, 20, 05.. 0, .-/0,...-0, 30, 39,. 71,135,128}; 2: /*rt 47 
{. O;%-0,. 0;..-0,... O,.. 0, 20,: 0,- 0,126; 30,.:15,,.15,, 14}. «Pa sys 
GO). Oy Op. 0;.- 0, 0,2 O40 0,124,131, 3. Ay. 1 PRA H] 
Ge Oyen Oy Og 05.5 0,2 O35 “O42.20)-- 0, 0: 20,129, 131,17 954, /* n */ 
{.-.0,..0,. 0, 0, -0, 3-0, 0,:.-0;, O,;°°0, 62,193;128,- 0}, </* . */ 
{ 0, 0, 0, 0, O, .0,. 0,.::0%; 0, 0,  0,192,224,224}, <:/* t */ 
{ 0, 0,248,120, 56, 56, 56, 56, 56, 56, 56, 56, 56, 56}, /*-h */ 
{ 0, 0, 0, 0, O, O, O, O,.-0, 31, 48, 48, 48, 48}, /* e */ 
{ .0,..0,..0,; 0, 0, 0, Oy >: 0,,., 05196,° 52,12, 4,.: 4}, fe kf 
fi Og. Oye 205 Ope Ops Op 0p 0p, Dy: © Op Op “Ops. Jp, O}, /* b */ 
{ 0,- 0, O, O, O, .0,..0,.:-0, “0, 0, O, -0,- 0, O};- alee a 4 
{. 0, -0,°. 0, 0, 8, 0,2 0, 0,0; 0). 0, 0, 0, +0}, /* t */ 
{ 0, 0, 0, 0, O, 0, O, 0, 0, O, O, O, O, O}, [*. */ 
{ 0, 0, O, 0, 0, 0, 0, .0, Oo, O, O, O, O, 9}, /* p */ 
{ 0, 0, 0,. 0, 0, 0, 0, 0, 0,. 0, 0, 0, 0, O},. nf a “7 
{ 28, 28, 28, 28, 28, 28, 28, 28, 62,255, 0, 0, 0, O}, /* t */ 
{8 0j0 0p. Op. Oe. “Ope Op.- 0. 0, = 07128, 0p. 0,5. O}5 /*t */ 
{ 14, 14, 14, 7, Ty: 3, 3, 1, 2 0, 0, 0, O, O, O}, s/* @ */ 
{ 0, 0, 0O,. 0, O, 0,128,128,193,.62,. 0, 0,. 0,..0}, 9oJ*-r */ 
{ 0, 0, 0, 0, 16, 16, 32, 64,128, 0, 0, O, 0, n */ 


O},. L®: 
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0}, /* s */ 
0}, jr */ 
Oke un LE E47 
0}, /* o */ 
0}, /* ro */ 
0}, se .*f 
0}, /*t */ 
Oo}, /*#h */ 
0}, /* e */ 
0}, fe = */ 


-~.. 


{ 0, 0, 0, 0, O, 0, O, O, O, 0, O, 
{ 0, 0, 0, 0, 90, 0, 0, 0, 9O, 3, 9, 
{112,112,112,112,112,112,112,112,248,254, 0, 
{ 28, 28, 28, 28, 28, 28, 28, 28, 62,255, 0, 
{ 3, 3, 3+ 3; 3) 37 3y Se 7,159, 9; 
{128,128,128,128,128,128,128,128, 192, 240, 0, 
{224,224,224,224,224,224, 96,112, 49, 30, 0, 
{ 56, 63, 56, 56, 56, 24, 92, 76,134, 1, O, 
{ 7,255, -O¢- 0,250) OF “41,-. °2,-712; 240, 0; 
{ 7, 7, TV, TT, TV, TW, TW, FV, 15, 63, O, 


-2 &% @& % & & & & 
._ ss ee 8 & 8% &e ® 8 


= 
. 


ooo ooo0coooc9cjfoooocoooo0oo0°od0.0 0 0 
. 
OMG LL SL ESL LLL LLP ecoooo0°coococ o 


{ 0, 0, 0, 0, O, O, O, 0,128,224, 0, 90, O, O}, /* oa */ 
{ 14, 14, 14, 14, 14, 14, 14, 14, 31,127, 0, 0, 0, O}, /*h */ 
CG, pig. ip The hy. Ey ge ye Se. 29207 30, 0}, /ta*/ 
{192,192,192,193,193,195, 195, 193,225,248, 0, 0, 0, O}, /* xr */ 
{ 0, 7,120,192,192,128,128,192,195,124, 0, 0, 0, O}, /ta */ 
{224,224, 224, 224,224, 224, 224,240,112, 29, 0, 0, 0, O}, /* oa */ 
{ 56, 56, 56, 56, 56, 56, 56, 56,124,255, 0, 0, 0, O}, ./*t */ 
{ 31, 31, 31, 0, 0, 64, 96, 96,112, Wigs 03-05. 07. Oh5 /* e@ */ 
{ 0,224,248,252, 28,.12, 4, 12, 24,224, 0, 0, 0, O}, /* xr */ 
{ 0, 0, 0, 0, O, O, O, O, O, O, O, O, O, O}, /* s */ 
{ 0, 0, 0, 0, 0O, O, O, O, O, O, O, O, O, O}, /*  */ 
{ 0, 0, 0, 0, 0, 0, 0, 0, 0, 0, 0, @, , O}, /*n *f 
(.°07 50,0 Oy 0, 0, “0; 0, 90, GO, 0; 0," 0, 0, “Oke 2 J* O47 
-{ 0, 0, O, O, O, 0, 0, O, O, O, O, O, O, O}, PROC NT 
Lo p05. <0,.. 90," 0; °0;, 0, 0, 0, 20, 0, * 30; 0,. 0}, /* dad */ 
{ 0, 0,252, 60, 30, 30, 30, 23, 23, 23, 19, 19, 19, 17}, /* e */ 
{ 0, 0, 0, 0, 0, O, O, 1, 1, 1,130,130,130,196}, /* dad */ 
{ 0, 0,126,120,240, 240, 240,112,112,112,112,112,112,112}, /*  */ 
{ 0, 0, 28, 28, 28, 0, 0, 0, 0,252, 60, 28, 28, 28}, /* 1 */ 
{ 0, 0, 0, 0,. 0, 0, ©,.-0, 0, 1, 6,12, 28, 24), /* an */ 
{ 0, 0, 0, 0, 0, O, O, O, 0,240, 12, 2, 7, 7}, /* */ 
{ Oy 0; 635.35, Fy Fp. Fp Te Te ig Te De oa Te /*t */ 
{ 0, 0, 0, O, O, O, O, O, O, 62, 65,129,128, O}, /*h */ 
{ 0, 0, 0, 0, O, O, O, O, O, O0,128,192,192,224}, /* e */ 
{ “0, 0,:.0, ‘0;°-0, ‘0;-"0; 0, 0, 63, 64,224, 224, 224}, /* */ 
{ 0, 0, .0,. 0; 0,--0,° 0, 0,;: 0, 0,192; 96;112,112},° /*.1 */ 
{ 0, 0, 0, -0, 0, 0, 0, O, O, 7, 24, 48,112, 96}, /* o */ 
{ 0,° 0, O, 0, 0,° 0,8; 0, 0,192,112, 24, ‘28, 28}, /* gq */ 
{ 0, 0,252, 60, 28, 28, 28, 28, 28, 28, 28, 28, 28, 28}, /* o */ 
{7055 Op: 09. Of Oy *O/ 0% 0, --0)0,° 0, -0,- “0, O)s /*  */ 
{ ©, °O3- 07: “0; -0; 0; 0, 0; .0, 0, 0; 0,7. -0,.°0),0 . /* a 4/7 
-{ 0, O, 63, 56, 48, 48, 32, 32, 32, 0, 0, O, O, O}, /* t */ 
{ 0, 0,255,112,112,112,112,112,112,112,112,112,112,112}, /* */ 
{: <0). 0,225,225, 97; “32; 32; 32,32; c15,.. 3;:.1,--4,. 4h; /* t */ 
{ 0, 0,192,192,192, 0, 0, O, 0,192,193,195,195,195}, /*h */ 
(0, <0; <0; °O,.-0,. 0) “0; 0,.. 0,252; 3, +. 0,--0, ;.01,; /* e */ 
{ 0, 0, 0, 0, 0, O, 0, O, O, 64, 65,195, 71, 70}, [ef 
{ 0, 0, 0, 0, O, O, O, O, 0,124,131, 0, 1, 1}, /* co */ 
(05°20; 455. 33.3, Sy age ay Ay. De. <4 29,193,193}, /* e@ */ 
{ 0, 0,192,192,192,192,192,192,192, 207,208, 224,224,192}, /* n */ 
{ 0, 0, 0, 0, O, O, O, O, 0,128, 96,112, 48, 56}, /* t */ 
{ “0, 0, 0, 0; 06, O,° 0, 0,..0,- 3; 12, 24, 56, 48}, /* e */ 
{ 0, 0, 0, 0, O, O, O, O, 0,224, 56, 12, 14, 14}, /* xr */ 
{ 0, 0, 0, 0, 0, -0, 0, O, 0,126, 30, 14, 15, 15}, [x Ry 
{ 0, 0, 0, 0, 0, 0, 0, O, O, 60, 78,142, 14, O}, /* o */ 


0}, /* £ */ 
Oh}, /* RS 
0}, [®t */ 
0}, /* h */ 
0}, /* e */ 
O}, se */ 


{ 17, 17, 16, 16, 16, 16, 16, 16, 48,254, 0, 
{196,196, 232, 232, 232,112,112, 80, 32, 35, 0, 
{112,112,112,112,112,112,112,112, 248,254, 0, 
{ 28, 28, 28, 28, 28, 28, 28, 28, 62,255, 0, 
{ 56, 56, 56, 56, 56, 24, 28, 12, 6,129, 0, 
{ 7; 0, 0,°-0; 0, 0, %,. 2; 12,240, 0, 


~ 
. 


a rr en) 
-~ s- 2 8 


1] 
- 


ooo0oo0ococoococoooo 
= 
oo°co SES Ll LS LLL ooo 


{ Ve Wp Ve Te Tg Tas Ty) Ty 15% 63, 0, 0, 0,. Of; /* s */ 
{. 0, 0, O,; O, O, O, O, 0,129,231, O, — «0, OF Oe 
{224,224, 224,224,224, 225,225,224,240,252, 0, 0, 0, O}, /* x */ 
{ 0, 3, 60,224,224,192,192,224,225, 62, 0, ’ , O}, hae Mase 
{112, 240,112, 112,112, 112,112,120, 184, 14, 0,' 0, gp Obg “oe eas 
{224,255, 224,224,224, 96,112, 48, 24, 7, 0, 0, 0, O}, /* n */ 
{ 28,252, 0, 0, 0, 0, 4, 8, 48,192, 0, 0, O, Of, /* */ 
{ 28, 28, 28, 28, 28, 28, 28, 28, 62,255, 0, 0, 0, O}, | 

{ 0, 0, 0, 0, 0, 0, 0, 0, 0,128, 0, OU, ’ 0}, 
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{ 0, 0, 0, O, O, O, O, O, O, O, O, O, O, O}, 

{ 0, 0, 0, O, O, O, O, O, O, 3, O, O, O, O}, 

{112,112,112,112,112,112,112,112, 248,254, 0, 0, O, O}, 

A Shy By 6 De de he i a DB oS ES. | 107 05. 0, 0h, 

{193,193,192,192,192,194,195,195,227,250, 0, 0, O, OQ}, 

{240,254,255, 15, 1, 0, 0, 0,129,126, 0, O, O, O}, 

{ 14, 14,142,206,206,198, 71,195,129, 0, 0, O, O, O}, 

{ 1, 0, 0, O, oO, O, O, 0,131,124, 06, O, O, O}, 

{193,° “Vy 1, Ay Dp Ep 6571 29,.. 3-15. 0% - 04. 0, O34 

{192,192,192,192,192,192,192,192,224,249, O, O, O, O}, 

{ 56, 56, 56, 56, 56, 56, 56, 56,124,255, 0, O, OQ, O}, 

{112,127,112,112,112, 48, 56, 24, 12, 3, 0, 0, O, O}, 

{ 14,254, 0, 0, 0, 0, 2, 4, 24,224, 0, 0, O, O}, 

{ 14, 14, 14, 14, 14, 14, 14, 14, 31,127, 0, 0, OO, O}, 

{ 0, 0O, 0, O, O, O, O, O, 0,192, 0, O, O, O} 
}; 
union REGS regs; /* Processor register for the interrupt call */ 
unsigned i, 4, k; /* Loop counter */ 
double delay; . /* Loop counter for PAUSE */ 
/*-- Prepare SCYCCN -9 9 n nn rr nr ai 
cls()}; /* Clears screen */ 
blinking( FALSE ); /* Light background color instead of blinking */ 
setcur(0, 0); /* Move cursor to upper left corner */ 
/*-- Install EGA and VGA hardcopy routine -------------------<------- */ 
regs.h.ah = 0x12; /* Function no.: Alternate Select */ 
regs.h.bl = 0x20; /* Sub-funct. 0x20 = Install hardcopy routine */ 
int86(VIDEO INT, é&regs, &regs); /* Call BIOS video interrupt */ 
if ( VGA ) /* Check for compatibility */ 

{ /* and check custom characters */ 

regs.h.ah = 0x12; /* VGA card in 350-line mode */ 

regs.h.bl = 0x30; /* Toggle EGA card */ 

regs.h.al = 1; 

int86(VIDEO INT, &regs, &regs); /* Call BIOS video interrupt */ 

setlines({ Oxl1l ); /* Enable 8x14 character set */ 


} 


chardef (128, 0, 14, 120, (BYTE far *) font); /* Define characters */ 


for (i=0; 1<250; ++i) : /* Execute loop 250 times */ 
{ /* Write color blocks to video RAM */ 
printfat (GETCS(), GETCZ(), ((i % 14) + 1) << 4, “ a 
printfat (GETCS(), GETCZ(), 0," ")?. 
} 
for (i=10; i<16; ++i) /* Allocate space for logo */ 
printat (22, i, 0, " "); 
for (k=128, i=0; i<4; ++i) /* The logo consists of ASCII */ 


{ /* characters 128-248 */ 

for (j=0; 3<30; ++3) : 
printfat (j+24, i+11, 15, “%c", k++); 

} | 

printat (1, 1, 15, "The most important characters are"); 

printat(1, 2, 15, “still present despite the logo! "); 

printat (1, 3, 15, " . . ")7 

printat (1, 4, 15, " !\"#$%&' () *+—-./0123456789:;<=>?@ "); 

printat (1, 5, 15, “ ABCDEFGHIJKIMNOPORSTUVXXYZI[\\]*_ "); 

printat (1, 6, 15, “ ‘abcdefghijklmnopqrstuvxyz{|}~ "); 


printat (33, 21, 15, “ "); 
printat (33, 22, 15, “ Press any key to end the program. . if ys 
printat (33, 23, 15, " . | "); 
setcur( 34, 22); : 

/*-- Change colors in the color blocks ae ee en enn it 
i = 0; /* Starting value for color register */ © 
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while ( nokey() ) /* Repeat until the user presses a key */ 


{ 
for ( delay=0.0; delay < PAUSE; ++delay } 


e 


++i; . ) /* Increment color value for the first register */ 
for (j=1; 5<15; ++) /* Go through registers 1 to 14 */ 
; . 
setcol(j, i+} & 63); _/* Write color value in register */ 
if ( !nokey() ) /* Key pressed? */ 
break; /* YES --> Stop loop before restarting */ 
} 
} rs i 
if ( VGA) /* Go into 400 line mode */ 
{ . /* Enable VGA card */ 
regs.h.ah = 0x12; 
regs.h.bl = 0x30; 
regs.h.al = 2; 
int86 (VIDEO INT, &regs, &regs); /* Call BIOS video interrupt */ 
setlines( 0x14 ); | /* Enable 8*16 character set */ 
} 
cls():; /* Clear screen */ 


} 


[ BRRKRIKKEKK KKK IK IKKE KK KEKE ERA KEKE EKA KAKA KEK KEK KEKE KEREKEEKKEKKE / 


ies MAIN PROGRAM ae 


[RRR KEKE REE KRE KEKE EK EK IKE KKK KKK KKK EKER E KEK EEK EKER KEREKKEKKKEK HE / 


void main() 


if ( is_vga() ) /* Is there a VGA card installed? */ 
egavga( TRUE ); . | /* YES */ 
else ; . /* No VGA installed - go on */ 
if ( is_ega({) ) . /* Is there an EGA card installed? */ 
. /* YES. */ 
if ( getmon{) == EGA ) /* Is there an EGA monitor connected? */ 
egavga( FALSE ); /* YES, start demo */ 
else : 
{ . /* wrong monitor */ 
printf("This program functions only with an\n"); 
printf ("EGA monitor... \n"); 
} 
} 
else /* If no EGA or VGA card connected */ 


printf({ "ATTENTION! There is neither an EGA nor a" 
“ VGA card installed.\n" ); 


Assembler listing: EGAVGACA.ASM 


KKK IKK KK KEK HERE KKEEKRKEAAKKAAKK KK RK K KK hhh hh hth hhh hhh hick th kth « 
* 


a3] 
Q 
> 
< 
Q 
ae 
Q 
aa 
» 


+ 
+ 


? P 
, t 
7 7 
-* Task : Generates a functions for custom designing * 3 
7* characters. a ne 
sx a lw: i is i ni eh ii i ua. i ice a in ath ese Si en: ip in es a ea Be hee hee eee eee *e 
3* Author : MICHAEL TISCHER ~ a 
* Developed on : 09/25/1988 *? 
7s Last update : 06/07/1988 xy 
-* 0 Ob aw Oe ee aw cab tae Um eh aD OD OW En Gam OED CEP dln ta WH nb als Win CH RS eae uh Cub aD ee Ons ems Semen en ES OD Gs ED OL Seow ee OR ED oD EE OD OD ELE ED EON aoe them os Een an enemies ee enen xs 
7s Assembly : MASM EGAVGACA; * 3 
7* .-- Link with a C program whose memory model vs 
is has been set to SMALL = 
ok ke 
e A 


RARE KEKEKKKEKEKEKEKEKE KEKE ERE KKEKEKKKEKRKKEKKEEKEEKKKEEEKKEK 
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IGROUP group text sAddition to program segment 
DGROUP group const, bss, data zAddition to data segment 
assume CS:IGROUP, DS:DGROUP, ES:DGROUP, SS:DGROUP 


CONST segment word public 'CONST';This segment includes all read-only 
CONST ends 7constants 


_BSS segment word public 'BSS' ;This segment includes all un-initial- 
_BSS ends . zized static variables 


_DATA "segment word public ‘DATA' ;This segment includes all initialized | 
| “;global and static variables 
_DATA ends 


~. 


_TEXT segment byte public 'CODE’ ;Program segment 


public _chardef 


-- CHARDEF: Defines the appearance of a character -----<--------------- 
-- Call from C : void chardef( BYTE ascii, BYTE table, BYTE lines, 
BYTE amount, BYTE far * buf); 


=e “ses Bs Ws 
! 
t 


Return value: none 


_Chardef proc near 


sframe struc ;Stack access structure 
bptr dw ? ;Take BP 
_ret_adr dw ? ;Return address of calling program 
ascii dw ? ;ASCII code of character 
table dw ? s;Number of character table 
lines. dw ? ;Character matrix height 
amount dw ? ;Number of characters to be defined 
bufptr dd ? 7;FAR pointer to buffer 
sframe ends zEnd of structure 
frame equ [ bp - bptr ] ;Addresses elements of structure 
push bp _  gPush BP onto stack 
mov bp,sp 7Transfer SP to BP 
mov ax,1100h ;Function no. 11H, sub-funct. 0 


mov bh,byte ptr frame.lines ;Character matrix height 

mov bl,byte ptr frame.table ;Number of. character table 
mov cl,byte ptr frame.amount ;Number of characters 

xor ch,ch . , 

mov dl,byte ptr frame.ascii ;Get ASCII code of character 


-xor = dh,dh . . . 

les bp,frame.bufptr  ;Buffer address to ES:BP 

int 10h 7;Call EGA BIOS video interrupt 
pop bp © - sPop BP off of stack 


ret Return to C program 


_chardef  endp 


_text ends - 7;End of code segment 
end 7End of program 
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7.5 Determining System Configuration using BIOS 


Some programs (e.g., copy programs) must determine how many disk drives are 
connected to the PC, or how much RAM exists on the main circuit board or 
motherboard. This information can be obtained with the help of BIOS interrupt 
11H. 


The content of individual registers is not important during the call of this 
interrupt, since neither the function number nor another argument must be passed. 


The configuration, which is determined during the system booting process, is 
returned in the AX register. The individual bits of this register contain the 
following information: | 7 


FLEET): eee ee ene, ne ee See eee 
Fe CLEC a ele ee ce ee, 


00 = 16K 
O1.= 32K 


rary 


Bit (s) | 
ieneeeee 

ae 

| Cd 100 - = 48K | | 
eS EE Cee es Oe eee ee ee 
pg O0t, URUGEI™ fk ie ee Se i, 
| Cd 1: 40*25 characters - color card 
Ps | 02:..80*25 characters - ¢olor card © | 
| 03: 80*25 characters ~ mono card) 
fe ee 00-1 isk Grivel 
Ree Ol 2 eed ves oi oe he ee 
ae 3 3 

a 3 

12 ; ae 
13 | 
Cee a 


oO 


[12 | Equal to Tif joystick attached 7) | 
MGs 2 Ouest ee ee en 


bh fre 


Oe 


While this bit assignment is the same for the PC and the XT, it differs from the 
configuration word returned by the AT. To interpret the content of the AX register 
correctly, you must know the model of the computer being tested. 
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Meaning 
Equal to 1 if 1 or more disk drives are available 
Equal to 1 if system has a math coprocessor 
Unused 


Video mode during system boo: 


Bit 
02 
hae 00: Unused . 

| «01: 40*25 characters — color card 
a 

ees 


09-11 Number of RS-232 cards attached 


nused 


Do not use this function to sense the current video mode, since it only indicates 
the video mode switched on during system booting. Function 15H of interrupt 
10H provides the number of the current video mode. 


ened 02: 80*25 characters - color card 
03: 80*25 characters -—- mono card 
Indicates number of disk drives in system if bit 0 is 
1 | 
Pd Ol = 2 disk drives 
[10 = 3 disk drives 
Po = 4 disk drives 
OS ip | Ua Se 


orinters 


| 


indicates the number of 
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7.6 Determining Available RAM using the BIOS 


While interrupt 11H only returns the amount of RAM on the main circuit board, 
interrupt 12H obtains the amount of RAM available in the entire system. The 
total amount of RAM from the main circuit board and any memory expansion 
cards are returned. The DIP switch settings on the memory boards determine the 
amount of memory reported available on the PC and XT. The interrupt routines 
derive the amount of RAM on an AT by reading one of the 64 memory locations 
on the battery powered realtime clock. | 


Memory limits 


This method determines RAM below the 1 megabyte limit only. The 8088's 

addressing capability limits memory to 1 megabyte, so the PC and XT can report 
on the entire memory available. The AT's 80286 processor can manage up to 16 
megabytes of memory. However, interrupt 12H cannot report on any RAM beyond 
1 megabyte. 


The memory size returned is passed in the AX register as a multiple of 1K (1024 
bytes, not 1000 bytes). For example, if the AX register contains 256, you have 
256K of RAM available in your PC. 


Demonstration programs 


The three program listings in this section are practical examples of the interrupts 
described in the preceding section. The three programs, which were written in 
BASIC, Pascal and C, are identical in their basic design. 


They test the model identification byte in memory location FO0O:FFFE to 
determine whether the computer is a PC, XT or AT. The equipment designation 
appears on the screen. This model identification acts as the basis for identifying the 
processor type as well. The program assumes that an AT has an 80286 and all 
other PCs have an 8088 processor. During the next step in the programs, interrupt 
12H determines the amount of RAM on the circuit board and returns that amount. 
As mentioned above, the AT can have additional RAM memory beyond the 1 
megabyte limit. Each program tests for that additional RAM if the equipment 
designation indicates an AT. The programs use function 88H of interrupt 15H (see 
Appendix B for detailed documentation). For the moment, all you need to know is 
that this function passes the amount, in multiples of 1K, of RAM above the 1 
megabyte limit to the AX register. 


After displaying this information, interrupt 11H determines the equipment 
configuration. The last task of the program consists of filtering out the 
information encoded in the bits of the configuration word and displaying it on the 
screen. 


To keep the program from becoming too long, the programs limit themselves to 
the identical bits of the configuration words in the PC, XT and AT. For example, 
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BASIC 
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the programs skip the AT information concerning the availability of a math 
coprocessor. | | 


You may want to rewrite this program so that it displays all the information 
contained in the configuration word according to computer type. 


The comments in each listing should answer any questions you may have about 
program flow. 


listing: CONFIGB.BAS 


100 UII IIT III II III II III KIKI KIKI IIIA III IIIA AAAI AIA AI AI AAI AAA A AAA AK HACK A 


LALO. te CONFIGB _? 
120 Fe cere ere cre cece came ce ene ee em cave a ee TD AE GD OD ND SO es Soe cae OES ED SE ES GED MS EE GENE GD UD SUED STE SED SUID GD ND GETD GUD GEES CHD: GND CS SEND GED SETD GED SUD GOED GD SE UND ed nS eRND ND DR x 
130 '* Task : Displays the Configuration of the PC = 
140 '* bets 
150.'* Author : MICHAEL TISCHER . mS 
160 '* developed on : 7.20.87 sat 
170 '* last Update : 9.21.87 as 
180 UK IK TI IKI KIKI IK IIH IK IK IA IIIA IT IR IIH III KIA IAA AAAI AIRE IK EAN 


190 * 

200 CLS : KEY OFF 

210 PRINT"WARNING: This program should only be started if the GWBASIC “™ 
220 PRINT“was started from the DOS level with <GWBASIC /m:60000>." 

230 PRINT : PRINT"If this was not the case, then input <s> for Stop.“ 
240 PRINT“Else press any key ..."3; 

250 AS = INKEYS : IF AS = “s" THEN END 


260 IF AS = “" THEN 250 

270 GOSUB 60000 ‘Install Function for interrupt Call 

280 CLS ‘Clear Screen 

290 DEF SEG = &HFOO0O -*BIOsS-Segment 

300 PRINT “CONFIG (c) 1987 by Michael Tischer" 

310 PRINT 

320 PRINT “Configuration of Your PC" 

330 PRINT “~------—-—--—-----—---=- = nn nn nn rrr * 
340 PRINT “PC-Type : “: ‘determine PC type 

350 IF PEEK(&HFFFE) = &HFF THEN PRINT “PC* : GOTO 390 

360 IF PEEK(&HFFFE) = &HFE THEN PRINT *XT" : GOTO 390 

370 IF PEEK(&HFFFE) = &HFC THEN PRINT “AT“ : GOTO 390 

380 PRINT “unknown" 

390 PRINT "Processor : 80"; 

400 IF PEEK(&HFFFE) = &HFC THEN PRINT "286" ELSE PRINT "88" 

410 INR& = &H12 ‘ploS-interrupt reads RAM size 
420 DEF SEG ‘Set BASIC-Segment again 


430 CALL IA(INR%, RAMHI%, RAMLOG, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%) 
440 PRINT “RAM-Memory (Main Circuit Board) :";RAMHI%*256+RAMLO$; "KB" 


450 DEF SEG = &HFO0O © aes *BIOS-Segment 

460 IF PEEK(&HFFFE) <> &HFC THEN 520 ‘branch if not AT 

-470 DEF SEG ‘set BASIC-Segment again 

480 INR% = &H15 ‘Call Cassette interrupt 

490 RAMHI% = &H88 ‘Function for reading of HI-RAM size 

500 CALL IA(INR%, RAMHI%, RAMLOS, 2%, 2%, 2%, 2%, 2%, Z%, 2%, Z%, 2%, Z%) 

510 PRINT “Additional RAM-—Memory >"; RAMHI%$*256+RAMLOt;"KB beyond 1 MB" 
520 DEF SEG ‘Set BASIC-Segment again 

525 INR%& = &H11 'BIOS-interrupt reads Configuration 


530 CALL IA(INR%, CONFHI%, CONFLOS, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%) 


540 PRINT “Video mode after Start fe 

550 IF CONFLO&% AND 48 = 0 THEN PRINT“undefined" ; GOTO 590 

560 IF CONFLO% AND 48 = 16 THEN PRINT"40*25 Character, Color-Card" 
570 IF CONFLO% AND 48 = 32 THEN PRINT"80*25 Character, Color Card" 
980 PRINT"80*25 Character, Mono-Card" 


GOTO 5390 
GOTO 590 


590 PRINT"Disk drives 2“; INT (CONFLO%/64)+1 
600 PRINT“"RS232 cards “2 INT (CONFHI%/2) AND 3 
610 PRINT"Printer cards ; "2 INT (CONFHI%/64) 

620 PRINT 
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630 END 

640 ' 
60000 CRRA KIER AKE KEIRA KIKI KEKE KEEKEAAKEREEKKEEKEK 
60010 '* Initialize the Routine for interrupt-Call = 
COO 20 8 mn a rem = 
60030 '* Input: none = 
60040 '* Output: IA the Start address of the interrupt-Routine xs 
60050 CRKAKKAKKKKKKAEKKAKAEKEKKEKKKKEKKKEKEREKEKREEKEKEREKKEEKEKERKKEEKE 
60060 ' 

60070 IA=60000! ‘Start address of the Routine in the BASIC-Segment 
60080 DEF SEG ‘Set BASIC-Segment 


60090 RESTORE 60130 

60100 FOR I% = 0 TO 160 : READ X% : POKE IA+I%,X% : NEXT ‘Poke Routine 
60110 RETURN ‘back to Caller 
60120 ! 

60130 DATA 85,139,236, 30, 6,139,118, 30,139, 4,232,140, 0,139,118 
60140 DATA 12,139, 60,139,118, 8,139, 4, 61,255,255,117, 2,140,216 
60150 DATA 142,192,139,118, 28,138, 36,139,118, 26,138, 4,139,118, 24 
60160 DATA 138, 60,139,118, 22,138, 28,139,118, 20,138, 44,139,118, 18 
60170 DATA 138, 12,139,118, 16,138, 52,139,118, 14,138, 20,139,118, 10 
60180 DATA 139, 52, 85,205, 33, 93, 86,156,139,118, 12,137, 60,139,118 
60190 DATA 28,136, 36,139,118, 26,136, 4,139,118, 24,136, 60,139,118. 
60200 DATA 22,136, 28,139,118, 20,136, 44,139,118, 18,136, 12,139,118 
60210 DATA 16,136, 52,139,118, 14,136, 20,139,118, 8,140,192,137, 4 
60220 DATA 88,139,118, 6,137, 4, 88,139,118, 10,137, 4, 7, 31, 93 
60230 DATA 202, 26, 0, 91, 46,136, 71, 66,233,108, 255 


Pascal listing: CONFIGP.PAS 


{ RRR RKKEKKK REE KKK KEKE KKK KEKE KEKE KEKE KEKE KEEKKE KEKE KKKKEKKEKEKEKEEEEEE | 


{* CONFIGP : PASCAL *} 
{* a oe a ee ne we ec oe a cr ee ca we ae ee oe no ae we ce ae ca te a ce ce ee a a ee ee ee se ee ee ee ee a ne a ee em ns oe om oe *} 
i* Task : Outputs the Configuration of the PC on the © al | 
i Display Screen a 
ae er ene ea ee ea ne cn ee eerie aca ope eer a eee *} 
{* Author : MICHAEL TISCHER =) 
{* developed on =: 7/7/87 x 
{* last Update : 5/18/89 . =} 


{RARER AK ARKH KKKKK KKK IKK KKK EEK KEKEK KRENEK AKAEKEKEKEKKE EE } 
Pe y 


program CONFIGP; 


Uses Crt, Dos; { Add DOS and Crt } 


{EE RKEHKKRERK RRR EK KEKK KEKE KEKE KER KEK ERKERK EK KEKKEKEK EKER KEK EKEKEREKER | 


{* PRINTCONFIG: Display PC's configuration *} 
{* Input : none . *} 
{* Output : none *} 
{* Info : The configuration output depends on the PC type *} 


{ RRA K KEKE RK KKK KK REE EK KKK KERRIER ERK KEREKKERERERKEKEEREKEEKEK KEK } 


procedure PrintConfig; 


var AT : boolean; . { is the PC an AT? } 
‘Regs : Registers; { Register variable for interrupt call } 
begin 
clrscr; { Clear screen } 
if mem[$FO00:SFFFE] = $FC then AT := true ; { test if AT or } 
else AT := false; { PC or XT } 
writeln('Configuration of this PC'); eh 
writeln ('---------=-+---------- ------- $n n= ‘ys 
write ('PC-Type . i Br: 
case mem[(SFOOO:SFFFE] of { Read PC type again } 
SFF : writeln('PC'); ; { SFF is a PC } 
SFE : writeln('XT'); — { SFE is an XT } 
SFC : writeln('AT') { SFC is an AT } 


else writeln('Unknown') ; 
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end; 
write ('Processor : INTEL '); 
if AT then writeln ('80286') { the AT has an 80286, } 
else writeln('8088'); { PC and XT have an 8088 processor } 
intr($12, Regs); 
writeln ('RAM-Memory : ‘,Regs.ax,* KB‘); 
if AT then { is the PC an AT? } 
begin { YES } 
Regs.ah := $88; { Function number for additional RAM size } 
Intr ($15, Regs); { Call BIOS cassette interrupt } 
writeln (‘additional RAM : ',Regs.ax,' KB beyond 1 MB'); 
end; 
Intr($11, Regs); { Call BIOS configuration interrupt} 
write ('Video mode after start : '}; 
case Regs.al and 48 of . _ { Determine video mode } 
0 : writeln('undefined'); 
16 : writeln('40x25 character color card'); 
32 : writeln('80x25 character color card'); 
48 : writeln('80x25 character mono card‘) 
end; 


', succ(Regs.al shr 6 and 3)); 
‘, Regs.ah shr 1 and 3); 
‘, Regs.ah shr 6) 


writeln(*Disk drives 
writeln('RS-232 cards 
writeln('Printer cards 
end; 


{ RRKKHKKKKEKKKKKRKKKKKKKKEAKK KKK KK KK KKEKIEK KKK HARKER EKKKEKEKEKK KE | 


1* MAIN PROGRAM *} 
{BARR RR ARERR RRR RIK IRR K RRR IKKRER AAAI IKE ERR AAI AAI KARE RAIA IKI HH Y 


begin 
PrintConfig; { Display configuration } 
end. 


C listing: CONFIGC.C 


[FRR IRR RII RIOR III RI IIIT RII RIAD TTR RRR AT TIAA IRDA AAA IA IH TAIRA IAC / 


/* CONFIGC */ 
| Beer nn nr nn nn ee / 
/* Task : Outputs the configuration of the PC on the */ 
/* Display Screen x} 
ee A PE I a A RR IE ROSE ECE ME NF AO eo ED */ 
/* Author : MICHAEL TISCHER */ 
/* developed on : 8.13.87 */ 
| il last Update : 9.21.87 */ 
PR ite a tea ele tee rs a nt aL Saeed */ 
/* (MICROSOFT C) */ 
/* Creation : MSC CONFIGC */ 
/* LINK CONFIGC PEPO; */ 
/* Call : CONFIGC ae 
De ae ESE LE OIE LE eR LO ER Oe AA eee IPR Pee ee */ 
/* (BORLAND TURBO C} */ 
7* Creation : With the RUN command in the Command Line */ 


[BRAK KHKREREKAKEKKKK KKK KKK HIKE HK KKK KEKKIK EKER EREK EEK AKER KKEAK | 


#include <dos.h> /* Include Header-Files */ 
#include <io.h> 


extern short int PeekB(); -- /* PEEKB linked with MicroSoft C */ 
#define FALSE 0 | /* Constants make reading the */ 
#define TRUE 1 /* Program text easier */ 
AOI III IOI TIGR IIIT TOTTI TT TAA IAS 
/* CLS: Clear Screen and Cursor to upper left corner ~ */ 
/* Input : none | A 
‘\/* Output : none — x */ 


[RRR KRHA KKRKREKKK ERE ERK KHIR KKK EERE ERE EK REKREKEEKEEEKEKEREKEEKKKK KK / 


void Cls() 
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union REGS Register; /* Register-Variable for interrupt-Call */ 
Register.h.ah = 6; /* Function number for Scroll-UP */ 
Register.h.al = 0; /* 0 for clear */ 
Register.h.bh = 7; . /* white characters on black background */ 
Register.x.cx = 0; /* left upper screen corner */ 
Register.h.dh = 24; . /* Coordinates of the lower */ 
Register.h.dl = 79; /* right screen corner */ 
int86(0x10, &Register, &Register); /* Call BIOS-Video-interrupt */ 
Register.h.ah = 2; /* Set Function number for Cursor position */ 
Register.h.bh = 0; /* Screen page 0 */ 
Register.x.dx = 0; /* Coordinates of upper left screen corner */ 
int86(0x10, &Register, &Register); /* Call BIOS-Video-interrupt */ 


} 


LR RIKKI IK IKI IK IKI KKK IKI KIKI KEKE IKK KEKKK KKK KKK KK KKK KK KK IK / 


/* PRINTCONFIG: Output the PC Configuration */ 
/* Input : none | oi 4 
/* Output : none 7 . */ 
/* Info : the configuration output dependent on the PC-Type at A 


[BRR REK KERR KERR KEK KRHA K RARER KKK KKK EK KEK KEKE EEK KEKE KEEKKKKK KK / 


void PrintConfig ()} 


{ 


union REGS Register; Ya) Register vanteble for interrupt-Call */ 
short int AT; . /* the PC and AT? ny 
Cls(); /* Clear Screen */ 
if (PeekB(OxF0O00, OxFFFE) == Oee) AT = TRUE; /* Determine if the */ 
else AT = FALSE; /* PC. and AT */; 


printf ("CONFIG (c) 1987 by Michael geecher NaN) 
printf ("Configuration of this PC\n"); 


print f ("---~---------------~-------~~-------------~-------------- \n"); 
printf ("PC-Type 2 ")a- 
switch (PeekB(OxF000, OXxFFFE) ) . /* Determine PC-Type again */ 
{ : 
case OxFF : printf("PC\n"); /* OxFF a normal PC */ 
break; 
case OxFE : printf ("XT\n"); . /* OxFE an XT */ 
break; 
case OxFC : printf ("AT\n"); /* OxFC an AT */ 
7 break; 
default : printf ("Unknown\n") ; /* Code unknown */ 
break; 
} 
printf ("Processor ae : INTEL 80"); 
if (AT) printf ("286\n") ; /* the AT has an 80286, */ 
else printf ("88\n"); /* PC and XT have an 8088 Processor */ 
printf ("RAM-Memory © "}3 | 
int86(0x12, &Register, &Register); /* Get RAM size */ 
printf ("%d KB\n", Register.x.ax); /* and output */ 
if (AT) . /* the PC an AT? */ 
{ /* YES */ 
Register.h.ah = 0x88; /* Function number for additional RAM */ 
int86(0x15, s&Register, &Register) ; /* Get RAM size */ 
printf (“additional RAM : %d KB beyond 1MB\n", Register.x.ax); 


Jess ; 
int86(0x1l, &Register, &Register); /* le ieee */ 
printf ("Video mode after Start : "); 
switch (Register.x.ax & 48) 
{ 
case 0 : printf ("undefined\n") ; 
break; 
case 16 : printf("40*25 Character Color-Card\n") ; 
break; 
case 32 : printf("80*25 Character Color-—Card\n") ; 
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break; . i gt 
case 48 : printf ("80*25 Character Mono-Card\n") ; 
break; 
} 


printf("Disk drives 
printf ("RS232-Card 
printf ("Printer-Card 


$d\n", (Register.x.ax >> 6 & 3) + 1); 
‘ed\n", Register.x.ax >> 9 & 0x03); _ 
$d\n\n", Register.x.ax >> 14); 


} 


[ RRA IEKKEEKEIEKKEIEIMKEKEKKKEKKE TORK IIIT TTT III RIK KK KK / 


/*e MAIN PROGRAM aa A 
JF RRR KI KK IKK KKK IKE IK KERIKERI KR KEKE KKE IKK KKK KKK KE KEKE KKKEEKKKEKEKE / 


void main ()} 


{ 


PrintConfig(); /* Output the Configuration */ 
} 
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7.7 me the Floppy Disk from the BIOS 


A cassette recorder was the primary form of mass storage in the early days of 
personal computing. However, floppy drives soon became the standard. PCs can 
control a maximum of four disk drives, numbered 0 to 3. DOS designates the first 
two units as drive A and drive B. 


Early disk-based PC systems used only one side of disks for data storage. DOS 
Versions 1.1 and later store data on both sides of the disk. 


Disk structure 


Each side of a disk consists of 40 tracks of 9 sectors each. Each sector has a 
capacity of 512 bytes. The tracks are numbered from 0 to 39. Track 0 is located on 
the outer edge and track 39 on the inner edge of the disk. The two disk sides have 
designations of side 0 (front) and side 1 (back). This disk has a total storage 
capacity of 360K. 


The disk drives included with AT computers have 80 tracks with 15 sectors instead 
of 40 tracks with 9 sectors. An AT floppy drive can store up to 1.2 megabytes of 
data per disk. Systems with a 1.2 mepenye drive can read both 1.2 meg disks as 
well as 360K disks. 


Note: While it's possible to write 360K formatted disks using an AT type 
| 1.2 megabyte drive, the resulting disks are not always readable by a 
standard PC/XT 360K drive. 


The following shows the structure of a disk: 
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Track 1 
Track 2 
Track 3 2 
Sector 1 
Sector 2 


Structure of a disk 


This structure is based on DOS specifications. It's possible to program the disk 
controller directly or use the various BIOS functions to alter the disk structure. 
Some methods of copy protection take advantage of this capability to arrange the 
data on the disk in such a way that DOS cannot use the data directly. 


The methods of transferring data to or from the disk are identical. First the 


read/write head moves to the proper track. Since the disk moves constantly, the 


sector to be processed eventually passes by the head, allowing data transfer. 


BIOS makes some functions available for disk access at the lowest level. BIOS 
thinks of DASD (Direct Access Storage Device) rather than disk drives. 


A total of six BIOS disk functions can be accessed by calling interrupt 13H and 
passing the function number to the AH register. 


Function 0: Reset disk 
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Function 0 resets the disk drive. The reset always executes automatically during 
system start, but should also occur when an error occurs during the call of one of 
these six functions. Before the interrupt call, function number 0 must be loaded 
into the AH register. After the execution of the function the error status is returned 
in the AH register. A value which indicates the type of error if any, is returned in 
the AH register after all 6 functions. 
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If a program calls the reset function without the disk drive previously reporting an 
error, error code 1 (function number not permitted) may be returned in certain 
cases, even though no error occurred. For this reason, the function should be called 
only after an error, and not after every disk operation. 


Function 1: Status | 


Function 1 senses disk status without disk access. If it returns a value of 0 as a 
result, no error occurred. Another value represents one of the following error codes: 


Function number not permitted 
Address-marking not found | 
Write attempt on write protected disk 


Sector address not found | 
disk changed 


Oo 


Data transmission beyond seqment border 


Disk controller error .. 
Track not found 


Time-Out error, drive does not respond 


If one of these errors appear, the disk operation just completed has been repeated 
several times following a reset. Most of the time the repeated operation succeeds 
without an error. If not, the current program in memory should react to the error 
condition in a suitable manner and display an error message. 


Working with the functions presented here, a time-out error can occur frequently 
after a read operation. It usually occurs because of the speed decrease required to 
read the disk: The old speed cannot be resumed immediately after reading. 


Function 2: Read 


Function 2 reads disk data. The BIOS must know the location from which you 
want disk data read. This information is passed in the DL, DH, CL and CH 
registers: 


Disk side (always 0 for single sided disks) 
O = Front side | | 
Back side 


First sector to be read (1 to 9/1 to 15) 
Track containing sector to be read | 
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Up to 9 sectors (PC/XT disk drives) or 15 sectors (AT disk drives) can be read 


using one function call. The AL register specifies this number of sectors. Since 
disk drives usually store data belonging together in sequential sectors, this enables 


fast data access (¢.g., 9 x 512 bytes = 4.5K in one disk revolution). 


The address of a buffer in memory must be passed in registers ES and BX since the 
data transfer area has no fixed location in RAM in which it can reside. The ES 
register accepts the segment address of the buffer and the BX register accepts the 
offset address. | 


_ The function returns the error status to the AH register, and the number of sectors 


read in the AL register. In addition to the AH register, a set carry flag (carry flag = 
1) signals the occurrence of an error. 


Function 3: Write 


Function 3 allows write access to the disk. It accepts arguments similar to those 
used in function 2 above: © | 


Number of the drive (0 to 3) 


DH Disk side (always 0 for single sided disks) 
QO = Front side | 

| 1 = Back side _ 
First sector to be written (1 to 9/1 to 15) 


The value in the AL register indicates the number of sectors to be written, while 
the ES and BX registers indicate the address of the memory area from which the 
data should be read. The function passes the error status in the AH register, and the 
number of sectors written in the AL register. The carry flag has the same meaning 
as in function 2. | 


Function 4: Verify disk 
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Function 4 tests whether data is transferred properly to and from the disk. The 
BIOS bases correct data transmission on a cyclical redundancy check (CRC) value, 
instead of just comparing data in memory with data on disk. Using a CRC 
involves summing the value of each individual byte in a sector with a specific 
formula. Since most disk drives work well and have exceptional reliability, most 
programmers ignore this function. DOS only uses this function to test data that 


_ was transmitted to a disk in response to an active VERIFY ON flag. 
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The register setup is similar to functions 2 and 3 (see above), with the difference 
that the AH register must contain 4. Since the function doesn't need a buffer 
_ address, this function does not use the BX and the ES registers. | 


Note: This function only works properly on a PC or an XT: ATs may 
return incorrect results. | 


Function So: Format 


The last function of interrupt 13H allows the user to format part of a disk. Disk 
formatting (e.g., with the DOS command FORMAT) is a requirement since disks 
used by the PC are soft-sectored. This means that software, not hardware, 
determines the positioning of the sectors and tracks on the disk. The operating 
system must install the tracks and sectors on the disk using this function. Sectors 
don't have to contain 512 bytes. This BIOS function lets you format 128, 256, 
512 or 1,024 bytes per sector. However, you must format a complete track. 


The function number (5) must be passed in the AH register. The AL register is 
loaded with the number of sectors to format the track with. This number can be 
less than the DOS default values of 9 or 15. The number of the track to be 
formatted is passed in the CH register. This track number must be a value from 0 
to 39 (PC/XT) or from 0 to 79 (AT). The number of the disk drive is Laat in the 
DL register and the disk's side i in the DH register. 


Besides this inforniation; the format function alto requires a field sonia 

formatting characteristics, which is also needed by the functions for reading, 

writing and verifying a sector. The address of this field i iS passed i in the ES and BX 

registers. The segment address 1 iS loaded 1 in the ES register and the offset address in 
_ the BX register. | | 


This table contains an entry consisting of four ‘bois for every sector to be 
formatted: 


Track to be formatted | 


_.  ~Byte 2 Disk side (always 0 for single sided disks) 
| | Back side 


0 = Front side © 
Number of sector ~ 


Number of bytes in this sector 


0 = 128 bytes 

1 = 256 bytes . 
2 = 512 bytes | 

3 = 1024 bytes | 


Even though the function already possesses the number of the track to be formatted 
and the disk side, these items appear here again for reasons of safety. The sectors 
are placed into this table sequentially, which assigns the first sector the logical 
number 1 and the second sector the logical number 7. | 
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While the logical and physical numbers of the sectors usually agree in a disk drive, 
it makes sense in a hard disk to change the logical number of a sector instead of its 
physical number. The hard disk of the XT reduces access time for individual sectors 
by displacing the logical sectors by six in relation to the physical sectors. 


Also the number of bytes which a sector can accommodate does not have to be 
uniform, since each sector may be defined in the table. With this and other 


parameters of the table, copy protection can be developed based on formatting. 


Format-based copy protection cannot be processed by the operating system. 


In addition to information such as the disk drive and sector number passed to the 
BIOS functions during a call, the BIOS also requires a series of other items to 
enable some disk operations. These parameters are passed in the device parameter 
table. Such a table exists in the ROM BIOS, but you can install your own in 
RAM. The address of the new device parameter table must be placed into memory 
locations 0000:0078 to 0000:007B. These memory locations should contain the 


_ address of interrupt 1EH (the PC doesn't use this interrupt). 


DOS also offers the option of providing a unique device parameter table which 
changes some values of this table from the BIOS default, accelerating access to the 
disk drives. 


The table itself consists of 11 bytes. The first two bytes transfer directly to the 
disk controller. They indicate the step time and the DMA mode. The step time is 
the maximum time period in which the read/write head of the disk drive can move 
from one track to another. 


The second byte indicates the time the disk drive motor can continue to run after a 
disk operation. It defaults to 2 seconds since it assumes that this is the maximum 
amount of time between consecutive disk accesses. Disk access speed is quicker if 
the disk motor has already achieved operational speed and does not have to be 
brought up to speed again. The value in this memory location is based on the 18 
unit per second system clock, so a value of 18 represents running time of about 
one second. | 


Abacus ers ee 7.7 Accessing the Floppy Disk from the BIOS 


The value in byte 3 indicates the number of bytes per sector for a write or read 
operation. It corresponds to the values for formatting a sector, so it normally 
contains the value 3 (512 bytes per sector). If you want to write or read sectors 
with other sector sizes, the proper value must be entered into this memory 
location. 


Byte 4 gives the maximum number of sectors per track. The PC/XT disk drive 
defaults to the value 9 in this location, while the AT defaults to the value 15 
decimal. 


Byte 5 of the table contains a value that represents the amount of empty space 
between the end of a sector and the start of the following sector. This space relates 

to the time BIOS must allow to elapse until the next sector appears under the 
read/write head (not units of length). The value for this peer ernie defaults 
to 42. i 


Byte 6 ‘dies’ the data transfer length, which has no influence on data 
transmission in most cases. 


Since formatting of a disk occurs through the magnetization of certain areas, the 
sizes of the non-magnetic spaces between sectors must be determined. Byte 7 
records this, and these spaces must be larger than the space between sectors in byte 
_5 so that the beginning of a sector can be recognized properly. 


| Byte 8 accepts the ASCII code of the character which fills a sector during 
formatting. The BIOS defaults to the division character V (ASCII code 246). 


| After the read/write head moves from one track to another it requires a rest period 
to let the vibrations connected with the movement fade away. Then it can properly 
fe perform any disk accesses which follow. | 


| This rest period given in byte 9 of the table defaults to multiples of 1 millisecond. 
While the BIOS grants 25 milliseconds of rest, DOS only permits 15 
milliseconds. 


The last entry of the table in byte 10 gives the time duration during which the disk 
motor achieves operating speed. The value in this memory location defaults to 
multiples of 1/8 second. Even here DOS requires more from the read/write head 
than BIOS. It provides only a 1/4 second waiting period, as opposed to 1/2 second 
for BIOS. 
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High density disk drives 
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_ code has the following meaning: 


Part of the introduction of the AT included high density 1.2 megabyte disk drives. 
To ensure compatibility with earlier disk drives, they are capable of reading and 
writing 320/360K disks despite the increase to the higher capacity of 1.2 
megabytes. They can also recognize a change of the disk media. For support of 
this new capability, AT BIOS contains three new disk functions which are called 
through interrupt 13H like previous functions. | 


The first of these new functions determines the drive type in use. During the 
function call, in addition to function number 15H, the number of the drive (0 or 1, 
2 reserved for the hard disk) must be passed in the DL register. The function 
retums the type of the drive in the AH register: | | 


a 


no drive available 
disk drive does not detect disk change  —_—s_—© 
disk drive does detect disk change 


AH 
AH 
AH 
AH 


eu pagal 
NO 


HW 


If the drive detects a disk change it can be sensed with the help of function 16H. 
After calling this function by passing the value 16H to the AH register and the 
number of the drive (0 or 1), the function returns a number to the AH register 
which tells whether the disk was changed since the last disk access. If this register 


contains the value 6, the disk was changed. The value 0 indicates that no change 
took place. _ s 


The last new function, function 17H, must be called before calling the formatting 
function (function number 5) on PC/AT or PS/2 machines to tell the controller 
how it should format the disk. It should format the disk in either the 320/360K or 
the 1.2 megabyte format. Besides the function number in the AH register and the 
drive number in the DL register, a code must be passed to the AL register 
indicating not only the format type, but also the type of disk drive in use. This 


format to 320/360K on a 320/360K-drive 
format to 320/360K on a 1.2 megabyte-drive 
format to 1.2 MByte on a 1.2 megabyte-drive 
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Demonstration programs 


The disk monitor in this section combines all the functions you have read about so 
far. The monitor versions, written in BASIC, Pascal and C, all have the same 
basic structure. Let's examine this structure before looking at the individual 
programs. 3 


The beginning of each program initializes variables, configures the screen and 
resets the disk drives. Next the input loop executes; this loop is the center point of 
the program. It displays the program prompt DISKMON> and then waits for user 
input. After the user enters input and presses the <Return> key, the program 
ensures that this input calls an executable command. If the input is illegal, the 
program displays an error message and returns to the program prompt. Legal input 
calls the subroutine, function or procedure requested. : 


All three programs support the Help, Format’ Get, Fill, Constants and End 
commands. The Fill command fills a sector with one character. The End command 
terminates the program. There is no Write command in the monitor's command 
set. This is because the amount of coding required to create a window for editing 
the 512 bytes of a sector would have made the program listings too long. 


All disk access commands ask for the track and perhaps the sector number of the 

disk, but not the disk drive number or the disk side number. The program defaults 

to disk drive 0 (drive A:) and disk side 0. The Constants command lets you change 

these defaults so you can access another disk drive or disk side. This command also 

specifies the format parameter needed for an AT (i.e., what disk format should be 
used). | ek a 


Like all other user input, the program transfers this input to the BIOS instead of 
the program itself. This disk monitor checks the BIOS's reaction to the input. The 
BIOS returns an error message in response to illogical or false input. Every disk 
monitor command which accesses the disk drive reads the error status of the disk 
drive after command execution. An error message then appears on the screen as 


Let's take a close look at the monitor Sinan 


z¢ | Entering a question mark (?) at t the program prompt cispiays a list of 
_ the available commands. 


Get This overview includes a Get command which reads and displays a 
| sector of the disk. An internal buffer stores the contents of this sector 
after input and displays the contents on the screen. Certain control 
characters such as carriage returns or linefeed are shown as character 
strings instead of as ASCII codes. For example, <CR> appears 
instead of an actual a carriage return, and <LF> appears instead of a 
linefeed. While reading a sector the program assumes that the sector 
has the standard format of 512 bytes. 3 
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Format The Format command formats the selected sector in a 512-byte 
format. Remember that a 360K disk can have a maximum of 9 
sectors per track and a 1.2 megabyte disk can have a maximum of 15 
sectors per track. You can assign fewer sectors, but you must specify 
at least one sector. | 


Reset The Reset command resets the disk drives. It also can be called by 
various commands when the disk drive reports an error. If it's called 
by the user before an error occurs, this can cause an error message. 
Most disk error messages cannot cause damage to the drive. 


BASIC listing: DISKMONB.BAS 


LOD PREKHRKKKKKEKAEKK KEKE EKK EKER EKEREEKKKEKKEEEEAKKKEKKKEK 


110 '* DISKMONB = 
7 0 xt 
130 '* Task : Diskmon is a small Diskette monitor based *' 
140 '* on the BlOS-Interrupt 13 (h) x 
150 '* Author : MICHAEL TISCHER = 
160 ** developed on =: 07/24/87 *s 
170 ** last Update : 05/20/89 iy 
LEQ PRR KRHKKKEKEK EK KEKEKEKKEKEKKEKEEKKEKEKKEKEKKHEKKEKKEKKREKEKEKEKKKKKKKK 


190 ! 

200 CLS : KEY OFF 

210 PRINT “WARNING: This Program should only be started if GWBASIC was" 
220 PRINT "started from the DOS level with <GWBASIC /m:60000>." 

230 PRINT : PRINT"If this was not the case, please input <s> for Stop." 
240 PRINT "Else press any key ..."3 

250 AS = INKEYS : IF A$ = "“s"“ THEN END 


260 IF AS = "" THEN 250 : 

270 DIM SECTOR$[255] "Stores Sectors to be read or written 
280 DIM FD%[29] ‘Formatting data (maximum 0-29 = 30 Words) 
290 GOSUB 60000 ‘Initialize Interrupt—Rout ine 
300 CLS ‘Clear Screen 
310 KEY OFF ‘Turn off Function key assignment 
320 COLOR 0,7 ‘dark characters on light background (invers) 
330 PRINT" DISKMON (c) 1987 by Michael Tischer ? = Help " 
340 COLOR 7,0 ‘light characters on dark background 
350 VIEW PRINT 2 TO 24 ‘Lines 2 to 24 form a window 
360 DR& = 0 ‘access unit 0 (A) first 
370 SIDE% = 0 ‘access the first Diskette side 
380 FTYP% = 3 ‘1.2 MB Diskettes in 1.2 MB drive 
390 DEF SEG = &HFOOO ‘Set BIOS-Segment 
400 IF PEEK(&HFFFE) = &HFC THEN AT% = ~- 1 ELSE AT% = 0 ‘test if AT 
410 DEF SEG *Set BIOS-Segment again 
420 GOSUB 50000 ‘Execute Reset 
430 GOSUB 51000 ‘Output Error message if necessary 
440 INPUT"DISK-MON>", ES ‘User input prompt 
450 IF ES = "“" THEN 440 ‘no input --> repeat input prompt 
460 IF ES = “?" THEN GOSUB 53000 : GOTO 440 ‘Display Help~-Text 
470 IF ES = “r" THEN GOTO 420 ‘Reset 
480 IF ES = “s" THEN GOSUB 54000 : GOTO 430 ‘fill a Sector 
490 IF ES = "f" THEN GOSUB 55000 : GOTO 430 ‘format a Track 
500 IF ES = "g" THEN GOSUB 56000 : GOTO 430 ‘Read Sector and display 
510 IF E$ = "c" THEN GOSUB 57000 : GOTO 440 ‘Input Constants 
520 IF ES = "e" THEN VIEW PRINT 1 TO 24: CLS : END ‘End Program 
530 PRINT"unknown Command!" : GOTO 440 — 

540 ! 

50000 Secret eee eee eee ee rere ce ee Pe CES SLE LESS eS SS SESE See SSeS ESE ES OLE SS ao! 
50010 ‘* Execute Reset of all Disk drives =" 
50020 '*---~—---~~-— —— - - - - + — 2 nn ee x! 
50030 '* Input : none is 
50040 '* Output: DST% = the Diskette-Status a 
50050 '* Info : 2% is a Dummy-Variable a 
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50060 Pe eee eee ee Te ee TST TCC SCT TC TS CTT CSCC CSS CCC CS SST TC TSS TTS. So 


50070 ° 

50080 DST% = 0 ‘Function number for Reset 
50090 INR& = &H13 ‘Call BIOS-Diskette-Interrupt 13 (h) 
50100 CALL IA{INR%&,DST%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%) 

90110 RETURN ‘back to caller 
50120 ! 

51000 OWE KKK KKK KKKKEKKE EK KKERKK KKK KKK KE KKKKEK KEKE KKKKKKKEKKEEKKKEEKKES 
51010 '* Output Error Message based on the Diskette-Status =n 
51020 8 8am a a nnn ne x 
51030 '* Input : DST% = Status of the last Diskette operation ie 
51040 '* Output: none = 
51050 VRE KKRKEKKEKKEKKKKEKKEKREKEKEKKKKKEKEKEKEKEKEKEEKEKEKKKKKKKKKKKKEKK 
51060 ' 

51070 IF DST% = 0 THEN RETURN 'O = everything o.k. 


51080 PRINT “ERROR: “; 

51090 IF DST% = &H1 THEN PRINT“Function number not allowed " : GOTO 50000 
51100 IF DST% = &H2 THEN PRINT“Address-Marking not found" : GOTO 50000 

51110 IF DST% = &H3 THEN PRINT"Write attempt on protected Disk" : GOTO 50000 
51120 IF DST% = &H4 THEN PRINT"Sector not found". : GOTO 50000 

51130 IF DST% = &H6 THEN PRINT"Diskette changed" : GOTO 50000 

51140 IF DST% = &H8 THEN PRINT"DMA Overrun" : GOTO 50000 

51150 IF DST% = &H9 THEN PRINT“Data transmission beyond segment border“ : GOTO 50000 
51160 IF DST% = &H10 THEN PRINT"“Read Error" : GOTO 50000 

51170 IF DST% = &H20 THEN PRINT“Error of Disk-Controller" : GOTO 50000 

51180 IF DST% = &H40 THEN PRINT“Track not found" : GOTO 50000 

91190 IF DST% = &H80 THEN PRINT"Time Out Error“ : GOTO 50000 

51200 PRINT“Error ";DST%;" unknown" : GOTO 50000 


51210 ! 

53000 CHK KKK KK KKK KK KEK KKK KEK KEK KKK KKK KKKKAKKEKEKKKKEKKEKKEEKKKKKEK | 
53010 ‘* Display Help-Text on the screen sb 
53020 ! *----------~---------~+-- +--+ - - +--+ - -- = ais 
53030 '* Input : none = 
53040 '* Output: none ie 
53050 CHKKKKKKKKKKEKKEKKKKKKKKKKEKKKKEKKKKKKE KKK KEKKKKEEKKKKKEKEKKKEKEKKEKEKKKEK 
53060 ! 


53070 PRINT 

53080 PRINT"C OMMAND OVERVIE W" 
53090 PRINT"------~----~~-~-------~----~------ " 
53100 PRINT“e = End" 

53110 PRINT"g = Get (Read) “ 

53120 PRINT"s = Sector fill" 

53130 PRINT"r = Reset" 

53140 PRINT"f = Format" 

53150 PRINT"c = Constants" 

53160 PRINT"? = Help" 

53170 PRINT 


93180 RETURN ‘pack to caller 
53190 ! 

54000 ERK RIK KKK IKKE KI KKK KKK KK KK KKK KKK KKK KEKE KEKEKKEEKEKKEKKKEKS 
94010 '* Fill a Sector = 
94020 | 8 nn nn nn x: 
594030 '* Input : DR% = the Number of the unit addressed _ . me 
54040 '* SIDE% = the number of the Disk side addressed aS 
54050 '* Output: DST& = the Diskette status aA 
54060 '* Info : 2% is a Dummy-Variable = 
54070 HK KIKI KKK KKK IK KKK KKK KEK IKKE KK KEKE KKK KKK KKKKKKKKKKKEKEKKKEKKKKEK 
54080 ° 

54090 INPUT “Track : ",TRACK% ‘Track in which the Sector is located 
54100 INPUT "Sector : ",SECTOR$ "Sector to be filled 
54110 INPUT “Character: ",2$S ‘Fill Character 
54120 IF Z$ = "" THEN ZS = CHRS$(0) 


94130 FOR I% Q TO 511 : POKE VARPTR(SECTOR%[0])+1%,ASC(Z$) = NEXT 


54140 DST&S = 3 ‘Function number for writing 
54150 INR& = &H13 ‘Call BIOS-Diskette-Interrupt 13 (h) 
54160 NUM% = 1 | ‘Number of Sectors 
54170 OFSLO% = 0 : OFSHI% = 0 ‘initialize Variables 
54180 SEG% = -1 ‘Use BASIC DS for ES 


54190 NUM% = 1 "Number of Sectors to be read 
54200 OFSLO% = VARPTR(SECTOR%[0]) AND 255 ‘LO & HI-Byte of the Offset 
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54210 OFSHI% = INT(VARPTR(SECTOR$(0]) / 256) ‘address of Var SECTOR$[0] 
54220 CALL IA(INR%, DST%, NUM%, OFSHI%, OFSLO%, TRACK%, SECTOR$, SIDE%,DR%, 2%, 2%, SEG%, Z%) 


54230 RETURN ‘back to caller 
54240 ! 
55000 UHR KK KKK KKK KI KEK KKK KKH K KKK EK EEKKEKKEKEKKEE KEKE KKKKEKKEEKEKS 
55010 ** Format a Track sp 
95020 8 ken a nn nr rr ne 
55030 '* Input : DR& =the number of the unit — : ve 
55040 '* . SIDE% = the number of the disk side x 
55050 ** FTYP% = Type of Disk drive = 
55060 ‘* AT% = -1 if computer is an AT, otherwise 0 sa 
55070 '* Output: DST% = the Diskette status ms 
55080 '* Info : 2% is a Dummy-Variable me 
55090 UHHH KKH IKKE KKK KKK KKK IKKE KE KEKEKKEKEKEK KEKE KKEKEKEKKEKKKKEKKEKE 
55100 ! . 

55110 IF NOT(AT%) THEN 55150 ‘if not AT, then no format fitting 
55120 FKT% = &H17 ‘Set Function number for DASD Type 
55130 INR% = &H13 ‘Call BIOS-Diskette-Interrupt 13 (h) 
55140 CALL IA(INR%, FKT%, FTYP%, 2%, 2%, 2%, 2%, 2%, DR&, 2%, 2%, 2%, 2%) 

95150 INPUT “Track : ", TRACK% ‘Number of Track to be formatted 


55160 INPUT “Number Sectors: ",NUM% ‘Number of Sectors to be installed 
55170 IF NUM% > 15 THEN 55160 ‘maximum of 15 Sectors can be installed 


55180 FOR I% = 0 TO NUM%-1 ‘one entry for every Sector 
55190 POKE VARPTR(FD%(0]) +1%*4, TRACKS ‘Enter number of. Track 
55200 POKE VARPTR(FD%[0])+1%*4+1, SIDE% ‘Enter number of side 
55210 POKE VARPTR(FD%([0})+I1%*4+2, 1%+1 : ‘Enter Sector number 
55220 POKE VARPTR(FD%[0])+1I%*4+3,2 | ‘Format Sector with 512 Bytes 
55230 NEXT ‘Process Entry for next Sector 
55240 DST% = 5 ‘Function number for Formatting 
55250 INR%& = &H13 ‘Call BIOS-Diskette-Interrupt 13 (h) 
55260 OFSLO&% = 0 : OFSHI% = 0 ‘initialize Variables 
55270 SEG$ = -1 ‘Use BASIC DS for ES 
55280 OFSLO% = VARPTR(FD%[0]) AND 255 ‘LO and HI-Byte of Offset 
55290 OFSHI% = INT (VARPTR(FD%[0]) / 256) ‘address of Var. FD%[0} 
55300 CALL IA(INR%, DST%, NUM%, OFSHI%, OFSLO%, TRACK%, 2%, SIDE%, DR&, 2%, 2%, SEG%, 2%) 
55310 RETURN ‘back to caller 
55320 ' 

56000 CHK KK KKK KKK KKK IKK KK IKK KKK IKK KKK KEK KKK KKK KKKKKKKKKEKKK EK 
56010 '* read a Sector and display ies 
56020 '*--~---------- ~~ -- +--+ +--+ +--+ --- +--+ -- +--+ -- + - *e 
56030 '* Input : DR% = the Number of the drive to be accessed = 
56040 ‘* SIDE% = the number of the Diskette side “s 
56050 '* Output: DST% = the Diskette status | x 
56060 '* Info : 2% is a Dummy-Variable ; = 
56070 CARRE RKKA RRR AEE ER KKK KH RAAEHK ERIN RAR RRA ERAAEAENEERARERERRERERE 
56080 ' 

96090 INPUT “Track : “,TRACK% ‘Track in which the Sector is located 
56100 INPUT “Sector: ",SECTORS | ‘the Sector to be filled 
56110 DST% = 2 | ‘Function number for reading 
56120 INR$ = &H13 ‘Call BIOS-Diskette-Interrupt 13 (h) 
56130 NUM% = 1 ‘Read a Sector. 
56140 OFSLO% = 0 : OFSHI% = 0 ‘Create Variables 
56150 SEG$ = -1 | ae, ‘Use BASIC DS for ES 
56160 OFSLO% = VARPTR(SECTOR$[0]) AND 255 ‘LO and HI-Byte of Offset 


96170 OFSHI% = INT(VARPTR(SECTOR%[0]) / 256) ‘addr of the Var SECTOR$% [0] 
56180 CALL IA(INR%, DST%, NUM%, OFSHI%, OFSLO% , TRACK%, SECTOR%, SIDE%,DR%&, 2%, 2%, SEG%, 2%) 


56190 IF DST% <> 0 THEN RETURN ‘on error do not output data 
56200 PRINT STRINGS (80, "~") > 
96210 FOR I% = 0 TO 511 ‘process all Bytes of the Sector read 


56220 2% = PEEK (VARPTR(SECTOR$(0]) + I%) ‘get a Byte from the Sector 
56230 IF 2% = 0 THEN PRINT "<NUL>"; : GOTO 56350 | : 
56240 IF 2%.= 7 THEN PRINT "“<BEL>"; : GOTO 56350. | 
56250 IF (2% = 8) OR (2% = 29) THEN PRINT "“<BS>": : GOTO 56350 
56260 IF 2% = 9 THEN PRINT “<TAB>"; : GOTO 56350 
56270 IF 2% = 10 THEN PRINT "<LF>"; : GOTO 56350 
56280 IF 2% = 11 THEN PRINT "<HOM>"; ; GOTO 56350 
- 56290 IF 2% = 12 THEN PRINT “<FF>"; : GOTO 56350 
~$6300 IF 2% = 13 THEN PRINT "<CR>"; : GOTO 56350 
56310 IF 2% = 27 THEN PRINT "<ESC>"; : GOTO 56350 
56320 IF Z% = 30 THEN PRINT "<CUP>"; : GOTO 56350 
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56330 IF 2% = 31 THEN PRINT "<CDN>"; : GOTO 56350 

56340 PRINT CHRS (2%) ; ‘output Byte as ASCII character 
56350 NEXT . ‘output next Byte 
56360 PRINT 

56370 PRINT STRINGS (80, "—"); 


56380 RETURN | ‘back to caller — 
56390 ' 
57000 CRRA KHK KK KKEKKEKEKKAKKKRKKKKKKKKKK EEK AEA KKEKKKKEKEEKKKEEEES 
57010 ** Input Constants (Unit number, Diskette side, etc.) a 
57020 ene ce ea cee ee eae eee ere ae ee a cane ae cee ce a ee ce es ee ae aes ws ee ow Wane a case Sa OO ee eee a eae ons me os ws ee we ee een ae ea ene ae ete ene ee oe ae nae ene em one cw eae WE 
597030 '* Input : AT$% = -1 if computer is an AT, else 0 es 
57040 '* Output: DR& = Number of unit to be accessed RNs 
57050 '* SIDE% = Number of disk. side *" 
57060 '* - FTYPS = Type of Disk drive _ iia 


57070 CKKKKKKEKKKKKEK KEKE KEKKKEKKKKKKKKEKKKKKKKKKKKKKKKEKKEKEKKEKEKEKKKKKKEKE 


57080 * | 
57090 INPUT “Unit-Number (0-3) : ",DR% 


57100 INPUT "Diskette side (0 or 1): ",SIDE% 
57110 IF NOT (AT%) THEN RETURN ‘Diskette format only for AT | 


57120 PRINT“Formatting Parameter:" 

57130 PRINT" 1 320/360 KB diskette in 320/360 KB Drive" 

57140 PRINT" 2 320/360 KB diskette in 1.2 MB Drive" 

57150 INPUT" 3 1.2 MB diskette in 1.2 MB Drive ~~ Please input: “,FTYP% 


it 


57160 RETURN ‘back to caller 
57170 ! . . 

60000 PHM K KKK KI KKK KKK KKK KEK REE KKK KEK KEK KA KREKEREKKRIKKEKEKEKKEKEKEKKEKE 
60010 ** initialize the Routine for Interrupt call . se 
60020 '*---------~--++-~------~--++++~+--~------~---+------------------- x 
60030 '* Input : none . i, SS 
60040 '* Output: IA is the Start address of the Interrupt-Routine * 


60050 OHHH KKK KH KK KICK HII KIKI KIRK KKK KKK IK KARA KIRKE KEKKK KKK KEKE 


60060 ' 

60070 IA=60000! ‘Start address of the Routine in the BASIC-Segment 
60080 DEF SEG ‘Set oles 
60090 RESTORE 60130 

60100 FOR I% = 0 TO 160 : READ X% : POKE IA+I%,X% : NEXT ‘Poke Rout ine 
60110 RETURN). ‘back to caller 
60120 ' . . 

60130 DATA 85,139,236, 30, 6,139,118, 30,139, 4,232,140, 0,139,118 
60140 DATA 12,139, 60,139,118, 8,139, 4, 61,255,255,117, 2,140,216 
60150 DATA 142,192,139,118, 28,138, 36,139,118, 26,138, 4,139,118, 24 
60160 DATA 138, 60,139,118, 22,138, 28,139,118, 20,138, 44,139,118, 18 
60170 DATA 138, 12,139,118, 16,138, 52,139,118, 14,138, 20,139,118, 10 
60180 DATA 139, 52, 85,205, 33, 93, 86,156,139,118, 12,137, 60,139,118 © 
60190 DATA 28,136, 36,139,118, 26,136, 4,139,118, 24,136, 60,139,118 
60200 DATA 22,136, 28,139,118, 20,136, 44,139,118, 18,136, 12,139,118 
60210 DATA 16,136, 52,139,118, 14,136, 20,139,118, 8,140,192,137, 4 
60220 DATA 88,139,118,.. 6,137, 4, 88,139,118, 10,137, 4, ° 7, 31, °93 
60230 DATA 202, 26, 0, 91, 46,136, 71, 66,233,108,255 


Structurally this program resembles the other BASIC programs which have been 
presented. The main program with the input loop is in lines 300 to 540. Then 
follow the individual commands of DISKMON which exist as subroutines between 
lines 50000 and 57170. The subroutine for initializing the interrupt call starts at 
line 60000 (the program uses this interrupt frequently). 


The use of a BASIC variable as a buffer for the reading and writing of data is 


somewhat complicated in this program. The program dimensions an integer array 
with elements from 0 to 255. Since every element in this array requires 2 bytes 
(for integer), the program allocates 512 bytes for a buffer. The problem arises from 
the BASIC interpreter's garbage collection routine. When it removes data, which is 
no longer needed, from the variable storage area, it also moves the data buffer. The 
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address of this buffer which was supposed to be passed to BIOS is no longer valid. 


Other data are now stored there. 


Pascal 
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During a write operation this wouldn't be very bad, since only false data would be 
written to the disk. During a read operation this could lead to a crash of the BASIC 
interpreter, since variable memory could be destroyed. To prevent this, establish 
the address of the buffer variable immediately before the BIOS function call. Also, 
make sure that the variables which accept this address are constantly available. For 
this reason DISKMON initializes the two variables with 0 before storing the 
buffer address in them. This offset address must receive the segment address of the 
current BIOS function in the ES register. Since the BASIC data segment contains 
the buffer address, the contents of the Data segment register DS must be passed to 
ES. This is done by passing the value -1 for ES which causes the interrupt 
function to copy the contents of the DS registers to ES. | 


listing: DISKMONP.PAS 

[IBIS IOI CITI DIGI ICICI III ICI III IIIS IIT IOC GIOIA ATIC TIA T ASIA IA 
{* DISKMONP oo. *} 
{* cis is xin vos cbc cas eines so ems min i tna canis cn ln weg in oi es niin’ mdb ta ‘min Gea sm is i’ ca ema sn tis i is cm ems ti’ tio spc in sms tw mms ins i ps et etme emi cm eu aie’ *} 
{* Task : DISKMON is a small disk monitor based on *} 
{* the functions of the BIOS diskette *} 
{* interrupt 13 (h) ial 
{* es Seas cao Se is aes Generac ems cas tn ces ies cso sens as sos Ses cs Sa Ss sd ee Gabe sal cn stb se ed wma ae Seve ech oo ee Si es asin sis eu cm wis inna un se tose cs nis es es ws eats os tes *} 
{* Author : MICHAEL TISCHER 8 
{* developed on : 7/9/87 =} 
{* last update : 5/19/89 = 


{BERRA KKERARK ER REKREREKRK KERRIER ERKEKEKRKREREKEKKERERREREKEKEKEKREK EE | 


program DISKMON; 


Uses Crt, Dos; { adds Crt and Dos features 


} 
type BufferTyp = array [1..1] of char; 
FormatTyp = record { BIOS requires this information for } 
Track, { every sector of } 
Side, { a track to be formatted } 
. Sector, : 
Length : byte; 
end; 
var ErrCode : byte; { Error status after diskette operation } 
Command 3 string[1]; - { Command input by the user } 
FTyp, { Diskette type for formatting function } 
DriveNum, { Number of current drive } 
Side : integer; { Number of the current diskette side } 
Dummy . : integer; { Dummy variable } 
AT : boolean; { is the computer an AT? } 


{ KARR AK RRR RARE RRR KKK EKER EKER KEKE RE KER KE RKRKREEER RE EKKEKEEKEKEEEK EE | 


{* ReSerp ret: Reset for all attached disk drives . *) 
{* Input none. | - *} 
{* Output : error status *) 


[ASSIS IE ISHS IE ICIS OEE IO TCO CIIE ICSC ICIS TIC IETS TO ICI TITHE II II I IK} 


function ResetDisk : integer; 


var Regs : Registers; - { Register variable for interrupt call } 
begin 


Regs.ah := 0; . wad { Function number for reset is 0 } 
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intr ($13, Regs); 
ResetDisk := erare ah; 
end; 


{ Call BIOS disk interrupt } 
f Read error status } 


[FORGOT III IIIT II TIO IIIT IT IAT TIA I AKITA 


{* GETDISKSTATUS: reads the error status *) 


{* Input ; 
{* Output 3; 


none 
the error status 


*} 
= 


[ICIS IIIS OIGI SII ISIC I ICI III I IOI III OIC IIIT III ISIC III III IA) 


function GetDiskStatus : integer; 


var Regs : Registers; 


begin 
Regs.ah := ee 
intr ($13, Regs) 7 
GetDiskStatus := Regs.ah; 


end; 


{ Register variable for interrupt call } 


{ Function number for error status is 1 } 


{ Call BIOS disk interrupt } 
{ Read error status } 


{RARER KERR KR RK KKK ERK KKK KERR ERK KK REE KK KEKE ERE KKK KEKE ERKEKKEKE KK) 


{* READSECTORS: read a certain number of sectors 


see below 
error status 


{* Input : 
{* Output ; 


*} 


*) 


mA 


{ HR RK RK RR RRR RRR RK IKEA KKK IKE RK KKK KER ERE KEK AEKKKK EE | 


function ReadSectors (DriveNum, 
Side, 
Track, 
Sector, 
Number, 
SegAdr, 
OfsAdr ; 
var NumRead : 


var Regs : Registers; 
begin 
Regs.ah := 2; 
Regs.al := Number; 
Regs.dh := Side; 
Regs.dl := DriveNum; 
Regs.ch := Track; 
Regs.cl := Sector; 
Regs.es := SegAdr; 
Regs.bx := OfsAdr; 
intr($13, Regs); 
NumRead := Regs.al; 
ReadSectors := Regs.ah; 
end; 


integer; 
integer) : 


{ Disk drive for reading 


{ Side or read/write head number 


} 

} 

{ track to be read } 

{ The first sector to be read } 
} 
} 
} 


{ Number of sectors to be read 
{ Segment address of the buffer 


{ Offset address of the buffer 
integer; 


{ Register variable for interrupt call } 


{ Function number for reading is 2 
{ Set number of sectors for reading 


} 
} 
{ Set side number } 

{ Set drive number } 

{ Set track number } 

{ Set sector number } 
{ Set buffer address } 


{ Call BIOS disk interrupt }. 
{ Number of sectors read } 
{ Read error status } 


[RRR III III III IIIT TTT IIIT TAT ITI TTI TT IAA TAD 


{* WRITESECTORS: Write a certain number of sectors *) 


{* Input : 
{* Output : 


see below 
error status 


*} 


“1 


{RRR IR IR IR IKI TK IR KTR TOR ITH TOK IK IR RIKKI KIA ERK IRE KEK HERE KKK KK KY 


function WriteSectors (DriveNun, 
. Side, 
Track, 
Sector, 
Number, 
- SegAdr, 
OfsAdr : 


var Regs : Registers; 


begin 
Regs.an := 3; 


{ Disk drive } 

{ Side or read/write head } 

{ Track to be written } 
{ First sector to be written } 
} 
} 
} 


{ Number of sectors to be written 


{ Segment address of the buffer 


integer; { Offset address of the buffer 
var NumWritten : 


integer) : integer; 


{ Register variable for interrupt call } 


{ Function number for writing is 3 } 
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= Number; {Set number of sectors to be read 


Regs.al ;: } 
Regs.dh := Side; { Set side number } 
Regs.dl := DriveNum; { Set drive number } 
Regs.ch := Track; { Set track number } 
Regs.cl := Sector; { Set sector number } 
Regs.es := SegAdr; { Set buffer address } 
Regs.bx := OfsAdr; . 

intr ($13, Regs); { Call BIOS disk interrupt } 
NumWritten := Regs.al; { Number of sectors written } 
WriteSectors := Regs.ah; . { Read error status } 
end; 1 


SadaRebahatahaliahetalaiahetaletoialatalataletelatotalohstelalatehelelateloiateteletahelabeletalaiaielaialaieieialaleieisieisisieieiaielal 


{* SETDASD: must be called for an AT before formatting to indicate *} 


{* if it should be formatted with 360 KB . ay 
{* or with 1.2 MB | *t 
{* Input : see below o. | a 
{* Output : none . “®} 


[FI III IR ITI RR TOI TR IRR IIR RII IR IR RR III IT KT IK IKI TIA IAI IAA TAKER IK } 


epoceaure SetDasd (DiskFormat : integer); 


var Regs : Registers; { Register variable for interrupt call } 
begin 
Regs.ah := $17; . { Function number } 
Regs.al := DiskFormat; {‘ Format } 
Regs.dl := DriveNum; f { Drive number } 
intr($13, Regs); | { Call BIOS disk interrupt } 
end; | 


{RR IRR KKK RAR KEK RR RK KK ERR KKK RK ERK KERR KKK KEKE KKK KKK KK } 


{* FORMATTRACK: formats a track * 
{* Input : see below =} 
{* Output : the error status oy 


{ RAR RRR RIK RR RRR RRR KKK IK IKK RK RAI IK KKK KKH KKK ERK KKK KKKKKAKK KE | 


function FormatTrack (DriveNum, { Number of the disk drive } 
Side, { the side or head number } 
Track, { Track to be formatted } 
Number, { Number of sectors in this track } 
Bytes : integer) : integer; 
var Regs : Registers; { Register variable for interrupt call } 
DataField : array [1..15] of FormatTyp; { maximum 15 sectors } 
LoopCnt : integer; { Loop counter } 
begin 
for LoopCnt := 1 to Number do -—s«{ Create sector descriptor } 
begin ; 
DataField[Loopcnt}. Track s= Track; { Number of the track } 
DataField(LoopCnt].Side := Side; { Diskette side } 
DataField[{LoopCnt].Sector := LoopCnt; { Number of the sector } 
DataField[LoopCnt].Length := Bytes;{ Number of bytes in the sector } 
end; a 
Regs.ah := 5; 
Regs.al := Number; { Function number, Number } 
Regs.es := seg (DataField{1}); { Address of the data field in’} 
Regs.bx := ofs (DataFlield[1]); { registers ES and BX } 
Regs.dh := Side;. { Side number } 
Regs.dl := DriveNum; ~ { Drive unit } 
Regs.ch := Track; { Set track number } 
intr($13, Regs); { Call BIOS disk interrupt } 
FormatTrack := Regs.ah; { Read error status } 
end; 


[GIGI IGG IOIIIOI ICICI OITA IOI IK IIA IK} 


{* WRITEERROR: Output error message according to error va . *} 
{* Input : the error number © 2 
{* Output : none © : : Beet 7 ®} 
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{RAR RR HK HR RRR HK IKK IKK KKK KEKE KKK KKK KAKA EKER KEKKKKKKK EK 


procedure WriteError (ErrorNumber : integer); 


begin 
case Er 
soo : 
$01 : 
$02 : 
$03 
$04 
$06 
$08 
$09 
$10 
$20 
$40 
$80 
else 
end; 


if (ErrorNumber <> 0) then ErrorNumber:=ResetDisk; 


end; 


rorNumber of 

writeln(*ERROR: 
writeln (*ERROR: 
writeln(*ERROR: 
writeln('ERROR: 
writeln(‘ERROR: 


writeln('ERROR: 
writeln('ERROR: 


writeln('ERROR: 
writeln ('ERROR: 
writeln(‘ERROR: 
writeln('"ERROR: 
writeln('ERROR: 


{ 0 means no error. } 
Invalid function number'); 
Address marking not found'); 
Write attempt on protected disk'); 
Sector not found'); 
Diskette changed'); 
DMA overrun'); 
Data transmission beyond segment border’ ie 
Read error'); 
Disk controller error'); 
Track not found');. 
Time out error’); 
Error ',ErrorNumber,' unknown"); 


{ Reset performed } 


[FCRIII III ICICI ICICI OI TOTO TOTO ITT IIA IIR KIKI K KK) 


{* CONSTANTS: Input of the two constants and =) 
{* diskette side or head number, as well as diskette *)} 
(* type for AT ; 2 ty OR) 
{* Input : none ; *} 
{* Output : none =] 


PGCE ISIE IIIT IO SOI TOIT I IOC TOOIIOTTIO II IOI TORTI TSI TIA IIS IIIA) 


procedure Constants; 


begin a . 
write('Unit-Number (0- oy, . 8 


readin ( 


DriveNum) ; 


-{ Read anit: number } 


write('Diskette side _ or 1): pe 
readin(Side); 
if AT then 


a4 Read head number } 
{ only for AT 


begin 
writeln(' Format- Parameter:'); 
writeln(' 1 320/360-KB-Diskette in 320/360- KB drive'); 
writeln(' 2 = 320/360-KB-Diskette in 1.2-MB drive'); 
write(' 3 = 1.2-MB-Diskette in 1.2-MB-drive -- Please input: '), 
readin (FTyp) 
end; 
end; 


[RARER KKK KKK RRR RR KERRIER KER K KEK EKER KEKE KKK KKK KEK KK KKKKKKEKEKKKKEERE EE | 


(* HELP: Display help text on the screen . il ie 
{* Input : none *} 
{* Output : none cM 


[ASUS EERE IDES REISS IEE IIE IIS IIE IIIS CII OI IIIS IDOI ORT OHIIOA TIA IAI) 


procedure Help; 


begin 
writeln (#13#10' COMMAND OVERVIEW'); 
writeln ('=------523—4- nee ‘); 


writeln('e = End'); 
writeln('g = Get (Read) '); 
-writeln('s = Sector fill'); 
writeln('r = Reset');. 
writeln('f = Format'); 
writeln(‘c = Constants'); 
writeln('? = Help'#13#10) ; 
end; : 


[GIGI GIOIOIOIISIGIIIIGIICI IOI ISITE IOI ISIS ITC T TTI IK) 
{* READSEC: Read a diskette sector and display it on the screen _ *) 
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{* Input : none le 
{* Output : none al 
{ BAAR RRR KR IKI KKK KIRKE K IKI KERR KER KKK ERK EK EKEKEEK EE | 


procedure READSEC; 


var DataBuffer : array [1..512} of char; { the characters read } 
Track, { the track from which to read } 
Sector : integer; { Sector to be read } 
begin 
write ('Track : '); 
readln (Track) ; { Read track from keyboard } 
write('Sector: '); 
readln (Sector); { Read sector from the keyboard } 


ErrCode := ReadSectors (DriveNum, Side, Track, Sector, 1, 
seg (DataBuffer), ofs(DataBuffer), Dummy) ; 


if (ErrCode = 0) then { Error occurred during reading? } 
begin 
write ( '-------------------------~-------~------- + 
for Dummy:=1 to 512 do { output the 512 characters } 
begin 
case DataBuffer [Dummy] of 
#00 write('<NUL>'); { treat control characters separately } 


#07 : write('<BEL>'); 
#08 : write ('<BS>'); 
#09 : write('<TAB>'); 
#10 : write ('<LF>'); 
#13 : write ('<CR>'); 


#27 write ('<ESC>')>; 
else write (DataBuffer [Dummy] }; { output normal character } 
end; 
end; 
write (#13#10 ' -------------- ----- ++ --- --- - - t+ 
Os i2 cin ise nse mens cs cuts Snes ns wis cu an ms icons mi oc issee Shmn co eni ep Abus ln Geuvs Ges "cuin cn Ga cls nin lbw en De 
end 
else WriteError (ErrCode) ; { output error message } 


end; 


{ RA ER RRR KEK KEK KKK KKK KKK KKK KKK KEK KKK KKK KKK KKK KIRK KKKEKKEKKKKKKEKKK KK | 


{* FORMATIT: format a certain number of sectors of a *} 
i* track with 512 bytes each *} 
{* Input : none © *} 
{* Output : none a 


{ RR AARARR HEHEHE K EKER KKK ERK KEK KEKE ER KRAKKKEKEKK KEKE EKERKEKKK KK } 


procedure FormatIt; 


var Track, '{ Track to be formatted } 
Sector : integer; { Number of sectors } 
begin 
write('Track : '); 
readin (Track); { Read number of tracks from keyboard } 
write('Sector: '); 
readln (Sector); { Read number of sectors from the keyboard } 
if AT then SetDasd(FTyp) ; { if AT then diskette type } 
WriteError (FormatTrack (DriveNum, Side, Track, Sector, 2))}; 
end; 


{ RRR I RK KKK KKH RRR KIRK IK AKIKO K KKK IKKE KKK KK IKK KK KKK KK 


{* FILLSECTOR: Fill a sector with a character i 
{* Input : none <} 
{* Output : none *)} 


{BRR AR RRR RRR RRR KK RK KEK KKK RE KEK REKKK KKK EKER REE KKK RRR EKER KKK KEKE KE } 


procedure FillSector; 


var DataBuffer : array {1..512] of char; { Content of sector to fill } 
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Loopcnt, { Loop counter } 
Track, { Track in which the sector is located } 
Sector : integer; { Number of sector to be filled } 
FillChar : char; { the fill character } 
begin 
write ('Track ae a 


readln (Track) ; 
write('Sector : 
readin (Sector) ; 
write ('Character: 
readin (FillChar); 


{ Read track from keyboard } 


{ Read sector from keyboard } 


rs 


{ Read the fill character from the keyboard 


for LoopCnt := 1 to 512 do 


DataBuffer[LoopCnt] := FillChar; { Fill buffer with characters 


yor 


WriteError (WriteSectors (DriveNum, Side, Track, Sector, 1, 


end; 


seg (DataBuffer), ofs(DataBuffer), Dummy) } 7 


{RRA IRR RIK RHR KK RIKKI KK RK KIRK IR ERK K HAKKAR AKER KEK KEKE KKK KEE KE } 


{** 


MAIN PROGRAM bad 


[CORIO III UICC III III IO ITI IA IOI III ITI IAAI AISA AHI AA Y 


begin 


clrscr; 


textbackground (7) ; 


textcolor (0); 


{ Clear screen 
{ light background 
{ dark characters 


writeln(' DISKMON: (c) 1987 by Michael Tischer "+ { Headline 
? = Help ‘); 
textbackground (0); { dark background } 
textcolor (7); { light text } 
window(1, 2, 80, 25); { only first line does not belong to window } 
DriveNum := 0; { Indicate unit 0 as constant } 
Side := 0; { Side 0 as constant } 
FTyp := 3; { 1.2 MB diskette in 1.2 MB unit } 
if mem(SFOOO:SFFFE] = SFC then AT := true { test if AT or } 
else AT := false; { PC or XT } 
WriteError (ResetDisk) ; { perform Reset } 
repeat 
repeat 
write ('DISKMON>'); { output prompt } 
readln (Commana) ; { Read command from keyboard } 
until (Command <> ''); 
case (Command [{1]) of 
‘2?’ 3: Help; {? display help text 
*‘r’ : WriteError (ResetDisk); {r perform reset 


‘s' : FillSector; 
‘f' 3: FormatiIt; 
‘g' : READSEC; 
‘c': Constants; 


{s fill a sector 
{f format a track 
{g read a sector 
{c input constants 


else if Command <> ‘'e' then writeln('unknown command‘); 


end; 


until (Command = ‘e'); {e end program } 


end. 


The DISKMON in Pascal and the following version in C strongly resemble each 


other. Both have 


the input loop inside the main program and the individual 


commands placed in procedures or functions outside the main program. Unlike the 
BASIC version of DISKMON, a difference exists between the DISKMON 
commands and the BIOS function call. They are stored in separate program 
sections. This has the advantage that the BIOS function calls can be easily 
transferred as stand alone modules to other programs. 


Problems with addressing the data buffer don't exist in C or in Pascal as they do in 


BASIC. The buffer is a local variable. 
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There are two small differences between the C and Pascal versions. They are in the 
screen display and the administration of constants for unit number, disk side, etc. 
While the Pascal version defines these as global variables, the C version defines 


them as local variables within the main( program area. . 


C doesn't allow easy window definition for performing tasks. This is why the C 
version of DISKMON doesn't use the first screen line as a Status line to output a 


copyright notice and cali the Help command. 


C listing: DISKMONC.C 
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[RRR AEE KKK KERR KEKE IKKE EKK EERE AREER EREEREEKKKE / 


/* DIS KMONC */ 
[ Bn rr nn en nn nnn nnn enna / 
/* ~~ Task : DISKMON is a short disk monitor program, ef 
preity using BIOS interrupt 13(h) functions ial f 
[Fw een cca en ee er oe een ce ee ene a ae ee a a ena ae meee renee ene eae anes enn ee em anee erm memene x / 
/* ~~ Author : MICHAEL TISCHER */ 
/* Developed on: 08/15/1987 */ 
[* last update : 06/08/1989 a A 
[ Ri eeeeere eee oem hentine an caeienc sesame we seca oe ee ee eee */ 
/* (MICROSOFT C) */ 
/* Creation : CL /AS DISKMONC.C */ 
/* Call : DISKMONC ard 
[8 mn nr nn rn nn nnn */ 
/*- (BORLAND TURBO C) */ 
/* Creation : Make sure Case-sensitive link is OFF before */ 
/* compiling & linking | */ 
/* Select Compile/Make or RUN (no project file) lf 


[RIKI III IK IRI KIKI IK IKI KIKI AI RIERA I KHIR IAI KAKI IAI KAIRIE AKAIKE IK | 
/ *== Add include fi leS S2=2ess=ase2eesssa Sees sees SSeS / 
finclude <dos.h> 


#include <stdio.h> 
#include <ctype.h> 


typedef anetgaed char byte; /* Create a byte */ 
/ t== Con stant Ss = SSeS ee ee See hk / 
#define FALSE 0 /* Constants to make reading the */ 
#define TRUE.1 /* source code easier */ 
#define NUL 0 - /* null character */ 
#define BEL — 7 /* bell character code * / 
#define BS 8 - '/* backspace character code */ 
#define TAB 9 /* tab character code */ 
#define LF 10 : . /* linefeed character code */ 
#define CR 13 /* Return key code */ 
#define EF 26 /* End of file code */ 
#define ESC 27 | | - /* Escape code */ 
#ifndef MK FP /* MK FP still undefined? */ 


#define MK FP(s,o) ((void far *) (((unsigned long) (s) << 16) | (0))) 


#define peekb(a,b) (*( (byte far *) as he ren 
#endif ae 


/*-- The following macros state the offset and segment addresses of --*/ 
/*-- any pointer Sia a a */ 


PC System Programming 


Abacus 


a] 
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#define GETSEG(p) ((unsigned) (((unsigned long) ((void far *) p)) >> 16))_ 
#define GETOFS(p) ((unsigned) ((void far *). p)). 


f/* -> Function declarations --—--<1322-H-Ss 3 ese eee eer snare */ 


byte DRead( byte, byte, byte, byte, byte, byte far * ); 
byte Dwrite ( nye byte, byte, Pune mavey byte far * ); 


struct FormatDes { ee _/* Describes format of a sector */ 
byte Track, 
Side, 
Sector, /* logical sector number */ 


Length; 
}e nos 


J BPI IK I IK TK IR IT IK IK IK IIT IO RTI KT IK TOTO I TI IOI THK I IK IK IKI AK IKK EK / 


/* RESETDISK: Reset. all drives connected to system . - */ 
/* Input : none go ws oo */ 
/* Output : error status © */. 


JRA EAH AEREA EE EEE AKER KEKE EERE ORERE ERE TENE HERE EERE EER RRENEREER ONES 


byte ResetDisk () 


{ 


union REGS Register; /* Register. variable for interrupt call */ 
Register.h.ah = 0; i: /* Function number for reset = 0 */ 
Register.h.dl = 0; /* Reset disk drives */ 
int86 (0x13, &Register, &Register); _. /* Call BIOS disk interrupt */ 
/* printf ("Result: $d\n", Register.h.ah); */ — 


return (Register.h.ah); . /* Return error status */ 


} 


[RK IKK KIKI RIKKI IIIA IKK IKK AK IK KIKI IK KIA KKK KKK KIKI KKK EK KEKEKEKEEK / | 


/* WDS: Display status of the last disk operation a7 
/* Input : see below ee! 
/* Output : TRUE if no error, otherwise FALSE ea 4 


[RRR KIA IKK IRI IK IK IK IKI KR IK III KI KIKI KI KIKI KI KIKI KIKI KEKEKK / 


rai WDS. (Status) ae SR ine NS 
yte Status; /* Disk status */ 
{ 

if (Status) = CAs /* Error occurred? */ 


/* YES */ 
printf ("ERROR: "); . 2 ae 
switch (Status) fat /* Display error msg */ 
{ 
case 0x01 : printf ("Function number not permitted\n"); 


break; 
case 0x02 : printf(“Address marking not found\n"); 
break; 
case 0x03 : printf ("Disk is write-protected\n") ; 
. . break; 
case 0x04 : printf("Sector not found\n"); 
—.. break; 
case 0x06 : printf ("Disk poten 
break; 
case 0x08 : print £ ("DMA Siauciouvaeh: 
oe . break; 
case 0x09 : printf ("Data transfer Bast segment lintit\n");. 
break; 
case 0x10 : printf ("Read errant 
break; 
case 0x20.: Bete te OMe OLS POENON 
cfs . break; 
case 0x40 : printf ("Track not foundvany 
break; 
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case 0x80 : printf("Time Out error\n"); 
break; 
case Oxff : printf(“Illegal parameter\n"); 
break; 
default : printf("Error %d unknown\n", Status); 


ResetDisk (); . /* Execute reset on error */ 


} 


return (!Status); 


} 


[RRR KKK ERK RK KEK KIKI KE KREKRE KEKE KEK KEKE KEKE KKK KEK KEK KERR EEK EERE KEREKKEKK / 


/* DREAD: Read specified sector from disk */ 
/* Input : see below . */ 
/* Output : error status */ 


[RRR EE KR REKEERKRKKIKKEKREKEKEKRKAKE EKER KKK EK KERR EKER EEA KKK EKKEKK / 


byte DRead(Drive, Side, Track, Sector, Number, Buffer) 


byte Drive, /* Drive number */ 
Side, /* Disk side or read-write head number */ 
Track, . /* Track number */ 
Sector, /* First sector to be read */ 
Number, /* Number of sectors to be written */ 
far * Buffer; /* FAR pointer to a byte vector */ 
{ 
union REGS Register; /* Register variable for interrupt call */ 
struct SREGS SRegs; /* Variables for segment register */ 
Register.h.ah = 2; /* Function no. for read is 2 */ 
Register.h.al = Number; /* Number in AL register */ 
Register.h.dh = Side; /* Side in DH register */ 
Register.h.dl = Drive; /* Drive number in DL */ 
Register.h.ch = Track; /* Track in CH register */ 
Register.h.cl = Sector; /* Sector in CL register */ 
Register.x.bx = GETOFS ( Buffer ); /* Offset address of buffer */ 
SRegs.es = GETSEG( Buffer ); /* Segment address of buffer */ 
int86x (0x13, &Register, &Register, &SRegs); 
return (Register.h.ah); /* Return error status */ 


} 


[RIKI IRI KI KR IK IKK IK KAI HII IAI KI RTH RIK ITAA IIIA IAI SATII AI KAI A AAA AK KKK KKK / 


/* DWRITE: Write to the specified number of sectors x} 
/* Input : see below By & 
/* Output : error status wy f 


[RRR KKEKEEK KEKE KKK KEKE KKK EK KEK KKK KEKE KIER KKK KEKEKEKEKKKKKE EKER EK KEKEKEEKKE / 


byte DWrite(Drive, Side, Track, Sector, Number, Buffer) 


byte Drive, /* Number of drive to be accessed */ 
Side, /* Disk side or number of read-write head */ 
Track, /* Track number */ 
Sector, . /* First sector to be written */ 
Number, /* Number of sectors */ 
far * Buffer; /* FAR pointer to a byte vector */ 

{ 
union REGS Register;  - f* Register variable for interrupt call */ 
struct SREGS SRegs; /* Segment register variables */ 
Register.h.ah = 3;. /* Function no. for write is 3 */ 
Register.h.al = Number; /* Number in AL register */ 
Register.h.dh = Side; /* Side in DH register */ 
Register.h.dl = Drive; /* Drive number in DL */ 
Register.h.ch = Track; /* Track in CH register */ 
Register.h.cl = Sector; . /* Sector in CL register */ 
Register.x.bx = GETOFS( Buffer ); /* Offset address of buffer */ 
SRegs.es = GETSEG( Buffer ); /* Segment address of buffer */ 
int 86x (0x13, &Register, &Register, &SRegs); /* BIOS disk int. call */ 


return (Register.h.ah); a /* Return error status */ 
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[RRR RRR KER IR KIKI IIR KKK IIR KKK KEK KKK KEE KEK KR K KK RK EK RHE / 


/* FORMAT: format a track a */ 
/* Input : see below . */ 
/* Output : error status */} 
/* Info : BYTES parameter gives the number of bytes in the for- */ 
7* matted sector. The foiliowing codes are allowed: a7: 
/* 0 = 128 bytes, 1 = 256 bytes */ 
i= 2 = 512 bytes, 3 = 1024 bytes =] 


[RII IKI KKH HRI IK TK TT TK IKK IKK IK TK IKKE AIK RK RAKE RK KIKI / 


byte Format (Drive, Side, Track, Number, Bytes) 


byte Drive, 
Side, . /* Side/head number */ 
Track, /* Track to be formatted */ 
Number, 7 /* Number of sectors in this track */ 
Bytes;. - /* Number of bytes per sector */ 
{ _ 
union REGS Register; /* Register variable for interrupt call */ 
struct SREGS SRegs; /* Segment register variables */ 
struct FormatDes Formate [15]; /* Maximum of 15 sectors */ 
byte 1 . /* Loop counter */ 
if (Number <= 15) ' /* Is number o.k.? */ 
{ 
for (i = 0; i < Number; i++) "=" /* Set sector descriptor */ 
{ 
Formate[i].Track = Track; /* Track number */ 
Formate[i].Side = Side; /* Disk side */ 
Formate[{i].Sector = i+1; /* Sector increments by 1 */ 
Formate[i}].Length = Bytes; /* Number of bytes in sector */ 
ee 
Register.h.ah = 5; /* Function number for formatting */ 
Register.h.al = Number; /* Number in AL */ 
Register.h.dh = Side; /* Side number in DH */ 
Register.h.dl = Drive; . /* Drive in DL */ 
Register.h.ch = Track; /* Track number in CH */ 
Register.x.bx = GETOFS ( Formate ); /* Offset addr. of table */ 
SRegs .es=GETSEG( Formate ); /* Segment address of buffer */ 
int86x (0x13, &Register, &Register, &SRegs); /* Call BIOS disk intr.*/ 
return (Register.h.ah); _  /* Return error status */ 
else return (OxFF) ; /* Illegal parameters */ 


—} 


[RR RIKKI KKK KK RI RK KH KI IK IK KIKI IK KK KIRK KKK KKK KKK KKK KK I / 


/* CONSTANTS : Change drive number, disk side and disk type mea f 
fe -% - (PC/XT or AT) 7 
/* Input : see below 7 . */ 
/* Output —s :_: none a/ 


[RII III IOI CIO TO IIIT OI TTT I TTI IIIT IR IAI ITAA IAN / 


void Constants (Drive, Side, FTyp, AT) 


byte *Drive, /* Pointer to drive variable */ 
*Side, . . /* Pointer to side variable */ 

' FTyp, oe “A ~ /* Disk drive type */ 

AT; — : /* TRUE if computer is an AT */ 


printf ("Drive number (0- 3) 2.3% ee 
scanf (“%d", &Drive); ; /* Read drive number */ 


printf("Disk side (0 or 1): “); 
scanf (“td", &Side) ; x /* Read head number */ 
4f (AT) _ /* Used only by ATs */ 


{ 


printf ("Format parameter: \n") ; 

printf(" 1 = 320/360K diskette in 320/360K drive\n")>; 

printf(" 2 = 320/360K diskette in 1.2MB drive\n"); 

printf(" 3 = 1.2MB diskette in 1.2MB drive - please enter choice: "); 


Ml 
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scanf ("%d", &FTyp); 
} 
} ‘ 


0B III III ICI ICI III III III III ITO TIT TIAA IAAI A / 


/* HELP: Display help screen © . a 
/* Input : none : . ee! 4 
/* Output : none . */ 


[RRA IRR KKK KEKE RII III REIKI IKKE RIKKI KIA KIKI KKK EEK EEK KKK / 


void Help () 


{ : 
printf ("\nDISKMON (c) 1987 by Michael Tischer\n\n"); 
printf("C OMMAND OV &BRVIE W\n"); 
printf ("“---------~~------+-------+----- a hae ey 

printf ("{E/e] = End\n"); 

printf ("{G/g] = Get (read)\n"); - 

printf("(S/s} = Fill a sector\n"); 

printf ("{R/r] = Reset\n"); 

printf ("{F/f} = Format\n"); 

printf ("{C/c] = Constants\n"); 

printf ("{?] = Help\n\n"); 


[RRR KKKR KEKE KK KKK KHER KKK EK KEKE KEK KIER IK KEK EK KKK KKK KKK EEK KIKKEK KEKE KKEKEKKKK / 


/* GET : Read a disk sector and display it on the screen */ 
/* Input : none «/ 
/* Output : none ad 5 


JERR RIKKI KKK KKK KKK ERK KKK KEK KEK KKK KK KEKE KEKE KKK KEKE KEE KEKE KKEKKKKKKEKKEKK / 


void ReadSector (Drive, Side) 
byte Drive; /* Drive number */ 
byte Side; : /* Disk side number */ 


{ 


byte Buffer[512]; /* Contents of filled sector */ 

int <by 4 /* Loop counter */ 
Track, /* Track in which filled sector lies */ 
Sector; /* Number of sector to be filled */ 

printf ("Track : "); 

scanf ("%d", &Track) ; /* Read track number from keyboard */ 

printf ("Sector:.*) > : . 

scanf ("%d", &Sector); /* Read sector number */ 


if (WDS(DRead(Drive, Side, Track, Sector, 1, Buffer))) 
{ 


printf ("“------------------~--------------------- a 

printf ("------~-----------------------------~--- Bo 

for “(1.-= 0%" 4: 69124 144) /* Display characters read from disk */ 
switch (Buffer[i]) /* ASCII code conversion */ 


{ 
case NUL : printf ("<NUL>"); | 


break; 
case BEL : printf ("<BEL>"); 
break; 
case BS : printf ("<BS>"); 
oe break; 
case TAB : printf ("<TAB>") ; 
e break; : 
case LF : printf ("<LF>"); 
oes break; | 
case CR ;: printf£("<CR>"); 
break; 
case ESC : printf ("<ESC>"); 
break; 
case EF : printf ("<EOF>"); 
break; 


default : printf("%c", Buffer([i]); 
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Princl (* \heHsets=ssSase ase eee Sea aa eee “3 
Print f (Masse asa ee eee \n"); 
} 

} 


[ REKKKHKKK KKK KIEKK KK ERA RK KKK KEKE IKK II IK IKE AHAKAHHAKREKKEKRKKKKKKEKKEE | 


/* FORMAT: Format a specified number of sectors in a track with =} 


/* 512 bytes _ Bf} 
/* Input : none . */. 
/* Output : none . a | 


[RRR RII RII HITHER II KIKI KIKI TIKIT TAT KKK KI KKK IK EKER KKK KEK / 


void Formatit (Drive, Side, AT, FTyp) 


byte Drive, /* Drive number */ . 

. Side, . /* Disk side number */ 
AT, /* TRUE if computer is an AT */ 
FTyp; /* Disk drive type */ . 

{ 

int Track, /* Track to be formatted */ 

Number; | /* Number of sectors to be formatted */ 
printf ("Track ae ie site ate 
scanf ("$d", &Track); /* Read track number from keyboard */ 
printf("No. of sectors : "); 

scanf ("$d", &Number); /* Read number of sectors */ 

if (AT) cos f/* Is computer an AT? */ 

{ : 
union REGS Register; /* Register variable for interrupt call */ 
Register.h.ah = 0x17; /* Function no. for set DASD-Type */ 
Register.h.al = FTyp; , 
Register.h.dl = Drive; aes 
int86(0x13, &Register, é&Register); /* Call BIOS disk interrupt */ 


} 
WDS (Format (Drive, Side, Track, Number, 2, AT, FTyp)); 
} Bee ad, ete | : 


[ROI III III IOI IOI OI OO TOIT TO TOOK TRIO IORI A AK / 


/* FILL  : Fill a sector with a character eae | 
/* Input : see below ot 
/* Output : none a) a Ry 


[RIKKI IK IK HK IK KKK KK KK IKK KKK KKK KKK IKKE KEK IKARIA KEEKKIAKKEKKKKE / 


void FillIt (Drive, Side) 


byte Drive; /* Drive number */ 


byte Side; /* Disk side number */ 
{ : 

byte Buffer[512]; Gat /* Contents of sector to be filled */ 
ints, re /* Loop counter */ 


Track, /* Track in which the sector lies */ 
Sector; /* Number of sector to be. filled */ 
char Character; . /* Fill character */ 
printf ("Track ee ag . = 
scanf ("%d", &Track); /* Read track number from keyboard */ | 
printf (“Sector eau! Kar i 
scanf (“$d", &Sector); /* Read sector number from keyboard */ 
printf("Fill char. : “); 
scanf (“\r%tc", &Character); /* Read fill character from keyboard */ 
for (i = 0; i. < 512; Buffer{i++] = Character) 


s 


WDS (DWrite (Drive, Side, Track, Sector, 1, (byte far *) Buffer)); 


} 


[RII III III IOI III III OOO I TOIT OO ITO IK AA / 


Pre MAIN PROGRAM ee ares 


[KKK RIKKI IK RIKI KIKI KINKI HIRE KAITAIA KKK IKKE KAKEKKE / 
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void main() 


{ 


int Drive, . /* Drive */ 

Side, /* Disk side */ 

FTyp; /* Disk and disk drive format */ 
byte AT; /* Computer type (AT or PC/XT) */ 
char Entry; /* Accept user input */ 
Drive = Side = 0; /* Default of drive 0, side 0 */ 
FTyp = 3; /* 1.2-MB diskette in 1.2-MB disk drive */ 
/*-—- Read PC type from location in ROM-BIOS ------------------------- */ 


AT = (((byte) peekb(OxF000, OxFFFE)) == OxFC) ? TRUE : FALSE; 
printf ("\n\nDISKMON (c) 1987 By Michael Tischer\n\n") ; 


WDS (Reset Disk ()); /* Execute reset first */ 
do 
{ 
printf("? = Help> "); /* Display prompt */ 
scanf("\r %lc", &Entry); /* Get user input */ 
switch (Entry = toupper (Entry) ) /* Execute command */ 
{ 
case '?' : Help(); /* Display help screen */ 
break; 
case ‘R' : WDS (ResetDisk()): /* Execute reset */ 
break; 
case 'S' : FillIt (Drive, Side); /* Fill a sector */ 
break; 
case 'F' : FormatiIt (Drive, Side, AT, FTyp); 
break; 
case 'G' :; ReadSector(Drive, Side); /* Read sectors */ 
break; 
case 'C' : Constants(&Drive, &Side, &FTyp, AT); 
break; 
default : if (Entry != 'E') printf("Unknown command\n"); 
} 
} . 
while (Entry != 'E'); /* “E" or “e" ends program */ 


} 
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7.8 Accessing the Hard Disk from the BIOS 


The original XT models included 10 megabyte hard disks. Hard disk drives are now 
the mass storage device of choice on PCs, with the floppy disk running a close 
second. However, the two devices have many features in common. 


Like the floppy disk, a hard disk consists of magnetized plates, also called disks, 
which can store data as magnetic impulses. Unlike the floppy disk, a hard disk 
contains several of these disks. The plates in a hard disk can store data on both 
sides, and therefore must have a read/write head above and below each disk for 
reading and writing data. 


Hard disk format | 


Hard disk formatting is similar to that of a floppy disk: Each disk is divided into 
tracks which have sectors within them. A cylinder consists of all sectors which can 
be accessed without moving the read/write heads. In other words, the heads remain 
Stationary within one cylinder while the disk moves beneath them. Moving the 
heads to another set of tracks accesses another cylinder. Every cylinder contains the 
same number of sectors, which in turn contain a constant number of bytes. 


Partitions 


The hard disk has another division beyond track, sector and cylinder levels: 
Partitions allow you to configure parts of a hard disk for different operating 
systems. Although you can format a disk according to one operating system and 
use that operating system exclusively, hard disks allow you to store several 
operating systems at once. You can allocate the number of cylinders needed for 
each operating system when formatting a hard disk. The first sector of the hard disk 
contains the information about this memory allocation. This information includes 
data about the beginning of each partition and its size, as well as which operating 
system lies in this partition (e.g., DOS has code 1). It also records which 
operating system is active and which operating system should be started during the 
system boot. 


XT and AT models can control hard disks capable of storing 10 megabytes, 20 
megabytes, 40 megabytes and more. Both hard disks have 2 disks (4 sides) 
(numbered 0 through 3) and accept 17 sectors per cylinder of 512 bytes each. The 
difference in capacity lies only in the number of cylinders. The XT hard disk has 
306 cylinders numbered from 0 to 305 on each side of its disk medium; the AT has 
615 cylinders numbered from 0 to 614 on each side of its disk medium. The XT 
hard disk has a minimum capacity of 10.16 megabytes and the AT hard disk a 
minimum capacity of 20.41 megabyte. 


Note: Exercise extreme caution when using the BIOS hard disk access 
functions. Unlike a disk drive which you can test out with an unused 
disk, you can't do the same with a hard disk. Careless use of the 
Write or Formatting function could lead to irretrievable data loss. If 
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~ you plan to try these functions, back up the entire hard disk before 
you try these functions. | 


BIOS accesses the hard disk through interrupt 13H—the same interrupt used for 


floppy disk access. The individual functions are identical for hard disk and floppy 


disk drives, but hard disk control is very different from floppy disk drive control. 


BIOS uses different modules for controlling the hard disk and disk drives. When 


you call interrupt 13H, it accesses the hard disk routine first. This routine tests 
whether the hard disk or floppy disk drive should be addressed, based on the device 
number in the DL register. If the hard disk is involved, it calls the proper routine 
in the hard disk module. On the other hand, if the floppy disk drive should be 
addressed, another module must be called by calling interrupt 40H, which points to 
the old disk interrupt 13H. = es 


_ All hard disk functions share the condition that after the function call they use the 


carry flag to signify whether they could perform their task or if an error occurred. If 
this is the case, the carry flag sets and an error code passes to the AH register. The 
individual codes have the following meanings: 


Addressed unavailable function or drive | 
Address marking not found | 
sector not found 


CCH Write error . 


When any one of these errors occur except error 01, execute a reset and try calling 
the function again. Most of the time the error won't recur. 


More about errors 
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; If error 11H occurs during the read function, the data read in may not actually be 
defective. This error indicates that a read error occurred, but that it could be 


corrected with the help of the ECC (Error Correction Code) algorithm. This 
procedure is similar to the CRC (Cyclic Redundancy Check) process used in the 
disk drives. A complicated mathematical formula adds the individual bytes of a 
sector. The result of the process goes to the disk in the form of a sector plus four 


_ bytes. If a read error occurs, it can be corrected within certain limits with the help 
_ of the stored ECC results. | : os 


Abacus — | 7.8 Accessing the Hard Disk from the BIOS 


The use of processor registers for data transmission becomes another parallel 
between the hard disk and floppy disk functions. The function number passes to 
the AH register. If the program requires the number of the hard disk to be 
_ addressed, it always passes to the DL register. The value 80H always stands for the 
_ first hard disk, and 81H for the second hard disk. The number of the read/write head 
(and indirectly of the disk addressed) passes to the DH register. The CH register 
accepts the cylinder number. Remember that a 10 megabyte hard disk has more 
than 306 cylinders. Since this 8-bit register can only address 256 cylinders at a 
time, this register alone isn't enough to indicate the cylinder number. 


| For this reason bits 6 and 7 of the CL register help indicate the cylinder number. 
_ They form bits 8 and 9 of the cylinder number, permitting an addressable range of 
1,024 cylinders (0-1,023). Bits 0 to 5 of the CL register provide the number of the 
sector to address (they are numbered from 1 to 17 in each cylinder). If you attempt 
to access several sectors at a time, the numbers of these sections pass to the AL 
register. During read/write operations a buffer address must be indicated from which 
data can be read or to which data can be transferred. In such a case, the ES register 
passes the segment address and the BX register the offset address of this buffer. 


Function OOH: Reset 


Function OH resets the controller without the need of any other parameters. After 
an error occurs, this function should always be called before the next data access. 
The information from the hard disk on which the execution of the reset is based 
passes to the DL register. 


Function 01H: Status 


Function 01H reads the hard disk drive status (this status is indicated after every 
hard disk operation). The number of the drive whose status should be read must be 
- Stored i in the DL register. 


Function 02H: Read sector > 


Function 02H reads one or more sectors. A single call of this function can read up 
to 128 sectors. This limitation occurs because the hard disk controller transfers data 
directly into RAM through the DMA. The DMA chip can only transfer a 
maximum of 64K at a time, in one memory segment at a time. For this reason, it 
is important that the complete buffer whose address passes to ES:BX fits into the 
64K starting with the segment address in ES. Otherwise the DMA ms may report 
an error. . 

This function initially reads all sectors in numerical order within the cylinder 
indicated, using the read/write head indicated. Once the function reads the last sector 
of a cylinder, and | additional sectors should be read, reading continues with the first 
sector of the same cylinder, but using a different read/write head. After the function 
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accesses the last read/write head and additional sectors still remain, the read process 


continues in the first sector of the following cylinder on the first read/write head. 


Function 03: waite sector 


Function 03H writes one or more sectors. A single call of this ee can write 


_ data in up to 128 sectors. This limitation is also caused by the DMA (see function 


02H above). 


This function initially writes all sectors in numerical order within the cylinder 
indicated, using the read/write head indicated. Once the function writes to the last 
sector of a cylinder, and additional sectors should be written, writing continues 
with the first sector of the same cylinder, but using a different read/write head. 
After the function reaches the last read/write head and additional sectors still 
remain, the write process continues in the first sector of the following cylinder on 
the first, read/write head. 


Function 04H: Verify 


Function 04H verifies the different sectors of a cylinder. No comparison occurs 
between the data on the disk and the data in memory (no buffer address needed in 
ES:BX). ECC numbers verify whether the bytes stored return the same results after 
processing through the ECC algorithm. The AL register indicates the number of 
sectors to be verified. 


Function O5H: Format 
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Function 05H formats the hard disk. Before a hard disk can be accessed it must be 
formatted. Similar to the function used for formatting a disk, this function must 
know the read/write head and cylinder number. In addition, it must pass the address 
of the buffer to the register pair ES:BX. This buffer must be 512 bytes long, even 
if the function only accesses the first 34 bytes. It contains two bytes for each of 
the 17 sectors to be formatted. The first byte indicates whether the sector is in 
good condition. Assuming that every sector is in good condition, the value 0 is 
entered into this byte. The second byte accepts the logical number which should be 
assigned to the current sector. BIOS takes information from the first two bytes in 
the table about the first physical sector of the cylinder. Bytes 3 and 4 supply 
information about the second physical cylinder. Once the physical series has 
already been determined, the logical sequence of the sectors can 1. be set through 2 
bytes of a sector indication in this table. 


The numbers differ between a logical sector and its respective physical sector. This 
shift in logical sectors, called sector interleaving, help Spun access time on a 
hard disk. 
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The average hard disk rotates at 60 revolutions per second. This means that the 
next physical sector appears under the read/write head every thousandth of a second. 
The hard disk controller is incapable of transferring the 512 bytes of the sector 
previously read into the PC's memory. For this reason, the logical sectors shift in 
relation to the physical sectors, so that the next logical sector only appears under 
the read/write head after the hard disk controller completes the transmission of the 


- last sector. 


The interleave factor, i.e., the number of sectors by which the logical sectors shift 
in relation to the physical sectors, depends on the relationship between the speed at 
which the hard disk revolves, and the processing speed of the hard disk controller. 
For example, if the interleave factor is 6, this means that for every sector read, a 
"jump" of 5 sectors takes place before the next logical sector follows. The closer 
this factor comes to 1 (in which case the physical and logical sectors are identical), 
the faster the hard disk and the closer the transmission speed comes to the physical 
limit. 


While XT hard disks operate with an interleave factor of 1:6, AT hard disks are 
twice as fast, with an interleave factor of 1:3. The effects of the interleave factor 
and the relationship between logical and physical sectors can be seen in the 
following table: 


AT: physical logical 


sector 


- During a function call, BIOS enters a value into the first bye of a sector marker 


which tells the calling program whether or not the sector is OK. The value 0 
means OK, and the value 128 means a magnetization error occurred. Besides the 
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registers mentioned above, the AL register accepts the number of sectors to be 
processed. Since the cylinders of the AT and XT hard disks have 17-sector formats, 
the AL register should contain the value 17 during the call of this function. 


Function 08H: Check disk specs 


Function 08H, passing the number of the hard disk in the DL register, checks hard 
disk specifications. This is important for examining hard disks with unusual 
formats. 


After the function call the DL register contains the number of attached hard disks. 
This number can be 0, 1 or 2. In addition, the DH register contains the number of 
read/write heads. Since the read/write head count always starts at 0, a value of 7 
means that 8 heads are available. The CL register (bits 0-7 of the cylinder number) 
and the upper two bits of the CH register (bits 8 and 9 of the cylinder number) 
indicate the number of cylinders. The counting here also starts at 0. The last 
information is found in the lower 6 bits of the CH register. It shows the number 
of sectors per cylinder, where the counting begins at 1 (an exception to the rule, 
since the other counts in this function begin with 0). 


When a user interfaces a foreign hard disk to a PC, the BIOS must know the 
characteristics of this hard disk to perform correct access. For this reason it uses 
interrupt 41H for hard disk 0 and the interrupt 46H for hard disk 1 as pointers to a 
table. This table has a format prescribed by BIOS and describes the attached hard 
disk drive. BIOS stores a whole series of tables so that BIOS can adjust itself 
properly during the system boot from the booting hard disk drive. 


Note: - If the hard disk is already i in the PC and functions properly, do not 
nee attempt to access the hard disk description table, since the hard disk 
~ could be damaged. 


A table must be constructed in RAM for foreign hard disk interfacing, and interrupt 

vectors 41H or 46H must point to this table. In addition, function 9 must 

configure BIOS to use this table. The number 9 declares the function. The number 

of the drive (80H or 81H) is loaded into the DL register. You may never have to 
use this complicated function: Most hard disk manufacturers include a 

configuration program which performs the same task. Check the documentation 

which came with the hard disk for the parameters needed for the hard disk 
| ee table. | 


Function OAH: read ECC 
Function OBH: Write ECC 


Functions OAH and OBH are additional read/write functions. They differ from 


functions 2 and 3 in that they read and write the four ECC bytes at the end of each 
sector in addition to the 512 bytes of data. Because of this, every sector has 516 
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bytes instead of 512 bytes, and only 127 sectors can be read or written at one time, 
instead of 128 as in ' functions 2 and 3. | 


Function OBH: Recalibrate 


Function OBH recalibrates one of two hard disks. It also returns the error status, 
‘passing the error number to the DL register. 


Function 10H: Check ee status 


‘a! ; Ronichon 10H tests whether « or not the hard disk whose number is in the DL 


register is currently prepared to.execute commands. If the carry flag is set on the 


return of this function, the hard disk isn't seek Ane error code es to the AH 
register. Be ca oi, os 


Function 14H: Self test 


Function 14H forces the controller to perform an internal self test. If the controller 
is OK, it returns with a reset ce flag. | 


Function 15H: Check drive type : - 


: Function 15H determines the type of drive. The number of the dave (80H or 81H) 
passes to the DL register. If the drive is unavailable, it returns the value 0 in the 


AH register after the function call. If the AH register contains a value of 1 or 2, 
the device indicated is a floppy disk drive. The value 3 indicates a hard disk. If this 
is the case, the CX and DX registers contain the number of sectors on this hard 
disk. The two registers form a 32-bit number (the CX register contains the upper 
16 bits, and the DX register the lower 16 bits). 


Note: s We chose not to include demonstration: programs i in this section, 


because accessing a hard disk without proper knowledge can have 
serious consequences. While floppy disk drive access can be practiced 
with an unused or empty disk without worrying about damage, you 
only get one hard disk with a PC. One small mistake 8 ang access 
could destroy all data on a hard disk. 


Avoid hard disk access using BIOS functions unless absolutely necessary. Leave 
these tasks to DOS functions as much as possible. 
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7.9 Accessing the Serial Port from the BIOS 


Computers in every part of the world communicate with each other and exchange 
data. Most of the time these computers use normal telephone lines for this 
communication. Phone lines only permit slow data transfer, but allow users to 
communicate from almost anywhere on the planet. Data transfers serially (1.e., one 
bit at a time), while the sender and receiver maintain similar transfer protocols 
(parameters for data transfer). 


Serial card 
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Since basic PC configurations aren't equipped for this type of data transmission, 
data transfer is only possible when the user adds an asynchronous communication 
port (IBM's catch phrase for an RS-232 card, or serial interface card). 


This type of card enables data transfer between two computers direct through a 
cable or through phone lines. Both the sender and receiver require a modem to 
communicate using the latter method. Modems convert computer signals into 
acoustical signals which can then be transmitted over telephone lines. 


In addition to hardware, data communication requires software which controls the 
RS-232 card. BIOS offers this software in four functions called by interrupt 14H. 
Before discussing these functions in detail, let's examine data transfer protocol. 


Direction of data flow 


LSB MSB 
logical 1 ot o seaseets 


ooo 


lo g ical 0 ee 


5-8 data bits 
(optional) 
Parity bit 
(optional) 
1, 1.5 or 2 | 
stopbits 
Start bit _||Start bit of 
|Line status |jnext character 


Asynchronous transmission protocol 
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Word length 


Parity 


As the figure above shows, only the two line states, 0 and 1 (also called high and 


low) are important. The line remains high if no data transmission takes place. If 


the line's state changes to low, the receiver knows that data is being transmitted. 


Between 5 and 8 bits transfer over the line, depending on the word length. 


Unfortunately the BIOS functions only support a word length of 7 or 8 bits. If the 
line is low during data transmission, this means that the bit to be sent is 0. High 
signals a set bit. The least significant bit is transferred first, and the most 
significant bit of the character to be transmitted is transferred last. 


The character can be followed by a parity bit which permits error detection during 
data transmission. Parity can be even or odd. For even parity, the parity bit 
augments the data word to be transmitted, so that an even number of bits results. 
For example, if the data word to be transmitted contains three bits set to 1, the 
parity bit becomes 1 so that the number of 1 bits increments to four, making an 
even number. If the data word contained an even number of 1 bits, the parity bit 
would be zero. For odd parity the parity bit is set in such a manner that the total 
number of 1 bits is odd. 


Stop bits 


The stop bits signal the end of the transmission of data. Data transmission 
protocol permits 1, 1.5 and 2 stop bits. Some users are confused about the option 
of working with 1.5 stop bits, since some believe that you can't divide a bit. The 
explanation for this paradox comes from the data transmission protocol. 


Baud rate 


Old standards dictate that data transfers at a rate of 300 baud (about 300 bits per 
second), and one stop bit. The signal for a 1 bit and the signal for a 0 bit are both 
events. Binary bits when transmitted in an analog environment such as phone lines 


_ may not be identical with baud rates. Since stop bits always have the value 1, the 


line would be high for 1/300 second. If instead you keep the line high for 1/200 
second, 1.5 bits are transmitted. The line remains high until a new character 
transfers and sets the line transmitting the start bit to low. 


Some interfaces work with negative logic. In such a case the conditions for 0 and 1 
in the illustration above must be reversed. This doesn't change the basic principle 
of serial transmission. 


Protocol settings 


Data transmission only works if the sender and receiver both match various 
protocol parameters. First the baud rate (the number of bits transmitted per second) 
must be set. The standard baud rates for data exchange over voice telephone lines 
are 300, 1200 and 2400 baud. These baud rates depend on the capabilities of the 
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modem in use. For a dedicated (data only) telephone line or for direct data 


_ transmission through a cable, speeds up to 9600 baud are possible. Up to 80 bytes 
| | per second or 4800 bytes per minute can be transmitted at 9600 baud. 


The word length depends on the data being transmitted. If the data consists of 


normal ASCII characters, a 7-bit word is enough, since the ASCII character set has 
only 128 characters. If the data encompasses the complete PC set of 256 


characters, 8-bit words are more practical. 


Next the necessity of a parity check should be determined, and whether even or odd 
parity should be used. In most cases parity checking is recommended, since phone 
lines do not always transmit all data correctly. The parity selected is unimportant, 
as long as both sender and receiver select the same parity. 


The number of stop bits must be defined. One stop bit transmits successive 
characters faster than a setting of two stop bits. On the other hand, two stop bits 


__ increase the reliability of transmission. 


apes protocol 


The following ilinstration. shows a sample transmission of an "A" character with a 


protocol of 8 data bits, odd parity and one stop bit. Positive logic and a 300 baud 


transmission rate are assumed. Since the ASCII code of the "A" character is 65 
(01000001(b)) and therefore contains only two 1 bits, the parity bit changes to 1 


_ to set the number of 1 bits to an odd number. 


UART 


logical 1 


logical 0 


Stop bit 


1/300 second 


~ § data bits 


(01000001 (b) for “A") 


_ |Parity bit 


Transmitting A character: 8-bit word length, 1 stop bit, odd parity and 300 baud 


The brain: of an RS-232 card is the UART (Universal Aeyhebronouas Receiver 


_ Transmitter). You should be familiar with the design and capabilities of this 
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Transfer registers | 


A character transmitted on a data line passes first to a register designated as a 
transfer holding register. It remains there until processing ends on the character 
preceding it. Then the character moves to the transfer shift register from where the 
UART transmits the character bit by bit over the data line. Depending on the 

configuration, parity and stop bits implement the stream of data. When the BIOS 
function passes the status of the data lines to the AH register, bits 5 and 6 indicate 
whether these two registers are empty. _ | 


£ 
=, 


Receiver registers — 


. The receiver shift register accepts received data, then transmits the data to the 
receiver data register where the UART removes the parity and stop bits. If a 
previously received character is still in the data register, bit 1 of the line status sets 
to 1 to avoid overwriting. Bit 0 indicates that a character was received. If while 

‘processing the character, the UART discovers that a parity error occurred during the 
transmission, it sets bit 2 of the line status. If a breakdown occurs in the agreed- 
upon protocol (number of parity and stop bits), the action sets bit 3. The UART 
always sets bit 4 if the data line remains longer in low (0) status than required for 

_ the transmission of a character. Bit 7 signals a time out error. This occurs 
occasionally when the communication between the RS-232 card and the modem | 
isn't working properly. = _ Pas 
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Receive character 


Overwrite character 
in data register 


[Parity error 


Protocol not specified 


Line interrrupt 
Data register clear 


Shift register clear 


Time out 


- Line Status 


i 
Function 0: Passing protocol 


Before data can be transmitted or received, the UART must be informed of the 

number of stop bits, etc. Function 0 of interrupt 14H serves this purpose. The 

function number (0) enters the AH register, and the protocol passes to the AL 
_ register. The bits of the AL register indicate the various parameters: 
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PB DEOL OCO Lf ste ee ee 
bit 0,1 [Word length : | 
10(b) - 7 bits 
| _|__11(b) - 8 bits 
Number of Stop bits 
| i 0 - 1 Stop bit 
1 - 2 Stop bits 


Parity check 
00(b) - none 
O1(b) - odd 


bit 3,4 | 
10(b) - even 


bit 5 -7 [Baud rate 


After initialization the function loads the line status into the AH register. 


Function 1: Transmit character 


Function 1 transmits characters. During its call, the AH register must contain 1 
and the AL register must contain the character to be transmitted. If the character 
was transmitted, bit 7 of the AH register changes to 0 after the function call. A 1 
signals that the character could not be transmitted. The remaining bits correspond 
to the line status. 


Function 2: Receive character 


Function 2 receives characters. After calling this function the AL register contains 
the character received. AH contains the value 0 if no error occurred, otherwise the 
value corresponds to the line status. 


Function 3: Line/modem status 


Function 3 senses and returns the modem status and line status. It returns the line 
Status in the AH register and the modem status in the AL register: 


334 


Abacus — ee | | 7.9 Accessing the Serial Port from the BIOS 


Modem ready to send status change | ; 


0 
Bit 1 | Modem on status change _ | 
Bit 2 | ee. 
Bit 3 Connection to receiver status change 2 


{Bit 4 | Modem ready to send _ : en 


Bit 7 {| Connection to receiver modem . | | 


Bits 4 to 7 represent a duplication of bits 0 to 3. Bits 0 to 3 indicate whether the 
contents of bits 4 to 7 have changed since the last reading of the modem status. If 
this is the case, the corresponding bit contains the value 1. For example, if bit 2 
contains the value 1, this means that the content of bit 6 has changed since the last 
reading. In reality it means that the phone just started to ring or has stopped 
ringing, depending on the previous value of bit 6. 
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7. 10 The Cassette Interrupt 


‘The c cassette interrupt (interrupt 15H) i iS a eftover from the days when PCs used 


cassette recorders exclusively as data storage devices. This interrupt provided four 
functions (numbered 0 through 3) for enabling and disabling the cassette recorder 
motor, reading from and writing to magnetic tape. As the PC gained ground in the 
business world, the disk drive became popular. Consequently, the cassette drive's 
popularity faded. 


The four cassette interrupt functions remain part of the PC's ROM-BIOS. The XT 
has no cassette recorder interface. In addition, the XT's cassette interrupt consists of 
a short routine which sets the carry flag and stores an error code in the AH register 


to tell the program that the function called is unavailable. 


The AT and the cassette interrupt 


The cassette interrupt returned with the introduction of the AT. New functions can 


be called which have nothing to do with cassette recorder control. The following 
describes these functions, available only on AT models. 


-Among other things, the interrupt makes two functions available based on the 


time measurement of the onboard AT realtime clock. The first of these is function 


83H. It is useful in situations where the CPU is engaged in a time consuming task 


(e.g., computing a complicated formula), but other duties must be performed at the 
same time (e.g., checking the keyboard to determine if the user wants to terminate 
the operation). 7 


Function 83H: ome flag: 
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Function 83H calls the address of a flag (a byte in the user program)’ in which the 
highest level bit is set after a certain time period has elapsed. Within an executing 
program this flag can be tested after certain amounts of time. Only two assembly 
language instructions are necessary for this, so the testing requires little time. 


Function number 83H passes information to the AH register. The segment address 


of the flag is loaded into the ES register and the offset address into the BX register. 
The time that should elapse until the flag is set is passed to the CX and DX 
registers. Both registers form a 32-bit number which indicates the number of 
microseconds to wait (1 second = 1,000,000 microseconds). 


The CX register represents the upper 16 bits of this number. To calculate the total 
time, the contents of the CX register must be multiplied by 65,536 and the DX 
register must then be added to the total. If the waiting period is known in 
microseconds, the value for the CX and the DX eet can be calculated: 


CX = int (Waiting period /65,536) © 
DX = Waiting period mod 65,536 
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This function can only be called if the previous call of this function has ended (the 
time indicated has elapsed). If this is not the case, the function returns immediately 
with the carry nee set. 


Function 86H: Wait for end time 


The second time function, function 86H, differs from function 83H in that it waits 
until the time indicated has elapsed. For this reason the function number must pass 
to the AH register, and the waiting time to the CX and DX registers during the _ 


function call. To convert the waiting time into two values for the CX and DX 


registers, the formula above can be used. This function can only be called if 
function 83H was not called previously, and if the time period set during its call 
has not yet elapsed. In such a case, the function returns aenieuatey with a set 
carry flag to the calling program. | . 


Extended memory 


The AT accepts more than 640K of memory. This additional memory (called 
extended) begins at 1 megabyte and cannot be accessed in real mode, in which the 
80286 processor operates as an 8086 processor. Function 88H determines the 
availability and size of this memory. Placing a value of 88H in the AH register 
returns the size of RAM beyond the 1 ‘megabyte paneer cexcluding RAM from 0 


to os) in 1K increments in the AX eer 


Function 87H: Move memory block. 


Global 


Function 87H moves blocks of memory within the total memory space. This 
means that blocks of memory can be moved from the area below the 1 megabyte 
limit to the area above the 1 megabyte limit, and the other way around. The 
function should not be used for the latter, since its call is complicated and has 
other disadvantages. To access memory beyond the 1 megabyte barrier, the 
processor must be switched into protected mode (full 80286 mode). Function 87H 
requires very comprehensive information, since the 80286 processor is more 
difficult to program in protected mode than in teal mode (8086 emulation under 
DOS). See the end of this section for a program which demonstuites the use of 
function 87H. oe ee : 


The function number 87H ke an passed to the AH register, then the number 


of the words to be moved (words only—not bytes) must be passed to the CX 


register. A maximum value of 8000H i coeresponds to a maximum value of 64K. 
Descriptor Table -) | | he | 


The ES:SI register pair receive the address of the GDT (Global Desctigece Table), 
which must be installed in the user program. The GDT describes the individual 
memory segments of the 80286 in protected mode. The segments in protected 
mode are exempt from the limitations made in real mode. While segments can 
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- only start at memory locations divisible by 16 in real mode, protected mode 


segments may start at any memory location. Furthermore, protected mode 
segments may be any size from 1 byte to 64K. 


Another protected mode innovation is the access code defined for every segment. It 
indicates whether the segment described is a data segment or a code segment (only 
code segments can be executed). The access code also contains information on 
access priority, and whether access is even permitted. Every segment descriptor 
consists of 8 bytes apiece. Function 87H expects during its call that six segment 
descriptors have been prepared in the GDT (i.e., memory space reserved for them). 
The ‘igure below illustrates which segment descriptors are involved, as well as the 
construction of a segment descriptor. 


Segment descriptor 

|}Segment length 

Bits 0-15 of segment address +10H 
START 

Bits 16-23 of segment address +18H 

Bits 16-23 of segnent address DEST. 


+28H 
Reserved (always 8) STACK 


G DT Addr. 


Addr 
+0 


+2 


+4 


ro 


+6 


+8 


Segment descriptor structure as seen by function 87H 


Only the segment descriptors designated as start and destination are of interest here, 
since the BIOS functions fill out the other descriptors. The first describes the 
segment from which the data are taken. The destination descriptor describes the 
segment into which the data are copied. The length of both segments can be 
OFFFFH (64K decimal), even if fewer bytes (or words) copy over in the process. If 
a lower value is indicated, do not allow the number of bytes (number of words 
multiplied by 2) to be copied to exceed this amount. Otherwise the processor 
notices an access across a segment boundary during copying, which triggers an 
error. The address of the two memory areas must be converted to a (physical) 24- 
bit address. The lower 16 bits of this address enter the second field of the segment 
descriptor and the upper 8 bits enter the third field. As access code 92H can be 
used, which signals the processor that the described segment is a data segment with 
the highest priority; that the segment exists in memory; and that the segment can 
be written. The last field of the descriptor exists for reasons of compatibility with 
the 80386 processor, and should always contain the value 0. 


While the address of the user program's buffer stays fixed, the address beyond the 1 
megabyte boundary to which data should be copied can be freely selected (subject 
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to RAM availability). The following table shows the addresses of the various 1K 
blocks beyond the 1 megabyte border as 24-bit addresses. 


= 100000H 124 


OK K = 11F000H 
1K = 100400H 125 K = 11F400H 
2 K = 100800H — -: 126 K «+= 11F800H 
3 K = 100C0O0H | 127 K = 11FCO0H 
4 K = 101000H 128 K = 120000H 
5 K = 101400H 129 K = 120400H 
6 K = 100800H 130 K = 120800H 
7 K = 100CO0OH 131 K = 120CO00H 
8 K = 102000H 132 K = 121000H 
9K = 102400H | 133 K = 121400H 
60 K = 10FO00H 252 K = 13F000H 
61 K = 10F400H 253 K = 13F400H 
62 K = 10F800H 254 K = 13F800H 
63 K = 10FCOOH 255 K = 13FCO0H 
64 K = 110000H 256 K = 140000H 
65 K = 110400H 257 K = 140400H 
66 K = 110800H 258 K = 140800H 
67 K = 110CO0OH 259 K = 140C0O0H 
68 K = 111000H 260 K = 141000H 
69 K = 111400H 261 K = 141400H 


After the function call the carry flag indicates the success of the function call. If 
the carry flag sets, an error occurred. The value in the AH register indicates the 
cause of the error: 


No error (carry flag reset) 
RAM parity error 


A disadvantage of this function is that while the processor is in protected mode, all 
interrupts must be suppressed. The reason is the fact that during the protected 
mode, BIOS interrupts (e.g., timer or keyboard) can be called, but these routines 
were developed for operation in real mode only. These interrupts may not work 
properly in protected mode. The disadvantage can be clearly seen when you call the 
timer. Since its interrupts are suppressed, protected mode performs no time 
measurement, and time remains frozen for a moment. If programs call function 
87H frequently, the clock may run slow by 20 or 30 seconds in one day. The clock 
can be reset easily to the proper time with software, so software can bypass most 
of the disadvantages. 


Function 89H: Protected mode 


Function 89H switches the AT into protected mode. Only someone developing his 
Own operating system may have any interest in this function. Any system capable 
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of multiprocessing must run in protected mode. This function goes far beyond the 


us of this book. See the AT technical manual for more information. 


Function 84H: Joystick reader 


~ Function 84H reads two joysticks connected to the AT. Two sub-functions operate 


within this function: Both return a set carry flag if the adaptor to which the 


_ Joysticks should be connected doesn't exist. 


_ The first sub-function executes by passing the function number to the AH register 


and the value 0 to the DX register. It returns the status of the joystick fire buttons 
in bits 4 to 7 of the AL register. 


The second sub-function executes by passing the function number to the AH 
register and the value 1 to the DX register. It returns current joystick positions 
using X- and Y-coordinates. The X-coordinate for the first joystick can be found in 
the AX, and the Y-coordinate in the BX register. For the second joystick, the CX 
register contains the X-coordinate and the DX register the Y-coordinate. 


Function 85H: Read SysReq key 
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The <System Request> key on the AT keyboard triggers an interrupt without 
producing a character code. It cannot be tested with the BIOS keyboard reading 
functions. Function 85H reads the keyboard for the <System Request> key. 
Passing the function number to the AH register executes the function. The current 
BIOS version doesn't implement this function within the cassette interrupt. 
Usually the <System Request> key does nothing when the user presses it. 
However, a machine language routine can assign a special application to the 
<System Request> key. This program must only "deflect" interrupt 15H to its 
own routine. If it's called by a user program or by the system, a user routine 
executes instead of the cassette interrupt. It can test whether the AH register 


- contains the function number 85H. If this is not the case, it calls the old cassette 


interrupt. If the AH register contains this function number, the user routine 
performs the desired action. | 


The content of the AL register is also important to this user routine because it 
indicates whether the user pressed or released the <System Request> key. 0 means 
activated, 1 released. 
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Demonstration programs 


Of all the functions made available by this intemept: the most interesting is 
probably function 88H. It permits the owners of ATs with memory beyond the 1 
meg limit to use memory that is inaccessible to DOS. The programs presented in 

this section demonstrate easy calls to function 87H within user programs. To 
illustrate the function call, each one of these programs copies the current video 
RAM contents directly beyond the 1 megabyte memory border. It then erases the 
video RAM and restores it again. The core of these programs is always the routine 
which calls function 88H of interrupt 15H. It constructs a GDT for this, enters the 
addresss of the start and destination area, as well as the GDT. First it converts the 
two addresses (passed as segment and offset addresses) into a 24-bit-wide address. 
This routine must be constructed first in assembly language for the higher level 
languages, then integrated into the higher level language programs. You'll see how 
this is done in the documentation of the individual listings. To avoid detailed 
comparison of the various assembler programs for linking into the move function, 
the difference lies almost exclusively in the area of a variable pane: Otherwise 
the programs are almost identical. 


BASIC listing: MOVE.BAS 


LOD PRAHA KERIKERI KEKE REE EKIKKEKREKERKEEKEKEKKKEKKEK ES 


110 '* | | MOVE | 5,2 
DO ma a ee a a a ee ‘can ‘ne ch Ges Gai Gs ea eto cs 5 ic i ee eeu Gs cei eS cu een’ cu in os, oS sss cs iss mS we 
130 '* Task. : uses the Routine for moving a storage area ** 
140 '* , to store the Video-RAM | | = 
150 '* Author : MICHAEL TISCHER gia 
160 '* developed on : 7.22.87 ee a perk: 
170 '* last Update : 9.21.87 sae 
180 UHH IK FIR IIIT KIT IIH IK IKI IKI IIH II TIA IAI IKARIA KAKA KRK KE 
190 * | : ndash) 
200 CLS : KEY OFF 


210 PRINT“WARNING: This program can only be started if the GWBASIC “ 

220 PRINT"was started from the DOS level with <GWBASIC /m:60000>" 

230 PRINT : PRINT“If this is not the case, input an <s> to Stop * 

240 PRINT"Else, press any key..."; 

250 A$ = INKEYS : IF A$ = “s" THEN: END 

260 IF AS = “" THEN 250 Saree 

270 CLS — ‘Clear Screen 

280 PRINT"MOVE (c) 1987 by Michael Tischer“ : PRINT 

290 PRINT"This Program uses Function 87(h) of Interrupt 15(h) to copy ‘locks _ 
300 PRINT“*of memory between the ‘normal' RAM and the RAM beyond the " — 

310 PRINT“1-Megabyte border.* 

320 DEF SEG = &HFOOO . "Set. BIOS-segment 

330 IF PEEK (&HFFFE) = &HFC THEN 380 "test if AT 

340 PRINT"Since this unit is not an AT, but a PC or * 

350 PRINT*XT, and they do not have memory the 1-MB limit, " 

360 PRINT“this program can not be executed! Sorry..." 

370 END ‘Terminate Program (PC or XT) 
380 PRINT“The Program will first copy the current display immediately beyond the " 
390 PRINT“1 MB border and thens clear the screen. If you then press a key, “ 
400 PRINT“the old screen content is restored." 

410 PRINT : PRINT"Please activate a key to start the program..." 


420 AS = INKEYS ; IF A$ = "" THEN 420 ‘wait for key 

430 STARTS% = VIDEOS% : STARTO% = 0 ‘Start-area is Video-RAM:0000 

440 GOSUB 60000 ‘install Function for Interrupt call 
450 GOSUB 61000 ‘install Function for copying memory 
460 GOSUB 50000 ‘get current Video mode ; 


470 IF VMODE% = 7 THEN VIDEOS% = &HBOOO ELSE VIDEOS% = &HB800 
480 STARTO% = 0 : STARTS% = VIDEOS% ‘Start address is the Video-RAM > 
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490 DESTSt = 0: DESTO’ = 0 ‘destination area is 10000:0000 

500 DIRECTIONS = 1 ee ‘copy from below to above 1 MB 

510 SIZE% = 2000 ‘the size of the Video-RAM is 200 Words 
520 GOSUB 51000 ‘move memory 

530 CLS . ‘clear screen 


540 PRINT“Please activate a key ..." 
550 AS = INKEYS : IF AS = "" THEN 550 ‘wait for key 


560 STARTS$ = 0 : STARTO% = 0 ‘Start area is 10000:0000 
270 DESTS%$ = VIDEOS% : DESTO% = 0 ‘Destination area is Video-RAM:0000 
580 DIRECTIONS = 2 ; ‘copy from above to below 1 MB 
590 GOSUB 51000 ‘move memory 
600 LOCATE 15,1 ‘Set Cursor to column 1 of line 15 
610 END 
620 ' 
50000 CRKKKKKKKKKKEKKEKKKKKKKEKEKEKKEKKKEKEKEKEKKKEKEKEKKEKEKEKKEKEKEKEKEKEKKEKEEKS 
50010 '* Sense current Video Mode | bak 
50020 hen nn nn nn nn nn oe ae a ee en oe oe ee oe Sol 
50030 '* Input: none st 
50040 ** Output: VMODE% = the current Video mode Pen 
50050 '* Info : the Variable 2% is used as Dummy * 
50060 TISAI IOI CII ICICI ITISIOIIIGI ICID ICICI OIC IOI OITA ITAA - 
50070 Z%=15 ‘get Function number for Video mode 
50080 INR%=&H10 ‘call BIOS-Video-Interrupt 16 (h) 
50090 CALL IA (INR&, Z%, VMODE%, PAGES, 2%, 2%, 2%, 2%, 2%, 2%, 2%, Z%, 2%) 
50100 RETURN ‘back to caller 

; QT OOO 8 aK IRR TR RII KEI RIK RRR KERRI K KEKE KE . 
51010 '* move a memory area a 
(51020 '*-------~---~~~~~---------~~~~+----+--- +--+ +--+ + = = 
51030 ** Input: STARTS% = segment address of the Start area =* 
51040 '* STARTO% = Offset address of the Start area an 
51050 '* DESTS% = segment address of the destination area as 
51060 * DESTO% = Offset address of the destination area *s 
51070 '* SIZE% = Number of words to be moved a 
591080 '* DIRECTIONS = Direction in which to move es 
51090 '* data: x 
51100 '* 0 = from below 1 MB --> to below 1 MB nS 
51110 '* 1 = from below 1 MB --> beyond 1 MB ” 
51120 '* 2 = from above 1 MB --> below 1 MB =e 
51130: ** 3 = from beyond 1 MB --> beyond 1 MB ne 
51140 '* Output: none *? 


51150 VHRR KR E KKK EKER KEKE KKEK KE KEKEKKEKRKHEKKKEEKKKKKKEKKKKK 


91160 CALL MOVE (STARTS%, STARTO%, DESTS%, DESTO% , SIZE%, DIRECTIONS) 


51170. RETURN ‘back to caller 

51180 ' 

60000 PKK KKK KKK RK IKI KIKI KKK KIRA KKK IKARIA EKEKAKEKAKKEKKEKK KK 
60010 '* initialize the Routine for Interrupt call . “s 
60020 | *--- 2 + nn nn rennet! 
60030 '* Input: none mee 


60040 '* Output: IA is the Start sda de of the Interrupt-Routine =! 


60050 OKRA KEEK KEKE KKK KK KEKE KEK KEKKKEEKKKKKKEKRKEKEKAEKERKEKEEK I 


60060 ! er 
60070 IA=60000!. ‘Start address of the Routine in the BASIC-segment 
60080 DEF SEG ‘Set BASIC-segment 


60090 RESTORE 60130 . 

60100 FOR I% = 0 TO 160 : READ X% : POKE IA+I%,X% : NEXT 'poke Routine 
60110 RETURN : ‘back to caller : 
60120 ' 

60130 DATA 85,139,236, 30, 6,139,118, 30,139, 4,232,140, 0,139,118 
60140 DATA 12,139, 60,139,118, 8,139, 4, 61,255,255,117, 2,140,216 
60150 DATA 142,192,139,118, 28,138, 36,139,118, 26,138, 4,139,118, 24 
60160 DATA 138, 60,139,118, 22,138, 28,139,118, 20,138, 44,139,118, 18 
60170 DATA 138, 12,139,118, 16,138, 52,139,118, 14,138,2.0,139,118, 10 
60180 DATA 139,:..52, 85,205, 33, 93, 86,156,139,118, 12,137, 60,139,118 
60190 DATA 28,136, 36,139,118, 26,136, 4,139,118, 24,136, 60,139,118 
60200 DATA 22,136, 28,139,118, 20,136, 44,139,118, 18,136, 12,139,118 
60210 DATA 16,136, 52,139,118, 14,136, 20,139,118, 8,140,192,137, 4 
60220 DATA 88,139,118, 6,137, 4, 88,139,118, 10,137, 4, 7, 31, 93 
60230 DATA 202, 26, 0, 91, 46,136, 71, 66,233,108, 255 

60240 ' ; 
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GLOOO PERERA KKKKKEKKHEK EEK AEE EEE KKK EEE KEKE E RK EK KEKE EKEKEKKEEKRKEKKKEKKKKKK! 


61010 '* Initialize Routine for moving of mremory areas. eae | 
61020 ie nera a aie cee apo piece earner Sass a en ae Or aera ler og ne oe elo x 
61030 '* Input: none n 
61040 ‘* Output: MOVE is the Start address of the Routine sales 
61050 CHK IKKE KKH KEE HR EKER KEK KEK KER KEKE KARE EKER EKEKEKREKEKS 
61060 '! ; . eae 

61070 DEF SEG | : a 'Set BASIC segment 

61080 MOVE=61000! the. ‘Start address of the Routine 


61090 RESTORE 61130 | 

61100 FOR I$ = 0 TO 140: READ BYTE% : POKE MOVE+I%,BYTE% : NEXT _ 
61110 RETURN eo i "back to caller 

61120 ' : 

61130 DATA 232,115, °.0, 0, 0, 0, 0, 0, 0; 0, 0, 0, 0, 0, O 
61140 DATA 0, O, 0, 0,255,255, 0, 0, 16,146, 0, 0,255,255, 0O 
61150 DATA 0, 0,146, .0, 0, -0,. 0, 0, 0, -0,. 0, -0,. 0, . 0, 0 
61160 DATA 0, 0, 0, 0, O, O, 85,139,236,139,126, 6,138, 45,139 
61170 DATA 126, 12,139, 5,139,126, 10,139, 29,246,197, 1,232, 46, 0 
61180 DATA 136, 84, 28,137 68, 26,139,126, 16,139, 5,139,126, 14,139 
61190 DATA 29,246,197, 2,232, 24, 0,136, 84, 20,137, 68, 18,180,135 
61200 DATA 139,126, 8,139, 13,205, 21,139,229, 93,202, 12, 0, 94,235 
61210 DATA 186,138,212,177, 4,210,234,117, 3,128,202, 16,211,224, 3 
61220 DATA 195,115, 2, 254, 194, 195 


The DATA statements integrated the interrupt call routine and the memory 
movement routine into BASIC. They contain the machine language command 
codes, read and POKEd into the BASIC section starting at address 61000. This 
address is also stored in the MOVE variable so that the program can be called from 
the CALL command in line 51160. For those of you who have mastered assembly 
language, here is the program listing from which the DATA lines of the MOVE 
function were derived. | 


Assembler listing: MOVEBA.ASM 


ee ee eee eee STS TT ST TT CSTE TTT TT CETTE TTT T TTT EET 


¢ ta 
zs MOVEBA *; 
ae eee em cae ome Oe an A ce an, OD EG ee Mp ete emi SEND ORD SUID GED AD MeN OD utes acs AD SD wu ED SUED Hn sa RAD EU SAAD ck Nt toes GA KA? scm iis nso een atin enna Se ant ens Sin imi sm aap es: 
:* Task : Makes the functions for moving of *; 
7* memory blocks beyond the 1MB memory limit x 
;* available in BASIC for linking Re 
ok a i sw cet i in’ ncn ie ey cw “sh is tex was Gs ashes) ms aca min i can ss cio ins ca mls oo in sd Sigs cn cos Ss eee SG ecco se ss wk es cms Sin esc a Got Se es ie Sl ‘nw we 
;* Author : MICHAEL TISCHER *F 
7* developed on :.8.22.87 a 
zt last Update : 9.21.87 we 
7 a ea aaa ga a oa See celen ne Saha Cem OA: Gat eee, SIRES END CD me, ae ; 
as Info: the Code is fully relocatable so that the wee 
he Routine can be poked to any place within the *; 
id BASIC segment : ee 
OR a te ste cee we ce cere sein eer ae en inte me ene ee ene eet Sn ee he 
a assembly : MASM MOVEBA; al 
:* LINK MOVEBA; *; 
as EXE2BIN MOVEBA MOVEBA.COM *; 
ok ke. 
" tf 


ERK ERE KEKE KEKE KEKE KEK KKK EK REE EERE KEE KERR KKK KE KEKEEKKEKKKERKKK 


code . segment 


assume cs: code, ds:code,es: code ge: code. 


MOVE: Copy storage blocks pevond the 1MB Limit eo nn enn 

-~ Call from BASIC: CALL ADR (Sourcesegment, StartOffset, Dest segment, 
DestOffset, Size, Direction); 

Info : - after the call Variables are in the following 

-~ | . . Positions on the Stack: 

-— Startsegment = SP + 16 

StartOffset = SP + 14 


ewe %e %e Be Bo Be We 


343 


7. The BIOS 


PC System Programming 


344 


me “Ns “Ne Me Ne Me Me Me Ne Me ON 


6 
< 
@ 


call 


Destsegment = SP + 12 


DestOffset 


Size 


SP + 10 
= SP + 8 


Direction ~ = SP + 6 


0 = 


1 
2= 
3 


== ~ for Direction the following Codes are accepted 


from below 1 MB --> to below 1 MB 

from below 1 MB ~--> to over 1 MB 

from above 1 MB --> to below 1 MB 
from above 1 MB <--> to above 1 MB 


the number concerns words not 


bytes, and can not be larger than 8000 (h) 


proc far 


get_adr 


;GW expects during CALL Far-Procedure 


sthe Address of the Routine 


j-- The Global Descriptor Table --------------------------------------- 


7 segment Descriptors for Dummy-segment 


7-- segment Descriptors of the Source-Area ~----------~---------7-~ 


GDT equ this word 
dw 4 dup (?) 
P dw 4 dup (?)} 
aw Offffh 
sa_lo dw (?) 
sa_hi db 010h 


db 10010010b 


dw 00000h 


dw Offffh 
da_lo dw (?) 
da_hi db (?} 

db 10010010b 


dw 00000h 


dw_-4 
dw 4 


dup (?) 
dup (?) 


;segment length = 64 KB 
;Lo-Word of the 24 bit-Address 
;Hi-Byte of the 24 bit-Address 
;Data segment in memory with 
shighest priority, Writeable 
;Compatibility Word for 80386 


r-~ segment Descriptors of the Destination-Area ----~----------~--- 


;segment length = 64 KB 
;Lo-Word of the 24 bit-Address 
;Hi-Byte of the 24 bit-Address 
7;Data segment in memory with 
;highest priority, Writeable 
;Compatibility Word for 80386 


7segment Descriptors BIOS-Code-segment 
7segment Descriptors Stack-segment 


z-- the Code of the MOVE-Routine -~--~----------------~------~~-~....----- 


movel: push bp 


mov 


mov 
mov 
mov 
mov 
mov 
mov 
test 
call 


mov 
mov 


mov 
mov 
‘Mov 
mov 
test 
call 
mov 
mov 
mov 
mov 
mov 
int 


bp, sp 


di, [bp+6] 
ch, [di] 
di, [bp+12]} 
ax, [di] 
di, [bp+10] 
bx, [di] 
ch,1 
calc_adr 


;store GW Basepointer 
ymove SP to BP 


7get Address of the direction Variable 

ymove direction to CH 

;get Address of Destsegment-Variable 

;move destination segment address to AX ( 
;get address of DestOffset-Variable . 
smove destination Offset address to BX 
;Destination beyond 1 MB? oS 

;form 24 bit Address _ 


[sitda_hi-gdt],dl ;store result 
[sitda_lo-gdt],ax 


di, [bp+16] 
ax, [di] 
di, [pbp+14} 
bx, [di] 
ch, 2 

calc adr 


get address of the Startsegment-Variable 
gmove Source segment address to mov 

7get Address of StartOffset-Variable 
7;Source Offset address to BX 

zis Source beyond 1 MB? 

sform 24 bit Address 


{sitsa_hi-gdt],dl ;store result 


[sitsa_lo-gdt],ax 


ah, 087h 
di, [bp+8] 
cx, [di] 
15h 


pParameter for the Function call 
;get Address of the Size-Variables 
zget number of words. 
¢call RAM-displacement function 


7.10 The Cassette Interrupt 


Abacus — 
mov sp,bp srestore Stackpointer 
pop bp zreturn BP from the Stack 
ret 12 Addresses of the Variables on the Stack 
zare no longer required 
Move endp - 
;-- GET ADR: returns the Offset address of the GDT ------------------ 
z-~- Input : fees 
g-~- Output : = Offset address of the GDT 
yor Register : = is changed 
get_adr proc near 
pop si sget Address of GDT from Stack 
jmp short movel 7jump to actual Routine 
get_adr endp 
ne CALC ADR: calculates the 24 bit (physical) Address --------------- 
z-- Input : AX:BX = Buffer address to be converted 
[== a Zero Flag = 1 : Buffer address beyond 1 MB 
7-—. Output : DL = HI-Byte of Buffer address (bit 16-23) 
;-- : BX = Lo-Word of Buffer address (bit 0-15) 
;-- Register : AX, BX, DL, CL and FLAGS are changed 
calc_adr proc near 
mov dl,ah — ;Hi-Byte of the segment address to DL 
mov cl,4 zmove Hi-Nibble of the segment 
shr dl,cl address to the Lo-Nibble 
jJne under iImb ;test if beyond 1 MB 
or dl,010h is beyond 1 MB 
under imb:shl_ ax,cl 7; segment. address times 16 
add ax,bx add Offset address 
jnc no_more test if excess 
ine dl eyes 
; no more: TOU... yback to caller 
calc_adr endp 
7 SSS SS SSS SS SSL SS SSS LS SS LS LS SS LS LS SS SS SL SSL LS SS SS SS SS SS SS SS SS SS SSS SS SS 
code ends 
end 
The INLINE command, not DATA statements, inteprate the MOVE routine into 
the following Pascal program. 
Pascal listing: MOVEP.PAS 


{ BARAK RHR KHER HERR REREKRKEKRIK IKKE KKK KEKE ERE KEK KKK EKER KHKKEKEKEKKE KE | 


{* | , MOVEP . *} 
{ Fanaa nnn np nnn nee et Se akties * | 
{* Task : With the help of a procedure, Data are fa 
{* copied in RAM below and above 1 MB *) 
{ *------------—- re wren nnn nnn nnn nt} 
{* Author | '-¢ MICHAEL TISCHER ba 
{* developed on : 8/8/87 = ae : ; *) 
{* last Update: 6/8/89 ee ia 
{ Boe er a re ee ee ee ee eee Se ee een * } : 
{*. .- Info» us This program runs only on ATs and Bas Sn eS 


{* only if RAM beyond 1 MB . *) 
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{* is available *} 


{ RARER RIKER ERE KEK IKK RRR EAE ERE HKER AKER AIK EKER EEEREEKK EE | 


program MOVEP; 


Uses Crt, Dos; {add Crt and Dos units} 


var Keypress :; char; 


{RR RRR IIR IR IK RRR IRI KR IKK IKK RIKKI RIK IRR IKK KER IKKE K EERE KK EKEK EE | 
{* GETPAGE: returns the segment address of the current display page *} 
{* Input : none sai 
{* Output : the segment address of the current display page ba 


{FARK IRI IKI IKK RR IRI RIOR RRR RIKKI RR RIK RIK RIT TRIKE EEE } 


function GetPage : Longint; 


var Regs : Registers; {Processor registers for interrupt calls} 
begin 
Regs.ah := 15; { Function number } 
intr($10, Regs); { Call BIOS video interrupt } 
if Regs.al = 7 then GetPage := $B000 { Monochrome card } 
else GetPage := $B800; { Color card } 
end; 


{ RRR A RRR RR RRR RK RR KKK RE RK RRR RK KARE REE KE KK KEKE KKK EKER KER EKKKKEKKKEK EE | 


{* MOVE: moves memory areas oS 
{* Input : see below *} 
{* Output : none a 
{* Info: Direction: 0 = from below 1 MB--> to below 1 MB *} 
i” 1 = from below 1 MB--> to above 1 MB *} 
hag 2 = from above 1 MB--> to below 1 MB *} 
{* 3 = from above 1 MB--> to above 1 MB, *} 
{* Addresses above the 1MB boundary are given relative *} 
{* to this value *} 


{FI TTR RR RIT RIT KT TOK TKK TR IIR IK IIR KKK IKE KEK KEKE KEKE KK KEKEEEKEKK EE | 


{ SF+} 

procedure HiMove (StartSeg, { Segment address of the start buffer 
StartOfs, { Offset address of the start buffer 
Dest Seg, { Segment address of destination buffer 
DestOfs, { Offset address of destination buffer 
Size, { Number of words to be copied 
Direction : integer); { Direction in which to copy 


begin 
inline ( 

$8B/S$7E/$10/S$8B/$76/S0E/$8B/$46/S0C/$8E/$C0O/S8B/$5E/S$0A/ 
$8B/$46/$08/$8B/S4E/$06/S8A/SE9/$55/SE8/SSE/$00/$00/S00/ 
$00/300/$00/$00/$00/$00/$00/$00/$00/$00/$00/$00/$00/S00/ 
SFF/SFF/$00/$00/$10/$92/$00/$00/SFF/$FF/$00/$00/$00/$92/ 
$00/$00/$00/$00/$00/$00/$00/$00/$00/$00/$00/$00/$00/$00/ 
$00/$00/$00/$00/$50/$8C/S$C0/SF6/$C5/$01/SE8/$28/$00/$2E/ 
$88/$56/$1C/$2E/$89/$46/S1A/$8B/$C7/$8B/SDE/$F6/$C5/$02/ 
$E8/$16/$00/$2E/$88/$56/$14/$2E/$8 9/$46/$12/$B4/$87/S0E/ 
$07/359/$8B/SF5/SCD/$15/$EB/$17/$5D/SEB/SCF/$8A/$D4/$B1/ 
$04/$D2/SEA/$75/$03/$80/S$CA/$10/$D3/$E0/$03/$C3/$73/$02/ 

SFE/$C2/$C3/$5D 

); 

end; 


{BAAR RRR HRI RK RK ERK KERRIER RAR K REE KARE RHEAKEKAARKREKKKKEKKEKKE KE | 


i MAIN PROGRAM *} 


{ FRR A HRA ARERR HK KKK KKK KKH KER KKK KKEREKKKKKKKEAKEKKEKKEEKEKAEKEKKEEKEKK | 
begin 
clrscr; { Clear Screen } 


writeln(*MOVEP (c) 1987 by Michael Tischer‘); 
writeln(#13#10'This Program uses Function 87(h) of ‘+ 
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‘Interrupt 15(h) to move blocks of storage ‘); 
writeln (‘between the “normal“ RAM and the RAM beyond the 1 Mega-'+ 
‘Byte storage boundary'); 
if mem[SFO00:$FFFE] <> SFC then { test if computer is an AT } 
begin 
writeln('Since this computer is not an AT, ‘+ 
"but a PC or'); 
writeln('an XT, and these can not have storage ‘+ 
‘beyond the 1 MB boundary,'); 
writeln('this program can not execute on your PC! '); 
writeln('Sorry....'}; 
end 
else 
begin 
writeln('First this display page is moved immediately ‘+ 
‘beyond the 1 MB storage '); 
writeln('boundary. The screen is then cleared. ‘+ 
‘After a key has been activated, ‘); 
writeln('the old display page is restored.'); 
writeln(''#13#10'Please activate a key now to ‘+ 
‘start the program...'); 


repeat until keypressed; { Wait for a key } 
Keypress := ReadKey; { Read key } 
HiMove (Get Page, $0000, $0000, $0000, $2000, $1); { Copy video RAM } 
clrscr; { Clear screen } 
writeln('Please press a key ...'); 
Keypress:= ReadKey; { Read key } 
HiMove ($0000, $0000, Get Page, $0000, $2000, $2) ; { Restore video RAM } 
gotoxy (1,15); 
writeln('That*s All!'); 
end; 


end. 


For the Pascal programmers interested in assembly language, the assembler listing 
of the MOVE function appears here. 


Assembler listing: MOVEPA.ASM 


PRR ARKEKRKKEREREKREKEKKEKEKK KER EKER ERK KKK EKKKK EEK EKER EEKREKEEEEEAKKE KE 


* 
ma Se 


et MOVEPA 

ae Si it hf cs a we le los ih eh ci i ie ahs 5 aig cla als i Otc ct Ab wee ln th a gms es sis tn is Sele was Mn dsj ii lf ngs Sb eel ees ec ae 
;* Task : copies Data between the RAM below 1 MB and *° 
2* above 1 MB ke 
7s CAUTION! This is the Version for linking * 
-* in a Pascal Program with INLINE- > 
7* commands te 
p Bh awn nn 5a nine i ce acs sei Sey vem kn sri i ins ros ems es wah ces ees ccs ep Sn Sn seo ii bn iphone Gs ew Sch bm mc cme aow mh pb ee Sas xs 
on Author : MICHAEL TISCHER *; 
7 developed on : 6.8.87 * 
7* last Update : 6.8.89 *s 
BOR a nn we 
on assembly : MASM MOVEPA; *s 
ral LINK MOVEPA; ts 
ex convert to INLINEs and add to Turbo Pascal * 3 
RARER KA EEKKKEK KERRIER ERK EERE EKER ERK EERE ERE KEKEREKKEEKERKEK 0 


code segment para 'CODE* ;Definition of the CODE-segment 


org 100h yit begins at Address 100 (h) 
;directly behind the PSP 


assume cs:code, ds:code, es:code, ss:code 


;-~Call: HiMoves (StartSeg, 
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- StartOfs, 

saa DestSeg, 

<= ; DestOfs, 

-— NumWords, 

-- Direction : word); 

This routine is designed as a FAR call model 


™s “ses Se Re Ne Re 


movepa proc near 
sframe struc ;Access structure on stack 
bptr dw ? ;Taken by BP 
ret_adr dd? ;Return address (FAR) 
directn dw ? 7;Copy direction 
numwords dw ? ;Number of Words being ated’ 
destofs dw ? ;Destination buffer's offset address 
destseg dw ? 7Destination buffer's segment address 
Startofs dw ? ;Starting buffer's offset address 
startseg dw ? ;Starting buffer's segment address 
sframe ends 7;End of structure 
frame equ [ bp - bptr ] ;For stack addressing 

push bp ;Store BP on the Stack 

mov bp,sp - gMove SP to BP 


mov di,frame.startseg ;Get source segment from stack 

mov si,frame.startofs ;Get source offset from stack 

mov ax,frame.destseg ;Get destination segment from stack 
mov eS,ax yand move to ES 

mov bx,frame.destseg ;Get destination offset from stack 
mov ax,frame.numwords ;Get numwords from stack 

mov cx,frame.directn ;Get direction from stack 


mov ch,cl sand send to CH 
push bp 7Mark BP 
call getgdt ;Determine address of GDT 


j-~ Variables and Data of the MOVE-Function --------------------~------ 


GDT equ this word 
;-- THIS IS THE GDT (GLOBAL DESCRIPTOR TABLE) ---------<--3~3~--------- 

Gw 4 dup (?) ;segment Desc. for Dummy-segment 

7-- this segment Descriptor describes the GDT itself -------- 

dw 4 dup (?) 

;7~ segment Descriptor of the Source-Area --------- ca cia ae ca 

dw Offffh '. -gsegment length = 64 KB 

sa_lo dw (?) ;Lo-Word of the 24 bit-Address 
sa_hi db 010h ;Hi-Byte of the 24 bit-Address 
db 10010010b ~ pData segment in storage with 

_ ghighest Priority, Writeable . 

aw 00000h ;Compatibility Word for 80386 

7-- segment Descriptor of the Destination-Area -------------- 

dw Offffh 7segment length = 64 KB 
da_lo dw (2?) | _yLo-Word of the 24 bit-Address 
da hi db (?) ;Hi-Byte of the 24 bit-Address 

db 10010010b _.  #Data segment in storage with 
rhighest Priority, Writeable 

dw 00000h ;Compatibility Word for 80386 

;-~- this segment Descriptor describes the BIOS-Code-segment 

ae 4 dup (?) 

-- this segment paeer Bree describes the SE BCR Regne ty aco on ane 

ae 4 dup (?) : 

7-- END OF THE GDT ------- a ar me saa aeeR PS air Cae Reece a en ara 
7~- MOVE: Moves Data between memory above and below 1 MB -~-~------------ 
;-- Input : DI:SI = Source address (if above 1 MB as Offset to 1 MB) 
7-~ ES:BX = Dest. address (if above 1 MB as Offset to 1 MB) 

;-- CH = move ... from --> to 
:—> 00b = from below 1 MB --> to below 1 MB 
soo Olb = from below 1 MB --> to above 1 MB 
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10b from above 1 MB --> to below 1 MB 

lib from above 1 MB --> to above 1 MB 

-— AX = Number of words to be wee (max. O8000h) 

-- Output : Carry-Flag = 1: Error 

~- Register : AX, BX, DL, CL, SI, ES and FLAG are changed 

-- Info : This function should not be used to move RAM below the . 
1-MB boundary 

: push ax ~ zStore number of words on the Stack 


' 
! 
il 


me Se Me “Ne a me Ve 


move: 
mov ax,es ;Destination segment address to AX 
test ch,1 zis destination above 1 MB? 
' call cale_ adr ;form 24 bit Address 


mov cs: {(bp+28],dl ;store result 
mov cs: [bp+26],ax . 
mov ax,di ;Source segment address to AX 


mov bx,si _ ;Source Offset address to BX 
test ch,2 zis: Source above 1 MB? 
call calc _adr ;form 24 bit Address 


mov cs:[bp+20],dl ;store result 
mov cs: [bp+18],ax 


mov ah,087h zgload Parameter for function call 
push cs 

pop es set ES to CS 

pop cx ;Get number of Words from Stack © 
mov si,bp s;load Offset address of GDT 

int 15h jcall RAM moving function 


jmp short ende zback to Turbo 


movepa endp 


;-- GETGDT: Get Address Se the GDT and jump to MOVE | se ee 
7-- Input : none 

z;-- Output : CS:BP = Address of the GDT 

j-- Register : only BP is changed © 

7-- Info : this Routine can only be used in the environment 


j-- of this Program 

getgdt proc near 
pop bp 7Get Address of GDT from the stack 
jmp short move Sol to MOVE-Rout ine es 


getgdt endp 


z;-~ CALC_ADR: calculates 24 bit (physical) Address ~------------------- 
7-- Input : AX:BX = Buffer address to be converted — 

— zero Flag = 1: Buffer address beyond 1 MB 

i Output : DL = HI-Byte of the Buffer address (bit 16-23) 

aa : BX = Lo-Word of the Buffer address (bit 0-15) 

7-- Register : AX, BX, DL, CL and FLAGS are changed 


calc adr proc near 


mov dl,ah . pHi-Byte of segment address to DL. 


mov cl,4 —. - pshift Hi-Nibble of segment 
shr dl,cl — zaddress into Lo-Nibble 


jne under imb ;test if above 1 MB 


or dl,010h zis above 1 MB 


under lmb:shl ax,cl ;segment address times 16 
add ax,bx _ add Offset address to it 
jnc no_more ;test if overflow 
-inc dl ryes. 

no_more: ret s zback to caller 


calc_adr endp | 
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ende label near 7;Code stops here 
pop bp _ pRestore BP from atack 
code ends 7End of the CODE segment 
end movepa 7;End of the assembler program 


The C program differs from the BASIC and Pascal programs in that the MOVE 
function is also present as an assembler routine, but excluded from the C program 
listing. First the MOVE assembler program assembles, then the C program is 
compiled. You then merge the two programs using the linker. For this reason the 
listing of the C program follows with the source listing of the corresponding 


assembler function. 


C listing; MOVEC.C 
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LEER KKK KEKE KEKE KR KEKE KKK KKK KEK KEKE KKK KEKE EKKKEKEKKK KK / 


/* MOVEC */ 
[8a a a eee ee ee ee */ 
/* Task: integrates an Assembler-Routine in C, which can */ 
{* move memory blocks beyond the 1 MB boundary */ 
/* isi wt ct i sa cic i i'm sm Si cs e's is i eis ise in ums stu cm Ge teh a ps Se ms sm hh Sma ism nS cosh cs ns ss Gin em le usa Si lS Ss cv em’ xf 
/* Author : MICHAEL TISCHER */ 
/* developed on : 8.13.87 */ 
/* last Update : 9.21.87 */ 
Bm rr a a re ee ~*/ 
/* (MICROSOFT C) */ 
7* Creation : MSC MOVEC; */ 
i LINK MOVEC MOVECA PEPO; a é 
7% Call : MOVEC */ 
[Bw er rn nn en ee ne renee = */ 
/* (BORLAND TURBO C) */ 
/* Creation: with Project-File with the following content: a 
iss movec mf 
/* moveca.obj */ 


[RRR RRR IKK IKK IK IKI REIKI RARER IRIE KKK EKA A IAAI IRR AK REKI RIKI IKK | 


#include <dos.h> /* include Header-Files */ 
#include <io.h> : 
#include <conio.h> 


extern void AdMove(); /* ADMOVE must be linked */ 
extern int PeekB(); /* PEEKB must be linked */ 
[BREAKER KIRK KIKI KIA IKARIA RK IKI KIER KREKRIKA REAR KEKEKEKK KK / 
/* GETPAGE; returns the Address of the current display page */ 
/* Input : none | */ 
/* Output : see below */ 


[RRR IRE EITKIEKRI KEK KKK KKK KERIKERI KE KEKE KEKE IKK EKER EEEK EE / 
unsigned int GetPAge () 


{ 


union REGS Register; _ /* Register-Variable for Interrupt call */ 
Register.h.ah = 15; /* Function number to get Video parameter */ 
int86 (0x10, &Register, &Register) ; . ¢* Call Interrupt 10(h) */ 


return ((Register.h.al == 7) ? OxBO00O : OxB800); 
Sg B 


[RR AKAIKE KRERIRRIRR KIER RE RRR IIR I III IIIT IIIA III ARI IAA IIIA IIIA 


/* CLS : Clear Screen j */ 
/* Input : none 7 oe . x/ 
/* Output =: none h-  & : | */ 


PC System Programming 


Abacus = s—ss—Ste 7.10 The Cassette Interrupt 


[RRR REE ERE EKK ERE KERRIER EEE ER EEE EKEREEEEEERESK / 


void Cls() 

{ 

union REGS Register; /* Register-Variable for Interrupt call */ 
Register.h.ah = 6; . /* Function number for Scroll-UP */ 
Register.h.al = 0; | /* 0 is for clear */ 
Register.h.bh = 7; . /* white characters on black background */ 
Register.x.cx = 0; /* upper left display corner */ 
Register.h.dh = 24; - /* Coordinates of the lower */ 
Register.h.dl = 79; in /* right display corner */ 
int86(0x10, &Register, &Register); /* Call BIOS-Video-Interrupt */ 


} 


, V heh ohahahohotchoheliehebehotahelohehetelohoheiehohetehelohoieleheteloheheteiehetalelohehalehoteleiotehaleleieleieieieheleietelaiehsleliiel 


/** MAIN PROGRAM *e/ 
errr rerrerereecrsereectceredeetereweetetrcrstrcrrr rrr sr ete trrecer sec’) 


\ 


void main () 


{ — . 

printf ("\nMOVE (c) 1987 by Michael Tischer\n\n") ; 

printf("This Program uses the Function 87(h) of Interrupt 15 (h)"); 
printf(" to move memory blocks\nbet ween the \“normal\" RAM and the "); 
printf ("RAM beyond the 1 Mega~Byte storage “‘Limit.\n"); 

if (PeekB(OxF000, OxFFFE) != OxFC) /* test if AT */ 


{ 

printf("Since this PC is not an AT, but a"); 

printf("PC or XT\nand this PC can not have RAM "); 

printf ("beyond the 1 MB storage limit, "); 

printf ("this program can not be executed! Sorry...\n\n"); 
} 3 

else 
{ 
printf ("After starting the program by pressing a key “); 
printf("“the current display\n content is "); 
printf (“copied directly beyond the 1 MB-limit\n "); 
printf ("and then the display is cleared. If another key is "); 
printf ("\npressed ,the old display is again "); 
printf (“restored. NANnBTenee press a key to ") 7 
printf ("start the Program ..."); 


getch(); /* wait for a key */ 
/*-- Copy current Video Rrm beyond 1 MB ~------------------- */ 
AdMove (Get Page (), 0x0000, 0x0000, 0x0000, Ox2000, 1); 

Cls(); /* Clear Screen */ 
printf ("\nPlease press a key ...")7_ _ . 

getch(); on ve get a key */ 
/*-- Restore Video-RAM -+<--------—-4-==~++---------+--+--+-+----- */ 


AdMove (0x0000, 0x0000, GetPage(), a 0x2000, 2)3 
printf("\n\nThat's It!\n"); 


Assembler listing: MOVECA.ASM 


esecertrtertrecerccetececererer er err tres treteccettretterteeetecesees? 


| MOVECA * 
Peete we Soe ees oe es eee ea ee ee eS. x 
Task =: Makes the Functions for moving of 
_ Storage blocks beyond the 1MB memory Limit 
available for inclusion in C 


ee ea a ae ccs eae ae ee ca ar a a wee ee cs ms en ne En Ee nD me ne DS CD eee MD cane cm wi Se SO SNR ED Se mM ND SASS Ct eee NY ED a en ene a De ae ee 


Author —s::: MICHAEL TISCHER 


+ 


s 
¢ 
° 
¢ 
* 


+ + 
Cee, 
=e %e. Bo Re 


* 


=e “Se “sg “We “Ws BQ Re 
* 


» 
+ 
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<= developed on : 8.13.87 ts 
7 _ last Update : 9.21.87 te 
iv sss an as eta sh hee ws sh Sis ahh i a igs ss ta Ws eles i i an se lin is ec Ws i i tg scan i a cs ice ae i ee tl i il ee ci ie es: ke 
’ ee z t 
oe assembly : MASM MOVECA; te 
BOR RII RHR II KIT KIT KIT KIKI IK HRI KHAKI KEKE ITH EE KEKE RE RERE REE » 
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IGROUP group text 
DGROUP group const, bss, 
assume CS:IGROUP, 


;Grouping of Program-segments 
_data 7;Grouping of Data-segments 
DS:DGROUP, ES:DGROUP, SS:DGROUP 


public AdMove : Functions become accessible to other 


j programs 


CONST segment word public ‘CONST’ ;this segment accepts all 


CONST ends ;readable Constants 
_BSS segment word public 'BSS' jthis segment accepts not all _ 
_BSS ends -  .. ginitialized static Variables 


_DATA segment word public ‘DATA’ yall initialized global and 


GDT equ this word 


dw 4 dup (?) 


;static Variables are stored in this 
; segment 


jthe Global Descriptor Table 


;segment Desc. for Dummy-segment 


dw 4 dup (?) 
7-- segment Descriptors of the Source-Area --~------------------ 
dw Offffh ;segment length = 64 KB 
sa_lo dw (?) ;Lo-Word of the 24 bit-Address 
sa_hi db 010h_ ;Hi-Byte of the 24 bit-Address 
db 10010010b ;Data segment in storage with 
shighest Priority, Writeable 
dw 00000h 7Compatibility word for 80386 
_gor- segment Descriptors of the Destination-Area ----~-~-----~----- 
dw Offffh ;segment length = 64 KB 
da_lo dw (?) ;Lo-Word of the 24-bit-Address 
da_hi db (?) ;Hi-Byte of the 24-bit-Address 
db 10010010b ;Data segment in storage with 
;highest Priority, Writeable 
dw 00000h 7;Compatibility word for 80386 
dw 4 dup (?) ;segment Desc. BIOS-Code-segment 
dw 4 dup (?) ;segment Descriptors Stack~segment 
_DATA ends 


_TEXT segment byte publ 


ic ‘CODE' ;the Program segment 


z- ADMOVE: Copy Storage Blocks beyond the 1MB limit sl aa a aa ce amc aa 


Info : - for DIRECTI 
as 0 = 
1. = 
= 2 
oe 3 

“= ~ the 


t 
| 
i) 


ma Me Me Me Me Me Ne Re Ve Re We 


7- Call of C: AdMove(Startsegment, StartOffset, Dest segment, 


DestOffset, Size, Direction); 

ON the following Codes are accepted: 
from below 1 MB --> to below 1 MB 
from below 1 MB --> to above 1 MB 
from above 1 MB --> to below 1 MB 
from above 1 MB --> to above 1 MB 

number relates to words, not Bytes 


-~ and can not be larger than 8000 (h) 
== ~- for moving of RAM below the 1-MB border 


= the Functions MOVEDATA or MEMCPY should 
-- be called 
_AdMove proc near 
push bp ;store BP on the Stack 
mov bp,sp 7move SP to BP 
push si 7C expects unchanged SI 
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mov. ch, [bp+14] 7move Direction to CH 
mov ax, [bp+8] ;Destination segment address to AX 
mov bx, [bp+10} ;Destination Offset address to BX 
test ch,1 jis Destination beyond 1 MB? - 
- call cale_ adr ;form 24 bit Address . 
mov da hi,dl ;store result 
mov da lo,ax 
mov ax, [bp+4] 7Source segment address to AX 
mov bx, [bp+6] ;Source Offset address to BX 
test ch,2 > zis Source beyond 1 MB? 
call calc adr 7form 24 bit Address 
mov sa_hi,dl 7store result 
mov sa_lo,ax 
mov ah,087h ;Parameter for the Function call — 
push ds j;load 
pop es 7st ES to DS 
mov cx, [bpt+12] zget number of Words 
mov si,offset DGROUP:GDT ;load Offset address of GDT 
int 15h 7call RAM moving functions 
pop si. ;restore old SI from Stack 
mov sp,bp “srestore Stackpointer 
pop bp 7;get BP from Stack 
ret ;Return to calling C-Program 


_AdMove’ endp 


-~- CALC ADR: calculates 24 bit (physical) Address -------------------- 
-- Input : AX:BX = Buffer address to be converted 
—— Zero Flag = 1: Buffer address beyond 1 MB 
Output : DL = HI-Byte of the Buffer address (bit 16-23) 
: BX = Lo-Word of the Buffer address (bit 0-15) 
Register : AX, BX, DL, CL and FLAGS are changed 


eae =e Tea Ss Bs Se 
| 
I 


calc adr proc near 


mov dl,ah ;Hi-Byte of segment address to DL 
mov cl,4 ~. gmove Hi-Nibble of segment address 
shr dl,cl zinto the Lo-Nibble 
jne under limb ;test if beyond 1 MB 
or d1,010h -;beyond 1 MB 
under lmb:shl ax,cl 7segment address times 16 
add ax,bx zadd Offset address 
jnc no more - test if overflow 
“ine ~dl 7yes 
no more: ret  gback to caller 


calc adr endp 


_text ends _ gEnd of the Program-segment 
end = : - 3gEnd of the Assembler-Source 
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Here is the assembler program. No additional program code is required for 
integrating the MOVE function because it is built-in. 


Assembler listing: MOVEA.ASM 


RRR KERRIER ERE EKRKEKREK KKK EKER EKER EEK EKER KKK KEKE KEK KEKEKEEE 9 


c 
:* MOVEA ai 
ia? a a ss ns eas no eas sce chs Gn Gin tees eis tes ms is ns cos ‘eo Ses ‘ees ind es om eas > bes tes as mm acs mes mem hes cba os evn ms sensi Uncs as ew gps Ss es uw rcs ii cn Cis‘ ces is caw sss Sn ns 
,* Task : copies data between RAM below 1 MB and *; 
;* above 1 MB *; 
oe sc i es is cen secs a cm mms ts Meru mo a“ ccna snp Gm sun ei sis ess cos mis emscn ccs ms cme nc Gch ses emp rn con sm tn cn tue eam cinco nus Gav ms ern ts ems eum cm is in Shs i can as Sc een ns 
ox Author : MICHAEL TISCHER Pig 
7 developed on : 6.8.87 a) 
x last Update : 9.21.87 so 
3* cc Sn sun sex sc mss am Gan se ‘isos ws es Sen wes as mu an umm Ges as aca i sm cs il emt es comm Seis ws Scams sims cms Glu ‘aban us st ain lnm mb ce ces ab ann 'Gas Ons Glew cio isd Sls Sues are unto ia? 
eg assembly : MASM MOVEA; ar 
ea LINK MOVEA; *; 
rhe EXE2BIN MOVEA MOVEA,.COM ta 
ae ae wees macs mes mes Sas ses ee ee es Sad ese es ees ees Se ae hon ss ce ees ce mes es ashe ens wes os en ek a en Sew i es a aan nd Gh oe eo a ee ow *e 
v A 
es Call : MOVEA * 
PRA KRKKEKKRKRKEKKRKK KKK KKK KKK KEK KKK KEK KEKE KKK KE KAKA KKEKEKKKKKEKKEKEKKKKKE & 


bios segment at OFOO00h yused for Addressing of the 
;Device-Codes 


org OFFFEh ;Address of the Device-Codes in BIOS 
gercode equ this byte 


bios ends 7End of the BIOS-segments 
code segment para 'CODE' ;Definition of the CODE-segment 


org 100h zit begins at Address 100 (h) 
sdirectly after the PSP 


assume cs:code, ds:code, es:bios, ss:code 


movea proc near 


7-- Output Initiation Message ----------------------------------- 
mov dx,offset initm ;Offset address of the Init message 
mov ah,9 soutput Function number for String 

int 21h 7Call DOS-Interrupt 
mov ax, OF000h ;segment address of BIOS 
mov eS,ax ;to ES 
cmp es:gercode,0FCh zis the device an AT 
je isat 7YES --> continue to execute Program 
7-~- Device is PC or XT, Program doesn't run --2---3- enn 
mov dx,offset sorrym 7Offset address.of Text 
jmp short pcxt ;Output message and terminate program 


;-- User must activate a key to start the program 


isat: mov dx,offset dom ;Offset address of the Text 
mov ah,9 youtput function number for String 
int 21h 7call DOS-Interrupt 
xor ah,ah ;read a character from the keyboard 
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int 16h 7call BIOS-Keyboard-Interrupt 

7-= Move Video=RAM to. 7 MR e=Se-esssee see ease Sse eS eee 
call getvseg 7Get segment address of Video-RAM 
mov di,ax y;and move to DI 

xor si,si ;copy starting at Offset address 0 
xor bx,bx ;copy after 1MB + 0000:0000 

mov es,bx 

mov ch,1 7from below 1 MB to above 1 MB 
mov ax, 2000 ymove 2000 

call move ;Words 

jc fehler yon error terminate 


7-- Fill Video-RAM with characters -------------------------- 


call getvseg 7;Get segment address of the Video-RAM 
mOV eS,ax yand move to ES 

xer di,di ;start at Offset address 0 

mov cx, 2000 7£111 the complete Video-RAM with 
mov ax, 87FEh 7blinking Block-Character 


rep stosw 
;-~- User must activate a key -----9-e nen nn enn nen 


mov dx,offset userm ;Offset address of the Text | 


mov ah,9 joutput function number for String 

int 2ih ;call DOS-Interrupt 

xor ah,ah ;read a character from the keyboard 

int 16h 7Call BIOS-Keyboard-Interrupt 

7-- Restore Video-RAM again ----—-93---enrnrrn nnr 
xor di,di ;restore 1 MB + 0000:0000 


xor si,si 
xor bx,bx 


mov ch,10b 7from beyond 1 MB to below 1 MB 

mov ax, 2000 7move 2000 

call move ;Words 

je fehler ;terminate on error 

mov ax, 4C00h ;terminate Program with call of a DOS 
int 21h ;function on return of Error-Code 0 


error: mov dx,offset errm ;Offset address of ‘error message 


pcxt: mov ah,9 ;output function number for String 
int 2ih 7Ccall DOS~-Interrupt 
mov ax,4COlh ;terminate Program with call of a DOS 
int 21h ;function on return of Error-Code 1 
movea endp 
-- GETVSEG returns the segment address of the Video-RAM - 


-- Input : none 
-- Output : AX = segment address of the Video-RAM 
Register : AX, BH and FLAGS are changed 


“se “Se “se Ne 


getvseg proc near 


mov ah, OFH 7get function number for Video 
int 10h 7Ccall BIOS-Video-Interrupt 
cmp al,7 zis a Mono-Card installed? 
jne colvideo 3;NO --> Color-Card 
mov ax,0OB0O00h 7;segment addr. of the mono Video-RAM 
ret sback to caller 
colvideo: mov ax,0B800h 7segment addr. of color Video-RAM 
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ret zback to caller 
getvseg endp 


-~- MOVE: Moves Data between Storage above and below 1 MB - 
-- Input : DI:SI = Sourceaddress (if above 1 MB as Offset to 1 MB) 


-- ES:BX = Dest address (if above 1 MB as Offset to 1 MB) 
-- CH = move ... from --> to 

- 0O0b = from below 1 MB --> to below 1 MB 
—— Olb = from below 1 MB --> to above 1 MB. 
—— 10b = from above 1 MB --> to below 1 MB 
- 1lb = from above 1 MB --> to above 1 MB 
-- AX = Number of words to be moved (max. 08000h) 


~- Output : Carry-Flag = 1: Error 

-- Register : AX, BX, DL, CL, SI, ES and FLAG are changed 
-- Info : this function should not be used for moving 
from RAM below the 1 MB limit 


™e “Ms Sea Se Ts Ne Ve Tse Wa Ve Ve Ve Ve 


move proc near 

push ax ;record number of Words on the Stack 
Mov ax,es ;Destination segment address to AX 
test ch,1 zis Destination above 1 MB? 
call cale adr ;form 24 bit Address 
mov da_hi,dl sstore result 
mov da_lo,ax 
mov ax,di 7Source segment address to AX 
mov bx,si ;Source Offset address to BX 
test ch, 2 zis Source above 1 MB? 
call calc_adr ;form 24 bit Address 

mov” sa_hi,dl estore result 
mov sa_lo,ax 
mov ah,087h ;Parameter for the Function call 
push ds sload 
pop es rset ES to DS 
pop cx ;read number of Words from Stack 
mov si,offset GDT z;load Offset address of GDT 
int 15h 7;call RAM move function 
ret ;back to caller 


;~- Variables and Data of the MOVE-Function ~-----------~--------------- 
GDT equ this word 


;7~- THIS IS THE GDT (GLOBAL DESCRIPTOR TABLE) --------------- 


dw 4 dup (?) ;segment Descs. for Dummy-segment 
7-- this segment. Descriptor describes the GDT itself -------- 
dw 4 dup (?) 
7-- segment Descriptor of the Source-Area ------------------- 
dw Offffh ;segment length = 64 KB 
sa_lo dw (?) ;Lo-Word of the 24 bit-Address 
sa_hi db 010h ;Hi-Byte of the 24 bit-Address 
db 10010010b 7Data segment in storage with 
. - zhighest Priority, Writeable 
dw 00000h ;Compatibility Word for 80386 
7-- segment Descriptor of the Destination-Area -------------- 
dw Offffh . ;segment length = 64 KB 
da_lo dw (?) ;Lo-Word of the 24 bit-Address 
da_hi db (?) 7Hi-Byte of the 24 bit-Address 
db 10010010b © 7;Data segment in storage with 
zhighest Priority, Writeable 
dw 00000h ;Compatibility Word for 80386 
7-- this segment Descriptor describes the BIOS-Code-segment 
dw 4 dup (?) 


7-- this segment Descriptor describes the Stack segment ----- 
dw 4 dup (?) 
77~ END OF THE GDT --------- a a 


move endp 
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7-- CALC_ADR : calculates 24 bit (physical) Address ------------------- 
7-- Input : AX:BX = Buffer address to be converted 
-— zero Flag = 1: Buffer address above 1 MB 


DL = HI-Byte of the Buffer address (bit 16-23) 
BX = Lo-Word of the Buffer address (bit 0-15) 


7 
77— Output 
7 
; AX, BX, DL, CL and FLAGS are changed 


-- Register 


calc_adr proc near 


mov dl,ah ;Hi-Byte of the segment address to DL 
mov cl,4 ;Hi-Nibble of the segment address 
shr dl,cl | sshifted to Lo-Nibble 
jne under limb : ;test if above 1 MB 
€ 

or dl1,010h zlies above 1 MB 

under Imb:shl ax,cl sete address etied 16 
add ax,bx yadd Offset address 
jnc no more ;test for overflow 
inc dl pyes 

no more: ret . _ gback to caller 


calc adr endp 


13,10,"MOVE (c) 1987 by Michael Tischer", 13,10,13,10 
“This Program uses the Function 87(h) of Interrupt * 
"15(h) to copy memory blocks",13,10,"“between ‘normal' " 
“RAM and RAM above the 1-Megabyte boundary".",13,10,"$" 


"The Program copies first the current display " 
“content directly",13,10,"“after the 1-MB-boundary and " 
“the fills the screen with characters.",13,10 

“After a key has been activated, the old " 

“display content ",13,10,"is restored and the Pro" 
“gram terminated.",13,10,"Please press a key, to " 
“start the Program ...$" 


dom 


“Since this computer is not an AT, " 

“but a PC or",13,10,"XT, and these " 

“PCs can not have storage beyond the 1-MB Limit," 
13,10,"this program can not be started! " 
“Sorry...",13,10,"$" 


sorrym 


GSE FEGEGEE EEEE 


Qa a, 
oo 


userm dbp. 13,10," Please press a " 
db “key $" . ie . 


errm db “WARNING ! Error on access to RAM above 1 MB" 
db 13,10, od 


code ends zEnd of the CODE-segment . 
end movea Seam rEnd of the Assembler-Program. 
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7.11 Accessing the Keyboard from the BIOS 


Interrupt 16H provides three functions to read the keyboard and keyboard status. 
The BIOS keyboard functions are very limited: No BIOS functions exist for 
removing characters from the keyboard buffer or renaming keys. DOS functions 
can perform these operations. 


BIOS-proof | keys 


Some key combinations cannot be read by BIOS as key codes because they execute 
commands. Activating the <PrtSc> or <Print> key calls BIOS interrupt 5H. This 
Starts a routine which sends the current screen display to a printer, producing a 
hardcopy. 


The <Ctrl><Num Lock> keys stop the complete system until the user presses 
another key. The keyboard buffer ignores the <Ctrl><Num Lock> keys and the 
subsequently pressed key, so programs cannot read these keys. 


Pressing the <Ctrl><Break> key combination calls interrupt 1BH. Normally the 
Current program stops and returns to DOS. To prevent this, this interrupt can be 
directed to a routine within the application program which continues program 
execution if the routine consists of an IRET assembly language instruction only. 


ATs and a few advanced PC/XTs have the <Sys Req> key. Its activation calls 
interrupt 15H by passing the value 8500H to the AX register. When the user 
releases the key, the AX register then receives the value 8501H. The value 85H in 
the AH register represents the function number of interrupt 15H. After starting the 
system, function 85H of the BIOS interrupt 15H consists only of an IRET 
instruction; pressing the <Sys Req> key has no visible result. 


Control codes 
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Most people know that any ASCII code can be entered from the keyboard using the 
<Alt> key and the keys of the numeric keypad. Few users know about character 
entry with the help of the <Ctrl> key. When used in connection with other keys, 
this key can enter ASCII codes smaller than code number 32. The following figure 
shows which keys can be accessed. | 


Abacus 


oes (be Gis es cas ei ee ee 


fem 
& 


7.1 1 Accessing the Keyboard from the BIOS 


3 
a if 
onus 
me ~ | 


Keystrokes | 
: 


reese’ h | 


LCG GGGG nh 
che Beal 


Ctrl H, 4 
Pee Backspace, 

Shift- 
Backspace 


tr , 
Esc, Shift- 
Esc, Ctri- 
Sc 


— 


rvi 


Ctri-Space, | 
Alt-Space 


[eee 


Character input with the <Ctrl> key 
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Function 0: Read keyboard 


Interrupt 16H normally receives a call when a program expects user input of one or 


_ more characters. If a character was already entered before the function call, the 
keyboard buffer empties this character and passes it to the calling program. If there 
is no character in the keyboard buffer, function 0 waits until a character has been 
Input and then returns to the calling program. The caller can determine the 

character or activate a key from the contents of the AL and the AH registers. 


ASCII 


If the AL register contains a value other than 0, it contains the ASCII code of the 
character. The AH register contains the scan code of the active key. The code in the 
_ AL register corresponds to the ASCII codes for character output on the screen. 


Some differences occur in the control keys: 


ig <Backspace> 


<Ctrl><Return> 


Scan codes | 


The scan code in the AH register indicates the number of the active key, where the 
keys on the keyboard are numbered starting with 0. Since PC, XT and AT 
keyboards differ, this is unimportant for most programs. Scan codes of the various 


keyboards can be found in the Appendices of this book. 


Extended key codes 
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If the AL register contains the value 0 after the call, the AH register indicates an 
extended keyboard code. The difference between the ASCII code and the extended 
keyboard code lies in the fact that certain keys (e.g., the cursor keys) cannot fit 
within the PC's 256-character set. The following table provides an overview of 
extended keyboard codes: ee ee eee | 


Key (s) | 
<Shift><Tab> 


— (Code(s) 
is 


[16-25 | <Alt><Q>, <W>, <E>, <R>, <T>, <Y>, <U>, <I>, <O>, <P> 


44-50 <Alt><Z>, <X>, <C>, <V>, <B>, <N>, <M> 


1 

; 

[44-50 | 

72 <cursor Up> 
<Page _Up> 
PD oo | SC U SOM RAGES 2 Fe ag gee ee 


’ ’ 7 ’ la <All 4 ’ a | 
30-38 <Alt><A>, <S>, <D>, <F>, <G>, <H>, <J>, <K>, <L> | = 
s e ’ ’ Z 


ode (s) 
oe 

1 

5 ‘ 
is 
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<Cursor Down> 
ar ime thatched OTR seen cas Dare A ee 


Ble) 
83 


OG SiG SALE PCE =< Oe 
| 


84-93 <Shift><F1>-<F10> ee ; , 
94-103 | <Ctr1><F1>-<F10> | — iis 


<Ctrl><Page Down> - 


<Ctrl><Home> | 
<Alt><1>, <2>, <3>,<4>,<5>, <6>,<7>,<8>,<9>,<0> 
<Ctrl><Page Up> ie pOerag, wy iors 


Key combinations not contained in this table cannot be sensed using the BIOS 
keyboard functions, since they don't generate keyboard codes. | 


Function 1: Read keyboard es 


Function 1 also reads the keyboard. Unlike function 0, function 1 leaves the 

preceding character in the keyboard buffer. Repeated calls of function 1 or function 
0 read the keyboard again. Place the value 1 in the AH register to call function 1. 

In contrast to function 0, function 1 immediately informs the calling program with 

the zero flag after the function call if a character is available or not. If the zero flag 

equals 1, no character was available. If the zero flag resets, the AL and the AH 
registers contain information about the activated key. As in function 0, the AL 

register contains the value 0 if the user activated an extended key, and a value 
unequal to 0 if the user pressed a "normal" key. The AH register contains the scan 
code of normal keys; extended keys place their codes in the AH register. _ 


Function 2: Read control keys 
Function 2 has a completely different task. It reads the status of certain control 
_ keys and conditions (e.g., <Insert>). Place the number 2 in the AH register to call 


the function. The keyboard status can be found in the AL register after the function 
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LT TT TT 1 I -(inight snirt key presse 


1=Left SHIFT key pressed 


1=CTRL key pressed 
1=ALT key pressed 
1=SCROLL LOCK on 
1=NUM LOCK on 
1=CAPS LOCK on _ 


1=INSERT on 


2. 


Keyboard status byte 


Demonstration programs 


The following programs demonstrate the various functions of BIOS keyboard 
interrupts as presented here. The four programs can be divided into two groups. 
The first three programs are written in the higher level languages used throughout 
this book. They call the various functions of BIOS keyboard interrupts for their 
own uses. The fourth program is an assembler program. It modifies the BIOS 
keyboard interrupt functions and processing, and acts as a resident program which 
can be accessed at a keypress. 


Checking key status 
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All three higher level programs make a subroutine or a function available for 
reading characters from the keyboard. This alone is nothing special, since these 
languages have their own instructions that serve the same purposes. The important 
feature of the function is that it accepts other jobs in addition to the original task 
of reading characters. It displays the status of the keyboard functions <Insert, 
<Caps Lock> and <Num Lock> in the upper right hand corner of the screen. This 
is especially useful for XT and PC owners, since most keyboards don't indicate the 
key status. AT keyboards and some XT keyboards provide light emitting diodes 
(LED) which indicate the status of these keys. You never really know if the 
<Insert> or <Caps Lock> mode is on or not. | 


Each program begins with a routine which reads the status of the keyboard 
functions through function 2 of BIOS keyboard interrupt 16H. Since the program 
only uses the <Insert>, <Caps Lock> and <Num Lock> modes, the program only 
views the three highest level bits in the keyboard status byte. Based on this status 
byte, a flag initializes for every keyboard function, which indicates the status of 
one of these functions or modes within the program. It is reversed when compared 
with the current mode. For example, if the <Insert> mode is switched off, the flag 
applying to it changes to OFF. An explanation of this follows below. 


Abacus 7.11 Accessing the Keyboard from the BIOS — 


Calling the interrupt function 


After initializing the internal flags, the actual routine for keyboard reading can be 
called. It also uses function 2 of the BIOS keyboard interrupt to read the keyboard 
function status. It then compares the current status of each individual function with 
the previous status stored in a flag. During its first call after the initialization 
routine, it determines if the status of all three functions has changed since its 
previous status. The change in status causes the routine to display the new status 
on the screen. 


This explains the reason for the flag reversal in the initialization routine. It allows 
display of the keyboard function status on the screen during the first call of the 
keyboard routine, and not after it changed by pressing a key. 


Now the routine can proceed to its actual task and read the keyboard. It uses 
function 1 of the BIOS keyboard interrupt to detect whether a key is available in 
the keyboard buffer of BIOS. If this is not the case, the program jumps to the 
beginning of the routine and reads the keyboard function status again. This creates 
a loop which runs until a keypress occurs. This loop ensures that any status 
change is documented immediately on the screen. 


Reading the keys 


If a character appears in the BIOS keyboard buffer the loop terminates and BIOS 
keyboard interrupt function 2 reads the key. The last step of this routine tests for 
an extended key code. If this is the case, the program adds 256 to the code to signal 
the calling routine that an extended keyboard code was received. Then control 
returns to the calling routine. 


This routine reads characters from the keyboard and displays them on the screen. 
This process repeats until the user presses a certain key. If the user presses the 
<Num Lock>, <Caps Lock> or <Insert> key, the screen immediately displays the 
result. 


A centralized keyboard routine as presented here can be used in other programs for 
additional tasks. For example, with the help of this routine a macro conversion can 
change one key into a string of characters. Another application could display help 
text on the screen when the user presses a certain key. Lotus 1-2-3® and dBASE® 
use this method for displaying help Screens. 


Note: A small problem occurs s with keyboard flag output. Since displaying 
keyboard flags on the screen changes the cursor's position, 
subsequent screen output from the program occurs at different 
locations than expected. These can disturb the screen display. To 
prevent this, the keyboard routine must determine the current cursor 
position before the keyboard flag display. Then the routine must 
restore the cursor position to its old value after displaying keyboard 
status. The problem of color is very similar. Here the flag output 
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assumes a certain color and the old color must be restored after the 
Output. The problem is that none of the three languages has a 
command to determine the current color. In Pascal programs for 
keyboard reading, only a special procedure can set the color by 
recording the colors in a variable and setting it with a command. 
With these variables the keyboard routine restores the current color 
after display of the individual flags. 


BASIC listing: KEYB.BAS 


100 ORK AKA KEE EREKEKKEKEKKKEKKKAKEKKKEEKEKEKKEKRKEKKEEKKKEKKEKKKKKK 


110 '* | 7 KEYB. « 
120 OO cers a isn aa ses ed css es sens maths es ees wa Sas sa te ws weep tn lo tee Sons ew ea einen id nh ws ee en Seb ae eee ae one en aoa Ee eee *t 
130 '* Task : makes a subroutine available which ms 
140 ‘* reads a character from the keyboard. The “= 
150 '* . status of the control keys ws 
160 '* (INSERT, CAPS, NUM) are displayed ms 
170-*% on the screen ees 
180 ** Author : MICHAEL TISCHER as 
190 '* developed on  : 7.22.87 a 
200 '* last Update : 9.21.87 xt 
210 CHK MHI K KKK AKER EKKEKEKKEKS 


220 * 

230 CLS : KEY OFF 

240 PRINT"WARNING: This Program can only be started if GWBASIC was “ 
250 PRINT“started from the DOS level with'<GWBASIC /m:60000>."™ 

260 PRINT : PRINT"If this is not the case, please input <s> for Stop." 
270 PRINT“Else press any key..."7 

280 AS = INKEYS : IF AS = “s* THEN END 


290 IF AS = "" THEN 280 
300 GOSUB 60000 ‘install function for Interrupt call 
310 CLS 'Clear Screen 


320 PRINT"TAST (c) 1987 by Michael Tischer“ :; PRINT 

330 PRINT"You can input some characters and change the status of the NUM," 
340 PRINT"CAPS and INSERT mode, where every change is documented in * 

350 PRINT“the upper right. corner of the display." 

360 PRINT"The input of <RETURN> Cemninates the Program..." : PRINT 

370 PRINT“Your Input: "; 


380 GOSUB 50000 ‘initialize keyboard-Flags 

390 GOSUB 51000 ‘read a character 

400 IF LEN(Z$) = 2 THEN 390 ‘on extended Code do nothing 

410 PRINT ZS; ~ ‘output characters 

420 IF ASC(Z$) <> 13 THEN 390 ‘on RETURN terminate . 

430 PRINT . 

440 END 

450 ! 

50000 THA KKKKKKAKKKEKKERKEKIKREKKKEKEKEKREKKKKKKEKREKKREKKEEKKERKEKEKEKEKEKEK ' 

50010 '* initialize keyboard-Flags . : sil 

50020 '*-~-~-~---~--=--- won nn ee ay 

50030 '* Input: none : me 

50040 ‘* Output: none ee 

50050 '* Info : the variable Z% is used as a Dummy a 

50060 '* the Status of the keyboard Flags is stored in *! 

50070 '* variables INSERT%, CAPS% and NUM% | = 

50080 ICICI OIC CICI CII IOI TOI IIIT ITI TOTTI TIA T I ATI IAT IATA IAM 
_ 50090 ' roe aes 

50100 FKT%=2 it i ieee eco number for keyboard status 

50110 INR$=&H16. © ‘call BIOS-keyboard-Interrupt 16 (h) 


50120 CALL IA(INR%, FKT%, FLAGS%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, Z%) 
590130 IF FLAGS% AND 128 THEN INSERT% = 0 ELSE INSERTS = -1 
50140 IF FLAGS%$ AND 64 THEN CAPS% = 0 ELSE CAPS% = -1 

90150 IF FLAGS% AND 32 THEN NUM% = 0 ELSE NUMt = -1 

50160 RETURN ‘back to caller 

50170 * 


SLOQCD PARRA KHRKARAKKKEKKEKKEREKKEKEKKE EERE KKEKRKKEREKEEKKEKKEEEKKKEKEEEKKEERE E 
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$1010 '* get a character from the keyboard and maybe output. . we 
51020 '* Flag-Status _ ete, a 
51030 tt a nnn nnn nnn nnn nnn enna «8 
51040 '* Input: none . easy : i 
51050 '* Output: 2$ = the character vead ; _ wt 
51060 ‘* Info : the Variable 2% is used as Dummy eee yet = 
51070 ‘* if ZS is two character long, an extended i 
51080 '* . keyboard code was input. The first character of thet! 
51090 '* string is in such a case the NUL-character, i 
91100 '* and the second character indicates the Code of the *' 
51110 '* extended key _ | *! 
51120 BKK KK KKK RK HK KKH KKK EK KKK KEKE KK KKK KKKEKREKEK ERE EKKKKKEKKEKE 
51130 '! ee a 
51140 FKT%=2 ‘get function number for keyboard status 
51150 INR%=&H16 ‘call BIOS-keyboard-Interrupt 16 (h) 


591160 CALL IA(INR%&, FKT%, FLAGS%, 2%, 2%, 2%, 2%, 2%, Z%, 26, 2%, 2%, Z%) 
91170 IF INSERT% = ((FLAGS% AND 128) = 128) ‘THEN 51230 
51180 INSERT% = NOT INSERTS ‘Insert-Status has changed 


51190 COLMN%S = 75 the ‘Column for Insert~-Text 

51200 FLAGS = INSERTS -'Status of Insert-Flags 

91210 FTEXTS = “INSERT" ‘Flag~-Text 

51220 GOSUB 52000 ‘output Flag-Text 

51230 IF CAPS% = ((FLAGS%& AND 64) = 64) THEN 51290 

51240 CAPS%& = NOT CAPS% ‘Caps-Status has changed 

51250 COLMN% = 69 ‘Column for Caps~Text 

51260 FLAG% = CAPS% ‘Status of Caps-Flag 

51270 FTEXTS = “ CAPS " ‘Flag-Text 

51280 GOSUB 52000 ‘output Flag-Text 

51290 IF NUM% = ((FLAGS% AND 32) = 32) THEN 51350 

51300 NUM% = NOT NUM% ‘Num-Status has changed 

51310 COLMN% = 66 ‘Column for Num-Text 

51320 FLAG’ = NUM% ‘Status of Num-Flag 

51330 FTEXTS = “NUM" ‘Flag-Text | . 

51340 GOSUB 52000 ‘output Flag-Text 

51350 FKT%=1 : ‘test function number for characters 
51360 INR%=&H16 ‘call BIOS-keyboard-Interrupt 16 (h) 


51370 CALL IA(INR%, FKT%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 26, FLAGREG$) 
51380 IF (FLAGREG% AND 64) = 64 THEN 51140'no key --> get Flags 
51390 2S = INKEYS. : . 


51400 RETURN ‘back to caller 

51410 ! i : 

52000 PKK KEKKK KKK KKH KIRK KER KKK KKK KAMER EK KKREKKKEKEKKKKEKKEKKK KS 
52010 '* Set Cursor: Position an oe sod 
SDOQO 8 0 mmm a se ee ee eee kK 8 
52030 ‘'* Input: FLAG%  .= Status of: “Flags either on or off ee 
52040 '* FTEXTS = Flag-Text *? 
52050 '* COLMN% = is the new column for Cursor - ne 
52060 '* CLINE&’ = is the new line for Cursor le 
52070 '* Output: none aoa 
52080 ‘* Info : the Variable 2% is used as a Dummy 7 
52030 URE KKK KHER KEK KKK KKK KKK KK RK KEK KEKE EK KKK KREKEKKEKKEKEKEKEKKKEKEKKKES 
52100 ! as ree ee 
52110 CURCLINE%S = CSRLIN-1 ie ‘record current Cursor line — 
52120 CURCOLMNS = POS(0)-1 ‘record current Cursor column 
592130 LOCATE 1,COLMN% ‘Cursor positron for a saan 


592140 IF FLAG% THEN COLOR 0,7. ELSE COLOR 0,0 > 
92150 PRINT FTEXTS. . 


52160 -LOCATE CURCLINE$+1, CURCOLMNS+1 ‘set old Cursor aesttion 
52170 FKT%=2 “ ‘set function number for Cursor position 
92180 INR$=&sH10 ‘call BIOS~-Video-Interrupt 10 (h) 

52190 SEITES = 0 - ‘set Cursor in display page 0 


52200 CALL IA(INR%, FKT%, 2%, SEITE%, 2%, 2%, 2%, CURCLINES, pono: 28, 2, hi , 2%) 
52210 COLOR 7,0 


52220 RETURN ; ‘back to caller 

52230 ! . S. 

60000 (ke CERAARARAR GEES AE RATA ERE AK REKE AUT NAAR OEE ARES CHAR CRE RRENEE EE 
60010 ‘** initialize the Routine for Interrupt-call ms 
60020 8 8 a nn nn en rn nnn renee a 
60030 '* Input: none ~ , ; a a 
60040 ‘** Output: IA is the Start address of the Interrupt—Rout ine le 
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60050 PRR RKEKKEKEEKKKKKEEREKKEKKEEKEKEKEKEKEKEKEKEKKEKEKEEREKEEEKEKEK 


60060 * . 
60070 IA=60000! ‘Start address of the Routine in the etter ene 
60080 DEF SEG ‘set BASTC~Segment 


60090 RESTORE 60130 

60100 FOR I% = 0 TO 160 : READ X% : POKE IA+I%,X% : NEXT ‘poke Routine 
60110 RETURN | ‘back to caller 

60120 ' 

60130 DATA 85,139,236, 30, 6,139,118, 30,139, 4,232,140, 0,139,118 
60140 DATA 12,139, 60,139,118, 8,139, 4, 61,255,255,117, 2,140,216 
60150 DATA 142,192,139,118, 28,138, 36,139,118, 26,138, 4,139,118, 24 
60160 DATA 138, 60,139,118, 22,138, 28,139,118, 20,138, 44,139,118, 18 
60170 DATA 138, 12,139,118, 16,138, 52,139,118, 14,138, 20,139,118, 10 
60180 DATA 139, 52, 85,205, 33, 93, 86,156,139,118, 12,137, 60,139,118 
60190 DATA 28,136, 36,139,118, 26,136, 4,139,118, 24,136, 60,139,118 
60200 DATA 22,136, 28,139,118, 20,136, 44,139,118, 18,136, 12,139,118 
60210 DATA 16,136, 52,139,118, 14,136, 20,139,118, 8,140,192,137, 4 
60220 DATA 88,139,118, 6,137, 4, 88,139,118, 10,137, 4, 7, 31, 93 
60230 DATA 202, 26, 0, 91, 46,136, 71, 66,233,108, 255 


Pascal listing: KEYP.PAS 


{ RR RRRHERRRKRKEKKRREKKEREKEREKREREKEREKRERERKEEKEKEKKEKRERKEKEKEERERERERKEKEKEKRKKER } 


{* KEY P *} 
{* ae re oe ce es cee Oe ere ca HC SO ee OED SUN OD EE A GE ER Dm A Sn CN DD ED RUE CD EES SO SOND SD ee ED eR ce ee ee *} 
{* Task : makes a function available for reading a a 
{* character from the keyboard and outputting *} 
{* the Status of the control keys (INSERT, *} 
i* CAPS, NUM) on the display. *} 
{* ec a ee ca ae ee a ce ee ee se te oe eS Me He cP Se SD me hn RDS ea AED SE Se ESD De Se *} 
{* Author : MICHAEL TISCHER *} 
{* developed on : 07/08/87 *y 
{* last Update : 06/10/89 *} 


{ BARRA RRR AH RRR RRA ERE RRR IRR K RIKER HAE KR HERA RIKER RAKE EREK RAKE RERERE | 


if 


program KEYP; 


Uses Crt,Dos; . { Add Crt, Dos units } 
{$V-} { Suppresses string length check } 
type FlagText = string[6]; { used for passing the Flag-Name } 
const FZ = 1:  { Line in which the Flags are output } 
FS = 65; { Column from which Flags are output } 
FlagFore = 0; { Foreground color of Flags } 
FlagBck = 7; | { Background color of Flags } 

{** BIOS keyboard status bits RHKKKKKKKEREEEKEEKREEEREREREKEREREEKE 

SCRL = 16; { ScrollLock bit } 

NUML = 32; { NumLock bit } 

CAPL = 64; { CapsLock bit } 

INS = 128; { Insert bit} 

{** Codes of some Keys as presented by GETKEY ******saekrKakk ee} 

BEL = 7; _ { Code for bell character } 

BS. = 8; { Code for Backspace character } 

TAB = Qs _ -{ Code for Tab character } 

LF = 10; | { Code for Linefeed } 

CR = 13; — { Code for Return } 

* ESC = 272 | | { Code for Escape character } 

Fl = 315; { Code for Fl key } 

F2 = 316; { Code for F2 key } 

F3 = 317; {.Code for F3 key } 

F4_ = 318; _ { Code for F4 key } 
FS = 319; { Code for F5 key }. 

F6 = 320; { Code for F6 key } 

{ } 


F7 += 321; Code for F7 key 
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F8 = 322; -{ Code for F8 key } 

F9 = 323; { Code for F9 key } 
Fl10 = 324; { Code for F10 key } 

CUP = 328; -{ Code for Cursor up } 
CLEFT = 331; { Code for Cursor left } 
CRIGHT = 333; { Code for Cursor right } 
CDOWN = 328; { Code for Cursor down } 

var Insert, { Status of INSERT flag } 
Num, ; { Status of NUM flag } 
Caps : boolean; -{ Status of CAPS flag } 
ForeColor, { current foreground color } 
BckColor, _{ current background color } 
key : integer; { Code of key read } 
[RICE SOIC IOC IIICIC SIG ISIG ICICI ICICI IOITIGIIEI TOE IOOICIIOICIOCOICI TOCCATA IAI) 
{* NEGFLAG: negate ELag and output Text an ; *y 
{* Input : s.u. ; ad 


{* Output : 


the new status of the Flags (ere = on, false = off) ad | 


{RHR KK KERR RIKER KEKE KHER KEKE EERE KERR EKEKKK ER EKEKEKKREKEKEKEKREEKKKKER 


function NegFlag (Flag 


FlagReg, 
Column, 
Cline : 
Text ; 
var CurCline, 
CurColumn : integer; 


begin 
if (Flag and (FlagReg = 


begin 
CurCline := WhereyY; 
CurColumn ;= WhereX; 


gotoxy (Column, Cline); 
if FlagReg = 0 then 
begin 
NegFlag := false; 
textcolor (0); 
textbackground (0); 
end 
else 
begin 
NegF lag:=true; 
textcolor (FlagFore) ; 
ext backgrould (i TAgeck) 
end; 
write (Text); 


gotoxy (CurColumn, curcline) ; 


textcolor (ForeColor); 
textbackground (BckColor) 
end 
else 
NegFlag := 
end; 


Flag 


: boolean; 


integer; 
FlagText) : 


0)) or 
(not (Flag) and (FlagReg <> 0)) then 


{ the last Status of the Flags 
{ current Status of the Flag (0 = off) 
{ Column for the name of the Flags 

{ Line for the Names of the Flags 
boolean; { Name of the Flags 


ee ee ee ee 


— 


. { current Line 
{ current Column 


— 


{ test if Status 

{ of the Flags has changed 
{ YES 

{ record current Line 

{ record current Column 

{ Cursor to Position for Flag-Name 
| { is Flag reset? 

{ YES 

{ Result of the function : Flag off 
{ Foreground color is black 

{ Background color is black 


ee ee a ee a ee ee a eee ee eee) 


{ Flag is now on } 

{ Result of the function : flag on } 
{ Foreground color is FLAGFORE} 

{ Background color is FLAGBCK } 


{ Output name of the flag } 

{ restore old cursor position } 
{ restore old foreground color } 
{ restore old background color } 


{ Status of flags has not changed } 


RGGI IOC ICIIOICICIDIGICIICICICIOIDICIOIOIOIICTOICIICTOCITTICITOTOAI COICO TATOO TAI, 


Guneeion ceekey : iaveger; 


Registers; — 
boolean; ° 


var Regs : 
keyRec : 


{* GETKEY: Read a character and output the flag status weg ee 3 *} 
{* Input : none *} 
{* Output : Code of the key < 256 : normal key ss 
{* . >= 256 : extended key — *} 


[AUER DETER RR RRR RE RRR AAA 


{ Register variable for interrupt call } 
{ indicates if key already received } 
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begin 
keyRec := false; : “ag too { no key received } 
repeat a oo 
Regs.ah := $2; { read function number for keyboard status } 
intr($16, Regs); { call BIOS keyboard interrupt } 
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{** Adjust flags ts new status KRHA REI K KKK RERAEEREEKEKERKKEREKKK) 
Insert := NegFlag(Insert, Regs.al and INS, FS+9, FZ, ‘INSERT'); 

Caps := NegFlag(Caps, Regs.al and CAPL, FS+3, FZ, ‘ CAPS ‘'); 

Num := NegFlag(Num, Regs.al and NUML, FS, FZ, 'NUM'); 


Regs.ah := $1; { function number for character ready? } 
intr($16, Regs); { call BIOS keyboard interrupt } 
if (Regs.flags and FZero = 0) then 

begin . 


KeyRec := true; 
Regs.ah := 0; 
intr($16, Regs); 


if (Regs.al = 0) { is zero flag set ? } 
then Getkey := Regs.ah or $100 { YES } 
else Getkey = Regs.al; e; : { NO } 
end; 
until keyRec; { repeat until a key is received } 
end; 


{RRR RRR RRR KKK KR RIK RRR KARR RRR HR KEK KKK AKER EKER KEK EKKKE EE | 


{* INIKEY: initialize keyboard flags *} 
{* Input : none . =} 
{* Output : none <] 
{* Info : the keyboard flags are inverted from the current *} 
{* status. This outputs their current “J 
{* status during the next call of the GETKEY function. +} 


[CORIO IOI OIC ICICI IOC III IIIT I TOIT III IA TAI 


procedure Inikey; 


var Regs : Registers; { Register variable for interrupt call } 
begin 

Regs.ah := $2; -{ Read function number for keyboard status } 
intr($16, Regs); { call BIOS keyboard interrupt } 
if (Regs.al and INS <> 0) then Insert := false { INSERT flag } 
else Insert := true; { set } 
if (Regs.al and CAPL <> 0) then Caps := false { CAPS flag } 
else Caps := true; { set } 
if (Regs.al and NOM <> 0) then Num := false { NUM flag } 
, else Num i= true | { set } 

end; 


[OOOO ICICI IO IOI ICICIICIOICIIIOIO IIIT II II 


{* SCOLOR: sets foreground and background colors for display =) 
{* Input : see below) *} 
{* Output : none a 
{* Var. 2 the color is stored in the global variables FORECOLOR =} 
{* and BCKCOLOR ~ | 
{* Info : this procedure must be called for setting the color =} 
{* so that after the output of the keyboard flag status, *} 
{* the current text color can be restored *} 
{* since in TURBO no funct lons exist for sensing *} 
{* this color ad 


{ REAR RRR RK RRR ERR RRR RRR KR ERK KER KKK EK KER KEKE KKK EKKKEK KEKE } 


procedure Scolor (Foreground, Background : integer); 


geet tye eee tet 


begin 
ForeColor := pevenround: { Record foreground color 
BcekColor := Background; { Record background color 
textcolor (Foreground) ; { Set foreground color 
textbackground (Background) { Set background color 
end; “ as 


Abacus Hh Gs | 7.11 Accessing the Keyboard from the BIOS 


{ RRR HRA RRR KIRK KERRI REE REKER ERE KEKE IKKE EKEE KERR REE KKK KEKKKEKEKKKEKE } 


ag MAIN PROGRAM iene *} 


{ RRR RA REIKI EEE REIKI KEKE ERIK KEKE KERR EKER KEKE REKEKKEKKEKKE | 


begin 
Inikey; { Initialize keyboard flags } 
Scolor (7,0); { Color is white on black } 
clrscyr; . { Clear screen } 


writeln(#13#10'KEYP (c} 1987 by Michael Tischer'); 
writeln (#13#10'A few characters can be input now and switch ‘+. 
 ‘INSERT-, CAPS- or NUM-'); 
writeln('mode on or off. The status of the three ‘+ 
‘modes is always displayed in'); 
writeln('the upper right corner of the screen.'); 
writeln(‘'Pressing the <RETURN> or the <Fl>-key terminates the ‘+ 
"program...')}; 
write (#13#10'Your Input: '); 


repeat { Input loop } 
key := Getkey; { Get key } 
if. (key < 256) then write (chr (key) ) { Output (if normal) } 
until (key = 13) or (key = Fl); { Repeat until Fl or CR } 
writeln; 
end. 


C listing: KEYC.C 


[RRR KKK IKKE EERE KEKE KEKE KEKE KK KIER KKERKEKKRKEKKEKKEEKKKEKEEEEKRKKEEKREKEKEKKKKK K / 


/* KEYC | */ 
J Bw nn ne x] 
hs Task : provides a function for reading a. */ 
/* character from the keyboard and to output at 
/* the Status of the control keys (INSERT, */ 
f* CAPS, NUM) on the display. */ 
/* rn cms es enn lt a em nb as Si Sess ms em ahh iv sce cis a enc ens aah cm ao cca im seca sme es oh mc cha ‘sg is Ga ei Svs mm ce Ses cn cas son os es sin x/ 
Vs Author _: MICHAEL TISCHER | */ 
/* developed on : 8/13/87 */ 
/* last update : 6/09/89 */ 
/* se encase ci ew Som ctv Wein en a Gls cw cs ss ots cs ee ec Saas cs ss Sans id we ass Ss as es Smee ens ein ee "ea aes es ens cece is tb os se os Se x/ 
/* (MICROSOFT C) oS | */ 
/* Creation : MSC TASTC; | */ 
/* LINK TASTC; */ 
/* Call 3 : TASTC | . mess 
a */ 
i* (BORLAND TURBO C) - | : */ 
Te Creation : Make sure that Case-sensitive link is OFF in */ 
/* the Options menu/Linker option */ 
7% Select RUN menu *f 


[ RRREKHEKRKAEK KKK KKK KKK IK KICK HIKARI KK IK IRIE HIKE KKK KKK EKKKEKKKKE / 


#include <dos.h> “4 : /* include Header-Files */ 
#include <io.h> 
#include <bios.h> 


typedef unsigned char byte; _ /* Create a byte */ 
/*== Constants Sosssasassaaasessssscssassesssssssnssssssssssssssssssst/ 
/*-- Bit layout in BIOS keyboard status ~--------- Shaan panna nnn */ 
#define SCRL 16 /* ScrollLock bit */ 
#define NUML 32 ; /* NumLock bit */ 
#define CAPL 64 | /* CapsLock bit */ 
#define INS 128 or eer oF  /* Insert bit */ 
#define FALSE 0 nate /* Constants make reading of the */. 
#define TRUE 1 | /* Program text easier */ 
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#define F2 0 /* Line in which the Flags should be output */ 
#define FS 65 /* Column, in which Flags will be output */ 
#define FlagColour 0x70 /* black characters on white ground */ 
/*-- Codes of some keys as returned by GETKEY() ~----------3- 7 «/ 
#define BEL 7 /* Bell character code */ 
#define BS 8 /* Backspace key code */ 
#define TAB 9 /* Tab key code */ 
#define LF 10 /* Linefeed code */ 
#define CR 13 /* Return key code */ 
#define ESC 27 /* Escape key code */ 
#define Fl 315 /* Fl key code */ 
#define F2 316 /* F2 key code */ 
#define F3 317 /* F3 key code */ 
#define F4 318 /* F4 key code */ 
#define F5 319 /* FS key code */ 
#define F6 320 /* F6 key code */ 
#define F7 321 /* F7 key code */ 
#define F8 322 /* F8 key code */ 
#define F9 323 /* F9 key code */ 
#define F10 324 /* F10 key code */ 
#define CUP 328 /* Cursor up code */ 
#define CLEFT 331 /* Cursor left code */ 
#define CRIGHT 333 /* Cursor right code */ 
#define CDOWN 328 /* Cursor down */ 
/*-- global Variables -------~-----~--------- =< 2-2 rn nnn n= af 
byte Insert, /* Status of INSERT flag */ 

Num, /* Status of NUM flag */ 

Caps; /* Status of CAPS flag */ 
DOIG IG IIIS GUIS CII IDIGIGIICIICIG ICI IOI IC TIO IATA IAA AC] 
/* GETPAGE: get the current display page */ 
/* Input : none */ 
/* Output ; see below xf 


LR RR RR KK RT TTR KK KR KKK RE KK EK KEKE KK KEKE EKER / 


byte GETPAGE () 


{ 


union REGS Register; /* Register variable for interrupt call */ 
Register.h.ah = 15; /* function number */ 
int86(0x10, &Register, &Register); /* call interrupt 10(h) */ 
return (Register.h.bh) ; /* Number of current display page */ 


} 


[RIKI IKI IK RIK IIR KIKI KIKI IIR ITI I IKI IIIA KKK RK KREKEKKKEEEK / 


/* SETPOS: sets the position of cursor in current display page */ 
/* Input : see below a f 
/* Output : none */ 
/* Info : the position of the blinking cursor changes a7 
Ag with the call of this function only if */ 
/* display page indicated is the current display page */ 


[RK IRI IRI RH IIR TTI TTI TKI IT TOTO II TOT KIO KK IK IKK ITI REE IKI IKE KAKI / 
void SetPos (byte Column, byte Line} 


{ 


union REGS Register; /* Register-Variable for Interrupt call */ 
Register.h.ah = 2; /* function number */ 
Register.h.bh = GETPAGE(); /* Display Page */ 
Register.h.dh = Line; /* Display Line */ 
Register.h.dl = Column; /* Display Column */ 
int86(0x10, &Register, &Register); /* call Interrupt 10(h) */ 


} 


[OOOO III IOIOIOIOIIOIUIIGOIUIOIGIOICITOOIIICIOIIOI OOOO IOC 1K / 
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/* GETPOS: Gets the Position of Cursor in the current Display Page */ 
/* Input : none | */ 
/* Output : see below */ 


[RAR IRI KIRKE KI RIERA KEK IRE KEKE KKK KEE RIK KEIR KEKE / 


void GetPos (byte * CurColumn, byte * CurLine) 


{ 


union REGS Register; /* Register variable for interrupt call */ 
Register.h.ah = 3; /* function number */ 
Register.h.bh = GETPAGE (); /* Display page */ 

int86(0x10, &Register, &Register); /* call Interrupt 10(h) */ 
*CurColumn = Register.h.dl; /* Result of the function */ 
*CurLine = Register.h.dh; /* Read from the register */ 


} 


[RFI TK IIIT ITTF ITOK TOK TIT TOTIOTR IKKIKIK IKI RIK KK IKE KIRK EK REE EK IK / 


/* WRITECHAR: writes a character with an Attribute to */ 
i= the current cursor position in current display page aif 
/* Input : see below uy 
/* Output : none */ 


[BIT III IIIT II TIKI IO ITOK TRI IIRITR IK RK IK KR K KI K KEKE KIRK / 


void WriteChar (char Zcharacter, byte Colour) 


{ 


union REGS Register; /* Register variable for interrupt call */ 
Register.h.ah = 9; /* function number */ 
Register.h.bh = GETPAGE (); /* Display Page */ 
Register.h.al = Zcharacter; /* the character for output */ 
Register.h.bl = Colour; /* Color of character to be output */ 
Register.x.cx = 1; /* output character only once */ 
int86(0x10, &Register, s&Register); /* call Interrupt 10(h) */ 


} 


[RRR IKI KHIR IIIT IK HK IR KKK RK KEK KAKI ERE KEKE KEK KEEKEE KR IT / 


/* WRITETEXT: write a character chain with constant color tf, 
L® Starting at a certain location in the current a 
/* Display Page */ 
/* Input : see below */ 
/* Output : none */ 
/* Info : Text is a Pointer to a character-Vector which t/ 
f* contains the Text to be output and is terminated with */ 
/* a ‘'\0O' character. ad 


[RR RII IIT IR RKO TOKIO ICI TOI IOI III I IKK KKK IK Bt / 


void WriteText (byte Column, byte Line, char *Text, byte Colour) 


{ 
union REGS InRegister, 


OutRegister; /* Register variable for interrupt call */ 
SetPos (Column, Line); 7 /* set Cursor */ 
InRegister.h.ah = 14; /* function number */ 
InRegister.h.bh = GetPage( ); /* Display Page */ 
while (*Text) /* output Text until ‘\O' character */ 
{ 
WriteChar(' ', Colour); /* Indicate color for character */ 
InRegister.h.al = *Text++; - /* the character for output */ 
int86(0x10, &InRegister, s&OutRegister); /* call Interrupt */ 


} 
} 


[RRR KIRK KK IKK KI IIT KIT HIRI II IAHR AEE IAHR EKKE KKK / 


/* CLS: erase current Display Page *] 
/* Input : none «/ 
/* Output : none */ 


[GIO OI III III III III III IOI RTA ATTA AA ACK 4] 
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void Cls() 


{ 
union REGS Register; /* Register variable for interrupt call */ 


Register.h.ah = 
Register.h.al 


6; /* function number for scroll up */ 
0; 

Register.h.bh = 7 
0 
2 
7 


/* 0 stand for clear */ 
/* white letters on black background */ 
/* upper left display corner */ 


il 


Register.x.cx = 


Register.h.dh = 24; /* Coordinates of the lower */ 
Register.h.dl = 79; . /* right display corner */ 
int86(0x10, &Register, &Register); /* call BIOS-Video-Interrupt */ 


} 


[RII III IIIT TI IK RIKI IIA IIHT AKI TIKI IIA IIIA AAI AKAIKE AIEEE KAIAK / 


/* NEGFLAG: negate Flag and output Text a] 
/* Input : see below */ 
/* Output : the new Status of Flags (TRUE = on, FALSE = off) */ 


[RIKI IRI KIKI RIK IK IIR IK IT II KIT KKK KK KITA IHK KKK KKH KKK KEK / 


byte NegFlag (byte Flag, unsigned int FlagReg, 
byte Column, byte Line, char * Text) 


{ 


byte CurLine, Z /* current Line */ 
CurCol umn, /* current Column */ 
Colour; /* for Output of Flag-Text */ 
if (! (Flag == (FlagReg != 0))) /* did Flag change? */ 
{ /* YES */. 
GetPos (&CurColumn, &CurLine); /* get current Cursor position */ 
WriteText (Column, Line, Text, (Flag) ? 0 : FlagColour); . 
SetPos(CurColumn, CurLine); /* set old Cursor position */ 
return (Flag *1); /* reverse Bit 1 of Flags */ 

} 
else return (Flag); /* everything remains the same */ 


} 


[REAR KKK ITI RR TI IK IIHR IK IAEA ERA IKKE RAKE KEKE EAE KKK / 


/* KEYREADY: Tests for a character from the keyboard */ 
/* Input: none . */ 
/* Output: TRUE if a key is pressed, otherwise FALSE i 


[RRA IKI III RII IIR IAI RATA AIT IRA ITI IRI III TIKIT IITA AAI AAAI AAR 


int KeyReady () 


#ifdef TURBOC__ 


struct REGPACK Register; 

Register.r ax = 1 << 8; 

intr(0x16, &Register); 

return(! (Register.r flags & 64) ); 
#else 


return( bios keybrd( KEYBRD READY ) ); 


#fendif 
i 


[BR RRR I IK KKK IK III IT TTI TK IORI TK KKK KIRKE KEKE KEKKEKEK KK / 


/* GETKEY: Read a character and Output Flag-Status  — . ay, 
/* Input : none el A 
/* Output : Code of key read < 256 : normal key */ 
/* >= 256 : extended ke y */ 


[KARR RIKKI IK IKK KIKI KIA KIKI REIKI EKER EK IKE IRAE IKKE EKEKK KE | 
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unsigned int GetKey () 


{ 


union REGS Register; -/* Register Variable for Interrupt call */ 
do 

{ aan ee : 
Register.h.ahn = 2;... — /* read function number for keyboard status */ 


int86(0x16, &Register, &Register); /* call BIOS keyboard interrupt*/ 
Insert = NegFlag(Insert, Register.h.al & INS, FS+9, FZ, “INSERT") ; 
Caps = NegFlag(Caps, Register.h.al & CAPL, FS+3, F2, " CAPS "); 

Num = NegFlag(Num, Register.h.al & NUML, FS, FZ,: “NUM"); 

} 

while ( !KeyReady() }); 

Register.h.ah = 07 /* read function number for key */ 


int86(0x16, &Register, &Register); _/*call BIOS-keyboard-Interrupt*/ 


return ((Register.n.al) ? Register.h.al : Register.h.ah | 256); 


[RRR IKI RK IIIT IKK HH TKI KK KIKI KK ITI TEI AIK EREEE REE KK KK / 


/* INIKEY: initialize keyboard-Flags | */ 
/* Input : none : */ 
/* Output : none "7 
/* Info : the keyboard-Flags are reversed compared with the i 
iis current status. This makes it possible that their */ 
/* current Status is output on the next call of the */ 
{* GETKEY-function. =f 


[RFI RIK IK IO IOT IR ITT I TOI TOTO TIO TOI TOK RTI EK IT KERIKERI KKH EEK KKK / 


void Inikey () 


{ : 
union REGS Register; /* Register variable for interrupt call */ 


Register.h.ah = 2; . /* read function number for keyboard status */ 
int86(0x16, &Register, &Register); /* call BIOS-keyboard-Interrupt*/ 


Insert = (Register.h.al & INS) ? FALSE : TRUE ; /* reverse the i ae 


Caps = (Register.h.al & CAPL) ? FALSE : TRUE ; /* current content */ 
Num = (Register.h.al & NUML) ? FALSE : TRUE ; 
} : 


[DROIT IORI TOIT IO RIK ICI 1K / 


ha MAIN PROGRAM . “%/ 


[RRR RIKER RRR RRR KK KK KERR KR KEKE KEK EEE KEE KEKE EKER KKKKKEEKK KEK / 


void main() . 


{ 
unsigned int key; 


Cls(); /* Clear Screen */. 


Set Pos (0,0); /* Cursor to left upper screen corner */ 
printf ("KEY (c) 1987 by Michael Tischer\n\n") ; 

printf ("You can input some characters and at the same time change “); 
printf ("INSERT-, CAPS-\nor NUM-status. Every change “); 

printf("is displayed in the upper right corner of the screen.\n"); 
printf ("\n<RETURN> or <F1l> terminates the Input...\n\n"); 

printf ("Your Input: "); 


Inikey (); /* initialize keyboard-Flags */ 
do . 
{ 
if ((key = Getkey()} < 256) /* read key */ 
printf ("%c", (char) key); /* output (if normal) */ 
} . .e . 
while. (! (key == CR || ‘key == P1)); /* repeat until Fl or CR */ 


printf ("\n"); 
} 
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A resident interrupt driver 
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The next assembler program is a resident interrupt driver. Once a resident program 
is installed in memory, other programs or data cannot overwrite it. Another reason 
for the name resident lies in the program's ability to point to an interrupt in its 
own routine. Instead of DOS, BIOS or another interrupt routine called up to now, 
the program calls its own interrupt driver routine. Before examining how this is 
done, the assembler program should be explained. 


The SHOWCLK program displays the current time on the screen every time the 
user presses a certain key after installing it. This occurs until another key is 
depressed. The key which causes the time to be displayed must be passed to the 
program in the command line during its call. For example, entering the following 
at the DOS prompt invokes the program and tells the program to display the time 
when the user presses the <F10> key on the XT, or the <F8> key on the AT 
keyboard. When the key is pressed, the time appears on the screen at line 1 starting 
at column 40: 


showclk 68 /11 /c40 


The following removes the SHOWCLK program from memory (note the lack of 
parameters): 


showclk 


The only stipulation is that the actuating key must be one that generates an 
extended key code (e.g., a cursor key or function key). The program sets the default 
clock position to the upper right corner of the screen. This can be changed by 
passing parameters in the command line during the program call. Another facet of 
the program iS its ability to re-install itself during a new call, if me user desires. 


SHAKER AIK KEI KKK KAKA EKER REAR REKREKKKKK KKK Ke 


. v 
om SHOWCLK xe 
aad is cc‘ cr ey mei thn’ a ig cn cs i sc tm’ Siw sua ci tes cS ca Ss Ci Sci’ si Sen ew eis sh ms macs usin ik si ptm Gls Sins cms eb ss ep eos ss Ss em ens Saat ced ke i'd ls is uw ow ba 
7* Task : Outputs the time on the display after pressing*; 
;* a key which generates an extended key code xs 
:* stops when another key is pressed a 
om i en <a Si Ses ss ch “oie Sa i ew ot Sus ess cb “Ss noe ek enn Ses tems sl “See am Saas Sas es ss wea eee sae wns ets ase ss as ees ces hn ns Ss es See eoominns aos Gad cee Sd nw ms cn te <s 
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LF equ 10. 
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segment para ‘CODE! ;Definition of the CODE-Segment 


code 
erg 100h 
assume cs:code, ds:code, es:code, ss:code 
start: jmp. showinit 7Call of the Initialization-Routine 
alterint equ this dword gold interrupt vector 16 (h) 
intaltofs dw (?) ;Offset address interrupt vector 16(h) 
intaltseg dw (?) ;Segment address interrupt vector 16 (h) 
extkey db (1) | | zextended keyboard-code, on which 
keycode db (?) pthe program is called 
linepos equ this word 
column db 75 - ¢Line and column in which the time 
line db 0 : zis. output : 
buffer dw 5 dup (?)} _ sstores the characters from the clock 
z== this is the new kyboard-interrupt (remains in memory) ========== 
newint proc far 
jmp short newi 1 
db "MT" . gIdentification of the program 
newi 1: or ah,ah spread character (Function 0)? 
je newi 2 7YES --> get character and test 
jmp aint _3NO --> call old interrupt 
newi 2: pushf ;for smulation of an interrupt call 
call cs: [(alterint] - ¢eall old interrupt 
cmp ax,CS:word ptr extkey ;was it the specified key? 
je showt ime 7YES --> display clock 
jmp. aiend 7NO --> back 
7-~ the specified key was activated ~---------------- nn 
showtime: pushf gall registers which are changed 
push ax 7; must be stored » 
push bx 
push cx 
push dx. 
push di 
push si 
push es 
- push ds 
cld 70n sring commands count up. 
mov ah,15 jread current display page 
int 10h ;call BIOS video-interrupt 
mov ah,3 ;read current cursor position 
int 10h ;call BIOS video-interrupt 
push dx . _. gstore on the stack 
push cs - ¢Code-sgment to the stack 
pop ds ;return as DS 
mov dx,linepos -gset cursor position 
mov ah,2 ;for the time 
int 10h. 7Ccall BIOS video-interrupt 
push cs ;Code-segment to the stack 
pop es. r;return as ES 
mov cx,5 jread 5 characters 
mov di,offset buffer r;Address of the character-buffer 
getz: mov. ah,8. -. - j;read 1 character 


int 10h | :call BIOS video-interrupt © 


375 


Fis The BIOS 2. ee 3 ‘ PC System Programming 


stosw ’ gstore character in the buffer 
inc dl znext display column 
mov ah,2 ' gset cursor position. 
int 10h 7call BIOS video-interrupt 
loop getz sget next character 
mov dx, linepos zset cursor position 
mov. ah,2 ;for the time 
int 10h . -  peall BIOS video-interrupt 
mov ah, 2CH ;get time from DOS 
int 21h ~ . - peall DOS-interrupt 
mov bl,70h ;color of clock: inverted 
push cx ;record minutes 
mov al,ch ;change hours to ASCII 
call bia zand output 
mov al,":" youtput colon 
call prz 
pop ax zget minutes 

¢function number for character output 
xchg bl,ah - -pexchange AH and BL 
int 10h ;call BIOS video-~interrupt 
inc dl znext column 
mov ah,2 ;set cursor position 
int 10h ;call BIOS video-interrupt 
dec di youtput another character ? 
jne storz 7YES --> STORZ 
pop dx: ;get old cursor position 
mov ah,2 yand set again . 
int 10h ;call BIOS video-interrupt 
pop ds srestore all stored registers 
pop es . 
pop si 
pop di 
pop dx 
pop cx 
pop bx 
pop ax 
popf 


xor  ah,ah 
7 
“jmp newi 2 


aint: pushf ;Simulate interrupt-routine 
call cs: [alterint]} ;call next keyboard-routine 

aiend: ret 2 ;flag-register 

newint endp 


BIA: change binary to ASCII and output SSeS Se 
~~ Input : AL = the number to be converted 

-- Output ;: none 

~- Register : CX, AX, DL and FLAGS are changed 


™s Se Ta Ne 


bia proc near 
mov cl,10 ;we work in the decimal system 
xor ah,ah prepare 16 bit division . 
div cl _ 3divide AX by CL 
or ax,3030h ;change result to ASCII 
push ax z;store number 
call prz output character and advance cursor 
pop. ax. read number ie 
mov al,ah : ;move character to AL. ' 
call prz youtput character and advance cursor 
ret . zback to caller 
bia endp =m 


;-- PRZ: output character and increment cursor position -----------~ 
7-~ Input : BH = Display page for Output - 
oe AL = the character for output 
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’ 
zo-~- Output : 
’ 


BL = Attribute (color) of the character 


none . 
7-~ Register : CX, AH, DL and FLAGS are changed 
prz proc near 
mov ah,9 sfunction number for character output 
mov cx,1 “poutput character only once 
int 10h ;call BIOS video-interrupt 
mov ah,3 ;read current cursor position 
int 10h ;call BIOS video-interrupt 
inc dl sincrement cursor column — 
mov ah,2 sset 
int 10h ;call BIOS video-interrupt 
ret . zback to caller 
prz endp 
instend equ this byte -gif SHOWCLK: installed, ‘memory can be 
zreleased starting at this location 
badp db "Invalid Parameter",CR, LF, “$" 
installm db “SHOWCLK (c) 1987 by Michael Tischer“,13,10,13,10 
db “SHOWCLK was installed and can be deactivated “,13,10 
db “with a new call ",13,10 
db “(but without Parameters)"“,CR,LF,"$" 
deactivm db “SHOWCLK was deactivated",CR, LF, "$" 
allinm db “SHOWCLK is already installed",CR, LF,"$" 
noinstm db “no SHOWCLK installed",CR,LF,"$" | 
partab dw 63 dup (?) ;Address of command line parameter 


deactivate label near 


ent fe: 


noinst: 


y-- Start 


showinit 


mov ax, 3516h 

int 2ih 

cmp word ptr es: (bx+2] 
jne noinst 

MOV dx, es:intaltofs 
mov ax,es:intaltseg 
mov ds,ax 

mov. ax,2516h 

int 21h 

mov ah,49h 

int 21h 

push cs 

pop ds 

mov dx,offset deactivm 
xor al,al 

jmp showend 

mov dx,offset noinstm 
jmp short noinerr — 
and 

proc near 

cld | 
mov di,offset partab 


;turn SHOWCLK off 


7get content of interrupt vector 16 
jcall DOS-Function 


,"TM" ;test if SHOWCLK-program 


;SHOWCLK not installed --> End 


7Offset address of interrupt 16 (h) 
;Segment address of interrupt 16(h) 
;to DS 

;reset content of 

sinterrupt vector 16(h) old routine 


;release storage 
70f old SHOWCL again 


sstore CS on the Stack 
;restore DS . 


;Message: program removed — 
;program performed correctly 
;to end of program 


; Error—Message: no SHOWCLK installed 
output Error-Message and terminate 


Initialization-Routine a ni Soe 


“pon. String: Gamanas count up 
#Address of Parameter-Table 
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call parmtest ;count Parameter/determine Address 
or dl,dl 3;if no Parameter indicated 
je deactivate 7YES ~--> remove last SHOWCL 
evaluate Parameter ~-------9 en nnn rn rer 
mov bx,offset partab ;Address of the Parameter-Table 

paraout: mov si, [bx] ;get Address of a Parameter 
lodsw ;get first two chars of parameter 
and ah,11011111b slower case letters --> upper case 
cmp ax,"L/" zis it line indication ? 
je getline 7YES --> GETLINE 
cmp ax,"C/" gis it column indication? 
je  getcolumn 7;YES --> GETCOLUMN 
7-- Parameter must be Key Cod@ ------------- << 9 === 
cmp extkey,0 7Key code discovered? 
je  badpara 7;YES --> Error 
push bx ;save Pointer in PARTAB 
push dx ;save remaining number of Parameters 
sub si,2 zset SI to beginning of number 
call asciibin ;convert Code to binary 
pop dx ;get remaining number of Parameters 
pop bx zget Pointer in PARTAB 
jc  badpara 7no number found --> Error 
or  ah,ah jnmumber larger than 255? 
jne badpara 7;YES --> wrong number 
mov keycode,al gnumber o.k. record it 
mov extkey,0 zannounce Key code discovery 
nextpara: add bx,2 ;Address of the next PARTAB-Element 
dec dl ;decrease Parameter counter 
jne paraout ;last Parameter? NO --> continue 
jmp short install ;Parameter o.k. --> install program 
getline: mov di,offset line :Address of Line-Variable 
mov dh, 24 ;Maximum value for Line 
jmp pareval yevaluate Parameter 
getcolumn:mov di,offset column ;Address of the Column-Variable 
mov dh,75 ;Maximum value for column 
pareval: push bx ;store Pointer in PARTAB 
push dx ;store remaining number of Parameters 
call asciibin ;convert Code to binary 
pop ax sget remaining number of Parameters 
pop bx 7get Pointer in PARTAB 
jc  badpara 7no number found --> Error 
or ah,ah s;Number larger than 255? 
jne badpara 7YES --> wrong number 
cmp al,dh ;Number larger than permitted? 
ja badpara 7YES --> wrong number 
mov {dij,al ;Number o.k. therefore store 
jmp short nextpara 7evaluate next prameter 
allinst: mov dx,offset allinm ;Error-Message: already installed 
jmp short noinerr soutput Error~Message and terminate 
badpara: mov dx,offset badp ;Error-Message: invalid parameter 
noinerr: mov al,1l 7; Error~-Code 
jmp showend ;terminate program 
install: cmp extkey,0 7Key-code discovered? ~ 
jne badpara ;NO --> Error 
mov ax,3516h 7get content of interrupt vector 16 
int 21h ;call DOS-function 
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showend: 


showinit 


word ptr es: (bx+2],"TM" ;test if already installed 
allinst sYES --> Error 

intaltseg,es z;segment and offset address of the 
intaltofs, bx ;stored-interrupt vector 16(h) 
dx,offset newint ;Offset address new interrupt routine 
ax, 2516h ;change content interrupt vector 16 
21h ;to user routine 


dx,offset installm 
ah,9 
21h 


;Message: program installed 
youtput function number for string 
zcall DOS-function . 


only the PSP, the new interrupt-Routine and the 


. Data must remain resident. 


mov 
int 


mov 
int 
mov 
int 


endp 


ASCIIBIN: convert ASCII number to binary (max. 16 Bit) 


: 
;7~ Input : 
777 Output : 
7 —om 
;-- Register : 
7-- Info : 
asciibin proc 
xor 
Mov 
xor 
nx_num: mov 
or 
je 
cmp 
jb 
cmp 
ja 
mul 
jc 
and 
add 
inc 
jmp 
ab ende: clc 
ret 
aberr: stc 
ab ret: ret 
asciibin endp 
7 
¢—-— Input : 
¢7~- Output : 
7-~ Register : 


dx,offset instend ;calculate number of paragraphs 

cl,4 ; (each 16 Bytes) at the disposal 

ax, cl ; of the program 

dx 

ax, 3100h ;terminate program with End-Code 0 

21h sremain resident 

ah,9 7output string 

21h :call DOS-function 

ah, 4Ch 7function number for program 

21h ;terminate program with End-Code 
;End of PROG-procedure 


DS:SI = Address of Number as ASCII-string 
AX = the converted Number 

Carry-Flag = 1 : Number too large 

AX, BX, CX, SI and FLAGS are changed 

the ASCII-string must be ended with Code 0 


near 

bh, bh ;Hi-Byte of every position 
cx, 10 z;we use decimal system 

ax, ax ;preliminary result 

bl, {si] ;get next number 

bl,bl 7;NUL-Code (End)? 

ab ende ;YES --> number converted 
bl, "0" ;test if number 

ab ret sNO --> Error 

bl, "9" ztest if number 

ab err 7NO --> Error 

cx 7preliminary Number * 10 
ab ret ;Number > 65535 --> Error 
bl,1111b ;convert number to binary 
ax, bx ;add to preliminary Number 
si sprocess next number 


short nx num 


~- PARMTEST: capture Parameter in the Command Line 


sno Error 
zback to caller 


sError 
sback to caller 


DS:0000 = Address of PSP 
DL = number of parameters found 
AX, CX, DX, SI and FLAGS are changed 
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;-- Info : Address of every parameter is stored in Array-PARTAB as 
— Offset address to DS. In addition behind every 
aca parameter an ASCII-Code 0 is stored. 


parmtest proc near 


cld _ + zon string commands count up 
xor dx,dx ;number of parameters found 
mov si,80h — saddress where number of characters 


sof the command line is stored in PSP 
mov cl,byte ptr [si] sget number of character 


or el, ¢l shave parameters been passed? 
je  parmtend 3;NO <--> End 
inc si 7SI points to start of command line 
xor ch,ch sin CX is the number of characters 
getez: . lodsb smove next character to AL 
; cmp al," " sis it a space ? 
je space . 7YES --—> SPACE 
cmp al, TAB zis it a -Tab-character? 
je space 7YES --> SPACE 
z-- no Space or Tabulator -------------------------- 
or dh, dh ;was last character space ? 
jne nextz ;NO --> process next character 
ine dl | ; increment number parameters found 
not dh- gindicates no " " or TAB 
mov ax,si ;calculate address of 
dec ax jparameter 
stosw . ' gstore in parameter-Table 
next z: loop getez . sget next character 
mov byte ptr [(si],0 ;NUL-character as parameter-End 
-parmtend: ret | sback to caller 
space: or dh, dh ywas. last character space character? 
je next z 7YES --> process next character 


z-~ found next parameter oor emer rere nen ener non 


xor dh,dh ;this character was a space 
mov byte ptr [si-1],0 ;NUL-character as parameter-End 
jmp short nextz ;process next character 


code ends ;End of CODE-Segment 
end start 


Program flow | 
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| The file header describes the DOS call of the program. As mentioned above, there 
__ are two basic options for the call: If you call the program without parameters in 
_the command line, it tries to remove any previously installed SHOWCLK. If you 


call the program with parameters, SHOWCLK installs itself. The first parameter 


_-must be the scan code which the user wants to trigger the clock display. The line 


and column parameters indicate the clock display area on the screen. If these two 
parameters are missing, the clock appears in the upper right hand corner of the 
screen. 7 | 
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_ The constant definition follows the file header to ease your reading of the listing. 


The code segment definition follows, which accepts the program code and the data. 
The ORG 100H instruction, which places the beginning of the program at address 
100H, indicates that SHOWCLK is a COM program. A COM program is a good 
choice for a resident interrupt driver because of the compactness of having data, 
code and stack in one segment. 


The label START shows the first executable instruction of the program. It jumps 
first to the installation routine of SHOWCLK which has the name SHOWINIT. 


This routine loads the address of a table and calls the procedure PARMTEST. It 
counts the number of arguments passed in the command line and stores the starting 
addresses of the individual parameters into the passed table. After this procedure 
ends, SHOWINIT tests whether parameters were passed in the command line. If 
this is not the case, it jumps to DEACTIVATE which removes the old 
SHOWCLK from memory. 


Assuming that arguments were passed to SHOWCLK in the command line, 
SHOWINIT now reads the passed parameters and tests them for accuracy. If it finds 
a correct key code, this code passes to the KEYCODE variable. If the indication of 
a line or column is found, it's tested for an acceptable value. If YES, it moves to 
the COLUMN or LINE variable. If an error and unknown parameter or an illegal 
coordinate occurs during the argument checking, the program ends with an error 
code. If the parameters evaluated are correct, a jump goes to the label INSTALL. A 
test searches for a keyboard code. If no keyboard code exists, the program ends with 
an error message. If it's available, the program first tests if SHOWCLK is already 
installed. | | 


DOS function 35H determines the address of the BIOS keyboard interrupt (the 
interrupt pointing to a user routine). It returns the segment address of the interrupt 
routine in ES, and the offset address in the BX register. If SHOWCLK was already 
installed, an interrupt routine must be located at this address which is constructed 
exactly like the interrupt routine which is installed, since SHOWCLK always | 
installs the same interrupt routine. 


The routine starts with a 2-byte jump instruction to the routine itself. An 
identification code follows, consisting of two ASCII characters, which can be the 
initials of the author. In this case the initials are MT. INSTALL tests the address 
_ of the interrupt routine plus 2 for the ASCII codes of the initials MT. The test is 
not for MT, but for TM, since the low byte is always stored before the high byte. 
If the code exists, SHOWCLK is already installed and the program terminates with 
an error message. If INSTALL finds another bit pattern, it means that no previous 
version of SHOWCLK existed. INSTALL can then proceed with installation. 
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Installing SHOWCLK 


First INSTALL stores the address of the old interrupt routine in the INTALTOFS 
and INTALTSEG variables. Next the interrupt 16H points through DOS function 
25H to the NEWINT routine. The new interrupt routine of interrupt 16H is called 
if a program wants to call one of the three functions of this interrupt. A message 
tells the user that the program is now installed, and the DOS prompt returns. It's 
important that DOS not release the memory occupied by SHOWCLK for other 
programs. This could result in another program overwriting the new interrupt 
routine, and a system crash during the call of interrupt 16H. To prevent this, the 
program terminates with a DOS function which makes a portion of this program 
resident and prevents overwriting by other programs. Function 31H must be 
informed how many 16-byte paragraphs must be protected, starting from the 
beginning of the PSP. 


Protecting memory 


Once installed, the new interrupt routine must stay protected from changes that 
other registers could make to it. At the same time, SHOWCLK's installation 
routine must remain unprotected. SHOWCLK places the interrupt routine before 
the installation routine. Only the number of bytes between the beginning of the 
PSP and the last byte of the interrupt routine, converted into paragraphs, must be 
passed to function 32H. The new interrupt routine cannot be overwritten. 


This interrupt routine must also contain variables. They are stored between the 
program start instruction and the interrupt routine code proper. This ensures that 
the variables remain resident in memory. At the beginning of the interrupt routine 
(NEWINT) is a jump instruction followed by the identification code. When a 
program calls interrupt 16H, a jump occurs directly to label NEWI_1. NEWI_1 


tests for whether the function number passed to interrupt 16H in the AH register is 


0. This is the only function applicable to this program, since the function reads 
characters from the keyboard buffer. If you called one of the two other functions, 
the program calls the old interrupt 16H and passes control to the calling program. 
If function 0 is called, it reads a character from the keyboard with the old keyboard 
interrupt. The program then compares this character with the key indicated when 
the program call occurred. If this is not the case, control returns to the calling 
program. If it was the indicated key, preparations begin to display the time on the 
screen. 


Stack activity 
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First the contents of all registers which change during the course of the program 
are stored on the stack so they can be restored to the calling program. Then the five 
characters of the display in the position where the time appears. are read from the 
screen and stored. DOS function 2CH reads the time and converts it to an ASCII 
string for display. After the time appears on the screen, the old keyboard interrupt 
waits for a keypress. When this occurs, the characters formerly located where the 
time appears return to their old positions. The registers return from the stack and 
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the program jumps to the beginning of the routine to read in a ie display the 
time again, or pass the key to the calling program. 


Deactivating SHOWCLK 


The last component to be examined is the program routine called when 
SHOWCLK is removed from memory. The installation routine calls it if no 
parameter was passed in the command line and begins with the DEACTIVATE 
label. The routine tests for whether SHOWCLK is already installed. If this isn't 
the case, it cannot be removed, and the program terminates with an error message. 
If SHOWCLK was already installed, the keyboard interrupt must point to the old 
interrupt routine. The memory came: the old SHOWCLK routine must be 
released. 


The problem is that the new SHOWCLK. which should remove the SHOWCLK 
already in memory, doesn't know the address of the old interrupt routine of 
interrupt 16H. It's stored in the old SHOWCLK in the variables INTALTOFS and 
INTALTSEG. The two variables are in completely different programs, but there is 
a simple method of reading these variables. The old SHOWCLEK lies in a different 
memory segment from the new SHOWCLK, but the offset addresses of the 
variables and routines in both programs are identical. Since you know the segment 
address of the old SHOWCLK (the segment address of the interrupt routine), the 
contents of the variables INTALTOFS and INTALTSEG can be read from the old 
SHOWCLK and the interrupt 16H can again point to the original interrupt routine. 
Memory can be released again through the segment address of the old SHOWCLK 
routine with the help of DOS function 49H. This concludes the task of 
DECACTIVATE and the program can terminate after displaying a message. 


_ Examine the listing step by step and read the comments carefully. This is 
important, because the program can serve as a basic framework for any resident 
interrupt driver. We'll discuss another form of resident program (the TSR 
program) in Chapter 8. 
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7.12 Accessing the Printer from the BIOS 


BIOS offers three functions, called by interrupt 17H, for communicating with one 
or more printers interfaced to the PC. These functions have an advantage over the 
DOS printer output functions: They can specify the printer to which the output 
should go. The printer's number (0, 1 or 2) must be loaded into the DX register 


during the function call. After each of the three function calls, the printer status 
passes to the AH register. Each bit in this status byte provides information about 


the printer's task, whether it still has paper, etc. 


36.8. et eS 10 bit 
nue e 1=Time out error 


1=Transfer error 


1=Printer ONLINE 
O=Printer OFFLINE 
. 1=Printer out of -paper 


1=Receive mode selected 
O=Printer busy 


Printer status byte 


Time out 
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A time out error occurs when BIOS tries to send data for a certain amount of time 
to the printer, but the printer refuses the data and returns a busy message (bit 7 
becomes 0). The number of tries BIOS makes before signaling a time out error 
depends on the contents of address 0040:0078 in RAM. ROM uses this address for 


_ Storing variables. The value 20 which BIOS enters into these memory locations 


during the system boot is different from the repeat factor of 20. The value in these 
memory locations must be multiplied first by 4, then by 65,536. A value of 20 
actually refers to 5 million attempts. This number is relative since the loop which 


checks the printer has only a few assembly language instructions processed very 


quickly by the CPU. This results in a waiting period of only a few seconds before 


_ the BIOS reports a time out error. If working with the BIOS routine seems to 
create more time out errors than usual, try increasing the value in the memory 


locations mentioned above so that BIOS makes more a This may help 
communication between BIOS and. the put 


Various printer conditions can sheave a series of bits in the status byte. An ON 
LINE (ready to print) printer sets bits 7 and 4. If the printer switches to OFF LINE 
(e.g., for page advance) then bit 7 and bit 4 reset and bit 3 sets, indicating a 
transmission error. 


Abacus 7 7.12 Accessing the Printer from the BIOS 


The program must decide whether new data should be sent to the printer, whether 
printer output should end or further steps should be taken. 


Function 0: Send character — 


Function 0 transmits a character to the printer. Load the function number into the 

AH register and the ASCII code of the character you want sent into the AL 
register. After the function call the AH register contains the status byte. If the 

character transmission/printing failed, the AH register contains the value 1. 


Function 1: Initialize printer 


The second function initializes the printer ports. You should always execute this 
function before sending data to the printer for the first time. Load the function 
number 1 into the AH register; no other arguments are required. 


Function 2: Read printer status 


Function 2 loads the status byte into the AH register. As mentioned above, the 
status byte tells you the current status of the printer. Load the function number 2 
into the AH register; no other arguments are required. 


Demonstration programs 


The programs listed in this section use the BIOS printer interrupt in the same way 
as the programs listed earlier to demonstrate the BIOS keyboard interrupt. The 
three higher level language programs listed here send strings to a printer using the 
BIOS printer interrupt. The fourth program is an assembly language routine which 
adapts the BIOS printer interrupt to its own routine. | 


The three higher level language programs are similar in organization and are 
divided into five sections. One section is the main program. The other four 
- sections call the various functions of the BIOS printer interrupt. These sections 
include a routine for initializing a specific printer interface, a routine for character 
_ or string output and a routine which displays an error message on the screen if 
needed. The main program initializes printer interface 0, then prints a test string on 
the printer connected to this interface. If an error occurs during one of these two 
Operations, an error message is displayed on the monitor. This message can be 
- delayed if no printer is attached to the PC, since BIOS continues addressing the 
printer, and gives up after a few attempts. If nothing happens for some time, don't 
panic. The program will eventually report its error status. | 
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BASIC listing: PRINTB.BAS 


100 OMAK EEK KEKEKREKKKEKEKEEKKEEKKEEKEKKKEKEKEREREEREEEKEKKAKKKKKK 


110 '* PRINTB sit 
990) Shai te ee eh ee a en eee eee eee ee eee eee eee xe 
130 '* Task : makes a subroutine available for sending x 
140 ‘* strings to a printer and si 
150 '* registering errors during the output to the *' 
160 '* printer = 
170 ‘** Author : MICHAEL TISCHER = 
180 ‘'* developed on : 7/22/87 * 
190 '* last Update : 9/21/87 aA 
200 CMH KKK IKE KEK KIKI KE KEKE EERE EEEKKKEKKEKKKKS 


210 § 

220 CLS : KEY OFF 

230 PRINT“WARNING: This program should be started only if GWBASIC was " 
240 PRINT“started from the DOS level with <GWBASIC /m:60000>." 

250 PRINT : PRINT"If this is not the case, please input <s> for Stop." 
260 PRINT“Otherwise press any key..."; 

270 A$ = INKEYS : IF A$ = "s" THEN END 

280 IF AS = "* THEN 270 

290 GOSUB 60000 ‘install Function for Interrupt-Call 

300 CLS ‘Clear Screen 

310 PRINT“PRINT (c) 1987 by Michael Tischer" : PRINT 

320 PRINT“If a parallel printer is interfaced to your PC, the " 

330 PRINT"following text should appear on it immediately:" : PRINT 

340 PRINT"a test of the printer routines..." : PRINT 

350 PRINT“If not, an error message will be output." : PRINT 


360 PRINTERS = 0 ‘address the first Printer on the PC 

370 GOSUB 50000 ‘initialize Printer 

380 GOSUB 53000 ‘output message 

390 TS = “a test of the printer routines..."+CHRS$ (13) +CHR$ (10) 

400 GOSUB 51000 ‘output String on the Printer 

410 GOSUB 53000 ‘output Message 

420 PRINT 

430 END 

440 ' 

50000 CHK KKK KK KKK KEK KKK KE KKK KKK KKEEKKEKKKKKKEKEKKEKKKKEKKKKKKKKKE 
50010 '* initialize one of the Printer interfaces alee 
50020 9 Baa a a er nn nnn 
50030 ‘* Input: PRINTER% = the Number of the Printer to be addressed *' 
50040 ‘'* Output: DS% is the Status of the Printer an 
50050 '* Info : the Variable 2% is used as Dummy = 
50060 UCHR REKEKKKKKKK KEKE KEKE KKKKKEKKEKKKEKKKEKKEKKKEKEKEKEKKKKKKKKKEKKKKEKS 
50070 ! 

50080 PRTHIS% = 0 ‘Hi-Byte of the Printer number 

50090 FKT%=2 ‘initialize Function number for Interface 
50100 INR%=&H17 ‘call BIOS-Printer-Interrupt 17 (h) 

50110 CALL IA(INR&, FKT%, 2%, 2%, 2%, 2%, 2%, PRTHI%, PRINTERS, 2%, 2%, 2%, 2%) 
50120 DS% = FKT%S AND &H21 ‘store Printer status in DS% 

50130 RETURN ‘back to Caller 

50140 ! 

51000 PRK KEKKEKKKKKEKKEKKEKKEKKEEKKKKEKEKKKEKEKKKEKKEEKKEEKKEKEKKKEKKKEEKKKEKKK 
51010 ** send a String to one of the Printers se 
51020 '§ *--~----—- +--+ +--+ +--+ + + = ai 
51030 '* Input: TS = the String to be output a 
51040 '* PRINTERS = the Number of the Printer at 
51050 ‘* Output: the Variable DSt contains the Printer status = 
51060 PHKRKEKAKKEKEKRKAEKKKKEKKEK KEKE KEKEKKEKKKKEKKKKEKEKKKEKEKKEEKKKKEKKKKKKK 
51070 ° 

51080 FOR I = 1 TO LEN(TS) ‘process all characters of the string 
51090 Z$ = MIDS (TS,I,1) ‘isolate one character from the string 
91100 GOSUB 52000 ‘output character on the printer 

51110 IF DS%<>0 THEN I = LEN(TS) ‘on error terminate output 
91120 NEXT I ‘process next character 

51130 RETURN ‘back to Caller 

51140 ° 

52000 CKKKKKKKKEKHKKKKEKERKEKKEKKEKKEKEKEKAKKKKKEKKEKKKKKKKKKKKKKKKKKKKKKK 
52010 ‘* send a Character to one of the Printers ay 
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52020 8 Bm nn a a a a rn ** 
52030 ‘** Input: 2$ = the Character to be output ee 
52040 '* PRINTERS = the Number of the Printer by 
52050 ‘* Output: the Variable DS% contains Printer status (0=o.k.) xt 
52060 '* Info : the Variable Z% is used as a Dummy Ee 
52070 CMR KKKEKKEKKKKKKKKKKKKKKEKKEKKKKKEEEKKKEKEKKKKKKEKKEKKKKKKKKKKKK 
52080 ' . 

52090 CHARACTERS = ASC (Z$) ‘the ASCII-Code of the Character 

52100 FKT%=0 ‘print Function number for Character 
52110 INR%=&H17 ‘call BIOS-Printer-Interrupt 17 (h) 

52120 CALL IA(INR%, FKT%, CHARACTERS, 2%, 2%, 2%,2%, PRTHI%, PRINTERS, 2%, 2%, 2%, 2%) 
52130 DS% = FKT% AND &H21 ‘record Printer status in DS% 

52140 RETURN ‘back to Caller 

52150 '! 


53000 CWA KE KK KEKE KEKE KKEKKKKKKEKEEEKKKKEKEEKKKEKKS 
53010 '* Output an error-message on the basis of the Printer-Status *' 


53020 8 Bae a a a a nent = 
53030 '* Input: DS%& = the Printer status mt 
53040 '* Output: none aie 
53050 '* Info : if the Printer status is o.k., no output . a 
53060 UKKMRKEKKKKKEKEKKKEKKKEKEKEKEKEKKEKEKKKKKKKKKEKEKKEKEKEKEKKKEKEKKKKKEKEK! 
53070 '! 


53080 IF DS% = 0 THEN RETURN ‘everything o.k. --> back to Caller 
53090 PRINT"“Error on access to Printer: "; 

53100 IF (DS% AND 1) <> 0 THEN PRINT"Time-Out-Error" : RETURN 
53110 IF (DS% AND 8) <> 0 THEN PRINT"I/O Error" : RETURN 

93120 IF (DS% AND 32) <> 0 THEN PRINT“no more paper “ : RETURN 
93130 PRINT“Error type unknown" : RETURN . 


53140 ° 

60000 EHR KKKKKKKKEKKKEKK KKK KEKE KEK KEK KEK KEKE KKKEEKEKEK KEKE KKEKEKKEKEKEKEKKEKEKE | 
60010 '* initialize the Routine for Interrupt-Call aa} 
60020 '*------~~-~~~------~------------~+----~-~+-+---~---------------- x 
60030 '* Input: none ee 


60040 '* Output: IA is the Start address of the Interrupt-Routine wt 
60050 CR KKKKEK KKK KEKE KKKKKKKEKKEKKEK EEK KEK KEKE KE KKKKKKKKEEKEEKEREKKEKKEEEKE! 


60060 ' 
60070 IA=60000! 'Start address of the Routine in the BASIC-Segment 
60080 DEF SEG ‘set BASIC-Segment 


60090 RESTORE 60130 

60100 FOR I% = 0 TO 160 : READ X% : POKE IA+I%,X% : NEXT ‘poke Routine 
60110 RETURN ‘back to Caller 

60120 | : 

60130 DATA 85,139,236, 30, 6,139,118, 30,139, 4,232,140, 0,139,118 
60140 DATA 12,139, 60,139,118, 8,139, 4, 61,255,255,117, 2,140,216 
60150 DATA 142,192,139,118, 28,138, 36,139,118, 26,138, 4,139,118, 24 
60160 DATA 138, 60,139,118, 22,138, 28,139,118, 20,138, 44,139,118, 18 
60170 DATA 138, 12,139,118, 16,138, 52,139,118, 14,138, 20,139,118, 10 
60180 DATA 139, 52, 85,205, 33, 93, 86,156,139,118, 12,137, 60,139,118 
60190 DATA 28,136, 36,139,118, 26,136, 4,139,118, 24,136, 60,139,118 
60200 DATA 22,136, 28,139,118, 20,136, 44,139,118, 18,136, 12,139,118 
60210 DATA 16,136, 52,139,118, 14,136, 20,139,118, 8,140,192,137, 4 
60220 DATA 88,139,118, 6,137, 4, 88,139,118, 10,137, 4, 7, 31, 93 
60230 DATA 202, 26, 0, 91, 46,136, 71, 66,233,108, 255 
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Pascal listing: PRINTP.PAS 


[RII III TORII TIO IR IKK IR TTR TTT IORI TRAIT IKK RA IKARIA KEK KER ERK KK | 


{* “PRINT P * 
{ *-+--~----~----------~~---- +--+. -- +--+ + | 
{* Task : Makes a function available for sending *} 
{* . strings to a printer and registers *} 
Ls . errors during the output to the printer = 
{ Ba a a a ne eee a cance as sas aoc ss va» ce a ms Gems as edo ps ints io ae Gen ees oe *} 
{* Author : MICHAEL TISCHER *} 
{* developed on : 7/9/87 : =} 
{* ‘last Update : 6/09/89 *} 


{ RAH HH RRR IRIE RK IRE KIKI KKK K IKKE EKER KEKE RE KEE KER EKER EREKEKE | 


program PRINTPP; 

Uses Crt, Dos; | { Add Crt and Dos units } 
{$v-} ey { Don't test string length } 
type Output = string[255]; 

var PrintError : byte; { Printer error code } 


{ REAR KHK KHER RE KEKE KEE KREER EKER KK EEK EEKKRKEREREKKEREREEEKKKEEKKEKEEKEE K | 


{* PRINTCHARACTER: sends a character to the printer *} 
{* Input : see below *} 
{* Output : TRUE if an error occurred, else FALSE *} 
{* Info : if an error is discovered, the status of the printer is *} 
{* stored in the global variable PRINTERROR *)} 


{ RRR RK RRR KK KKK KKK KR EKR KKK KEK KEKE KKK KEKE KRKEEKRKEKKEKKKEKKEKKEKKKEKKEKKEEKEKE | 


function PrintCharacter(Character : char; { Character to be output } 
Printer : integer) : boolean; { Nr. of Printer } 


var Regs : Registers; { Register variable for interrupt call } 
begin 
Regs.ah := 0; 
Regs.al := ord (Character); { Function number & code of character } 
Regs.dx := Printer; { Printer number } 
intr($17, Regs); { Call BIOS printer interrupt } 
if (Regs.ah and $21) <> 0 then { Did an error occur? } 
begin { YES } 
PrintCharacter := false; { Display error } 
PrintError := Regs.ah; { Record error code } 
end 
else PrintCharacter := true { No error } 
end; . 


{RRR RR HARKER KKK KEK KEK KEK EK EEK KER EEK KEK KEKE KK KKKKEREKEEKKEKKKKKKKKKKKKKK | 


{* PRINTSTRING: sends a string to the selected printer *} 
{* Input : see below *} 
{* Output : TRUE if no error occurred, else FALSE *} 


{ ER RRHAEK KEK KEKE RK KERR EK KEKE KKK EKER KKKEKK ERE KK KKK KKK KKK KKK EKKEKEKRKEKKKKE | 


Out put ; { the string to be output } 


function PrintString (Text : 
Printer : integer) : boolean;{ Number of printer } 
var Counter : integer; |. { loop counter }. 
Ok : boolean; | ‘Result of the PRINTCHARACTER function } 
begin 
Counter := 1; { begin with the first character in the string } 
repeat 
Ok := PrintCharacter (Text [Counter], eenbees { Print a character } 
Counter := succ (Counter) { Process next character } 
until not (Ok) or (Counter > tenstnireseys< { Terminate on error } 
PrintString := Ok; { Set result of the function } 
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end; 


aa cathe Sah tS Lea a Sal laa aaa kaa 


{* INITPRINTER: initializes the printer interface ; *} 
{* Input : see below *} 
{* Output : true, if no error occurred, otherwise false *} 
{* Info : if an Error is detected, the Status of the Printer is *} 
{* stored in the global Variable PRINTERROR *} 


[PRR K RIKKI HRI KI IKI KAKI K ARR EK ERE ERE KER ERE KEKE | 


function InitPrinter (Printer : integer) : boolean; { Printer number } 


var Regs : Registers; { Register variables for interrupt call } 


begin a 
Regs.ah := $2; { Function number for Init } 
Regs.dadx := Printer; { Printer number } 
intr($17, Regs); { Call BIOS printer interrupt } 
if (Regs.ah and $21) <> 0 then { Did an error occur ? } 

begin { YES } 
InitPrinter := false; { Display error } 
PrintError := Regs.ah; { Record error code } 
end 
else InitPrinter := true { No error } 
end; 


{ RA RAR RHR HARKER ERK KEK KEK KKK KEKE REE AKR EEK AKIRA EK EKER ER KKKEEKKEE | 


{* PRINTERROR: outputs error message | *} 
{* Input : none : . . ah 
{* Output : none *} 
{* Info : the error message is displayed according to the content *} 
{* of the variable =} 
{* PRINTERROR *} 


[EGGS SII IACI ICRI ICE IOC IA ICAI TCSII TCO TIT IIIT IIA TAC IK | 


procedure PrinterError; 


begin 

write(‘Error during printer access: '); 
if PrintError and 1 <> 0 { Time out error? } 
then writeln('Time-Out Error') { YES } 
else if PrintError and 8 <> 0 { I/O error? } 
then writeln(‘'I/O Error') ‘{ YES } 
else if PrintError and 32 <> 0 { No more paper ? } 
then writeln('out of paper') { YES } 


else writeln('Error unknown'); 
end; 


{RRR RR RRR KERR EEK ERE KER K KERR ER EKER REE KERR RK KKK KKK KER EKER REE ER KEKE KEK EKER EK EEK } 


 {* MAIN PROGRAM . *} 

[ER AKKK KEK KKK KEKE KEK KEK KEKE KEKE KKK ERK EKER EKER EKER EK KEKE REKKEREKEREKEKEKRK } 
begin 

clrscr; { Clear screen I 


writeln('PRINT (c) 1987 by Michael Tischer' ye 
writeln(#13#10'If a printer is ence faced to the parallel interface ‘+ 
‘O of the PC, ');7. 
writeln(' the following text should now “appear on this ‘+ 
‘printer:'); 
writeln(#13#10'a test of the printer routines...'#13#10); . 
writeln(‘'Otherwise the program will display an error message I); 
writeln; 


if InitPrinter (0) then { Initialize printer interface 0 } . 


begin 
if PrintString('a test of the printer routines...'#13#10, 0) 
then writelin('all o.k.') 


else PrinterError — | { display error message } 
end Lae erie - . { Initialization error } 
else PrinterError; { display error message } 


end. 
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C listing: PRINTC.C 


[RARER IRE KERIKERI KIRKE IRE KI IKKE IKKE KEARSE | 


/* PRINTC */ 
Jeep eee eee eo eee ee ea een ee ee x/ 
/* Task : Makes a function available for sending a */ 
/* string to a printer. If any errors occur */ 
/* during printing, the program will display */ 
/* errors on the screen */ 
/* ai ct cn i te ce ‘i ccs ew ce oh et nscale sn i i ci cvs smn co ees bhi ei es sess bs mes x tes ene nse Sa es ee G'S ns ats and aie eas Gave ee xf 
/* Author : MICHAEL TISCHER */ 
/* developed on : 8/13/87 */ 
/* last update : 6/09/89 */ 
FO a a NO a ae a I EE EP aOR ee ee */ 
/* - (MICROSOFT C) */ 
has Creation : MSC PRINTC */ 
/* LINK PRINTC; */ 
7* Call : PRINTC */ 
/* esti ai is te itl wn sins ema‘ tne a cs SS a i Se ei’ uh cs tess Gow inns em ls em Sew i Gn Gn ems Sun ish Gs Sm’ eau oui isis nh osx ta sia x/ 
/* (BORLAND TURBO C) */ 
/* Creation : with the RUN command in the command line «/ 


[RRR IRE IKKE IKKE KIRKE REE EE KEE KEEKEK / 


#include <dos.h> /* include header files */ 

#include <io.h> 

typedef unsigned char byte; /* Create a byte */ 

#define FALSE 0 /* Constants make reading of the */ 

#define TRUE 1  /* program text easier =f 

[RRKKKEKEKEKKERKRKK KE KERR EK KERIKERI KEKE EKER EK KER KEKERKEKER ERK RKKKKEREREKEE / 
/* PRINTERROR: displays error message *f 
/* Input : 0 stands for o.k., else error code a7 
/* Output : TRUE if no error is displayed, else FALSE - af 


[BRAKE REE EK EEK KKK KEK KKK KEKE KEK KKK KEK ARE KER KEKE RE KREKRKEKKEEEEEKKKK | 


byte PrintError (Status) 


int Status; /* Printer status */ 
{ 
if (Status) : /* Did an error occur ? */ 
{ /* YES */ 
printf (“Error during printer access:"); 
if (Status «€ 1) /* Time-Out Error? */ 
printf ("Time-Out Error\n"); /* YES */ 
else if (Status & 8). /* I/O error? */ 
printf ("I/O error\n"); /* YES */ 
else if (Status & 32) /* No more paper ? */ 
printf("no more paper\n"); — /* YES */ 


else printf("Error unknown\n"); 
return (FALSE) ; 


} : 
else return (TRUE) ; y /* Error detected */ 


} 


[RRR RIKKI KKK KKK RK IKK KK KEKE EERE KKK KKK KKK KERRIER KKK KEK IKKE KKK KKEKKEKE / 


/* PRINTCHARACTER: sends a character to the printer */ 
/* Input : see below ay 
/* Output : FALSE if no error occurred, else */ 
{* error number Wf 


[RARER KEKE RK REE KEK EREKREKEKREKKE / 


byte PrintCharacter(Character, Printer) 
char Character; /* The character for output */ 
unsigned int Printer; /* Number of the designated printer */ 


{ 
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union REGS Register; /* Register variables for interrupt call */ 
Register.h.ah = 0; -. /* Function number for character printing */ 
Register.h.al = Character; /* Character code */ 
Register.x.dx = Printer; /* Printer number */ 
int86(0x17, &Register, &Register); /* call BIOS printer interrupt */ 
return (Register.h.ah & 0x29); /* Leave only error bits */ 


} 


[RRR KI KIRA IRI REI KIKI KR RK KREKRKIEKEIK EK KKK ERE KKK KEKE / 


/* PRINTSTRING: sends a string to the selected printer +/ 
/* Input : see below */ 
/* Output : FALSE, if no error occurred, else */ 
/* error number */ 


JIAO IOI III ITA III ATI I ATI TIA TIT IAAI AAS ASSIA 


byte PrintString(Text, Printer) 


char *Text? /* String to be output (character vector) */ 
unsigned int Printer; /* Number of the printer */ 
{. 

byte Status; /* The printer status */ 
Status = FALSE; /* Initialize if string is empty */ 


/* Output string until end is reached or error occurs during output*/ 
while (*Text && ! (Status = PrintCharacter (*Text++, Printer) )) 


, 
return (Status); 


} 


[RRR RKREKRKREKRREKK KIKI ERK KEKE K EKER KEK EEE KK KKK KEKE REE KKK KKKEKKEEKE / 


/* INITPRINTER: initialize the printer interface */ 
/* Input : see below */ 
/* Output : FALSE if no error occurred, else tf 
/* error number */ 


[RIC IOI RIT IOTCT OCI TOT IOI TO TOTTI TT IR IOI ik kk / 


byte InitPrinter (Printer) 


int Printer; /* Printer interface to be initialized */ 
{ 
union REGS Register; | /* Register variables for interrupt call */ 
Register.h.ah = 2; _ /* Function number for Init */ 
Register.x.dx = Printer ; /* Printer/interface number */ 
int86 (0x17, &Register, &Register); /* Call BIOS printer interrupt */ 


return (Register.h.ah & 0x29); /* Leave only error bits */ 
} ae _ 


[III III III IO IOI RRO O IATA IIIA AA | 


[** MAIN PROGRAM . . we / 


[RRR REE KR KERR ERK ERE KKK ERE KEI KKK ERE KERIKERI KEKE EKEEKEKEKEKKE / 


void main (} 


{ 
srinté (*\nPRINT. (c) 1987 by Michael Tischer\n\n") ; 
printf ("If a parallel printer is interfaced to this PC\n") 7 
printf(" the following text should appear soon:\n\n")?; 
printf ("a test of the printer routines...\n\notherwise "); 
printf ("an error message is displayed on the monitor screen.\n\n"); 
1f (PrintError (InitPrinter (0})) 
PrintError (PrintString("a test of the printer routines...\r\n"), on 


391 


7. The BIOS. ae | PC System Programming 


The assembly language program listed below is a resident interrupt driver. It can 


“help the user whose printer runs a character set other than the PC standard. This is 


true of some Epson printers, whose foreign characters are different from the PC 
ASCII character set. The program converts these characters before sending them to 
the printer by turning the BIOS printer interrupt to its own routine, which is called 
every time the BIOS printer interrupt is called. 


It tests for whether or not function 0 (character output to a printer) should be 
called, because only this function changes. If not, the call passes to the old printer 
interrupt. 


If a character should be output, the interrupt looks into a table, with the name 
CODETAB, for the character. This table consists of 2-byte entries. The first (low) 
byte contains the new code of the character to be converted. The second (high) byte 
contains the old character code. The table ends with a byte containing the value 0. 


The routine checks the second byte of a table entry if it is identical to the character 
to be printed. If the character cannot be found in the table, it passes unchanged 
through the old printer interrupt for output. If the character exists in the table, it is 
replaced by the first byte of the current entry, then sent for output using the old 
printer interrupt. 


This program has a similar structure to the resident keyboard interrupt driver 
presented in Section 7.11. The main difference between the two programs lies in 
the command line, because PRUM (the program listed here) doesn't pass any 
parameters. It tests for an existing pre-installed version of itself when it is called. 
If no installed PRUM routine exists, it installs itself. Otherwise the installed 
version loads from disk or hard disk. 


This program can transmit output to the printer using the BIOS printer interrupt as 
well as DOS. 


Assembler listing: PRUM.ASM 
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SHKKKKKKKEKKKKKKKKKEEKKKKEKKEK KIRKE KEKEKKKKKKKKEKKKK KEKE KKKKEKKKKKKKKKKKKKKKe 


t f 
;* PRUM *; 
jp 8 ----------- -- - ~~ -- - -- +--+ cans om ene sare Ome ee Sa ete kb eb SE S08 Se Ki SD St OR RD aD Stn SOP a SAD cD ‘a ere ne eae come Ke 
ex Task : Points the BIOS printer interrupt to its own xs 
rio ~ . Routine and makes it possible for example es 
7* to convert IBM-ASCII to EPSON. air 
Et The program is deactivated again on the ee 
hal second call and removed from memory. ns 
r Be i ae A OS A DS SY SE aD ON SD SD ED SE Se eS NY eee a ae a ae ee ee a * s 
7;* Author : MICHAEL TISCHER *; 
es developed on : 8/2/87 et 
oe last update  : 6/09/89 | B Raat a *; 
oe oi ee ee ee eo eo ee ee ae eo ee eae eee eee a ee ee eee mee * 
oe assembly . : MASM PRUM; , 
; ie -.. . LINK PRUM? ; 
;* EXE2BIN PRUM PRUM.COM 7 
; I tf Seki st Sp de So ss we i si cls ie sm ls es al evi ns lit i Wt ite bis sie sD c's ws cs ec is eas Sap a a’ ai! ei sh el ea ap 
:* Call : PRUM | : aie ae 
jittiateAAtaatnaanttaatasansaeaneannananonnenenanouaeananeeeetsantNns; 
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' alterint 


code 


' segment para ‘CODE’ 


org 100h 


;Definition of the CODE segment __ 


assume cs:code, ds:code, es:code, ss:code 


start: 


‘jmp prumini 


s== Data (remain in memory) 


intaltofs 


intaltseg dw 


equ this dword 
Gw (?). 
(2?) 


7-~- The following 


© om 
v 


codetab _ 


GEGEEEEEE 


= 


s 
tf 


installm db 
db 
db 
removeit db 


7== Program (ean be Sverwbltven by DOS) 
; Start and Initialization Routine 


code followed 


64, 21. 
125,129 
123,132 

91,142 
124,148 

92,153 

93,154 
126, 225 
0 


this ds the new printer: interrupt tegatana. in memory) 


== Data (can be overwritten by DOS) 


‘sthe first executable command 


7Old interrupt vector 17(h) — 
;Offset address Interrupt. vector 17(h) 
7Segment address Interrupt vector 17 (h) 


table contains the new 


by the old code. -cr-cercreer ts ttr= 
7 O -------=- > '@! 
® "QQ! ---------— > ee 
g 8@l ----------> oe 
ee areca ae na ae 
: © 250 sn ec ne in oem meine > |! 
: Fo Le > '\! 
: UE a i nee > ae 
7B! ee een ine > tat 


End of the table 


S000 SS = 


pzIdentification of the program 


sprint character (function 0)? 

;NO --> zaddress of the code table 

;store. code in BL 

;load old (AH) and new code (aL) 

;Reached end of table ? 

7YES --> Code not found 

zIs it the code for conversion 

“NO --> continue to search table 
jit was a code for conversion 


;move old code to AL again 


eset function number 0 again 
;restore registers 


sto old printer routine 


newpri proc far 
jmp short newpri 1 
db ih Cw 
~newpri 1: or ah,ah 
é jne aint 
mov bl,al 
testcode: lodsw 
or al,al 
je not found 
cmp ah,bl 
jne testcode 
jmp. short nreset 
notfound: mov al,bl 
nreset: xor ah,ah 
pop ds 
pop si. 
pop bx 
popf 
aint: 4mp cs: [alterint] 
newpri endp 
instend equ this byte 


sup to nile: mem Sipcaciah everything must 
7remain pest cent: 


13,10,"“PRUM (c) 1987 by Michael Tischer",13,10,13,10. 
“PRUM was installed and can be deactivated with ",13,10 
“a new call",13,10,"$" 


“PRUM was deactivated$",13,10 


+S SS SS Ll TS SS TS ST LS SS SS SS 
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prumini label near 
mov ax,3517h 7get content of interrupt vector 17 (h) 
int 21h 7;call DOS function 
cmp word ptr es: [bxt+2],"WC" ;test if PRUM program 
jne install ;SHOWCL not installed --> INSTALL 
z-- PRUM was deactivated ---------------------- = 
mov dx,es:intaltofs ;Offset address of interrupt 17 (h) 
mov ax,es:intaltseg 7;Segment address of interrupt 17 (h) 
mov ds,ax zto DS 
mov ax,2517h ;deflect content of the interrupt 
int 2ih ;vector 17(h) to old routine 
mov ah,49h ;release storage of old PRUM 
int 2ih yagain 
push cs ;store CS on stack 
pop ds ;restore DS 
mov dx,offset removeit ;Message: Program removed 
mov ah,9 swrite function number for atring 
int 2ih . scall DOS function 
mov ax,4Cc00h ;terminate program 
int 21h 7call function program termination 
;-- install PRUM -3 nnn rrr nr rrr 

install label near 
mov ax,3517h sget content of interrupt vector 17 
int 2ih 7;call DOS function 
mov intaltseg,es 7Save segment- and offset address 
mov intaltofs,bx ; of the interrupt vector 17 (h) 
mov dx,offset newpri ;Offset address new interrupt routine 
mov ax,2517h ;deflect content of interrupt 
int 21h 7 vector 17 to user routine 
mov dx,offset installm ;Message: Program installed 
mov ah,9 youtput function number for string 
int 2ih 7call DOS function 
;-- only the PSP, the new interrupt routine and the --------- 
;-~- data pertaining to it must remain resident.  ---------- 
mov dx,offset instend ;calculate the number of 
mov cl,4 ;paragraphs (each 16 bytes) available 
shr dx,cl . 7; to the program 
inc dx 
mov ax,3100h . rend program with end code 0 (0.k) 
int 21h ;but remain resident 

code ends 7End of the CODE segment 
end start 
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72.13 Reading the Date and Time from the BIOS 


The various time functions of the ROM-BIOS can be addressed through BIOS 
interrupt 1AH. The PC and XT each have two time/date functions. The AT has 
eight time/date functions available to the user. 


Realtime clock 


The enhanced functions included in the AT operate in conjunction with the AT's 
battery powered realtime clock (RTC). The realtime clock continues keeping time 
even when the AT is switched off. This clock's method of timekeeping is quite 
different from PC and XT time. PC and XT models measure time using timer 
interrupt 8H, which the system calls about 18.2 times per second. Timer interrupt 
8H remains independent of the CPU's clock frequency. The AT ROM-BIOS 
maintains control of this interrupt, but only for maintaining software 
compatibility with the PC and XT. The AT BIOS receives the current time from 
the realtime clock accessing the CPU. 


Function OOH: Get clock 


Function number OOH gets the current clock time. You can call this function by 
passing the number (0) to the AH register. The function loads the time into the 
CX and DX registers. These two registers combine to form a 32-bit counter value 
(CX contains the most significant 16 bits, while DX contains the least significant 
16 bits). The BIOS timer increments this value by 1 each time interrupt 8H is 
called (18.2 times per second). The total value is the result of multiplying the 
contents of CX register by 65,536 and adding the contents of the DX register. 
Dividing this value by 18.2 returns the number of seconds elapsed, which can then 
be converted into minutes and hours. 


The AT interprets time differently from the PC and XT. The PC/XT BIOS sets 
this counter to 0 during the system booting process. The value returned is the time 
passed since the computer was switched on (not the actual time). To obtain the 
time, the current time must be converted to the value corresponding to the counter, 
then passed to the BIOS (more on this later). The AT doesn't require this time 
value conversion since BIOS reads the actual time from the realtime clock during 
the system boot. It converts this time into a suitable timer value and saves it. 
Reading the counter with the help of function 0 on the AT thus provides the 
current time. 


Besides this counter, a value the AL estes indicates whether or not 24 hours 
have passed since the last reading. If the AL register contains a value other than 0, 
24 hours have passed. This value does not indicate how many 24-hour periods have 
elapsed since the last reading. 


If the conversion of time values into clock time is too complicated, function 2CH 
of DOS interrupt 21H can be used. This function simply reads and converts the 
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current time using function 0 of interrupt 1AH (see Chapter 18 of this book for 


2 more information about function 2CH of DOS interrupt 1AH). 


Function 01H: Set clock 


Function number 01H sets the current clock time. You can call this function by 


_ loading the number 1 into the AH register, the most significant 16 bits of the 


counter into the CX register and the least significant 16 bits into the DX register. 
These two registers combine to form a 32-bit time value. If the conversion of the 
current time into a timer value is too complicated, function 2DH of DOS interrupt 
21H can be used instead (see Chapter 18 of this book for more information about 


function 2DH of DOS interrupt 21H). 


The next six functions are available only on the AT. If you attempt to call these 
functions on a PC or an XT, nothing will happen (use the model identification 
program described in Section 7.3 to check for AT hardware). 


_ All six functions use BCD format for time and date indications. In this format, 
~ two characters are coded per byte, where the higher number is coded in the higher 


nibble and the lower number in the lower nibble. All six functions use the carry 


flag following a return from the function call. If the carry flag is set, this indicates 


that the realtime clock is malfunctioning (e.g., dead battery). The called function 
could not be executed properly. 


Function 02H: Get current time 


Function 02H reads the realtime clock time. You can call the function by loading 
the function number (2) into the AH register. The current time is returned with the 
hour in the CH register, minutes in the CL register and the seconds in the DH 
register. 


Function 03H: Set current time 


| "Fonction 03H sets the time on the realtime clock. You can call the function by 


loading the function number (3) into the AH register, the hour into the CH 
register, minutes into the CL register and seconds into the DH register. The DL 
register indicates whether the "daylight savings time” option is desired. A 1 in the 
DL register selects daylight savings time, while 0 maintains standard time. 


Function 04H: Get current date 
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Functions 4 and 5 read and set the date stored in the realtime clock. Both functions 


use the century, the year, the month and the day as arguments. The day of the week 
- (also administered by the realtime clock) does not apply to these functions. If you 
want to read the day of the week, direct access must be made to the realtime clock 


(see Chapter 10 for instructions on direct access). 
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- Function 04H gets the current date from the realtime clock. You can call this 
function by loading the function number (4) into the AH register. The CH register 
contains the first two numbers of the year (the century). The CL register contains 
the last two numbers of the year (e.g., 88). The month is returned in the DH 
register, and the = of the month in the DL ert 


Function OSH: Set. current date Pe 


Function 05H s sets the current tate j in the realtime clock. You can call this function 
’ by loading the function number (5) into the AH register, either 19 or 20 into the 
_CH register, the last two numbers of the year into the CL register (e.g., 89 
decimal), the month into the DH register, and the day of the month into the DL 
register. 


Function 06H: Set alarm time 


Function 06H allows the user to set an alarm. Since only the hour, minute and 
second can be indicated, the alarm time applies only to the current day. When the 
clock reaches the alarm time, the realtime clock calls a BIOS routine which in turn 

_ calls interrupt 4AH. A user routine can be installed under this interrupt to simulate 
the sound of an alarm clock (you can program the routine to make other sounds). 
During the system initialization interrupt 4AH moves to a routine which contains 
only the IRET assembly language instruction. The IRET instruction forces the 
CPU to terminate the interrupt so that arriving at alarm time doesn't result in any 
action visible to the user. You can call this function by loading the function 
number (6) into the AH register, the alarm hour into the CH register, the alarm 
minute into the CL register and the alarm second into the DH register. 

Function 07H: Reset alarm time 

Only one alarm time can be set. If this function is called while another alarm time 
is set, or has not yet been reached, the carry flag is set after the function call. A 

_ new alarm time doesn't replace the old alarm time; the old time must be deleted 
‘first. You can call this function by loading the function number (7) into the AH 


cé -Tegister; no other parameters are required. This call clears the last alarm time so 
- that a new alarm time can be programmed. | 
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7.14 BIOS Variables 


The preceding sections described different BIOS interrupts and their functions. 
These functions require a segment of memory for storing variables and data. For 
this reason, the BIOS reserves the area of memory between addresses 0040:000 and 
0050:0000 for storing internal variables. The contents of most of these variables 
can be read using some BIOS functions, or by using direct access. Sometimes 
direct access is the easiest method of the two, but it increases the odds of a 
program not executing properly on certain PCs. Since the BIOS can vary from PC 
to PC, different BIOS versions may use individual memory locations within this 
area in different ways. When working with "standard issue" PCs and compatibles 
(e.g., IBM, Tandon, etc.), you can assume that the memory assignment provided 
here remains constant between machines. 


The following list describes the individual variables, their purposes and addresses. 
The address indicated is the offset address of segment address 0040H. For example, 
a variable with the offset address 10H has the address 0040:0010 or 10H. 


0OH—07H 


During the booting process, a BIOS routine determines the configuration of its 
PC. It determines, among other things, the number of installed serial (RS-232) 
interfaces. These interface numbers are stored as four words in memory locations 
0040:0000 to 0040:0007. Each one of these words represents one of the four cards 
that can be installed for asynchronous data transmission. First the low byte is 
stored, followed by the high byte. Since few PCs have four serial cards at their 
disposal, the words which represent a missing card contain the value 0. 


O8H—OFH 


During the booting process, a BIOS routine determines the configuration of its 
PC. It determines, among other things, the number of installed parallel interfaces. 
These card numbers are stored as four words in memory locations 0040:0008 to 
0040:000F. Each one of these words stands for one of the four cards that can be 
installed for parallel data transmission. First the low byte is stored, followed by 
the high byte. Since few PCs have four parallel cards at their disposal, the words 
which represent a missing card contain the valueQ. 


10H—11H | 
This word represents the hardware configuration of the PC as called through BIOS 
interrupt 11H. Similar to the above two words, this configuration is determined 


during the booting process. The purposes of individual bits of this word are 
standardized for the PC and the XT, but can differ in some other computers. 


398 


Abacus | aa 7.14 BIOS Variables 


12H 
This byte provides storage for information gathered during the system self-test, 
_ executed during the booting process and after a warm start. BIOS routines also use 
_ this byte for recognizing active keys. It has no practical use for the programmer. 
13H—14H 
This word indicates the RAM capacity of the system in kilobytes. This 
information is also gathered during the booting process, and can be read using 
BIOS interrupt 12H. 
15H—16H 
These two bytes test the hardware during the booting process. They have no further 
use after each hardware test. | 
17H 
This is called the keyboard status byte because it contains the status of the 
keyboard and different keys. Function 02H of BIOS keyboard interrupt 16H reads 
this byte. Accessing this byte allows the user to toggle the <Insert> or <Caps 
Lock> key on or off. The upper four bits of this byte may be changed by the user; 
the lower four bits must remain undisturbed. | 
PGS tg 50. aw 3 AS 29 ) seas 
(tt | tt It | |-yekignt shirt key pressed 
ro | | j1=Left SHIFT key pressed | 
1=CTRL key pressed 
—|1=ALT key pressed _ 
,1=SCROLL LOCK on | 
|1=NUM LOCK on 
1=CAPS LOCK on 
1=INSERT on ee 
Keyboard status byte 


18H 


This byte is similar to byte 17H above, with the difference that this byte indicates 
the active status of the <SysReq> and <Break> keys. os 


ee 
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ai or 5 " : 3 2 1 vo a | 
|} i | It | | |-frcerat Key pressed 

: ___|1=SysReq key pressed 
(AT & some XT) 


1=Pause mode active 
1=BREAK key pressed | 
1=NUM key pressed | 


1=CAPS pressed 


1=INSERT pressed 


Extended keyboard status byte 

19H 
This byte currently serves no purpose; it will be used for status in a proposed 
extended keyboard once that keyboard appears on the market. 

1AH-1BH 
This word contains the address of the next character to be read in the keyboard 
buffer (see also IEH—3DH below). 

1CH—1DH 
This word contains the address of the last character in the keyboard buffer (see also 
1EH—3DH below). mB tt 

1EH—3DH > 


This area of memory contains the actual keyboard buffer. Since every character 
stored in the keyboard buffer requires 2 bytes, its 32-byte capacity offers space for a 
maximum of 16 characters. For a normal ASCII character, the buffer stores the 
ASCII code and then the character's scan code. The scan code is the number of the 
activated key which generated the ASCII character. If the character in the keyboard 
buffer uses an extended code (e.g., a cursor key), then the first byte contains the 
value 0 and the second byte contains the extended key code. 


The computer constantly reads characters from the keyboard buffer. If the buffer is 
not full, characters can be added. The address of the next character to be read from 
the keyboard buffer is stored in the word at memory location 0040:001AH. When a 
character is read, the character moves by 2 bytes toward the end of the buffer in 
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memory. When a character was read from the last memory location of the buffer, 
this asia resets to the ee of the buffer. - | 


The same is true of the pointer in memory ‘Jocation 0040: OOIC, which indicates 
the end of the keyboard buffer. If you add a new character, it is stored in the 
keyboard buffer at the location indicated by this pointer. Then the pointer is 
incremented by 2 to move toward the end of the buffer. If a new character is stored 
at the last memory location of the buffer, this pointer resets to the beginning of 
the buffer. 


The relationship between the start and end pointers tells something about the 
buffer's status. Two conditions are of special interest. The first is the condition 
when both pointers contain the same address (no characters are currently available 
in the keyboard buffer). The other condition is when a character should be appended 
to the end of the keyboard buffer, but adding 2 to the end pointer would point it to 
the start pointer. This means that the keyboard buffer is full, i.e., no additional 
characters can be accepted. | 


10.11 12 14 15 bit 


TLL 


0040:003D 


0040:001A 


Pointer to 
next character 
in 0040:001A 


0040:001E 0040:0024_ 


Pointer to 
last character 
in 0040:001C 


Normal character; | ASCII code 


0040:002A 
0040:002B 
Two byte 
-. character 


Extended character: | OOH | Code | z 


K eyboard buffer with start and end pointers 
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3EH 


The lowest four bits correspond to the number of installed PC disk drives (you are 
allowed a maximum of four drives). These bytes also indicate whether the 
connected drives must be calibrated. This is mostly the case after an error occurs 
during read, write or search access. When an error occurs, the corresponding bit in 
this byte is set to 0. 


3FH 


The four lower bits of this byte indicate whether the current disk drive motor is in 
motion. A 1 in the corresponding bit indicates this. In addition, bit 7 is always set 
when write access is in progress. 


40H 


This byte contains a numerical value which indicates the time period until a disk 
drive motor switches off. Since BIOS can only access one disk drive at a time, this 
value refers to the drive last accessed. Following access to this drive, BIOS places 
the value 37 into this register. During every timer interrupt (which occurs about 
18.2 times per second), the value in this byte is decremented by 1. When it finally 
reaches 0, the disk motor is turned off. This takes place after about two seconds. 


41H 
This byte contains the status of the last disk access. When the byte contains the 


value 0, the last disk operation was performed in an orderly manner. Another value 
signals that an error code was transmitted by the disk controller. 


42H—48H 


These seven bytes indicate the status of the NEC disk controller. They also 
indicate hard disk controller status on hard disk systems. 


49H 
This byte contains the current display mode as reported by the BIOS. This is the 
same value indicated when the user activates a area mode through function 0 of 
the BIOS video interrupt 10H. 


4AH 


This word contains the number of text columns per display line in the current 
display mode. 
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4CH 


This word contains the number of bytes required for the display of a screen page in 
the current display mode, as reported by the BIOS. In the 80x25-character text 
mode, this is 4,000 bytes. 


4EH—4FH 


This word contains the address of the current screen page now on the monitor, 
relative to the beginning of video card RAM. The video RAM of the color card 
Starts at B800:0000 for the first screen page, and at B800:1000 for the second 
screen page in 80x25-character text mode. This variable usually contains the value 
1000H. 


50H—5FH 


These 16 bytes contain the current cursor position for each screen page. BIOS can 
control a maximum of 8 screen pages. BIOS reserves two bytes for each screen 
page. The low byte indicates the screen column, which can have values ranging 
from 0 to 39 (in 40-column mode) or from 0 to 79 (in 80-column mode). The high 
byte indicates the screen line, which can have values ranging from 0 to 24. If you 
change the values in this table, the immediate position of the blinking cursor 
remains unchanged, but the change will become noticeable the next time you enter 
characters into the corresponding display page. 


You can use these bytes for positioning the cursor, but we don't recommend this 
method. 


60H 
This byte contains the starting line of the blinking cursor, which can have values 
ranging from 0 to 7 (color graphic card) or from 0 to 14 (monochrome graphic 


card). Changing the contents of this byte doesn't change the cursor's appearance, 
since it must first be transmitted by BIOS to the video controller. 


61H 
This byte contains the ending line of the blinking cursor, which can have values 
ranging from 0 to 7 (color graphic card) or from 0 to 14 (monochrome graphic 


card). Changing the contents of this byte doesn't change the cursor's appearance, 
since it must first be transmitted by BIOS to the video controller. 


62H 


This byte contains the number of the currently displayed screen page. 
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63H—64H 


_ This word contains the video card port. If a PC contains several video cards, the 
~~ value stored will be the address of the currently active video card. 


65H 


The contents of a video controller card's mode selector dictates the current display 
mode. The current value is stored in this memory location. 


66H 


A color card in medium-resolution graphic mode can display 320x200 pixels in 
four different colors. Three of these colors originate from one of the two color 
palettes. This byte contains the currently active color palette (either 0 or 1). 


67H—6BH 


The early PC BIOS versions could use a cassette recorder for data storage. Those 
early versions of BIOS used these five bytes for cassette access when storing data. 
XT and AT models, which do not have this interface, use these memory locations 
in connection with RAM expansion. 


6CH—6FH 


These four bytes act as a 32-bit counter for both BIOS and DOS. The counter is 
incremented by 1 on each of the 18.2 timer interrupts per second. This permits 
time measurement and time display. The value of this counter can be read and set 
with BIOS interrupt 1AH. If 24 hours have elapsed, it resets to 0 and counts up 
from there. 


70H 
This byte contains a 0 when the timer routine is between 0 and 24 hours. Byte 
70H changes to 1 when the time counter routine exceeds its 24-hour limit. For 
every subsequent 24-hour count, this byte remains at 1. 
If the BIOS timer interrupt 1AH is used to set the time, this byte resets to 0. 
71H 
_.. This byte indicates whether or not a keyboard interrupt occurs after the user presses 


<Ctrl><C> or <Ctrl><Break>. If bit 7 of this byte contains the value 1, a 
_ keyboard interrupt has occurred. 
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72H—73H 


During the booting process, a reset command is sent to the keyboard Controller. 
For the duration of this reset, the word at this location assumes the value 1234H. 


XT BIOS variables 


The hardware configurations of the XT permit the introduction of additional 
variables. The following is a list of BIOS variables found in the XT and AT. 


-74H—77H 


These four ha are used ony my hard disk at for hard disk control. 


78H—7BH 


Each of these four bytes returns the status of one of the four printer ports. 


7CH—7FH 


Each of these four bytes returns the status of one of the four asynchronous 
communication (RS-232) ports. 


80H—81H 
This word contains the beginning of the keyboard buffer as the offset address to the _ 


segment address 0040. Since the keyboard buffer normally starts at address 
0040: OO1E, this memory location sally contains the value IEH. — 


82H—83H 
_ This word contains the end of the keyboard buffer as the offset address to the 


segment address 0040. Since the keyboard buffer normally ends at address 
0040:003E, this memory location usually contains the value 3EH. 


AT BIOS variables 


The advanced feibures of the AT require even more BIOS variables. Here i is a list of 
_ the BIOS variables found only on AT models. 3 


88H 


This byte contains the last data transmission speed of the disk drive or hard disk. 
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8CH—96H 


97H 


This memory range contains variables necessary during disk/hard disk access. 


This byte reserves a keyboard flag wich shows the Status of the AT eae? 
LED (light-emitting diode). . 


98H—AOH 


This memory range accepts variables from the battery-powered realtime clock. 


All members of the PC family (PC, XT and AT) have a variable in memory 
location 0050:0000. This variable works in conjunction with the hardcopy routine 
(interrupt 5) to prevent printer output during the printing of another hardcopy. The 
hardcopy routine tests for whether this flag has a value of 0. If so, and no hardcopy 


48 being printed, the flag changes to 1. The BIOS can check this variable to see 
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whether a printout is in process. After a successful printout, this flag resets to 0 to 
allow additional printing. If an error was detected during printer access, this flag is 
set to the value 255 and the printing procedure aborts. | 


Chapter 8 


Terminate and olay Resident 
Programs 


_ Since its birth, DOS has been criticized for its inability to handle multitasking 
(running more than one program at a time). Even though OS/2 is capable of 
multitasking, it runs only on ATs or 80386-based computers. But TSR (Terminate 
and Stay Resident) programs can bring some of the advantages of multitasking 
into the world of DOS machines. This type of program moves into the 
“background” once it is started, and becomes active when the user presses a 
particular key combination. The SideKick® program produced by Borland 
International made TSR programs very popular. 


Running a TSR program isn't multitasking in the true sense of the word, since 
only one program is actually running at any given time. However, with the touch 
of a key, the user can immediately access such useful tools as a calculator, 
calendar, or note pad. In addition to these applications, macro generators, screen 
layout utilities and text editors can also be found in TSR form. 


Many TSR programs can even interact with the programs that they interrupt, and 
transfer data between the TSR and the interrupted program. One example of this 
would be a TSR appointment book that inserts a page from its calendar in a file 
loaded into a currently running word processor. 


Although many different applications can be implemented with TSR programs, 
TSR programs have two things in common: 


e __ all use the same basic method of operation 
°  _ all are built on similar programming concepts — 


This chapter examines these two items, and demonstrates simple implementations 
of TSR programs. 
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~ Before we begin, we should point out that this involves very complex 


programming. Comprehending this material requires a certain level of 
understanding about how things work within the system. This is especially true of 


- TSR programs, since by their very definition they all but ignore the single-task 
nature of DOS, in which one program ‘has access to all of the system resources 


(RAM, screen, disk, etc.). A TSR program must contend with many other 


'. elements of the system such as the BIOS, DOS, the interrupted program, and even 
other TSR programs. Managing this is a difficult but rewarding task, and can only 


be realized in assembly language. Of the available PC languages, only assembly 


language offers the ability to work at the lowest system level, the interrupt level. 


But although it has this capability, assembly language is as flexible as high level 
languages for writing TSR applications such as calculators or note pads. Because 
of this we'll list two assembly language programs in this chapter which will allow 
you to "convert" Turbo Pascal, Turbo C, and Microsoft C programs into TSR 


programs. 


Activating TSR programs 
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Let's start by looking at how a TSR program is activated. To make our TSR 
program come to the foreground immediately after we press a certain key 
combination (called the hotkey), we must install some sort of activiation 
mechanism tied to the keyboard. We can use interrupts 09H and 16H, two system 
keyboard calls. Interrupt 16H is the BIOS keyboard interrupt, which programs use 
to read characters and keyboard status. If we use this interrupt, then our TSR 
program can only be activated when the main program is using interrupt 16H for 
keyboard input. | 


It would be better to use interrupt 09H, which is called by the processor whenever 
a key is pressed or released. We can redirect this interrupt to our own routine, 
which can check to see if the TSR program should be activated or not. Before it 
does this, the routine should call the old interrupt 09H handler. There are two 
reasons for this. The first has to do with the task of interrupt 09H, which informs 


the system that the keyboard needs the system's attention in order to transfer 


information about a key event. Therefore, interrupt 09H normally points to a 
routine within the ROM BIOS which accepts and evaluates information from the 
keyboard. Specifically, it receives the code from the keyboard, converts it to an 
ASCII code, and then places this code in the BIOS's keyboard buffer. Since our 
TSR program neither wants nor is able to handle this job, we must call the 
original routine, or keyboard input will be impossible. 


The second reason has to do with the fact that it is possible that other TSR 
programs were installed before ours, which have redirected interrupt 09H to their 
own routines. Since our program is in front of these programs in the interrupt 
handler chain, their interrupt routines will not be called automatically if we do not 
call the old interrupt handler. The result would be that we could no longer activate 
these TSR programs. The end result is that when a TSR program is called via a 
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redirected interrupt routine, it should always call the old interrupt handler before or 
after its own interrupt processing. 


- The call must not be made with the INT assembly language instruction, since this 
would just recall our own interrupt handler. This would lead to an infinite loop in 
‘most cases, a stack overflow and an eventual system crash. To avoid this we must 
save the address of the old interrupt handler when the TSR program is installed. 
We can then call the old interrupt handler with this stored address with the help of 
a FAR CALL instruction. To simulate calling this handler through the INT 
instruction, we must first place the contents of the flag ea on the stack with 
the PUSHF instruction before the CALL. | 


return to program 
: Keypress 


Call old handler activate Pst Hotkey? 


Last installed — 
‘TSR program 


Other installed 
§ TSR program . 


First installed 
TSR program 


Call old handler | activate gone notkey? 


Read character 
from keyboard and 
convert to ASCII 
code 


Original. 


Reading keys for TSR programs using interrupt 09H 


handler for interrupt 
09(h) in ROM-BIOS 


After the return from the interrupt handler, we can check to see if the ee was 
pressed to activate the TSR. The BIOS keyboard flag at address 17H in the BIOS 
variable segment (segment address 0040H) indicates the status of the following 
keys: : | 


right <Shift> key 
left <Shift> key 
<Ctrl> key 
<Al> key ) 
| <Num> key | 


-<Scroll Lock> key 
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DOS 


e <CapsLock> key 


° <SysReq> key (AT keyboard only) 


If the appropriate keys are pressed, the user is trying to activate the TSR program. 
We can only do this if certain conditions are met, all of which come down to the 
fact that the DOS is not re-entrant. 


Since the TSR program can be activated from the keyboard at any time, regardless 
of the other processes in the system, it could conceivably interrupt a call toa DOS 
function. This may not lead to problems as long as the TSR program returns to 


the interrupted DOS function properly. The problem occurs when the TSR itself 


tries to call DOS functions, which is hard to avoid when programming in a high 
level language. Here we see the problem of re-entry. This refers to the ability of a 
system to allow multiple programs to call and execute its code at the same time. 
DOS is not re-entrant, however, since it is a single-task system and assumes that 
DOS functions will be called in sequence, and not in parallel. 


Calling a DOS function from within a TSR program while another function is 
executing leads to problems because the processor register SS:SP is loaded with 


the address of one of three DOS stacks when interrupt 21H is called. Which of the 


three stacks is used depends on the function group to which the DOS function 
belongs, and cannot be determined by the caller. While the DOS function is being 
executed, it places temporary data on this stack as well as the return address to the 
calling program. If the execution of the function is then interrupted by the 
activation of a TSR program which then calls a DOS function, DOS will again 
load register pair SS:SP with the starting address of an internal stack. If it is the 
same stack that the interrupt function was using, each access to the stack will 
destroy the data of the other function call. The DOS function called by the TSR 
program will be executed properly, but the problem will occur when the TSR 
program ends and control returns to the interrupted DOS function. Since the 
contents of the stack have been changed in the meantime by other DOS calls, the - 
DOS function will probably crash the system. | 


Bypassing re-entry 
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There are two ways to get around these re-entry problems: Avoid calling DOS 
functions, or allow the TSR program to be activated only if no DOS functions are 
being executed. We have already ruled out the first option, so we must use the 
second. DOS helps us here by providing the INDOS flag, which is normally only 
used inside DOS but which is very useful to us as well. It is a counter which 
counts the nesting depth of DOS calls. If it contains the value 0, no DOS 
functions are currently being executed. The value 1 indicates the current execution 
of a DOS function. Under certain conditions this counter can also contain larger 
values, such as when one DOS function calls another DOS function, which is 
allowed only in special cases. | 
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Since there is no DOS function to read the value of this flag, we have to read the 
contents directly from memory. The address does not change after the system is 
booted, so we can get the address when the TSR is installed and save it in a 
variable. DOS function 34H returns the address of the INDOS flag in register pair- 
ES:BX. 


This flag is read in the interrupt handler for interrupt 09H since it checks to see if 
the hotkey was pressed, and allows the TSR program to be activated only if the — 
INDOS flag contains the value 0. This is not the whole solution to the problem, 
however. It coordinates the activation of the TSR program with DOS function 
calls of the transient program being executed in the foreground, but it does not 
allow the TSR program to be called from the DOS user interface. Since the DOS 
command processor (COMMAND.COM) uses some DOS functions for printing 
the prompt and accepting input from the user, the INDOS flag always contains the 
value 1. In this special case we can interrupt the executing DOS function, but we 
must make sure that the INDOS flag contains the value 1, because a DOS function 
can be called from transient program or from the DOS command processor. 


There is a solution for this problem too. It involves the fact that the DOS is in a 
kind of a wait state when it is waiting for input from the user in the command 
processor. To avoid wasting any valuable processor time, it periodically calls 
interrupt 28H, which is responsible for short term activation of background 
processes like the print spooler (DOS PRINT command) and other tasks. If this 
interrupt is called, it is relatively safe to interrupt DOS and call the TSR program. 


To use this procedure, a new handler for interrupt 28H is installed when the TSR 
program is installed. It first calls the old handler for this interrupt and then checks 
to see if the hotkey has been pressed. If this has occurred, the TSR program can be 
activated, even if the INDOS flag is not 0. 


One more restriction must still be added—we cannot allow the TSR program to be 
activated, even using the handler for interrupt 09H, if time-critical actions are 
being patones: in the system. 


Time-critical actions 


These are actions which, for various reasons, cannot be interrupted because they 
must complete execution in a relatively short time. In the PC this includes 
accesses to the floppy and hard disk, which at the lowest levels are controlled by 
BIOS interrupt 13H. If an access to these devices is not completed by a certain 
time it can cause serious system disruptions. A dramatic example is if the TSR 
program performs an access to these devices before another access, which is 
initiated by the interrupted program, has finished. Even if this doesn't crash the 
system, it will lead to loss of data. 


We can avoid this by installing a new interrupt handler for BIOS interrupt 13H. 
When this handler is called, it sets an internal flag which shows that the BIOS disk 
interrupt is currently active. Then it calls the old interrupt handler which performs 
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the access to the floppy or hard disk. When it returns to the TSR handler, the flag 
is Cleared, signalling the end of BIOS disk activity. : 


_ To prevent this interrupt handler from being interrupted, the other TSR interrupt 


handlers all monitor this flag and will activate the TSR program only if the flag 
indicates that the BIOS disk interrupt is not active. , 


Recursion © 


One last condition placed on the activation of a TSR program is that recursive 


activations are prohibited. Since the hotkey can still be pressed after the TSR 
_ program has been activated, we must prevent the TSR program from being 
reactivated before it is finished. We can simply add another flag which is checked 
before the TSR is activated. The TSR program sets this flag when it begins and 


clears it again just before it ends. If an interrupt handler determines this flag iS 
set, it will simply ignore the hotkey. 


Once all of these conditions have been satisfied, we can activate the TSR program. 


Contest switch 


The process of activating a TSR program is called a context switch. The program 
context or environment is all the information needed for operating the program. 
This includes such things as the contents of the processor registers, important 
operating system information, and the memory occupied by the program. We don't 
have to worry about the program memory in our context switch, however, since 
our TSR program is already marked as resident, meaning that the operating system _ 
will not give the memory it occupies to other programs. _ 


The processor registers, especially the segment registers, must be loaded with the 
values which the TSR program expects. These are saved in internal variables when 
the TSR program is installed. Since the contents of these and other registers will 
be changed by the TSR program, the contents of the registers must be saved 
because they belong to the context of the interrupted program and must be restored 
when it is resumed. | 


- The same applies for context dependent operating system information, which for 
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DOS includes just the PSP (Program Segment Prefix) of the program and the 


DTA (Disk Transfer Area). The addresses of both structures must be determined and 
‘ saved when the TSR program is installed, so that they can be reset when context is 
changed to the TSR program. Also, we must not forget to save the addresses of the 


PSP and DTA of the interrupted program before the context change to the TSR 
program. There are DOS functions for setting and reading the address of the DTA 
(DOS functions 1AH and 2FH), but there are no corresponding documented 


functions for the PSP. DOS Version 3.0 includes function 62H, which returns the 
address of the current PSP, but has no function for setting the address. 
~ Undocumented functions for doing both exist in DOS 2.0: function 50H (set PSP 


Abacus 


8. Terminate and Stay Resident Programs 


address) and 51H (get PSP address). Both of these are used in our TSR 
demonstration program. 


~ One final task is required of the TSR code. When the TSR program is activated 
using interrupt 28H, an active DOS function is interrupted—one whose stack must 


not be disturbed. Generally we should take the top 64 words from the current stack 
and place them on the stack of the TSR program. This completes the context 
Change to the TSR program, which means that the TSR program can now be 
started. 


At the moment, the TSR program can be viewed as a completely normal program 


__ which can call arbitrary DOS and BIOS functions. The only competitor left in the 
system is the foreground program. The TSR must ensure that it leaves both the 
_ foreground program and its screen undisturbed. | 


- Saving 


the screen context 


The tasks were exclusively handled in assembly language. However, the C or 


Pascal program comprising the TSR program itself can save the screen context. 
This screen context includes the current video mode, the cursor position and the 


_Screen's contents, The contents of the color registers and other registers on the 


video card must also be saved, if any of these values are changed by the TSR 


program. 


As described i in Section 7.4, the video mode can easily be determined with function 


00H of BIOS video interrupt 16H. Tf the screen is in text mode (modes 0, 1, 2, 3, 


and 7), the TSR program must save the first 4000 bytes of video RAM. The video 
BIOS can be used for this (see Section 7 es or you can access the video RAM 


_ directly (see Chapter 10). 


Saving the video mode becomes very complicated if a graphics mode is active, 


since the video RAM for EGA and VGA cards can be as large as 256K in some 


_ modes. If the TSR program interrupted a transient program, it may not be possible 


to allocate a large enough buffer to handle both programs. _ 


This is why many TSR programs will not activate themselves from within 
graphics mode, and can only be used in text mode. Since PCs mostly use text 
mode, this doesn't present a big problem. GEM® and Microsoft Windows®, 
which operate only in graphics mode, are exceptions. Since these programs usually 
support some mechanism for parallel execution of calculators, note pads, etc., 


TSR ‘Programs can prove less useful under these systems. 


The assembler interface 


We now have enough information to understand the Spération of the two ucaaibly 
language interfaces. The two programs are based on the principles we have outlined 
here; the differences between them reflect the different syntaxes of compiled C and 
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‘Pascal programs. We will first concentrate on the common one of the two 


programs. 


Both programs assume that the TSR program was installed by the first call from 
the DOS level, and will be reinstalled on each new call. It is important to— 
remember one general rule: a TSR program can be reinstalled only if no other TSR 
programs have been installed in the meantime. The LIFO (Last In, First Out) 
principle applies here, so the only way a TSR program can be reinstalled is if it 
was the last one to be installed, and if the corresponding interrupt vectors point to 
its interrupt handlers. If another TSR program was installed following it, the 
interrupt vectors point to its handlers. 


To support this mechanism, the assembly language interface offers the high-level 
program three routines with which install and later reinstall the TSR program. To 
decide whether the program should be installed or reinstalled, the first function 
should be called to see if the TSR program is already installed. This routine is 
passed an identification string, which will play an important role later when the 
program is installed. The routine looks for this ID string within the handler for 
interrupt O9H. If it finds the string, the TSR program is eure) installed and can 
be reinstalled. 


If the ID string is not discovered, the TSR program has not been installed, or 
another TSR program redirected the interrupt 09H vector in the meantime. The 
TSR program can then be installed with the help of the installation routine. This 
routine must receive the ID string used to detect whether the program has already 
been installed, the address of the high level routine which will be called when the 
TSR program is activated, and the hotkey value. The hotkey value is the bit 
pattern in the BIOS keyboard flag which will activate the TSR program and can be 
defined within the high level language program with the help of predefined 
constants. 


The initialization routine first saves the addresses of the interrupt handlers for 
interrupts 09H, 13H and 28H. Then the data for the context of the high level 
program are read and saved in variables within the code segment, so that they are _ 
available for the interrupt handler and for activation of the TSR program. In the 
next step, the new interrupt handlers for interrupts 09H, 13H, and 28H are 
installed. Finally, the number of paragraphs after the end of the program which are 
to remain resident must be calculated. Here the C and Pascal interfaces differ from 
each other. Information about this calculation can be found in the individual 
descriptions of the interfaces. 


The actual installation is now over and the program is terminated as resident. 
Notice that the installation routine does not return to the high level language 
program, so all initialization such as memory allocation or variable initialization 
must be performed before the call to this routine. 
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If the test function of the assembly language module determines that the program 


is already installed, it can be reinstalled with the help of another function. This 
function is passed the address of a routine in the high level language program 


~ which will perform a "cleanup" of the program. This process includes releasing 
allocated memory and other tasks. If no such routine is to be called, the assembly 


language routine must be passed the value -1. Since the "cleanup" function is in 
the TSR program, and not in the program which is performing the reinstallation, a 
context switch is necessary. Unlike activation of the TSR program and the 
corresponding interruption of the foreground program, this is from the program 


which is doing the reinstallation to the already installed TSR program. The 


reinstallation returns the redirected interrupt handlers to their old routines and 


___ feleases the memory allocated by the TSR program. 


‘In addition to these three functions which are called from the high level language 


program, the assembler module contains some routines which may not be called 
— by high level language programs. These include the interrupt handlers for 
___ interrupts 09H, 13H, and 28H as well as a routine which accomplishes the context 


switch to and from the TSR program. 


The high level language programs 


The following programs in C and Pascal demonstrate the assembly language 
routines. They first check to see if the program is already installed or not. On a 


_nhew installation, a TSR routine is installed. You can activate the TSR by pressing 


both <Shift> keys. It stores the screen contents, then displays a message and asks 
the user to press a key. After this is done, the old screen contents are copied back 
and the execution of the interrupted program continues. 


On a reinstallation, the assembly language reinstallation program calls a cleanup 
function in the TSR program. It prints the number of activations of the TSR 
program, which is set to zero when the TSR program is installed and incremented 
on each activation. This makes it clear that the cleanup function is actually 
executed in the installed TSR program and not in the program which performs the 
reinstallation. 


TSR development 


There are some e procedures you ‘should follow when developing TSR programs, 


that apply to the Special characteristics of these programs. First, the program 


should be developed asa completely normal program, compiled and executed from 


the DOS user interface, or an interactive environment. To prepare for conversion to 
a TSR program, you can write an initialization routine and the actual TSR routine 


_ which will be called when the hotkey is pressed. Unlike the TSR version, you can 


call these routines in the main procedure/function of the program, allowing 
activation independent of any hotkeys. You should completely develop and test the 
program in this manner. Once it works correctly, you can convert it to a TSR 


program. 
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The conversion to a TSR program is relatively simple, and involves linking in the 
assembly language module to the program and calling the corresponding functions. 
You can see how this is done in detail in the two example programs. 


After linking the assembly language routines and converting the program to an 
EXE file, it should be started only from DOS. Do not start it — within an 
interactive environment like Turbo Pascal or Turbo C. | 


The C implementation 
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- Since TSR programs should use as little memory as possible, the assembly 


language interface was developed to be linked with the smallest C memory model 
(the small model). In both Microsoft and Turbo C compilers, the program code and 
data are placed in two separate segments, each of which may be no larger than 
64K. The data includes global and static data as well as the stack and the heap. As 
the following figures show, Turbo C and Microsoft C use different memory 
organization, despite their similarities. While in Turbo C the stack is placed 
behind the heap and moves from the end of the data segment to the end of the heap, 
the stack is between the global data and the heap in Microsoft C.. 


Heap 
Heap 


Global & static data Global & static data 
0000 th) DS, 8408S 
cs 


Turbo C Microsoft C 


SS:SP FFEF (h) FFEEF (h)} 


max 64K max 64K 


$s:SP 


DS, SS,ES o> 


0000 (h) 
max 64K 


Structure of a small model program (Turbo C/Microsoft C) 


If this organization had no effect on the assembly language interface, we would be 
ready to allocate the entire 64K of the data segment resident in memory in addition 
to the program code. Since this would mean a significant waste of memory, and 
TSR programs should use as little memory as possible, the assembly language 


- should mark as resident ony the part of the data segment Whig is actually 


required. — 


The size of this memory area depends on the size of the data asic which 
will be allocated on the heap by the functions callocQ) and malloc(). You must 


guess this size and pass it to the initialization routine so that the end of the 


required memory in the data segment can be calculated. — 


This mechanism allows you to use the heap functions normally within the TSR 


_ program. Unfortunately, this applies only to the Turbo C compiler. Microsoft C 
_ uses. an allocation algorithm which assumes that all of the memory to the end of 


the data segment is available, so allocating heap storage should be avoided within a 
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TSR program compiled with Microsoft C. You should allocate the buffers and 
~ variables required when the TSR program is initialized or place the required objects 

in global variables. The example C program allocates the two buffers it needs in 

the mainQ() function and then ae the addresses of the buffers i in global variables. 


_ There is something else you should be aware of when using Turbo C. Since the 
stack grows from the end of the 64K data segment to the heap, it finds itself 
outside the program when parts of the data segment are released again, and this in 
an area of memory which DOS may give to other programs. To avoid problems 
with this, the assembly language interface places the stack immediately after the 
heap, giving it 512 bytes of space. This should suffice for most applications, but 
may lead to problems if you use large objects (such as arrays) as local variables or 
pass them to other functions via the stack. In this case you should enlarge the 

_ §tack by setting the constant TC_ STACK i in the assembly language interface to a 
larger value. 


The different treatment of the stack is the reason that the initialization routine in 
the assembly language interface must be told what compiler the TSR program will 
be compiled with. In practice you don't have to worry about this since it is handled 
within the C program with the help of constants defined with conditional 
preprocessor statements. | 


The TSR initialization routine TSR INIT must be called with the following 
parameters (in the specified order): 7 ; 


. Compiler type (0 = Microsoft C, 1 = a C) 
e Pointer to the C TSR function | 
° Hotkey (mask for reading the BIOS keyboard flag) , 
° Number of bytes to keep free on the heap 
. os Pointer to an identification string ; 


The initialization routine uses the information about the compiler type and the 
number of bytes which must be available on the stack to calculate the number of | 
paragraphs which must remain resident in memory. The C library function SBRK 
is called from the assembly language routine to determine the offset address of the 
current end of heap. The number of bytes which must be reserved for the heap is 
added to this address. With Turbo C we also add the size of the stack, which is 
appended to the heap and must also stay resident. The result of this addition is the 
offset address of the last byte in memory relative to the start of the data segment. 


- This address is converted to paragraphs by shifting it four places to the right, 
dividing it by 16. The result is the number of paragraphs which must remain 
_ resident in the data segment. In addition, there are the paragraphs from the PSP and 
the. code sepment They can be calculated by subtracting the segment. address of the 
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data segment (which is also the ending address of the code segment) and the 
segment address of the PSP. Since both Turbo C and Microsoft C store the 
segment address of the PSP in a global variable called _PSP, it can be read by the 
assembly language routine and included in the subtraction. The program is then 
ended by a call to DOS function 31H, which keeps the specified number of 
paragraphs (passed in the DX register) resident. The TSR program is installed. 


If a cleanup program is to be called when the program is reinstalled with the 
UNINST function, the UNINST function must be passed a pointer to this 
function. In C this is done simply by using the name of the function to be called 
as a parameter. 


If no such function is to be called, the argument -1 must be passed. Since this is 
not a valid function pointer, it must be preceded by the following cast operator: 


(void (*) (void)) -1 


There is a symbol, NO_END_FTN, defined with this expression in the C program 
which you can use in the call to UNINST. 


You can get additional information from the following listing. It will make a good 
basis for developing your own TSR programs. 


C listing: TSRC.C 
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: [RRR KRIKRRIEKEKEKRKEIKREKRIKKEKEKRKE IKKE KEE KEKE KEKE RK KEK EERE EKER IKKEKKKEKKKEKRKEKKE / 


/* TSRC */ 
J Peiinm naman aeeseie sos SS 2 oo eS ee ie ae */ 
/* Description : C module which is turned into a TSR program ld 
i with the help of an assembly language routine. */ 
J keen cetea ease aeons nee x / 
7* Author : MICHAEL TISCHER sly 4 
/* developed on : 08/15/1988 a 
/* last update : 08/19/1988 x7 
[hesiccednn china Rae Sn een Ae aa ee eine eee mere eine x / 
/* (MICROSOFT C) */ 
£* creation : CL /AS /c TSRC.C i 
/* LINK TSRC TSRCA; */ 
i. call : TSRC Ff 
I Ramee ae em eee utelaiare bie ae eos Se eaten ae ae eae ter rernas x / 
/* (BORLAND TURBO C) ey. 
/* creation : Create project file with the following kf 
’ Sais contents: al 4 
7* TSRC */ 
/* TSRCA.OBJ */ 
Z> Before compiling, set Options menu / linker */ 
/* | option / Case sensitive link to OFF ay 


[RRR EK KERRIER KEE KKK EEK KARE KEK KEEKKKEKKK f 


#include <stdlib.h> 
#include <dos.h> 


typedef unsigned char BYTE> | /* build ourselves a byte */ 
typedef unsigned int WORD; 
typedef BYTE BOOL; /* like BOOLEAN in Pascal */ 
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typedef union vel far * VP; /* VP is a FAR pointer into the VRAM */ 
#ifndef MK FP /* was MK FP already defined? */ 
#define MK | FP (seg, ofs) ((void far *) ((unsigned long) (seg) <<16| (ofs) )) 
#endif 


#define VOFS(x,y) (80 * (y) +(x) ) 
#define VPOS(x,y) (VP) ( vptr + VOFS( x, y ) ) 


struct velb { /* describes a screen position as two bytes */ 
BYTE character, /* the ASCII code */ 
attribute; /* corresponding attribute */ 


- struct velw { /* describes a screen position as one word */ 
WORD contents; /* stores ASCII character and attribute */ 


union vel { /* describes a screen position */ 
struct velb h; 
struct velw x; 
}? 


/*== Link the functions from the assembly module ==============s======== / 


extern int is inst( char * id string ); 

extern void uninst ( void (*fkt) (void) ); 

extern int tsr_init (BOOL TC, void (*fkt) (void), unsigned hotkey, 
unsigned heap, char * id string); 


/*== ConstantS == sses=esesssssssssssssessssasssssssssssssesessssssssseest / 

#ifdef | TURBOC __ /* are we compiling with TURBO-C? */ 
#define TC TRUE ; /* yes */ 

#else /* we are using Microsoft C */ 
#define TC FALSE 

#endif 


/*-~ codes of the individual control keys for building the hotkey mask */ 


#define RSHIFT 1 /* right SHIFT key pressed */ 
#define LSHIFT 2 /* left SHIFT key pressed */ 
#define CTRL 4 /* CTRL key. pressed */ 
#define ALT 8 /* ALT key pressed */ 
#define SCRL AN 16 /* Scroll Lock ON */ 
#define NUML AN 32 /* Num Lock ON */ 
#define CAPL AN 64 /* Caps Lock ON */ 
#define INS AN = _ 128 /* Insert ON */ 
#define SCR_LOCK 4096 /* Scroll Lock pressed */ 
#define NUM_LOCK 8192 /* Num Lock pressed */ 
#define CAP_LOCK 16384 /* Caps Lock pressed */ 
#define INSERT 32768 /* INSERT key pressed */ 
#define NOF 0x07 /* normal color */ 
#define INV 0x70 /* inverse color */ 
#define HNOF Ox0f /* bright normal color */ 
#define HINV Oxf0 /* bright inverse color */ 
#define HEAP FREE 1024 /* leave 1K space on the heap */ 
#define TRUE, 1 /* constants for working with BOOL */ 
#define FALSE 0 

#define NO_END FTN ((void (*) (void)) -1) /* don't call an end ftn. */ 
/*== Global variables =====s=e=n=e=ssss=s=sssaessssssssssesSssssssess===ssk / 
char id_string[] = “MiTi"; /* identification string */ 
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VP vptr; . /* pointer to the first character in video RAM */ 
unsigned atimes = 0; /* number of activations of the TSR program */ 
union vel * scrbuf; /* pointer to the buffer with screen contents */ 
char * blank line; _ /* pointer to a blank line */ 
[RRA KKEKRIEKR ERK KEKE KEK REE EK ERE KEE KER ERE KR KEKEEK ERE REE EKER EKEKKEEKKEKKEKREKKE 
* Function >DISP _ INIT m 
GOW ce cere cece cee eee ee en ae oe aoe cam en ce wom Pe ce woe ee ne ee ee Oa SE DS TD FOND I OED ND ONE EDS ED eI SOND SEEDS NS ENS SSE GN GD ind Ca SENN AD UD cc en me ak 
* Description : Determines the base address of the video RAM. * 
* Input parameters : none . ss 
* Return value : none . 


HHI KKKKKKKREKKEKKAKRKEKEKEKAKKEKIKK KKK KEKE KEKE EEE KER EKKKREKKEEKKEKKEEEKEE / 


void disp init (void) 
{ 


union REGS regs; /* processor regs for the interrupt call */ 
regs.h.ah = 15; /* function number: determing video mode */ 
int86(0x10, &regs, &regs); /* call the BIOS video interrupt */ 


/* calculate base addr of the video RAM according to the video mode */ 


vptr = (VP) MK FP((regs.h.al == 7) ? Oxb000 : Oxb800, 0); 
} 


[RRA IKKE IKE KAKA KEK IKK IKEA IE KEIR IKKE KARIERRE EAE 


* Function >DISP PRINT ~ 
NG Ie <ss aeies isson cscs nn ema aa ts  cavh ees os ea eem Ses Seis oe asso si‘ sm een’ Sestak is Gab cs cin, mate nis vo ies LE seis eh“ as a’ ctu wes ee cal tees cous ms Ss mh | kk 
* Description : Output a string to the screen. * 
* Input parameters : — COLUMN = the output column - 
* - LINE = the output line > 
* - COLOR = attribute for the characters * 
i! ~ STRING = pointer to the string * 
* Return value : none * 


EODR TE fg eee ag eee Oe Gene pn eee me Tse gem eT Meh ea PR 


void disp print (BYTE column, BYTE line, BYTE 
color, char * string) 

{ : 
register VP lptr; /* running pointer for accessing the video RAM */ 


lptr = VPOS(column, line); /* set pointer to the video RAM */ 

for (; *string ; ++lptr) /* run through the string */ 
{ 
lptr->h. character 
lptr->h.attribute 
} 

} 


* (string++); /* write char into the video RAM */ 
color; /* set attribute for the character */ 


[RRR KRIKKRIEIIKKIKKIKKAKK KI KIKKIK KER KEE KKK KEKE KEKE KEKKEKAKKEKAKAKEKK KKK 


* Function : ‘Ss AVE SCREN | * 
TI ais ee cia es se Sa mes a een eas ae een “ls ss oe scission ws os Sass ss to ln ms cd cms ta es ted ss a ee a ee K* 
* Description | : Saves the screen contents in a buffer. * 
* Input parameters : - SPTR = pointer to the buffer in which the * 
id ae screen will be saved. * 
* Return value : none * 
* Info : It is assumed that the buffer is large enough to * 
* hold the screen contents. * 


RHKKKKK KKK ERE KEKE KKK KARIERRE KERRIER EKER AEH AEE EKRKEEEKREREKKEAKKEKKKKKKK KK 


void save_screen( union vel * sptr ) 


{ . 
register VP lptr; /* running pointer for accessing the video RAM */ 


unsigned i; /* loop counter */ 
lptr = VPOS(0, 0); - / /* set pointer in the video RAM */ 
. for (i=0; 1<2000; i++) /* run through the 2000 screen positions */ 


(sptr++)->x.contents = (lptrt++)->x.contents; /* save char. & attr. */ 


} 
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[RRR KEKE REE REE KEKE KK EEK KEK ERE EEK KEKE RE EKEKEKEKEEEEKEKEEREKRKKEKEKEKKKEKKKE 


* Function |. >RESTORE SCREEN * 
Nei eel ae oe ee ee eee oe ee EN I ee ar es kk 
* Description | : Copies the contents of a buffer into the video * 
* RAM. *x 
* Input parameters : - SPTR = pointer to the buffer in which the * 
* screen contents are located * 
* Return value. : none * 


VereeerrerTcverrrrccTertCrerrrrrererrrrccrrrretrrr crt crrcrrceccr eres 9) 


void restore _screen( union vel * sptr ) 


{ . 
register VP liptr; . /* pointer for accessing the video RAM */ 


unsigned i; /* loop counter */ 
lptr = VPOS(0, 0); /* set pointer to the video RAM */ 
for (1=0; 1i<2000; i++) /* run through the 2000 screen positions */ 


(lptr++})->x.contents = (sptr++)->x.contents; /* restore char.éattr.*/ 
} 


[PRERELARERERAAERERRE LEE LEREAER EEA LER AREAS LEDER EERE ESE ER ERA EAR EAE REE 


* Function >: ENDFTN rn 
DIE a as ain Sa aa as ek ae a a a an ws sas a a os a ee a es is ac st ede Ss se ce os eo nk 
* Description : Called when the TSR program is reinstalled. * 
* Input parameters : none = 
* Return value : none oe 


KKK KKK KKK KEK IK HIKE IKKE KKK KEK KKK RK IKI KK KKK KEKE KKK KEKE EEKEKKEEKKE / 


void endftn( void ) 
{ 


/*-- release the allocated buffers ------------------9------------=-- ial 
free( blank line ); /* release the allocated buffer */ 


free( (void *) scrbuf ); /* release the buffer */ 


printf ("The TSR program was activated tu times.\n", atimes); 


[ RRRKEKREKKEKK KEKE KEKE EERE KEKE KEKE KEKE KEK KK REE EK KKK EEK KEKE KEKKEEKKEKKEKKKKK 


* Function >: TSR a i 
DET cas see aes ee ce Se aaa wis ee eek ks ca Sem re Secession sem ees ese me ee nk a ea an cas ms ean as ees cas ese les cae esas es eens ee k* 
* Description : Called by the assembler rout ine when the PREKey * 
* is pressed. = 
* Input parameters : none * 
* Return value : none i 


JOISTS GIGI TOI IOI ICCC ICCC ICI TESTE IEICE IE ITE TOI TAI AI: / 


void tsr( void ) 
{ 


BYTE i; /* loop counter */ 
++atimes; — f* increment the number of activations */ 
disp init (); /* determine address of the video RAM */ 
save_screen( scrbuf ); /* save the current screen contents */ 
for (i=0; 1<25; i++) /* run through the 25 screen lines */ 
disp print (0, i, INV, blank “yane); /* clear the line */ 
disp print (22, 11, INV, “TSRC - (c) 1988 by MICHAEL TISCHER"); : 
disp print (28, 13, INV, "Please press a key ...");7 

getch (); -  f* wait for a key */ 


restore_screen ( SGrbut /* copy the old screen back */ 


} 


[BERR ERERREEKRIKEE KER KEKE KHER AKER ERKEEK KER KEKREREKREERKEKEKEKEKKE / 


[** MAIN PROGRAM REL 


[BRIAR II RI IIT RIK KICK RIKKI KIKI RIKI IKI IKI IKI III IIR III IK ITT ITT IIIT AIA IAN / 


void main() 


{ : : fe 
printf£("TSRC - (c) 1988 by MICHAEL TISCHER\n\n") ; 
if ( is_inst( id_string ) ) /* is the program already installed? */ 
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{ /* yes */ 
printf ("TSRC was already installed--now disabling.\n") ; me FE 
uninst ( endftn ); /* reinstall prg., call ftn. ENDFKT */ 


/*-- if no end function is to be called, the call is: -------------*/ 
/*-~ uninst ( NO_END FIN ); ------------- */ 


else /* no, the program has not been installed yet */ 


{ | 
/*-~- with MSC the heap buffers must be allocated now -------------- */ 


scrbuf = (union vel *) malloc(80 * 25 * sizeof(union vel)); 

blank_line = (char *) sbrk( 80 + 1 ); . /* allocate buffer */ 
* (blank_line + 80 ) = '\O'; /* terminate buffer with NUL */ 
memset (blank line, ' ', 80); /* £111 the buffer with spaces */ 


printf ("TSRC now enabled - Start: <LSHIFT> + <RSHIFT>\n"); 
tsr_init(TC, tsr, RSHIFT | LSHIFT, HEAP FREE, id_string); 


Assembler listing: TSRCA.ASM 


PRR KEKEKERE KKK EK KEK KEKE K EK KERR KKK KEKE HEKK RHEE ERK KKK KE KEKEKEE KEKE KKK KEKKEKEEEKEE 8 
* TSRCA *; 
.* Oe ee ee ee cee ee GED NE NE EET GENE RED ET SUED Gist GINTD ONLY METER GENWY SLD Se SIND GUKEN MED GAREY GOLER OD CeNY SED ENED Ot SHMED! GORE CG APR GENS UN GED SO NK SERN NORE GED LD SHEN SEA MED SOU SRA GaN AGED GHENA GOED GED HED GAD ENS GD GED GND SAWP Gm ruE OD GES eae GAD Ce *s 
7* Description : represents the assembler interface to a *? 
oe C program which can be activated by a hotkey *; 
ful as a TSR program. a 
jp 8 ----~ -- - -- - nn ne *s 
7* Author : MICHAEL TISCHER *F 
z* developed on : 08/10/1988 *; 
7* last update : 05/26/1989 *; 
0 I sci ca si sn pink Sea sl aes is Webel iS ans a ac cc sa Uc ca i a a a a a es a a ate et aw ee a A em le ke 
a v 
i> to assemble : MASM TSRCA; iol 
as ~». combine with C program ow 
FERRER HERE EKER KKK ERK KKK IKK KHER KEKE IKE KK HE KKEK KKK REKREKEKEKKEKKE © 


IGROUP group text ;combination of program segments 
DGROUP group const, bss, _data  ;combination of data segments 
assume CS:IGROUP, DS:DGROUP, ES:DGROUP, SS:DGROUP 


CONST segment word public ‘CONST';this segment holds all read-only 
CONST ends . ;constants 


_BSS segment word public 'BSS' ;this segment stores all uninitialized 
_BSS = ends ;static variables 


_DATA segment word public ‘DATA' ;all initialized and global static 
;variables are stored in this 


7 segment 
extrn — psp : word . _. gsegment addr of the PSP of the C prg 
_DATA ends | 
MAX _ID_LEN equ 16 | maximum length of the ID string 
TC_STACK equ 512 . 7912 bytes are reserved for the stack 
swith TURBO-C 


_TEXT segment byte public 'CODE' ;the program segment 
7-- Reference to external (C) functions ------~------------------------- 


extrn _Sbrk:near sreturns end address of the heap 
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z-- Public declarations of internal functions -------~-----------------— 
public _tsr_init zallows call from C program 
public _is inst 3 
public _uninst 
j-~ Variables for the interrupt handler 9-99 --9--9- 9-9 n eer rn 
j-- (only accessible via the code segment) <<< rrr nr nnn 
id buf db (MAX _ID LEN + 1) dup (0) ;buffer for the ID string 
ce ptr equ this dword | ;points to the routine CALL END 
ce_ofs dw offset call _end zin the already-installed TSR program 
ce seg dw ? 
j~-- Variables needed for activation of the C program ------------------- 
c_ss dw 0 7C stack segment 
c_sp dw 0 7C stack pointer 
c_ds dw 0 7;C data segment 
c_es dw 0 7C extra segment 
c_dta ofs dw 0 ;DTA address of the C program 
c_dta_ seg dw 0 
c psp dw 0 ;segment addr of the PSP of the C prg 
break adr dw 0 _ ;break address of the heap 
fkt_adr dw 0 ;address of the C TSR function 
j-~- Variables for testing for the NOCKey. Seas ese eStats n ea 
key mask dw 0 zhotkey mark for BIOS keyboard flag 
recur db 0 ;prevents recursive TSR calls 
in_bios db 0 sshows activity of the BIOS disk 

; interrupt 
daptr equ this dword spointer to the DOS Indos flag 
daptr ofs dw 0 _7offset address 
daptr_ seg dw 0 ;segment address 


;-- The following variables store the old addresses of the interrupt --- 
i-- handler, which will be replaced by the new interrupt handler = 


int9 ptr equ this dword sold interrupt vector 9h 

int9 ofs dw 0 ;offset address of the old handler 
int9_seg dw 0 ;segment address of the old handler 
int13 ptr equ this dword ;old interrupt vector 13h — 

intl3 ofs dw 0 i | ;offset address of the old handler 
intl3 seg dw 0 . ;segment address of the old handler 
int28 ptr equ this dword gold interrupt vbector 28h 

int28 ofs dw 0 ;offset address of the old handler 
int28 seg dw 0 ;segment address of the old handler 


;~~- Variables which store the information of the interrupted ----------- 
7-- program. | ee ge? 


u_dta ofs dw 0 Be, She ;DTA address of interrupted program 
udta_seg dwO | . ." 


u_psp dw 0 ;segment addr of the PSP of int. prg. 


uprg_ ss dw 0 7SS and SP of the interrupted prg. 
uprg_ sp dw 0 . . 


= TSR_INIT: ends the C program and makes the new interrupt ----------- 
oe interrupt handler active ; . 
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we Re We Ne Ve 


_tsr_init 


sframeO 
bpo 
ret_adr0 
tc0 
fktptr0d 
keymaskO 
heap0 
idptr0 
sframe0 


frame 


tid: | 


f 


Call from C: void tsr_init( bool TC, 
void (fkt *) (void), 


int key mask, 
unsigned heap byte, 
char * id string ); 


proc near 
‘struc zstructure for accessing the stack 
dw ? ;stores BP 
dw ? ;return address 
dw ? ;compiler (1 = TURBO-C, 0 = MSC ) 
dw ? zpointer to C TSR function 
dw ? zmask for hotkey 
dw ? zheap bytes required 
dw ? ;pointer to the ID string 
ends send of the structure 
equ [ bp —- bpd ] 
push bp ;store BP on the stack 
mov bp, sp zmove SP to BP 
77-~- save the C segment registers steeteutlesanee eeeeaete eae 
mov cS:C_SS,SS store the registers in the 
mov cCS:C_Sp,sp ;corresponding variables 
mov cCS:c_esS,es 
mov cs:c_ds,ds 
7-- copy the ID string into the internal buffer ------------- 
mov si, frame.idptro 7DS:SI now points to the string 
push cs smove CS to the stack 
pop es z;and restore as ES 
mov di,offset id buf ;ES:DI now points to ID_BUF 
mov cx,MAX ID LEN copy maxmimum of MAX ID LEN chars 
lodsb ;get character from string 
stosb gand place in internal buffer 
or al,al ;test for end of string 
loopne tio gcontinue if char!=0 and CX!=0 


store the parameters paSSed ------ 9-3 ne 


;get pointer to the C TSR function 


ax, frame. fktptr0 

cs: fkt_adr,ax ;and save 

ax, frame.keymaskO ;get mask for hotkey 

cs:key_mask, ax sand save 
determine DTA address of the C program weno epcnea 
ah, 2fh.. 7;ftn. no.: get DTA address 

21h 7call DOS interrupt 

cs:c_dta ofs,bx ;store address in the corresponding 
cs:c_dta_seg,es ;variables 


determine address 


ah, 34h 

21h 

cs:daptr ofs,bx 
cs:daptr_ seg,es 


get the addresses 


ax, 3509h 

21h 

cs:int9 afs,bx 
cs:int9 seg,es 


of the INDOS flag --------------------- 


-;ftn. no.: get addr of the INDOS flag 


7call DOS interrupt 
;Ssave address in the corresponding © 
;variables 


of the interrupt handler ------------- 


7get interrupt vector 9h 

7Ccall DOS interrupt 

;save address of the handler in the 
sappropriate variable 
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msc: — 


_tsr_ init 


mov 
int 
mov 
mov 


mov 
int 
mov 
mov 


;-~- install the new interrupt handlers 


push ds 
MOV. ax,cs 
mov ds,ax 
mov ax, 2509h 
mov dx,offset int09 
int 21h 
mov ax, 2513h 
mov dx,offset int13 
int 21h 
mov ax, 2528h 
mov dx,offset int28 — 
int 21h 
pop ds 
z-~- calculatre 
;-- in memory. 
xOr ax,ax 
push ax 
' ¢all _sbrk 
pop cx : 
add ax, frame.heap0O 


ax, 3513h 

21h 
cs:int13_ofs, bx 
cs:int13_seg,es 


ax, 3528h 
2ih 
es: int28 ofs,bx 


cs:int28 seg,es 


With TURBO-C the stack is found behind the heap and 


number of paragraphs which must remain 


sget interrupt vector 13h 


;call DOS interrupt 
gstore address of the handler in the 
- scorresponding variables 


get interrupt vector 28h 


scall DOS interrupt | 


sstore address of the handler in the 
;corresponding variables 


save data segment 


' 2CS to AX and then load into DS 


sftn. no.: set interrupt 9h 
7DS:DX stores the addr of the handler — 


;call DOS interrupt 


rftn. no.: set interrupt 13h 
:DS:DX stores the addr of the handler 
gcall DOS interrupt 


sftn. no.: set interrupt 28h 
»DS:DX stores the addr of the handler 
;call DOS interrupt 


zrestore DS from stack 


;determine current break address 
fas argument for SBRK on the stack 


yeall C function SBRK 
;AX contains the end addr of the heap 


sget argument from stack again 


add required heap memory > 


begins with the end of the segment. It must thus 


byte nee frame.tc0,0 | 


msc 


ax,TC_STACK-1 
CS:C_sp,ax 
ax oof os. 


Calculate number of paragraphs which must remain 
ein in MEMO ¢ 


as 


dx,15 

cl, 4. 

dx, cl 

ax, ds es 
bx, psp 
- ©$:3C_psp, bx 
ax, bx 

ax, ax 

ax, 3100h 
21h 


be moved near the heap. 


7using TURBO-C? 
#N0, MSC 

seaiourate new stack pointer for TC 
sand store . 

;set break address 


soet break address: into DX 
-pavoid loss through integer division 
- sshift 4 times to the right and then 
sdivide by 16 
. move AX to DS 


sget segment address of the PSP 
zsave ina variable... 


-ssubtract DS from PSP. 


zand add to the number of paragraphs 
;ftn. no.: end resident program 
jcall (bos interrupt and end program 
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j-- Call from cC : 


z-- IS_INST: determines if the program is already installed ------------ 
int ist_inst( char * id string ); 


: Return value: 1, if the program was already installed, else 0 


;structure for accessing the stack 
zhold BP 

sreturn address 

;pointer to the ID string 

7end of the structure 


zsave BP on the stack 
smove SP to BP 

zsave DI on the stack 
zsave SI on the stack 
;save ES on the stack 


: determine segment address of the current int 9 handler -- 


_is inst proc near 
sframel struc 
-bpl dw ? 
ret_adrl dw ? 
idptrl dw ? 
sframel ends 
frame equ [ bp - bpl J 
push bp 
mov bp,sp 
push di 
push si 
push es 
mov ax,3509h 
int 21h 
mov di,offset id_buf 
mov si,frame.idptrl 
mov cx,0 
isid: lodsb 
cmp al,es:[di] 
jne not_inst 
inc di 
or al,al 
jne isid 
mov cl,l 
not_inst: mov ax,cx 
pop es 
pop si 
pop di 
pop bp 
ret 
is inst  endp 


7 

om program. 

z-- Input ; 

;-~ Info : 

call_end proc far 
call di 
ret 

call end  endp 


;get interrupt vector 9h 

7;DOS interrupt puts seg addr in ES 
7ES:DI points to installed ID BUF 
7DS:SI points to the ID STRING passed 


;return code: not installed 
gload character from the string 
;compare to other string 

;not equal --> NOT_INST 
;increment pointer in String2 
send of string reached? 
zno, keep comparing --> ISIO 


zyes ~--> the program is installed 


;get return code from ax 
;restore saved registers from stack 


zback to the caller 


7end of the procedure 


DI = offset address of the routine to be called 
This function is not intended to be called by a C program. 


7;call the end function 
zback to the caller 
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-- UNINST: reinstalls the TSR program and releases the allocated 
-- memory again. 


, 

z-~- Call from C : void uninst( void (endfkt *) ( void ) ); 

7-~ Info : if the value -1 (Oxffff) is passed as the pointer to 
ii the end function, no end function will be called. 

z77-~- Note : This function should be called only when a prior call 
— to IS_INST() has returned the value 1. 

_uninst proc near 

sframe2 struc 7structure for accessing the stack 
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bp2 
ret_adr2 
ftnptr2 
sframe2 


frame 


ad & 
Zz 
wy aw 


ends 


equ [ bp - bp2 ] 


assume es: IGROUP 


push 
mov 

push 
push 
push 
push 


’ 
mov 


int 


bp 
bp, sp 
di 
si 
ds 
es 


ax, 3509h 
21h 


di, frame. ftnpt r2 
di, Offffh 
no_endftn 


;stores BP 

;return address 

;pointer to the end function . 
zend of the structure 


sallow access to the CS variables 
via ES 


7save BP on the stack 
move SP to BP 

7store DI on the stack 
;store SI on the stack 
;store DS on the stack 
;store ES on the stack 


determine the seg addr of the current int 9 handler --- 


sget interrupt vector 9h 
7DOS interrupt puts seg addr in ES 


7get address of the end function 
sno end function called? 
7NO ---> NO_ENDFTN | 


Perform context switch to C program and execute -—------ 


7-- the specified end funtion 


mov 
mov 
call 


cs:ce_seg,es 


cs:uprg_ss,ss 
cs:uprg_sp, sp 


Ss,es:c_ss 
sp,es:c_sp 


es 
ah, 2fh 

21h 
cs:u_dta_ofs,bx 
cs:u_dta_seg,es 
es 


ah, 50h 
bx, es:c_psp 
21h 


ds 


es 


ah, lah 
dx,es:c_dta_ofs 
ds,es:c_ dta_seg 
21h 


ds,es:c ds 
es,es:c_es 
cs: [ce ptr] 


ah, lah 
dx,cs:u_dta ofs 
ds,cs:u_dta_seg 
2ih 


es 


;save ES in jump vector 


7;save current stack segment and 
;stack pointer 


zallow no more interrupts 
zactivate the stack of the TSR 
*program 

zallow interrupts again 


z;save ES on the stack 

;ftn. no.: get DTA address 
7call DOS interrupt 

zsave address of the DTA of the 
;interrupted program 

7get ES back from the stack 


;ftn. no.: set address of the PSP 


“get seg addr of the PSP of the C prg 


7call DOS interrupt 


;save ES and DS on the stack 


7ftn. no.: set DTA address 

sget offset address of the new DTA 
zand segment address of the new DTA 
7call DOS interrupt 


zset segment register for the 
7C program 
7call the function 


o> perform context change to the interrupt program ------- 


;ftn. no.: set DTA address 

jload offset and segment address of 
zthe interrupted program 

7Ccall DOS interrupt 


7seg addr of the TSR prog from stack 
;restore DS from stack 
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mov ah,50h~ . ;ftn. no.: set address of the PSP 
mov bx, psp zload seg addr of the PSP 

int 21h ;call DOS interrupt 

cli - sdon't allow interrupts 

mov ss,CS:uprg ss ;restore stack pointer and stack 
mov sp,cs:uprg_ sp 7 segment 

sti sallow interrupts again 


z-- reinstall the interrupt handler of the TSR -------------- 


¢7~ program : ee a ane ae ee a eo ae em ane om me ee 
no_endftn: cli | | sdon't allow interrupts 

mov ax, 2509h ;ftn. no.: set handler for int 9 

mov ds,es:int9 seg ;segment address of the old handler 

mov dx,es:int9 ofs ;offset. address of the old handler 

int 21h zinstall the old handler again 

mov ax, 2513h sftn. no.: set handler for int 13 


mov ds,es:intl3 seg ;segment address of the old handler 
mov dx,es:intl3 ofs ;offset address of the old handler 
int 21h sreinstall the old handler 


mov ax, 2528h 7 sftn. no.: set handler for int 28 
mov ds,es:int28 seg ;segment address of the old handler 
mov dx,es:int28 ofs ;offset address of the old handler 


int 21h ;reinstall the old handler 
sti . 7 jallow interrupts again 
mov es,esS:c_psp gseg addr of the PSP of the TSR prg 
MOV cCx,es ;save in CX. 
mov es,es:[ O2ch ] ;get seg addr of environment from PSP 
mov ah,49h 7ftn. no.: release allocated memory 
int 21h ;call DOS interrupt 
mov eS, Cx ;restore ES from CX 
mov ah,49h | ;ftn. no.: release allocated memoru 
int 21h 7call DOS interrupt 
pop es 7get the saved registers back from 
. pop ds ;the stack 
pop si _ 
pop di 
pop bp 
ret zback to the called 
assume es:DGROUP ' ;combine ES with DGROUP again 
_uninst endp rend of the procedure 
? mee eee Are ca corer Cem eum me sone Foe ere nee gee a er oe ee Se Ce Mee See SD OD SEN RD eR SEE OD ED EN SR SOD DNS nH SEE UD LEED EE cone GD SNES SEY SRO ce SON ORE SY WU SEY ee MD en cenin em me 
7~- The new interrupt routine follows -------~-------<-<---------<--------- 


;-~ The new interrupt 09h handler eee -------------------- ae oa oeaaiaae 


int09 - proc far 
pushf ' gSimulate the call of the old handler 
call cs:int9 ptr via the INT 9h instruction 
cli . ;suppress interrupts 
cmp cs:recur,0 zis the TSR prog already active? 
jne ik_end — _ 7YES: back to the called of int 9 


77- test to see if the BIOS disk int is being executed now 


emp cs:in_bios,0 7;BIOS disk interrupt active? 
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jne ik_end | zyes --> back to the caller 

s-- BIOS disk interrupt not active, test for hotkey aaaietentetated 
push ax zsave ES and AX on the stack 

push és ore e oF . 

xoY ax,ax sset ES to the lowest memory segment 


mov eS,ax : 
mov ax,word ptr es: + [41 7h] get BIOS keyboard flag 


and ax,cs:key.mask . ;mask out. the non-hotkey bits 
- cmp ax,cs:key_ mask yare only the hotkey bits left? 

pop es rget ES and AX 

pop ax - nos 

jne ik_end- rhotkey discovered? no --> back 

i-- the hotkey was ‘pressed, test to see ‘if DOS te active --- 4 

Sieh ds | 7; save DS and BX on the stack 

- push bx ae: 

lds bx,cs:daptr _ 7DS:BX now point to the tah 

cmp. byte ptr [bx],0  ;DOS function active? 

pop bx . -  .grestore BX and DS from the seack 

pop ds 

jne ik_end 4 7DOS function active --> IK_END 

z-- DOS is not active, activatr TSR program -----~----------- 

call start _tsr | ;start the TSR program 
ik_end: iret _. phack to the interrupted program 
int09 endp 
7-- the new interrupt 13h mangers soo me sea em a em tee rem nen a ms eam ae 
int13 Poe 

mov cs:in bios,1 ;set flag and show that the BIOS disk 

-sinterrupt is active 

pushf ;call the old interrupt handler 

call csz:intl13 ptr -_ simulate via int 13h 

mov cs:in bios, 0 ;BIOS disk interrupt no longer act ive 

ret 2 | sbackoeesthe caller, but don't remove 


sthe flag reg from the stack first 
inti3 endp 


;-- the new interrupt 28h handler ------------------------- == 


int28 proc far 

pushf vainiiaee eating the old interrupt 

call cs:int28 ptr... handler via int 28h 

--@14- - ~ -) --. -eguppress further interrupts 
cmp -cs:recur,0.. ~~ += ;is the TSR program already active? 
je - idOl a WB Ag 3NO. ---> IDO1 

id_end: iret 7YES  ---> back to the caller 

7-- the TSR program is not yet active ---------------------- 
idol: cmp cs:in bios, 0 ;BIOS disk interrupt active? 

jne. id end ov -aYES ==> back to the caliet- 


;~-~ BIOS disk interrupt not active, test for BEES -------- 


push ax . - :. gsave ES and AX on the stack 
push es aoe . ae: : 
xXOYr ax,ax 7st ES to the lowest memory segment 


mov -eS,ax ; ‘. 
mov ax,word ptr es: [417h] ;get BIOS keyboard flag 
and ax,cstkey mask -fmMask out the non-hotkey bits | 
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cmp ax,cs:key mask 


pop es 
pop ax 
jne ik_end 


call start _tsr 


PC System Programming 


jare only the hotkey bits left? 
7restore ES and. AX 


shotkey discovered? NO ~-> back 


;start the TSR program 


iret zback to the interrupted program 
int28 endp 
7-~ START TSR: activate the TSR program ---------- eS 


start tsr proc near 


tsrsl: 


mov cssrecur,1 


sset TSR recursion flag 


;-- perform context change to the C program ---~----=<----~=— 


mov cs:uprg_ Ss,ss 
mov cs:uprg_sp,sp 


mov SS,CS:C_SS 
mov sp,cCsS:c sp 


push ax 
push bx 
push cx 
push dx 
push bp 
push si 
push di 
push ds 
push es 


7-- save 64 words from 
mov cx, 64 
mov ds,cs:uprg_ ss 


mov si,cs:uprg_sp 


push word ptr [si] 
inc si 


inc si 
loop tsrsl 
mov ah,5ilh 
int 21h 


mov CS:u_psp, bx 


mov ah,2fh 

int 2ih 

mov cs:u_dta ofs,bx 
mov cs:u_dta_ seg,es 


mov ah,50h 


mov bx,cs:c_psp 


int 2ih 


mov ah,lah 

mov dx,cs:c_dta_ ofs 
mov ds,cs:c dta_seg 
int 21h 


mov ds,cs:c ds 
mov eS,CS:C eS 


call cs:fkt_adr 


;save current stack segment and 
;stack pointer 


jactivate the C program's stack 


;save the processor registers on the 
3C stack 


the DOS BUdCK = =S 54S 


;loop counter 
sset DS:SI to the end of the DOS stack 


zsave word from the DOS stack to the 
7C stack and set SI to the next 
7stack word 

7process all 64 words 


;ftn. no.: determine address of PSP 
;call DOS interrupt 
7;save segment address of the PSP: 


:ftn. no.: get DTA address 

scall DOS interrupt 

;store address of the DTA of the 
sinterrupted program | 


;ftn. no.: set address of the PSP 
7get seg addr of the PSP of the C prg 


;Call DOS interrupt ~ 


“jftn. no.: set DTA address 
eget offset address of the new DTA 


zand the segment address of new DTA 


zcall DOS interrupt 


sset segment register for the C 
7; program 


;allow interrupts again 
7Ccall the start function of the C prg. 


disable interrupts 
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z-- perform context change to the interrupted program oe ecemenee 


mov ah,lah ;ftn. no.: set DTA address 
mov dx,cs:u_dta ofs ;load offset and segment addresses 
mov ds,cs:u.dta seg ;of the DTA of the interrupted program 


int 2ih zcall DOS interrupt 

mov ah,50h ;ftn. no.: set address of the PSP 

mov bx,cs:u_psp zseg addr PSP of the interrupted prg. 

int 21h gcall DOS interrupt 

7-- restore DOS stack again ----------------9 929-29 = 

mov cx, 64 ;loop counter 

mov ds,cS:uprg ss sload DS:SI with the end address of 

mov si,cs:uprg sp §§;the DOS stack 

add si,128 yset SI to the start of the DOS stack 
tsrs2: dec si 7SI to the previous stack word 

dec si 

pop word ptr [si] sget word from the C stack to DOS stack 

loop tsrs2_ ;process all 64 words 

pop es ;restore the saved registers from the 

pop ds . - gC stack 

pop di 

pop si 

pop bp 

pop dx 

pop Cx 

pop bx 

pop ax 

mov SS,CS:uprg ss ;reset stack pointer and stack segment 

mov sp,CS:uprg_sp | ;of the interrupted program 

mov cs:recur,0 .sreset TSR recursion flag 

ret . - sback to the caller 


start tsr endp | 


_text ends rend of the code segment 
end | ;end of the program — 


Turbo Pascal offers only one memory model, unlike the various C compilers. The 
organization of this model is well suited to TSR programs. 


Free Ptr ——> . - 


. increasing 
Global variables 
ei memory 
- Predefined constants 
addresses 


_. Runtime library routines 


- Additional unit routines 


Prefix Seg 


KS 


Memory layout of a Pascal program under Turbo Pascal 4.0 
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The figure above shows that the program code and the required routines from the 
various units and the runtime library follow the PSP. After these are the predefined 
constants, the global data, and the stack segment. While the size of these program 
components are set at compilation and cannot be changed after the program is 
loaded into memory, this doesn't apply to the size of the heap, which follows the 
stack segment. When new objects are created with the NEW command, the heap 
grows toward the end of memory. 


Turbo Pascal offers the significant advantage over C compilers of being able to set 
the maximum size of the heap, as well as the stack size, with a compiler directive 
inside the source code. This is the $M directive, which must be passed the 
following parameters: | 


{SM stack size, minimum heap size, maximum heap size} 
| e ° ° . | ¢ s | 
All specifications are in bytes, so the directive 
| {SM 2048, 0, 5000} 


results in a 2K stack and a maximum 5000-byte heap. If no such directive is found 


in a program, the heap is not limited and it can grow to the end of main memory. 


This would have catastrophic results for a TSR program, however, since the entire 
memory would have to be reserved for the TSR program and there would be no 
memory left for additional programs. But with the $M directive placed at the 
beginning of the program, we can set the maximum size of the program in 
memory and the number of paragraphs which must remain resident after the 
program is terminated. : | 


Turbo Pascal also allows the number of paragraphs to be reserved to be calculated 
from the Pascal program, eliminating the complicated calculation in the assembly 
language interface. In a C program, important data needed for this calculation 
(segment addresses of the PSP and data segment, and size of the heap) are available 
only at the assembly language level, but Turbo Pascal places this information in 
normal variables, which are available to a Pascal program in the form of pointers. 
For our purposes, we need the starting address of the PSP and the end of the heap, 
since they mark the start and end of the TSR program in memory. 


The figure shows that the segment address of the PSP is found in the variable 
PrefixSeg, while the end of the heap is determined with the help of the pointer 
variable FreePtr. This variable does not point directly to the end of the heap, but 
the segment portion of this pointer contains the end address of the heap minus 
$1000. This information is used within the TSR program in the ResPara 
procedure, which calculates the number of paragraphs to remain resident after the 
installation of the TSR. _ 


Abacus 
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In addition to this information, the initialization routine TsrInit in the assembly 


| language module must be passed the ronOwms information (in the epee order): 


° Address of the Pascal TSR function 

ie Hotkey (mask for reading the BIOS keyboard 
° _ Number of en to be reserved | 
° Identification string 


Pascal 


The Pascal TSR function, the address of which is passed as the first parameter to 
TsrInit, must be a procedure within the main program and may not be contained in 
a unit. Moreover, it may not be converted to a FAR procedure with the $F+ 
compiler directive, since the assembly language interface assumes that it is a 
NEAR procedure. The address of the procedure is determined with the help of the 
function OFS and passed to TsrInit, since Turbo Pascal would otherwise place 
both the offset address and the segment address on the stack. 


The same applies to passing the address of a "cleanup" procedure to the function 
UnInst, which reinstalls the TSR program. If such an address is passed, the 
corresponding procedure within the installed TSR program will be called before the 
reinstallation. If the value $FFFF is passed as the address of this procedure, this 
tells the assembly language function that no “cleanup” procedure is to be called. 
To improve the readability of the listing, the constant NO_LEND_FTN is defined in 
the constant definitions at the start of the listing. NO_LEND_FTN is given the 
value $FFFF and should be used when realline the assembly language function 
Uninst. 


The following listing can answer any additional questions you may have, and will 
make a | good starting pout k sal sou own TSR programs. 


listing: TSRP. PAS | 


ar) 


{ te rr ere es nn ne ne *} 
{* Description Ms Grastes” a ‘TSR program with the help of an ‘alt | 
12 assembly language module. a4 
{ *------------- 5 oe et 
{* Author | : MICHAEL TISCHER atte Bee *} 
{* developed on: 08/18/1988 | ae *} 
{* last update 2 05/26/1989 =. Dee *} 


[HERI ARREARS ARERR EERE ERA EERE AAAI) 


program TSRP; | 


uses DOS, CRT; ee SE tes { bind in the Dos and Rt units b 


{SM 2048, 0, 5120} { 2KB for the stack and max. SKB for the se FA, 

{SL tsrpa} { bind in the assembler module } 

const LSHIFT = iL: . { left SHIFT key } 
RSHIFT = 23 { right SHIFT key } 
CTRL = 4: { CTRL key } 
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ALT 8; { ALT key 


= . } 
SYSREQ = 1024; { SYS REQ key (ST keyboard only) } 

BREAK = 4096; { BREAK key } 

NUM = 8192; { NUM key } 

CAPS = 16384; { CAPS key } 
INSERT = 32768; { INSERT key } 
NO_END FIN = SFFFF; { don't call an end function } 

type IdsType = string[ 16 ]; { describes the identification string } 
VBuf = array(1..25, 1..80] of word; { describes the screen } 
vPtr = “VBuf; { pointer to a screen buffer } 

var IdString : IdsType; { the ID string for the TSR program } 
MBuf : VBuf absolute $B000:0000; { the monochrome video RAM } 
CBuf : Vbuf absolute $B800:0000; { the color video RAM } 
VioPtr : VPtr; { pointer to the video RAM } 


{** Declaration of the external functions in the assembly module ******} 


procedure TsrInit( PrePtr : word; { offset addr of the TSR proc } 
KeyMask : word; { the hotkey (see CONST) } 
ResPara : word; { number of para. to be reserved } 
IdString : IdsType ) ; external ; { the ID string } 


function IsInst ( IdString : IdsType ) : boolean ; external ; 


procedure UnInst( PrcePtr : word ); external; { reinstall TSR program } 


var ATimes : integer; { number of TSR activations } 


[RII TI IR ITI RR TT ITT TTR RTT TTT TI IIT ITA RTT TR TI TR IA IAAI HAA IA AK } 
{* DispInit: creates a pointer to the video RAM sa) 
{* Input : none *} 
{* Output : none *} 


{RE RE RRR RK RRR RRR RE KERR EEK ERK KEKE KK RE KEKERERKKERKEKE KER KKK KK KEK KEKE KKKKEKEE } 


procedure DispInit; 


var Regs: Registers; { stores the processor registers } 
begin 
Regs.ah := S$Of; { function no. 15 = read the video mode } 
Intr($10, Regs); { call the BIOS video interrupt } 
if Regs.al=7 then { monochrome video card? } 
VioPtr := @MBuf { yes, set pointer to the monochrome video RAM } 
else { it's an EGA, VGA, or CGA card } 
VioPtr := @CBuf; { set pointer to color video RAM } 
end; 


{ FERRER EKKE EKER EKER EK HE REKE EKER EE RIEKK KEIR EKER KE EKKKEKEKKEKKEKKE } 


{* SaveScreen: saves the screen contents in a buffer *} 
{* Input : SPTR : pointer to a buffer in which the screen contents *} 
{* will be saved . *} 
{* Output : none. *} 


{ RE RAHAAHEKKAKHEKRER KKK ERK ERERERER EKER KEKE KEEK EKER ER EKREKKEKERERERERE | 


procedure SaveScreen( SPtr : VPtr ); 


var line, . { the current line } 
column ; byte; { the current column } 

begin 
for line:=1 to 25 do - { run through the 25 screen lines } 
for column:=1 to 80 do > { run through the 80 screen columns }. 


SPtr*[line, column] := VioPtr*{line, column]; { save ch.éattr. } 


end; 
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{BR RRRARREKRRERIERKE EERE KERR ERKE EERE HERE KEKEKEAEEKEEKEK KEKE } 
{* RestoreScreen: copies the contents of a buffer into the video RAM *} 


{* Input : BPTR : pointer to the buffer whose contents are to be *} 
{* ~ copied into the video RAM +} 
{* Output : none *} 


{RRR RRR RRR ERE REE RRR EERE EERE REE REE EER EERE REEREEEEREEEERERE | 


procedure RestoreScreen( BPtr : VPtr ); 


var line, { the current line } 
column : byte; { the current column } 
begin 
for line:=1 to 25 do { run through the 25 screen lines } 
for column:=1 to 80 do { run through the 80 screen columns } 
VioPtr*[({line, column] := BPtr*({line, column]; { get ch. & attr. } 
end; 

FRI III I TOIT TIT IIA IAI ITA IA AIT IIA) 
{* ResPara: calculates the number of paragraphs which must be *} 
eae allocated for the program =} 
{* Input : none *} 
{* Output : the number of paragraphs to be reserved sl 


{BRAKE ERK HER RIKER RK K ERR EK HIKE IKK ERE RIKER EKER EKER EEREKR ARERR | 


function ResPara : word; 


| begin 
ResPara := Seg(FreePtr%) +$1000-PrefixSeg; { number of paragraphs } 
end; 


{BARRE RHEE EREKE KK KREREREKR ERE KERR EKER EKREKR ERR EKEEKREKEEEKREKRERER | 


{* EndProc: Called by the assembler module when the TSR program is *} 


{* reinstalled *j 
{* Input : none *} 
{* Output : none *} 
{* Info : This procedure must be in the main program and may not *} 
{* be turned into a FAR procedure by the SF+ compiler *} 
{* directive. *) 


{ BRR KIKK IKK KKK KEK EERE REE REREKER | 
{SF-} { don't make a FAR procedure } 


procedure EndProc; 


begin 
TextBackground( Black ); { dark background } 
TextColor ( LightGray }; { light text } 
writeln('The TSR program was called ', ATimes, ' times.'); . 
end; - 


{RR IHR RR RRR RH RRR EKER EERE KEKE KERR KK EKER EK KEKE KEKE KERERKKKKKKKKE } 


{* Tsr: This procedure is called by the assembler module after the *} 


{* hotkey is pressed. =} 
{* Input : none *} 
{* Output : none *} 
{* Info : This procedure must be in the main program and may not *} 
{* be turned into a FAR procedure by the $F+ compiler *} 
{* directive. a 


{ RA AAKKAKKK AHR AKERHKEEKEKEKAEKKRAREERKAEREKERKKKEKREEKAAKRERKKERERERE | 


{SF-} { don't make a FAR procedure } 


procedure Tsr; 


var BufPtr : VPtr; { stores pointer to the allocated blocks } 
Column, ; { the current screen column } 
Line : byte; { the current screen line } 


Key . : char; 
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- begin 
inc( ATimes ); { increment call counter } 
DispInit; {.determine address of the video RAM } 
GetMem (BufPtr, SizeOf (VBuf) be: - { allocate buffer } 
SaveScreen( BufPtr ); me 4a) : { save the screen contents } 
Line := WhereY; { get current screen line } 
Column := WherexX; { get current screen column } 
TextBackground( LightGray ); { light background } 
TextColor( Black ); { dark text } 
ClrScr; { clear the whole screen } 


GotoxXY (22, 12); 

write('TSRP - (c) 1988 by MICHAEL TISCHER'); 
GotoxXY (30, 14); 

write (‘Please press a key...' he 


Key := ReadKey; { wait for a key } 

RestoreScreen( BufPtr ); { copy the old screen contents back } 

FreeMem( BufPtr, SizeOf(VBuf) ); { release allocated buffer } 

GotoxXY( Column, Line ); - { cursor back to original position } 
end; 


{ RR AAARHHKKRKEREKER EERE EKER KEEKEKKEEEKEKKEKKEREKEEKKEREREREREREKEEKKEKKE } 


{** MAIN PROGRAM ah) 


{ RE RRRRRRRK REE KKK EKER EKER ERE KEK EKER KKKREREKEKKEKEERKKEKEKKE } 


begin . 
writeln('TSRP - (c) 1988 by MICHAEL TISCHER'); 
IdString := 'TROTZKY'; 
if ( IsInst( IdString ) ) then { program already installed? } 
begin { YES } 
writeln('The TSR program now disabled.'); 


UnInst ( Ofs( EndProc ) ); { remove the program } 


{** if no end function is to be called, the call iss *****keeekex 


ark UnInst ( NO END_FIN ys KRKKKKEKKKER | 
end ~ 
else { the program is not installed yet } 
begin 
ATimes := 0; { the program was not activated yet } 


writeln('TSR program now enabled. Start: <LSHIFT> + ', 
‘<RSHIFT>') ; 
TsrInit ( Ofs(Tsr), LSHIFT or RSHIFT, ResPara, IdString ); 
end; 
end. 


Assembler listing: TSRPA.ASM 


FRR IRIE RII TIKI KIRK KKK KEKE RRA HAKRE EER IEA ATARI III IK 9 
- TSRPA x 
JOR me ee eee ee ee x? 
;* Description : This is the assembler interface to a Turbo *e 
7 Pascal 4.0 program which can be. activated *; 
es via a hotkey. De: 
p knoe 5+ * 
7s Author : MICHAEL TISCHER iat 
3* developed on > 08/12/1988 ms 
;* last update : 08/18/1988 *; 
SPE sa i a sak se ai en eis hn ei lis as eS i i wg i i stn i ame i i egies i a ea ns nt aes Si i ii ies ee ee we 
’ ; p " : ne ts ’ 
ae Info : The module must be in a program and may not *3 
as be bound into a UNIT. *; 
7 Bern nr eo ste 0 SP DD SN SE ND a A RS CSR ED cu SP nD ID AD GED UD GAG GRC TD CED EE ND GD CRED ED LS SN A> END CAND CD i ts en ees eam xs 
> to assemble : MASM TSRPA; ie: 
:° .--. combine with a Turbo Pascal program * 
ok *e 
fA e 


KAREEKKKEKREKEREKKKEKKERERKEEKRKKEKKEEKEK EKER KEKEEKEKEKEKEKEKREKEKKEKKKKKKK 


DATA segment word public 7;Turbo data segment 


DATA ends vend of the data segment 


436 


8. Terminate and Stay Resident Programs 


== Constants SESS HESS SESE SSS SSS SST SEE SSS 
MAX_ID LEN equ 16 7 ne tienes “ymaximum length of the ID string 

7== Program so snns saeasenasenssscnanennasenennssssseeaaesseoassasessssss 
CODE — | sapient cyte pundit ;the Turbo code segment 


assume cs:CODE, ds:DATA, es:CODE 


j-- Public declarations of internal functions ---------------------<---- — 
public tsrinit zallows access by the Turbo program 
public isinst 
public uninst 
g-- Variables for the interrupt handler -------------------~-----~-------- e 
_gfo~ (accessible only via the code segment -~----------------------------- 
id _ buf db (MAX ID LEN + 1) dup (0) ;buffer for the ID string 
ce ptr equ this dword ;points to the routine CALL END in the | 
ce_ofs dw offset call _ end salready-installed TSR program 
ce seg dw ? : a . 
z-~ Variables neded for activation of the Turbo program --------------- 
t_ss dw 0 ;Turbo stack segment 
t_sp dw 0 :Turbo stack pointer 
t_ds dw 0 ;Turbo data segment 
t_es dw 0 7Turbo extra segment 
't_dta_ofs dw 0 ;DTA address of the Turbo program 
t_dta_seg dw 0 
t_psp dw 0 zseg addr of the PSP of the Turbo prg.- 
prc_adr dw 0 gaddress of the Turbo TSR procedure 
;-~ Variables for testing for the hotkey --------------~---------------~ 
key mask dw 0 shotkey mask for BIOS keyboard flag 
_ recur db 0 “"* sprevents recursive TSR calls 
in_bios db 0 sshows activity of the BIOS disk 
zinterrupt ’ 
daptr equ this dword pointer to the DOS INDOS flag 
daptr ofs dw 0 ,;offset address 


daptr seg dw 0 ;segment address 


7~~ The following variables store the old addresses of the interrupt --- 
7-~ handlers which will be replaced by new interrupt handlers = 


int9 ptr equ this dword zold interrupt vector 9h 

int9 ofs dw 0 ;offset address of the old handler 
int9 seg dw 0 i ;segment address of the old handler 
intl3 ptr equ this dword old interrupt vector 13h . 

intl3 ofs dw 0 soffset address of the old handler 
intl3_seg dw 0 | ;segment address of the old handler — 
int28 ptr equ this dword ;old interrupt handler 28h 

int28 ofs dwO | . ;offset address of the old handler 
int28 seg dw 0 jsegment address of the old handler — 
j-- Variables for storing information about the interrupted ------------ — 
o> program pe 8 a gs Baa mieten 
u_dtaofs dw 0 _ 7DTA address of interrupted program 


u_dta_seg dw 0 


u_psp dw 0 7seg addr of the PSP of the int. prg. 
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uprg_ss dw 0 | $88 and SP of the interrupted prg. 
uprg_ sp dw 0 _ _ - 


0 ND een SRD AOD GA SD TED GED GOD GND EE CAD GED OND GENS ND SEND SENN TY ARMS ED GED GATS GED GAD SHED OED GEIS END ED GAY SA OND SEND Oatth SOND GATT CHET GED OND: Gea GR wa IUD CED GENS SON SEND GED GND SEED GED RED GENS SEED GED lS ERED wt Cav SOD END eat ND GeNS RAD RS ts mY 


~- TSRINIT: ends the Turbo program and activates the new interrupt ---- 
-- handler 


Re Rep Be BWe Be Be Ws 


-- Call from Turbo: procedure TsrInit( PrzPtr  : word; 
- KeyMask 2. word; 
—_ _- ResPara : word; 
~— a IdString : string[16] ); 
tsrinit proc near 
sframeO struc structure for accessing the stack 
bpd dw ? ;stores BP 
ret_adr0 dw ? ;return address . 
idptro dd ? spointer to the ID string 
respara0 dw ? | snumber of paragraphs to be reserved 
keymaskO dw ? smask for hotkey . 
preptr0 dw ? spointer to the Turbo TSR procedure 
sframe0 ends send of the structure 
frame equ [ bp - bp0d } 
push bp zsave BP on the stack 
mov bp,sp zmove SP to BP 
push es ;save ES on the stack 


z-~ save the Turbo segment registers ----9-nnnr nnn nnn nnn 


mov cs:t_ss,ss ;save the registers in the appropriate 
mov cs:t_sp,sp ;variables 

mov cs:t_es,es | 

mov cs:t_ds,ds 


7~- copy the ID string into the internal buffer -----~-------- 
push ds gsave DS on the stack 

lds si, frame.idptr0 7DS:SI now points to the string 
push cs zput CS on the stack 

pop es yand restore as ES 

mov di,offset id buf ;ES:DI now points to ID_BUF 

xor ch,ch ;clear high byte of the counter 
mov cl, [si] zget length of the string 

inc cl °° : copy the length byte too 

rep movsb— . ‘pcopy the entire string 

pop ds ;restore DS 


j-~ determine PSP of the Turbo program SS ee eee 


mov bx,cs stransfer CS to BX 
sub bx,10h . 7;10h paragraphs = subtract 256 PEEe® 
mov cs:t_psp,bx ;save segment address 


77-~- save the parameters ‘passed a a oa -------- 


mov ax,frame.prcptrO ;get pointer to the TSR procedure 


mov cs:prc_adr,ax zand save 
mov ax,frame.keymask0O ;get mask for the Beney 
- mov -es:key_mask, ax sand save 


j-- determine DTA address of the Turbo program ----~~-----~-~-- : 
mov ah,2fh — 7ftn. no.: get DTA address 

int 21h 7call DOS interrupt 

mov cs:t_dta ofs,bx ;store address in the appropriate 

mov cs:t_dta_seg,es ;variables 


z~- determine the address of the INDOS flag ---~------~------ 
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z-- install the new oe handlers 


push ds 

mov ax,cs 

mov ds,ax 

mov ax, 2509h 

mov dx,offset int09 
int. 21h 

mov ax, 2513h 

mov dx,offset int13 
int 21h 

mov ax, 2528h 

mov dx,offset int28 
int 21h 

pop ds 

;-- End resident program 
mov ax,3100h 

mov dx, frame.respara0 
int 21h 


tsrinit endp 


=e Ze We Ne 


push 


ah, 34h 

2ih 

cs:daptr ofs, bx 
cs:daptr_seg,es 


8. Terminate and Stay Resident Programs 


;ftn. no.: get adr of the INDOS flag 


¢call DOS interrupt 


;save address in the appropriate 
;variables 


get the addresses of the interrupt handlers to change --- 


ax, 3509h 

21h _ 

cs:int9 ofs, bx 
cs:int9_ seg,es 


ax, 3513h 
21h 


es:intl3_ ofs,bx | 


cs: int13_seg,es 


ax, 3528h 

21h 

cs:int28 ofs,bx 
cs:int28_seg,es 


ae else 0° 
‘ isinst proc near 
sframel struc 
bp1 dw ? 
ret_adrl dw ? 
idptri dd ? 
sframel ends 
frame equ [ bp - bpl ] 
push bp . 
_ mov bp, sp 
ds 


sget interrupt vector 9h 

7call DOS interrupt 

;save address of the handler in the 
jappropriate variables 


eget interrupt vector 13h 


;call DOS interrupt 
-gsave address of the handler in the 


yappropriate variables 


get interrupt vector 28h 


7Call DOS interrupt 
save addres of the handler in the 


pappropriate variables 


7save data segment 
7CS to AX and then load into DS 


;ftn. no.: set interrupt 9h . 
*DS:DX stores the addr of the handler 


7call DOS interrupt 


sftn. no.: set interrupt 13h 
7;DS:DX stores the addr of the handler 
7call DOS interrupt 


pftn. no.: set interrupt 28h 


7;DS:DX stores the addr of the handler 
7call DOS interrupt 


sget DS back from the stack 


;ftn. no.: end resident program 
zget number of reserved paragraphs 
7Call DOS interrupt and thus end 


the program 


ISINST: Determines if the program is already installed 
-- Call from Turbo: function IsInst( IdString : 
Return value: 1, if the program was already installed, 


C008 Gn ae RNS GRD DD SANT GED eR en UND wR em 


boolean; 


IdsType ) : 


structure for accessing the stack 
;stores BP 

;return address 

;pointer to the ID string 


vend of the structure 


7save BP on the stack 
;transfer Sp to BP 
zsave DS on the stack 
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go~ determine segment address of the current int 9 handler -— 


mov ax,3509h get eee vbector 9h 

int 21h | _ ;DOS interrupt gets seg addr in ES 

mov di,offset id put 7ES:DI points to the installed ID_BUF 
lds si, frame. idptr1 ~7DS:SI points to the ID_STRING passed 


xor dl,dl sreturn code: not installed 


mov cl, [si] sget length of the string 
mov ch,dl shigh byte of the counter to 0 
isid: lodsb gload character from string 
emp al,es: {di} ;compare with other string 
jne not_inst © | snot equal --> NOT INST 
inc di sincrement pointer to string 2 
loop isi0 “scompare the next characters 
mov dl,1 jthe strings are identical 
not_inst: mov al,dl ;put return code in AL 
pop ds sget DS back from stack 
pop bp - . ;get BP back from stack 
ret 4 sback to the caller 
isinst endp send of the procedure 


7-~- CALL END: calls the end function when the TSR is reinstalled ------- 
z7- Input : DI = offset address of the routine to be called 

77- Info : This function is not intended to be called by a Turbo 

eae program pty 


call_end proc far 


call di : scall the end function 
ret ; sback to the caller 


call end endp 


SOLO SO NS LD AD SN HENS ERE SENS GED SND GED SED ND IOS SAD CED EN SN IY LO SEN SE END AOD GD eS cD CFD GES HN AED SER CELE HERD OED MD ER AED AEN SENS ON GANAS MOY OY SEED GOED GD ERED GeEND NY GLANS IRD LAD GED SED SEED ANNE ene Ce MEE EY GOED SED RS UD Me SOND GEES 


-~ UNINST: removes the TSR program and releases the allocated adenine 


77 memory. 
7-~ Call from Turbo : procedure UnInst ( EndPtr : word ); external; 
7-- Info : If the value S$FFFF is passed as the address, 
| rae 3 then no end function will be called. 
7-- Note : This function should be called only if a previous 
oe call to IS _INST() returned a value of 1. 
uninst proc near 
sframe2 struc a -. gstructure for accessing the stack 
bp2 dw ? 7stores BP 
ret_adr2 dw? > gyreturn address 
preptr2 dw ? - gpointer to the end preceaiee 
sframe2 ends zend of the structure 
frame equ [ bp —- bp2 j 

push bp ;save BP on the stack 

mov bp,sp — ;transfer SP to BP 

push ds zsave DS on the stack 


/ 
12) 


- g~~> determine seg addr.of the current int 9h handler =-- 


mov ax,3509h. 7get ‘interrupt vector 9h 

int 2ih 7DOS interrupt puts seg addr in ES 
mov di,frame.prceptr2 ;get address of the end procedure 
emp di,O0ffffh - pno end procedure called? 

je  no_endpre 7;NO ---> NO_ENDPRC 
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no_endprc: 


- Perform context change to the Turbo. program and 


: execute the specified end procedure 


context change to the Turbo program 


mov cs:ce_seg,es 
mov csiuprg_ss,ss_ 
mov cs:uprg sp,sp 
Cll cee te 

mov. Ss,es:t_ss 

mov sp,es:t_sp 
push es 

mov. ah, 2fh 

int) 21h 

mov cs:u_dta_ofs, bx 
mov cs:u_dta_seg,es 
pop es 

mov ah,50h 

mov bx,es:t_psp 

int . 21h 

push ds 

push es 

mov ah,lah 

mov dx,es:t_dta ofs 
mov ds,es:t_dta_seg 
int 21h 

mov ds,es:t_ds 

mov es,es:t_es 

call cs:[ce_ptr] 

Peace 

mov ah,lah. 

mov dx,cs:u _dta _Ofs 
mov 4ds,cs: u_dta seg 
int 21h 

pop es 
pop ds 

mov ah,50h 

mov bx,cs 

sub bx,10h 

int 21h . 

cli 

mov ss,CsS:uprg ss 
mov sp,cs:uprg_sp 
sti 


reinstall the interrupt handler of the TSR 


program again 


ax, 2509h 
ds,es:int9 seg. 


dx,es:int9 ofs 


21h 


ax, 2513h 


ds,es:int13 seg 


dx,es:int13 ofs 
21h Cie 


jsave ES in the jump vector 


save current stack segment and stack 


jpointer 


;disable interrupts 3 
zactivate the stack of the TSR. 


ae ppregram 


zsave ES on the stack 


yftn. no.: get DTA address 


;call DOS interrupt 

;save DTA address of the interrupted 
;program 

;get ES from the stack 


3 ftn. no.: set address of the PSP 


7get segment address of the PSP 
call DOS interrupt 


ysave ES and DS on the stack 


sftn. no.: set DTA address 
;get offset address and segment 
saddress of the new DTA 
7call DOS interrupt 


;set segment register for the Turbo 
;program 


;call the end procedure 


Se ae CU OD ER SAN COED eenD AD ED END CONS SEND AE OOD EE ce Gene ints GE 


;ftn. no.: set DTA address 

jload offset and segment addresses 
rof the DTA of the interrupted program 
;call DOS interrupt 


trestore seg addr of the Turbo program 


;from the stack 


;ftn. no.: set address of the PSP 
;put CS in BX 

;calculate segment address of the PSP 
7call DOS interrupt 


;disable interrupts ; 
;restore stack pointer and stack 
7 segment 

yallow interrupts again 


sdisable interrupts ‘ae 

;ftn. no.: set handler. for int 9 
ssegment address of the old handler 
;offset address of the old paneer. 


-greinstall the old handler 


Seen: no.: set handler for int 13 


7segment. address of the old handler 
;offset address of the old handler 
sreinstall the old handler 
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mov ax, 2528h ;ftn. no. set handler for int 28 
mov ds,es:int28 seg ;segment address of the old handler 
mov dx,es:int28 ofs soffset address of the old handler 


int 21h ;reinstall the old handler 
sti zallow interrupts again 
mov es,es:t_psp jsave seg addr of the PSP of the 
mov cx,es ;Turbo program in CX 
mov es,es:[{ 02ch ] sget seg addr of environ from PSP 
mov ah,49h ;ftn. no.: release allocated memory 
int 21h 7call DOS interrupt 
mov es,cCx 7restore ES from CX 
mov ah, 49h ;ftn. no.: release allocated memory 
int 21h zcall DOS interrupt 
pop ds ;restore DS and BP from stack 
pop bp 
ret 2 yreturn to the caller 

uninst endp send of the procedure 


7-~- The new interrupt handlers follow ---------------------------------— 


j-~ the new interrupt 09h handler ----~------~------------------=<=-----=--=- 
into9 proc far 
pushf ;simulate calling the handler via the 
call cs:int9 ptr 7INT 9h instruction 
cli ;suppress interrupts 
cmp cs:recur,0 zis the TSR program already active? 
jne ik_end 7Yes, back to the caller of int 9 


j-- test to see if the BIOS disk int is being executed 


cmp cs:in_bios,0 ;BIOS disk interrupt active? 
jne ik_end 7YES -~> abck to caller 


z-~ BIOS disk interrupt is not active, test for hotkey ----- 


push ax 7save ES and AX on the stack 
push es 
xOr ax,ax 7set ES to the lowest memory segment 


MOV eS,ax 
mov ax,word ptr es:[417h] ;get BIOS keyboard flag 


and ax,cs:key mask ;mask out the non-hotkey bits 

cmp ax,cs:key mask sare only the hotkey bits left? 
pop es ;restore ES and AX 

pop ax 

jne ik_end shotkey discovered? NO --> return 


7-- the hotkey was pressed, test to see if DOS is active --- 


push ds 7save DS and BX on the stack 

push bx 

lds bx,cs:daptr 7;DS:BX now point to the INDOS flag 
cmp byte ptr [bx],0 7DOS function active? 

pop bx sget BX and DS from the stack 

pop ds 

jne ik_end DOS function active --> IK_END 


z-- DOS is not active, activate TSR program ---------------- 


call start _tsr start the TSR program 
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ik_end: iret 
int09 endp 
j-- the new frbennipe 13h handler 
int13. proc far 
mov cs:in bios,1 
pushf 
call cs:int13_ ptr 
mov cs:in bios, 0 
ret 2 
int13 endp 
7-~ the new interrupt 28h handler 


int28 
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sback to the interrupted program 


0b Se a Om Oy aD ND ED EEE ED GD ED ENE EE SED AE OED OD GEES GND ED ED OED OAD ERE CUD GED CORD GD MED CED CO eS COND OD ED Ga 


zset flag and show that the BIOS disk 
zinterrupt is active 

zsimulate calling the old interrupt 
ghandler via int 13h 

;BIOS disk interrupt no longer active 


zback to the caller, but don't get 
zthe flag reg from the stack first 


proc far 

pushf zsimulate calling the old interrupt 

call cs:int28 ptr rhandler via int 28h 

cli ssuppress further interrupts 

cmp cs:recur,0 zis the TSR program already active? 

je id0dl 7NO ---> IDO1 
id_end: iret 7YES  ---> back to the caller 

z-- the TSR program is not yet active --------------------- 
id01: cmp cs:in bios, 0 zis BIOS disk interrupt active? 

jne id_end 7YES --> back to the caller 

z-- BIOS disk interrupt not active, test for hotkey -~----- 

push ax 7;save ES and AX on the stack 

push es 

xOY ax, ax ;set ES to the lowest memory segment 

mov eS,ax 

mov ax,word ptr es:[417h] ;get BIOS keyboard flag 

and ax,cs:key mask zmask out the non-hotkey bits 

cmp ax,cs:key mask zare only the hotkey bits left? 

pop es ;restore ES and AX : 

pop ax 

jne ik_end shotkey discovered? NO --> return 

call start_tsr 7Start the TSR program 

iret ;back to the interrupted program 
int28 endp 


;~- START TSR: activate the TSR program 


start _tsr proc near 


mov cs:recur,1 


mov cS:uprg ss,ss 
mov cS:uprg_sp,sp 
mov ss,cs:t_ss 
mov sp,cs:t_sp 
push ax 

push bx 

push cx 


; perform context change to the TSR program 


;set the TSR recursion flag 


;save current stack segment and 
7;stack pointer 


gactivate the stack of the 
7Turbo program 


7;Save the processor registers on the 
sturbo stack 
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tsrsl: 


tsrs2: 


push 
push 
push 
push 
push 
push 


dx 
bp 
si 
di 
ds 
es 


PC System Programming 


save 64 words from the DOS stack ------------------ Setereee 


cx, 64 
ds,cs:uprq_ss 
si,cszuprg_ sp 


push word ptr [si] 


inc si 

inc si 

loop tsrsl 

mov ah,9olh 

int 21h 

mov csS:u_psp, bx 
mov ah,2fh 

int 2ih 

mov cs:u_dta_ ofs,bx 
mov cs:u_dta_ seg,es 
mov ah,50h 

mov bx,cs:t_psp 

int 21h 

mov ah,lah 

mov dx,cs:t_dta_ofs 
mov ds,cs:t_dta_ seg 
int 2ih 

mov ds,cs:t_ds 

mov es,cs:t_es 

sti 

call cs:prc_adr 

cli 


- sloop counter 


pset DS:SI to the end of the DOS stack 


;save word from the DOS stack on the 
7C stack and set SI to the next word 


;process all 64 words 


;ftn. no.: get addr of the PSP 
;call DOS interrupt 
;save seg addr of the PSP 


;ftn. no.: get DTA address 
zcall DOS interrupt 

;save address of the DTA of the 
zinterrupted program 


;ftn. no.: set address of the PSP 
7get seg addr of the Turbo prg PSP 
7call DOS interrupt 


;ftn. no.: set DTA address 

;get offset address of the new DTA 
yand segment address of the new DTA 
;call DOS interrupt 


;set segment register for the 
7;Turbo program 


sallow interrupts again 


7call the start function 
;disable interrupts 


perform context change to the interrupted program ------ 


ah, lah zsftn. no.: set DTA address 
dx,cs:u_dta ofs j;load offset and segment addresses 
ds,cs:u_dta_seg yof the interrupted program's DTA 

21h 7call DOS interrupt 

ah, 50h ;ftn. no.: set address of the PSP 

bx, CS:u_psp ;seg addr of the interrupted prg's PSP 
21h ;call DOS interrupt 
restore DOS stack again ---------------<- <9 
cx, 64 ;loop counter 

ds,cs:uprg_ss zload DS:SI with the end address of 
si,cs:uprg_sp 7the DOS stack 

si, 128 ;set SI to the start of the DOS stack 
si 7Si to the previous stack word 

si 

word ptr [si] swords from Turbo stack to DOS stack 
tsrs2 7process all 64 words 

es srestore the saved registers from the 
ds :Turbo stack 

di 

si 
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start_tsr 


bp 
dx 
CX 
bx 
ax 


ss, cs:uprg_ss 


_Sp,cs:uprg_sp 


cs:recur,0 
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zset stack pointer and segment 
7of the interrupted program 


sresset TSR recursion flag 
sback to the caller 


send of the code segment 
zend of the program 
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Chapter 9 


Sound on the PC 


Every PC has a built in speaker which beeps when some errors occur, or when the 
keyboard buffer is full. The speaker can also generate other sounds. This chapter 
demonstrates sound generation through software. 


How the PC generates sound 


Tones occur when the cone of a speaker oscillates (moves back and forth). A single 

_ oscillation creates a click instead of a musical sound. If a group of oscillations 
sounds in rapid succession, a tone occurs. The pitch (the note value) of a tone 
depends on the number of cycles (oscillations) that occur per second. The pitch of a 
tone in cycles per second is measured in Hertz. For example, if the speaker 
oscillates at a rate of 440 times per second, it generates a tone with a frequency of 
440 Hertz. Certain pitches have specific note names assigned to them, such as 
A440 (the note that sounds at 440 Hertz). The following table shows the pitches 
and frequencies of tones generated by the PC. This range covers 8 octaves (almost 
the range of a full piano keyboard): 


Lc | 16.35] c_[ 32.70] c_ | 65.41] c | 130.81 | 
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The speaker in the PC can generate frequencies from 1 Hertz up to more than 


1,000,000 Hertz. However, most human ears are only capable of hearing 
frequencies between 20 and 20,000 Hertz. In addition, PC speakers don't reproduce 


music very well since they play some tones louder than others. Since the speaker 
has no volume control, this effect cannot be changed. 


A sound program should oscillate the speaker according to the frequency of the 
tones desired. Here is a rough outline of a possible sound generation program: 


° Invoke the instruction to move the cone forward, then undo the instruc- 
tion (move the cone back to its original position). Repeat these steps in a 
loop so that it occurs as many times per second as required by the 
frequency of the tone being generated. ni 


The above procedure has several disadvantages: 


° The execution speed of individual instructions depends on the processing © 
speed of the computer. , : 

* This program must be adjusted to the processing speed of individual 
computers. an a 

° The tone becomes distorted when the tone production loop ends. 


8253 timer 
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Every PC uses one particular chip for tone generation: The 8253 programmable 
timer, which actually maintains control of the internal clock. The 8253 can 
perform both timing and sound thanks to its ability to enable a certain action at a 
certain point in time. It senses timing from oscillations it receives from the PC's 
8284 oscillator, which generates 1,193,180 impulses per second. The 8253 can 
then be instructed how many of these impulses it should wait before triggering a 
certain action. In the case of tone generation, this action consists of sending an 
impulse to the speaker. Before executing this action, the chip must be programmed 
for the particular frequency it should generate. The frequency must be converted 
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from cycles per second into the number of oscillations coming from the oscillator. 


nt This 3 1S done with the help of the following formula: 


counter = 1,193,180 / frequency 


The result of this ‘cami the variable counter, passes to the chip. As the formula 


demonstrates, the result for a high frequency is relatively low, and the result for a 
low frequency is relatively high. This makes sense, since it tells the 8253 chip 


how many of the 1,193,180 cycles per second it must wait until it can send 


another signal to the speaker. The lower the value, the more often it sends a signal 


to move the speaker cone back and forth, causing a higher tone. 


Ports and PC sound 


Communication between the CPU and the 8253 occurs through ports. First the 


~ value 182 is sent to port 43H. This instructs the 8253 that it should start 


generating a signal as soon as the interval between individual signals has been 
passed. This interval is the value which was calculated with the formula above. 
Since the 8253 stores this value internally as a 16-bit number (a value between 0 
and 65,535), it limits the range of tones generated to frequencies between 18 and 
1,193,180 Hertz. This number must be transmitted to port 42H. Since this is an 
8-bit port, the 16 bits of this number cannot be transmitted simultaneously. First 
the least significant eight bits are transmitted, then the most significant eight bits 
are transmitted. . 


Now the second step occurs—the 8253 signal is sent to the speaker. The speaker 
access occurs through port 61H, which is connected to a programmable peripheral 
chip. The two lowest bits of this port must be set to 1 to transmit the 8253 signal 
to the speaker. Since the remaining six bits are used for other purposes, they 
cannot be changed. For this reason, the contents of port 61H must be read, the 
lowest two bits must be set to 1 (an OR combination with 3) and the resulting 
value must be returned to port 61H. A tone sounds, which ends only when the bits 
just set to 1 are reset again to 0. 
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Octave 3 Octave 4 Octave 5 


C#D F# GHA C#D F# GHA C# D# F# GHA 


C D E F G A B C D E F G A B C D EF GA B 


i 
C = 9121 F#= 6449 C = 4560 F#= 3224 C = 2280 F#= 1612 
C#= 8609 G = 6087 C#= 4304 G = 3043 C#= 2152 G = 1521 
D = 8126 G#= 5746 D = 4063 G#= 2873 D = 2031 G#= 1436 
D#= 7670 A = 5423 D#= 3834 A = 2711 D#= 1917 A = 1355 
E = 7239 A#= 5119 E = 3619 A#= 2559 E = 1809 A#= 1292 
F = 6833 B = 4831 = 3416 B= 2415 F = 1715 B = 1207 


Keyboard setup and timer frequencies 


Demonstration programs 


GW-BASIC and Turbo Pascal have resident sound commands. The machine 
language programmer and C programmer must create their own sound applications. 


Demonstration programs follow for both these languages. They can be added to 
your own C or assembly language programs. 


How they work 
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Both programs produce tones for specific time periods. This is done with the help 
of the timer interrupt 1CH which is called by the timer interrupt 8H 18.2 times 
per second. When the tone generation routine executes, it receives the frequency of 
the tone and the tone's duration (length). The duration is measured in 18ths of a 
second, so the value 18 corresponds to a second and the value 9 corresponds to a 
half-second. This value is stored in a variable. 


Immediately before activating the tone output, the interrupt routine of interrupt 
1CH turns to a user-defined routine. This routine, called 18.2 times per second, 
decrements the tone duration in the variable during every call. When it reaches the 
value, the tone duration ends and the tone must be switched off. The routine 
allocates a variable to notify the actual sound routine of this end. The sound 
routine recognizes this immediately, since it has been in a constant wait loop since 
switching on the tone. All this loop does is monitor the contents of this variable. 
After recognizing the end of the tone, it stops the sound output and returns the 
timer interrupt to its old routine. 
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The sound routine requires the number assigned to this tone, rather than the 
frequency itself. This number is related to the table containing the frequencies of 
octaves 3 to 5. The value 0 stands for C of the third octave, 1 stands for C-sharp, 2 
for D, 3 for D-sharp, etc. 


Note: 


Both the C program and assembly language program demonstrate the 
sound routine by playing a scale over the course of two octaves, with 
each note sounding for a half a second each. The machine language 
demo program and sound routine are stored in one file. The C 
versions of these programs are split into two source code files. The C 


_- demo program contains the sound function call only, and the machine 


language program which creates the sound must be linked to the 
demonstration program. 


Assembler listing: SOUNDA.ASM 


7* Call from DOS : SOUNDA 


SKK KEK KEKE KEKE KKK KEK KEKE KEIR EK K KEKE EEK KEKEKEKKKKEKKKKKKKKE © 


. SOUNDA *> 
: FE ce cw ane i a en es ca cts eases cee ‘sn can Sak sn in ss can acs cas ss cs toda ais io mcs eos ese scams ts sna cas Waid mes ees ase anes cs ms Soe ek sc ea sii is i a a a es as st es a x 4 
Pas Task : Plays a scale between octaves 3 and 5 of the *; 
3* PC's musical range. This routine can be used *s 
;* for other applications * 3 
: ee Ea ee Pa a a ne a a a ee ee * 
-* Author : MICHAEL TISCHER *5 
ee Developed on  : 08/06/1987 *; 
a Last update : 05/26/89 *; 
: Ve cae cum com can ea ane SD SED ee Mab SD ED SD CD GD ‘SND SEND SD CAND ED GND SAND GOOD Kae GRAD D'S SND SD WED GED Cte SD SEND GUS NN) GED GED TED GUD cat AED Ea HON GED GRID GD KAD GND GE SEED SDD OHSS Sn GhmD GOED GSH RDS GEN SOND GOED GED ces com cm * 7. 
;* Assembly : MASM SOUNDA; *; 
7s LINK SOUNDA; ne 
-* EXE2BIN SOUNDA SOUNDA.COM *; 
; 8m ee ek 
’ , 
7 Py 


”“ . 


+ 


code segment para ‘CODE' ;Definition of CODE segments 
org 100h 7Starts at address 100H 
;directly following PSP 
assume cs:code, ds:code, es:code, ss:code 
sound proc near 
7-—- Display meSSage ~--- n-ne nn nnn er rrr rn 
mov ah,9 7Function number for displaying string 
mov dx,offset initm 7String's offset address 
int 21h 7;Call DOS interrupt 21H 
r—o- Play SCale@ -----= 9-9 enn nen 
xor bl,bl | ;Start at C of octave 3 
mov dl,9 ;for duration of 1/2 second 
nextune: call play tune 7Play note 
inc bl 7;Next note 
cmp bl,36 he 7All. notes in this octave pone 
jne nextune 7;NO --> Play next note 
z7-- Display end message ----9---- nee nn nr nr rrr 
mov 


ah, 9 | :Funct ion number for string display 
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‘mov dx,offset endmes ;String's offset address 


int 21h 7Call DOS interrupt 21H 
mov ax, 4Cc00h 7Program ends when call to a DOS 
int 21h zfunction results in an error code 
sof 0 
sound endp 
; 7 Main program data Se SS ee Se ee ee Se Ss a ES SS SV SSS SSS SSS SSS 
initm db 13,10,"SOUND (c) 1987 by Michael Tischer",13,10,13,10 
db “Your PC should now be playing a chromatic scale in the“ 
db "3rd and 5th “,13,10,"octaves of its range, if " 
db “your PC speaker works.",13,10, "S$" 
endmes db 13,10,*End",13,10,"$" 
-- PLAY TUNE: Play a note -~----------------~~------~---~~------------- 
-~- Input : BL = Note number (relative to C of the 3rd octave) 
-- DL = Duration of note in 1/18 second increments 
Output - none 


-~- Info 


“a “Ne “Ne Re Vs Ne Ve 
{ 
i 


-- Register : AX, CX, ES and FLAGS are changed 


Immediately after the tones, control returns to the 
calling routine 


play tune proc near 


play: 


push dx 7Push DX and BX onto the stack 


push bx 

7-- Adapt timer interrupt to user program --------------------- 
push dx ;Push DX and BX onto stack 

push bx | 

mov ax, 35lch 7Get address of time interrupt 

int 21h ;Call DOS interrupt 

mov old time, bx ;Offset address of old interrupt 

mov old timet+2,es j;and note segment address 


mov dx,offset sound ti ;Offset address of new timer routine 


mov ax,25lch ;Set new timer routine 

int 21h 7Call DOS interrupt 

pop bx 7Pop BX and DX off of stack 

pop dx | 

mov al1,182 ;Prepare to play note 

out 43h,al ;Send value to time command register 
xor bh,bh 7BH for addressing note table = 0 
shl bx,1 ;Double note number (fr. word table) 
mov. ax, ([notetbx] 7Get tone value 

out 42h,al 7;LO-byte on timer counter register 
mov al,ah . ;Transfer HI-byte to AL 

out 42h,al - pand to timer counter register 

in al, 61h ;Read speaker control bit 

or al,llb | ;Lowest two bits enable speaker 

mov s_ende,1 ;Note still has to be played 

mov s_ counter, dl 7Play note for duration 

out 61h,al ;Disable speaker 

cmp s ende,0 ;Note finished? 

jne play 3N) --—> Wait 

in al,6ih ;Read speaker control bit 

and al,11111100b - 7Clear lowest two bits 

out 61h,al ;Disable speaker 

z-- Reactivate old timer interrupt --------------------------- 
mov cx,ds 7Note DS . 

mov ax, 251lch - gSet function no. for intrrpt vector 


Abacus ~ ad 9. Sound on the PC 


lds dx,dword ptr old _ time ;Load old address into DS:DX 


int 21h © 7;Call DOS interrupt 

mov ds, cx ;Return DS 

pop bx | :Pop BX and DX off of stack 
pop dx 

ret ;Return to calling program 


play tune endp 


pom New <imer Interv rupt: ——seteces ee aaa a eee a 
sound ti proc far ;Call 18 times per second 

dec cs:s_ counter ;Decrement counter 

jne st_ende ;If still >0, end 

mov cs:s ende,0 Signal note end 


st_ende: jmp dword ptr cs:[(old time] ;Goto old timer interrupt 


sound ti endp 


old time dw (2), (2) sAddress of old timer interrupt 

s counter db (?) ;counter for note duration in 1/18 
;second increments 

s ende db (?) ;Displays whether note already played 


note dw 9121,8609,8126,7670 ;Note values for octave 3 
dw 7239, 6833, 6449, 6087 
dw 5746,5423,5119, 4831 
Gw 4560, 4304, 4063,3834 ;Note values for octave 4 
dw 3619, 3416, 3224, 3043 POs ' . 
Gw 2873,2711, 2559, 2415 _ 
dw 2280, 2152,2031,1917 ;Note values for octave 5 
dw 1809,1715,1612,1521 . 
dw 1436,1355,1292,1207 


code -—-—s ends - gEnd of CODE segment 
end sound 7End of the Assembler-Program 


Here's the C program to call the sound function and the assembly language listing 
of the C sound function. 


C listing: SOUNDC.C 


[RRR RRIRRR RRR RR RRR IRI IRI ITT TIT A TIA AA TA AA AAA KKK / 


fe: | SOUNDC +/ 
[wwe ee ee + */ 
/* Task ; : Plays a scale between octaves 3 and 5 of the */ 
f* _ PC musical range, using an assembler function */ 
| Benn ne ee ee an cies ew ibe wn eth vw conn ee ai xf 
/* Author. -: MICHAEL TISCHER | oy */ 
/* — Developed on: 08/15/1987 | : a a */ 
/* Last update : 05/26/1989 | | «/ 
/* a en cs sh esas wks ass i chs es cn wi cs ans eh mn mas is eee Sos oa nus us us ee abs ‘ss ns wi seh ns Ges Sos pus ws cin cae ew tis win tab eb ee Ss ne Uw ess es ences es x/ 
7% (MICROSOFT C) i _ kf 
/* Creation : CL /AS SOUNDC.C | - */ 
/* LINK SOUNDC SOUNDCA; 7 */ 
/* Call : SOUNDC © ; _ */ 
[ Ben nn rf 
Yb (BORLAND TURBO C) <e a ui 
is Creation : Create a project file listing the following: */ 
/* soundc _ = | / 
/* soundca.obj _ | ff 
| i Options : Before compiling and linking, select the  */ 
/* Options menu and Linker option. Under the «/ 
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tf Linker options menu, make sure that the */ 
Aes Case sensitive link option is set to Off */ 


[RRR EIR RII KIKI KICK RIKKI RAIA KIKI AAAI HIKER AEA KEE REKRKKKE | 


[/t== Function declaration from the assembler module ==2=2sesn=22=2===2====% / 


extern void Sound({); /* Add the external assembler routine */ 


[RARER AKIRA KIKI HEE EKA AREER EREEKKEKKE | 


[s* MAIN. PROGRAM ial A 


[RRR KIER EKE KKK EIR RIKKI IMKIEIAKEEARK AERA 
void main () 


{ 
int Note; 


printf("\nSOUND (c) 1987 by Michael Tischer\n\n"); 

printf ("Your PC should now be playing a musical scale in the 3rd & "}; 
printf(" 5th octaves of\nits range. If you aren't hearing the notes") ; 
printf(" your PC's speaker may be damaged.\n\n"); 


for (Note = 0; Note < 35; Sound (Notet++, 9)) /* Play a note once each */ 


; /* 1/2 second */ 
printf ("End\n") ; 


Assembler listing: SOUNDCA.ASM 


FRA KHEHKKEHEKRERKEEREKR EERE KI RE KRKEEREREKERKEKK EERE KEKE KEKEKKEKKEKKEREEKEKEKEKKK 0 


SOUNDCA 


* 
+ 


* 
* 


Se am an eat CS OT CD CAND ERED GU OND GED GETS Gi HEE GED SHEE Get CURE ALE AD CAND CTD GERD HONE ANY MLL CET SEED GE SEAT UND GE HITED EN ODD SCY SON ED GS NOR aD END NP CENND GARD SOND SED HORN NAD GND GERD GED COND GUD SEND GED GRD GE SN SUD GERD Sinem cee mee SOE 


; ; 
; ; 
a* Task : Creates a function suitable for inclusion in * 
hes C codes, which enables C to play notes in the *; 
as 3rd, 4th and 5th PC musical octave ns 
al imink Sis e-learning cin’ ni i i ash ei th ie el ts sete ¥s 
oe Author > MICHAEL TISCHER *; 
-m Developed on : 08/15/1987 ee 
-s Last update : 05/26/1989 * 
(0 I cs ec snes at ‘Suan en Ses misses ns toss‘ ce ccs nmi ens ems n'a ves ele’ cmon ind Gem td in cu eb cu mb esd cs cman tics eam Unis tm es msc ms omen Wes ibs drs ma tin iis nid ces sess ems Gis rm eso in mm cnn emi ae *s 
: assembly : MASM SOUNDCA; *; 
ok ke 


KHAKI KEKE KEKE KEK KEKE KKK KEKE KKK KEKE KEKE KREKKKEKKKKKEKKKK 


= 


IGROUP group text 7Merging of program segment 
DGROUP group const, bss, data 7Merging of data segment 
assume CS:IGROUP, DS:DGROUP, ES:DGROUP, SS:DGROUP 


public Sound ;Make function public (accessible to 
;other programs) 


CONST segment word public 'CONST';This segment denotes all read-only 
CONST ends sconstants 


_BSS segment word public ‘BSS' ;This segment denotes all static, non- 
_BSS sends . zinitialized variables 


_DATA segment word public ‘DATA' ;This segment contains all initialized 
7global and static varibles 


old time dw (2), (?) . ;Address of old timer interrupt 
s counter db (?) . :Counts duration of notes in 
‘31/18 second increments 


s endit db (?) zIndicates whether note already played 
tones Gw 9121,8609,8126,7670 ;Note values for octave 3 

dw 7239, 6833, 6449, 6087 

dw 5746,5423,5119, 4831 

dw 4560, 4304, 4063,3834 ;Note values for octave 4 

dw 3619,3416,3224, 3043 
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dw 2873,2711, 2559, 2415 | 


dw 2280, 2152, 2031,1917 *Note values for octave 5 
dw 1809,1715,1612,1521 
dw 1436,1355,1292,1207 


_DATA ends 


_TEXT segment byte public 'CODE' ;Program msegment 


77— SOUND: PlayS a NOtC@ ~- 9 a rn rr re enn nn 
j-- Call from C : Sound((int) Note, (int) Duration); 
77—- Output : none 
7~-- Info : Note is the number of the note relative to 3rd octave 
;-- Cc 
;-- Duration=duration of the note in 1/18-sec. increments 
__Sound proc near 
push bp 7Push BP onto stack 
mov bp,sp 7Transfer SP to BP 
;-~- Modify timer interrupt for user application -------------- 
mov word ptr cs:setdstl,ds ;Store DS for new timer interrupt 
mov ax,35lch ;Get timer interrupt's address 
int 21h ;Call DOS interrupt 
mov old time, bx ;Note offset address and segment 
mov old time+2,es saddress of old interrupt 
mov word ptr cs:stjumpt+1,bx ;Save for new timer interrupt 
mov word ptr cs:stjumpt3,es ; | 
mov bx,ds ;Place DS in BX 
push cs 7Push CS onto stack 
pop ds sand pop off DS 
mov dx,offset sound ti ;Offset address of new timer routine 
mov ax,25lch ;Set new timer routine 
int 21h 7Call DOS interrupt 
mov ds,bx 7Restore DS 
mov al,182 ;Get ready to generate tone 
out 43h,al 7Send value to timer command register 
mov bx, [bpt+4] ;Get note 
xor bh,bh ;BH for addressing of note table = 0 
shl_ bx,1 ;Divide note number (for word table) 
mov ax, [tonestbx] _ 7Get note value 
out 42h,al 7Pass low byte to timer counter register 
mov al,ah | 7Pass high byte to AL 
out 42h,al zand to timer counter register 
in al,61h _ ¢Read speaker control bit 
or al,1lib. ;Two lowest bits activate speaker 
mov s endit,1 7Still have to play note 
mov dl, [bp+é6] 7;Get note duration 
mov s counter,dl zand store it . 
out 61h,al.. ;Turn on speaker 
play: cmp s_endit,0 7Note ended? 
: jne_ play NO --> wait 
in al,6lh ;Read speaker control bit 
and al1,11111100b 7Clear two lowest bits to 
out 61h,al disable speaker 
7-- re-activate original timer interrupt -------~------------- 
mov cx, ds ;Note DS 


mov ax, 251ch 
lds dx,dword ptr old time ;Load old address into DS:DX 
int 21h 


mov 


ds, cx 


7Set function no. for interrupt vector 


3Call DOS interrupt 


:Return DS 
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mov sp,bp 


pop bp 
ret 


_sSound endp 


7-- new timer interrupt ------- 


sound ti proc far 


push ax . 
push ds 
setds: mov ax,0000h 
mov ds,ax 
dec s counter 
jne st_endit 
mov s endit,0 
st_endit: pop ds 
Pop aX 


stjump: db OEFAh,0,0,0,0 


sound ti endp 


_text ends 
end . 


;Restore stack pointer 
;Pop BP off of stack 
;Return to calling program 


;Call this 18 times per second 


_ 7Push AX and DS onto stack 


Transfer Cc to DS 


;Decrememt time counter 2 oes 

;If still unequal to O then end 

;Signal end of note duration 

7Pop value off of DS (reset to old value) 
7Get AX from stack again 


;FAR-JUMP to old timer interrupt 


MIS SSS sis SSS SSS SS SS SSS SS SSS SS SS SS SS LS LS SS LS SS SS SS 


7End of program segment 
7End of assembler source 


Chapter 10 


Accessing | and Programming 
the Video Cards 


- Direct 


This chapter explains methods of programming the most popular video cards on 
the PC market. Even though the video cards mentioned here differ in their 


capabilities, they are all based on the same basic principle. High level languages 
such as BASIC, Pascal or C often have their own specific keywords and commands 
for controlling screen display. However, many of these commands merely call 
BIOS or DOS functions, which are both slow and inflexible in execution. 


access 


Direct access to the video card is the alternative. Applications from Lotus 1-2-3® 
to dBASE® use direct video access coding, to guarantee both speed and that 
element of extra control over the video display. The main disadvantage: 
Programming in assembly language is required, since the communication here 
occurs at the system level. This chapter examines the programming needed for the 


: best known video cards on the market: 


o Monochrome Display Adapter (MDA), also called a monochrome card 
° Color Graphics Adapter (CGA), also called a color card 

e Hercules Graphic Card (HGC) 

; Enhanced Graphic Adapter (EGA) 

_ Video Graphics Array (VGA) 


Most of the graphic cards on the market are compatible with one of the cards 
mentioned in this chapter, and the descriptions stated here should apply to those 
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Video Graphics Array (VGA) 


What's 


Speed 


This also applies to the newest generation of video cards, the VGA card. Designed 
in conjunction with the IBM PS/2 system, the VGA card is now available to the 
general public as an add-on card. This chapter demonstrates some general features 
of the EGA and VGA, as well as a few programming techniques. 


needed 


Before a video card can display a character or graphic pixel on a monitor screen or 
CRT (cathode ray tube), the card must know the following: 


° which character or graphic pixel to display 
° The color of the character or pixel | 
° The location on the screen at which it should be displayed. 


PC video cards include RAM which collects information about every CRT screen 
pixel or screen location. This RAM memory is called video RAM and interfaces 
with the PC's RAM, allowing direct access from the microprocessor. 


Rapid screen changes are important in word processing programs and other PC 
applications. For example, if you are paging through a word processing document 
at high speed, a 25-line, 80-column screen requires the transmission of 2,000 
characters through the video card at one time. Fast data transfer is even more 
important for high-resolution graphics. For example, the 200x640-pixel IBM 
Color Graphics Adapter transmits 128,000 pixels of graphic information at a time. 


Display modes 


Each type of video card can have more than one display mode. Text and graphics 
display may be very different from one another. The monitor cannot distinguish 
between the two modes; it just processes the graphic information sent by the video 
card (or video controller). For the programmer and the video card, the modes require 
completely different programming techniques. 


Graphic mode and text mode 
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Graphic mode stores the color of a screen pixel in one or more bits, then transmits 
the contents of video RAM more or less directly to the screen. Text mode uses a 
different method. The ASCII code of a character is stored in video RAM for each 
screen location. When the video controller displays the screen, it obtains the 
Character pattern of the ASCII code from the ROM chip on the video card, then 
converts the code into a character matrix of pixels. This pattern then passes to the 
monitor and appears on the screen. 
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PC text mode uses the 256-character extended character set (see Appendix I). Since 
these characters are numbered sequentially from 0 to 255, one byte is enough for 
each screen position to display the character at the proper position. 


Attribute bytes 


Every screen position has an attribute byte which indicates the color or display 
attribute of the character (underlined, blinking, inverse video, etc.). This means 
that two bytes are needed for each position on the screen. Therefore, a total of 4000 
bytes are required for a 25-line, 80-column screen. This appears to be a lot of 
memory at first glance, but is fairly small when compared to the memory 
requirements for bit-mapped graphic screen. In graphic mode, each dot is 

_ represented by one or more bits. A resolution of 640x200 pixels requires 128,000 
bits (16K). 


Another advantage of text mode is the simplicity in exchanging one character for 
another on the screen. The bit-map mode has its own advantages. Besides graphic 
displays, text can be displayed as individual dots whose pattern is derived from a 
character table in RAM installed by the user. This means that the user can design 
his own fonts (character sets). 
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10. 1 Anatomy of a Video Card 


The figure below shows the individual hardware components of a video card. The 
starting point for creating the picture is always the video RAM. This video RAM 
contains information about the characters to be displayed, and their display 


attributes (color, style, etc.). 


Getting to the screen 


=e Be Bee BS SBS SDS BD BS DBD BS Se Bess ws BS BS BS BD DW 


The character generator first accesses video RAM, reading the characters one by 


one, and uses a character pattern table to construct the bit-map that will later form 
the character on the screen. The attribute controller also gets information about the 
display attributes (color, underlining, reverse, etc.) of the character from the video 


~RAM. Both modules prepare this information and send it to the signal controller, 


which converts it to appropriate signals to be sent to the monitor. The signal 
controller itself is controlled by the CRT controller, which is the central point of 
video card operations. Besides the monitor and the video RAM, this CRT 


controller is one of the most important components of a video system. We will 


examine all these components in greater detail. 


CRT Signal 
controller controller 


Character | Character Attribute 
pattern | generator controller 


ananoermianelUMm6m,DPDlUC OU UCU TOTTUhUC OClTlCUChClUlUC OU CTU OCU TCU TOU TLOTTlLUC COU LTElUlUC hl 
, 


Block diagram of a video card 


The monitor 


_.. The monitor is the device on which the video data is displayed. Unlike the video 
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: -_ card, the monitor is a "dumb" device. This means it has no memory and cannot be 
“ES programmed. All monitors used with PCs are raster-scan devices, in which the 
picture is made up of many small dots arranged in a rectangular pattern or raster. 


When forming the picture, the electron beam of the picture tube touches each 


individual dot and illuminates it if it is supposed to be visible on the screen. This 
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is done by switching on the electron beam as it passes over this dot, causing a 
phosphor particle on the picture tube to light up. 


Color monitors | 


While monochrome monitors need only one electron beam to create a picture, 
color monitors use three beams which scan the screen simultaneously. Here a 
screen pixel consists of three phosphor particles in the basic colors of light: red, 
green, and blue. Each color has a matching electron beam. Any color in the 
- spectrum can be created by combining these three colors and varying their 
intensities. ee eR ae: SP teat : 7 


_ But since an ionized phosphor particle emits light for only a very brief period of 
time, the entire screen must be scanned many times per second to create the 
illusion of a stationary picture. PC monitors perform this task between 50 and 70 
times per second. This repeated re-scanning is called the refresh rate. One rule of 
thumb for this rate: The faster the refresh rate, the better quality the picture. 


Each new screen image begins in the upper left corner of the screen. From there 
the electron beam moves to the right along the first raster line. When it reaches the 
end of this line, the electron beam moves back to the start of the next line down, 
similar to pressing the <Return> key on a typewriter. The electron beam then 
scans the second raster line, at the end of which it moves to the start of the next 
raster line, and so on. Once it reaches the bottom of the screen, the electron beam 
returns to the upper left corner of the screen and the process starts over again. The 
illustration below shows the path of the electron beam. 


Remember that the movement of the electron beam is controlled by the video card, 
not by the monitor itself. | ) 


Picture tube 


Vertical 


Electron beam scan movement 
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The resolution of the monitor naturally controls the number of raster lines and 
columns which the electron beam scans when creating a display. Thus, a monitor 


_ which has only 200 raster lines of 640 raster columns each clearly cannot handle 


the high resolutions of an EGA card at 640x350 pixels. The four monitor types 
used with a PC generally have the following resolutions: 


Resolutions of different monitors 


Horizontal 
|_ Monochrome | 350 720 


varies, up to 600 varies, up to 800 


The CRT controller 


_ The CRT Controller or CRTC is the heart of a video card. It controls the operation 


of the video card and generates the signals the monitor needs to create the picture. 
Its tasks also include controlling light pens, generating the cursor and controlling 
the video RAM. 


To inform the monitor of the next raster line, the CRTC sends a display enable 


signal at the start of each line, which activates the electron beam. While the beam 
moves from left to right over each raster column of the line, the CRTC controls 
the individual signals for the electron beam(s) so that the pixels appear on the 
screen as desired. At the end of the line, the CRTC disables the display enable 
signal so that the electron beam's return to the next raster line doesn't make a 
visible line on the screen. The electron beam is directed to the left edge of the 
following raster line by the output of a horizontal synchronization signal. The 
display enable signal is again enabled at the start of the next raster line, and the 
generation of the next line begins. 


Overscan 
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Since the time that the electron beam needs to return to the start of the next line is 
less than the time the CRTC needs to get and prepare new information from the 
video RAM, there is a short pause. But the electron beam cannot be stopped, so 
we get something called overscan, which is visible as the left and right borders of 
the actual screen contents. Although this is an undesirable side effect in one sense, 
it is useful because it prevents the edges of the screen contents from being hidden 
by the edge of the monitor. If the electron beam is enabled while it is traveling 
over this border, a color screen border can be created. 


Abacus 
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horizontal 
everscan 


Screen contents PD raster aines 


vertical overscan 


jenn erence Yaster columns 


Rasters and overscan on a screen 


screen border 


Once the electron beam reaches the end of the last raster line, the display enable 


signal is disabled, and a vertical synchronization signal is sent. The electron beam 


returns to the upper left corner of the screen. Again the © display enable signal is re- _ 


_ enabled and ne again begins. 


Pause and overscan 


As with the horizontal electron beam return, a pause results which i is displayed in 


the form of overscan, creating 2 a vertical screen border. 


Signal 


timin g 


The timing of individual signals varies from video mode to video mode. For this 
reason, the CRTC has a number of registers which describe the signal outputs and 
their timing. The structure of these registers and how they are programmed will be 
discussed in the remainder of this section. Many of these registers come from the 
registers of the 6845 video controller from Motorola. This controller is used in the 
MDA, CGA, and Hercules graphics cards. The EGA and VGA cards use a special 
VLSI (very large scale integration) chip as a CRTC, and its registers are somewhat 
more complicated. The techniques described here are intended as general 
descriptions for all video cards. 
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egisters of ; the 6845 video controller from Motorola 


Interlace mode 


Number of scan lines per screen line Write 
Starting line of screen cursor | | Write 
Ending line of screen cursor _. [Write 


8H 
9H 


[OOH | Total horizontal character Write 
[OlH_ [Display horizontal character Write | 
Horizontal synchronization signal after ...char 
05H 
O7H___| Vertical synchronization signal after ...char sf Write | 


OBH 


These registers, like all of the other registers on the video card, are accessed via I/O 
ports with the assembly language instructions IN and OUT. The registers of the 
CRTC are accessed through a special address register, rather than directly from the 
address space of the processor. The number of the desired CRTC register is written 
to the port corresponding to this address register. Then the contents of this register 
can be read into a special data register with the IN assembly language instruction. 
If a value is to be written to the addressed register, it must be transferred to the data 
register with the OUT instruction. Then the CRTC automatically places it in the 
desired register. These two registers are actually found at successive port addresses, 
but these addresses vary from video card to video card. 


We will include tables throughout the chapter to describe the contents of individual 
CRTC registers under the various video modes. Here's an example which shows 
how the contents of these registers are calculated and how the individual registers 
are related to each other. If you try some of these calculations with your calculator 
or PC, you will notice that some of them do not work out evenly. But since the 
registers of the CRTC hold only integer values, they will be rounded up or down. 


The basis for the various calculations are the bandwidth and the horizontal and 
vertical scan rates of a monitor. | b2 4 


Bandwidth and scan rates of different video cards | 
Video system Resolution Bandwidth Vert. scan rate Horiz. scan 
rate = mo N ee ae 


40 x 200 | 14.318 MHz 60 Hz | 15.75 KHz 


MDA dL «dd 20x 350 16,257 Me 50 He 
Co Ss 170 

| 640 x 350 = | 16.257 MHz 60 Hz 21.85 KHz 

640 x 200 {| 14.318 MHz 60 Hz 15.75 KHz 


: = | j 16.257 MHz 50 Hz 
(*MHz=Megahertz, KHz=Kilohertz, Hz=Hertz 


The bandwidths in the figure above specify the number of points which the 
electron beam scans per second, and is therefore also called the point or dot rate. 
The vertical scan rate specifies the number of screen refreshes per second, while the 
horizontal scan rate refers to the number of raster lines which the electron beam 
scans per second. 
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Starting with these values, let's practice calculating the daaividual CRTC register 
_ values for the 80x25 character text mode on a CGA card. 


| Dividing the bandwidth by the horizontal scan rate we get the number of pixels 


(screen dots) per raster line. 
Bandwidth 14.318 MHz 
+ Horizontal scan rate 15.570 KHz 
Pixels per line | 919 


Since the CRTC registers generally refer to the number of characters rather than 

_ pixels, this value must be converted to the number of characters per line. This is 

done by dividing the number of pixels per line by the width of the character 
‘matrix. On the CGA card this is eight pixels. 


Pixels per line 919 
+ Pixels per character 8 
Gr enechers per line 114 


This value, decremenica by one, is placed in the first register of the CRTC and 
specifies the total number of characters per line. In the second register we load the 
number of characters that will actually be displayed per line: The 80x25 character 
text mode usually offers 80 characters. 


The difference between the total and the number of characters actually displayed per 
line is the number of characters which can be displayed between the horizontal 
return and the overscan. The difference in this case is 34 characters. 


_The duration of the horizontal beam return must be entered in the fourth register of 
the CRTC. This register stores the number of characters which could be displayed 
during this time, rather than the actual time duration. The monitor specifications 
define this instead of the video card itself. As a rule this number is between 5% and 
15% of the total number of characters per line. A color monitor uses exactly ten 
characters. 


This leaves 24 characters for the overscan (the horizontal screen border). The third 
CRTC register specifies how these characters are divided between the left and right 
screen borders. This register specifies the number of character positions which will 
be scanned before the horizontal beam return occurs. The BIOS specifies the value 
90 here, or after ten characters have been displayed for the screen borders. The 
remaining 14 characters are placed at the Start of the next bine and form the left 
‘screen border. 


| The ‘caiculations for the vertical data, the number of vertical lines, the position of 
the vertical synchronization signal, etc., follow a similar scheme. The first 
| calculation is the number of raster lines per screen. This results from the division 
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of the number of lines displayed per second by the number of screen refreshes per 
second: 


Pixels per line 919 
+ Pixels per character 8 
Characters per line 114 
Horizontal scan rate 15.750 KHz 
+ Screen refreshes 60 Hz 
Raster lines 262 


Since the characters in CGA text mode are eight pixels high by eight pixels wide, 
we again divide by eight to get the number of text lines per screen: 


Raster lines 262 
+ Pixels per character 8 
Lines per screen | 32 


This result must be decremented by one and then loaded into the fifth register of 
the CRTC. The number of displayed lines is loaded into the seventh register. Since 
seven fewer lines are displayed than are actually available, these extra lines are used 
for the vertical beam return and overscan, whereby the vertical beam return begins 
after the 28th line. 


The character height must be decremented by one and loaded into CRTC register 
nine. The decrement results is 7 in this example. This value also determines the 
range for the values loaded into register ten and eleven. They specify the first and 
last raster lines of the screen cursor. The cursor position is determined by the 
contents of registers 14 and 15. They refer to the distance of the character from the 
upper left corner of the screen, instead of line and column. This value is calculated 
by multiplying the cursor line by the number of columns per line and then adding 
the cursor column. The high byte of the result must be loaded into register 14 and 
the low byte in register 15. 


The video RAM area 
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The contents of registers 12 and 13 determine the area of video RAM displayed on 
the screen. To understand these registers, we first need to know something about 


_ the way video RAM is organized. 


The third component of the video system determines what will eventually be 
displayed on the screen. In text mode, the video RAM contains the ASCII codes of 
the characters to be displayed and their attributes. While the organization of video 
RAM in this mode is identical for all of the video cards discussed here, the 
organization for graphic mode varies from card to card. The description of each card 
discusses the way video RAM organizes graphic modes (more on this later). 
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As the illustration below shows, each screen position occupies two bytes in video 
RAM. The ASCII code of the character to be displayed is placed in the first of 
these two bytes, the one with the even address. By using eight bits per character 
code, a maximum of 256 different characters can be displayed. 


80 Columns 
AEE TERETE EEE 
; ERIE Het eH CUTEST TERETE EE TRUER Sa eee DG PE ie 4 
— EGTIHUITRAEAAHIGNE HET nity HH UD HHT 
BH HLL IE i a ae eee 
VEESUULSUUETUE 3888 HH 


7 Mt 
ee if HH i tit HH it ate 
HHH HHH 
ie ic 


Ht = 
ua 


p= 


+ 000h 

Pa + 140h 

By + 1E0h 

+ 20h 

4+ 320h 

i + 30th 

am + 460h 

a + SOO 

a + SAQh 

im + 60h 

Bi + GEOR 

+ 78h 

a + &20h 

+ 80% 

e+ 960k 

fa + AlCh 

+AAh 

+ Bath 

+ BEOh 

+ CR0b 

me + D20h 

Be 
+ 

B + Hith 


- ‘ 1 
Attribute ASCII-— 
Code 


Normal text mode structure in video RAM 


After the ASCII code, and always at an odd offset address, follows the attribute 
byte, which defines the appearance of the character on the screen. The attribute 
controller divides it into two nibbles, whereby the upper nibble (bits four to seven) 
describes the character background, and the lower nibble (bits zero to three) 
describes the character foreground. This results in two values between zero and 

_ fifteen which are interpreted depending on the type of monitor attached. With a 
color monitor (and a CGA or EGA card) both values select one of 16 possible 
colors. Each character on the screen can thus have its own foreground and 
background colors. 


A monochrome monitor cannot display colors, regardless of the adapter. Here the 
attribute controls whether the character is displayed at high or low intensity, 
inverse, or underlined. | 
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Character organization in video RAM 


. To access video RAM, you must know how the individual characters are organized 
within this memory. This organization is similar to character display on the 
_ Screen. 7 | 


The first character on the screen (the character in the upper left corner) is also the 
first character in video RAM, located at offset position OOOOH. The next character 
to the right is located at offset position 0002H. All 80 characters of the first screen 


line follow in this manner. Since each screen character takes two bytes of memory, 


each line occupies 160 bytes of RAM. The first character of the second screen line 
follows the last character of the first line, and so on. 


Finding character locations in video RAM 


You can easily find the starting address of a line within video RAM by 


multiplying the line number (starting with zero) by 160. To get from the 


beginning of the line to a character within the line, the distance of the character 
from the start of the line must be added to this value. Since each character takes 
two bytes, this is done simply by multiplying the column number (also starting at 
zero) by two. Adding both products together yields the offset position of the 
character in the video RAM. These calculations can be combined into a single 


| formula: 


Offset _position(row, column) = row * 160 + column * 2 


Note: Since only 40 characters per line are displayed in 40-column video 
modes, the factor 80 must replace the original 160. 


The RAM memory of the video card is integrated into the normal RAM of the PC 
system, sO you can use normal memory access commands to access video RAM. 
You must know the segment address of video RAM, which is used together with 
the formula above to find the offset position. Section 10.7 shows how this can be 
done easily in assembly language, BASIC, Pascal, and C. 


Now that we have discussed the most important similarities between the four video 
cards, the following four sections describe the capabilities of these cards. In 
addition, these sections explain how these capabilities can be used for optimal 
screen output. Oe ag om 


Abacus 3 oe . | 10.2. The IBM Monochrome Card 
10.2 The IBM Monochrome Card 


The IBM Monochrome Display Adapter, or MDA, is probably the oldest of the 
video cards. This card is based on the Motorola 6845 video controller, which is an 
intelligent peripheral chip. The 6845 controller constructs a display o generating 
the proper signals for the monitor from video RAM. 


This card is éxceltent for text display. This is achieved with a 9x14 character 
‘matrix, which permits high-resolution character display. The format of this matrix 
is unusual since a character generator containing the bit pattern of each character 
can only produce characters 8 pixels wide. Characters from the IBM character set 
may not connect with each other (e.g., using box characters to draw a box). A 
circuit on the graphics card sidesteps this disadvantage by copying the eighth pixel 
of the line into the ninth pixel for any characters whose ASCII codes are between 
_. BOH and DFH. This allows the horizontal box drawing characters to connect. 


Column 
Row 


0 
1 
2 
3 
4 
5 
6 
7 
8 
9 


FLEE ELT tT TT TL 
EEEERE ER BRR 


Coding stored in ROM character set — 


Monochrome display adapter—9x14 character matrix ov = 


The character generator requires one byte for each screen line: one bit per pixel, 
eight bits per line. Each character requires 14 bytes. The complete character set has 
a memory requirement of almost 4K, stored in a ROM chip on the card. For some 
reason the card has an 8K ROM, leaving the second bank of 4K unused. 


Video RAM on the MDA 
The video RAM of the card starts at address B000:0000 and extends over 4K (4,096 
bytes). Since the screen display only has space for 2,000 characters and requires 
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~ only 4,000 bytes of memory for those characters, the unused 96 bytes at the end of 
video RAM are available for other applications. 


‘The following figure shows the meanings of the different values representing the 
attribute byte: | 


Character color 


Character intensity 
O=normal 
1=high intensity 


Blinking (or background 
O-off intensity) 
1=on 


Attribute byte values—IBM monochrome display adapter 


Any combination of bits can be loaded into this byte. However, the MDA only 
accepts the following combinations: | 


TT TE ELT No character (black on black) 


caderrined character (white on black) 


PPEEPEEE White character on black 
PEEEEELE| Black character on white (inverse 


No character (white on white) 


Byte combinations—IBM monochrome display adapter 


Besides these bit combinations, bits 3 and 7 of the attribute byte can be set or 
unset. Bit 3 defines the intensity of the foreground display. When this bit is set, 
the characters appear in higher intensity. Bit 7's purpose varies with the contents 
of the control registers (more on this later). For now, all you need to know is that 
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bit 7 can either enable blinking characters, or enable @ an intensity matcrung the 
background color. 7 | 


Monochrome cards have two more registers available: the control register and the 
Status register. 


O=Screen off. 
1=Screen on, 


Bit 7 of the attribute 
byte: 

'O=bright background 
1=blinking 


Control register 
MDA control register 


_ The control register located at port 3B8H controls the monochrome display 
adapter's different functions. As the figure below shows, only bits 0, 3 and 5 are of 
importance. Bit 0 controls the resolution on the card. Although the card only 

_ Supports one resolution (80x25 characters), this bit must be set to 1 during system 
initialization. Otherwise the computer goes into an infinite wait loop. Bit 3 
controls the creation of a visible display on the monitor. If bit 3 is set to 0, the 
screen is black and the blinking cursor disappears. If bit 3 is set to 1, the display 
returns to the screen. Bit 5 has a similar function: If bit 7 in the attribute byte of 
the character is set to 1, it enables blinking characters. If bit 7 contains the value 
0, the character appears, unblinking, in front of a light background color. This 
means that bit 7.of the attribute byte acts as an intensity bit for the background. 
This register can only be written. This makes it impossible for a program to 
determine whether the display is turned on or off. The normal value for this 
register is 29H, meaning that all three relevant bits default to 1. 
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Horizontal 
synchronization 
signal: O=off, 1=on 


0=Current pixel off 
1=Current pixel on 


Status registers (3BAH) 


MDA status register 


Only bits 0 and 3 are used in the status register; all the other bits must contain the 
value 1. Unlike the control register, programs can read this reenlets but register 
contents cannot be changed by program i 


Horizontal synchronization 


Bit O indicates if a horizontal synchronization signal is being sent to the display 
screen. The video card sends this signal after creating a screen line (not to be 
confused with a text line, which consists of 14 screen lines) on the screen. This 
signal informs the electron gun, which "draws" the picture on the screen, that it 
should return to the left border of the current screen line. In this case the bit has 
the value 1. Bit 3 contains the value of the pixel where the electron beam is 
currently located. A 1 signals that the pixel is visible on the screen and 0 means 
that the screen remains black at this location. 


MDA internal registers” 
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Besides the two registers directly connected to the hardware of the monochrome 
display adapter, the 6845 video processor contains a series of internal registers. 
These 18 registers are open to user access through the 6845 index register and data 
register. The index register is connected to port address 3B4H, the data register at 
port address 3B5H. You can only write to the 6845 registers—you cannot read data 
from them. 


When you enter a value into one of the 18 registers, the number of the register (0- 
17) passes first into the index register. Then the value which is transmitted to the 
register passes into the data register. The 6845 then transmits the indicated value to 
the proper register. Most of these 18 registers should not be modified, since they 
contain important data about the screen structure (e.g., synchronization signals) 
and incorrect values in these registers can damage the monitor. The following table 
shows the meanings of the individual registers and the values which ensure a 
correct display. 
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Registers of the CRITIC register in 80x25 text mode | 

on the Monochrome Display Adapter (MDA) _ | ae 

= Content 
Total horizontal character ae : 


Display horizontal character 


Horizontal synchronization signal after ...char 


01H 
02H 
03H Duration of horizontal synchronization signal in char. 


04H Total vertical character : | 


05H | Adjust vertical character _ es 


Display vertical character ] 


07 


4 0) 


Vertical synchronization sig : 
Interlace mode. 


Number of scan lines per screen line _ | 


Starting line of blinking screen cursor 


Ending line of blinking screen cursor 


Starting address of displayed screen page (low byte) -. 


Starting address of displayed screen page (high byte) 
Character address of blinking screen cursor (high byte) 


0 Character address of blinking screen cursor (low byte 


: | 


Light pen position (low byte) 


i *not available on MDA | 


rE 


THT: 


The following program makes full use of the monochrome display adapter's 
capabilities. It was written in assembly language. The individual routines are fully 
_ documented and require no additional explanation. The demonstration program built 
_ into the listing shows practical application of the individual routines. 
Assembler listing: VMONO.ASM | a. 


FEAR RAKERKKRKEKERERERERREKEEE EERE ERE EKER EK KEKKEREKREEEKREKRKEKEKKKE 8 


: 
o< 
K 
oO 
z 
o 
» 


* 
» 


Task : makes some elementary functions available for 
access to the monochrome display screen 


* 
* » % 
Se “Ne SNe Be Ye Ve Ve 8 


* 


v 

: 

7 

Misi Info : all functions subdivide the screen * 

;* into columns 0 to 79 and lines 0 to 24 * 

7 a a ee re a a ae a an ne ene me ee a Th CP Ca OD SA CN CO SOD RD NE GOL SON A SD Gat EE SORE NED GD ERY NSE SOD ED SS GED GOS SE OE OD ei CD SRD EH OED UD Cm ws 7 

il Author _ : MICHAEL TISCHER *? 
at ha Developed on : 8/11/87 ns 

Me Last Update : 6/14/89 bape! 

p *-------------+-+----- +--+ ne am om Se oe Sean om Seen ee eee * 8 

;* assembly : MASM VMONO; we 

;* _ LINK VMONO; *; 

fn a a a rn ee i en eee ee can a> een ante ens cave ee *3 

:* Call : VMONO as 
» o8 . 

v 


RRR RRR RIK REIT TKI RIKI THIN TIKI KEIRA KAIRIE REE EK EERE 9 


7== Constants saansssssaesssssesssessssssesssessssessssssssssesssssss= 
CONTROL REG = O3B8h. ;Control register port address 
ADDRESS 6845 = 04B4h 76845 address register 

DATA_6845 » = 03B5h ie 36845 data register : 

VIO_SEG = QB000h _ ¢Segment address of video RAM . ; 
CUR_START = 10. «Register # CRTC: Starting cursor line 
CUR_END = 11 Register # CRTC: Ending cursor line 
CURPOS HI = 14 Register # CRTC: Cursor pos. hi byte | 
CURPOS_LO =15 Register # CRTC: Cursor pos. lo byte 
DELAY. = 20000 Counter for delay loop 
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Py =m st ack ‘BTS SE SA Se BEE ES SS SS EE ES SE EE ES SS SEE 


stack segment para stack ;Definition of stack segment 
dw 256 dup (?) 7256-word stack 
stack ends ;End of stack segment 
p== Data saseceeseseess sees sere sen SE ee SEES E 
data segment para ‘DATA'‘ ;Define data segment 


j= the Data for the Demo-P YOOLAaN =“sssse2serssssesc sess sess 


strl db "a" ,0 
str2 db “ >PC SYSTEM PROGRAMMING< ",0 
stxr3 db * window 1 a0 


str4 db" window 2 “0 
str5_ db * the program is stopped by " 
db “ pressing a Key.... #0 


initm db 13,10,"VMONO (c) 1987 by Michael Tischer", 13,10,13,10 


db "This demonstration program only runs with * 


db " a monochrome",13,10,"display card. If your PC * 


db “has another type of display card,",13,10 
db “please enter <s> to stop the " 

db “ program.",13,10,"Otherwise press any “ 
db “key to start ",13,10 

db “the program ...",13,10,"$" 


linen dw 0*160,1*160,2*160 ;Start addresses of the lines as 
dw 3*160,4*160,5*160 ;offset addresses in the video RAM 


dw 6*160, 7*160, 8*160 


dw 9*160,10*160, 11*160, 12*160,13*160, 14*160, 15*160, 16*160 
dw 17*160,18*160, 19*160, 20*160, 21*160, 22*160, 23*160, 24*160 


data ends 7;End of data segment 


code segment para '‘CODE' 7;Definition of the CODE segment 


assume cs:code, ds:data, es:data, ss:stack 


demo proc far 
mov ax,data 7;Get segment address of data segment 
mov ds,ax zand load into DS 
mov eS,ax zas well as ES 


z-- Display initial msg./wait for input ------ 


mov ah,9 7String output function 
mov dx,offset initm 7Address of initial message 
int 2ih 7;Call DOS interrupt 21H 
xor ah,ah 7Get function number for key 
int 16h 7Call BIOS keyboard interrupt 
cmp al,"“s" 7;was <s> entered? 
je  ende 7YES --> end program 
cmp al,*“s" zwas <S> entered? 
jne startdemo 7;NO --> start demo 
ende: mov ax, 4c00h 7Function number for program end 
int 21h 7Call DOS interrupt 21H 2 
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startdemo label near 


demol: 


demo2: 


arrow: 
arrow0: 


arrowl: 


mov cx, 0d00h 7;Enable full cursor 

call cdef 

call cls 7;Clear screen 

j-- Fill screen with ASCII characters ------------- 

xor di,di ;Start in upper left corner 

mov si,offset strl 7O0ffset address of stringl 

mov cx, 2000 72,000 characters fit on the screen 
mov al,0O7h swhite letters on black background 
call print ;Display string 

inc stri zIncrement character in test string 
jne demo2 7;NUL code suppressed 

inc stri 

loop demol ;Repeat output 


g-- Create window 1 and window 2 ---------- 


mov bx,0508h ;Upper left corner of window 1 
mov dx,1316h sLower right corner of window 1 
mov ah,O7h ;White letters, black background 
call clear sClear window 1 

mov bx, 3C02h 7Upper left corner of window 2 
mov dx, 4Al10h ;Lower right corner window 2 
call clear ;Clear window 2 

mov bx,0508h ;Upper left corner of window 1 
call calo ;Convert to offset address 

mov si,offset str3 ;Offset address string 3 

mov ah, 70h ;Black characters, white background 
call print ;Display string 3 

mov bx, 3CO02h ;Upper left corner of window 2 
call calo ;Convert to offset address 

mov si,offset str4 7;Offset address string 4 

call print 7Display string 4 

xor di,di ;Upper left display corner 

mov si,offset str5 ;Offset address string 5 


call print ;Display string 5 


;~~ Display program 10gQ0 -~rr renner nnn 


mov bx,1E0Ch 7;Column 30, line 12 

call calo_. ;Convert offset address 
mov si,offset str2 ;Offset address string 2 
mov ah, 0OFOh ; Inverse blinking 

call print. 7;Display string 2 


z-- Fill window with arrows ---------------------------- 


xor ch,ch ;Hi-byte of the counter to 0 

mov bl,l 7Asterisk 

push bx 7;Push BX on the stack 

mov di,offset str3 ;Draw arrow line in string 3 

mov cl,15 ;Total of 15 characters ina line 
sub cl,bl ;Calculate number of spaces 

shr cl,1l ;Divide by 2 (for left half) 

er cl,cl ;No blanks ? 

je arrowl 7YES -=-> ARROW] 

mov al," “ 

rep stosb ;Draw blanks in string 3 

mov cl,bl ;Number of asterisks in counter 
mov al,“** . 
rep stosb ;Draw stars in string 3 

mov cl,15 ?Total of 15 characters in a line 
sub cl,bl ;Calculate number of blanks 

shr cl,1l 7Divide by 2 (for right half) 

or: cl,cl 7No blanks? 

je arrow2 7YES --> ARROW2 


mov al," * 
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rep stosb ;Draw blanks in string 3 

arrow2: mov bx,0509h. __pbelow the first line of window 1 
call calo ;Convert to offset address 
mov si,offset str3 ;Offset address string 3 a tal 
mov ah,0O7h White characters, black background 
call print 7;Display string 3 
mov bx,3Ci0h zinto the lowest line of window 2 
call calo ;Convert offset address 
call print ;Display string 3 
t= BPM ef Dallise: nese tame en eceree aes 
mov cx, DELAY sLoop counter 

waitlp: loop waitlp 7Count loop to 0 
z-- Scroll window 1 line down ----------------<-<--<------ 
mov bx,0509h ;Upper left corner of window 1 
mov dx,1316h ;Lower right corner window 1 
mov cl,l 7;Scroll down 
call scrolldn sone line 
7-~- Scroll window 2 one line up ---~~------<---- 29 -=--— 
mov bx, 3C03h ;Upper left corner window 2 
mov. dx, 4A10h ;Lower right corner window 2 
call scrollup . _ 7Sceroll up 
z7~~ Was a key pressed? (end program) ~-----------------— 
mov ah,l 7Function number for testing key 
int 16h 7Call BIOS keyboard interrupt 
jne end it —_ _ Keypress -> goto end of program 
7-- NO, display next arrow - -------— a eee ee 
pop bx ;Pop BX from stack again 
add bl,2 72 more stars in next line 
cmp bl,17 , 7;Reached 17 ? 
jne arrow0 7NO --> next arrow 
jmp arrow 7;No key --> next arrow 


;-- Get ready to end program | 


end it: xor ah, ah “sGet function number for key 
int 16h 7Call BIOS-keyboard-interrupt 
mov cx, 0D0Ch ;Restore normal cursor 
call cdef 
call cls ;Clear screen 
jmp ende 7Go to end of program 

demo -endp 

== Functions =sss=s=s=sssss==ss=sSs2sSsossees secs SSeS 

j;-- SOFF: switches the display off ---------- poe eee 

7-- Input : none 

7—7— Output : none 

i-- register : AX and DX are changed © 

SOFF proc near 
Mov "dx, CONTROL REG sAddress of display control register 
in al,dx ; ;read its content 
and al,11110111b rbit 3 = 0: display off . 
out dx,al 7set new value (display off) 
ret sback to caller 

SOFF endp 
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3-- SON: switches the display on | pete nena nnn n nnn n nnn 
7-~ Input : none 
e—— Output : none . 
f-- register : AX and DX are changed 
SON proc near 
mov dx,CONTROL REG yAddress of display control register 
in al, dx ;Read its content 
or al,8 . ;Bit 3 = 1: display on 
out dx,al ;Set new value (display on) 
ret . ;Back to caller 
SON endp 
;-- CDEF: sets the start and end line of the cursor ~---~--------~ 
j-- Input : CL = Start line . 
;-- CH = End line 
7-~- Output : none cares 
7-- register : AX and DX are changed 
cdef proc near 
mov al,CUR_START gRegister 10: start line 
mov ah,cl : 7;Start line to AH 
call setvk “;Transmit to video controller 
mov al,CUR_END . ;Register 11: end line . 
mov ah,ch 7End line to AH 
jmp short setvk ;Transmit to video controller 
cdef endp 
;-- SETBLINK: sets the blinking display cursor -------------------- 
z7— Input : DI = offset address of the cursor 
7-- Output : none . 
;-- register : BX, AX and Dx are changed 


setblink proc near 


mov bx,di ;Transmit offset to BX 

mov al,CURPOS HI © Register 15:Hi-byte of cursor offset 
mov ah,bh - ;HI-byte of the offset 

call setvk ;Transmit to video controller 

mov al,CURPOS LO 7Register 15:Lo-byte of cursor offset 
mov ah,bl ;Lo-byte of the offset 

;-- SETVK is called automatically ------------------------ 


setblink endp 


7-SETVK: sets a byte in one of the registers of the video controller -- 


™e “We Ne Re 


Input : AL = number of the register 

AH = new content of the register 
Output : none | 7 
register : DX and AL are changed 


setvk proc near 


mov dx,ADDRESS 6845 Address of the index register 


out dx,al 7Send number of the register. 
jmp short $+2 7Small I/O pause 
inc dx - gAddress of the index register 
mov al,ah = Content to AL 
out dx,al “at 7Set new content 
ret me Back to caller 

setvk endp 


7-- GETVK: reads a byte from one register of the video controllers ~ 


Input : AL = number of the Fede eten . 
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z7- Output 


7-- register 


getvk proc near 


mov dx,ADDRESS 6845 


AL = content of the register 
DX and AL are changed 


;Address of the index register 


out dx,al 7Send number of the register 
jmp short $+2 
inc dx ;Address of the index register 
in al,dx ;Read content to AL 
ret 7;Back to caller 
getvk endp 
7-- SCROLLUP: scrolls a window up by N lines ---------------- 
z-- Input : BL = line upper left 
eed BH = column upper left 
;-— DL = line lower right 
[== DH = column lower right 
por CL = number of lines to scroll 
7-—- Output :; none 
;~~ register : only FLAGS are changed 
77~ Info : the display lines released are erased 


scrollup proc near 


supl: 


cld 

push ax 
push bx 
push di 
push si 
push bx 
push cx 
push dx 
sub dl,bl 
inc dl 
sub dli,cl 
sub dh,bh 
inc dh 
call calo 
mov si,di 
add bl,cl 
call calo 
xchg si,di 
push ds 
push es 
mov ax,VIO SEG 
mov ds,ax 
mov es,ax 
mov ax,dai 
mov bx,si 
mov cl,dh 
rep movsw 
mov di,ax 
mov si,bx 
add di,160 
add si,160 
dec dl 
jne supl 
pop es 
pop ds 
pop dx 
pop cx 
pop bx 
mov bl,dl 
sub bl,cl 
inc bl 
mov ah,0O7h 


;Increment on string instructions 


7Push all changed registers on the 
;stack 

7In this case the sequence 

7must be observed! 


7These three registers are restored 
;from the stack before ending 


7;Calculate the number of lines 


;Deduct number of lines scrolled 
;Calculate number of columns 


7Convert upper left in offset 


;Record Address in SI 

;First line in scrolled window 
;Convert first line to offset 
7Exchange SI and DI 

7;Store segment register on 
sthe stack 

; Segment address of the video RAM 
sto DS 

yand ES 

;Record DI in AX 

7Record SI in BX 

;Number of column in counter 
sMove a line 


;Restore DI from AX 


sRestore SI from BX 
;Set next line 


;Processed all lines ? 

7;NO --> move another line 
;Get segment register from 
gstack. 

7Get lower right corner 
;Read number of lines 

;Get upper left corner 
;Lower line to BL 

;Deduct number of lines 


7;Color : black on white 
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ret 


scrollup endp 


-- Input : 


-~- Output 
-- register 
-- Info 


“=e “Qe Ve Re Be Be We Ba Ve 


clear 


si 
di 
bx _ 


ax 


sErase lines freed 


7CX and DX have already 
sbeen read 


7Back to caller 


SCROLLDN: scrolls a window down N lines --------------- 


BL = line upper left 

BH = column upper left 

DL = line lower right 

DH = column lower right 

CL = number of lines to scroll 


none 


only FLAGS are changed 
display lines released are erased 


scrolldn proc near 
cld 
push ax 
push bx 
push di 
push si 
push bx 
push cx 
push dx 
sub dh,bh 
inc dh 
mov al,bl 
mov bl,dl 
call calo 
mov si,di 
sub bl,cl 
call calo 
xchg si,di 
sub dl,al 
inc dl 
sub dl,cl 
push ds 
push es 
mov ax,VIO SEG 
mov ds,ax 
mov eS,ax 
sdnl: mov ax,di 
mov bx,si 
mov cl,dh 
rep movsw 
mov di,ax 
mov si,bx 
sub di,160 
sub si,160 
dec dl 
jne. sdni 
pop es 
pop ds 
pop dx 
pop cx 
pop bx 
mov. dl,bl 
add dil,cl 
dec dl 
ah, 07h 


mov 


zIncrement on string instructions 


;Store all changed registers on the 
sstack 

zIn this case the sequence 

7must be observed ! 


7These three registers are returned 
sfrom the stack before the end 
r;of the routine 


- sCalculate the number of the column 


;Record line upper left in AL 
;Line upper right to line upper left 
;Convert upper left into offset 
7;Record address in SI 

7Deduct number of lines to scroll 
Convert upper left in offset 
;Exchange SI and DI 

;Calculate number of lines 
;Deduct number 

sof lines to be scrolled 

;Push segment register onto stack 


Segment address of video RAM 
;to DS 

sand ES 

;Move DI to AX 

sMove SI to BX 

sNumber column in counter 
Scroll one line 

7;Get DI from AX 

;Restore SI from BX 

7Set next line 


;All lines processed ? 

3NO --> scroll another line 
7Get segment register from 
7stack 

Return lower right corner 


Return number of lines 


:Return upper left corner 
7Upper line to DL 
;Add number of lines 


sColor : black on white 
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call clear ;Erase lines which were released 
pop si 7CX and DX are 

pop di 9 already returned 

pop bx 

pop ax 

ret 7;Back to caller 


scrolldn endp 


z-- CLS: Clear the complete screen  ----<-------- <n nnn nnn 
7-- Input : none 

;-~- Output =: none 

7-- register : only FLAGS are changed 


cls proc near 
mov ah,07h 7Color is white on black 
xor bx,bx . ;Upper left is (0/0) 


mov dx, 4F18h jLower right is (79/24) 


so- Execute Clear qe e errr err ern ren na 


Q 
we 
“ 


endp 


CLEAR: fills a designated display with space characters ---- 
Input : AH = Attribute/color 
BL = line upper left 


-— BH = column upper left 
a DL = line lower right 
-— DH = column lower right 


-- Output : none 
register : only FLAGS are changed 


~es “We Me Ws Bs Vs Vea We 


clear proc near 
cld ;Increment on string instructions 
push cx ;Store all registes which 
push dx yare changed on the stack 
push si 
push di 
push es 
sub dl,bl : ;Calculate number of lines 
inc dl : 
sub dh,bh ;Calculate number of columns 
inc dh 
call calo ;Offset address of upper left corner 
mov cx,VIO_ SEG . .;Segment address of the video RAM 
mov eS,CxX zto ES - 
xor ch,ch -sHi-bytes of the counter to 0 
mov al," “ ;Space character 

clearl: mov si,di ;Move DI to SI 
mov cl,dh zNumber of column in counter 
rep stosw ;Store space character 
mov di,si ;Restore DI from SI 
add di,160 7Set in next line 
dec dl. ;All lines processed ? 
jne clearl ;NO --> erase another line 
pop es ;Restore registers from 
pop di ;stack 
pop si 
pop dx 
pop cx 
ret ;Back to caller 

clear endp 

7-—- PRINT: outputs a string on the Display ----------~---------- 
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go> Input : AH = Attribute/color . 
77 DI = offset address of the first character 
io SI = offset address of the string to DS 
r7-- Output : DI points behind the last character output 
z-- register : AL, DI and FLAGS are changed 
z7~ Info : the string must be terminated with a NUL-character. 
ee _ other control characters are not recognized 
print proc near 
clad ;Increment on string instructions 
push si ;Store SI, DX and ES on the stack 
push es 
push dx 
mov dx,VIO_ SEG 7Segment address of the video RAM 
mov es,dx 7First to DX and then to ES 
jmp printl 7YES --> Output finished 
printO:  stosw 7Store attribute and color in V-RAM 
printl: lodsb 7Get next character from the string 
or al,al zIs it NUL 
jne printo 7NO --> output 
printe: pop dx 7Get SI, DX and ES back from stack 
pop es 
pop si 
ret 7Back to caller 
print endp 
7~ CALO: converts ine and column into OFeeet address <<--<<-<-------- 
j-- Input : BL = line 
— BH = column 
77-~- Output : DI = the offset address . 
;~- Registers: DI and FLAGS are changed © 
calo proc near 
push ax > | 7 Store AX on the stack 
push bx ae ~ eStore BX on the stack 
shl bx,1. :Column and line times 2 
mov al,bh 7Column to AL 
xor bh,bh — _7Get Hi-byte 
mov di, ([linentbx] ;Offset address of the line 
xor. ah,ah . 7HI-byte for column offset 
add di,ax 7Add line- and column offset 
pop bx ee sGet BX from stack again 
pop ax 7Get AX from stack again 
ret ;Back to caller 
calo endp 
code ends - sEnd of the CODE segment 
end demo 7Start program execution w/ demo 
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10.3 The Hercules Graphic Card 


The Hercules display adapter displays text in both text mode and graphics mode, 
with a graphic resolution of 720x348 pixels. This card contains enough RAM for 
two display pages. Each display page is 32K, so video RAM can accept a 4K text 
page and a graphic page. The first display page extends from address B000:0000 to 
B000:7FFF. The second screen page goes from B000:8000 to B000:FFFF. 


Hercules video RAM 
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The Hercules card's video RAM in text mode has the same cursor character and port 
addresses as the IBM monochrome display adapter. With the graphic capabilities, 
only a few bits in the status and control register are different from the monochrome 
card. An additional configuration register can be addressed from 3BFH. You can 
write to this register only. Only bits 0 and 1 are of interest to the programmer. 
The former indicates whether the graphic mode can be switched on (1) or not (0). 
Bit 1 determines whether the second display page can be used. Bit 1 contains the 
value 1 if the second page is usable. 


To avoid conflicts with other video cards (especially color cards), both bits are set 
to 0 at the start of the system so that ncither graphic mode nor the second display 
page are accessible at first. Application programs must configure the Hercules 
display adapter through the configuration register if the programs require graphic 
mode or the second screen page. 


The control register of the Hercules graphic card has some differences from that of 
the MDA discussed in the preceding section. 


=text mode 
1=graphic mode 


O=screen off 
T=screen on | 


O=blinking disabled | 
1=blinking enabled 


O=display screen 
page 1 

1=display screen 

page 2 


The Hercules control register (3B8H) 
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Unlike the IBM monochrome display adapter, bit 0 is unused and doesn't have to 
be set to 1 during the system boot. Bit 1 determines text or graphic mode: a 0 in 
bit 1 enables text mode, while a 1 in bit 1 enables graphic mode. As you shall see 
in the following examples, changing these bits isn't enough to switch between 
text and graphic modes. The internal registers of the 6845 must be reset as well. 
During this process, the screen display must be switched off to prevent the 6845 


from creating garbage during its reprogramming. 


The Hercules card has a seventh bit in this register. Its contents determine which of 
the two screen pages appear on the monitor screen. If this bit is 0, the first screen 
page appears; a 1 calls the second screen page on the screen. Independent of each 
other, the user can write to or read from either page at any time. You can only 
write to this register; attempts to read this register return the value FFH. Because 
of this, it is impossible to switch off the display simply by reading the contents of 
the status register and erasing bit 3, regardless of the display mode and the screen 
page selected. 


Horizontal 
synchronization 
signal: O=off, 1=on 


O=Current pixel off 
1=Current pixel on 
Vertical 


synchronization 
signal: O=on, 1=off 


Hercules status register ( 3BAH ) 


Only the significance of bit 7 makes this register different from the IBM 
monochrome card. It's always set to 0 when the 6845 sends a vertical 
synchronization signal to the display. This signal is always sent when the last 
screen line has been constructed. The electron beam, which constructs the display, 
then jumps to the first line of the screen to start constructing a new screen. 


Since the Hercules card uses the same processor as the IBM card, the internal 
registers of the 6845 and their meaning are identical to the IBM card. The index 
register and data register are also located at the same address. The following values 
must be assigned to the various registers in the text and graphic modes 


respectively: 
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eaning 

orizontal character seeded 

orizontal character displayed | 
oriz. synchronization signal after..character 
oriz. synchronization signal width. 

ertical character seeded 

ertical character justified 

ertical character displayed | 

ert. synchronization signal after..character 
nterlace mode 
Number of ccan-lines per line 

Starting line of blinking cursor . 

nding line of the blinking cursors 

igh byte of screen page starting address 

ow byte of screen page starting address | 
High byte of blinking cursor char. address 
Low byte of blinking cursor char. address 
Reserved | 
Reserved 


> 


OF 


~J 


SPE EPEEPEPT Terre 


As mentioned earlier, the Hercules card in graphic mode provides 348x720 
resolution. Every pixel on the screen corresponds to one bit in the video RAM. If 
the corresponding bit contains the value 1, the dot is visible on the display, 
Otherwise it remains dark. The following figure shows the construction of the 
video RAM in the graphic mode. — | 
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 46000(h) Puine 3 we | “(90 bytes) | __ 


+0000 (h) — Line 0 | (90 bytes) j 


+00SA(h) | Line 4 (90 bytes) 


voona th) [tine 8 —SC—~—~CSCSCSC* ye | 


+3082) 
sa.) 


+1D88 (hy) 


: Aang 


Line 1 , (90 bytes) 


(90 bytes) 


+3DE2 (h) 
£3236 0 
+3896 () 


+4000 (h) | Line 2 (90 bytes) 


 0000:0000 


+3D88 (h) 


+405A (h) . S (90 bytes) 

- +40B4(h) | Line 10 | —_ (90 bytes) 
+5D88(h) | Line 338 (90 bytes) 
+5DE2 (h) 


+S5E3C (h) jf Line 346 ee ; (90 bytes) 
+5E96(h) | unused (362 bytes) 


+605A(h) f Line 7. 


+7082 
+7E96(h) | unused | | ] (362 bytes) 
+8000 (h) 


Video RAM and the screen under construction 


The bit patterns of the individual lines in the video RAM aren't arranged 
sequentially, as you might have assumed. The 32K of video RAM is divided into 
four 8K blocks. The first block contains the bit pattern for any lines divisible by 4 
(0, 4, 8, 12, etc.). The second block contains the bit patterns for lines 1, 5, 9, 13 
etc. The third block contains the bit patterns for lines 2, 6, 10, 14, etc., while the 
last block contains lines 3, 7, 11, 15 etc. When the 6845 generates a display, it 
obtains information for screen line zero from the first data block, screen line one 
from the second data block, etc. After it has obtained the contents of the third 
screen line from the fourth data block, it accesses the first data block again for the 
structure of the fourth line. Each line requires 90 bytes within the individual data 
blocks—every pixel requires a bit, and 720 pixels divided by 8 bits (per byte) 
equals 90. The first 90 bytes in the first memory area provide the bit pattern for 
screen line zero, and the 90 bytes following provide the bit pattern for the fourth 
screen line. The zero byte of one of these 90-byte sets represents the first eight 
columns of a screen line (columns 0-8). The first byte represents columns 8-15, 
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etc. Within one of these bytes, bit 7 corresponds to the left screen pixel and bit 0 
corresponds to the right screen pixel. 


RAM 


0000:0000 


+2 +3 +4 


+5 


+85 +86 +87 +88 = 


7 65 4. “32.10 pit 


Column 0 1 2 3 4 HF G ZF COLUMN 712  rrcrrercrrcccccccsecssvecseeees ses 


Relationship between 90-line bytes and screen display 


If the screen pixels of a line (0 to 719) and the screen pixels of a column (0 to 
347) are sequentially numbered, an equation indicates the address of the bytes 
relative to the beginning of the screen page. This address contains the information 
for a pixel with the coordinates X/Y. 


To determine the bit within the byte which represents the pixel, the following 
formula can be used: 


Address = 2000H * (Y mod 4) + 90 * int(Y/4) + int (X/8) 


The following program demonstrates the abilities of the Hercules display adapter. 
The individual routines within this program have some differences from the 
routines shown in the monochrome display adapter demo program from the 
previous section. The routines here enable access to both screen pages, and support 
the Hercules graphic mode. | 


Assembler listing: VHERC.ASM 
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JOSE ISIC TOI ICICI ITO UICC CIIO TIC I GI IEIIIISICISET IIIT TI TIS TOIT OITA A 


+ » 
< 
=x 
mH 
ys) 
Q 
»* 


* 
* 


Task ‘ ‘ makes a Basic. ‘function available for 
access to the HERCULES ‘GRAPHICS CARD 


* » 
* & 


=o Re Ve Ve Re Wa Rae We VWs Ve Vo Ws 
* 
7H : * 

=e *e od “oe “Me Se “Ne “We Ve Meo Ve Vs 


* Info | : all functions partition the screen display * 
* into columns 0-79 and lines 0-24 (text mode) *; 
ig & columns 0-719 and lines 0-347 (graphic vacate 
I a a cies ces etn en tees ace tem cove es Soh Sts ents Sas Ges Sin Was ics eae nas es eke eas ls Soin to mes oh wis Wee ke ta eh eh es atk in rs atc ms os cms ‘nim is els wis ues es ers ees ids cams a sein es sa sl 

* — Author _: MICHAEL TISCHER — * 
* developed on : 8/11/87 * 
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+ 
* 


last update : 6/15/89 


* 
» 


Se 600 ee om ae Ome te DP EP OE Ee OD om rE em OD ee nD CE Pe ee OE Cre re 8D EP Oa Oe AER GRD Oe OD OE EE One Ce ED ID aD ne ED EO OD ED OES OD GD ele OEP GP ee CD ED ee a Ow SED oD 


es e 
tA a. 
e s 
f td 
aes assembly : MASM VHERC; *s 
hes LINK VHERC; = 
PR cee ee ees a ee ate a in a a Oa ae OED ED SEF AES A aD ED EES Ee ED SE HED SD ND ES GD AD te SAEED ED SED i SD SED ND ND END Dene CED eH wee axe an xe BD 
¢ " g 
3* call : VHERC ns 
; RKKKKEERRERKRERERR KEKE REE EERE KEKE KERR HERE RE EKERER EKER REEERHEKEKERERKEE 9 


Py =m Const ant § SSeS SS SSS SSS SSS SSS STS SSS SS TSS SST SSS VSS SSS SV SSS TSS SSS SS 


CONTROL REG = 03B8h _ a: 7 ;Control register port address 
ADDRESS 6845 = 03B4h : 76845 address register 
DATA_6845 = O3B5h 76845 data register 
CONFIG REG = O3BFh 7Configuration register 
VIO_SEG = OBO000h ;Video RAM segment address 
CUR_START = 10 7;Reg. # for CRTC: Start cursor line 
CUR_END = 11 z;Reg. # for CRTC: End cursor line 
CURPOS_HI = 14 7Reg. # for CRTC: Cursor pos hi byte 
CURPOS LO = 15 7;Reg. # for CRTC: Cursor pos lo byte 
DELAY = 20000 ;Count for delay loop | 
setmode macro modus 7;Set control register 
mov dx,CONTROL REG . 7Screen control register address 
mov al,modus 7;Put new mode in AL register 
out dx,al 7;Send mode to control register 
endm 
setvk macro | Write value to CRITIC registers 
zInput: AL = register number 
¢ AH = Value for register 
mov dx, ADDRESS 6845 Index register address 
out dx,ax 7;Display register number and new value 
endm 
stack segment para stack ;Definition of stack segment 
dw 256 dup (?) 7Stack is 256 words in size 
stack ends | 7End of stack segment 


data segment. para 'DATA' 7;Define data segment 


.== Data needed for demo program a rs 


initm db 13,10,"VHERC (c) 1987 by Michael Tischer",13,10,13,10 
db "This demonstration program runs only with “ . . 
db “ a HERCULES",13,10,“graphics card. If your PC ™ 
db “has another type of display card, “,13,10 
db “please input an >s< to stop the "* 
db “ program.",13,10,"Otherwise please press any “ 
db “key to start the ",13,10 > 
db “program ...",13,10, "S$" 

strl db 1,17,16,2,7,0 

str2 db 2,16,17,1,7,0 

domes 13,10 


“This program creates a short graphic demo "13,10. 
“and a text demo. Pressing a key during the",13,10 


Bee 
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db “demo ends the program.",13,10 
db “Press a key to start the program...",13,10,"S" 
7== Table of line offset ACUTES SES SSS Sasa eee es eae sees e es 


lines dw 0*160,1*160,2*160 ;Beginning addresses of the lines as 
dw 3*160,4*160,5*160 ;offset addresses in video RAM 
dw 6*160,7*160,8*160 
dw 9*160,10*160,11*160, 12*160,13*160,14*160,15*160,16*160 
dw 17*160,18*160, 19*160, 20*160, 21*160, 22*160, 23*160, 24*160 


grafikt db 35h, 2Dh, 2Eh, O7h, SBh, 02h ;Register values for the 
db 57h, 57h, 02h, 03h, 00h, 00h ;graphic mode 


textt db 61h, 50h, 52h, OFh, 19h, 06h ;Register values for the 
db 19h, 19h, 02h, ODh, OBh, Och ;text mode 

deta ends - ;End of data segment 

7== Code segment seansnssensessassseseceesssesosassassasns 

code segment para 'CODE' ;Definition of the code segment 
ory 100h 


assume cs:code, ds:data, es:data, ss:stack 


== this is only the Demo-Program martes oe eS eS 


demo proc far 
mov ax,data ;7;Get segment address of data segment 
mov ds,ax ;Load into DS 
mov e@S,ax gand ES 
s-- Opening msg., wait for input --------~----------- | 
mov ah,9 ;Output function number for string 
mov dx,offset initm ;address of the message 
int 21h 7Call DOS interrupt 
xor ah,ah 7Get function number for key 
int 16h 7Call BIOS keyboard interrupt 
cmp al,"s" _ Was <s> entered? 
je ende . 7;YES--> End program 
cmp al,"“S" ;Was <S> entered? 
jne startdemo 7NO --> Start demo 
ende: | mov ax, 4C00h :Function number - end program 
int 21h ' 3Call DOS interrupt 21H 
startdemo label near EUs nine, 
mov ah,9 _ . Output function number for string 
mov dx,offset domes _ gaddress of the message 
int 21h | .#Call DOS interrupt 
xor ah,ah 7Get function number for key 
int 16h. ; _ #Call BIOS keyboard interrupt 
s-- Initialize graphic mode --- we nn nnn nnn 
mov al,1lb | - s6raphic and page 2 possibl 
call config Configure 
xor bp,bp . r;Access display page 0 
call grafik ;Switch to graphic mode 
xor al,al a 
call cgr :Erase graphic page 0 
xor bx, bx _  #Begin in the upper left 
xor dx,dx - gDisplay corner 
mov ax,347 . ;Vertical pixels 
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mov cx, 719 ;Horizontal pixels 
gril: push cx — . Push horizontal pixels on stack 

MOV CX,ax ;Vertical pixels in counter 

push ax Push vertical pixels on stack 
gr2: call spix 3Set pixel C. 

inc dx - zIncrement line 

loop gr2 — . ~ sDraw line — he 

pop ax ;Get vert. pixels from stack 

sub ax,3 ss gnext. line 3 pixels less 

pop cx a Ts Get horiz. pixels from stack 

push cx . ;Store horizontal pixels _ 

push ax | | 7Push vertical pixels on stack 
gr3: call spix _ 8 Set pixel 

inc bx _ zIncrement column 

loop gr3 ~- 3Draw line _ 

pop ax < 3Get vertical pixels ‘from ‘stack 

pop cx . 7Get horizontal pixels from stack 

sub cx,6 . ;Next line 6 pixels less 

push cx ;Record horizontal pixels 

MOV CX,ax _ . Vertical pixels in counter 

push ax .  gNote vertical pixels on stack 
gr4: call spix . 7;Set pixel , 

dec dx ;Decrement line 

loop gr4 ;Draw line 

pop ax ;Get vertical pixels from stack 

sub ax,3 ;Next line 3 pixels less 

pop cx . 7Get horizontal pixels from stack 

push cx es ;Record horizontal pixels 

push ax ;Record vertical pixels on stack 
grs: call spix ;Set pixel 

dec bx ;Increment column 

loop gr5 ~;Draw line 

pop ax 3Get vertical pixels from stack 

pop cx . 7Get horizontal pixels from stack 

sub cx,6 ;Next line 6 pixels less 

cmp ax,5 ' ¢Is the vertical line longer than 5 

ja gril 7YES --> continue 

xor ah,ah -- sWait for function nr. for key 

int 16h 7Call BIOS keyboard interrupt 


-- Initialize text mode Rorke GE ake GERS™ came 


call text oe :Switch on text mode 

mov cx, 0d00h -- ¢Switch on full cursor 

call cdef | — * 

call cls seas: 7Clear screen 

i-- Display strings. in display page 0 mE es 

xor bx,bx Start in upper left display corner 

call calo - ;Convert to offset address __ 

mov si,offset str1_ ' ;Offset address of stringl 

mov cx,16*25 ;The string is 5 characters long 
demol : call print —- gQutput string 


loop demol 


j-- Display strings in display page 1 ------------------ 


inc bp © - Process display pagel 
xor bx,bx — . Start in the upper left corner 
call calo - Convert to offset address | 
mov si, offset str2 7 Offset address of stringl 
Mov cx, 16*25 . -- sstring is 5 characters oo 

demo2: call. print " o* => = ;Output string 
loop demo2 

demo3: setmode 10001000b - 7Display text page 1 
z7-- short Pause o----~---- ++ + -- - = -- - = 
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mov cx, DELAY ;Load counter 

pause: loop pause 7;Count to 65,536 
setmode 00001000b ;Display page 0 
sr7~ SNOrt PauSC meen nn mn nn rn rrr 
mov cx, DELAY ;Load counter 

pausel: loop pausel 7Count to 65,536 
mov ah,1l ;Test function nr. for key 
int 16h ;Call BIOS-keyboard-Interrupt 
je  demo3 ;No key --> continue 
xor ah,ah 7;Get function number for key 
int 16h 7;Call BIOS-keyboard-Interrupt 
mov bp,0 ;Display page 1 
call cls ;Clear screen 
mov cx, 0D0Och ;Restore normal cursor 
call cdef 
call cls ;Clear screen 
jmp ende 7End program 

demo endp 


CONFIG: configures the HERCULES card -<------------- 9-9-9 
-- Input : AL : bit 0 = 0 : Only text presentation possible 

: also graphic presentation possible 

: RAM for display page 2 off 

: RAM for display page 2 on 


= bit 1 = 


HOF 


~- Output : none 
-- Register : AX and DX are changed 


™s SMe MWe We Be Ve We 


config proc near 
mov dx,CONFIG REG ;Address of configuration register 
out dx,al 7;Set new value 
ret ;Back to caller 


config endp 


-- TEXT: switches the text presentation on ------------<-------------- 
Input : none 

Output =: none 

Register : AX and DX are changed 


=e “Se Ve Ve 
| 
' 


text proc near 


mov si,offset textt ;Offset address of the register-table 


mov b1,00100000b ;Display page 0,text mode, blinking 
jmp short vcprog ;Program video-controller again 
text endp 


~~ GRAFIK: switches on the graphic mode -~----- ----------~----------- 
Input : none 

Output : none 

Register : AX and DX are changed 


=e Ws *e Be 
| 
(ot 


grafik proc near 


mov si,offset grafikt ;Offset address of the register-table 
mov b1,00000010b ;Display page 0, graphic mode 


grafik endp 


7—-- VCPROG: programs the video controller ----------------------------- 
77~ Input ¢ SI = address of a register-table 
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’ 


f-- Output 


7-- register 


veprog 


vepl: 


veprog 


-- cDEF: 
Input 


-- Output 
regist 


we Se Se Re Ne 


cdef 


cdef 


-- SETBLI 
Input 

-- Output 
regist 


=e =p Reg BO 


setblink 


BL = value for display-control-register 


none 


proc near 
setmode bl 


mov cx,12 
xor bh,bh 
lodsb 
mov ah,al 
mov al,bh 
setvk 


inc bh 
loop vcepl 
or bl,8 


setmode bl 
ret 


endp 


AX, SI, BH, DX and FLAGS are changed 


;Bit 3 = 0: display aus 


312 registers are set 

;Start with register 0 

7Get register value from the table 
:Register value to AH 

sNumber of the register to AL 
7Transmit value to the controller 
;Address next register 

;Set additional registers 


;Bit 3 = 1: display on 
7;Set new mode. 
;Back to caller 


sets the start and end line of the cursoLr-------------------- 


: cL = start line 
cH = end line 


none 


er 


proc near 


mov al,CUR_START 


mov ah,cl 
setvk 


mov al,CUR_END 


mov .ah,ch 
setvk 

ret 

endp 

NK 


none 
er 


proc near 


mov bx,di 


mov al,CURPOS_HI 


mov ah,bh 
setvk 


mov al,CURPOS LO 


mov -ah,bl 


-setvk 


setblink 


GETVK 
-- Input 
-~- Output 
regist 


“ee Ve Ve Ve 
j 
I 


getvk 


ret 


AX and DX are changed 


;Register 10: start line 
;Start line to AH 

;Transmit to video-controller 
;Register 11: Endline 

;End line to AH 

sTransmit to video-controller 


: sets the blinking display cursor -----------9 neem nn 
: DI = offset address of the cursor 


BX, AX and DX are changed 


;Transmit offset to BX 

;Register 15:Hi Byte of cursor offset 
;HI byte of the offset 

;Transmit to video-controller 
;Register 15:Lo-Byte of cursor offset 
7;Lo byte of the offset 

7;Transmit to CRTC 


reads a byte from one register of the video-controller - 


AL = content of the register 


er 


proc near 


mov dx,ADDRESS 6845 


out dx,al 
jmp $+2 
inc dx 


: AL = number of the register 


DX and AL are changed 


zAddress of the index register 
7Send number of the register 
7Short io pause 

zAddress of the index register 
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in al,dx ;Read content to AL 
ret 7Back to caller 
getvk endp 


7-~ SCROLLUp: scrolls a window by N lines upward ---------------------- 
Input ; BL = line upper left 


tA 

7 BH = column upper left 

fro DL = line lower right 

oa DH = column lower right 

77 CL = number of the lines to be scrolled 


- BP = number of the display page (0 or 1) 
~~ Output 


; : none 
;-~ register : only FLAGS are changed 
j-- Info : the display lines released are erased 


scrollup proc near 


cld sIncrement for string instructions 
push ax 7Store all changed registers 
push bx zon the stack 
push di zIn this case the sequence 
push si 7must be followed ! 
push bx ;These three registers are returned 
push cx ;from the stack before 
push dx zthe end of the routine 
sub dl,bl 7;Calculate number of lines 
inc dl 7Deduct number 
sub dl,cl 70f lines to be scrolled 
sub dh,bh 7Calculate number of columns 
inc dh . 
call calo — gConvert upper left in offset 
mov si,di ;Note address in SI mee 
add bl,cl ;First line in scrolled window 
call calo  sConvert first line in offset 
xchg si,di 7Exchange SI and DI 
push ds -- gStore segment register 
push es yon the stack 
mov ax,VIO_ SEG 7;Segment address of the video RAM 
mov ds,ax z;to DS 
mov eS,ax. zand ES 
supl: mov ax,di ;Note DI in AX 
mov bx,si sNote SI in BX 
mov cl,dh sNumber of columns in counter 
rep movsw ;Move a line 
mov di,ax ;Restore DI from AX 
mov si,bx ;Restore SI from BX 
add di,160 7;Set next line 
add si,160 
dec dl . sProcessed all lines ? 
jne  supl +NO --> move another line 
pop es / ;Get segment register from 
pop ds 3stack 
pop dx 7;Get lower right corner 
pop cx > . 7Get number of lines 
pop bx 7;Get upper left corner 
mov bl,dl ;Lower line to BL 
sub bl,cl 7;Deduct number of lines 
inc bl 
mov ah,0O7h 7Color : black on white 
call clear ;Erase liberated lines 
pop si 7CX and DX have been brought back 
pop di walready 
pop bx 
pop ax 


ret ;Back to caller 
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scrollup endp 


~ SCROLLDN: scroll a Window by N lines upwards -------<----<----------- 
-~- Input : BL = line upper left : 

-- BH = column upper left 

line lower right 

-- DH = column lower right 

-- CL = number of the lines to be scrolled 

BP = number of the display page (0 or 1) 


=e 


! 
i 
oO 
te 
tt 


-- Output : 
register : only FLAGS are changed 
Info : released lines are deleted 


—™e Ms Ne Re Be Be We Re Ws 


scrolldn proc near 


cld zIncrement on string instructions 
\ 
push ax 7;Secure all changed registers on the 
push bx stack 
push di zIn this case the sequence must 
push si _ gbe followed! 
push bx ;These three registers are 
push cx greturned from the stack before the 
push dx yend of the routine 
sub dh,bh | ; 7Calculate number of columns. 
inc dh 
mov al,bl . 7Record line upper left in AL 
mov bi,dl . 7;Line lower right top lower left 
call calo ;Convert upper left in offset . 
mov si,di ;Note address in SI 
sub bl,cl ; 7Deduct number of chars to scroll 
call calo . _;Convert upper left in offset . 
xchg si,di 7Exchange SI and DI 
sub. dl,al ;Calculate number of lines 
inc dl. bax 
sub dl,cl ~ - Deduct number of lines to scroll 
push ds . ;Store segment register on the . 
_ push es 7 stack 
mov ax,VIO SEG 7Segment address of the video RAM 
mov ds,ax zto DS 
mov eS,ax j;and ES 
sdni: mov ax,di 7;Record DI in AX 
mov bx,si 7;Record SI in BX 
mov cl,dh 7;Number of columns in counter 
rep movsw ;Move a line 
mov di,ax Restore DI from AX 
mov si,bx . ;Restore SI from BX 
sub di,160 7;Set next line 
sub si,160 
dec dl _ All lines processed ? 
jne  sdnl 7;NO --> move another line 
pop es 7;Get segment register from 
pop ds sstack 
pop dx 7Get lower right corner 
pop cx 2Get number of lines 
pop bx 7Get upper left corner 
mov dl,bl ;Upper line to DL 
add dli,cl sAdd number of lines 
- dec dl 
; mov ah,O7h _. :Color : black on white 
call clear ;Erase liberated lines 
pop si 7;CX and DX have already 
pop di sbeen read 
pop bx 
pop ax 
ret jBack to caller 
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scrolldn endp 


z-~ CLS: clear the whole SCY@@N wee nen nnne nnn rrrnrn 
7-- Input : BP = number of the display page (0 or 1) 
77—- Output : none 
7-- register : only FLAGS are changed 
cls proc near 
mov ah,07h ;Color is white on black 
xor bx,bx . ‘sUpper left is (0/0) 
mov dx, 4F18h . s;Lower right is (79/24) 
p7~ perform Cl@aYy wren nen nnn nn nr rn rn rrr 
cls endp 
;~7~- CLEAR: fills a designated display area with space character ------- 
z-~- Input : AH = Attribute/color 
i-- BL = line upper left 
j-- BH = column upper left 
i-- DL = line lower right 
joo DH = column lower right 
i-- BP = number of the display page (0 or 1) 
77~ Output : none 
7-- register : only FLAGS are changed 
clear proc near 
cld ;Increment on string instructions 
push cx 7;Secure all changed 
push dx sregisters on the stack 
push si 
push di 
push es 
sub dl,bl ;Calculate number of lines 
inc dl 
sub dh,bh ;Calculate number of columns 
inc dh 
call calo ;Offset address of upper left corner 
mov cx,VIO_ SEG ;Segment address of the video RAM 
mOV eS, CX sto ES 
xor ch,ch sHi byte of the counter to 0 
mov al," " ;Space character 
clearl: mov si,di 7Note DI in SI 
mov cl,dh _ gNumber of columns in counter 
rep stosw ;Store space character 
mov di,si . ;Restore DI from SI 
add di,160 7Set next line 
dec dl 44 7All lines processed ? 
jne clearl 7NO --> erase another line 
pop es ;Get secured registers 
pop di. ;from the stack 
pop si : oy | 
pop dx 
pop cx et)" get 
ret ;Back to caller 
clear endp 


PRINT: outputs a string on the display ---------------------------- 
-- Input -: AH = attribute/color 
; offset address of the first character 
offset address of the strings to DS 
-- BP = number of the display page (0 or 1) 


J 
' 
Oo 
iH 
q 


=e *e Ne Me “Me Ve Ve Wo 
t 
j 
na 
La 
i] 


-~- Output : DI points behind the last character to be output 
~~ register : AL, DI and FLAGS are changed 
-- Info : the string must ne terminated with NUL-character. 
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print proc near 
cld 
push si 
push es 
push dx 
mov dx,VIO SEG 
mov es,dx 
jmp print] 
~printo: stosw . 
printl: lodsb 
or al,al 
jne printo 
printe: pop dx 
pop es 
pop si 
ret 
print endp 
77- cCALO: 
j-- Input : BL = line 
o— BH = column 
Seer 
7-—- Output : DI = offset address 
f-- register : 
calo proc near 
push ax 
push bx 
shl bx,1 
mov al,bh 
xor bh,bh 
mov. di, [lines+bx] 
xor ah,ah 
add di,ax 
or bp, bp 
je caloe 
add di,8000h . 
caloe: pop bx 
pop ax 
ret 
calo endp 
z-- CGR: clear 
z—-~ Input : 
[= . AL = 
-  FFH : 
p7~ Output : none 
;-- register : 
cgr proc near 
push es 
cbw 
xor di,di 
mov bx,VIO_ SEG . 
or bp, bp. 
je cgrl . 
add bx, 0800h 


other control characters are not recognized 


converts line and column into offset address 


pIncrement on string instructions 


7SI, DX and ES to the stack 


;First segment address of video RAM 
;to DX and then to ES 
sGet first character from string s 


. gStore attribute and color in V-RAM 
- gGet next character from the string 


zIs it NUL 


gNO ==> output 


;Get SI, DX and ES from stack again 


sBack to caller 


Bp = number of the display page (0 or 1) 


the complete graphic screen 


DI and FLAGS are changed 


7;Record AX on the stack 
7;Record BX on the stack 


:Column and line times 2 
7Column to AL 
7;Hi byte 


Get offset address of the line 


;Hi byte for column offset 
;Add lines- and column offset 


;Display page 0? 
7YES --> address ok 


- ;Add 32 KB for display page 1 


7Get BX from stack again 
7;Get AX from the stack again 


3Back to caller 


BP = number of the display page (0 or 1) 


OOH : erase all pixels 
set all pixels 


AH, BX, cX, DI and FLAGS are changed 


7;Record ES on the stack 


-.pExpand AL to AH 


;Offset address in video RAM 
7;Segment address display page 0 


‘gErase page 1? 
-. NO .-=> erase page 0 


_ pSegment address display page 1 
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cgrl: mov es, bx ;Segment address to segment register 
mov cx, 4000h 7A page is 16K-words 
rep stosw 7Fill page 
pop es 7Get ES from stack 
ret — : . gBack to caller 
cgr endp 
i~- SPIX: sets a pixel in the graphic display --------------------------- 
i- ii ee : BP = number of the display page (0 or 1) 
i- BX = column (0 to 719) 
i- DX = line (0 to 347) 
77 2 Ouepae : none 
z-~ register : AX, DI and FLAGS are changed 
spix proc near 
push es 7;Store ES on the stack 
push bx _ -Store BX on the stack 
push cx Store cX on the stack 
push dx | ;Store DX on the stack 
xor di,di jOffset address in video RAM 
mov cx,VIO_ SEG 7;Segment address display page 0 
or bp, bp 7Access page l1 ? 
je spixl 7NO --> access page 0 
mov cx,0800h 7;Segment address display page 1 
spixl: MOV eS, Cx 7Segment address in segment register 
mov ax,dx _gMove line to AX 
shr ax,1l 7;Shift line right 2 times 
shr ax,1 . ;This divides by four 
mov cl, 90 “The factor is 90 
mul cl . 7;Multiply line by 90 
and dx,11b. 7AND all bits except for 0 and 1 
mov cl,3 73 shifts 
ror 4dx,cl ;Rotate right (* 2000H) 
mov di,bx 7Column to DI 
mov cl,3 73 shifts 
shr di,cl | sdivide by 8 
add di,ax . 7+ 90 * int (line/4) 
add di,dx 7+ 2000H * (line mod 4) 
mov cl,7 ;Maximum of 7 moves 
and bx,7 7;Column mod 8 
sub cl,bl 77 - column mod 8 
mov ah,1l ;Determine bit value of the pixels 
shl ah,cl 
mov al,es:{[di]- -.. «9Get 8 pixels . 
or al,ah 7;Set pixel 
mov es:[di],al . Write 8 pixels ; 
pop. dx Bee: _. Get DX from stack 
pop cx - ¢Get cX from stack | 
pop bx ~~ 3Get BX from stack 
pop es he ee _ 7Get ES from stack 
ret . Back to caller. 
spix endp 
7== End s s3SsssssssesseS SSS SSeS sss SSS SSS SSS SS SSS SSS SSS SSS SSS SSS SSS SSS 
code ends 7End of the code segment 
end demo 
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The IBM Color Card 


The IBM Color/Graphics Adapter (CGA) supports two text modes and three 
different graphic modes. Like the other two cards, the CGA is based on a 6845 
video processor and is equipped with 16K of video RAM which begins at address 
B800:0000. | 


Text modes 


Besides the normal text mode of 25 lines and 80 columns, the CGA also has a text 
mode consisting of 25 lines and 40 columns. This 40-column mode displays 
characters twice as wide as normal 80-column mode. CGA characters are displayed 
in an 8x8 matrix, which results in a less distinct display than monochrome display 
adapter text. The CGA's video RAM assignment is almost identical to that of the 
monochrome card. The attribute byte is different from that of the monochrome 
display adapter. _ 


Character color 


Character intensity 
O=normal 
1=high intensity 


Background color 
Blinking 

O=off 
1=on 


Color!Graphics Adapter attribute byte 


The lower four bits of the attribute byte indicate one of the 16 available colors. 
The meanings of the upper four bits depend on whether blinking is active. If it is 
active, bits 4 to 6 indicate the background color (taken from one of the first eight 
colors of the color palette), while bit 7 determines whether or not the characters 
blink. If blinking is disabled, bits 4 to 7 indicate the background color (taken from 
one of the 16 available colors). 
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| Black 
| Blue 

Green 
Cyan 
Red 
Magenta 
Brown 
Light gray 
Dark gray 
Light blue 
Light green 
Light cyan 
Light red 
Light magenta 
Yellow 
White 


ymoNndwWrPr WoO wWAIAHA UN hWBNHE-E OO 


0 
1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
11 
12 
13 
14 
15 


Color/Graphics Adapter color palette 


Each 80x25 text page requires 4,000 bytes of video RAM. 16K allows a total of 
four text pages. The first display page starts at address B800:0000, the second at 
B800:1000, the third at B800:2000 and the last at B800:3000. The 40x25 mode 
allows storage of eight display pages, because each display page only requires 
2,000 bytes in this mode. The first display page starts at address B800:0000, the 
second at B800:0800, the third at B800:1000, etc. 


Graphic modes 


The CGA supports three different graphic modes, of which only two are usually 
used. The color-suppressed mode displays 160x100 pixels with 16 colors. The 
6845 supports this resolution, but the rest of the hardware doesn't offer color- 
suppressed mode support. The remaining two graphic modes have resolutions of 
320x200 and 640x200 respectively. The 320x200 resolution permits four-color 
graphics, while 640x200 resolution only allows two colors. 


320x200 resolution 
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The CGA uses up all 16K of its video RAM for displaying a graphic in 320x200 
resolution with four colors. This limits the user to one graphic page at a time. Of 
the four colors permitted, the background can be selected from the 16 available 
colors. The other three colors originate from one of the two user-selected color 
palettes, which contain three colors each. 


10.4 The IBM Color Card 


Color 2: Violet Color 2: Red 
Color 3: White Color 3: Yellow 


Since a total of four colors are available, each screen pixel requires two bits. Four 
bits can represent the color numbers (0 to 3). The following values correspond to 
the various colors: 


Palette 1: Color 1: Cyan Palette 2: Color 1: Green 


0 00(b) = freely selectable background color 
| 01(b) = color 1 of the selected palette 
2 10(b) = color 2 of the selected palette 
3 11(b) = color 3 of the selected palette 


The video RAM assignment in this mode is similar to that of the Hercules card 
during graphic display. The individual graphic lines are stored in two different 
blocks of memory. The first block, which begins at address B800:0000, contains 
the even lines (0, 2, 4...); the second block, which begins at B800:2000, contains 
odd lines (1,3,5). 


Line 0 | (80 Bytes) RAM 


0000:0000 


BO000: 0000 


ecncece tat 


Line 199 (80 B tes) fF 
unused Z (192 Bytes) F 


Video RAM assignment in graphic mode (blocking) 


Each graphic line within the two blocks requires 80 bytes, since the 320 pixels in 
a line are coded into four pixels to a byte. The first byte in a graphic line (an 80- 
byte series) corresponds to the first four dots of the graphic on the screen. Bits 7 
and 8 contain the color information for the leftmost pixel, while bits 0 and 1 
contain the color information for the rightmost pixel of the byte. 
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0000:0000 


: bit 7654 3210 bit 7654 3210 


Column 0 Column 316 317 318 319. 


Graphic line coding in 320x200 resolution 


A formula can be derived with the help of this information to determine the byte in 
video RAM, similar to the Hercules card. This byte is relative to the starting 
address of the screen page, which contains the color information for a pixel. The 
screen column (0—319) is designated as X and the screen line (0—199) as Y: 


Address = 2000H * (Y mod 2) + 80 * int(Y/2) + int(X/4) 


To determine the number of the two bits within this byte which eee the 
pixel, use the following formula: 


Bit number = 6 - 2 * (X mod 4) 


For example, if this formula returns 4, this means that the color information for 


_the dot is coded into bits 4 and 5. 
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0000 :0000 


bit.7654 3210 


bit 7654 32 190 


Column 01234561 . 
meal Column 632....000. 639 


Graphic line coding in 640x200 resolution 
640x200 resolution 


High-resolution mode with a resolution of 640x200 dots only allows the use of 
two colors. The video RAM assignment in this mode is similar to 320x200 mode. 
Each line displays twice as many pixels, with one bit encoding the line instead of 
2 bits. Because of this, one screen line requires 880 bytes. Therefore the formulas 
for access to a screen Lge are similar. 


“Address = 2000H * y mod 2) + 80 * int (¥/2) + int (X/8) 
Bit number = 7 - (X mod 8) 
CGA registers 


The CGA has a mode selection register at address 3D8H which is oe with 
the control register of the monochrome display adapter. You can write to this 
register but not read it. 
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ee ote a ee es ee ee 


t 


0=40x25 characters 
1=80x25_ characters 


O=text mode. | | 
1l=graphic mode (320x200) 


O=color display _ a 
1=monochrome display 


O=screen off 


1=graphic mode (640x200) 


O=bright background 
1=blinking background 


unused . 


Mode selection register 


Bit layout 
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Bit 0 of this register determines the text mode display of 80 or 40 columns per 


line. A 1 in bit 0 displays 80 columns, while a 0 in bit 0 displays 40 columns. 


The status of bit 1 switches the CGA from text mode to the 320x200 bit-mapped 
graphic mode. A 1 in this register selects graphic mode, while a 0 selects text 
mode. | 


Bit 2 should be of interest to any users who want to operate their CGA with a 


monochrome monitor. If this bit contains the value 1, the 6845 suppresses the 
color signal, displaying monochrome mode only. 


Bit 3 is responsible for creating screens. If it contains the value 0, the screen 
_ remains black. This suppression is useful when changing between display modes; 


it prevents sudden signals from reaching the monitor which could cause damage. 


"Bit 4 enables and disables 640x200 bitmapped graphic mode. A 1 in bit 4 enables 


this mode, while a 0 disables it. 


Bit 5 has the same significance as in the monochrome card. If it contains a 0, 


_ blinking stops and bit 7 returns one of the 16 available background colors. This 
_ bit contains a default value of 1, which causes blinking characters. 


_ The various text or graphic modes and the color or monochrome display can be 
selected in these modes with this register. Bits 0, 1, 2 and 4 are used for this. The 
following table shows how these bits must be programmed to obtain certain 
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eo 
| 40x25 text monochrome 


a a aes 
en eee Ee 
ie eee 


1] 80x25 text monochrome 
[0] 1] 80x25 text color” 
[1 [0] 320x200 graphic monochrome _| 
[1 [0] 320x200 graphic color _| 
aS a) SR 


640x200 graphic monochrome 


- The CGA also has a ‘status register similar to the status register in ‘the 
monochrome display adapter. The following figure shows the construction of this 
register, which can be found at address 3DAH. It is a read-only register. | 


Dit 


=memory access possible | 
without disturbing 
screen contents 


Jizvideo access triggered | 


=video access on 
|1=video access off | 
i=electronic signal 


transmitted in 
vertical direction 


Status register structure 


Bit 0 of this register always contains the value 1 when the 6845 sends a horizontal 
synchronization signal to the monitor. This signal is transmitted when the creation 
of a line ends and the CRT's electron beam reaches the end of the screen line. The 
electron beam then jumps back to the left corner of the screen line. The bit gets its 
significance from the condition that the CGA doesn't always allow data reading or 
writing within video RAM. 7 | hehe 
Flickering and the CGA 
This problem occurs because the 6845 must continuously access video RAM to 
read its contents for screen display. If a program tries to transmit data to video 
__ RAM, problems can arise when the 6845 accesses video RAM at the same time. 
The result of this memory collision is an occasional flickering on the screen. 
To avoid this problem, you should only access video RAM when the 6845 is not — 
accessing it. This only occurs when a horizontal synchronization signal travels to 
the screen, because it requires a moment of time until the electron beam has carried 
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out this instruction. For this reason, the status register must be read before every 


_ video RAM access on a CGA. This process must be repeated until bit 0 contains 


the value 1. When this happens, a maximum of two bytes can then be transmitted 
to video RAM. 


Demonstration program 


- The program at the end of this section demonstrates how this process functions. 


This delay in video RAM access doesn't occur with monochrome cards because 
they are equipped with special hardware logic and fast RAM chips. This is also 
true of most of the newer model color cards. Before waiting for the horizontal 
synchronization signal, which results in an enormous delay of the display output, 
the user should try direct access to video RAM to test his color card's reaction 
time. : 


If many accesses to video RAM occur within a short period of time (eg., scrolling 


the screen), the electron beam doesn't respond fast enough. The screen should be 


_ switched off using bit 3 of the mode selection register. This prevents the 6845 


from accessing video RAM, permitting unlimited user access to video RAM. 
When data transfer ends, the screen can be switched on again. BIOS uses this 
method during scrolling, which results in the flickering "silent movie effect.” 


Color selection register 
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The color selection register is located at address 3D9H. This register is write-only 
(cannot be read). 


=Intensive background 
_color in text mode _| 
Number of color palette | 
used in 320x200 pens 
mode | 


Unused. 


Color selection register 


The meanings of individual bits in this register depend on the display mode. Text 
mode uses the lowest four bits for assigning the background color from the 16 
available colors. In 320x200 graphic mode, these four bits indicate the color of all 
pixels represented by the bit combination 00(b) (background color). 
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Bit 5 selects the color palette for 320x200 mode. If this bit contains the value 1, 
the first color palette (cyan, violet, white) is selected. A value of 0 selects the 
_ second color palette (green, yellow, red). | 


Internal registers 


The 18 internal registers of the 6845 on this card are accessed exactly like the 
monochrome card. The only difference is that the index and the data register are 
located at 3D4H and 3D5H. The following table shows the contents which the 
register must have for various display modes. | ; | 
pe a i ge ORE 
Horiz. characters displayed ae 
Horiz. synchronization signal to 
... Characters | 
Horiz. synchronization signal 
in characters 


Vert. characters seeded _ . a 
{| Vert. characters. justified _ 


Graphics 


Text2 


fet 
ey 
iv) 


: 


, 4 


ae eed 
ee 
Bab? 


eae 
, 
Rae ae 
p_100 


56 
a5 
10 
127 
22 
i 
; 


100 


Vert. characters displayed 


\ 


Vert. synchronization signal to 2B 
.. Characters 


oe ae 
es 
Reales 
| oe See 
rc Gr 
aie 
ens 
Po 
Le 0 
EO 


7 


Number of scan-lines per line 7 
Starting line of blinking cursor 


Ending line of blinking cursor 7 


page starting address (high b 


1 
31 
2 
7 
Display page starting address (low byte) 0 


SSF eT Pert el ery 


| Cursor character address (low byte) | pee SOS 
E Reserved 


[Reserved 


These registers are of interest to the user since they define the position and 
appearance of the cursor on the screen. Sec ion 10.1 described programming these 
registers. The CGA adds registers 12 and /13. They indicate the start of the video 
page which must be displayed on the screen, as offset of the beginning of the 16K 
RAM on the card (B800:0000), divided by 2. Register 12 contains the most 
significant 8 bits of this offset, while register 13 contains the least significant 8 
_ bits. Normally both registers contain the value 0, displaying the first screen page 
(beginning at the address B800:0000) on the screen. For display of the first screen 
page, which begins at location B800:1000 in the 80x25 text mode, the value 
1000H divided by 2 (800H) must be entered in both registers. | | 


~J 


Slee 


Cusrsor character address (high byte) 


The last of the three programs in this chapter accesses the color/graphics adapter. 
The only significant difference between the two preceding programs lies in the fact 
_ that the video controller can synchronize video RAM access and screen 
construction. This is necessary on all video cards where direct access to video 
_ RAM causes a flickering on the screen. The WAIT constant, defined directly after 
the program header, switches synchronization on or off. Its contents decide during 
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the assembly of the program, whether to assemble the program lines for 
synchronization listed in the source listing. These lines would slow down the 
screen considerably, and should only be included if it is absolutely necessary. 


Assembler listing: VCOL.ASM 


SHEKHAR IKRKREREEKEEKRERKEKEKEKEKKEKEKK 0 


v 

* VCOL ae 
oR een ne ee a ce ee a ee ee ee ee oe a ee a a en nm ee a eS ee em ee Se Se ce NP ee ae ana ee lr 
-* Task : Makes some basic functions available for *> 
es access to the Color Graphics Adapter (CGA) *3 
;* eee eee eo ee ee ew ne ge ee ee Ga a eh ee SD cD QD ces SEED OD SnD SUED GND mS GD HES GD Keg Step cD <i Sn SEND UTD EDD GD ED ED ED GD ID SD HED ED GD ES GND AED KEN END ne GED GERD ean se te eo ED RED UES Dens cae ON cP a we 
7* Info : All functions subdivide the screen x 
:* into columns 0 to 79 and lines 0 to 24 x7 
7* in text mode and into columns 0 to 719 and *3 
7* the lines 0 to 347 in graphic mode. “> 
iss the 40 column text mode is not supported ! a 
7% A high resolution graphic screen should appear*; 
.* first, followed by a text screen. If the high *; 
Bd res screen doesn't appear, try running the *; 
Hie program a few times in succession. 3 
Ex sn he sean ein il ie ii eae ee met nk en i i sh sc i eu nom ci: i uti <i ei tg ts eck eh sd oa i co et win i va en el ci li sms i si i aa se a? 
;* Author : MICHAEL TISCHER *; 
;* Developed on: 8/13/87 es 
z* Last update : 6/16/89 *; 
s* enc a eso om eye sein hm Ste sis ei cs ‘eg’ ye ein cms msm i i'm Su tm i-media.eu mci i *3 
hd assembly : MASM VCOL (program will assemble with one *» 
7* warning - it WILL link & run) = 
-* LINK VCOL; 5a 
al cen nn ims Si el cm cen em tr vs ub ss nn ewe esi us is vues cs a ni SLs Gals i ns em Gems ab cas Se hs Speman tes es ils in Us nas Su cin Se ps eal ns ue wd etm ens iam ome os xs 
aus Call s vCcoL *; 
fp RK KARR KEKE KK EKER EKR KEKE EEK KER EK KKEREKIEK KAKA EEREREKKEE 9 


’ 


7== ConstantS ===s=s=ss=sss=ss=sssssssssssssEsssessees assess aessesS sess 
CONTROL REG = 03D8h ;Control register port address 
CCHOICE REG = 03D9h ;Color select register port address 
ADDRESS 6845 = 03D4h 76845 address register 

DATA_6845 = 03D5Sh 76845 data register 

VIO_SEG = OB800h 7;Video RAM segment address 

CUR_START = 10 7Reg # for CRTC: Cursor start line 
CUR_END = 11 7Reg # for CTRC: Cursor end line 
CURPG_HI = 12 7Page address (high byte) 

CURPG LO = 13 7;Page address (low byte) 

CURPOS_HI = 14 ;Reg # for CRTC: Cursor pos high byte 
CURPOS_LO = 15 7;Reg # for CRTC: Cursor pos low byte 
DELAY = 20000 7;Counter for delay loop 

f== MacroS 2===sssssssscsmessssss ssa SSSsSs esse sass ssssesssssa= 


7-- SETMODE : Macro for configuring screen control register --------- 


setmode macro modus 


mov dx,CONTROL REG ;Address of the display control register 
mov al,modus ;New mode into the AL register 
out dx,al 7;Send mode to control register 
‘endm 
7-~ WAITRET: waits until display is completed --------------------~--- 
waitret macro 
local wrl ;Local label 
mov dx, 3DAh ;Address of the display status register 
wrl: in al,dx 7;Get content 
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local wrl jLocal label 
mov dx,3DAh sAddress of the display status register 
wrl: in al,dx 2Get content 
test al,8 ;Vertical retrace? 
je wrl ;NO --> wait 
endm 
stack segment para stack ;Definition of stack segment 
dw 256 dup (?) 3256-word stack 
stack ends zEnd of stack segment 
data segment para ‘DATA'‘ ;Definition of data segment 
initm db 13,10 
db “"VCOL (c) 1988,1989 by Michael Tischer “ 
db 13,10,13,10 
db "This demo program only runs with a Color/Graphics",13,10 
db “Adapter ( CGA ). If your PC uses another type of",13,10 
db “video card press the <s> key to stop the program.",13,10 
db 


"Press any other key to start the program...",13,10,"$" 
strl db 1,0 


7== Table of offset addresses of line beginnings ===========s==s==s====== 
lines dw 0*160, 1*160, 2*160 ;start addresses of the lines as 
dw 3*160, 4*160, 5*160 soffset addresses in the video RAM 
dw 6*160, 7*160, 8*160 
dw 9*160,10*160,11*160,12*160,13*160,14*160,15*160, 16*160 
dw 17*160,18*160,19*160, 20*160, 21*160, 22*160, 23*160, 24*160 


graphict db 38h, 28h, 2Dh, OAh, 7Fh, 06h ;register values for the 
.db 64h, 70h, 02h, Olh, O6h, O7h ;graphic-modes 


textt db 71h, 50h, 5Ah, OAh, 1Fh, O6h ;register-values for the 
db 19h, 1Ch, 02h, O7h, O6h, O7h ;graphic-modes 
wait db 0 7TRUE (<>0) when caller uses the 
7/F switch 
data ends zEnd of data segment 
code segment para 'CODE' ;Definition of the CODE. segment 


assume cs:code, ds:data, es:data, ss:stack 


demo proc far 
7-- Look for /F from DOS prompt -----~------~------------ 
mov cl,ds:128 7;Get number of bytes from prompt 
or cl,cl 7No parameters given? 
je switchl ;NO --> Ignore 
mov bx,129 7;BX points to first byte in prompt 
mov. ch,bh 7;Set loop high byte to 0 


switch: cmp {[bx],"F/" ;Switch in this position? 
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switchi: 


ende: 


startdemo 


gril: 


gr2: 


gr3: 


gr4: 
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je  switchl 


cmp [bx],"f/" 
je switchl 
inc bl 

loop switch | 
mov ax,data 
mov ds,ax 


mov eS,ax 


wait, cl 


:-- Display init message and wait for input 


mov. ah,9 - 
mov dx,offset initm 
int 21h 
xor ah,ah 
int 16h 
cmp al, Hot 
je  ende 
cmp , al, wou 
jne startdemo 
mov ax, 4Cc0O0h 
int 21h 
label near 
call grafhi 
xor al,al 
call cgr 
xor bx,bx 
xor dx,dx 
mov ax,199 
mov cx, 639 
push cx 
MOV CX,ax 
push ax 
mov al,1l 
call pixhi 
inc dx 
loop gr2 
pop ax 

sub ax,3 
pop Cx 
push cx 
push ax 
mov al,1l 
call pixhi 
inc bx 
loop gr3 
pop ax 
pop cx 
sub cx,6 
push cx 
MOV CX,ax 
push ax 
mov al,l 
call pixhi 
dec . dx. 
.loop gr4 
pop ax 
sub ax,3 
pop Cx 
push cx 
push ax 
mov al,l 
call pixhi 
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7;YES --> Switch found 
7Switch in this position? 
7YES. --> Switch found 
7Set BX to next character 
7;Check next character 


7Get segment addr. of data segment 
jand load into DS 
zand ES 


7Set WAIT flag 


- Function number for string display 


;Address of intial message 
;Call DOS interrupt 21H 


7Function number: get key 
7Call BIOS keyboard interrupt 
7<s> key pressed? 

7YES --> End program 

7<S> key pressed? 

7NO --> Start demo 


7Function number: End program 
7Call DOS interrupt 21H 


switch on 320*200 pixel graphic 
7;Clear graphic display 


7Column 0 

;Line 0 

:Pixels-vertical 

7Pixels-horizontal 

7Record horizontal pixels 

7Vertical pixels to counter 

7;Record vertical pixels on the stack 


7Set pixel — 

zIncrement line 

7Draw line . 

Get vertical pixels from the stack 
;Next line 3 pixels less 

7Get horizontal pixels from the stack. 
7;Record horizontal pixels 

;Record vertical pixels on the stack 


;Set pixel 

;Increment column 

7;Draw line 

7;Get vertical pixels from stack 


.. #Get horizontal pixels from stack 
7;Next line 6 pixels less. 


Record horizontal pixels. 
;Vertical pixels to counter 


- 3Record vertical pixels on the stack 


7Set pixel 

7;Decrement line 

7Draw line . ie 

7Get vertical pixels from stack 
7;Next line 3 pixels less | 

7Get horizontal pixels from stack 


Record horizontal pixels . 


;Record vertical pixels on the stack 


7;Set pixel 
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dec 
loop 
pop 


demol : mov 


demo2: inc 


demo endp 


s== The actual functions follow 


bx 
gr5 
ax 
cx 
cx, 6 
ax,95 
grl 


ah, ah 
16h 


text 
bp, bp 
al, 30h 
ax, bp 
strl,al 
setcol 
setpage 
cls 

bx, bx 
calo 
cx, 2000 
ah, ah 
si,offset ‘strl 
ah 
print > 
demo2 


ah,ah 
16h 
bp 
bp, 4 
demol1 


bp, bp 
setpage 
ende 


7;Increment column 
;Draw line 
7;Get vertical pixels from the stack 


7Get horizontal pixels from the stack 


7Next line 6 pixels less 
zIs the vertical line longer than 5 
7YES--> continue 


;Wait for function number of key wait 


7Call BIOS keyboard interrupt 


7Switch on 80x25 character text mode 


Process screen page 0 first 


7ASCII code "0" 

7Convert page number to ASCII 
7Store in string 

7Set color 

;Activate screen page in BP 
7;Clear screen page 

;Begin in the upper left 
;Screen corner with output 

7A page contains 2,000 characters 
Start with color code 0 . 
;Offset address of string 1 


jIncrement color value 


Output string 1 


7;Repeat until screen is full 


;Wait for key 

7Call Bios Fe emioe 
;Increment page number 

7All 4 pages processed ? 


7NO --> then next page 


zActivate page 0 again ~ 


7;Goto program end 


SSS SSS SLPS LS SO SSS SS LIS SS 


;-- TEXT: switches the text display on -------------------------------- 


a~~ Input a 
g7—- Output : 
;-~ Register : 


text proc 
MOV 
mov 
jmp 
text endp 


-~ Output 


=e Ms No We 


grafhi proc 


mov 
_ jmp 


| grafhi endp 


none 
none 


AX, SI, BH, DX and FLAGS are changed 


near 


si,offset textt 


b1,00100001b 
short vcprog 


near 


bl, 00010010b 
short graphic 


;Offset address of the register-table 
780x25 text mode, blinking 


;Program video controller again 


~~ GRAFHI: switches the 640*200 pixel graphic mode on ----~------------- 
~- Input : none . o 
: none 
~~ Register : AX, SI, BH, DX and FLAGS are changed 


Graphic mode with 640*200 pixels 


- ¢Program video controller again 


7-~ GRAFLO: switches the 320*200 pixel graphic mode on a eee a 
-- Input: none. . eee 


7 
7~~ Output 
7 


=: hone 


-~- Register : AX, SI, BH, DX and FLAGS are changed 
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graflo 


graphic: 


graflo 


me Me Me Ve Ne 


Input 


-~- Output 
-~ Register 


veprog 


7 

; 

7-7~ Output 
7-~ register 
? 

? 

; 


proc near 


mov bl1,00100010b 
mov si,offset graphict 


endp 


VCPROG: programs the video controller 


PC System Programming 


;Graphic mode with 320*200 pixels 
;Offset address of the register table 


: SI = Address of a register table 
BL = Value for display control register 


none 


proc near 
setmode bl 


mov cx,12 


AX, SI, BH, DX and FLAGS are changed 


7;Bit 3 = 0: screen off 


712 registers are set 


Input 


Info 


xor . bh,bh ;Start with register 0 

vepl: lodsb 7Get register value from table 

mov ah,al 7Register value to AH 

mov al,bh ;Number of the register to AL 
call setvk sTransmit value to controller 
inc bh 7Address next register 
loop vcpl 7Set additional registers 
or bl,8 7;Bit 3 = 1: screen on 
setmode bl ;Set new mode 
ret ;Back to caller 

veprog endp 

~~ SETCOL Sets the color of the display frame and Background ----- 


AL = color value 

none 

AX and DX are changed 

in text mode the lowest 4 bits indicate the frame color 
in graphic mode the lowest 4 bits indicate the frame 
and background color, bit 5 selects the color palette 


setcol proc near 
mov dx,CCHOICE REG Address of the color selection register 
out dx,al 7Output color value . 
ret ;Back to caller 
setcol endp 
7-- CDEF : sets the start and end line of the cursor -------------- 
jo- Input : CL = start line 
7 CH = end line 
s7—- Output none 
; 


register : 


AX and DX are changed 


cdef proc near 
mov al,CUR_START 7Register 10: start line 
mov ah,cl ;Start line to AH 
call setvk 7Transmit to video controller 
mov al,CUR_END ;Register 11: end line 
mov ah,ch © zEnd line to AH 
jmp short setvk 7Transmit to video controller 
cdef endp 
7-- SETPAGE : sets the screen page -----------— nn rn nnn 
j-- Input : BP = Number of the screen page (0 to 3) 
go-- Output : none 
;-~- register : BX, AX, CX and DX are changed 
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z-~ Info : in the Graphic modes the first screen page has the 
7-~ number 0, the second the number 2 
set page - proc near 
mov bx,bp ; Screen page to BX 
mov cl,5 sMultiply by 2,048 
ror bx,cl : 
mov al,CURPG HI 7Register 12: Hi byte page address 
mov ah,bh ;Hi byte of the screen page to AH 
call setvk ;Transmit to video controller 
mov al,CURPG LO ;Register 13: Lo byte page address 
mov ah,bl 7;Lo byte of the screen page to AH 
jmp short setvk ;Transmit to video controller 
setpage endp 
7-~ SETBLINK : sets the blinking CULrSOY ---~--- nnn nnn nnn rrr 
g7~ Input : DI = Offset address of the cursor 
7-~- Output ; none . 
7-~ register : BX, AX and DX are changed 


setblink proc near 


mov bx,di sMove offset to BX 

mov al,CURPOS HI ;Hi byte of the cursor offset 
mov ah,bh 7HI byte of the offset 

call setvk . ;Transmit to video controller 
mov al,CURPOS LO ;Lo byte of the cursor offset 
mov ah,bl 7Lo byte of the offset 


¢-- SETVK is called automatically --------------------------- 
setblink. endp 
-- SETVK sets a byte in one register of the video controller ---- 


-- Input : AL = Number of the register . 
= AH = new content of the register 


=e “Se Be “Ne We 


~- Output : none 
-~- register : DX and AL are changed 
setvk proc near 


mov dx,ADDRESS 6845 ;Address of the index register 


out dx,al 7Send number of the register 
jmp short $+2 . 7Short I/O pause 
inc dx zAddress of the index register 
mov al,ah 7Content to AL 
out dx,al 7;Set new content 
ret ;Back to caller 
setvk endp 
77~ GETVK : gets a byte from one register of the video controller - 
j-~ Input : AL = Number of the register 
77~ Output : AL = Contents of register 
7-- register : DX and AL are changed 
getvk proc near 


mov dx,ADDRESS 6845 ;Address of the index register 


out dx,al ;Send number of the register 
inc dx ;Index register address 
jmp short $+2 7Short io pause 
in al,dx ;Set new contents 
ret 7;Back to caller 
getvk endp 


#-- SCROLLUP: scrolls a window N lines upward -------------------------_ 
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($12 


Input : 


-- Output : 
-- register : 
Info : 


™e Ms Ve Ve Ne Ne Re We We 


scrollup proc 
cld 


push 
push 
push 
push 


push 
push 
push 
sub 
inc 
sub 
sub 
inc 
call 
mov 
add 
call 
xchg 


cmp 
je 


BL 


DL 


line upper left 
BH = column upper left 
= line below right 


DH = column below right 
CL = Number of lines, to be scrolled 
BP = Number of the screen page (0 to 3) 


none 


only FLAGS are changed 
the display lines liberated are cleared 


near 


waitret 
setmode 00100101b 


sup0: push ds 
push es 
mov ax,VIO_ SEG 
mov ds,ax 
mov eS,ax 

sup1: mov ax,di 
mov bx,si 
mov cl,dh > 
rep movsw 
mov di,ax 
mov si,bx 
add di,160 
add si,160 
dec dl 
jne supl 
pop es 
cmp wait,0 
je  sup2 


setmode 00101101b 


sup2: pop 
pop 
pop 
mov 
sub 
ine 


dx 


~30On string commands count up 


7;All changed registers to the 
;Secure stack 

zIn this case the sequence 
smust. be observed ! 


7These three registers are returned 
sbefore the end of the routine 
;From the stack 

;Calculate the number of lines 


sSubtract number of lines to be scrolled 
;Calculate number of columns 


;Convert upper left in offset 
7Record address in SI 

7First line in scrolled window 
;Convert first line in offset 
7Exchange SI and DI 


7Flicker suppressed? 
7;NO --> SUPO 


sYES -->Wait for retrace 
sDisable screen 


7;Store segment register 

yOn: the stack 

;Segment address of the video RAM 
;To DS 

7;And ES 


7Record DI in AX 

7;Record SI in BX 

;Number of columns in counter 
7Move a line 

7Restore DI from AX 

;Restore SI from BX 

7;Set next line 


#processed all lines ? 
7NO --> move another line 


7Get segment register from 


7Stack 


7Flickering suppressed? 
7NO --> SUP2 


}YES -—> Enable screen 


7Get lower right corner back 
7Return number of lines 
7Return upper left corner 


Lower line to BL 
7Subtract number of lines 


Abacus 
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mov 
call 


pop 
pop 
pop 
pop 


ret 
scrollup endp 


~~ SCROLLDN: 
Input : 


-- Output : 
register : 
Info : 


me Be Ba Ve Be Re Be Be Ve We 


scrolldn proc 
cld 


push 
push 
push 
push 


push 
push 
push 


sub 
inc 
MOV 
mov 
call 
mov 
sub 
call 
xchg 
sub 
inc 
sub _ 


cmp 


je 


wait 


setmode 00100101b 


ah, 07h 
clear 


si 
di 
bx 
ax 


sColor : black on white © 
sClear lines . 


7CX and DX have already been 


7; Restored . 


-sBack to caller. 


scrolls a window N lines down --------------------------- 
BL = line upper left 

BH = column upper left 

DL = line below right: 

DH = column below right 


tt 


cL 


number of lines to be scrolled 


BP = number of the screen page (0 to 3) 


none 


only FLAGS are changed . 
the display lines liberated are cleared 


near 


ret 


sdno: push ds 
push es 
mov ax,VIO SEG 
mov ds,ax 
mov eS,ax- 
sdni: mov ax,di 
mov bx,si 
mov cl,dh 
rep movsw 
mov di,ax 
mov si,bx 
- sub di,160 
sub si,160 
dec dl. 


;On string commands count up. 


;Record all changed registers 
7On the stack 

zIn this case the sequence 
sMust be observed ! 


7These three registers are returned 
;From the stack before the end 
2O0f the routine 


sCalculate the number of columns 


;Record line upper left in AL 

;Line below right to line below left 
;Convert upper left in offset 

;Record address in SI 

;Subtract number of characters to scroll 
;Convert upper left in offset 

7Exchange SI and DI 

7Calculate number of lines 


> gSubtract number of lines to be scrolled 


7;Flicker suppressed? 


7;NO --> SDNO 


7;YES --> Wait for retrace 


“sDisable screen 


;Store segment register on the 


“Stack : 


7Segment address of the video RAM 
7To DS 


--pand ES 


gRecord DI in AX 


sRecord SI in BX - — 


Number of columns in counter 
- sMove a line 
“;Restore DI from AX 
~ Restore SI from BX 
“Set into next line 


zprocessed all lines ? 
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sdn2: 


scrolldn 


77~ CLS: Clear the screen completely 
: BP = number of the screen page (0 or 1) 


z7-- Input 
e7—~ Output =: none 
7-- register : 
cls proc near 
mov ah,0O7h 
xor bx,bx 
mov dx, 4F18h 
;-- Execute Clear 
cls endp 


-- Input 


-~- Output 


™e “ses “Ws Ws We Ve Be Me Re 


clear 


-- register 


jne 


pop 
pop 


cmp 


je 


sdnl 


es 
ds 


wait, 0 
sdn2 


setmode 00101101b 


add 
dec 
mov 
call 


pop 
pop 
pop 
pop 


ret 


endp 


proc 


cld 
push 
push 
push 
push 
push 
sub 
inc 
sub 
inc 
call 
mov 
mov 
xor 


_$NO --—> move another line 


;Return segment register from 


7; Stack 


;Flicker suppressed? 


7NO --> SDN2 


7;YES --> Enable screen 


7;Get lower right corner 
;Return number of lines 
;Return upper left corner 
;upper line to DL 

;Add number of lines 


;Color : black on white 
;Erase liberated lines 


7CX and DX have already been 


; Returned 


;Back to caller 


only FLAGS are changed 


7Color is white on black 
supper left is (0/0) 
;Lower right is (79/24) 


AH = attribute/color 
BL = line upper left 
BH = column upper left 
DL = line below right 
DH = column below right 


BP = number of the screen page (0 to 3) 


only FLAGS are changed 


cx 

dx 

si 

di 

es 
di,bl 
dl 

dh, bh 
dh 

calo 
cx,VIO_ SEG 
es,cx | 
ch, ch 


CLEAR: fills a designated display area with space characters ------ 


7On string commands count up 
7;Store all register which are 


;Changed on the stack 


7;Calculate number of lines 


7;Calculate number of columns 


7Offset address of the upper left corner 
7;Segment address of the video RAM 


7;To ES 


;Hi bytes of the counter to 0 


Abacus 
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mov 


cmp 
je 


push 
wait 


setmode 00100101b 


al,“ ™ 


wait,0 
cleari 


dx 
ret 


7;Space character 


7Flickering suppressed? 
;NO --> CLEAR 


7;Store DX on the stack 
sRetrace wait 
:Switch screen off 


pop dx 7Return DX from the stack 
clearl: mov si,di 7Record DI in SI 
mov cl,dh ;Number columns in counter 
rep stosw ;Store space character 
mov di,si :Return DI from SI 
add di,160 3Set in next line 
dec dl 7;All lines processed ? 
jne clearl 7NO --> erase another line 
cmp wait,0 7Flicker suppressed? 
je  clear2 7;NO --> CLEAR2 
setmode 00101101b zEnable screen 
clear2: pop es 7Get registers from 
pop di 7Stack again . 
pop si 
pop dx 
pop cx 
ret ;Back to caller 
clear endp 
7-~ PRINT: outputs a string on the screen ------------------ = 
7-- Input : AH = attribute/color 
;-- DI = offset address of the first character 
j-- SI = offset address of the strings to DS 
i-- BP = number of the screen page (0 to 3) 
7-- Output : DI points behind the last character output 
7-- register : AL, DI and FLAGS are changed 
7~~- Info : the string must be terminated by a NUL-character. 
777 other control characters are not recognized 
print proc near 
cld 7On string commands count up 
push si ;Store SI, DX and ES on the stack 
push es 
push cx 
push dx 
mov dx,VIO_ SEG ; Segment address of the video RAM 
mov cl,wait :Get WAIT flag 
mov es,dx 7;First to DX and then to ES 
jmp short print3 7Get character and display it 
printl label near 
or cl,cl 7Flicker suppressed? 
je print2 7NO --> PRINT2 
push ax 7Record characters and color 
mov dx, 3DAh ;Address of the display-status-register 
hri: in al,dx 7;Get content 
test al,1 ;Horizontal retrace? 
jne hri 7;NO --> wait : 
cli ;permit no further interrupts 
hr2: in al,dx 7;Get content 
test al,1 ;Horizontal retrace? 
je hr2 sYES --—> wait 
pop ax 7Restore characters and color 
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prin 
prin 


t2: 
t3: 


printe: 


print 


=e “Se “Qs Se Ve Vs 


calo 


Q 
w& 
~~ 
ie) 


™e Sa Te Na Ne Ne Ne 


Q 
Q 
K 


Q 
Q 
hy 


™e “ea Ye Re Ve 


CALO: 
Input 


Output 
regist 


PC System Programming 


sti 7Do not suppress Interrupts any more 
stosw ;Store attribute and: color in V-RAM 
lodsb . 7Get next character from the string 
or al,al 7Is it NUL 
jne printl 7NO --> output 
pop dx 7;Get SI, DX, CX and ES from stack 
pop cx 
pop es 
pop si 
ret 7;Back to caller 
endp 
Converts line and column into offset address ---------------- 

: BL = line 

BH = column 
BP = number of the screen page (0 to 3) 

: DI = the offset address 
er : DI and FLAGS are changed 
proc near 
push ax 7;Secure AX on the stack 
push bx ;Secure BX on the stack 
shl bx,1 7Column and line times 2 
mov al,bh 7Column to AL 
xor bh,bh 7Hi byte 
mov di, [linest+bx] 7;Get offset address of the line 
xor ah,ah ;HI byte for column offset 
add di,ax ;Add line and column offset 
mov bx, bp 7;Screen page to BX 
mov cl,4 7Multiply by 4,096 
ror bx,cl 
add di,bx 7Add beginning of screen page to offset 
pop bx ;Restore BX from stack 
pop ax 7;Restore AX from stack 
ret 7;Back to caller 
endp 


CGR: Erase the complete Graphic display --------------------------- 


Input 


Output 
regist 
Info 


: AL = OOH : erase all pixels 
FFH : set all pixels 

: none 
er : AH, BX, CX, DI and FLAGS are changed 

: this Function erases the Graphic display in both 

Graphic modes 

proc near 
push es 7;Store ES on the stack 
cbw 7Expand AL to AH 
xor di,di ;Offset address in video RAM 
mov bx,VIO_SEG 7Segment address screen page 
mov es,bx ;Segment address into segment register 
mov cx, 2000h 7;One page is 8KB words 
rep stosw Pill page 
pop es 7Return ES from stack 
ret ;Back to caller 
endp 


PIXLO: sets a pixel in the 320*200 pixel graphic mode ---~------------- 


Input 


BP = number of the screen page (0 or 1) 
BX = column (0 to 319) 

DX = line (0 to 199) 

AL = color of the pixels (0 to 3) 


Abacus 


ce 


’ 


Output : 
register : 


pixlo proc 


push 
push 
push 
mov 
mov 
and 
shl 
sub 
mov 
shl 
not 
shr 
shr 
jmp 


pixlo endp 


se “s Ve Re Be We Be 


PIXHI: sets a 


Input ; 


Output : 
register : 


pixhi proc 


push 
push 
push 
mov 
mov 
and 
sub 
mov 
shl 


j-- set pixel 


pixhi 
-~ SPIX: sets 
-~- Input 7 


™e “es Ne Ve Ne Be VWs 


n 
ue) 

je 
ad 


Output : 
register : 


proc 


push 
push 
push 


xor 
mov 
mov 
mov 
shr 
mov 
mul 


none 


10.4 The IBM Color Card 


AX, DI and FLAGS are changed 


near 


ax 
bx 
cx 
cl,7 
ah,bl 


bx, 1 
short spix 


pixel in the 640*200 pixel graphic mode 


;Secure AX on the stack 
sNote BX on the stack 
;Store CX on the stack 


;Transmit column to AH 
7Column mod 4 

;Column * 2 

37 - 2 * (column mod 4) 
;Bit value 

7Move to pixel position 
;Reverse AH 

;Divide BX by 4 by shifting 
sRight twice 

7Set pixel 


BP = number of the screen page (0 or 1) 


BX 
DX 


line 


column (0 to 639) 
(0 to 199) 


AL = color of the pixels (0 or 1) 


none 


AX, DI and FLAGS are changed 


near 


ax 
bx 

cx 
ci, 7 
ah,bl 
ah,111b 
cl,ah 
ah,1l 
ax, cl 
ah 
cl,3 
bx, cl 


endp 


a pixel in the graphic display 
BX = column offset 
(O to 199) 


DX = line 


Store AX on the stack 
;Note BX on the stack 
;Note CX on the stack 


;Transmit column to AH 
;Column mod 8 

77 - column mod 8 

7;Bit value 

;Move pixel position 
;Reverse AH 

73 shifts 

;Divide BX by 8 


AH = Value to cancel old Bits 


AL = new Bit value 


none 


near. 


es 
dx 
ax 


di, di 

cx, VIO_SEG 
es, CX 

ax, dx 

ax,1 

c1,80 

cl 


‘ AX, DI and FLAGS are changed 


7;Secure ES on the stack . 


_ ¢Secure DX on the stack 


;Secure AX on the stack 


7;Offset address in video RAM 
;Segment address screen page 


Segment address into segment register 


?Move line to AX 
;Divide line by 2 
;The factor is 90 
7Multiply line by 80 


A ED EP Ne AD CHD ED SED ED CUE RD GD ED GAD GED ED GED COR ED CUD Cr GRD GED CaS ED 
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and dx,1 sLine mod 2 
mov cl,3 73 shifts 
ror dx,cl_. ;Rotate right (* 2000H) 
mov di,ax 780 * int (line/2) 
add di,dx 7+ 2000H * (line mod 4) 
add di,bx ;Add column offset 
pop ax ;Return AX from stack 
mov bl,es:{di] 7;Get pixel . 
and bl,ah ;Erase Bits 
or bl,al 7;Add pixel 
mov es:[di],bl gwrite pixel back 
pop dx | ;Return DX from stack 
pop es ;Return ES from stack 
pop cx ;Return CX from stack 
pop bx ;Return BX from stack 
pop ax ;Return AX from stack 
ret ;Back to caller 

spix endp 

code ends ;End of the code segment 
end demo 
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10.5 EGA and VGA Cards 


The EGA and VGA cards far exceed their predecessors in both graphics and in text 
display capabilities. Other computers have had EGA and VGA capabilities for 
some time (e.g., work stations, CAD/CAM applications), but these video cards are 
now at prices where many home systems will soon have them. 


The range of power of this new generation of video cards can be seen in their very 
sharp resolutions and their ability to display almost any number of lines on the 
screen. The EGA and VGA cards’ greatest feature lies in their ability to emulate 
other video cards. _ 


These capabilities come with a price—more complicated hardware and 
programming are required. One result of this is that the features of an EGA card or 
a VGA card can no longer be realized with the traditional PC video controller (the 
Motorola 6845). Instead, most EGA and VGA cards contain a VLSI chip developed 
especially for use on an EGA card. At the heart of this component is a video 
controller that controls the video signal generation. Its basic task is similar to that 
of the 6845, but its registers differ from those of the 6845, both in number and 
interaction between registers. Comparing the 6845 and VSLI is like comparing 
BASIC and assembly language, where the i increase of power is in proportion to the 
degree of language complexity. 


We recommend that you avoid programming the hardware registers directly unless 
you absolutely must do so. Many tasks can be delegated to the BIOS without 
wasting much time. Not only will this keep your program code more compact and 
easier to read, it will greatly improve the compatibility of your code with other 
video cards. Among the tasks which the various functions of the BIOS video 
interrupt can perform are: 


° Initialization of the video mode 

° Selection of the display page 

° Cursor positioning 

° Defining the starting and ending | line of the cursor 

° Palette and border color selection 

¢ _ Setting the size of the character matrix, and thereby the number of text 
lines which can be displayed on the screen 

. Loading user-defined character sets 

: Reading configuration data _ | 


Detailed information about traditional BIOS video functions and the r new functions 
of the EGA/VGA BIOS can be found in Sections 7A. 
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If you need speed and maximum control over the screen, you should still perform 
time-critical actions (e.g., manipulating video RAM) “by hand.” 


EGA/VGA and text mode 


There is no difference between the EGA and MDA or CGA card in text mode. The 
video RAM and attribute byte are organized the same way for the EGA card as for 
the other two cards—even the location of the video RAM is the same. But since an 
EGA card can emulate either a CGA card or an MDA card, depending on the 
monitor to which it is connected, you should first determine what kind monitor is 
in use. From this the EGA can determine which of the two systems to emulate 
(routines presented in Section 10.7 show how this is done). The type of card being 
emulated determines where the video RAM can be found in memory, how the bits 
of the character attribute byte are interpreted, and how many screen pages are 


| available. 


Remember that the EGA or VGA card does not contain a 6845 CRTC, despite the 
fact that it can perfectly emulate its video predecessors. This means that the status 


and control registers of the MDA and CGA cards are unavailable. However, since 
- the settings that are normally made with these registers can also be performed with 


the BIOS, we don't really need these registers. You should also remember that 
there are no restrictions to accessing the video RAM of an EGA card or a VGA 


_ card when it is in CGA emulation. It is unnecessary to synchronize screen access 


with the activity of the CRTC by reading the status register. 


The parallels between the organization of the video RAM in the CGA and MDA 


cards also apply when the text mode is switched to 43 lines (which is impossible 
in CGA emulation). As with any other number of displayed lines, this does not 
change the basic structure of the video RAM at all. It is larger, but the formulas 
for calculating the offset position of a character and its attribute byte within the 
video RAM are still valid. 


The VGA card is capable of 25, 43 and even 50 lines i in text mode, depending on 
the monitor in use. . 


~ These parallels also spit to the praphies modes atready available to the CGA card. 


The position of the video RAM and its structure are identical to the those of the 
CGA card. © 


EGA/VGA and graphic modes 
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The EGA card offers the following new graphics modes: 


- 320x200 pixels, 16 colors (BIOS code: ODH) 
: 640x200 pixels, 16 colors (BIOS code: 0EH) — 
; 640x350 pixels, 2 colors (BIOS code: OFH) 
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eS 640x350 pixels, 16 colors (BIOS code: ee 
The VGA card offers the following graphic modes: 


is 640x480 pixels, 2 colors (BIOS code: 11H) 


e 640x480 pixels, 16 colors (BIOs code 12H) 
© 320x200 pixels, 256 colors (BIOS code: 13H) 


Some EGA cards have e even more modes with higher resolution or more colors, 


_ but these modes are not t pert of the EGA standard and are mapas by only a few 


a programs. 


~~ Tt is somewhat sien to talk about a nei because almost every 


manufacturer has their own modes. Let's look at the lowest common 
denominator—the modes which practically all EGA/VGA cards support. These are 


the modes supported by the original EGA card, the IBM EGA. 


These video modes, in which the video RAM can occupy more than 100K, show a 


‘structure quite different from those used by the MDA, CGA and Hercules cards. 
- The maximum of 256K of RAM is divided into four bitplanes which are arranged 


in a kind of a three-dimensional organization. From the processor’ S$ point of view 
these bitplanes reside between sian addresses A000H and BOOOH. 


Each bitplane contains one bit for each individual pixel. If you place the bitplanes 
on top of each other, each pixel is represented by a total of four bits, which 
together make up the color value of the pixel. Bitplane zero contains bit zero of 


the color value of each pixel, bitplane one contains bit one, and so on. This limits 


the number of displayable colors to 16, since ° four bits (or bitplanes) ci can | represent 
24 or 16 different numbers. — 


The color value obtained from combining individual bitptanes does not Beene 
directly to a color. It is actually used as an index into one of the 16 palette 
registers of the EGA card, each of which designates a particular color. Since the 
EGA card can display a total of 64 different colors, the palette registers allow you 
to select 16 of. these colors to be displayed on the screen simultaneously. The 
individual palette registers can be loaded with the help of the extended EGA BIOS 
functions, as described in Section 74. 


The structure of each bitplane corresponds to the organization of the pixels'¢ on the 
screen, and parallels that of video RAM in text mode. Since each pixel occupies 
one bit in the bitplane, eight consecutive pixels are combined into a byte. The 
pixels on each line are placed left to right in successive memory sienna The 


length of Soa line can be determined using the formal. oe 


horizontal __ resolution / 8 ee 
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§22 


Since the individual screen lines follow each other in sequence starting from the 
top of the screen, the starting address of each line is obtained by multiplying the 


_ line number by this value. The byte within this line which contains the desired 


pixel is calculated by dividing the column number by eight (bits per byte). Adding 
this to the starting address of the line gives us the following formula, which 
calculates the offset address of the byte containing the coordinates (X, Y): 


Y * (horizontal_resolution / 8) + X / 8 


X columns 


A000:0000 [O1/1 

A000:0000 [Go1: — 

A000:0000 On 
A000:0000 [aoa: 


eegedtegeeces 


Q eueTdytg 


Y lines 


T euetdata 


& meees 
oy ftere ereerry 
: vere 


Zz euelTdqtg 


€ eueTdqtg 


the oS 
ore Prerreryy 
7 ewer 


. secpoactooe 


Video Display Monitor 


Bitplane arrangement on EGA card 


The bit number at which the pixel is located in this byte results from the 
remainder of the division of the column number by eight: 


7 - (column_number MOD 8) 


These two formulas can be used to localize a pixel within a bitplane and 
implement graphics primitives. 


However, the bitplanes cannot be accessed individually because they all lie at the 
identical segment address. The EGA card has four latch registers, each of which 
contains a complete byte from one of the four bitplanes. When the CPU performs 
a read access from the EGA video RAM at segment address AOOOH, one byte is 
first read from each of the four bitplanes at the specified offset address and loaded 
into the four latch registers. This applies to instructions which access memory 
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directly, such as MOV or LODS, as well as all instructions in which a byte from 
the video RAM appears as an operand. This can be the case with arithmetic 
instructions (ADD, SUB, OR, AND, etc.) and comparison instructions (CMP, 
CMPS). | 


The process is similar for writing bytes to the video RAM. In this situation the 
contents of the four latch registers are written back to the four bitplanes. 


bits 01234567 


ee 
~ CPU 
read 

access 


Video RAM access—loading the four latch registers 


bits 01234567 


CPU 
write 
access 


LATCHES 


ITPLANES 


Video RAM access—writing the four latch registers 3 


Since the latch registers are not directly accessible to the processor, we must 
alternate conversion between eight and 32 bits when reading and writing the video 
RAM. When reading, 32 bits from the latch registers must be compressed into one 
byte, while the eight bits from the CPU when writing must be divided among the 
32 bits of the latch registers. The nine graphic controller registers in the EGA card 
perform this conversion. oe 
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[EGA graphic controller registers and their default values — 
Default 
| Set / Reset | |OOH. 


fold | Enable Set_/ Reset —Ss—sC—C~—~SSSTCN CC 
[oz | Color Compare ——S—~—~SSCSSSCSCSCSCSCSCSCSS 
[os | Function Select —-—S—~—“C*~“‘s*“C*s“‘s*“s*‘“‘~‘“‘~CSCS*tCt‘~dS COC” 
oan Medes 
[oe | Miscellaneous -—S~S—C—CSSCSSCSSCSCCSCSTCSCC CYC var ns 
[on [ color Don't care.—S—S™SSTTTCCTCTTST OF 
fos | Bit Mask _————SCSSSSCCS FF 


© 
som fee) 


oO 
ie 


Access to these registers is similar to CRTC register access on the Hercules 
graphics card. Here too there is an address register at port address 3DEH, into 
which we must first load the number of the register in the graphics controller that 
we want to access. The value for this register can then be written to the data 
‘register located at address 3CFH, immediately after the address register. These ports 
do not have to be accessed separately: A 16-bit OUT instruction to the address 
register performs the access in one move. The AX register, which will be sent to 
this port, must contain the register number in the low-order byte (AL), and the 
value for this register in the high-order byte (AH). Although values can be loaded 


into the graphics controller registers in this manner, it is not possible to read data 
from the EGA card. | ‘ 


The contents of register number five, the mode register, are responsible for the 
behavior of the video RAM. This register controls the current read and write 
modes and thereby the manner in which the data from the latch registers is 
combined with the other registers in the graphics controller and the CPU data. 


7 6 5 4 3 2 1 0 bit 


Write mode 
Possible modes: 
0, 1 and 2 
|Read mode 
Possible modes: | 
0 and 1 


Mode register structure in EGA card graphics controller 


There are a total of two different read modes and three write modes. 
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Read mode 0 | 


Read mode 0 is the simpler of the two read modes. As usual, a read access in this 
mode first loads the specified byte from the four bitplanes into the four latch 
_registers. Then the contents of the latch register specified by the lower two bits of 
the read map select register (register was are transferred to the CPU. . 
eer 


BITPLANES 


Read Map 
Select Register 


Video RAM read access in read mode 0 


The following sequence of assembly language instructions first sets read mode 0, 

then writes the value 2 into the Read Map Select register, and finally reads a byte 

from offset address 0003H in the video RAM. As a result, the AL register contains 
the bit values for the pixels coordinates (24, 0) to (31, 0) from baulane 2. 


mov ors 3CEh jport "address of the graphics cont. addr. reg. 
mov ax,0005h - gwrite read mode 0 in the mode register 
. out dx,ax fs 
mov ax, 0204h ;write the value 2 (plane number) in the 
out dx,ax ;read map select register 
mov ax, 0OA000h ;segment address of the video RAM 
mov ds, ax ;to DS 
mov si,0003h poffset sddveds into the video RAM 
lodsb ;read byte from ik 20 


Read mode 1 


Read mode 1 picines which of the eight pixels in the specified byte of video 
RAM is set to a certain color. This is determined by the individual bits in the read 
byte which correspond to the one of the eight pixels from the specified byte in the 
video RAM. If a pixel has the specified color (appropriate bit map), then the 

corresponding bit will be 1, else 0. The bit pattern of the color to be compared 
must be loaded into the lower four bits of the Color Compare register. The lower 

_ four bits of the Color Don't Care register show which bitplanes will be taken into 
consideration in the comparison. The value 1 includes the given plane in the 
comparison, while the value 0 excludes it. 
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BITPLANES 


| i) 


\V/ Color don't care 
AND | | register 


eS IST 
10,1, 1.1,0,0.1 01) 


| Color Compare 
Register 


‘To CPU 


EN <i 
Video RAM read access in read mode 1 


The following program sequence determines which of the pixels between 
coordinates (0, 0) and (7, 0) have color value five. First, read mode 1 is set by the 
Mode register. Then the color value to be tested (five) is loaded into the Color 

Compare register. We must also load the Color Don't Care register with the value 
1111b so that all four bitplanes will be included in the comparison. However, this 
is the default value and we have not loaded any other value into this register, so we 
can skip this step. After programming the registers of the graphics controller, we 
load the segment and offset addresses of the pixels to be compared into the DS and 
SI registers. Then the read is executed from the videoRAM. _- 
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mov dx,3CEh _ sport address of the graphics cont. addr. reg. . 
Mov ax, 0805h zwrite read mode 1 into the mode register 

out dx,ax ae ae oe 

mov ax,0502h —=«-—S—s write color value 15 into the 

out dx,ax . ;Color Compare register 

mov ax, OAQOOh 7; segment address of the video RAM 
mov ds,ax gto DS 

xor si,si _ gload offset address 0 

-lodsb ;read and compare pixels, 


sreturn result in AL 


Write mode 0 


Writing to the video RAM in write mode 0 results in a number of operations, all 
of which depend on the contents of several registers. The contents of the Bit Mask 
register determine whether the value of a bit in the four latch registers will be 
written unchanged to the found bitplanes or whether it will first be modified. The 
individual bits in the Bit Mask register correspond to the individual bits in the four 

latch registers. If a bit in the Bit Mask register is 0, the corresponding bits in the 
latch registers will be written to the bitplanes unchanged. If this bit is 1, a 
modification will take place, dependent on the contents of the Function Select 
register. As the following figure shows, the bits can be replaced « or modified with 
the logical operations AND, OR, and XOR,. 


-|Comparison modes 
00b = Replace 

= AND comparison 
= OR comparison 
= XOR comparison 


Function Select Register structure in EGA card graphics controller 


The contents of the Enable Set/Reset register determines from where the other 
operand in these operations will come. If the lower four bits contain the value 1, 
the other operand will come from the lower four bits of the Set/Reset register. 
Each of ‘these bits is then combined with the bits from the latch registers as 
_ described by the contents of the Function Select register. All of the bits to be 
_ modified from latch register 0 will then be operated on with bit 0 of the Set/Reset 
register. In the same manner, all of the bits to be modified. from latch registers 1, 
2, and 3 are combined with bits 1, 2, and 3 of the Set/Reset register, respectively. 
The byte which is actually written to the graphics controller becomes irrelevant at 
_ this point—the write access is reduced to a trigger, which cannot have any direct 
_ influence on the ¢ contents of the latch renistes (and therefore the biplanes) 
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Latch #0 Latch #1 Latch #2 . Latch #3 


O05 oe? FO LOE O05 111 -+-——— O:0}1 21 
TUT it 


il ett 


| 10“OR Comparison] 
DXDT ODDS | 
alee 


OOO OD LD. | OIOTLO} 


Byte in: area #0 Bitplane #1 see #2 enicae? #3 


Write access to video RAM (write mode 0) when Enable Set/Reset register 
contains a value of 00001 111(b) 


The following assembly language fragment assigns the pixels at coordinates (5, 0) 


and (7, 0), found at offset address OOOOH in the video RAM, the color 1011(b). 


Since we don't want to change the color of the other pixels, the contents of the 
byte are first read into the latch register with a read access to the video RAM. It is 
not important which read mode is active because the byte transmitted to the CPU 
is irrelevant; all we are interested in is loading the latch register. Since only bits 0 
(coordinates (7, 0)) and 2 (coordinates (5, 0)) will be changed, we load the value 
00000101b (O5h) into the bitmask register. In the Function Select register we 
write the value 0 because we want to replace bits 0 and 2 with a new bit 
combination. We write the color we want to give to the two bits (1011b = OBh) in 
the Set/Reset register. We must also write the value 1111(b) (OFH) to the Enable 
Set/Reset register of the graphics controller so that the color value will be taken 
from the Set/Reset register. We can then execute the write access to video RAM. 


mov ax, 0OA000h - gsegment address of the video RAM 


mov ds, ax . ;to DS . 

xor bx,bx 3 zload offset. address 0 

mov al, [bx] ;load byte O in the latch register 

mov dx, 3CEh ; Spare address of the graphic cont. addr. reg. 
mov ax,0005h ;read mode 0, write more 0 

out dx, ax zwrite in the mode register 

mov. al,03h _ . ;write 0. in the Function Select register 

out dx,ax | ae OL f. 

mov ax, 0508h zwrite bit mask in the bitmask register 

out dx,ax 

mov ax, OB00h ;write new color value in the Set/Reset register 
out dx,ax 

mov ax, OFOl1h gwrite 1111b in the Enable Set/Reset register 
out dx,ax 

mov [{bx],al trigger latch register | 


| | Things are different when the Enable Set/Reset register contains the value zero. In 
_ this case all of the bits to be modified from the four latch registers are combined 
_ with the CPU byte latch by latch. Here again the type of operation performed 
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depends on the contents of the Function Select register. For example, if the OR 
operation is selected and bits 1, 2, 4, and 6 are to be modified, than these bits of 
all four latch registers will be ed ORed with bits 1, 2, 4, and 6 in the 


CPU byte. | | 
o Latch #0 Latch #1 © Latch #2 Latch #3 
| oa fe TTT FLO 
Bitrask rer S =: . : : , Las Aa 
OORT Toro {C81 0f0%0:1 10:0}-—tam£ 081 Of EOT:0f0 rf Halt ai meri 


rue 

Cielo) an 

_ CU data byte 

: et aa ariso i 
mn =i i | 


VOUUOOn) - (QORLEPPLI | UU OIOLLIO} UL OR TE 
Byte in: _Bitplane #0 ‘Bitplane #1 - Bitplane #2 Bitplane #3 


Write mode 1 | 


Write mode 1 is quite simple compared to the complex operations of write mode 0. 
The contents of the registers and the CPU byte are irrelevant because the contents 
of the four latch registers are loaded unchanged into the specified offset address 
within the four bitplanes. This is useful for copying the color values of eight 
successive pixels to eight other pixels, for instance. The byte containing the eight 
pixels can be read under one of the read modes, placing it in the latch registers. 
Then a write access can be made to the byte in video RAM to which you want to 
copy the color values. The graphics controller will automatically copy the contents 
of the latch registers to the specified position within the four ar bitplanes. 


To write these color values to other locations, you can use additional write 
accesses. No more read accesses are necessary, since the latch registers already 
contain the appropriate values and their contents are not changed by the write 


Write mode 2 


Write mode 2 resembles a combination of the various modes of write mode 0. As 
in write mode 0, the bitmask register determines which bits will be taken directly 
~ from the latch registers and which will be modified. The manner in which these 
bits are manipulated is again determined by the mode selected in the Function 
Select register. The lower four bits of the CPU byte will be combined with the 
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latch registers, independent of the Enable Set/Reset register. Bit zero of the CPU 
byte is combined with all bits in latch register zero which are to be modified. The 
same applies for CPU bits 1, 2, and 3, which are combined with the bits of latch 
registers 1, 2, and 3, respectively. 


Latch #1 Latch #2 


Latch #0 


Latch #3 


ROU: 
tit il 
lt 


= i 

| 10=OR Comparison] 
XEXEXY LOEXEXEX] 
Function 
select 
register 

OfOR OD EE! 
Byte in: ae #0 Bitplane #1 ees #2 a #3 


Write access to video RAM in write mode 2 


This mode is good for setting the colors of individual pixels, as we demonstrated 
in the example in write mode 0. In contrast to write mode 0, the assembly- 
language fragment is somewhat shorter because neither the Enable Set/Reset nor 
the Set/Reset register has to be programmed. Here is the same example using write 
mode 2: 


mov ax, OA000h 
mov ds,ax 


zsegment address of the video RAM 
zin DS 


xor bx, bx ;load offset address 0 

mov al, [bx] zload byte 0 in the latch registers 

mov dx, 3CEh ;port address of the graphics cont. addr. reg. 
mov ax,0205h ;read mode 0, write mode 2 

out dx, ax zwrite into the mode register 

mov ax,0003h zwrite REPLACE mode (0) in the Function 

out dx,ax 7Select register 

mov ax,0508h zwrite the bit mask to the bitmask register 
out dx,ax 

mov al, OBh 7new color value in AL 

mov [bx],al zyand from there to the video RAM and 


zinto the latch regs and bitplanes 


Demonstration program 
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The following program demonstrates the following basic graphics routines: 


° Calculating the position of a pixel within the video RAM 
° Setting the color of a pixel 

° Reading the color of a pixel 

° Filling the entire video RAM with a color 
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If you have followed this section closely, especially the material on the read and 
write modes, you won't have any problems following the logic of the various 
functions. Since it contains detailed documentation, we won't say anything more 
about it. 


It should be noted that the program is intended for demonstration purposes only. 
You can develop it further if you want to make a graphics library out of these 
functions. For example, the function PIXPTR loads the segment address of the 
video RAM into the ES register for calculating the position of a pixel within the 
video RAM each time it is called. This can be eliminated by loading this address 
into the register once at the beginning of the program and leaving it there, as long 
as the other functions do not change this register. 


_ The graphics controller register programming can also be improved. Here the 
various registers are reloaded with the ROM-BIOS default values after the function 
has completed. This can be eliminated as long as you do not use the BIOS 
functions for character output (in the graphics mode) or the functions for setting 
and testing points within the module or program. If you avoid these calls, then 
these registers can be reset to their default values once at the end of the program 
instead of at the end of each routine. 


Assembler listing: VEGA.ASM 


FR KARR KKK RK KKK HR KEK KIRKE KKK EER KEKE REKRE KEK HAKK ERE KKEKEKEKKEKKEEKE 9 
:* VEGA ‘3 
DOR an a nn re nS 
3 Task : Creates elementary functions for accessing the *; 
;* graphic modes on an EGA/VGA card x; 
P De cee cats eee stn etn ath te eee Ae <a OT SD SP OD SD SD ED ED AD SD a eG a SO I SD GD A SE SE NE CY ED SD ME SD ED mS DO SO ws 
-* Author : MICHAEL TISCHER *; 
z* Developed on : 10/3/1988 *; 
s* Last update : 6/19/1989 x7 
3% tans nici cig cau ssi eyes us es cs et i isc Ve. ied ess ns aa ass las as el eS Ses Sew SS me's iw SS dS ae eo es es de ew Ge es a ee ee bal 
3* Assembly : MASM VEGA; *s 
p* LINK VEGA; ts 
on apa nn eens Sam at mmm ean Mom wena RO nano awe wees bo 
= Call : VEGA *; 


PRA RHRKERKE KKK KKK KEK KEK KK RK KEK KEK EKER EEK KER KKK KEKE KEKE KEK EKE KEK KEKKEKKEEE 9 


VIO_SEG = OA00O0h 7Segment address of video RAM 
zin graphic mode 
LINE. LEN = 80 zEvery graphi line in EGA/VGA graphic 


;modes require 80 bytes 


BITMASK REG = 8 ;Bitmask register 
MODE _REG = 5 7Mode register 
FUNCSEL REG = 3 7;Function select register 
MAPSEL REG = 4 ;Map-Select register 
ENABLE REG = 1 zEnable Set/Reset register 
SETRES REG = 0 ;Set/Reset register 
GRAPH CONT = 3CEh 7Port addressd of graphic controller 
OP_MODE = 0 - -Comparison operator mode: 
: 00h = Replace 
: 08h = AND comparison 
: 10h = OR comparison 
; 18h = EXCLUSIVE OR comparison 
GR_640_ 350 = 10h 7BIOS code for 640x350-pixel 
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716-color graphic mode 
TX_80 25 = 03h . . ;BIOS code for 80*25-char. 
;text mode 


f== Stack ==s=s=s=s=nnnsssessnssenressssseserseesE sess SSS eee ssSsssseesssss= 
stack seqmant para stack :Definition of stack segment. 
dw 256 dup (?) 3256-word stack 
stack ends | 7End of stack segment 
ee Data =sssss=sssesessssssssenesanesSSssseasas SSeS SssSsssse sss ssSess555= 
data segment para 'DATA' _ Definition of data segment 
7== Data for the demo program aenenennsnescanesnersennne ass eeeeneEene 


initm db 13,10 

db “VEGA (c) 1988 by Michael Tischer" 

db 13,10,13,10 

db "This demonstration program operates only with an EGA/",13,10 
db "card and a hi-res monitor. If your PC doesn't have this",13,10 
db “configuration, please press the <s> key to abort the",13,10 
db “program.",13,10 

db “Press any other key to start the program.",13,10,"$" 


data ends 7End of data segment 
code segment para 'CODE' 7;Definition of code segment 


assume cs:code, ds:data, es:data, ss:stack 


demo proc far 
mov ax,data 7Get segment addr. from data segment 
mov ds,ax sand load into DS 
mov eS, ax zand ES 
7-- Display opening message and wait for input --------------- 
mov ah,9 7Function number for string display 
mov dx,offset initm ;Message address 
int 21h 7Call DOS interrupt 
xor ah,ah 7;Get function number for key 
int 16h .7Call BIOS keyboard interrupt 
cmp al,"“s" ;Was <s> entered? 
je ende> 7YES --> End program 
cmp al,"S" 7Was <S> entered? 
-jne startdemo ~~. 7;NO --> Start demo 
ende: mov ax, 4C00h | - sFunction no. for end program 
int 21h 7;Call DOS interrupt 21H 
po Initialize. graphic mode -——==S——s==< SS sSs5 5S = 


startdemo label near 


mov ax,GR_640 350 rInitialize 64x350-pixel 
int 10h -...  16=-color graphic mode . 
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mov ch,000100001b  ;Color: Blue 
mov ax,350 -- gNumber of raster lines: 350 
call fillscr sFill screen 


77~ The program displays two squares on the screens (the a= 
7-~ second is really a copy of the first) until the user “= 
f-~ presses a key to end the program = 


xor ch,ch : 7;Set color to 0 
di: mov ax,100 : ;Starting line of first square 
inc ch sIncrement color 
and ch,15 7 ;AND bits 4 and 7 
d2: mov bx,245 — ;Starting column of first square 
d3: call setpix 7;Set pixel 
. ' push cx ;Save color 
call getpix 7Get pixel color 
push ax 7Push coordinates onto stack 
push bx : 
add bx,100 7;Compute position of second | 
add ax,100  ¢ square 
call setpix 7Set pixel of copy 
pop bx . ;Return coordinates of first square 
pop ax 
pop: --Cx: © 7Get ‘color 
inc bx ;Increment column 
emp bx, 295 - Reached the last column? 
jne d3 7;NO --> Set next pixel 
inc ax 7;YES, Increment line 
cmp ax,150 . ;Reached the last line? 
jne d2 7NO --> Work with next line 
mov ah,1l 7;Read keyboard 
int 16h ~~ ’ 3Call BIOS keyboard interrupt | 
je dl ;No key pressed --> Continue 
mov ax,TX_80 25 780x25 text mode 
int 10h ;Initialization 
jmp short ende -  3End programm 
demo endp 


-~ PIXPTR: Computes the address of a pixel within video RAM for the - 
new EGA/VGA graphic modes 


ae a ate : AX = Graphic line 
-- . - BX = Graphic column . 
-- Output : ES:BX = Pointer to the byte in video RAM containing pixel 


=e Se “a Bo Be Re Te Be VWs VWs 


CL = Number of right shifts for the byte 
— . = Number of byte shifts in ES:BX needed to isolate 
-— the pixel 
ae AH = Bitmask for combining with all other btxale 
~~ Registers: ES, AX, BX and CL are changed. 
pixptr proc near 
push dx a 7;Push DX onto stack 
mov cl,bl 7Save low byte of graphic column 
mov dx, LINE LEN Number of bytes per line to DX 
mul dx . 7AX = graphic line * LINE LEN 
shr bx,1_ . 7Shift graphic column three places to 
shr bx,1 sthe right, divide by 8 


533 


10. Accessing and Programming the Video Cards PC System Programming 


shr bx,1 . . 
add bx,ax ;Add line offset 
mov ax,VIO_ SEG ;Load segment address of: video RAM 
mov es,ax ginto ES 
and cl,7 | sAnd bits 4 - 7 of graphic column 
xor cl,7 ;Turn bits 0 - 3 then 
;subtract 7 - CL. 
mov ah,1l ;After shift, bit 0 should be 
zleft alone — 
pop dx pope DX off of tack. 
ret ;Back to caller 


pixptr endp 


;-~- SETPIX: Sets a graphic pixel in the new EGA/VGA graphic modes ------ 
-- Input s AX = graphic line 


a 
’ 
i-~ BX = graphic column 
j-- CH = pixel color 
777 Output : none 
7-~ Registers: ES, DX and CL are changed 
setpix proc near 
push ax ;Push coordinates onto 
push bx ;the stack 
call pixptr ;Computer pointer to the pixel 
mov dx,GRAPH CONT | Load port addr. of graphic controller 


z;-~- Set bit position in bitmask register -----~---------------- 


shl ah,cl ;Mask for bit to be changed 
mov al,BITMASK REG - ;Move bitmask register from AL 
out dx,ax ;Write to register 


s~- Set read mode 0 and write mode 2 -~ -eernre meen nen 


mov ax,MODE REG + (2 shl 8) ;Reg. no. and ,mode value 
out dx,ax eee: in the register 


7-~ Define comparison mode between preceding latch ----------- 
7-- contents, and CPU byte ee ee ae ea me 


mov ax,FUNCSEL REG + (OP MODE shl 8) ;Write register number 


out dx,ax ;and comparison operator 

y-~- Pixel control -------—-------=--—-- 3-2 nn nn nn 
mov al,es: [bx] 7 Load latches 

mov es: [bx],ch - sMove color into bitplanes 


z~- Set altered registers to their default (BIOS) ------------ 
Poo Status et a a a a 


mov ax, BITMASK_REG + (OFFh shl 8) ;Set old bitmask 


out dx,ax ;Write in the register 

mov ax,MODE_REG . ;Write old value for for mode register 
out dx,ax zinto register . 

mov ah,FUNCSEL REG © ;Write old value for function select 
out dx,ax ;register into register 
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setpix 


pop 


pop 
ret 


endp 


bx ;Pop coordinates off of stack 
ax .. : 
7Back to caller 


-- GETPIX: Places a pixel's color in one of the new EGA/VGA ----------- 
graphic modes 


Input 


~- Output 4 
-- Registers: 


Se Se “Ne Ma Ne Ss 
' 
t 


~getpix 


proc 


push 
push 


call 
mov 


shi 


gpl: 


getpix 


~Input 


=e “ses Sse Ss Mo 


fillscr 


Mov 
xOL 


AX = graphic line 

BX = graphic column 

CH = graphic pixel color 

ES, DX , CX and DI are changed 

near . 

ax 7Push coordinates onto 

bx ;the stack 

pixptr ;Computer pointer to pixel 

ch,ah 7;Move bitmask to CH 

ch, cl 7Shift bitmask by bit positions 

di, bx Move video RAM offset to DI 

bl,bl 7;Color value will be computed in BL 
dx, GRAPH CONT ;Load graphic controller port address 


ax,MAPSEL REG + (3 shl 8) ;Access bitplane #3 


z7-- Go through each of the four bitplanes -------------------- 


dx, ax  gActivate bitplane #AH only 


bh, es: [di] 7;Get byte from the bitplane 

bh, ch ;Omit uninteresting bits 

bh . - -Bit 7 = 1, when a pixel is set 
-bx,1 Shift bit 7 from BH to Bit 1 in BL 
ah - gDecrement bitplane number 

gpl ;Not -1 yet? --> next bitplane 


7-- The map select register must not be reset, since ~= 
7~- the EGA~ and VGA-BIOS default to a value of 0 ae 


mov 


pop 


pop 
ret 


-endp 


-- Output : 
Registers: 


proc 


mov 
mov 
mov 


out 


mov 
out 


mov 
mul 
mov 


‘xOr 


mov 


ch,bl — . 3Get color from CH 
bx 7;Pop coordinates off 
ax ;of stack 


7;Back to caller 


FILLSCR: Sets all screen pixels to one color --9--- ---------------- 


AX = number of graphic lines on the screen 
CH = pixel color 
none 


ES, AX, CX, DI, DX and BL are changed 


near 
dx, GRAPH CONT ;Load graphic controller port address 
al, SETRES_REG sNumbmer of Set-/Reset registers 

ah, ch sMove bit combination to AL. 

dx, ax 7Write to the register 


ax,ENABLE REG + (OFh shl 8) ;Write OFH in the 
dx, ax Enable Set-/Reset register 


bx, LINE_LEN / 2 ;Length of a graphic line / 2 into BX 


bx . sMultiply by number of graphic lines 
CX, ax ; 7Move to CX as repeat counter 
di,di ;Address first byte in video RAM . 


ax, VIO_SEG --- sSegment address of video RAM 
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‘mov eS,ax ~ . ;Load into ES ' 


cld zIncrement on string instructions 
rep stosw 3;Fill video RAM 


z-~ Return old contents of Enable Set-/Reset register _ ere 


mov dx,GRAPH CONT ;Load graphic controller port address 
mov ax, ENABLE _REG Write OOH in Enable Set-/ 

out dx,ax ;Reset register 

ret 7Back to caller 


fillscr. endp ; 


2 


code ends | 7End of code segment 
end demo 7Start program execution with DEMO 
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10.6 Determining the Type of Video Card 


Whenever you want to access video card hardware or use a BIOS function which is 
only available in special versions of the BIOS, you should first ensure that the card 
in question is actually installed in the system. If your program doesn't make such a 
test, then the result may not be what you wanted to appear on the screen. 


It is especially important for an application program to recognize the type of video 
card installed, if your program is supposed to work the same on all types of cards 
while still directly accessing video hardware. The output routines need this 
information to make optimum use of the special properties of the given card. 


Remember that the PC can have both a monochrome video card (MDA, HGC or 
EGA with a monochrome monitor) and a color video card (EGA, VGA, or CGA) 
installed, although only one of the two cards may be active at one time. 


_Combinations allowable for PC video cards 


We need to find out wha video cards are installed. There are no BIOS or DOS 
functions for doing this, nor are there any variables we can read. We have to write 
an assembly language routine which checks the existence of different video cards. 
We can refer to the documentation for the various cards, since most manufacturers 
include some procedure for determining if their card is in use. It is important to 
keep the test specific (i.e., it does not return a positive result if a certain type of 
video card is not installed). This presents problems for EGA and VGA cards, which. 
can emulate CGA or MDA cards with the appropriate monitor, and are difficult to 
distinguish from true CGA or MDA cards. 


All of the tests described here are found at the end of this section in the form of — 
two assembly language programs intended for use with C and Pascal programs. 
The functions place the type of video card installed and the type of monitor 
connected to it into an array to which the function is passed a pointer. If two video 
cards are installed, their order in the array indicates which one is active. 


_ The following cards can be detected by the assembly language routine: 


° ~ MDAcards 
_ . CGA cards | 
- -HGC cards 
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° EGA cards 
° VGA cards 


Since the assembly language routine checks selectively for the existence of a 
certain video card, there is a separate subroutine for each type of video card. It bears 
the name of the video card for which it tests. These routines have names like 
TEST_EGA, TEST_VGA, etc. The tests could be called sequentially, but certain 
tests can be excluded if we know they would return a negative result. This is case 
for the CGA test, for example, if an EGA or VGA card has already been detected 
and is connected to a high-resolution color monitor. A CGA card cannot be 
installed alongside such a card, so there is no point in testing for it. 


There is a flag for each test which determines whether or not the test will be 
performed. Before the first test, the VGA test, all of the flags are set to 1 so that 
all of the tests will be performed in order. During the testing, certain flags can be 
set to 0 for reasons mentioned above, and the corresponding tests will not be made. 


VGA test — 
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The tests begin with the VGA test. It is very easy because there is a special 
function in the VGA BIOS, sub-function 00H of function 1AH, which returns 
precisely the information that the assembly language routine needs. The 
information is available only if a VGA card and hence a VGA BIOS is installed. 
This is the case if the value 1AH is found in the AL register after the call. If the 
test routine encounters a different value there, the VGA test will be terminated and 
the other tests will be performed. This indicates that a VGA card is not installed. 


After this function is called, the BL register contains a special device code for the 
active video card and the BH register contains a code for the inactive card. The 
following codes can occur: 


Meaning | 

No video card 

MDA card/monochrome monitor 

CGA card/color monitor | 

Reserved 

GA card/high-resolution monitor 
EGA card/monochrome monitor ; 
Reserved ee | 

07H VGA card/analog monochrome monitor 
VGA card/analog color monitor 


on 
2) 


oS oe [ok [od [od fe) 
WEINTRTOTO 


H 


These codes are separated into values for the video card and the monitor connected 
to it, and loaded into the array whose address is passed to the assembly language 
routine. Since this routine already has information about both video cards, the 
following tests do not have to be performed. The routine executes the monochrome 
test, however, if the functions discover a monochrome card, since it cannot 
distinguish between an MDA and HGC card. 
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EGA test 


After the VGA test comes the EGA test, which it performed only if the VGA test 
was unsuccessful, and thus the EGA flag was not cleared. It uses a function which 
is found only in the EGA BIOS: sub-function 10H of function 12H. If no EGA 
card is installed and this function is not available, the value 10H will still be found 
in the BL register after the function call. In this case the EGA test ends. 


If an EGA card is installed, the CL register will contain the settings of the DIP 
switches on the EGA card after the call. These switches indicate what type of 
monitor is connected. They are converted to the monitor codes the assembly 
language routine uses and placed in the array along with the code for the EGA card. 
The CGA or monochrome test flag is cleared depending on the type of monitor 
connected. The EGA routine ends. 


CGA test 


If the CGA flag has not been cleared by the previous tests, the CGA test follows 
the EGA test. As with the monochrome test, there are no special BIOS functions 
which can be used and we have to check for the presence of the appropriate 
hardware. In both routines this is done by calling the routine TEST_6845, which 
tests to see if the 6845 video controller found on these cards is at the specified port 
address. On a CGA card this is port address 3D4H, which is passed to the routine 
TEST_6845. 


The only way to test the existence of the CRTC at a given port address is to write 
some value (other than 0) to one of the CRTC registers and then read it back 
immediately. If the value read matches the value written, then the CRTC and thus 
the video card are present. But before writing a value into a CRTC register, we 
should stop to consider that these registers have a major impact on the 
construction of the video signals and careless access to them can not only 
thoroughly confuse the CRTC, it can even harm the monitor. Registers 0 to 9 are 
out of the question for this test, leaving us with registers 10 to 15, all of which 
have an effect on the screen contents. The best we can do is registers 10 and 11, 
which control the starting and ending lines of the cursor. 


The assembly language routine first reads the contents of register 10 before it loads 
any value into this register. After a short pause so that the CRTC can react to the 
output, the contents of this register are read back. Before the value read is compared 
to the original value, the old value is first written back into the register so that the 
test disturbs the screen as little as possible. If the comparison is positive, then a 
CRTC is present and so is the video card (CGA in this case). The CGA routine 
responds by loading the code for a color monitor into the array, since this is the 
only type of monitor which can be used with a CGA card. 
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Monochrome test 


The last test is the monochrome test, which also checks for the existence of a 
CRTC, this time at port address 3B4H. If it finds a CRTC there, then a 
monochrome card is installed and we have to figure out if it is an MDA or HGC 
hard. The status registers of the two cards, at port address 3BAH, are used to 
determine this. While bit 7 of this register has no significance on the MDA card 
and its value is thus undefined, it contains a 1 on an HGC card whenever the 
electron beam is returning across the screen. Since this is not permanent and 
occurs only at intervals of about two milliseconds, the contents of this bit 
constantly alternates between 0 and 1. 


Hercules 


The test routine first reads the contents of this register and masks out bits 0 to 6. 
The resulting value is used in a maximum of 32768 loop passes, where the value 
is read again and compared with the original value. If the value changes, meaning 
that the state of bit 7 changes, then an HGC card is probably installed. If this bit 
does not change over the course of 32768 loop passes, then an MDA card is in 
use. 


Here again we place the appropriate code for the video card in the array. The 
monitor code is also set to monochrome, since this is the only monitor which can 
be connected to an MDA or HGC card. © 


Primary and secondary video systems 
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The tests are now over. Now we have to figure out which card is active (primary) 
and which is inactive (secondary). If the outcome of the VGA test was positive, we 
can skip this because the VGA BIOS routine determines the active card 
automatically. 


In other cases we can determine the active video card from the current video mode, 
which can be read with the help of function OFH of the BIOS video interrupt. If 
the value seven is returned, then the 80x25 text mode of the monochrome card is 
active. All of the other modes indicate that a CGA, EGA, or VGA card is active. 
This information is used to exchange the order of the two entries in the array if it 
does not match the actual situation. 


The assembly language routine returns control to the calling program. ~ 


Here we include C and Pascal programs which call the function GetVIOS from the 
assembly language module, and demonstrate how Get VIOS works. 


Bite 2 oe _-- 10,6. Determining the Video Card Type 


C Sense: VIOSC.C 


er [BOAO IO IOI IE III IOI TR TORII ITI TOIT RI IIIA 


[* : VIosc | el A 
[tone bind wb deucas ian is msi areste asin as eek basen tome eas a ae te ee a ee a er ee eee en tf 
/* Task : Determines the type of video card and monitor */ 
G2 SG pig ..installed in the system. ae ee . */ 
J tiie Seu eek es a eee enneadies a ee aeio dia aee eee */ 
/* Author : MICHAEL TISCHER : 3 : so ee 
/* Developed on 3: 10/02/1988 — ; : */ 
/* Last update : 06/20/1988 | *] 
| Bea na et a ee hf 
/* | (MICROSOFT C) si | é sh */ 
/* Creation ~: CL /AS /c VIOSC.C */ 
/* LINK VIOSC VIOSCA |. : eed ‘*/ 
/* Call s VIOSC */ 
| Bn rn ae ew nn on ee en ek / 
/* (BORLAND TURBO C) */ 
7* Creation : Create project file made of the oietna’ x7 
ee, ce -» .  VIOSC : ae | _ */f 
fe oe VIOSCA. OBJ — #f 
/* ~ Info ~~’ Some cards may return errors or “unknown" _ */ 


Pere rererererercerevectecersivererertreccerertss7a7Seenrttececereey 


/*== Declarations of external funet tons mm eo ceese neces eeessceeneentk / 


extern void get_vios ( struct eles * ; 


/ t== Type de fs sas sesso eee eee SSE SSS St / 
types? unsigned ¢ char BYTE: 4 Te a /* Create a byte */ 
struct vios { /* Describes video card and attached monitor */ 
BYTE vcard, a tinea: 23h aes 
monitor; 
Vi 
/*=- Constants for the video card ----------------------------------=-*/" 


#define NO VIOS 0 /* No video card */ 
#define VGA 1 /* VGA card */ 
#define EGA  ©§= = 2-7 nae . /* EGA card */ 

3 

4 

bs) 


_ #define MDA . _7/* Monochrome Display Adapter */ 
 $define HGC /* Hercules Graphics Card */— 
- #define CGA. /* Color Graphics Adapter */ 

/* -- Constants for mbhi tor type en nn nnn + */ 
#define NO | MON 0 . . /* No monitor */ 
#define MONO 1 ---/® Monochrome monitor */ 
#define COLOR 2 . /* Color monitor */ 
#define EGA_HIRES 3 Pea abo oe _ f* High-res/multisyne monitor */ 
#define ANLG MONO 4 : /* Analog monochrome monitor */ 
#define ANIG _ COLOR 5 ce Analog color monitor */ 


errr rr Tete eee eet reece re tetcereree sree er eee weteeteree ee eetereeteeey, ; 


[** - MAIN PROGRAM _ a RT 


SRR REKREREKREKEE RE KEKE KEKE EERE KEKREKREKEKKEREKEEKEEKKEKREEKEEKEKKKEKK / 
void main() 

{ | ; 
static char *vcnames[{] = { /* Pointer to the video card name */ 


"VGA", 
"EGA", 
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static char *monnames[]} = { /* Pointer to the monitor type's name */ 
“monochrome monitor", 
“color monitor", 
“high-res/multisync monitor", 
“analog monochrome monitor", 
“analog color monitor" 
he 


struct vios vsys[2]; . /* Vector for GET VIOS */ 


get_vios( vsys ); 7 /* Determine video system */ 
printf ("\nVIOSC (c) 1988 by Michael Tischer\n\n") ; 
printf ("Primary Video System: %s card/ %s\n", 
venames [vsys[0].vcard-1], monnames[vsys[0] .monitor-1])}; 
if ( vsys{1].vcard != NO VIOS ) /* Is there secondary video system? */ 
printf ("Secondary Video System: %s card/ %s\n", 
venames [vsys[1].vcard-1], monnames[vsys[1] .monitor-1]); 


} 


Assembler listing: VIOSCA.ASM 


KEKE KKK KIKI KERIKERI IKEA KKK KEKE 
t 


? ; 
; VIOSCA *; 
an ci nascent sts is a So es mies Cn as ac! es wb Sus inca mins aw canoes Gis aso ces ek ast emus ce Sac el Pah ln ins se me ust rs ses tied cats ns om * 
he Task : Creates a function for determining video ee; 
;* adapter and monitor type, when linked with *; 
es a C program. “ 
2 * ee ee nae CD Oe OD OD ED GP SAD CO AD MD GED HKD ON GND ENED GUY inl SEND ND Eth SND GD GU SRO QA AD Kn KD SOND GED ERD GND SGN WD tn a GERD GEED‘GEED QED SEND ENR WD CNP SE GND SA SD GE OND ND EDGY Dn GND OND SO *s 
z* Author : MICHAEL TISCHER *; 
oe Developed on : 10/02/1988 x3 
3* Last update : 06/20/1989 ie 
PE a ee cats aes cas Sms ees cs seis ets “ents ceo ss a etd cen “ce ad nse os easel laos ns Vs tis cee en's ess cis ‘ns cin wn Go din cms es chum ca ‘Sen ls Sie een ecm ‘dide avs avs a> Uses eaten enn teens Ua cas enc iin tn se te 
¢ t 
al Assembly : MASM VIOSCA; a 
7* ... link to a C program . *s 
PRAHA K KKK KERR EK KEK HERE KEKE KKK KEIR KEKE KKEKKKKEKEKKKKKKKEE 9 


;Video card constants 


NO_VIOS = 0 ;No video card 

VGA = ] 7VGA card 

EGA = 2 7;EGA card 

MDA = 3 ;Monochrome Display Adapter 

HGC = 4 ;Hercules Graphics Card 

CGA = 5 ;Color Graphics Adapter 
;Monitor constants 

NO_MON = 0 ;No monitor 

MONO = 1 ;Monochrome monitor 

COLOR = 2 ;Color monitor 

EGA HIRES = 3 © ;High-resolution or multisync monitor 

ANLG MONO = 4 7Analog monochrome monitor 

ANLG_COLOR = 5 ;Analog color monitor 


IGROUP group text zAddition to program segment _ 
DGROUP group const, bss, data ;Addition to data segment 
assume CS:IGROUP, DS:DGROUP, ES:DGROUP, SS:DGROUP 


CONST segment word public ‘CONST';This segment includes all read-only 
CONST ends sconstants 


_BSS segment word public 'BSS'‘ :This segment includes all 
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_BSS ends sun-initialized static variables 
_DATA segment word public '‘DATA' 7;Data segment 
vios tab equ this byte . 


7-~ Conversion table for return values of function 1AH, --- 
z-- sub-function 00H of the VGA-BIOS --- 


db NO VIOS, NO MON 7No video card 

db MDA , MONO yMDA card and monochrome monitor 

db CGA , COLOR ;CGA card and color monitor 

db ? 5 2 7;Code 3 unused 

db EGA , EGA_LHIRES ;EGA card and hi-res monitor 

db EGA , MONO sEGA card and monochrome monitor 

db ? rae ;Code 6 unused 

db VGA , ANLG MONO ;VGA card and analog mono monitor 
db VGA ; 


ANLG COLOR ;VGA card and analog color monitor 
ega_ dips equ this byte 
z-- Conversion table for EGA card DIP switch settings ------- 


db COLOR, EGA HIRES, MONO 
db COLOR, EGA HIRES, MONO 


_DATA ends 
_TEXT segment byte public ‘CODE' ;Program segment 


public  _get_vios 


=< GET _VIOs: Determines types of installed video cards ---------------- 
~~ Call from C : void get_vios( struct vios *vp ); 


Se “Ne Se Be Ne Be 


-~- Declaration : struct vios { BYTE vcard, monitor; }; 
~~ Return value: none 
~~ Info : This example uses. function in SMALL memory model 


_get_vios proc near 


sframe- struc _ Stack access structure 

cga possi db ? ;Local variable 

ega_ possi db ? ;Local variable 

mono possi db ? ;Local variable 

bptr dw ? :Take BP 

ret_adr dw ? ;Return address to caller 

vp dw ? 7Pointer to first VIOS structure 

sframe ends ;End of structure 

frame equ [ bp ~- cga_possi ] ;Address elements of the structure 
push bp ;Push BP onto stack 
sub sp,3 7Allocate space for local variables 
mov bp,sp | _ #Transfer SP to BP 
push di ;Push DI onto stack 


mov frame.cga_possi,1 ;Could be CGA | 
mov frame.ega_possi,1 ;Could be EGA 
mov frame.mono_possi,1;Could be MDA or HGC 


mov di, frame.vp --7Get offset address of structure 
mov word ptr [di],NO_VIOS 7;Still no video 
mov word ptr [dit+t2],NO_VIOS ;system found 


call test vga Test for VGA card 
cmp frame.ega_possi,0 ;EGA card still possible? 
je gvl 7;NO --> Test for CGA 
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- call test_ega “3Test for EGA card 


gvi: cmp frame. ega_possi, 0 ;CGA card still possible 
je gv2 — ;NO --> Test for MDA/HGC 
call test_cga sg Test for CGA card 
gv2: cmp frame.mono possi,0;MDA or HGC card still soeeibiens 
je gv3 7;NO ~--> End tests 
call test_mono  #Test for pene cards 
;-- Determine active video card -----------------<-<--------- 
gv3: cmp byte ptr [di], VGA 7VGA card active? 
je  gvi_end 7YES, active card already determined 
cmp byte ptr [{di+2],VGA ;VGA card as secondary system? 
je  gvi_end 7YES, active card already determined 
mov ah,OFh gDetermine active video mode using the 
int 10h 7;BIOS video interrupt 
and al,?7 -;Only modes 0-7 are of interest 
cmp al,7 ;Monochrome card active? 
jne gv4 7NO, in CGA or EGA mode 


3-- MDA, HGC, or EGA card (mono) is active ------------------ 


cmp byte ptr [di+l],MONO ;Mono monitor in first structure? 


je  gvi_end 7YES, Sequence o.k. 
jmp short switch 7;NO, Change sequence 
7~- CGA or EGA card currently active -------------~----------- 
gv4: cmp byte ptr [dit+1],MONO ;Mono monitor in first structure? 
jne gvi_end 7;NO, Sequence o.k. 
switchs: mov ax, [di] 7;Get contents of first structure 
xchg ax, [dit+2] 7Exchange with second structure 


mov’ [di],ax 


gvi_end: pop di pGet DI from stack 
add _ sp,3 7Get local variables from stack 
pop bp | 7;Get BP from stack 


ret 7Return to C program 
_get_vios endp 


Se Se DORE NS CED EES ONS ERD CD GET SUD AED ED TE GRY AED GD SEND SEP SED ENN GD TTD CUT GNU Gate CAND GTS GEES EEO CED GEES GUD Gay GND GED GED GES GND Ge CP GD OED GED GD ED OED ch aatte aimg SND GED OED GD GED GUD ERD GD GEE GD GED GED cee eae en ee ei aD 


;—-~ TEST VGA: Determines whether a VGA card is installed 
test_vga proc near 


mov ax,1a00h 7;Function 1AH, sub-function 00H 


int 10h ;calls VGA-BIOS 
cmp al,lah - -sIs this function. supported? 
jne tvga_end > -gNO---> End routine 


;-- If function is supported, BH contains the active video -- 
_ poo system code; BH contains the inactive video sys. code -- 


mov cx, bx 7Move result to CX 

xor bh,bh 7Set BH to 0 

or  ch,ch ;Just one video system? 

je tvga_l 7YES --> Convey first system's code 


a Convert. code of meron pie aca SSeS eee aS See ee 
mov Bien | ;Move second system code to BL 


add bl,bl ;Add offset to table 
mov ax,offset DGROUP:vios tab[bx] ;Get code from table and 
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mov [di+2],ax zplace in caller's structure 

mov bl,cl | _ gMove first system's codes to BL 

z-- Convert code of first system ---------------------------- 
tvga_1: add bl,bl . gAdd offset to table 

mov ax,offset DGROUP:vios tab[bx]. ;Get code from table and 

mov [di],ax splace in caller's structure 


mov frame.cga_possi,0O ;CGA test failed 
mov frame.ega_possi,0O ;EGA test failed 
mov frame.mono possi,0 ;MONO still needs testing 


mov bx,di sAddress of active structure 
cmp byte ptr [bx],MDA ;Monochrome system available? 
je do _tmono 7YES --> Execute MDA/HGC test 
add bx,2 sAddress of inactive structure 
cmp byte ptr {bx],MDA ;Monochrome system available? 
jne tvga_end 7NO --> End routine 


do tmono: mov word ptr [bx],0 ;Pretend that this system 
gis still unavailable 
mov frame. mono_possi, 1;Execute monochrome test 
tvga_end: ret 7Back to caller 


test _vga endp 


~~ TEST EGA: Determines whether an EGA card is installed 
test_ega proc near 


mov ah,12h . ;Function 12H 


mov bl,10h 7Sub-function 10H 

int 10h _ ¢Call EGA-BIOS 

cmp bl1,10h zIs the function supported? 
je  tega_end 7;NO --> End routine 


7~~ When this function is supported, CL contains the EGA ---- 


z-- card's DIP switch settings sees 
mov al,cl. Move DIP switch settings to AL 

shr al,1l 7Shift one position to the right 

mov bx,offset DGROUP:ega_ dips ;Offset address of table 

xlat ;Move element AL from table to AL 

mov ah,al ;Move monitor type to AH 

mov al,EGA - .gIt*s an EGA card 

call found_it sMove data to vector 

cmp ah,MONO ;Connected to monochrome monitor? 


je  is_mono 7;YES: --> not MDA or HGC 


mov frame.cga_possi,O ;Cannot be a CGA card _ 
jmp short tega_end. 7End routine ; 


is mono: mov frame. parrcauian. O;If EGA card is connected to a mono 
- pmonitor, it can be installed as 
seither an HGC or MDA 


tega_end: ret Back to callerr 


test_ega endp 


~~ TEST CGA: Determines whether a CGA card is installed 


test_cga proc near _ 
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mov 4dx,3D4h 7;CGA tests port addr. of CRTC addr. 
call test_6845 zreg., to see if 6845 is installed 
je tega_end 7;NO --> End test 

mov al,CGA 7YES --> CGA is installed 

mov ah,COLOR ;CGA has color monitor attached 
jmp found_it ; ;Transfer data to vector 


7—-- TEST MONO: Checks for the existence of an MDA or HGC card 


test_mono proc near 


mov dx, 3B4h ;Check port address of CRTC addr. reg. 

call test_6845 ;with MONO to see if there's a 6845 
sinstalled 

jc tega_end ;NO --> End test 


;-- If there is a monochrome video card installed, the ------ 
7-- following determines whether it's an MDA or an HGC ------ 


mov di,OBAh ;Read MONO status port using 3BAH 
in al,dx : 

and al1,80h 7;Check bit 7 only and 

mov ah,al move to AH 


7-- If contents of bit 7 change during one of the following - 
j-- readings, the card is handled as an HGC - 


mov cx, 8000h ;Maximum of 32768 loop executionse 
test_hge: in al,dx ;Read status port 

and al,80h 7;Check bit 7 only 

cmp al,ah ;Contents changed? 

jne is_hgc ;Bit 7 = 1 --> HGC 

loop test_hgc ;Continue loop 

mov al,MDA 7;Bit 7 <> 1 --> MDA 

jmp set_mono. ;Set parameters 
is_hge: mov al,HGC 7;Bit 7 = 1 --> ist HGC 
set_mono: mov ah,MONO ;MDA/HGC on mono monitor 

jmp found it ;Set parameters 


test_mono endp 


;-- TEST 6845: Sets carry flag if no 6845 exists in port address of DX 
test_6845 proc near 


mov al,OAh 7Register 10 


out dx,al ;Register number of CRTC address reg. 

inc dx 7;DX now in CRTC data register 

in al,dx 7Get contents of register 10 

mov ah,al zand move to AH 

mov al,4Fh 7Any value 

out dx,al 7Write to register 10 

mov cx,100 sShort delay loop--gives 6845 time 
wait: loop wait gto react 

in al,dx 7;Read contents of register 10 

xchg al,ah 7;Exchange AH and AL 

out dx,al 7Send old valuen 

cmp ah, 4Fh ;Written value read? 
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je 6845 end ;YES --> End test 
stc zNO --> Set carry flag 
t6845 end: ret ;Back from caller 


test 6845 endp 


v 
7-~ FOUND_IT: Transfers video card type to AL and monitor type to ----- 
— AH in the video vector 42 meena 


found_it proc near 


mov bx,di sAddress of active structure 

cmp word ptr [bx],0 7Video system already onboard? 

je set_data 7NO --> Data in active structure 

add bx, 2 7YES, Address of inactive structure 
set_data: mov [bx],ax 7Place data in structure 

ret ;Back to caller 


found it endp 


_text ends 7End of code segment 
end 7End of program 


Pascal listing: VIOSP.PAS 


{ RRA RAAKKAKHRKKKKEKAKEKREKR EK REEKERERE KEKE RREKEKEREREKEREEEERREKKERKKKKKER } 


{* | VIOSP * 
{* 0 ete ae a Tc te a te NY ES Si AED TP ST SUS i DEY LE ED ED END GAD ADC ER SE i DE ED DD OD iD ND SO ND ED *} 
{* Task — : Returns the type of video card installed. rt 
{* i ee se in rn in cS se mes cs ms ew co em cn mes cus isc aes se ssn tas ei ne ests tn ams hncs Si ih mb 0vms elm me n es inn cn eas ci tems es ea a lms *} 
{* Author : MICHAEL TISCHER *} 
(* Developed on : 10/02/1988 *} 
{* Last update : 06/19/1989 sk 
{* ae en ea dese a em me eee a en et we es cc nk DED SE EE SS SD SD ND SND DAE GED SSS END OE ERD SD cae ne a *} 
{* Info : Some of the values given here may not coincide *} 
{* with some video cards (e.g., some CGA cards *} 
{* may return "Unknown card"). i 


[RRR RIKKI HRI K EKER RK IRKK KEKE HK KEIR RK IKARIA KK IEEE IIE KARE AAR KEKE | 


program VIOSP; 


{SL c:\masm\viospa } { Link assembler module } 
. { Change path to suit your DOS needs } 
const NO VIOS = 0; . { No video card } 
VGA = 1; { VGA card } 
EGA = 2; { EGA card } 
MDA = 3; { Monochrome Display Adapter } 
HGC = 4; { Hercules Graphics Card } 
CGA = $5 { Color Graphics Adapter } 
NO_MON = 0; | {No monitor } 
MONO =1; . { Monochrome monitor } 
COLOR = 2; { Color monitor } 
EGA HIRES = 3; { High-resolution monitor } 
ANLG MONO = 4; { Monochrome analog monitor } 
ANLG COLOR = 5; { Color analog monitor } 
type Vios = record { Describes video card and attached monitor } 
vCard, 
Monitor : byte; 
end; 
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ViosPtr = “Vios; . ie { Pointer to a VIOS structure }— 
procedure GetVios( vp : ViosPtr ) ; external : 


var VidSys : array[{1..2] of Vios; { Array containing video structures } 


{RRR A RRR ERRERK KE RE KKEH KK EKER KEKE KERRI K ERK ER EK EKER ERE KEKE KEKHEREEKEEEEE | 


{* PrintSys: Gives information about a video system *} 
{* Input : ~ VCARD: Code number of the video card bal 
{* -~ MON : Code number of the attached monitor *} 
{* Output : none *} 


{FA AAKHAKHKK KEK KKK KKK KIKIHKKKEKKKKKKK KEK EKKEKEREKEKEEKEKKHKKKEKRERKE | 
procedure PrintSys( VCard, Mon : byte ); 


begin 
write(' '); 
case VCard of 
NO VIOS : write ('Unknown') ; { For “other™ code } 
VGA : write('VGA'); 
write ('EGA'); 
write ('MDA')?; 
write ('CGA'); 
write (‘HGC'); 


5 
> 


HGC 
end; 
write(' card/ '); 
case Mon of 


NO MON : write (‘unknown monitor'); { For “other" monitors } 
MONO : writeln(‘monochrome monitor'); 
COLOR : writeln('color monitor'); 
EGA HIRES : writeln(thigh-resolution monitor‘) ; 
ANLG MONO : writeln('monochrome analog monitor'); 
ANLG COLOR : writeln('color analog monitor'); 
end; 


end; 


[BRR RIK KKK REAR K IRIE KRIER KK IEKEKER ERIK IIR IK AKER ARKH EEKE RAK IERKRKEKEKERERKEE } 


Bai MAIN PROGRAM **} 


{ RR RRRRK KEK ERK KEKE K EKER KR EK EERE KER ERK KKK KERR KEKE ERE KK KEKE KEKKKEKREKKEKREKEKKEE } 


begin 
Get Vios ( evidsys }: { Check installed video card } 
writeln('VIOSP - (c) 1988 by MICHAEL TISCHER'); 


write('Primary video system: '); 
PrintSys( VidSys[1] .VCard, vidsys(1] -Monitor ); 


writeln (#13#10) ; 
if VidSys[2].VCard <> NO VIOS then { Second Widee system installed? } 
begin ~{ YES } 


write ('Secondary etides system:'); 
PrintSys( VidSys[2] .VCard, wadsyelz) «Monitor di 
writeln (#13#10) ; 
end; 
end. 


Assembler listing: VIOSPA.ASM 


$48 


FRR KEKE ERK KKRER EKER KEK REKKKER KEKE RE KEK KEK EE KKKEREREKE RE EKRKEKEREKKEEEKE © 


es VIOSPA *; 
as i cis esas ents ls es wi Ge Ss Ge lee se ese oo cs aA es an im ale sewed Sow ae cect. tan Sie esi clin is Vl Se aie sss et as cea eh eth ini ns ssi ea x 
Bas Task : Creates a function for determining the type *S 
cx : Of video card installed on a system. This i 
* routine must be assembled into an OBJ file, * 
ao then linked to a Turbo Pascal (4.0) program. 3 
ae cS a se sr ee a <i ea i, igs sl i sr i ws lc et i in ch wn pl i i se: Wi sai ess asc iin st see en se mn as wl le tt li Ge ieee es Wie Wn te es as 
7* Author : MICHAEL TISCHER ir: 
7* Developed on : 10/02/1988 *s 
zt Last update : 06/19/1989 «> 
I a eats a a ek aa ma ws es na a iss a em iw em es a es a See aoe mela sis es a em ns le Ss ems ae rns asks ns ‘als sd nn eles nv ee in ees ean is es es as ie ences ke 
v so i . oa : rf 
ried assembly : MASM VIOSPA; = 
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:* ... Link to a Turbo Pascal program Mes 
hal . using the {$L VIOSPA} compiler directive +*; 


gRaknnkeenne kakkkkkkkkkakkr REKKKKKKEKKKEEEKKEREKEREEREREREREEKRKERKEEKEKERKE 9 


;== Const ants for the VIOS structu re ISier Set Stems ee eee 


;Video card constants 


NO_VIOS = 0 7No video card/unrecognized card 
VGA = 1 7VGA card 
EGA = 2 7EGA card | 
MDA = 3 ;Monochrome Display Adapter 
HGC = 4 7Hercules Graphics Card 
CGA = 5 ;Color Graphics Adapter 
sMonitor constants 
NO_MON = 0 ;No monitor/unrecognized code 
MONO = j sMonochrome monitor 
COLOR = 2 7Color Monitor 
EGA_HIRES = 3 ;High-resolution/multisyne monitor . 
ANLG MONO = 4 ;Monochrome analog monitor 
ANLG COLOR = 5 Analog color monitor 
DATA segment word public 7Turbo data segment 
DATA ends 
CODE segment byte public 7 Turbo code segment 
assume cs:CODE, ds:DATA 
public getvios 


#-- Initialized global variables must be placed in the code segment ---- 


vios tab equ this word 


if 


7-- Conversion table for supplying return values of VGA ---- 
;-- BIOS function 1A(h), sub-function 00 (h) 3,- ae 
db NO_VIOS, NO MON ~—_ ;No video card | 

db MDA , MONO ;MDA card/monochrome monitor 

db CGA , COLOR :CGA card/color monitor 

db ?. a a ;Code 3 unused 

db EGA , EGA_HIRES ;EGA card/hi-res monitor 

db EGA , MONO 7EGA card/monochrome monitor 

db ? , 2... gCode 6 unused 

db VGA , ANLG MONO ;VGA card/analog mono monitor 

db VGA , ANLG COLOR ;VGA card/analog color monitor 


ega dips equ this byte 
z-- Conversion table for EGA card DIP switches ----- 


db COLOR, EGA HIRES, MONO 
db COLOR, EGA_HIRES, MONO 


s So oe ee ae ee ee cee ae ce ee em Sn ee ce tm ne lt ct nem en ye em eee ee 0 ne eae GD One SD SRD ED eee OND UD SH wine eee eee 


7-~- GETVIOS: Determines type(s) of installed video card(s) ------------- 
77- Pascal call : GetVios ( vp : ViosPtr }; external;. 

;-- Declaration : Type Vios = record VCard, Monitor: byte; 

;7- Return Value: None 


getvios proc near 


sframe struc . 2 ;Stack access structure — 
cga_possi db ? jlocal variables — 
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ega_possi db ? local variables 
mono_possi db ? jlocal variables 
bptr dw ? ;BPTR 
ret_adr dw ? ;Return address of calling program 
vp dd ? ;Pointer to first VIOS structure 
sframe ends 7End of structure 
frame equ [ bp - cga_possi ] ;Address elements of structure 
push bp 7Push BP onto stack 
sub sp,3 ;Allocate memory for local variables 
mov bp,sp ;Transfer SP to BP 


mov frame.cga_possi,1 ;Is it a CGA? 
mov frame.ega_ possi,1 ;Is it an EGA? 
mov frame.mono_possi,1;Is it an MDA or HGC? 


mov di,word ptr frame.vp 7Get offset addr. of structure 
mov word ptr [di],NO VIOS ;No video system or unknown 
mov word ptr [dit+t2],NO VIOS ;system found 


call test_vga ;Test for VGA card 
cmp frame.ega_possi,O ;Or is it an EGA card? 
je gvi 7NO -->Go to CGA test 
call test _ega ;Test for EGA card 
gvl: cmp frame.cga_possi,O ;Or is it a CGA card? 
je gv2 ;NO --> Go to MDA/HGC test 
call test_cga 7Test for CGA card 
gv2: cmp frame.mono_possi,0;Or is it an MDA or HGC card? 
je  gv3 7;NO --> End tests 
call test_mono Test for MDA/HGC card 
;-- Determine video configuration -~------------~------------ 
gv3: cmp byte ptr [di],VGA ;VGA card? 
je gvi_end 7YES --> Active card already indicated 
cmp byte ptr [(di+2],VGA;VGA card part of secondary system? 
je gvi_end 7YES --> Active card already indicated 
mov ah,OFh ;Determine video mode using BIOS video 
int 10h ;interrupt 
and al,7 ;Only modes 0-7 are of interest 
cmp al,7 7Mono card active? 
jne gv4 7;NO --> CGA or EGA mode 


;—~~ MDA, HGC or EGA card (mono) currently active ------------ 
cmp byte ptr [di+l1],MONO ;Mono monitor in first structure? 
je  gvi_end 7YES, Sequence o.k. 

jmp short switch 7NO, Switch sequence 

;-- CGA or EGA card currently active were eae 


gv4: cmp byte ptr [di+1],MONO ;Mono monitor in first structure? 


jne gvi_end 7;NO -->Sequence o.k.. 
switch: mov ax,(di}] . 4Get contents of first structure 
xchg ax, [dit+2] ;Switch with second structure 


mov [di],ax 


gvi_end: add sp,3 7Add local variables from stack 
pop bp 7Pop BP. off of stack 
ret 4 ;Clear variables off of stack; 


7Return to Turbo 
getvios endp 
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7;-- TEST VGA: Determines whether a VGA card is installed 


test_vga proc near 


tvga_1: add 


do tmono: mov 


tvga_end: ret 


test_vga  endp 


ax, 1a00h 
10h 

al, lah 
tvga_end 


sFunction 1A(h), sub-function 00 (h) 
7Call VGA-BIOS 


7Function supported? 
7NO --> End routine 


If function is supported, BL contains the code of the --- 
active video system, while BH contains the code of -—- 
the inactive video system -—— 


cx, bx 
bh, bh 
ch,ch 
tvga_l 


bl,ch © 
bl,bl 


ax, vios_ tab[bx] 


{dit+2],ax 
bl,cl 


7Move result in CX 

7; Set BH to 0 

7Only one video system? 

7YES --> Display first system's code 


Convert code of second system --------------------------— 


7Move second system's code to BL . 
;Add offset to table 

7;Get code from table and move into 
scaller's structure 

;Move first system's code into BL 


Convert code of second SYSt@M ---- nn nn 


bl, bl 


ax,vios tab[bx] 


(di}],ax 


frame.cga_possi,0 
frame.ega_possi,0 


7Add offset to table 
7Get code from table 
and move into caller's structure 


;CGA test fail? 
7CGA test fail? 


frame.mono_ possi,0 ;Test for mono 


bx, di 


byte ptr ({bx],MDA 


do_tmono 


bx, 2 


byte ptr [bx],MDA 


tvga_end 


word ptr 


[bx] ,0 


Address of active structure 
7Monochrome system online? 


2YES --> Execute MDA/HGC test 


;Address of inactive structure 
7Monochrome system online? 
7NO <--> End routine 


;Emulate if this system 
sisn't available 


frame .mono_possi, 1;Execute monochrome test 


sReturn to caller 


;~- TEST EGA: Determine ehether an EGA card is installed 


test_ega proc near 


mov 


ah,12h 
bl1,10h 
10h 
b1,10h 
tega_end 


If the function IS 


7Function 12 (h) 


— -Sub-function 10 (h) 


7Call EGA-BIOS — 
zIs this function supported? 


7NO --> End routine 


supported, CL contains the _ coe 


EGA card DIP switch settings — 


bl, cl 
bl,1 
bh, bh 


;Move DIP switches to BL 
7Shift one position to the right | 
;Index high byte to 0 
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mov ah,ega_dips[bx] 7;Get element from table 


mov al,EGA zIs it an EGA card? 

call found _it ;Transfer data to the vector 
cmp ah,MONO _ gMono monitor connected? 

je is_mono 7YES --> Not MDA or HGC 


mov frame.cga possi,0 ;No CGA card possible 
jmp short tega_end ;End routine 


is_mono: mov frame.mono_possi,0;EGA can either emulate MDA or HGC, 
zif mono monitor is attached 


tega_end: ret ;Back to caller 


test_ega endp 


7;-~ TEST CGA: Determines whether a CGA card is installed 


test_cga proc near 


mov dx, 3D4h sPort addr. of CGA's CRTC addr. reg. 
call test _6845 7Test for installed 6845 CRTC 

je  tega_end 2NO --> End test 

mov al,CGA 7YES, CGA installed 

mov ah,COLOR 7;CGA uses color monitor 

jmp found it ;Transfer data to vector 


test_cga endp 


7-- TEST MONO: Checks for MDA or HGC card 


test_mono proc near 


mov dx, 3B4h Port addr. of MONO's CRTC addr. reg. 
call test_6845 Test for installed 6845 CRTC 
jc tega_end 7NO --> End test 


—_ Monochrome video card installed 0 tense 


e 


mov dl,OBAh . ;MONO status port at 3BA(h) 
in al,dx ;Read status port 

and al1,80h 7Separate bit 7 and 

mov ah,al 7move to AH 


p-- If the contents of bit 7 in the status port change ---~ 
r;-- during the following readings, it is handled as an ---- . 
7 e 


-- HCC were: sane 
mov cx, 8000h 7maximum 32768 loop executions 
test_hgc: in  al,dx 7;Read status port 
and al1,80h ;Isolate bit 7 
cmp al,ah ;Contents changed? 
jne is hgc ;Bit 7 = 1 --> HGC 
loop test_hgc ;Continue 
mov al,MDA 2Bit 7 <> 1 --> MDA 
jmp set_mono 7set parameters 
is_hge: mov al,HGC 7;Bit 7 = 1 --> HGC 
set_mono: mov ah,MONO 7MDA and HGC set as mono screen 
jmp found _it ;Set parameters 


test_mono endp 


7—-— TEST 6845: Returns set carry flag if 6845 doesn't lie in the 
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port address in DX 


‘test_6845 proc near 


wait: 


mov al,OAh 
out dx,al 
inc dx 

in al,dx 
mov ah,al 
mov al,4Fh 
out dx,al 
mov cx,100 
loop wait 
in al,dx 
xchg al,ah © 
out dx,al 
emp ah,4Fh 


je 6845 end 


stc 


t6845 end: ret 


test_6845 endp 
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;Register 10 . 
;Register number in CRITIC address reg. 
DX now in CRTC data register 


:Get contents of register 10 
;and move to AH 


“Any value 


sWrite to register 10 


;Short wait loop to which 
76845 can react 


_ pRead contents of register 10 


;Exchange Ah and AL 
7;Send value 


sWritten value been read? 
7YES --> End test 


7;NO --> Set carry flag 


7Back to caller 


;~- FOUND_IT: Transfers type of video card to AL and type of  ----- 
i-- monitor in AH in the video vector Boe A= 
found_it proc near 

mov bx, di ;Address of active structure 


set_data: 


found _it 


cmp word ptr [bx],0 
je set_data 


add bx, 2 


mov [bx],ax — 
ret 8 


7Video system already onboard? 


NO --> Data in active structure 


7YES --> Address of inactive structure 


Place data in structure 
;Back to caller 


zEnd of code segment 


;End of program 
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10.7 Accessing Video RAM from High Level Languages 


The beginning of this chapter mentioned the option of video RAM access from 
high level languages. This would allow the developer to write screen output 
routines for high level languages that would execute faster than output commands 
available to the languages, BIOS functions, or DOS functions. This option would 
be particularly attractive if it meant that we could write these routines without 
assembly language programming. 


The demonstration programs below implement direct video RAM access routines 
which display a string on the screen. Althrough there are some major differences 
between the three programs as a result of the differences between the respective 
languages (BASIC, Pascal and C), all three programs contain the same elements. 


Initialization 


Output 


Each program includes an initialization routine which determines the segment 
address of the video RAM. The routine has a variable which contains the address of 
the CRTC address register. There is a direct relationship between the video RAM 
and this address register: just as this register is always at port address 3B4H, the 
video RAM on a monochrome card is always found at segment address BOOOH. 
This combination also applies to color cards, where the address register is at port 
address 3D4H and the video RAM is at segment address B800H. If we know the 
port address of the CRTC address register, we can determine the segment address of 
the video RAM. Once we have determined this address, we can place it it in a global 
variable and execute the initialization routine. 


All three programs have an output routine which uses the segment address we 
determined above. Each time the routine displays something, it determines the 
starting address of the video page currently displayed on the screen. This ensures 
that the output appears on the visible screen, and not on an undisplayed video 
page. We can find this from the CRT_START BIOS variable. This variable is 
located at address 0040:004E, and specifies the offset address of the displayed video 
page relative to the video page found at offset address OOOOH. 


After this address is determined, we can access the video RAM. The method used in 
the program depends on the given programming language. Let's look at each 
program in more detail. 


The C implementation 


554 


From a programming point of view, this is the cleanest of the three 
implementations because the video RAM can be treated as a normal variable in C. 
We first define the structure VELB, which describes the ASCII/attribute pair as it 
appears in the video RAM. We create a new data type, VP, to act as a pointer to 
this structure. It is important that this pointer be of type FAR because these 
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_ Structures are in the video RAM and therefore outside the C data segment. Smaller 
memory models in C require the declaration of this pointer as a FAR pointer. 


The global variable VPTR is initialized to be a pointer to the first ASCTI/attribute 
pair in page 0 of the video RAM. This occurs in the INIT_DPRINT routine. It is 
used within the DPRINT function (the function used for display) as the basis for 
addressing the characters within the video RAM. 


The DPRINT function loads the LPTR pointer with the address of the screen 
Output position passed to the routine. LPTR is first loaded with the contents of the 
global variable VPTR, and then with the offset address of the active video page, as 
found in the CRT_START BIOS variable. LPTR must be cast as a BYTE pointer 
because the contents of the BIOS variable refers to bytes, and not to VELB 
structures. If the cast operator were missing, the C compiler would generate code 
which would first multiply the contents of the BIOS variable by the length of the 
VELB structure before adding it, resulting in the wrong value. 


We can now add the display position to this pointer. The output position is passed 
to DPRINT as row and column coordinates. The video RAM is treated as an array 
of 2000 components, each of which is a VELB structure. Since we have computed 
the base address of the array in LPTR, all we need is to index into it. We multiply 
the row coordinate by 80 (columns per line) and then add the column coordinate. 
Finally we have a pointer to the output position in video RAM, which we can 
treat like any other C pointer. 


Each time through, the loop increments the pointer to the next VELB structure. 
We write the ASCII code of the character and the color passed to DPRINT to the 
specified address. This repeats until the program reaches the end of the string. 

C listing: DVIC.C 


[RRR IRR HK KKK II KI IK IIT IR IK IIT IKI IH TIKI KIER ERK AK KKK EK / 


/* | DVIC */ 
a ae Eh Ae aA ee eo x/ 
/* Task Demonstrates direct access to video RAM */ 
/* de: a eas iii mci eis i he en ih a sh is il: ee ei i'w wi i ci so See ‘ci nc me si il Se ih a ce ie es si es il et */ 
/* Author : MICHAEL TISCHER */ 
/* Developed on : 10/01/1988 */ 
/* Last update : 06/21/1989 */ 
/* See Dae ee metee ann emma Ce Oe eee eee eee See eee ae */ 
/* (MICROSOFT C) 4 
[* Creation : CL /AS DVIC.C af 
f* Call : DVIC 7 | */ 
/* 5 ik i i eas ps ws ss‘ pe nk be ces ie en: ei sth ln ih es i ss i el st le at eae i n-gage si wi Sem si iin */ 
bs (BORLAND TURBO C) */ 
lis Creation : RUN menu command (no project file needed) xf 


[RRRKKKKKRK KEKE KKK KKK KHER KKK KEK EK ERERKE REE EK AKER KEK KKK KKKEKEKEKKEEE | 


‘#include <dos.hn> _ 
#include <stdlib.h> 
#include <string.h> 
#include <stdarg.h> 
#include <bios.h> 
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[/t== Type definitions San SRS RE EE Ee / 
typedef unsigned char BYTE; . : /* Create a byte */ 
typedef struct velb far * VP; /* ve = FAR pointer in video RAM */ 
typedef BYTE BOOL; | _ /* similar to BOOLEAN in Pascal */ 


/*t== Structures oe ann See eee Sse 


struct velb { /* Describes a 2-byte position on the screen */ 


_ BYTE character, /* ASCII code */ 
attribute; | /* Character attribute */ 


}3 


/*-~- MK FP creates a FAR pointer to an object from a segment ------- */ 
/*-- address and offset address (00 een en ne */ 
#ifndef MK FP /* MK FP not defined yet? */ 
#define MK - FP (seg, ofs) ((void far *) ({(unsigned long) (seg) <<16| (ofs) )) 
#fendif 


#define COLOR(VG, HG) ((VG << 3) + HG) 


[/*== Constants SSS Sa SSS SSeS Ee tases ssesseas / 


#define TRUE 1 3 /* Constants for use with BOOL */ 
#define FALSE 0 


/*-- The following constants return pointers to variables from the ---*/ 
/*-- BIOS variable segment at Bemnent address 0x40 anak / 


#define CRT START ((unsigned far *) MK FP (0x40, Ox4E)) 
#define ADDR_ 6845 ((unsigned far *) MK FP (0x40, 0x63)) 


#define NORMAL 0x07 /* Character attribute definition */ 
#define BRIGHT Ox0f /* Based on monochrome video card*/ 
#define INVERSE 0x70 j 

#define UNDERSCORED 0x01 

#define BLINKING 0x80 

#define BLACK 0x00 /* Color attributes for color card */ 
#define BLUE 0x01 

#define GREEN 0x02 

#define COBALTBLUE 0x03 

#define RED 0x04 

#define VIOLET 0x05 

#define BROWN 0x06 

#define LIGHTGRAY 0x07 

#define DARKGRAY 0x01 

#define LIGHTBLUE 0x09 


#define LIGHTGREEN Ox0A 
#define LIGHTCOBALT O0x0B 


#define LIGHTRED - 0x0C 

#define LIGHTVIOLET 0x0D 

#define YELLOW Ox0E 

#define WHITE Ox0F 

VP vptr; /* Pointer to first character in video RAM */ 
AIC II III III III III IAI ATO IOI II IOC II RIOTS IIIT TOR SS AIA AAI A At 
* Function >DPRINT : fee ei 
Bh enn nn a a a lta ra ak 
* Task © : Writes a string directly to video RAM ae 
* * 
* Input parameters : - COLUMN = Out put column * 
‘J *« - 7 -~ LINES = Output row ig 
x - COLOR = Character attribute . 
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* - STRING . = Pointer to string ag2 


* Return value : None * 
RHEE REE REI ERE EKER KEE KEKERE KERRIER KEEKEKREKEREEEKEKEREKKEKE | 


void dprint (BYTE column, BYTE lines, BYTE color, char * string) 


{ mo . 
register VP lptr; /* Floating pointer in video RAM */ 


register BYTE 1; ; /* Points to number of characters */ 

/[*-- Set pointer to output position in video RAM -------------------- */ 

lptr = (VP) ((BYTE far *) vptr + *CRT START) + lines * 80 + column; 

for (i=0 ; *string ; ++lptr, ++i) /* Execute string */ 

{ Setindod . 4 
lptr->character = *(stringt+); /* Character in video RAM */ 
lptr->attribute = color; /*. Set character attribute */ 


} 
} 


[AI III IIR TORTI TOTO TOTO II TTR IO IAT IAI IIIA IA III TA IA IO IAK 


* Function >: INIT DPRINT : 
thence woe ome a a a aera cs es ce aes Sse enews email eee etd eace kk 
* Task : Determines video RAM segment address for DPRINT * 
* Input parameters : None * 
* Return value : None = 
* Info : Allocates segment address of video RAM in VPTR * 
* * 


global variable 


HRI IERE KE EKER ERE KEKE EEK EKEKEKEKEKKEKEEEKEREKEREKEE / 
void init dprint () 


vptr = (VP) MK FP( (*ADDR_ 6845 == 0x3B4) ? 0xB0O00 : OxB800, 0 ); 
cs | 


fPEEAEENAAALAEES EEA REA SESS EKER EAE RELA ESEAE RSA ERR EAAEA SR EASE LR REAR AER 


* Function Cu. S i is 
We as as ca eect hk 
* Task : Clears the screen with the help of DPRINT * 
* . : * 
* Input parameters ;: - COLOR = Character attribute * 
* Return value — : None i 


KHAKI EK REA KERIKERI KK EKER KREKIRE KEE EK KEKE REKKEEKEKREKKEKEKEKRERKEEKKKKE 
void cls( BYTE color ) 


{ 
static char blankline[81i] = 


{ ee @ @ 4 « @ 6 o? 4a 4 ee | @ @ @ @ @ @© @ @ re en oe | e @¢ 4 


g g g 8 td a a e a e g e a g 
a ‘ a @ @ a e a e 4 a a t e & e a e e a iy t a @ 4 e a iy a t 
a ’ g td g e td td g & ge go e c ge 
t t « e a ] a 6 8 8 a a 4 8 a | 4 q t ¢ @ | ‘ 8 iy G e a a Cy 
‘ a tf t g e e g tA g a ¢ g ¢ tA 
a § a e & a e 8 e 8 § & e t ¢ & 8 e a e t a 8 e e a a e @ t- 
a g t g g a a o g a a a v s e 
a t 4 a t @ a ® a e 8 8 e t] e 4 a t CY i 9 | e iy t t e ] J e : 
e a e LA a a e tf g ta co A a a a 
ere te se tis — ee #2 t\0" ¥ 
}e 
register BYTE 1; | /* Loop counter */ 
for (i=0; 1<24; ++1) : /* Execute each line */ 
dprint (0; i, color, blankline) ; _ /* Display blank line */ 


} 


[ERR EKEEREKREKEKKEREREKREREEKEKEREKEREEKREKEK KEKE EERKEEEKEKE KEKE KEKKKEKKEKKKKK 


* Function >NOKEY eeaN il 
DOR. ce cae cn can cre cae con een a eo ee aes a ee ca eae ae ee oe Re eH PO OG ED EDD SEED EP A 0D CED UTE OT GD SY SD MND Sin SEED UE S aTD SEU SU AEDS a UD END ED ee SDN De 20ND END AND SD amb om am cD kk 
* Task : Tests for a keypress 7 
* Input parameters : None * 
* Return value : TRUE if a key is pressed, otherwise FALSE . * 


HHRREKKEREEK EKER EK IEKKKEKKEKKEKRIEKREREKREKERERERKEEEREKERKEEER EERE KREKEKEKEKE f/ 
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BOOL nokey () 

| | 

#ifdef TURBOC__ /* Compiling this with TURBO C? */ 
return( bioskey( 1) == 0 ); /* YES, read keyboard from BIOS */ 
#else /* Using Microsoft C */ 


return( bios keybrd( KEYBRD READY ) == 0 ); 
#endif 
} 


[RRREKKKKRERERKEEREE KERR EKKERERERERKEKE REE EKEKREKREKEKEERERKEEEKERERERERERKKE | 


[%% MAIN PROGRAM 


/* Read from BIOS */ 


ak / 


[RRKEEKKREEEERERERE RE EKEKEKEKR KEKE KEKE KK KEEKEE EK EKER KEREKREEKEKEEREKKK / 


void main () 


BYTE firstcol, /* Color of first square on the screen */ 


color, /* Color of current square */ 
column, _ /* Current output position */ 
lines; 

init _dprint (); /* Determine segment address of video RAM */ 


cls( COLOR(BLACK, GREEN) ); 


_/* Clear screen */ 


dprint (22, 0, WHITE, "DVIC - (c) 1988 by Michael Tischer") ; 


firstcol = BLACK ; /* Start with black */ 
while( nokey() ) /* Repeat until the user presses a key */ 
{ 
if (++firstcol > WHITE) /* Reached last color? */ 
firstcol = BLUE; /* YES, continue with blue */ 
color = firstcol; /* Set first color on the screen */ 


/*-~- Fill screen with squares --------~--~--------- 


for ( column=0; column < 80; column += 4) 
for (lines=1; lines < 24; lines += 2) 
{ 


dprint( column, lines, color, “MMMMM");/* Block characters can */ 
dprint( column, linest+l, color, “WMMM");/* be created by press- */ 
color = ++color & 15; /* ing <Alt><2><1><9> . _*/ 


} 
} 
} 


The Pascal implementation 


By using the keyword ABSOLUTE or by linking in a small assembly language 
routine it would also be possible to treat the video RAM as a normal variable in 


Turbo Pascal. But there's an easier way. 


Turbo Pascal offers the arrays MEMW and MEM for accessing memory which is 
outside of the data segment of the Turbo Pascal program. The array MEM consists 
of bytes and the array MEMW of words. The two arrays don't actually exist and are 
just mapped to the address space, but that doesn't affect their usefulness. 


We can write values into the array as well as read from it. This is done with the 


following statement: 


MEMW[ segment address ;: offset address ] := expression 


variable := MEMW[ segment address 


558 


: offset address ] 


— Abacus 


‘10.7 Accessing Video RAM from High Level Languages 


Pascal 


The MEM array might be easier to use for this particular application since we will 
be alternating between ASCII characters and a constant attribute. However, the 
output procedure DPrint uses the MEMW array instead, because 16-bit accesses are 
performed faster than two successive 8-bit accesses on 16-bit machines. 


When accessing the MEMW array, DPrint takes the segment address of the video 
RAM from the variable VSeg, which is initialized at the start of the program in 
the procedure InitDPrint. As described before, this is done by examining the BIOS 
variable which contains the port address of the CRTC address register. This and the 
other BIOS variables are declared using the ABSOLUTE keyword, allowing them 
to be used in the program like any other global variables. 


The offset within the MEMW array is computed from the starting address of the 
screen page. The coordinates are passed to DPrint, in which the row coordinate is 
multiplied by 160 and the column coordinate by two. When running through the 
string to be printed, the memory offset is incremented by two on each pass, 
moving it one ASCIl/attribute pair to the right. 


listing: DVIP.P | 


[ RE RRRERERE EERE KK EEE RE RK K KE RERERKEK KERR KER RK ERE RERERERRERERKERKEEKEKKERER } 


{* : DVIP | — 
[ Bee a nn nr a ne rer rence *} 
{* Task Demonstrates direct access to video RAM from *} 
{* Turbo Pascal =) 
a aes ee a *} 
{* Author : MICHAEL TISCHER ae ee 
{* | Developed on : 10/02/1987. _— . dh 
{* Last update : 06/20/1989 le 


eolaeloetiatlatoeeloaebaetoetoieioiaetoaetaattoeiaitaiaaaaiaiiaa atacand 


program DVIP; 


Uses Crt, Dos; { Use CRT and DOS units } 

const NORMAL = $07; { Define character attributes in } 

LIGHT = $Of; { conjunction with monochrome } 

_ INVERSE = $70; { video card } 

"UNDERSCORED = $01; | 

BLINKING = $80; 

BLACK = $00; { Color attributes for color card } 
BLUE = $01; 
_. GREEN = $02; 
COBALTBLUE = $03; 
RED = $04; 
VIOLET = $057 
BROWN = $06; 
LIGHTGRAY =.$07; 
DARKGRAY = $01; 
LIGHTBLUE = $09; 
LIGHTGREEN = $OA; 
LIGHTCOBALT = SOB; 
LIGHTRED - = $OC; 
LIGHTVIOLET = SOD; 

-YELLOW = SOE; ~ 

WHITE = SOF; 


type TextTyp = string[80]; 


var VSeg : word; > : ~ { Segment address of video RAM } 
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{ BERRA KARR RRR AKEEEKEERKKE IR ERR REKEKEERERKE REE ERIRREREREEEKREEEEEKREREEEKEE | 


{* InitDPrint: Determines segment address of video RAM for DPrint *} 
{* Input +: none i ae 
{* Output : none *} 


{ RHRKERKEREKEREKEKKERERKERKEKEKEREREEREEREKEKEREKEKKEEEKREREKREKEREKKKKKEKKKE | 


procedure InitDPrint; 


var CRTC PORT : word absolute $0040:0063; { Variable in BIOS var.seg. } 


begin . 
if CRTC_PORT = $3B4 then { Monochrome card connected? } 
VSeg := $B000 { YES, video RAM at B000:0000 } 
else { NO, must be a color card } 
VSeg := $B800; { Video RAM at B800:0000 } 
\ end; 


[BERRA RRR RRE RRR ERERERRRER EAR IAKRERERR ARR EIRERERERIRE KERR RERRRE KKK } 


{* DPrint: Mertes a string direct into video RAM. *} 
{* Input COLUMN: Output column . *) 
{* . = LINES : Output line | | *} 
{* - COLOR : Color (attribute) for individual characters *} 
{* - STROUT: String to be displayed =} 
{* Output : none ae 


ESEAER GRAS TOE SEESSAAT ARIA SHI SRNE AE ONUAA CEASE CRAM RSEA STI ADERSEAES EN) 


Srocedure DPrint ( Column, Lines, Color : byte; strout : Text Typ) ; 


word absolute $0040:SO04E;. { Variable in BIOS var.seg. 


var PAGE OFS : } 
Offset © word; d Pointer to current output. position } 
i, j ~—: byte; - { Loop counter } 
Attribute : word; { Attribute for output } 
begin 
Offset := Lines * 160 + Column * 2 + PAGE OFS; 
Attribute := Color shl 8; { High byte . for word access to video RAM } 
i := length( StrOut }); | { Determine string length } 
for j:=1 to i-do { Execute string } 
_ begin { Put character & attribute directly into video RAM } 


memw [VSeg:Offset] := Attribute or ord( StrOut[j] )?; 
Offset := Offset + 2; { Set offset to next ASCII/attribute pair } 
end; 
end; 


{ER ARRHKKKEKK KARR KE ERK E KEKE KKERKREKRE REE EER KERKERRKEKEKEKERK EERE KEKKK KEKE | 


{* Demo: Demonstrates application of DPrint BS oD Bee 
{* Input : none *} 
{* Output : none *} 


odolololeholeialotololonolotaialaiaolololokoiohoieiaitototeiehataiaetototehototeiaieiotteteloieiaieieloleiteieieisieleleloioeiaiaiel 


procedure demo; 


var Column, _ { Current output position } 
Lines, 
Color : integer; 


begin | 
Text BackGround ( BLACK }: { Turn background black } 
ClrScr; { Clear screen } 
DPrint( 22, 0, WHITE, ‘DVIP -—- (c) 1988 by Michael Tischer'); 

Randomize; { Enable random number generator } 
while not KeyPressed do { Repeat until user presses a key } 
begin | _ ee | 

Column := Random( 76 ); { Select column, row and } 


Lines := Random( 22 }) + 1 
Color := Random( 14) + 1 | | 
DPrint( Column, Lines, Color, '[[{[(')#{ Block character can be } 


{ color at random } 


=e Se 
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DPrint( Column, Linest1, Color, '[[[{[');{ created by pressing  } 

end; . {<Alt><2><1><9> } 

ClrScr; = ne { Clear screen } 
end; 


[RICCI II III III III III TI TOIT IIIT OI TO IA TORI IAI IITA IASI I IAAI ISAS AIS 


{es MAIN PROGRAM | 


[RAGGA ICICI III III IIT TOIT I TITRA AIA AAA AA IAS 


begin ne Ge . = 
InitDPrint; { Initialize output using DPrint } 
Demo; { Demonstrate DPrint } 
end. ; 


The BASIC implementation os 


This version doesn't really fulfill its goal, since it is slower than the already slow 
PRINT command. But we have included it for the sake of completeness, and 
because it is a good example of how you can access the entire address space of the 
8088 from within BASIC. — 


The commands DEF SEG, PEEK, and POKE are the heart of memory access in 
BASIC. DEF SEG sets the segment address of the "current" 64K segment. PEEK 
and POKE can then be used to read and write bytes from or to this segment. This 
technique is used in the initialization routine at line number 50000, which first 
defines the BIOS variable segment as the current segment. From there two PEEK 
commands read the port address of the CRTC address register and the variable VR 
is loaded with the segment address of the video RAM. 


This address is used in the output routine at line number 51000 in combination 
with the DEF SEG command, which defines the video RAM as the current 
segment. But first we calculate the offset address in the video RAM by reading the 
start address of the current screen page from the BIOS variable area and then adding 
the offset address of the output position within the video RAM. As in the Pascal 
version, this is calculated by adding the product of the row coordinate (variable 
CLINE%) by 160 and the column coordinate (COLUMN%) by 2. 


BASIC listing: DVIB.B 


- 100 TCI IIIT TOOT OCOI TOO TOIT III IIIS IIIA III IAT IA IIA 


110 '*) DVIB | = 
TDD On ma mn a a a i i a nn a i ete a ee a ee ae cae ne ne ee re a ce eee re en ee ee ee ee ke 
130 '* Task : Demonstrates direct access to video RAM 7 
150 '* Author — : MICHAEL TISCHER * 
160 '* Developed on : 10/01/1988 ue 
170 '* Last update : 06/21/1989 elle 
180 LKR KKKKEKKKKKKK KEKE K KEK KEKKEKREKE KEKE KKEKEKEKEKKEKEKKEEKEKEKEEKEKEKEKKKE I 
190 ° . 

200 CLS : KEY OFF | oe | 

210 GOSUB 50000 . ‘Determine segment address of video RAM 


220 COLUMN%$=22 : CLINE%=0 : COL$ = 15 | Pek 
230 TS = “DIVB - wae 1988 by MICHAEL TISCHER" : GOSUB 51000 


240 FCOL% = ae = hg fe ‘Define string and starting color 
250 AS = INKEYS : ee AS<>"" THEN 400 ‘Repeat until user presses a key 
260 FCOL$ = FCOL% + 1 ‘Increment starting color 
270 IF FCOL% > 15 THEN FCOL% = 1 ‘When FCOL$=16 make FCOL%=1 
280 COL% = FCOL% a ‘Set color for first square 
290 FOR COLUMN%=0 TO 76 STEP 4 — ‘Execute for each column 
300 FOR 2%=1 TO 24 STEP 2 | ‘Execute for each line 
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310 CLINE% = 2% : GOSUB 51000 ‘Display first line of square 
320 CLINES = 2%+1 : GOSUB 51000 ‘Display second line 
330 COL% = COL% + 1 AND 15 *Set next color 
340 NEXT 

350 NEXT 

360 GOTO 250 

370 ! 

400 CLS ‘Clear screen 
410 END 

460 ' 

50000 CHR KKK KKK KKK EEK EKER KKEEKEKEEKEKKKKKREKEKKEKKE SE 
50010 '* Determine segment address of video RAM ** 
50020 8 ten nn nn rn re ern ete *" 
50030 '* Input =: none a 
50040 '* Output : VR is the segment address of video RAM xe 
50050 Pee RESESESELELESELS SEES ELSES SEE PE CS EER CSE PEE SSE EPS ER CE Se ee oo Ee 
50060 ! 

50070 DEF SEG = &H40 ‘Segment address of BIOS variable range 
50080 VR = PEEK(&H63) + PEEK(&H64) * 256 'Get CRTC port 
50090 IF VR = &H3B4 THEN VR = &HBOOO ELSE VR = &HB800 

50100 RETURN ‘Back to caller 
50120 ! 

51000 ERR KKEKEREKERERKKEEKEKERERKEEEKKRKKREREKEKKERKREREEEKKEEEEKKKEEKEKKEKKKKK 
51010 ** Write string direct into video RAM = 
51020 § tama a rr ner nna =" 
51030 '* Input ;: — COLUMN% = the output column il 
51040 '* ~ CLINES = the output line =? 
51050 '* ~- COL% = string color i 
51060 '* - TS = the string to be displayed xs 
591070 '* Output =: none hay 
51080 ORK KKEKKKEKEKKEKEKE IKKE EERE KEKKKEKEEKKEKKKKKKKKKK 
51090 § 

51100 DEF SEG = &H40 ‘Segment address of BIOS variable range 
51110 OF% = PEEK(&H4E) + PEEK(&H4F) * 256 ‘Starting address of page 
51120 OF& = OF% + COLUMN% * 2 + CLINE& * 160 ‘Offset of first character 
51130 DEF SEG = VR . ‘Set segment address of video RAM 
51140 FOR I%=1 TO LEN(TS) ‘Execute string 
51150 POKE OF%, ASC (MIDS (T$,1I%,1)} "ASCII code in video RAM 
51160 POKE OF%+1, COL% ‘Color in video RAM 
51170 OF%& = OF% + 2 ‘Set offset to next character 
51180 NEXT 

51190 RETURN ‘Back to caller 
51200 ' 
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Chapter 11 


Accessing and Programming 
the AT Realtime Clock 


The AT has a battery operated realtime clock on the main circuit board. The clock 
is part of the Motorola MC-146818 processor. This processor also contains 64 
bytes of battery backup RAM. This RAM accepts clock data and system 
configuration data. It can be accessed through port addresses 70H to 7FH. 
However, only ports 70H and 71H are of interest to the user. 


Realtime clock registers 


As the following table shows, the clock has thirteen memory registers of interest: 


[OCurrent_second 
D 
[Number of day 


aaa ! 

4 | 

5 Alarm hour 
6 Day of the week 
Mie cee oe Number of da 

a TS a 
SD 5 eee ee, 


Clock status register C . 
Clock status register D 


Every time field (second, minute, hour) has a similar alarm field. These alarm 
fields allow the programmer to set the clock to trigger an interrupt at a particular 
time of the current day (more on this later). 
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Weekday 


Year 


The day of the week provides the number of the current weekday: The value 1 
represents Sunday, the value 2 stands for Monday, 3 for Tuesday, etc. 


‘The year is counted relative to the century (the system assumes 1900). The value 


87 in this field represents the year 1987. 


The four status registers allow user programming of the clock. 


| Interrupt frequency 
Time frequency | 
VIP | 

O=Time not actualized 
1=Time actualized 


S tatus register A of the clock 


The ROM-BIOS set the two lower fields of these registers during the system boot. 


The interrupt frequency field has a default value of 0110(b). This value results in 
an interrupt frequency of 1024 interrupts per second (an interrupt every 976,562 
microseconds). 


The contents of the time frequency field is 010(b). This field triggers a time 


~~ frequency of 32,768 kiloHertz. — 


Bit 7 of the status register is of interest to the programmer in conjunction with 
these two fields. It indicates whether a second has just elapsed, and increments the 


time fields (seconds, minutes, hour). If a second hasn't elapsed, this bit contains a 


1. This bit is interesting because you can only read the individual time fields when 
the time is not being updated. Otherwise a minute could pass and the second 
counter reset to 0 before the minute counter could be incremented. This could cause 
a time jump from 13:59:59 to 13:59:00, then the correct display of 14:00:01 one 
second later. 7 | Poe _ 


Accessing Status register A | 
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Since status register A is a part of the 64-byte RAM, you can access it like any 
other memory location. First you load the number of the memory location to be 


accessed into the AL register (in this case, the value 10). Then you pass this value 


to port 70H using the OUT instruction. The chip recognizes that an access to one 
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of its memory locations occurred. Either an OUT instruction then writes to port 
71H or an IN instruction reads the memory contents from port 71H. 


The following instructions read or write a memory location in the realtime clock: _ 


READ: WRITE: 

mov al,Memory_ iocation mov al,Memory __ location 
out 70h,al out 70h,al 

in al, 71h 7 : mov §al,New contents 


out Jih,al 


Status register B 


Some clock settings can be programmed through status register B. Bit 0 of status 
register B controls daylight savings time status. When this bit is set to 1, it 
indicates that daylight savings time is in effect. A value of 0 (the default value for 
this bit) shows that standard time is in effect. 


Bit 1 decides whether the clock should operate in 12-hour or 24-hour mode. In 12- 
hour mode it switches after every 12 hours (midnight and noon) to 1 o'clock again. 
The 24-hour mode switches to 1 o'clock after 24 hours. 24-hour mode is active 
when you boot the system. 


: | 
Spe ttt to) bit (Daylight savings time 


O=yes 
1=n0 


24-/12-hour format 
0=12-hour 
41=24-hour. 


_ . [time and date format 
__.10-=BCD . 
1sbinary 


Block generator 


Call interrupt after 
time actualization 

aa “a . 
1=yes a 


Call alarm interrupt 
O=no 
1=yes 


rage periodic interrupq : | 


Actualize time 
O=yes 
1=no 


Clock status register B 
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Bit 2 defines the format in which the time and date fields are stored. If this bit 


contains a 1, the various dates are stored in binary notation. The year (19)87 is 


_ coded as 01010111(b) in BCD format, which is switched on by the value 0 in bit 


2. Two numbers are stored in every byte. The higher half is stored in the most 
significant four bits and the lower half in the least significant four bits. 


97 96 75 24 93 22 p1 90 Bit value 


726-8 < ee ees emer 9) 
Binary }O}1/0 {2 ]O}2} 1} 1 


04+6440464+0+44+2+1= 87 


23 22 21 20 23 22 21 2° Bit value 


7 6 5 4 3.2 42: 0 
scp L2iolojo} Loj2}2{1. 
8+O0+t0+0=8 O0+44+241 

8*10 + 7 


(8*10) + 7 = 87 
The number 87 in binary and in BCD (Binary Coded Decimal) format 


Normally this bit contains a 0 and the numbers are stored in BCD format. 


Note: BIOS assumes BCD representation when performing the date 
function with interrupt 1AH. Application programs which call these 
functions and obtain the information in binary format instead of the 
expected BCD may crash. The same applies to the 12-hour/24-hour 
time measurement, although a change to the 12-hour cycle wouldn't 

_ result in as serious consequences as the change in the date. 


| Bit 4 determines whether an interrupt should be called after the time (and date) 


update. This bit must contain a 1 if an interrupt should be called. The system 
suppresses this interrupt by setting this bit to 0 during the booting process. 


Bit 5 can trigger an alarm. The clock reads the alarm time from locations 1, 3 and 
5 (seconds, minutes and hours) of clock RAM. When the alarm time is reached, an 
interrupt executes when bit 5 is set to 1. The system suppresses this interrupt 
when it sets bit 5 to 0 during the booting process. 


Bit 6 controls periodic interrupt calls when it is set to 1. The frequency of the 
interrupt calls depends on the interrupt frequency coded into bits 0-3 of status 
register A. Since the default value on bootup is a frequency of 1,024 kiloHertz, the 
interrupt triggers every 967,562 microseconds. Since bit 6 is set to 0 at the system 
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Start, an appucanon program must set it to 1 before Cas interrupt calls can 
execute. 


Bit 7 controls & the periodic updating of the time and date, once every second. This 
bit is set to 0 when you boot the system so that the time constantly increments. 
Before entering a new date and time in the various memory locations, this bit 
should be first set to 1 to prevent the clock from changing the time immediately. 
Once you have entered all the data necessary, this bit can be reset and the time can 
continue updating. — 


Calling the correct interrupt 


We've used the phrase "calling the interrupt" many times in this section, without 
really telling you which interrupt should be called. Even though there are several 
reasons for the clock to call an interrupt (alarm time, periodic interrupts, etc.), 
interrupt 70H is the interrupt consistently called. This interrupt contains a BIOS" 
routine which controls the two time functions in interrupt 15H, among other 
things. 7 


The routine uses status register C of the clock to determine the reason for the call. 
Only bits 4, 5 and 6 of this register are of interest to us here. They correspond to 
the bits in status register B. For example, when you trigger the alarm interrupt 
(which can only occur if bit 5 in status register B was set) then bit 5 in status 
register C is also set to indicate that the alarm time has been reached. 


Status register C 


The first task of the routine which intercepts interrupt 70H is to read status register 
C. The routine then determines the reason for the anton apt call and reacts 
accordingly. 
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Status register D 


Status register D only has one bit of interest: bit 7. It indicates the status of the 

_ battery which maintains the storage. of data, even when the PC's power supply is 
turned off. If this bit has the value 0, you should replace the battery because the 
present battery is dead or near death. fae pa oye # 


Some configuration information follows status register D. 


Meaning 
Diagnostic b te 
Status on termination of the system 
Disk description . 
reserved | 
Hard Disk description 
reserved 
onfiguration _ 
Low byte of the main memory in kilobytes 
igh byte of the main memory in kilobytes 
Low byte of the additional memory in kilobytes _ 
igh byte of the additional memory in kilobytes 
reserved 
High byte of the checksum for memory locations 16-32 
ow byte of the checksum for memory locations 16-32 
Low byte of the additional memory in kilobytes 
igh byte of the additional memory in kilobytes | 
the first two numbers of the century as BCD number 
Boot information. = 
reserved 


4 


or 


~~ 


‘Oo 70 


Pie ie ie ie ie io 
ro) 

ct 

(i) 


NO FN EN FN 


io) 


GW) FR 


~J d 


nig na NO FNM 
: i 
na 
163) 


ra 


92-63 


Diagnostic byte (address 14) 


‘ 


it Meaning 
| reserved 


Hard disk and controller o.k. 


° 
N 


0 

1 = Hard disk not present or not functional 

0 = Memory size in memory locations 21-24 

1 = other memory size determined during booting 

0 = Configuration in memory location 20.0.k. 

1 = another configuration found during booting 

O = Checksum in memory location 46 and 47 o;k. 

HE Checksum in memory location 46 and 47 is false 
0 = Battery is o.k. 

1 = Battery dead or almost dead 


568 


Abacus 


Il. Accessing and Programming the AT Realtime Clock 


Disk ieites (address 16) 


CREE (7775 "a Ra 
O-3. sd T pe of second installed drive (DOS designation: B) 
ae 0000(b) = no second disk drive 


-0001(b) = TVET drive | 
0010(b) = 1.2 megabyte drive 


4-7 Type of first installed drive — (DOS designation: A) 


Po 0000 (b) no disk drive 
eee ond) 0001 (b) = 320/360K drive 


Note: If you program the cetk for generating Hime apendent interrupts, 
and you point interrupt vector 70H to a user routine, remember that 
if the user routine's end doesn't return to the BIOS, you must send an 

_ EOI instruction to the AT's two interrupt controllers, since interrupt 
70H is a hardware interrupt triggered by one of these controllers. _ 


Demonstration programs 


The three programs listed below show how you can access the realtime clock from 


BASIC, Pascal or C. Three routines in particular perform most of the functions. 
The first routine reads a value from one of the clock's memory locations. The 
second routine places a value there. The third routine checks whether the clock is 
operating in binary mode or BCD mode, then reads a memory location in the 


_ Clock, converting the contents of this location from BCD into binary if necessary. 


This routine is important for access to all memory locations containing 
information on date and time which could be coded in iced or in binary. format. 


The main program checks the battery on the clock. If there’ S power in the battery, 
the program calls two routines which read the contents of the memory locations 
for the current date and current time from the coe enone: other ne This data 
arpeae on the screen. 


The main program ‘doesn t access the routine for descrintion o! ofa memory y tocalions 


_ It should be easy to convert the program so that the routine for the description of 


memory locations writes to the clock instead of reading date and time. This is just 
a Suggestion; feel free to experiment. 7 


BASIC listing: RTC.BAS 


O00 0 IIR III III III IO ITT TI TOIT KH Ht 


110 '* , RTC ) es 
120 Ret eee ee Se he ee Leek ee eneceesadlccesees xt 
130 ‘'* Task : Makes two Subroutines available he 
140 '* ~ . for reading and writing data |. “ 
150 '* from the RTC of the AT holes 
160 '* Author : MICHAEL TISCHER = 
170 '* developed on : 7.24.87 * 
180 ‘* last Update : 9.21.87 *« 


190 IIIT IOI III III IIO TOIT TTR RRR IIR 


210 CLS - | . ‘Clear Screen 
230 PRINT"RTC (c) 1987 oy: Michael Tischer" : PRINT 
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570 


240 
250 
260 
270 
280 
290 
300 
310 
320 
330 
340 
350 
360 
370 


- 380 


390 


PRINT" Information from the battery buffered real time clock " 


PRINT‘ w2o22enc=cane=sem Sanwa wees escaen ees 


PRINT 

ADR& = 14 : GOSUB 50000 ‘read diagnostic-byte from the RTC 
IF (CON%$ AND 128) = O THEN 310 *bit 8 = 1 --> battery o.k. 

PRINT” WARNING! The battery of the clock is low!" 

END 

ADR& = 11 : GOSUB 50000 ‘read status-register B of the RTC 
PRINT"— the clock is operated in “; (CON% AND 2) * 6 + 12;"hour-mode “* 


PRINT"- the time: "; 4 

ADR%& = 4 : GOSUB 52000 ‘read the hour and convert to decimal 
PRINT USING "“##:";CONS%; 

ADR& = 2 : GOSUB 52000 ‘read the minutes and convert to decimal 
PRINT USING “##:";CONS%; 

ADR%& = 0 : GOSUB 52000 ‘read the seconds and convert to decimal 
PRINT USING "##"; CONS 


400 PRINT*"—- the date: "; 

410 ADR& = 6 : GOSUB 52000 ‘read day of week and convert to decimal 
420 RESTORE 540 

430 FOR I$ = 1 TO CON% : READ DAYS : NEXT ‘read name of the day 
440 PRINT DAYS;", the "“; 

450 ADR& = 7 ; GOSUB 52000 ‘read day of month and convert to decimal 
460 PRINT USING "##.";CON%; 

470 ADR& = 8 : GOSUB 52000 ‘read month and convert to decimal 
480 PRINT USING “##."7;CONS%; 

490 ADR%& = 9 : GOSUB 52000 ‘read year and convert to decimal 

500 PRINT USING “####" ;CON%+1900 

510 PRINT 

520 END 

530 ' 

540 DATA “Sunday”, “Monday", "Tuesday", "Wednesday" 

550 DATA “Thursday", “Friday”, “Saturday 

560 ' 

50000 CII TR KK KITT RIKKI ATI III KHIR KEIRA KERR ARERR IAEA EKA 
50010 ‘** read the content of a memory location of the RTC = 
50020 8 Ba nn a nn nn ern enn enn “Ss 
50030 '* Input: ADR% = the number of the memory location (0 to 63) *' 
50040 ** Output: CON% = the content of this storage location = 
50050 CREKKKEKKKKKEKEKKKEKEEKEERKKKKEKEEKEKKKEKEKEKEKKKEKKEEKEKEKEKKREKKEKE 
50060 ! 

50070 OUT &H70,ADR% ‘number of memory location to RTC-address-register 
50080 CONS = INP(&H71) ‘read Content from RTC-data-register 

50090 RETURN ‘back to caller 

50100 ° : 

51000 Be SSeeeeeeeecese ese eee eee eeercerereecrercee reer eee ee eee eee See eee ts 2s ow) 
51010 ‘* write a memory location in the RTC = 
91020 8 ten nn ne a a ne nee xe 
51030 '* Input: ADR%& = the number of the memory location (0 to 63) *' 
51040 ‘'* CON% = the new content of this memory location * 
51050 '* Output: none 2 
51060 CRM KKEKKKKEKEKKEEKKEKK ERK KKE KEKE EKEKEKEKERKKKERKEKEKKKEKKKEKEK I 
51070 ° 

51080 OUT &H70,ADR% ‘number of memory location to RTC-address-register 
51090 OUT &H71,CON% ‘write new content into RTC-data-register 

51100 RETURN ‘back to the caller 

91110 ° 

52000 THK KKK KKH KKK KKEEKK KKK KKKRKEKEEKRKKEEKEKKKREKKEKEEREKKEKEEKKEEKKEKS 
52010 '* read the content of a date or time memory location e <a 
52020 '* from the RTC and convert to decimal i 
59030! Wee i ea ee erie eer Sern Se x! 
92040 ** Input : ADR% = the number of the memory location (0 to 63) *' 
52050 '* Output: CON% = the new content of this memory location ns 
52060 ‘* Info : ADR% is changed by this subroutine a 
52070 CRKREKKKKKKKKEEEKEKKKK EERE KEEKEREKEKEKKKEKKKKKEKREEKEKEKKEKEKKEKKES 
52080 ! 

52090 GOSUB 50000 ‘read content of the memory location 
52100 BCD%& = CON% ‘record content of the memory location 
52110 ADR = 11 ‘Address of the Status registers B of the RTC 
52120 GOSUB 50000 ‘read its content 

52130 IF (CON% AND 2) = 0 THEN 52150 ‘test if BCD-mode 
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52140 BCD% = (BCD% AND 15) + INT (BCD% / 16) * 10 ‘convert BCD to decimal 
52150 CON% = BCD% ‘set return value 
52160 RETURN ‘back to caller 


Pascal listing: RTC.PAS 


{ FA AKKHHARHRREKKEK KER HKKRKEKREREK KEK ERERE KEE KERR KEE KEEKERKEKEKERERERKEKEKKK KE | 


{* RTC =} 
{* as ss i een sou se mol acts emai sc os as es nn Ss ac vs cca tv Ss ti Ses yes i a am en ni a Sn i Ge Oi em Cam's isin St Go um *} 
{* Task : makes two Functions available for reading and *} 
{* writing data in the RTC a 
{* ni ns cs me os su as hme i i es nesses cmp mn ani cman mma cases c's’ is ans Ss i i ‘nao ins cs em i ih sem A we Sm Ga us wm Sse Gs ih Ge cmb rm *} 
{* Author : MICHAEL TISCHER *} 
{* developed on : 7.10.87 i 
{* last Update : 9.21.87 *} 


{ RRRRKEREKKK EKER E RK KEK ER KEKE KE EKEKR EKER ERE KKK KE EKEEKE ERE EHR EKKIKEKRKEKERK EE } 


program RTCP; 


Uses {Turbo 4.0 only} 
Crt; 

const RTCAdrPort = $70; { Address-Register of the RTC } 

RTCDtaPort = $71; { Data-Register of the RTC } 

SECONDS = 0; { Addresses of some memory locations of RTC } 

MINUTE eee 

HOUR = 4; 

DAYOFWEEK = 6; 

DAY = Js 

MONTH = 8; 

YEAR = 9; 

STATUSA = 10; 

STATUSB a 13 

STATUSC = 12; 

STATUSD = 13; 

DIAGNOSIS = 14; 

YEARHUNDRED = 50; 
{BRI RII HIKER IK KIKI KKK I IKK EIK EK ERIE IKKE KIA AIIK IKI IK AK IKKE RHI | 
{* RTCREAD: reads the content of a memory location of the RTC *} 
{* Input : the address of the memory location in the RTC xy 
{* Output : the content of this memory location *} 
{* Info : if the Address is outside the permitted area *} 
{* (0 to 63), the value -1 is returned _ *} 


{RA RRKREKEK REE KE EKER KIRK KEKE ERIEKEERKEKEKEKEKKKERERKEEKKKKK KE | 


function RTCRead (Address : integer) : integer; 


begin 


if (Address < 0) or (Address > 63) { is the Address o.k.? } 
then RTCRead := -1 { NO! } 
else 
begin 
port [RTCAdrPort] := Address; { cane Address to the RTC } 
RTCRead := port [RTCDtaPort } { read its Content } 
end 
end; 


{ RX RKKKKKKKKKEREKEK KERR EEK RKKEKK EERE KERR EE KER EKER REEKERKEKREKKEREKEKEE } 


{* RTCDT :; read a memory location for date or time from the *} 
{* RTC and convert the result into a binary value *} 
{* if the RTC works in BCD~Format *} 
{* Input : the address of the memory location in the RTC *} 
{* Output : the content of this memory location as binary value *} 
{* Info : if the address is outside the permitted area (0 - 63) *} 
{* the value -1 is returned *} 
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[ FRI RIK HERE ERK KKK IK IR IK EK KIKI HEE KER EK ERE REE KEKE KER ERK EKEREEE | 


function RTICDT (Address : integer) : integer; 


var Value : integer; { for memory of a value which was read } 
begin 
if (RTCRead (STATUSB) Baa: 2 = 0) { BCD- or Binary-Mode? } 
then RTCDT := RTCRead (Address) { is Binary-Mode } 
else ; a { is BCD-Mode } 
~ begin 


Value := RTCRead (Address); { get Content of the memory location } 
’ RTCDT := (Value shr 4) * 10 + Value and 15{ convert BCD to binary } 
end 
end; 


{ RRR KKKEKRRK EKER RK KEK ERK ERE RK KER KEKE KEKE KEKE KER ERE KEK KEKE KEKE KEKKKEKE } 
{* RTCWRITE: write a value into one of the memory locations of RTC *} 


{* Input : see below = 
{* Output : none *)} 
{* Info : the gadress: can be between 0 to 63 *} 


III ITO I ICICI ITO IOI ITO IOS IR TO TOI TR IATA TOA IAI ATA AAT AIA IAA AK 


procedure RTCWrite (Address : integer; { the address of the location } 


Content : byte); { the new content } 
begin 
port (RTCAdrPort] := Address; { transmit address to the RTC } 
port (RTCDtaPort] := Content { write new value } 
end; 


{KARR RRR KHER RK KKK RRR HKIHKK KAKI KK KEKE EKER ERE ERK RER EEK KKK KEKE KKKREK EK 


{% MAIN PROGRAM *} 


{ BRK RH KKK KKK RRR KEK KERR KEK KEKE KKK KKK KE KEK KEK KER K KE KKEKKKEKKEKEEKKKEKKK KK } 


begin : 
clrscr; . { Clear Screen } 
writeln('RTC (c) 1987 by Michael Tischer' #13#10) ; 

writeln('Information from the real time clock '); 


writeln ('s==s==s=s=sss=e=ss2==sSSSSSSSESSsrsersraessssssSsssss====' #13410) 7 
if RTCRead(Diagnosis) and 128 = 0 then { is the Battery o.k.? } | 
begin { the Battery is o.k. } 


writeln('-the clock is being operated in ', (RTCRead(STATUSB) and 2)*6+12, 
* hour-mode'); 
writeln('- the time: ‘, RTCDT(HOUR), ‘:', RICDT (MINUTE) :2, 
‘s*, RICDT (SECONDS) :2); 
write('- the date: ‘'); . . 
case RTCDT(DAYOFWEEK) of { Read Day of the Week } 
write('Sunday'); 
write ('Monday'); 
write ('Tuesday'); 
write (‘Wednesday ') ;. 
write('Thursday'); 
write('Friday'); 
Bice hacer Aa 
end; fe cae a 8 
writeln(', the ' ,RTCDT (DAY), '.', RICDT (MONTH), '.', 
RTCDT (YEARHUNDRED), emaciated 


OU m WD + 
ee ee e868 se a0 68 ae 


end ; . 
else es { the astueey. of the RTC is exhausted! } 
write (' WARNING! The Battery of the clock is: low! *) 

end. 
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C listing: RTC.C 


[RRR IKRI KERR IKKE KERR EEE KKK KEE REE EKER REKE REAR RKKK / 


{* 2 x 2 eR TC Phage © ee: 
/* i cn cus es ei i cab css eb ems sc in tcp cmt atch Gas sa 0s as neni ks ina cn es ra cabs avs ea Ss ns sc aks ne cp ets mule Sn es ins Teas Seni trie cs em tom emt xf 
i Task : provides two Functions for reading and writing */ 
/* oP he - Data in the Real Time Clocks °° Oo: “as. one ba 
[t--- a ES AS IS NP, ND AD AY ON OEE IS EP, SY, ES, SAN SY SD SND SEND AD SAAS SS LY SEY SAY SEES GRID TE SEES SNS ND SEN SED SEED CLETD NE OOND ERE <aLeY enya aaa a ae ae ee ee a ee ae aoe ane ee a ce ee ee x/ 
/* .- Ruthor : MICHAEL TISCHER */ 
/* developed on : 8.15.87 ed 2 
/* last Update : 9.21.87 j z CEE g CORT 
[ Beene ene nnn nn == ~-+---3---- +--+ ------------ */ 
’ faa! (MICROSOFT ¢) */ 
/* Creation : MSC RTCC; ads 
/* LINK RTCC; */ 
[* Call gy RTICC © s wee? 4 
Sa EI i IRI A aaa a a a TAGE 
/* (BORLAND TURBO C) ay A 
/* Creation : Through the RUN command in the command line */ 


[FRR IRE EI KIKI RIKI RII TI KKK KKK HE KIER IKE RAKE EKER AEE EEE KEKE | 


#include <dos.h> /* Include header-files */. 
#include <conio.h> : a 
#define byte unsigned char 


/* address-register of the RTC */- 


#define RTCAdrPort 0x70 

#define RTCDtaPort 0x71 /* data-register of the RTC */ 
#define SECONDS 0 /* addresses of some memory locations of RTC */ 
#define MINUTE | 2° Ee a si . 
#define HOUR 4 

#define DAYOFWEEK 6 

#define DAY 7 

#define MONTH 8 

#define YEAR. 9 

#define STATUSA 10 

#define STATUSB 11 

#define STATUSC 12 

#define STATUSD 13 

#define DIAGNOSE 14 

#define YEARHUNDRED 50 

[BRK KI KKK RE KKK KEKE KEKE KK KKK KEKE KEKE KEK KEK IEEE KEKE EKER EKRKKKEK KKK / 
/* RTCREAD: reads the content of a memory location of the RTC */ 
/* Input : the address of the memory location in the RTC */ 
/* Output : the Content of this memory location Ry 


JREENEREEUAREALER ER AREAEDERNEREASS ENDED EAATR AEE RAE EARR ENS RAD EE EEREAAAE/ 


byte RTCRead (Address) 
byte Address; 


{ 


outp(RTCAdrPort, Address); 
return (inp (RTCDtaPort) ); 


} 


/* the memory location of the RTC */ 


* ft transmit address fo the RTC */ 
/* read content and transmit to caller */ 


[RRR KKK EEK RHEE KIRKE KIKI KI KKK KIKI KKK KEKE KK IKKE KEK EEK HIKER EE KKEEKRKEKE / 


/* RTCDT .: reads date or time from one of the memory locations feat & 
i* and converts the result into a Binary value | ees A 
-* if the clock works in BCD-Format RY 
/* Input : the address of the memory location in the RTC aD 
/* Output : the content of this memory location as Binary Value af 
/* Info :if the address is outside the permitted area */ 
J* (0 to 63) the Value -1 is returned */ 


J RRR IKKE AIK KIHK KEIR KINKI IKK KIRKE IKK IKKE IK ERK KKK KEK / 


byte RTCDt (Address) 


byte Address; 


/* the memory location in the RTC */ 
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{ : 
if (RTCRead(STATUSB) & 2) /* BCD- or binary mode? */ 


return ( (RTCRead (Address) >> 4) * 10 + (RTCRead (Address) & 15)); 
else return (RTCRead (Address) ); /* is binary mode */. 


} 


[RRR EKER KKK KKK KEK IKKE KEKE KEKE KEKE KEE RE RKEKRKE EKER KEKE RKEEKKEKK KEK / 


/* RTCWRITE: write a value into one of the memory locations of RTC */ 


/* Input : see below */ 
/* Output : none */ 
/* Info : the address must be between 0 to 63 */ 


[RRR HEE IKK IKKE KEKE RIKER KIRKE KKKE AEE IKE IKKE IKKE KAK KEK / 


void RTCWrite (Address, Content) 


byte Address; /* address of the memory location */ 
ae 
outp(RTCAdrPort, Address); /* transmit address to the RTC */ 
outp(RTCDtaPort, Content); /* write new value */ 


} 


[RRR KKK IKE KKK ERK EERIE KKK RE KEKE KEKE REE KEKE KKK KEKEKKEKKEEKEK KK / 


[a MAIN PROGRAM AT 


[III IIIT IOI III IORI ITO TI TOA IIT I TIA AIA AA AA / 


void main () 


{ . 
static char *Weekdays[] = /* Names of the weekdays */ 


{ : 
"Sunday", "Monday", "Tuesday", "Wednesday", "Thursday", "Friday", "Saturday" 


}e 


printf ("\nRTC (c) 1987 by Michael Tischer\n\n") ; 
printf ("Information from the real time clock\n"); 


if (! (RTCRead(DIAGNOSE) & 128)) /* is the Battery 0.k.? */ 
{ /* the Battery is o.k. */ 


printf ("- The clock is operated in %d hour mode \n", 
(RTCRead (STATUSB) & 2) *6+12); 
printf ("- the time: %2d:%2d:%2d\n", 
RTCDt (HOUR), RTCDt (MINUTE), RTCDt (SECONDS) ) ; 
printf("- the date: "); . 
printf ("%s, der %d.%d.%d%d\n", Weekdays [RTCDt (DAYOFWEEK)-1], 
RTCDt (DAY), RTCDt (MONTH), RTCDt (YEARHUNDRED), RTCDt (YEAR)) ; 


} 


else printf (" WARNING! The battery of the clock is low!\n"); 
| 
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Keyboard Programming 


The keyboard is an independent unit in the PC system, and has its own 
microprocessor and memory. The processor informs the system when a key is 
pressed or released. It does this by sending the system something called a scan code 
when a key is pressed or released. In both cases the key is indicated by a code 
which depends on the position of the key. These scan codes have nothing to do 
with the ASCII or extended keyboard codes to which the system later converts the 
keypresses. 


Communication with the system is performed over two bidirectional lines using a 
synchronous serial communications protocol. In addition to the actual data line 
used to transfer the individual bits, the clock line synchronizes the periodic 
_transmission of signals. Transfers are made in one-byte increments, whereby a stop 
bit is transmitted first (with the value 0), followed by the eight data bits, 
beginning with the least significant bit. A parity bit, calculated using odd parity, 
follows the eighth data bit. The transfer of a byte then concludes with a stop bit, 
which forms the eleventh bit of the transfer. At both ends of the communications _ 
line (1.e., in the PC and in the keyboard itself) are devices which convert the | 
signals on the data line to bytes and back again. 


Although all types of PCs use this form of communication, we must distinguish 
between PC/XT and AT models. These systems use different processors as 
keyboard controllers. The Intel 8048 used in the keyboards of PCs and XTs is a 
relatively "dumb" device, which can only send the scan codes to the system. 
However, the 8042 processor used in AT and 80386 keyboards can do much more. 
Here the communication between the system and the keyboard becomes relatively 
complex, and the system can even control parts of the keyboard. 


The heart of this communication at the keyboard end is represented by a Status 
Tegister and input and output buffers. The buffers transfer; =| 


e Keyboard codes which correspond to pressing or releasing a key 


= _ Data which the system requests from the keyboard 
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; These buffers can be accessed at port 60H on the AT. 


The input buffer can be written at port 60H as well as port 64H. The port which is 
used depends on the type of information to be transferred. If the system wants to 
send a command code to the keyboard, it must be sent to port 60H, while the 
corresponding data byte is sent to port 64H. Both end up in the keyboard input 
buffer, but a flag in the status register indicates whether a command byte (port 
64H) or a data byte (port 60H) is involved. 


In addition to this flag, bits 0 and 1 of the keyboard status register are especially 
important for communication with the keyboard. Bit 0 indicates the status of the 
output buffer. If this bit is 1, then the output buffer of the keyboard contains 
information which has not yet been read from port 60H. Reading from this port 
will automatically set this bit back to 0, indicating that there is no longer a 
character in the output buffer. | — 


Bit 1 of the status register is always set whenever the system has placed a character 
in the input buffer, before this character is processed by the keyboard. Nothing 
should be written to the keyboard input buffer unless this bit is equal to 0, 
signalling that the input buffer is empty. | 


7 6 5 4 2 


1 0 bit | 
3 ae 1 = Output buffer full 
ho» 4 = Input buffer full 


Command/data 
1 = Output from port 64(h) 
0 = Output from port 60(h) 


1 = Keyboard active | 
1 = Time out error (output) 
1 = Time out error (input) 


1 = Parity error 


2 


__ AT keyboard controller status registers 


Of the various commands that a system can send to the keyboard, two are of 
interest for applications programs because they also play a roll outside a keyboard 
interrupt handler. The first of these commands sets the typematic or repeat rate of 
the keyboard. This is the number of make codes per second which the keyboard 
will send to the system when a key is pressed and held down. It can be between 
two and 30 codes per second. To prevent the keys from repeating unintentionally, 
this repeat function does not begin until after a certain delay. This delay time can 
be set by the user and is encoded in binary as follows: 
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Coding for AT keyboard delay rate 
Code 
1/4-second : 


Ol(b) _}| 1/2-second | | | —o 
10 (b) 1/4-second | | | 
11(b) 


The keyboard will observe these times with a tolerance of +20%. 


The repeat rate, also called the typematic rate by IBM, is also encoded in binary. 
The following table shows the relationship between the repeat (typematic) rate and 


_the number of repetitions per second. 


Typematic rate codes for the AT keyboard 
[Code___fRPs_| code ___[RPS__| Code RPS_ 
11111(b) | 2 10111(b) | 4.0 | 01111 (b) 00111(b) 
7 


|RPS* | 
| 8.0 | 1 
11110(b) [| 2.1 [10110(b) | 4.3 | 01110(b) | 8.6 | 00110(b) |17.1 | 


0 

1 
11101 (b) }10101(b) | 4.6 | 01101(b) | 9.2 [00101 (b) [18.5 | 
11100 (b) |10100(b) |) 5.0 | 00100 (b) | 0 
11011 (b) 
11010(b) | 3.0 [10010(b) | 6.0 | 01010(b) | 
11001(b) | 3. 
11000 (b) 


*Repetitions per second 


2 
2 
2 


Q 
.@) 
Q. 
@ 


0 
2 
3 
iS) 
7 
0 
3 


This relationship may seem somewhat arbitrary at first, but it does follow a 
mathematical formula. The binary value of bits 0, 1, and 2 of the repeat rate form 


variable A, and the binary value of bits 3 and 4 form variable B: 


(8 + A) * 2B * 0.00417 * 1/second 


‘The delay and repeat rate values are combined into a byte by placing the five bits 


of the repeat rate in front of the delay value. However, we can't just send this value 
straight to the keyboard. We must first send the appropriate command code (34H) 
and then the repeat parameters. Both bytes must be sent to port 60H, but we 
cannot just send them with an OUT instruction. We have to use a transmission 
protocol which includes reading the keyboard status, and which also accounts for 
the possibility that the transfer might not work the first time. Since we have to do 


_ this for both bytes, we should write a subroutine to do it. The structure of this 


subroutine is shown in the following flowchart. _ 
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Error counter = 3 


Read keyboard 
status port 


in input 
buffer 


NO 


Send character to 
keyboard data port 


Read keyboard 
status port 


Answe 
in 


a characte 
accepted 


Decrement 
error counter 


Error 


counter 


Okay, end 


YES 


Error, end 


Program flowchart—byte transfer via keyboard 
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We first load an error counter which allows the routine to try to send the byte three 
times before an error is returned. Then the keyboard status port is read in a loop 
until bit 0 is cleared and the input buffer of the keyboard is empty. Then we can 
send the character to port 60H. To make sure that the character got there all right (a 
parity error might have occurred, for example), the keyboard sends back a reply 
code. This has been received when bit 1 of the keyboard status port is set. 


This register is again read from port 64H in a loop until this condition is met. 

Now we can read the reply to our transmission from the keyboard data port. If it is 

the code OFAH, which stands for "acknowledge," the transmission was successful. 

Any other code indicates an error, which tells the subroutine to decrement the error 

counter and repeat the whole process, provided the counter has not reached zero. In 
_ this case the subroutine ends and signals an error to the caller. 


Demonstration programs 


To give you an example of how this works, the following pages contain programs 
in BASIC, Pascal, and C which you can use to set the key repeat parameters on 
your keyboard. The heart of these programs is an assembly language routine which 
sends the parameters to the keyboard. Within this routine is the subroutine we just 
discussed, which is first called to send the Set Typematic instruction to the — 
keyboard. Another call is used to send the parameters themselves. 


In the Pascal and C versions, the key repeat rate and the delay values are specified 
as separate parameters following the program name entered at the DOS prompt. 

_ Naturally this is not possible in GW-BASIC, so the two parameters are read 
within the program with the INPUT command. 


We also included the listing of the assembly routines for the various programs. 
The BASIC and Pascal programs include these with DATA or INLINE statements; 
the linker links these statements to the C version of the program. 


To see the effect of the key repeat rate, first try setting the smallest repeat rate (0) 
and then the highest rate (30). Try pressing and holding a key at each of these 
settings to see the results. 


BASIC listing: TYPMB.BAS 


LOD PRRAKKEKKKKKKEKKKKEKEKKEKEKEKKKEEKEKRKEKKKEEKREKEKKEEKEKKKKEKKKERKEEKKEKEKEEKKE I 


110 '* TY PMB is 
120 cas ae ce Sa ees a as ke ee es ar ns in aw Sa aes em es ee a ee se os oe eos Ss es ee ene es ei a ee x 
130 '* Description : Sets the key repeat rate of the AT keyboard. *' 
150 ** Author : MICHAEL TISCHER ns 
160 ‘* developed on : 09/08/1988 lad 
170 '* last update : 09/08/1988 =" 
180 DCRR HIKARI KERRIER KRHA KEREREKRKKKK KKK KKK A 
190 . 


200 CLS : KEY OFF 

210 PRINT “Note: This program may be run only if GWBASIC has been started"; 
220 PRINT “from the DOS level" 

230 PRINT “with the command <GWBASIC /m:60000> and the computer is an AT." 
260 PRINT : PRINT"If this is not the case, then please enter <s> for Stop." 
280 PRINT “Otherwise press any other key..."; 
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290 AS = INKEYS : IF AS = “s" THEN END 

300 IF AS = “" THEN 290 

310 CLS ‘clear screen 
320 GOSUB 60000 ‘install assembler routine 
330 PRINT “TYPMB - (c) 1988 by MICHAEL TISCHER" 

340 PRINT “Sets the repeat rate of the AT keyboard." : PRINT 

350 INPUT "Delay before repeat (O=minimum, 3=maximum) ";V% 

360 IF V%<0 OR V%>3 THEN 350 

370 INPUT “Key repeat rate (30=minimum, O=maximum) “;WS_ 

380 IF W%<O OR W%>30 THEN 370 

390 TYPRATES = V& * 32 + WS 

400 CALL TR(TYPRATE%, OK%) ‘set key repeat rate 

410 IF NOT OK% THEN 440 

420 PRINT “The key repeat rate has been set." 


430 END 

.440 PRINT “Error accessing the keyboard controller." 

450 END . 

460 ' 

60000 CHM HMA KKK KKK KAKA KKK AKER EKAKEKKKKKARAAKEEKEKKKAKK AKAIKE 
60010 '* Install the routine for setting the key repeat rate. a 
60020 !*~~~——--~-~----~~---—-—- - — - — — nn nnn nn ene we 
60030 '** Input : none aS 
60040 '* Output: TR is the start address of the assembler routine = 
60050 ‘** Calling the routine: CALL TR(TYPRATE%, OK%) “8 
60060 CHAKRA KEKEKKEKEKEEKEKEKEKKKEKEKKKEKEKEKEKERREKKREKEKEKKKEKEKEKEKKE 
60070 ! 

60080 TR=60000! ‘start addr of the routine in the BASIC segment 
60090 DEF SEG ‘set BASIC segment 
60100 RESTORE 60140 

60110 FOR I% = 0 TO 71 : READ X% : POKE TR+tI%,X% : NEXT ‘poke routine 
60120 RETURN ‘back to the caller 
60130 ! 


60140 DATA 85,139,236, 51,210,180, 243, 250,232, 23, 0,117, 11,139, 94 
60150 DATA 8,138, 39,232, 13, 0,117, 1, 74,251,139, 94, 6,137, 23 
60160 DATA 93,202, 4, 0, 81, 83,179, 3, 51,201,228,100,168, 2,224 
60170 DATA 250,138,196,230, 96,228,100,168, 1,225,250,228, 96, 60,250 
60180 DATA 116, 7,254,203,117, 230,128,203, 1, 91, 89,195 7 


Assembler listing; TYPMBA.ASM 


gp RR RKEKKEKKEKKKREKEKKKRKEKEKRERKKEKEKEKEK EKER EERERREEKEKEREREEKEEKEKEEEKKEKS 8 


td 
;* TYPMBA +; 
ox cine <a cei cade el Sats cies cs cs es dams enn eins ls cas Wd chs es acs 'Sne ns sas po Gd eb vs lh its eos sah Seis Gos ses tlic ches ts tb Ss eka es tnd me tee im Cs ws nc ev dS wD Sd nos em ciaani die ae ms 
= Description : Assembler routine for use with a GWBASIC is 
7* program, which sets the key repeat rate of the *; 
7 AT keyboard. x? 
on itr tei Sc ech ri si i la tis: i eb ae vl le wr Ge ete i: eu es ln ah lS ms ik a Si Sm. i ud die eli eis iin i ine en Ws Se ea a cae. *e 
hes Author : MICHAEL TISCHER x; 
ag developed on : 27.08.1988 ny 
ph last update : 27.08.1988 a 
1 aes es ces sin es ess scum eon ech toms aia es Gs bia ess ames ls a Mc cece ct: eg ‘eu en cms Coes Goa Me co esc hi mci Sk oc ensues Ce is amc cs ac eS ccs tee enn ee tbe toms ists cena cea eu ch mt ke 
v tA 
ng to assemble : MASM TYPMBA; *? 
7* LINK TYPMBA = 
rag EXE2BIN TYPMBA TYPMBA.BIN x? 
il «e. convert to DATA statements and nacre in *3 
ee. a BASIC program ! *; 
Serre rrrrerrrcrcrrrrer rT eeTeteeeserecCCrrrrrrrrcrrrrenrrrcccrrrr rss] S 
KB STATUS P equ 64h . 7status port of the keyboard 
KB DATA _P equ 60h skeyboard data port 
OB_FULL equ 1 7Bit O in the keyboard status port 

. . sone character in the output buffer 
IB_ FULL equ 2 7;Bit 1 in the keyboard status port 


zone character in the input buffer 


ACK_SIGNAL equ Ofah 7 keyboard acknowledge signal 
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SET_TYPEM 


MAX _TRY 


7== Program code 


equ Of3h 


equ 3 


;set—key-repeat code 


snumber of retries 


Soe SS SSI SII TTS S SSS SS SS SS LS SSS SSS 


code segment para '‘CODE' ;definition of the CODE segment 
org 100h 
assume cs:code, ds:code, ss:code, es:code 
J rn rn rt nn rr et rr rn eee mene 
;-- SET TYPM: Determines the key repeat rate to be sent to the --~------ 
;-7 keyboard controller 
g-- Call : CALL Adresse (TYPRATE%, OK%) 
z7~ Info : If the key repeat rate can be set, the value will be 
77 placed in TYPRATE, else 0 
set_typm proc far 7;GW expects FAR procedures 
sframe struc ;structure for accessing the stack 
bptr dw ? zstores BP 
ret_adr dd ? ;return address to the caller 
7; (FAR address) 
ok_adr dw ? address of the OK variable 
tr_adr dw 2? ;address of the var with the rep rate 
sframe ends zend of the structure 
frame equ [ bp - bptr ]j saddresses the elements of the structure 
push bp ;save BP on the stack 
mov bp,sp ;transfer SP to BP 
xor dx,dx sassume transfer failed 
mov ah,SET TYPEM ;set command code for key rep rate 
cli : disable interrupts 
call send kb 7send to the controller 
jne error rerror? yes --> Error 
mov bx, frame.tr adr zget address of the TYPRATE variable 
mov. ah, [bx] 7get key repeat rate 
call send_kb ;send to the controller 
jne error yerror? yes --> Error 
dec dx ;everything OK, return -1 
error: sti sallow interrupts again 
mov bx,frame.ok adr ;get address of the OK variable 
mov {bx],dx jput error static there 
pop bp 7get BP back from stack 
ret 4 zback to GW-BASIC and remove the 
;variables from the stack 
set typm  endp : 
~~ SEND_KB: send a byte to the keyboard controller ~----~----------~-~-~ 
-- Input 3 AH = the byte to be sent 
-~ Output : zero flag: O=error, 1=OK 


Registers: AX and the flag register are used 


-- Info : this routine is intended for use only within this 
-- module 
send kb proc near 

push cx ;save all registers used in this 


push bx ;routine on the stack 


mov bl,MAX TRY maximum of MAX TRY retries 
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Pascal 
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7-~- wait until the controller is ready to receive data ------- 
skb_1: xOor cx,Cx :maximum of 65536 loop passes 
skb 2: in al1,KB STATUS P read contents of the status port 
test al, IB FULL zstill a character in the input buffer? 
loopne skb 2 yes --> SKB 2 
g-- send character to the controller -----<--<-<-<-<<<<<<<-<------ 
mov al,ah ;get character in AL 
out KB DATA P,al ;send character to the data port 
skb_ 3: in al,KB STATUS P ;read contents of the status port 
test al,OB FULL ;answer in the output buffer? 
loope skb_ 3 7no --> SKB 3 
7-~ get reply from controller and evaluate -------------~----- 
in  al,KB DATA P read reply from data port 
cmp al,ACK SIGNAL ;was the character accepted? 
je  skb_end 7YES --> everything OK 
77- the character was not accepted sheers ates ee ae 
dec bl ;decrement error counter 
jne skb 2 yretries left? 
7YES --> SKB 2 
or bl,l 7NO, set zero flag to 0, indicating 
jan error 
skb_ end: pop bx ;restore the registers from the stack 
pop cx 
ret jback to the caller 


send kb  endp 


code ends yend of the code segment 
end set _typm 


listing: TYPMP.PAS 


[FGI ICI UICC IG IFIOCIOCIO ICICI COCIO COICO IIT III IIIT IT III AT ATA III IIIA) 
{* TYPMP *} 
{* a i a G's nn Gem i sci scm mm i i css epi ei cam nt Ss ens en Ss cmc S's" cis ca ch "eb Se ches ess ‘em as i as oes ship Gn crs ines eos *} 
{* Description : Sets the key repeat rate of the AT keyboard. *} 
{ Bn eee > cos ons ce eee sone Si an So ED Wtnn cm om ce abn cam et me i inh ee *} 


{* Author : MICHAEL TISCHER *} 
{* developed on : 08/27/1988 *} 
{* last update : 08/27/1988 *} 


[BRR R RIKKI KEK ERK R IKEA IKRIK KIKI KK IEIE KERIKERI KIARA IKARIA AREKIIN J 


program TYPMP; 


{ ARARRKAERH HERR KEREK EK KKK RAKK EKER KKK KEKE KEK REKRER ERK RE KHKKEKEKEKEKEKREKKEKE | 


{* SetTypm: Sends the key repeat rate to the keyboard controller ed 
{* Input : RATE : the repeat rate to be set ss 
{* Output : TRUE, if the value was set, FALSE if an error occurred . *} 
{* accessing the controller  -.. : *} 
{* Info : This function can be bound into a UNIT *) 


{ RE AAKK EKER KR KKEKKR HERE KKK KKK KKK EK KKERKEKEKRERERERKEKEKEKEREEKEKEKKKEKKKKE | 


{SF+} { this function uses the FAR call model } 
function SetTypm( Rate : byte ) : boolean; 


begin 


inline ( 
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$32/$D2/$B4/$F3/S$FA/$E8/$13/$00/$75/S0A/$8A/$66/$06/SE8/ 
$0B/$00/$75/$02/SFE/$C2/$FB/$88/$56/SFF/SEB/$27/$90/$51/ 
$53 /$B3/$03/$33/$C9/$E4/$64/$A8/$02/SE0/SFA/$8A/$C4/SE6/ 
$60/SE4/$64/SA8/$01/$E1/$FA/SE4/$60/$3C/SFA/$74/$07/SFE/ 
$CB/$75/$E6/$80/SCB/$01/$5B/$59/$C3 

3 


end; 


{SF-} 


{RA KKKREKKEKAKKKEEREREREKKER KRHA IKKE KEKE KEKE ERE EKEKKEEKEKEKERKEKEEEKKKER | 


{A* MAIN PROGRAM i 
[ROI III ICICI ICICI IOI IOI IO TOIT ATR TOI IAT TR TA II III IIIA 


var Delay, { stores the delay } 
Speed, { stores the key repeat rate } 
Fposl, 
FPos2 : integer; { error position in string conversion } 
ParErr : boolean; { error in parameter passing } 
begin 
writeln(#13#10,'TYPMP - (c) 1988 by MICHAEL TISCHER'); 
ParErr := true; { assume error in parameters } 
if ParamCount = 2 then | { were 2 parameters passed? } 
begin { YES } 
val (ParamStr(1}, Delay, FPos1); { first parameter to integer } 
val (ParamStr (2), Speed, FPos2); { second parameter to integer } 
if ((FPosl=0) and (FPos2=0)) then { error in conversion? } 
if ((Delay < 4) and (Speed <32}) then { no, value OK? } 
ParErr := false; — { yes, then parameters are OK } 
end; . > 
if ( ParErr ) then { are parameters OK? } 
begin { no } 
writeln(Call : TYPMP delay key repeat rate'); 
writeln(' . . *, #30," *, #30); 
writeln(' | I"); . 

{* Vertical line can be created using <Alt><179>; — 
writeln(' [——_—__—__—_1---] [------- | ----+—+--—=]") ; 

{* Upper left corner can be created using <Alt><218>; *} 

{* Horizontal line can be created using <Alt><196>; *} 

{* Brace pointing ‘up' can be created using <Alt><193>; *} 

{* Upper right corner can be created using <Alt><191> *} 
writeln(' | 0 + 1/4 second | | 0: 30.0 rep./s. I"); 

{* Vertical line can be created using <Alt><179>; *} 
writeln(‘ | 1:1/2 second | | 1: 26.7 rep./s. |); 
writeln(' | 2 : 3/4 second | | 2: 24.0 rep./s. I"); 
writeln(' | 3 : 1 second | | 3: 21.8 rep./s. |"); 
writeln(' {+--+ = +--+ -= { | 4 I"); 

{* Left brace can be created using <Alt><195>; =} 

{* Horizontal line can be created using <Alt><196>; *} 

{* Right brace can be created using <Alt><180>; ss 
writeln(' [all values q20% | | : lye 
writeln(! a 5 a | : I"); 

{* Lower left corner can be created using <Alt><192>; *} 

{* Horizontal line can be created using <Alt><196>; — *} 

{* Lower right corner can be created using <Alt><217>; *} 
writeln(' }28 : 2.5 rep./s. It); aie 

{* Vertical line can be created using <Alt><179>; *} 
writeln(' [29 : 2.3 rep./s. |"); 
writeln(' 7 [30 : 2.1 rep./s. I"); 
writeln({' . [31 : 2.0 rep./s. |*); 
writeln(' | ----------~~-----~- J"): 

{* Lower left corner can be created using <Alt><192>; *} 

{* Horizontal line can be created using <Alt><196>; *} 

{* Lower right corner can be created using <Alt><217>; *} 

end 
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else : > i - { the parameters are OK } 
begin . . 
if (SetTypm( (Delay shl 5) + Speed )) then { set key repeat rate } 
writeln('The keboard repeat rate was set.') 
else . 
writeln('ERROR accessing the keyboard controller.'); 
end; 
end. 


Assembler listing: | TYPMPA.ASM 


PRR RARER AKKREKEKEKREKREREKRKEKEREREKREK KEKE KK RKKKEKRERKRKEKKEKREKREREREKKEKKKKEKEREKE & 


is TYPMPA +; 
9 SRT Sa st ee See eae ee ee ee ne eee en? 
on Description : Assembler routine for use with a Turbo Pascal ‘*; 
7* ‘program, which sets the key repeat rate of the *; 
i” AT keyboard. “7 
Plies ec some isis som eG su ee sm pe av “ci i es eos dee mca is iS emi aac uy cis cs es esses imc ai Sos es is as eu tins ms i ee Sl Guts is Gas in > cn ae i en in ch xs 
a! Author s MICHAEL TISCHER rs 
al developed on : 27.08.1988 *; 
z* last update =: 27.08.1988 *e 
OR a nn ee coe ce ee se ee es ne Soe ca ce ee ee am aoe OO ce cet et com am xe 
ex to assemble : MASM TYPMPA; we 
;* LINK TYPMPA ts 
7* EXE2BIN TYPMPA TYPMPA.BIN . *; 
tial «es convert to INLINE statements *; 

ok 

tf 


KHKKKKKKRKEKKEKKREKRKRKKEKEKEKEEKERKEKEKKKKKKKKKK EKER KEKKKKKKKKKKKEKEKKEKEKEKKKKKEK 9 


KB STATUS _P equ 64h . sstatus port of the keyboard 

KB DATA P equ 60h keyboard data port 

OB FULL equ 1 ;Bit O in the keyboard status port 

. 7one character in the output buffer 

IB_FULL equ 2 i  37Bit 1 in the keyboard status port 
one character in the input buffer 

ACK_SIGNAL equ Ofah ;keyboard acknowledge signal 

SET TYPEM equ Of3h ;set-key-repeat code 

MAX_TRY equ 3 | ;number of retries 


p= ETOQraM:COde ‘S=ssees a= SSS SS Sao Senna sear see asa e ee ee 
code segment para 'CODE' ;definition of the CODE segment 

org 100h 

assume cs:code, ds:code, ss:code, es:code 


7-- SET_TYPM: Determines the key repeat rate to be sent to the ----~---- 
:7~ keyboard controller - 
7-= Info : Set up as a NEAR call 


set_typm proc near a 7GW expects FAR procedures 
sframe0 struc jstructure for accessing the stack 
bpd dw ? 7stores BP 
ret_adrO dd?  greturn address to the caller 
. 7 (FAR address) 
trated dw? ea - gaddress of the var with the rep rate 
sframeO ends zend of the structure 
frame equ [bp - bpO ] ~~ addresses the elements of the structure 


The following instructions are executed by Turbo 
push bp ;save BP on the stack 


=e 
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7 mov bp,sp | ;transfer SP to BP 
-xor dl,dl | --passume transfer failed 
mov ah,SET_TYPEM yset command code for key rep rate | 
cli ;disable interrupts 
call send kb yzsend to the controller 
jne error zerror? yes --> Error 


mov ah,byte ptr frame.trate0 ;get address of the TYPRATE var tebis 


call send_kb ;send to the controller 

jne error serror? yes --> Error 

inc dl ;everything OK, return TRUE 
error: Stl? c5%. "3 | : sallow interrupts again 

mov [bp-1],dl . zput error static there 

pop bp Ces zget BP back from stack 


jmp ende back to Turbo Pascal 


z-- SEND_KB: send a byte to the keyboard controller ----------------- amen 
: AH = the byte to be sent 

7-~ Output : zero flag: O=error, 1=OK 

;-- Registers: AX and the flag register are used 

7-- Info : this routine is intended for use only within this 

i-- module 


send_kb proc near 


_ push cx | _ 7Save all registers used in this 
push bx _ ;xroutine on the stack 
mov bl,MAX_TRY 7maximum of MAX TRY retries_ 
;-- wait until the controller is ready to receive data ------- 
skb_1: xXOY CX,CX maximum of 65536 loop passes 
skb 2: in al,KB STATUS P _ fread contents of the status port 
test al,IB FULL —pstill a character in the input buffer? 
loopne skb 2 . ryes --> SKB 2 
:-- send character to the Gont roller Sees se ee - 
mov al,ah | 7get character in AL 
out KB DATA _P,al | _ send character to the data port 
skb 3: in al,KB STATUS P ;read contents of the status port 
test al,OB FULL yanswer in the output buffer? 
loope skb 3 ;no --> SKB 3 
z-- get reply from eatioiise and evaluate coo Sae ics —— 
in al,KB DATA | Pp ae “read. reply from data. port. 
cmp al, ACK _ SIGNAL swas the character accepted? . 
je skb_ end . 7;YES --> everything OK . 
j-- the character was not aceeptied. —---—--~-—+ ~~ nae 
dec bl . - gdecrement error counter 
jne skb 2 _ - gretries left? 
_7YES --> SKB 2 
or bl,l | ;NO, set zero flag to 0, indicating 
. jan error. 
skb_end: pop bx . _ ;restore the registers from the stack 
Meop oe 
ret - . ;back to the caller 


send kb  endp 
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ende label near 
code ends zend of the code segment 


end set _typm 


C listing: TYPMC.C 


[RE KKKEKRERKE EKER EKEKREKREKREK KEKE REE REE EK EEE EER KEKE KEKE EKEKREKKEEKKEKE / 


/* TYPMC */ 
Wie oe a Sea i ea ee ee ae */ 
/* Description : Sets the key repeat rate on the AT keyboard */ 
/* according to the preferences of the user. */ 
Fee ee aT Te ea ee ey Wee Ee Neopet ee */ 
q* Author : MICHAEL TISCHER */ 
/* developed on =: 08/28/1988 */ 
/* last update : 08/28/1988 */ 
Yh Sea ae ee */ 
/* (MICROSOFT C) */ 
f* creation : CL /AS /c TYPMC.C */ 
/* LINK TYPMC TYPMCA; */ 
f* call : TYPMC */ 
[| Bem rn nr tn nn */ 
[* (BORLAND TURBO C) */ 
i* creation : via project file with following contents: - ef 
/* TYPMC */ 
/* TYPMCA. OBJ */ 


[ RRAKKKKKKEK KEKE IKKE KERR EEK KEK KEE KRKEKKEKEKKEKEKEKKEKKIEAKKKHEKEEKEE | 


[t== Include files Rama eee eee Sees eesssSseset / 


#include <stdlib.h> 


[== Typedefs Sao SSS SSeS See SS SSeS Sessa t / 
typedef unsigned char byte; /* build ourselves a byte */ 
typedef byte bool; ~ . /* always TRUE or FALSE */ 
#define TRUE 1 /* needed for working with BOOL */ 
#define FALSE 0 

/*== Declaration of external functions in the assembler module =======*/ 
extern bool set_typm( byte trate ); /* sets the key repeat rate */ 


[RRR KERRIER KIKI III KEK KIKI KEK IIIEKR EI IKKEEEEKKEREKE AKER KKK / 


/** MAIN PROGRAM 3 en / 


[FRR REKK IKKE RIKKI REE KIRK IKI KERIKERI KEKKEEKKEKKEE | 


void main(int argc, char *argv[] ) 
{ 


int delay, _ /* stores the specified delay */ 
speed; /* stores the specified repeat rate */ 
printf("\nTYPMC - (c) 1988 by MICHAEL TISCHER\n") ; 


if (arge!=3 || ( (delay = atoi(argv[(1]))<0O || delay>3 ) || 


( (speed = atoi (argv[2])}}<0O || speed>31 ))} 
{ /* illegal parameters were passed */ 
printf ("call: TYPMC delay key repeat rate\n"); 
printf (" \xle \xle\n") ; 
printf (" | Nn"); 
/* Vertical line can be created using <Alt><179>; Lat f 
eine (es, ef ap inn 
/* Upper left corner can be created using <Alt><218>; “7 
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/* Horizontal line can be created using <Alt><196>; */ 
/* Brace pointing ‘up' can be created using <Alt><193>; */ 
/* Upper right corner can be created using <Alt><191> */ 
printf (" | 0: 1/4 second | | 0 +: 30.0 rep./s. Kn"); 
/* Vertical line can be created using <Alt><179>; */ 
printf (" | 1: 1/2 second | | 1: 26.7 rep./s. Kn"); 
printf (" | 2 + 3/4 second | | 2: 24.0 rep./s. Kn"); 
print£ (" | 3:1 second | | 3: 21.8 rep./s. Kn"); 
BrinbE(®, » 4eteee et ee hn"); 
/* Left brace can be created using <Alt><195>; */ 
/* Horizontal line can be created using <Alt><196>; */ 
/* Right brace can be created using <Alt><180>; */ 
printf (" | all values q20% | | é Kn"); 
printf (" | ------------------ —j | . Kn"); 
/* Lower left corner can be created using <Alt><192>; */ 
/* Horizontal line can be created using <Alt><196>; */ 
/* Lower right corner can be created using <Alt><217>; */ 
printf (" 28: 2.5 rep./s. Nn"); 
/* Vertical line can be created using <Alt><179>; xf 
printf (" |29 + 2.3 rep./s. Nn"); 
printf (" 130: 2.1 rep./s. Kn"); 
printf (" {31 : 2.0 rep./s. \n"); 
printf (" | ------------------- Kn"); 
/* Lower left corner can be created using <Alt><192>; */ 
/* Horizontal line can be created using <Alt><196>; */ 
/* Lower right corner can be created using <Alt><217>; xf 
} 
else /* the parametes are OK */ 
{ . 
if (set_typm( (delay << 5) + speed }) /* set repeat rate */ 
printf ("The keyboard repeat rate was set.\n"); 
else 


printf ("ERROR accessing the keyboard controller.\n"); 
: 
} 


Assembler listing: TYPMCA.ASM 


RH KKKR KEKE KKK ERK KKK KEKE KEKE KKK KEK EKER KEEEEKKKKKKK © 
k 
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e 
: 
: 
. Description : Assembler routine for setting the key repeat *; 
- rate on an AT keyboard. For linking with a se 
i C program. *; 
Been ene rene cn pa i Om a ene ce i DS SSD AD it GD can Ds we 
* Author : MICHAEL TISCHER a 
* developed on : 08/27/1988 as 
* : *; 
; 


to assembler : MASM TYPMCA; | ial 
-.- link with a C program Ma 


KHKKKEEKEK REE RE KEEKREK KERR EKER KEKE KEKE KEK EEKKEEK EKER EEKKEKEKEKRERERKE KE 0 


me Ne Me Ne Me Me Me Me Ne Ne Me Ne Me Ne 
+ + 


toni Constants Sasa SssssaesSaseass ess saesessseesse eee sss SeeS ess SeSssSes 


KB STATUS P equ 64h ;keyboard status port 
KB DATA P equ 60h 7keyboard data port 
OB_ FULL equ 1 zbit 0 in keyboard status port 
7a character in the output buffer 
IB FULL equ 2 fbit 1 in the keyboard status port 
za character in the input buffer 
ACK_SIGNAL equ Ofah zkeyboard acknowledge signal 
SET_TYPEM equ Of3h ;set-repeat-rate code 
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MAX_TRY equ 3 - gnumber of. retries allowed 
7== Segment declarations for the C program **==ssnses=sseaeees=sssee=sse=== 


IGROUP group text rcombination of the program segments 
DGROUP group const, _bss, data ;combination of the data segments 
assume CS:IGROUP, DS: DGROUP, ES:DGROUP, SS: DGROUP 


CONST segment word public 'CONST';this segment stores all of the 
CONST ends . ;read-only constants 


_BSS segment word public 'BSS' ;this segment stores all of the 
_BSS ends suninitialized static variables 


_DATA segment word public 'DATA' ;all initialized global and static 
svariables are stored in this segment 
_DATA ends 


uF Program Se a ee ee ee ee ee ee ee ee ee 
_TEXT segment byte public ‘CODE' ;the program segment 


public _set_typm 


-~ SET _TYPM: sends the key repeat rate to the keyboard controller ----- 
-- Call from C : bool set_typem( byte trate ); 

-~- Return value: TRUE, if the repeat rate was set 

FALSE, if an error occurred 


=e “Yea Bs Ne 


_set_typm proc near 


sframe0 struc sstructure for accessing the stack 
bpd dw ? ;stores BP 
ret_adrO dw ? yreturn address to caller 
trated dw ? ;repeat rate to be set 
sframeO ends ;end of the structure 
frame equ [ bp - bpd J jaddresses the elements of the structure 
push bp ssave BP on the stack 
mov bp,sp ;transfer SP to BP 
xor dx, dx ;assume transfer fails 
mov ah, SET _TYPEM ;set command code for rep rate 
C11. . ;disable interrupts 
call send_kb send to the controller 


jne error rerror? YES --> Error — 


mov ah,byte ptr frame.trate0 7get key repeat rate 


call send_kb zsend to the controller 

jne error 7error? YES <--> Error 

inc dl ss everything OK, return TRUE 
error: sti _ . | jallow interrupts again 

mov ax,dx ;return value to AX 

pop bp eget. BP back from stack 


ret 7back to the C program. 
_set_typm endp 


~- SEND KB: send a byte to the keyboard controller S65 — eS 
-- Input : AH = the byte to be sent 
-- Output : zero flag: O=error, 1=OK 
-- Registers: AX and the flag register are changed 
Info : This routine is to be called only within the module 


“=e "se Se Re Bo 


send kb proc near 
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push cx | ae 7Save all registers which are changed | 
push bx gin this routine on the stack 
mov bl,MAX TRY :  smaximum of MAX TRY retries 
j-- wait until the controller is ready to receive data avai 

skb_1: xOr CX, Cx ;maximum of 65536 loop passes 
skb_2: in al,KB STATUS P read contents of status port 
test al, IB FULL  gstill a char in the input buffer? 
loopne skb 2 7YES ~--> SKB 2 
7--. send character to the controller ------------------------- | 
mov al,ah | 7get character in AL 
out. KB.DATA P,al ;send character to the data port 
skb_ 3: in al,KB STATUS P ;read contents of the status port 
test al,OB FULL 7reply in output buffer? 
loope skb_ 3 7NO --> SKB 3 
77~ get and evaluate relpy from controller ------------------- 
in al,KB DATA P ;read reply from data port 
cmp al,ACK SIGNAL gwas the character accepted? 
je. skb_end ;YES --> everything OK 
z-- the character was not accepted ~-------------------- asi as! 
dec bl decrement error counter 
jne skb 2 sstill retries left? 
7YES --> SKB 2 
or ..bl,1 7;NO, set zero flag to 0 to indicate 
;the error 
skb end: pop bx - : | ;restore the registers from the stack | 
pop cx ie 7 . 
ret yreturn to caller 
send kb endp 
7 or eee ON aD ED END ES RD EE RD SY LD GE EN ED SD SE SND ES SD IY OR OED STD OD SE SOND AR ID GENE AS ND GENTS SE GEE END GND OED SEE OU CEE SEED OA CED AD ED GNP ED GRY GED GUUS CES GED GUE SED Canty GW OED GN SED ND GED SNP COD ED AND CNT CD ON SES SENS LON eee 
text ends | end of the code segment | 
end... 7;end of the program 


We can use this same method to turn the LEDs on the AT keyboard on and off. 
The corresponding instruction code is number OEDH, and is called the Set/Reset 
Mode Indicators instruction. i 


After this command code has been successfully transmitted, the keyboard waits for 
a byte which reflects the status of the three LEDs. One bit in this byte stands for 
one of the three LEDs, which is turned on when the corresponding bit is set. 


Bit $2 NO BED 
jo Scroll Lock 
2 um Lock) 
l 
i 


t 


Bits 3-7 
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Setting and resetting these bits make sense only when the keyboard mode which 
they indicate is enabled or disabled. 


These modes are managed in the BIOS, not the keyboard. For example, the 
keyboard doesn't automatically convert all of the letters to uppercase in Caps Lock 
mode. The keyboard can only associate a key with a virtual key number, rather 
than a specific character. This key number is then converted to an ASCII or 


extended keyboard code by the BIOS. Naturally this also applies to the Caps Lock 


key, which simply sends a scan code to the computer when it is pressed. The BIOS 
assigns the Caps Lock function to this key by setting an internal flag which marks 
this mode as active, then sends the Set/Reset Mode Indicators instruction to the 
keyboard to light the appropriate LED. | 


Although these keyboard modes are normally enabled and disabled by the user 
pressing the corresponding keys, it may be useful to set a mode from within a 
program. This is the case for keyboards which have separate cursor keys and a 
numerical keypad, for example. Since most keyboards can only enter numbers 
when Num Lock mode is on, it makes sense to set this mode automatically when 
the system is started. | 


To do this we just set the appropriate BIOS flag and then turn on the 
corresponding LED on the keyboard to inform the user that this mode has been 
activated. 


In practice, a program just has to set the appropriate BIOS mode, since the BIOS 
automatically controls the keyboard LEDs. Whenever one of the functions of the 
BIOS keyboard interrupt is called, the BIOS checks to see if the status of the LEDs 
matches the keyboard status, as indicated in an internal variable. If a discrepancy 
arises, the BIOS automatically sets the LEDs to the status given in the keyboard 
status flag. | 


Since the position of this flag in the BIOS variable segment and the meaning of 
the individual bits is completely documented (see also Section 7.14), we can easily 
change these modes. 


The following programs in BASIC, Pascal, and C offer routines which can enable 
or disable the individual modes. It should be noted that although PCs and XTs 
have corresponding LEDs, these programs will not work or change the modes 
without changing the status of the LEDs on a PC or XT keyboard. This is because 
these keyboards are equipped with an 8048 processor, which does not offer the 
ability to manage the LEDs. The fact that these LEDs do turn on and off according 
to the modes has nothing to do with the BIOS, and is handled directly by the 
keyboard. 
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BASIC listing: LEDB.BAS 


LOD ERRARHAARARRERRER RRR RRR ER RRR RRR ARERRRERERRERRERRREK REE IKE A 


xe 


ee ee ee eee ene ere a ea ee eee a oe a a ee ee mem ns ee xt 


flag, causing the LED's on the AT keyboard “e 


«xt 
x 
*e 
*a 


110 '* LEDB 
120 '% 2-2 
130 '* Description : Sets the various bits in the BIOS keyboard *' 
140 tx sg : 
‘ooh OQ) * to flash. 
_. 160 ** Author : MICHAEL TISCHER 
170 '* developed on : 09/10/1988 
180 '* last update : 09/10/1988 


130 OK IKK RIERA RRERAIARERRIAR KEKE ARERREEEREEKIRAKERER KERRIER REREREERERES 


200 ' 
210 CLS : KEY OFF 


220 PRINT "NOTE: This program can be run only if GWBASIC was started from" 
230 PRINT “the DOS level with the command <GWBASIC /m:600000> and the" 


240 PRINT “computer is an AT." 
250 PRINT 


260 PRINT “If this is not the case, please enter <s> for STOP." 


270 PRINT “Otherwise press any other key..."; 
300 AS = INKEYS : IF AS = "s" THEN END 

310 IF AS = “" THEN 300 
320 CLS 

330 GOSUB 60000 


| ‘install routine for the interrupt call 
340 PRINT “LEDB - (c) 1988 by MICHAEL TISCHER“ 


350 PRINT : PRINT “Watch the LEDs on your keyboard!" 


360 SCRL& = 16 

370 NUML& = 32 

380 CAPL% = 64 

390 FOR Xt = 1 TO 10 | 
400 FLAGS% = CAPL% : GOSUB 50000 
410 FOR Y$ = 1 TO 100 : NEXT 

420 GOSUB 51000 

430  FLAGS%$ = NUML% : GOSUB 50000 
440 FOR Y% = 1 TO 100 : NEXT 

450 GOSUB 51000 | 

460 FLAGS% = SCRL% : GOSUB 50000 
470 FOR Y% = 1 T0100 : NEXT 

480  GOSUB 51000 

490 NEXT a | 
500 FLAGS%$ = SCRL% OR NUML% OR CAPL% 
510 FOR X¢ = 17010. 

520 GOSUB 50000 


‘the SCROLL LOCK flag 
‘the NUM LOCK flag 
‘the CAPS LOCK flag 


‘run through the loop 10 times 


*set CAPS LOCK 

‘delay loop 

"CAPS LOCK off again 
‘set NUM LOCK 

‘delay loop 

‘NUM LOCK off again. 
*set SCROLL LOCK 
‘delay loop 

*SCROLL LOCK off again. 


‘manipulate all three flags 
‘run through loop 10 times 


‘set all three flags 


530 FOR Yt = 1 TO 400 : NEXT ‘delay loop 
540  GOSUB 51000° ‘clear all flags again 
550 FOR Y% = 1 TO 400 : NEXT ‘delay loop 
560 NEXT | 
570 PRINT “That's all." 
580 END — 
590 § 
50000 PHM HK KKK KKK KKK KEK IKE KEKE KER KKEKKKKEKKEKKRERKKKKEEKKKKEREKEEKEEK I 
50010 ** set one or more of the flags in the BIOS keyboard status sli 
50020 ' *------—--—--~---- - - + - -- - -- - $e ee we 


50030 '* Input — 
50040 '* Output 


, none 


FLAGS% = the flags to be set 


50050 '* Info : the variable 2% is used as’a dummy variable F a 
50060 OHHH IIH AKI RKKIKIIK HK HKIKEKRKKE KI KEKIKKKE IKE KREKKEREKK EKER KEKE 


50070 ° 


50080 DEF SEG = &H40 


50090 


50100 INTR% = &H16 
50110 AH% = 1 
50120 DEF SEG 


POKE &H17, PEEK(&H17) OR FLAGS% 


‘set BIOS variable segment 


‘set the flags 


‘call BIOS keyboard interrupt 


‘function 1: character ready? 
‘switch back to the GW segment 


90130 CALL IA(INTR%, AH%, 2%, 2%, 2%, 2%, 2%, 2%, 26, 2%, 2%, 2%, 2%) 

50140 RETURN ‘back to the caller 
50150 ! 
51000 CRAKE IKKE KEKE KE KKK KKK KE KEK KKK KEKE KEKE KEE KKKREEKKKERKKKK SO 
51010 '* clear one or more the flags in the BIOS keyboard status le 


51020 (ties eee eek SaGeceemeaaeasas ----------------------- xe 
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FLAGS% = the flags to be cleared one 


51030 ‘* Input 3: 

51040 ‘* Output : none kal 
51050 '* Info : the variable 2% is used as a dummy variable : os 
51060 OKI HRITHIK K IKK KIKI IKI IKI IKI IKI INRIA KEK AIK KEK KAKA IKE 
51070 ! 

51080 DEF SEG = &H40 ‘set BIOS variable segment 
51090 POKE &H17, PEEK (&H17) AND NOT (FIAGSS) j . ‘clear the flags 
51100 INTR& = &H16_ ‘call the BIOS keyboard interrupt 
51110 AHt = 1 ‘function 1: character ready? 
51120 DEF SEG . ‘switch back to the GW segment 
51130 CALL IA(INTRS&,AH%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, 2%, Z%) 

51140 RETURN 2 _. "pack to the caller 
51150 * | . 

60000 DICE IEICE ICI ICICI ICICI I CITI CII III TOIT TCT TEI GTI ATI ATTA ATA ATM 
60010 '* initialize the routine for the interrupt call ‘ai 
60020 8 hae na a a a n= ale 
60030 '* Input : none bakes 
60040 '* Output : IA is the start address of the interupt routine ied 
60050 CHKKKKKKKKEKKKKKEKKKEKKEKKEKKEKKEKEKEKEKEKKEKEKEKEKEKKEKKKKKKKKKKKKEKKS 
60060 ' | 

60070 IA=60000! ‘start address of the routine in the BASIC segment 
60080 DEF SEG ‘set BASIC segment 


60090 RESTORE 60130 

60100 FOR I% = 0 TO 160 : READ X% : POKE IA+I%,X% : NEXT ‘poke routine 
60110 RETURN | | ‘back to the caller 
60120 * 

60130 DATA 85,139,236, 30, 6,139,118, 30,139, 4,232,140, 0,139,118 
60140 DATA 12,139, 60,139,118, 8,139, 4, 61,255,255,117, 2,140,216 
60150 DATA 142,192,139,118, 28,138, 36,139,118, 26,138, 4,139,118, 24 
60160 DATA 138, 60,139,118, 22,138, 28,139,118, 20,138, 44,139,118, 18 
60170 DATA 138, 12,139,118, 16,138, 52,139,118, 14,138, 20,139,118, 10 
60180 DATA 139, 52, 85,205, 33, 93, 86,156,139,118, 12,137, 60,139,118 
60190 DATA 28,136, 36,139,118, 26,136, 4,139,118, 24,136, 60,139,118 
60200 DATA 22,136, 28,139,118, 20,136, 44,139,118, 18,136, 12,139,118 
60210 DATA 16,136, 52,139,118, 14,136, 20,139,118, 8,140,192,137, 4 
60220 DATA 88,139,118, 6,137, 4, 88,139,118, 10,137, 4, 7, 31, 93 
60230 DATA 202, 26, 0, 91, 46,136, 71, 66,233,108, 255 


Pascal listing: LEDP.PAS 


{ REA RK ARK RK ERE KEK KEKE RK EKK KEK KKK KEKE KKK RR EKRKKEKRE RK KKKKKEKEKKKEEKEKKERKEKKER | 


{* LEDP | *} 
{ *¥--~—--~~--—-- ~~~ + is st cot a a i A ee eae *} 
{* Description : sets the various bits in the BIOS keyboard | =F 
{* status byte causing the LEDs on the AT a 
{* ‘ keyboard to turn on. =) 
{ *---—-------- + +e + + oe ee *} 
{* Author - : MICHAEL TISCHER ane: *} 
{* developed on  : 08/16/1988 ¥) 
{* last update : 08/17/1988 “) 


{ RRR HRRRKKKEKRKEEK HERE KKK KEK KKK KE KREKEEKEKRIEKREK RE KEK KKK KKK ERE KKEEKKEEKEKEKKEE | 
program LEDP; 


uses CRT, | { bind in the CRT unit } 


DOS; a . -{ bind in the DOS unit } 
const SCRL = 16; { Scroll Lock bit } 
NUML = 32; { Num Lock bit } 

CAPL = 64; { Caps Lock bit } 

INS = 128; { Insert bit } 

{ FE RKKHHEK KHER EKKEKKEKK EEK KEKEKKKEKKEKKER EKER ERK EKKEKKEKEKREKKKKKRKEEKKEKEKEKKEKE | 
{* SETFLAG: sets one the flags in the BIOS keyboard status byte =) 
{* Input : the flag to be set (see constants) *} 
{* Output : none *} 


{ FARR RHR HERRERA REE KEEREKEEKR EKER ERK EKER KKK EKKEK KEKE EKKEEKKERERKRAKEKKEKKKE | 


procedure SetFlag(Flag : byte); 
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byte absolute $0040:$0017;{ BIOS keyboard status byte } 


var BiosTSByte : 
Regs : Registers; { processor registers for interrupt call } 
begin . 
BiosTSByte := BiosTSByte or Flag; { mask out the corresponding bit } 
Regs.AH := 1; _ { function no.: character ready? } 
intr ($16, Regs); { call BIOS keyboard interrupt } 
end; _ 


[FAI III IIIT III II III ITI III III IIIA IDI ASIA IAI IAI AAO A IIA AI AAAS 
{* CLRFLAG: clears one of the flags in the BIOS keyboard status byte *} 
{* Input : the flag to be cleared (see constants) *} 


{* Output : none . . *} 
{BH HH HK IHR IK KK ERI IK KAKI IHR II KKK KKK KIER KERRI RE KER EEREREEKEKEKE } 


procedure ClrFlag (Flag : byte); 


var BiosTSByte : byte absolute $0040:$0017; { BIOS keyb. status byte } 
Regs : Registers; { processor registers for interrupt call } 
begin 
BiosTSByte := BlosTSByte and { not Flag ); . { mask out bit } 
Regs.AH := 1; { function no.: character ready? } 
intr($16, Regs); | { call BIOS keyboard interrupt } 
end; 


[IIRC III ICICI III III TOIT TI IIA TIT IT IAI AIT IATA IAA TASHA 


{** MAIN PROGRAM 3 ee} 


[RR HII RRR IIR TTR IRI II KR IKI IAAI R IIIA ARABI KAKA AA KIKI A KHAKI AIA K AK Y 


var counter : integer; 


begin ; ; < 
writeln(*LEDP - (c) 1988 by Michael Tischer'); 
writeln(#13,#10, ‘Watch the LEDs on your keyboard!'); 


for counter:=1 to 10 do { run through the loop 10 times } 
begin 
SetFlag( CAPL); ; _ { turn on CAPS } 
Delay( 100 ); { wait 100 milliseconds } 
ClrFlag( CAPL ); { turn CAPS off again. } 
SetFlag( NUML); , te . { turn on NUM } 
Delay( 100 ); _ . | . { wait 100 milliseconds } 
ClrFlag( NUML ); . pe { turn NUM off again } 
SetFlag( SCRL); . . . { turn SCROLL LOCK off } 
Delay( 100 ); . { wait 100 milliseconds } | 
ClrFlag({ SCRL ); - { turn SCROLL LOCK off again } 
end; — 
for counter:=1 to 10 do { run through loop 10 times } 
begin 
SetFlag(CAPL or SCRL or NUML); { all three flags on } 
Delay( 200); { wait 200 milliseconds } 
ClrFlag(CAPL or SCRL or NUML); { all flags off again } 
Delay( 200 ); { wait 200 milliseconds } 
end; 
end. 
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C listing: LEDC.C 


[RRR HRKK EKER IKKE HEIKKI IKI ERE IKKE KIARA EE EEKEAKEKKEKEKE 


/* LEDC */ 
/* as San Ss sists ‘es ais is Guim sai cin sin cs tas Gis is ai tis km ema caulk we a less emis ws cts Us ek cnn Ws Sis ni in ew cel Sm eae a Se car ee se a on xf 
/* Description : Sets the various bits in the BIOS keyboard */ 
/* flag, causing the LEDs on the AT keyboard to */ 
/* flash. */ 
/* cs <n ci Zs cst cs ee a Sims ime con ab in Su hn Sana em jus Sis cam See ns Sn eh cs ih Sts wn i nosh imo Ge Sams ti can cig ts e-em nin cee en cm er ci ek avi ws af 
/* Author : MICHAEL TISCHER +f 
it developed on : 22.08.1988 */ 
/* last update : 22.08.1988 */ 
/* sii ais as ety tess im nc ed cs en ce as ns ests is es ns ca cs ts cs a ce meses ss eo es ec Qo cm els Co ie see a/ 
/* (MICROSOFT C) */ 
/* creation : CL /AS LEDC.C */ 
j* call : LEDC */ 
/* co ce wn ee OA Sa ED SY AD SRD SOU ah SD DS el SEED SY SOND SD GUD GERD SEND EE SH CD SD SDD GY SE Cp ED SP AE SED SNS EDP DG GY GN ND RD SD EAE ENE ND GOK SAMY ND AND ST GS SED SD me ND See a/ 
[= (BORLAND TURBO C} : */ 
/* creation : via the command COMPILE / MAKE x] 


[RRR AKIRA KE EK KIEKKEK IKKE KEIR KKK EKER ERE RE KEE EKER KKKEKRKKEE / 


#include <dos.h> 


#ifndef MK FP /* was MK FP already defined? */ 
#define MK FP(seg, ofs) ((void far *) ((unsigned long) (seg) <<16| (ofs))) 
#endif 

#define SCRL 16 /* Scroll Lock bit */ 
#define NUML 32 /* Num Lock bit */ 
#define CAPL 64 /* Caps Lock bit */ 
#define INS 128 /* Insert bit */ 
/*-- BIOS KBF creates a pointer to the BIOS keyboard flag -----------~ * ff 


#define BIOS KBF ((unsigned far *) MK_FP(0x40, 0x17)) 


[RRR REKEKRKEREKEKRKEKKE KEKE KEKE KEK KEKE KER KEKE KKK EKER EKER KEEEKKKEKKEKEEKE 


* Function 'DELAY J 


Description 
Input parameters 


: Waits a certain length of time. 
* 

* Return value 

* 

* 

* 


PAUSE = the number of milliseconds to wait. 
Info Since this function uses the BIOS timer for time 
measurement, the accuracy is limited to about 
1/60 of a second. 


HR K IKK KIKI KARE KKK KKK KKK KK KEKE KEKE KEKE KEKE EKER ERE REE KEKE KEKHAKKEKAEE 


o>] 
ce) 
> 
@ 
+ + +  e 


void delay( unsigned pause } 
{ 
long timer; /* stores the timer value to be reached */ 
union REGS inregs, /* stores the processor registers */ 
outregs; /* INREGS before, OUTREGS after the intr call */ 


inregs.h.ah = 0; /* ftn. no.: read timer */ 
int86(Oxla, &inregs, s&outregs); /* call BIOS timer interrupt */ 
/*- calculate the target time value and check to see if this .  ----*/ 
/*- value has been reached. a 


timer = outregs.x.dx + ((long) outregs.x.cx << 16) + 
(pause * 18 + ((pause << 1) / 10)) / 1000; 
do /* polling loop */ 
int86(Oxla, &inregs, soutregs); /* read timer again */ 
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while ((outregs.x.dx + ((long) outregs.x.cx << 16)) <= timer); 
} 


[RRR KKK IKKE KKK IKK KIRKE KER KER KEKE EEK IKE KEE EKRKEEEKEEE KK KEKEKEEKREKE 


* Function >: SET FLAG 5 
90 DE ak iin hn Sas Sica es ih has a ia ih en i vec lg se ees aes Se mn sp tt ss wc iC es als lp cl ig cos i's cs ec a ts a 
* Description : Sets individual bits or flags in the BIOS * 
* keyboard flag. * 
* Input parameters : FLAG = the bits or flags to be set * 
* Return value : none * 


HARKER KE KKK KKK KEKE IKKE KKK KE KEK KEE KEKE KEE KEK KEKE REE EK KEKE KEKE EEKEKKEKKEK 


void set_flag( unsigned flag ) 
{ 


union REGS regs; /* stores the processor registers */. 


*BIOS KBF |= flag; /* set the specified bits in the keyboard flag */ 


regs.h.ah = 1; /* ftn. no.: character present? */ 
int86(0x16, &regs, &regs); /* call BIOS keyboard interrupt */ 
} . 

[RRR AEKEKREEEKKKKKKKKKKKKAKKKKKKK KKK KKK KKK KKK 
* Function > CLR FLAG * 
De De areata alee ak pe ete ie scandens etal re a eat eee kk 
* Description | : Clears individual bits or flags in the BIOS : 
e keyboard flag. i 
* Input parameters : FLAG = the bits or flags to be cleared x 
* Return value : none * 


KHKKKKKKKKKKKEKKE KEKE KEK KKREKEKEEKKEEKEKEKEKRK KEK KEE KK EEK KEKE EKKEKKKEKKKKKKKKKK / 


void clr flag( unsigned flag }) 
{ 


union REGS regs; /* stores the processor registers */ 
*BIOS KBF &= ~flag; /* mask out bits in the BIOS keyb. flag */ 
regs.h.ah = 1; /* ftn. no.: character present? */ 
int86(0x16, &regs, &regs); /* call BIOS keyboard interrupt */ 


} 


[RRR AKER KKK RIKKI KKK AKER IKKE IKI KR EKEKEEARE KKK KKK EKKEEAKEKKKKKKK | 


[ee MAIN PROGRAM baal f 
[RR ARRK KIRKE RE RIKI KKK IKK KIKI KEIR KEKE KEKE KKK KEKE KEKE KKK EK EEKKEEKKKK / 


void main() 


{ 


unsigned i; /* loop counter*/ 


printf("LEDP - (c) 1988 by Michael Tischer\n\n"); 
printf ("Watch the LEDs on your keyboard! \n"); 


for (i=0; i<10; ++i) /* run through the loop 10 times */ 
{ 
set_flag( CAPL ); /* turn CAPS on */ 
delay( 100 ); . /* wait 100 milliseconds */ 
clr flag( CAPL ); /* turn CAPS off again */ 
set_flag( NUML); /* turn on NUM */ 
delay( 100 ); /* wait 100 milliseconds */ 
clr flag( NUML ); /* turn NUM off again */ 
set _flag( SCRL); /* turn on SCROLL LOCK */ 
delay( 100 ); /* wait 100 milliseconds */ 
clr flag( SCRL ); /* turn SCROLL LOCK off again */ 
} 

for (1=0;7 1<10; ++i) /* run through the loop 10 times */ 
{ 
set_flag(CAPL | SCRL | NUML); /*.all three flags on */ 
delay( 200 ); /* wait 200 milliseconds */ 
clr flag(CAPL | SCRL | NUML); /* all flags off again */ 
delay( 200 ); /* wait 200 milliseconds */ 


} 
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Chapter 13 


Expanded Memory 
Specification 


When the IBM PC was being developed in 1980 its capabilities were quite 
advanced for its time. This was also true of the size of its main memory. The 
maximum size of 640K seemed so large at the time that no one could imagine 
what a user would do with so much memory. Thus the first PCs were equipped 
with 64K, then 128K, and later 256K of memory. But today memory requirements 
are much greater and the standard amount of RAM for PCs, and especially ATs, 
has grown to the full 640K. 


As we enter the age of the 80386 microprocessor, with the introduction of graphic 
user interfaces and multitasking operating systems (Windows®, OS/2®), 640K 
will soon no longer be enough to make full use of the capabilities of the PC. But 
we have reached a boundary that cannot be crossed by just adding more memory 
chips to the computer. A normal PC or XT is limited to 640K and an AT to 16 
megabytes. The 16 meg is only available in the protected mode of the 80286 . 
processor, and is inaccessible to normal DOS applications. 


Adding memory 


To provide a way around this problem, some leading PC firms got together several 
years ago and devised a way to add more memory to PCs, XTs and ATs that could 
also be accessed under DOS. These companies were Lotus (the developers of Lotus 
1-2-3), Intel (manufacturer of PC processors) and Microsoft (developers of MS- 
DOS and OS/2). They developed a standard known as the LIM standard, after the 
first letters of the company names. 


This standard allows up to 8 megabytes to be added to a PC on an expansion card. 
Only 64K of this 8 megabytes is visible in the 1 megabyte address range of the 
8088 prccessor, in a window called the page frame. Memory installed in this 
manner is called expanded memory, and should not be confused with the extended 
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memory which ranges beyond 1 megabyte on an AT. The whole system is referred 
to as the expanded memory system, or EMS for short. 


1 megabyte 


Main memory | EMS memory 
FFFF 


BIOS 


> PP PP DP PF DP 


ORO Ce CC 
CON OM BC MC CD 
GOOCH) 


~ ROM extensions 


“Video RAM 


Extra video RAM 


BOOO 


A000 


Working RAM ae: 


ee 


- 2 DP Ole 


0000 
EMS memory access (LIM standard) using a window 


There is always at least 64K in the 1 megabyte address space of the PC which is 
not used for main memory, BIOS, video RAM, or other system expansions, so the 
EMS developers decided to use this as a window into the EMS memory. Usually 
this window is at segment address DOOOH, but the EMS hardware allows it to be 


changed. 


Since this window is under the 1 megabyte memory limit, it can be accessed with 
normal assembly language instructions, similar to the way the video RAM is 
accessed. Both read and write accesses are possible. We will look at concrete 


oi as of these accesses later on in this er 
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Page frame division 


The whole procedure is. somewhat refined by the fact that the page frame is further 
divided into 16K pages. This allows the programmer to access four completely 
different, and perhaps widely separated, pages from the EMS memory. 


The registers on the EMS card allow the programmer to set which pages of the 
EMS memory will be visible in the page frame. The address lines on the EMS 
card are programmed so that the EMS pages are mapped into the page frame and 
appear in the 8088's address space. This process is known as bank-switching. 


In addition to the hardware, the EMS also includes a software interface which 
handles programming the EMS registers and other memory management tasks. It 
is called the EMM (Expanded Memory Manager) and gives you a standard interface 
which you can use to access the EMS cards of different manufacturers. This also 
applies for the extended EMS standard (EEMS) developed by AST Research, 
-Quadram, and Ashton-Tate, which goes far beyond the LIM standard. 


The EMM 


Similar to the DOS interrupt 21H, which provides a standard interface to the 
operating system functions, the EMM functions can be called through interrupt 
67H. Before a program tries to use EMS memory and the corresponding EMM, it 
should first check to make sure that an EMS is installed. If it does not do this and 
there is no EMM, the results of a call to interrupt 67H are completely 
unpredictable. Maybe it just won't work; maybe the system will crash. 


To prevent this, a program which uses the EMS should first check to make sure it 
exists. To do this we can use the fact that the EMM is bound into the system as a 
normal device driver when the computer is booted. As such, it naturally has a 
driver header which precedes it in memory and defines its structure for DOS. The 
name of the driver is found at address 10 in the driver header. The LIM standard 
prescribes that this name must be EMMXXXXO. The example programs at the end 
_ Of this chapter test for this name by first determining the segment address of the 
_ Interrupt handler for interrupt 67H. If the EMM is installed, the segment address 
- points to the segment into which the EMMXXXX0 device driver was loaded. 
Since the driver header is at offset address 0 relative to the start of this segment, we 
just compare the memory locations starting at 10 with the name EMMXXXX0 to 
see if the EMS memory and the corresponding EMM are installed. 


; Once this is verified, access to this memory requires just three steps: 


1.) Just as conventional memory must be allocated with a DOS Fincion: a 

program must first allocate a certain number of EMS pages for itself from 

the EMM. The number of pages to be allocated depends on both the 

- memory requirements of the program and how much EMS memory is 
available. 7 2 | | 
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2.) ‘If the desired number of pages were successfully allocated, the specified 


pages must first be loaded into one of the four pages of the page frame so 

- that data can be written into them or read from them. This results in a 
mapping between one of the allocated pages and one of the four physical 
pages within the page frame. EER eG 2 


3.) When the program is ended or it is done using the EMS storage, the 


_ allocated pages should be released again. If this is not done, the allocated 
pages will still be owned by the program (even after it ends) and cannot 
be given to other programs. - a a 


As with DOS interrupt 21H, the function number of an EMM call must be loaded 
into the AH register before the interrupt call. In contrast to the DOS functions, the 
function number does not correspond directly to the value in the AH register and 
you must add 3FH to the function number. Thus for a call to function 2H you 


_ would have to load the value 3FH + 2H or 41H into the AH register. After the 


function call this register contains the error status of the function. The value 0 — 
signals that the function was executed successfully, while values greater than or 
equal to 80H indicate an error. | 


About errors 


01H 

| Ce 

3 

[O4H | Allocate EMS pages 
—_— 


You can get the error codes from the error descriptions in the Appendices, but you 
should be aware of one particular error. If the value 84H is in the AH register after 
a call to EMM interrupt 67H, it means that an invalid function number was passed 
in the AH register. 7 | 


The following functions are required for a transient program to access the EMS 
memory: | : Le 


‘OlHi Get EMM status | 
Get segment address of the page frame 


To guarantee proper operation of the EMS hardware and the EMM, you should 
check the EMM status before allocating EMS memory. This is done with function 


01H, which requires no parameters beside the function number in the AH register. 


working with the EMS memory. 


Limits 
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If it returns the value 0 in the AH register, then everything is OK and you can start 


; \ 


to EMS allocation | | ee 

Naturally the number of allocatable EMS pages is limited by the number of free 
pages. Thus you should ensure that the memory requirements of the program do 
not exceed the available memory. Here we can use function 03H, which returns the 
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number of free EMS pages. This function requires no parameters beside the 
function number and returns the number of unallocated pages in the BX register. It 
also returns the total number of installed EMS pages in the DX register. 


If enough EMS memory exists for our program, or if the memory requirements are 
adapted to the available memory, we can then allocate the memory. Function 04H 
must be passed the number of pages to be allocated in the BX register. If the 
requested number of pages were successfully allocated (AH register contains 0 after 
“the function call), the caller will find a handle to the allocated pages in the BX 
register. This handle must be used to access the allocated pages and identifies the 
caller to the EMM. This handle must be saved by the caller and losing it means 
Rot only that the allocated pages cannot be accessed, they can also no longer be 
released. This function can be called multiple times by a program to allocate 
a multiple logical page blocks. 


Once we have the page handle we can start accessing the pages. The handle i iS 
passed to the appropriate functions in the DX register. This also applies to 
function 05H, which maps a logical page to one of the four physical pages of the 
page frame. The number of the logical page is passed i in the BX register and the 
physical page number in the AL register. Note that both specifications start at 
zero. If you have allocated 15 pages, then the numbers of the logical pages run 
from zero to 14. | on | | : 


Once the appropriate page is in the page feast, it can be acceseed just like normal 
memory. The offset address of the start-of-page is calculated from the physical page 
number, but the corresponding segment address must be determined with an EMM 
_ function. Since this address does not change while working with the EMS 
memory, you can read it once at the beginning of the program and then save it in a 
variable. Function 02H returns the Sager address of the page frame i in the BX 
register. | | Chases 


When you are done using the EMS, be sure to return the allocated sins to the 
EMM. All you have to do is pass the page handle to function 06H. 


In addition to these six functions, which a normal program can use to access EMS 
memory, there are six more functions which can be useful under certain 
_ circumstances. These are the following: 3 


Get EMM version number 
Save current mappina 
Reset saved mapping: 
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Version numbers 


Reading the EMM version number is of interest because the LIM standard has 


changed somewhat since it was introduced. Some functions are no longer supported 
and new functions have been added. The functions presented here are from Version 
3.2, which has now been superseded by version 4.0. Version 3.2 represents a good 
compromise not only because is it very widely used, but because it is also 
completely compatible with Version 4.0. If you don't want to support earlier or 
later EMS versions in your program, you should check the version number at the 
start of the program. The version number will be returned in the AL register after a 
call to function 07H. It is encoded as a BCD number. 


Functions 08H and 09H are important for TSR programs which want to use the 


EMS memory for their own purposes. When a TSR program interrupts a transient 
program and places itself in the foreground, it must take into account the fact that 


_ the interrupted program may have been using EMS memory and had created a 


certain mapping. Since this mapping must not be changed when returning to the 
interrupted program, it must be saved when the TSR is activated and then restored 
when the TSR exits. Function 08H saves the current EMM mapping and function 
O9H resets the saved status. Both functions must be passed the handle of the 
function. In this case it is the handle of the TSR program, not the handle of the 


interrupted program. 


The last three functions are only important for the memory manager and will not 
be discussed here. More information can be found in the appendix in the EMM 
function descriptions. 


Demonstration programs 
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The following pages contain two programs, one written in Pascal and one in C, 
which illustrate how to use EMS memory. There is no assembly language 
program since, in principle, calls to the EMM functions involve just loading 
variables and constants into registers and calling the EMM interrupt 67H. Using 
the information in the Appendices, it should be easy to write an assembly 
language program which uses the EMS. There is no BASIC program because 
EMS memory is intended to be used with complex and memory-intensive 
applications for which BASIC (or at least GW-BASIC) is not suited. 


The two programs are almost identical, so we will limit ourselves to a discussion 
of the basic program structure. The programs offer a number of functions and 
procedures which can be used to access the various EMM functions. Both 
programs also contain a function called EMS_INST (or EmsInst) which determines 
if an EMM is installed. In Pascal we have a problem because a pointer has to be 
loaded with an address which consists of separate segment and offset addresses. 
Since this is not possible in Pascal, there is an INLINE procedure called MK_FP 
which (like the C macro of the same name) combines a segment and an offset 
address into a (FAR) pointer. The fact that this is a FAR pointer is important 
because the page frame is not in the program's data segment and thus cannot be 
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addressed via the DS register. This is not a problem in Turbo Pascal because the 
code is generated to work with FAR data pointers. In C we have to make sure that 
the program is compiled in a memory model which uses FAR pointers for data. 
This occurs in compact, large, and huge models. 


The main program firsts tests to see if EMM is present and then uses various 
functions to obtain status information about the EMS memory, which it displays 
on the screen. Then a page is allocated and mapped to the first page (page 0) of the 
page frame. The current contents of the video RAM are copied into this page and 
the video RAM is then erased. | 


After the copy procedure, a message is displayed for the user and the program waits 
for a key to be pressed. Then it copies the old screen contents back to video RAM 
from page 0 of the page frame and the program ends. 


This program shows that the contents of a page in the page frame can be treated 
just like ordinary data. After you have created a pointer to the corresponding page 
you can manipulate the data on this page, including complex objects like 
structures and arrays, just like any other data. It is important to make sure that 
your objects fit on one page or that you do not forget to change pages or load a 
new page into the page frame to access larger objects. 


C listing: EMMC.C 


[RRR RK IKKE IIH IKKE IIH KAKI IK ITI IT IIE IKI KIARA KE AERA REKREKEEKKKE 


/* EMMC | */ 
/* ein eis oun est iss cs ems comb isch tins sans Gas cess ccs Saks eons ces Sow es Seo eee Sa es Sas mew mn ms ew is a as we ee es St ee en ee a a ee ee ee ee a x / 
/* Description : a collection of functions for using EMS */ 
/* ‘storage (expanded memory). */ 
/* i st i sem ga as a Sins i i acs ky a in mh en ca aig ins Sn sn mesic a sc as Sc cs mrs a iene ns ts ich em cn Wem ns ‘ee cs le x/ 
/* Author : MICHAEL TISCHER *] 
/* developed on : 08/30/1988 a J 
/* last update : 08/30/1988 */ 
/* ni “fn ces ‘in ek sams ave Gems bn Sb ps mc Gs cases ns ps es cers us SS i el mAs us as as ac ies Zs ne el Sp cdes ans lb ome Sow twas) as cs Snibosd cas ss Geb ak de Wis mln pu Sas Gs es in Gita lw ms  ca */ 
/* (MICROSOFT C) */ 
/* creation : CL /AC EMMC.C */ 
/* call : EMMC */ 
J ite ei eeee oa See eee soe Eee eee dedeceaaneeeeeeces x / 
/* (BORLAND TURBO C) */ 
/* creation : via the RUN command in the menu line */ 
/* (no project file) */ 
[* Info : Note that the Compact memory model must be a7 
/* selected via the compiler model menu option. */ 


[RRR RRR ERK IK KIKI KKK IK KIKI RIKKI KKK REE KEKE KEKK KE / 
#include <dos.h> 


#include <stdlib.h> 
#include <string.h> 


[/*== Typedefs Siamese S ss SSeS SSeS ees SSS SS SSeS SS SSS SSS SS SSS SSesat / 
typedef unsigned char BYTE; /* build ourselves a byte */ 
typedef unsigned int WORD; 

typedef BYTE BOOL; /* like BOOLEAN in Pascal */ 
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/*-~ MK_FP creates a FAR pointer out of segment and offset addresses -*/ 
#ifndef MK FP /* is MK FP defined yet? */ 
#define MK FP(seg, ofs) ((void far *) ((unsigned long) (seg) <<16| (ofs))) 
#endif 


/*-- PAGE ADR returns a pointer to the physical page X within the ----*/ 
/*=- page frame of the EMS memory. — —_ : oo 


#define PAGE ADR(x) ((void *) MK FP(ems frame seg({) + ((x) << 10), 0)) 


/t== Constants ceases esses Sse sees / 


#define TRUE 1 3 /* constants for working with BOOL */ 
ene FALSE 0 

#define EMS INT 0x67 /* interrupt number for access to the EMM */ 
#define EMS _ ERR -1 /* returned on error */ 


/t== Global variables Seesseesssesess ess Ses ss esses sesesessseseeesesess / 


BYTE emm_ec; | /* the EMM error codes are placed here */ 


[BRAKE KEKE KIRKE KEE KEE EEK KEKE KEKE KEE REKEEKEKEERKEKEKEKEKKKKE 


* Function > EMS INST | * 
kta nae cee eae eee eee ees acuta stawaee cece eee eT ak 
* Description : Determines if EMS memory and the associated * 
* - EMS driver (EMM) are installed. * 
* Input parameters : none | * 
* Return value : TRUE, if EMS memory installed, else FALSE x 


RAKKKEKKKEEKKEEKKEE KERRIER KEKE KEK KKE KEKE KEKE KEKE KEKEREEKEEKKEEKEEEEKREKEKKEKKEE / 


BOOL ems_inst () 
| 


Static char emm_name[] = { 'E', "MS, OMS). TKS, TK Ks, OK, 80" 05 

union REGS regs; /* processor registers for interrupt call */ 
struct SREGS sregs; i* Semen registers for the interrupt call */ 
BYTE i; . /* loop counter */ 
char i omueanepeet: /* ne to the name in the interrupt handler */ 
/*-- construct pointer to name in the header of a switch driver ----*/ 
regs.x.ax = 0x3567; /* ftn. no.: get interrupt vector 0x67 */ 
intdosx (&regs, &regs, &sregs); /* call DOS interrupt 0x21 */ 
emm | inspect = (char *) MK FP(sregs.es, 10); /* construct pointer */ 
/*-- search for the name of the EMS driver -—--------—--see sen nn nnn nt/ 


_for(i=0; i<sizeof emm_name && * (emm_inspect ++) =-emm_name [i++]; ) 


return( i == sizeof emm name ); __ /* TRUE if name found */ 


} 


[RE KKKKEKEHEKKEKKKKERKEKEKKEKEKEK KEKE KEE KEKE KE KKK KEK KEE KKK EEK KEE KEK EEK KEEKEKRERKKKKKE 


* Function >:EMS NUM PAGE aa: 
Pg En SA SA ee Oe aT EO EW Ts BEEN A MOA P IE Cle AUT tee Ns ESPEN aE Or TOE RNOLD 
* Output : Determines the total number of EMS pages _ 
* Input parameters : none . * 
* Return value : EMS ERR on error, else the number of EMS pages * 


FOI III III ITI TAIT OI ITI IA IO TO IAI IAA | 


int ems_num_page () 


{_ 


union REGS regs;  “/* processor registers for interrupt call */ 
regs.h.ah = 0x42; a /* ftn. no.: get number of pages */— 
int86(EMS_INT, &regs, regs); — /*® call EMM */ 
if (emm_ec = regs.h.ah) /* did an error occur? */ 

return (EMS ERR); /* yes, display error */ 
else ee td <n attes Sees econ /* no error */ 


PC System Programming 


i en : 13. Expanded Memory Specification 


return ( regs.x.dx ; | /* return total number of pages */ 


[RII III III RIO ICIOI IO IIR IIIT II TTI IT TI STI IAI 


* Function > EMS FREE PAGE * 
#h-—--~-~~ ~~ - -- + nn nnn en nnn net ht 
* Description : Returns the number of free EMS pages. i Bic 
* Input parameters : none * 
* Return value : EMS ERR on error, else the number of free EMS x 
i pages. . 


RHEE KK HEE KEK RE KEE KEKE EEE EKER EERE AKEEKEEKREREKREKREERKEKKER / 


int ems free page () 
{ 


union REGS regs; /* processor registers for interrupt call */ 
regs. h. ah = 0x42; Sse /* ftn. no.: get number of pages */ 
int86 (EMS | INT, &regs, &regs); /* call EMM */ 
if (emm_ec = regs.h.ah) 3 _. /* did an error occur? */ | 
ima _ERR) ; /* yes, display error */ 
else : /* no error */ 


pepuEn( regs. xb ye ss ¢* yeturn number of free pages */ 


} 


[RRR IIR RIK RIK IKI IRATE IK EKER EERIE EERE RIKI EKER KART 


* Function. . > EMS FRAME .S.EG A — x 
BR mee em ne ee a nn ern ene nen nnn nae e= ta a ced aes ak 
* Description : Determines the segment address of the EMS page * 
* a v frames. een 
* Input parameters : none | | . GE eo ah 
* Return value : EMS _ ERR on error, else the segment address of * 
* * 


the | page frame. 
ct E Abe ERER NN EEAS EEN EEU AL AY EAA AS EAE KEARELU RS REDSES AD SAMAR Eas tR aa RAE 


WORD ems frame _seg() 
| eo 


union REGS regs; /* processor registers for interrupt call */ 
regs.h.ah = 0x41; a /* ftn. no.: get segment addr page frame */ 
int86(EMS INT, &regs, &regs); . . /* call EMM */ 
if (emm_ec = regs.h.ah) /* did an error occur? */ 
_ return (EMS ERR); es /* yes, display error */ 
else eta . /* no error */ 

return( regs.x.bx ); /* return segtment address. */ 


} 


[RII IIIT IIR TTR IR RR KEE REE E RR IR ERR RRR RRR KK IEA EIA BK 


* Function 2>EMS ALLOC ibs . ey 
WW as Sd a es sn a a i cs a ss ee oe Ss es Sa ss sees eee ee se ee kk 
* Description : Allocates the specified number of pages and hal 
, returns a handle for accessing these pages. x 
* Input parameters : PAGES : the number of pages to be allocated * 
- fe Pig (each 16 KByte) .. ee * 
* Return-Wert : EMS ERR on error, else the EMS handle. * 


slalahaloloshelahateiahelasolahetedoheiehotolohelotoliheielotoleheiotodeheteloloisheloiedishehoieiaheiehelsishelesctaleheleletsielcieleielel 


int ems _alloc(int pages) 
{ 


union REGS regs; /* processor registers for interrupt call */ 


regs.h.ah = 0x43; /* ftn. no.: allocate pages */ 
regs.x.bx = pages; /* set number of pages to be allocated *7 
int86(EMS_INT, &regs, &regs); . _/* call EMM */ 
if (emm_ec = regs.h.ah) . /* did an error occur? */ 

return (EMS_ERR) ; /* yes, display. error */ 
else. — | _ /* no. error */ 
return ( regs.x. dx ); en fs ‘return EMS handle */ 


} 


[RRR RRR RR ERI RER I RRERII RR IIIKIKIRIRRKRIREKIREEEA RTE IKR KE EERER ERE RRA 
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* Function | > EMS .MAP . a a 


* Description : Maps one of the allocated pages specified * 

Be . by the given handle onto a physical page in the * 
- page frame. . 
* Input parameters : HANDLE: the handle returned by EMS ALLOC * 
* LOGP :; the logical page (0 to n-1) x 
* PHYSP : the physical page (0 to 3) * 
* * 


Return-Wert : FALSE on error, else TRUE. 
RRA AKIRA KEE EERE IEEE IEEE RE REREKERKEEKREKEREKEKEHEREKES / 


BOOL ems _map(int handle, int logp, BYTE physp) 
{ 


union REGS regs; /* processor registers for interrupt call */ 
regs.h.ah = 0x44; . | /* ftn. no.: set mapping */ 
regs.h.al = physp; _/* set physical page */ 
regs.x.bx = logp; . . /* set logical page */ 
regs.x.dx = handle; ys . . /* set EMS handle */ 
int86(EMS INT, &regs, &regs); /* call EMM */ 


return (!(emm_ec = regs.h.ah))}; 


} 


[BRR RKREKREKREKR EKER KEK KIA 


* Function 3: EMS FREE ed 
OG Gee CES NER ea RENEE MOR TEER SNe ee RT RE ESN ey Oe ROR A IRN RCTS SOREN OP ak 
* Description : Releases the memory specified by the handle. * 
* Input parameters : HANDLE: the handle returned by EMS ALLOC = 
* Return value : FALSE on error, else TRUE. i 


RHEE EKER KHAKI AKER EKER EKKEEREKKKEKAKKKKKKEK KEKE | 


BOOL ems free(int handle) 
{ 


union REGS regs; /* processor registers for interrupt call */ 


regs.h.ah = 0x45; oe ttn no.: release pages */ 
regs.x.dx = handle; /* set EMS handle */ 
int86(EMS INT, &regs, &regs); /* call EMM */ 


return (! (emm_ec = regs.h.ah));/* if AH contains 0, everything's OK */ 
} 


[ RRREKKERKKEEKER EKER EK K KKK KEKE KEKE KEERKKKEKKEEKEKRKEKREREKEKEKKKKEKE 


* Function > EMS VERSION - 
Se Ie cs ce aio tn Soh ce i sn ie es cs an es cam sts mv cost ci‘ em ema te coe es seis ‘ao usb en mts ns i Sa to ao sis ss i Sl e's isc St em en cscs ag ess ak 
* Description : Determines the EMM version number. * 
* Input parameters : none . a * 
* Return value : EMS ERR on error, else the EMM version number x 
* Info : In the version number, 10 stands for 1.0, 11 for * 
* * 


1.1, 34 for 3.4, etc. 


HHH KKK IKK KEKE KIRKE KAKI IKI KIRKE EAR KEKE IK AEERERKKEKKKKKEKE | 


BYTE ems version () 


{ 


union REGS regs; /* processor registers for interrupt call */ 
regs.h.ah = 0x46; /* ftn. no.: get EMM version num. */ 
int86(EMS INT, &regs, &regs); . /* call EMM */ 
if (emm_ec = regs.h.ah) /* did an error occur? */ 
return (EMS_ERR) ; _/* yes, display error */ 
else /* no error, calculate version number from BCD number */ 


return( (regs.h.al & 15) + (regs.h.al >> 4) * 10); 
} | 


[9H I HII I TTI RTI IIR IRI IIIT IIR ITT TOOT ICT TIT TI TIT IIR RTO TIT RIK 


* Function .: EMS _SAVE_MAP : | * 


Description : Saves the mapping between the logical and 
physical pages. 
HANDLE: the handle returned by EMS ALLO. 


*® 
& 
* Input parameters 
* FALSE on error, else TRUE. 


Return value 


* + + & 
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REA KKEKKEREEKR EEE ERE KEK ERE KEKE EKER KEK KK KREREKREKKEERKEKKEKKEEKEEKEREEEE | 


BOOL ems save _map(int handle) 
| = 


union REGS regs; fo /* processor registers for interrupt call */ 


regs.h.ah = 0x47; | . : | he ftn. no.: save mapping */ 
regs.x.dx = handle; . /* set EMS handle */ 
int86 (EMS INT, &éregs, ‘&regs) ; /* call EMM */ 


return ct (om ec = regs.h.ah));/* if AH contains 0, everything's OK */ 
} 


JOSH SISO IOS U COIS O SCI III III IIIS TOOIOE OSI TOI TOTTI IA IITA TIE 


* Function >EMS RESTORE MAP x 
GOI aa a as Ba as an a a in a ae es es a a hs ee a as sk ce ess a a a eh ee ns ne ee es ee ew se a Ee ce a ee eee rk 
* Description -: Restores a mapping between logical and physical * 
* te eet pages saved with EMS SAVE MAP. - 
* Input parameters : HANDLE: the handle returned» by EMS ALLOC tee 
* Return value : FALSE on error, else TRUE. | ‘ 


RRR RII RIK RI KIKI IKI IIR IKI RII III IIIA IIA IAA IAA ITAA IIA IIA AIA I 


_ BOOL ems restore _map(int handle) 
{ 


union REGS regs; /* processor registers for interrupt call */ 
regs.h.ah = 0x48; /* ftn. no.: restore mapping */ 
regs.x.dx = handle; me /* set EMS handle */ 
int86(EMS INT, &regs, &regs); /* call EMM */ 


return (!(emm_ec = regs.h.ah));/* if AH contains 0, wverything's OK */ 
} a : ee 


[RRR RRR KEKE REI REE RRR ERIE IERIE HARARE AKER ERERIAKRREHK EKER NRE EERE 


* Function :PRINT ERR | . * 


* Description : Prints an EMS error message on the screen and * 
* ends the program. = 
* Input parameters : none * 
* Return value  : none i 
* Info : This function may only be called if an error - 
* x 


occurred on a prior call to the EMM. 
RHEE KIKI KR AEKK IKKE KEK KEKE KE KEE KEKE RE EKER ERE KEE EEREKEKEE 


void print _err () 
{ 
static char nid[] = punidents tape’ 
static char *err vec[] = 
{ "Error in the EMS driver (EMM destroyed) *, /* 0x80 */ 


“Error in the EMS hardware", /* QOx81 */ 
nid, —  f*® 0x82 */ 
“Illegal EMM handle", | | | /* 0x83 */ 
“EMS function called does not exist", | /* 0x84 */ 
“No more EMS handles available", /* 0x85 */ 
“Error while saving or restoring the mapping", /* 0x86 */ 
"More pages requested than physically present", /* 0x87 */ 
“More pages requested than are still free", J * 0x88 */ 
“Zero pages requested", /* 0x89 */ 
“Logical page does not belong to handle", /* OxBA */ 
“Illegal physical page number", : fk OBB */ 
“Mapping storage is full", fa Os ate, /* Ox8C */ 
“The mapping has already been saved", | 2s /* 0x8D */ 


“Restored mapping without saving first" 
bs Raga Fe aa! 


printf (" \nExror in access to EMS memory! \n") ; 


printf (" eee SS\N", (emm ec<0x80 || emm_ec>0x8E) 2 
i. < 7 nid : err_vecf{emm_ec-0x80]); 
exit ( 1); 7 /* End program with error code */ 


} “ 


Vheiadethateiedehetehehehodohethetohot hotuhehoholodetlalohelodaloialoleleheholaholaieheleioholehelohaiohelolelolelehelolaleisielsleleeiedel 
* Function oV Re ADR Ei a 
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POD as a ssc as ce ee a Sa ata es es cao eon Sees ci se ice eas els ca cl ces tes ns ce em i ents ee de see ee co Sm en eis ee eo ed nn a Ge mw ak 
* Description : Returns a pointer to the video RAM. a: 
* Input parameters : none | i 
* Return value : VOID pointer to the. video RAM. * 


FOCI IIIS IIASA IIIT TIO ITO AA RTARTA] 


void *vr_adr() 


{ 


union REGS regs; | | /* processor registers for interrupt call */ 
regs.h.ah = 0x0f; /* ftn. no.: get video mode */ 
int86(0x10, &regs, &regs); /* call BIOS video interrupt */ 


return ( MK_FP((regs.h.al==7) ? Oxb000 : Oxb800, 0) ); 
? 


[RRR ARIE ERIK IIIA IKEA RIANA AKAIKE KEEKEREKKIAKKKAKKE | 


[*e : MAIN PROGRAM et / 


[DROIT TOI III III I IT IRI ARIA AAAI TS AA RIAA AA AAA] 


void main () 


{ . cit 4 i 
int numpage, /* number of EMS pages */ 


handle, /* handle to access to the EMS memory */ 
i; /* loop counter */ 
WORD pageseg ; /* segment address of the page frame */ 
BYTE emmver; a /* EMM version number */ 
printf ("EMMC - (c) 1988 by MICHAEL TISCHER\n\n") ; 
if ( ems inst() ) /* is EMS memory installed? */ 
{ . /* yes */ 
/*-- output information about the EMS memory ---------------------- */ 
if ( (emmver = ems version()) == EMS ERR) /* get version num, */ 
print_err(); /* error: output error message and end program */ 
else /* no error */ 
printf ("EMM version number : td.%d\n", 


emmver/10, emmver%10) ; 


if (. (numpage = ems num page()) == EMS ERR) /* get number of pages */ 
print_err(); . /* error: output error message and end program */ 
printf (“Number of EMS pages : td (%d KByte) \n", 
numpage, numpage << 4); 


if ( (numpage = ems free page()) == EMS ERR) 
print_err(); /* Error: output error message. and end program */ 
printf ("... free | : td (%d KByte) \n", 

numpage, numpage << 4); 


if ( (int) (pageseg = ems ‘frame . seg()) == EMS ERR) 
print_err(); /* Error: output error message and end program */ 
Pipnes (een address of the page frame: %X\n", pageseg);. 


printf ("\nNow a page will be allocated from the EMS memory and\n*) ; 
printf ("the screen contents will be copied from the video RAM\n"); 
printf ("to this page.\n"); 


printf(" | (eo »-. press any key\n"); 
getch(); sik 8 _ ke /* wait for a key */ 
/*-- allocate a page and map it to the first logical page in coon f 
/*-- page frame. ee Oe te. an 2 ; wont / 
if ( (handle = ems _alloc(1)) == EMS ERR) . 
print_err(); | /* Error: output error message and end program */ 
if ( !ems_map(handle, 0, 0) ) /* set mapping */ 
print_err();. /* Error: output error message and end program */ 


_/*-- copy 4000 bytes from the video RAM to the EMS memory ---------*/— 


memcpy (PAGE_ADR(0), vr_adr(), 4000); 
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for (1=0; 1<24; ++1) . ao /* clear the screen */ 
printf ("\n"); 


printf ("The old screen contents will now be cleared and will be\n"); 
printf ("lost. But since it was stored in the EMS memory, they\n"); 
printf ("can be copied from there back into the video RAM.\n"); 


printf (* eee press any key\n"); 
getch(); /* wait for a key */ 
/*-- copy the contents of the video RAM from the EMS memory = --~--*/ 
/*-~ and release the allocated EMS memory again. . peceaacil & 
memcpy (Vr_. adr(), PAGE ADR(0), 4000); /* copy VRAM back */ 
if ( !ems _ free (handle) ) /* release memory */ 
print _err(); /* Error: output error message and end program */ 


printf ("END") ; 
} | aa : , | oe : 
else /* the EMS driver was not detected */ 
printf("No EMS memory installed.\n"); 
} 


Pascal listing: EMMP.PAS 


[ERR EK EKER KKKR RRR KEKE KEK ERKEREE REE KKK KER ERE KRKEEKEKREKEKKKEKEKE } 


{* EMM P *) 
{ We ge Bs a er es ea a eee ee ee * } 
{* Task --: Implement certain functions to demonstrate *} 
{* access to EMS memory using EMM. *} 
{ *¥--~—-—~——--- - -- - ee ee ts emcee aes ne *} 
{* Author : MICHAEL TISCHER ©} 
{* Developed on =: 08/30/1988 = 
{* Last update : 06/21/1989 oe *)} 


{HHRMA KICK RK KEIR KEKE EKER EKER RK HERE EKKKKKK KE | 


program EMMP; 


Uses Dos, CRT; { Add DOS and CRT units } 
type ByteBuf = array[0..1000] of byte; { One memory range as bytes } 
CharBuf = pisiatie A evade. of char; { One memory range as chars } 
BytePtr = “ByteBuf; ae { Pointer to a byte range } 
CharPtr = “CharBuf; 7 { Pointer to a char range } 

const EMS INT = $67; { Interrupt # for access to EMM } 
EMS_ERR =<]; . { Error if this occurs } 
W_EMS ERR = SFFFF; te eae { Error code in WORD form } 
EmmName : array({0..7] of char = ees d Name. of EMM } 

var  EmmEC, me Allocation of EMM error codes } 
i : byte; hoe _{ Loop counter } 
Handle, ; ne { Handle for access to EMS memory } 
EmmVer : integer; | { Version number of EMM } 
NumPage, { Number of EMS pages } 

' PageSeg : word; : age Segment address ot page frame } 


Keypress : char; 


[RRR RRR RRR IIR I IKK RK RRR IIHR RK HR REAR RIERA IRR K REAR KEKE KARE RE KEK | 


{* MK FP: Creates a byte pointer from the given segment and offset *} 


{* addresses. | 7 *} 
{* Input +: - Seg = Segment to which the pointer should point  ®} 
{* - Ofs = Offset addr. to which the pointer should point, *} 
{* Output : Entire pointer ee 
{* Info  : The returned pointer can be recast toward any. other es 
{* pointer. —*)} 
[needed dldn densi dd ddd ik ieee ena db bia sine ee | 
{SF+} - { This routine is intended for a FAR model, and } 


{ should therefore be treated as one UNIT  _—s__s} 
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function MK _FP( Seg, Ofs : word ) : BytePtr; 


begin 
inline ( $8B / $46 / $08 / { mov ax, [bp+8] (Get segment address) } 
$89 / $46 / SFE / { mov [(bp-2],ax (and place in pointer) } 
$8B / $46 / $06 / { mov ax, [bp+6] (Get offset address) } 
$89 / $46 / SFC ); { mov [bp-4],ax (and place in pointer) } 


end; 

{$F-} { Re-enable NEAR routines } 
{RAKHI HERR RK RI KIRKE EEK EKER EEK ERE ERE HAKKAR EEKKEEKER | 
{* EmsInst: Determines the existence of EMS and corresponding EMM | 
{* Input : none *} 
{* Output ; TRUE if EMS is available, otherwise FALSE =} 


{ RAR RRR RRR REE KEE RARER KERIKERI KEK EEE EEK ERE RE KEREREKRER } 


function EmsInst : boolean; 


Registers; { Processor register for the interrupt call } 


var Regs : 
Name : CharPtr; { Pointer to the EMM names } 
A: : integer; { Loop counter } 
begin 
{*-- Move pointer to name in device driver header -----------~------- *} 
Regs.ax := $3567; { Function #: Get interrupt vector $67} 
MsDos( Regs ); { Call DOS interrupt $21 } 
Name := CharPtr(MK FP(Regs.es, 10)); { Move pointer } 
{ *¥wn ew Search for EMS driver ---*} 
i := 0; { Start comparison with first character } 
while ((i<sizeof (EmmName)) and (Name*[i]=EmmName[i]))} do 
Inc( i ); { Increment loop counter } 
EmsInst := (i = sizeof (EmmName) ) ; { TRUE if name is found } 
end; 


{HARA HK HERA KEKE KHER EERE KEKE EKER KK KEKE KKEAKEKKKR KE KKKKKKKKKKHKEE | 
{* EmsNumPage: Determines the total number of EMS pages ~} 
{* Input : none *} 


{* Output : EMS ERR if error occurs, otherwise number of EMS pages *} 
{RRR HK RRR IKKE KKK RIK KK KHER KKK IK IKKE KEKE KKK ERE KEKKEKEKKKEE | 


function EmsNumPage : integer; 


var Regs : Registers; { Processor register for the interrupt call } 
begin 
Regs.ah := $42; { Function #: Determine number of pages } 
Intr (EMS INT, Regs); { Call EMM } 
if (Regs.ah <>0 ) then { Error occurred? } 
begin { YES } 
EmmEC := Regs.ah; { Get error code } 
EmsNumPage := EMS ERR; { Display error } 
end 
else { No error } 
EmsNumPage := Regs.dx; { Return total number of pages } 
end; 


[FRR ITI ITOK IIT RIT KI IK IR IRR TTT II TOK TK IIIT IIT TIA IIA IAAI II AAI IAA KK IA | 


{* EmsFreePage: Determines the number of free EMS pages *} 
{* Input s none *} 
{* Output ;: EMS ERR if error occurs, otherwise the number of un- 0 
{* used EMS pages ; *} 


{ RRR RRK KERRIER KKK KKK KEK KEKE KEK KK KEKK KEK KEKE KEKE KEKE REKEKKEKKEREKEEKE | 


function EmsFreePage : integer; 


var Regs : Registers; { Processor register for the interrupt call } 
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begin 
Regs.ah := $42; 


{ Function #: Determine no. of pages 


Intr(EMS INT, Regs); { Call EMM 
if (Regs.ah <>0 ) then { Error occurred? 
begin { YES 


EmmEC := Regs.ah; 


EmsFreePage := EMS ERR; 


end 
else 


EmsFreePage := Regs.bx; 


end; 


{ Mark error code 
{ Display error 


{ No error 
{ Return number of free pages 


ed 


[RRR RRR RR IHR RI RRR RRR KIER REE RE REE R EKA EERE KK ERE EERE KEKEEKEKEEE } 


{* EmsFrameSeg: Determines the segment address of the page frame 


{* Input : 
{* Output : 


none 


EMS ERR if error occurs, otherwise the segment address 


sh 


o) 


*} 


[FRAC CII II TOTO IIIT TOTTI I TTI I IIA SOTA T AAT AAA TAA IAS 


function EmsFrameSeg : 


EmmEC := Regs.ah; 


word; 


{ Mark error code 


var Regs : Registers; { Processor register for the interrupt call } 
begin . 

Regs.ah := $41; { Function #: Get segment addr. page frame } 

Intr (EMS INT, Regs); { Call EMM } 

if (Regs.ah <>0 ) then { Error. occurred? } 

begin { YES } 

} 

} 


EmsFrameSeg := W_EMS ERR; 


end 
else 


EmsFrameSeg := Regs.bx; 


{ Display error 


{ No error 
{ Return segment addr. of page frame 


end; 


{RARER KER KEK RIKKI K HIKER RIKER KER KEKE KEK KKK KKKKKEKKKKEKEKEKEKKKKKK | 


{* EmsAlloc: Allocates the specified number of pages and returns a *} 


{* handle for access to these pages a 
{* Input +: PAGES: Number of allocated pages ss 
{* Output : EMS ERR returns error, otherwise the handle . *} 


[RHR RRHKRKEKEKEEREKEKKEEKHEEKKEKEEKRHEEKE KEKE HK EKKKE KK EK HEKKEEKKKEREKKEKEKEKEKEKKKEE | 


function EmsAlloc( Pages : integer }) : integer; 


var Regs : Registers; { Processor register for the interrupt call} 
begin 
Regs.ah := $43; 
Regs.bx := Pages; 


{ Function #: Alocate pages 
{ Set number of allocated pages 


Intr (EMS_INT, Regs); { Call EMM 
if (Regs.ah <>0 ) then { Error occurred? 
begin { YES 


{ Mark error code 
{ Display error 


EmmEC := Regs.ah; 
EmsAlloc := EMS_ERR; 


end 
else { No error } 
EmsAlloc := Regs.dx; { Return handle } . 


end; 


[RRR RTI RIOR RR RII TIKI KK ITI IR ITI RT RI IRR E RAI R RRR RE KE | 


{* EmsMap : Creates an allocated logical page from a physical page in*} 


{* the page frame *} 
{* Input : HANDLE: Handle received from EmsAlloc ey 
{* LOGP :; Logical page about to be created *} 
{* PHYSP : The physical page in page frame ‘ *} 
{* Output : FALSE if error, otherwise TRUE mag 


{RRR RR KR KEKE RE KEE KEKR ER KEKE REKRERE KEK REREKRE KEKE KE REREKKEKEKREKEKEKEKEKE | 


function EmsMap (Handle, LogP : integer; PhysP : byte) : boolean; 


var Regs : Registers; { Processor register for the interrupt call } 
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begin | -. : 
Regs.ah := $44; { Function #: Set mapping } 
Regs.al := PhysP; | { Set physical page } 
Regs.bx := LogP; { Set logical page } 
Regs.dx := Handle; | . { Set EMS handle } 
Intr(EMS_ INT, Regs); { Call EMM } 
EmmEC := Regs.ah; { Mark error code } 
EmsMap := (Regs.ah = 0)  { TRUE is returned if no error } 

end; 


RAI ROI III IOI IOI IOI TOICICITI IOI TOCIOIC IOI TOTO ROTI TI IT IATA IATA 
{* EmsFree : Frees memory when given with an allocated handle *} 
{* Input : HANDLE: Handle received by AllocEms *} 


{* Output : FALSE if an error, otherwise TRUE *) 
{ RRR RRR RRR RRR ERE HEE KERR KEKE EKER KEK ERE EKER ERK KER EEK KEKE EREREREEKKE | 


function EmsFree (Handle : integer) : boolean; 


var Regs : Registers; { Processor register for the interrupt call } 
begin . 
Regs.ah := $45; { Function #: Release page } 
Regs.dx := handle; { Set EMS handle } 
Intr (EMS INT, Regs); | | { Call EMM } 
EmmEC := Regs.ah; . ‘{ Mark error code } 
EmsFree := (Regs.ah = 0) { TRUE is returned if no error } 
end; 


{ BE RRKKRRKRKERRKEEKEREEREEKRRKEKERKREKREEKRERE KEKE EKER KEEEKEKKEEKKEAEKKEKEKEEEKKKEEEKEE | 


{* EmsVersion: Determines the version number of EMM *)} 
{* Input : none *} 
{* Output : EMS ERR if error occurs, otherwise the version number *} 
{* (11=1.1, 40=4.0, etc.) =} 


{ BARR HRA IK KEIR RIKER AKIRA HKKI KAA IKARIA ERK ERE ERE KEKE KEKKKE } 


function EmsVersion : integer; 


var Regs : Registers; { Processor register for the interrupt call } 
begin 

Regs.ah := $46; . { Function #: Determine EMM version } 
Intr (EMS INT, Regs); { Call EMM } 
if (Regs.ah <>0 ) then _{ Error occurred? } 
begin { YES } 
EmmEC := Regs.ah; { Mark error code } 
EmsVersion := EMS ERR; { Display error } 

end a 
else { No error, compute version number from BCD number } 


EmsVersion := (Regs.al and 15) + (Regs.al shr 4} * 10; — 
end; 


(RI III ITI TOTTI TOIT ITI TI TIT III II II ISI IATA IA IAI AIA AT | 


{* EmsSaveMap: Saves dispay between logical and phystcat pages of the *} 


{* given handle kale 
{* Input : HANDLE: Handle assigned by EmsAlloc — *} 
{* Output : FALSE if error occurs, otherwise TRUE *} 


{ FE ARAAEHHHRH RRR ERKREKKAKKERERAEKKRAKKKKERERERERARKEEERERKRERKKRAAKKERERKEKE } 


function Ems SaveMap ( Handle : integer ) : boolean; - 


var Regs : Registers; { Processor register for the interrupt call } 
begin 
Regs.ah := $47; . aa as { Function #: Map save } 
Regs.dx := handle; ee 8 { Set EMS handle } 
Intr(EMS_INT, Regs); { Call EMM } 
EmmEC := Regs.ah; . { Mark error code } © 
EmsSaveMap 7= (Regs. ah = 0) { Return TRUE if no error } 
end; 
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{ RERRKRRRKRKEKEREKEREKEEREKEREREKE KEKE KEE KEKE HK EE ERR EREKEKKEREKKEREKEE | 


{* EmsRestoreMap: Returns display between logical and a ce pages, *} 


{* - from the page saved by EmsSaveMap . sl 
{* Input : HANDLE: Handle assigned by EmsAlloc . *} 
{* Output : FALSE if an error occurs, otherwise TRUE *} 


[BARRA RRR RRR R RRR RRR ERR ER EERE RIE RRERERER ARERR ER EERE RRRRARAREREREE | 


function EmsRestoreMap( Handle : integer ) : boolean; 


var Regs : Registers; { Processor register for the interrupt call } 
begin . . 
Regs.ah := $48; . . { Function #3 Restore map } 
Regs.dx := handle; a { Set EMS handle } 
Intr (EMS INT, Regs); Ds ae { Call EMM } 
EmmEC := Regs.ah; | | { Mark error code } 
EmsRestoreMap := (Regs.ah = 0) { TRUE returned if no error } 
end: es 7 


[RII IOI III OIC TOO ITO TO TOIT II IIIS II I III II III IAA) 


{* PrintErr: Displays an error message and ends the program *} 
{* Input : none *} 
{* Output +: none oe ne *} 
{* Info : This function is called only if an error occurs during a *} 
{* function call within this module . *} 


{BARRA KARR RERRRKRRKKKE AER KE IRE RE KARRI IK KIKI AEE IAAI RARE AERREAAKK IAA Y 


procedure PrintErr; 


begin . 
writeln('ATTENTION! Error during EMS memory access'); 
write (' acre Vg 


if ((EmmEC<$80) or (EmmEc>S$8E) or (EmmEc=$82) ) then 
writeln(' Unidentifiable error') 

else 
case EmmEC of 


$80 : writeln('EMS driver error (EMM trouble) '); 
$81 : writeln('EMS hardware error'); 
$83 : writeln('Illegal EMM handle‘); 
$84 : writeln('Called EMS function does not exist'); 
$85 : writeln('No more free EMS handles available'); 
$86 : writeln('Error while saving or restoring mapping ‘); 
$87 : writeln('More pages requested than are actually ‘, 
‘available'); 

$88 : writeln('More pages requested than are free* ; 
$89 : writeln('No pages requested'); 
$8A : writeln('Logical page does not belong to handle! z 
$8B : writeln(*Illegal physical page number’); 
$8C : writeln('Mapping memory range is full"); 
$8D : writeln(*Map save has already been done'); 
$8E : writeln('Mapping must be saved before it can', 

_ ‘be restored'); 

end; . ; : . 

Halt; i ee : _ { Program end } 


end; 


Ratahetetatetotolototototetotetetaketakatotetotototototoioiatoiaketakotatotohototolotolotolototetotieielaiehatsistatolatototetetetatolated 


{* VrAdr: Returns a pointer to video RAM =} 
{* Input : none | | _——_ ene =} 
{* Output : Pointer to video RAM os nee eS a 


{ RE RAKHAHKAK HAKKAR KKK KKK KI KEKE KIEKKIEKEKAEE EKER EREKERERKKEKEKKEE } 


function VrAdr : BytePtr; 


var Regs : Registers; —S«—«{{ Processor register for the interrupt call _ 
begin. | seine oe 
Regs.ah := SOf; ee { Function #: Determine video mode } . 
Intr ($10, Regs); { Call BIOS video interrupt } — 
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if (Regs.al = 7) then { Monochrome video card? } 

VrAdr := MK FP($B000, 0) _ { YES, video RAM at B000:0000 } 

else | a { Color, EGA or VGA card } 

| VrAdr := MK _FP($B800, 0); -{ Video RAM at B800: 0000 } 
end; 


[RRR RHI RRR HERR EK ERE KEKE KEIR KK KKK EK EEK ERK ERE REKEREEEEEER | 


{* PageAdr: Returns address of a physical page in page frame *} 
{* Input : PAGE: Physical page number (0-3) . *} 
{* Output : Pointer to the physical page *} 


{RR RRKK KEK RK KEK HEHEHE RK ERK KKK EREEKEEKEKERKEKEEKEREREKE KEKE KEE KKK EERKEEREKKEEKE | 


function PageAdr ( Page : integer ) : BytePtr; 


begin 
PageAdr := MK FP( EmsFrameSeg + (Page shl 10), 0 ); 
end; 


{ RR RRRRERERKEREEKEREKREEEKEEEKKEEEKKEKREKREEKREREKRKEEKREREEEEEREEERERKEEREKKKEKE | 


{** MAIN PROGRAM ae] 
[RRR RHR RRR RRERR RRR RAE RIKI KERR ERR RRR RRR RRR KERIKERI TIKI HAITI KAA A AK | 


begin 
ClrScr; { Clear screen } 
writeln('EMMP —- (c) 1988 by MICHAEL TISCHER', #13#10); 
if EmsInst then { Is EMS memory installed? } 
begin { YES } 
{*-- Display EMS memory information -------------- *) 
EmmVer := EmsVersion; { Determine EMM version number } 
if EmmVer = EMS ERR then { Error occurred? } 
PrintErr; { YES, Display error message and end program } 
writeln('EMM Version number : ‘,EmmVer div 10, '.', 
EmmVer mod 10); 
NumPage := EmsNumPage; { Determine total number of pages } 
if NumPage = EMS ERR then { Error occurred? } 
PrintErr; { YES, Display error message and end program } 
writeln('Number of EMS Pages : ‘, NumPage, ‘ (', 
| NumPage shl 4, ‘ KByte) ‘); 
NumPage := EmsFreePage; { Determine number of free pages } 
if NumPage = EMS ERR then { Error occurred? } 


PrintErr; — { YES, Display error message and end program } 
writeln('... free EMS pages remaining : ', NumPage, ' (', 
NumPage shl 4, ‘ KByte) '‘'); 


PageSeg := EmsFrameSeg; { Segment address of page frame } 
if PageSeg = W_EMS ERR then { Error occurred? } 
PrintErr; { YES, Display error message and end program } 


writeln (‘Segment address of page frame: ', PAgeSeg); 


writeln; 
writeln("Now a page from EMS memory can be allocated, and the'); 
writeln("screen contents can be copied from video RAM into this'); 
writeln('page.'); 


writeln(' -e. Please press a key'); 
Keypress := ReadKey; { Wait for a keypress } 
{*-- Page is allocated, and the data is passed to the first----- *} 
{*-- logical page in the page frame —---—*} 
Handle := EmsAlloc( 1 ); { Allocate one page } 
if Handle = EMS ERR then { Error occurred? } 

PrintErr; { YES, pigeiag error message and end program } 
if not (EmsMap (Handle, 0, 0)) then { Set mapping } 

PrintErr; { Error: Display error message and end program } 


{*-— Copy 4000 bytes from video RAM into EMS memory --*} 
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Move (VrAdr*, PageAdr (0)*, 4000); 


ClrSer; . { Clear screen } 
while KeyPressed do { Read keyboard buffer } 
Keypress := ReadKey; 
writeln('Old screen contents are cleared. However, the data '); 
writeln(‘from the screen is in EMS, and can be re-copied onto ‘); 


writeln('the screen. | ‘\7 
writeln(' -.- Please press a key'); 
Keypress := ReadKey; { Wait for a keypress } 
{*-— Copy contents of video RAM from EMS memory and release --*} 
{*-— the allocated EMS memory . -~* } 
Move (PageAdr (0)}*, VrAdr*, 4000); { Copy over video RAM } 
if not (EmsFree(Handle)) then . { Release memory } 

PrintErr; { Error: Display error message and end program } 


Got oxXY (1, 15); 
writeln('‘END') 


end : : a 
else . { EMS driver not available } 
writeln(*ATTENTION! No EMS memory installed.'); . 
end. 


615 


7 2 +5 e coy oo : : . 


Chapter 14 


Mouse Programming 


Mouse 


A few years ago mice were considered luxuries for PC applications. Today most 
PCs have mice connected to them. Part of the mouse's popularity stems from the 
development of new and more powerful video standards such as EGA and VGA. 
These graphic cards helped advance the graphic user interfaces such as GEM® and 
Microsoft Windows®, which are almost unusable without a mouse. 


Applications and operating systems alike benefit from mouse support. Ventura 
Publisher® and Microsoft Works® both make intensive use of the mouse. In 
addition, DOS Version 4.0 accepts mouse as well as keyboard input. - 


A software interface acts as the connection between a program and the mouse. 
Microsoft Corporation designed this interface for its own mice, but other mouse 
manufacturers accept this interface as a standard. The interface was made available 
to the industry as a minimum standard to retain compatibility with the Microsoft 


mouse. 


This function interface is usually installed either through a device driver which is 
loaded during system boot, or through a terminate and stay resident (TSR) program 
such as MOUSE.COM, included with the Microsoft mouse package. — 


functions 


Mouse functions may be accessed in the same way as DOS and BIOS functions 
(you may wish to review the techniques used for addressing DOS and BIOS 
functions—see Chapters 6 and 7 for more information). The individual functions 
can be called through interrupt 33H. The identification number of the function 
must be passed to the AX register. The other processor registers are used in various 
combinations for passing information to a function. 


A total of 34 different functions can be called in this manner, but most 
applications use only a few of these functions. Before we examine each function, 
let's look at the concepts behind the mouse interface. This will help you to 
understand the way individual functions work. We deliberately concentrated here on 
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text oriented mouse control. Pixel oriented applications should use a graphic 
interface such as Windows or GEM from the start, because they provide friendlier 
functions for mouse input than the programming interface offered in this chapter. 


About mouse buttons 


Unlike the keyboard, which has many keys and keyboard codes for each key, a PC 
mouse usually has two or even three mouse buttons. These mouse buttons permit 
the user to select data in an application program. Another important piece of 
information is the actual position of the mouse's pointer (cursor) on the screen. 
The word pointer stems from the pointer's usual shape: an arrow or a pointing 
finger. 


The mouse driver software always interprets the pointer's location on the screen 
relative to a virtual graphic screen. This virtual screen's resolution depends on the 
video mode and video card currently in use. Since this virtual graphic display 
screen is also used within the text modes to determine the mouse's position and 
forms the basis for communication with the mouse interface, a conversion occurs 
between the graphic coordinates and the mouse pointer's line/column position. 
Since every column or line corresponds to eight pixels, the graphic coordinates 
must be either divided by eight or left shifted by three places in binary mode, 
which mathematically produces the same result. The processor executes the 
shifting much faster than it can execute the actual division. 


More about the mouse pointer 


618 


The pointer shows the mouse's relative location on the screen. Its shape can vary 
from application to application, and it can even change appearance within an 
application. Word processors often display the mouse pointer as a block, similar to 
the text cursor. In text mode the application can only determine the starting and 
ending line of the pointer. The pointer's size depends on the current character 
matrix and video mode. The options for creating a software pointer are more 
complex, since two 16-bit values called the screen mask ange cursor mask govern 
the pointer’s appearance. 


The mouse driver must determine the appearance of the pointer every time the 
pointer changes position on the screen. The cursor mask and screen mask values 
are linked with the two bytes which describe the character code and the character 
color within video RAM. This linkage occurs in two steps. First the character code 
and the attribute byte are linked with screen mask through a binary AND. The 
result of this connection is then linked with the cursor mask through an exclusive 


OR. The result then appears on the screen. 
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This type of linkage allows a number of options for changing the pointer's 
appearance. Four of the most common pointer options are: 


° Pointer appears as one specific character in one specific color 

° Pointer appears as one specific character, but color changes when the 
pointer overlaps a character (e.g., inverse video) 

° Pointer appears as one specific character, but the character color changes 
when the pointer overlaps a character 

° Pointer appears as one specific character, but character color changes to a 


variant of the character color when the pointer overlaps a character 


The standard measurement unit in the mouse interface is the mickey, named after 
Mickey Mouse® (1 mickey = 1/200"). The mouse hardware measures all distances 
in multiples of mickeys. We will use this as the measurement standard throughout 
the rest of this chapter. 


Function 00H: Reset mouse driver 


A program should call the function 00H before calling any of the mouse functions. 
This resets the mouse driver. It can also determine whether a mouse and mouse 
driver exist, by examining the content of the AX register after the function call. If 
the AX register contains the value OOOOH after the function call, no mouse driver 
was installed. Even if a mouse is connected, the mouse driver no longer exists. If a 
mouse driver and mouse exist, function 00H returns the value FFFFH in the AX 
register. The BX register contains the number of buttons on the mouse. As 
mentioned above, PC mice usually have two mouse buttons, although some mice 
have three buttons. Since very few applications need or use three buttons, two 
buttons will be all you'll need in most cases. 


Function 00H resets the numerous mouse parameters to their default values. The 
mouse pointer moves to the center of the screen. The cursor mask and screen mask 
are defined in such a manner that the cursor appears as an inverse video rectangle. 
Video page 0 is selected as the default page on which the pointer appears. The 
pointer disappears from the screen immediately. 


Function 01H: Display mouse pointer 


Function 01H displays the pointer on the screen. Load the function number into 
the AX register; no other parameters are needed. Since the mouse driver follows the 
movement of the mouse even when the mouse pointer has been disabled, it may 
not necessarily reappear at the position where it was when it disappeared. 
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Function o2H: Remove mouse pointer 


Function 02H removes the mouse pointer from the screen. Load the function 
number into the AX register; no other parameters are needed. The calls between 
functions 01H and 02H must be called in proper proportions to be effective. For 
example, calling function 02H twice in succession means that you must also call 
function 01H twice in succession to return the pointer to the screen. 


Functions 01H and 02H aren't used very much. Often, all you'll need to do is call 


- function 00H and function 01H at the beginning of a program, and call function 
02H at the end of the program. These functions come into play more frequently if 


the application program writes characters directly into video RAM, bypassing the 
slow DOS and BIOS display routines. Avoid writing characters over the mouse 
pointer, or two things will happen: 


1) The mouse pointer disappears if overwritten by another character. 


2) The mouse driver produces the wrong character on the screen when the 
user moves the mouse pointer. Before the pointer appears at a certain 
position on the screen, it records the character which occupied this 
position until now. This character is restored to the old position as soon 
as the pointer moves to another position on the screen. During a direct 
write access to video RAM, the driver does not record that a new character 
was Output at the position of the pointer. Therefore, the old (and 
incorrect) character is displayed on the screen during the movement of the 
pointer. 


You can avoid this potential source of errors by removing the pointer before 
character output, and returning the old character to the screen. The new character 
will be stored when the pointer is restored to the screen. This action should not be 
done for every character output, since it slows the system down and negates the 
advantages of direct access to video RAM. We recommend that you remove the 
pointer once from the screen before extensive output such as construction of a 


screen window. After the operation the pointer can be restored on the screen. 


. Even though the DOS and BIOS character output functions write their output 


directly to video RAM, you shouldn't worry about programming the pointer when 


_ working with these functions The reason is that during installation, the mouse 


driver moved interrupt vector 10H, which handles BIOS and DOS screen output, to 
its own routine. The driver, can then splay or disable the pointer as needed. 


Function 04H: Move mouse ) pointer: 
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Function 4H allows movement of the pointer to a specific location on the screen, 


~ without moving the mouse. Pass the function number to the AX register, the new 


horizontal coordinate (column) to the CX register, and the new vertical coordinate 
(line) to the DX register. Please note that these coordinates, like all other 
functions, must be relative to the virtual screen. Text coordinates must be 
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multiplied by eight (or shifted left three binary places) before they can be passed to 
function 04H. The coordinates must be located inside a screen area designated as 
the mouse's range of movement. 7 | 


| Function OOH sets the complete range of the mouse's movement to the entire 
screen area. Functions O7H and 08H limit this range to a smaller area. 


Function 07H & 08H: Set range of movement 


Function 07 H specifies the horizontal. range of movement. Pass the function 
number to the AX register, the minimum X-coordinate to the CX register and the 
maximum X-coordinate to the Dx i ea 


Function 08H specifies the vertical range of n movement. Pass the fnetion number 
to the AX register, the minimum Y-coordinate to the CX register and the 
maximum Y-coordinate to the DX register. — 


After calling these functions the mouse driver automatically moves the pointer 
within the range, unless it is already within the indicated borders. The user cannot 
move the pointer outside this range. 


Function 10H: Exclusion area 


In addition to the area of movement allotted to the pointer, the 1 mouse driver also 
supplies an exclusion area. This exclusion area is a section of the screen which 
renders the mouse pointer invisible when the user moves the pointer into this 
section. The mouse pointer becomes visible again as soon as the user moves the 
- pointer away from the exclusion area. This area is undefined after the call of 
function OOH. It can be defined at any time by calling function 10H, but the 
mouse driver can control only one exclusion area at a time. The coordinates of the 
exclusion area are passed to function 10H in the CX:DX and SI:DI register pairs. 
~These register pairs specify the upper left corner and lower right corner 
respectively. CX and SI accept the X-coordinate, DX and DI the Y-coordinate. 


- The exclusion area and function 02H play special roles during direct access to video 
RAM. Although function 02H removes the pointer from the screen, this can occur 
in conjunction with function 10H only if the pointer is already within the 
exclusion area, or if the user moves the pointer within the exclusion area. This 
makes function 10H practical for situations involving the creation of a larger 
display area (e.g., a window). This allows ile me to remain on the : screen as 
long as it is not within this exclusion area. ae , a 


The exclusion area can be removed by calling function 01H or function OOH. 
Function 01H makes the pointer visible eapnmainin if it is already within the 
exclusion area. ip = | | 
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Function 1DH: Set display page 


_ Function 1DH sets the display page on which the pointer appears. This function i is 


required only if the program switches a display page other than the current one to 
the foreground through direct video card programming. Pass the number of the 
display page to the BX register. When BIOS interrupt 10H activates a display 
page, this function can be omitted, since the mouse driver will automatically adapt 
to the change. 


Function OFH: Set pointer speed 


_ Two parameters determine the speed at which the mouse pointer moves on the 


display screen. They specify the relationship between the distance of a pointer 
movement and the pixels traversed in the virtual mouse display screen. Function 
OFH allows the user to set these parameters for horizontal and vertical movement. 
The parameters are passed in the CX and DX registers (horizontal and vertical, 
respectively). These numbers indicate the number of mickeys, which correspond to 
eight pixels in the virtual mouse display screen. These eight pixels correspond to 
one line or column in the text mode display screen. 


The default values after calling function 00H are 8 horizontal mickeys and 16 
vertical mickeys. In text mode the pointer moves one column after the pointer is 
moved 8 mickeys (about .04") horizontally. A jump to the next line occurs only 
after the pointer is moved 16 mickeys (about .08") vertically. 


These settings normally can be set at default values, since they work well with all 
resolutions in text mode. This function allows changes if you want faster or 
slower pointer movement. 


Function OAH: Set pointer shape 


Function OAH determines the appearance of the pointer in text mode. The cursor 
mask and screen mask mentioned above are determining factors of the pointer's 
appearance in text mode. Pass OAH to the AX auc and the value determining 
the cursor's shape to the BX register. | 


Software-specific pointer 
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If the BX register contains the value 0, the mouse driver selects the pointer as 
specified by the software. The screen mask number must be loaded into the CX 
register, and the cursor mask number must be loaded into the DX register. These 
numbers indicate the addresses from which the mouse driver can access pointer 
shape parameters. 
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Hardware-specific pointer 


If the BX register contains the value 1, the mouse driver selects the pointer as 
specified by the hardware. Starting line of the hardware pointer must be loaded into 
to the CX register, and the ending line must be loaded into the DX ropister. 


Video mode and pointer size 


Remember that the allowable vase = aarune, line and fienne line depends on 
the video mode currently in use: 


° The monochrome display adapter allows values from 0 to 13. 
_* The color graphics adapter only allows values from0to7. 
EGA and VGA cards accept values from 0 to 7. The EGA/VGA BIOS 


automatically adapts the number selected to the size of the character 
_ matrix cine in use. | | 


_ The functions listed up until now set the various pataniciees which control the 
mouse driver. The mouse driver also supports a group of functions which read the 
mouse's position as well as the status of the mouse buttons. These functions can 

be divided into two categories for reading external devices such as the mouse, 
keyboard, printer or disk drives. These categories are the polling method and ne 
| interrupt method. The. mouse driver Supports both methods. 


a, method — 


The polling method constantly reads a device within a loop. This loop terminates 
only when the desired event occurs. Since the execution of this loop requires the 
full capabilities of the CPU, no time normally remains to perform other tasks. 


Interrupt method 


_ The interrupt method has an advantage over the polling method, since the interrupt 

.. system allows the CPU to execute other tasks until the desired event occurs. Once 

-. this happens, the mouse driver calls an interrupt routine which reacts to the event 
and executes further instructions. | 


Function 03H: et Poe postionipution status 


- The polling method offers four functions which operate in conjunction with the 
mouse interface. These functions can be accessed through function 03H, which 
return the current pointer position and mouse button status. Function 03H passes 
the horizontal pointer position to the CX register and the vertical pointer position 

to the DX register. Since these coordinates also refer to the virtual mouse screen, 
they must be converted to the text screen's coordinate system by dividing the 

components by eight, or by shifting the bits right by three binary places. | 
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The following table shows how the mouse button status is returned to the BX 
register. Only the three lowest bits represent the status of one of the two or three 
mouse buttons. The bit for the corresponding mouse button contains the value 1 
when the user presses that mouse button during the function call. 


Mouse button status returned in the BX register after calling 


x | 1 = left mouse button activated 
1 = right mouse button activated 
i = center mouse button activated 


Function OCH: Set event handler 
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Function OCH sets the address of a mouse event handler (interrupt routine). The 
function number must be passed to the AX register. The segment and offset address 
of the event handler must be passed to the ES:DX register pair. The event mask 
must be passed to the CX register. The individual bits of this flag determine the 
conditions under which the event handler should be called. The following table 
shows the CX register coding: | 


Event mask coding in CX register during function OCH call 
54321098765 4321 0 & Bits . 
X XX X X XX X X « Disregard these bits 


1 = Center mouse button released 


_ The mouse driver calls the event handler after executing the function, as soon as at 
_ least one of the specified events occurs. The call is made using the FAR call, 


rather than the INT instruction. This difference is important to remember when 


‘developing an event handler, since the handler must be ended with a FAR RET 


instruction rather than an IRET instruction. Similar to an interrupt routine, none 


_ of the various processor registers can be changed when they are returned to the 


caller. For this reason the registers must be stored on the stack immediately after 
the call, and the register contents must be restored at the end of the routine. 


Information is passed to the event handler from the mouse driver through 
individual processor registers. The information concerning the event can be found 
in the AX register, where each bit has the same significance as in the event mask 
during the call of function OCH (see above table). Individual bits may be set which 
have no meaning for the event handler. For example, if the event handler should 
only be called when the left mouse button is activated. (bit 1), bits 0 and 4 may 
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also be set during the event handler call, because the mouse was moved and the 
_ Tight mouse button had been released at the same time. _ 


The event handler can obtain the current button status from the contents of the CX 
register. The coding is identical during the call to the function 03H. Bits 0 to 2 
represent the different mouse buttons. The current pointer position can be found in 
the CX and DX registers, representing the horizontal and vertical positions, 
respectively. The position can only be set after conversion to the text screen's 
coordinate system. — 


During the development of an event handler, the DS register should point to the 
data segment of the mouse driver during the handler call, instead of the interrupted 
program. If the event handler accesses its own data segment, it must first load its 
address into the DS register. | | 


Function 18H: Install alternate event handler 


Function 18H allows the installation of an event handler which reacts to limited- 
range keyboard events as well as mouse events. This function signals an event if 
the <Ctrl>, <Alt> or <Shift> keys are pressed when a mouse button is pressed or 
released. 


This function is almost identical in register assignments as function OCH. The 
event mask in the CX register has been extended by the three events, as shown in 
the following table: 


function 18H call 


9876 S 4 32.1. 0 «= Bits 
x y ¢ Disrec . i | 
. 8 ___ = Right mouse button activated 
= Right mouse button released 
Shift key pressed during 
_mouse button event _ 
: Ctrl key pressed during mouse 
button event | 
Alt key pressed during mouse 
button event _ 


Even during the call of such an alternative event handler, little changes in 

comparison with the event handlers which were installed by calling function OCH. 
Only the content of the AX register must be interpreted a little differently, since its 
construction sali aera to the event mask shown above. : 


~ Up to three alternative event handlers can be installed by calling function 18H. 
During the function OCH call, the event handler indicated replaces the previously 
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installed handler. Three different event handlers can be installed by calling function 


18H three times. This is only valid if the three event handlers are equipped with 
different event masks. If an event mask passes to function 18H which is already 
equipped with a handler, the new handler replaces the existing handler. 


Demonstration programs 
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This chapter lists programs in C and Turbo Pascal which demonstrate mouse 
access functions. These programs show the techniques of developing and installing 
an event handler, which is the most complicated part of mouse reading. Both 
programs include functions or procedures which call various mouse functions. 
These routines require little programming—they load the processor registers with 
the necessary values, then call interrupt 33H. Since the event handler needs the 
most programming, the text here will focus on that subject. 


Installing an event handler in a higher level language program is somewhat 
difficult, since it must meet certain requirements. These requirements are normally 
beyond the control of a programmer in a higher level language. The requirements 
are as follows: | 


° The event handler must be a FAR procedure, and must be terminated with 
a FAR RET instruction. 


° The event handler must store the various processor registers during the 
call and restore them before completion. 


° The event handler must load the segment address of the higher level 
language data segment into the DS register to provide access to global 
variables of the program. 


These requirements can be met in some versions of Turbo Pascal, Turbo C and 
Microsoft C, although some very complex programming would be required. The 


- traditional solution (write a routine in assembly language) is easier and faster to 


implement. Therefore, we wrote the event handler itself in assembler, assembled 
the program and linked the resulting object module to the higher level language 


program. 


This assembler routine is named AssmHand. It stores the various processor 
registers on the stack after the call, then calls a C function or Pascal procedure 
named MouEventHandler. The AssmHand routine passes arguments provided by 
the mouse driver to the MouEventHandler routine. These arguments include: 


° _ The event flag, which describes the event that caused the handler call. 
° The current mouse button status. 
. The current position of the mouse pointer. 
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This information is converted from virtual graphic screen coordinates into text 
screen coordinates (25 lines x 80 columns). 


The stack handles parameter passing. The C version of AssmHand must pass the 
arguments onto the stack in the reverse order of their declaration. After loading the 
DS register and calling the higher level language routine, these arguments must be 
taken from the stack again by incrementing the stack pointer by the memory 
requirements of the arguments (8 bytes). This is only required for the C version of 
the routine. The Turbo Pascal version performs this task on its own. 


After calling this routine, the AssmHand routine returns the processor registers to 
the stack and passes control to the caller using a FAR RET instruction. 


The AssmHand instructions execute very quickly, but the handler itself may require 
more execution time than expected. This introduces the problem of recursion, since 
an event in connection with the mouse may recur during the handler execution. 
The AssmHand driver then must be recalled before the previous call terminated. 


To avoid this situation and the complications which can occur, AssmHand 
maintains a variable named active in its code segment. During execution this 
variable contains the value 1. Before setting this variable, the program tests if 
active already contains the value 1. This indicates that the last call was not yet 
completed. If this situation occurs, the handler execution terminates immediately, 
thus avoiding recursion. | | 


Even if this method avoids recursion problems, remember that it can produce its 
own problems. The suppression of the higher level language handler does not take 
note of the event, because the handler was not called by the mouse driver. 
Although we offer the recursion trap as an option, we recommend that you 
program the higher level language handler as efficiently as possible to avoid using 
processor time. This will keep call suppression to a minimum. 


AssmHand must first be installed through function OCH, using the 
MoulSetEventHandler procedure/function. MouISetEventHandler is called by the 
Moulnit procedure/function, which initializes the mouse module. This should be 
called by any application program as the first procedure/function of this module. 
The number of lines and columns of the display screen must be passed to it as 
arguments, to determine the size of an internal buffer needed for the various 
procedure/functions within the module. 


This buffer allows division of the screen into individual mouse ranges, each 
equipped with its own code, cursor mask and screen mask. These mouse regions 
are very important in mouse access. They permit the definition of objects such as 
sliders, O.K. buttons or menu items. As soon as the user moves the pointer to and 
object and presses a mouse button, the object executes a particular step in the 


program. 
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_ MouDefRange defines these regions. The registration of these regions occurs 
through the procedure/function MouDefRange, which must receive a pointer to a 


vector or array, and the number of elements stored there. These elements of the 
type RANGE describe a screen area and the cursor or screen mask assigned to the 
pointer as soon as it reaches this area. An area can comprise a single character or 
the total screen. The user can define the array with individual area descriptors. The 
area code depends on the position of the descriptor within the array, and is provided 
automatically by the procedure/function MouDefRange. The first area has the value 
0, the second the value 1, etc. The screen areas not covered on an area descriptor are 
assigned the code NO_RANGE. 


During the creation of this array, especially during the definition of the cursor and 


_. gcreenmask in the PtrMask array, the C implementation provides helpful macros 


and constants. The Pascal program has functions and constants available for this 


_ purpose. The creation of a variable of the type PTRVIEW, stored in the PtrMask 


field within an area descriptor, is handled by the macro or function MouPtrMask. 
The cursor and screen mask for the character must be passed to MouPtrMask to 


_ define the pointer's appearance on the screen. 


If PtrSameChar is indicated, the pointer appears as the character which it covers. If 
another pointer is desired, the pointer can be defined with PtrDifChar. When the 
call occurs, enter the ASCII code of the desired character for PtrDifChar. 


As a second parameter MouPtrMask gets the pointer's color from the cursor mask 
and screen mask. Many options for color are possible: 


as - PtrSameCol ensures that the pointer assumes the color of the character 
a currently overlapped by the pointer. 
o— PtrSameColB creates a pointer which assumes the color of the character 


currently overlapped. However, bit 7 of the attribute byte is set to 1 so 
that the character either blinks or appears with a ‘high- intensity 


background color. 

° PtrInvCol makes the pointer appear in the inverse color of the character 
currently overlapped by the pointer. 

° PtrDifCol displays the pointer on the screen in the color indicated by the 
code following PtrDifCol. 


In addition to the different mouse areas specified through MouDefRange, a pointer 
can be assigned to the remaining screen, which is the area carrying the code 
NO_RANGE. A program can use MouSetDefaultPtr to obtain the cursor and 


_ screen mask of the pointer as a parameter of type PTIRVIEW. The constants and 


macros or functions described above can be used to create, this parameter. 


The MouEventHandler changes the cursor and screen mask for each area. Since it is 


called for every mouse event (including mouse movement), it can determine the 
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mouse area where the pointer is currently located. To make this happen as fast as 


possible, it tests if the mouse area contains the position of the pointer. 


MouEventHandler uses the internal region buffer which was created by Moulnit 
during the call. It reflects exactly the video RAM structure, and contains one byte 
for every screen position. Each byte contains the code of the area to which the 
screen position was assigned. The event handler can use the current position of the 
pointer as an index to this area buffer. A single memory access is enough to 
determine the mouse area in which the pointer is located. The area code found is 
stored in the global variable MouRng, and is used as an index to the array of the 
mouse descriptor from which it determines the cursor and screen mask for this area. 


~The higher level language event handler has another assignment which may be 


even more important. It controls the variable MouEvent, in which the current 
mouse events are stored. This task cannot be performed by simply copying the 
mouse events which were passed through AssmHand from the mouse driver. This 
only shows the current event, but no preceding events. If the user presses and holds 
the left mouse button, then presses the right mouse button, this results in two 
event handler calls. This signals each case of an active mouse button. The 
preceding call (the active left mouse button) is no longer recognized by the call, 
since it reports only the current event (the depressed right mouse button). 


The event handler must isolate the various events which are reflected in the 
EvFlags variable, and accept only new events in the MouEvent variable. This 
variable reflects the current status of the mouse buttons, and the pointer's current 
movement or position. MouEvent can handle the most important mouse sensing 
tasks, waiting for the occurrence of a certain event (usually a pressed mouse 
button). 


MouEventWait waits for the occurrence of an event which was specified by the 
bitmask that was passed earlier. This bitmask can be defined through the logical 
OR function with the following constants: 


EV_MOU_MOVE Mouse movement 
EV_LEFT_PRESS Left mouse button pressed 
| EV_LEFT REL Left mouse button released | 


EV_RIGHT_PRESS —__ Right mouse button pressed 
EV_RIGHT_REL Right mouse button released 


The procedure/function can be instructed to wait for one or more of these events to 


occur. The AND or OR correspond to the logical comparisons of the same names. 
Which events occur can be sensed through the results of a bitmask in which the 


_ individual bits represent the various events, and through which the constants 


described above can be sensed. 
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Pascal listing: MOUSEP.PAS 


FFI III III TOI TO IIT IIIT SII III IAI I IIA IA IS SAAS AIAN Y 


{* . MOUSEP.PAS . . sa 
[ 8a nn ne nee *} 
(3 Task : Demonstrate the different functions available *} 
{* 2 , - in mouse programming , | oa 
[ Beene nn ee nn nn en enn nnn enn nee *} 
{* Author : MICHAEL TISCHER . *} 
i Developed on =: 04/21/1989 , “Ah 
{* Last update : 06/01/1989 *] 
GEIS ISIICITI ICIS CII ICI ICICI IIIT IOC IC IIIT TOIT IITA TTT STATA TAIT) 
uses Dos; _ _{ Add DOS unit } 
{SL c:\tp\mousepa} . { Link assembler module } 
{ adjust path to your system needs } 
{== Déclaration of external functions ============ Sa emcee 
{SF+} : { FAR function } 
procedure Agentiand; > external ; { Assembler event handler } 
{SF-} . { FAR functions no longer accessible } 
const 
{-- Event -Codes Sea a ee en See ea } 
EV_MOU_MOVE = 13 { Mouse movement } 
EV | LEFT | PRESS = 2: { Left mouse button pressed } 
EV | LEFT | REL = 4; { Left mouse button released } 
EV RIGHT PRESS = 8; { Right mouse button pressed } 
EV_RIGHT_ REL = 16; { Right mouse button released } 
EV_MOU_ALL = 31; { All mouse events } 
LBITS = 6 { EV_LEFT PRESS or EV_LEFT REL } 
RBITS = 24; { EV_RIGHT PRESS or EV_RIGHT_REL } 
NO_RANGE = 255; { Mouse pointer not in xy range } 
PtrSameChar = $O0ff; { Same character io 
PtrSameCol = SOOff; { Same color } 
PtrInvCol = $7777; { Inverse color } 
PtrSameColB = $807f; { Same color, blinking } 
PtrInvColB = $F777; { Inverse One ping: } 
EAND = 0; | A Event comparisons for MouEventWait } 
EVOR = 1; 
CRLF = #13#10; { CR/LF } 
type FNCTPTR = longint; { Address of a FAR function } 
PTRVIEW = longint; {Mask for mouse pointer } 
RANGE = record { Describes a mouse range } 
xi, . , {Upper left and lower } 
yl, { right coordinates for the }. 
x2, { specified range } 
_y2. : byte; « & eee 
PEaess : PTRVIEW; { Mask for mouse pointer }_ 
RNGARRAY = array [0. 100] of RANGE; 
-RNGPTR = “RNGARRAY; ee 3 
PTRREC . = record -{ Allows access to any } 
. Ofs : word; { mouse pointer record } 
Seg : word; san meets { existing } 
end; . 
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PTRVREC = record — { Allows access to } 
ScreenMask : word; .  { PTRVIEW } 
CursorMask : word; 
end; . 
RNGBUF = array [0..10000] of byte; { Range buffer } 


BBPTR = “RNGBUF? { Pointer to a range buffer } 


var NumRanges, { Number of ranges } 
TLine, . { Number of text lines } 

TCol : byte; { Number of text columns } 
MouAvail : boolean; { TRUE if mouse is available } 
OldPtr, { Old mouse pointer appearances } 
StdPtr : PTRVIEW; { Mask for standard mouse pointer } 
BufPtr : BBPTR; { Pointer to range recognition buffer } 

- ActRngPtr: RNGPTR; { Pointer to current range vector } 
BLen =: integer; { Range buffer length in bytes } 
ExitOld : pointer; { Pointer to old exit procedure } 


{-- Variables which are loaded into mouse handler on every call --} 


MouRng, { Current mouse range 


} 
MouCol, { Mouse column (text screen) } 
MouRow : byte; { Mouse line (text screen) } 
MouEvent : integer; { Event mask } 


{== Variables which load with any occurrence of expected events o 


EvRng, . { Pane in which the mouse can be found } 

EvCol, a ; { Mouse column } 

EvRow : byte; . { Mouse line } 
{ 3 He HHH RIKKI IRR IIH HK IRI II II IRI RII IH IKI KHAKI HK IAERAAKIEREEREE | 
{* MouPtrMask: Executes Cursor-Mask and Screen-Mask from a bitmap . *} 
{* containing character and color =) 
{**— ou es so eis is tm es ci mu em ci cach sc es ice mins is us ns as ts kota nan etn cb Sines eis Sn nsw ct ies cs es nl ie Saco sou Sais oe i is sas anh mcs xe} 
{* Input: Chars = Bitmask of character as found in Cursor-Mask  *} 
{* o and Screen-Mask *} 
{® 2 Color = Bitmask of character color as found in *} 
{* Cursor-Mask and Screen-Mask — 
{* Output : Cursor-Mask and Screen-Mask as a value of typ PtrView *} 
{* Info: The constants PtrSameChar, PtrSameCol, PtrSameColB, *} 
{ce PtrInvCol, PtrInvColB, and the results of the PtrDifChar *} 
{* - and PtrDifCol functions also control character & color *} 


AIG IOIUI III ICICI TOOT IIIT SAI IIIA IAAT II IAI IANS 


function MouPtrMask( Chars, Color : word ) : PTRVIEW; 
var Mask : PTRVIEW; { For creating Cursor-Mask and Screen-Mask } 


begin 
PTRVREC ( Mask a ScreenMask := ( ( Color and $ff ) shl 8) + 
( Chars and $ff ); 
PTRVREC ( Mask ).CursorMask := ( Color and $ff00 ) + ( Chars shr 8 ); 


MouPtrMask — := Mask; { Return mask to caller } 
end; 
REET LELETeeTLE Teer Te rererr re reecocererrrrererrrrreccercrer rer eres 
{* PtrDifChar: Defines character structure of cursor and screen *} 
{* mask in conjunction with character *} 
{mm a ne a a ne a ae a a eh ee se cas nee na ce a cD en aD ED cep ep er ms nen tn ae xe} 
{* Input : ASCII code of the character on which pointer is based *} 
{* Output : Cursor and screen mask for this cursor *} 
{* Info: Function result should be computed with the help of the *} 
{* MouPt rMask function : =} 


[RARER RRR ERE RR RE ERREKEEKEEREEEKK EERIE EKER EKER EREREREEEKERREREEEKEEKE | 


function PtrDifChar( Chars : byte } : word? 
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begin | 
PtrDifChar := Chars shl 8; 
end; 


RII III III TO III III II IIIT IIS IDA IT IAAI II AIA 
{* PtrDifCol: Creates the character segment of the cursor and screen *} 


{* mask in conjunction with the mouse pointer color ee) 
{** <i temo Gens sinned tae tices i ce ni Gn nb Vic cts eri mn Si ce cl ss etnias cm mans sin Sa ei hess sea et ub cin cm’ i cua uo am eis thn Sis wi um cu ems Gt eS ae} 
{* Input. : Character color on which the mouse pointer will be based *} 
{* Output : cursor and screen mask for this color *} 
{* Infos The function's result should be computed with the help *} 
{* of the MouPtrMask function 5 “*} 


CARES ESRC Aaya aspen Aenean Ane en atanen ea ap Cet ate a) 


function PtrDifCol( Color : byte ) : word; 


begin 
PtrDifCol := Color shl 8; 
end; 


OGRE ISHS ISOC II IOS II IC IOS II IGT IITA IOC IOC TIO TIA IIIA) 


{* MouDefinePtr: Assigns the mouse driver the cursor mask and .. *} 
1% screen mask, from which the driver can create the *} 
t* : mouse pointer 1 sea , *} 
{ *¥* --- ee ee ae} 
{* Input : Mask = The cursor and screen mask as a parameter of *} 
{* type PTRVIEW *} 
{* Info: ~ The mask parameter should be created with the help of *}. 
{* the MouPtrMask function . *} 
{* ~ The most significant 16 bits represent the screen mask,*} 
the least significant 16 bits represent cursor mask *} 


{RRR RR RRR KERR RR ERK ERE ERE REKKRERERRERRKREREERERKEEREREREEERK KKK | 


procedure MouDefinePtr( Mask : PTRVIEW ); 


var Regs : Registers; { Processor regs for interrupt call } 
begin 
if OldPtr <> Mask then { Mask change since last call? } 
begin  { YES } 
Regs.AX := $000a; { Funct. no. for “Set text pointer type" } 
Regs.BX := 0; { Create software pointer } 
Regs.CX := PTRVREC( Mask )}.ScreenMask; { Low-word is AND mask } 
Regs.DX := PTRVREC({ Mask ).CursorMask; { High-word ist XOR mask } 
Intr( $33, Regs); _ { Call.mouse driver } 
OldPtr := Mask; | { Reserve new bitmask } 
end; . . 
end; 


{RAR RKARRK KKK EER EKER ERR ERE EKAKKE KEKE KIKIAKREKKKKK EKA EKEAEKEREKK KEE } 
{* MouEventHandler: Called by the assembler routine AssmHand as soon *} 


i as a mouse event occurs ®} 
{** [OF AA At SO SD OD A ED NN SD SND SD SENDS ND GE SEN SUE SEED SEP SOD GOLD GED GOD GE GND DG GED SEND ED GENDER UD SND SUED EE HED MP iD GD ED SEND IU gD UD > En SD CEE ND GD SHED UN ED GND SD OED ED cD ne xe} 
{* Input : EvFlags = The event mask es | 
{* ButState = Current mouse button status *} 
as . X, Y = Current. coordinates of the mouse pointer on *} 
{? the text screen. *} 


Seite te troreieteetecceccretcetereretcrc Coccerer cert corer esesg) 


procedure MouEventHandler( EvFlags, ButState, x, y : integer); 


var NewRng : byte; . { Number of new range } 
begin 
MouEvent := MouEvent and not (1); {Bit 0 excluded } 
MouEvent := MouEvent or ( EvFlags and 1 ); |  * { Bit 0 copied } 


LE { EvFlags and LBITS } <> 0 then { Lft butten released: or pressed? } 
begin . { YES } 
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-MouEvent := MouEvent and not{ LBITS ); { Remove previous status } 


MouEvent := MouEvent or ( EvFlags and LBITS ); { Add status }- 
end; 8 7 ; : : » a 
if ( EvFlags and RBITS ) <> 0 then { Rgt button released or pressed?} 
begin { YES } 
MouEvent := MouEvent and not ( RBITS ); { Remove previous status } 
MouEvent := MouEvent or ( EvFlags and RBITS 7 . { Add status } 
MouCol := x; ou - { Convert columns to text columns } 
MouRow := y;. : “ | { Convert lines to text lines } 
{-- Determine range in which the mouse should be found and ~---} 
{~- determine whether range has changes since the previous call ----} 
{-- of the handler. If so, the cursor image must be redefined. ----} 
NewRng := BufPtr“[ MouRow * TCol + MouCol ]; { Get range } 
if NewRng <> MouRng then { New range? } 
begin { YES } 
if NewRng = NO RANGE then { Outside of a range? } 
MouDefinePtr( StdPtr ) { YES, standard pointer } 
else { NO, range recognized } 
MouDefinePtr ( Act RngPtr* | NewRng ].PtrMask ); 
end; 
MouRng := NewRng; { Reserve range number in global variable } 


end; 


{ RA RRAKKAEKKREKEEER EEE KER EREREK KERRIER EKER AERA AREER) 


{* MouIBufFill: Store the code for a mouse range within the *} 
{* modulare range memory | *} 
{** ie a ests em sens ss te en cel cn ee uns tu cb nea eo es ic cas cn ci sc cen ccs Ss enc scm ine ens musi chs ics con “amo ain ms eb cms en rs Sie en dec xis Ga el ms es Sw Sm xk} 
{* Input : xl, yl = Upper left corner of the mouse range *} 
{* x2, y2 = Lower right corner of the mouse range *y) 
{* Code = Range code *} 


POTN ee TT ONE NCETM SOA TLE EES EC OCe EOL OE STE Tee Oh 


procedure MoulIBufFill( x1, yl, x2, y2, Code : byte ); 


ene 


var Index : integer; . { Points to array 
Column, { Loop counter 
Line : byte; | 


wayne 


begin | | ; 
_ for Line:=yl to y2 do { Count individual lines } 
pesin : dus oe ciate 
Index := Line * TCol + xl; { First line index } 
for Column:=xl1 to x2 do { Go through the columns in this line } 
begin . 
BufPtr*[ Index ] := Code; { Save code } 
inc( Index 3 . . [ Set index to next array } 
end; ge 
end; 
end; 


[CERI ICICI OIOTIOIITOCT CITT A TRI AT TTT TR IIT TAA I ITAA AAI IIA | 


{* MouDefRange: Allows the registration of different screen ranges, *} 


{* an which the mouse recognizes as different ranges. ‘*} 
{* The mouse pointer's appearance changes when it =. *} 
{* | -. senses each range - _ 
( **-----—--—------—---- +--+ + espa ea enacts tae ss nah ttn ene ames ak} 
{* Input : Number = Number of screen ranges o? we} 
{* BPtr = Pointer to the array in which the individual  *} 
{* . - -Yanges are written as a structure of type = ‘**} 
{* ak RANGE *} 
{* Info: | —- The free areas of the screen are assigned the code  *} 
fr NO_RANGE ad | 
{* : ~ When the mouse pointer enters one of the ranges, *} 
{* the mouse range calls the event handler rs 


elaehalalaiatateheiateaebahataitetelelelnattebabaettetohalcielobetebehaisetchubabaiaelehatulahaitetebeisielehabebeiiciaed 
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procedure MouDefRange( Number : byte; BPtr : RNGPTR ); 


var ActRng, { Number of the current range } 
Range : byte; { Loop counter } 
begin 
ActRngPtr := BPtr; { Reserve pointer to vector } 
NumRanges := Number; { and number of ranges } 
FillChar( BufPtr*, BLen, NO RANGE ); { All elements=NO_ RANGE } 
for Range:=0 to Number-1 do { Check out different ranges } 


with BPtr*[ Range ] do 
MouIBufFill( x1, yl, x2, y2, Range ); 


{-- Redefine mouse pointer ~--------- 99 nn nn nr nee } 
ActRng := BufPtr*[ MouRow * TCol + MouCol }; { Get range } 
if ActRng = NO RANGE then { Outside a range? } 
MouDefinePtr( StdPtr ) { YES, standard pointer } 
else { NO, range recognized } 
MouDefinePtr( BPtr“[{ ActRng ].PtrMask ); 
end; 


{ RE RRRHREKKKEKREREKKREREREKE EKER KEKE KERR EKEK EKER EKRKERKEEREREKEKE | 


{* MouEventWait: Waits for a specific mouse event =) 
{** co as atin in iam Ga ea Ga mae ce i da ee Sw sn Sw NN Ge ci Sa es nS Gensel ie cS cs xD ce nb ams een hes cD Gm nD amD nD em ED gD em em cus mh cb emu umn tn in es Satna cu ee Sen Suh es ens xn in a nein *k} 
{* Input : TYP = Type of comparison between different events *} 
1 WAIT EVENT = Bitmask which specifies the awaited event *} 
{* Output : Bitmask of the occurring event *} 
{* Info: - WAIT EVENT can be used in conjunction with OR for other*} 
{* constants like EV_MOU MOVE, EV_LEFT PRESS etc. *} 
{* ~- Comparison types can be given as AND or OR. If AND is *} 
{* selected, the function returns to the caller if all *} 
{* anticipated events occur. OR returns the function to *} 
{* the caller if at least one of the events occurs. *} 


{ REAR H KH RRR EEK EERE KKK IKKE ERK IKKE KEKE EER EKER EEEKKREKEKRKKKEER | 


function MouEventWait ( Typ : BYTE; WaitEvent : integer } : integer; 


var ActEvent : integer; 


Line, 
Column : byte; 
CEnd : boolean; 
begin 
Column := MouCol; { Reserve current mouse position } 


Line := MouRow; 
CEnd := false; 


repeat 

{-- Wait for one of the events to occur ---------------------~----- } 
if Typ = EAND then { AND comparison? } 
repeat -{ YES, all events must occur } 
ActEvent := MouEvent; { Get current event } 

until ActEvent = WaitEvent 
else { OR comparison } 
repeat { At least one event must occur } 
ActEvent := MouEvent; { Get current event } 


until ( ActEvent and WaitEvent ) <> 0; 


ActEvent := ActEvent and WaitEvent; { Check event bits only } 
{-- While waiting for mouse movement, the event is accepted -— } 
{-- nonly if the mouse pointer moves to another line and/or -- } 
{-~- column in the text screen - } 


if ( ( (WaitEvent and EV_MOU MOVE) <> 0) and 
( Column = MouCol ) and ( Line = MouRow ) ) then 


begin { Mouse moved, but still at the same screen position } 
ActEvent := ActEvent and not ( EV MOU MOVE ); { Move bit out } 
CEnd := ( ActEvent <> 0); { Still waiting for events? } 
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end 
else { Event occurs } 
CEnd := TRUE; 
until CEnd; 


EvCol := MouCol; { Determine current mouse position } 


EvRow := MouRow; { and range in global } 
EvRng := MouRng; { variables } 


MouEventWa:.: := ActEvent; 
end; 


{ RA AAHRKHHRRERRKEREK AREER EKER EKER KKKEKEEKEREEEKEKKREREEKEEKRKERKEKEEREKEKE } 
{* MoulSetEventHandler: Installs an event handler which is called *} 


{* when a particular mouse event occurs. *} 
{** ccs nian eth cons Si cts Ses ese me Sus subs mes sew us cs ca ms wis ss cs eas sis Sid ceases Ss ems as ca eam cn seem ess ws eum cin eh ce us e's Sw ms csi Ub em ls Mis inms acm ce xk} 
{* Input : EVENT = Bitmask which describes the event, called *} 
{* through an event handler *} 
{* FPTR = Pointer to the event handler of type FNCTPTR *} 
{* Infos - EVENT can be used through OR comparisons in conjunc- *} 
{* tion with constants like EV_MOU MOVE, EV_LEFT PRESS etc*} 
{* - The event handler must be a FAR procedure, and change *} 
{* none of the given processor registers *} 


[HU UES O SSH HE EHS HEU GIT EER ORR REE) 


procedure MoulSetEventHandler( Event : integer; FPtr : FNCTPTR ); 


var Regs : Registers; | { Processor regs for interrupt call } 
begin 
Regs.AX := $000C; { Funct. no. for “Set Mouse Handler" } 
Regs.CX := event; { Load event mask } 
Regs.DX := PTRREC( FPtr ).Ofs; { Offset address of handler } 
Regs.ES := PTRREC( FPtr ).Seg; { Segment address of handler } 
Intr( $33, Regs ); { Call mouse driver } 
end; 


{ HK H KKK KKK KERRIER KKK REKKKK ERK KEKRKIK HARKER KERIKEKKKKEKKEKKREKEREE | 
{* MoulGetX: Returns the text column in which the mouse pointer can *} 


ea be found *} 
{ *% eee eee ir nel sis in ls ss sit i is i se ea ih a ss iu i ii el i i ii we int i Su ei wn i Ss ie cs sl i ea ie air ae} 
{* Output : Mouse column converted to text screen i 


{ RRR R RRR K RRR EER RRR ERE EKER ERR KEKE KEE KEE KEKE KEEKRKERKEKEEREEKREKKEKERE | 


function MouIGetX : byte; 


var Regs : Registers; { Processor regs for interrupt call } 
begin 
Regs.AX := $0003; { Funct. no. for "Get mouse position" } 
Intr( $33, Regs ); { Call mouse driver } 
MoulIGetX := Regs.CX shr 3; { Convert column and return new value } 
end; 


{HARKER ARIA KKK IRE REE RK EKA RE REE ARKKKR ERE RRERKEKEEKEREKERKEKEEE | 
{* MouIGetY: Returns the text line in which the mouse pointer can *} 


{* be found *} 
{ ¥en ee ee 5c ens tm eS eu my seats sce en mm sins ns seri es scm in sis ss ams ea es stm a ca cian ees tems tts ns ci Cas i Se Gen cus ais i Ws tn ow sens Ses ae xm} 
{* Output : Mouse line converted to text screen *} 


{ RHR REK KKK K ERE K ERK IKE RRR IRR HK HK AIK EREEEEE | 


function MoulIGetY : byte; 


var Regs : Registers; { Processor regs for interrupt call } 
begin 
Regs.AX := $0003; { Funct. no. for “Get mouse position" } 
Intr( $33, Regs ); { Call mouse driver } 
MoulIGetY := Regs.DX shr 3; { Convert line and return new value } 
end; 
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{FR IIR RR RRR RRR RRR IR RRR RRR EIR IIR IR RRR TI TIT I TIAA IRI HK RAR AAA 


{* MouShowMouse: Show mouse pointer on the screen ae 
{** es ca a esse asa es oa em en is ape cose i ei ci-col ci eer cs ei mia es is cas yo cm mm a se on cau mu Su nas erm cms re She Ga ino ti om **} 
{* Info: Calls between MouShowMouse and MouHideMouse must be evenly *} 
{* balanced *} 


{RR RRRARRREK KEKE EKER RR RERERR EE EKRIKRKIAKREEREKREKREREREKREEKEEREREREKRERKE } 


procedure MouShowMouse; . 


var Regs : Registers; { Processor regs for interrupt call } 
begin — F 
Regs.AX := $0001; | { Funct. no. for “Show Mouse" } 
Intr( $33, oe 3 . { Call mouse driver } 
end; 


{BERR KR REREEKKEER KK KERR ERK EEE ERE KEKE KKERKEEKEEREKEKEEKERKEKKER } 


{* MouHideMouse: Hide mouse pointer from the screen - *4 
{** ‘cs si i es sii is <i ce ni in i nmi em ac ib em im is ens i avis ci n> am cs i mi Sn ums hs waves us Gi om xh nh n'a et Ss a te os tts eb xe} 
{* Info: Calls between MouShowMouse and MouHideMouse must be evenly *} 
{* _ balanced *} 


[ACEH SEH HEE SEE USSU ISI IIT UHI iia nnn nine katie | 


procedure MouHideMouse; 


var Regs : Registers; { Processor regs for interrupt call } 
begin _ 
Regs.AX := $0002; { Funct. no. for “Hide Mouse" } 
Intr( $33, pica { Call mouse driver } 
end; 


{RA AAAHKRERKRERERE KERR ERER ERK KER ER ERE EKER ERKEEREKKEREKREKEEEEKEEKE } 


{* MouSetMoveArea: Specify movement range for mouse pointer *} 
{** Co ca wes tes ab ORD ne Om ene Ss Ge aD nD aD MD OO a GN OEE OS CET UD GD COND camD nD ERD MND aD Ker ED Den ED aD LD sts ne Gam nD ED GD ED SENS OR dies ecccesenennn wees ab ananumom we} 
{* Input : xl, yl = Coordinates of range's upper left corner *} 
{* x2, y2 = Coordinates of range's lower right corner © *)} 
{* Info: ~ The coordinates indicate the text screen coordinates, *} 
{* ' and not the virtual graphic screen used by the mouse ‘*} 
{* driver + 


[AERA RERRERER RE KREREREEK KEKE ERK ERE EEKEKEKRKEERKEKEEEREKKEKKEEEEEKKEKK } 


procedure MouSetMoveArea( x1, yl, x2, y2 : byte ); 


var Regs : Registers; | _ { Processor regs for interrupt call } 

begin 7 : fess 3 . 
Regs.AX := $0008; { Funct. no. for “Set vertical limits" } 
Regs.CX := integer( yl ) shl 3; Ree { Conversion to virtual } 
Regs.DX := integer( y2 ) shl 3; { mouse screen } 
Intr( $33, Regs ); . a { Call mouse driver | } 
Regs.AX := $0007; { Funct. no. for “Set horizontal limits" } 
ade := integer( xl ) shl 3; { Conversion to virtual } 
Regs.DX := integer( x2 ) shl 3; { mouse screen } 
Intr ( $33, reer de { call mouse driver } 

end; 


 Caketeaiahehetahahabaleholileloleheleloloelaloieheleloteteieheehelehelahotelelehetalotetelelehelalelstalstehehiichateletotataieloheistoiel 


{* MouSetSpeed: Configures movement speed of mouse pointer *} 
{** oe eae ee a a A OD SO SD SD EE eS ED SE SO SRD DD SO OER A Me SD GED A SD ND YE ND GD OUD Dee ve Sn em ah ce me xe} 
{* Input : XSpeed = Speed in X-direction *} 
{* pps -YSpeed = Speed in Y-direction *} 
{* Info: - Parameters are measured in units of | ms *} 
LFS tx _. Mickeys (8 per pixel) *} 


[tenaasenansnasnnntnensnanenananneerscseapactnneceesnsesnanguarssasas) 


procedure MouSet Speed ( xSpeed, ySpeed : teeace 7 


var Regs : Radigters: { Processor regs for dnterdube call } 
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begin 


Regs.AX := $000f; { Funct. no. for “Set mickeys to pixel ratio" } _ 


Regs.CX := XSpeed; 

Regs.DX := YSpeed; a 

Intr( $33, Regs); _ . { Call mouse driver } 
an - a 


[BR RRRRRER RRR RIE RR IR RRR RRR RIR IR ERR ARIK RITTER REIT I AAI A IAI IAI AIA) 


{* MouMovePtr: Moves mouse pointer to a specific positron on the *} 
{* ‘screen =] 
{** cen cee wee cm ne ee ee we um ene ces cme Go cam ce eve So cm nD Se Ce HD MaDe SS ED DD DON A gn SS DCD ND GD NONE GO SENG OUD Gn mS aD ee ene eee ae} 
{* Input : COL = New screen column for mouse pointer . *} 
{* . - ROW = New screen line for mouse pointer *y 
{* Infos - The coordinates indicate the text screen, and not the *} 
{* virtual graphic screen used by the mouse driver *} 


{ RE RRRRKERK HEHE KERIKERI IERIKE IEEE KE EEEKEKEEKREREKREREKREKEKE 5 


procedure MouMovePtr( Col, Row : byte ); 


var Regs : Registers; 7. -{ Processor regs for interrupt call } 
NewRng : byte; { Range into which the mouse is moved } 
begin 
Regs.AX := $0004; { Funct. no. for “Set mouse pointer position" 
MouCol := col; { Store coordinates in 
MouRow := row; Pies “8 { global variables 
Regs.CX := integer( col ) shl 3; { Convert coordinates and store 
Regs.DX := integer( row ) shl 37 { in global variables 
Intr( $33, Regs ); { Call mouse driver 
NewRng := BufPtr*[ Row * TCol + Col }; { Get range } 
if NewRng <> MouRng then . . { New range? } 
begin ae oe — “— { YES } 
if NewRng = NO_RANGE then = { Outside of a range? } 
MouDefinePtr ( StdPtr } ~ - { YES, standard pointer } 
else | ---. { NO, range recognized } 
MouDefinePtr( ActRngPtr“[ NewRng ].PtrMask ); eyes ees 
end; . ; a he fee 
MouRng := NewRng; { Place range number in global variable } 
end; 


{ RRR KKRERE KKK KEKE KERR RE KEE KEKE EEE ERE EREKRKKEKEKEKEREKEREKRERKEKEKKERE | 


{* MouSetDefaultPtr: Defines default pointer appearance for screen *} 


ranges not assigned as special ranges *} 
[ BR ee a a en en ee ene ie en time ine em ean ats ae} 
{* Input : Standard = Cursor and screen mask for mouse pointer *)} 
{* Info: - The parameters should be created with the help of the *} 
{* MouPtrMask function *} 


[RRR RR RIK IK IKK RR RR RII RKTT RIKI IIR IR KI IITA K IKEA KI AA AIK Y 
procedure MouSetDefaultPtr( Standard : PTRVIEW ); 


begin 


StdPtr := Standard; { Reserve bitmask in global variable } 


{-- If the pointer isn't eueeney in a range, convert to default ---} 


if MouRng = NO RANGE then — {No range? } 
MouDefinePtr ( | Standard 3 Pre es ae = ae sf NO } 
on | onda cs one eae : : 


(RERESARER ERAN RA RRAAS ERED SAS AAS AAASAS EER AASARAE OA EES RERAEONAREAA ERAS ASE) 


{* MouEnd: End the mouse module functions and procedures ke} 
{ 9 8 ee a nn eee cio a arias eae ean eae xe} | 
{* Info: - This procedure doesn't have to be called direct from the*} 
{* application, since the MouInit function defines this *} 
{* as the exit procedure . . *} 


Ereeretrne urea rere receercettereetiin coc liee nc ces tio clog ioc cocoa 


fenget eyed Reagent Rage tet 
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{SF+} { must be FAR to allow call as exit procedure } 


procedure MouEnd; 


var Regs : Registers; { Processor regs for interrupt call } 
begin 
MouHideMouse; { Hide mouse from screen } 
Regs .AX := 0; { Reset mouse driver } 
Intr( $33, Regs); { Call mouse driver } 
FreeMem( BufPtr, BLen ); . { Release allocated memory } 
ExitProc := ExitOld; { Restore old exit procedure } 
end; . 
{$F~-} - { No more FAR procedures } 
[QUIS IO CII OSI IOI ICT III ICICI III III IT ITI TI TI IIH 
{* MouInit: Initializes mouse functions and procedures as well as *} 
{* variables . *} 
[FO ac ce ee ee a ce ee ne ates Gas ox Sv eianak ioren whee ata eSawecssactemes xk} 
{* Input : Columns = Number of screen columns *} 
{* Lines = Number of screen lines *} 
{* Output : TRUE if a mouse driver is installed, else FALSE *} 
{* Info: ~ This function must be the first called from an *} 
{* application program, before other procedures and *} 
{* functions can be called *} 


{BEARER KEKE RHEE KEKE EKER EREKREIEK EERE ARERR KKEEREREREREKKKKE | 


function MouInit ( Columns, Lines : byte ) :. boolean; 


var Regs : Registers; { Processor regs for interrupt call } 

begin 
TLine := Lines; { Store number of lines and } 
TCol := Columns; { columns in global variables } 
ExitOld s= ExitProc; { Set address of exit procedure } 
ExitProc := @MouEnd; { Define MouEnd as exit procedure } 
{-- Allocate and fill mouse range ------------~---------------------- } 
BLen := TLine * TCol; -{ Number of characters in screen } 
GetMem({ BufPtr, BLen ); { Allocate internal range buffer } 
MoulIBufFill({ 0, 0, TCol-1, TLine-1, NO_RANGE ); 
Regs.AX := 0; { Initialize mouse driver } 
Intr( $33, Regs ); { Call mouse driver } 
MouInit := ( Regs.AX <> 0 ); { Mouse driver installed? } 
MouSetMoveArea( 0, 0, TCol-1, TLine-1 }; { Set move area } 
MouCol := MoulGetX; _ { Load current mouse position } 
MouRow := MoulGetyY; { into global variables } 
MouRng := NO RANGE; { Pointer in no set range } 
MouEvent := EV_LEFT REL or EV_RIGHT REL; { No mouse button pressed } 
StdPtr >= MouPtrMask ( PTRSAMECHAR, PTRINVCOL );7 { Std. pointer } 
OldPtr >= PTRVIEW( 0 );? 


{-- Install assembler event handler “AssmHand" -------~--------------~-- } 
MoulSetEventHandler( EV MOU ALL, FNCTPTR(@AssmHand) ); 


end; 


{ RRR RAKRRERRREKRERKE EKER EKER RKEKEREKERREEEKEEKREEREKARKEKEEKE 


’ MAIN PROGRAM = 


RHA KKK KEKE KIRK RHEE REAR EERE IRE KERR HRRE EERE EKER EKER EREREEKE KEKE | 


const Ranges : array[0..4] of RANGE = = { The mouse range } 
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(xl: O; yl: 0; x2: 79; y2: 0), | { Top line } 
(xl: Of; yl: 1; x2: OF y2: 23), { Left column } 
( xl: Of; yls 247 x2: 78; y2: 24 ), { Bottom line } 
( xl: 79; yl: 7; x2: 79; y2: 23), { Right column 705) 
{ x1: 79; yl: 247 x2: 79; y2: 24 ) { Lower right corner } 
e 
var Dummy : integer; . { Get result from MouEventWait } 
begin | . 
{-- Configure mouse pointer for the different mouse ranges -~-------- } 


Ranges[ 0 ].PtrMask := MouPtrMask( PtrDifChar ($18), PtrInvCol); 
Ranges[{ 1 ].PtrMask := MouPtrMask( PtrDifChar ($1b), PtrInvCol); 
Ranges[ 2 }.PtrMask := MouPtrMask( PtrDifChar ($19), PtrInvCol); 
Ranges[ 3 ].PtrMask := MouPtrMask( PtrDifChar ($la), PtrInvCol); 
Ranges[ 4 ].PtrMask := MouPtrMask ( PtrDi fChar ($58), PtrDifCol ($40) ); 


writeln (#13#10, 'MOUSEP - (c) 1989 by MICHAEL TISCHER' #13410) ; 
if MouInit( 80, 25 ) then -- -{ Initialize mouse module } 
begin { OK, there's an installed mouse driver } 
writeln(*Move the mouse pointer around the screen. As you move ',CRLIF, 
‘it around the edge of the screen, you will see the mouse',CRLF, 
‘pointer change its appearance. The pointer shape changes ',CRLF, 


‘as you move the mouse from edge to edge. ‘, CRLF, CRLF, 
‘To end this program, move the mouse pointer to the ', CRLF, 
‘lower right corner of the screen, and press both the ‘',CRLF, 
‘left and right mouse buttons at the same time. a 


MouSetDefaultPtr ( MouPtrMask ( PtrDi fchar SDB ), PtrDifCol( 3) } )? 
MouDefRange( 5, @Ranges ); . { Range definition } 
MouShowMouse; ile { Display mouse pointer on the screen } 


{-- Wait until the user presses both the left and right mouse ----- } 
{-- buttons simultaneously while the pointer is in range 4 }#4=£=----- } 


repeat . { Read loop } 
Dummy := MouEventWait ( EAND, EV_LEFT PRESS or EV_RIGHT PRESS }; 
until EvRng = 4; 


end 
else { No mouse installed OR no mouse driver installed } 
writeln('Sorry, no mouse driver currently installed.'); 
end. 


Assembler listing: MOUSEPA.ASM 


HK KKK K KITE KIRA KK IKI TKI K AKITA K EEK KEKEKKE 2 
* MOUS EPA 


» 


* 
+ 


: t 
, ’ 
’ ? 
Esk Task : Create mouse called event pandler for use with *; 
:* a Turbo Pascal program. *? 
ae in Samm as cvs ub ams Gis Sms Sn ss Soe wn scum ce tan chew ves wmm- em i coca ses‘ tes ei ins cc sn edi cs Ss ese al mists cn ss te ls Ss ea cotb Gs "mim Sm dim cus ib o> ns Sueno cues iw nb ew cll Guise Grit eves bes we 
s* Author ~: MICHAEL TISCHER *? 
3* Developed on =: 04/24/1989 Pe 
3* Last update  : 04/24/1989 *; 
jt ------ ++ - en nn we 
s assembly : MASM /MX MOUSEPA; or — x 
rig TASM ~MX MOUSEPA; = 
,* »ee add to MOUSEP program code *s 
ex e 
v gv 


KKREKEKEKKKKKKKEKEKEKEKREEKEKEKEKKEREREKREKEEEKKEEREKREKHEEEKKEREKKEKEKKKKKKKKK 


DATA segment word public hy 
DATA ends ;note--no variables in this program 


CODE segment byte public 7Program segment 
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assume CS:CODE —3CS points to the code segment whose 
;contents are unknown to DS, SS & ES 
public AssmHand - gAllows the TP program to read 
sthe address of the assembler handlers 
ext rn MouEventHandler : near ;TP event handler to be called 
active db 0 spoints to whether a call can occur 


’ 
as calls the TP MouEventHandler procedure 
as Direct call from TP not allowed 


AssmHand proc far 


#-- First save all processor registers on stack --- 


cmp active,0 7Call done yet? 
jne ende ;NO --> Don't exit call 
mov active,1 7No more calls, please 
push ax 
push bx = 
push cx 
push dx 
push di 
‘push si 
push bp 
push es 
push ds | 
7-~ Push arguments for TP function call onto stack ------- 
gon Call: 
7~~  MouEventHandler (EvFlags, ButStatus, x , y : integer ); 
push ax Push event flags onto stack 
push bx :Push mouse button status onto stack 
mov di,cx ;Move horizontal ordinate onto DI 
mov cl,3 ;Counter for coordinate number 
shr di,cl Divide DI (horizontal ord.) by 8 and 
push di 7push onto stack 
shr dx,cl ;Divide DX (vertical ord.) by 8 and 
push dx 7push onto stack 
mov ax,DATA 7Segment address of data segment AX 
mov ds,ax ;Move data from AX to DS register 


call MouEventHandler ;Call TP procedure 


7-~ Get reserved registers from stack sae a 


' pop ds 
pop es 
pop bp 
pop si 
pop di 
pop dx 
pop cx 
pop bx 
pop ax 


mov active,0 7Re-enable call 
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ende: ret ;Return to mouse driver 


AssmHand | endp 


CODE — ends 7End of code segment 
end | zEnd of program 


C listing: MOUSEC.C 


[RIOT ICSI IIIT ICICI IOI III TOOT IOI OAT ATH 


/* MOUSEC.C | | */ 
J Weeden Seta eoe eee ee ee ee et os */ 
/* Task : Demonstrates mouse access from the C language +*/ 
0 a a aoe eam cs es Seen arin a a snd cas em es in tg ae Sw en ns ee Oo tal ew ash es om ee Se ee a */ 
[* Author : MICHAEL TISCHER a 
/* Developed on : 04/20/1989 | a é 
/* Last update =: 06/14/1989 a */ 
[taneo---- ~~ - = +--+ ------------------------------------------- */ 
[% Microsoft C | | */ 
/* Creation : CL /AS MOUSEC.C MOUSECA. OBJ */ 
/* Call : MOUSEC */ 
/* Sa iG ine cos ums ‘mab i ms cb Shs in ’Cen Cams cs chal as cams cms eu eh mss smi us iw ecm cs umes Sam em uhm ims ts a sien ms in nis mc ‘ais xf 
/* Turbo C (integrated system) */ 
/* Creation : Create a project file containing the following:*/ 
‘ke : MOUSEC */ 
fe _ MOUSECA. OBJ | */ 
7* Make sure that memory model is set to small. a 
/* If you didn't assemble the MOUSECA.ASM file a7 
/* using the /MX option in MASM, make sure that */ 
7* Case-Sensitive Link on Linker options is OFF. */ 
I hig Disable stack checking before compilation. */ 
/* >>NOTE: One warning will occur (about the */ 
i* 5 _ButState in the MouEventHandler function). */ 
/* The program will run. Do NOT_ remove */ 
[* the ButState declaration - the AssmHand routine*/ 
/* needs it<< al 
/* Call : MOUSEC a] 


[RRR RKK KKK RK KKK KKK KKK IKK KERIKERI IIH IKE IKKE KR EKRKKEKEKR AEE KKK KKK HK / 


#include <dos.h> 
#include <stdlib.h> 


extern void far AssmHand( void );_ /* External declaration 
ie /* of assembler handler 
typedef unsigned char BYTE; _ sas) /* Create a byte 
typedef unsigned long PTRVIEW; Pad /* Mouse pointer mask 
typedef struct {_ /* Describe a mouse range 
BYTE x1, /* Upper left coordinates of the 
yl, /* specified range 
x2,.; : /* Lower right corner of the 
y2; /* specified range 
PTRVIEW ptr mask; /* Mouse pointer mask 
} RANGE; . . 
typedef void (far * MOUHAPTR) ( void ); /* Pointer to event handler 
#define TRUE (1 ==1 ) 
#define FALSE (1 == 0 ) 
/*-- Event codes -------------~------------~-+--+----------~+-+-----+--- 


#define EV_MOU_MOVE 1 a. __ /* Move mouse 


*/ 


*/ 
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#define EV_LEFT PRESS 2 /* Left mouse button pressed */ 
#define EV_LEFT REL 4 /* Left mouse button released */ 
#define EV_RIGHT PRESS 8 /* Right mouse button pressed */ 
#define EV_RIGHT_REL 16 /* Right mouse button released */ 
#define EV_MOU_ALL 31 /* all mouse events */ 
#define NO RANGE 255 /* mouse pointer not in range xy */ 
[*e— MACKOS ween er rn rr rn een enn */ 
#define MouGetCol () (ev_col) /* Return mouse position & */ 
#define MouGet Row () (ev_row)} /* range the moment the */ 
#define MouGet Range () (ev_rng) /* event occurs */ 
#define MouAvail () ( mavail } /* Available mouse = TRUE */ 
#define MouGetCurCol () ( moucol } /* Returns current mouse */ 
#define MouGetCurRow () ( mourow } /* position and current */ 
#define MouGetCurRng () ( mourng ) /* mouse range ll 
#define MoulsLeftPress () ( mouevent & EV_LEFT PRESS } 

#define MoulIsLeftRel () ( mouevent & EV_ LEFT REL ) 

#define MouIsRight Press ()} ( mouevent & EV RIGHT PRESS ) 

#define MoulIsRightRel () ( mouevent & EV_RIGHT REL ) 


#define MouSetMoveAreaAll () MouSetMoveArea( 0, 0, tcol-1, tline-1 ); 
#define ELVEC(x) ( sizeof(x) / sizeof(x[0]) ) /* No. of elements in X */ 
/*-- Bitmask creation macros defining mouse pointer's appearance. ---*/ 
/*-- Syntax for calling MouPtrMask (sample) : —-——*/ 
[*-- MouPt rMask ( PTRDIFCHAR( ‘x' ), PTRINVCOL ) --~*/ 
/*-- When the pointer is represented as a lowercase x, the inverse ---*/ 
/*-- character color takes effect. ———t/ 
#define MouPtrMask( z, f )\ 
( (( (PTRVIEW) f£) >> 8 << 24) + ((( PTRVIEW) z) >> 8 << 16) +\ 

(((f) & 255) << 8) + ((z) & 255) ) 
#define PTRSAMECHAR ( Ox00ff ) /* Same cahracter */ 
#define PTRDIFCHAR(z) ( (z) << 8 ) /* Other characters af 
#define PTRSAMECOL ( OxO0ff } /* Same color */ 
#define PTRINVCOL ( 0x7777 ) /* Inverse color | */ 
#define PTRSAMECOLB ( Ox807f ) /* Same color (blinking) */ 
#define PTRINVCOLB ( OxF777 ) /* Inverse color (blinking) */ 
#define PTRDIFCOL(f) ( (f) << 8 ) /* Other color */ 
#define PTRDIFCOLB(f) (((f}|0x80) << 8) /* Other color (blinking) */ 
#define EAND 0 /* Event comparisons for MouEventWait () */ 
#define EVOR 1 
#define MOUINT (rin, rout) int86 (0x33, érin, &rout) 
#define MOUINTX(rin, rout, sr) int86x(0x33, é&rin, &rout, &sr) 
/*-- Macros for converting mouse coordinates between virtual mouse */ 
/*-- screen and text screen cont / 
#define XTOCOL(x) ( (x) >> 3 ) /* Xv 8B */ 
#define YTOROW(y) ( (y) >> 3 ) /* Row v 8 */ 
#define COLTOX(c) ( (c} << 3 ) /* Cx 8 */ 
#define ROWTOY(r) ( (r) << 3 ) /* Row x 8 */ 
BYTE tline, /* No. of text lines */ 

tcol, /* No. of text columns */ 


mavail = FALSE; 


/* TRUE when mouse is available */ 


/*-- Mask for standard mouse pointer -----------------------= == === */ 


PTRVIEW 


BYTE 


stdptr = MouPtrMask( PTRSAMECHAR, PTRINVCOL ); 


* bbuf, 
num_ range = 0; 


/* Ptr to range recognition buffer */ 
/* No range defined until now */ 
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RANGE * cur range; /* Pointer to current range vector */ 
int blen; /* Length of BBUF in bytes */ 
/*-- Variables which load every time the mouse handler is called -----+/ 
BYTE mourng = NO RANGE, /* Current mouse range */ 
moucol, . . /* Mouse column (text screen) */ 
-mourow; /* Mouse row (text screen) */ 
int mouevent = EV_LEFT REL + EV_RIGHT REL; /* Event mask */ 
/*-- Variables which load every time an event anticipated by the ---*/ 
/*-- mouse handler occurs maak / 
BYTE ev_rng, /* Range in which the mouse can be found */ 
ev_col, | /* Mouse column */ 
ev_ row; /* Mouse row */ 


[RRA IIR TTR IRI TI RIRR RR KRERAKRRRIKE TR RIRI  K RA RIR K  R K  K a  K K  R 


* Function >MouDefinePtr % 
DE Ie cs eines sas sus etSu eciws cat aces tin cane mic Sis cam Ses es et oes ws Webs cad cs Sas we es Goce Ssh esse ss Gs cas Ses pis sir se tera sl cnc ca ins gs mines es cb as Gs ce x* 
* Task : Defines the cursor mask and screen mask which * 
* determines the mouse pointer's appearance * 
* Input parameters : MASK = Both bitmasks, made into a 32-bit value * 
” of type UNSIGNED LONG * 
* Return value : None * 
* Info : Most significant 16 bits of MASK = screen mask * 
_ least significant 16 bits of mask = cursor mask * 


HHRIK KKK IKK RK KKK IKK KKK IKI IKK KIK EK KEK KEK KEKE EKER KER KEKE KEKKEKEK / 


#pragma check_stack (off) /* No stack checking here */ 


void MouDefinePtr( PTRVIEW mask ) 
{ 


static PTRVIEW oldercursor = (PTRVIEW) 0; /* Last value for MASK */ 
union REGS regs; /* Processor regs for interrupt call */ 
if ( oldercursor != mask } /* Changes since last call? */ 
{ /* YES */ 
regs.x.ax = 0x000a; /* Funct. no. for “Set text pointer type" */ 
regs.x.bx = 0; /* Create software pointer */ 
regs.x.cX = mask; /* Low word is AND-mask */ 
regs.x.dx = mask >> 16; /* High word is XOR-mask */ 
MOUINT (regs, regs); /* Call mouse driver */ 


oldercursor = mask; /* Note old bitmask */ 


} 


[BRR IR IKK KIKI IR IIT KICK IK IORI IK TIT TK KIT KIT IKI RII EKER KKK KKK KK 


* Function >MouEventHandler ~ 
We ss anes ab cis an sm mae nyo ec sce“ 4s ein sc a sts Sk ces ses ets ns ii Vs eeu Gan Ss ins en ees es es “is ca macs osc cae te ea ni ses eb cis es es ea Ss oe Gem cain ns ede ak 
* Task : Calls AssmHand routine from mouse driver, when * 
- a mouse related event occurs. * 
* Input parameters : EvFlags = Event's event mask i 
* ButState = Mouse button status * 
* x; ¥ = Current pointer position, converted * 
* into text screen coordinates * 
* Return value : None -* 
* Info | : - This function ise only operational through a * 
x mouse driver call, and shouldn't be called sl 
*« * 


from another function. 
HKKKKKKERKEKEKKKEKEKKE EKER EKER KE KEKE KEK KKK KEKE KKK KEK KEKE KEKE KEKKEEKERKKE / 


void MouEventHandler( int EvFlags, int ButState, int x, int y ) 


{ | 
#define LBITS ( EV_LEFT PRESS | EV_LEFT REL ) 
¥define RBITS ( EV RIGHT PRESS | EV RIGHT REL ) 


unsigned newrng; © ; /* New range number */ 
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mouevent &= ~1; /* Clear bit 0 */ 
mouevent |= ( EvFlags & 1 ); /* Copy EvFlags to bit 0 */ 
if ( EvFlags & LBITS ) /* Left mouse button pressed or released? */ 
{ . i /* YES */ 
mouevent &= ~LBITS; /* Clear previous status */ 
mouevent |= ( EvFlags & LBITS ); /* Add new status */ 


} 


if ( EvFlags & RBITS ) /* Right mouse button pressed or released? */ 


{ /* YES, Clear and set bits */ 
mouevent &= ~RBITS; /* Clear previous status */ 
mouevent |= ( EvFlags & RBITS ); /* Add new status */ 
} 
moucol = x; /* Convert columns into text columns */ 
mourow = y; . /* Convert rows into text rows */ 
/*—-—- Check range in which mouse is currently located, and compare --*/ 
/*-- to range since last call. If a change occurs, the pointer's ---*/ 
/*-- appearance will have to be changed. aan t / 
newrng = * (bbuf + mourow * tcol + moucol); /* Get range */ 
if ( newrng != mourng ) /* New range? */ 


MouDefinePtr ((newrng==NO_RANGE) ? stdptr : 
(cur_range+newrng) ~>ptr_mask) ; 


mourng = newrng; /* Place range number in global variables a 
} 

#pragma check_stack _/* Re-enable stack checking and old */- 
#pragma check stack /* status a/ 
[RRR AKER AK KEKE EEK IKKE AER EKERKEKEEKEEEKEKKEEKEE KEKE 
* Function >MouTBufFill * 
We We ia a a a a as a a a aan nc ee a ss ee ee er eas ee ecw dew wc eh eee aan eases at aoanes kn 
* Task : Stores a specific screen range code within x 
* screen memory affecting the module 3 
* Input parameters : x1, yl = Upper left corner of the screen * 
* x2, y2 = Lower right corner of the screen * 
* CODE = Range code . 
* Return value : None " 
* Info : This functions should only be called from within * 
* : * 


this module. 
HHKKKKERKKKKKKKKKKEKEKEKEK EKER REE KKKEKKEEEKEKEK AREER AKER EKRKEKAKE / 


Static void MouIBufFill( BYTE x1, BYTE yl, 
| BYTE x2, BYTE y2, BYTE code ) 


{ ‘ 
register BYTE * lptr; /* Floating pointer to range mem. */ 


BYTE i, 47 ~ /* Loop counter */ 
lptr = bbuf + yl * tcol + xl; — /* Pointer to first line */ 
/*-- Go through individual lines ----------~-------------------------- */ 
for (j=x2 - x1 + 1 3 yl <= y2; ++yl1, lptrt+=tcol ) 

memset ( lptr, code, 4°); ee /* Set code */ 


} 


[RRR KEKEAKEEERERAKERK KEKE KEK KEKE AKIRA KKK 


* Function >:MouDefRange " Aa a! 
FOR ce cee we ces ee es cen cee in eam ee vee eae ems ca 0 ete etn ean aD DO 0 tes ED Ss rd ES TD ED ie ES ED DS ee SED END aD SAND GOED GED En OD ND REGED SND A ED RED END ID nD ne te eR kk 
* Task : Allows the definition of different screen ranges * 
x : which configure a different code for the mouse * 
se pointer, depending on the pointer's location. i 
* Input parameters : - NUMBER = Number of screen ranges . La 
~ _- PTR = Pointer to screen description vector * 
* (type RANGE) * 
* Return value 3 None . oo 2 . 
* Info : - Free screen ranges receive the code NO RANGE. * 
* * 


- When entering the specified screen range, the 
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mouse handler automatically changes the mouse 
pointer's appearance to correspond with that 
range. 

- Since the specified pointer is stored, but the 
specified vector isn't copied to a separate 
buffer, the contencs of the vecros should not 
be changed on the next call of this function. 


FOI III IIIT II TOIT OR ITI TOT III ATA AAA AAT TAT IAAI] 


+ + + + + HF F 
* + * * Hh HH 


void MouDefRange( BYTE number, RANGE * ptr ) 


register BYTE i, — /* Loop counter */ 

range; /* Mouse range */ 
cur_range = ptr; /* Reserve pointer to vector */ 
num_ range = number; /* and number of ranges nad f 


memset ( bbuf, NO RANGE, blen ); 
for (i=0 ; i<number ; ++ptr ) 
MoulBufFill( ptr->xl, ptr->yl, ptr->x2, ptr->y2, i++); 


/*=-- Redefine mouse pointer i it ee miele le ia ea eky 


range = *(bbuf + mourow * tcol + moucol); /* Current mouse range */ 
MouDefinePtr( ( range == NO RANGE ) ? stdptr 
: (cur_rangetrange)->ptr._ mask ); 


} 


[2B III OTR II TOTO TIT TIRIII AAI IIIT IIIA I ADA ITA IIIA AIA IIA AA IA 


* Function >MouEventWait * 
PIE ce ee ec ee a a a ae me oe oe a ee ee a a ae ee ae ee eee a ee ee ae a ee een ene enon anananan ak 
* Task : Waits for a specific event from the keyboard. * 
* Input parameters : TYP = Establishes comparison between * 
* different events. * 
. WAIT EVENT = Bitmask which specifies wait event. * 
* Return value : Bitmask which describes this or another event. * 
* Info : ~ WAIT EVENT can be used with other constants * 
- such as EV '_MOU_MOVE or EV_LEFT PRESS when used * 
* in conjunction | with EVOR. sa 
* - EAND & EVOR are allowable types. EAND has the * 
* ability to return to the caller once ALL events* 
= have occurred; EVOR returns to the caller when * 
* 


at least one event occurs. * 
HHEKKKHKKKKKEKEKERKREK KEKE KEEEKEKREEEEEE KERR EKKEKREREKRKEKEEEREKREKKEEEKEEEEEREKEKEK / 


int MouEventWait ( BYTE typ, int wait_event ) 
{ 


int cur_event; . /* Current event mask */ 
register BYTE column = moucol, /* Last mouse position */ 
line = mourow; : oe oj 
BYTE ende = FALSE; /* TRUE if an event occurs */. 
while ( fende ) | /* Repeat until event occurs */ 
{ ; 

/*-- Wait until one of the events occurs ----------—- n-ne nnn t / 
if ( typ == EAND ) /* EAND: All events must occur */ 


while ( (cur_event = mouevent) != wait_event) 


v 
else ‘/* EVOR: At least one event must occur Beat 
while ( ( (cur_event = mouevent) & wait_event) == 0) 


tA 


cur_ event &= wait event; os : /* Check event bits only */ 
/*-- When moving the mouse, the event is only accepted if the . --*/ 
/*-- pointer moves. to ‘another row or column on the text screen --*/ 


if ag event & EV_MOU MOVE) && io Linin Sees && line==mourow) 
{ /* Mouse moves, but in same screen position */_ 
cur event &= (EV. MOU_MOVE) ; ~ss 0... --J/* Examine move bit */ 
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ende = (cur_event != 0); /* Are events pending? */ 
} 
else /* Event occurred */ 
ende = TRUE; 


} 


ev_col = moucol; /* Set current mouse position */ 
ev_ row = mourow; /* and mouse range; place in */ 
ev_rng = mourng; /* global variables */ 
return( cur_event ); | /* Return event mask */ 


} 


[FIFI IT IIT IT FI ICT TIKI IT TIT IT TIA I II IK II HII KISHI ATI IIHR IE RIN IAEA 


* Function s>MoulIlSetEventHandler * 
FOP a ae 0 cen ae a ee a eae or ee a a NT a Pe a ec a eon ce cm or ee HH 
* Task : Installs an event handler which handles events * 
* called from the mouse driver. * 
* Input parameters : EVENT = Bitmask which specifies the event which * 
* calls the event handler. x 
* PTR = Pointer to the mouse handler * 
* Return value : None * 
* Info : ~ EVENT can be used in conjunction with the EVOR * 
* comparison on constants such as EV_MOU_ MOVE, * 
* EV_LEFT PRESS * 


FOI III II III IIR IIIT TOT IIIT TTR IATA AAA A AIA 


static void MoulSetEventHandler( unsigned event, MOUHAPTR ptr ) 
{ 


union REGS regs; /* Processor regs for interrupt call */ 
struct SREGS sregs; /* Segment register for interrupt call */ 
regs.x.ax = 0x000C; /* Funct. no. for “Set Mouse Handler" */ 
regs.X.cx = event; /* Load event mask */ 
regs.x.dx = FP OFF( ptr ); /* Offset address of handler */ 
sregs.es = FP_SEG( ptr ); /* Segment address of handler */ 
MOUINTX( regs, regs, sregs }; /* Call mouse driver */ 


} 


[ RRRKKREKERKEKEKEKEKKKEEKERKEKKR EERE EKER KEIK KEKE KKRKKKREKEKREKEKKEEKKEKKKEKKKKKK 


* Function >MoulrlGetx . 
G6 Fe ses es ey san can tone sn tas cen Gein es cas ecm em ps ems sais Ses a wid can snes a cain cm on is reo tes es coms to in sts ems Si ess nbn stb esi Wen Sei ti sdp Soe ute ens Gini ni wis ncn tabs nb teams fu um in nl nek 
* Task : Determines text column in which pointer lies. * 
* Input parameters : None * 
* Return value : Mouse pointer column, relative to text screen 


ERK KKK RARER EKER KHER KERIKERI KR EKIEIK IKKE EK ERE EERE EKER EKEKKEE / 


static BYTE MoulIGetX( void } 
{ 


union REGS regs; /* Processor regs for interrupt call a 4 


regs.x.ax= 0x0003; _/* Funct. no. for "Get mouse position" */ 
MOUINT( regs, regs ); /* Call mouse driver */ 
return XTOCOL( regs.x.cx ); /* Convert and return column */ 


} 


[BREE ERERIKKKKRK IKKE EKRKEE IKKE KEE KIKI KEKE EK EEE KEKE EKEKRKEKKEKKK 


* Function -?MourlGetyY sy 
OI a cs te ct al ee ae aa aaa Ceara ie ie i er i ae a 
* Task : Determines text row in which pointer lies. x 
_* Input parameters : None * 
* Return value : Mouse pointer row, relative to the text screen * 


KIKI RIK III TTT RII TRI RIT IT III IIT KI II IT IIIA RIT IIA IAI IIIT IIIA IIIA IAN 


static BYTE MoulIGetY( void ) 
{ 


union REGS regs; /* Processor regs for interrupt call */ 
regs.xX.ax= 0x0003; /* Funct. no. for “Get mouse position" ay 
MOUINT (regs, regs); /* Call mouse driver */ 


return YTOROW(regs.x.dx); /* Convert and return row */ 
} ; ; : 
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[ RRRRRKKERERERKERRKRREKRRER RE KERR KEKE ERE KEKEKEKKEREKERREREKEE KEKE 
* Function :MouShowMouse . x 


* Task : Display mouse pointer on the screen. 

* Input parameters : None 

* Return value : None 

* Info : Calls of MouHidemMouse() and MouShowMouse() must 
* 


+ + + HF 


be kept balanced. 


HAKKAR IKI IK IKI EAI IRE REE RARER EERE KERR EAEKKEES / 


void MouShowMouse( void ) 
{ 


union REGS regs; /* Processor regs for interrupt call */ 
regs.x.ax = 0x0001; -/* Funct. no. for "Show Mouse" */ 
MOUINT (regs, regs); a /* Call mouse driver */ 


} 


[BERR RIKKEKEK EEK IK IKKE KAKI KEKE KEKE KEKE EKER ERE KKEEEKKKEEEKEREKKIK 


* Function :MouHideMouse - 
DOW a ac is a cs as eas ts Ss cine i esp ncn esos es te es Sai ces is ins lyse Sas eis Ma ens es ces Ss es acs isons wes a ee ecw Gace ios cae es a tin as eee ase es Ge eos cls ts asa ml oh in cen ta oan tk 
* Task : Hide mouse pointer from screen. . 
* Input parameters : None * 
* Return value : None > 
* Info : Calls of MouHidemMouse() and MouShowMouse() must * 
t * 


be kept balanced. 


HHH HR IKKE IKKE KIRKE IRE IAAT IKARIA ERIE RER ERK RHEE ERK KEEAEK SE / 


void MouHideMouse( void ) 
{ : 


union REGS regs; /* Processor regs for interrupt call */ 
regs.x.ax = 0x0002;) © /* Funct. no. for "Hide Mouse" */ 


MOUINT (regs, regs); /* Call mouse driver */ 
} bs 


[RRR IRIE REIKI KEE KER REE EERIE KHER ERIK KER EKER KEKE REKEEKKEEEKKER 


* Function >MouSetMoveArea n 
GW ce ee cae seer wth es i si septs ein ti ean in sa es‘ i ds See tes ines Si cis sip Seis nei isis. se eh Sm a i: ep i nS ti i ni ae dg ak 
* Task : Defines a screen range within which the mouse - 
He pointer may be moved. * 
* Input parameters : xl, yl = Coordinates of upper left corner m 
sg x2, y2 = Coordinates of lower right corner * 
* Return value : None . as 
* Info : ~ Both parameters apply to text screen, NOT the * 
a mouse driver's virtual graphic screen - * 


RAKHI KIKI KIKI KIKI KHAKI KIRK KEKE AEE IRE EEKKAEEEEKEKKET / 


void MouSetMoveArea( BYTE x1, BYTE yl, BYTE x2, BYTE y2 } 
{ 


union REGS regs; /* Processor regs for interrupt call */ 
regs.xX.ax = 0x0008; /* Funct. no. for “Set vertical Limits" */ 
regs.xX.cx = ROWTOY( yl ); /* Conversion to virtual */ 
regs.x.dx = ROWTOY( y2 ); . /* mouse screen as 
MOUINT (regs, regs); | /* Call mouse driver */ 
regs.x.ax = 0x0007; /* Funct. no. for “Set horizontal Limits" */ 
regs.x.cx = COLTOX( x1 ); /* Conversion to virtual */ 
regs.x.dx = COLTOX( x2); | /* mouse screen */ 
MOUINT(regs, regs); | /* Call mouse driver */ 


‘ny 


[RRR AR RRR RRR REE ERIK RRIRIERII KIRKE IKKE IKK I REI ERE REAR RIEKARERERAK 


* Function  :MouSet Speed . 
DOT, i wicca cai tans a in nie es cad ee eso es eens es es ce dw es ee ee a a sc ne ee es ee ee se a a eS a AO ee ca OH co SED aN aS ee cD mm O ak 
* Task : Determines the difference between mouse movement * 
- -. speed and the resulting pointer speed on the * 
* i ce screen. 2 . 
* Input parameters : - XSPEED = Horizontal speed x 
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* - YSPEED = Vertical speed | * 
* Return-value  : None | * 
* .Info : - Both parameters are based on mickeys * 
* a 


(mickey / 8 pixel). 


ERLEEREERRERRERERRERREREREEERERRERERREREREREREREEERTRREARER ERE REE REEEE/ 


void MouSetSpeed( int xspeed, int yspeed } 
{ 


union REGS regs; ot Processor regs for interrupt call */ 


regs.x.ax = 0x000f; /* Funct. no. for "Set mickeys to pixel ratio" */. 
regs.X.cx = xspeed; 
regs.x.dx = yspeed; 

MOUINT (regs, regs); /* Call mouse driver */ 
} 


[ERE EKAEKEKKEKKAKAAKREKEEKEKKKKKKKKKAKKE 


* Function :MouMovePtr ~* i 
PD th a kien a ga Sn ecclesia et as cet as Nan svcd os et pe ak 
* Task ; : Moves the mouse pointer to a specific position * 
* on the screen. x 
* Input parameters : - COL = new screen column * 
me G - ROW = new screen row > 
* Return value : None * 
* Info : ~ Both parameters apply to the text screen, NOT * 
* k 


to the mouse driver's virtual graphic screen 
JOIST ICICI TC TCI TOIT TAI TI ITI ITT III IIIT IIIT IIIA TIAA IAC] 


void MouMovePtr( int col, int row ) 
{ | oe went | 
union REGS regs; /* Processor regs for interrupt call */ 

unsigned newrng; | /* Range in which the mouse can move */. 


regs.x.ax = 0x0004; /* Funct. no. for “Set mouse pointer position" */ 
regs.x.cx = COLTOX( moucol = col ); /* Convert coordinates and store */ 


regs.x.dx = ROWTOY( mourow = row ); /* in global variables */ 
MOUINT (regs, regs); . /* Call mouse driver */ 
newrng = *(bbuf + mourow * tcol + moucol); /* Get range */ 
if ( newrng != mourng ) /* New range? */ 


MouDefinePtr ( (newrng==NO _ RANGE) 2 stdptr ; 
. (cur_range+newrng) ->ptr_mask) ; 
mourng = newrng; /t Place range number in global variables */ 


} 


[RRR KEKE KKK KEKERKEKKKEKEKREREKKEKEKEKKEKAKKKKEKK 


* Function  @MouSetDefault Ptr ss 
FO De a ce a es ee aces ae eos nee as ee eases ws es se es a eo owe es as ces es ei a a es es se a en oe ewe en es en we es Se ee es kk 
* Task : Defines mouse pointer for screen ranges without * 
* _. the help of MouDefRange. 
* Input parameters : STANDARD = Bitmask for standard mouse pointer sad 
* Return value : None... ss 


eepeeetenecuseetrrareteeterttrccrtct rc ctrtertettetttrteretrttrstrterey, 


void MouSetDefaultPtr( PTRVIEW standard } 
{ 


ShGrct = standard; . /* Place bitmask in global variables */ 
[tm— If mouse is eurrencly in. no range, go divack: to conversion meee / 
/*-—- to new pointer appearance . 7 oat / 
if ( MouGetRange() == NO RANGE ) /* Not in any range? */ 
MouDefinePtr( standard ); /* NO */ 


} ™, 


[L RRR IIK IKK IKI IKARIA EAR REE AEKEKERR EKER ER KER 


* Function — :MouEnd, — . * 
* Task ey ee Ends. mouseC module functions. ; ‘re a 
* Input parameters : None 
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* Return value : None ee aes * 
* Info : Function is called automatically when program  * 
* -. ends, as long as MouInstall is called first. * 


HRI REE RIRIIKIIKIK IKK KERR KEE EERE AREER AREER KEKE EKEEEKKEKKKE 3 


void MouEnd( void ) 


union REGS regs; /* Processor regs for interrupt call */ 
MouHideMouse () ; /* Hide mouse pointer from screen */ 
regs.x.ax = 07; © - /* Reset mouse driver */— 
MOUINT (regs, regs); /* Call mouse driver */ 
“free ( bbuf );— /* Release allocated memory */ 


} 


[III III II IIIT TORT TTT TTT ITT TTR TIO RR IIT 


* Function >:MoutInit. | pe ae 
USS eee eee ee ee en ee eee ee ee ee SS eee ea Ske 
Task : Initializes variables and mousec module 
Input parameters : Columns, = Text screen resolution 
Lines © 


TRUE if a mouse is installed, else FALSE 
This function must be called as the first one in 


the module, 
te te He te eee te te te te ee tee ie te tH THK HK KKK KKK KKK KEKE KEEEK KEK EKEKKEKKEKEKKKREKREKREKRE / 


Info 


+ + + + + 


* 
* 
* 
* Return value 
* 
* 


BYTE MouInit ( BYTE columns, BYTE lines }) 
; 


union REGS regs; /* Processor regs for interrupt call ag 
tline = lines; /* Store no. of lines and sie af 
tcol = columns; | /* in global variables «/ 
atexit ( MouEnd }); . /* Call MouEnd at end of program ae 
/*-- Allocate and £111 mouse range buffer -------------<------------~ */ 


bbuf = (BYTE *) malloc( blen = tline * tcol ); 
MoulBufFill( 0, 0, tcol-1, tline-1, NO_RANGE ); 


regs.x.ax = 0; . /* Initialize mouse driver */ 
MOUINT (regs, regs); /* Call mouse driver */ 
if ( regs.x.ax != Oxffff ) /* Mouse driver installed? */ 

return FALSE; hl NO afd 
MouSetMoveAreaAl1 (); /* Set range of movement */ 
moucol = MoulGetxX (); / < .-/* Toad current mouse pos. */ 
mourow = MoulGetY (); _ /* “Into global variables */ 
/*-- Install assembler event handler “AssmHand" -------~-------------*/ 


MoulISetEventHandler( EV_MOU_ALL, (MOUHAPTR) AssmHand ); 


return mavail = TRUE; 7k Mouse is installed */ 


} 


[RRR KKE ERE KERRIER KEKE EEE KEKE KEKE KEE RK EKKEEKEREREKKK 


* eee MAIN PROGRAM PERE SS Be x 


RHR IKK KIKI RIKKI K IKK ERK KKK RK REE KK ERK EERE ERIE KERR REE RIKER RR KEK J 


int main( void } 


Static RANGE ranges[] = . /* Mouse ranges *7 
{ : ; 
{ 0, 0, 79, 0, MouPtrMask ( PTRDIFCHAR (0x18), PTRINVCOL) be: 
“{ 0, 1, O, 23, MouPtrMask ( PTRDIFCHAR(Oxlb), PTRINVCOL) }, : 
{ 0, 24, 78, 24, MouPtrMask ( PTRDIFCHAR (0x19), PTRINVCOL) }, | 
{ 79, 1, 79, 23, MouPtrMask( PTRDIFCHAR(Oxla), PTRINVCOL) },— 
{ 79 


, 24, 79, 24, MouPtrMask( PTRDIFCHAR('X'), PTRDIFCOLB(0x40) ) }, 
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he 


printf ("\nMOUSEC - (c) 1989 by MICHAEL TISCHER\n\n") ; 
if ( MouInit( 80, 25 ) ) /* Initialize mouse module */ 
{ /* OK, there is an installed mouse driver */ 
printf ("Move the mouse pointer around on the screen. When you move\n"\ 
“the mouse pointer to the border of the screen, the\n"\ 
"mouse pointer changes in appearance, depending upon its\n"\ 
"Current position.\n\n" 
"Move the mouse pointer to the lower right corner of the\n"\ 
"screen, and press both the left and right mouse buttons\n"\ 
“to end this demo program.\n" ); 


MouSetDefaultPtr ( MouPtrMask( PTRDIFCHAR( ‘[' ), PTRDIFCOL( 3 ) ) )7 


MouDefRange{ ELVEC( ranges ), ranges ); /* Range definition */ 
MouShowMouse () 7 /* Display mouse pointer on the screen */ 
/*~—- Wait until the user presses the left and right mouse ——*/ 
/*-~ buttons simultaneously, AND the mouse pointer lies int cama 4 
/*-- range 4 ant / 
do /* Read loop */ 


MouEventWait ( EAND, EV_LEFT PRESS | EV_RIGHT PRESS d? 
while ( MouGetRange() != 4 ); 


return 0; /* Return OK code to DOS */ 


else /* No mouse OR mouse driver installed */ 
{ 
printf ("Sorry, no mouse driver installed.\n"); 
return 1; /* Return error code to DOS */ 
} 
} 


Assembler listing: MOUSECA.ASM 


PRARARKKRKK EKER KKK EKER EKER REE KEKREKREREEKKKEEEREREREREEKERKEKEKKEKE © 
et MOUSECA xe 
ae cs sia ei end emu te svi im ds i eum co ec ea tm WS ia cc mies eh ccs ms an eis Sin cis mci wa sein ems ens eG sia Um smh wn Sam inn ee Sn eben i's en inh itn et Su cu mie *s 
:* Task. : Mouse driver event handler intended for x? 
Ba linking to a C program compiled as a SMALL xs 
;* memory model. ne 
x sv si i i i ce ti i is eS ne ik cS i ic ie i eee ie i <i is i i suit: a il i i a she a ti ih ei se Si‘ i i i iste i se 
7* Author : MICHAEL TISCHER *> 
is Developed on ; 04/20/1989 ay 
i* Last update : 06/14/1989 *3 
ex ‘ce cea i ii ele ees rl ah eet i ih in ih ls ik A i lg We he ci cil nk wh i i: a ue ln es wi mi i oi i i sie i si i si Ss i’ ee sh eer is i hs di is i sm. zs 
z* assembly : MASM /MX MOUSECA; * 
:* --. link to program MOUSEC * 
7 KKEKKEKKKEEKRKKKEKEKEEKEKEKEKREKREKEKKE KEKE KEKKEKEKEKREKKKEKKEKRKKKK REKKKKE » 
7== Segment declarations for the C program =======s==s=sesssssss==ss=ss== 
IGROUP group text sInclusion for program segment 


DGROUP group const, bss, data zInclusion for data segment 
assume CS:IGROUP, DS:DGROUP, ES:DGROUP, SS:DGROUP 


CONST segment word public 'CONST';This segment includes all read-only 
CONST ends ;constants 


_BSS segment word public 'BSS' ;This segment includes all un- 
_BSS ends yinitialized static variables 


_DATA segment word public ‘DATA' ;This segment includes all initialized 


;global and static variables 
_DATA ends 


650 


Abacus 14. Mouse Programming 


_TEXT segment byte public 'CODE' ;Program segment 


public _AssmHand 7Gives the C program the ability to 
zaccess assembler handler addresses 

extrn _MouEventHandler : near ;Event handler to be called 

active db 0 sIndicates whether a call is under 
zexecution 


A 
;-- _AssmHand : The event handler called by the mouse driver, then 
i called by the MouEventHandler() function 

7-- Call from C: not allowed! 


__AssmHand proc far 
7~-- Place all processor registers on the stack --- 


cmp active,0 7Call still not finished? 
jne ende 7;NO --> Do not exit call 


mov active,1 7;No more calls 


push ax 
push bx 
push cx 
push dx 
push di 
push si 
push bp 
push es 
push ds 


7-- Place all arguments for calling C_FCT on the stack --- 
7~-~ Call: MouEventHandler( int EvFlags, int ButStatus, 
, 


— int x, int y ); 

mov di,cx 7;Place horizontal coordinate in DI 
mov cl,3 sCounter for coordinate number 

shr dx,cl 7;Divide DX (vertical coord.) by 8 
push dx zand place on the stack 

shr di,cl sDivide DI (horizontal coord.) by 8 
push di zand place on the stack 

push bx ;Push mouse button status onto stack 
push ax 7Push event flag onto stack 

mov ax, DGROUP 7Move segment address of DGROUP to AX 


mov ds,ax ;Move AX to DS register 
call MouEventHandler ;C function call 
add sp,8 7;Get arguments from stack 


7-- Pop register contents off of stack --------- 


mov active, 0 7Re-enable call 
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ende: ret ;Return to mouse driver 


_AssmHand endp 


_text ends _yEnd of code segment 
end 7End of program 


Chapter 15 


Determining Processor 
Types 


Which 


There are number of utility programs on the market today which can tell you about 
the configuration of a PC. This information can include the amount of available 
RAM, the running DOS version and the type of processor the PC has. 


This information can be very useful for developing programs in high level 
languages, since code generation can be adapted to the particular processor. For 
example, both Microsoft C and Turbo C allow special code generation for the 
8088, the 80286 and the 80386, which makes full use of the capabilities of the 
particular processor and instruction set. This can dramatically improve performance 
for programs which work with large groups of data. One way to take advantage of 
this would be to compile the program once for each of the three processor types. 
Then a program could be developed to serve as the boot for the actual program. 

This boot program would determine the type of processor being used and load the 
main program version most compatible with the processor. 


processor is which? 


This raises the question of how to determine which type of processor is being 
used, since unlike other configuration information, we cannot find this out by 
making a BIOS or DOS call. Unfortunately, there is no machine language 
instruction which instructs the processor to reveal its identity, so we have to use a 
trick. This trick relies on a condition which, according to a few hardware 
manufacturers, is totally impossible. 


This is a test which involves the different ways the various processors execute 
certain machine language instructions. Although processors from the 8086 to the 
80386 are upwardly software compatible, the development of this processor series 
brought small changes in the logic of certain instructions. Since these changes are 
only noticeable in rare situations, a program developed for the 8088 processor will 
also run correctly on all other processors in the Intel 80x86 series. But if we 
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deliberately put a processor into such a situation, we can determine its identity 
from its behavior. | a 3 


These differences are only noticeable at the assembly language level, so our test 
program must be written in assembly language. We have included listings at the 
end of this chapter which allow the test routine to be included in Pascal, C and 
BASIC programs as well. 


Bits 12-15 
in flag reg. 
after PUSHF 
=1 
? 


Bits 12-14 
in flag reg. 
after PUSHF 
=Q 
? 


NO NO 


80386 


YES YES 


80286 


Top three 
bits in CL 
excuded by 

shift instr. 

? 


YES 


80186/88 


Error during» 
string instr. 
with segment 
override 
and REP prefix 
? 


NEC V20/V30 


‘| 8086/8088 


4-byte YES 


ro 


NO 
[te processor 


=. Determining processor type ona PC 
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_As the flowchart above shows, the routine consists of several tests which can 
distinguish various processor types from one another. The next test executes only 
when the current test returns a | negative i sae 


Flag. register test : 


The first test concerns the different layout of the flag register in the different 
processors. The meaning of bits 0 to 11 is the same in all processors, but bits 12- 
15 are also defined in processors from 80286 up (through the introduction of the 
protected mode). This can be noticed in the instructions PUSHF (push the contents 
of the flag register onto the stack) and POPF (fetch the contents of the flag register 

_ from the stack). On processors through the 80188 these instructions always set 
bits 12-15 of the flag register to 1, but this doesn't occur in the 80286 and 80386 
processors. The first test in the routine takes advantage of this fact, in which it 
places the value 0 on the stack and then loads it into the flag register with the 
POPF instruction. Since there is no instruction for comparing the contents of bits 
12 to 15, the flag register is pushed back onto the stack with a PUSHF 
instruction. This is so we can get the contents into the AX register with POP AX, 
where we can test bits 12 to 15. 


If all four bits are set, then the processor cannot be an 80286 or an 80386, and the 
next test is performed. However, if not all four bits are set, then we have reduced 
the set of possible processors to the 80826 and the 80386. Since POPF also 
operates differently between these two processors, it is easy to tell them apart. We 
simply repeat the whole process, this time by placing the value 07000H on the 
stack instead of 0. When the flag register is loaded with the POPF instruction, bits 
12 to 14 of the flag register will be set to 1. If these bits are no longer 1 when the 
contents of the flag register are fetched from the stack, then the processor must be 
an 80286, which, in contrast to the 80386, sets these three bits back to 0. The test 
is then concluded for nese two oD oeanaa 


Narrowing down the field 


If the processor did not pass the first test, the following test will show if it is an 
80188 or 80186. With the introduction of these two processors, the shift 
instructions (like SHL and SHR) were changed in the way they use the CL register 
as a shift counter. While in previous processors the number of shifts could be 
between 0 and 255, the upper three bits of the CL register are now cleared before 
the instructions starts, limiting the number of shift operations. This makes sense 
since a word will contain all zeros anyway after at most 16 shifts (17, if the carry 
_ flag is shifted). Additional shifts will cost valuable processor time and will not 
_ change the value of the argument at all. | | 


The second test makes use of this behavior by shifting the aie OFFH in the AL 
register 21H positions to the right with the SHR instruction. If the processor 
executing the instruction is an 80188 or later type, the upper three bits of the shift 
counter will first be cleared, and only one shift is performed instead of 21H shifts. 
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021H (00100001(b)) number of shifts 
‘& 01fH (00011111(b)) mask out the upper three bits 


001H (00000001(b)) actual number of shifts 


Unlike its predecessors, which would actually shift the value OFFH to the right 
021H times and return the value 0, the 80188 and 80186 will return the value 
07FH. By checking the contents of the AL register after the shift we can easy tell 
if the processor is an 80188 or 80186 (AL not zero), or not (AL equal to 0). If the 
processor also fails this test, then we know it is an 8088/8086 or V20/30. 


v20 and V30 processors 


The V20 and V30 processors are 8088/8086 "clones" which use the same 
instruction set as their Intel cousins, but which operate considerably faster due to 
the optimization of internal logic and improved manufacturing. This speed also 
results in a higher cost, so some PC manufacturers avoid using these processors. 


In addition to the faster execution of instructions, these processors also corrected a 
small error which occurs in the 8088 and 8086 processors. If a hardware interrupt 
is generated during the execution of a string instruction (such as LODS) in 
connection with the REP(eat) prefix and a segment override, the execution of this 
instruction will not resume after the interrupt has been processed. This can easily 
be determined because the CX register, which functions as the loop counter in this 
instruction, will not contain a 0 as expected after the instruction. 


We make use of this behavior in the test program by loading the CX register with 
the value OFFFFH, and then executing a string instruction 65535 times with the 
REP prefix and segment override. Since even a fast processor needs some time to 
do this, a hardware interrupt will be generated during one of the 65535 executions 
of this instruction. In the case of the 8088 or 8086, the instruction will not be 
resumed after the interrupt, and the remaining "loop passes" will not execute. The 
test program verifies this from the CX register after the 1 instruction has been 
executed. | 


Data bus test 


- Once we have distinguished between the 8088/8086 and the V20/30, one last test 


Queue 
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is performed for all processors (except the 80286 and 80386). In this test we 
determine if the processor is using an 8-bit or a 16-bit data bus. This allows us to 
tell the difference between the 8088 and 8086, the V20 and V30, or the 80188 and 
the 80186. We cannot determine the width of the data bus with assembly language 
commands, but the data bus width is related to the ce of the instruction queue 
within the processor... 


The queue stores the instructions following the instruction currently being 
executed. Since these instructions are taken from the queue and not from memory, 
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this improves execution speed. This queue is six bytes long on processors with a 
16-bit data bus, but only four bytes long on processors with an 8-bit data bus. 


The last test is based on this difference in length. The string instruction STOSB 
(store string byte) used in connection with the REP prefix modifies three bytes in 
the code segment immediately following the STOSB instruction. These bytes are 
placed so that they are found within the queue on a processor with a six-byte 
queue; the processor won't even notice the change. On a processor with a four-byte 
queue, these instructions are still outside the queue, so the modified versions of the 
instructions are loaded into the queue. The program makes use of this by 
modifying the instruction INC DX, which increments the contents of the DX 
register which contains the processor code in the routine. This instruction is 
executed only when the processor has a six-byte queue, and the instruction was 
already i in the queue by the time the modification was performed. 


- On a processor with a four-byte queue, this instruction is ‘eplaced = the STI 
instruction, which doesn't affect the contents of the DX register (or the processor 
code). STI sets the interrupt bit in the processor flag register. Since this procedure 
always increments the processor code by one for 16-bit processors, the processor 
codes in the routine are chosen so that the code for the 16-bit version of a 
processor always follows the code for the 8-bit version of the same processor. 


The following BASIC and Pascal programs use DATA or inline statements instead 
of assembly language. However, we included the assembly language versions of 
these statements here so that you can follow the program logic. The C 
implementation requires direct linking of C and the assembly language routine. 


BASIC listing: PROCB. BAS 


100 ICICI ISOC III III TO IIT TTI AA 


“SIO 9% = PROCB at 
120 **-~--- wan nnn nnn nn nnn nn nnn nn = a 
130 '* Task : Examines the main processor and tells the ie 
140°9* -- user the processor type sa 
150 ** Author : MICHAEL TISCHER ahs 

160 '* Developed on : 09/06/1988 i 
170 '* Last update : 05/23/1989 = 
180 ERK HHKK KEKE ERKEKREREKR ERK ERE EKER EKA KEEKRERE KE KEREKREKREKREEREREKEKKEEK 


190 ! 

200 CLS : KEY OFF 

210 PRINT*ATTENTION: This program should only be run when GW-BASIC ‘is loaded from" 
220 PRINT*the DOS prompt using the command <GWBASIC /m:60000>."— 

230 PRINT : PRINT“If this isn't the case, press the <s> key to aa 

240 PRINT“Otherwise, press any other key to continue... ws 

250 AS = INKEYS : IF A$ = hel THEN END 

260 IF AS = “" THEN 250 _ | 7 ie, 

270 CLS a ‘Clear screen 


280 GOsUB 60000. (sts ‘Install assembler routine 
290 CALL PT (PTYP%) ‘Determine processor type 
300 RESTORE 1000 ‘Read DATA statements starting at line 1000 
310 FOR I% = 0 TO PTYP% : READ PS : NEXT ‘Get processor name 
320 PRINT “PROCB -~ (c) 1988 by MICHAEL TISCHER" 

330 PRINT “Your PC contains a(n) “;P$;" processor." 

340 END . . 

350 * 


.. 1000 DATA “INTEL goes", “*INTEL g0Re", “NEC V20", “NEC V30% 
1010 DATA “INTEL 80186", “INTEL 80188", “INTEL 80286", “INTEL 80386" 
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1020 ! 

60000 CRKKKKHEKKKEKRAEKEREKEEEKEEKKEKKEREKKEEEEKKRAEEEKEEEKKKKKKKKKKAKKKKKKKKK 
60010 ‘* Routine for determining onboard processor type balbe 
60020 | Rn a nn nr re er nt ern enn ns 
60030 '* Input =: none ate 
60040 ‘* Output : PT is the starting address of the assembler routine *' 
60050 '* Call to the routine:CALL PT (PTYP%) *s 
60060 CAKE EKER EKKEKEEEKEKEEKKEKEKEKKKKKES 
60070 ! 

60080 PT=60000! ‘Starting address of BASIC segment routine 
60090 DEF SEG ‘Define BASIC segment 


60100 RESTORE 60140 

60110 FOR I% = 0 TO 105 : READ X% : POKE PT+I%,X% : NEXT "POKE routine 
60120 RETURN ‘Return to caller 
60130 ' 

60140 DATA 85,139,236,156, 6, 51,192, 80,157,156, 88, 37, 0,240, 61 
60150 DATA 0,240,116, 19,178, 6,184, 0,112, 80,157,156, 88, 37, 0 
60160 DATA 112,116, 54,254,194,235, 50,144,178, 4,176,255,177, 33,210 
60170 DATA 232,117, 18,178, 2,251,190, 0, 0,185,255, 255,243, 38,172 
60180 DATA 11,201,116, 2,178, 0, 14, 7,253,176,251,185, 3, 0,232 
60190 DATA 23, 0,250,243,170,252,144,144,144, 66,144,251, 50,246,139 
60200 DATA 126, 6,137, 21, 7,157, 93,202, 2, 0, 95,131,199, 9,235 
60210 DATA 227 


Assembler listing: PROCBA.ASM 
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PRK KKKRKKRKKEKKRKEKERKEK EKER KEK KERR KEKEKKEEKKEEREKKEKEKEKEKKRKEKKKKKEKEKKEKEKKEKKEEKKEK 9 


.* PROCBA *e 
es hese ss ems as cs ce sae cates ens nS snc is ss mis eae ems ns cos cu Ss ans acs ees Snes i cms was es Gn vin sn tn wos Us a els es Sas wim a cn cad ncn Sen ath cet te Gav es le Mm ab ee ied 
;* Task: : Determines the type of processor installed in *; 
= a PC x 
;* This BASIC version of the program converts aie 
:* DATA statements into machine language, and bas 
* executes this code in the BASIC program ¥s 
;* ce cas xs ee i is a’ Gs i ce em ss us as ms cn sen tase eS cas is ees ees isis ces also cw ana eae sow es wi Su tts Sc cas asl ee is lu a mts Sel om eae oS sw to as al =e 
;* Author : MICHAEL TISCHER *; 
oe Developed on : 09/05/1988 *; 
3* Last update : 05/24/1989 ns 
se ci sem eis ss sow os cts Zusammenarbeit en GAB on crn cin Ss Sm i is Ss iw eau ams cep ume dats bs a Saab eau Gems es if: 
;* assembly : MASM PROCBA; me 
7* LINK PROCBA; * 
a: EXE2BIN PROCBA PROCBA.BIN a 
ial convert to DATA statements and add to we 
ae a BASIC program a 
7 RR RKKKKAKEK KKK AEK KEKE EERE KKEKKEK EK EKIAKERK ERE AKER EKER EEK KEEKKKKEKKKK EK 0 
p 80386 equ 7 7;Codes for different processor 
p_80286 equ 6 ; types 
p 80186 equ 5 
p_80188 equ 4 
p_v30 equ) 3 
p_v20 equ) 2 
p_8086 equ) il 
p_ 8088 equ 0 
code segment para 'CODE' ;Definition of CODE segment 

org 100h 

assume cS:code, ds:code, ss:code, es:code 
getproc proc far ;GW-BASIC waits for CALL FAR procedure 

push bp © 7Push BP onto stack 

mov bp,sp -_ gMove SP after BP 


Abacus 
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not_a_ 386 


t88_ 86 


t86 1: 


pushf ;Save contents of flag registers 

push es 7Mark ES 

g-- test for 80386/80286 — -------<--- << -2 nn nnn nn 
xor ax,ax 7;Set AX to 0 and 

push ax ;push onto stack 

popf 7;Get as flag register from stack 
pushf ;Put on stack again and 

pop ax ;return to AX 


and ax,0f000h 
cmp ax,0f000h 
je not_a 386 


;Don't clear the top 4 bits 
7Are bits 12-15 all equal to 1? 
7YES-> Not an 80386 or 80286 


s-- Test to see if it should be handled as 80386 or 80286 ---- 


mov dl,p 80286 
mov ax,07000h 


push ax 

popf 

pushf 

pop ax 

and ax,07000h 
je  pende 

inc dl 

jmp pend 


7;This narrows it down to one of the 
;two processors 

7Push value 07000H onto the stack 
7Return as flag register 

zand push back onto stack . 
;Pop off and return to AX register 
;Do not mask bits 12-14 

7Are bits 12-14 equal to 0? 

7;YES-> Treat it as an 80286 


;NO-> Treat it as an 80386 
;Test ended 


;-- Test for 80186 or 80188 ---------------------------------- 


label near 


mov dl,p 80188 
mov al,Offh 
mov cl,0O2ih 
shr al,cl 


jLoad code for 80188 

7;Set all bits in AL register to 
7;Number of shift operations after CL 
;Shift AL CL times to the right 


jne t88 86 ;If AL<>0 then it must be handled as 
780188 or 80186 
¢-- Test for NEC V20 or V30 w= oon eo mmm rrr renee nnn nnn ron 


mov dl,p v20 


mov si,0O 
mov cx,Offffh 


rep lods byte ptr es:{[si] 


or cx,cx 
je +88 86 


mov dl,p 8088 


7-- Test for ...88 or .. 


label near 
push cs 
pop es 

std 

mov al,Ofbh 
mov cx,3 
call get di 
cli 

rep  stosb 
cld 

nop 

nop 

nop 


j;Load code for NEC V20 

;Interrupts should be enabled starting 
jwith the first byte in ES 

;Read a complete segment 

2REP with segment override 
yworks only with NEC V20/V30 chips 
7;Has the complete segment been read? 
;YES--> it's a V20 or V30 


;NO--> must be an 8088 or 8086 


.86 / V20 or V30 ----------~---------- 


7Push CS onto the stack 

zand pop off to ES 

7Using string inst. count backwards 
7;Code for “STI" 

;Execute string instruction 3 times 
7;Call starting address DI 

7Suppress interrupts 


7Using string inst. ocunt backwards 
7Fill queve with dummy command 
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inc dx zIncrement processor code 
nop | 
q_end: sti 7;Re-enable interrupts. 
[SE a ae ee ee eT eee 
pend label near 7End processor test 
xor dh,dh Set high byte or processor code to 0 
mov di, [bp+6] 7Get addr. of processor code variables 
mov {di],dx ;Place processor code in this variable 
pop es ;Pop off stack and place in ES 
popf 7Pop flag register off of stack and 
pop bp 7;Return BP 
- ret 2 7;FAR return takes us back to GW-BASIC 


;Remove parameters from stack 


getproc endp ;End of PROG procedure 
7-~ GET _DI Check with DI for 88/86 Test ~--------------- nnn rn 
get_ di proc near 

pop di ;Pop return address off of stack 

add di,9 ;Remove starting 9 bytes from it 

jmp t86 1 ;Return to the test routine 


get _ di endp 


a 


ti 
tf 
ll 
li 
i 
It 
il 
tl 
tt 


code ends 7End of CODE segment 
end getproc 


Pascal listing: PROCP.PAS 


{REAR HK ERR K KKK KEE KKK KE EIK KEE IK EIK REE REREKREKREKKEKKKKKREKREKKE | 


{* PROCP * 
{* ins nc an ss em alu ca eis cen Si ic cae nem ice say ic cms le Sus tee wil ie tub eas ans chs bn nb a lbs is ich wi eco ned ea ea eo eee ain eh eases casein ab es eben en aman Gn ancbasceam as: *} 
{* Task : Examines the processor type in the PC and *} 
{* tells the user the processor type *} 
[Pcie rea i i ne te er i et nina aon incon ann conn a See ce ee *} 
{* Author : MICHAEL TISCHER rd 
{* Developed on =: 08/16/1988 =] 
{* Last update : 05/23/1989 . * 


{ BARR RERK KKK HERR HKKKEKEERKHKK KER EK EKKREERI KERR EERE REKEKEREEREREEKEKEKKKE | 


program PROCP; 


— 


type ProNames = array[(0..7] of string{11]; { Array of processor names 


const ProcName : ProNames = ( ‘INTEL 8088', { Code 0 } 
‘INTEL 8086‘, { Code 1 } 
‘NEC V20', { Code 2 } 
‘NEC V30', { Code 3 } 
‘INTEL 80188', { Code 4 } 
‘INTEL 80186', { Code 5 } 
‘INTEL 80286', { Code 6 } 
‘INTEL 80386' }; { Code 7 } 


[RRR RRR RRR KEKE KEKE IRR KEKE KEKE KKK KK EKRKIKREKEKEEKRKEKEK KE KEKEKEKEKEKEKKEKEKKE | 


{* GETPROC: Determines processor type in PC *} 
{* Input : none | ee 
{* Output =: Processor code (see CONST) i 
{* Info : This function can be used in a program when added as *} 
{* a UNIT | HY 


{RRA K RRR ERK K KIRK KK IK REIKI IEE RR KKR EAH IKIEK AIEEE AREKEEKEKEE } 
function getproc : byte; 


begin { Machine code routine for determining processor type } 
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inline ( BP 2 ye 
$9C/$51/$52/$57/$56/$06/$33/$C0/$50/$9D/$9C/$58/$25/$00/ 
SF0/$3D/$00/$F0/$74/$13/$B2/$06/$B8/$00/$70/$50/$9D/$3C/ 
—~$58/$25/$00/$70/$74/$36/SFE/$C2/$EB/$32/$90/$B2/$04/$B0/ 
SFF/$B1/$21/$D2/$E8/$75/$12/$B2/$02/$FB/$BE/$00/$00/$B9/ 
SFF/SFF/$F3/$26/$AC/$0B/$C9/$74/$02/$B2/$00/S0E/$07/$FD/ 
$BO0/SFB/$B9/$03/$00/$E8/$16/$00/$FA/S$F3/SAA/S$FC/$90/$90/ 
$90/$42/$90/$FB/$88/$56/SFF/$07/$5E/S$SF/$5A/$59/$9D/$EB/ 
$07/$90/S5F/$83/$C7/$09/$EB/SE4 . 
); a of 7 
end; | | | 


[RA RRRRK ERK K RARER ER ERRREREEER EERE REREREREREERERKERERERREKREAKERAKKKKKE | 


{Ae MAIN PROGRAM 7) 


{ER RKKKEKK KK EKERK KEKE KKK ERE REREKKEEK EKER KEE EEEEEEEEKEKEKKKKEKKKKEEKREKREKEKKEE | 


begin sb 
writeln('PROCP - (c)} 1988 by MICHAEL TISCHER'); 
writeln (#13#10, ‘Your PC contains a(n) ', ProcName[getproc], 
‘ processor.'); 
writeln (#13410) ; 
end. 


Assembler listing: PROCPA.ASM 


FRR KKEKKEKKHEK KKK EKER KER KEKE KEKE KKK IKKE RR HKK KEKE KEKE EK EKREKE KEKE KEKEREEKEE 8 
;* PROCPA ‘i 
;* ich i tei i se eel’ ei eb cs i a sis i a ia: i ei ide i ec ain gt i a a i a a a a ca ca as ales del i ch i ss si ni mm ® s 
7 Task : Determines the type of processor installed in *; 
ig a PC. bale 
:* This version is converted by INLINE statements *; 
o* and then used by a Pascal program. a 
pk -------~- ++ + + +--+ + == * 
s* Author : MICHAEL TISCHER sas 
7* Developed on =: 08/22/1988 - *; 
3* Last update : 05/24/1989 *s 
pk enn - + ++ + *» 
5* assembly | : MASM PROCPA; i 
7* . LINK PROCPA; * 
-o EXE2BIN PROCPA PROCPA.BIN “3 
7* ee. convert to INLINE statements and add to xs 
:* Pascal programs . =; 
ok 

fA 


RR KEKKKK KKK KKK KEKE KKK EEK KEKKEKEKKEKE KEKE KKKEEEKEKEKEKKEKEKEKEKEKEKEKEKEKKEKKK 


p_80386_ equ 7 7;Codes for different types of 

p 80286 equ 6 ;processors 

p_80186 equ 5 

p_80188 equ 4 

p_v30 equ 3 

p_v20 equ. 2 

p_8086 equ 1 

p_8088 equ 0 

code segment para ‘CODE' ;Definition of CODE segment 
org 100h 


assume cs:code, ds:code, ss:code, es:‘code 


getproc proc near ;This program is the essential main 
. 7 program 
pushf 7Get contents of flag registers 
push cx ;Get contents of all altered registers © 
push dx zand push them onto stack 
“push di Ne. Gue” & Sy 
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not_a_ 386 


t88_86 


t86 1: 


push si 

push es 

z-- Test for 80386/80286 -------------—- 9 n nnn - 

xOr ax,ax 7Set AX to 0 

push ax ~ -pand push onto stack 

popf 7Pop into flag register from stack 

pushf ;Return to stack 

pop ax 7And pop back into AX 

and ax,0f000h ;Avoid clearing the to 4 bits 

cmp ax,0f000h sAre bits 12-15 all equal to 1? 

je not_a 386 7YES->Not an 80386 or an 80286 

7~~ Test whether to handle it as an 80386 or 80286 ----------- 

mov dl,p 80286 7This narrows it down to one of 

mov ax,07000h ;the two processors 

push ax 7;Push value 7000H onto the stack 

popft ;Pop off as flag register 

pushf jand push it back onto the stack 

pop ax 7Pop off and return to AX register 

and ax,07000h ;Avoid masking bits 12-14 

je  pende sAre bits 12-14 all equal to 0? 
7YES->Handle it as an 80286 

inc dl ;NO->Handle it as an 80386 

jmp pende ;End of test 

p-~ fest. “for 80166 or 60188. =-=--- 

label near 

mov dl,p 80188 zLoad code for 80188 

mov al,Offh . 7;Set all bits in AL register to 1 

mov cl,02ih _gNumber of shift operations after CL 

shr al,cl 7Shift AL CL times to the right 

jne t88 86 + -;If AL is unequal to 0 it must be 
zshandled as an 80188 or 80186 

7-~ Test for NEC V20 OY -V30 w--wee nnn n nn nn rrr nnn 

mov dl,p v20 ;Load code for NEC V20 

sti sInterrupts should be enabled starting 

mov si,0 zwith the first byte in ES 

mov. cx,0Offffh . gRead a complete segment - . 

rep lods byte ptr es:{[si] ;REP w/ segment override only 
zworks with NEC V20 and V30 processors 

or CX, CX ;Has complete segment been read? 

je t88 86 7;YES-> V20 or V30 

mov dl,p 8088 7;NO-> Must be an 8088 or 8086 

;-- Test for 8088 or 8086/V20 or V30 ------------------------- 

label near 

push cs --Push CS onto stack 

pop es 7Pop off to ES 

std - ;Using string inst. count backwards 

- mov” al,Ofbh sInstruction code for “STI* 

mov cx,3 7Execute string instruction 3 times 

call get_di ;Get starting address of DI 

cli ;Suppress interrupts . 

rep stosb 

clad 7Using string inst. count backwards 

nop . 7Fill queue with dummy instruction 

nop i. # 

nop 
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inc dx : Increment processor code 
nop 
q end: sti a ;Re-enable interrupts 
pende label near End testing 
mov [bp-1],dl 7Place processor code in return var. 
pop es 7;Pop saved registers from 
pop si jpstack 
pop di. 
pop dx 
pop Cx 
popf 7;Pop flag register from stack and 
jmp endit ;Return to calling program 
getproc endp 7End of PROG procedure © 
7-~ GET_DI examines DI for 88/86 test ——-— nr rn nr 
get_di proc near 
pop di : 7;Pop return address off of stack 
add di,9 © 7Take first 9 bytes from there 
jmp t86 1 ;Return to the testing routine 
endit label near 


get di endp 


code ends 7End of CODE segment 
end getproc 


C listing: PROCC.C 


[REKKEKEKKKKEKREKREKKEKEKKKKEKEK KEKE KKK KEKE KEKE EERE REKEKKEKEKKEEKREREKEKKKK / 


[* PROCC x/ 
UR cc a Ea I ne gs a a a */ 
/* Task : Determines the processor type in a PC */ 
/* i ns nus es i ni, i i Ses cu ls Sb i ec wn ines ws moni san css Ui si sexs im ms cso ms ss css es ems tn ms mes mosses is i as us co a ls ‘net men x / 
/* Author : MICHAEL TISCHER */ 
/*  . Developed on  : 08/14/1988 */ 
[* Last update : 06/22/1989 st 6 
Gf Tl a eS LD Ene eter eee eI x/ 
/* (MICROSOFT C) oF f 
/* Creation — : CL /AS /c PROCC.C */ 
/* | LINK PROCC PROCCA ae, 
es Call : PROCC */ 
YR saa an a aia alata ae a oneelard ale ee ee CES ae oe cigs */ 
/* (BORLAND TURBO C) | xs 
/* Creation : Create a project file containing these lines: */ 
/* ~ - PROCC */- 
es PROCC.. OBJ xy 


[ RRAEKKEKKRKEKKEKEKK KEKE KKKEKKRRIKEKEKKEKKAKKEKKEKEAREKEKEREKEEKEKKKKEKKEEKKKKE / 


extern int getproc () ee - /* Includes the assembler routine */ 
[ARIA III IOI CI IC III IIIT III IIIT TI IA TTT OI ARS AS TIS AAA AA IAI 


| ies . main program en / 
[RARER ERE KEKE EEK ERE KEKE KEKE KERR ERER EKER EERE EREKKKK | 


void main() | 


{ 


static char * procname[] = { /* Vector w/ pointers to proc. names */ 
2 “Intel 8088", /* Code 0 */ 
"Intel 8086", — /* Code 1 */ 


"NEC V20", . /* Code 2 */ 
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“NEC V30", _ . . /* Code 3 */ 
“Intel 80188", /* Code 4 */ 
“Intel 80186", /* Code 5 */ 
"Intel 80286", /* Code 6 */ 

7 */ 


“Intel 80386" /* Code 
bF “ 


printf ("\nPROCC (c) 1988 by Michael Tischer\n\n"); 
printf ("This PC contains a(n) ts processor\n", 
procname[ getproc() ] ); 


} 


Assembler listing: PROCCA.ASM_ 
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RHEKKKKKKKEKKEEKRKEKKEKEREKEEKAKKKEKKEKEKKKREKEKREKEEKKEEKEEEEAKEKEREEKKEKEEKEKKKKK © 


=e 


* PROCCA *; 
De css ete ens ce fs ew ea tae i ei san ents acs ees tes aan eo coe ei rae ei is ec min caus tsa cov ts coun mk cin EE coum Gv te pan ena emo MS cu CED Gow umn ED Cb MS END de> wun Oa cubic esh niin caib iv ciwccn wins esha cs be 
* Task : Make a function available to a C program which *; 
* examines the type of processor installed ina * 
* PC and informs the calling program of this = 
* information. * 


+ 
*+ 


™e Te We Me Be Ve Ve Re We VWs We Ne Be Be 


; 
7 
’ 
c 
* Author : MICHAEL TISCHER *; 
* Developed on : 08/15/1988 — *; 
* Last update : 05/24/1989 a) 
FO cts cs ws Snes a ca em ese seat ss a es sem tps nm ees ems sw cs ci cis i casas Ss Sew ss cum ee es ces eee ns ct css eum eo Gow cous saw eu Su cn cn nb ines em in ein aos ins ene on noe an sas 
* assembly : MASM PROCCA; *F 
* .-- link to a C program *; 
KKEKKKKKKKKEREKEKEKK KEKE EKEKREKREKKE ERE KEK KEKE RE KEKEEKKKEREKEKKERKEKEEKKEEKE » 


IGROUP group text zInclude program segment 
DGROUP group const, bss, data ;Include data segment 
assume CS:IGROUP, DS:DGROUP, ES:DGROUP, SS:DGROUP . 


CONST segment word public 'CONST';This segment includes all read-only 
CONST ends ;constants 


_BSS segment word public ‘BSS' ;This segment includes al un-initial- 
_BSS~— ends zized static variables 


_DATA segment word public ‘'DATA' ;This segment includes all initialized 
sgobal and static variables 


_DATA ends- 


- 


p_80386 equ 


7 7Codes for different processor tpyes 

p 80286 equ 6 

p_80186 equ 5 

p_80188 equ 4 

p_v30 equ) 3 

p_v20 equ) 2 

p_8086 equ 1 : 
p_8088 equ 0 

g== Program =s==s=ssssascsssssssssseasasssssssseassasessasessessssssssss 


_TEXT segment byte public 'CODE' ;Program segment 


public _getproc. : 7Function made available for other 
. 7; programs . 


7~- GETPROC: Determines the type of processor in the current C= 
7-- Call from C : int getproc( void }); r 
7-- Output : The processor type's number (see constants above) 


_getproc proc near 


pushf Secure flag register contents 
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not_a_ 386 


t8B 86 


3-- Test for 80386/80286 


7 Set AX to 0 


xor ax,ax 
push ax zand push onto stack 
popf :Pop flag register off of stack 
pushf 7Push back onto stack 
pop ax zand pop off of AX 
and ax,0f000h 7;Do not clear the upper 4 bits 
cmp ax,0f000h _gAre bits 12-15 al equal to 1? 
je not_a 386 7YES --> Not an 80386 or 80286 | 
7-- Test for handling as an 80386 or 80286 ------------------- 
mov dl,p 80286 zIn any case, this routine checks for 
mov ax,07000h zone of the two processors 
push ax 7;Push 07000h onto stack 
popf 7Pop flag register off 
pushf zand push back onto. the stack 
pop ax 7Pop into AX register 
and ax,07000h sBits 12-14 not included 
je  pende ;Are bits 12-14 all equal to 0? 
7YES~--> Handle it as an 80286 
inc dl 3;NO --> Handle it as an 80386 
jmp pende 7End test 
-go- Test for 80186 or 80188 --------------<-----<-=---—---------- 
label near 
mov dl,p 80188 ;Load code for 80188 
mov al,Offh ;Set all bits in AL register to l 
mov cl,021h ;Move number of shift operations to CL 
shr al,cl ;AL CL shift to the right 
jne t88 86 r;If AL <> 0, handle is as an 
780188 or 80186 
7—~ Test for NEC V20 OY V30 orn mene — men rere rn nnn 
mov dl,p _v20 ;Load code for NEC v20 
sti 7Enable interrupts 
push si ;Mark contents of SI register 
mov si,0 7;Starting with first byte in ES, read 
mov cx,O0ffffh 7a complete segment 
rep lods byte ptr es:[(si] ;REP with a segment override 
7 (works ony with NEC V20, V30) 
pop si 7Pop SI off of stack 
or cx,cx ;Has entire segment been read? 
je t88 86 7YES--> V20 or V30 
mov dl,p 8088 7NO --> Must be 8088 or 8086 
z-- Test. for 88/86 or V20/V30 -------~---—----- = 
label near 
push cs ;Push CS onto stack 
pop es zand pop ES off 
std. | 7Increment on string instructions 
mov di,offset qend ; = 
mov al,Ofbh :Instruct ion code for “STI" 
mov cx,3 ;Execute string instruction 3 times 
cli ; Suppress sce as 
rep stosb > : oo 
cld ; Increment on. string instructions: 
nop — Fill queue with dummy instructions 
nop 
nop 
inc dx ;Increment processor code 
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nop 
q_end: sti ;Re-enable interrupts 
ri OP SD GD aS AES ES AEP AND SE OED AE GE EEE GN SEED GED GAD SNE GED GS STEED GED GERD EARP ED OND MENS GND SEED SEND HEN GID SSIES GARD CED SEE GUND GHD SHRED GONED CD CED SMEP GENRE CHAD GEDP GARD GHNID ERED GAMND GENE UND CED CHAD UEIEY GD WEED eIten ND RD 
pende label near 7End testing 
popf ;Pop flag register off of stack 
xor dh,dh 7Set high byte of proc. code to 0 
mov ax, dx ;Processor code=return value of funct. 
ret ;Back to caller 
_getproc endp 7End of procedure 


_text ends 7End of program segment 
end ;End of assembler source 
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Chapter 16 


PC Hardware Interrupts 


Now that you're more familiar with the DOS and BIOS interrupts that are triggered 
by software, let's look at hardware interrupts. As the term suggests, these 
interrupts operate mainly through calls from PC hardware. 


Weill begin with the interrupts which are called directly by the processor. These 
eight interrupts can also be triggered by software through the use of the INT 
instruction. 


Interrupt OOH: Division by zero 


The 8088 has two assembly language instructions (DIV and IDIV) which permit 
division of a 16-bit or 32-bit whole number by an 8-bit or a 16-bit whole number. 
According to the general rules of mathematics, division by zero is illegal. This 
means that you cannot perform the equation 485/0. The equation has no result. 
Because of this, the 8088 prohibits any divisions using a denominator of 0. If a 
division by zero occurs, the processor triggers interrupt 0. The vector assigned to it 
is pointed to by DOS during its initialization to its own routine. During the call 
of this interrupt, the DOS routine call executes. Most versions of DOS display a 
"Division by Zero" message. The program then continues with the instruction 
following the division that caused the error. 


Interrupt 01H: Single step 


The CPU calls this interrupt when the TRAP bit in the flag register of the CPU is 
set to 1. The interrupt then receives a call after every execution of a machine 
language instruction. This interrupt allows the user to trace the execution of every 
instruction in a assembly language program to determine changes in register 
contents or the instructions executed. 


Constant re-execution of interrupt 1 during an execution of interrupt 1 could cause 
infinite recursion, and an eventual stack overflow. To prevent this, the processor 
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resets the TRAP bit during entry into the interrupt routine. It stores the complete 
flag register and the TRAP bit on the stack. 


If an IRET instruction ends this interrupt routine: it automatically sets the TRAP 
bit to the old value by restoring the complete flag register from the stack. After 
completion of the next instruction, interrupt 1 is recalled. Once the programmer 
has obtained all desired information about the program, the TRAP bit can be 
disabled. However, the program being examined doesn't know it's being run in 
_ Single-step mode, and has no instruction to reset the TRAP bit) in the flag register. 


Resetting the TRAP bit 


The key to this problem lies in interrupt 1's routine. This is where the TRAP bit 
must be reset. Even this is somewhat complicated, since the bit was reset during 
the call of this routine, then later reset as part of the flag register from the stack. 

_ The only option of resetting the TRAP bit is taking the flag register from the 
stack from within the interrupt routine, resetting the TRAP bit and return the 
complete flag register to its original position on the stack. If an IRET instruction 
then terminates the interrupt routine, the CPU restores the flag register from the 

_ §tack. Since the TRAP bit is no longer set, no additional calls of interrupt routine 
result, and the program executes undisturbed. 


Interrupt 1 is rarely executed in application programs. Because of this, DOS sets 
the vector of interrupt 1 to an IRET instruction. If a program accidentally sets the 
TRAP bit, nothing happens aside from slower execution, since interrupt 1 
executes after every instruction. Interrupt 1 is most useful in utility programs 
(e.g., the DEBUG program) which permit program execution in trace mode, 1.¢., 
execution of every machine language instruction at slow speed. 


Interrupt 02H: NMI 


This non-maskable interrupt (NMI) is so designated because it cannot be masked 
(i.e., you cannot prevent this interrupt's execution). You can suppress the 
execution of all interrupts using the CLI instruction, except this one. NMI alerts 
the user of any errors in RAM. These errors can be caused by defects in one of the 
system's RAM chips. Since a defective RAM chip can cause serious damage and 
data problems in the system, this interrupt receives top priority over all others. 


During the system boot, DOS points the vector to its own routine. If a RAM error 
~ does occur, this calls the proper BIOS routine which displays a message on the 
screen and one the system. 


Interrupt 03H: Breakpoint 
This interrupt is also used in utility programs. Unlike the other interrupts, which 
are called by two-byte-long assembly language instructions (byte 1=CDH, byte 
2=interrupt number), interrupt 3 can be called with a single-byte assembly 
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language instruction (CCH). This interrupt is very useful for testing programs up 
to a certain point in the code. Interrupt 3 halts a running program, and allows the 
user to examine the current contents of the registers. 


Applying interrupt 3 


| ~ Using a specific atility f program for reference (e.g., DEBUG), you place a call for 
interrupt 3 in the program in process where you want execution to stop. When the 
_ processor reaches this location during program execution, it calls interrupt 3. The 
testing program contains a routine which displays the current register contents and 
other data. Then this routine replaces the interrupt 3 call with the instruction 

_ which beetles occupied its location. 


You could argue that instead of the call for interrupt 3, any other interrapt could be 
- called to interrupt the program, if a suitable interrupt routine had been installed to 
display register contents, etc. sahara : $a some a raniaee over # this. It can 

be called with a single-byte instruction. 


| Imagine a program in which a RET instruction occurs at some location. This 
instruction is one byte long and normally ends a subroutine. Another subroutine 
follows which starts with an assembly language instruction. The user wants to 
examine the register contents at the end of the first subroutine. He would place a 
eo: breakpoint (the call for interrupt 3) at the : same location : as the RET instruction. 


The single-byte instruction to call interrupt. 3. has an uae here. If this 
- instruction was two or more bytes long, it would overwrite the RET instruction, 
and part or all of the first instruction in the following subroutine. If this program 
call occurred in the course of execution, the program code would change and a crash 
could happen. This doesn't happen since the instruction for calling me 3 is 
only one byte. At worst it would overwrite only one instruction. | too 


This interrupt has no application other than use with a testing/debugging utility. 
Otherwise, DOS points to a routine which contains an IRET (Interrupt RETurn) 
_ instruction, which immediately returns the system to the interrupted program. 


Interrupt 04H: Overflow error 


This interrupt can be called by a instruction which is based on a condition. It's the 
INTO (INTerrupt on Overflow) assembly language instruction which only calls 
interrupt 04H when a set overflow bit occurs in the flag register during execution. 
This can happen after math operations (e.g., multiplication using the MUL 
instruction), if the result of this operation cannot be represented within a set 
number of bits. This interrupt can also be called using the normal INT instruction, 
but this instruction doesn't read the status of the overflow bit. Since this interrupt 
is seldom used, DOS sets it to an IRET instruction. | 
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Interrupt OSH: Hardcopy 


Interrupt OSH belongs with the BIOS interrupts, even though it is technically a 
hardware interrupt. Pressing the <Prt Sc> key calls this interrupt through BIOS. 
This key has labels which differ from one manufacturer to another. The Tandy 
1000 HD version is labeled <PRINT>, but most others have <PrtSc> labels. This 
key sends the current contents of the screen to a ig see interfaced to the PC. This 
printout is called hardcopy. 


DOS initializes the vector of this interrupt in the vector table. Both assembly 
language programs and programs written in high level languages can access this 
interrupt using the INT instruction. 


Interrupts O6H—07H: Unused 


At the time of this writing, interrupts 06H and 07H are unused. They are reserved 
for later use, but can be used now for other applications. 


Interrupts O8H—OFH 


Interrupts 08H to OFH are generated by the 8259 interrupt controller. This chip 
receives all interrupt demands within the system first. It determines the priority in 
which multiple interrupt requests must be executed. The interrupt given highest 
priority passes through the INTR line to the CPU. Up to eight interrupt sources 
(devices) can be connected to the 8259, with each device assigned a different 
priority. With the help of the interrupt bits in the flag register, the CPU can 
suppress all interrupt calls from the 8259 (except NMI interrupt 2—see above). 


Interrupt generation from special equipment can be prevented. For this the interrupt 
mask register of the 8259 must be accessed through port 21H. The eighth bit of 
this register is connected to the maximum of eight devices which create interrupts. 


Bit 0 represents device 0, bit 7 the device with the number 7. If a bit has the value 


0, the CPU receives the interrupt calls generated by the device assigned to it from 
the 8259. If it contains the value 1, the interrupt calls are suppressed. If several 
interrupt calls occur at the same time, the device which is connected to bit 0 gets 
the highest priority and bit 7 the lowest priority. If the highest priority interrupt 
has been processed, theoretically the interrupt with the next priority down can be 
transmitted from the 8259 to the CPU. 


Interrupt instruction register 
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The 8259 knows about the completion of an interrupt call through its interrupt 
instruction register at port address 20H. This register enables communication 
between a program and the 8259. When an interrupt initiated by a device attached 
to the 8259 finishes processing, it must send an OUT assembly language 
instruction which transmits the value 20H (an EOI = End Of Interrupt) to this 
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port. This tells the 8259 that interrupt processing is done, and the next interrupt 


The bit assignment in the interrupt mask registers (i.e., device assignments and 
priorities) differ between individual members of the PC family. You can usually 
assume that the device connected to bit 0 of the interrupt mask register triggers 

_ interrupt O8H. The device connected to bit 1 triggers interrupt 09H, etc. Interrupt 
OFH (the last interrupt called by the 8259) is triggered by the device attached to bit 
7 of the interrupt mask register. Generally these eight interrupts have designations 
of IRQO, etc. up to IRQ7. IRQ stands for Interrupt ReQuest. 


AT interrupt controllers 


The AT has two 8259 interrupt controllers, so it can control up to 16 interrupt 
sources. The interrupts in the second controller have designations ranging from 
IRQ8 to IRQ15. If an interrupt request is made from one of the eight interrupt 
sources of the second interrupt controller, it simulates the request from a device 
connected to bit 2 of the first interrupt controllers. Because of this, all interrupt 
requests from the second interrupt controller have a higher priority than those from 
devices 4 to 7 of the first interrupt controllers. If several devices demand attention 
from the second interrupt controller, it services the interrupt source with the 
highest priority, which is the one connected to the lowest bit 1 in the interrupt mask 
register. 


Interrupt requests from the devices on the second interrupt controller can be 
suppressed by manipulating the corresponding bits in the interrupt mask register. 
This register is located at port address A1H, not at 21H like the first interrupt 
controller. The interrupt instruction register of the second interrupt controller, to 
_ which the EOI instruction must be sent after the completion of the interrupt from 
this controller, is at address AOH instead of 20H. In addition to the EOI instruction 
to the second interrupt controller, an EOI instruction must be sent to the first 
interrupt controller on port 20H at the end of the interrupt routine. This results 
from the interconnection between these two controllers, since every interrupt 
request to the second interrupt controller triggers an interrupt request on the first 
, interrupt controller. 
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The following figures show the interrupt request devices and their priorities. 


PC 
decreasing priority 


7 6 5 4 3 2 1 #O pit 


ae __| Interrupt controller 
iestanetates at port 20(h) 


| Primer 
Keyboard 


ond - 
1st serial interface | 


Floppy disk 


Interrupt requests and priorities (PC) 


XT 


decreasing priority 


1 O bit 


: 7 |. __| Interrupt controller 
at port 20(h) 

| Primer 

Keyboard | 


2nd serial interface 
1st 


Hard disk 
| Floppy disk — 
+ Parallel printer 


Interrupt requests and priorities (XT) 
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AT 


decreasing priority 
———— 


Flo 4st . 
enereece Timer 


iet J] 
Parallel printer 


ee Seeoee SRS See 
Interrupt controller |_ fe Hes Gee 
entesatntatess oe Soe eterace, 
~ at port AO(h) seen aso Seam 
sees eae Rea 


Math coprocessor _ | 
decreasing priority 


Interrupt requests and priorities (AT) 
Interrupt O8H: Timer 


The PC's 8253 timer chip oscillates at 1,193,180 cycles per second. It receives its 
signal from the 8284A clock generator chip. After 65,536 of these signals (about 
18.2 cycles per second), it calls interrupt 08H, which the 8259 transmits to the 
‘CPU. Since the occurrence of these interrupt calls is independent of the clock 
frequency, this interrupt works well for time measurement. After 18.2 calls means 
that a second has elapsed. BIOS points the interrupt vector of this interrupt to its 
own routine, which is called 18.2 times per second. The routine increments the 
time counter at every call and switches off the disk motor if no access to the disk 
has occurred within a certain span of time. After this task has been completed, the 
routine calls interrupt 1CH. It can be accessed by the user for routines which 
depend upon a continuous signal. 


Interrupt O9H: Keyboard 


The keyboard has either an Intel 8048 processor (for PC/XT) or an 8042 processor 
(for AT). It controls the keyboard and registers if a key was pressed, released or 
pressed and held. The keyboard chip sends a signal to the 8259, which causes the 
CPU to call interrupt 09H (unless an interrupt request with a higher priority is 
present). The CPU calls a BIOS routine which reads the character from the 
keyboard and stores it in the keyboard buffer. 
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Interrupts OAH—OCH: Various 


These interrupts vary with the hardware connected to the computer. Check your 
technical manuals and hardware manuals for more information, and experiment. 


Interrupt ODH: Hard disk 


The system calls interrupt ODH if a hard disk is connected to the computer. This 
occurs when a read or write operation ends and BIOS must be informed of this fact. 


Interrupt OEH: Disk 


The disk controller(s) calls this interrupt in conjunction with the 8259 when the 
controller needs the attention of the CPU. A BIOS routine following this interrupt 
communicates on the lowest level with the controller. During the call of this 
interrupt, the controller passes certain information to inform BIOS that a read or 
write operation was completed, or an error occurred. 


Interrupt OFH: Printer 


A parallel printer calls this interrupt in conjunction with the 8259 when the 
controller needs the attention of the CPU. 


AT interrupts 


Because of the second interrupt controller in the AT, it has more hardware 
interrupts than the PC or XT. This second interrupt controller can call interrupts 
70H to 77H. These interrupts were available to older PCs for application 
programs. Recently manufactured PCs and XTs cannot use these interrupts. 
Similar to the first interrupt controller, the device connected with bit 0 of the 
second interrupt controller's interrupt mask triggers interrupt 70H. The device on 
bit 1 calls interrupt 71H, bit 2 calls interrupt 72H, etc. 


Only interrupts 70H and 75H are called by the interrupt controller because devices 
are only connected to bits 0 and 5 of the interrupt mask register. However, the 
interrupt vectors of interrupts 71H to 74H and 76H and 77H should not be 
redirected. 

Interrupt 70H: Realtime clock 
Interrupt 70H can stop a program because of alarm time, the current time and date, 
or just an interrupt call repeated within a certain time span. The interrupt is 


normally serviced by a BIOS routine which detects the reason for the interrupt then 
responds accordingly. 
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Interrupt 75H: Math coprocessor 


Interrupt 75H informs the AT'’s CPU that a mathematical coprocessor (80287) 
attached to the system requires attention (e.g., because it has completed a certain 
calculation). 


interrupt 76H: AT hard disk 


The AT hard disk controller calls this interrupt after completing a hard disk access. 


Demonstration programs 


Clock 


The two sample programs below demonstrate some of the hardware interrupts 
described in this chapter. Both programs are resident interrupt drivers which are 
installed and deactivated using the same principles as demonstrated by programs 
earlier in this book. 


The first program displays the current time in the upper right corner of the display 
screen. The second program sends the contents of a screen to a file instead of a 
printer. 


timing 


Before discussing each program's structure, you should know about the basic 
principles of the clock. Interrupt 1CH implements the clock. Timer interrupt 8H 
calls interrupt 1CH 18.2 times per second. 


When this routine counts the number of calls that occur, it knows that exactly one 
second elapses after 18.2 calls, and that it must display the time on the screen once 
every second. This is great, except that the clock can count one, two, even 18 
calls—but not 18.2 calls. 


One solution would be to have the clock update the screen display after 18 
interrupt calls. This would result in the clock running fifteen minutes fast every 
day. You can solve this problem using a trick that we use in everyday living. Our 
year doesn't have exactly 365 days. Every four years the calender has a leap year, 
which keeps our dates on schedule with Earth's realtime clock. 


The PERMCLK program does something similar with the clock. After 18 calls of 
the timer interrupt routine, the clock advances one second and the new time appears 
on the screen. Therefore, the time advances by five seconds after 5x18 (90) calls. 
Five seconds in reality equals 5x18.2 (91) calls. To compensate for the missing 
call, the program adds a sixth second after 19 calls. This makes the time 
measurement more accurate. Since a second actually corresponds to 18.20648193 
calls, the clock will still be fast by a few seconds after a day passes. To 
compensate for this, an additional second is introduced after 20 calls. This makes 
the clock only about a second fast within a 24-hour period. That's fairly accurate, 
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especially when you consider that the average PC doesn't remain switched on for 
more than eight hours at a time. 


ZF RRREREAERREREREEREEEHREREREEREREREREEKREREREREEKREREREREREERKEREREKERKEKEKE 9 


PERMCLK 


e 
* 
» 
e 


+ 
* 


v v 
7 ? 
7 Task : displays the current time on the =F 
7* display Screen te 
DE sci cite ents hae eee swine Mech Sn ea Sls eh ni se nas cena pci sii sis tal ine Wick sc st ei: cu i i eee as ea ice Sou in i sis wn os i ih Se ei Qi ec la ac tl ke 
@ e 
Md Author : MICHAEL TISCHER *; 
7* developed on : 8.10.87 m3 
es last Update : 9.21.87 ws 
0 Fa sau ccs smos cms eo as cio can acy es cms cons whi'c cn exis i ch tan ec eb ini ‘ms vm ln uh linen Gumus ls Sm SI sts es aan mas Wh sc QU Sib pn Nomi in eh ep Gis Seni ems ke 
gv 
aw assembly : MASM PERMCLK; ws 
7* LINK PERMCLK; ts 
+R EXE2BIN PERMCLK PERMCLK.COM *» 

5b TE ci: scam is se ns sa ssi ta se ol Wane la: eso tel iol i: Tes’ a en sd sn Se th“ iin oh: Gin: i i ev“ gi‘ lg i cis em se te se a te 
t . e 
7* Call : PERMCLK x 
? * *s 


HARKER KEEKEKEEKREKEKEEKEKEKEKREEKKEKKEKEEEEKKEEEKKEEKEEEKEKKRKEKKKKKKKEEKK 


CLKCOLUMN = 72 gline and column in which the time 

CLKLINE = 0 zis displayed 

CLKNUM = 6 safter how many 1/18 S. is the clock displayed 
CLKCOLOR = 70h scolor of the clock: inverted 


7== here starts the actual Program =]=:2e==se9ess==ses=HsEessssE=== 
code segment para '‘CODE' ;Definition of the CODE-segment 
org 100h 
assume cs:code, ds:code, es:code, ss:code 


start: jmp perminit ;Call of the initialization routine 


alterint equ this dword ;old interrupt vector 1CH 
intaltofs dw (?) ;offset address interrupt vector 1CH 
intaltseg dw (?) ;segment address interrupt vector 1CH 
time equ this byte jaccepts the current time 
tenhours db ({?) 710 hours as ASCII 
onehour dob (?) zone hours as ASCII 
db Ss" 
tenmint db (?) sten minutes as ASCII 
onemin db (?) zone minutes as ASCII 
ab wet eB aes ‘ 
tensecs db (?) ;ten seconds as ASCII 
onesec db (?) = gone seconds as ASCII 
tcount db 18 ‘ f ;decremented on every timer-call 
numcount db CLKNUM ;display counter for clock 
count1 db 5 ;correction counter 1 
count 2 db 31 scorrection counter 2 


7== this is the new keyboard-interrupt (remains in anes SHsSaesoes 
newint proc far 

jmp short newtimer 

db "JS" | --  sTdentification. of the program 


newtimer: push ax -- grecord all registers which are changed 
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push bx 
push cx 
push dx 
push di 
push si 
push es 
push ds 


push cs 


pop ds 


dec numcount 
jne nonum 


mov numcount, CLKNUM 


nonum: dec tcount 
je nextsec 
cmp numcount, 255 
jne sti 
jmp restore 


nextsec: mov tcount,18 

dec countl 
jne settime 
mov counti,5 
inc tcount 
dec count2 


jne settime 
mov count2,31 
inc tcount 


settime: inc onesec 
cmp onesec,":" 
stl: jne output 
mov onesec, "0" 
inc tensecs 
cmp tensecs, "6" 
jne output 
mov tensecs, “0" 
inc onemin 
cmp onemin,":" 
jne output 
mov onemin, "0" 
inc tenmint 
cmp tenmint, "6" 
jne output 
mov tenmint, "0" 
inc onehour 


cmp onehour,":" | 


jne test24 . 
mov onehour, “0" 
inc tenhours 

jmp short output 


test24: cmp onehour, "4". 


jne output 


cmp tenhours, “2" 


jne output 
mov tenhours, "0" 
mov onehour, “0" 


output: mov ah,15 


int 10h 
mov ah,3 
int 10h 


push dx 
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sby the program 


estore CS on the stack 
sreturn as DS . 


sdecrement counter for display 
7not yet zero 


zset to original value 


jalready called 18 times ? 
;YES ~-> one Second passed 
sdisplay clock now ? 

7NO --> output 

7;YES --> back. 


;set Call-counter new 


scorrection-counterl dec. 5 times ? 


7NO --> increment ASCII-time 
7YES --> set to 5 again 
sincrement Call-counter 
;correction-counter2 
;decremented 31 times? 

7;NO --> increment ASCII-time 
7YES --> set again to 31 
zincrement Call-counter 


zincrement one second (ASCII) 
zone second = 10? . 
7NO --> output time 

;set one second to zero 
;increment ten second (ASCII) 
;ten second = 6 (60 Seconds)? 
7NO --> output time 

set ten seconds to zero 
;increment one minute (ASCII) 
zone minute = 10? 

7;NO --> output time 


-gset one minute to zero 


;increment ten minute (ASCII) 
;ten minute = 6 (60 Minutes) 
7NO --> output time 

;set ten minute to zero 
sincrement one hour (ASCIT) 
7one hour = 10? 


_7NO --> test 24 hour 


7YES --> set one hour to zero 
yincrement ten hour (ASCII) 


rorie hour = 4? 
7NO --> output time 
7;YES --> ten hour = 2? 


_gNO --> output time. . 


7a new day started 


;read current display page 
;call BIOS video-interrupt 
jread current cursor-position 
7Call BIOS video-interrupt 
;store on stack 
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mov si,offset time zoffset address of the time-string 


mov cx,1l swrite each character once 

mov dx,CLKLINE shl 8 + CLKCOLUMN ;cursor-position for time 

mov bil,CLKCOLOR zcolor of the clock 

mov di,8 78 characters are output 
pritime: mov ah,2 zset cursor-position 

int 10h zcall BIOS video-interrupt 

mov dh,CLKLINE shl 8 ;repeat line 

inc dl zincrease column for next character 

mov ah, 9 youtput a character 

lodsb gget character from the string 

int 10h jcall BIOS video-interrupt 

dec di yall characters processed ? 

jne pritime 7;NO --> output next character 

pop dx 7get old cursor-position 

mov ah,2 gand set again 

int 10h ;call BIOS video-interrupt 
restore: pop ds ;restore all recorded registers 

pop es jagain 

pop si 

pop di 

pop dx 

pop Cx 

pop bx 

pop ax 

jmp cs: falterint] ;jump to old timer-Interrupt 
newint endp 
instend equ this byte ;if SHOWCL is installed, memory 


7;can be released from here on 
7== Data (can be overwritten by DOS ==========s==s==ss===s==== 
installm db 13,10,"PERMCLK (c) 1987 by Michael Tischer", 13,10,13,10 
db "PERMCLK was installed and can be deactivated “,13,10 
db “through a new Call",13,10,"$" 
deactmsg db “PERMCLK was deactivated ",13,10,"$* 
7== Program (can be overwritten by DOS) =========ss==s]0ercns==s=== 


7-- Start and Initialization Routine -----------------~----------- 


perminit proc near 


mov ax,351Ch sget content of interrupt vector 1C 
int 21h _ call DOS-function 

cmp word ptr es: [bx+2],"SJ" ;test if PERMCLK 

jne install ;not yet installed --> install 
s-- PERMCLK deactivated again ----~--------~----~--------~- 
mov dx,essintaltofs ;offset address of interrupt 1CH 
mov ax,es:intaltseg ;segment address of interrupt 1CH 
mov ds,ax zto DS 

mov ax,251Ch ;return content of the interrupt 
int 21h ;vector 1CH to old routine 

mov ah, 49h | ;release the storage of old 

int 2ih 7 PERMCLK again 

push cs 7store CS on the stack 

pop ds ;return as DS 


mov dx,offset deactmsg ;message: program removed 
mov ah,9 soutput function number for string 
int 21h ?call DOS function 
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install: mov 
mov 


mov 
int 
mov 
mov 
call 
MOV 
mov 
call 
mov 
mov 
call 


mov 
mov 
int 


mov 
mov 
shr 
inc 
mov 
int 


perminit endp 


ax, 4CO0h 


— 21h- 


Install PERMCLK ---- 


intaltseg, es 
intaltofs, bx 


ah,02Ch 

O2ih | 

al,cl 

di,offset tenmint 
binascii 

al,ch . 
di,offset tenhours 
binascii — 

al,dh 

di,offset tensecs 
binascii 


dx,offset newint 
ax, 251Ch 
21h 


dx,offset installm 
ah, 9 , 
21h 


;code for program executed correctly 


send program with end-code 


ssegment and offset address of the 


sinterrupt vector 1CH 


sread function number for time 


Call DOS interrupt 21H 
stransmit minute to AL 
;ASCII result to TENMINT 


convert 2 numbers to ASCII 


;transmit hour to AL 

ASCII result to TENHOURS 
sconvert 2 numbers to ASCII 
;transmit seconds to AL 
w;ASCII result to TENSECS 
pconvert 2 numbers to ASCII 


soffset address new interrupt ~rout ine 


zpoint content of the interrupt 
rvector 1c to user routine 


ymessage: program installed 
soutput function number for string 


scall DOS-function 


only the PSP, the new interrupt-routine and the -------- 
Data for it, must remain resident 


dx, offset instend 
cl, 4 


ax, 3100h 
21h 


;calculate the number of 


paragraphs (each 16 Bytes) which 


;the program has available 


7end program with end-code 0 (o.k) 


jbut remain resident 


convert binary-value into a-digit ASCII ee ie re ae ee ee ee 
AL = the binary-value to be converted 
DI = the offset address for the 2 ASCII numbers 


 -HI-Byte for division = 0 


;decimal system is used 
;divide value by 10 
;convert result. into ASCII 
jand store 


tabeey to caller 


7;end of the CODE~-segment 


7-~- BINASCII : 

z—-- Input : 

77 

7-~ Output : none 

;-~ Register : AX, CL and FLAGS are changed 

binascii proc near 
xor ah,ah | 
mov cl,10 
div cl 
or ax,03030H 
mov [di],ax 
ret 

binascii endp 

code ends — 
end start 


Installation and reinstallation has similarities to the resident interrupt driver already 
discussed. It installs itself during its first call and deactivates itself on the 
following call. 
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The code following the INSTALL label initializes all the program's variables. 
First the DOS function 2CH reads in the current time, converts the time into 
ASCII code and places the data in the variables TENHOURS, TENMINT and 
TENSECS. These variables, which are part of an ASCII string, act as buffers for 
the time display and are updated once every second. After these variables have been 


| initialized, the Program installation takes place. 


Let's look at the clock itself, the new interrupt routine of 1 interrupt 1CH. It begins 
in the listing at the label NEWINT. It jumps to the label NEWTIMER to bypass 
the identification code. All registers changed by the following commands are stored 
on the stack. Then the counter (the variable) NUMCOUNT is decremented. 
NUMCOUNT has nothing to do with time measurement; it determines how often 
to display the time on the screen. Normally the clock must be redisplayed when 


_ the time has changed (every second). Since the screen scrolls in some applications 


(e.g., DOS), the clock would quickly disappear from the display. To display a 


clock that looks stationary, it must be redisplayed more often than once a second. 


When NUMCOUNT reaches the value 0, this means that the clock display 
reappears with the following commands, even if a new second hasn’t occurred. 
After NUMCOUNT reaches zero, it resets to its original value so that it can be 
decremented again the next time the routine is called. The constant CLOCKNUM 
contains the original value (6), which displays the clock after 6/18 second (one- 
third of a second). You may preset other values to display the clock more or less 
often. 


At the label NONUM the counter TCOUNT decrements. It contains the number of 
remaining calls until a second has elapsed. If the number is equal to zero, a second 


has elapsed and a jump occurs to the label NEXTSEC where it resets to 18 so that 


the next second can be displayed after 18 calls. 


If a second hasn’t elapsed, the program tests for whether the variable NUMCOUNT 
reached zero and resets to its starting value during this call of the timer interrupt. If 
this was the case, the time appears on the screen and the ee ends. If the time 
isn't displayed, the interrupt can be ended directly. 


After NEXTSEC resets TCOUNT to 18, the first correction counter decrements. If 
it is equal to zero, it means that five seconds have elapsed and that the next second 


_ can only be initiated after 19 calls. The TCOUNT counter increases from 18 to 19 


and the first correction counter resets to five. Then the second correction counter 
decrements. If it then contains the value zero, then 31x5 seconds have passed and 
the next second can only be initiated after 20 calls. 


re the label SETTIME, incrementing the least significant digit of seconds (one) in 
the variable ONEMIN sets the new time. A test is made for the start of a new 
minute, a new hour or a new day; the time changes accordingly. 
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_. The label OUTPUT begins the actual time display. OUTPUT reads the current 
display page and cursor position. This data passes to the stack so it can be restored 
_ after the time is displayed on the screen. The cursor moves into position and the 

| program displays the clock, character by character. 


| In the final step, the previously stored current cursor position is removed from the 
stack and set. This occurs Cough a function of the BIOS ae interrupt. 


| This concludes the Gok: of the timer routine. Tt restores the registers from the 
stack, passing them unchanged to the mIGEED ES program, It finally ends with a 
jump to the old timer routine. 7 


The HC2FILE program 


The second sample program in this chapter reroutes # tawadopy data to a file instead 
of a printer. The program requires the entry of the program name and the path and 
name of the hardcopy file. This name can contain a device and path designation, 
but must have a three digit number as an extension (€.g., 000 or 153). A sample 
call would look like this from the DOS prompt: | 


Cohe2file azshe.001 © 


You would then press <Shift><Prt Sc> as you would for : a a» printed screen 
hardcopy. To capture hardcopies in sequence, the number in the file extension 
automatically increments after the creation of every hardcopy file. For example, the 
first hardcopy goes to a file named HC.001 and a second hardcopy would go to a 
file named HC.002. During output the individual characters are read from the 
current display page, but their colors (an attribute) are not stored. The screen lines 
in the file write to disk in sequence (no carriage returns separate lines). You can 
view this file on the screen using the DOS TYPE command. 


The program expects a filename during the first call from the DOS level. If you 

omit the filename, the HC2FILE program will not be installed. If you call the 

program again after its installation without passing a filename, it deactivates the 

installed hardcopy program and releases the memory it occupied. If the program is 

called again with a filename after a successful installation, the installed hardcopy 
- program remains active, and the new name ses the hardcopy file takes effect. 


Perhaps the new ‘hardcopy sfiteerupe routine may be of interest. You call it after. 
installation by pressing <Shift> <Prt Sc>. 


First it determines the number of the current ee page and the current cursor 
position using a function of the BIOS video interrupt. It stores these on the stack, 
returning them to BIOS after the output of the hard copy. Then it opens the file 
which is to receive the hard copy. An error message is output if the attempt fails. 

In the next step the display screen content is read line for line into a buffer 
(starting at the beginning of the PSP) and is written from there to a file. Here also 
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an error message is output through DOS if an error is reported and the file is 
erased. | 


If the hardcopy could be output successfully, the file is closed and the extension of 
the filename (the number of the hardcopy) is incremented. Once the number 1,000 
is reached, the numbering restarts at 0. 


Warning: 
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An important restriction during the use of this program must be observed. It can 
only be called when no access is made simultaneously by DOS to the disk or hard 
disk. If the new hardcopy is called during the DOS access, most systems will crash 
because DOS is not capable of controlling several file or disk accesses 
simultaneously. DOS is not re-entrant. Remember this limitation when using this 
routine, because it cannot be bypassed. 


FAK KKKKEKK KAKA KKK KEK IKE EKER KEKE KEKE KEKKEKEEAKEKKKKKKKEKKKE 9 
* HC2FILE . *? 
on ‘eww sao ui ins com Sin i vs ni nh came en ne tin it ethene Suc bm eb ei nah ea ise a tah ei in Sou re a artemis in ci mine sian em ou no seem ets ial 
iss Task : Outputs the Hardcopy of an 80-column-text “3 
7 screen in a file instead of the printer. *; 
rae) The file must have a three digit number *> 
rEg as extension which is incremented after «5 
7* the output of the hard copy so that several *; 
+ hard copy files can be created in succession*; 
ae cs i io es itm es sia haces ro mom's cmc caus is a tem esa ces as Se cs eb cman Sok san oes cn eat cbs dean ws ms i es es eas ss ns ius ced Go iw in a es a as 
ps WARNING : after installation of this program *s 
zo no hard copy may be called during | *% 
7* a disk or hard disk access. xs 
7s The system will crash since DOS is not x: 
rs reentrant! *; 
3% i es cs fa anne cas awh aes nc essay sb cess duis us ‘Siem Sb iw sS'Sab asus me's aap uns ems sy > eee» cso Sew ttvo mis cue a nd ur wind ch mein as ae en ws 
3* Author : MICHAEL TISCHER ai 
developed on : 8.11.87 ws 
;* last Update : 9.21.87 *s 
o* cn css si Snubs ne Sins cm Sse es ie i cn Sons sve ci GS Ss Gs canto Ss eli es cca use Seb sh St wives ee’ cu sso euta SOG cme eS, OS eal‘ ih csh ut Senn ‘aio om So ise "s 
7* assembly : MASM HC2FILE; *; 
;* LINK HC2FILE; * 9 
ay EXE2BIN HC2FILE HC2FILE.COM *; 
oe So ca aces is as wih, ene ve cnc iio ass cm cs ces el ew Gms ics tes ies eh ens ess an ein es ss ea ei es ow es is Meee a ma wi mw cow es en es ee ms we Se *» 
-* Call : HC2FILE [(Dr:) (Path)Filename.zzz] xs 
; gEKKKKRKEKKKKKEKRAEEKKEKREKKEEEKEKEKEKEKRKKEKKERKEKKEREKEREKEKKKEKRKEKEKKEAEKKEKEKEKE 9 
code segment para 'CODE'. sdefinition of the CODE-segment 
org 100h 


assume cs:code, ds:code, es:code, ss:code 


start: jmp hceinit Call of the initialization-routine 

‘== Data (remain in st orage) suet Sse sees SSeS Sess SSS SSS SSE 
alterint equ this dword 7Old Interrupt vector 05H 

intaltofs dw (?) ;offset address Interrupt vector 05H 
intaltseg dw (?) z;segment address Interrupt vector 05H 
print db 0 zindicates if printing is in progress 
handle dw (?) skey for access to File ; 
hceerr db “HC2FILE: Error on output of the hard copy",13,10,"$" 


16. PC Hardware Interrupts 


== this is the new hard copy interrupt (remains in memory ) ==*======= 


newint 


newhc: 


dohc: 


nextlines 


errors 


datclose: 


proc 


jmp short newhc 


db *RL" 

sti 

cmp cs:print,0 
je dohc 

jmp newhcend 
mov cs:print,1 
push ax 

push bx 

push cx 

push dx 

push di 

push si 

push es 

push ds 

mov ax,cs 
mov ds,ax 
mov esS,ax 

cld 

mov ah,15 

int 10h 

mov ah,3 

int 10h 

push dx 

mov ah,3Ch 
xor CX,Cx 
mov dx,130 
int 21h 

jc error 
mov handle, ax 
mov bl,-1 

inc bl 

cmp bl1,25 

je datclose 
call hcline 
jnc nextline 
mov ah,3Eh 
mov bx, handle 
int 21h 

mov ah, 41h 
mov dx,130 
int 21h 
mov dax,offset hcerr 
mov ah, 9 

int 2ih 

jmp short restore 


far 


sIdentification of the program 


finterrupts are again permitted 
sprinting in progress? 

7NO -=-> print out 

7YES --> do not output hard copy 


sprint now 
7;save all registers which are changed 


;bring CS to AX 
zand then set DS and ES 


70n string commands count up 


;read current display page 
7Call BIOS video-interrupt 
jread current cursor-position 
7call BIOS video-interrupt 
;store on the stack 


;create function number for file 
;should become normal file 
;filename at DS:130 

;call DOS-interrupt 21H 
;carry-flag set --> Error 


ssave handle of the file 


sbegin with line 0 
z;increment line number 
zall lines printed ? 
7YES --> close file 

7;NO --> output a line 
sno error --> next line 


;close function nr. for file 
jaccess-key 

7Ccall DOS-interrupt 21H 
;erase function nr. for file 
;filename at DS:130 

;call DOS-interrupt 21H 


7error message offset address 
poutput function nr. for string 
7;call DOS-interrupt 21H 


all lines output successfully a aa ae 


ah, 3Eh 
bx, handle 
21h 
error 


bx, 128 


;Close function nr. for file 
,access-key 

7call DOS-interrupt 21H 

snot closed --> Error 


zaddress of number of command line 
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‘mov. bil, [bx] gnumber of characters in command line 
add bl,128 zcalculate character end address 
xor bh,bh ;Hi-Byte of the address is 0 
inc byte ptr [bx] gincrement last number 
emp byte ptr [bx],":" j;reached ten ? 
jne restore 7;NO.--> RESTORE 
mov byte ptr [bx],"0" ;set one number back to 0 
inc byte ptr [bx-1] zincrement ten number 
cmp byte ptr [bx-1],":";has hundred been reached? 
jne restore :NO ~-> RESTORE 
mov byte ptr [bx-1],"O";ten numbers set back to 0 
inc byte ptr [bx-2] zincrement number 
cmp byte ptr [bx-2],":";has one thousand been reached? 
jne restore 3;NO --> RESTORE 
mov byte ptr [bx-2],"0"zwhole number is again 0 
restore: pop dx sget old cursor-position 
mov ah,2 zand set again 
int 10h 3call BIOS video-interrupt 
mov print,0 zhard copy output finished 
pop ds ;restore all stored registers 
pop es 
pop si 
pop di 
pop dx 
pop cx 
pop bx 
pop ax 
newhcend: iret zback to keyboard routine 
newint endp 
77~ HCLINE : Write a display line into the fille ---------------- 
7-~- Input : BL = the number of the line 
os BH = the number of the display page | 
7-~ Output : Carry-flag = 1 : Error . 
7-- Register : AX, CX, DX, SI, DI and FLAGS are changed 
hcline proc near 
push bx ystore BX on the stack 
xor di,di z;copy at start of PSP 
xor dl,dl sstart with column 0 
mov. si, 80 #process 80 columns 
getc: mov ah,2 sset function number for cursor 
mov dh,bl 7;display line to DH 
int 10h 7;call BIOS video-interrupt 
mov ah,8 jread function number for character 
int 10h 3call BIOS video-interrupt 
stosb ;store character in the buffer 
inc dl sincrement column 
dec si zall column processed? 
jne getc 7NO --> get next character 
mov ah, 40h 7;function nr. for writing 
mov bx, handle gaccess key | 
mov cx, 80 zevery line has 80 bytes 
-xor dx,dx 7;0ffset address of the buffer is 0 
int 2ih 7;Ccall DOS-interrupt 21H 
pop bx s;restore BX 
ret zback to caller 
hcline  endp 
instend equ this byte 7if HC2FILE is installed, the memory 
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pcan be released starting here 


s== Data (can be overwritten by pos) SESS SSeS See 


installm 


deactmsg 
ninstall 
newnam 


GEEEEEEES 


13,10,"HC2FILE (c) 1987 oe Michael Tischer*, 13,10, 10 
“HC2FILE was installed and can be " 
“deactivated with a new call (without parameter) *,13,10 
“A new call with parameters changes the ",13,10 
“Name: of the file to which hardcopy is output.*,13,10,"$" 
“HC2FILE was deactivated",13,10,"$" 

“HC2FILE was not yet installed",13,10,"$* 

"HC2FILE was already installed, only filename - 

“was changed", 13,10, — 


713,10 


7== Program (can be overwritten by DOS) =ss==ss=esssss2sseserec== 


heinit 


SY 


away: 


hcfend: 
hefendl: 


install: 


proc 


mov 
cmp 
Mov 
int 


jne 


“mov 


; Start and Initialization-Routine 


near 


si,128 

byte ptr [si],0 
ax, 3505h 

21h 

install 


HC2FILE deactivate again 


word ptr es: ibe ene 


away 


dx, offset ninstall 


al,1 
short hcfend1 


dx,es:intaltofs 
ax,es:intaltseg 
ds, ax 

ax, 2505h 

2ih 


ah, 49h 
21h 


cs 
ds 


dx, offset Aaacened 
-al,al . 


ah, 9 
21h 
ah, 4Ch 
poi 


enstayt HC2FILE. 


7Was 


gaddress of the command line an PSP 


;was parameter passed 


;get content of interrupt vector 5 
7call DOS-function (flags remain) 
7NO --> install program 


ftest if HC2FILE 
7YES --> remove again 
not yet installed 
;end-code: error 


_ terminate program 


dew: address of. aaeerrace 5 


;segment address of interrupt 5 
sto DS . Se 
pset content of the interrupt 
svector 5 to old routine again 


;release the memory of old 
sHC2FILE again 


sstore CS on the stack 
;restore DS 

;Message: program removed 
;end-code: everything o.k. 


- goutput function number for string 


3call DOS-function 
;function nr. for prg. edtmination 
send program with end-code 


reraioee es: [bx+2], "LR" gtest if HC2FILE - 


newinst 


was pol eeady installed, change only filenam 


-mov cl, {st 

ine. cl. *: 

xor ch,ch 

mov di,128 

cld 

rep movsb 

xor al,al 

stosb 

dx, offset newnam 


7;NO --> first installation 


gnumber of characters in command line 
galso the number of characters 


7erase HI-Byte 

'- palso ES:DI, but in old HC2FILE 
‘gon string commands count up 
;copy filename in PSP 
7;of the old HC2FILE 


;NUL terminates the filename 
fstore in PSP of the old HC2FILE 
;0offset address of the message 
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jmp 


newinst: mov 
mov 


short hcfend 
intaltseg,es 
intaltofs, bx 

bl, [si] 

b1,129 

bh, bh . 

byte ptr [bx],0 
dx, offset newint 
ax, 2505h 

21h 

dx,offset installm 
ah, 9 ; 
2ih 


;terminate program 


;store segment and offset 
gaddress of interrupt vector 05H 


snumber of characters in command line 
;calculate end addr. of character 
;Hi~Byte of the address is 0 

jset NUL behind the file name 


soffset address new interrupt-routine 
zdeflect content of the interrupt 
;vector 5 to user routine 


;message: program installed 
;output function number for string 
;call DOS-function 


only the PSP, the new interrupt-routine and the --------- 
Data pertaining to it must remain resident. 


mov dx,offset instend ;calculate number of paragraphs 
mov cil,4 ; (each 16 Bytes) available to 
shr dx,cl ;the Program 
inc dx : 
mov ax, 3100h zend program with end-code 0 (0.k) 
int 2ih ;but remain resident 
hcinit endp 
code ends - ¢End of the CODE-segment 
end start | 


Chapter 17 


Hard Disk Partitioning © 


FDISK is the hard disk partitioning program available in MS-DOS. You probably 
used the FDISK command if you installed your own hard drive, or if you've 
enhanced a PC with an operating system such as XENIX, CP/M-86 or OS/2. 
FDISK is the key to operating high capacity hard disks and to installing multiple 
operating systems on one computer. 


FDISK represents only one step of a three step formatting process. This process 
formats and partitions a hard disk drive, preparing it for one or more operating 
systems. ; : 


Low level formatting 


The first step, called low level formatting, divides the hard disk into cylinders 
(tracks) and sectors. This division writes corresponding address markers on the hard 
disk. Low level formatting is required, since many hard disk units come from the 
manufacturer unformatted, like floppy disks. 


Some XT-compatible PCs had to be low level formatted using the DEBUG 
program. DEBUG called the low level format routine from the hard disk 
controller's ROM-BIOS. Most hard disk manufacturers now provide programs 
which make the low level formatting process much simpler. 


Partitioning 


The next step in formatting the hard disk is partitioning. As the name suggests, 
this process divides the hard disk into definite regions. The original purpose of 
partitioning was to divide hard disks into areas which could be occupied by 
different operating systems, without the operating systems conflicting with one 
another. | 


The drop in hardware prices in the late 1980s provided another reason for 


partitioning. Hard disks became available at low prices with capacities of 40 
megabytes and more. 
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This posed a problem. Versions of DOS below Version 3.3 could only support a 
maximum of 32 megabytes per hard disk. In addition, earlier versions of DOS 
couldn't partition hard disks into several units. 


DOS version 3.3 


Version 3.3 of DOS still limited hard disk access to a maximum of 32 megabytes, 
but offered some alternatives to the user. DOS 3.3 allowed the configuration of a 
primary partition in the first 32 megabytes of the hard disk, as well as 23 
additional extended partitions using drive specifiers of D to Z. Since every extended 
partition can have up to 32 megabytes, this partitioning increased the maximum 
hard disk capacity to 768 megabytes. FDISK names these partitions PRI DOS and 
EXT DOS. 


DOS version 4.0 
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DOS version 4.0 permits mass storage device support up to 2 gigabytes, thanks to 
revised device drivers. However, many users still prefer partitioning their hard disk 
unit into logical hard disks (smaller drives), since file management is easier on the 
logical drives than having hundreds of files on one drive. | 


FDISK creates a special sector called the partition sector which it places on the 
first hard disk sector (head 0, cylinder 0, sector 1). BIOS loads this partition sector 
into memory address 0000:7C00, unless the user has placed a disk in drive A: 
before power-up or reset. If the computer finds the code sequence 55H, AAH in the 
last two bytes of this 512-byte sector, it treats this sector as executable and starts 
program execution with the first byte of the sector. Otherwise, BIOS displays an 
error message and either starts an infinite loop or starts ROM BASIC, depending 
on the manufacturer and version of the system. | | 


Hard disk partition sector layout 


Length: 200H (512) bytes 


The program code in the boot sector recognizes the active partition and the 
operating system to be started. The boot sector and the required operating system 


code loads and executes. Since this program code by definition must also be at 


memory address 0000:7C00, the partition code moves to memory address 
0000:0600 and releases the memory for the boot sector. 
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The routine obtains the location of the boot sector to be loaded from the hard disk, 
and the boot sector's corresponding partition. The partition table located in the 
partition sector at address 1BEH contains this information. _ | | 


Partition table entry layout . 


Content | 


+00H Partition status 1 byte 
OOH = inactive | | 
se 80H = boot partition , 


Read/write head where partition starts 


Sector and cylinder where partition starts 
Partition type 
OOH = entry not occupied 
01H DOS with 12-bit FAT (primary partition) 
02H XENIX 
03H XENIX 
04H DOS with 16-bit FAT (primary partition) 
1 05H = extended DOS-Partition (after DOS 3.3) 

O6H = DOS-4.0 partition with more than 32 meg ]|. 
DBH = Concurrent DOS | | 

| Other codes possible in conjunction with other 

perating systems or special driver software | _ | 


-7+08H | Distance of first sector of the partition 1 dword 
: (boot sector) from partition sector — oe | 


(measured in sectors) 


Every partition is described within this table through a 16-byte structure. Since the 
table is almost at the end of the partition sector, there is only room available for 
four entries. This limits the number of partitions to four. To provide more 
partitions on a hard disk, some manufacturers offer a special configuration program 
which moves the table ahead within the partition sector and installs new partition 


~ code which accesses the reconfigured table. The basic format of the table remains 


unchanged. Remember that individual partition entries do not always start with the 
first table entry. The partition of a hard disk can be described through the first, 


- second, third or even fourth table entry. 


The boot partition can be recognized through the first field of the partition 
structure. The value OOH stands for "inactive," while the value 80H indicates the 
partition for booting. If the partition code detects no bootable partition, more than 
one partition, or even unknown code during the table check, the booting process 


_ terminates and the system goes into an endless loop. The only alternative is to 


reset the system. 
If the partition code recognizes the partition to be booted, it can determine the 


position of this partition on the hard disk through the two following bits. The 
sector and cylinder number are coded in the form compatible with BIOS interrupt 
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13H (disk/hard disk). Bits 6 and 7 of the sector number represent bits 8 and 9 of 
the cylinder number. Interrupt 13H and its functions are the only means of 
accessing the hard drive. DOS functions are unavailable until after the system 
boots DOS. 


Even though this information is enough to load the boot sector of the starting 
partition, the partition table contains some additional information which 1s 
important for later changes and additions. The position of the boot sector is 
followed by a field which describes the type of operating system hidden behind the 
partition. 


Besides the starting sector, the ending sector of the partition is indicated in the 
partition sector. The position of this sector is again described through an indication 
of the head, cylinder and sector numbers. The last two fields of a table entry 
contain the number of sectors within the partition, the distance of the boot sector 
of the partition from the partition sector, as counted in sectors. 


When the partition table is checked, it usually determines that the first partition 
starts with sector one, track zero of the second read/write head, instead of 
immediately following the partition sector. This wastes almost all of track one of 
the first read/write head, almost the complete first track of the first head is wasted, 
not counting the partition sector in the first sector of this track. 


The extended DOS partitions suffer from some inconsistencies. First of all, DOS 
Version 3.3 allows only one extended partition on a hard disk, other than the 
primary partition. FDISK provides the extended partition with a partition sector 
containing a partition table instead of program code. This table consists of two 
entries: 


1.) A description of the extended partition proper, along with a partition type 
value of either 1 (DOS partition with 12-bit FAT) or 4 (DOS partition 
with 16-bit FAT) 


2.) A description of the next extended DOS partition, if one is present. 


Any additional extended partitions are preceded by partition sectors, as described 
above. This creates a chained list which ends only when the partition type field 
within the partition sector contains the value 0. 


The following programs in Pascal and C display the contents of the partition 
sector, and follow the partition sectors of any extended partitions. 
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Pascal program: FIXPARTP.PAS 


{ RRR KEKKEEKK ERE KEK REE EEK EERE KEKE REKEEKKKEKEEKREREREKERKE | 


{* FIXPARTP.PAS *} 
{* eb i se i oa ts ni i Si nh ni Gn msc ns sus cc ime’ ec cmt ems ap a abs cos ces es a oa nis mies. cs nis ice en sles es cin bebe ces cman ts Sa sna bo sas *} 
{* Task : Display hard disk partitioning *} 
{* cma‘ ce i ces rs sno os ir is ar and cca iss Sm sce Ss ein eu cern wa i ei is Sei is nnn cn i ri nelle nS uae sw ls‘ wos es rtm eal *} 
{* Author : MICHAEL TISCHER * | 
{* Developed on : 04/26/1989 *] 
{* Last update : 06/22/1989 ~ 
(Tinoco teenie Sewn n ede ame nat naka naen kako meeemeen amen *} 
{* Call : FIXPARTP [{ Drive number ] =) 
{* Default is drive 0 (drive Cs) *} 
{RRR RREKEKEREEKEK EKER ER KK ERK KREKREKREEKKKEK EKER EEK EKEKEREEKREKEKKEEREKEKEKREEE | 
uses Dos; . { Add DOS unit } 
{== Type declaration SiiescessS SSS SSeS Sesser sess EES SEE | 
type SecPos = record { Describes the position of a sector } 
Head : byte;. { Read/write head } 
SecCyl : word; { Sector and cylinder number } 
end; 
PartEntry = record { Entry in the partition table } 
- Status -: byte; { Partition status } 
StartSec : SecPos; { First sector } 
PartTyp : byte; { Partition type } 
EndSec : SecPos; { Last sector } 
SecOfs : longint; { Offset of the boot sector } 
SecNum : longint; { Number of sectors } 
end; 
PartSec = record { Describes the partition sector } 
BootCode : array [0..$1BD] of byte; 
PartTable : array [1..4] of PartEntry; 
IdCode : word; { SAA55 } 
end; 


{ RA RKRAKEEKHKKERERKE EEE KEKERE KE ERKKEKKK KEKE EEE RE REREREREKEEKEREKREEEEKRERKKKEE) 


{* ReadPartSec : Read a partition sector from the hard disk and *} 
{* place in a buffer | i 
{** ee On en a a es ae ene Sue ene cms nD cee OD CaS wee aD Se en CaS OD AD ND HD SEND GREE SEND GSD SEEPS ED GEN SD SEDC SAND SEED GD CED NP GMD GD SD IED SD ED UD GN) ID iu CED UP GUD GUD SEED UD cD WD ext? ney 
{* Input ;: - HrdDrive : BIOS code of the drive ($80, $81 etc.) *} 
{* ~ Head : Read/write head number *} 
{* - SecCyl : Sector and cylinder number in BIOS format *} 
{* ~ Buf : Buffer into which sector should be loaded *} 
{FH RRAR HERE RRR K ERK REE EK ERK K KEKE KEK EKER RK EKRREKKREREKREKEKEK) 
function ReadPartSec( HrdDrive, Head : byte; 
SecCyl : word; 
var Buf : PartSec ) : boolean; 

var Regs : Registers; . { Processor regs for interrupt call } 
begin 

Regs.AX := $0201; { Function no. for “Read”, 1 sector } 

Regs.DL := HrdDrive; { Load additional } 

Regs.DH := Head; { parameters into the } 

Regs.CX := SecCyl; { different registers } 

Regs.ES := seg( Buf ); 

Regs.BX := ofs( Buf ); 

Intr( $13, Regs); _ { Call hard disk interrupt } 

ReadPartSec := ( Regs.Flags and 1) = 0; {Carry flag indicates error} 
end; 


{FARRER EKER REE RRR KER KER EKER KERR ERK REE KERR RE EKREKEEEKEKKKEEKREREEKKKEK | 


{* GetSecCyl:, Determines the combined sector/cylinder coding of BIOS *} 


{* sector and cylinder number i) a 
{** Si ei ar ce a es es es ee ss a esis ms tn ea in ‘hs lo Snes se ns Shes Sclosmcen cats th ‘nes Sse ‘comp ems a es ts kb cm cer ts elds mm eS Se er ne Oem mcm cn a ak} 
{* Input : SecCyl : Value to be decoded *} 
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{* Sector : Reference to the sector variable. wy 


{* Cylinder : Reference to the cylinder variable *} 
{ RRR KEKERRERK EERE EKKE EERE RKER EEK KKEEEEREKKEREEEREKEEKEEEKEREEEKE | 


procedure GetSecCyl( SecCyl : word; var Sector, Cylinder ;: integer ); 


begin eae 
Sector := SecCyl and 63; { Exclude bits 6 and 7 } 
Cylinder := hi( SecCyl ) + ( lo( SecCyl) and 192 ) shl 2; 

end; . 


{RR RRRRRRR KERR KERR RR EKKER ERIE IEEE RK KERR RRA ERA REREREREREEEKEE } 


{* ShowPartition: Displays hard disk partitioning on the screen iad 
{** ae re es cn ce ce ne a sae ee ce ce ee ae ee en ce en ee Sm ane 20D ann cee cen OS eS ts TD GD SED DDG ED ESO HU en ND HS se ae} 
{* Input : DR : Number of the corresponding hard disk drive *} 
L* (0, 1, 2 etc.) *) 


[EGE OSS IAGO ISIC IO III CATT IT TOTTI A) 


procedure ShowPartition( DR : byte ); 


var Head : byte; { Head of current partition } 
SecCyl : byte; { Sector and cylinder of current partition } 
ParSec : PartSec; { Current partition sector } 
Entry : byte; { Loop counter } 
Sector, { Get sector and } 
Cylinder : integer; { cylinder numbers } 
Regs : Registers; { Processor regs for interrupt call } 
begin 
writeln; 
DR := DR + $80; { Prepare drive number for BIOS } 
if ReadPartSec( DR, 0, 1, ParSec ) then { Read partition sector } 
begin { Sector is readable } 
Regs.AH := 8; . { Read drive data } 
Regs.DL := DR; 
Intr( $13, Regs); { Call hard disk interrupt } 


GetSecCyl ( Regs.CX, Sector, Cylinder ); 
writeln (*}/_———_—_—_—_______ ny 
nn Fe 
{ Upper left corner can be typed using <Alt><201> } 
{ Top horiz. line can be typed using <Alt><205> } 
{ Upper right corner can be typed using <Alt><187>} 


writeln('| Drive ', DR-$80, ': ‘, Regs.DH+1:2, 
' Heads with ', Cylinder:5, ‘ cylinders and ‘', 
Sector:3, ‘ sectors i‘): 
{ Vert. lines can be typed using <Alt><186> a 
writeln(']| Partition table in partition sector "+ 


a I") 
{ Vert. lines can be typed using <Alt><186> } 
writeln (*4—T—T—_——_—$—$ $$$ T__—__—__—_—_T + 
J Tf 1) 5 | 
{ Left T can be typed using <Alt><204> } 
{ Top T can be typed using <Alt><209> } 
{ Right T can be typed using <Alt><185> } 
writeln('| | | | Start |" 
, End \Dis.fr.| I"); 
o First and last vert. lines can be typed using <Alt><186> } 
{ Remaining vert. lines can be typed using <Alt><179> } 
writeln('|#.|Boot/Type |Head Cyl. Sec.|'+ ; 
‘Head Cyl. Sec.|Bootsec|Number |'); 
{ First and last vert. lines can be typed using <Alt><186> } 
{ Remaining vert. lines can be typed using <Alt><179> } 
NESeerny qt 
pp ye 
{ left T can be typed using <Alt><204> } 
{ crosses can be typed using <Alt><216> } 
{ Right T can be typed using <Alt><185> } 
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for Entry:=1 to 4 do | { Execute table entries } 
with ParSec.PartTable[ Entry ] do : 
begin» a : 
write('| ', Entry, ‘'|'); 
{ Type first line using <Alt><186>, second using <Alt><179> } 
if Status = $80 then write (‘YES ‘) 
else write (' NO '); 
write ("|"): . . 
{ Type thin vert. line using <Alt><179> } 


case PartTyp of { Display partition type } 
— $00 : write('Not occupied Pe) 

$01 : write('DOS, 12-bit FAT ‘); 

$02 : write ('XENIX 

$03 : write ("*XENIX ‘ye 

$04 : write('DOS, 16-bit FAT '); 

$05 : write('DOS, extd.partition'); 

$DB : write ('Concurrent DOS ")e 

else write (‘Unknown (*,PartTyp:3, ') ee: 
end; 


Get SecCyl ( StartSec.SecCyl, Sector, Cylinder }; 


write('|', StartSec.Head:2, ' ',Cylinder:5,' ‘,Sector:3 ); 
GetSecCyl ( EndSec.SecCyl, Sector, Cylinder ); 
{Enter vert. line using <Alt><179> } 


write(' |',. EndSec.Head:2,' ',Cylinder:5,* ‘,Sector:3 ); 
“ {Enter vert. line using <Alt><179> } 
writeln(' |', SecOfs:7,'|', SecNum:7, '|'); . 
{ Enter first and second vert. lines using <Alt><179>, } 
{ third line using <Alt><186> } 
end; 
writein ({—i——1—____-_—_ } ey 
0 ff 3810) 5 
{ Left angle can be typed using <Alt><200> 
{ Horiz. lines can be types using <Alt><205> 
{ Bottom Ts can be typed using <Alt><207> 
{ Right angle can be typed using <Alt><188> 


wee net tet tees 


end 
else 
writeln('Error during boot sector access!'); 
end; 


{ FR AHKHKKHEK KEKE EKA ERE KKK KERR KKKAKEKE KER HEKERKAKEKEREREKKEEEEKEKREKKKKK 


bi MAIN PROGRAM * 


HHH KEKE KKEK EKER KKKK ERE KKK IKKE KEK KEKE KKK EKER KE RE KRKEEKKERKEKEEREREREKEKE } 


var HrdDrive, { Variables for converting } 
DError : integer; { given arguments | 
begin 
writeln( #13#10'-------------------------------- FIXPARTP - (c)', 
‘ 1989 by MICHAEL TISCHER ---' ); 
HrdDrive := 0; { Default is first hard disk } 
if ParamCount = 1 then { Other drive specifier given? } 
begin oe { YES } 
val( ParamStr(1), HrdDrive, DError ); { ASCII/decimal } 
if DError <> 0 then { Conversion error? } 
begin { YES } 
 writeln(#13#10'Illegal drive specifier!'); : 
exit; he a3 _ { End program } 
end; 
end; . 
ShowPartition( HrdDrive ); . _ { Display partition sector } 
end. . 
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C program: FIXPARTC.C 


[BERK KEKKAKEEKIEKKEEK IKKE KEK EKER KERR RKEE KEKE RKEKK AREER ERKEEKREKREKEEKKKE | 


/* |  FIXPARTC.C */ 
[tere a conrens nets svans ease ree ee cie.aes a Se Se SS ens SS RS ee a SS SS */ 
/* Task : Displays hard disk partitioning 7 */ 
[ Bee nnn ne ern enn enn ween ern */ 
{* Author : MICHAEL TISCHER _ eae */ 
/* Developed on : 04/26/1989 / */ 
/* - Last update : 06/22/1989 | . */ 
|B wwe we ee er ee pe ce ce ee ce ee eo esc Se i ee a/ 
i Call : FIXPARTC [ Drive_number ] it 
i= Default is drive 0 (Drive C:) */ 


[ERE REKIEKKE KEKE KEKE EKER KEKE EER KEKE KEKE KEKEKKEEKERKEEKEKREEKKEKEKEKEKEERKEKKE | 


#include <dos.h> 
#include <string.h> 
#include <stdlib.h> 


#define TRUE (1 ==1 ) 
#define FALSE ( 1== 0 ) 


#define HI(x) ( * ( (BYTE *) (&x)+1) ) /* Returns high byte of a word */ 
#define LO(x) ( *((BYTE *) &x) ) /* Returns low byte of a word */ 


/ *k== Type declarat i ONS =====s2e22=ssscees seers SSeS Set / 


typedef unsigned char BYTE; 
typedef unsigned int WORD; 


typedef struct { /* Describes the position of a sector */ 


BYTE Head; /* Read/write head */ 
WORD SecCyl; /* Sector and cylinder number */ 
} SECPOS; 
typedef struct { -.. +»  /* Entry in the partition table */ 
BYTE Status; /* Partition status */ 
SECPOS StartSec; /* First sector */ 
BYTE : - PartTyp; /* Partition type */ 
SECPOS EndSec;. /* Last sector */ 
unsigned long SecOfs; /* Offset of boot sector */ 
unsigned long SecNum; /* Number of sectors */ 


} PARTENTRY; 


typedef struct { . /* Describes the eae a sector */ 
BYTE Boot Code [ Ox1BE }; 
PARTENTRY PartTable[ 4 ]; 
WORD. IdCode; /* OxAAS5 */ 
} PARTSEC; 


typedef PARTSEC far *PARSPTR; /* Pointer > partition sector in memory */ 


PEERED SUSU ISCO I EIR / 
/* ReadPartSec : Reads a partition sector from the hard disk into a */ 


fe " buffer */ 
/* Input : - HrdDrive : BIOS code of the drive (0x80, 0x81 etc.) */ 
\ 7 | ~ Head : Number of read/write heads *] 
/* ~ SecCyl : Sector and cyinder number in BIOS format */ 
{* - Buf : Buffer into which sector should be loaded */ 


/* Output : TRUE if sector is read without error, otherwise FALSE */ 
[RR RIKRIRI KEIR IRE AR IIA ERIK IIA RK IAHR IAI III IAAI TAHARI AKI AE IATA IK / 


BYTE ReadPartSec( BYTE HrdDrive, BYTE Head, WORD SecCyl, PARSPTR Buf ) 
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union REGS Regs; /* Processor regs for interrupt call */ 
struct SREGS SRegs; ; 


Regs.x.ax = 0Ox0201; /* Funct.no. for "Read", 1 Sector */ 
Regs.h.dl = HrdDrive; a /* Load parameters into */ 
Regs.h.dh = Head; . . /* different registers” as */ 
Regs.x.cx = SecCyl; “a, Ce /* needed */ 


Regs.x.bx = FP OFF( Buf )7; — 
SRegs.es = FP SEG( Buf ); 


int86x( 0x13, &Regs, &Regs, &SRegs di /* Call hard disk interrupt */ 
return !Regs.x. Gtred? 


} 


[RRR IRI RK IRR KIRK REAR ERE RIA IR IRR RIDTIITIRIRI ITT T TAIT HR IRI RRR RIA TIAA IKE / 
/* GetSecCyl: Determines the combined sector/cylinder coding from */ 


/* : BIOS sector/cylinder number il é 
/* Input : SecCyl : Value to be decoded . */ 
[* Sector : Reference to the sector variable */ 
/* Cylinder : Reference to the cylinder variable at 
/* Output: none . : af 


[FREAK AKIRA ERE REE EERE REE AERA AER EERE ITER KREIS 
void GetSecCyl( WORD SecCyl, int *Sector, int *Cylinder ) 


{ . 
*Sector = SecCyl & 63; ye Exclude bits 6 and 7 */ 


*Cylinder ee aco So + ( ¢ (WORD) LO(SecCy1) & 192 << 2 ie 
} 


i 


JL RRR KIRKE RRR RE KEKEKIEKREKRKEEEKRRI TIER K ERK ERKE REI EEKEKEERE AEE EEK ERE | 


/* ShowPartition: Displays hard disk partitioning on the screen */ 
/* Input: LW : Number of the hard disk (0, 1, 2, etc.) */ 
/* Output: none */ 


[ERK KKHREKK EKER KEE KEKE RK KKK KEKE REIKI KEE KEE EKER EKER KEEKEKIEKEKKKKE / 


void ShowPartition( BYTE LW ) 


{ 
#define AP ParSec.PartTable[ Entry ] 


BYTE Head, eo /* Head for current partition */ 
Entry, _ /* Loop counter */ 
SecCyl; /* Sector and equines of current partition */ 

PARTSEC ParSec;) =e  /* Current partition sector */ 

int Sector, . /* Get sector and evr inder */ 
Cylinder; /* number */ 


union REGS Regs; /* Processor regs for interrupt call */ 


printf ("\n"); 


LW |= 0x80; _/* Prepare drive number for BIOS */ 
if ( ReadPartSec( LW, 0, 1, &ParSec ) ) /* Read partition sector */ 
{ /* Sector can be read */ 
Regs.h.ah = 8; /* Read disk data */ 
Regs.h.dl = LW; 
int86( 0x13, &Regs, &Regs ); /* Call hard oe interrupt */ 
Get SecCyl ( Regs.x.cx, &Sector, &Cylinder ); : 
SF se SAI AES RIE cd eR OR ge 


1 nm |) eo 
/* Upper left corner can be typed using <Alt><201> */ 
/* Horizontal line can be typed using <Alt><205> *7. 
/* Upper right corner can be typed using <Alt><187> */ 
printf( "| Drive $2d: . %2d heads with 4d". 
: " cylinders, $3d sectors \\n", 


LW-0x80, Regs.h.dht1, Cylinder, Sector ); 
/* Vertical lines at beginning and end can be typed using <Alt><186> */ 
printf ( eee table in srocac ame sector « 


o ‘ ~|\n")? . 
/* Vertical lines at Sasnaaia and end can be typed using <Alt><186> */ 
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printf ( «4 —T—_T-—____________T TT. 
_____ T_T \n") ; _ 
/* Left T can be typed using <Alt><199> ¥/ 
/* Horiz. lines can be typed using <Alt><205> */ 
/* Ts in middle of line can be typed using <Alt><209> */ 
/* Right T can be typed using <Alt><185> a] 
printf( “| | | } Start |" 
" End [Dis.fr.| j\n"); 
/* First and last vertical lines in the above line */ 
/* can be typed using <Alt><186> */ 
/* Remaining vertical lines can be typed using <Alt><179> */ 
printf ( "“|#.|Boot|Type _ |Head Cyl. Sec. |" 
“Head Cyl. Sec.|BootSec|Number |\n") ; 
/* First and last vertical lines in the above line */ 
/* can be typed using <Alt><186> */ 


/* Remaining vertical lines can be typed using <Alt><179> */ 
printf ( *¢——+-——$—$—$—$$— $$$ ___+—_________-+" 


Wy ; 
/* Left T can be typed using <Alt><204> */ 
/* Horizontal lines can be typed using <Alt><205> */ 
/* Crosses can be typed using <Alt><215> */ 
/* Right T can be typed using <Alt><185> */ 
/*-~- Check partition table -------------- ee ee nn nn nnn */ 


for ( Entry=0; Entry < 4; ++Entry ) 
{ 


printf( "| tdj", Entry ); 
/* First vertical line can be typed using <Alt><186> */ 
/* Second vertical line can be typed using <Alt><179> */ 
if ( AP.Status == 0x80 ) /* Partition active? */ 
printf("Yes “); 
else 
printf ("No "); 
printf ("|"); 
/* Vertical line can be typed using <Alt><179> */ 


switch ( AP.PartTyp ) /* Display partition types */ 
{ 
case 0x00 : printf( "Not occupied we 
break; 
case 0x01 : printf( "DOS, 12-Bit FAT ae Te 
break; 
case 0x02 : printf( "XENIX ae I 
break; 
case 0x03 : printf( “XENIX ")7 
break; 
case 0x04 : printf( “DOS, 16-Bit FAT me 
£ break; 
case 0x05 : printf{ “DOS, extended part." ); 


‘) break; 
: printf( “Concurrent DOS a 
break; 
default : printf( “Unknown (%3d) ”, 
ParSec.PartTable[ Entry ].PartTyp ); 
} 2 


case OxDB 


/*-- Display physical and logical parameters -------------------- */ 
GetSecCyl( AP.StartSec.SecCyl, &Sector, &Cylinder ); 
printf ( “|$2d 5d %3d “, AP.StartSec.Head, Cylinder, Sector ); 
/* Vertical line can be typed using <Alt><179> */ 
GetSecCyl ( AP.EndSec.SecCyl, &Sector, &Cylinder ); 
printf( “[%2d %5d %3d ", AP.EndSec.Head, Cylinder, Sector v 
/* Vertical line can be typed using <Alt><179> */ 
printf( "|$6lu |$6lu [\n", AP.SecOfs, AP.SecNum ); 
} 
/* First and second vertical lines can be typed using <Alt><179> */ 
/* Third vertical line can be typed using <Alt><186> */ 


print£( *|—L—L—$_______] —_____" 


696 


Abacus 17. Hard Disk Partitioning 


Fete fe YS ; 
/* Left angle can be typed using <Alt><200> */ 


/* Horizontal lines can be typed using <Alt><205> */ 
/* Ts can be typed using <Alt><207> */ 


/* Right angle can be typed using <Alt><188> */ 
} 
else . 
printf (“Error during boot sector access! \n"); 


} 


[RRR IKI IKKE EEK IIE KEIR IIIA AKER IKKE EKEEE KEKE 


* ss MAIN . PROGRAM x 


HHA IKK KIRKE KEKE KEKE EKER A ERE EEE REE KEEKEREREKREREEEEEEEKEKE / 


int main( int argc, char *argv[] ) 


{ 
int HrdDrive; 


printf( “\n-------------------------------- FIXPARTC - (c)" 


_ ® 1989 by MICHAEL TISCHER ---\n" ); 
HrdDrive = 0; | /* Default is first hard disk */ 
1£ ( arge == 2 ) /*-Other drive specified? */ 


{ & /* YES */. 
HrdDrive = atoi ( argv[1] ); 

if ( HrdDrive == 0 && *argv[1] != 'O' ) 

{ . 
printf (“\nIllegal drive specifier!"); 
return( 1); /* End program */ 
} : : an ; 7 | 
ShowPartition( HrdDrive ); /* Display partition sector */ 
return( 0 ); . “ . 


} 
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Chapter 18 


The PC Ports 


Ports 


Chapter 2 of this book described a series of CPU support chips which help the 
CPU control the system. These chips stay in constant contact with the CPU, 
which delegates tasks to and obtains information from the support chips. 


The ports represent the interfaces between the CPU and the other system hardware. 
A port can be viewed as an 8-bit-wide data input or output connected to a particular 
piece of hardware. A port has an assigned address with values ranging from 0 to 
65,535. The CPU uses the data bus and address bus to communicate with the 
ports. If the CPU needs access to a port, it transmits a port control signal. This 
signal instructs the other hardware that the CPU wants to access a port instead of 
RAM. Ports have addresses which are also assigned to memory locations in RAM, 
but these addresses have nothing to do with those memory locations. The port 
address is placed on the lowest 16 bits of the address bus. This instructs the system 
to transfer the eight bits of information following on the data bus to the proper 
port. The hardware connected with this port receives the data and responds 
accordingly. 


The 80(x)xx processor series has two instructions that control this process from 
within a program. The IN instruction sends data from the CPU to a port; the OUT 
instruction transfers data from a port into the CPU. 


The system can set the port address of a certain hardware device—this address is not 
a constant value. For this reason, there are many similarities in port addressing 
between the PC, XT and AT. There are few differences between the PC and XT, 
but many differences exist between the PC and AT. 
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The following table shows the port addresses of individual chips in each system. — 


[Component /xT a 
[Interrupt controller (8259A) 020-021 | 020-03F_]} 
[timer 040-043 040-05 F 
[Programmable Peripheral Interface (PPI _8255A-5) |060-063__|none___| 
[Keyboard (8042) one 060-06 
Realtime clock (Mc146818) none 070-07F | 
DMA _page register 
[Interrupt controller 2 (8259A) [none ——s« | OAO-OBF_| 
Math coprocessor, one OF O-0F 1 
Math coprocessor none OF 8-OFF 
Expansion unit - [210-217 | none 
Interface for second parallel printer 
Interface for first parallel printer 
Monochrome Display Adapter and 
parallel printer connection 
3D0-3DF 
3F8-3FF 
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Chapter 19 


Interaction between 
ney ncere;. BIOS and Dos 


Q 


| The preceding chapters of this book described three levels of PC system 


architecture: 

; DOS 
pie BIOS | 

ae hardware 


We've examined each level separately throughout this book. This chapter 
investigates the interaction between the three levels. We'll use the keyboard as an 
example, because it best illustrates the connection between the three levels. We'll 
Start with the lowest level (the hardware itself) and progress to the highest level (an 
application program which communicates with the user through the keyboard). 


\ 


Hardware level 


The hardware level consists of the keyboard itself, which connects to the CPU 
through a cable. This keyboard contains either an Intel 8048 (PC/XT) or 8042 
(AT) processor. The processor's task monitors the keyboard to determine whether a 
key was depressed or released. If a user depresses a key for longer than half a 
second, the 8048 enables key repeat at a rate of 10 characters per second. While the 
8048 can only repeat at this frequency, the 8042's repeat frequency can be changed 
to other values. This repetition continues until the user releases the key. The 
keyboard processor assigns each key a number, instead of a character or ASCII 
code. It views control keys such as <Shift> and <Ctrl> like any other key. In the 
83-key standard PC keyboard, the processor assigns numbers to the keys ranging 
from 1 to 83 decimal. 


fg 
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BIOS 


level 


When you press a key, this key code passes to the CPU as a byte. When you 
release the key the processor passes the code to the CPU again, along with an 
added 128. This is the same as setting bit 7 in the byte. The keyboard instructs the 
8259 interrupt controller that the CPU should trigger interrupt 9H. If the CPU 
responds we reach the next level, because a BIOS routine is controlled through 
interrupt 9H. While this routine is being called, the keyboard processor sends the 
key code to port 60H of the main circuit board using the asynchronous 
transmission protocol. The BIOS routine checks this port and obtains the number 


_ of the depressed or released key. This routine then generates an ASCII code from 


this key code. 


This task is more complex than first appears, since the BIOS routine must test for 
a control key such as <Shift> or <Alt>. Depending on the key or combination of 
keys, either a normal ASCII code or an extended keyboard code may be required. 

The extended key codes include any keys which don't necessarily input characters 
(e.g., cursor keys). 


Once BIOS determines the correct code, this code passes to the 16-byte BIOS 
keyboard buffer. If it is full, the routine produces a beep which informs the user of 
an overflow in the keyboard buffer. The processor returns to the other tasks which 
were in progress before the call to interrupt 9. 


The next level, BIOS interrupt 16H, reads the character in the keyboard buffer and 
makes it available to a program. This interrupt includes three BIOS routines for 
reading characters from the keyboard buffer, as well as the keyboard status (e.g., 
which control keys were pressed). These three routines can be called with an INT 
assembly language instruction from an application program. 


DOS level 
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The keyboard's device driver routines represent the DOS level. These DOS routines 
read a character from the keyboard and store the character in a buffer, using the 
BIOS functions from interrupt 16H. In some cases, the DOS routines may clear 
the BIOS keyboard buffer. If the system uses the extended keyboard driver 
ANSI.SYS, ANSI.SYS can translate certain codes (e.g., function key 1) into other 
codes or strings. For example, it's possible to program the <F10> key to display 
the DIR command on the screen. You can theoretically call device driver functions 
from within an application program, but i in Practice DOS functions usually address 
these functions. : 


DOS is the Highest level you can go. “Here you'll find the keyboard access 
functions in DOS interrupt 21H. These functions call the driver functions, 
transmit the results and perform many other tasks. For example, characters and 
strings can be read and displayed directly on the screen until the user presses the 
<Return> key. These strings are called by an application program and form the end 
of this chain of events. 
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_ Application program 


7 a Interrupt 21(h) (DOS routine) 
| DOS keyboard driver | 


Interrupt 16(h) (BIOS routine) 


Keyboard buffer 


Interrupt 9(h) (BIOS routine) 


©©OLOOO 


Keyboard with 8042 or 8048 processor 


Levels of keyboard access 
The keyboard access levels are as follows: — 


(1) Enables functions available for keyboard access 


; (2 | Reads a character with the functions of interrupt 16H and converts it into 


_ other characters or character strings as needed — 


(3) Reads keyboard status or a character from the keyboard buffer and transfers 
— it to the calling program _ 


(4) Accepts the character entered 


_ Receives codes from the keyboard, converts them into ASCII or extended 


keyboard codes and adds them to the keyboard buffer 


(6) Calls interrupt 9 when the key is depressed or released 


When you consider the many levels through which a key code has to travel before 


_ reaching an application program, you might be thinking that direct keyboard access 


would be much faster. In principle that's true, but the process as described above 
offers several advantages. One advantage is that the system offers complex 
functions which reduce programming work, such as simultaneously displaying a 
line on the screen as you enter it from the keyboard. Also, using higher level 
functions make programs hardware independent, so that they'll run on PCs that 
may not be hardware-compatible with the IBM PC but still use DOS as the 
operating system. . | : 
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The program which concludes this chapter demonstrates a method of changing the 
system levels. The challenge is to increase the size of the BIOS keyboard buffer. 
The keyboard buffer usually holds up to 16 characters before emitting beeps to tell 
the user that the buffer is full. 7 


The assembler program which follows increases the size of the keyboard buffer to 
128 characters (256 bytes). It generates extended interrupt handlers for hardware 
keyboard interrupt 09H and BIOS keyboard interrupt 16H. 


FRR HHI RK ERI RR ERE EIA IK EEE ERIE ERIKA KR EEREREREREEKREKEEKREREK 9 
7* KEYBUF *3 
f Rem rn nee is ce ae es ea cae ee nc an a ee Oa a OD Me NN Ha HE SP ORD ND HNP th DD A UD OD AD ED Sv ee ee 
| es Task : Installs extended keyboard reading interrupt *; 
i routines and implements a virtual keyboard ws 
3* buffer of up to 256 bytes (128 characters). al 
;* An initial call installs the program, while a *: 
Hil second call disables the program. xs 
s* ca iss ecm in is'nt ih om en ae‘ eto nin’ Ge St cms smi cas Ga ein’ cb ein nh i en een cons a’ neh Gi cam ‘dion Ci i ems coms iis ave cnn ih te cs ‘eit 
;* Author : MICHAEL TISCHER “3 
hs Developed on : 08/24/1988 #s 
rig Last update : 06/23/1989 * 
fp Rm nr rn nn rn we oe er ane eee on aren meme ee em ew eran aw eam am een em aces an ae ws 
Ha Assembly : MASM KEYBUF; *; 
7* LINK KEYBUF; * 
ras EXE2BIN KEYBUF KEYBUF.COM *e 
p Ree nnn ee = te 
os Call : KEYBUF * 
- KRKKRKEKKKEKERKEKEEKKEKEEKEREEEKEKKEKKEKEKEHKKKEEKKEREKKKEKREKEKEREKKKEKEKRERKRERERKEEEKEKEKE © 


bios segment at 40h 7;Segment begins at 0040:0000 
org lah | 
z~- BIOS pointer points to the keyboard ring buffer ---------- 
b next dw (?} ;Pointer to next character 
b last dw (2) 7Pointer to last character 
bios etila | | 
7== ConstantS =sss=se=s=s==s=ssessssssesessesssssssssseSsssssessessssssss= 


KB LEN equ 128 = 7Keyboard buffer length must be a 
: ; ;power of 2 (change this constant to 
;change the size of the keyboard bulfer 
“ - 3e.g., 2, 4, 8, 16, 32, etc. : 
code segment para ‘CODE © ;Definition of CODE segment 
org 100h © 


assume cs:code, ds:code, es:code, ss:code 


start: jmp kb ini 7;First executable instruction 

7== Data (stays in memory) ==s=s==s==sse===s==ssssssssesseessss=ssssssssss= 
keybuf_id dw “cs*" sIdentifies the program 

env_seg dw (?) 7Segment address of environment 

int9 | equ Shite duo sold -tnkerbuct weckor 08 
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int9 ofs 
int9 seg 


int16 
int16 ofs 


dw (?) 
dw (?) 


equ this dword 
) dw (2) 
int16 seg dw (?) 


19. Interaction between Keyboard, BIOS and DOS 


;Offset address interrupt vector 09H 
Segment address interrupt vector 09H ~ 


;Old interrupt vector 16H 
Offset address interrupt vector 16H 
7Segment address interrupt vector 16H 


7-~- Virtual keyboard buffer is placed in the PSP of this program, ------ 
z-- making the program resident until a second call disables it ------ 


nextkey 
curkey 


LA 


dw 0 


dw KB LEN - 2 


new_int9 proc far 


assume ds:bios 


ni9 0: 


ni9 1: 


ni9 end: 


new _int9 


;—-- New handler for BIOS keyboard 


pushf 


;Offset address of next key 
;Offset address of current key 


;== New interrupt hander ==<22222c2s#sssese22ss2<22usecEentetere sess ses 


7New INT 9H handler 


;Assign DS the BIOS variable segment 


7Simulate interrupt call to old INT 
call cs:int9 79H handler 
7-- Get character from BIOS keyboard buffer ------------------ 
cli 
push es ;Push all registers which will be 
push ds ;changed by this new interrupt 
push di zhandler onto the stack 
push bx : 
push ax 
mov ax,bios 7;Get segment address of BIOS variable 
mov ds,ax 7segment to DS 
mov di,cs:nextkey 7Move DI to next character in KEYBUF 
mov bx,b next 7;BIOS: Get address of next character 
cmp bx,b last 7;Still a character in BIOS kbd buffer? 
je ni9 end 7No more characters --> END 


pop 
pop 
pop 
pop 


iret 


ax, [bx] 
bx, 2 
bx, 3eh 
nig 1 


bx, leh 


di, cs: curkey 
ni9 0 

cs: [di],ax 
di,2 
di,KB_LEN-1 
ni9 0 


cs:nextkey,di 
b next, bx 

ax 

bx 

di 

ds 

es _ 


assume ds:code 


endp 


Still a character in the BIOS keyboard buffer -- 


-7Get character from BIOS kbd. buffer 


7;Set pointer to next character 
7Reached end of keyboard buffer? 
;NO --> NI9 1 


7YES --> Set start of kbd. buffer | 


;Virtual keyboard buffer full yet? 
7YES.--> Don't store any more chars 
;Characters in virtual kbd. buffer 
7;Set pointer to next character 
7;Wrap-around 

7;Get next character . 


;Mark position for next character 


7Set BIOS pointer to next character 
7Pop registers off of stack. 


;Return to interrupt caller 


DS indicates code segment 


intérrust. 16H “—<-s-=----25-2 2 
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new_int16 proc far 7New interrupt 16H handler 
sti 7Enable interrupt 
cmp ah,1l ;Read keyboard status? 
ja status sYES --> Status 


7-- Update keyboard LEDs when function 1 of the old keyboard - 
7-- handler is called 


push ax 7Push function code on the stack 
pushf 7;Push flags onto stack 
mov ah,1 7Funct.no.: Key ready? 
call cs: [int16] 7Call old handler 
pop ax 7;Pop function code off of stack 
push bx ;Push BX onto stack 
ni16_0: mov bx, cs:curkey ;Get pointer to current key 
add bx,2 7;Set to next word 
and bx, KB LEN-1 ;Wrap-around 
or ah, ah ;Read character? 
je nil6é 2 7YES --> Get character from buffer 


z-- Function 1: Help caller determine whether a character is - 
7-- available - 


cmp bx, cs:nextkey 7;Found a character in KEYBUF? 

je nil6é 1 7NO --> NI16_1 

mov ax,cs: [bx] 7;YES, Get character from KEYBUF 
ni16 1: pop bx 7;Pop BX off of stack 

ret 2 7;Return to caller but DO NOT remove 


;flags from stack 


7-- Function 0: Read character from the keyboard buffer ------ 


ni16é 2: cmp bx, cs:nextkey ;Character found in KEYBUF? 
je nil6_0 7NO --> NI16_0 
mov ax,cs: [bx] 7YES -- > Get character from KEYBUF 
mov cs:curkey, bx ;Store position for current character 
pop bx 7Pop BX off of stack 
iret 7Return to caller 

status: jmp cs: {int16] ;Jump to old handler 


new_int16 endp 


instend equ this byte zEverything must remain resident up 
;to this memory location 


7;== Data (cann be overwritten from DOS) ====s==s==ee==ss=s=ss==e=====ss=2s====== 
installm db 13,10,"--- KEYBUF (c) 1988 by Michael Tischer ---",13,10,13,10 
db “KEYBUF now enabled. Entering KEYBUF a second time",13,10 
db “from the DOS prompt disables the KEYBUF program.",13,10,"S$" 


removeit db 13,10,"--- KEYBUF (c) 1988 by Michael Tischer ---",13,10 
db “KEYBUF program now disabled.“,13,10,"$* 


7== Program (can be overwritten from DOS) =======s===seuss=sss=ss=xsse=ss===s== 
;-- Start and nitialization routine -----------------<-<------------------ 
kb ini label near 


mov ax,3509h 7Get contents of interrupt vector 9H 
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install 


int 21h 7Cal DOS function 

cmp es:keybuf_id,"CS" ;Program already installed? 

jne install 7NO --> Install 

j-- If KEYBUF is already installed, remove it -<--------------- 
cli ;Disable interrupts 

lds dx,es:int9 7DS:DS = old handler address int 9H 
mov ax, 2509h ;Return interrupt vector for int 9H 
int 21h . gto old interrupt handler 

lds dx,es:int16 7DS:DS = Old handler address inti6éH 
mov ax, 2516h sReturn interrupt vector 16H to old 
int 21h interrupt handler 

sti 7;Enable interrupt 

mov bx,es ;Move segment address of program 

mov es,es:env_seg 7;Get segment address of environment 
mov ah, 49h 7; from code segment and 

int 21h . ;release memory 

mov es, bx 7Release memory of 

mov ah,49h ;old KEYBUF using 

int 21h 7;DOS interrupt 49H 

push cs 7Push CS onto stack 

pop ds 7Pop DS off of stack 

mov dx,offset removeit ;Message: Program disabled 

mov ah,9 sWrite function number for string 

int 21h 7;Call DOS function 

mov ax, 4Cc00h 7Funct. no.: End program 

int 2ilh ; 7Call DOS interrupt --> END 

7-- Install KEYBUF ---------------------<-< 999-2 
label near 

z-- In order to configure new keyboard buffer within the -- 
7~- PSP, the segment address must first be moved to the end -- 
7-- of the PSP, where it cannot be overwritten -- 
mov ax, [2Ch] z;Load segment address of environment 
mov env_seg,ax yand place in code segment 

mov ax, 3509h 7;Get contents of interrupt vector 9H 
int 21h 7Call DOS function 

mov int9 seg,es 7Mark segment and offset address of 
mov int9 ofs,bx zinterrupt vector 9H 

mov ax,3516h zget contents of interrupt vector 16H 
int 21h 7Call DOS function 

mov int16 seg,es ;Mark segment and offset address of 
mov intlé6 ofs,bx ;interrupt vector 16H 

cli 7Disable interrupt 

mov ax, 2509h 7;Funct. no.: Set interrupt vector 9H 
mov dx,offset new_int9 ;Offset addr. of new int. 9H handler 
int 21h 7;Call DOS interrupt 

mov ax,2516h 7Funct. no.: Set interrupt vector 16H 
mov dx,offset new_int16;Offset addr. of new int. 16H handler 
int 21h 7Call DOS interrupt 

sti ;Enable interrupts 

mov dx,offset installm ;Message: Install program 

mov ah,9 7Function number for string display 
int 2ih 7Call DOS function 
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g-- Just PSP, new interrupt routine and corresponding -------- 
s-~ data must be resident (4 rae es sre me am 


mov dx,offset instend ;Get offset address of last byte 


add dx,15 ;Make paragraph “full" 
mov cil,4 ;Compute number of resident 

shr dx,cl 7; Paragraphs 

mov ax,3100h ;Terminate but keep resident program 


int 21h zwith end code of (0) 


code ends ;End of code segment 
end start 
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Appendices A to F contain descriptions of each interrupt. 


Appendix A. Important Hardware Interrupts 710 
Appendix B. BIOS Interrupts and Functions 713 
Appendix C. DOS Interrupts and Functions 766 
Appendix D. EMM Functions 849 
Appendix E. EGA/VGA BIOS Functions 856 
Appendix F. Mouse Driver Interrupts 882 


These descriptions include documentation of the interrupt, any sub-functions (if 
. applicable) and a listing of input and output registers (if applicable). Each interrupt 
title has the following format: 


Interrupt hex_numberH Interrupt_type (i/o_register) 
Interrupt_name 


Every processor register important to the called function is mentioned. Registers 
that aren't included in this list don't apply to the called function, and can contain 
any value during the call of the interrupt. 


The output listing identifies the register that contains information returned by the 
function after the call is completed. The register assignment depends on whether or 
not the function call is successfully executed. If a specific value is supposed to be 
in the AX register after a successful execution, but the function doesn't execute 
properly, then the value in this register won't have any meaning. Problems in each 
function will be addressed as needed. 


In addition to the description of the input and output registers, details about the 
function may also be included. For example, the function may be used in 
conjunction with another function. There may also be information about any 
changes in register contents caused by the function call. This is very important to 
the assembly language programmer who wants to keep data in a register after the 
function call. This programmer wants to avoid any changes in the contents of the 
registers. 
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Important Hardware | 
Interrupts. 


Interrupt 00H Hardware (CPU) 
Division by zero 


The CPU calls this interrupt when it encounters a divisor of 0 during one of the 
two assembly language division instructions (DIV or IDIV). According to the rules 
of mathematics, dividing a number by 0 is illegal. During the booting process, 
this interrupt points to a routine that, when called, displays the "Division by Zero" 
error message (or a similar message) on the screen. The interrupt continues with 
the execution of the current program. 


Interrupt 01H - : | Hardware (CPU) 
Single step | | 


The CPU calls this interrupt when the TRAP bit in the flag register of the CPU 
has been set to 1. Then the interrupt is called after the execution of each assembly 
language instruction. This allows the user to follow these instructions, determine 
the changes in register contents and determine which instructions are executed. To 
prevent the call of the interrupt after the execution of every instruction in the trap 
routine (which would create an endless loop and a stack overflow), the processor 
resets the TRAP bit upon entry to the trap routine. If the trap routine ends with 
the IRET instruction, it automatically resets the TRAP bit to its old value by 
restoring the complete flag register from the stack. Because of this, the execution 
of the next instruction calls interrupt 1 again. Once the programmer has obtained 
the necessary information about a program from single step mode, the TRAP 
mode (or TRAP bit) can be disabled. 
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Interrupt 02H | Hardware (CPU) 
NMI ; | 


The hardware calls this interrupt when an error is discovered in the RAM chips. 
The system calls the non-maskable interrupt because this type of error impairs the 
capabilities of the system, and can lead to a crash. The NMI has the highest 
priority of all interrupts and therefore is executed faster than other interrupts. The 
NMI usually calls a BIOS routine which informs the user of a memory error, lists 
the number of defective memory chips and stops the system. — | 


If the NMI detects an error, the math coprocessor included in some PCs can also 
trigger the NMI. Even though NMI usually cannot be suppressed, the PC allows 
an exception to this rule. Some PC/XT and AT models have a special port (port 

_ AOH on PCs and XTs, port 70H on ATs). If a 0 value is written to one of these 
ports, the NMI interrupt is disabled . If the ports return the value 80H, the NMI 
interrupt is enabled. 


Interrupt 03H Hardware (CPU) 
Breakpoint 


While the other interrupts can be called with a two-byte assembly language 

instruction (first byte CDH, second byte the number of the interrupt), interrupt 3 

is called by the single-byte instruction CCH. This interrupt can be used to test 
programs when you want to execute the program up to a certain instruction, then 

stop and display the current register contents. Utilities designed for program testing 

_ like DEBUG implement this by placing calls for interrupt 3 where the break 

should occur. When the program is executed and the processor reaches the 

instruction, it calls interrupt 3. The program. testing utility contains a routine 

which displays the register contents and other information. 


Interrupt 04H , ) Tay Hardware (CPU) 
Overflow cre oe 4 


This interrupt can be called by the INTO (INTerrupt on Overflow) conditional 
~ assembly language instruction. The call occurs when the overflow bit in the flag 
register is set during the execution of the INTO instruction. This can happen 
following math operations (e.g., multiplication with the MUL instruction) that — 
produce a result which cannot be represented within a specified number of bits. 
_ This interrupt can also be called with the normal INT instruction, but this 
instruction isn't controlled by the status of the set overflow bit. Since it is seldom 
used, DOS points this interrupt to an IRET instruction. | 


Interrupt 0SH | ae | | | BIOS 
Hardcopy eo | a se . | 


BIOS calls this interrupt when the user presses the <Prt Sc> key. The system then 
_makes a hardcopy by sending the current screen contents to a printer. BIOS 
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initializes the interrupt vector from the vector table and points to the BIOS 
hardcopy routine in ROM-BIOS. Assembly language and programs written in 
higher level languages can use this interrupt with the INT instruction to get a 
hardcopy during program execution. 


Interrupt 08H Hardware (8259 interrupt controller) 
Timer 


In the PC, the 8259 timer chip receives 1,193,180 signals per second from the 
heart of the system, which is an oscillating quartz crystal. After 65,536 of these 
signals (1 second), it triggers a call of interrupt 8, which the 8259 transmits to the 
CPU. Since the frequency of the call of this interrupt is independent of the system 
clock frequency, interrupt 8 works well for timekeeping. The PC also uses the 
interrupt for timekeeping. BIOS points the interrupt vector of this interrupt to its 
own routine, which is called 18.2 times per second. A time counter increments 
every second and disables the disk drive motor if disk access hasn't occurred within 
a certain time period. 


Interrupt 09H Hardware (8259 interrupt controller) 

Keyboard | 7 | ‘ 
PC keyboards contain an independent processor. This Intel processor carries either 
the number 8048 (PC/XT) or 8042 (AT). This processor monitors the keyboard 
and registers whether a key was depressed or released. When either of these actions 
occur, this processor must inform the CPU so that the code of the activated key 
can be sent to the system and processed. The keyboard instructs the interrupt 
controller to call interrupt 9. This interrupt calls a BIOS routine that reads the 
character from the keyboard and places it into the keyboard buffer. 
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BIOS Interrupts and» 
Functions — nee 


Interrupt 10H: Video functions 
7 Function Description ___ Page Number 
00H Set Video MOE vosics ccc cscscsccecsssvecsseveseecvevecsvess eevee TG 
01H DeEHNe CUISOL LY DC asic cxact es oseui Gs ceassterevinweneedioeee 716 
02H  ______ Position cursor.............. a ecydneweceds eisten actin ek aeee 717 
03H _ Read cursor position................ edeiice us soueeiaeast popes 718 
04H ~—__s Read lightpen position........ Pn re UNO aT TT 718 
OSH  __ Select current display page............:.c0sse00e peers 719 
06H Initialize window/scroll text upward sae ie coe giaeaies 719 
07H Initialize window/scroll text downward . are ve Sete netics 720 
O8H ~- Read character/attribute....................csesccessseesseesseees 720 
09H Write character/attribute.................cccceeee Godse aduseousee 721 
OAH WEIL CHALACUER oss ws ising ssstiesesenciecscasssGiwesetocceteencians V22 
OBH Select palette (sub-function 0) ..............cccesesceesoesoees 723 
OBH Select color palette (sub-function )). Siheseee cade caeduouiee 723 
OCH Write. graphic: pixel s...6sc.c.cisccccscsccsgsteccvoseneseceaneeess 724 
ODH Read graphic pixel..i....ccc..cccccccececcosessseneres euaubaasbous 724 
OEH. WEEILC CALACLED bic ccicvpsercacscsecsbcsnesocseceidowessccssasss 725 
OFH Read. Gisplay  MOd 6): .ccissesesss Seeicsensescetsssecevessasoevnsee 726 
13H Write character string (AT only)................ssssccessseees 726 
Interrupt 11H: Determine configuration ..................cccccsscescees 727 
Interrupt 12H: | Determine MEMOTY SIZE................ccesescceseceeeees 728 
Interrupt 13H: Disk 
| Function Description Page Number 
00H Reset floppy disk SyStem..............ccccccsscsccccsresrssees 729 
01H a ~ ARE AG GISk SIQUiS 3556) ciwahstt ov cluseesds ee chee eens 730 
02H RREAG ” GiSK.ssisvccceseds ihasusc ee inaes Bideimo ns ree buste chia sees 731 
03H W Tile 0 ISK 5 ooo oo encn e cxceecs ces casein 731 
04H Verify disk S@CtOFS ..........sccccccsscsscssssssessesnscssascesens 732 
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05H FORMAL WACK aces cds secvsedispenssientcueeste von tecsxasecanceeeens 733 
15H Determine drive type (AT onlly) ...............cssscssceeseees 734 
16H Determine disk change (AT onlly)...............0scescseceees 735 
17H Determine disk format (AT only) .............sscsescessesees 735 
Interrupt 13H: | Hard disk 
00H Reset (XT and AT onlly)...........sccssscoccssccesccscsseescees 736 
01H Read disk status (XT and AT only).............csscssesscees 736 
02H Read disk (XT and AT onlly).............ccssssccsssscssseees 737 
03H Write to disk (XT and AT onlly)..............csscsscsscescees 738 
04H Verify disk sectors (XT and AT onlly).............scsccsseee 740 
OSH Format cylinder (XT and AT only) .............sscecoscecees 741 
08H Check format (XT and AT only) .............cscosessceseees 742 
09H _ Adapt to foreign drives (XT and AT only)...............8 743 
OAH Extended read (XT and AT onnly)..............sssssssesessseee 744 
0OBH Extended write (XT and AT onlly).............csccecsecseeees 74S 
0ODH Reset (XT and AT onlly).............scsccssssscsccscscsseesees 746 
10H Drive ready ? (XT and AT onlly)..............ccsccsecescoeees 747 
11H \ Recalibrate drive (XT and AT only) ...............seseseeees 748 
14H Controller diagnostic (XT and AT only) ..............0000 748 
15H Determine drive type (AT only)...............csscsscesconees 749 
Interrupt 14H: Serial interface 
Functi ipti 
00H Initialize ........ el aNSeesetens eat Reece 750 
01H Output  CHALACER ©. cexccavecdsccsadsccechesetnatcarastanssiubacgevece 751 
02H ANDUE CNATACIER soci eve esate ccncasi bese ecicescadeounesshe 751 
03H RAC SUAQIS cwsesesabisasecensetncvaccbeuidocastunsteacieucaeetes OZ 
Interrupt 15H: Cassette interrupt (AT only) 
Function Description P. mber 
83H Set flag after time interval (AT only)...............csceeeee 752 
84H Read joystick fire button (sub-function 0) (AT only)...753 
84H Read joystick position (sub-function 1) (AT only)......753 
85H <Sys Req> key activated (AT only)..............cecsecseees 754 
86H Walt “CAE SONY )2.c5ticcockscuceastssvnctcsdectessizasdscavereseces 754 
87H Move memory areas (AT ONY) snecesecesstiessseaieievact: 754 
88H Determine memory size beyond 1 megabyte (AT bone: 55 
89H Switch to protected mode (AT only) .................c0ece0 755 
Interrupt 16H: Keyboard 
Function Descripti | _P: mber 
00H RAG -CRAPAClED” savesus desea escsetteei eaedceesctectencesisevens 756 
01H Read keyboard for character ............cssscsesecsescesceesseee LOO 
02H Read keyboard status .................sscssssssscseccceeesenenes 757 
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Interrupt 17H Parallel printer 
00H WIG: <CHALACIER : asiscoiicscssectice ceca eeeseies seen, 7157 
01H WIALIZE DRUNED si coccss ce dacenhasbecasgucnessnisioaeoreeuters 758 
02H Read: printer Status: cssecssiscccsentacivemsiiniinsexicaeics 758 
Interrupt 18H: Call ROM BASIC ................csccssccesccsccecescoescens 759 
Interrupt 19H: Boot process........... peeesecea'cesesuesaueenesea 759 
Interrupt 1AH: Date and time 
00H Read GME COUNLEE cc. gesceccassuctsccccccensicaeassoseusuren deus 759 
01H SEt UME COUMIEL: oisccdiccccecaseriess laces sostacnseSioesneeseanes 760 
02H Read realtime clock (AT onlly)..............scsscsssscsceeeees 760 
03H Set realtime clock (AT onlly).............sccscssessssceseoeees 761 
04H Read date from realtime clock (AT onlly)................... 761 
05H Set date in realtime clock (AT onlly) ...............ceseseees 762 
06H Set alarm time (AT onlly) .............ccccecscescesscecereeeees 762 
07H Reset alarm time (AT only) ................cssccesscsscesoeees 763 
Interrupt 1BH: <Break> key pressed..............c.ccccssssscssceensceeees 763 
Interrupt 1CH Periodic imterrupt .................ccccecscsecseccees bnowes 7164 
Interrupt 1DH VECO! CAD Le. oocss iia cieces ep sa csteens ccadectuicetacousedseeee 7164 
Interrupt 1EH Drive: Cable es.eissssces istic si veeaceecantatscceacasess 164 
Interrupt 1FH Character table siisssciicccierisiccsissdictiniszstates ee: 765 
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Interrupt 10H, function 00H be ea : BIOS 
Video: Set video mode | | 


Selects and initializes a video mode and clears the screen. This function is a fast 
method of clearing the screen n while naman the current video mode. 


Input: AH = 00H | 
AL= Video mode 
0: 40x25 text mode, monochrome (color card) 
1: 40x25 text mode, color (color card) 
2: 80x25 text mode, monochrome (mono card) — 
3: 80x25 text mode, color (color card) 
4: 320x200 4-color graphics (color card) 
5: 320x200 4-color graphics (color card) 
(colors displayed in monochrome) | 

6: 640x200 2-color graphics (color card) 
7: Internal mode (mono card) 

Output: No output 

Remarks: The colors for modes 4, 5 and 6 can be set with function 11. 


The contents of the BX, CX, DX registers and the SS, CS and DS 
segment registers are not affected by this function. The contents of all 
other registers may change, especially the SI and DI registers. 


Interrupt 10H, function 01H | BIOS 
Video: Define cursor type 


_ Defines the starting and ending lines of the cursor. This cursor exists independently 
of the current display page. 


Input:  AH= 01H 
CH = Starting line of the cursor 
CL= aenee line of the cursor 

Output: No output | 

Remarks: The values allowed for the cursor's starting and ending line depend on the 
installed video card. The following values are permitted: 


Monochrome display cards: 0-13 
Color display cards: | 0-7 


BIOS defaults to the following values: 


Monochrome display cards; 11-12. 
Color display cards: , 6-7 
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You can use this function to set the cursor only within the permitted 
ranges. Setting cursor lines outside these parameters may result i in an 
invisible cursor or system problems. 


The contents of the BX, CX, DX registers and the segment registers SS, 
CS and DS are not affected by this function. The contents of all the other 
registers may change, especially the SI and DI registers. ae 


Interrupt 10H, function 02H | a r | BIOS 
Video: Position cursor ae | : | 


-Repositions the cursor, : which oma the screen poaten for character output 
: - by using one of the BIOS functions. 


Input: } 


Output: 
Remarks: 


AH= 02H : 
BH= Display page ainber, 
DH= Screen line 

DL= Screen column 


No output 


The blinking cursor moves fleough this function when the addressed 
display page is the current display page. 


Values for the screen line parameter range from. 0 to 24. 


Values for the screen column parameter range from 0 to 79 (for an 80- 
column display) or from 0 to 39 (for a 40-column display), depending on 
the selected video mode. 


You can make the cursor disappear by mOvine it to a nonexistent screen 


position (e.g., column 0, line 25). 


The number of the display page parameter eepents on how many display 
pages are available to the sagen ae | 


The contents of the BX, cx, DX registers an the SS, CS and DS 
segment registers are not affected by this function. The contents of all 


other registers may change, especially the SI and DI registers. 
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Interrupt 10H, function 03H eS ‘BIOS 
Video: Read cursor position aye 2 


Senses the text cursor's position, starting line and ending line in a display page. 


Input: AH= 03H 
BH= Display page number 


Output: DH = Screen line in which the cursor is located 
DL= Screen column in which the cursor is located 
CH = Starting line of the blinking cursor 
CL = Ending line of the blinking cursor — 


Remarks: The number of the display page parameter depends on how many display 
pages are available to the video card. 


Line and column coordinates are related to the text coordinate system. 


The contents of the BX register and the SS, CS and DS segment registers 
are not affected by this function. The contents of all the other registers 
may change, especially the SI and DI registers. 


Interrupt 10H, function 04H | BIOS 
Video: Read lightpen position 


Senses the position of the lightpen on the screen if applicable. | 
Input: | AH= (04H 


Output: AH = Lightpen position reading status 
0: Lightpen position unreadable 
1: Lightpen position readable 
DH = Screen line of the lightpen (text mode) 
DL= Screen column of the lightpen (text mode) 
CH = Screen line of the lightpen (graphic mode) 
BX= Screen column of the lightpen (graphic mode) — 


Remarks: This function call must be repeated until 1 is returned in the AH register, 
because only then can coordinates be read from the other registers. | 


Coordinates indicated represent the current video mode's resolution. | 


Usually the coordinates of the light pen cannot be accurately sensed in the 
graphic mode. The Y-coordinate (line) is always a multiple of 2, so it 
isn't possible to determine whether the lightpen is in line 8 or 9. The X- 
coordinate (column) is always a multiple of 4 in 320x200 graphic mode 
and a multiple of 8 in the 640x200 bitmap mode. 


The contents of the CL register and the SS, CS and DS segment registers 


are not affected by this function. The contents of all the other registers 
may change, especially the SI and DI reg Mies: 
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Interrupt 10H, function 05H — -BIOS 
Video: Select current display page ee Ree 


Selects the current display page (text mode only) which should be displayed. 


Input: AH= 05H 
AL= Display page number 
Output: No output 
Remarks: The number of the display page depends on the number of display pages 


available to the video card. 


On switching to a new display page, the screen cursor points to the 
position of the text cursor in this page. 


_ Switching between various display pages does not affect their contents 
(the individual characters). 


You can write characters to an inactive display page. 


The contents of the BX, CX, DX registers and the SS, CS and DS 
segment registers are not affected by this function. The contents of the 
other registers, such as the SI and DI registers, may change. 


Interrupt 10H, function 06H | | . BIOS 
Video: Initialize window/scroll text. upward 7 


Clears window or scrolls a portion of the current display page up by one or more 
lines, depending on the ss a8 


Input: _ AH= 06H 
AL= Number of window lines to be scrolled aod (O=clear window) 
CH= Screen line of the upper left corner of the window 
CL= Screen column of the upper left corner of the window 
DH = Screen line of the lower right corner of the window 
DL= Screen column of the lower right corner of the window 
BH= Color (attribute) for blank line(s) | 


Output: | No output — 
Remarks: Initializing a window (placing a 0; in the on feast) fills the window 
os ee _ with blank spaces (ASCH code 32). 


_ The contents of the lines scrolled out of the window are lost and cannot 
- be restored. 


Function 0 of this interrupt is better for clearing the entire screen. 
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The contents of the BX, CX, DX registers and the SS, CS and DS 
segment registers are not affected by this function. The contents of all 
other ata may change, spore the SI and DI registers. 


Interrupt 10H, function 07H — a | BIOS 
Video: Initialize window/scroll text downward © 


Clears window or <rcill a portion of the current display page up by one or more 
lines, depending on the input. 


Input: AH = 07H 
_ AL= Number of window lines to be scrolled downward (O=clear window) 
CH = Screen line of the upper left corner of the window 
CL= Screen column of the upper left corner of the window 
DH = Screen line of the lower nght comer of the window 
DL= Screen column of the lower right corner of the window 
BH= Color (attribute) for blank line(s) 


Output: No output 
Remarks: This function only affects the current display page. 


Initializing a window (placing a 0 in the AL register) fills the window 
with blank spaces (ASCII code 32). | 


The contents of the lines scrolled out of the window are lost and cannot 
be restored. 


Function 0 of this interrupt is better for clearing the entire screen. 


The contents of the BX, CX, DX registers and the SS, CS and DS 
segment registers are not affected by this function. The contents of all 
other registers may change, especially the SI and DI registers. 


Interrupt 10H, function 08H | | | BIOS 
Video: Read character/attribute ee me : 


Reads the ASCII code of the character at the current cursor position and its color 
(attribute). 


Input:  AH= 08H Sohn <2 
BH= Display page number . 


Output: | Ae ASCII code of the character 
AH = Color (attribute) 
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Remarks: | 


The number of the display page depends on the number of display pages 
made available to the video card. 


This function can also be called i in graphic mode. The function compares 
the bit pattern of the character on the screen with the bit pattern of the 
character in character ROM of the video card and with the character 
patterns stored in a RAM table whose addresses appear in interrupt 1FH. 
If the character cannot be identified, the AL eats, contains the value 0 
after the function call. 


The contents of the BX, CX, DX registers and the SS, CS and DS 


segment registers are not affected by this function. The contents of the 


other registers may change, especially the SI and DI registers. 


Interrupt 10H, function 09H ‘s we aaa BIOS 
Video: Write character/attribute aS Ses 


Input: 


Output: 


Remarks: 


Writes a character with a certain icolce (attribute) to the current cursor sso ina 
predefined display page. 


AH= 09H | 

BH= Display page number 

CX = Number of times to write the character 
AL= ASCII code of the character 

BL= ‘Attribute — | 


No output 


If the character should be displayed several times (the value of the CX 
register is greater than 1), all characters must fit into the current screen 


line in the graphic mode. 


The control codes (ee g., bell, carriage return) appear as normal ASCII 
codes. 


This function can display charactors in graphic mode. The patterns of the 
characters, with the codes from 0 to 127, are determined by a table in 
ROM. The patterns of the characters with the codes from 128 to 255 are 
determined by a RAM table that was previously installed by DOS the 
GRAFTABL command. 


In text mode, the contents of the BL register define the attribute byte of 
the character. In graphic mode this register determines the color of the 
character. The 640x200 bitmap mode only allows the values 0 and 1 for 
selecting colors from the color palette. The 320x200 bitmap mode only 
allows the values 0 to 3 for selecting colors from the color palette. 


if the graphic mode is active during character output and bit 7 of the BL 


register is set, an exclusive OR is performed on the character pattern and — 
the graphic pixels behind the character pattern. 
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After character output, the cursor remains in the same position as the 
character. 


The contents of the BX, CX, DX registers and the SS, CS and DS 
segment registers are not affected by this function. The contents of all 
other registers may change, especially the SI and DI registers. 


Interrupt 10H, function 0AH BIOS 
Video: Write character 


Writes a character to the current cursor position in a predefined display page by 
using the color of the character previously at this position. 


Input: 


Output: 
Remarks: 
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AH= OAH 

BH= Display page number 

CX = Number of times to write the character 
AL= ASCII code of the character 


No output 


If the character should be displayed several times (the value of the CX 
register is greater than 1), all characters must fit into the current screen 
line in the graphic mode. 


The control codes (e.g., bell, carriage return) appear as normal ASCII 
codes. 


This function can display characters in graphic mode. The patterns of the 
characters with the codes from 0 to 127 are determined by a table in ROM 
and the patterns of the characters with the codes from 128 to 255 are 
determined by a RAM table previously installed by the GRAFTABL 
command. 


In text mode, the contents of the BL register define the attribute byte of 
the character. In graphic mode this register determines the color of the 
character. The 640x200 bitmap mode only allows the values 0 and 1 for 
selecting colors from the color palette. The 320x200 bitmap mode only 
allows the values 0 to 3 for selecting colors from the color palette. 


If the graphic mode is active during character output and bit 7 of the BL 


register is set, an exclusive OR is performed on the character pattern and 


the graphic pixels behind the character pattern. 
The cursor remains in the same position after character output. 


The contents of the BX, CX, DX registers and the SS, CS and DS 
segment registers are not affected by this function. The contents of all 
other registers may change, especially the SI and DI registers. 
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Interrupt 10H, function OBH, sub-function 0 | | BIOS 
Video: Select palette 


Selects the border and background color for graphic or text mode. 


Input: AH= OBH 
BH= 0 
BL= Border/background color 
Output: No output 
Remarks: In graphic mode, the color value passed defines the color of both the 


border and background. In text mode, the background color of each 
character is defined individually, so the passed color value only defines the 
color of the screen border. 


Values for the color passed can range from 0 to 15. 
The contents of the BX, CX, DX registers and the SS, CS and DS 


segment registers are not affected by this function. The contents of all 
other registers may change, especially the SI and DI registers. 


Interrupt 10H, function OBH, sub-function 1 BIOS 
Video: Select color palette 


Selects one of the two color palettes for the 320x200 bitmapped graphic mode. 


Input: AH = OBH 
BH= 1 
BL= Color palette number 
Output: No output 
Remarks: Two color palettes are available. They have the numbers 0 and 1 and 


contain the following colors: 
Palette 0: Green, red, yellow 
Palette 1: Cyan, magenta, white 


The contents of the BX, CX, DX registers and the SS, CS and DS 
segment registers are not affected by this function. The contents of all 
other registers may change, especially the SI and DI registers. 
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Interrupt 10H, function 0CH - — BIOS 
Video: Write graphic pixel a 7 | 


Draws a color pixel at the jim aaa secures in graphic mode. 


Input: AH= 0CH 
AL= Pixel color value (see below) 
BH= Graphics page 
CX = Screen column | 
DX = Screen line — 


Output: No output 


Remarks: | The pixel value color parameter depends on the current graphic mode. 
640x200 bitmapped mode only permits the values 0 and 1. In the 
320x200 bitmapped mode, the values 0 to 3 are permitted, which gener- 
ates a certain color according to the chosen color palette. 0 represents the 
selected background color; 1 represents the first color of the selected color 
palette; 2 represents the second color of the color palette, etc. 


The contents of the BX, CX, DX registers and the SS, CS and DS 
segment registers are not affected by this function. The contents of all 
other registers may change, especially the SI and DI registers. 


Interrupt 10H, function 0DH | BIOS 
Video: Read graphic pixel | | 


Reads the color value of a pixel at the cia coordinates in the current graphic 


mode. 
Input: AH= 0DH | 
DX = Screen line — 
CX = Screen column 
Output: AL= Pixel color value 
Remarks: The pixel color value parameter depends on the current graphic mode. 


640x200 bitmapped mode permits the values 0 and 1 only. In the 
320x200 bitmapped mode, the values 0 to 3 are permitted, which gener- 
ates a certain color according to the color palette chosen. 0 represents the 
selected background color; 1 represents the first color of the selected color 
palette; 2 represents the second color of the color palette, etc. 


The contents of the BX, CX, DX registers and the SS, CS and DS 
segment registers are not affected by this function. The contents of all 
other registers may change, especially the SI and DI registers. 
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Interrupt 10H, function 0EH or BIOS 
Video: Write character | : | ee 


Input: 


Output: 


Remarks: 


Writes a character at the current cursor position in the current display page. The 
new character uses the color of the character that was } previously 1 in this nee 
on the screen. 


AH = 0EH 
AL= ASCII code of the character ts 
BL= Foreground color of the character (graphic mode only) 


No output 


This function executes control codes (e.g., bell, carriage return) instead of 


reading them as ASCII codes. For example, the function sounds a beep 
instead of printing the bell character. — | 


After this function displays a chatacter, the cursor position increments so 
that the next character appears at the next position on the screen. If the 
function reaches the last display position, the display scrolls up one line 
and output continues in the first column of the last screen line. 


The foreground color parameter depends on the current graphic mode. 
640x200 bitmapped mode only permits the values O and 1. In the 
320x200 bitmapped mode, the values 0 to 3 are permitted, which 
generates a certain color according to the chosen color palette. 0 represents 
the selected background color; 1 represents the first color of the selected 
color palette; 2 represents the second color of the color palette, etc. 


The contents of the BX, CX, DX registers and the SS, CS and DS 
segment registers are not affected by this function. The contents of all 
other registers may change, especially the SI and DI registers. 
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Interrupt 10H, function OFH a ge ) - BIOS 
Video: Read display mode a. , ~ 


Reads the number of the current video mode, the number of characters per line and 
_ the number of the current display page. | 


Input: AH= QFH 
Output: = #§$AL= Videomode — | 7 
| 0: 40x25 text mode, monochrome (color card) 
1: 40x25 text mode, color | (color card) 
2: 80x25 text mode, monochrome (mono card) 
3: 80x25 text mode,color — (color card) 
4: 320x200 4-color graphics | _ (color card) 
5: 320x200 4-color graphics — | (color card) 
(colors represented in monochrome) 
6: 640x200 2-color graphics (color card) 
7: Internal mode (mono card) 


AH= Number of characters per line 
BH= Current display page number 


Remarks: | _ The contents of the BX, CX, DX registers and the SS, CS and DS 
-. segment registers are not affected by this function. The contents of all 
other registers may change, especially the SI and DI registers. 


Interrupt 10H, function 13H | BIOS (AT only) 
Video: Write character string 


~ Displays a character string on the screen, starting at a specified screen position on 
a specified display page. The characters are taken from a buffer whose address 
passes to the function. 


Input: = 13H 
ie Output mode (0-3) . 
0: Attribute in BL, retain cursor position 
1: Attribute in BL, update cursor position | 
2: Attribute in the buffer, retain cursor position 
3: Attribute in the buffer, update cursor position 
BH= Display page number 
BL= Attribute byte of the character (modes 0 and 1 only) 
BP= Offset address of the buffer 
CX = Number of characters to be wale ee 
DH = display line 
DL= display column 
ES = segment address of the buffer _ 


Output: No output 
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Remarks: 


Interrupt 11H 


~ Modes 1 and 3 set the cursor position following the last character of the. 


character string. On the next call of a BIOS function for character output, 
the next string of characters appears following the origina character 
string. This does not occur in the modes 0 and 2. 


In modes 0 and 1, the buffer contains only the ASCII codes of the 
characters to be displayed. The BL register contains the color of the 
character string. However, in modes 2 and 3 each character has its own 
attribute byte when the character is stored in the buffer. The BL register 
doesn't have to be loaded in this mode. Even though the character string is 


_ twice as long in these modes as the number of the characters to be 
displayed, the CX register requires only the number of ASCII characters 


in the string and not the total length of the character string. 


Control codes (e.g., bell) are interpreted as control codes only, and not as 


characters. _ 


When the string reaches the last position on the screen, the display scrolls 
upward by one line and output continues in the first column of the last 
screen line. 


The contents of the BX, CX, DX registers and the SS, CS and DS 
segment registers are not affected by this function. The contents of all 


_ other registers may change, especially the SI and DI registers. 


BIOS 


Determine configuration 


Reads the configuration of the system as recorded during the booting process. 


Input: 


Output: 


PC and XT: 


No input 
AX= Configuration 


Bit 0: 1 if the system has one or more disk drives 
Bit 1: Unused | 

Bits 2-3: RAM available on main circuit board 

7 00: 16K 


Bits 4-5: Video mode after doe boot 
00: Unused 
01: 40x25, color card 
02: 80x25, color card 
03: 80x25,monocard 
Bits 6-7: | Number of disk drives in the system if bit 0 is peael tol 
~ 00: 1 disk drive | 
01: 2 disk drives 
10: 3 disk drives 
11: 4 disk drives 
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AT: 


Remarks: 


Interrupt 12H 
Determine memory size 


Input: 


Output: 


Remarks: 
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Bit 8: 0 when a DMA chip is present — 
Bits 9-11: | Number of RS-232 cards connected 
Bit 12: 1 when system has a joystick attached 


Bit 13: = Unused 
Bits 14-15: Indicates the number of printers available 


Bit 0: 1 if the system has one or more disk drives 
Bit 1: 1 when a math coprocessor exists in the system 
Bit 2-3: Unused 
Bit 4-5: Video mode during system boot 
00: Unused 
01: 40x25, color card 
02: 80x25, color card» 
03: 80x25, mono card 


Bits 6-7: | Number of disk drives in the 2 aaa if bit 0 is equal to 1 


00: 1 disk drive 
01: 2 disk drives 
10: 3 disk drives 
11: 4 disk drives 
Bit 8: Unused 
Bits 9-11: | Number of RS-232 cards connected 
Bit 12-13: | Unused 
Bits 14-15: Indicates the number of printers available 


The type of PC must be known (PC, XT or AT) in order to properly 
interpret the meanings of the individual bits of the configuration word. 


_ The memory size indicated in bits 2 and 3 of the PC/XT configuration 


word refers only to the main circuit board. Interrupt 12H lets you 
determine the total amount of available memory. 


~ The video mode recorded i in bits 4 and. 5 is the mode that was activated 


when the system was switched on. To determine the current video mode 
use function 15 of interrupt 10H. 


.. The contents of the AX register are affected by this function. 


BIOS 


No input 


AX = Memory size in kilobytes a 


_ The PC and the XT can accept a maximum of 640K of RAM. The AT 
accepts up to 14 megabytes of RAM memory beyond the 1 megabyte 


limit. The memory size returned by this function ignores this extended 
memory. To determine the memory size beyond the 1 megabyte limit, 
use function 88H of interrupt 15H (available only on the AT). | 


The contents of the AX register are affected by this function. _ 
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Interrupt 13H, function 00H 7 , BIOS 
Disk: Reset | e: 


~ Resets the disk controller and any connected disk drives. A reset should be executed 
after each disk operation during which an error occurred. 


Input: AH = 00H 
DL= 0Oorl 
Output: Carry flag=0: Operation completed (AH=0) | 


Carry flag=1: Error (AH=error code) 


Remarks: The value in the DL register is unnecessary since all the disk drives 
- execute a reset. XT and AT models use this register to determine whether 
a reset should be performed on the disk drives or the hard disk. 


The following error codes can occur: 


01H: ~— Function number not permitted 
02H: Address not found — 
03H: Write attempt on write protected disk 
04H: Sector not found 
O8H: DMA overflow 
OOH: Data transmission beyond segment border 
10H: Read error 
— 20H: Error in disk controller — 
40H: Track not found 
80H: Time out error, unit not responding 


The contents of the BX, CX, DX, SI, DI, PB registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 


Interrupt 13H, function 01H BIOS 
Disk: Read status 


__ Reads the status of the disk drive since the last disk operation. 
Input: AH= 01H 


DL= 0 or 1 
Output: | Carry flag=0: Gperaticn completed (AH=0) 


| Carry flag=1: Error (AH=error code) 
Remarks: - ‘The value in the DL register is unnecessary, since disk drives constantly 


return their status. XT and AT models use this register to determine 
whether the Status of the hard disk should be checked. _ 
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The following error codes can occur: 


01H: Function number not permitted 

02H: Address not found | 

03H: Write attempt on write protected disk 
04H: Sector not found 

O8H: DMA overflow 

OOH: Data transmission beyond segment border 
10H: Read error 

20H: Error in disk controller 

40H: Track not found 

80H: Time out error, unit not responding 


The contents of the BX, CX, DX, SI, DI, PB registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 


Interrupt 13H, function 02H BIOS 
Disk: Read disk 


Input: 


Output: 


Remark: 
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Reads one or more disk sectors into a buffer. 


AH = 02H | 

AL= Number of sectors to be read 
BX= Offset address of buffer 

CH = Track number 

CL= Sector number 

DH = Disk side number (0 or 1) 
DL= Disk drive number 

ES = Buffer segment address 


Carry flag=0: Operation completed (AH=0) 
Carry flag=1: Error (AH=error code) 


The number of sectors to be read into the AL register is limited to sectors 
which logically follow each other on a track on one side of the disk. 
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The following error codes can occur: 


01H: Function number not permitted 

02H: Address not found 

03H: Write attempt on a write protected disk 
04H: Sector not found 

O8H: DMA overflow 

O9H: Data transmission over segment border 
10H: Read error 

20H: Error in disk controller 

40H: Track not found 

SOH: Time out error, drive not responding 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all the other 
registers may change. 


Interrupt 13H, function 03H BIOS 
Disk: Write to disk 


Writes one or more sectors to a disk. The data to be transmitted are taken from a 


buffer. 

Input: AH= 03H 
AL= Number of sectors to be written 
BX= Offset address of buffer 
CH= Track number : 
CL = Sector number 
DH = Disk side number (0 or 1) 
DL= Disk drive number 
ES = Buffer segment address 

Output: Carry flag=0: Operation completed (AH=0) 
Carry flag=1: Error (AH=error code) 

Remark: The number of sectors that can be written in the AL register is limited to 
sectors which logically follow each other on a track on one side of the 
disk. 


The following error codes can occur: 


O1H: Function number not permitted 

02H: Address not found 

03H: Write attempt on a write protected disk 
04H: Sector not found 
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O8H: DMA overflow | 
OOH: Data transmission over segment border 
10H: Read error 

20H: __ Error in disk controller 

40H: Track not found 

80H: Time out error, drive not responding 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 


Interrupt 13H, function 04H : : | BIOS 
Disk: Verify disk sectors 7 be 


Compares one or more sectors on disk with the data stored in a buffer. This can be 
used to verify that the data was properly saved to disk. | 


Input: - AH= 04H 
- AL= Number of sectors to be verified 
BX= Offset address of buffer 
CH = Track number 
CL = Sector number 
DH = Disk side number (0 or 1) 
DL= Disk drive number 
ES = Buffer segment address 


Output: Carry flag=0: Operation completed (AH=0) 
Carry flag=1: Error (AH=error code) _ 


Remarks: The number of sectors to be verified in the AL register is limited to 
sectors which logically follow each other on a track on one side of the 
disk. 


The following error codes can occur: 


01H: Function number not permitted 

02H: — Address not found 

03H: — Write attempt ona write protected disk 
04H: — Sector not found | : 
08H: DMAoverflow 

O9H: Data transmission over segment border 
10H: — Read error ee | 
20H: Error in disk controller 

40H: Track not found | | 
80H: Time out error, drive not responding 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 


___- registers are not affected by this function. The contents of all other 
- Weisiers may change. : 
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Interrupt 13H, function 05H = éi i eon BIOS 
Disk: Format track ce : 


Formats a complete track on one side of a disk. A buffer which contains 
information about the sectors to be formatted must be passed to the function. 


Input; AH = 05H i | 
_ AL = Number of sectors to be formatted 
-BX= Offset address of buffer 
CH= Track number 
DH = Disk side number (0 or 1) 
DL= Disk drive number 
ES = Buffer segment address 


Output: = —— Carry flag=0: Operation completed (AH=0) 
Carry flag=1: Error (AH=error code) 


Remark: The number of sectors to be formatted is limited to sectors which 
logically follow each other ona track on one side of the disk. 


The buffer passed in ES: BX contains an entry consisting of four 
consecutive bytes for every sector to be formatted. | 


Track number 

Page number 

Logical sector number 

Number of bytes in this sector: 
0: 128 bytes 7 
1: 256 bytes 
2: 512 bytes (PC standard) 
3: 1,024 bytes 
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The logical sector number increments continuously, t but may not be the 
same as the physical sector number. 


The following error codes can occur: 


01H: — Function number not permitted 

02H: Address not found 

03H: Write attempt on a write protected disk 
04H: —_ Sector not found 

O8H: DMA overflow 

09H: Data transmission over segment border 
10H: Read error | | 
20H: Error in disk controller 

40H: Track not found 

_ 80H: _. Time out error, drive not responding — 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all the other 
registers may change. 
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Interrupt 13H, function 15H ; _ 4 BIOS (AT only) 
Disk: Determine drive type 7 | 


Senses disk change and drive type. The AT supports both the standard 320/360K 
drives and the 1.2 megabyte drives. 


Input: AH= 15H 
DL= Disk drive number (0 or 1) 


Output: Carry flag=0: Operation completed (AH=unit type) 
AH=0: Device not present. 
AH=1: Unit does not recognize disk change 
AH=2: Unit recognizes disk change 
AH=3: Hard disk (see remarks below) 
Carry flag=1: Error 


Remark: The AT has a controller which selectively controls 2 disk drives and a 
hard disk, or one disk drive and 2 hard disks. In the latter case, the first 
hard disk has the number 1 and can be accessed with this function. 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 


Interrupt 13H, function 16H | BIOS (AT only) 
Disk: Media change 


Senses a disk change. The AT supports both the standard 320/360K drives and the 
1.2 megabyte drives. This function reads any disk change that may have occurred 
since the last disk access. 


Input: = 16H 
ge = Disk drive number (0 or 1) 


Output: AH=0: No disk change 
AH=6: Disk changed since last disk access 


Remarks: The contents of the BX, CX, DX, SI, DI, BP registers and the segment 


registers are not affected by this function. The contents of all other 
registers may change. 
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Interrupt 13H, function 17H | _ BIOS (AT only) 
Disk: Determine disk format . : : 


Determines the format of a disk. The AT's 1.2 megabyte disk drive can read both 
320/360K disks and 1.2 megabyte disks. While the BIOS can determine disk 
format during a read or write access, it first must be informed of the format. 
Function 23 must be called on the AT before you can call function 5 (format). 


Input: AH = 17H 


AL= Format 
AL=1: 320/360K format on 320/360K drive 
AL=2: 320/360K format on 1.2 megabyte drive 
AL=3: 1.2 megabyte format on 1.2 megabyte drive 


Output: Carry flag=0: Operation completed 
| Carry flag=1: Error 

Remark: The following error codes can occur: 
01H: Function number not permitted 
02H: Address not found — | 
03H: Write attempt on a write protected disk 
04H: = Sector not found 
08H: § DMA overflow 
O9H: Data transmission over segment border 
10H: Read error 
20H: Error in disk controller 
40H: Track not found . 
80H: Time out error, drive not responding 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 


735 


Appendix B: BIOS Interrupts and Functions PC System Programming 


Interrupt 13H, function 00H | 4 BIOS (XT and AT only) 
Hard disk: Reset : a | 


_ Resets the hard disk controller and any interfaced hard disk drives. A reset should be 
executed after every hard disk operation during which an error was reported. 


Input: AH= 00H 


DL= 80Hor81H 

Output: Carry flag=0: Operation completed (AH=0) 
Carry flag=1: Error (AH=error code) 

Remarks: The first hard disk drive is assigned the number 80H, the second is 
assigned the number 81H. 


The value in the DL register is unnecessary since all the hard disk drives 
execute a reset. XT and AT models use this register to determine whether 
a reset should be performed on the disk drives or on the hard disk. 


The following error codes can occur: 


01H: Addressed function or unit not available 
02H: Address not found 

04H: Sector not found 

OSH: Error on controller reset 

O7H: Error during controller initialization 
09H: DMA transmission error: Segment border exceeded 
OAH: Defective sector 

10H: Read error 

11H: Read error corrected by ECC | 

20H: Controller defect 

40H: Search operation failed 

80H: Time out, unit not responding 

AAH: Unitnotready 

CCH: Write error 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 


registers are not affected by this function. The contents of all other 
registers may Change. 


Interrupt 13H, ‘function 01H : . | BIOS (XT and AT only) 
Hard disk: Read disk status . Gee, _ 


Reads the status of the hard disk since the last hard disk operation. 


Input: AH = 01H 
DL= 80H or 81H 


Output: Carry flag=0: Operation completed (AH=0) 
Carry flag=1: Error (AH=error code) 
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Remarks: The first hard disk drive is assigned the number 80H, the ice iS 
assigned the number 81H. 


The value in the DL register is. unnecessary since the status is 
consistently returned for each disk drive. XT and AT models use this 
register to determine whether the status of the disk SFYES or hard disk 
should be checked. 3 


The following error codes can occur: 


O1H: Addressed function or unit not available _ 
02H: Address not found 
04H: Sector not found 
OSH: Error on controller reset | 

_ O7H: Error during controller initialization 
09H: = DMA transmission error: Segment border exceeded 
OAH: Defectivesector | 
10H: —— Readerror 
11H: Read error coneeied by EOC 
20H: Controller defect =~ 
40H: Search operation failed 
80H: — Time out, unit not responding 
AAH: Unitnotready 
CCH: Write error 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of the other 
registers may change. 


Interrupt 13H, function 02H BIOS (XT and AT only) | 
Hard disk: Read disk i | 


Reads one or more hard disk sectors into abate | 


Input: AH = 02H 
_ AL= Number of sectors to be read (1-128) 
_ BX= Offset address of buffer . 

CH = Cylinder number | 
CL= Sector number 
DH = Read/write head number 

- DL= Hard disk number (80H or 81H) © 
ES = Buffer segment address 


Output: Carry flag=0: Operation completed (AH=0) — 
| Carry flag=1: Error (AH=error code) 
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Remarks: The first hard disk drive is assigned the number 80H, the second is 
assigned the number 81H. 


Since the eight bits of the CH register can address only 256 cylinders at a 
time, bits 6 and 7 of the CL register (sector number) form bits 8 and 9 of 
the cylinder number, which enables the addressing of up to 1,023 
cylinders at a time. 


If several sectors are being read and the system reaches the last sector of a 
cylinder, reading continues at the first sector of the next cylinder of the 
next read/write head. If the system reaches the last read/write head, reading 
continues on the first sector of the following cylinder on the first 
read/write head. 


The following error codes can occur: 


01H: Addressed function or unit not available 
02H: Address not found 

04H: Sector not found 

OSH: Error on controller reset 

07H: Error during controller initialization 
O9H: DMA transmission error: Segment border exceeded 
OAH: Defective sector 

10H: Read error 

11H: Read error corrected by ECC 

20H: Controller defect 

40H: Search operation failed 

80H: Time out, unit not responding 

AAH: Unit not ready 

CCH: Write error 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 


Interrupt 13H, function 03H BIOS (XT and AT only) 
Hard disk: Write to disk 


Writes one or more sectors to the hard disk. The data to be transmitted are taken 
from a buffer in the calling program. 


Input: AH= 03H 
AL= Number of sectors to be written (1-128) 
BX= Offset address of buffer 
CH = Cylinder number 
CL= Sector number 
DH = Read/write head number 
DL= Hard disk number (80H or 81H) 
ES = Buffer segment address 
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Output: Carry flag=0: Operation completed (AH=0) 

Carry flag=1: Error (AH=error code) 
Remarks: The first hard disk drive is assigned the number 80H, the second is 


assigned the number 81H. 


Since the eight bits of the CH register can address only 256 cylinders at a 
time, bits 6 and 7 of the CL register (sector number) form bits 8 and 9 of 
the cylinder number, enabling the addressing of up to 1,023 cylinders at a 
time. 


If several sectors are being written and the system reaches the last sector 
of a cylinder, writing continues at the first sector of the next cylinder of 
the next read/write head. If the system reaches the last read/write head, 
writing continues on the first sector of the following cylinder on the first 


read/write head. 
The following error codes can occur: 


01H: Addressed function or unit not available 
02H: Address not found 

04H: Sector not found 

OSH: Error on controller reset 

07H: Error during controller initialization 
09H: DMA transmission error: Segment border exceeded 
OAH: Defective sector | 

10H: Read error 

11H: Read error corrected by ECC 

20H: Controller defect 

40H: Search operation failed 

80H: Time out, unit not responding 

AAH: Unit not ready 

CCH: Write error 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 


registers are not affected by this function. The contents of all other 
registers may change. 
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Interrupt 13H, function 04H — _ : BIOS (XT and AT only) 
Hard disk: Verify disk sector | | 


Verifies one or more sectors of a hard disk. Unlike the corresponding floppy disk 

function, the data on the hard disk are not compared with the data in memory. 
During data storage, four check bytes are stored for every sector; these check bytes 
venlly the contents of a sector. 


Input: | AH= 04H 
AL= Number of sectors to be verified (1-128) 
BX= Offset address of buffer 
CH = Cylinder number 
CL= Sector number 
DH = Read/write head number 
DL= Hard disk number (80H or 8 1H) 
ES = Buffer segment address 


Output: Carry flag=0: Operation completed (AH=0) 
| Carry flag=1: Error (AH=error code) 
Remarks: The first hard disk drive is assigned the number 80H, the second is 
assigned the number 81H. 


Since the eight bits of the CH register can only address 256 cylinders at a 
time, bits 6 and 7 of the CL register (sector number) form bits 8 and 9 of 
the cylinder number, which enables the addressing of up to 1,023 
cylinders at a time. 


If several sectors are being verified and the system reaches the last sector 
of a cylinder, verification continues at the first sector of the next cylinder 
of the next read/write head. If the system reaches the last read/write head, 
verification continues on the first sector of the following cylinder on the 
first read/write head. 


The following error codes can occur: 


O1H: Addressed function or unit not available 
02H: Address not found 

04H: Sector not found 

OSH: Error on controller reset _ 

07H: Error during controller initialization 7 
_O9H: DMA transmission error: Segment border exceeded 
OAH: Defective sector 

10H: Read error 

11H: Read error corrected by ECC 

20H: — Controller defect 

40H: Search operation failed 

80H: Time out, unit not responding 

AAAH: Unit notready | 

CCH: Write error 
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_ The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 


Interrupt 13H, function 05H BIOS (XT and AT only) 
Hard disk: Format cylinder : 


Formats a complete cylinder (17 sectors) of a hard disk. A buffer, which contains 
information about the sectors to be formatted, must be passed to the function. - 


Input: AH = 05H 
AL= 17 
BX= Offset address of buffer 
CH = Cylinder number 
CL= 1 
DH = Read/write head number co 
DL= Hard disk number (80H or 81H) 
ES = Buffer segment address 


Output: Carry flag=0: Operation completed (AH=0) 
: Carry flag=1: Error (AH=error code) 


Remarks: The first hard disk drive is ssugned the number 80H, the second is 
a assigned the number 81H. 


| Since the eight bits of the CH register can only address 256 cylinders ata 
time, bits 6 and 7 of the CL register (sector number) form bits 8 and 9 of 
the cylinder number, which enables the eder sane of up to 1 023 
: cylinders at atime. 


Since a complete cylinder is always jointed the first sector to be 
formatted in the CL register is always sector 1. For the same reason the 
number of sectors to be formatted in the AL register is always 17, since 
the average hard disk operates with 17 sectors per cylinder. 


The buffer, whose address is passed in ES:BX, must always be at least 
512 bytes long. Only the first 34 bytes of this buffer are used for 
formatting the 17 sectors of a cylinder. Two succeeding bytes contain 
information about the corresponding physical sector. Before the function 
call, the first byte isn't significant. After the function call the first byte 
indicates whether or not the sector could be formatted (00H) or (80H). The 
second byte returns the logical sector number of the physical sector and 
must be placed in the buffer by calling the program before the function 
call. 
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The following error codes can occur: 


O1H: Addressed function or unit not available 
02H: Address not found 

04H: Sector not found 

OSH: Error on controller reset 

07H: Error during controller initialization 
O9H: DMaA transmission error: Segment border exceeded 
OAH: Defective sector 

10H: Read error 

11H: Read error corrected by ECC 

20H: Controller defect 

40H: Search operation failed _ 

SOH: Time out, unit not responding 

AAH: Unit not ready 

CCH: Write error 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 


Interrupt 13H, function 08H | BIOS (XT and AT only) 
Hard disk: Check format | 


Input: 


Output: 


Remarks: 
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Conveys the formatting information found on the hard disk. 


AH = 08H 

CH = Cylinder number 

CL = Sector number 

DH = Read/write head number (0=first head) 
DL= Hard disk number 


Carry flag=0: Operation completed (AH=0) 
Carry flag=1: Error (AH=error code) 


The first hard disk drive is assigned the number 80H, the second is 
assigned the number 81H. 


Since the eight bits of the CH register can address only 256 cylinders at a 
time, bits 6 and 7 of the CL register (sector number) form bits 8 and 9 of 
the cylinder number, enabling the addressing of up to 1,023 cylinders at a. 
time. 


The total capacity of the hard disk unit in bytes can be calculated with the 
following formula: 


Capacity = Heads * Cylinders * Sectors * 512 
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Interrupt 13H, function 09H 


The following error codes can occur: 


: Addressed function or unit not available 


Address not found 
Sector not found 


_ Error on controller reset 
Error during controller initialization 


DMA transmission error: r: Segment bordkz exceeded 
Defective sector 7 

Read error 

Read error corrected by ECC 

Controller defect 7 

Search operation failed 


Time out, unit not responding 


Unit not ready — 
Write error 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. | 


BIOS (XT and AT only) 


Hard disk: Adapt to foreign drives 


Input: 


Output: 


Remarks: 


AH= 09H 


Interfaces other hard disk drives for access through BIOS functions. 


DL= Number of hard disk to be interfaced (80H or 81H) 


Carry flag=0: Operation completed (AH=0) 
Carry flag=1: Error (AT setOr code) 


The first hard disk drive is asegned the number 80H, the second is 
assigned the number 81H. 


BIOS takes the information about the hard ae drive to be interfaced 
(number of units, read/write heads, etc.) from a table. The address of this 
table for the hard disk unit numbered 80H is stored in interrupt vector | 


41H, and the unit numbered Sin 1S stored 1 in alas 46H. 


The following error codes can occur: 


Addressed function or unit not available : 
Address not found — 

Sector not found | 

Error on controller reset : 

Error during controller initialization 

DMA transmission error: Seeman border exceeded 


- Defective sector — 


Read error : 
Read error corrected by ECC 
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20H: — Controller defect | 

40H: __ Search operation failed — 

80H: Time out, unit not responding 
AAH: Unit not ready | 
CCH: Writeerror 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contenis of all other 
registers may change. 


Interrupt 13H, function 0AH | BIOS (XT and AT only) 
Hard disk: Extended read 7 


Reads one or more sectors from the hard disk drive into a buffer. Besides the actual 


512 bytes stored in the sector, the function also reads the four check bytes (ECC). 


Input: 


Output: 


Remarks: 
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AH= OAH 

AL= Number of sectors to be read (1-127) 
BX= Offset address of buffer 

CH = Cylinder number 


. CL= Sector number 


DH = Read/write head number 
DL= Hard disk number (80H or 81H) 
ES = Buffer segment address 


Carry flag=0: Operation completed (AH=0) 
Carry flag=1: Error (AH=error code) 


The first hard disk drive is assigned the number 80H, the second is 
assigned the number 81H. 


Normally the controller computes the four check bytes. Here the buffer 
reads the information direct. 


_ Since the eight bits of the CH register can only address 256 eae ata 


time, bits 6 and 7 of the CL register (sector number) form bits 8 and 9 of 
the cylinder number, eae the addressing of up to 1,023 cylinders at a 
time. — 


If several sectors are being read and the ‘bea reaches the last sector of a 
cylinder, reading continues at the first sector of the next cylinder of the 


___ next read/write head. If the system reaches the last read/write head, reading 
continues on the first sector of the following cylinder on the first 
read/write head. | | 


" The following error codes can occur: 


01H: Addressed function or unit not available | 


02H: — Address not found - 


04H: Sector not found 
OSH: Error on controller reset 
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07H: Error during controller initialization — 
OOH: DMA transmission error: Segment border exceeded 
OAH: Defective Sector 
10H: Read error : 
11H: Read error csiecied by ECC 
_ 20H: Controller defect 
40H: Search operation failed 
80H: = Time out, unit not responding — 
AAH: Unit not ready 
CCH: Write error 
The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
Teeter may change. | fe Batik: 
satertuet 13H, function 0BH | BIOS (XT and AT only) 


Hard disk: Extended write 


Input: 


Output: a 


Writes one or more sectors to the hard disk drive. Besides the actual 512 bytes 
stored in a sector, four check bytes (ECC) stored at the end of every sector are 
transmitted from the buffer. | : 


AH= O0BH 

AL= Number of sectors to be ‘ead (127) 
BX= Offset address of buffer 

CH= Cylinder number _ 

CL= Sectornumber _ 

DH = Read/write head number - 

DL= Hard disk number (80H or 81H) — 
ES = Buffer segment address 


Carry flag=0: Operation completed (AH=0) 
Carry flag=1: Error a code) 


"Merwe fice hard disk’ drive is assigned the number 80H, the second is 
| assigned the number 81H. | 7 


Normally the controller calculates the four check bytes Here the system 


| reads them direct from the buffer. | 
Since the eight bits of the CH register can only address 256 cylinders at a 


time, bits 6 and 7 of the CL register (sector number) form bits 8 and 9 of 


the cylinder number, enabling the addressing of up to 1,023 cylinders at a 


time. 


If several sectors are being written and the system reaches the last sector 


of a cylinder, writing continues at the first sector of the next cylinder of 


the next read/write head. If the system reaches the last read/write head, 


writing ous on the first sector of the following cylinder on the first 
read/write head. | 
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Interrupt 13H, function 0DH 


The following error codes can occur: 


Addressed function or unit not available 
Address not found 

Sector not found 

Error on controller reset 

Error during controller initialization 
DMA transmission error: Segment border exceeded 
Defective sector 

Read exror 

Read error corrected by ECC 

Controller defect 

Search operation failed 

Time out, unit not responding 

Unit not ready 

Write error 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 


Hard disk: Reset 


BIOS (XT and AT only) 


Resets the hard disk controller and any interfaced hard disk drives. A reset should be 
executed after every hard disk operation during which an error was reported. 


Input: 
Output: 


Remarks: 
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AH= 0DH 


DL= Hard disk drive number (80H or 81H) 


Carry flag=0: Operation completed (AH=0) 
Carry flag=1: Error (AH=error code) 


The value in the DL register is unnecessary since all the hard disk drives 
execute a reset. XT and AT models use this register to determine whether 
a reset should be performed on the disk drives or on the hard disk. 


This function is identical to function 0 listed above. 


The first hard disk drive is assigned the number 80H, the second is 
assigned the number 81H. 


The following error codes can occur: 


Addressed function or unit not available 

Address not found 

Sector not found 

Error on controller reset 

Error during controller initialization 

DMA transmission error: Segment border exceeded 
Defective sector 
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20H: Controller defect 
40H: Search operation failed 
80H: Time out, unit not responding 
AAH: Unit not ready 
CCH: Write error 
The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 
Interrupt 13H, function 10H BIOS (XT and AT only) 


Hard disk: Drive ready? 


Determines if the drive is ready (i.e., the last operation has been completed and the 
drive can perform the next task). 


Input: — AH = 10H 


DL= Hard disk drive number (80H or 81H) 


Output: Carry flag=0: Drive ready (AH=0) 
Carry flag=1: Error (AH=error code) 


Remarks: The first hard disk drive is assigned the number 80H, the second is 
assigned the number 81H. 


The following error codes can occur: 


O1H: 
02H: 
O4H: 
O5H: 
07H: 
OOH: 
OAH: 
10H: 
11H: 
20H: 
40H: 
80H: 


AAH: 
CCH: 


Addressed function or unit not available 
Address not found 

Sector not found 

Error on controller reset 

Error during controller initialization 
DMA transmission error: Segment border exceeded 
Defective sector 

Read error 

Read error corrected by ECC 

Controller defect 

Search operation failed 

Time out, unit not responding 

Unit not ready 

Write error 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 


7147 


Appendix B: BIOS Interrupts and Functions PC System Programming 


Interrupt 13H, function 11H - BIOS (XT and AT only) 
Hard disk: Recalibrate drive — | 


Recalibrates hard disk after an error occurs, especially after a read or write error. 
Input: AH = 11H 


DL= Hard disk drive number (80H or 81H) 

Output: | Carry flag=0: Operation completed (AH=0) 
Carry flag=1: Error (AH=error code) 

Remarks: The first hard disk drive is assigned the number 80H, the second is 
assigned the number 81H. 


The following error codes can occur: 


01H: Addressed function or unit not available 
02H: Address not found 
04H: Sector not found 
OSH: Error on controller reset 
07H: Error during controller initialization 
OSH: DMA transmission error: Segment border exceeded 
OAH: Defective sector 
10H: Read error 
11H: Read error corrected by ECC 
20H: Controller defect 
40H: Search operation failed 
— 80H: Time out, unit not responding 
AAH: Unit not ready 
CCH: Write error 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 


registers are not affected by this function. The contents of all on 
registers may change. 


Interrupt 13H, function 14H BIOS (XT and AT only) 
Hard disk: Controller diagnostic | 


Initializes an internal diagnostic test ofthe hard dis controller. 


Input: 8 AH= 14H 
DL = Hard disk drive number (80H or 81H) 
Output: Carry flag=0: Operation completed (AH=0) 
| Carry flag=1: Error (AH=error code) 
Remarks: The first hard disk drive is assigned the number 80H, the second is 
assigned the number 81H. 
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The following error codes can occur: 
01H: Addressed function or unit not available 
02H: Address not found 
04H: Sector not found 
OSH: Error on controller reset 
07H: Error during controller initialization 
O9H: DMaA transmission error: Segment border exceeded 
OAH: Defective sector 
10H: Read error | 
11H: Read error corrected by ECC 
20H: Controller defect | 
40H: Search operation failed — 
80H: Time out, unit not responding 
AAH: Unit notready — 
CCH: Write error 
The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
feeieicts may change. 
Interrupt 13H, function 15H an eae, ae _ BIOS (AT only) 


Hard disk: Determine drive type 


Input: 


Output: 


Remarks: 


Determines whether or not the computer hardware assigned numbers 80H and 81H 
are hard disk drives. The AT contains a controller capable of controlling both hard 
disks and disk drives. This controller can manage either two disk drives and one 
hard disk, or one disk drive and two hard disks. 


= 15H 


ey a Hard disk drive number (80H or 81H) 


Carry flag=0: Operation completed (AH=drive eee. 
0: Equipment not available 
~ 1: Drive does not recognize disk change 
2: Drive recognizes disk change 
3: Hard disk unit 
Carry flag=1: Error (AH=error code) 


The first hard disk drive is sae cee the number 80H, the second is 
assigned the number 81H. | 


The contents of the BX, CX, 1 DX, SI, DI, BP registers and the segment 


registers are not affected by this function. The contents of all other 
registers may change. 
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Interrupt 14H, function 00H BIOS 
Serial port: Initialize | ~ 


Initializes and configures a serial port. This configuration includes parameters for 
word length, baud rate, parity and stop bits. 


Input: AH = 00H 
' DX= Number of serial port (O=first serial port, 1=second serial port) 

AL= Configuration parameters 

Bits 0-1: | Word length 
10(b) = 7 bits 
11(b) = 8 bits 

Bit 2: Number of stop bits 
00(b) = 1 stop bit 
01(b) = 2 stop bits 

Bits 3-4: Parity 
0O0(b) = none 
01(b) = odd 
11(b) = even 

Bits 5-7: Baud rate 
000(b) = 110 baud 
001(b) = 150 baud 
010(b) = 300 baud 
011(b) = 600 baud 
100(b) = 1200 baud 
101(b) = 2400 baud 
110(b) = 4800 baud 
111(b) = 9600 baud 


Output: — AH = Serial port status 
2 Bit 0: Dataready _ 
Bit 1: Overrun error 
Bit 2: Parity error 
Bit 3: Framing error 
Bit 4: Break discovered 
Bit 5: Transmission hold register empty 
Bit 6: Transmission shift register empty 
Bit 7: Time out 
AL= Modem status 
Bit 0: Modem ready to send status change. 
Bit 1: Modem on status change | 
Bit 2: Telephone ringing status change 
Bit 3: Connection to receiver status change 
Bit 4: Modem ready to send _ 
Bit 5: Modem on | 
Bit 6: Telephone ringing 
Bit 7: Connection to receiver modem 


Remarks: | The contents of the BX, CX, DX, SI, DI, BP registers and the segment 


_ registers are not affected by this function. The contents of all the other 
registers may change. 
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Interrupt 14H, function 01H eS BIOS 
Serial port: Send character , | sytins Se 


Sends a character to the serial port. 


Input: AH= 01H 
DX = Number of serial port (O=first serial port, 1=second serial port) 
AL = Charactercodetobesent 


Output: AH: Bit 7 = 0: Character transmitted 
| Bit 7 = 1: Error 

Bit 0-6: Serial port status 
Bit 0: Data ready 
Bit 1: Overrun error 
Bit 2: Parity error 

_ Bit 3: Framing error 

Bit 4: Break discovered 
Bit 5: Transmission hold register empty 
Bit 6: Transmission shift register empty 


Remarks: ‘The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may ee gin 

Interrupt 14H, function 02H oe aoe | BIOS 


Serial port: Read character 


Receives a hase: from the serial port, 


Input: 7 AH= 02H 
Dx = > Number of serial port ven serial port, 1=second serial port) 


Output: AH: Bit 7 = 0: Character received: 

AL = Character received , 

Bit 7 = 1: Error: 

Bit 0-6: Serial port status: 
Bit 0: Dataready 
Bit 1: Overrun error | 
Bit 2: Parity error 
Bit 3: Framing error 
Bit 4: Break discovered — 
Bit 5: Transmission hold register empty 
Bit 6: Transmission shift register empty — 


Remarks: This function should only be called if function 3 has determined that a 
| | character i is ready for id ope 


The contents of the BX, CX, DX, SI, DI, BP registers and the aces 
-‘Tegisters are not affected by this function. The contents of all other 
: registers may change. 
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Interrupt 14H, function 03H ny: 3 | BIOS 
Serial port: Read status | . , 


_ Reads the status of the serial port. 


Input: — AH= 03H 
DX = Number of the serial port (the first serial port has the number (0) 


Output: AH = Serial port status 
Bit0: Dataready 
Bit 1: Overrun error 
Bit 2: ‘Parity error 
Bit 3: Framing error 
Bit 4: Break discovered 
Bit 5: Transmission hold register empty 
Bit 6: Transmission shift register empty 
AL= Modem status: 
Bit 0: Modem ready to send status change 
Bit 1: Modem on status change 
Bit 2: Telephone ringing status change ~ 
Bit 3: | Connection to receiver status cuange 
Bit 4: |§ Modem ready to send 
Bit 5: Modem on 
Bit 6: Telephone ringing — 
Bit 7: Connection to receiver modem 


Remarks: This function should always be called before calling function 2 (read 
character). 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 


Interrupt 15H, function 83H a, BIOS (AT only) 
Cassette interrupt: Set flag after time interval 


Sets bit 7 of a flag to 1 after a certain amount of time in microseconds elapses. 
Input: AH= 83H a _ | 
ES = Segment address of the flag 
BX= Offset address of the flag 


CX = High word of elapsed time in microseconds 
DX = Low word of elapsed time in microseconds 


Output: No output 
Remarks: - A microsecond is a millionth of a second. 
The contents of the BX, SI, DI, BP registers and the segment registers are 


not affected by this function. The contents of all other registers may 
change. 
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Interrupt 15H, function 84H, sub-function 0 — BIOS (AT only) 
Cassette interrupt: Read joystick switch settings aaet ne one 


Reads the status of switches on joysticks interfaced to a PC, if game ports and 


joysticks are present. 
‘Input: AH= 84H 
DX=0 | 
Output: Carry flag=1: No game port connected 


Carry flag=0: Game port present: 

AL = Switch settings: 
Bit 7=1: First joystick's first switch enabled 
Bit 6=1: First joystick's second switch enabled 
Bit 5=1: Second joystick's first switch enabled 
Bit 4=1: Second joystick's second switch enabled 


Remarks: Sub-function 1 reads the joystick position(s). 


The contents of the BX, CX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 


Interrupt 15H, function 84H, sub-function 1 - BIOS (AT only) 
Cassette interrupt: Read joystick position ) 


Reads the positions of joysticks interfaced to a PC if game ports and joysticks are 


present. 
Input: | AH = &H 
DX= 1 


Output: Carry flag=1: No game port connected 
Carry flag=0: Game port present: . 
AX = X-position of first joystick © 
BX = Y-position of first joystick 
CX = X-position of second joystick 
DX = Y-position of second joystick 


Remarks: Sub-function 0 reads the joystick switch status. 


The contents of the SI, DI, BP registers and the segment registers are not 
affected by this function. The contents of all other registers may change. 
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Interrupt 15H, function 85H BIOS (AT only) 
Cassette interrupt: <Sys Req> key activated 7 


Responds to pressure or release of the <Sys Req> ms The keyboard routine calls 
this function. 


Input: AH= 85H 
AL= 0: <Sys Req> key depressed 
AL = 1: <Sys Req> key released 


Output: No output 

Remarks: This function acts as an intermediary for application programs, so that the 
application program will respond appropriately when the user presses the 
<Sys Reg> key. 

Interrupt 15H, function 86H | BIOS (AT only) 


Cassette interrupt: Wait 
Returns control to the calling program after a certain amount of time has elapsed. 


Input: AH= 86H 
CX = High word of pause time in microseconds 
DX = Low word of pause time in microseconds 


Output: No output 
Remarks: A microsecond is a millionth of a second. 


The contents of the BX, SI, DI, BP registers and the segment registers are 
not affected by this function. The contents of all other registers may 
change. 


Interrupt 15H, function 87H | BIOS (AT only) 
Cassette interrupt: Move memory areas 


Moves areas of RAM from below the 1 megabyte limit to the range above the 1 
megabyte limit, and from above the 1 megabyte limit to below the 1 veer 
limit. 


Input: AH= 87H 
CX = Number of words to move 
ES = Segment address of global descriptor table 
SI= Offset address of global descriptor table 


Output: Carry flag=0: No error 
Carry flag=1: Error: 
AH=1: RAM parity error 
AH=2: Incorrect GDT on function call 
AH=3: Protected mode could not be initialized 
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Remarks: _ See Section 7.10.1 for more information about the global descriptor table 
(GDT). 


Only words can be transferred; individual bytes cannot be transferred. 


Maximum amount of memory allowed in a transfer is 64K. The value in 
the CX register cannot exceed 8000H. 


All interrupts are disabled during the memory block move. 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 


Interrupt 15H, function 88H BIOS (AT only) 
Cassette interrupt: Determine memory size beyond 1 megabyte 


Determines the amount of memory installed beyond the 1 megabyte limit. 


Input: AH = 88H 


Output: AX= Memory size 
Remarks: The value in the AX register represents memory in kilobytes (K). 


Memory size below the 1 megabyte limit can be determined using 
interrupt 12H. 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
_ registers are not affected by this function. The contents of all other 
registers may change. 


Interrupt 15H, function 89H BIOS (AT only) 
Cassette interrupt: Switch to virtual mode 


Switches the 80286 processor to virtual mode. 


Input: AH= 89H 
Output: No output 
Remarks: This function should be called only if you know how virtual mode 


operates. Improper use of this function can easily lead to a system crash. 
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Interrupt 16H, function 00H os | BIOS 
Keyboard: Read character 7 ' 


Reads a character from the keyboard buffer. If the buffer doesn't contain a character, 
the function waits until a character is entered. Then the character is read and 


removed from the keyboard buffer. 
Input: AH= 00H 
Output: AL= 0: Extended key code: 


AH = Extended key code 
AL>1: Normal key activated: 

AL = ASCII code of key 

AH = Scan code of key 


Remarks: ASCII code definition occurs independent of the keyboard. Scan codes 
: apply only to the type of keyboard attached to the PC. See Appendix J for 
a list of ASCII codes and Section 7.11 for a list of extended key codes. 


The contents of the BX, CX, DX, SI, DIL, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 


Interrupt 16H, function 01H BIOS 
Keyboard: Read keyboard for character 


_ Reads the keyboard buffer for a character ae to be entered. If a character is 
available, the function passes the character to the calling function. The character 
remains in the keyboard buffer and can be re-read when a program calls either 
function 0 (see above) or function 1. The function returns to the ee program 


immediately after the call. 
Input: AH= 01H 
Output: Zer0 flag = 1: No character in the keyboard buffer 


Zero flag = 0: Character available in ee pasha 
AL = 0: Extended key code: 

AH = Extended key code 
AL>1: Normal key: 

AL = ASCII code of the key | 

AH = Scan code of the key 


Remarks: ASCII code definition occurs independent of the keyboard. Scan codes 
only apply to the type of keyboard attached to the PC. See Appendix J for 
a list of ASCII codes and Section 7.11 for a list of extended key codes. 


The contents of the CX, DX, SI, DI, BP registers and the segment 


registers are not affected by this function. The contents of all other 
registers may change. 
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Interrupt 16H, function 02H sae A i BIOS 
Keyboard: Read keyboard status oe ee 


| ; Reads and returns the status of certain control keys and various keyboard modes. 
Input: AH = 02H | | 
Output: AL= Keyboard status 


H=ALT key pressed | 
M=CAPS LOCK on | 


Keyboard status 
Remarks: The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
: registers are not affected by this function. The contents of all other 
registers may change. | : oe 
Interrupt 17H, function 00H 7 : BIOS 


Printer: Write character 


Writes a character to one of the printers interfaced to the PC. 


Input: AH= 00H — we am a 
AL= Character code to be printed 
DX = Printer number - 


Output: AH = Printer status: 

Bit O=1: Time out error 
Bit 1: Unused 
Bit 2: Unused | 

- Bit 3=1: Transfer error 
Bit 4=0: Printer offline 

~ Bit 4=1:-Printer online — 
Bit 5=1: Printer out of paper 
Bit 6=1: Receive mode selected 
Bit 7=0: Printer busy | 


~~ 
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Remarks: Parallel port LPT1 is assigned the number 0, parallel port LPT2 is 
assigned the number 1 and parallel port LPT3 is assigned the number 2. 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 


Interrupt 17H, function 01H | BIOS 
Printer: Initialize printer 


| Initializes the printer interfaced to the PC. This function should be executed before 
executing function 0 (see anaye): 


Input: | AH= 01H | 
-. DX = Printer number | 
Output: | AH = Printer status 
Remarks: Parallel port LPT1 is assigned the number 0, parallel port LPT2 is 


assigned the number 1 and parallel port LPT3 is assigned the number 2. 
The contents of the BX, CX, DX, SI, DI, BP registers and the segment 


registers are not affected by this function. The contents of all other 
registers may change. 


Interrupt 17H, function 02H | | BIOS 
Printer: Read printer status 


Returns the status of the printer interfaced to the PC. 


Input: AH = 02H 
DX = Printer number 
Output: AH = Printer status | | 
Remarks: 7 Parallel port LPT1 is assigned the number 0, parallel port LPT2 is 


assigned the number 1 and parallel port LPT3 is assigned the number 2. _ 
The contents of the BX, CX, DX, SI, DI, BP registers and the segment 


registers are not affected by this function. The contents of all other 
registers may pe 
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Interrupt 18H fee. oe | ote, | BIOS 
Call ROM BASIC ye | : 


Accesses BASIC in ROM if a sysiem disk ¢ cannot be found during the system 


- bootstrap process. 
Input: No input 
Output: No output | 
Remarks: Very few PCs or compatibles have built-in ROM BASIC (this is a | 


_ throwback from the early days of the PC). If a PC doesn't have ROM 
BASIC, interrupt 18H returns the system to the calling program. 
However, if the PC does has ROM BASIC, interrupt 18H calls BASIC. 
In most cases, the only way to return to DOS is by warm-starting the 
computer (pressing the <Ctrl><Alt><Delete> keys) or turning the 
computer off and on again. Some versions of ROM BASIC allow an exit 
to DOS by entering the SYSTEM command from BASIC. 


Interrupt 19H as - : BIOS 
Boot process | | | 7 
Boots the computer. 
Input: No input 
Output: | No output 
Remarks: _—~Pressing the <Curl><Alt><Delete> keys invokes this interrupt from the 
keyboard. 
Interrupt 1AH, function 00H | BIOS 


Date and time: Read clock count 


Reads the current clock count. The clock count increments 18.2 times per second. 
This calculates the time elapsed since the coms was ayer on. | 


Input: | AH = 00H 


Output: CX = High word of the clock count 

| DX = Low word of the clock count _ 
AL= 0: Less than 24 hours have elapsed since the last reading 
AL<>0: More than 24 hours have elapsed since the last reading 
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Remarks:  _—‘ The AT, which has a battery powered realtime clock, sets the clock count 
to the current time when the computer boots. PCs (which don't have 
realtime clocks) set the counter to 0 during booting. 


The contents of the BX, CX, DX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other regis- 
ters may change. 


Interrupt 1AH, function 01H : ; BIOS 
Date and time: Set clock count 


Sets the contents of the current clock count, which increments 18.2 times per 
second. This calculates the time elapsed since the computer was switched on 1 and 
sets the current time through this function. 


Input: — AH= OI1H 
| CX = High word of clock count 
DX = Low word of clock count ‘ 
Output: No output \ 


Remarks: The AT, which has a battery powered realtime clock, sets the clock count 
to the current time when the computer boots. PCs (which don't have 
realtime clocks) set the counter to 0 during booting. PC owners should 
use this function to set the current time. 


The contents of the AX, BX, CX, DX, SI, DI, BP registers and the 
segment registers are not affected by this function. The contents of all 
other registers may change. 


Interrupt 1AH, function 02H BIOS (AT only) 
Date and time: Read realtime clock | 


Reads the time from the realtime clock. 


Input: AH= 02H 

Output: | Carry flag = 0: O.K.: 
CH= Hours 
CL= Minutes 
DH = Seconds 


Carry flag = 1: Dead clock battery 
Remarks: All time readings appear in BCD format. 
The contents of the BX, SI, DI, BP registers and the segment registers are 


not affected by this function. The contents of all other registers may 
change. 


760 


Abacus Appendix B: BIOS Interrupts and Functions 


‘Interrupt 1AH, function 03H BIOS (AT only) 
Date and time: Set realtime clock 


Sets the time on the realtime clock. 


Input: AH= 03H 
CH= Hours 
CL= Minutes 
DH = Seconds 
DL= 1: Daylight Saving Time 
DL= 0: Standard Time 


Output: » No output © 
Remarks: —— All time settings must be in BCD format. | 
The contents of the BX, SI, DI, BP registers and the segment registers are 


not affected by this function. The contents of all other registers may 
change. 


Interrupt 1AH, function 04H BIOS (AT ae 
Date and time: Read date from realtime clock © | 


Reads the current date from the realtime Clock. 


Input: | oe AH = 04H 
Output: — Carry flag = 0: O.K.: 
| CH = oon (19 or 20) 
DH = an 
DL= Day 


Carry flag = 1: Dead clock battery 
Remarks: | All date readings appear in BCD format. 
ae The contents of the BX, SI, DI, BP registers and the segment registers are 


not affected by this function. ne contents of all other registers may 
change. 
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Interrupt 1AH, function 05H BIOS (AT only) 
Date and time: Set date in realtime clock 


Sets the current date in the realtime clock. 


Input: AH= 05H 
CH= Century (19 or 20) 
CL= Year. 
DH = Month 
DL= Day 
Output: No output 
Remarks: All date settings must be in BCD format. 


The contents of the BX, CX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 


Interrupt 1AH, function 06H BIOS (AT only) 
Date and time: Set alarm time 


Sets alarm time for the current day. The alarm time triggers interrupt 4AH. 


Input: AH = 06H 
CH = Hours 
CL= Minutes 
DH = Seconds 
Output: Carry flag=0: OK. 


Carry flag=1: Dead clock battery or programmed alarm time. 
Remarks: All alarm settings must be in BCD format. 


During booting, interrupt 4AH points to an IRET command. If this 
interrupt doesn't point to a particular routine responding to the alarm, 
nothing will happen once the alarm time is reached. 


Only one alarm time can be active at a time. If another alarm setting 
already exists, you must first delete it by using interrupt 26—-1AH, 
function 7 (see below). 


The contents of the BX, CX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 
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Interrupt 1AH, function 07H BIOS (AT only) 
Date and time: Reset alarm time 


Clears an existing alarm setting created by using function 06H above. 
Input: AH= 07H 
Output: No output 


Remarks: This function must be called when you want to change an alarm setting. 
Reset the alarm, then use function 06H to set the new alarm time. © 


The contents of the BX, CX, SI, DI, BP registers and the segment 
registers are not affected by this function. The contents of all other 
registers may change. 


Interrupt 1BH © BIOS/DOS 
Keyboard: <Break> key pressed 


Records the occurrence of a <Ctrl><Break> key combination and triggers interrupt 
1BH. During the system boot, BIOS sets interrupt 1BH to an IRET command in 
order to prevent any reaction. 


This routine sets a flag to indicate that the user has pressed <Ctrl><Break>. 
Following the execution of one of the DOS functions, this flag is tested for 
character input or output. If the system encounters <Ctrl><Break>, the current 
program stops. In addition, when a batch file is in process, the program asks 
whether the batch file should be continued or terminated. 


Pressing <Ctrl><C> doesn't activate the interrupt. This key combination forces 
DOS to end the currently executing program. However, the DOS functions for 
character input/output search for this key combination. 


To prevent termination of an application program, this interrupt can also be 
pointed to a user routine by pressing <Break> or <Ctrl><Break>. 


Input: No input 
Output: | No output 


Remarks: Before returning control to the calling program, this interrupt must 
restore all registers to their previous values. 7 
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Interrupt 1CH . ee oe ae Pee Gs aad BIOS 
Periodic interrupt . | 


The timer IC calls interrupt 8H approximately 18.2 times per second. After ending 
its task, it calls interrupt 1CH in order to allow an application program access to 
the signals from the timer IC. During booting, BIOS initializes the interrupt 
vector of interrupt 1CH so that it points to an IRET command, which prevents 

any response if the interrupt is called. For example, this interrupt can 1 be ‘pounted to 
a user routine to create a constant display clock on the screen. | 


Input: © = —- No input 
Output: | No output | 
Remarks: —_—‘ This interrupt must restore all registers to their previous vans before 


returning control to the calling program. 


Interrupt 1DH | BIOS 
Video table - 


— Setsa pointer toa table. The vector of this interrupt in the vector table, starting at 
address 0000:0074, stores the offset and segment address of this table. The table 
itself contains a collection of parameters used by BIOS for initializing a certain 
video mode. This involves the 16 memory locations on the video card, whose heart 

"is a 6845 video processor. For this reason the table to which the vector points and 
which is part of the ROM-BIOS, consists of 16 consecutive bytes that indicate the 
contents of individual registers for a certain video mode. The first of these 16 bytes 
is copied into the first register of the 6845, the second byte into the second 
register, etc. The table in ROM contains a total of four 16-byte entries: 40x25 

__ color mode, 80x25 color mode, 80x25 monochrome mode and one entry for the 

- various color graphics modes. 7 


Do not call this interrupt. If you do, the system will attempt to read the video 
table as executable code and will crash. | 


Input: No input 
Output: No output 
Interrupt 1EH | - #4 BIOS/ DOS 


Drive table 


Sets a pointer to a table. The vector of this interrupt in the vector table starting at 
address 0000:0078 stores the offset and segment address of this table. The table 
itself contains a collection of parameters used by BIOS in disk drive access. BIOS 
has a table in ROM, but deviates the interrupt vector of interrupt 30 to its own 
table which allows faster disk access than the BIOS table ere Section 7.7 for more 
information about this table). 
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Do not call this interrupt. If you do call it, the system will attempt to read the 
drive table as executable code and will crash. 


Input: | No input | 
Output: No output | 
Interrupt FH eit BIOS/DOS 


Character table 


Sets a pointer to a table. The vector of this interrupt in the vector table, starting at 

address 0000:007C, stores the offset and segment address of this table. The table 

itself contains character patterns for the characters possessing ASCII codes 128 to 

255. BIOS needs this table in order to display the graphic mode characters on the 

screen. These characters are displayed by placing the character patterns, which are 
~ stored in this table, on the screen as individual pixels. 


Since the character patterns for codes 0 to 127 are already stored in a table in 

ROM-BIOS, this table contains only the character patterns for codes 128 to 255. 

_. The DOS GRAFTABL command loads a table for codes 127 to 255 into RAM and 

- points the interrupt vector of interrupt 31 to this table. A user table can be added to 

_ display on the screen, in graphic mode, certain characters that are not part of the 

} 7 ‘normal PC character. set. The construction of the table requires that eight 
consecutive bytes define the appearance of the character. The first eight bytes of the . 

_ table define the appearance of ASCII code 128, the next eight bytes define ASCII 

code 129, etc. Each set of eight bytes represent the eight lines which denote a 

_ character in graphic mode. The eight bits of each bye indicate the eight columns 

of pixels for each line. | 


Do not call this interrupt. If you do call it, the system will attempt to read the 
character table as executable code and will crash. 


Input: —sNo input 


Output: No output 
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Interrupt 20H 


Interrupt 21H 


Function Description _. Page Number 


Terminate program ..............:ccscccscssscssccssseescees 773 


functions—arranged by function groups 


Character input _ 


Character output 


Program term 


Function Description Page Number 


01H Character input with echo (Ver. 1 and up)..............6.. 773 
03H Auxiliary input (Ver. 1 and up)................sssccesseseeee 7715 
06H Direct console I/O (Ver. 1 and up).............scccssseeceees 7716 
07H Unfiltered character input without echo 
(Ver 1 and UD) ssdsecacsacedecdevaccestecadccesscestenancntecesces 777 
08H Character input without echo (Ver. 1 and up)............. 778 
OAH Buffered input (Ver. 1 and up)..............cscccssssssesssees 779 
OBH Get input status (Ver. 1 and up).............s.cssscssceeseees 780 
OCH Reset input buffer and then input (Ver. 1 and up)....... 780 
ion time, 4 Num 
02H Character output (Ver. 1 and up) ..............ccccscssscesees 774 
04H Auxiliary output (Ver. 1 and up)...........cccccescssceescees 775 
05H Printer output (Ver. 1 and up)...............sccscessessesseees 776 
06H Direct console I/O (Ver. 1 and up).............scssseseeecees 776 
OOH - Output character string (Ver. 1 and up)...............ceeee 778 
ination | 
Function Description Page Number 
00H Terminate program (Ver. 1 and up).............cseseseee wee TTB 
31H Terminate and stay resident (Ver. 2 and up)............... 799 


_4CH Terminate with return code (Ver. 2 and up)................ 825 
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Subdirectory access 
ee i ipti 


39H Create subdirectory (Ver. 2 and up).............seccseeeeeees 804 
3AH Delete subdirectory (Ver. 2 and up)..........cseseseccsessees 805 
3BH Set current directory (Ver. 2 and on base ena aseateato 3 805 
47H Get current directory (Ver. 2 and up) .........scsecsceseeeeee 821 
RAM control 
| Func Description: | Page Num! 

48H Allocate memory (Ver. 2 and Up) ..........ssccorsssccsescens 821 
49H Release memory (Ver. 2 and up) ............ssccrecsscsseeees 822 
~ 4AH Modify memory allocation (Ver. 2 and up)................ 822 

58H Get allocation strategy (sub-function 0) 
CV GES AN UD) oc occ nlais hcdewes ose scucccescieicge cs tiene 830 

58H Set allocation strategy (sub-function 1) 


(Ver. 3 and Up) icciasccessccdsccceconsndcitaeveveseceses ices 830 


Device driver access , 


De 


. 44H oe IOCTL- Ge device info (sub-function 0) 
oe 50 A Weg 2 ted WD) sik, cs cbsevacecicsscecsscaleccuccerspesossseseeceés 813 
44H IOCTL: Set device info (sub-function 1) 
| (Ver. 2 and Up) ine Slice Asi et Basiaiee: 813 
44H ~~‘ JOCTL: Read data from character device 7 | 
~ (sub-function 2) (Ver. 2 and up).........ccccccccsseseeecees 814 
44H IOCTL: Send data to character device _ 
= (sub-function 3) (Ver. 2 and Up)..........ccsssesresseessseees 815 
44H ~ JOCTL: Read data from block device | 
af en (sub-function 4) (Ver. 2 and up).............. ren ee 816 
44H IOCTL: Send data to block device 
4S (sub-function 5) (Ver. 2 and up)..............ccsseescceessees 816 
440 IOCTL: Read input status : 
| : (sub-function 6) (Ver. 2 and up)........ Se adaeee a 817 
44H IOCTL: Read output status ‘eg ak Sees 
(sub-function 7) (Ver. 2 and up)..........ceccccssesscccseeees 817 
44H IOCTL: Test for changeable block device 
| ——_- (sub-function 8) (Ver. 3 and Up)..........sscessscccseecees 818 
44H IOCTL: Test for local or remote drive 
(sub-function 9) (Ver. 3.1 and up) .............sseeseseseeees 818 
44H _ IOCTL: Test for local or remote handle 
~-— (sub-function 10) (Ver. 3.1 and up).......cccccsscsseee. 819 
44H IOCTL: Change retry count =} ee gh pe: 
| (sub-function 11) (Ver. 3 and Up) ............sesseccsesssoees 819 


Time and date 


 2AH © Get system date (Ver. 1 and up)................. Sore. 796 
2BH Set system date (Ver. 1 and up)............cssesccssssensees 797 
2CH Get system time (Ver. 1 and up)................. eeeceaaiues 7197 
2DH | Set system time (Ver. 1 GNA Up). .nssvecovesessnnvsesssdooceee 797 
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DTA | | hae 
1AH Set DTA address (Ver. 1 and up)...... vend chiaceseenieeedes 788 
2FH Get DTA address (Ver. 2 and up).............csscossceseeeees 798 


Search directory 


11H Search for first matching directory FCB 


| | CV GRAN UD) ci vvewierenessesbacehiestaciace ous acsiasndones 783 
12H | Search for next matching directory FCB 
CV CEs TANG UD) coscbseiwssdaccasvesstvecocens vscatacsenspouteaens 783 
4EH Search for first matching directory FCB 
| CV.CLE 2 ANG UD) co cicc rics scegesacssedsccvavessesdewsoceeiveesies 826 
4FH Search for next matching directory handle 
(Vel. 2 An UD) cesar cei ea es 827 
File access (FCB) 
nction Descripti 
OFH Open file (FCB) (Ver. TANG UD) ietcchsscccsssienncienes 782 
10H_—<‘éC~CC ose file (FCB) (Ver. 1 and i i, 
13H Delete file (FCB) (Ver. 1 and up).............ccccsccsssecees 784 
14H Sequential read (FCB) (Ver. 1 and up)...............cesceee 786 
15H Sequential write (FCB) (Ver. 1 and up)...............c0008 786 
16H _ Create or truncate file (FCB) (Ver. 1 and up)............. 786 
17H == ~—_—s&RRename file (FCB) (Ver. 1 and up)................eescsecees 787 
21H _ Random read (FCB) (Ver. 1 and up)..............seccscesees 790 
22H Random write (FCB) (Ver. 1 and up)...............sceseeee 791 
23H Get file size in records (FCB) (Ver. 1 and up)............ 792 
24H Set random record number (Ver. 1 and up)................. 792 
27H Random block (FCB) (Ver. 1 and up).................ssee0 794 
28H Random block write (FCB) (Ver. 1 and up)............... 795 
29H Parse filename to FCB (Ver. 1 and up)..............secc0e. 795 
File access (handle) | 
Function Description P. mber 
3CH Create or truncate file (handle) (Ver. 2 and up) seseeecees QUO 
3DH Open file (handle) (Ver. 2 and up)............csccccssscseees 807 
3EH Close file (handle) (Ver. 2 and up).. ae en ee 808 
. 3FH Read file or device (handle) (Ver. 2 and up)................ 808 
40H — Write to file or device (handle) (Ver. 2 and up)........... 809 
41H Delete file (handle) (Ver. 2 and up) ............sccsccesceeees 810 
42H Move file pointer (handle) (Ver. 2 and UP)...secceereeeeeee LO 
- 45H ~~ —_ Duplicate handle (Ver. 2 and up)..............0scccssceseeses 820 
46H ___ Force duplicate of handle (Ver. 2 and up) sacGseeupecasaeeed 820 
SAH ~~—_ Create temporary file (handle) (Ver. 3 and up)............ 834 


56H | Rename file (handle) (Ver. 2 and up).............scesscesees 828 
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Interrupt vectors 


25H 7 Set interrupt . vector (Ver. 1 and ca Secacevesadeteatseecats 793 
35H _ Get interrupt vector (Ver. 2 and up) ............ccseescseeees 801 


Disk/hard disk access 


ODH  ____ Disk reset (Ver. 1 and up)............cescsscecsscsccrscescecees 781 
0EH Set default disk drive (Ver. 1 and up)...............sscseee 781 
19H ~ Get default disk drive (Ver. 1 and up) ...............ceeceeee 788 
1BH Get allocation information for default drive 
: oe ON CE EANG UD) sa27 15-05; vedas sa teectecess oe esoeseieteeenetees 789 
1CH | Get allocation information for specified drive 
ae Ee A VCE SD GING UD) 2205025: ocd cadadebensuseces sseuiescsvaiensieueess 789 
36H Get free disk space (Ver. Z ANG UD) cikcinsieicess: 801 
PSP access ho e ie * | | 
aA _ Function __ Description Page: Number 
26H Create PSP (Ver. 1 and up)...........0cccsscccssscerssccneees 793 
62H Get PSP address (V er. 3 and BP) busceteadiaventsaveceasentoeee 839 


DOS flag access — 


2EH ___ Set verify flag (Ver. 1 and up) .................cccssessecenees 798 
33H Get <Ctrl><Break> flag (sub-function 0) ................. 800 
33H Set <Ctrl><Break> flag (sub-function 1) ................. 800 
54H Get verity flag “ er. 2 ane up) 


File information access 


43H Get file stiributes Sab aan 0) (Ver. 2 and up)......811 
43H Set file attributes (sub-function 1) (Ver. 2 and up)...... 812 
57H Get file date and time (sub-function 0) (Ver. 2 and up).829 
57H Set file date and time ee 1) (Ver. 2 and up). 829 
38H Get ui (Ver. 2 ar UD) sccvccceseed. savieniecsaacsieaaes 802 
38H Get country (sub-function 0) (Ver. 3 and up)............. 802 
38H _ Set country (sub-function 1) (Ver. 3 and up).............. 804 
30H — Get MS- DOS version 7 fiimber (Ver. 2 and = Secceteetec 199 
4BH Execute program (sub-function 0) (Ver. 2 and up)....... 823 
4BH Execute overlay program (sub-function 3) sessseceeseseens 824 
4DH Get return code (Ver. 2 and up) ...........cccssecsrescccescees 826 
59H Get extended error information (Ver. 3 and sa vaeeveanees 831 


769 


Appendix C: DOS Interrupts and Functions 


PC System Programming 


Interrupt 
Interrupt 
Interrupt 
Interrupt 
Interrupt 
Interrupt 


Interrupt 
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22H 


23H 
24H 
25H 
26H 
27H 


2FH 


21H 


00H 
01H 
02H 
03H 
04H 


Termimate address ................cccccscsssccscccccscccscees 841 
<Ctri><C> handler address. ..............cccccscscses 841 
Critical error handler address...................c0se0. 842 
Absolute disk read................ccccccscscscsvccsssvsceecs 843 
Absolute disk write..................cccccscscsscscccsssees 844 
Terminate and stay resident ................ccccccsseee 845 


Print spooler 


r 
Get print spooler install status.................ccsssccesseees 846 
Send file to print spooler .............cssssescsscescesccsscoencs 846 
Remove file from print queue............ Stekacevseuawsedesene 847 
Cancel all files] in print Queue................cssccescescesees 847 
Hold print job for status check................cscssssssesssees 846 


functions—arranged by function numbers 


Program terminate (Ver. 1 and up).............ccseccsessseee 773 
Character input with echo (Ver. 1 and up)...............4. 774 
Character output (Ver. 1 and up) ............scsssccsscsesenes 774 
Auxiliary input (Ver. 1 and up).............ccssscccccesssees 7715 
Auxiliary output (Ver. 1 and up).............sccscssesscseees TTS 
Character output to printer (Ver. 1 and up)................ 716 
Direct character input/output (Ver. 1 and up)............. 716 
Unfiltered character input without echo (Ver. 1 and up)777 
Character input without echo (Ver. 1 and up)............. 778 
Output character string (Ver. 1 and up)............s.seceees 778 
Buffered input (Ver. 1 and up).............cccccssscssessessees 7719 
Get input status (Ver. 1 and up)..............sccoscsesscseees 780 
Reset input buffer and then input (Ver. 1 and up)....... 780 
Disk reset (Ver. 1 and up)...........cscssccscsscesccecesecscees 781 
Set default disk drive (Ver. 1 and up)..............scscssee 781 
Open file (FCB) (Ver. 1 and upp).............ccsscsscssseeees 782 
Close file (FCB) (Ver. 1 and up)................cccecesceeees 782 
Search for first match (FCB) (Ver. 1 and up)............. 783 
Search for next match (FCB) (Ver. 1 and up)............. 784 
Delete file (FCB) (Ver. 1 and up)..............scccescescecees 784 
Sequential read (FCB) (Ver. 1 and up) .............ccceceees 785 
Sequential write (FCB) (Ver. 1 and up).................0+ 786 
Create or truncate file (FCB) (Ver. 1 and up)............. 786 
Rename file (FCB) (Ver. 1 and up).............cscecceceeees 787 
Get default disk drive (Ver. 1 and up) ..............sscsscees 788 
Set DTA address (Ver. 1 and up) .............csececscescesees 788 
Get allocation information for default drive 

CVE, PANG UD) ccreicedetewsaasteiveascunsesssaneseinieikeds ieee 789 
Get allocation information for specified drive 

CV.GFs2 ANG UD) coce.ass ccccisenececscecpuiceseiseaticaeaeersee: 789 
Random read (FCB) (Ver. 1 and up).............00 oyeseeeee 790 
Random write (FCB) (Ver. 1 and up).............ecsceseees 791 
Get file size in records (FCB) (Ver. 1 and up)............ 792 
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_ Set random record number (Ver. 1 and up)................. 792 
Set interrupt vector (Ver. 1 and up)................sssssscoe 793 
Create PSP (Ver. 1 and up)............csccsccssceesees err 793 
Random block read (FCB) (Ver. 1 and up).............00. 794 
Random block write (FCB) (Ver. 1 and up)............... 795 
Parse filename to FCB (Ver. 1 and up)...........cccecceess 795 
Get system date (Ver. 1 and up)..............cecesecssscees .. 196 
Set system date (Ver. 1 and up).............ccccssccsssecoees 797 
Get system time (Ver. 1 and up).............sscssecesscseees 797 
Set system time (Ver. 1 and up)..............ccsssssssee 97 
Set verify flag (Ver. 1 and up) ..............ssssssseesesseeees 798 
Get DTA address (Ver. 2 and up)..............csccoscscscees 798 
Get MS-DOS version number (Ver. 2 and up)........... 799 
Terminate and stay resident (Ver. 2 and up)............... 799 
Get <Ctrl><Break> flag (sub-function 0) 
ACV EL.2 ANG UD) <esiseveeiccccietioassatstetee eerie 800 
Set <Ctrl><Break> flag (sub-function 1) 
CY Gis 2: 8nd UD) sneak esteencerstieeseacea: eaiceec ces scteeaesousts 800 
Get interrupt vector (Ver. 2 and up).............:02s000000--O0L 
Get free disk space (Ver. 2 and up).............ccssssssseees 801 
Get country (Ver. 2 and Up).............cccsccccesssssseeeees 802 
Get country (sub-function 0) (Ver. 3 and up) ............. 802 
_ Set country (sub-function 1) (Ver. 3 and up).............. 804 
Create subdirectory (Ver. 2 and up).............ssesescsscees 804 
Delete subdirectory (Ver. 2 and up)............. Plowsta etait 805 
Set current directory (Ver. 2 and Up)............ccccsssseees 805 
Create or truncate file (handle) (Ver. 2 and up)........... 806 
Open file (handle) (Ver. 2 and up)...........ccccccsssssees 807 
Close file (handle) (Ver. 2 and up)............c.cccscsesseees 808 
Read file or device (handle) (Ver. 2 and up)................ 808 
Write to file or device (handle) (Ver. 2 and up)........... 809 
Delete file (handle) (Ver. 2 and up) .............ssessscseeees 810 
Move file pointer (handle) (Ver. 2 and up)..............00 810 
Get file attributes (sub-function 0) (Ver. 2 and up)......811 
Set file attributes (sub-function 1) (Ver. 2 and up)...... 812 
IOCTL: Get device info (sub-function 0) 
CV EL. 2 BMG UD) oo 55iso, eeecclaciciorscieconsss cancevasbaceeeeee dens 813 
IOCTL: Set device info (sub-function 1) | 
CV GR, 2 AN UD ooo Sos Cevesseaisicaiiesl asaecsenicecenees 813 
IOCTL: Read data from character device (sub-function 2) 
2 AV ETEZ ONG UD) 12.5.5 cs0ss00sbsenibaseesdosdedsindeveacsepeecseeess 814 
IOCTL: Send data to character device (sub-function 3) 
CV EE 2 AIUD) ecco secon estes deussveacusseues toaasetbads tenants 815 
IOCTL: Read data from block device (sub-function 4) 
(Ver. 2 and UD) 25k. co x ciccaaniacetsdsven esi siessdauene weds 816 
IOCTL: Send data to block device (sub-function 5) 
(Vets 2 ANG UD cco he ces crccesvencoaceaae seuzteiieees eater seeieane 816 
IOCTL: Read input status (sub-function 6) 
(Ver. 2 and up)........... ccusitan Se dus suatieeaaysmssagebechaseaee 817 
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IOCTL: Read output status (sub-function 7) 


CV CED AN UD) ocscuicecscessseweecseawsesteisetesseccieses weeeee S17 
IOCTL: Test for changeable block device 
(sub-function 8) (Ver. 3 and up)..............csccscesecsseees 818 
IOCTL: Test for local or remote drive | i 
(sub-function 9) (Ver. 3.1 and up).............. Sere te ee 818 
IOCTL: Test for local or remote handle 

(sub-function 10) (Ver. 3.1 and up)...........cccessscceees 819 
IOCTL: Change retry count (sub-function 11) | 
(VELES ONG UD) Si sdvints cevetercwsnecassacece abswaaescesyenssveedss 819 
Duplicate handle (Ver. 2 and up).......... eccasettanueee: 820 
Force duplicate of handle (Ver. 2 and up) .............0008 820 
Get current directory (Ver. 2 and up) ..............scesesse0e O21 
Allocate memory (Ver. 2 and up) ............sscssccssceseees 821 
Release memory (Ver. 2 and up) ...........sscsssesscescceees 822 
Modify memory allocation (Ver. 2 and up)............00+. 822 
Execute program (sub-function 0) (Ver. 2 and up).......823 
Execute overlay (sub-function 3) (Ver. 2 and up)........ 824 
Terminate with return code (Ver. 2 and UD) sccssiceziiicaee 825 
Get return code (Ver. 2 and up) ............scsscosscescceceees 826 
Search for first match (Ver. 2 and up)...........ssseessee 826 
‘Search for next match (handle) (Ver. 2 and up)........... 827 
Get verify flag (Ver. 2 and up)..............cessscccsseessees 828 
Rename file (handle) (Ver. 2 and up)...........scescseceeees 828 


Get file date and time (sub-function 0) (Ver. 2 and up).829 
Set file date and time (sub-function 1) (Ver. 2 and up). 829 
Get allocation strategy (sub-function 0) 


(Ver. 3: and OD) 4s.ks, Kees eee 830 
Set allocation strategy (sub-function 1) 

CV GES ANG UD) 3o5 5c ocesesccacevassvadidecrescoveiecsenesenesins 831 
Get extended error information (Ver. 3 and Up).....+.+4.832 
Create temporary file (handle) (Ver. 3 and up)............ 834 
Create new file (handle) (Ver. 3 and up)................066 835 
Control record access (Ver. 3 and up) ...........ccccseeeeees 835 
Get machine name (sub-function 0) (Ver. 3 and up) ....836 
Set printer setup (sub-function 2) (Ver. 3 and up)...... .836 
Get printer setup (sub-function 3) (Ver. 3 and up) dnses 837 
Get redirection list entry (sub-function 2) 

CV Gr, 3 ANG UD) 32556 sehidsccasesscdcaciv esse Recckes a hese 837 
Redirect device. (sub-function 3) (Ver. 3 and up) Reperre 838 
Cancel redirection (sub-function 4) (Vv er. 3 and up) .....839 
Get PSP address (Ver. 3 and up).............ccccccssscesseees 839 


Get lead byte table (sub-function 0) (vi er. 2.25 only)...840 
Set or clear interim console flag (sub-function 1) 


CV C0225 OMY) -seoreiccanisscscisvescs asks wccdoute cated ..840 
Get interim console flag (sub-function 2) | 
(Ver. 2.25 OMY) .ssssssesesssecssecseceseseenes EeSuaueseaeaaesades .---840 
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Interrupt 20H , | te - a DOS 
Terminate program | oe (Version 1 and up) 


Restores the three interrupt vectors whose contents were stored in the PSP before 
the program call, terminates the currently running program and returns control to 
MS-DOS. If the program redirected the vectors to its own routine, these vectors 


cannot be overwritten by another program. However, the terminating program 


Input: 


Output: 


Remarks: 


releases the RAM it had occupied. Before turning control over to the calling 
program, this memory releases and all data buffers clear. 


CS = seement address of: the PSP 
No OMPUL | 


COM programs automatically store the segment address of the PSP in the 
CS register. EXE programs require additional programming to load the 
segment address of the PSP into the CS register. Since the code and the 

_PSP are stored in two separate segments, the address of the PSP must be 
loaded into the CS register. The code executes from another segment, 
which makes it impossible to call interrupt 32. To help overcome this 
problem, the value 0 and then the segment address of the PSP are pushed 
onto the stack. If a FAR RETURN command then executes, the program 
execution continues in the PSP segment at offset address 0. There a call 
for interrupt terminates the program. 


For the first version of DOS, this interrupt is the usual method for ending 
a program. To terminate a program in DOS Version 2 and up, functions 
31H or 4CH of DOS interrupt 21 H should be called instead. 


Interrupt 21H, function 00H DOS 
Terminate program — | “: | (Version 1 and up) 


Terminates execution of the currently running program and returns control to the 
calling program. Before this happens, the three interrupt vectors, whose contents 
had been stored in the PSP before the call of the program, are restored. If the 
program redirects these vectors to its own routine, they cannot be overwritten by 
another program. However, the terminating program does release the RAM it had 


occupied. Before turning control over to the calling oe the > function releases 
_. this memory and clears all buffers. 


Input: | 


Output: 


Remarks: 


AH= 00H 
Cs= Segment, address of the PSP 


No output : | 
COM programs automatically store, in the CS register, the segment 


address of the PSP. Since the code and the PSP are stored in two separate 
segments, you cannot execute this function from an EXE program. 
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Instead of this function, use either function 31H or 4CH of interrupt 21H | 


for one a program. 
Interrupt 21H, function 01H | | | | oe DOS 
Character input with echo (Version 1 and up) 


Reads a character from the standard input device and displays it on the standard 
output device. When the function is called but a character doesn't exist, the 
function waits until a character is available. Since standard input and output can be 
redirected, this function is able to read a character from an input device other than 
the keyboard and send it to an output device other than the screen. The characters 
that are read may originate from other devices or from a file. If the character comes 
from a file, the input doesn't redirect to the keyboard once it reaches the end of the 
file. So, the function continues to try to read data from the file after it passes the 


end. 

Input: AH= 01H 

Output: AL= Character read 

Remarks: If extended key codes are read, the function passes code 0 to the AL regis- 

ter. The function must be called again to read the actual code. 

If the function encounters a <Ctrl><C> character (ASCII code 3), it calls 
interrupt 23H. 
The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 

Interrupt 21H, function 02H | DOS 

Character output (Version 1 and up) 


Displays a character on the standard output device. Since this device can be. 
redirected, the character can be displayed on another output device or sent to a file. 
This function doesn't test whether or not the storage medium (disk or hard disk) is 
already full. Therefore, it will continue to bike to write characters to this file. 


Input: AH= 02H 
DL= code of the character to be output 
Output: No output 
Remarks: Control codes such as backspace, carriage retum and linefeed are executed 


when the function sends characters to the screen. If the output is redirected | 
to a file, control codes are stored as normal ASCII codes. 


If the function encounters a <Ctrl><C> character ip ieiee code 3), it calls 
interrupt 23H. | 
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The contents of the processor registers and the flag registers are not 


affected by this function. 
Interrupt 21H, function 03H | | ; Bee oe DOS 
Read character auxiliary input ey er : (Version 1 and up) 


Reads a character from the serial port. Access defaults to the device with the 
_ designation COMI, unless a MODE command ou redirected serial access. 


Lani: | AH= 03H 
Output: _ a ALS Character received | 
Remarks: ~ Since the serial port has no internal buffer, it can receive characters faster | 


than it can read them. The unread characters are then ignored. 


Before calling this function, communication parameters (baud rate, 
number of stop bits, etc.) must be set using the MODE command. 
Otherwise DOS defaults to 2400 baud, one stop bit, no parity and a word 
length of 8 bits. 7 


The BIOS functions called from interrupt 14H are a gs efficient way to 
access the serial port. Since they also allow reading of the serial port 
status, these functions offer more flexibility than the DOS functions. 


If the function encounters a <Ctrl><C> character (ASCII code 3), it calls | 
interrupt 23H. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 


Interrupt 21H, ‘function 04H ee DOS 
Auxiliary output tg 2 PAS tea | - (Version 1 and up) 


Sends a character to the serial port. Unless a MODE command previously 
redirected serial access, access defaults to the device with the designation COM1. 


Input: AH= 04H | 4 
| DL= Character set for output — 
Output: — No out 
Remarks: As soon as the receiving device sends a signal to the function indicating 
that it is ready to receive it, the function transmits the character. Control 
then returns to the calling program. | 


Before calling this function, communication parameters (baud rate, 
number of stop bits, etc.) must be set using the MODE command. 
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Otherwise DOS defaults to 2400 baud, one atop bit, no parity and a = 
length of 8 bits. 


The BIOS functions called from interrupt 14H are a more efficient way to 
access the serial port. Since they also allow reading of the serial sa a 
status, they offer more flexibility than the DOS functions. 


If the function encounters a ala ed chetactie ans code 3), it calls 


interrupt 23H. 
The contents of the processor registers the flag registers are not 
affected by this function. 
Interrupt 21H, function 05H DOS 
Character output to printer . | (Version 1 and up) 


Sends a character to the printer. Access defaults to the device with the designation 
LPT 1 (identical to PRN), unless a MODE command previously redirected printer 


ACCESS. 
Input: AHS OSH 
DL= Character code to be printed 
Output: No output | 
Remarks: The function transmits the character only when the printer signals that it 
: is ready to receive it. Then control returns to the calling program. 
If the function encounters a <Ctrl><C> character ios code 3), it calls 
interrupt 23H. . 
The BIOS functions called from interrupt 17H are Mee for 
printer access. They offer more peegeard than the DOS printer functions 
_ for character Output. | 
The contents of the processor registers and the flag registers are not 
affected by this function. Me ace BS oo 
Interrupt 21H, function 06H repeat. =e DOS 
Direct console /O | | a (Version 1 and up) 


Reads characters from the standard input device and displays them on the standard 
_ output device. The read or written character isn't tested by the operating system 
(e.g., <Ctri><C> has no effect on the program). Since standard input and output 
can be redirected, this function can read a character from an input device other than 
the keyboard and sends it to an output device other than the screen. The characters 
read may originate from other devices or from a file. When writing characters, this 
function doesn't test whether or not the storage medium (disk or hard disk) is 
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already full. Also, the calling program cannot sears whether all the characters 
have been read from an input file. 


During character input, the function doesn't wait until a character i is available. 
~ Instead, the function: returns wont! to the oe program. ' 


Input: AH = 06H | 
DL =. 0-254: Send character code 
DL= 255: Read a character 


Output: _ _ Character output: No output . 
Character input: Zero flag=1: No character ready .. 
Zero flag=0: Character read is in the AL register 


Remarks: If extended key codes are read, the function passes code 0 to the AL ee, 
ae | ter. The function must be called again to read the actual code. 


_ ASCII code 255 (blank) cannot be displayed with this function because 
the function interprets ASCII code 255 as a command to input a nae. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, Ss and ES 
registers are not affected byt tis function. | 


Interrupt 21H, function 07H Te pe | DOS 
Unfiltered character input without echo (Version 1 and up) 


Reads a character from the standard input device without displaying the character on 
the standard output device. If a character doesn't exist when the function is called, 
the function waits until a character is available. The read character is not tested by 
the operating system (e.g., <Ctrl><C> has no effect on the program). Since 
standard input and output can be redirected, this function can read a character from 
~ an input device other than the keyboard. The characters that are read may originate 
‘from other devices or from a file. If the characters come from a file, the input 
doesn't redirect to the keyboard once it reaches the end of file. This causes the 
function to continue to ay reading data from the file saad it passes the end of file. 


Input: AH= 07H 


Output: AL = Character read oe, ok he 
Remarks: _If extended key codes are read, the function passes code 0 to the AL regis- 


ter. The function must be called again t to read the actual code, 


~The contents of the AH, BX, CX, DX, SI, DI, BP, cs, DS, SS, ES and 
‘the e flag registers are not affected by this function. por 
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Interrupt 21H, function 08H - 4 DOS 
Character input without echo (Version 1 and up) 


Reads a character from the standard input device without displaying the character on 
the standard output device. If no character exists when the function is called, the 
function waits until a character is available. 


Since standard input can be redirected, this function can read a character from an 
input device other than the keyboard. The characters read may originate from other 
devices or from a file. If the characters come from a file, the input doesn't redirect 
to the keyboard on reaching the end of file, so the function continues to try reading 
data from the file after it passes the end of file. 


Input: AH= 08H 
Output: AL= Character read 
Remarks: If extended key codes are read, the function passes code 0 to the AL regis- 


ter. The function must be called again to read the actual code. 


If the function encounters a <Ctrl><C> character (ASCII code 3), it calls 
interrupt 23H. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 


Interrupt 21H, function 09H DOS 
Output character string (Version 1 and up) 


Displays a character string on the standard output device. Since this device can be 
redirected, the character may be displayed on another output device or sent to a file. 
This function doesn't test whether or not the storage medium (disk or hard disk) is 
already full, and will continue to try to write the string to a file. 


Input: AH= 09H 
DS = String segment address 
DX = String offset address 
Output: ‘No output 


Remarks: The string must be stored in memory as a series of bytes which contain 
the ASCII codes of the characters to be output. A dollar sign character "$" 
(ASCII code 36) indicates, to DOS, the end of the string. 


Control codes, such as backspace, Catriage return and aia are executed 
within the string. 


The contents of the processor registers and the flag registers are not 
affected by this function. 
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Interrupt 21H, function 0AH | | | DOS 


Buffered input 


(Version 1 and up) 


Reads a number of characters from the standard input device and transmits the 


characters to a buffer. The input ends when the user presses the <Return> key. The 
ASCII code of this key (13) is then placed in the buffer as the last character of the 


Since standard input can be redirected, this function can read a character from an 
input device other than the keyboard. The characters read may originate either from 
other devices or from a file. If the characters come from a file, the input doesn't 


redirect to the keyboard on reaching the end of file, so the function continues to try 


Input: 


Output: 


Remarks: 


reading data from the file after it passes the end. 


AH= 0AH | 
DS = Buffer segment address 
DX = Buffer offset address 


No output 


The first byte of the buffer accepts the maximum number of characters 
(including the carriage return which ends the input) which can be read into 
the buffer, starting at memory location 2. In order to inform the function 
of the maximum number of characters it may read, this information must 
be entered, by the calling program, into the buffer before the function 
call. | 


After completion of the input, DOS places the number of characters read 


_ (excluding the carriage return) in memory location 1. 


_ The buffer must be the number of the characters to be read plus 2 bytes. 


When the input reaches the second to last memory location in the buffer, 
the computer beeps if you attempt to enter any character other than the 
<Returmn> key (end of input). 


Extended key codes occupy two bytes in the buffer. The first byte 
contains the code 0, and the second byte contains the extended key code. 


If the function encounters a <Ctrl><C> character (ASCII code 3), it calls 
interrupt 23H. 


The <Backspace> and cursor keys let you edit the input without storing 
these keys in the buffer. 


The contents of the processor registers and the flag registers are not 
affected by this function. 
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Interrupt 21H, function 0BH 8 pos 
Get input status — (Version 1 and up) 


Determines whether a character is available for para from the a input 


device. 

Input: AH = 0BH | 

Output: AL= 0: No character available 
AL= 25 5: One or more characters available for reading 

Remarks: | If the function encounters a 1 <Ctrl><C> character (ASCII code 3), it calls 
interrupt 23H. 

_ The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 

the flag registers are not affected by this function. 

Interrupt 21H, function 0CH pos 

Reset input buffer and then input (Version 1 and up) 


~ . Clears the input buffer then calls one of the character input functions. Since all the 
character input functions get their characters from the standard input device and 
standard input may redirected, this function only operates when the keyboard is the 
standard input device. In this case the characters could be entered before the 
function call but not read by a function. These existing characters are erased to 
ensure that the function call only reads characters which were inputted after its call. 


Input: AH = 0CH 
: AL= Function to be called during call of function 10 
DS = Input buffer segment address 
DX = Input buffer offset address 


Output: Functions 1, 6, 7 and 8: AL = Character to be read 
Daten Function 10: No Output | 
| Remarks: ae Functions: 1, 6, 7, s and 10 can be passed to the function as calling func- 
mak 7 tions. | 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. . 
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laterrept 21H, renchon 0DH Ds | - DOs 
Disk. reset (Version 1 and up) 


~ Sends all data stored in an internal DOS buffer to a block driver device (e.g., disk 
drive, hard disk). The open files (handles or FCBs) remain open. ae 


Input: AH= 0DH 
Output: No output 


Remarks: Despite this function call, all ¢ open files must be Closed in an orderly 
ae ~ manner. Otherwise the current directory entry of the file may not update. 
properly, which prevents access to new file data. 


The contents of the processor registers and the flag registers are not 


affected by this function. 
Interrupt 21H, function O0OEH | : .. DOS 
Select default disk drive | eee (Version 1 and up) 


_ Defines the the current default disk drive. Its designation appears as a prompt on 
_.. the screen when the command interpreter expects input from the user. The drive 
indicated here will be used for all: file access in which no specu ee was 


auauuaie 
Input AH= . OEH : oO ee 
DL= Drive number 
Output: AL= Number of installed drives or volumes 
Remarks: Drive A: has code number of 0, drive B: code number 1, etc. 


Even if the PC has only one disk drive and one hard disk, the number of 
volumes in the AL register can be greater than two because the hard disk 
can be divided into multiple volumes. In addition, the PC can have one or 
more RAM disks as part of its configuration. For a PC with a single disk 
drive, you can only have two volumes because drive A: also simulates 
drive B:. 


Unlike Dos Version 2, which permits 63 different device codes, DOS 
Version 3 permits 26 different devices (the letters A to Z). To keep 
compatibility between versions, limit your device access to a maximum 
of 26 devices. 


BIOS interrupt 11H does a better job of reading the number of disk drives 
than this function. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES a 
the flag registers are not affected by this function. 
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Interrupt 21H, function OFH a ae DOS 


Open file (FCB) re 3 t ee tem ee. % . ~ (Wersion 1 and up) 
Opens a file if one is available. After this function call executes successfully, the 
file can be read or written. 

Input: AH = OFH 


DS = FCB segment address of the file 
DX = FCB offset address of the file 


Output: AL= 0: File found and opened 
AL= 255: File not found 


Remarks: Both normal and extended FCBs can be used. | 


If the file was found, DOS enters, into the FCB, the file size, the date and 
the time of its creation or last modification. 


DOS sets the record length at 128 bytes. This record length can be 
changed in the FCB before opening a file. If you need a longer record 
length, the DTA must be moved (the original DTA is only 128 bytes 
long). 


If random file access is performed, the random record field in the FCB 
must be set after the file opens successfully. 


The file pointer points to the first byte of the file after the file opens. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 


Interrupt 21H, function 10H : , DOS 
Close file (FCB) et : | (Version 1 and up) 


Writes all data suereatly in the DOS buffer to the file ahd Closes the file. In 
addition, the directory entry changes to reflect the new file size and the date and 
time of the most recent modification to the file. 


Input: = 10H 
E a: FCB segment address of the file 
DX = FCB offset address of the file _ 


Output: AL= 0: File closed and directory entry revised 
| AL= 255: File not found in directory 


Remarks: _ Only open files can be closed. 


For disk files, the disk which was in the drive when the function call 
occurred must also be the disk that contains the file. Otherwise, the 
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function call writes an incorrect FAT and an incorrect directory to the 
_ disk, which makes the data that is already on the disk useless. — 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 


Interrupt 21H, function 11H | 7 7 DOS 

Search for first match (FCB) — Pt (Version 1 and up) 
Searches for the first occurrence in the disk directory of the filename indicated in 
the FCB. 


Input: AH= 11H . 
| DS = FCB segment address 
_DX= FCB offset address. 


Output: — AL= 0:File found _ 

oe AL= 255: File not found | 
Remarks: The FCB passed to the function contains the drive specifier and the 
| _ filename for which the function should search. 


The filename can contain the wildcard "2" to search for a group of files. 
The search is made only in the current directory of the indicated device. 


If the function searches for a normal file, a normal FCB can pass the 
information to the function. However, if you wish to search for a file 

with special attributes (volume name, subdirectories, hidden files, etc.), 
extended FCBs must be used. 


If a file was found, the DTA contains an FCB of the same type as the 

- FCBs. This FCB in the DTA contains the found filename. For this 

reason, the DTA must always be large oven to ees either a normal 
-oran extended FCB, | 


The DTA can be switched to its own buffer using aiicueh 1AH, to 
ensure that it is large enough to accept the FCB. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the me registers are not affected by this function. 
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Interrupt 21H, function 12H SE Bega + Fk? Jon pos 
Search for next match (FCB) | (Version 1 and up) 


Searches for additional occurrences in the disk directory of the filename indicated in 
the FCB, after the file was found by function 17 (see above). 


Input: AH= 12H 
; DS = FCB segment address 
DX = FCB offset address 


Output: AL= 0: File found 
AL= 255: File not found (no other files available) 


Remarks: This function can only be called after calling function 11H. 


The FCB passed to the function contains the drive specifier and the 
filename for which the function should search. 


If another filename was found its name is recorded in the FCB at the 
beginning of the DTA. 


The DTA can be switched with function 1AH to its own buffer to ensure 
that it is large enough to accept the FCB. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 


Interrupt 21H, function 13H DOS 
Delete file (FCB) 7 “a | (Version 1 and up) 


a one or more files i in the current trot of the cme device. 
Input: AH= BH 
DS FCB segment address 
DX = FCB offset address 


Output: § AL=(O:file(s)erased § 
| AL= 255: No file(s) found, or file(s) assigned Read Only attribute (undeletable) 


Remarks: _ The FCB passed to the function contains both the device on which the 
files to be erased are located and the name of the file. 


The filename can contain the wildcard "?" to erase a group of files. 
Only files in the current directory of the indicated device may be erased. 


If the function is used to delete a normal file, a normal FCB can pass the 
information to the function. However, if you want to delete a file with 
special attributes (volume name, subdirectories, hidden files, etc.), 
extended FCBs must be used. 
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_ Volumes may be deleted with this function; subdirectories may not. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, ss, ES tid 
the flag registers are not affected by this function. 


Interrupt 21H, function 14H DOS 
Sequential read (FCB) in | . (Version 1 and up) 


Reads the next sequential data block from a file. 


Input: AH= 14H 
DS = FCB segment address 
_ DX= FCB offset address 


Output: =  AL= 0: Block read 
_ AL= 1: End of file reached 
AL= 2: Segment wrap 
AL = 3: Partial record read _ 


Remarks: The function can only be called after the file was opened by the indicated 
FCB. 


The DTA reads the block. If the DTA is not Large enough, function 1AH 
_ Must move the DTA into its own buffer. 


The FCB records the size of the block and the corresponding number of 
bytes read. 


_ Error 2 occurs when tic DTA reaches the end of a segment and the oa 
| being read extends veyed the end of the hacia 


Error 3 occurs s when a partial block appears at the a of the file. The 
block is read in anyway and blank Spaces bring the block up to the 
allocated block size. 


After reading a block, the file pointer resets to the estate of the next 
block so that the next function call automatically reads the next block. — 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 
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Interrupt 21H, function 15H | DOS 
Sequential write (FCB) (Version 1 and up) 
Writes a sequential block to a file. 
Input: AH= 15H 
DS = FCB segment address 
DX = FCB offset address 
Output: AL= 0: Block written 
AL = 1: Medium (disk/hard disk) full 
AL= 2: Segment overflow 
Remarks: The function can only be called after the file was opened by the indicated 


FCB. 


The DTA writes the block it contains to the file. If the DTA is not large 
enough to hold the file, function 1AH must be used to move the DTA 
into its own buffer. 


The FCB records the size of the block and the corresponding number of 
bytes written. 


Error 2 occurs if the DTA reaches the end of a segment and the block 
being written extends beyond the end of the segment. 


After writing a block, the file pointer resets to the beginning of the next 
block, so that the next function call automatically writes the next block. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. — 


Interrupt 21H, function 16H | DOS 
Create or truncate file (FCB) (Version 1 and up) 


Creates a new file, or dumps the contents of an existing file (file size=0 bytes). 
This function call allows other functions to read or write to the open file. 


Input: AH= 16H 
DS = FCB segment address 
DX = FCB offset address 


Output: AL= 0: File created or cleared 
AL= 255: File could not be created (e.g., directory full) 


Remarks: The contents of an existing file called by this function are lost. 
After calling this function, the file is already open; you don't need to open 
the file using function OFH (see above). 
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If you open the file using an extended FCB, you can assign certain 
attributes to the file (e.g., volume name, hidden file, etc.). 


You cannot create a subdirectory using this function. 
After opening the file, the file pointer moves to the first byte of the file. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 


Interrupt 21H, function 17H DOS 
Rename file (FCB) (Version 1 and up) 


Renames one or more files in the current directory of the specified device. 


Input: 


Output: 


Remarks: 


AH= 17H 
DS = FCB segment address 
DX = FCB offset address 


AL= 0: File(s) renamed 
AL= 255: No file found, or new filename matches old filename 


The FCB here is a special FCB, based on a normal FCB. The first 12 
bytes contain the drive specifier and the name of the file to be renamed. 
However, this type of FCB has the new drive specifier and the new 
filename stored starting at memory location 10H. The drive specifier must 
be identical for both filenames. 


The name of the file to be renamed can contain the wildcard "?", which 
renames several files. If the new filename contains the wildcard “?", the 
places in the filename and extension where a question mark appears in 
this parameter remain unchanged. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 


the flag registers are not affected by this function. 
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Interrupt 21H, function 19H et . pos 
Get default disk drive Bes | “(Version 1 and up) 


Returns the drive specifier of the default (current) disk ive: a 


Input: AH= 19H 
Output: AL= Drive specifier — 
Remarks: This function identifies drive Aa as code 0, drive B as $code 1, etc. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. — 


Interrupt 21H, function IAH > , DOS 
Set DTA address | | (Version 1 and up) 


Transfers the DTA (Disk Transfer Area) to another area of memory. The DTA acts 
as buffer memory for all FCB supported file accesses. 


Input: AH= 1AH 7 
DS = New DTA segment address 
DX = New DTA offset address 


Output: No output 
Remarks: This function must be called if the existing DTA has insufficient memory 
to handle the transmitted data. _ 


When the program starts, MS-DOS places the DTA at address 128 in the 
PSP. Since the program starts after address 255 of the PSP, it is 128 
bytes long. 


DOS does not test the length of the DTA. aa it assumes that the 
DTA is large enough to accept the transmitted data. If this is not the case, 
a DOS function can overwrite the excess data. 


DOS recognizes an error during various functions if the DTA is at the end 
of a segment and the data to be transmitted exceeds the end of the 
segment. 


_ The contents of the processor registers and the flag registers are not 
affected by this function. | 
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Interrupt 21H, function 1BH : ss pos 
Get allocation information for default drive (Version 1 and up) 


Returns information about the format of the default drive. 
Input: AH = 1BH | 


Output: AL= Number.of sectors per cluster . 
DS = Media descriptor segment address 
~BX= Media descriptor offset address 
DX= N umber of oo 


Remarks: | The media descriptor can return the following ¢ codes: 


F8H: Hard disk 
F9OH: Disk drive: double-sided, 15 sectors per track (AT only) 
FCH: _ Disk drive: single-sided, 9 sectors per track 
-FDH: _Disk drive: double-sided, 9 sectors per track 
~ FEH: Disk drive: single-sided, 8 sectors per track 
FFH: Disk drive: double-sided, 8 sectors per track 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 


Interrupt 21H, function 1CH as DOS 
Get allocation information for specified drive “(Wersion 1 and up) 


Returns information about the format of the specified drive. | 


Input: AH= 1CH : 
Sty 3 DL= Drive specifier 


Output: AL= Number of sectors per cluster — 

_........ DS = Media descriptor segment address 
BX= Media descriptor offset address 
DX = Number of clusters 


Remarks; This function identifies drive A as code 0, drive B as code 1, etc. 
: The media descriptor can return the following codes: — 


F8H: — Hard disk 
_.-FQH: _ Disk drive: double-sided, 15 sectors per track (AT only) 
FCH: __ Disk drive: single-sided, 9 sectors per track 
_ FDH: Disk drive: double-sided, 9 sectors per track 
FEH: Disk drive: single-sided, 8 sectors per track 
FFH: Disk drive: double-sided, 8 sectors per track 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, $S, ES and 
the flag registers are not affected by this function. — 
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Interrupt 21(h), function 1DH — 
Reserved 2 — . pee Us 


Interrupt 21(h), function 1EH 
Reserved | 


Interrupt 21(h), function 1FH 
Reserved 


Interrupt 21(h), function 20H | 
Reserved 


Interrupt 21H, function 21H 
Random read (FCB) | 


Reads a specified file record into the DTA. 


PCS 'ystem Programming 


J DOS 
(Version 1 and up) 

. | DOS 

- (Version and up) 
| DOS 
(Version and up) 
a DOS 
(Version 1 and up) 
DOS 

(Version 1 and up) 


Input: 


| Output: 


Remarks: 
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AH = 21H 
DS = FCB segment address 
DX = FCB offset address 


AL = 0: Record read 

AL= 1: End of file reached 
AL= 2: Segment overflow 
AL = 3: Partial record read 


The function can only be called after the file was opence by the indicated 
FCB. 


The record whose address is stored in the FCB starting at location 21H is 


sy The DTA reads the record. If the DTA is not large enough, function 1AH 
must be called to move the DTA into its | own buffer. 


The FCB records the size of thie ‘60rd and the correspondin g number of 
bytes read. 


During the function call, the file pointer moves to the beginning of the 
record being read so that a subsequent call of a sequential read (function 


eek, 14H—see above) reads the same record sequentially. 


The record number does not increment. following the function call, soa 
new call of this function would read the same record. 


Error 2 occurs when the DTA reaches the end of a segment and the record 
being read extends beyond the end of the segment. 
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Error 3 occurs when a partial record appears at the end of the file. The 
- record is read in anyway and blank spaces bring the record up to the 
allocated record size. 


_. The contents of the AH, BX, CX, Dx, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 


Interrupt 21H, function 22H | nae DOS 
Random write (FCB) | (Version 1 and up) 


ra! Writes data from memory to the specified record in a file. 
Input: AH = 22H | 
Sgn DS = FCB segment address 
. DX= FCB offset address 
Output: AL = 0: record was written 
AL= 1: Medium (disk/hard disk) full 
AL= 2: segment overflow 


Remarks: The function can only be called after the file was opened by the indicated ° 
FCB. 


The record whose address is stored in the FCB starting at location 21H is 


The record is written from the DTA to the file. If the DTA is not large 
enough, function 1AH must move the DTA into its own buffer. 


The FCB records the size of the record and the number of bytes read. 


| During the function call, the file pointer moves to the beginning of the 
record being read. This instructs subsequent calls of a sequential read 
os (function 14H—see above) to read the same record sequentially. 


The record number does not increment following the function call, so a 
new call of this function would read the same record. 


‘Error 2 occurs when the DTA reaches the end of a segment and the record 
ue written extends beyond the end of the segment. . 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the eae aoe are not affected by this function. 
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Interrupt 21H, function 23H ae DOs 
Get file size in records (FCB) (Version 1 and up) 


Determines the size of a file based on the number of records in that file. 
Input: AH= 23H 
DS = FCB segment address 
DX = FCB offset address 


Output: AL= 0: Number of records found starting at at FCB address 21H 
AL= 255: File not found 


Remarks: The FCB passed contains the drive specifier as well as the name and 
/ extension of the file to be examined. 


Unlike the other FCB supported file accesses, the FCB requires the record 
size before the application can call this function. 


A record size of 1 returns the size of the file in bytes. 
The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 


Interrupt 21H, function 24H | | DOS 
Set random record number (Version 1 and up) 


Sets the record number in the FCB to the current position of the file pointer. 
Random access may begin at the point at which earlier sequential accesses left off. 


Input: AH= 24H . 
DS = FCB segment address 
DX = FCB offset address 


Output: No output 


Remarks: ‘The function can oaly be called aller the file was a by the indicated 
FCB. 


The contents of the processor registers and the ae registers are not 
affected by this function. 
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Interrupt 21H, function 25H | s DOS 
Set interrupt vector | ‘(Version 1 ‘and up) 


Sets any interrupt vector to another routine. 
Input: AH= 25H | 
~ AL= Interrupt number 


DS = New interrupt routine segment address 
DX= = el ue routine offset address 


Output: ; No alinat 

Remarks: Before calling this function, the old contents of the interrupt vector to be 
changed should be read and stored using function 35H. After the program 
terminates, the old contents of the satin vector should be restored. 


The contents of the | processor registers and the flag registers are not 


affected by this function. 
Interrupt 21H, function 26H — — | DOS 
Create PSP | _ (Version I and up) 
Copies the PSP rcaraii enn prefix) of the executing program toa pees 
: araress) in memory. 
: Input: AH= 26H 
. _ DX= New PSP segment address _ 
Output: | No output | 
Remarks: The new PSP offset address is 0. 


DOS Version 1 uses this function to execute other programs by creating a 
PSP, loading the program after this PSP and executing it. 


- For DOS Version 2 up, use the EXEC function 4BH to load and. execute 
additional programs instead of this function. 


The contents of the processor ret: and the ee registers are not 
affected by this function. | 
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Interrupt 21H, function 27H DOS 
Random block read (FCB) (Version 1 and up) 


Reads one or more sequentially stored records into memory. 


Input: 


Output: 


Remarks: 
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AH = 27H 

CX = Number of records to be read 
DS = FCB segment address 

DX = FCB offset address 


AL= 0: Record read | 
AL = 1: End of file reached 
AL= 2: Segment overflow 
AL = 3: Partial record read 
CX = Number of records read 


The function can only be called after the file was opened by the indicated 
FCB. 


The starting record is the record whose address is stored in the FCB, 
starting at location 21H. 


The record data passes to the DTA. If the DTA is not large enough, 
function 1AH must move the DTA into its own buffer. 


The FCB records the size of the record and the corresponding number of 
bytes read. 


After the function call, the file pointer moves to the end of the last record 
that was read so that it points to the next record (following the last record 


read). 


Error 2 occurs when the DTA reaches the end of a segment and the record 
being read extends beyond the end of the segment. 


Error 3 occurs when a partial record appears at the end of the file. The 
record is read in anyway and blank spaces bring the record up to the 
allocated record size. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 
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Interrupt 21H, function 28H | DOS 
Random block write (FCB) (Version 1 and up) 


Writes one or more records in sequence to the specified file. 


Input: 


Output: 


~ Remarks: 


AH = 28H 
CX = Number of records to be written 
DS = FCB segment address 


_DX= FCB offset address 


AL= 0: Record written 

AL= 1: Medium (disk/hard disk) full 
AL= 2: Segment overflow 

CX = Number of records written 


The function can only be called after the file was opened by the indicated 
FCB. 


The starting record is the record whose address is stored in the FCB 
Starting at location 21H. 


The FCB records the size of the record and the corresponding number of 
bytes read. 


The data is written from the DTA to the file. If the DTA is not large 
enough, function 1AH must move the DTA into its own buffer. 


After the function call, the file pointer moves to the end of the last record 
written so that it points to the next record, which follows the last record 
written. The record number increments by the number of records written. 


Error 2 occurs when the DTA reaches the end of a segment and the record 
being written extends beyond the end of the segment. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. — 


Interrupt 21H, function 29H DOS 
Parse filename to FCB (Version 1 and up) 


Transfers an ASCII format filename into the proper fields of an FCB. The filename 
can include a drive specifier, filename and file extension. 


Input: 


AH= 29H 

DS = Segment address of filename in memory 
SI= Offset address of filename in memory 
ES = FCB segment address 

DI= FCB offset address 
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AL= Transmission parameters: 


Bitl= 1: 
0: 
Bit2= 1: 


Bit3= 1: 


Bits 4-8: 


The drive specifier in the FCB changes eat if the filename 


passed contains a drive specifier 
_ The drive specifier changes anyway. If the filename passed 


contains no drive specifier, the the FCB defaults to 0 
(current drive) 

The filename in the FCB changes only if the filename 
parameter passed contains a filename. 

The filename changes. If the filename passed does not con- 
tain a filename, the filename in the FCB fills with spaces 


(ASCII code 32) 


The file extension in FCB chatigés only if the filename 

passed contains an extension 

The file extension in the FCB changes. If the filename 

passed has no extension, the extension field is padded with 
spaces (ASCII code 32) — 

Should contain the value 0 


Output: AL= 0: The filename passed contains no wildcards 
AL = 1: The filename passed contains wildcards 
_ AL= 255: Invalid drive specifier 
DS = Segment address of the first character after cee filename 
SI= Offset address of the first character after parsed filename 
ES = FCB segment address 
DI= FCB offset address 


Remarks: The filename must end with an end character (ASCII code 0). 


If the filename contains the wildcard "*", all corresponding fields in the 
FCB fill with the wildcard "?”". 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 


Interrupt 21H, function 2AH | | , | | DOS 
Get system date of oS (Version 1 and up) 
Reads the current system date. 
Input: AH= 2AH 7 | 
Output:  - AL= Day of the week (0=Sunday, 1=Monday, etc.) 
| CX= Year 
DH = Month 
DL= Day 
Remarks: DOS calls the clock driver to read the date. _ 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 
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Interrupt 21H, function 2BH Sea | | DOS 
Set system date a a. - (Version 1 and up) 


Sets a current system date as retumed by function 2AH (see above). 


Input: AH= 2BH 
ne, CX= Year 
DH= Month 
Output: AL= 0: O.K. 


_ AL= 255: Date incorrect 
Remarks: —s The date passes to the clock driver. 


If the PC does not have a realtime clock, the date remains in effect until 
the PC is switched off or rebooted. 


If the date entry is incorrect, the PC retains the old date. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 


Interrupt 21H, function 2CH - a DOS 
Get system time (Version 1 and up) 


Gets the current system time. 


Input: = AH=2CH 

Output: CH = Hours 
CL = Minutes 
DH = Seconds 


DL= Hundredths of a second 

Remarks: _. DOS calls the clock driver to read the time. 
The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 


Interrupt 21H, function 2DH — 7 | | —— DOS 
Set system time , - | _ (Version 1 and up) 


Sets the current system time. 


Input: AH= 2DH 
CH= Hours — 
CL= Minutes 
DH = Seconds | 
DL= hundredths of a second 
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Output: AL= 0: OK. 
ba | _ AL= 255: Incorrect time 


Remarks: The time passes to the clock driver. 


If the PC does not have a realtime clock, the time remains in effect until 
the PC is switched off or rebooted. 


If the time entry is incorrect, the PC retains the old time. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 


Interrupt 21H, function 2EH | DOS 
Set verify flag (Version 1 and up) 


Sets the verify flag. This flag determines whether data should be verified after a 
write operation to a block driver for proper transmission. 


Input: AH = 2EH 
DL= 0 
AL= 0: Don't verify data 
AL= 1: Verify data 


Output: No output | 

Remarks: This flag can be controlled at the user level with the VERIFY ON and 
VERIFY OFF commands. 
The contents of the processor registers and the flag registers are not 
affected by this function. 

Interrupt 21H, function 2FH DOS 

Get DTA address (Version 2 and up) 


Returns the address of the DTA (Data Transmission Area), which serves as a data 
buffer for all FCB supported file accesses. 


Input: § | AH= 2FH 


Output: ES= DTA segment address 
| | BX= DTA offset address _ 


Remarks: | This function determines the address of the DTA, but not the DTA's size. 


After the start of a program, the DTA starts at memory location 128 of 
the PSP and has a length of 128 bytes. | 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 
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Interrupt 21H, function 30H | el = DOS 
Get MS-DOS version number ad (Version 2 and up) 


Returns the DOS version number. 


Input = AH= 30H 
Output: -AL= Major version number (e.g., version 2.01=2) 
| AH= Minor version number (e.g., version 3.01=01) 
Remarks: _ The major (whole) version number represents the number preceding the 
decimal point. For example, the version number 3.3 returns the major 
version number 3. 


The minor (fractional) version number represents the number following 
the decimal point. It is always given as two digits. For example, Version 
2.1 returns the minor version number 10 (OAH). , 


If the AL register contains a value of 0, the program runs under DOS 
Version 1. DOS Version 1.0 cannot use this function. 


The contents of the DX, SI, DI, BP, CS, DS, SS, ES and the flag 
registers are not affected by this function. 


Interrupt 21H, function 31H | | DOS 
Terminate and stay resident | | (Version 2 and up) 


Terminates the currently executing program and returns control to the calling 
program. The current program remains in memory for later recall. 


Input: AH= 31H | 

AL= Return code | 

DX = Number of paragraphs to be reserved 
Output: No output | 
Remarks: The return code in the AL register indicates whether or not the program 


called by it correctly executes. The calling program can read this number 
by calling function 77 (4DH). This value can be tested from within a 
batch file using the ERRORLEVEL and IF commands. 


_The number of 16-byte paragraphs to be reserved indicates how many 
bytes, beginning with the PSP, cannot be released for other uses. 


Memory blocks reserved by function 48H are not 1 affected by the value i in 
the DX register because eaes can con be iad by calling function 
49H. — 
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Interrupt 21H, function 33H, sub-function 0 DOS 
Get <Ctri><Break> flag (Version 2 and up) 


Reads the <Ctrl><Break> flag. This determines whether DOS should test for 
active <Ctrl><C> or <Ctrl><Break> keys on each function call, or on character 
input/output calls. <Ctrl><C> and <Ctrl><Break> trigger interrupt 23H. 


Input: AH= 33H 
AL= 0 | _ 
Output: DL= 0: Test only during character input/output 


DL= 1: Test on every function call 


Remarks: Since the <Ctrl><Break> flag is not part of the environment block of a 
program, it affects all programs which call the DOS character functions 
that test for <Ctrl><C> or the <Break> key. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 


Interrupt 21H, function 33H, sub-function 1 DOS 
Set <Ctrl><Break> flag (Version 2 and up) 


Sets and unsets the <Ctrl><Break> flag. This determines whether DOS should test 
for the activation of the <Ctrl><C> or <Ctrl><Break> keys on each DOS 
function call or character input/output calls. <Ctrl><C> and <Ctrl><Break> 


trigger interrupt 23H. 
Input: AH= 33H 
AL= 1 


DL= 0: Test only during character input/output 
DL= 1: Test on every function call 


Output: No output 
Remarks: _ Since the <Ctrl><Break> flag is not part of the environment block of a 
program, it affects all programs which call the DOS character functions 
_ that test for <Cul><C> or the <Break> key. 


The contents of the processor registers and the flag registers are not 
_ affected by this function. 


800 


Abacus Appendix C: DOS Interrupts and Functions 


ieagi 21H, function 35H ate a | | DOS 
Get interrupt vector = ~ (Wersion 2 and up) 


Returns the current contents of an sii a vector and the address of the interrupt 
routine that belongs to it. ty i 


Input: AH= 35H 
AL = Interrupt number 


Output: ES = Interrupt routine segment address 
BX= Interrupt routine offset address _ 


Remarks: To ensure compatibility with future versions of DOS, instead of reading 
| : the vector's contents directly from the interrupt vector table, call this 
function for reading an Anterrupt vector. 


The contents of the AH, BX, Cx, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 


Interrupt 21H, function 36H — DOS 
Get free disk space 72 3 | (Version 2 and up) 


Returns information about the device (the block driver) f from which the 
available memory wae can be calculated. 


Inpt: § AH=3H 
DL= Device code 
Output: AX = 65535: Device unavailable 


AX< 65535: Number of sectors per cluster 
BX= Number of available clusters _ 

CX = Number of bytes per sector 

DX = Total number of clusters on the device | 


Remarks: This function identifies drive A as code 0, drive Bas code 1, etc. 


The remaining memory on nthe medium can be computed from the number 
of bytes per sector multiplied by the number of sectors per cluster, 
pres orig by the number of free clusters. 


The contents of the SI, DI, BP, Cs, DS, ‘SS, ES and the flag registers are 
not affected by this function. 
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Interrupt 21H, function 38H DOS 
Get country | (Version 2 and up) 


Determines country-specific parameters, which are set in the CONFIG.SYS file 


using the DOS COUNTRY command. 
Input: AH= 38H 
AL= 0 


DS = Buffer segment address 
DX = Buffer offset address 


Output: No output 


Remarks: Before the function call, function 30H should be used to determine the 
DOS version. This can help the programmer compensate for differences 
between DOS versions during the call and return of this function. 


The buffer must have at least 32 bytes allocated for recording the various 
country-specific parameters. 


Following the function call, the individual bytes of this buffer contain the 
following information : 


Bytes 0-1: Date format 
0 = USA: Month-day-year 
1 = Europe: day-month-year 
2 = Japan: Year-month-day 
Byte 2: ASCII code of the currency symbol 
Byte 3: 0 
Byte 4: ASCII code of the thousand character (comma/period) 
Byte 5: 0 
Byte 6: ASCII code of decimal character (period/comma) 
Byte 7: 0 
Bytes 8-31: reserved 


The contents of the processor registers and the flag registers are not 
affected by this function. 


Interrupt 21H, function 38H, sub-function 0 DOS 
Get country (Version 3 and up) 


Gets the country-specific parameters that are currently set. 


Input: AH= 38H 
DS = Buffer segment address 
DX = Buffer offset address 
AL= 0: read current country parameters 
AL= 1-254: Country code parameters to be read 
AL= 255: Country code parameters to be read placed in the BX register 
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Output: Carry flag=0: O.K. 

| Carry flag=1: Invalid country code | 
Remarks: Before the function call, function 30H should be used to determine the 


DOS version. This can help the programmer compensate for differences 
between DOS versions during the call and return of this function. 


The buffer must have at least 32 bytes allocated for recording the various 
country specific parameters. 


Following the function call, the individual bytes of this buffer contain the 
following information: 


Bytes 0-1: Date format 
0 = USA: Month-day-year 
1 = Europe: Day-month-year 
2 = Japan: Year-month-day 
Bytes 2-6: Currency indicator (string terminated by an end character) 
Byte 7: ASCII code of the thousand character (comma/period) 
Byte 8: 0 
Byte 9: ASCII code of decimal character (period/comma) 
Byte 10: 0 | 
Byte 11: ASCII code of the date i peas character 
Byte 12: 0 
Byte 13: ASCII code of the time separation character 
Byte 14: 0 
Byte 15: Currency format 
bit 0 = 0: Currency symbol before the value 
bit 0 = 1: Currency symbol after the value 
bit 1 = 0: No spaces between value and currency symbol 
bit 1 = 1: Space between value and currency symbol 
Byte 16: Precision (number of decimal places) 
Byte 17: Time format 
bit 0 = 0: 12-hour clock 
bit 0 = 1: 24-hour clock 
Bytes 18-21: Address of character conversion routine (see below) 
Bytes 22-33: reserved 


Addresses 18 to 21 are the offset and segment addresses of a FAR 
procedure, which is used for accessing the country specific characters from 
the character set of the PC. The routine views the AL register's contents 
as the ASCII code of a lower case letter that should be converted to a 
capital letter. If a capital letter exists, it is retained in the AL register after 
the call. If the letter doesn't exist, the contents of the AL register remain 
unchanged. For example, the routine could be used to convert a lower case 
"a" into a capital "A". | 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
the flag registers are not affected by this function. 
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Interrupt 21H, function 38H, ene ace 1 DOS 
Set country a (Version 3 and up) 


Sets the current country-specific parameters. These parameters can be read using 
function 38H, sub-function 0. Previous versions of DOS required country-specific 
settings fromthe CONFIG.SYS file using the COUNTRY command. This 
function allows the user to set and change these parameters after booting. 


Input: i 38H 
= 65535 
rie = 1-254: Number of the country 
AL > 254: Look in BX for country number 
BX = Number of the country (if AL > 254) 


Output: Carry flag=0: OK. 
Carry flag=1: Invalid country code 


Remarks: Before the function call, function 30H should be used to determine that 
this command exists. 


This function only allows setting of the country code, for which DOS has 
preset parameters. These parameters cannot be changed from this function. 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 39H DOS 
Create subdirectory (Version 2 and up) 


Creates a new subdirectory on the specified device. 


Input: AH = 39H 
DS = Subdirectory path segment address 
DX = Subdirectory path offset address 


Output: Carry flag=0: Subdirectory created 
Carry flag=1: Error (AX = error code) 
AX=3: Path not found 
AX=5: Access denied 


Remarks: The subdirectory path naassed is an ASCII string which is terminated by 
an end character (ASCH code 0). 


If the subdirectory path contains a dtive specifier. the indicated device is 
accessed. Otherwise DOS creates the subdirectory on the current device. 


An error can occur if any element of the path designation doesn't exist, a 


_ subdirectory already exists by that name, or the directory to be made is a 
| subdirectory of the root directory and it is already filled. 
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The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES | 
registers are not affected by this function. 


Interrupt 21H, function 3AH | | DOS 
Delete subdirectory | etna 4 (Version 2 and up) 


Deletes a subdirectory from the specified drive. 


Input: AH= 3AH 
DS = Subdirectory path segment address 
DX = Subdirectory path offset address 


Output: Carry flag=0: Subdirectory deleted - 
Carry flag=1: Error (AX = error code) 
=3: Path not found | 
AX=5:.Access denied ia 
AX=6: Directory to be deleted i iS the current foaven 


Remarks: The subdirectory path passed i is an ASCII string which is terminated by 
an end character (ASCII code 0). 


-If the subdirectory path contains a drive specifier, the indicated device is 
accessed. Otherwise DOS deletes the subdirectory from the current device. 


An error can occur if any element of the path designation doesn't exist, 
the subdirectory is the current directory, or the soar to be deleted still 
contains files. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 3BH | | : | DOS 
Set current directory ae st : (Version 2 and up) 


Sets the current subdirectory for the device nist = 
Input: AH = 3BH | eet 
DS = Subdirectory path segment address fy 
DX = pape, path offset address 
Output: Carry flag=0: Subdirectory st 
Carry flag=1: Error (AX = error om) 
_AX=3: Path not found — 


Remarks: _—‘ The subdirectory path passed is an ASCII string which is terminated by 
an end character (ASCII code 0). 


If the subdirectory path contains a drive ecais the indicated device is 
accessed. Otherwise DOS deletes the subdirectory from the current device. 
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An error can occur if any element of the path designation doesn't exist. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 3CH | DOS 
Create or truncate file (handle) (Version 2 and up) 


Creates a new file, or dumps the contents of an existing file (file size=0 bytes). 
This function call allows other functions to read or write to the open file. 


Input: AH = 3CH 
CX = File attribute 
Bit 0 = 1: File is read only 
Bit 1 = 1: Hidden file 
Bit 2 = 1: System file 
DS = Filename segment address 
DX = Filename offset address 


Output: Carry flag=0: O.K. (AX = file handle) 
Carry flag=1: Error (AX = error code) 
AX=3: Path not found 
AX=4: No available handle 
AX=5: Access denied 


Remarks: The various bits of the file attribute can be combined with each other. 


The filename must be available as an ASCII string terminated by an end 
character (ASCII code 0). The filename parameter can contain a driver 
specifier, path, filename and extension. No wildcards are allowed. If you 
omit the drive specifier or path, DOS accesses the current drive or current 
directory. 


An error can occur if any element of the path designation doesn't exist, if 
the file must be created in the root directory which is already full, or if a 
file with the same name already exists but cannot be cleared because it is 
write protected (bit 0 in the file attribute byte = 1). 


~ If the function call executed successfully, all other handle functions can be 
called with this handle once the file opens. | 


The file pointer is set to the first byte of the file. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 
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Interrupt 21H, function 3DH , : DOS 
Open file (handle) : 7 (Version 2 and up) 


Opens an existing file for access by other functions. 


Input: — AH= 3DH 
| AL= Access mode 
Bits 0-2: Read/write access 
000(b) = File is read only 
~ 001(b) = File can only be written 
eee 010(b) = File can be read and written 
Bit3:0(b) 
Bits 4-6: File sharing mode 
000(b) = Only current program can access the file (FCB mode) 
001(b) = Only the current program can access the file 
010(b) = Another program can read but not write the file 
011(b) = Another program can write but not read the file 
100(b) = Another program can read and write the file 
Bit 7: Handle flag 
0 = Child program of the current program can access file handle 
1 = Current program can access file handle only 
DS = Filename segment address 
DX = Filename offset address _ 


Output: Carry flag=0: O.K. (AX = file handle) 
Carry flag=1: Error (AX = error code) 
AX=1:Missing file sharing software © 
=2: File not found | 
AX=3: Path not found or file doesn’ t exist 
AX=4: No handle available 
AX=5: Access denied _ 
AX=12: Access mode not permitted 


Remarks: The filename must be available as an ASCII ae terminated by an end 
| character (ASCII code 0). The filename parameter can contain a driver 
specifier, path, filename and extension. No wildcards are allowed. If you 

omit the drive apectiies or path, DOS accesses the current drive or current 


If the function call executes successfully, all other handle functions can be 
called with this handle once the file opens. __ 


The file pointer is set to the first byte of the file. - 


DOS Version 2 uses only bits 0 to 2 of the access mode. All other bits, 
even under Version 3, should be 0 to ensure proper execution of the call. 


DOS Version 3 uses the file sharing mode in bits 4 to 6 of the access 
mode only if the file is on a mass storage device which is part of a 
network. These three bits decide if and how the file, while it is open 
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_using the current call, may be accessed by other programs from other PCs 
on the network. 


Error 12 can occur only under DOS Version 3 and only within a network 
when the file is already opened by another program and if no other 
program can gain access to that file. 


. The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected sis this function. 


iatereapt 21H, function 3EH DOS 
Close file (handle) (Version 2 and up) 


Writes any data in the DOS buffers to a currently open file, then closes the file. If 
changes occur to the file, the new file size and the last date and time of 
modification are added to the directory. 


Input: AH= 3EH 
BX= Handle to be closed 


Output: Carry flag=0: O.K. 
Carry flag=1: Error (AX = error code) © 
AX=6: Unauthorized handle or file not opened 


Remarks: Do not accidentally call this function with the numbers of the previous 
handle (the numbers 0 to 4) because the standard input device or standard 
output device may close. This would leave you unable to enter characters 
from the keyboard or display characters on the screen. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES" 
registers are not affected by this function. 


Interrupt 21H, function 3FH | DOS 
Read file or device (handle) a | (Version 2 and up) 


Reads a certain number of antes by using a handle from a previously opened 
file or device and passes the characters to a buffer. The read operation starts at the 
current file pointer position. | | | 


Input = $AH= 3FH | 
BX= File or device handle 
CX = Number of bytes to be read 
DS = Buffer segment address | 
DX = Buffer offset oe 


Output: Carry flag=0: O. K. (AX = - number of bytes read) — 
ise 2 _ Carry flag=1: Error (AX =errorcode) 
AX=5: Access denied 
AX=6: Illegal handle or file not open 
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Remarks: 


Characters can be read from a file or from a device ce the standard input 
device [keyboard], which has the handle 0). its 


When the carry flag resets after the function call but the AX register has 


the value 0, this means that the file pointer has already reached the end of — 
the file before the function call. So, no files could be read. 


When the carry flag resets after the function call but the contents of the 


AX register are smaller than the contents of the CX register before the 
function call, this means that the desired number of bytes wasn't read 
because the end of the file was reached. | 


After the function call, the file pointer follows the last byte read. 


The contents of the BX, CX, DX, ‘SL DI, BP, cs, DS, ‘SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 40H | | : DOS 
Write to file or device (handle) pata, ae) ‘ (Version 2 and up) 


Input: 


Output: 


Remarks: 


Writes a certain number of chatacters from a buffer to an open file or device by 
using a handle. The write operation begins at the file pointer S current position. 


AH = 40H 
BX= File or device handle ~ , 
CX = Number of bytes to be written 


- DS = Buffer segment address _ 


DX = Buffer offset address 


Carry flag=0: O.K. (AX = number of bytes written) 
Carry flag=1: Error (AX = error code) © 

AX=5: Access denied 

AX=6: Illegal handle or file not open _ 


| Characters can be written to a file or toa device go 8. the standard output 
_ device. [screen], which has the handle 1). 


‘When the carry flag resets after the function call but the AX register has 


the value 0, this means that the file pointer has already reached the end of 
the file before the function call. Therefore no files could be written. 


When the carry flag resets after the fipction, call but the contents of the 
AX register are smaller than the contents of the CX register before the 


function call, this means that the desired number of bytes were not 
written because the end of tie: was reached. 


After the function call, the file pointer f follows the last byte written. 
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The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 41H DOS 
Delete file (handle) (Version 2 and up) 


Deletes the filename passed to the function. Through the call of this function, a 
file is erased and its name is passed to the function. 


Input: AH = 41H | 
DS = Filename segment address 
DX = Filename offset address 


Output: Carry flag=0: O.K. 
Carry flag=1: Error (AX = error code) 
AX=2: File not found 
AX=5: Access denied 


Remarks: The filename must be available as an ASCII string terminated by an end 
character (ASCII code 0). The filename parameter can contain a drive 
specifier, path, filename and extension. No wildcards are allowed. If you 
omit the drive specifier or path, DOS accesses the current drive or current 
directory. 


An error occurs when any element of the path designation doesn't exist or 
when the file has the attribute Read Only and therefore can not be written 
to or deleted. This attribute can be changed by using function 43H. 


You cannot delete subdirectories or volume names with this function. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 42H ; DOS 
Move file pointer (handle) (Version 2 and up) 


Moves the file pointer of a previously opened file by using its handle. This allows 
random access because the individual records don't have to be read in sequence. The 
new file pointer position is given as an offset from the current position, either 
from the beginning of the file or from the end of the file. The offset itself is 


indicated as a 32-bit number. 
Input: AH = 42H 
AL= Offset code 


AL=0: Offset is relative to the beginning of the file 
AL=1: Offset is relative to the current position of the file pointer 
AL=2: Offset is relative to the end of the file 

BX= Handle | 

CX = High word of the offset 
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Output: 


Remarks: 


DX = Low word of the offset 


Carry flag=0: O.K. 
DX = High word of the file pointer 
AX = Low word of the file pointer 
Carry flag=1: Error (AX = error code) 
AX=1: Illegal offset code 
=6: Illegal handle or File not open 


If offset codes 1 and 2 are accessed, negative offsets may be used to move 
the file pointer backwards or to place the pointer at the beginning of the 
file. It's possible to set the file pointer before the end of the file, which 
Causes an error during the next read or write access to the file. 


The position of the file pointer passed after the function call is always 
relative to the beginning of the file. The offset code used during the 
function call is independent of this file pointer position. . 


Passing offset code 2 and offset 0 returns the size of the file. This action 
moves the file pointer to the last byte of the file and the pointer's 
position returns to the calling program after the function call. 


The contents of the BX, CX, , SI, DI, BP, CS, DS, SS and ES registers 
are not affected by this function. 


Interrupt 21H, function 43H, sub-function 0 , DOS | 
Get file attributes | ake (Version 2 and up) 


Determines file attributes. 


Input: 


Output: 


Remarks: 


AH= 43H 
AL= 0 : 
DS = Filename segment address 


DX = Filename offset address 


Carry flag = 0: O.K. (CX = file attribute) 
Bit 0=1: File can be read but not written 
Bit 1=1: File hidden (not displayed on DIR) 
Bit 2=1: File is a system file 
Bit 3=1: File is the volume name 
Bit 4=1: File is a subdirectory 
Bit 5=1: File was changed since the last date/time . 
Carry flag = 1: Error (AX = error code) 
AX=1: Unknown function code 
-AX=2: File not found 
-AX=3: Path not found 


The filename must be available as an ASCII string terminated by an end 


character (ASCII code 0). The filename parameter can contain a driver 
specifier, path, filename and extension. No wildcards are allowed. If you 
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omit the drive specifier or path, DOS ACCESSES the current drive or current 


An error occurs when any element of the path designation or the file does 
not exist. 


The contents of the BX, CX, , SI, DI, BP, CS, DS, SS and ES registers 
are not affected by this function. 


Interrupt 21H, function 43H, sub-function 1 DOS 


Set file attributes | (Version 2 and up) 
Sets the file attributes. 
Input: AH= 43H 
AL= 1 


Output: | 


Remarks: 
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CX = File attributes 

Bit 0 = 1: File can be read but not written 
Bit 1 = 1: File hidden (not displayed on DIR) 
Bit 2 = 1: File is a system file 

Bit 3 =0 

Bit 4=0 


_ Bit 5 = 1: File was changed since the last date/time 


DS = Filename segment address 
DX = Filename offset address 


Carry flag=0: O.K. 


Carry flag=1: Error (AX = error code) 
AX=1: Unknown function code 
=2: File not found 
AX=3: Path not found 
=5: Attribute cannot be changed 


_ The filename must be available as an ASCII string terminated by an end 


character (ASCII code 0). The filename parameter can contain a driver 
specifier, path, filename and extension. No wildcards are allowed. If you 
omit the drive pec: or path, DOS accesses the current drive or current 


: Ane error occurs when any element of the path designation c or the file does 


not exist. 


Neither subdirectories nor volume names can be accessed with this 
function. For this reason bits 3 and 4 of the file attribute must be 0 
during the function call. If you attempt to access a subdirectory or a 
volume name anyway, the function returns error code 5. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 
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Interrupt 21H, function 44H, sub-function 0 | | | DOS 
IOCTL: Get device information (Version 2 and up) 


Permits access of a character driver's device attribute. 


Input: AH= 44H 
. — AL= 0 
BX= ; Handle 
Output: aa flag=0: O.K. (DX = device attribute) 


Bit 4= 1: Processes control characters through IOCTL 
- Bit7= 1: Character driver | 
BitS= 0: Cooked mode operation 
1: Raw mode operation 

Bit3= 1: Clock driver operation 
Bit2= 1: NUL driver operation 
Bitl= 1: Console output driver (screen) 
BitO= 1: Console input driver (keyboard) - 
Carry flag=1: Error (AX = error code) 

AX=1: Unknown function code 

AX=6: Handle not opened or does not exist 


Remarks: A handle is passed (not the name of the addressed character driver which 
must be connected with this driver). This can be one of the five pre- 
assigned handles (0 to 4). A handle could have been previously opened for 
a certain device with the help of the Open function (function 3DH), and 
then passed to the function. For example, since the standard input and 
output devices (handles 0 and 1) can be redirected, this method assures that 
the indicated device is accessed. 


If bit 7 in the device attribute is unequal to 1, the driver addressed is not a 
character driver and the significance of the individual bits in the device 
attribute disagrees with those of the device driver. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 44H, sub-function 1 DOS 
1OCTL: Set device information (Version 2 and up) 


Sets the character device attributes. 


Input: —  AH= 44H 
= AL= 1 
BX= Handle 


CX = Number of bytes written 
DX = Device attributes 
Bit 14= 1: Processes control characters through IOCTL using sub- 
functions 2 and 3 
Bit 7 = 1: Character driver 
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Bit 5 = 0: Cooked mode operation 
Bit 5 = 1: Raw mode operation 
Bit 3 = 1: Clock driver operation 
Bit 2 = 1: NUL driver operation 
Bit 1 = 1: Console output driver (screen) 
~ Bit 0 = 1: Console input driver (keyboard) __ 


Output: Carry flag=0: O.K. 
7 Carry flag=1: Error (AX = Error code) 
AX=1: Unknown function code 
AX=6: handle not opened or handle does not exist 


Remarks: A handle is passed but it is not the name of the addressed character device, 
which must be connected with this device. This can be one of the five 
pre-assigned handles (0 to 4). A handle could have previously been 
opened, with the Open function, for a certain device and then passed to the 
function. For example, since the standard input and output devices 
(handles 0 and 1) can be redirected, this method assures that the indicated 
device is accessed. 


To change various device attribute bits with this function, use sub- 
function 0 to read the device attributes first. Then this sub-function can 
reset the device attribute bits in the device driver. 


If bit 7 in the device attribute is unequal to 1, the driver addressed is not a 
character driver. The meanings of the individual bits in the device attribute 
disagree with those in the device driver. 7 


This function is especially useful for switching between cooked mode and 
raw mode within a character driver (bit 5). 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 44H, sub-function 2 2 DOS 
IOCTL: Read data from character device (Version 2 and up) 


Reads data from a character device. This function defines the number of bytes of 
data to read from the buffer, which contains the data taken from the character | 


| device. 
Input: AH = 44H 
ee AL= 2 | 
BX= Handle 


CX = Number of bytes to be sea 
DS = Buffer segment address 
DX = Buffer offset address 
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Output: Carry flag=0: O.K. (AX = Number of bytes sent) 
Carry flag=1: Error (AX = Error code) - 
AX=1: Unknown function code . | 
AX=6: Handle not opened or does not exist 
Remarks: A handle is passed, but it is not the name of the addressed character device 
which must be connected with this device. This can be one of the five 
pre-assigned handles (0 to 4). A handle could have previously been opened 
with the Open function (function number 3DH) for a certain device, then 
passed to the function. For example, since the standard input and output 
devices (handles 0 and 1) can be redirected, this method assures that the 
indicated device is accessed. 
An error always occurs if the handle passed is connected with a block 
driver instead of a character driver. 
‘The driver defines the data type and structure. 
The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 
Interrupt 21H, function 44H, sub-function 3 : | DOS 
IOCTL: Send data to character device | (Version 2 and up) 
Sends data from an application program directly to a character device. The calling 
function defines the number of bytes to be transferred from a buffer to the device. 
Input: AH= 44H | 
AL= 3 | 
BX= Handle 7 | 
CX = Number of bytes to be transmitted 
DS = Buffer segment address — 
DX = Buffer offset address 
Output: Carry flag=0: O.K. | 
we _ AX=Numberofbytessent | | 
Carry flag=1: Error (AX = Error code) — 
AX=1: Unknown function code 
- AX=6: Handle not opened or does not exist — | 
Remarks: A handle is passed: but it is not the name of the addressed character device 


which must be connected with this device. This can be one of the five 
pre-assigned handles (0 to 4). A handle could have previously been opened 
with the Open function (function number 61) for a certain device, then 
passed to the function. For example, since the standard input and output 
devices (handles 0 and 1) can be redirected, this method assures that the 
indicated device i 1S accessed. | 


An error always occurs if the handle naaeds iS connected with a block 
driver instead of a character driver. 


815 


Appendix C: DOS Interrupts and Functions PC System Programming 


The driver defines the data type and structure. 


_ The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 44H, sub-function 4 | DOS 
IOCTL: Read data from block device | | =~ (Version 2 and up) 


Reads data for an application directly from a block device. The calling function 
defines the number of bytes to be copied by the device into a buffer. 


Input: AH= 44H 
AL= 4 
BX= Device designation 
CX = Number of bytes to be read 
DS = Buffer segment address 
DX = Buffer offset address 


Output: Carry flag=0: O.K. 
AX = Number of bytes sent 
Carry flag=1: Error (AX = Error code) 
AX=1: Unknown function code 
AX=15: Unknown device 


Remarks: Instead of defining the device driver, the device designation parameter 
defines the device from which data will be received. Code 0 represents 
device A:, 1 represents device B:, etc. 


The driver defines the data type and structure. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 44H, sub-function 5 | DOS 
IOCTL: Send data to block device , | (Version 2 and up) 


_ Sends data from an application program directly to a character device. The calling 
function defines the number of bytes to be transferred from a buffer to the device. » 


Input: AH= 44H 
| AL= 5 
BX= Device designation me eee 
CX = Number of bytes tobe sent 
DS = Buffer segment address 
DX = Buffer offsetaddress 


Output: Carry flag=0: O.K. 
AX = Number of bytes sent 
Carry flag=1: Error (AX = Error code) 
AX=1: Unknown function code 
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AX=15: Unknown device 
Remarks: _Instead of defining the device driver, the device designation parameter 
_ defines the device from which data will be received. Code 0 represents 
device A:, 1 represents device B:, etc. 
The driver defines the data type and structure. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
Tegisters are not affected by this function. 


Interrupt 21H, function 44H, sub-function 6 | DOS 
IOCTL: Read input status (Version 2 and up) 


Determines whether a device driver can transmit data to an application program. 


Input: AH = 44H 
AL= 6 
BX= Handle 
Output: Carry flag=0: O.K. (AX = Input satus) 
AX=0: Driver not ready - 


AX=255: Driverready 7 
Carry flag=1: Error (AX = Error cone) 
_AX=1; Unknown function code 
AX=5: Access denied | i 7 
Remarks: The handle passed can refer to either a character driver or a file. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 44H, sub-function 7 DOS 
POS Read Output status | _ (Version 2 and up) 


Determines whether a device driver can receive data from an application program. 


Input: §—- AH'= 44H 
AL= 7 
BX= Handle 
Output: Carry flag=0: O.K. (AX = Output. Stats) 


AX=0: Driver is not ready 
AX=255: Driver is ready 

Carry flag=1: Error (AX = Error code) 
AX=1: Invalid function number 
AX=5: Access denied 
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Remarks: The handle passed can refer to either a character driver or a file. 


If the handle refers to a file, the block device driver signals its readiness to 
receive data, even if the medium containing the file is full and no 
additional data can be appended to the end of the file. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 44H, sub-function 8 | DOS 
IOCTL: Test for changeable block device (Version 3 and up) 
Determines whether the block device medium (e.g., disk, hard disk, etc.) can be 
changed. 
Input: AH= 44H 
AL= 8 
BL= Device designation 
Output: Carry flag=0: O.K. (AX=status code) 


AX = 0): Medium changeable 

AX = 1: Medium unchangeable 
Carry flag=1: Error (AX = Error code) 

AX=1: Invalid function number 

AX=15: Invalid drive number 


Remarks: The device designation parameter defines the device being addressed instead 
of the device driver. Code 0 represents device A:, 1 represents device B:,. 
etc. | 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 44H, sub-function 9 _ DOS 
IOCTL: Test for local or remote drive (Version 3.1 and up) 


Determines whether a drive (block device) is local (part of the PC making the 
inquiry) or remote (part of another PC in a network). 


Input: AH = 44H 
AL= 9 
BL= Device designation 


Output: Carry flag=0: O.K. 
DX = device attribute 
Bit12=0:Local 
Bit 12 = 1: Remote 
Carry flag=1: Error (AX = Error code) | 
AX=1: Invalid function number 
AX=15: Invalid drive specification 
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Remarks: You can access this sub-function only if avers software has 
previously been installed. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 44H, sub-function OAH | DOS 
IOCTL: Test for local or remote handle (Version 3.1 and up) 


Determines whether a file associated with this handle is local (part of the PC 
making the inquiry) or remote (part of another PC in a network). 


Input: AH = 44H 
AL= OAH 
BX= Handle 
Output: DX = IOCTL code 
Bit 15 = 0: Local 


Bit 15 = 1: Remote 
Carry flag=1: Error (AX = Error code) 
AX=1: Invalid function number 
AX=6;: Handle not opened or does not exist 


Remarks: You can access this sub-function only if networking software has 
_ previously been installed. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS; SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 44H, sub-function OBH DOS 
IOCTL: Change retry count (Version 3 and up) 


Sets the variables that specify the number of attempts at file access. One PC 
within a network may try to access a file that is already being accessed by another 
PC. The PC attempting access repeats the file access procedure the number of 
times and the number of waiting periods defined by these variables. 


Input: | AH= 44H 
AL= OBH 
BX= Number of attempts 
CX = Waiting time between attempts 
Output: Carry flag=0: O.K. 
Carry flag=1: Error (AX = Error code) 
AX=1: Invalid function number 


Remarks: You can only access this sub-function if networking software has 
previously been installed. 
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-. The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
_ Tegisters are not affected by this function. = 


Interrupt 21H, function 45H | | DOs 
Duplicate handle | (Version 2 and up) 


Creates a duplicate of the handle passed. This duplicate handle interfaces with the 
same file or device as the first handle. If the first handle refers to a file, the value of 
the first handler's file pointer joins with the file pointer of the duplicate handle. 


Input: AH = 45H 
| _ BX= Handle | 
Output: Carry flag=0: O.K. (AX = the new handle 


Carry flag=1: Error (AX = Error code) 
AX=4: No additional handle available 
AX=6: Handle not opened or does not exist 


Remarks: Without having to close the file, this function updates a file directory 
entry after its modification. A file can be closed using function 62 (3EH). 


If the file pointer of one of the two handles changes position due to the 
call of a read or write function, the other file pointer also changes 
automatically. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 46H ae ae DOS 
Force duplicate of handle (Version 2 and up) 


~ Refers a second file handle to the save device or file as 5 the first file handle. The 
second handle's file pointer also contains the same value as the first handle's file 
pointer. 


Input: AH= 46H | 
BX= First handle 
CX = Second handle 


Output: Carry flag=0: O.K. 
Carry flag=1: Error (AX = Error code) | 
AX=4: No additional handle available _ | 
AX=6: Handle not opened or does not exist 


_ Remarks: If the function call connects the second handle to an open file, the file 
Closes before the forced duplication. — 


If the file pointer of one of the handles changes position due to the call of 
a read or write function, the other file pointer also changes automatically. — 
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The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 47H | | pos 
Get current directory | (Version 2 and up) 


Gets an ASCII string listing the complete path designation of the current directory 
of the indicated device. This string passes to the specified buffer. 


Input: AH = 47H 
DL= Device designation 
DS = Buffer segment address 
SI= Buffer offset address 


Output: Carry flag=0: OK. 
Carry flag=1: Error (AX=Error code) 
AX=15: Invalid drive specification 


Remarks: The device designation parameter defines the device being addressed instead. 
_ of the device driver. Code 0 represents the current device, 1 represents 
device A:, etc. 


The path description in the buffer terminates with an end character (ASCII 
code 0). This description has no drive specifier or \ character (root 
directory specifier). If the root directory is the current directory, the end 
character becomes the first character in the buffer. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 48H | DOS 
Allocate memory | (Version 2 and up) 


Reserves an area of memory for program use. 


Input: AH= 48H 
BX= Number of paragraphs to 5 be reserved 


Output: Carry flag=0: O.K. 
AX=Memory area segment address) 
Carry flag=1: Error (AX = Error code) | 
AX=7: Memory control block destroyed 
AX=8: Insufficient memory. 
BX= Number of paragraphs available 


Remarks: A paragraph consists of 16 bytes. 
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_If memory allocation was successfully executed, the allocated range 
__ begins at address AX:0000. 


_ This function always fails when executed d from within a COM program 
because the PC assigns the total amount of free memory to a COM 


program when it executes. | ; | 
The contents of the CX, DX, SI, DI, BP, CS, DS, SS and ES registers 
are not affected by! this function. | 
Interrupt 21H, function 49H | an DOS 
Release memory (Version 2 and up) 


Releases memory wrevioadly allocated d by function 72 9H—s0e above) for any 
purpose. 


Input: AH= 49H 
ES = Memory area segment address 


Output: Carry flag=0: O.K. 
Carry flag=1: Error (AX = Error code) 
AX=7: Memory control block destroyed 
AX=9: Incorrect memory area passed in ES 


Remarks: - Since DOS knows the size of the memory area to be released, no 
parameter exists for passing memory size. 


If the wrong segment address appears in the ES register during the 
function call, memory assigned to another program can be released. This 
can lead to a system crash or other consequences. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 4AH oats “pos 
Modify memory allocation | a (Version 2 and up) 


Changes the size of a memory area previously reserved using function 72 (3FH— 
see above). 


Input: AH= 4AH 
-_ BX= New memory area size in scramalis 
| ES = _ Memon a geet Neos | 


Output: Carry flag=0: O.K. 
/ Carry flag=1: Error (AX = eae : 
AX=7: Memory control block destroyed 
AX=8: Insufficient memory 
- BX= Number of paragraphs available | 
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Remarks: 


A paragraph has 16 bytes. 


If the wrong segment address appears in the ES register during the 


_ function call, memory assigned to another program can be released. This 


can lead to a system crash or other consequences. 


Since the PC assigns the total amount of free memory to a COM 
program when it executes, this function call always fails when executed 
from within a COM program. 


COM programs should use this function to release all unnecessary 
memory since all RAM becomes part of a COM program. This is 
especially important before calling the EXEC function (function number 
75 (4BH). | 


The contents of the CX, DX, SI, DI, BP, CS, DS, SS an ES registers 
are not affected by this function. 


Interrupt 21H, function 4BH, sub-function 0 | DOS 
Execute program (Version 2 and up) 


Input: 


Output: 


Remarks: 


Executes another program from within a program and continues execution of the 
original program after the called program finishes its run. The function requires the 
name of the program to be executed and the address of a parameter block, which 
contains information that i is important to the function. | 


AH= 4BH 


AL= 0 


ES = Parameter block segment address 
BX= Parameter block offset address 
DS = Program name segment address 
DX = Program name offset address 


Carry flag=0: O.K. 

Carry flag=1: Error (AX = Error code) 
AX=1: Invalid function number 

_ AX=2: Path or program not found 

_ AX=5: Access denied 
AX=8: Insufficient memory 
AX=10: Wrong environment block 
AX=11: Incorrect format _ 


The directory name passed is an ASCII string which is terminated by an 
end character (ASCII code 0). It can contain a path designation and drive 
specifier. No wildcards are allowed. If no drive specifier or path 


designation exists, the function accesses the current drive or directory. 


Only EXE or COM programs can be executed. To execute a batch file, 
the command processor (COMMAND.COM) must be called using the kc 
parameter followed by the name of the batch file. — 
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The parameter block must have the following format: 


Bytes 0-1: Environment block segment address 
Bytes 2-3: | Command parameter offset address 
Bytes 4-5: | Command parameter segment address 
Bytes 6-7: First FCB offset address 7 

Bytes 8-9: First FCB segment address 

Bytes 10-11: Second FCB offset address 

Bytes 12-13: Second FCB segment address 


If the segment address of the environment block is a 0, the called program 
has the same environment block as the calling program. 


The command parameters must be stored so that the parameter string 
begins with a byte representing the number of characters in the command 
line. Next follow the individual ASCII characters, which are terminated 
by a carriage return (ASCII code 13) (this carriage return is not counted as 
a character). 


The first FCB passed is copied to the PSP of the called program starting 
at address SCH. The second FCB passed is copied to the PSP of the called 
program starting at address 6CH. If the called program does not obtain 
information from the two FCBs, any desired value can be entered into the 
FCB fields at the parameter block. 


Afier the call of this function, all registers are destroyed except the CS 
and IP registers. For later recall, save their contents before the function 


call. 
The program called should have all the handles available to the calling 
program. 
Interrupt 21H, function 4BH, sub-function 3_ DOS 
Execute overlay (Version 2 and up) 


Loads a second program into memory as an overlay without automatically 
executing the second program. 


Input: — AH= 4BH 
| AL= 3 
ES = Parameter block segment address 
- BX= Parameter block offset address 
DS = Program name segment address 
DX = Program name offset address 


Output: Carry flag=0: O.K. 
Carry flag=1: Error (AX = Error code) 
_ AX=1: Invalid function number 
AX=2: Path or program not found 
AX=5: Access denied 
=8: Insufficient memory 
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AX=10: Wrong environment block 
AX=11: Incorrect format 


Remarks: The directory name passed is an ASCII string which i is terminated by an 
end character (ASCII code 0). It can contain a path designation and drive 
specifier. No wildcards are allowed. If no drive specifier or path 
designation exists, the function accesses the current drive or directory. 


| Only EXE or COM programs can be executed. To execute a batch file, 
the command processor (COMMAND.COM) must be called using the /c 
parameter followed by the name of the batch file. 


The parameter block must have the following format: 


Byte 0-1: - Segment address where the overlay will be stored 
7 | (offset address=0) | 
. Byte 2-3: Relocation factor 


The relocation factor requires the value 0 for COM programs. Use the 
- segment address at which the program should load when accessing EXE 


programs. | 7 
The contents of the BX, CX, DX, SI, DI, BP, CS, DS, $s and ES” 
registers are not affected by this function. 


Interrupt 21H, function 4CH | | : es | DOS 
Terminate with return code | a: ; (Version 2 and up) 


Terminates a program and passes an end code for which function 77 (4DH- -see 
below) searches. This function releases the memory previously occupied by the 


terminated program. 
Input: AH= 4CH | 
‘ | _AL= Return code 
Output: = $No output | 
Remarks: This function may be used for program termination instead of the other 
functions listed earlier. 


This function call restores the contents of the three interrupt vectors that 
were stored in the PSP when the program started execution. 


_ Before passing control to the calling program, all handles opened by this 
program close, along with the corresponding files. This i is not eae 
to files accessed using FCBs. | 


A batch file can test for the return n code t using the ERRORLEVEL and IF 
batch commands. 
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Interrupt 21H, function 4DH | DOS 
Get return code (Version 2 and up) 


Checks a program, called from another program by the EXEC function, for the 
retum code passed by the called program when it terminates. 


Input: AH= 4DH 
Output: AH = Type of program termination 
AH=0: Normal end 


AH=1: End through <Ctrl><C> or <Break> 
AH=2: Device access error 
AH=3: Call of function 49 (31H) 

AL= Return code 


Remarks: — This function reads the return code of the called program only once. 


The contents of the AX, BX, CX, DX, SI, DI, BP, CS, DS, SS, ES and 
flag registers are not affected by this function. The contents of all other 


registers may change. 
Interrupt 21H, function 4EH DOS 
Search for first match (Version 2 and up) 


Searches for the first occurrence of the filename listed. The file can have certain 
attributes, so a search can be made through subdirectories and volume names. 


Input: AH= 4EH 
CX = File attribute 
DS = Filename segment address 
DX = Filename offset address 


Output: Carry flag=0: O.K. 
Carry flag=1: Error (AX = Error code) 
=2: Path not found | 
AX=18: No file with the attribute found 


Remarks: _ The directory name passed is an ASCII string which is terminated by an - 
end character (ASCII code 0). It can contain a path designation and drive 
specifier. No wildcards are allowed. If no drive specifier or path 
designation exists, the function accesses the current drive or directory. 


The search defaults to normal files (attribute 0). Any set attribute bits 
extends the search to normal files and any other file types. 


If a matching file occurs, the first 43 bytes of the DTA contain the 
following information about this file: 


Bytes 0-20: Reserved 


Byte 21: File attribute | 
Bytes 22-23: Time of last modification to file 
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Bytes 24-25: Date of last modification to file 

Bytes 26-27: Low word of file size 

Bytes 28-29: High word of file size 

Bytes 30-42: ASCII filename and extension terminated 
by an end character (ASCII code 0) 


This function may only be called to search for the first occurrence of a 
file. If you want to search for a group of files using wildcards, function 
4FH (see below) must be called. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 4FH DOS 
Search for next match (handle) | (Version 2 and up) 


Searches for subsequent occurrences of the filename listed after function 78 (above) 
executed successfully. . 


Input: 


Output: 


Remarks: 


AH= 4FH 


Carry flag=0: O.K. 
Carry flag=1: Error (AX=Enrror code) 
AX=18: No other files found with this attribute 


If a matching file occurs, the first 43 bytes of the DTA contain the 
following information about this file: 


Bytes 0-20: Reserved 

Byte 21: File attribute 

Bytes 22~23: Time of last modification to file 

Bytes 24—25: Date of last modification to file 

Bytes 26-27: Low word of file size 

Bytes 28-29: High word of file size 

Bytes 30-42: ASCII filename and extension terminated 
by an end character (ASCII code 0) 


This function can only be called if function 4EH has been called once and 
if the DTA remains unchanged. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 
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Interrupt 21H, function 54H ——it*s ere pos 
Get verify flag _ . (Version 2 and up) 


Gets the current status of the verify flag. This flag determines whether or not data 
transmitted to a medium (floppy disk or hard disk) should be verified after the 


transmission. 
Input: _ AH= S4H 
Output: AL= Verify flag 
AL=0: Verify off 
AL=1: Verify on 
Remarks: Function 2EH (see above) controls the status of the verify flag. | 


The contents of the AH, BX, CX, DX, SI, DI, BP, CS, DS, SS, rs 
nae Registers are not affected by this function. 


Interrupt 21H, function 56H | 7 | DOS 
Rename file (handle) —— 7 (Version 2 and up) 


Renames a file or moves the file to another directory of a block device. Moving is 
possible only within the different directories of one particular device (i.e., you can't 
move a file from a hard disk directory to a floppy disk acme 


Input:  AH= 56H 
DS = Old filename segment address 
DX = Old filename offset address 
ES = New filename segment address 
DI= New filename offset address 


Output: Carry flag=0:O.K. 
Carry flag=1: Error (AX = Error code) 
AX=2: File not found — 
AX=3: Path not found 
- AX=5: Access denied 
AX=1 1: the same device 


Remarks: The directory n: name paaced is an ASCII string which i is terminated by an 
end character (ASCII code 0). It can contain a path designation and drive 
specifier. No wildcards are allowed. If no drive specifier or path 
designation exists, the function accesses the current drive or directory. 

An error occurs if you attempt to move the file to a filled root directory. 
This function cannot access subdirectories or volume names. — 


The contents of the BX, CX, DX, SL DI, BP, CS, DS, SS and ES 
registers are not affected by this a 
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Interrupt 21H, function 57H, sub-function 0 ae ae pos 
Get file date and time (Version : 2 and up) 


Gets the date and time of the creation or last modification of a file. 


Input: §  AH= 57H 
AL= 0 
BX= Handle 


Output: Carry flag=0: O.K. 
CX=Time 
DX=Date 
Carry flag=1: Error (AX = Error code) 
: AX=1: Invalid function 
AX=6: Invalid handle 


Remarks: In order for it to be accessed with a handle, the file must have been 
previously opened or created using one of the handle functions. 


The time appears in the CX register in the following format: 


Bits 0-4: Seconds in 2-second increments 
Bits 5-10: § Minutes | 
Bits 11-15: ‘Hours | 


The date appears in the DX register in the following format: 


Bits 0-4: Day of the month 
Bits 5-8: Month 
Bit 9-15: Year {relative to 1980) 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. | 


Interrupt 21H, function 57H, sub-function 1 | DOS 
Set file date and time | - (Version 2 and up) 


Stores the date and time of the creation or last modification of a file in the 


ae file and device. 


Input: cepeasenae = STH 
re ae el | 
BX= Handle 
 CX= Time 
DX = Date 
Output: Carry flag=0: O.K. 
Carry flag=1: Error (AX = Error code) — 


AX=1: Invalid function — 
AX=6: Invalid handle 
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Remarks: In order to be accessed with a handle, the file must have been n previously 
opened or created using one of the handle functions. 


The time appears in the CX register in the following format: 


Bits 0-4: Seconds in 2-second increments 
Bits 5-10: Minutes 
Bits 11-15: Hours | 


The date appears in the DX register in the following format: 


Bits 0-4: Day of the month 
Bits 5-8: + Month 
Bit 9-15: Year (relative to 1980) 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 58H, sub-function 0 DOS 
Get allocation strategy (Version 3 and up) 


Determines the method currently in use by MS-DOS for allocating blocks of 
memory. If a program allocates memory using function 48H, different programs in 
memory may already have memory blocks assigned to them. Since these requested 
memory blocks vary in size, DOS has three methods of allocating memory to a 


program: 


° First fit: DOS starts searching at the start of memory and allocates the 
first memory block it finds of the requested size; 


° Best fit: DOS searches all available memory blocks and allocates the 
smallest suitable memory block it finds (the most efficient method); 


° Last fit: DOS starts searching at the end of memory and allocates the first 
| memory block it finds of the requested size. 


Input: AH= 58H 
AL= 0 


Output: Carry flag=0: O.K. 
: AX=0: First fit (start from beginning of memory) 
AX=1: Best fit (search for best-fitting memory block) 
AX=2: Last fit (start from end of memory) 
Carry flag=1: Error (AX = Error code) 
AX=1: Invalid function number 


Remarks: The allocation strategy applies to all programs. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 
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Interrupt 21H, function 58H, sub-function 1 : | DOS 
Set allocation strategy | | (Version 3 and up) 


Defines the method currently in use by MS-DOS for allocating blocks of memory. 
If a program allocates memory using function 48H, different programs in memory 
may already have memory blocks assigned to them. Since these requested memory 
blocks vary in size, DOS has three methods of allocating memory to a program: 


Input: 


Output: 


Remarks: 


First fit: DOS starts searching at the start of memory and allocates the 


first memory block it finds of the requested size; 


Best fit: DOS searches all available memory blocks and allocates the 
smallest suitable memory block it finds (the most efficient method); 


Last fit: DOS starts searching at the end of memory and allocates the first 
memory block it finds of the requested size. 


AH= 58H 

AL= 1 

BX= Allocation strategy 
BX=0: First fit (start from beginning of memory) 
BX=1: Best fit (search for best-fitting memory block) 
BX=2: Last fit (start from end of memory) 


Carry flag=0: O.K. 
Carry flag=1: Error (AX = Error code) 
AX=1: Invalid function number 
The allocation strategy applies to all programs. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 


-Tegisters are not affected by this function. 
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Interrupt 21H, function 59H | DOS 
Get extended error information ee: | (Version 3 and up) 


Gets information about errors that occur during the call of one of the functions of 
either interrupt 21H or interrupt 24H. This information includes detailed 
information about the error, its origin and the action the user should take to 


alleviate the error. 
Input; AH= 59H 
BX= 0 
Output: AX = Description of error 


BH= Cause of error 
BL= Recommended action . 
CH = Source of error 


Remarks: The following codes describe the error: — 

0: No error 

1: Invalid function number 

2: File not found 

3: Path not found 

4: Too many files open at once 
5: Access denied 

6: Invalid handle 

iP Memory control block destroyed 
8: Insufficient memory 

9: Invalid memory address 

10: Invalid environment 

11: Invalid format 

12: Invalid access code 

13: Invalid data - 

14: Reserved 

15: Invalid drive 

16: Current directory cannot be removed 
aT: Different device 
‘18: No additional files 
~~ 19: - Medium write protected 
20: Unknown device 

21: ‘Device not ready - 
22: Unknown command 

23: CRC error 

24: Bad request structure — 
25: Seek error 
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26: Unknown medium type 

27: Sector not found 

28: Printer out of paper — 

29: Write error 

30: Read error - 

31: General failure 

32: Sharing violation 

33: Lock violation 

34: ~ Unauthorized disk change 

35: FCB not available 

80: File already exists 

81: Reserved 

82: Directory cannot be created 4 
83: Terminate after call of interrupt24H 


_ The following codes describe the cause of the error: 


G01 [RRM © 6] anette cn aeRO eer ee OR a 
No memory available on the medium | 

Temporary access problem—may end soon 

Access unauthorized 

Internal error in system software 

Hardware error 

Software failure not caused by running application program 
Application program error 

Filenotfound | 

Invalid file format/type. 

10: File locked . | oe 

11: Wrong medium im drive, bad disk or edit problem 

12: Other error 


2 Oe 


The following codes describe the action needed to fix the error. 


OG EO a et 
1: Repeat process several times, then ask user to abort/ignore 
a Repeat process several times pausing each time, then ask 
user to abort/ignore | 

Ask user for correct information (e.g., filename) 
Terminate program as completely as possible 

Terminate program NOW (no file closing, etc.) 

Ignore error. 7 

Ask user to remove error source and repeat process 


Bee esrtescs 
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The following codes describe the source of the error: 


1: Unknown 

2: Block device (disk drive, hard disk, etc.) 
3: Network 

4: Serial device 

5: RAM 


The contents of the CS, DS, SS and ES registers are not affected by this 
function. All other register contents are destroyed. 


Interrupt 21H, function 5AH DOS 
Create temporary file (handle) (Version 3 and up) 


Creates a temporary file in memory for storage during program execution. The 
filename doesn't matter because the access occurs through the assigned handle. 
Since this function allows several files open at the same time, DOS creates 
filenames from the current date and time. Every temporary file is ensured its own 
particular name because the function cannot be called more than once at a time. 


Input: 


Output: 


Remarks: 
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AH= 5AH 

CX = File attribute 

DS = Directory segment address 
DX = Directory offset address 


Carry flag=0: O.K. 
AX=Handle 
DS=Complete filename segment address 
DX=Complete filename offset address 
Carry flag=1: Error (AX = Error code) 
=3: Path not found 
AX=5: Access denied 


The directory name passed is an ASCII string which is terminated by an 
end character (ASCII code 0). It can contain a path designation and drive 
specifier. No wildcards are allowed. If no drive specifier or path 
designation exists, the function accesses the current drive or directory. 


The bits of the file attribute have the following meanings: | 


Bit 0 = 1: Read only file 
Bit 1 = 1: Hidden file 
Bit 2 = 1: System file 


Temporary files are not automatically deleted after program execution. 
The file must be closed using function 3EH, then the temporary file must 
be deleted using function 41H. 
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The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this function. 


Interrupt 21H, function 5BH DOS 
Create new file (handle) (Version 3 and up) 


Creates a file in the specified directory based upon an ASCII file format. If no drive 
specifier or path is provided, the file opens in the default (current) directory. 


Input: AH = 5BH © 
CX = File attributes: 
CX=00: Normal file 
CX=01: Read-only file 
CX=02: Hidden file 
CX=04: System file 
DS = ASCII file specification segment address 
DX = ASCII file specification offset address 


Output: Carry flag=0 (AX= file handle) 
_ Carry flag=1 (AX = Error code) 
AX=3: Path not found 
AX=4: No handle available 
AX=5: Access denied 
=80 (50H): File already exists 


Remarks: An error occurs when any element of the path designation doesn't exist, 
when the filename already exists in the specified directory, or when an 
attempt is made to create the file in an already full root directory. 


The file defaults to the normal read/write attribute, which allows both read 
and write operations. This attribute can be changed by using function 


43H. 
Interrupt 21H, function 5CH DOS 
Control record access (Version 3 and up) 


Locks or unlocks a particular section of a file. This function operates on 
multitasking and networking systems. 


Input: AH= 5CH 
AL= Function code 
AL=00: Lock file section 
AL=01: Unlock file section _ 
BX= File handle 
CX = High word of section offset 
DX = Low word of section offset 
SI= High word of section length 
DI= Low word of section length 
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Output: Carry flag=0: Successful lock/unlock 
| Carry flag=1: Error (AX = Error code) 
AX=1: Invalid function code 
AX=6: Invalid handle 
- AX=33 (21H): All or part of section already locked 


Remarks: This function can only be used on files already opened or created using 
functions 3CH, 3DH, 5AH or 5BH. 


_ The corresponding call to unlock a file region must contain the identical 
file offset and file region length. 


Interrupt 21H, function SEH, sub-function 0 DOS 
Get machine name (Version 3.1 and up) 


Returns the address of an ASCII string which defines the local computer type 
within a network. 


Input: AH = 5EH 
AL= 00 
DS = User buffer segment address 
DX = User buffer offset address 


Output: Carry flag=0: Successful execution 
CH = 00: Name undefined 
CH > 00: Name defined 
CL= NETBIOS name number (when CH<00) 
DS = Identifier segment address (when CH<>00) 
DX = Identifier offset address (when CH<>00) 
Carry flag=1: Error (AX = Error code) 

AX=1: Invalid function code 


Remarks: The computer type is a 15-byte-long string terminated i an end character 
~ (ASCII code 0). 

Interrupt 21H, fanetion 5EH, sub-function 2 2 ae DOS 

Set printer setup | "(Version 3.1 and up) 


Specifies a string which precedes all Output to a sintioili printer used by a 
network. This string allows network users to assign their own individual printing 
parameters to the shared printer. 


Input: AH= 5EH © 
AL= 02 © 
BX= Redirection list index ise Remarks below) 
CX = Printer setup string length 
DS = Printer setup string segment address 
SI= Printer setup string offset address 
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Output: Carry flag=0: Successful execution 
Carry flag=1: Error (AX = Error code) 
AX=1: Invalid function code 


Remarks: _ The contents of register BX (redirection list index) come from function 94 
5EH, sub-function 2. Function SEH, sub-function 3 (see below) can 
supply the current printer setup string. 


Interrupt 21H, function SEH, sub-function 3 | DOS 
Get printer setup (Version 3. 1 and up) 


Gets the printer setup string assigned to a particular network printer by using 
function 5EH, sub-function 2 (see above). | 
Input: AH 5EH 
pe ee oe DAL SOB ot 
a Redirection list index) 


DS = Setup string receiving buffer segment address 
SI= Setup suring receiving buffer offset address 


Output: Carry flag=0: Successful execution 
CX=Printer setup string length | a ) 
ES=Segment address of buffer retaining setup string 
Di=Offset address of buffer retaining setup String 
Carry flag=1: Error (AX = Error code) ‘ ia 
seceae Invalid function COdG) 5s, %. “hs ares ~ 


Remarks: The contents of register BX (redirection list index) come from function 


SEH, sub-function 2. Function SEH, sub- eu hon 3 can supply the 
current printer setup string. | 


Interrupt 21H, function 5FH, sub-function 2 — DOS 
Get redirection list entry (Version 3.1 and up) 


Gets the system redirection list. This list assigns local names to network Danis, 


files or directories. 
“Input: AH = SEH 
mie, teint AL= 02. 


BX= Redirection list index (see Remarks below) 

DS = Device name buffer segment address (16 bytes) 
SI= Device name buffer offset address (16 bytes) 

ES = Network name buffer segment address (128 bytes) 
DI= Network name buffer offset address (128 bytes) 
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Output: 


Remarks: 


Carry flag=0: Successful execution 
BH= Status flag 

0: Valid device 

1: Invalid device 
BL= Device type 

3: Printer 

4: Drive 
BP = Destroyed 
CX = Parameter value in memory 
DX = Destroyed 
DS = ASCII format local device name segment address 
SI= ASCII format local device name offset address 
ES = ASCII format network name segment address 
DI= ASCII format network name offset address 
Carry flag=1: Error (AX = Error code) 

AX=1: Invalid function code 

AX=18: No more files available 


The contents of register CX come from function SFH, sub-function 3 (see 
below). 


Interrupt 21H, function 5FH, sub-function 3 eee DOS 
Redirect device | (Version 3 and up) 


Redirects device access in a network, assigning a network name to a local device. 


Input: 


Output: 


Remarks: 


838 


AH = S5FH 
AL= 03 
BL= Device type 
BL=3: Printer 
BL=4: Drive 
CX = Parameter value in memory 
DS = ASCII format local device name segment address 
SI= ASCII format local device name offset address 
ES = ASCII format network name and password segment address 
DI= ASCII format network name and password offset address 


Carry flag=0: Successful execution 
Carry flag=1: Error (AX = Error code) | 
AX=1: Invalid function code; string format incorrect; 
device redirected | 
AX=3: Path not found 
AX=5: Access denied 
AX=8: Insufficient memory 


The contents of register CX are supplied from function SFH, sub-function 
3. | 


Device names can be drive specifiers (e.g., A:), printer names (i.e., LPT 1, 
PRN, LPT2 or LPT3) or null strings. If you enter a null string and pass- 
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word as the device name, DOS tries to open access to the network using 


the password. 
Interrupt 21H, function 5FH, sub-function 4 DOS 


Cancel redirection (Version 3 and up) 


Disables the current redirection by removing local name vs mania to network 
printers, files or directories. 


Input: AH= 5FH 
AL= 04 . 
BX= Redirection list index (see Remarks below) 
DS = ASCII format local device name segment address 
SI= ASCII format local device name offset address 


Output: Carry flag=0: Successful execution 

| Carry flag=1: Error (AX = Error code) | 
AX=1: Invalid function code; device name not on network 
AX=15: Redirection halted 


Remarks: Device names can be drive specifiers (e.g., A:), printer names (i.e., LPT1, 
PRN, LPT2 or LPT3) or strings beginning with double backslashes (i.e., 
\). A string preceded by two backslashes terminates communications 
between the local computer and the network. 


Interrupt 21H, function 62H Pe See | DOS 
Get PSP address : | (Version 3 and up) 


Gets the segment address of the PSP from the currently executing program. 


Input: AH= 62H 
Output: BX= PSP segment address 


Remarks: The PSP starts at address BX:0000. 


The contents of the AX, CX, DX, SI, DI, BP, CS, DS, SS, ES registers 
and the flag registers are not affected by this function. 
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Interrupt 21H, function 63H, sub-function 0 = DOS 


Get lead byte table | (Version 2.25 only) 
Gets the address of the system table which defines the byte ranges for the PC's 
extended character sets. 

Input: AH = 9963H 7 | 

AL= 00: Get address of system lead byte table | 

Output: DS = Table segment address 

SI= Table offset address 

Remarks: This function is available only in DOS Version 2.25. 

Interrupt 21H, function 63H, sub-function 1 | | DOS 

Set or clear interim console flag (Version 2.25 only) 


Clears the interim console flag. 


Input:  AH= 63H. 
_AL= O01: Clear or set interim console flag 
DL = Interim console flag setting 
DL=01: Set interim console flag 
DL=00: Clear interim console flag 


Output: No output 

Remarks: This function is available only in DOS Version 2.25. 

Interrupt 21H, function 63H, sub-function 2 DOS 
Get interim console flag (Version 2.25 only) 


Gets the interim console flag. = \ 


Input: AH= 63H 
AL = 02: Get interim console flag value 


Output: DL= Flag value 


Remarks: This function is available only in DOS Version 2.25. _ | 

Interrupt 21H, function 64H Sew ee ee te. DOS 
Reserved | -_ | (Version 3 and up) 
Interrupt 21H, function 65H | fa DOS 
Get extended country information a (Version 3.3 and up) 


Gets information about the specific country/code page. 


Input: AH= 65H 
AL = sub-function: 
AL = 1: Get international information 
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_ AL = 2: Get uppercase pointer table — 
AL = 4: Get pointer to uppercase pointer table (ilename) 
AL = 6: Get pointer to collation table 
BX= Code page: 
BX = -1: active CON device 
CX = Length of buffer allocated to receive information 
DX = Country ID number | seers : 
DX = -1: Default 
ES:DI = Address of buffer allocated to.receive information 


Carry flag=0: Successful execution 
Carry flag=1: Error (AX = Error code) 


The information this function returns is an extended. version of the 


_ information returned by int 21H, function 38H. 


An error may occur if the country code in DX is invalid, or if the code 
page number is different from the country code, or if the buffer length 
specified in the CX register is less than five bytes. If the buffer is not 
long enough to receive all the information, the function accepts as much 
information as the buffer will accept ‘This butfer contains the following 
information after the call: fae 


Byte 0: ID cote for information : | 
Bytes 1-2: Length of buffer 
Bytes 3-4: Country ID 

Bytes 5-6: Code page ts 
Bytes 7-8: Date format 


0=USA: Month-day-year 


1 = Europe: Day-month-year 

2 = Japan: Year-month-day 

Bytes 9-13: Currency indicator 

Bytes 14-15: ASCII code of the thousand afar: iccariiasSt0a) 
Bytes 16-17: ASCII code of the decimal character (period/comma) 
Bytes 18-19: ASCII code of the date separation character 

Bytes 20-21: ASCII code of the time separation character 

Byte 22: Currency format 

bit 0 = 0: Currency symbol before the value 

bit 0 = 1: Currency symbol after the value 

bit 1 = 0: No spaces between value and currency symbol 

bit 1 = 1: Space between value and currency symbol - 


Byte 23: Precision (number of decimal places) 


Byte 24: Time format 

bit 0 = 0: 12-hour clock | 

bit 0 = 1: 24-hour clock | 
Bytes 25-28: Address of character conversion routine 
Bytes 29-30: ASCII data separator 


Bytes 31-40: Reserved 
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Interrupt 21H, function 66H DOS 
Get or set code page (Version 3.3. and up) 


Gets or sets the current code page. 


Input: AH = 66H 
AL= sub-function: 
AL = 1: Get code page 
AL = 2: Select code page 
BX= Selected code page (if AL = 2) 


Output: Carry flag=0: Successful execution 
If AL =1 used for input: 
BX = active code page 
DX = default code page 
Carry flag=1: Error (AX = Error code) 


Remarks: If sub-function 2 is used, COUNTRY.SYS supplies the code page 
| number. 


The DEVICE... (CONFIG.SYS), NLSFUNC and MODE CP PREPARE 
commands (AUTOEXEC.BAT) must have already configured the system 
for code page switching before this function may be called. 


Interrupt 21H, function 67H DOS 

Set handle count (Version 3.3 and up) 
Sets the maximum number of accessible files and devices that may be currently 
opened using handles. 

Input: AH = 67H 


BX= Number of handles desired 


Output: Carry flag=0: Successful execution 
Carry flag=1: Error (AX = Error code) 


Remarks: — The PSP's default table reserved for the process can control 20 handles. 


An error occurs if the content of the BX register is greater than 20, or if 
insufficient memory exists to allocate a block for the extended table. 


If the number in the BX register is greater than the number of entries 
assigned by the FILES entry in the CONFIG.SYS file, no error occurs. 
However, attempts at opening a file or device fail if all file entries are in 
use, even if file handles are still available. 


Interrupt 21H, function 68H DOS 
Commit file (Version 3.3 and up) 


Writes all DOS buffers associated to a specific handle to the specified device. If the 
handle points to a file, the file's contents, date and size are updated. 
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Input: AH= 68H — 
7 BX= File handle 
Output: Carry flag=0: Successful execution 


Carry flag=1: Error (AX = Error code) 


Remarks: This function performs the same task as closing and reopening a file or 
duplicate handle, even without handles. If this function accesses a 
character device's handle, the carry flag returns 0 but nothing else 


happens. 


Multiprocessing and networking applciations maintain control of the file. 


Interrupt 22H DOS 
Terminate address ‘ | (Version 1 and up) 


Contains the address of a routine which terminates a program. Control returns to 
the program that called for termination. You should never call this routine directly. 


DOS stores the contents of this interrupt vector in the PSP of the program to be 
executed before passing control to the program. This prevents program changes to 
the vector, which could prevent DOS from calling the termination routine. 


Interrupt 23H DOS 
<Ctrl><C> handler address | (Version 1 and up) 


Contains the address of a routine which executes when the user presses <Ctrl><C> 
or <Ctrl><Break>. You should never directly call this routine. 


DOS stores the contents of this interrupt vector in the PSP of the program to be 
executed before passing control to the program. This prevents program changes to 
the vector, which could prevent DOS from calling the termination routine. 


Interrupt 24H | : DOS 
Critical error handler address (Version 1 and up) 


Represents a routine called during hardware access (e.g., disk drive) when a critical 
error occurs. You should never directly call this routine. 


When an application routine is called during a critical error, bit 7 of the AH 
register indicates the type of failure (0 = disk/hard disk error, 1= other errors). A 
disk/hard disk error will only be reported after several attempted accesses. During 
the call, the DI register receives one of the following codes: 


0: Disk write protected _ 

1: Access on unknown device 
2: Drive not ready 

3: Invalid command 

4; CRC error 

>; Bad request structure length 
6: Seek error 

ie Unknown device type 
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8: Sector not found 

9: . Printer out of paper 
10: | Write error _ 

11: | Read error 


12: ‘General failure 
The error routine restores the SS, SP, DS, ES, BX, CX and DX registers to the 


same values that they contained during the call. During execution it can only 


access functions 1 to OCH of interrupt 21H. It should be terminated by an IRET 


instruction and pass one of the following codes to the AL register: 


0: Ignore error 

is Repeat the operation 

pa Terminate program using interrupt 23H 
3: Fail system call (Version 3 and up only) 


If a program changes the content of this interrupt vector, the program can 
terminate without restoring the memory contents. Since RAM can be released and 
used by other programs, the critical error routine can be overwritten by another 
program in memory. When this occurs, a critical error could cause a system crash 
because a completely different code now exists at the location of the old error 
handler routine. 


Before passing control to the program, DOS stores the contents of this interrupt 
vector in the PSP of the program to be executed. This prevents program changes 
to the vector, which could prevent DOS from calling the termination routine. 
During program termination, the contents of the interrupt vector pass from the 
PSP to the vector; then the system calls the routine. 


Interrupt 25H DOS 
Absolute disk read (Version 1 and up) 


Input: 


Output: 
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Reads one or more consecutive sectors from a disk or hard disk. 


= Drive specifier 
CX= Number of sectors to read 
DX= First sector to read 
DS= Buffer segment address 
BX= Buffer offset address 


Carry flag=0: O.K. | 

Carry flag=1: Error (AX = Error code) 
AX=1: Bad command 
AX=2: Bad address : 
AX=4: Sector not found 

_ AX=8: DMA error 

AX=16: CRC error 
AX=32: Disk controller error 
AX=64: Seek error 
AX=128: Device does not respond — 
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Remarks: 


Interrupt 26H. : 


In the AL register 0 represents drive A:, 1 represents drive B:, etc. 


All the sectors of the medium can be accessed. DOS itself uses this 
interrupt to read the root directory and the FAT of a medium. The data are 
read from the medium into the buffer of the calling program. After the 
function call, the contents of all registers, except the segment register, 


~ may change. 


After the interrupt call, the stack pointer changes position because two 
bytes stored on the stack during the call are removed and not returned. 
These bytes represent the flag register, which can be read from the stack 
using the POPF instruction. The old value of the stack pointer can be set 
by adding 2 to its contents. If you omit the stack pointer correction, the 
stack could overflow. Because of this, you cannot call this interrupt from — 
higher level languages. You must call it from assembly language. 


_ The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 


registers are not affected by this function. ‘The contents of all other 
registers may change. ? 


DOS 


Absolute disk write | | (Version 1 and up) 


| Input: 


Output: 


Remarks: 


Writes one or more consecutive sectors to a disk or hard disk. | 


| aie Device designation 


CX = Number of sectors to be written 
DX = First sector to be written 


DS = Buffer segment address 


BX= Buffer offset address 


~ Carry flag=0: O.K. 
~ Carry flag=1: Error (AX = Error code) 


AX=1: Bad command 
AX=2: Bad address 
AX=3: Medium write protected 
AX=4: Sector not found 
AX=8: DMA error 
AX=16: CRC error 
X=32: Disk controller error 
X=64: Seek error | - 
AX=128: Device does not respond 


In the drive specifier 0 represents drive A:, 1 represents drive B:, etc. 


All the sectors of the medium can be accessed. DOS itself uses this 
interrupt to write the root directory and the FAT to a medium. The data 
are written from the buffer of the calling program to the medium. After 
the function call, the contents of all registers, except the segment register, 
may change. | 
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After the interrupt call, the stack pointer changes position because two 
bytes stored on the stack during the call are removed and not returned. 
These bytes represent the flag register, which can be read from the stack 
using the POPF instruction. The old value of the stack pointer can be set 
by adding 2 to its contents. If you omit the stack pointer correction, the 
stack could overflow. Because of this, you cannot call this interrupt from 
higher level languages. You must call it from assembly language. 


The contents of the BX, CX, DX, SI, DI, BP, CS, DS, SS and ES 
registers are not affected by this a. The contents of all other 
registers may change. 


Interrupt 27H pos 
Terminate and stay resident (Version 1 and up) 


Terminates the currently executing program and returns control to the program that 
called the current program. Unlike other functions used for program termination, 
the memory used by the current program keeps the program code for later recall. 


Input: CS = PSP segment address 
DX = Number of bytes + 1 to be reserved 


Output: No output 
Remarks: This function is only suitable for calling COM programs. 
The number of bytes to be reserved relates to the beginning of the PSP. 


The value in the DX register has no effect on memory blocks reserved by 
function 48H of interrupt 21H. 


An error occurs during the call of this interrupt if the value in the DX 
register ranges from FFF1H to FFFFH. 


This interrupt does not close open files. 


Interrupt 2FH, sub-function 0 DOS 
Get print spool install status | (Version 3 and up) 


Gets current installation status of the print spooler. 


Input: AH = 2FH 
AL= 0 
Output: Carry flag=0: Successful execution 


AL= 0: O.K. to install 
AL= 1: Don't install | 
AL= 255: Already installed _ 
Carry flag=1: Error (AX = Error code) 
AX=1: Invalid function | 
=2: File not found 
AX=3;: Path not found 
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o AX=4: Too many files ee open 
AX=5: Access denied — 
- AX=8: Print queue full 
AX=9: Print spooler busy 
AX=12: Name too long 
AX=15: Invalid drive 


Interrupt 2FH, sub-function 1 | DOS 
Send file to print spooler 7 | (Version 3 and up) 


Passes a file to the print spooler. 


Input: AH = 2FH 
ee AL= 1 
DS = Print packet (see below) segment address 
DX = Print packet (see below) offset address 


Output: | Carry flag=0: Successful execution 
Carry flag=1: Error (AX = Error code) 
AX=1: Invalid function oe 

AX=2: File not found 
AX=3: Path not found 
AX=4: Too many files ase open 
AX=5: Access denied 
- AX=8: Print queue full — 
AX=9: Print spooler fie? 
AX=12: Name too long 
AX=15: Invalid drive. 


Remarks: The five-byte print packet contains print spooler information. The first 
_ byte indicates the DOS version (0=Versions 3.1 to 3.3); the remaining 
bytes indicate the segment and offset addresses of the file specification. 


Interrupt 2FH, sub-function 2 : | 3 | DOS 
Remove file from print queue (Version 3 and up) 


Deletes a file from the print spooler queue. 


‘Input: AH= 2FH 

AL= 2 

DS = ASCTII-format file segment address 
DX = ASCII-format file offset address 


Output: - Carry flag=0: Successful execution 
| Carry flag=1: Error (AX = Error code) — 
AX=1: Invalid function : 
joe 2: File not found 
X=3;: Path not found — : 

emt Too many files currently open 
AX=5: Access denied 
AX=8: Print queue full 
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AX=9: Print spooler busy » 
AX=12: Name too long , 
AX=15: Invalid drive 


Remarks: This sub-function allows wildcards (? and *) in file specifications, 
allowing you to delete more than one file at a time from the print queue. 


Interrupt 2FH, sub-function 3 “% | DOS 
Cancel all files in print queue : | (Version 3 and up) 


Cancels all files waiting in the print spooler queue for printing. 


Input: AH = 2FH 
AL= 3 
Output: Carry flag=0: Successful execution 


Carry flag=1: Error (AX = Error code) 
AX=1: Invalid function 
AX=2: File not found 
AX=3: Path not found 
AX=4: Too many files currently open 
AX=5: Access denied 
AX=8: Print queue full 
AX=9: Print spooler busy 
AX=12: Name too long 
AX=15: Invalid drive 


Interrupt 2FH, sub-function 4 | | DOS 
Hold print jobs for status check | (Version 3 and up) 


Halts all print jobs while testing for sponte status. 


Input: AH = 2FH 
AL= 4 
Output: Carry flag=0: Successful execution 


Carry flag=1: Error 

DX = Number of errors : 
DS = Print queue segment address 
SI= _ Print queue offset address 


Remarks: The print queue segment and offset addresses point to a set of 64-byte 
filenames in the queue. Each entry contains an ASCII file specification. 


The first filename in the queue is the file. currently printing in the print 
spooler. The last filename in the queue has a zero in the first byte of the 
Sa / 
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Interrupt 67H, function 1H petite LIM/EMS 
Extended memory: Get status | 


Returns the error status of the EMM after calling any EMS functions. 


Input: AH= 40H 
Output: AH = EMM status 
7 AH=00H: O.K. 


AH=80H: Internal error, EMM A possibly destroyed 
AH=81H: EMS hardware error 


Remarks: Do not call this function unless you know that EMS memory and a 
corresponding EMM are installed (see Chapter 13 for more information). _ 
This function should be the first EMM call a program makes, to ensure 
that the hardware and software are functioning properly. 


Interrupt 67H, function 2H LIM/EMS 
Extended memory: Get segment address of the page frame | 


Determines the segment address of the page frame. 


Input: AH= 41H 
Output: AH = 0: O.K. | 
3 - -BX= Page frame segment address 
AH > 0: Error | 


-AH=80H: Internal error, EMM possibly destroyed 
_AH=81H: EMS hardware error 


Remarks: Do not call this function unless you know that EMS memory and a 

| corresponding EMM are installed (see Chapter 13 for more information). 

- The addresses of the four physical pages can be calculated from this 

segment address, whereby the first page starts at address 
PAGE_FRAME:0000. The three other pages follow at 16K intervals. 
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Interrupt 67H, function 3H LIM/EMS 
Extended memory: Get number of EMS pages 


Informs the calling program how many 16K EMS pages are installed, and how 
many EMS pages are still available or unallocated. 


Input: AH = 42H 


Output: AH = 0: O.K. 
BX= Number of free (unallocated) pages 
DX = Total number of EMS pages 
AH > 0: Error 
AH=80H: Internal error, EMM possibly destroyed 
AH=81H: EMS hardware error 


Remarks: Do not call this function unless you know that EMS memory and a 
corresponding EMM are installed (see Chapter 13 for more information). 


The number of kilobytes of free EMS memory can be calculated by 
multiplying the number of free pages by 16. 


Interrupt 67H, function 4H LIM/EMS 
Extended memory: Allocate EMS memory 


Allocates a given number of 16K EMS pages for later access. 


Input: - AH= 43H 

BX= Number of logical (16K) pages to be allocated 
Output: AH = 0: O.K. 

DX = Handle for accessing allocated memory 

AH > 9: Error 


AH=80H: Internal error, EMM possibly destroyed 
AH=81H: EMS hardware error 

AH=85H: No more handles available 

AH=87H: Not enough pages free 

AH=88H: No pages were requested 


Remarks: Do not call this function unless you know that EMS memory and a 
corresponding EMM are installed (see Chapter 13 for more information). 


The handle returned can be used for future access and for releasing the 
allocated memory. If this handle is "lost", the handle cannot be recovered, 
nor can memory be released or used by other programs. 


A call to this function may fail because there are not enough pages free or 
because the EMM has been called so often that no more handles are 
available. 


The handles normally have the numbers FFOOH, FEO1H, FDO02H, 
FCO3H, etc. 
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Interrupt 67H, function 5H --- LIM/EMS 
Extended memory: Set mapping | 


Places one of the pages previously allocated by function 4H in one of the four 
physical pages within the page frame. 


Input: 


Output: 


Remarks: 


AH= 44H 

AL= Physical page number (0 to 3) 
BX= Logical page number 

DX = Handle 


AH=00H: O.K. 
AH=80H: Internal error, EMM possibly destroyed 
=81H: EMS hardware error 
_AH=83H: Invalid handle 

AH=8AH: Invalid logical page 

AH=8BH: Invalid physical page 
Do not call this function unless you know that EMS memory and a 
corresponding EMM are installed (see Chapter 13 for more information). 


The handle used when calling this function must have been returned by a 
previous call to EMM function 4H. 


The logical pages are numbered from 0 on, so that the value 0 must be 
passed to access the first logical page. The largest value allowed is the 
number of allocated pages minus one. | 


Before accessing the physical page, the segment address of the page frame 
must be determined with function 2H. 


Interrupt 67H, function 6H LIM/EMS 
Extended memory: Release pages | 


Releases pages allocated with function 4H to the EMM. This makes these pages _ 
available to other applications. 


Input: 


Output: 


AH = 45H 
DX = Handle 


AH = Error status: 
AH=00H: O.K. 
AH=80H: Intemal error, EMM possibly destroyed 
_ AH=81H: EMS hardware error 
AH=83H: Invalid handle 
AH=85H: Error while saving and restoring mapping 
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Remarks: Do not call this function unless you know that EMS memory and a 
corresponding EMM are installed (see Chapter 13 for more information). 


The handle used when calling this function must have been returned by a 
previous call to EMM function 4H. 


All of the pages allocated to this handle are released by this function. It is 
impossible to release individual pages. 


After a successful call to this function the handle is no longer valid and 
cannot be used for accessing EMS memory. 


If the function returns an error, you should repeat the call at least three 
times or the pages will remain allocated and will not be available for 
other programs. 


Interrupt 67H, function 7H —— LIM/EMS 
Extended memory: Get EMM version 


Determines the version number of the EMM (Expanded Memory Manager). 


Input: AH = 46H 

Output: AH= 0: O.K. 
AL= EMM version number 
AH > 0: Error 


AH=80H: Internal error, EMM possibly oe 
=81H: EMS hardware error 


Remarks: Do not call this function unless you know that EMS memory and a 
corresponding EMM are installed (see Chapter 13 for more information). 


The EMM version number is stored in the AL register as a BCD number, 
in which the upper four bits represent the version number preceding the 
decimal point and the lower four bits represent the version number 
following the decimal point. See also the demonstration programs in 
Chapter 13. 


Interrupt 67H, function 8H | | : a LIM/EMS 
Extended memory: Save mapping 


Saves current mapping between the four physical pages in the page frame and the 


associated logical pages. 
Input:  AH= 47H 
fe he: DX = Handle 
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Output: =  AH=Enorstaws 
—  AH=00H: O.K. © 
_ AH=80H: Intemal error, EMM eee destroyed 
_ AH=81H: EMS hardware error 
AH=83H: Invalid handle 
AH=8CH: Mapping memory full 
AH=8DH: Mapping for handle already anced not restored using 
| , function 9H | 
Remarks: ~=—«*&Do: not call this function unless you know that EMS memory and a 
corresponding EMM are installed (see Chapter 13 for more information). 


‘The handle used when calling this function must have been returned by a 
previous call to EMM function 4H. 


This function is intended for use within a TSR program or by the 
operating system in a a nS an environment, but can be used by any 


program. 


Interrupt 67H, function 9H i pare LE M/EMS 
Extended memory: Restore mapping be es 


Restores mapping between the logical and physical pages saved by function 8H. 


Input: AH= 48H 
DX = Handle — 
Output: AH = Error status: 
: AH=00H: O.K. 


AH=80H: Intemal error, EMM possibly destroyed _ 
AH=81H: EMS hardware error : 
- AH=83H: Invalid handle 
_ AH=8EH: Mapping storage contains no entry for this handle 


Remarks: : | Do not call this function unless you know that EMS memory and a 
corresponding EMM are installed (see Chapter 13 for more information). 


The handle used when calling this function must have been returned by a 
previous call to EMM function 4H. | 


Calling this function fails wheneve the mapping for this handle has not 
~ been saved with function 8H, or the mapping has = been restored by 
a previous call to function 9H. 


This function is intended for use within a TSR program or by the 


operating system in a multitasking environment, but can be used by any 
program. 
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Interrupt 67H, function 0CH - | LIM/EMS 
Extended memory: Get number of handies | | | 


Returns the number of memory blocks and the number of handles allocated by 


function 4H. 
Input: AH = 4BH 
Output: AH = 0: O.K. 
BX= Number of allocated handles 
AH > 0: Error 


AH=80H: Internal error, EMM possibly destroyed _ 
AH=81H: EMS hardware error 


Remarks: Do not call this function unless you know that EMS memory and a 
corresponding EMM are installed (see Chapter 13 for more information). 


The number of allocated handles is not the same as the number of 
programs which are currently accessing the EMS memory. Each program 
Can request an arbitrary number of EMS memory blocks/handles with 
function 4H. _ 


Interrupt 67H, function 0DH | | | LIM/EMS 
Extended memory: Get number of allocated pages _ 


Returns the number of pages which have been allocated to the specified handle. 


Input: AH= 4CH 
DX = Handle 

Output: AH = 0: O.K. 
BX= Number of allocated pages 
AH > 0: Error 


AH=80H: Internal error, EMM possibly destroyed 
AH=81H: EMS hardware error 
AH=83H: Invalid handle 


Remarks: Do not call this function unless you know that EMS memory and a 
corresponding EMM are installed (see Chapter 13 for more information). 


The number of allocated pages must range from 1 to 512. 
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Interrupt 67H, function 0EH | adie 38 LIM/EMS 
Extended memory: Get all handles ie: of eae « 


Loads the numbers of all active handles and the number of pages i allocated to each 
into an array. 


Input: AH = 48H 
ES = Segment address of array — 
DI = Offset address of array 


Output:  AH=0:0O.K. : 
| BX = Number of allocated iogical pages | 
AH > 0: Error | 
AH=80H: Intemal error, EMM possibly destroyed 
AH=81H: EMS hardware error 


Remarks: Do not call this function unless you know that EMS memory and a 
corresponding EMM are installed (see Chapter 13 for more information). 


If the function returns successfully, the memory area to which the ES:DI 
register pair points will contain two words for each active handle. The 
first word contains the handle itself and the second word contains the 
number of pages allocated to the handle. The number of these entries is 
returned in the BX register. 


_ Since the EMM can manage a maximum of 256 handles, the array will 
never occupy more than 1024 bytes (1K). 
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Interrupt 10H, function 00H EGA/VGA 
Screen: Set video mode 


Sets and initializes the video mode. 


Input: 


Output: 
Remarks: 


AH = 00H 
AL= EGA video mode 


0: . 40x25-character text, 16 colors (EGA/VGA - color monitor) 

1: 40x25-character text, 16 colors (EGA/VGA - color monitor) 

2 80x25-character text, 16 colors (EGA/VGA - color monitor) 

3: ~ 80x25-character text, 16 colors EGA/VGA - color monitor) 

4; 320x200 pixel graphics, 4 colors (EGA/VGA - color monitor) 

5: 320x200 pixel graphics, 4 colors (EGA/VGA - color monitor) 

6: 640x200 pixel graphics, 2 colors (EGA/VGA - color monitor) 

7: 80x25-character text, mono (EGA/VGA - mono monitor) 

13: 320x200 pixel graphics, 16 colors (EGA/VGA - color monitor) 

14: 640x200 pixel graphics, 16 colors (EGA/VGA - color monitor) | 

15: 640x350 pixel graphics, mono (EGA/VGA - mono monitor) 

16: 640x350 pixel graphics, 4 colors (64K EGA-hi-res monitor) 
640x350 pixel graphics, 16 colors (128K EGA/VGA-hi-res 
monitor) 

17: 640x480 pixel graphics, 2 colors (VGA only) | 

18: 640x480 pixel graphics, 16 colors (VGA only) 

19: 320x200 pixel graphics, 256 colors (VGA only) 

No output 


Modes 0 and 1, 2 and 3, 4 and 5 differ in the output of the color signal 
that is suppressed in the first mode. This isn't possible on an EGA/VGA 
card so the modes are identical. If bit 7 of the AL register is set when this 
function is called, the contents of the video RAM will not be erased when 
the new mode is enabled. The task is to program the video controller and 
define a color palette. The contents of registers BX, CX, DX, SI, DI, BP 
and the segment registers are not affected by this functi6n. 
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Interrupt 10H, function 01H _ EGA/VGA 
Screen: Define cursor appearance | a 


Defines the starting and ending lines of the screen cursor. This function is 
independent of the display page being displayed. — 


Input:  AH=01H- 
CH = Starting line of the cursor 
CL= Ending line of the cursor — 


Output: No output 


Remarks: Since the possible values depend on the size of the current video mode's 
character matrix, the values in the CH and CL registers always refer to an 
eight-line character matrix. The values should thus be between zero and 
seven. The EGA/VGA BIOS adapts these values to the current size of its 
own character matrix. | 


The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected by this function. 


Interrupt 10H, function 02H oe oa EGA/VGA 
Screen: Position cursor B, *i, | 


Moves the cursor into position on the screen, 
Input:  AH= 02H | 
BH= Video page number 
_DH= Screen line 
_ DL= Screen column 
Output: = = — No output | 
Remarks: — The cursor moves only if the specified display page is the current page. 


_ The values for the screen line and column are based on the resolution of 
the current display mode. | 


Assigning the DH and DL registers values for a non-existent screen 
position (e.g., column 0, line 255) makes the cursor ze eoeeat from the 
screen. 


The number of the display page is based on how many display pages the 
card has available. 


- The contents of registers BX, CX, DX, SI, DI, BP and the segment 
7 oo are not affected by this function. | 
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Interrupt 10H, function 03H EGA/VGA 
Screen: Read cursor position 


Reads the position of the text cursor on the screen and the starting and ending lines 
of the screen cursor. 


Input: AH= 03H 
BH= Video page number 


Output: DH = Screen line in which cursor is located 
DL= Screen column in which cursor is located 
CH = Starting line of screen cursor 
CL = Ending line of screen cursor 


Remarks: The screen line and screen column parameters refer to the text coordinate 
system, even if a graphic mode is active. 


The starting and ending lines of the cursor are returned correctly only in 
the text modes. They have no meanings in graphic modes. 


The contents of registers BX, SI, DI, BP and the segment registers are not 
affected by this function. 


Interrupt 10H, function 05H EGA/VGA 
Screen: Select current display page 


Selects the current display page, and thereby the page which appears on the screen 


(text mode only). 
Input: AH= 05H 
AL= Display page number 
Output: No output 
Remarks: The number of available display pages depends on the amount of video 


RAM installed on the EGA/VGA card. 


When a new page is selected the screen cursor will be moved to the 
position of the text cursor on this page. 


Switching between different pages does not change the contents of these 
pages. 


The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected by this function. 
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Interrupt 10H, function 06H | EGA/VGA 
Screen: Scroll text lines up | 


Scrolls part of the current display page up by one or more lines. 


Input: AH= 06H 

AL= Number of lines to be scrolled up 
AL=0: Clear window 

CH = Screen line of upper left corner of window 
CL = Screen column of upper left corner of window 
DH = Screen line of lower right corner of window 
DL= Screen column of lower right corner of window 
BH= Color (attribute) for blank line(s) 

Output: No output 

Remarks: Normally the contents of the current display page are scrolled, but in the 
320x200 four-color graphic mode this function only affects display page 
0. , 
Clearing the screen window (number of lines = 0) is the same as filling it 
with spaces (ASCII code 32). 
The contents of the lines scrolled out of the window are lost and cannot 
be recovered. 
Use function 0 of this interrupt to clear the screen. 
The interpretation of the attribute byte in the BL register depends on the 
current video mode. In text mode it is interpreted as any other attribute 
byte in video RAM. In 640x200 two-color mode this byte represents the 
color value for eight successive pixels. In 320x200 four-color mode this 
byte represents the color value of four successive pixels. In all other 
graphic modes it represents the color of all of the pixels in the cleared 
screen area. 
The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected by this function. 

Interrupt 10H, function 07H EGA/VGA 


Screen: Scroll text lines down 


Scrolls part of the current display page down one or more lines. 


Input: 


AH = 07H 
AL= Number of lines to be scrolled down 

AL=0: Clear window 
CH = Screen line of upper left corner of window 
CL = Screen column of upper left corner of window 
DH = Screen line of lower right corner of window 
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DL= Screen column of lower right comer of window 
BH= Color (attribute) for blank line(s) 


Output: — _ No output 

Remarks: Normally the contents of the current disoiny’) page are scrolled, but in 
320x200 four-color graphic mode this function only affects display page 
0. | | 


Clearing the screen window (number of lines = 0) is the same as filling it 
with spaces (ASCII code 32). 


The contents of the lines scrolled out of the window are lost and cannot 
be recovered. 


To clear the entire screen, use function 0 of this interrupt instead. 


The interpretation of the attribute byte in the BL register depends on the 
current display mode. In the text mode it is interpreted like any other 
attribute byte in the video RAM. In the 640x200 two-color mode this 
byte represents the color value for eight successive pixels. In the 320x200 
four-color mode it represents the color value of four successive pixels. In 

~ all other graphic modes it represents the color of all of the pixels in the 
cleared screen area. 


The contents of registers BX, CX, DX, SI, DI, BP and the segment 
_-Tegisters are not affected by this function. 


Interrupt 10H, function 08H | | | | EGA/VGA 
Screen: Read character/color 7 


Reads and returns the ASCII oade and color (attribute) of the character at the current 
_ cursor position. 


Input: AH = = 08H | 
ate - BH= Video page number 


Output: AL= ASCII code of character 
AH= Color (attribute) 


Remarks: This function can also be called in the graphic mode, whereby the bit 
_ pattern of the character on the screen will be compared with the bit 
_. patterns of the characters. If the character cannot be identified, the AL 

register will contain the value zero after the call. 


In the 320x200 four-color anne mode this function mony affects display 
page 0. 


The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected by this function. 
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Interrupt 10H, function 09H | a. i = EGA/VGA 
Screen: Write character/color = i 


Writes character with the specified color at the current cursor position (in a 
» Speciiied diaplay: page). o gad Sette hee nels 


Input:  AH= 09H 
BH= Video page number 
CX = Repeat factor | 
AL= ASCII code of character 


BL= Attribute 
Output: No output | | 
Remarks: _ If the graphic mode is active and the specified character is to be printed 


‘more than once (the value of the CX register is eae than 1), all of the 
characters must fit on the current screen line. 


In the 320x200 four-color graphic mode this function correctly works 
only on display page 0. 


Within a graphic mode the attribute in the BL register specifies the 
foreground color of the character, whereby the background color is zero. If 
bit seven is set, the character will be XORed with the bitmap at the 

output position. 


The controls codes for bell, pene ace si are not recognized as 
control codes, and are displayed as normal ASCII characters. 


This function can also be used to output characters in the graphic mode, 
in which case the character can are taken from one of the EGA 
character tables. | 


This function does not move the cursor to the next screen positon! 


The contents of registers BX, CX, DX, SI, DI, BP and the Segment 
registers are not affected by this function. 


Interrupt 10H, function 0AH | B we EGA/VGA 
Screen: Write character - 


A character will bet written to the current screen position on the specified display 
_ page and the color of the old character at this position will be retained. 


Input j= j§|. AH=0AH | 
— AL = ASCII code of the character _ 
BH= Video page number 
-BL= Foreground color of character for ae modes 
CX= Repeatfactor | 


Output: No output 
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Remarks: 


If the graphic mode is active and the specified character is to be printed 
more than once (the value of the CX register is greater than 1), all of the 
characters must fit on the current screen line. 


The controls codes for bell, carriage return, etc. are not recognized as such 
and are displayed as normal ASCII characters. 


This function can also be used to output characters i in the graphic aes 
in which case the character patterns are taken from one of the EGA 


character tables. 


Within a graphic mode the attribute in the BL register specifies the 
foreground color of the character, whereby the background color is zero. If 
bit seven is set, the character will be XORed with the bitmap at the 
output position. 


This function does not move the cursor to the next screen position. 


The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected by this function. 


Interrupt 10H, function OBH, sub-function 0 EGA/VGA 
Screen: Select border/background color 


Selects the border and background color for the graphic or text mode. 


Input: AH = 0BH 
BH= 0 
BL= Border/background color 

Output: No output 

Remarks: This function should be called only when the EGA/VGA card is in the 
320x200 or 640x200 graphic mode. Use function 10H for all other 
modes. 
Bits zero to three of the BL register s set the background and border color. 
Setting bit four will enable high-intensity colors. 
The contents of registers BX, CX, DX, SI, DI, BP and the Segment 
registers are not affected by this function. 


Interrupt 10H, function OBH, sub-function 1 EGA/VGA 
Screen: Select color palette 7 


Input: 
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Selects one of the two color palettes for the 320x200 graphic mode. 


AH= 0BH 
BH= 1 | 
BL= Color palette number 
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Output: No output 

Remarks: This function should be called only when the EGA/VGA card is in the 
320x200 or 640x200 graphic mode. Use function 10H for all other 
modes. 


The EGA/VGA BIOS emulates the two CGA color palettes with the 
numbers 0 and 1. They contain the following colors: 


Palette 0: green, red, yellow 
_ Palette 1: cyan, magenta, white 


_ The contents..of registers BX, CX, DX, SI, DI, BP and the segment 
cee are not affected by this function. 


Interrupt 10H, function 0CH EGA/VGA 
Screen: Write pixel 


Sets the color value of a screen pixel in the graphic mode. 


Input: AH= OCH 
3 -BH= Video page — 
DX = Screen line 
CX = Screen column 
AL= Color value 


Output: No output 
Remarks: The color value Aapends on the colors available in the current display 
7 mode 


If bit seven of the AL register is set, the color value will be XORed with 
the previous color value of the pixel. _ 


The display page is ignored in the 320x200 four-color graphic mode. 


The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected by this function. 


Interrupt 10H, function 0DH | | EGA/VGA 
Screen: Read pixel | 


The color value of a pixel in the graphic mode is returned. 


Input: AH = 0DH 
BH= Video page 
DX = Screen line 
CX = Screen column 


Output: © AL= Color value — 
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Remarks: = _—«s* The color value ise on the colors available in the current display 


_ The display page. iS euacd in the 320x200 four-color graphic mode. 
_ The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected by this function. 


Interrupt 10H, function O0EH EGA/VGA 
Screen: Write character - 


_ Writes a character to the current cursor position on the current display page. The 
color of the old character at this position will be retained. « 


Input: AH = 0EH | 
AL= ASCII character code 
BL= Foreground color of character 


Output: No output 

Remarks: This function does not treat the various control codes like bell and 
Carriage as normal characters, and implements them as the cone: 
characters they represent. 


After displaying a character with this function, the cursor position is 
incremented so that the next character will be printed at the following 
screen position. If the last screen position has been reached, the screen 
will be scrolled up one line and the output will continue in the first 
column of the last screen line. | 


If bit seven of the BL register is set, the color value will be XORed with 
the previous color value of the pixels. The background color is zero. 


Characters can be displayed in the graphic mode with this function. The 
character patterns are taken from one of the EGA character tables. 


_ The contents of registers BX, CX, DX, SI, DI, ‘BP and the segment 
registers are not affected by this function. _ 


dt 


Interrupt 10H, function OFH | gS EGA/VGA 
Screen: Returns current display mode — | 


Reads the number of the current display mode, the number of characters per line, 
and the number of the current aspey page. 


Input! =. AH= OFH 
Output: AL= Video mode: 


0: 40x25-character text, 16 colors EEGA/V: GA- color monitor) 
1: 40x25-character text, 16 colors (EGA/V GA - color monitor) 
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2 80x25-character text, 16 colors (EGA/VGA - color monitor). 
3: 80x25-character text, 16 colors (EGA/VGA - color monitor) 
4: 320x200 pixel graphics, 4 colors EGA/VGA - color monitor) 
5: 320x200 pixel graphics, 4 colors EGA/VGA - color monitor) 
6 640x200 pixel graphics, 2 colors EGA/VGA - color monitor) 
7: 80x25-character text, mono (EGA/VGA - mono monitor) 
13: 320x200 pixel graphics, 16 colors (EGA/VGA - color monitor) 
14: 640x200 pixel graphics, 16 colors (EGA/VGA - color monitor) 
15: 640x350 pixel graphics, mono (EGA/VGA - mono monitor) 
16: 640x350 pixel graphics, 4 colors (64K EGA - high-resolution 
monitor) 
640x350 pixel graphics, 16 colors (128K catahd GA - high- 
resolution monitor) 
17: 640x480 pixel graphics, 2 colors (VGA only) 
18: 640x480 pixel graphics, 16 colors (VGA only) 
19; 320x200 pixel graphics, 256 colors (VGA only) 
AH = Number of characters per line _ 
BH= Number of current display page 


Remark: The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected by this function. 


Interrupt 10H, function 10H, sub-function OOH — EGA/VGA 
Screen: Set palette registers 


Sets the contents of a cies register in the attribute controller of the EGA/VGA 
card. 


Input: AH= 10H 
AL= 00H : 
BL= Color value — | 
BH= eee to be addressed 


Output: No output Me ae ae | 

Remarks: —_—Sincee the register number is not checked by the BIOS, you can also 

- program the other registers in the attribute controller. These include the 
mode control register, overscan register and others. 


The contents of registers BX, CX, DX, SI, DI, BP, and the sence 
_ registers are not affected by this function. aay 


Interrupt 10H, function 10H, sub: function 01H EG A/VGA 
Screen: Set screen border color ine | os | 


Copies resulting value into the overscan register of the EGA attribute controller. 


Input: = 10H 
| ALa 01H 
BH= Border color 
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Output: No output 


Remark: == —~—sW* The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected by this function. 


Interrupt 10H, function 10H, sub-function 02H EGA/VGA 
Screen: Set all palette registers 


Configures all 16 palette registers and the overscan register. 


Input: AH= 10H 
| AL= 02H 
ES = Segment address of color table 
DX = Offset address of color table 


Output: No output 


Remarks: The ES:BX register pair points to a 17-byte table. The first 16 bytes will 
be transferred to the 16 palette registers of the attribute controller and the 
17th byte will be copied into the overscan register. 


The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected by this function. 


Interrupt 10H, function 10H, sub-function 03H EGA/VGA 
Screen: Set blinking attribute 


Determines whether bit 7 in the attribute byte of a character in the text mode will 
enable character blinking, or display characters on a high-intensity background. 


Input: AH= 10H 
AL= 00H 
BL= Blinking attribute 
BL=0: high-intensity background 


BL=1: blinking 
Output: — No output 
Remark: The contents of registers BX, CX, DX, SI, DI, BP and the segment 


registers are not affected by this function. 


Interrupt 10H, function 10H, sub-function 07H VGA 
Screen: Read out palette register 


Reads the contents of one of the attribute controller's palette registers. 
Input: AH= 10H 


AL= 07H 
BH= Number of palette register 
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Output: BL= Contents of addressed palette register 


Remarks: _ Since the BIOS doesn't verify the number of the palette register read, this 
function can read all the registers of the attribute controller. 


The contents of registers BL, CX, DX, SI, DI, BP and all segment 
registers are not affected by this function. 


Interrupt 10H, function 10H, sub-function 08H | VGA 
Screen: Read contents of overscan register 


Returns the contents of the overscan register containing the screen's border color. 


Input: AH= 10H 
AL= 08H 
Output: BH= Contents of the overscan register 
Remarks: The contents of registers BL, CX, DX, SI, DI, BP and all segment 


registers are not affected by this function. 


Interrupt 10H, function 10H, sub-function 09H VGA 
Screen: Read contents of all palette registers and the overscan register 


Copies the contents of the 16 palette registers and overscan register into a buffer. 
Input: AH= 10H 
AL= 09H 
ES = Segment address of the buffer 
DX = Offset address of the buffer 
Output: No output 


Remarks: The buffer must be a minimum of 17 bytes long to allow room for all 
the palette registers (bytes 0-15) plus the overscan register (byte 16). 


The contents of registers BL, CX, DX, SI, DI, BP and all segment 
registers are not affected by this function. 


Interrupt 10H, function 10H, sub-function 10H | VGA 
Screen: Define a DAC color register 


Allows the definition of one of the 256 available DAC color registers. 


Input: AH= 10H 
BX= Number of the DAC color register (0-255) 
CH = Green value 
CL= Blue value 
DH = Red value 
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Output: No output 


Remarks: Oh Only bits 0 to 5 in the CH, CL and DH registers are of importance to 
this function. All other bits are ignored. 


_ The contents of registers BL, CX, DX, SI, DI, BP and all segment 
registers are not affected by this function. 


Interrupt 10H, function 10H, sub-function 12H VGA 
Screen: Load multiple DAC color registers 


Allows the definition of multiple DAC color registers. 


Input: | AH= 10H 
AL= 12H 
BX= Number of the first DAC color register (0-255) _ 
CX = Number of registers to be loaded 
ES = Segment address of the buffer 
DX = Offset address of the buffer 


Output: No output 


Remarks: The assigned buffer must be able to hold a group of three consecutive 
| bytes for each DAC color register. The first byte contains the red value; 
the second byte contains the green value; and the third byte contains the 
blue value. These first three bytes correspond to the first DAC color 
register being accessed, the next three for the bytes to the next DAC color 
register. 


Only bits 0 to 5 in the CH, CL and DH registers are of importance to 
this function. All other bits are ignored. 


If the sum of BX and CX is greater than 255, the first DAC color register. 
is reloaded after the last register is loaded. 


The contents of registers BL, CX, DX, SI, DI, BP and all ia 
registers are unchanged by this function. 


Interrupt 10H, function 10H, sub-function 13H VGA 
Screen: Select color register or select a DAC register group 


Manipulates bit 7 of the mode control registers. 


Input: - AH= 10H 
AL= 13H 
BL= OOH or 01H (see below) 
BH= see below 

Output: No output 
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Remarks: 


This sub-function performs as two different sub-functions, depending on 
the value contained in the BL register. Sub-function 00H allows color 
selection, while sub-function 01H allows the selection of the active DAC 


register group. 


Sub-function 00H copies bit 0 in the BH register into bit 7 of the mode 
control register, thus providing a method of color selection. If bit 0 in the 
BH register contains a value of 0, then the 256 DAC color registers are 
divided into four groups of 64 registers. Color selection involves bits 0-5 
in the corresponding palette register, as well as bits 2-3 of the color select 
register. These eight bits act as the index for the DAC color register. If 
bit 0 in the BH register contains a 1, the DAC color registers are divided 
into 16 groups of 16 registers. Then color selection involves the lowest 4 
bits of the palette register and the lowest 4 bits of the color select 
register, acting as the 8-bit index to the DAC color table. 


Sub-function 01H loads the color select register, whose contents are 
specified by the active group of DAC color registers. The contents of the 
BH register are copied to the color a register. . 


The contents of registers BL, CX, Dx, SI, DI, BP and all segment 


: registers are not affected as this function. 


fatcereet 10H, function. 10H, sub-function ISH a VGA 
Screen: Read a DAC color register | : 


Input: 


Output: 


Remarks: 


-Retuins the contents of one of the 256 DAC color registers. 


AH= 10H 

AL= 15H: 

BX= Number of the DAC color registers 
CH = Green value 

CL= Blue value 

DH= Red value 


Only bits 0 to 5 in the CH, CL and DH registers are of importance to 
this function. All other bits are ignored. 


The contents of registers BX, DL, SI, DI, BP and all segment registers 
are not affected by this function. 
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Fudereapt: 10H, function 10H, sub-function 17H te | VGA. 
Screen: Load contents of multiple DAC color Tepisters. See ae, Sinko, 


Loads several DAC color regusters at a time. 


Input: AH = 10H 
AL= 17H 
BX= Number of the first DAC color register to be loaded (0-255) 
CX = Number of registers to be loaded 
ES = Segment address of buffer 
DX = Offset address of buffer 


Output: No output 


Remarks: The contents of each DAC color register are represented within a buffer by 
three consecutive bytes. The red value is loaded into the first of these 
registers; the green value is loaded into the second of these registers; and 
the blue value-is loaded into the third register. The first group of three 
bytes corresponds to the first DAC color register addressed, the second 
group to the next DAC color register, etc. 


Only bits 0 to 5 in the CH, CL and DH registers are of importance to 
this function. All other bits are ignored. | 


If the sum of BX and CX is greater than 255, the first DAC color register 
is reloaded after the last register is loaded (wrap-around occurs). 


The contents of registers BX, CX, DX, SI, DI, BP and all segment 
registers are not affected by this function. 


Interrupt 10H, function 10H, sub- function 18H | VGA 
Screen: Load DAC mask register 


Loads the specified value into the DAC mask register. 

Input: AH= 10H 
AL= 18H 
BL= Value of DAC mask register 

Output: No output | | 

Remarks: The contents of the DAC mask register play an important role in color 

selection. An AND instruction adds it : to ue index access to the DAC 

color table. 


The contents of registers BH, CX, DX, SI, DI, BP and all segment 
registers are not affected by this function. 3 
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Interrupt 10H, function 10H, sub-function 19H VGA 
Screen: Read out contents of the DAC mask register : ; 


_ Reads the current contents of the DAC mask register. 


Input: AH= 10H 
AL= 19H 

Output: | BL= Contents of the DAC mask register 

Remarks: The contents of the DAC mask register play an important role in color 
selection. An AND instruction adds it to the index access to the DAC 
color table. 


The contents of registers BH, CX, DX, SI, DI, BP and all segment 
7 ens are not affected by this function. 


Interrupt 10H, function 10H, sub-function 1AH VGA 
Screen: Returns method of color selection and color select register 


Returns the method of color selection, contained in the contents of bit 7 of the 
mode control register. It also returns the contents of the color select register chosen 
a the active group of DAC color regisicrs. 


Input: -AH= 10H 
| AL= 1AH 
Output: © BL= Bit 7 of mode control register 


BH= Contents of color select registers 


Remarks: The contents of registers BX, CX, DX, SI, DI, BP and all segment 
registers are not affected by this function. . : 


Interrupt 10H, function 10H, sub-function 1BH VGA e | 


Screen: Convert DAC color register into gray scales | 
Converts a specified range within a DAC color table into gray scales. 
Input: AH= 10H | 
AL= 1BH 
BX= Number of first DAC color register to be converted 
CX = Total number of DAC color registers to be converted 
Output: No output | 
Remarks: Conversion into grays results from changes to the red, green and blue 


values, as well as the intensity of these values. The default factor for red 
is 0.3, the default factor for green is 0.59, and the default for blue 0.11. 
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The contents of registers BX, CX, DX, SI, DI, BP and all ee 
registers are not affected by this function. , 


Interrupt 10H, function 11H, sub-function 00H | ~EGA/VGA 
Screen: Load user-defined character set | | 3 


Loads a user-defined character set from RAM into one of the two EGA character 
tables. 


Input: AH= 11H 

AL= 00H 
BH = Lines per character (also bytes per faeces 
BL= Character table (0 or 1) 

- CX= Number of characters in table 

- DX= ASCII code of first character in table 

_ ES = Segment address of character table in RAM 

BP= Offset address of character table in RAM — 


Output: No output | 
Remarks: A maximum of 512 characters can be loaded per character table. 


The loaded character set is not activated, nor. are the CRTC registers 
programmed to the size of the characters. The changes will not be visible 
on the screen unless the character definitions are loaded into the active 
character table. | 


The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected by this function. 


Interrupt 10H, function 11H, sub-function 01H on EGA/VGA 
Screen: Load 8x14 character set | 


Loads the entire 8x14-pixel character set from EGA/V GA ROM-BIOS into one of 


the two character set tables. 
Input =  AH= 11H 
| - AL= 01H 
BL= Character table Os or 1) 
Output: No output iat 
Remarks: _—‘ The loaded character set is not activated, nor are the CRTC registers 


programmed to the size of the characters. The changes will not be visible 
on the screen unless the character definitions are loaded into the active 
- character table. 


The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected by this function. 
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Interrupt 10H, function 11H, sub- function 02H ee | EGA/VGA 
Screen: Load 8x8 character set. ee 


Loads the entire 8x8-pixel character set from an GA ROM-BIOS into one of 3 


the two character set tables. 
Input: AH= 11H 
AL= 02H | 
BL= Character table (0 or 1) 
Output: No output 
Remarks: The loaded character set i is not activated, nor are the CRTC registers 


programmed to the size of the characters. The changes will not be visible 
on the screen unless the character definitions are loaded into the active 
character table. The EGA card displays 43 lines on the screen, while the — 
VGA card displays 50 lines. 


The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected ny _ function. 


Interrupt 10H, function 11H, sub-function 03H | EGA/VGA 
Screen: Activate character set | | 


Activates one (cx two) of the four 256-character character sets. 


Input: feats = 11H | 
BL= = Naber of the ise set to activate 


Output: : No output 


Remarks: Bits zero and one of the BL register specify the number of the character 
tag fos ‘set to be accessed when bit three of the attribute byte of the character is 
Zero. 7 | , 


Bits two and three of the BL register specify the number of the character 
set to be accessed when bit three of the attribute byte of the character is 
one. | | 


If the contents of bits zero and one are identical to the contents of bits 

two and three of the BL register, then bit three of the character attribute 

____ byte has no effect on the character displayed. only 256 different characters 
. can then be displayed on the screen.. 3 


The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected igs this function. 
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Interrupt 10H, function 11H, sub-function 04H 3 VGA 
Screen: Load 8x16 character set : 


Loads the entire 8x16-pixel character set from the VGA BIOS into one of the two 


character set tables. 
Input: AH= 11H 
AL= 04H 
BL= Corresponding character set table (0 or 1) 
Output: No output 
Remarks: The loaded character set is not activated, nor are the CRTC registers 


programmed to the size of the characters. The changes will not be visible 
on the screen unless the character definitions are loaded into the active 
character table. The VGA card displays 25 text lines on the screen. 


The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected by this function. 


Interrupt 10H, function 11H, sub-function 10H EGA/VGA 
Screen: Load and activate user-defined character set 


Loads a user-defined character set from RAM into one of the two EGA character 
tables and activates it by programming the CRTC registers. 


Input: AH= 11H 
AL= 10H 
BH= Lines per character (also bytes per character) 
BL= Character table (0 or 1) 
CX = Number of characters in table 
DX = ASCII code of first character in table 
ES = Segment address of character table in RAM 
BP= Offset address of character table in RAM 


Output: No output 

Remarks: A maximum of 512 characters can be loaded per character table. 
The number of text lines displayed on the screen results from the height 
of the individual characters. It is calculated by dividing the number of 
screen lines (350) by the character height. 


The starting and ending lines of the screen cursor are automatically 
adapted to the height of the new character matrix. 


The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected by this function. 
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Interrupt 10H, function 11H, sub-function 11H EGA/VGA 
Screen: Load and activate 8x14 character set | 


Loads the entire 8x14-pixel character set from EGA/VGA ROM-BIOS into one of 
the two character set tables, and activates it by programming the CRTC registers. 


Input: AH= 10H 

AL= 11H 

BL= Character table (0 or 1) 
Output: No output 


Remarks: = —_—«—i The function sets the EGA screen to display 25 lines of text, or sets the 
2 VGA screen to display 28 lines of text. 


The starting and ending lines of the screen cursor are automatically 
adapted to the height of the new character matrix. 


The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected by this function. 


Interrupt 10H, function 11H, sub-function 12H EGA/VGA 
Screen: Load and activate 8x8 character set | 


Loads the entire 8x8-pixel character set from the ROM-BIOS of the EGA/VGA 
card into one of the two character set tables, and activates it by programming the 
CRTC registers. - 


‘Input: AH= 10H 
AL= 12H 

BL= Character table (0 or 1) 
Output: No output 


Remarks: The function sets the screen to display 43 lines of text (EGA) or 50 lines 
of text (VGA). 


The starting and ending lines of the screen cursor are automatically 
adapted to the height of the new character matrix. 


The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers are not affected by this function. 
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Interrupt 10H, function 11H, sub-function 14H — VGA 
Screen: Load 8x16 character set | -* Re ware 


Loads a complete 8x16 character set from the VGA card BIOS into one of the two 
character set tables, and activates it through CRTC register programming. 


Input: AH= 10H 
AL= 14H 
BL= Character table (0 or 1) 

Output: No output 

Remarks: When this function is called, the VGA card displays 25 lines of text on 
the screen. 


The starting and ending lines of the screen cursor automatically change to 
match the height of the new character matrix. 


The contents of registers BX, CX, DX, SI, DI, BP and all segment 
registers are not affected by this function. 


Interrupt 10H, function 11H, sub-function 30H es EGA/VGA 
Screen: Get information about the character generator 


Returns various information about the current status of the character generator. 


Input: AH= 11H > 

AL= 03H 

BH= Type of information desired 
BH=0: contents of interrupt vector 1FH 
BH=1: contents of interrupt vector 43H 
BH=2: address of the ROM 8x14 character table 
BH=3: address of the ROM 8x8 character table 
BH=4: address of the second half of the 8x8 character table 
BH=5: address of the alternative ROM 9x14 character table 
BH=6: Address of the alternative ROM 8x16 character table 
BH=7: Address of the alternative ROM 9x16 character table 


Output: CX = Height of current character matrix 
DL= Number of columns per line - 1 
ES = Segment address of the pointer 
BP= Offset address of the pointer 


Remarks: The contents of registers BX, CX, DX, SI, DI, BP and the segment 
registers CS, DS and SS are not affected by this function. 
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Interrupt 10H, function 12H, sub-function 10H a  EGA/VGA 
Screen: Determine EGA/VGA configuration | Se oI 


Reads the configuration of the EGA/VGA card. 


Input §# §§ AH= 12H 
BL= 10H 
Output: BH= Monitor connected | 


BH=0: color or high-resolution monitor 
BH=1: monochrome monitor 
BL= EGA/VGA RAM omy 
) BL=0: 64K : 
BL=1: 128K 
BL=2: 192K 
- -BL=3: 256K 


Remarks: The contents of registers DX, SI DI, BP and the Se emient registers are 
ne Ee 2 not affected by this function. 


Interrupt 10H, function 12H, sub-function 20H EGA/VGA 
Screen: Activate alternate hardcopy routine ig neat 


Installs an alternative hardcopy routine e which mee as many lines as are displayed 
on the screen. The hardcopy routine of the normal ROM-BIOS always prints 25 
lines and is not suited for creating a hardcopy of the EGA/V'! GA modes, which 
display more than 25 lines on the screen. 


Input: AH= 12H 
BL= 20H 
Output: No output | 
Remark: vir ov Fhe contents of registers BX, CX, DX, SI, DI, BP and the segment 


_Tegisters are not affected by this function. 


Interrupt 10H, function 12H, sub- function 30H a di EGA/VGA 
Screen: Specify number of scan lines 


Selects the number of scan lines on the screen. 


Input: AH= 12H 
BL= 30H | 
“AL= Scan line status 
AL=0 : 200 scan lines (EGA and VGA) 
AL=1 : 350.scan lines (EGA and VGA) 
AL=2 : 400 scan lines (VGA only) 


Output: No output 
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Remarks: The selected number of scan lines can only be displayed when the 
4s appropriate video card and monitor are in use. For example, a CGA 
monitor can only display 200 scan lines, even if the video card can 

operate in a higher resolution. 


The contents of registers BX, CX, DX, SI, DI a BP and all segment 
registers are not affected by this function. 


Interrupt 10H, function 12H, sub-function 31H VGA 
Screen: Toggle palette register loading 


Toggles the automatic loading of pene registers in VGA BIOS. The system 
either loads alternate display modes when function OOH is invoked, or loads default 
values. 


Input: | AH= 12H 
BL= 31H 
AL= Automatic palette register loading 
AL=0: Yes 
AL=1: No 


Output: No output 


Remarks: The contents of registers BX, CX, DX, SI, DI, BP and all segment 
registers are not affected by this function. 


Interrupt 10H, function 12H, sub-function 32H EGA/VGA 
Screen: Enable/disable CPU access to video RAM 


Enables or disables direct CPU access to video RAM and its different I/O ports. 


Input: AH= 12H 
BL= 32H 
AL= Access status 
AL=0: Access enabled 
AL=1: Access denied 


Output: No output 
Remarks: The EGA BIOS doesn't recognize this function, but you can still suppress 
| video card access directly using bit 1 of the ‘output register (port address 
~ 3C2H). 


The contents of registers BX, CX, DX, SI, DI, BP and all segment 
registers are not affected by this function. 
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Interrupt 10H, function 12H, sub-function 33H | VGA. 
Screen: Enable/disable_ automatic gray scaling in DAC color registers 


Toggles automatic gray scaling i in VGA BIOS. This is different from function 
10H, sub-function 1BH, which enables selective gray ae in DAC color 
registers. . 


Input: AH= 12H 
| BL= 33H 
AL= DAC color register | gray scaling 
AL=0 : On 
 AL=1: Off 


Output: No output 


The contents of registers BX, CX, DX, SI, DI, BP and all acemens 
registers are not affected by this function. 


Interrupt 10H, function 12H, sub-function 34H } VGA 
Screen: Enable/disable text cursor emulation 


Toggles text cursor emulation mode. Calling function 01H (for defining the 
starting and ending lines of the cursor) doesn't compensate for character matrices in 
different resolutions. This function controls that change when in VGA mode. — 


Input: AH= 12H 
BL= 34H | 
AL= Cursor emulation mode 
AL=0: On 
AL=1: Off 


Output: No output 


Remarks: The contents of registers BX, CX, DX, SI, DI, BP and all segment 
registers are not affected by this function. - 


Interrupt 10H, function 12H, sub-function 36H | VGA 
Screen: Suppress screen refresh Pe ! 


Temporarily suppresses screen refresh. Disabling refresh relieves video RAM of 
many system level tasks, especually’ those involving ea screen graphics. 


Input: | oe = 12H 7 
AL=0: On 
AL=1: Off 


Output: No output — 
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Remarks: 


The contents of registers BX, CX, DX, SI, DI, BP and all segment 


registers are not affected by this function. 
Interrupt 10H, function 13H oa” eee EGA/VGA 


Screen: Display a string 


Input: 


Output: | 


Remarks: 
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Displays a string at a specified position on the screen, in a seecae display page, 
The characters are taken from a buffer whose address is passed to the function. 


= 13H 
ae Output mode (0-3) | 
AL=0: Attribute in BL, reserve cursor position 
AL=1: Attribute in BL, update cursor position 
AL=2: Attributes in buffer, reserve cursor position 
AL=3: Attributes in buffer, update cursor position 
BL= Attribute byte of characters (modes 0 and 1 only) 
CX = Number of characters to be printed 
DH = Screen line 
DL= Screen column 
BH= Video page 
ES = Segment address of the buffer 
BP= Offset address of the buffer 


No output 


In modes 1 and 3 the cursor position is placed after the last character of 
the string so that BIOS output will continue at the character after the 
string. This does not i happen i in modes 0 and 2. 


In modes 0 and 1 the buffer contains only the ASCII codes of the 
characters to be printed. The color of all of the characters in thé string is 
specified by the BL register. In modes 2 and 3, each character in the buffer 
is followed by the corresponding attribute byte, so that each character has 
its own attribute. The BL register does not have to be loaded in these 
modes. Although the string must be twice as long as the number of 
characters to be printed in these modes, the CX register contains just the 
number of ASCII characters to be printed, not the string buffer's length. 


- Control codes such as bell and carriage return are interpreted as control 


codes and not as normal ASCII codes. An error occurs when carriage 
return and linefeed are printed on a display page other than zero, however. 
These characters may be printed on ape page O, regardless of the 
display page specified in BH. 


When the last screen position is reached the screen will move up one line 
and the output will continue with the first column of the last screen line. 


When printing in the graphic mode the contents of the BL register 
determine the foreground color of the character (the background is zero). If 
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bit seven of the BL register is set, the color value will be XORed with 
the old color value. 


This function can also be used to print characters in the graphic mode, in 
which case the character patterns will be taken from one of the EGA/VGA 
character tables. | 


The contents of registers BX, CX, DX, SI, DI, ‘BP and the segment 
registers are not affected by this function. | 


Interrupt 10H, function 1AH ete + By : : VGA 
Screen: Determine video card type , | 


Determines the existence of the active video card. 


Input: AH= 13H 
AL= 0 
Output: AL= 1AH 


BL= Device code for active video card 
BH= Device code for inactive video card 


Remarks: If the value 1 AH is not loaded into the AL register, then the video card in 
operation is not a VGA card (the 1AH indicates a VGA BIOS). The 
function can return the oe device codes: 


FFH = Unknown video card. 
QOH=No videocard 
01H = MDA with monochrome display 
02H = CGA with CGA monitor 
04H = EGA with EGA or multisync monitor 
05H = EGA - monochrome display | ; 
07H = VGA - analog monochrome display 
08H = VGA - analog color display (VGA, multisync) 


The contents of registers CX, DX, SI, DI, BP and all segment registers 
are not affected by this function. | 
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Mouse Driver Interrupts 


Interrupt 33H, function 00H Mouse 
Reset mouse driver 


Resets (initializes) the mouse driver. 
Input: AX = 00Q00H 
Output: AX= Mouse installation status 
AX=FFFFH: Mouse driver installed 
AX=0000H: Error, no mouse driver installed 
BX= Number of mouse buttons 
Remarks: The reset process executes the following tasks: 


Moves the mouse pointer to the center of the screen and clears the pointer 
from the screen. When enabled, the default pointer appears as an inverse 
video square. The representation is always in display page 0, independent 
of the current display mode. The entire screen area becomes the total range 
of mouse movement. 


Installs the event handler is installed by a program (default is aa 
Installs lightpen emulation (default is disabled). 


Specifies mouse pointer's speed. Default relative speed is 8 mickeys per 8 
horizontal pixels and 16 mickeys per 16 vertical pixels. 


Specifies maximum mouse speed (default is 64 mickeys per second). 
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Interrupt 33H, function 01H | Mouse 
Display mouse pointer 


Displays the mouse pointer on the screen. This bonis follows any movement the 
user makes with the mouse device. 


Input AX= 0001H 
Output: No output 


Remarks: This function increments an internal counter which determines whether 
| the mouse pointer should be displayed on the screen. When the mouse 
driver is initialized using function 00H, this pointer contains the value -1 
(i.e., the mouse pointer does not appear). If this counter contains the 
value 0 after calling function 01H, the mouse pointer appears on the 

screen. 


The mouse driver follows the mouse movement even when the mouse 
pointer is not displayed on the screen. After calling this function, the 
mouse pointer may not appear at the same location as it was when the 
pointer was previously removed by calling function 00H or function 02H. 


Interrupt 33H, function 02H Mouse 
Remove mouse pointer | 


Removes the mouse pointer from the screen. 


Input AX = 0002H 
Output: No output 


Remarks: This function decrements an internal counter which determines whether 
: the mouse pointer should appear on the screen. If the counter contains the 
value 0, the mouse pointer is displayed on the screen, while the value -1 

removes the mouse pointer from the screen. 


The mouse driver follows the mouse movement even when the mouse 
pointer is not displayed on the screen. 


After calling this function, the mouse pointer may not appear at the same 
location as it was when the pointer was previously removed by calling 
function OOH or function 02H. : 
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Interrupt 33H, function 03H 3 | | Mouse 
Get pointer position/button status ig ae 7 | 


- Returns the current portion of the mouse pons and the current status of the 
mouse buttons. | 


Input AX = 0003H 


Output BX= Mouse button status 
Bit 0=1: Left mouse button activated 
Bit 1=1: Right mouse button activated 
Bit 2=1: Center mouse button activated | 
Bits 3-15: Unused 
CX = X coordinate (horizontal mouse position) 
DX = Y coordinate (vertical mouse position) 


Remarks: The coordinates returned in the CX and DX registers refer to the pixel 
positions in the virtual mouse display screen rather than physical 
positions on the actual display screen. 


If the mouse is equipped with only two mouse buttons, the information 
about the central mouse button does not have significance. 


Interrupt 33H, function 04H Mouse 
Move mouse pointer | 


Moves the active mouse pointer to a certain position on the screen. 


Input AX = 0004H 
CX = X coordinate (horizontal mouse position) 
DX = Y coordinate (vertical mouse position) 


Output: No output 


Remarks: The coordinates returned in the CX and DX registers refer to the pixel 
positions in the virtual mouse display screen rather than physical 
positions on the actual display screen. 


If the position indicated is outside the range of movement specified by 
functions 07H and 08H, the function adjusts coordinates so that the 
mouse pointer remains within this range of movement. | 


The mouse pointer moves to the new position, even if the mouse is not 


currently visible. Once re-enabled, the mouse pointer appears at this new 
position. | 
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Interrupt 33H, function 05H — -. Mouse 
Determine number of times mouse button was attivated eh | 


Informs the calling program of how often a mouse button has been pressed since 
the last call of function 05H. Function 05H also informs the calling program of 
the pointer's location on the screen when the button was last activated. 


Input AX= 0005H 
| BX= Mouse button activated — 
BX=0: Left mouse button — 
BX=1: Right mouse button © 
BX=2: Center mouse button — 


Output: BX= Status of all mouse buttons: 

Bit 0=1: Left mouse button activated 

Bit 1=1: Right mouse button activated __ 

Bit 2=1: Center mouse button activated 

Bits 3-15: Unused 
BX= Mouse buttons activated since last function call 
CX = Horizontal mouse position during the last activation 
DX = Vertical mouse position during the last activation 


Remarks: The coordinates returned in the CX and DX registers refer to the pixel 
i positions in the virtual mouse display screen rather than physical 
positions on the actual display screen. The activation counter for the 

muse t button addressed is reset to 0 when this function is called. 


raceeunt 33H, function 06H | Mouse 
Determine number of times mouse button was released pee 


Informs the calling program of how often a mouse button has been released since 
the last call of function 06H. Function 06H also informs the calling program of 
the pointer's location on the screen when the button was last activated. 


Input _ AX= 0006H © a 
ee oe oo oe eee i 
X=0: Left mouse button — 
BXel: Right mouse button _ 
BX=2: Center mouse button = 


Output: BX=. Status of all mouse buttons © 
° Bit 0=1: Left mouse button activated 
_ Bit 1=1: Right mouse button activated © 

Bit 2=1: Center mouse button activated 
Bits 3-15: Unused 

BX= Mouse buttons activated since last function call 

CX = Horizontal mouse position during the last activation 

DX = Vertical mouse position during the last activation 
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Remarks: The coordinates returned in the CX and DX registers refer to the pixel 
positions in the virtual mouse display screen rather than physical 
positions on the actual display screen. : 


The activation counter for the mouse button addressed is reset to 0 when 
this function is called. 7 


Interrupt 33H, function 07H er ee Mouse 
Set horizontal range of movement 


Defines the horizontal range of movement for the mouse pointer. Once set, the 
user cannot move the mouse pointer out of this range. 


Input AX = 0007H 
CX = Minimal horizontal pointer position 
DX = Maximum horizontal pointer position 


Output: No output 


Remarks: The coordinates passed in the CX and DX registers refer to the pixel 
positions in the virtual mouse display screen rather than physical 
positions on the actual display screen. 


If the mouse pointer is outside of this range when function 07H is called, 
the mouse driver automatically moves the mouse pointer within the 
limits of the range of movement. If the value in the DX register is less 
than the value in the CX registers, the two parameters are exchanged. 


Interrupt 33H, function 08H Mouse 
Set vertical range of movement 


Defines the vertical range of movement foe the mouse pointer. Once set, the user 
- Cannot move the mouse pointer out of this range. 


Input AX = 0008H | 
CX = Minimum vertical pointer position 
_ DxX= Maximum vertical pointer position — 


Output:  =——No output 


Remarks: - The coordinates passed in the CX and | DX registers refer to the pixel 
positions in the virtual mouse display screen rather than physical 
positions on the ae display screen. 


If the mouse pointer is outside of this range het function 07H is called, 
the mouse driver automatically moves the mouse pointer within the 
limits of the range of movement. 
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If the value in the DX register is less than the value in the CX registers, 
the two parameters are ee 


Interrupt 33H, function 09H | | Mouse 
Set mouse pointer (graphic mode) 


Defines the appearance of the mouse pointer in graphic mode, as well as the 
bitfield which compensates for the pixels around the mouse pointer. 


Input AX = 0009H 

os : BX= Pointer width starting at left border of bitfield 
CX = Pointer height starting at top border of bitfield 
ES = Segment address of bitfield 
DX = Offset address of bitfield 


Output: No output 


Remarks: The bitfield consists of 64 bytes, of which the first 32 are an AND 
comparison, and the remaining 32 are an OR combination. Both sets of 
bytes are based upon the current pixel pattern. 


Interrupt 33H, function 0AH ee | Mouse 
Set mouse pointer (text mode) 


Defines the bitmask which specifies the appearance of the mouse pointer in text 
mode. 


Input AX= Q00AH 
BX= Pointer type 
BX=0: Software pointer | 
BX=1: Hardware pointer 
CX = AND mask (software pointer) a or starting line (hardware pointer) 
DX = XOR mask (software pointer) or ending line (hardware pointer) 


Output: No output 


Remarks: If the software pointer is selected, the code of the character beneath the 
mouse pointer and its attribute byte are combined logically with the mask 
in the CX register through a binary AND, and then with the value in the 
DX register through an exclusive OR (XOR). The attribute byte is 
combined with the most significant byte (CH and DH). The character code 
iS combined with the least significant byte (CL and DL). 


The hardware pointer is the same shape as the normal text mode cursor. 
Monochrome mode values for the starting and ending lines range from 0 
to 13. Color mode values for the starting and ending lines range from 0 to 
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Interrupt 33H, function 0BH — ; Mouse 
Determine movement values : | 


Determines the distance between the current mouse position and the mouse 
position during the last call of function OBH. | 


Input AX = Q00BH 


Output: CX = Horizontal distance from last point in mickeys 
DX = Vertical distance from last point in mickeys 


Remarks: These values must be interpreted as signed numbers. Positive values 
indicate movement toward the bottom or right border of the screen, while 
negative values indicate movement toward the top or left border of the 
screen. 


These values are given in  mickeys. a mney 1/200 inch) rather than in 
pixels. 


Interrupt 33H, function 0CH _ 7 Mouse 
Set event handler 


Sets the address of an event handler called by the mouse driver when a particular > 
mouse event occurs. 


Input AX = QOOCH 
_ CX = Events which trigger the call of the event handler (event mask) 

Bit 0: Mouse movement 
Bit 1: Left mouse button activated . 
Bit 2: Left mouse button released 
Bit 3: Right mouse button activated 
Bit 4: Right mouse button released 
Bit 5: Center mouse button activated | 
Bit 6: Center mouse button released 
Bits 7-15: Unused | | 
ES =. Segment address of handler 
DX = Offset address of handler 


Output: No output 
Remarks: The event handler is called by the mouse driver through a FAR call 
: assembler instruction, and therefore must be terminated with a FAR RET 
instruction. None of the various processor registers may be returned to the 
caller with a changed content. 


_ The mouse driver passes the following information to the event handler 
_ through the processor registers during the call: 


AX = event mask. The bits correspond to the various events as indicated 
in the CX register during the installation of the event handler. In 
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addition, other bits can be set, since the value reflects the current 
status of the mouse driver, and is not limited to the selected events. 


BX= mouse button status: 

Bit 0 = Left mouse button activated 

Bit 1 = Right mouse button activated 

Bit 2 = Center mouse button activated 
CX = horizontal mouse position. 
DX = vertical mouse position. 
SI = length of last horizontal mouse movement. 
DI = length of the last vertical mouse movement. 


DS = = data segment of the mouse driver. 


The coordinates returned in the CX and DX registers refer to the pixel 
positions in the virtual mouse display screen rather than physical 
positions on the actual display screen. 


‘The values in the SI and DI registers refer to mickeys (one mickey = 
1/200 inch). | 


These mickey values must be interpreted as signed numbers. Positive 
values indicate movement toward the bottom or right border of the screen, 

_ while negative values indicate movement toward the top or left border of 
the screen. 3 | 


Interrupt 33H, function ODH _ ee a e Mouse 
Enable lightpen emulation | | 


Enables emulation of the lightpen, and simulates a lightpen which if none is 


present. 
Input | AX = Q00DH 
Output: No output 
Remarks: | Lightpen emulation only makes sense when used with an application 


which supports the lightpen, or makes lightpen reading routines available 
(e.g., the PEN command in PC-BASIC). 


The lightpen and mouse are closely related in programming: The position 
of the mouse pointer is directly related to the lightpen's position on the 
screen, and pressing the left and right mouse button has the same result as 
pressing the button on the ightpen. 
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Interrupt 33H, function 0OEH Mouse 
Disable lightpen emulation 


Disables the lightpen emulation enabled by a previous call to function ODH. 


Input AX = QOQOEH 
Output: No output 
Remarks: Lightpen emulation only makes sense when used with an application 


which supports the lightpen, or makes lightpen eating routines available 
(e.g., the PEN command in PC-BASIC). 


The lightpen and mouse are closely related in programming: The position 
of the mouse pointer is directly related to the lightpen's position on the 
screen, and pressing the left and right mouse button has the same result as 
pressing the button on the lightpen. 


Interrupt 33H, function 0FH Mouse 
Set pointer speed 


Defines the relationship between mickeys and screen pixels. This specifies the 
sensitivity of the mouse and the speed at which the mouse pointer moves across 
the screen. 


Input AX = 000FH 
CX = Number of horizontal mickeys 
DX = Number of vertical mickeys 
Output: No output 
Remarks: Values in the CX and DX registers can range from 1 to 32767. 


The default setting is 8 horizontal mickeys and 16 vertical mickeys. This 
causes the mouse pointer to move twice as fast horizontally as it moves 
vertically. 


Calling function OOH (Reset mouse driver) changes any previously set 
values to the default values. 
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Interrupt 33H, function 10H Mouse 
Exclusion area 7 


Designates any area of the screen as an exclusion area. The mouse pointer 
disappears if moved into the exclusion area. 


Input AX = 0010H 
CX = X-coordinate, upper left corner of exclusion area 
DX = Y-coordinate, upper left corner of exclusion area 
SI= X-coordinate, lower right corner of exclusion area 
DI= Y-coordinate, lower right corner of exclusion area 


Output: No output 


Remarks: _ The coordinates passed in the CX, DX, DI and SI registers refer to the 
pixel positions in the virtual mouse display screen rather than physical 
positions on the actual display screen. 


Calling function OOH (Reset mouse driver) or function 01H (Display 
mouse pointer) deletes the exclusion area coordinates. 


Interrupt 33H, function 13H | | Mouse 
_Set maximum for mouse speed doubling 


Sets the maximum limit for doubling mouse speed. If the speed of the mouse 
movement exceeds a certain limit, the mouse driver doubles the mouse pointer 
speed by doubling the movement's relationship between points and mickeys. 


Input AX = 0013H 

DX = Limit in mickeys per second 
Output: No output 
Remarks: 1 mickey=1/200 inches. 


To prevent doubling of the mouse speed, the limit can be set higher. 


Speeds in excess of 5,000 mickeys per second cannot be achieved by 
practical means. 
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Interrupt 33H, function 14H Mouse 
Exchange event handlers 


Installs a new event handler for certain mouse events, but also retains the address 
of the old event handler. 


Input AX= 0014H 
CX = Events which should trigger event handler call 
Bit 0: Mouse movement 
Bit 1: Left mouse button activated 
Bit 2: Left mouse button released 
Bit 3: Right mouse button activated 
Bit 4: Right mouse button released 
Bit 5: Center mouse button activated 
Bit 6: Center mouse button released 
Bit 7-15: Unused 


ES = Segment address of new event handler 
DX = Offset address of new event handler 


Output: CX = Event mask of the previously installed event handler 
ES = Segment address of previously installed event handler 
DX = Offset address of previously installed event handler 


Remarks: The event handler is called by the mouse driver through a FAR call 
assembler instruction, and therefore must be terminated with a FAR RET 
instruction. None of the various processor registers may be returned to the 
caller with a changed content. 


The mouse driver passes the following information to the event handler 
through the processor registers during the call: 


AX = event mask. The bits correspond to the various events as indicated 
in the CX register during the installation of the event handler. In 
addition, other bits can be set, since the value reflects the current 
status of the mouse driver, and is not limited to the selected events. 


BX= mouse button status: 
Bit O = Left mouse button activated 


Bit 1 = Right mouse button activated 
Bit 2 = Center mouse button activated 
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CX = horizontal mouse position. 

DX = vertical mouse position. 

SI= length of last horizontal mouse movement. 
DI= length of the last vertical mouse movement. 
DS = data segment of the mouse driver. 


The coordinates returned in the CX and DX registers refer to the pixel 
positions in the virtual mouse display screen rather than physical 
positions on the actual display screen. | 


The values in the SI and DI registers refer to mickeys (one mickey = 
1/200 inch). | 


These mickey values must be interpreted as signed numbers. Positive 
values indicate movement toward the bottom or right border of the screen, 

_ while negative values indicate movement toward the top or left border of 
the screen. | 


Interrupt 33H, function 15H | | ae Mouse 
Determine mouse status buffer size 


Returns the size of the mouse status buffer, in which a program can store the 
complete status of the mouse driver. 


Input AX = 0015H 

Output: _BX= Mouse status buffer size in bytes 

Remarks: Function 16H (Store mouse Status) stores the mouse status in the buffer. 
‘Interrupt 33H, function 16H Mouse 


Store mouse status 


Stores mouse status information in a buffer. 


Input AX = 0016H > : | 
ES = Segment address of mouse status buffer 
DX = Offset address of mouse status buffer 


Output: No output" 
Remarks: The caller is responsible for creating a buffer large enough to contain all 
the status information. Before calling this function, call function 15H 


: (Determine mouse status buffer size) to determine the size of the mouse 
status buffer. 
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‘This function works well when called before executing a program using 
the EXEC function. This allows the mouse status to be saved in 
memory, then restored from within the called program. 


Interrupt 33H, function 17H 7 Mouse 
Restore mouse status | : 


Reads all mouse parameters from a buffer where they had been stored by function 


16H. | 
Input AX = 0017H 
ES = Segment address of mouse status buffer 
DX = Offset address of mouse status buffer 
Output: No output 
Interrupt 33H, function 18H ; Mouse 


Install alternate event handler 


This function permits a program to install a limited range event handler. This 
handler can be called by the mouse driver when certain mouse events occur in 
conjunction with the keyboard. 


Input AX= 0018H 
CX = Events which should trigger the call of the event handler 
Bit 0: Mouse movement | 
Bit 1: Left mouse button activated 
Bit 2: Left mouse button released 
Bit 3: Right mouse button activated 
Bit 4: Right mouse button released 
Bit 5: Shift key pressed during mouse button event 
Bit 6: Ctrl key pressed during mouse button event 
Bit 7: Alt key pressed during mouse button event 
Bits 8-15: Unused 
ES = Segment address of event handler 
_ DX= Offset address of event handler 


Output; AX = Installation status 7 
. AX=0018H: Event handler installed ee 
AX=FFFFH: Event handler could not be installed 


Remarks: At least one of bits 5 to 7 must be set in the event mask of the CX 
register to ensure that the event reacts to at least one of the control keys. 
If the programmer prefers not to read the Shift, Ctrl or Alt keys along 
with mouse buttons, use functions OCH or 14H instead. 


An error can occur if three alternate event handlers were previously 
installed, or if an event handler with the same event mask already exists. 


& 
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_ The event handler is called by the mouse driver through a FAR call 


assembler instruction, and therefore must be terminated with a FAR RET 
instruction. None of the various processor registers may be returned to the 
caller with a changed content. 


The mouse driver passes the following information to the event handler 
through the processor registers during the call: 


AX = event mask. The bits correspond to the various events as indicated 
in the CX register during the installation of the event handler. In 
addition, other bits can be set, since the value reflects the current 

status of the mouse driver, and is not limited to the selected events. 


BX= mouse button status: 
Bit 0 = Left mouse button activated 


Bit 1 = Right mouse button activated 
Bit 2 = Center mouse button activated 


\ 


CX = horizontal mouse position. 

DX = vertical mouse position. 

SI= length of last horizontal mouse movement. 
DI= length of the last vertical mouse movement. 
DS = data segment of the mouse driver. 


The coordinates returned in the CX and DX registers refer to the pixel 
positions in the virtual mouse display screen rather than physical 
positions on the actual display screen. 


The values in the SI and DI registers refer to mickeys (one mickey = 
1/200 inch). 


These mickey values must be interpreted as signed numbers. Positive 


_ values indicate movement toward the bottom or right border of the screen, 


while negative values indicate movement toward the top or left border of 
the screen. 
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Interrupt 33H, function 19H 7 Mouse 
Determine address of alternate event handler 


~ Returns the address of an alternate event handler to the caller. 


Input AX= 0019H 
CX = Event handler event mask 


Output: CX = OOOOH: Error 
ES = Segment address of event handler 
DX = Offset address of event handler 


Remarks: See the description of function 18H above for additional information 
about the meanings of each bit in the event mask. | 


The function call fails if no alternate event handler with the indicated 
event mask was previously installed. 


Interrupt 33H, function 1AH Mouse 
Set mouse sensitivity 


Defines the relationship between physical mouse movement and mouse pointer 
movement. Also defines the maximum for doubling mouse speed. 


Input AX= 001AH 
BX= Number of horizontal mickeys 


CX = Number of vertical mickeys 
DX = Maximum limit for doubling the mouse speed 


Output: No output 
Remarks: Values in the CX and DX registers can range from 1 to 32767. 


The default setting is 8 horizontal mickeys and 16 vertical mickeys. This 
causes the mouse pointer to move twice as fast horizontally as it moves 
vertically. 

To prevent doubling of the mouse speed, the limit can be set higher. 


Speeds in excess of 5,000 mickeys per second cannot be achieved by 
practical means. 


Calling function 00H (Reset mouse driver) changes any previously set 
values to the default values. 
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Interrupt 33H, function 1BH | | Mouse 
Determine mouse sensitivity | 


Returns the parameters previously set by calling function 1AH or functions OFH 
and 13H. 


Input AX= 001BH 


Output: BX= Number of horizontal mickeys 
| CX = Number of vertical mickeys 
DX = Maximum limit for doubling the mouse speed 


Interrupt 33H, function 1CH ee Mouse 
te mouse hardware interrupt rate 


". Deterinines the frequency at which the mouse kandware reads the current mouse 
position and mouse button status. 


Input AX = 001CH 

BX= Interrupt rate 

Bit 0: No interrupts 

Bit 1: 30 interrupts per second 
Bit 2: 50 interrupts per second 
Bit 3: 100 interrupts per second 
Bit 4: 200 interrupts per second 
Bits 5-15: Unused — 


Output: No output 
Remarks: This function is only available for the Inport mouse. 


If more than one bit is set in the BX register, only the least significant 
bit which is set counts. 


The mouse's resolution increases with the number of interrupts. The 
increased number of mouse interrupts decreases the speed of the 


foreground program. 


Interrupt 33H, function 1DH Mouse 
Set display page 2 


Specifies the display page on which the mouse pointer appears. 
Input AX = 001DH : | 


BX= Number of the display page 
Output: | No output 
Remarks: Default value is display page 0. 
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Calling this function only makes sense if the application program works 
with several display pages, as available on CGA, EGA and VGA cards. 


Interrupt 33H, function 1EH | Mouse 
Determine display page ? 


Determines the display page on which the mouse pointer appears. 


Input AX = 001EH 
Output: BX= Number of the display page 
Interrupt 33H, function 1FH Mouse 


Deactivate mouse driver 


Deactivates the current mouse driver and returns the address of the previous 
interrupt handlers for interrupt 33H. 


Input AX = 001FH a 
Output: AX = Error status 

AX=FFFFH: Error 

AX=001FH: O.K. 


ES = Segment address of previous event handler 
BX= Offset address of previous event handler 


Remarks: This call releases any previously installed and active mouse driver 
interrupt routines, The exception to this is the handler for interrupt 33H, 


but the caller can reload this interrupt vector with its original value since 
this address is returned in the ES:BX register pair. 


Interrupt 33H, function 20H 7 Mouse 
Activate mouse driver 


Activates a mouse driver previously deactivated by function 1FH. 
Input AX = 0020H 
Output: No output 
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Interrupt 33H, function 21H a _ Mouse 
Reset mouse driver : 


Resets the mouse driver, disables the mouse pointer and disables the currently 
installed event handler. | 


Input AX = 0021H 


Output: AX = Error status 
AX=FFFFH: Error 
AX=0021H: O.K. 
BX= Number of mouse buttons 


Remarks: Unlike function 00H, this function does not perform a total mouse 
hardware reset. 
Ct 
Interrupt 33H, function 24H Mouse 
Determine mouse type 7 


Determines the type of mouse installed and the version number of the mouse 
driver. 


Input AX = 0024H © 


Output: BH= Whole number of the version number 

BL= Fraction of the version number 

CH= Mouse type 
CH=1: Bus mouse 
CH=2: Serial mouse 

_ CH=3: Inport mouse 

CH=4: PS/2 mouse 
CH=5: HP mouse 

CL = IRQ number 
CL=0: PS/2 
CL=2, 3, 4, 5 or 7: IRQ number in the PC 


Remarks: If the version number of the mouse driver is for example 6.24, the value 


6 is returned in the BH register and the value 24 is returned in the BL 
register. 
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Introduction to Number 
Systems 


Throughout this book we talked about numbers notated in the binary and 
hexadecimal systems instead of the normal decimal system. This Appendix 
presents a brief introduction to these number systems. 


Decimal system 


Before explaining the new number systems, you should know the basic concepts 
of the decimal system. The decimal number 1989 can also be written as 
1*1000+9* 100+8* 10+9*1. This shows that if you number the digits from right — 
to left, the first number represents a column of ones, the second number represents 
a column of tens, the third number represents a column of hundreds and the fourth 
number represents a column of thousands. The numbers increase from right to left 
in powers of 10. 


The first digit of any number system has the value 1. The factor by which the 
value increases from one column to the next differs among the number systems. 
This factor corresponds to the numbers with which the number system works. The 
factor is 10 with the decimal system because ten different numbers are available for 
each digit (0 to 9). 


This principle of powers for each column also applies to the binary and 
hexadecimal systems. 


Binary system 


Since a computer recognizes the numbers 0 and 1 on its lowest functional level, 
the binary system is essential to computing. The value of the numbers double 
from column to column because the binary system only uses powers of two for 
each column (i.e., the numbers 0 and 1 instead of the numbers 0 to 9). 
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Now let's count the binary places starting from right to left as we did in the 
decimal example described above. The first (right hand) position counts as one, the 
second as two, the third as four and the fourth as eight. The places then follow as 
16, 32, 64, 128, etc. 


For example, 11001 binary converts to 25 decimal, or the equation 
1* 16+1*8+0*4+0*2+1*1. 


Hexadecimal system 


Unlike the binary system, the hexadecimal system operates with more basic 
numbers than the decimal system. This system counts single digits from 0 to F. 
Since only the ten numbers of the decimal system are able to represent a number, 
the numbers from 10 to 15 in hexadecimal use the letters A to F in addition to the 
numbers 0 to 9. AH stands for 10, BH for 11, CH for 12, DH for 13, EH for 14 
and FH for 15. 


By using 16 numbers or letters for each postion, the value by which each position 
_ Increments is 16. 


The first position has the value 1, the second 16, the third 256 and the fourth 
4,096. 


For example, the hexadecimal number FB3H converts into 4 019 decimal, or 
15*256+11*16+3*1. fo | | 


Hex aad binary 


The hexadecimal system and the binary system are easily soalenied back and forth. 
For example, one four-digit binary number converts to a single-digit hexadecimal 
number. Because of this, the hexadecimal system is an important part of assembly 
language programming. It's much simpler to convey a byte (an eight-bit number) 
using two hexadecimal digits than it is for the developer to compute a 16-bit 
binary equivalent. 


- This book denotes all binary numbers a the letter 0b), and all hexadecimal 
numbers by the letter H. 


The following illustrations should help explain number systems more clearly. 
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Hexadecimal | 65536 | 4096 


Number positions in each number system 


Decimal Binar Hexadecimal 
0 (b) |  *O#H 
1 (b) 1H 

10 (b) 2H 
11 (b) 3H 
100 (b) 4H 
101 (b) 5H 
110 (b) 6H 
111 (b) TH 
1000 (b) 8H 
1001 (b) 9H 
1010 (b) AH 
1011 (b) | | BH 
1100 (b) CH 
10000000 (b) 

10000001 (b) 

100000000 (b) 

10000000000 (b) 
1000000000000 (b) 

65535 1111111111111111 (b) 


DAwAN UO PW DNF © 


Comparing selected numbers in each number system 
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8086, 8088, 80186, 80286, 80386 


Microprocessors manufactured by the Intel Corporation. They are upwardly 
compatible, which means that the 80836 can execute any program developed for an _ 
8086, 8088, 80186 or 80286 microprocessor. However, the 8088 can't always 
execute an application developed for one of the later microprocessors. The 
processors of this family act as main processors for different types of PCs. 


Address 


The Intel-80xx family of microprocessors form an address from one of the four 
segment registers, in conjunction with another register or a constant. The contents 
of the segment register becomes the segment address, and the other register or 
constant becomes the offset address. Both addresses are logical addresses that are 
related to a physical address (the actual number of a memory location). This 
physical address can be determined by multiplying the segment register by 16 and 
adding the offset address. 


Address area 


The number of memory locations addressable bya microprocessor. 


Address bus 


A line connecting the CPU with memory (RAM and ROM). If the CPU wants to 
address a memory location, it must first place its address on the address bus in 
order to set the "switches" for access to this memory location. 


Arena header 


The data structure which precedes the memory area of the TPA assigned to a 
program. DOS uses this area to store the memory area's size and other 
information. | 
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ASCII 


Abbreviation for American Standard Code for Information Interchange. 
ASCII is a standardized assignment of numbers from 0 to 255 that represents 
characters (e.g., letters, numbers). The ASCII codes from 0 to 127 comprise the 
standard ASCII character set, while the codes from 128 to 255 comprise the 
extended ASCII character set. 


Assembly language 


A small number of simple instructions that the processor can understand. Every 
higher level language program is finally translated into these instructions for 
processing by the CPU. 


Asynchronous data transfer 


Also known as serial transfer. Bytes are transmitted and/or received bit ey bit 
according to a predetermined transfer protocol. | 


AT | 
Abbreviation for Advanced Technology. AT computers have an 80286 
processor. : 
Attribute 
A byte following each character that defines the character's color and appearance for 
display on the screen. 
AUTOEXEC.BAT 


Filename for the automatically executing batch file for which DOS searches during 
the booting process. After DOS is loaded and started, it searches the root directory 
of the device from which it booted for a file named AUTOEXEC.BAT. During the 
booting process, this batch file executes programs and parameters through the 
command processor. | 


Batch files 


- Text files saved with the file extension -BAT. These files contain DOS commands 
or command sequences. Batch file execution treats these commands as if the user 
had entered the commands from the keyboard. 


Baud 


A measurement of data transfer speed. One baud roughly equals one data bit per 
second. 


BCD 


Abbreviation for Binary Coded Decimal. This number represents a two-digit 
decimal number encoded in one byte. The upper four bits represent the most 
significant digit and the lower four bits represent the least significant digit. 
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Binary system 


The number system understandable by a computer at its lowest level. Binary 
notation counts from 0 to 1. The first position of a binary number has the value 1, 

the second has the value 2, the third has the value 4, the fourth has the value 8, 
etc. 


BIOS 


Abbreviation for Basic Input/Output System. It contains the device drivers 
which perform access to the peripheral devices such as the keyboard, monitor, disk 
drives, etc. The BIOS is located in addresses FO00:EO0O00-—F000:FFFF. — 


BIOS interrupts 
Interrupts 10H to 17H and interrupt 1AH, through which the many functions of 
the ROM-BIOS can be called. 

BIOS version 
Release date of the BIOS as stored in the eight bytes starting at memory location 
F000:FFF5. This version appears in the form Month/Day/Year. 

Block driver 


The device drivers which control access to devices that process data in data blocks 
(disk drives and hard disks). Block drivers are addressed through a letter (drive 
specifier) which enables one block driver to control several devices with different 
letters. The disk driver has the drive specifiers A: and B:, while the hard disk driver 
can be addressed with the specifier C:. 


Boot sector 


_ Contained on every mass storage median from which DOS can be booted. Sector 
0 contains certain information and a short program which loads a PoP boot 
routine, then initializes DOS. 


Booting 


_ The process that starts after the user has switched on the computer. BIOS tests and 
initializes the various circuit chips in the system, then loads the operating system. 


BPB , 
Abbreviation for BIOS Parameter Block. The BPB defines the format and 
_design of a mass storage device (disk drive and hard disk) for DOS. It is available 
in the boot sector of every mass storage device, but n must be passed to DOS by the 
initialization routine of a block device driver. 
CALL 


Assembly language instruction that triggers the execution of a subroutine. After 
the routine ends, a RET instruction executes, which is followed Al By. the instruction 
following the initial CALL. -~ 
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Carry flag 


Bit 0 in the processor's flag register. Many operating system functions use it to 
tell the calling program whether the called function executed correctly, or if an 
error occurred. In the latter case, the carry flag is set (1) after the function call. 


Character driver 


A device driver which controls access to devices that process characters as bytes. 
The screen, keyboard and printer are device drivers. Character drivers have their own 
names, such as CON, PRN and AUX. 


Child program 


A program which is called by another program. For example, if the FORMAT 
command is called from the DOS level, the parent program is the command 
processor. 


CLI 


Clear interrupts instruction. This instruction instructs the CPU to ignore all 
subsequent interrupt requests until the STI (STart Interrupts) instruction re-enables 
interrupt response (the NMI [Non-Maskable Interrupt] is exempt from this 
instruction). 


Clock driver 


A character device responsible for getting the time and date from DOS, 
incrementing the time and date and passing the incremented amounts back to DOS. 


Clock generator 


Produces several million pulses per second and synchronizes various components 
of the system with each other. | 


Cluster 


Multiple sectors of a mass storage device. Files and subdirectories can be stored in 
different clusters. The number of sectors per cluster varies from one device to 
another. | | 


COM files 


Executable programs which must be stored within a 64K memory segment. COM 
files combine program code, data and stack in this 64K area. 


COMMAND.COM | 
The file containing the MS-DOS command processor. 
Command line | 


A line from which program or batch file calls can be entered into the command 
processor. 7 
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Command parameters 


The name for all characters passed in the command line, following the program or 
batch file calls. The EXEC function copies these parameters into the PSP of the 


loaded program. 
Command processor 


Also called shell. The command processor is a part of the operating system which 
accepts and processes user input. Its main function is to load and start application 


programs and batch files. 

CON | = 
Abbreviation for CONsole driver, the two device drivers which control the 
keyboard and the screen. 

CONFIG.SYS 


The DOS configuration file. It contains certain commands for configuring DOS, as 
well as additional device drivers. CONFIG.SYS loads and executes only once 
(during the booting process). | 

Control characters 


ASCII characters which represent certain non-alphanumeric characters. This applies 
to all ASCII codes less than 32. The PC only uses ASCII codes 0, 7, 8, 9, 10, 11, 
12 and 13 as control characters. 


Cooked mode 


Character mode that checks for certain unusual characters, which are either 
converted to other characters or completely filtered out. Character drivers operate 
either in raw mode or cooked mode. | | 


CP/M-80 


Early operating system, the predecessor of MS-DOS. CP/M is used by computers 
that are based upon Z-80 microprocessors. 


CPU 


Abbreviation for Central Processing Unit. The microprocessor which forms 
the "brain" of a computer. 


CRC 


Abbreviation for Cyclical Redundancy Check. The CRC tests for errors 
during data transfer to and from a disk. 
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CRT ris 
Abbreviation for Cathode Ray Tube. A CRT generates a screen display with 
_ the help of an electron beam which sends electrical unypailses toa nce screen at 

| the end of the CRT. 

DASD 
Abbreviation for Direct Access Storage Device. In DOS and BIOS 
terminology this concept 1S used for disk drives and hard disks. 

Data bus 


A data line which connects the CPU with memory (RAM and one Data can be 
transmitted between the CPU and memory over this line. 
Device driver 


Driver systems which interface DOS and hardware by making basic functions 
_ available for communicating with the hardware. Device driver functions can be 

called by the higher level DOS functions. DOS differentiates between character 
drivers and block drivers. 

Disks 
Flat plastic materials seating magnetic media for storing data. Pome disks 
are partitioned 1 into tracks and sectors. 

Disk controller | 


Regulates the activities of the disk drive.: 


Disk status 


Lists the status of the last disk a It maleate if and when an error occurred 
during this disk access. 


Disk formats 


The PC market supports several disk formats. PC and XT disk drives use 5-1/4" 

disks that are formatted on one or two sides. Each side contains 40 tracks with 

eight or nine sectors per track (each sector stores 512 bytes). The capacity of these 

disks is between 160K (single-sided) and 360K (double-sided). The AT uses 5-1/4" 

___ disks with two formatted sides, each side containing 80 tracks with 15 sectors per 

track (each sector stores 512 bytes). The total capacity of these disks is 1.2 
megabytes. 


‘The newest disk formats on the market allow the use of 3-1/2" micro floppy disks. 


Display’ page 


Also called screen page and video page. Some video cards can control one or more 
display pages. Only one of these pages can be displayed on the screen at one time. 
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DMA 


_ Abbreviation for Direct Memory Access. Transmits data from the circuit 


chips of a peripheral device Sirectly into memory, trang making a detour 
through the a 


DMA controller 


DOS 


DTA 


ECC 


EGA 


EMM 


EMS” 


A chip capable of transferring large amounts of data directly into memory without 
passing through the CPU. A good example is the access to a disk drive or hard 
disk drive. 


Abbreviation for Disk Operating System. DOS sets up basic file handling 
tasks for communicating between computer and disk drive(s). 


Abbreviation for Disk Transfer Area. File and directory accesses use the DTA 
for disk data transmission. Its size depends upon the current operation, where the 
calling program must ensure that enough memory exists to accept the transmitted 
data. After the start of a program, DOS places the beginning of the DTA into 


memory location 128 of the PSP, which makes 128 bytes available. 


Abbreviation for Error Correction Code. ECC is used when data is stored ona 
hard disk. Unlike the CRC, the ECC permits the recognition of errors as well as 
their correction within certain parameters. 


Abbreviation for Enhanced Graphic Adapter. This is a special, high 
resolution variation on the Color/Graphics Adapter (CGA). 7 


_ Abbreviation for Expanded Memory Manager. Allows access to EMS memory. 


: Abbreviation for Expanded Memory System. This section of RAM goes beyond 


the 1 megabyie,” limit set by PCs and XTs. EMS is wes accessible eee the 
EMM. 


End character 


Also called return code. The end character i is ASCII code 0, which i is sometimes 
assigned the name NUL. It usually indicates the last character in a character string. 
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Environment block — 


Every program has an assigned environment block whose address is stored in the 
PSP of the current program. The environment block itself consists of a series of 
ASCII strings which contain certain information, such as the search path for files 
(PATH). | 
EOI | | | | 
Abbreviation for End Of Interrupt. This instruction indicates.the completion of 
a hardware triggered interrupt to the interrupt handler. 
Extended key code ae 


Keys and key combinations that can be entered with a PC keyboard but have no 

direct relation to the ASCII character set. They are often entered by pressing and 

holding the <Alt> key, then entering a three-digit number on the numeric keypad. 
EXE files 


Executable programs which can be of any length and can store their code, data and 
stack in different memory segments (see also COM files). 


EXEC 


DOS function for loading and executing programs. The command processor also 
uses this function to execute applications programs and batch files. 


FAR instructions 


Machine language instructions that contain an address of a variable or a subroutine 
with a segment address and an offset address. They can address variables or 
subroutines located in another memory segment (farther away than 64K). 


FAT 
Abbreviation for File Allocation Table. This is a table located on every 
external storage medium (disk and hard disk). It informs DOS which areas of a 
storage medium are available, which areas are already occupied with data, and 
which areas are useless because of defects. The FAT also links together the 
different parts of a file. 

FCB 


Abbreviation for File Control Block. DOS controls file access to RAM using 
FCBs. | , 


Fixed disk 
Another term for hard disk. - 
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Filter 


A program that reads characters from the standard input device, manipulates them 
in some desired way, and then sa them c on the standard ag ad device. 
Flag register” | 
A 16-bit register in which several of these bits indicate certain aspects of the 
processor's status. 
Function | 8 | Te 
A routine that can be called with a DOS or BIOS interrupt. 


Garbage collection 
A routine that removes variables which are no longer required from the variable 
- memory of a BASIC program. Every BASIC interpreter has garbage collection. 
GDT 
Abbreviation for Global Descriptor Table. The GDT describes the individual 
memory segments when the processor is in protected mode. 
General registers 


The processors of the Intel- 80xx family have the following general registers: AX, 
BX, CX, DX, DI, SI and BP. They are all 16 bits wide. The AX, BX, CX and DX 
registers can be separated into two 8-bit registers. These two half registers are 
designated ; as AN, AL, BH, BL, CH, CL, DH and DL. 


Handle | : eee tae | 
A numerical value that acts as a ae for access to files and devices. It is passed by 
DOS to a program which calls one of the functions for opening or aeonne a file 
or device. 

Hard disk — | 
A mass “storage unit consisting of several magnetic media stacked on top of one 
another. Unlike disks, hard disks are divided into cylinders and sectors. Each of 
these disks can store data on both their top and bottom sides. 

Hard disk format 
The PC hard disk Forint consists of 17 sectors per cylinder and 512 bytes per 
sector. The number of disks and the number of cylinders per disk may vary. 

Hardware interrupt ’ 


An interrupt or interrupt request, called by PC hardware: to attract the attention of 
the CPU to a device (e.g., the keyboard). Certain devices only call certain 
interrupts. | i | 
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Hexadecimal system 


A number system distantly related to the binary system. The basic numbering of 
this system goes from 0 to 15, instead of from 0 to 9 (the numbers 10 to 15 are 
represented by the letters A, B, C, D, E and F). The first position of a hexadecimal 
number has the value 1, the second 16, the third 256, the fourth 4,096, etc. 


IN | Sas | | ae 
Assembly language instruction to read data from a port into the CPU. 


Internal commands 


All commands whose cbs. is 5 stored i in the transient portion of the command 
processor, and, therefore, don't have to be loaded from a storage medium (e.g., 
DIR, COPY and VER). 
Interrupt ‘ 
An interruption of a program through an interrupt call, the execution of an 
interrupt routine and, finally, the resumption of the interrupted program. The 
processors of the Intel-80xx family can process 256 different interrupts which are 
divided into hardware and software interrupts. 


Interrupt controller 


Monitors the various interrupt requests within the system and decides which 
interrupts to process first. 


Interrupt routine — 


The program called during the appearance of an interrupt. Each interrupt has its 
Own interrupt routine, whose address is stored in the interrupt vector table. The 
interrupt routine must be terminated with a machine language IRET instruction. 


Interrupt vector table 


A table containing the addresses of the interrupt routines, which are called when a 
particular interrupt appears. Each entry in this table consists of two words. The 
first word contains the offset address and the following word contains the segment 
address of the interrupt routine. The table starts at memory location 0000:0000, 
where the address of the interrupt routine for interrupt 0 is stored. The four 
following memory locations contain the address of the interrupt routine for 
interrupt 1, etc. 
IRET 
The Interrupt RETurm assembly language instruction. IRET terminates the 


execution of an interrupt routine and then continues the execution of the program 
at the location following the interruption of the program. 
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Keyboard status 


Indicates whether the user has pressed the <Shift>, <Ctrl> or 2a ae and 
whether the <Insert>, stapstocle, <NumLock> or <ScrollLock> modes are 
active, | 


Kilobyte 
Abbreviated as K. Equals 219 o 1,024 bytes, 


Math coprocessor 


Relieves the CPU of the processing of complicated floating-point mathematical 
- formulas. It also accelerates the papi of worksheets wath a spreadsheet 


program. 
Megabyte 
Often abbreviated as meg. eat to 2 10 kilobytes or 1,048,576 bytes. | 


Media descriptor byte 


A byte within the File Allocation Table (FAT), which identifies the mass storage 
device's current format. DOS can manipulate the various formats of the mass 
storage which it supports and also checks the media cares byte for the current 
format. 


Memory allocation: 


In all PCs the lower 640K is assigned to RAM. The video RAM follows, and then 
the ROM, which extends to the 1 megabyte memory limit. ATs may have up to 
15 megabytes of additional RAM. = 


Microprocessor 


The brain of a computer. Its main task is to execute assembly language 
instructions. | 


Model identification 


The type of PC used, as coded into address F000: FFFE. FCH stands for AT, FEH © 
often stands for XT and FFH often stands for PC. 


MS-DOS 
Abbreviation for MicroSoft Disk _ Operating System. MS- DOS is the 
primary PC ae system. 

Multiprocessing | 


The simultaneous execution a several programs (not anced by DOS at the 
time of this writing). 
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NEAR instructions 


_ Assembly language instructions that contain the offset address of only a variable or 
a subroutine (no segment address). These instructions can address variables or 
subroutines located only within the current 64K memory segment. 


Nibble 


Also spelled nybble. Bytes can be subdivided into two nibbles. The low nibble 
occupies bits 0 to 3 of a byte, while the high nibble occupies bits 4 to 7 of a byte. 


NMI 
Abbreviation for Non-Maskable Interrupt. The NMI remains constantly 
active. It is the only interrupt not affected by the CLI assembly language 
instruction. 

OUT 
An assembly language instruction which sends data to a port. 

Overlay 
A program loaded into memory allocated for it by another program. The calling | 
program calls certain routines within this overlay as needed. 

Paragraph 


A group of 16 bytes in the 8088 which starts at a memory location divisible by 16 
(e.g., O, 16, 32, 48, etc.). 
Parent program 


A program that can execute another program (see child program) and continue its 
own processing after the child program's execution. For example, if a FORMAT 
command is called from DOS level, the command processor is the parent program. 


Parity 


A process used to detect errors during serial data transmission. Either even or odd 
parity can be used. 


PC 


Abbreviation for Personal Computer (i.e., all computers equipped with a 8088 
or 8086 processor). 


Peripheral interface 
Connects the CPU to various peripheral devices (e.g., speaker, 
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Ports 


The connections between the CPU and various other circuit chips within the 
system. Each chip has one or more assigned ports, which have a specific address. 
The CPU addresses the individual chips by writing values into the proper port or 
by reading values from the proper port. 

Printer status byte 


Describes the current status of the printer. It can indicate whether the printer is out 
of paper, is switched ONLINE or has not responded (time-out). 


PRN | 
The device designation of the printer. 


Program counter 


Also called IP (Instruction Pointer). The program counter and the CS segment 
register combined form the memory address from which the processor will read the 
next command to be executed. 

Protected mode 


Allows multiprocessing, more than 1 megabyte of memory and control over 
virtual memory on computers possessing the 80286 and 80386 processors. 


PSP 


Abbreviation for Program Segment Prefix. The PSP is a 256 byte long data 
Structure, which is placed in front of every program to be executed but not stored 
with the file on disk or hard disk. The program itself or program data start after 
this data structure. 

RAM 
Abbreviation for Random Access Memory. This is the memory that the user 
can read from and write to. 

Raw mode 


Character mode that transmits all characters from a device to the calling program 
without any iad ee cooked mode). 


Real mode 
Forces 80286 and 80386 processors to emulate dual near 3088 | processors 
incapable of multiprocessing or control of more than 1 megabyte of memory. 
Register _ 


Memory locations inside the processor that provide faster access than memory 
locations in RAM. 


915 


Appendix H: Glossary of Terms | PC System Programming 


Reset 


oT resetting and reboot of the system. You can trigger a reset by pressing the 
<Alt><Ctrl><Delete> key combination. 


Resident 


Programs that remain in memory after execution without being overwritten by 
other programs or data. Resident programs can be recalled later. 


ROM 
Abbreviation for Read Only Memory. ROM can only be read, not written. 
ROM BASIC 


A small BASIC interpreter, placed in the ROMs of older PCs starting at address 
FQ00:6000. ROM BASIC is called by the system | when BIOS fails to load the 
operating system. 


RS-232 


_ An interface that permits the computer to communicate with other devices over 
only one line. The individual data is transmitted serially (i.e., bit by bit). 


Abbreviation for RealTime Clock. The battery backed clock on the AT. 
Scan code 


~ A code passed to the CPU by the keyboard processor when a key is pressed or 
released. It indicates the number assigned to the key within the keyboard. For this 
reason, the scan codes of the various PC keyboards differ from each other. 


Sector Sg ae | _ 
The smallest data division of a disk or hard disk. A sector contains 512 bytes. 
Segment descriptor | | 
Describes the location and size of the segment in addition to other information. It 
is used in protected mode on the 80286 and 80386 processors. All segment 
descriptors are paras in the global descriptor table (GDT). 


Segment register 


The processors of the Intel-80xx family have four 16-bit segments that define the 
beginning of a 64K memory segment. They are named DS, ES, CS and SS. 


eee interrupts 


An interrupt or interrupt reaiiest called by a program using the INT instruction. 
Each of the 256 existing interrupts can be called using this instruction. _ 
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Standard input device 


The keyboard. The standard input can be redirected to another device or a file using 
the < character. 


Standard output device | 
The monitor screen. The standard output can be redirected to another device or a file 


using the > character. 
STI 
_ The STart Interrupts assembly language instruction. This instruction disables 
any previous CLI command and re-enables all inactive interrupts. 
Time-out 
Sy Occurs during communication between the CPU and a device when the CPU sends 
_ data to the device and, after a certain amount of time, the device offers no response. 
Timer 
Similar to the clock. The timer generates a cyclical signal used to measure time. 
TPA | | | | 
Abbreviation for Transient Program Area. This is the part of RAM below the 
1 megabyte limit not occupied by DOS that is used for storing programs and data. — 
UART | 


Abbreviation for Universal Asynchronous Receiver Transmitter. A chip 
- that acts as the controller for the serial interface. 
Video controller 
Displays a picture on the screen by sending the proper signals to the monitor. 
Video RAM | a 
RAM, which is used for storing characters or graphics for display on the screen, 
; —_ available ny a video card. It can be addressed like normal RAM. 
Virtual memory 
Permits program access to memory, which it assumes to be RAM but is actually a 
mass storage device. Virtual memory must first be loaded into RAM for access. 
Volume | | 7 
Part of a mass storage device that has files, its own FAT, its own root directory 
and its own subdirectories. Each volume can have its own volume name. While 


disks can store only one volume under DOS, hard disks can be divided into several 
volumes to pecroimedae several cpeaine ene: 
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Scan Codes 


PCIXT keyboard scan codes 


AT keyboard scan codes | 
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ASCII Character Set _ 


Dec. Dec. Dec. Dec. 

Hex | Hex Hex Hex 
Chr. | | Chr. | Chr. | | Chr. 

r ‘g r oo ie 
0 00 32 20 | 64 40 @ 96 60 —- 
101 0 33,2144 65 41 A 97 61a 
2 02 @ 34 22 " 66 42 B 98 62 b 
3 03 Y 35 23 #- 67 43 C 99 63 Cc 
4 04 ¢ 36 24 $ _ 68 44 D 100 64 ad 
5 05 @& 37 25 % 69 45 E 101 65 e 
6 06 @ 38 26 & 70 46 F- 102 66 f 
7 07 « 39.27." . 71 47 G 103 67 g 
8 08 & 40 28 ( . 72 48 H 104 68 h 
9 09 O 41 29 ) 73 49 I 105 69 1 
10 OA O 42 2A * 74 4A J 106 6A Jj 
11 OB o 43 2B +. 75 4B K 107 6B k 
12 OC Q 44 2C , 76 4C L 108 6C l 
13 OD } 45 2D 77 4D M 109 6D m 
14 OE § 46 2E. 78 4E N 110 6E n 
15 OF * 47 2F / 79 4F O 111 6F o 
16 10 > 48 30 0 80 50 P 112 70 p 
17 11 <« 49 311 81 51 Q 113°.71.=6q 
18 12 ¢ 50 32 2 82 52 R 11472fr 
19 13 UW 51 33-3 83 53 S 115 73 s 
20 14 52 34 4 84 54 T 116 74 t 
2115 § 53 35 5 85 55 U 117.75: 
22°16 0 54 36 6 £86 56 V 118 76 v 
23 17 ¢ 55 37-7 87 57 W 119 77 w 
24 18 ft 56 38 8. 88 58 X 120 78 x 
25 19 4 57 39 9 89 59 Y 121 79 y 
26 1A > 58 3A: 90 5A Z 122 7A Zz 
27 1B ¢ 59 3B ; 92) OB | 123 7B { 
28 1C- #460 3C < 92 5C \ 124 7c ! 
29 1D + 61 3D = 93 5D ]j 125 7D } 
30 1E a 62 3E >. 94 5E ~* 126 7JE ~ 
31 1F v 63 3F ? £95 SF 127 7F # 
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Dec. © Dec. Dec. Dec. | 
Hex Hex Hex Hex 
[ Chr. | Chr. | Chr. [ Chr. 
ale r r re 
128 80 C 160 A0 4a 192 co | 224 E0 a 
129 81 & 161A1i 193 c1 + £225 El 8B 
130 82 6 162 A2 6 194 C2 7, 226 E2T 
131 83 4 163 A3 GU 195 C3 -| 227 E3 7 
132 84 A 164 A4 fh 196 C4 — 228 E4 
133 85 & 165 AS N 197 C5 + 229 E50 
134 86 A 166 A6 * 198 C6 F- 230 E6 pu 
135 87 ¢ 167 A7 2 199 C7 | 231 E7 7 
136 88 € 168 A&8 z 200 c8 & 232 E8 & 
137 89 @€ 169 A9-— 201 C9 F 233 ED @ 
138 8A @ 170 AA- 202 CA++ 234 EAQ | 
139 8B i 171 AB 203 CB 7 £235 EB 6 
140 8C i 172 AC} 204 CC |F 236-EC © 
141 8D i 173 AD; 205 CD= 237 ED @ 
142 8E A 174 AE « 206 CE + 238 EE ¢€ 
143 8F A 175 AF» 207 CF £ 239 EF” 
144 90 EF 176 BO 208 Do + 240 FO = 
145 91 2 177 Bl # 209 Dl F 241 Fl +t 
146 92 £ 178 B2 € 210 D2 y 242 F2 >. 
147 93 6 179 B3 | 211 D3 4 243 F3 < 
148 94 6 180 B4{ 212 D4 & 244 F4 f 
149 95 6 181 B54 213 D5 F 245 F5 J 
150 96 G 182 B6 | 214 D6 ¢ 246 F6 + 
151 97 Y 183 B7 7 215 D7 + 247 F7 & 
152 98 y 184 BB y 216 D8 + 248 F8 ° 
153 99 6 185 B9 | 217 p94 249 FO > 
154 9A U 186 BA || 218 DA - 250 FA 
155 9B ¢ 187 BB z 219 DBM 251 FB / 
156 9c £€ 188 BC+ 220 DC m 252 FC n 
157 9D ¥ 189 BD4 221 DD 253 FD? 
158 9E R 190 BE4 222 DE J 254 FE = 
159 9F f 191 BF 223 DF @ = 255 FF 
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Interrupt 13H, £86-DOS 


6845 index register _ 472 
8042 keyboard processor 712 — 
8048 keyboard ee | 712 
8086 | ve 3, 903 
8088 3, 8, 903 
8253 chip | — 449 
8259 timer chip 671, 712 
80186 3, 903 
80286 3,903 
80386 3, 903... 
Aborting a program | 142 | 
Absolute disk read _ : 
Absolute disk write 845 
Activate character set — 873 
Activate mouse driver 898 
Adapt to foreign hard disk — — 743 
Address | 8, 903 - 
Address bus 16, 699, 903 
Address notation _ 9 
Address operator & _ 

Address register 8 
Address space 8 
AH register ~ 45 
Alarm interrupt & 397 
Allocate memory — : ~ 821 
Allocated expanded memory pages 854 
Allocating memory 121 
Alternate hardcopy 877 
ANSILSYS | 55, 148, 156 
Arena header — 903 
ASCII 3 904 
Assembly language 1, 3, 47, 904 
ASSIGN 149 
Asynchronous data transfer 904 


520 


449 


844 


42 


AT 


904 
- AT hard disk 675 
_ ATP 7 wits 330 
‘Attribute byie.. 459, 460, 497, 904 
AUTOEXEC. BAT 57, 149, 199, 904 
Background vas 862 
BACKUP 203 
BASIC vee 3 San, « 
Basic Inpat Outpt System (BIOS) 
1,711, 905 
~ Batch files. - See 54) 57, 11L- 112, 904 
Bad | ie — -. 331, 904 
BCD format 396, 566 
Binary coded decimal (BCD) 396, 566, 
| | 00, 904 
Binary system ~ 900, 905 | 
BIOS” 711 
BIOS architecture 220 
BIOS cassette interrupt - = 714 
_ BIOS configuration functions — 713 
BIOS date functions gor Ber 395 
_ BIOS floppy disk functions 713 
BIOS hard disk functions. 714 
_ BIOS Interrupts: ms 
7 Interrupt 1AH, function 02H 760 
Interrupt 1AH, function03H 761 
Interrupt 1AH, function0Q4H 761 
Interrupt 1AH, functionOSH 762 
Interrupt 1AH, function06H 762 
Interrupt 1AH, functionO7H 763 
Interrupt 10H, function 13H 726 
Interrupt 13H, function 15H 734 
Interrupt 13H, function 15H 749 
Interrupt 13H, function 16H 734 
Interrupt 13H, function 17H 735 
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Interrupt 15H, function83H 752 
Interrupt 15H, function 84H 753 
Interrupt 15H, function 85H 754 
Interrupt 15H, function 86H 754 
Interrupt 15H, function 87H 754 
Interrupt 15H, function 88H 755 
Interrupt 15H, function 89H 755 
BIOS Interrupts (XT and AT only): 
Interrupt 13H, functionOOH 736 
Interrupt 13H, functionOAH 744 
Interrupt 13H,functionOBH 745 
Interrupt 13H, functionODH 746 
Interrupt 13H, functionOlH 736 
Interrupt 13H, functionO2H 737 
Interrupt 13H, function03H 738 
Interrupt 13H, function04H 740 
Interrupt 13H, functionOSH 741 
Interrupt 13H, functionO8H 742 
Interrupt 13H, functionO9H 743 
Interrupt 13H, function 10H 747 
Interrupt 13H, function 11H 748 
Interrupt 13H, function 14H 748 
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BIOS keyboard functions 
BIOS memory functions 
BIOS Parallel printer functions 


714 
713 
715 


BIOS Parameter Block (BPB) 157, 160, 
198, 214, 215, 905 


BIOS printer interrupt 385, 715 
BIOS screen output 226 
BIOS serial interface functions 714 
BIOS time functions 395 
BIOS variable memory 398 
BIOS version 223 
Bitfield 887 
Bitmap mode 460, 721 
Bitplanes 521 
Blinking attribute 866 
Block device driver 150, 156, 171, 
194, 816, 905 
Boot sector 59, 185, 197, 905 


Booting 221, 715, 759, 905 
Bootstrap 198, 221 
Border color 862 
BPB—see BIOS Parameter Block 

<Break> key 715, 763 
Breakpoint 668-669, 711 
Buffer 814 
Buffered input TI9 
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Byte table 840 
C language 104 
CALL — 905 
Call ROM BASIC 715, 759 
Calling interrupts 27 
Cancel all files in print queue 848 
Cancel redirection 839 
Carry flag 12, 37, 905 
Cassette interrupt 297, 336 
Cathode ray tube 458 
CD-ROM 193-194 
CGA 254, 463 
Change 121 
Change directory. 93 
Change retry count 819 
Character device driver 150, 170, 194, 
815, 906 
Character generator 460, 875 
Character input 766, 774, 777 
Character matrix 469 
Character output 70, 767, 774 
Character set 265, 459, 872 
Character table 715, 765 
Child program 110, 906 
CHKDSK 201 
CLI 23 
Clock 14, 906 
Close file (FCB) 782 
Close file 808 
Clusters © 198, 906 
Code segment 10 
Color palette 498, 721, 723 
Color selection register 504, 871 
Color-suppressed mode 498 
Color/Graphics Adapter (CGA) 228, 
254, 497 

COM programs 51, 60, 62, 112, 
| 825, 906 
COM1 73 
Command processor 53, 56, 111, 907 


COMMAND.COM _ 56, 111,823, 906 


Common registers 
Compact disk (CD) | 


Compatibility 
COMSPEC 
CONFIG.SYS 


6 
193 
206 
112 


59, 85, 149, 156, 


194, 907 


Abacus Index 
Configuration 289 Determine memory size 728, 755 
Configuration register 482 Determine mouse sensitivity 897 
Control codes 233 Determine mouse type 7 899 
Control record access 835 Determine pointer display page 897, 898 
Control register 471 Determine processor 653 
Controller diagnostic 748 Determine video card type 880, 881 
Cooked mode 72, 150, 171,814,907 Device attribute 77, 814 
Country-specific data 769,770 Deviceclose — 166 
CP/M 51-52, 70, 84, 687,907 Device driver 148, 215, 817, 908 
Create file 786, 806, 835. Device driver access 151, 767 
Create new file 835 _—_— Device redirection 838 
Create PSP 793 Devices 53 
Create subdirectory 804 Digital Research 52 
Create temporary file 834 DIR command 96 
Critical error handler 57, 142, 800,842 Direct console I/O 776 
Critical error handler address 843 Direct Memory Access (DMA) 13, 325, 
CRT 458, 908 909 
CRT controller (CRTC) 14, 460, _—_ Direct video access 457 
462, 857,872 Directory lister programs 96 
<Ctrl> key 359 Directory search 93 
<Ctrl><Break> 800 Disable lightpen emulation 889, 890 
Cursor definition 232, 716, 856, 857 Disable mouse pointer 883 
Cursor positioning 232,717,857 Disk access 297, 769 
Cycles 447 Disk change 303, 735 
Cyclic Redundancy Check 324, 907 Disk controller | 14, 908 
Disk format 735, 742, 908 
DAC color register 867 Disk monitor program 305 
DAC color table 258 — Disk operating system 51 
DAC mask register 870 Disk reset 781 
DAC register group 868 Disk status 730, 908 
DASD 908 Disk transfer area (DTA) 62, 90 
Data bus 16, 699, 908 Disk/hard disk access 769 
Data segment 10 Display attributes 460 
Data structures 196 Display modes 458 
Data transfer protocol 330 ~—sdDisplay mouse pointer 882, 883 
Date 34, 395, 715, 759-762, Display page 856-858, 908 
aia 796, 797, 829 Division by zero 710 
DEBUG program 172 DMA 13, 325, 909 
Decimal system 900 DOS 4.0 213 
Define cursor type 233,716 DOS | 201 
Delete file (FCB) 784 DOS buffer 211 
Delete file 810 DOS flag access 769 
Delete subdirectory 805 DOS functions 7 96, 206 
Determine configuration 727 DOS Info Block (DIB) 208 
Determine disk format 735. DOS Interrupt 21H, functionSCH 835 
Determine drive type — 734. DOS kernel e 56 
Determine Format of the Hard Disk 742 DOS version number 799 
Determine Hard Disk type 749  DOS-BIOS 56 
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Index 


Drive information 789 
Drive Parameter Block (DPB) 209 
Drive table 715, 764 
Driver initialization 148, 156 
DTA — 62, 99, 768, 788, 827, 909 
DUMP program 134 
Duplicate handle 820 
EGA 254, 463, 909 
EGA attribute controller | 865 
EGA BIOS 254 
EGA character generator 263 
EGA functions 856 
EGA/VGA configuration 856, 877 
EGA/VGA Interrupts: 


Interrupt 10H, function OOH 856 
Interrupt 10H, functionOAH 861 
Interrupt 10H, functionOBH 862 
Interrupt 10H, functionOCH 863 
Interrupt 10H, functionODH 863 
Interrupt 10H, function OEH 864 
Interrupt 10H, functionOFH 864 
Interrupt 10H, function 01H 857 
Interrupt 10H, function 02H 857 
Interrupt 10H, function 03H 858 


Interrupt 10H, functionOSH 858 


Interrupt 10H, functionO6H 859 
Interrupt 10H, function 07H 859 
Interrupt 10H, functionO8H 860 
Interrupt 10H, function 09H 861 
Interrupt 10H, function 10H 
- 865-866 

Interrupt 10H, function 11H 
872-874 

Interrupt 10H, function 11H | 


875, 876 — 
Interrupt 10H, function 12H 
8 877-878 
Interrupt 10H, function 13H 880 
Electron beam | — 461 
EMM Interrupts: a ; 
Interrupt 67H, function 0 — 854 
Interrupt 67H, functionO = 854 
Interrupt 67H, functionO == 855. —- 
Interrupt 67H, function 1. 849 
Interrupt 67H, function2 849 
Interrupt 67H, function 3 — 850 
Interrupt 67H, function 4 | 850 
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Interrupt 67H, function 5 — 851 
Interrupt 67H, function 6 851 
Interrupt 67H, function 7 852 © 
Interrupt 67H, function8 = = 852 
Interrupt 67H, function 9 853 

Enable mouse pointer 882, 883 _ 
_ End character | 909 — 
End of Interrupt EOD 670, 910 


Environment block 112, 208, 823, 910 | 
Error Correction Code (ECC) 324, 909 
Error display 71 


Exchange mouse event handlers 892 
Exclusion area 621, 890, 891 
EXE programs 51, 60, 66, 112 
— 825, 910 
EXEC function 
60, 66, 110, 132, 823, 910 
Execute overlay 824 
Execute program 823 
Expanded Memory Manager (EMM) 
849, 852,909 
Expanded Memory Specification (EMS) 
3, 909 
Expanded memory allocation 850 — 
Expanded memory handles 854 
Expanded memory mapping 851 
Expanded memory segment address 849 
Expanded memory status 849 
Extended FCB 88 
Extended keyboard codes 360, 910 
Extended memory allocation 850 
Extended memory mapping = 6©851 
Extended memory segment address 849 
Extended memory status 849 
Extended MS system page} 850 
Extended partitions 688 
Extended read — 7440 
Extended write | 745 
External commands ST 
External hardware interrupt 23 


_ Extra segment a 


FAR instruction 115,910 


FAT—Ssee File Allocation Table 


FCB functions. 84, 91, 206, 768 
FCB—see File Control Block ib tat 
File access (FCB) _—/ 768 


File access (handle) | 768 


Abacus | | Index 


File Allocation Table (FAT) 53,194, Get system date/time 796,797 © 


| 198, 214,910 Getverify flag ae 828 — 

File Control Block (FCB) 55, 62,84, Get video mode | 232 
| 208 .GRAFTABL 234, 721, 764 

File date ee a 830 Graphicmode | | 458 
File handle 55, 70, 85, 768, 820 Graphic user interfaces 213 
File information access _ 769 ~~ Gray scales 871, 878, 879 
File search using FCB functions | 94 GW-BASIC 7 28 
File search using handle functions 95 : | 
File time 7 830 Handle 70, 815, 911 
Filters 132,911 | Handle functions 96 
Fixed disk os 54,741,910 Hard disk 54, 323 
Flag register 6,12,911 Hard disk error codes 324 
Flush input buffers 162,164 Hard disk format 911 
Flush output buffers 164 Harddisk functioncalls 325 
Force duplicate of handle 820 Harddiskinterrupts 674 | 
Foreignharddisks  —sC._. 743 ~~ Hard disk partition support 213, 687 
FORMAT 202 Hardcopy 670, 711 
Format diskette 733 . Hardware interrupt 22, 667, 710, 911 
Format hard disk 326, 741 Hardware (CPU) Interrupts: <a 
Format hard disk cylinder 741 Interrupt OOH 710 
Function 911 ~~ Interrupt 01H | 710 
| | | Interrupt 02H | 711 
Garbage collection 30,911 —_—siInterrupt 03H» 711 
GDT | 337, 911: ~ Interrupt 04H . Fr 
General registers 911 Interrupt OSH 711 
Get <Ctrl><Break> flag 800. Interrupt 08H | 
Get allocation strategy 830, (8259 interrupt controller) 712 
Get country 802 ~~_—siInterrupt 09H 
Get current directory - 93,821 ee, (8259 interrupt controller) 712 
Get default drive 788 Heap | 432 
Get device information 813. Hercules graphic cards 230, 255, 
Get Drive information | 789 463, 482 
Get DTA address 798 Hertz | | 447 
Get extended error information | 832  Hexadecimalsystem _ 899, 912 
Get file attributes | 811. ~~ Hidden files 96 
Get file date and time 7 _ 829 Hierarchical file system 54 
Get free disk space 801 ~~ High density disk drives 303 
Get input status 780. -~ High level languages _ 3, 711, 712 
Get interim console flag 840 - Hold print jobs for statuscheck 848 | 
Get machine name | - 836 _- Horizontal synchronization signal 472 
Get MS-DOS version number 799 Hotkey | 408 
Get pointer position/button status 884 | a 
Get print spool install status . 846  J/OControlRead | 160 
Get printer setup 837. YOControl Write — 165 
Get PSP address : 839s TIBMBIO.COM 7 59, 202. 
Get redirection list entry 837%. IN. :. 464, 699, 912 


Get return code 826 Initialize — | 750 
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Initialize printer 385, 758 | Math coprocessor 14, 675, 710 
Input buffer 575 7 711, 913 
Input status | 162,817 MCB - . | — 209 
Installable device drivers 55 = MDA — | 254, 463 
Instruction pointer 10 Mediachange 734 
INT instruction 27,47,711,712 | Mediacheck 158° 
int86 function (C) 40-41 Media descriptor | 199, 210, 913 
intdos function (C) 41-42 Megabyte | 8, 291, 913 
intdosx function (C) 40,42 | Memory 16, 754 
Intel Corporation 3, 712,903 Memory block allocation 822, 831, 913 
interim console flag (840 Memory Control Block 119, 208, 209 
Interleave factor 210 Memory location 16 
Internal commands 57,912 | Memory release | 121, 822 
Internal DOS structure 56 Memory segments 17 
Internal hardware interrupts 23 Microprocessor 3, 8, 575, 913 
Interrupt controller 13, 670,912 Microsoft Assembler (MASM) 48 
Interrupt requests 13, 671 Microsoft C compiler 416 
Interrupt routine 20,912 Microsoft Corporation 52 
Interrupt vector 801 Microsoft mouse 617 
Interrupt vector table 20, 912 Mode selection register 501, 502 
Interrupts 19 Model identification byte 291, 913 
INTO (INTerrupt on Overflow) _ Modify allocation (Vers 2 andup) 822 
| instruction 711 Monochrome Display Adapter (MDA) 
INTR procedure (Pascal) 36 226, 463, 469, 482, 497 
IO.SYS 59 Mouse button activation counter 
IOCTL 165, 170, 819 884, 885 
IRET (Interrupt RETurm) 19, 711 Mouse button release counter 885 
| Mouse button status 883, 884 
JOIN - 212 Mouse buttons 618 
Joysticks 753. Mouse event handlers 888, 891 
3 Mouse interface 617 
Keyboard access 72, 358,712 Mouse interrupts: 7 3 
Keyboard controller 576 Interrupt 33H, function 00H 882 
Keyboard output functions 74 Interrupt 33H, functionOAH 887 
Keyboard programming 575, Interrupt 33H, functionOBH 888 
Keyboard status 913 ‘Interrupt 33H, functionOCH 888 
Kilobyte | 913 Interrupt 33H, functionODH 889 
: | Interrupt 33H, functionOEH 890 
LASTDRIVE 212 Interrupt 33H, funcionOFH 890 — 
Lightpen | : 713: 882, 889 Interrupt 33H, function 01H 883 
Logical hard disk 688 Interrupt 33H, functionl1AH 896 — 
Logical sector | 216 Interrupt 33H, functionIBH 897 | 
Low-level formatting 687 Interrupt 33H, function ICH 897 
mn : Interrupt 33H, function 1DH 897 
Macros Saha - «48 Interrupt 33H, function EH 898 
Make directory — . | 93 Interrupt 33H, function 1FH 898 
Maskable interrupts vs) Interrupt 33H, function 02H 883 
Match 826-827 
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Interrupt 33H, function 03H 884 


Abacus 


Interrupt 33H, functionO4H 884 © 


Interrupt 33H, function 05H 885 


Interrupt 33H, function 06H 885 | 
Interrupt 33H, function 07H 886. 


Interrupt 33H, functionO8H 886 


Interrupt 33H, functionO09H 887 | 
— Interrupt 33H, function 10H 891. 
Interrupt 33H, function 13H 891 
Interrupt 33H, function14H 892 

Interrupt 33H, function 1SH 893: 


Interrupt 33H, function 16H = 893 


Interrupt 33H, function17H 894 | 


Interrupt 33H, function 18H 894 


Interrupt 33H, function19H 896 © 
Interrupt 33H, function20H 898 _ 


Interrupt 33H, function21H 899 


Interrupt 33H, function 24H 899 


Mouse pointer —- 618} 622, 882, 883 
Mouse pointer range of movement __ 
| — 885, 886 — 

Mouse pointer shape 886, 887 | 
Mouse programming 7 617 | 
Mouse speed doubling | , 891 
Mouse status buffer size 893 
MOV instruction © AT oe 
Move file pointer 810 

_ Move memory areas 754 
Move mouse pointer , 884 _ 
MS-DOS SL... 
MSCDEX 195: :: 
MsDos procedure (Pascal) | 36 
MSDOS.SYS GS OTS 
MUL instruction Set BLD 
Multiprocessing 4, 835, 913 
Multisync monitor te op ae 
Multitasking | | © pe BBS». 
NEAR instruction ee. 914 
Network | 819, 835-836 
Nibble : 914 
Non-destructiveread == ~~ ‘+161 
Non-maskable interrupt (NMI) | 23, 710 - 
Non-overlapping segments == —=— CII 

- Norton Utilities® — 208, 213 
Offset address 8, 42, 903. 
Open | oa | po a 65<; 
Open file (FCB) | 782.. 


Index 


Openfile 807 
Operating system area 119 
OS/2 25 | 687 | 
Oscillation aa, 447 - 
OUT | 464, 699, 914 

Qutputbuffer ». STS: 
Output character string | 778 
Output status 164, 817 

-. Output until busy 167 
Overlapping segments — 1 
Overlays : 114, 914. 

_ Overscan register 856, 866 

_ Palette register 865, 877, 878 
Paragraph 914 

_ Parameter block _ | 111, 823 
Parent program 110, 840, 914 
Parity — 332, 914 
Parity bit 331 
Parse filename to FCB 795 
Partition code 689 
Partition sector ~ 688 

Partitions — 323, 687-689 

~ Pascal - 100 
Paterson, Tim 52 
PATH > 112-113 

e PC | 914 
PC Tools® 213 
PC-DOS © 51 
Periodic interrupt 764 
Peripheral interface 914 

 Pipefile = 134 
Pipes 133 

Pixel | ae : 724 
Pointer position 883, 884 

- Pointer speed 890 
Ports 699, 915 
Position cursor 717 
Predefined handles 70 
Primary partition 688 
Print queue 847 
Print spooler 846-847 
print Character | 716 
Printer access 384, 758 
Printer interrupt 674 
Printer output functions 73, 16 
Printer status 385, 758 


Processor registers — 219 


Index 


Processor type | 291 


Program calls | 110 
Program counter 6,10 
Program Segment Prefix (PSP) 60, 67 
208, 769, 793,915 

Program termination 766 
Programmable peripheral interface 13 
Programmable timer 448 - 
Prompt | ST 
Protected mode 337, 915 
<Prt Sc> key 670 — 
PSP access | 769 
PTR data type _ 155 
RAM 291, 325, 767, 915 
RAM control . 767 
RAM determination 291 
Random block read 794 
Random block write | , 795 
Random read 790 
Random write | 791 
Raster _ 462 
Raster-scan devices 460 
Raw mode 72, 150, 171, 814, 915 
Read 161 — 
Read character 720, 751, 775, 860 
Read clock count 759 
Read control keys 361 
Read cursor position 232, 718 | 
Read data from block device — -816 
Read data from character device 814 
Read date from realtime clock 761 
Read Disk 730 - 
Read disk status 7 299 - 
Read display mode 726 
Read file 808 
Read hard disk 325, 326, 736,737 © 

_ Read hard disk format 328 | 
Read HI-RAM size 3370 
Read input status 817 
Read Interrupt-Vector 801 
Read joystick — 753 
Read Keyboard 361, 756, 757 
Read output status «817 
Read pixel 238, 863 
Read printer status 758 
Read realtime clock 760 
Read status | 782 


928 


PC System Programming 


Ready — 747 


Realtime Clock 336, 395-397, 563, 
674, 761-763 
Realtime clock register | 564 
Recalibrate hard disk 329, 748 
Receive character sas — 334 
Receiver shift register _ 333 
Redirect device 838 
~ Redirection of interrupts 156 
Refresh rate 461 
Register a 6, 35 
Relative addresses _ 8 
Release extended memory pages 851 
Release memory 822 
Relocation factor (114 
Removable media 167 
Remove directory 93 
Remove file from print queue 847 
~ Remove mouse pointer 883 
Rename file 787, 828 
Reserved 846 
Reset alarm time 763 
Reset disk 729 
Reset hard disk 736, 737, 746 
Reset input buffer and theninput 780 
_ Reset mouse driver 882, 899 
Resident commands 51 
Resident interrupt driver 373, 391, 675, 
| 679 
Restore mouse status 893, 894 
ROM BASIC 222, 715,916 
ROM cartridges 7 —«i8 
ROM-BIOS 221, 254, 905 
Root directory _ 202 
RS-232 card | 330, 916 - 
Scan code 360, 575, 916 
Scan lines Ce SFT 
Screen border color _ | 865 
_ Screen controller 14. 
Screen refresh 879 
Scrolling — 859 
Search directory 768 
Search for match (FCB) 783-784 
Sector 54, 916 
~ Sector interleaving 326 © 
_ Segment address 8, 903 
Segment descriptor 338 


Abacus 


Segment register 6, 8, 42, 
Segmented address | 
Se 

Select color palette 

Select Current Drive 

Select current display page 
Select drive 

Select palette 

Send Character 

Send character (BIOS printer) 
Send data to block device 
Send data to character device 
Send file to print spooler 
Sensegraphic pixel 

Sequential read | 
Sequential write oo 
Serial interface 73, 330, 
Serial interface functions 73, 76, 
Serial port 7 
Set <Ctrl><Break> flag 
Set alarm time 

Set allocation strategy 
Set clock count 

Set country 

Set current directory — 

Set date in realtime clock 
Setdisk type 

Set display page 

Set DTA address 

Set file attributes 

Set file date and time 

Set flag after time interval 
Set graphic pixel 237, 
Set mouse display page 

Set mouse event handler 

Set mouse hardware interrupt rate 
Set mouse pointer display page 
Set mouse sensitivity 

Set pointer shape (text mode) 

Set printer setup 

Set random record number 

Set realtime clock 

Set system date 

Set system time 

Set Verify flag 

Setting 

Scan 

Shell — 


916 
8 


40 
723 
781 


719 


781 
723 
775 


385 


816 


— 815 


847 


724 


785 


786, 


751 
330 
751 


800 © 


762 


831. 
760 
804 
805 
762 © 
Bae 
933" 


788 


812° 


829 
752 


724 
622 | 
6888) 


897 
897 
896 
887 


836 — 
792 — 
761 — 
797 — 


797 


798 
333 
461 


907 


dex 


Terminate and Stay Resident (TSR) 


Signal controller 460 
Single step 667 
Single step interrupt | 710 © 
Small registers 7 
Software interrupt — 22,916 
SORT | | 132 
Sound | 447-451 
Sound demonstration program 451 
Special keys 358 
Stack segment | 11 
_ Standard input device 917 
Standard output device 917 
Status register 503, 564, 575 
STI 23,917 
- Stop bits 331, 332 
_ Subdirectory access | 767 
SUBST. : 212 
Support chips —_ 2213 
Switch to protected mode 755, 
System configuration 292, 
System Request 754, 
System request | 754 
Teletype output — 235° 
Temporary file — 8345 
Terminate address © 843 


407, 846 © 


Terminate program — 142, 767, 773, 825 


‘Terminate with return code B25, 
Test for changeable block device 818 
Test forlocalorremote drive §—«_- 818 
Test forlocalorremotehandle = 819 
Text cursor emulation ~~ 879 
Text mode 458 
Time =: 3395, 759-763, 768, 797, 829 — 
Time and date | 767 
Time measurement 54, 336, 395 
Time-out error 333, 384, 917 
Timekeeping 395 
Timer 14, 448, 673, 917 
TPA—see Transient Program Area 

Trace mode 668 
Traditional input/output functions 74 
Transfer holding register - 333 
Transfer shift register — -333— 
Transient commands | ro OL 


Transient Program Area (TPA) 119, 903 
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Transmit characters _ 334 Write character 722, 757, 861, 864 
TRAP bit | 710 Write character/attribute 721, 860 
Truncate file 806 Write character/color 861 
TSR 846TSR programs 407 Write to disk 731 
Turbo C Compiler 45,416 Write to file 809 
Turbo Pascal string | 38 = Write with verify 163 
Typematic 577-579 

XENIX : 196, 687 
UART | + 332 Pa 


Undocumented DOS structures 208 
Unfiltered character input without echo 
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UNIX 54, 70, 84, 196 
Upwardly compatible 903 
User interface 617 
Verify disk 732 
Verify flag 798, 828 
Verify sector 326, 740 
Vertical synchronization signal 483 
VGA BIOS 254 
VGA character generator 263 


VGA Interrupts: 

Interrupt 10H, function 1AH 881 

Interrupt 10H, function 10H 
866-871 

Interrupt 10H, function 11H 
sub-function 04H 874-876 

Interrupt 10H, function 12H 
sub-function 31H 878-879 


VGA video modes 255 
Video cards 14, 457 
Video controller 458 
Video controller registers 472 
Video functions 713 
Video Graphics Array (VGA) 254, 458 
Video mode 231, 856 
Video page 908 
Video RAM 458, 482, 856 
Video table 764 715 
Virtual memory 4,917 
Volume 917 
Wait 754 
Wildcards 96 
Word 16 
Word length 331, 332 
Write 163 


930 


Companion Diskette 


PC System Programming | 
Companion diskettes 


For your convenience, the program listings contained in this book are available on 
two IBM 5 1/4 inch floppy diskettes. You should order the diskettes if you want to 
use the programs but don't want to type them in from the listings in the book. 


All programs on the diskettes have been fully tested. You can change the programs 
for your particular needs. The two-diskette set is available for $19.95 + $2.00 for 
postage and handling withing the U.S.A. ($5.00 foreign orders). 


When ordering, please give your name and shipping address. Enclose a check, 
money order or credit card information. Mail your order to: : 


Abacus 
5370 52nd St. S.E. 
Grand Rapids, MI 49512 


Or for fast service, call 616/698-0330 


For orders only call 1-800-451-4319 
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Order Toll Free 1-800-451-4319 


5370 52nd Street SE * Grand Rapids, MI 49512 
Phone: (616) 698-0330 * Fax: (616) 698-0325 


Beginners Books for new PC Users 


Beginners Series books remove the confusing jargon a and get you up 


and running quickly with your PC. 
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PC and Compatible Computers for Beginners - 
For the absolute newcomer to personal computers. 
Describes the PC and all of its components in a non- 
technical way. Introduces DOS commands. 

ISBN 1-55755-060-3 $18.95 
Canada: 52072 $22.95 a 


MS-DOS for Beginners - Describes the most 
important DOS commands clearly and 
understandably. Teaches skills required to more 
effectively use your PC. | 

ISBN 1-55755-061-1 | $18.95 
Canada: 52071 $22.95 


EXCEL for Beginners - Newcomers to this powerful 
spreadsheet and graphics software will learn to master 


Excel's many features in a short while. 


ISBN 1-55755-067-0 $18.95 
Canada: 52067 $22.95 


Microsoft Works for Beginners - A thorough 
introduction to this “all-in-one” software package. 
Loaded with simple, practical examples. 

ISBN 1-55755-063-8 $18.95 
Canada: 52070 $22.95 7 | 


‘Ventura Publisher for Beginners* - Presents the 


basics of the premier desktop publishing package. 
Many examples and illustrations. _ _ 
ISBN 1-55755-064-6 —- $18.95 
Canada: 52074 $22.95 | 


*Companion Disk available for $14.95 each ($19.95 CDN) 


ees | To order direct call’ 1 ‘oll Free 1-800-451- 4319 | 
Tn US and Canada add $4.00 shipping and handling. Foreign orders add 
$12.00 per item. Michigan residents add 4% sales tax. 


_ Beginners Books for new. PC Users. 


UNIX for Beginners - Clearly describes this popular | 
operating system, Logon procedures, file concepts 
and commands using simple and clear examples.. 


ISBN 1-55755-0654 = $18.95 
Canada: 52073 $22.95 


Lotus 1-2-3 for Beginners - Presents the basics with 
examples that are presented clearly and without 
confusing ‘computer jargon’.- Includes Release 2.2 
information. ; 

ISBN 1-55755-066-2 — $18.95 
Canada: 52069 $22.95 


GW-BASIC Programming for Beginners* - A 
simple introduction to programming the PC using the 
BASIC language. Learn many of the commands 
writing sample programs and taking chapter quizzes. 
ISBN 1-55755-062-X | | $18.95 
Canada: 52068 $22.95 


Microsoft Word for Beginners - Explains what a 
beginner needs to know to become more productive 
with this powerful word processor. Step: Dy: MEP 
examples. 


ISBN 1-55755-068-9 $18.95 
Canada: 52075 $22.95 


COBOL for Beginners* - Teaches this popular 
language using MBP, MicroFocus and Microsoft 
COBOL. Includes quizzes, explanations and 
demonstrations. 

ISBN 1-55755-070-0 $18.95 
Canada: 53904 $22.95 


dBASE IV for Beginners - Simply andeasily explains 


the fundamentals of dBASE. Learn to operate this dB ASE IV 


package inno time andutilizeits powerfulcommands | rer begteners 
and functions. | - ) 
ISBN 1-55755-069-7 $18.95 


Canada: 52066 $22.95 


| *Companion! Disk available for $14.95 each ($19.95 CDN) 


; 18 order direct call Toll Free 1-800-451 "4319 | 
In US and Canada add $4.00 shipping and handling. Foreign orders add 
$12.00 per item. Michigan residents add 4% sales tax. 


Developers Series Books 


Developers Series books are for the professional software developer 
that requires in-depth technical information and programming 


techniques. 


PC System Programming for Developers a literal encyclopedia of 
technical and programming information. Features parallel working examples 
in MS-DOS, Pascal, C, ML. Topics include: memory layout, DOS operations 
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| To order direct call Toll Free 1-800-451-4319 


and interrupts from ML and high level 
languages, using extended and expanded 


memory, device drivers (incl. CD-ROMs), hard 
disk partitions, PC ports, mouse driver 
programming, COM and EXE programs, 
fundamentals of BIOS, programming graphics 
and sound, TSR programs, complete appendices 
and more. 

ISBN 1-55755-035-2 $39.95 
Canada: 52092 $51.95 

Book/disk combination 

ISBN 1-55755-036-0 $59.95 
Canada: 52444 $74.95 


PC File Formats and Conversions for 
Developers describes in detail file formats for 
major software applications. Learn how to 
transfer files from one PC application to another. 
This book/disk combination includes file 
conversion software. 

Includes companion diskette 

ISBN 1-55755-059-X $34.95 
Canada: 53906 $45.95 


Turbo Pascal Internals for Developers 
describes programming tips and techniques 
using the best-selling Pascal programming 
language today. 


Includes two companion diskettes. 


ISBN 1-55755-080-8 $49.95 
Canada: 53910 $64.95 


More Titles Coming Soon! 


In US and Canada add $4.00 shipping and handling. Foreign orders add 
$12.00 per item. Michigan residents add 4% sales tax. 


Productivity Series Books 


Productivity Series books are for the user who wants to become more 


productive sooner with their PC. 


Tips & Tricks for your PC Printer describes < “a 
how printers work, basic printer configurations [s aoe By 
using DIP switches, using MS-DOS commands AY Se BS 
for simple printer control and includes utilities on 
a 5 1/4" companion diskette to demonstrate the 
most popular software commands. Useful printer 
accessories, font editor and printing tricks and 
tips. Includes companion diskette. Ca ae 
ISBN 1-55755-075-1 — $34.95 
Canada: 53903 $45.95 | | 


. 4 
MS-DOS Tips & Tricks contains dozens of tips [4 
from the pros on using MS-DOS. Describes tricks 
and tips on finding any file on hard disk, copying 
data from a backup without the RESTORE 
commands, protecting your data, cold-starting 
your PC from a batch file and more. 

ISBN 1-55755-078-6 | $17.95 
Canada: 53907 $23.95 


PC Tools Complete is a complete reference to <] N4g@@ 
the PC Tools software, the best-selling software (“gs 
utility for years. It thoroughly covers all of the 
many features of each of the utilities that make up 
this all-encompassing software package. 

ISBN 1-55755-076-X $22.95 __ 
Canada: 53905 $29.95 | 
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The Laptop User's Guide contains a wealth of «| Nya 
techniques and suggestions that will help you /@eyyt 
become more productive using your laptop. You'll 
learn many ways to maximize your laptop sessions: 
using .keyboard codes; understanding disk 
operations; traveling with your laptop; conserving 
energy; using RAM disks; prompts and the copy 
command; transferring data and output and more. 
ISBN 1-55755-083-2 $19.95 
Canada: 53900 $25.95. 
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More Titles Coming Soon! 


| To order direct call Toll Free 1-800-451-4319 3 
In US and Canada add $4.00 shipping and handling. Foreign orders add. 
$12.00 per item. Michigan residents add 4% sales tax. 


Quick Reference Books 


Quick Reference Series books are convenient, durable books made to 
last. You'll find clear, concise information quickly at your fingertips. 


MS-DOS Versions 3.3 & 4.0 
ISBN 1-55755-000-X $9.95 
Canada: 52079 $12.95 


Lotus 1-2-3 Versions 2.2 & 3.0 
ISBN 1-55755-014-X $9.95 
Canada: 52076 $12.95 


WordPerfect 

Covers Versions 5.0 & 5.1 

ISBN 1-55755-015-8 $9.95 
Canada: 52085 $12.95 


GW-BASIC 
ISBN 1-55755-001-8 $9.95 
Canada: 52078 $12.95 


dBASE IV 
ISBN 1-55755-013-1 $9.95 
Canada: 52077 $12.95 


PC Tools Companion ae 
All the information you require for working 
with best-selling PC tools software. Features 


fasta goannas a durable hardback cover that makes the 
BISA RS (ESSR 
ea 7 AV book perfect for laptop users. 
gp HSE 3 i ISBN 1-55755-012-3 $12.95 
ee 5 "y Canada: 53908 $16.95 
prossrceesnss Se 
Se 
Ss : : | 
: : } aa wa ae 2 : UNIX / XENIX Reference Guide = Gain 
uD. RE Re quick access to vital information on UNIX 


and XENIX. Commands listed with syntax, 
options, examples of use and reference to 
other commands. 

Soft cover. 


ISBN 1-55755-031-X $12.95 
Canada: 52083 $16.95 
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To order direct call Toll Free 1-800-451-4319 
In US and Canada add $4.00 shipping and handling. Foreign orders add 
$12.00 per item. Michigan residents add 4% sales tax. 


PC System. 
Programming 


An in-depth reference for the DOS programmer 


PC System Programming for Developers is a literal encyclopedia for the DOS programmer. 
Whether you program in assembly language, C, Pascal or BASIC, you'll find dozens of practical, 
parallel working examples in each of these languages. 


PC System Programming for Developers clearly describes the technical aspects of program- 
ming under DOS. More than 900 pages are devoted to making DOS programming easier. 


Some of the topics covered include: 
* PC memory organization ¢ DOS structures and functions 
Using extended and expanded memory ¢ Fundamentals of the BIOS 
Hardware and software interrupts * Programming graphics cards 
COM and EXE programs ¢ TSR programs and more 


Handling program interrupts in BASIC, ¢ Writing device drivers 
Turbo Pascal, C and assembly language 


Look for other books in our Developer's Series. 


Includes two companion disks with over 1 MB of source code. 
These disks contain all the source files listed in the book - 
complete and error-free. 

Saves you hours of typing in the listings! 


ISBN 1-55755-036-0 


9 "781557 | 
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